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(54) REVERSIBLE FLOW EVAPORATOR SYSTEM

(57) A reversible flow heat exchange system in-
cludes a heat exchanger system that includes a canister
configured to receive a first fluid from a machine and a
heat exchanger disposed within the canister. The revers-
ible flow heat exchange system also includes a cooling
system coupled to the heat exchanger and configured to

circulate a second fluid between the heat exchanger sys-
tem and the cooling system and a reversing valve cou-
pled to the heat exchanger and configured to selectively
direct a flow of the first fluid in a first direction through
the canister and in a second direction through the canister
that is opposite the first direction.
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Description

TECHNICAL FIELD

[0001] The present invention relates generally to a heat
exchange system and more particularly, but not by way
of limitation, to a system and method for reversing a flow
of a fluid through the heat exchange system.

BACKGROUND

[0002] Machines often make use of a circulating fluid
(e.g., oil) to provide lubrication and/or cooling. As the fluid
circulates through the machine, heat is dissipated. The
dissipation of heat from the machine may be improved
by circulating the fluid from the machine to an external
cooling apparatus, such as a heat exchanger. Examples
of such machines include lathes, CNC machines, mills,
and other machines that use a cutting tool to shape me-
tallic objects. As the cutting tool removes metal via cutting
or abrasion, heat is generated as a result of the work that
is done to the metallic object by the cutting tool. The heat
generated can damage the cutting tool, the machine,
and/or the metallic object being worked on. In order to
remove this generated heat, a fluid can be circulated
around the cutting tool and the metallic object to absorb
heat. Removal of heat from the machine can be improved
by circulating the fluid through a cooling system.
[0003] While using a cooling system can be beneficial,
the external cooling system can become clogged by de-
bris that collects within the fluid as a result of the cut-
ting/abrasion process. For example, the debris can in-
clude metal shavings, cuttings, particles, dust, sludge,
and the like. The debris may include other particulate
matter that the fluid is exposed to during operation of the
machine. As the machine and cooling system operate,
elements of the cooling system (e.g., an evaporator) can
collect debris. As debris builds, efficiency of the cooling
system declines. Eventually, it becomes necessary to
cease operation of the cooling system so that mainte-
nance and cleaning can take place.

BRIEF SUMMARY OF THE INVENTION

[0004] An illustrative reversible flow heat exchange
system includes a heat exchanger system that includes
a canister configured to receive a first fluid from a ma-
chine and a heat exchanger disposed within the canister.
The reversible flow heat exchange system also includes
a cooling system coupled to the heat exchanger and con-
figured to circulate a second fluid between the heat ex-
changer system and the cooling system and a reversing
valve coupled to the heat exchanger and configured to
selectively direct a flow of the first fluid in a first direction
through the canister and in a second direction through
the canister that is opposite the first direction.
[0005] An illustrative method of controlling a direction
of fluid flow through a heat exchanger system includes

circulating a first fluid between a machine and a heat
exchanger system, circulating a second fluid between
the heat exchanger system and a cooling system, direct-
ing a flow of the first fluid through the heat exchanger
system in a first direction by orienting a reversing valve
in a first orientation and directing the flow of the first fluid
through the heat exchanger system in a second direction
by orienting the reversing valve in a second orientation,
and exchanging, via a heat exchanger of the heat ex-
changer system, heat between the first fluid and the sec-
ond fluid. The method further includes wherein a direction
of flow of the first fluid through the machine remains the
same when the first fluid flows through the heat exchang-
er system in the first or the second directions.
[0006] An illustrative reversible flow heat exchange
system includes a heat exchanger system that includes
a canister configured to receive a first fluid from a ma-
chine and a heat exchanger disposed within the canister.
The reversible flow heat exchange system also includes
a cooling system coupled to the heat exchanger system
and configured to circulate a second fluid between the
heat exchanger system and the cooling system, a revers-
ing valve coupled to the heat exchanger and configured
to selectively direct a flow of the first fluid in a first direction
through the canister and in a second direction through
the canister, an actuator coupled to the reversing valve
and configured to control an orientation of the reversing
valve, a controller configured to operate the actuator and
a sensor coupled to the controller and positioned to mon-
itor build up of particulate matter on the heat exchanger.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

FIGURE 1 illustrates a prior art heat exchange sys-
tem;

FIGURES 2A and 2B illustrate a reversible flow heat
exchange system according to aspects of the disclo-
sure;

FIGURE 3 illustrates a heat exchanger for use with
the reversible flow heat exchange system of FIG-
URES 2A and 2B according to aspects of the disclo-
sure; and

FIGURE 4 is a flowchart illustrating a method of using
a reversing valve in accordance with aspects of the
disclosure.

DETAILED DESCRIPTION OF THE INVENTION

[0008] Embodiment(s) of the invention will now be de-
scribed more fully with reference to the accompanying
Drawings. The invention may, however, be embodied in
many different forms and should not be construed as
limited to the embodiment(s) set forth herein. The inven-
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tion should only be considered limited by the claims as
they now exist and the equivalents thereof.
[0009] FIG. 1 illustrates a prior art heat exchange sys-
tem 100. System 100 includes a machine 102, a heat
exchanger system 104, and a cooling system 106 and
provides cooling for machine 102 by circulating a first
fluid between machine 102 and heat exchanger system
104 via fluid lines 108, 110. The first fluid flows from ma-
chine 102 to heat exchanger system 104 via fluid line
108 and returns to machine 102 via fluid line 110. The
first fluid absorbs heat from machine 102 and then trans-
fers the absorbed heat to a second fluid via a heat ex-
changer 112 within a canister 114 of heat exchanger sys-
tem 104. The second fluid circulates between heat ex-
changer system 104 and cooling system 106 via fluid
lines 116, 118. Heat is removed from the second fluid by
cooling system 106. Cooling system 106 can cool the
second fluid in a variety of ways. In some aspects, cooling
system 106 includes traditional air conditioning compo-
nents, such as a compressor and a condenser, with heat
exchanger 112 being used like an evaporator to cool the
first fluid. In other aspects, cooling system 106 can cool
the second fluid using other known cooling methods.
[0010] System 100 can be effective for removing heat
from machine 102. However, the ability of system 100 to
remove heat from the first fluid can decline over time due
to buildup of particulate matter on heat exchanger 112.
Particulate matter becomes entrained in the first fluid as
the first fluid passes through machine 102 and is carried
with the first fluid to heat exchanger system 104. The
particulate matter may be, for example, metal shavings,
cuttings, particles, dust, sludge, and the like that results
from operation of machine 102. The first fluid enters heat
exchanger system 104 and is introduced to a first side
120 of canister 114. The first fluid then flows around heat
exchanger 112 (i.e., through gaps 136, see FIG. 3) to a
second side 122 of canister 114. As the first fluid flows
around heat exchanger 112, some of the particulate mat-
ter within the first fluid is deposited upon surfaces of heat
exchanger 112. As more and more particulate matter is
deposited upon heat exchanger 112, the efficiency of
heat transfer between the first fluid and the second fluid
decreases. In some instances, flow of the first fluid
through heat exchanger system 104 is reduced or even
blocked.
[0011] The build up of particulate matter on heat ex-
changer 112 can be delayed somewhat by filtering the
first fluid before the first fluid enters heat exchanger sys-
tem 104. However, use of a simple filter only slows the
buildup of particulate matter and does not prevent it en-
tirely. Eventually, it becomes necessary to cease oper-
ation of heat exchanger system 104 to perform mainte-
nance. Maintenance requires disassembly of heat ex-
changer system 104 so that heat exchanger 112 can be
cleaned. Cleaning heat exchanger 112 is time consuming
as numerous fluid connections (e.g., fluid lines 108, 110,
116, 118) to heat exchanger system 104 must be discon-
nected. In some aspects, the second fluid may be a re-

frigerant under pressure, which makes connecting and
disconnecting heat exchanger 112 more difficult. Using
more complex filtering systems may remove more par-
ticulate matter from the first fluid, but more complex fil-
tering systems are undesirable as their use adds com-
plexity and cost to system 100.
[0012] Referring now to FIGS. 2A and 2B, a reversible
flow heat exchange system 200 is illustrated. Reversible
flow heat exchange system 200 includes some of the
same components of system 100 of FIG. 1. Components
that remain the same in FIG. 2 have the same part
number as shown in FIG. 1. A primary difference between
reversible flow heat exchange system 200 and system
100 is the inclusion of a reversing valve 202 that includes
a first pair of openings A-A’ and a second pair of openings
B-B’. Each pair of valve openings are coupled together
so that the first fluid flows from one valve opening of the
pair of valve openings to the other valve opening of the
pair of valve openings. For example, fluid that enters a
first valve opening A flows through reversing valve 202
and exits reversing valve 202 through a second valve
opening A’. Relative to FIG. 1, reversing valve 202 is
placed in-line between fluid lines 108, 110 and allows the
direction of flow of the first fluid around heat exchanger
112 to be reversed. As illustrated in FIGS. 2A and 2B,
system 100 may be modified so that fluid line 108 is split
into fluid lines 204 and 206 and fluid line 110 is split into
fluid lines 208 and 210. In other aspects, fluid lines 108,
110 may be removed and new fluid lines 204-210 can be
installed in their place. Fluid line 204 directs the first fluid
out of machine 102 and fluid line 208 directs the first fluid
into machine 102.
[0013] With reversing valve 202 oriented as shown in
FIG. 2A (i.e., the first pair of valve openings A-A’ are
connected to fluid lines 204, 206, respectively, and the
second pair of valve openings B-B’ are connected to fluid
lines 210, 208, respectively), the first fluid flows from first
side 120 to second side 122 (i.e., in the same direction
as shown in FIG. 1). Rotating reversing valve 202 90° to
the right results in the orientation of reversing valve 202
as shown in FIG. 2B (i.e., the first pair of valve openings
A-A’ are connected to fluid lines 210, 204, respectively,
and the second pair of valve openings B-B’ are connected
to fluid lines 208, 206, respectively). With reversing valve
202 oriented as shown in FIG. 2B, the first fluid flows
from second side 122 to first side 120 (i.e., in a direction
opposite to that shown in FIG. 1). It is noted that regard-
less of the configuration of reversing valve 202, the first
fluid flows through machine 102 in the same direction.
[0014] FIG. 3 is a perspective view of heat exchanger
112. FIG. 3 is discussed relative to FIGS. 2A-2B. Heat
exchanger 112 is a microchannel heat exchanger that
includes a first end tank 124 and a second end tank 126
that are joined together by a plurality of microchannels
128. During operation of reversible flow heat exchange
system 200, the second fluid enters heat exchanger 112
via an inlet 130 coupled to first end tank 124. First end
tank 124 is divided into two sections by a baffle 132. The
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second fluid is distributed by first end tank 124 into a first
set of microchannels of the plurality of microchannels
128. The second fluid next enters second end tank 126
and is directed back to first end tank 124 by a second set
of microchannels of the plurality of microchannels 128.
The second fluid then exits heat exchanger 112 via an
outlet 134.
[0015] As illustrated in FIG. 3, each microchannel 128
is a tube with a rectangular cross-section through which
the second fluid can flow. The plurality of microchannels
128 may have other cross-sections (e.g., round). As the
second fluid passes through the plurality of microchan-
nels 128, the second fluid absorbs heat from the first fluid
that flows around the plurality of microchannels 128
through gaps 136. As the first fluid continues to flow
around heat exchanger 112, particulate matter collects
on a first side 138 of heat exchanger 112. In order to limit
build up of particulate matter on first side 138, a direction
of flow of the first fluid through canister 114 can be re-
versed using reversing valve 202. Flow of the first fluid
is reversed by changing the orientation of reversing valve
202 from the configuration shown in FIG. 2A to the con-
figuration shown in FIG. 2B.
[0016] Reversible flow heat exchange system 200 pro-
vides several benefits over system 100. For example,
reversing the flow of the first fluid through canister 114
flushes particulate matter from gaps 136 and from first
side 138, improving efficiency of heat exchanger 112.
The direction of flow of the first fluid can be reversed in
a periodic fashion to increase the time between servicing.
For example, the first fluid can be passed through can-
ister 114 with reversing valve 202 oriented as shown in
FIG. 2A for a first time interval. At the end of the first time
interval, reversing valve 202 is adjusted to the orientation
shown in FIG. 2B and the first fluid is passed through
canister 114 in the reverse direction for a second time
interval. This process can be repeated to reduce the build
up of particulate matter upon heat exchanger 112. The
first and second time intervals can be varied as desired.
For example, the first and second time intervals can be
hourly, daily, weekly, monthly, etc. The first and second
time intervals can be the same time interval or different
time intervals. In some aspects, the first and second time
intervals depend upon the type of first fluid used, the type
of machine 102, the characteristics of the particulate mat-
ter, and the like.
[0017] Orientation of reversing valve 202 can be done
manually or can be automated. Automation of reversing
valve 202 can be implemented with a controller 220 and
an actuator 222. Controller 220 can include a CPU 224
and memory 225 and is configured to control reversing
valve 202. For example, controller 220 can be configured
with a timer to set the first and second time intervals.
Actuator 222 is communicatively coupled (e.g., wired or
wireless connection) with controller 220 and can com-
prise various types of actuators, including servos and the
like.
[0018] Automation of the orientation of reversing valve

202 can also include a sensor 226 that is communica-
tively coupled (e.g., wired or wireless connection) to con-
troller 220 and detects an amount of particulate matter
that has settled on heat exchanger 112. Responsive to
a determination that a threshold amount of particulate
matter has formed, controller 220 reverses flow of the
first fluid through canister 114 with reversing valve 202.
Sensor 226 can be an optical sensor or a resistivity sen-
sor.
[0019] An additional benefit of the reversible design
disclosed herein is that, when heat exchanger 112 is a
microchannel heat exchanger, the performance of heat
exchanger system 104 is not affected when the flow di-
rection of the first fluid is reversed. Compared to other
heat exchange systems, cooling performance of revers-
ible flow heat exchange system 200 is maintained re-
gardless of the direction of the flow of the first fluid through
canister 114. For example, if a counter-flow heat ex-
changer where used instead of heat exchanger system
104, reversing the flow of the first fluid would result in a
reduction of cooling efficiency due to the change from
counter-flow of the first fluid relative to the second fluid
to parallel-flow of the first fluid relative to the second fluid.
Furthermore, the direction of flow of the first fluid through
machine 102 remains constant, which allows operation
of machine 102 to be maintained without any operational
or structural changes. Maintaining the performance of
heat exchanger 112 is also important when the second
fluid is a refrigerant. This is important because it allows
the refrigerant to be maintained in a superheat condition
regardless of flow direction of the first fluid. If a different
type of heat exchanger other than a microchannel heat
exchanger were used, the performance of the heat ex-
changer would change when the direction of the flow of
the first fluid is changed. Changing the performance of
the heat exchanger would likely result in the refrigerant
dropping out of superheat conditions, which would result
in a combination of liquid refrigerant and vaporized re-
frigerant that could damage a compressor of cooling sys-
tem 106.
[0020] FIG. 4 is a flowchart illustrating a method 400
of using reversing valve 202 in accordance with aspects
of the disclosure. FIG. 4 is discussed relative to FIGS.
2A-3 above. Method 400 begins at step 402. At step 404,
machine 102 of reversible flow heat exchange system
200 begins operating. During step 404, reversing valve
202 is oriented as illustrated in FIG. 2A and the first fluid
flows from first side 120 of heat exchanger 112 to second
side 122 of heat exchanger 112. Method 400 then pro-
ceeds to step 406.
[0021] At step 406, a determination is made as to
whether or not reversing valve 202 should be reversed.
The determination may be made by an operator (e.g., a
human) of reversible flow heat exchange system 200 or
by controller 220. As discussed above, the decision to
reverse the orientation of reversing valve 202 may be
made based upon various considerations. For example,
the decision may be based upon an amount of time ma-
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chine 102 has been operating or an amount of debris or
buildup that has settled on first side 120 of heat exchang-
er 112 (e.g., by visual inspection by the operator or as
detected by sensor 226). If a determination is made that
reversing valve 202 does not need to be reversed, meth-
od 400 proceeds to step 412 and reversible flow heat
exchange system 200 continues operation. If a determi-
nation is made that reversing valve 202 should be re-
versed, method 400 proceeds to step 408.
[0022] At step 408, the orientation of reversing valve
202 is changed to the position shown in FIG. 2B and the
first fluid flows from second side 122 of heat exchanger
112 to first side 120 of heat exchanger 112. In some
embodiments, the orientation of reversing valve 202 may
be changed manually by the operator. In some embodi-
ments the orientation of reversing valve 202 may be
changed by controller 220. For example, controller 220
may send a signal to actuator 222 to reorient reversing
valve 202. Method 400 then proceeds to step 410.
[0023] At step 410, machine 102 continues operating
and the first fluid flows through canister 114 in a direction
opposite to the direction of flow in step 404. Method 400
then proceeds to step 412. At step 412, a determination
is made as to whether or not machine 102 should con-
tinue to operate. The determination may be made by the
operator or controller 220. If a determination is made to
continue operation of machine 102, method 400 returns
to step 406. If a determination is made to cease operation
of machine 102, method 400 proceeds to step 414 and
method 400 ends.
[0024] In this patent application, reference to encoded
software may encompass one or more applications, byte-
code, one or more computer programs, one or more ex-
ecutables, one or more instructions, logic, machine code,
one or more scripts, or source code, and vice versa,
where appropriate, that have been stored or encoded in
a computer-readable storage medium. In particular em-
bodiments, encoded software includes one or more ap-
plication programming interfaces (APIs) stored or encod-
ed in a computer-readable storage medium. Particular
embodiments may use any suitable encoded software
written or otherwise expressed in any suitable program-
ming language or combination of programming languag-
es stored or encoded in any suitable type or number of
computer-readable storage media. In particular embod-
iments, encoded software may be expressed as source
code or object code. In particular embodiments, encoded
software is expressed in a higher-level programming lan-
guage, such as, for example, C, Python, Java, or a suit-
able extension thereof. In particular embodiments, en-
coded software is expressed in a lower-level program-
ming language, such as assembly language (or machine
code). In particular embodiments, encoded software is
expressed in JAVA. In particular embodiments, encoded
software is expressed in Hyper Text Markup Language
(HTML), Extensible Markup Language (XML), or other
suitable markup language.
[0025] Depending on the embodiment, certain acts,

events, or functions of any of the algorithms described
herein can be performed in a different sequence, can be
added, merged, or left out altogether (e.g., not all de-
scribed acts or events are necessary for the practice of
the algorithms). Moreover, in certain embodiments, acts
or events can be performed concurrently, e.g., through
multi-threaded processing, interrupt processing, or mul-
tiple processors or processor cores or on other parallel
architectures, rather than sequentially. Although certain
computer-implemented tasks are described as being
performed by a particular entity, other embodiments are
possible in which these tasks are performed by a different
entity.
[0026] Conditional language used herein, such as,
among others, "can," "might," "may," "e.g.," and the like,
unless specifically stated otherwise, or otherwise under-
stood within the context as used, is generally intended
to convey that certain embodiments include, while other
embodiments do not include, certain features, elements
and/or states. Thus, such conditional language is not
generally intended to imply that features, elements
and/or states are in any way required for one or more
embodiments or that one or more embodiments neces-
sarily include logic for deciding, with or without author
input or prompting, whether these features, elements
and/or states are included or are to be performed in any
particular embodiment.
[0027] While the above detailed description has
shown, described, and pointed out novel features as ap-
plied to various embodiments, it will be understood that
various omissions, substitutions, and changes in the form
and details of the devices or algorithms illustrated can
be made without departing from the spirit of the disclo-
sure. As will be recognized, the processes described
herein can be embodied within a form that does not pro-
vide all of the features and benefits set forth herein, as
some features can be used or practiced separately from
others. The scope of protection is defined by the append-
ed claims rather than by the foregoing description. All
changes which come within the meaning and range of
equivalency of the claims are to be embraced within their
scope.

Claims

1. A reversible flow heat exchange system, the revers-
ible flow heat exchange system comprising:

a heat exchanger system comprising:

a canister configured to receive a first fluid
from a machine; and
a heat exchanger disposed within the can-
ister;

a cooling system coupled to the heat exchanger
and configured to circulate a second fluid be-
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tween the heat exchanger system and the cool-
ing system; and
a reversing valve coupled to the heat exchanger
and configured to selectively direct a flow of the
first fluid in a first direction through the canister
and in a second direction through the canister
that is opposite the first direction.

2. The reversible flow heat exchange system of claim
1, wherein the reversing valve comprises a first pair
of openings and a second pair of openings.

3. The reversible flow heat exchange system of claim
2, wherein, when the reversing valve is configured
to direct the first fluid in the first direction, a fluid outlet
of the machine is coupled to the first pair of openings
and a fluid inlet of the machine is coupled to the sec-
ond pair of openings.

4. The reversible flow heat exchange system of claim
2, wherein, when the reversing valve is configured
to direct the first fluid in the second direction, a fluid
outlet of the machine is coupled to the second pair
of openings and a fluid inlet of the machine is coupled
to the first pair of openings.

5. The reversible flow heat exchange system of claim
1, wherein the reversible valve is configured so that
a direction of flow of the first fluid through the ma-
chine does not change when the first fluid flows in
either the first direction or the second direction
through the canister.

6. The reversible flow heat exchange system of claim
1, further comprising an actuator coupled to the re-
versing valve and configured to direct the first fluid
to flow in the first or second directions through the
canister.

7. The reversible flow heat exchange system of claim
6, further comprising a controller coupled to the ac-
tuator.

8. The reversible flow heat exchange system of claim
7, wherein the controller is configured to automati-
cally actuate the reversing valve after a predeter-
mined time interval.

9. The reversible flow heat exchange system of claim
7, further comprising a sensor associated with the
heat exchanger and configured to detect build up of
particulate matter on the heat exchanger.

10. The reversible flow heat exchange system of claim
9, wherein the controller is configured to automati-
cally actuate the reversing valve responsive to de-
tected build up of particulate matter.

11. The reversible flow heat exchange system of claim
1, wherein the reversing valve is configured for man-
ual actuation by a user.

12. The reversible flow heat exchanger system of claim
1, wherein the second fluid comprises a refrigerant.

13. The reversible flow heat exchanger system of claim
1, wherein the heat exchanger is a microchannel
evaporator.

14. The reversible flow heat exchanger system of claim
1, wherein efficiency of transfer of heat from the first
fluid to the second fluid is not changed by the first
fluid flowing in either the first direction or the second
direction through the canister.

15. A reversible flow heat exchange system, the revers-
ible flow heat exchange system comprising:

a heat exchanger system comprising:

a canister configured to receive a first fluid
from a machine; and
a heat exchanger disposed within the can-
ister;

a cooling system coupled to the heat exchanger
system and configured to circulate a second fluid
between the heat exchanger system and the
cooling system;
a reversing valve coupled to the heat exchanger
and configured to selectively direct a flow of the
first fluid in a first direction through the canister
and in a second direction through the canister;
an actuator coupled to the reversing valve and
configured to control an orientation of the revers-
ing valve;
a controller configured to operate the actuator;
and
a sensor coupled to the controller and positioned
to monitor build up of particulate matter on the
heat exchanger.
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