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Description

Object of the Invention

[0001] The present invention relates to an exhaust gas
management system which allows cooled exhaust gas
recirculation as well as heat recovery through a single
integrated module, located downstream of the exhaust
line.
[0002] Additionally, the present invention relates to a
propulsion system wherein the cooled exhaust gas is re-
circulated to the intake manifold of an internal combustion
engine.

Background of the Invention

[0003] Naturally aspirated propulsion systems by
means of an internal combustion engine which comprise
the functions of cooled exhaust gas recirculation as well
as heat recovery are known today. This is achieved for
example by means of corresponding heat exchangers
for each of these functions.
[0004] In particular, one of said heat exchangers allows
the cooling of the exhaust gas and the subsequent recir-
culation thereof to the intake manifold of the engine. Said
heat exchanger, or EGR (Exhaust Gas Recirculation) ex-
changer, is located close to the naturally aspirated en-
gine, with a recirculation valve, or EGR valve, being
placed between said EGR exchanger and the intake
manifold of the naturally aspirated engine.
[0005] The close positioning of the EGR exchanger to
the intake manifold of the engine is due to the fact that
introducing gas back into the intake manifold requires
overpressure in the recirculated gas so that it can over-
come the pressure drop occurring in the EGR heat ex-
changer and furthermore establish an inflow rate which
can be controlled by means of the EGR valve for the
suitable mixing thereof with the air coming from the at-
mosphere.
[0006] Additionally, there is a heat exchanger close to
the exhaust in which the non-recirculated exhaust gas is
cooled such that heat is recovered from this gas before
it is expelled into the atmosphere. The recovered heat
has various applications, such as increasing the temper-
ature of the vehicle passenger compartment or increas-
ing the temperature of the engine after startup so that
the engine can reach its nominal temperature as soon
as possible.
[0007] In this case, the heat exchanger works as a heat
recovery unit and must cause the lowest pressure drop
so as not to increase exhaust pressure, which would re-
duce engine performance. In this case, the cooled gas
which has already transferred its heat is finally dis-
charged into the atmosphere.
[0008] The term "exhaust line" will be used throughout
the description and must be interpreted as the set of el-
ements which allow driving the exhaust gas from the ex-
haust manifold of the internal combustion engine into the

atmosphere. In vehicles which incorporate an internal
combustion engine, said engine is located in the front
part of the vehicle and the discharging of the exhaust gas
takes place in the rear part of the vehicle. The exhaust
line therefore extends from the front position where the
internal combustion engine is located to the rear part.
The main element of the exhaust line is the exhaust duct.
[0009] Of all the elements in the exhaust line, some
are close to the engine and therefore close to an end of
the exhaust line, such as particle filters and or catalytic
converters, and others are at the opposite end, such as
mufflers and resonators. The latter will be considered
elements with very small pressure drops and are at a
pressure close to atmospheric pressure. The attachment
between the ends or between the elements close to one
end and the elements close to the opposite end is usually
established with an exhaust duct which extends along
the length of the vehicle and uses deformable interme-
diate elements to achieve a suitable attachment at the
ends for uncoupling the vibratory movement of the engine
from the remaining components located on the other side
of the deformable element.
[0010] There is an interest in the heat recovery unit
being located downstream of the exhaust line because
space is very limited in the engine compartment.
[0011] The integration of both functions through a sin-
gle heat exchanger working both as an EGR exchanger
and a heat recovery unit is known. This strategy corre-
sponds to one of the most highly developed fields of the
art given that it allows reducing the elements present in
the propulsion system as it dispenses with one of the
heat exchangers.
[0012] Nevertheless, this single exchanger working as
an EGR exchanger and a heat recovery unit must operate
under suitable conditions to perform both functions; in
particular, it must be located at a point of the exhaust line
where the pressure is high enough to allow feeding the
recirculated gas into the intake manifold.
[0013] A similar integration of functions through a sin-
gle heat exchanger is known in internal combustion en-
gines which incorporate a turbocharger. With this config-
uration, the exchanger allows combining both functions
given that the turbocharger assures at all times sufficient
recirculated gas and air mixture pressure for the air to
enter through the intake manifold. In this case, the valve
managing the recirculated gas must be located away
from the intake manifold and before the turbocharger.
[0014] However, given that the behavior of an internal
combustion engine with a turbocharger is not like that of
a naturally aspirated engine, this solution is not valid.
[0015] Therefore, the solutions known in the state of
the art do not allow for a correct integration of functions
in the case of the naturally aspirated engines or require
a positioning of the heat exchanger in the exhaust line
where high thermal fatigue occurs.
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Description of the Invention

[0016] Based on the problems set forth above, the
present invention proposes a solution which allows suit-
able integration of the functions of cooled exhaust gas
recirculation as well as heat recovery from said exhaust
gas, preventing element duplication, which increases
both the weight of the system and the space needed in
the vehicle for installing said system for naturally aspi-
rated gasoline internal combustion engines, solving the
problems considered above.
[0017] A first inventive aspect relates to an exhaust
gas management system which, despite the technical
issues considered above, establishes a configuration
comprising:

- an exhaust duct comprising:

a first end connectable to an exhaust manifold
of an internal combustion engine,
a second end open to the atmosphere;

- a heat recovery module comprising:

a heat exchanger in bypass configuration with
the exhaust duct, wherein the heat exchanger
has a first inlet/outlet port and a second inlet/out-
let port wherein the first port is the port closest
to the first end of the exhaust duct and the sec-
ond port is the port closest to the second end of
the exhaust duct;
a bypass valve with at least two end positions,
a first end position which establishes the pas-
sage of the exhaust gas through the heat ex-
changer, and a second end position which es-
tablishes the passage of the gas through the ex-
haust duct.

[0018] As indicated, the exhaust duct is the main ele-
ment of the exhaust line, and when it is installed in a drive
device comprising the internal combustion engine, trans-
ports the exhaust gas from the internal combustion en-
gine to the atmosphere in the operating mode.
[0019] According to the embodiments, the exhaust
duct may comprise other elements intercalated therein,
such as particle filters or mufflers, giving rise to the ex-
haust line.
[0020] The heat recovery module has a heat exchang-
er, the heat exchanger having a first function of cooling
the gas which is recirculated to the intake manifold of the
internal combustion engine, and as a heat recovery unit,
removing heat from the exhaust gas before it is dis-
charged into the atmosphere. The bypass configuration
allows making temporary use of the heat exchanger such
that the gas can be discharged directly into the atmos-
phere without passing through the exchanger.
[0021] In this bypass configuration, the heat exchanger
is arranged in a parallel configuration with respect to a

segment of the exhaust duct and connected thereto by
means of a first port and a second port, respectively. In
the preferred embodiments of the invention, the first port
and the second port are configured by means of a man-
ifold, either an intake manifold or an exhaust manifold.
Likewise, it is possible for other intermediate elements
to be arranged in the connections between essential el-
ements.
[0022] Throughout the description, the first port will be
identified as the port closest to the first end of the exhaust
duct and the second port as the port closest to the second
end of the exhaust duct.
[0023] Embodiments will be described in which, ac-
cording to the position of the bypass valve, the first port
will be the inlet port into the heat exchanger, with the
second port being the outlet port, and other embodiments
will be described in which the direction of circulation in
the heat exchanger changes, where the first port is the
outlet port and the second port is the inlet port.
[0024] According to embodiments of the invention, the
partial opening of the bypass valve allows regulating the
flow which is diverted to the heat exchanger and also the
overpressure it may generate in the exhaust line with
respect to atmospheric pressure.
[0025] Additionally, the invention is characterized in
that the heat recovery module is adjacent to the second
end of the exhaust duct, and in that said management
system comprises:

- a recirculated exhaust gas recirculation duct, con-
nectable to an air intake manifold of the internal com-
bustion engine, wherein, in the operating mode, the
recirculation duct establishes a fluid communication
between an outlet of the heat exchanger of the heat
recovery module and the air intake manifold,

- a valve for regulating the recirculated gas flow which
in the operating mode passes through the recircula-
tion duct located adjacent to the air intake manifold.

[0026] At the beginning of the description, the two ends
of the exhaust duct have been identified, the end corre-
sponding to the start of the exhaust line, fed by the ex-
haust manifold of the internal combustion engine, where
pressure is maximum, and the terminal end of the ex-
haust line, intended for discharging the exhaust gas into
the atmosphere, where pressure is close to atmospheric
pressure.
[0027] Likewise, it has been established that the sec-
ond end of the exhaust duct can have components such
as a muffler and/or a resonator considering that the pres-
sure drop in these two components is a very small, neg-
ligible with respect to other components which may be
located in the exhaust line. Therefore, in the context of
the invention, the condition of being located adjacent to
the second end of the exhaust duct implies being close
to the end where the exhaust gas is discharged into the
atmosphere, under pressure conditions close to atmos-
pheric pressure, but there may be elements such as a
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muffler and a resonator between said point adjacent to
the end and the exit of the gas into the atmosphere; that
is, the muffler and resonator, if they are present, would
be positioned downstream of the heat exchanger.
[0028] Against the technical prejudices identified when
describing the state of the art, the invention places the
exchanger, one of the functions of which is to cool the
recirculated gas going into the intake manifold of the in-
ternal combustion engine, adjacent to the end of the ex-
haust duct where pressure is close to atmospheric pres-
sure.
[0029] Pressure close to atmospheric pressure is un-
derstood as being in a range between atmospheric pres-
sure and 5% above atmospheric pressure.
[0030] The exchanger located at this point has very
low pressure, close to atmospheric pressure where,
against all expectations, it has been verified by means
of experiments that it is capable of feeding EGR gas to
a naturally aspirated gasoline engine under operating
conditions.
[0031] The valve for regulating the gas flow allows con-
trolling the recirculated gas entering through the intake
of the engine to be mixed with air. According to various
embodiments which will be described below, the valve
can be found in specific locations which increase the
speed of response of the engine.
[0032] A second aspect of the invention is a propulsion
system comprising:

- a naturally aspirated gasoline internal combustion
engine wherein said engine comprises:

an air intake manifold, and
an exhaust manifold;

- an exhaust gas management system according to
any of the embodiments according to the first inven-
tive aspect,
wherein:

- the exhaust gas recirculation duct is connected
to the intake manifold, and

- the first end of the exhaust duct is connected to
the exhaust manifold.

[0033] That is, the propulsion system comprises the
naturally aspirated gasoline engine in which there has
been incorporated the exhaust gas management system
which allows the recirculated gas feed and heat recovery
as described.

Description of the Drawings

[0034] These and other features and advantages of
the invention will become more apparent based on the
following detailed description of a preferred embodiment,
given solely by way of non-limiting illustrative example,
in reference to the attached drawings.

Figure 1 schematically shows an exhaust gas man-
agement system like those known in the state of the
art.
Figure 2 schematically shows a first embodiment of
the invention in which the bypass valve is located on
the side of the second port of the heat exchanger.
Figure 3 schematically shows a second embodiment
of the invention in which the valve for regulating the
recirculated gas flow is located in an area very close
to the feed of the cylinders of the internal combustion
engine integrating the valve in the engine block.
Figures 4A and 4B schematically show a front view
and top view, respectively, of an embodiment of the
valve for regulating the recirculated gas flow accord-
ing to the embodiment shown in the preceding figure.
Figure 5 schematically shows a third embodiment of
the invention in which the bypass valve is located on
the side of the first port of the heat exchanger.
Figure 6 schematically shows a fourth embodiment
of the invention in which the recirculation duct and
the valve for regulating the recirculated gas flow
comprise two coupling interfaces which allow for an
easier installation given the magnitude of the system.

Detailed Description of the Invention

[0035] According to the first inventive aspect, the
present invention relates to an exhaust gas management
system which allows recirculating suitably cooled ex-
haust gas, specifically in a naturally aspirated gasoline
engine; and recovering heat from the exhaust gas which
would otherwise end up being discharged into the atmos-
phere.
[0036] According to the first inventive aspect, it has
been verified that the use of feed means with EGR gas
in a gasoline engine has shown various advantages:

- When the engine is working in low-load operation,
the throttle of the air intake valve must be closed to
allow entry of the air strictly necessary for assuring
a stoichiometric mixture. Nevertheless, the closure
of this throttle causes a negative pressure and there-
fore a pressure drop, reducing the volumetric effi-
ciency of the engine. By incorporating EGR gas, the
air intake valve must increase its opening, increasing
the volumetric efficiency and therefore bringing the
operating conditions of the engine close to its optimal
conditions.

- It has been observed that the heating capacity of the
mixture of fuel with air and the recirculated exhaust
gas is maximized once conditions such that the ten-
dency to self-detonate is reduced have been as-
sured, and

- The excess potential of fuel above the air-to-fuel ratio
normally used in these engines is eliminated, thereby
cooling the exhaust gas since it may damage an ex-
haust component.
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[0037] Figure 1 shows an embodiment of an exhaust
management system according to the state of the art.
The figure schematically shows an internal combustion
engine (1) comprising at least one intake manifold (1.1)
for the entry of air into combustion chambers (1.3), and
an exhaust manifold (1.2) through which hot gases from
the combustion chambers (1.3) exit.
[0038] The hot gas without oxygen, or with minimum
traces of oxygen, is finally expelled into the atmosphere
through the exhaust line. The exhaust line comprises an
exhaust duct (4) which at a first end (4.1) has a first group
(2, 3) of gas treatment elements such as a particle filter
(2) or a catalytic converter (3).
[0039] This first group of elements (2, 3) is close to the
internal combustion engine (1) and therefore is at a high
pressure, which pressure lessens the farther the group
is from the exhaust manifold (1.2).
[0040] Two options are shown by means of discontin-
uous lines wherein a recirculation duct (7) takes part of
the exhaust gas, at a high temperature and with a pres-
sure greater than atmospheric pressure, and drives it to
the air intake manifold (1.1) after reducing its temperature
with a heat exchanger (10) for EGR gas.
[0041] The high pressure at the points of the exhaust
line located around this first group of elements (2, 3) al-
lows the recirculated gas going through the recirculation
duct (7) to be introduced back into the intake with a given
flow using a valve (8), the valve for regulating the recir-
culated gas.
[0042] The rest of the gas that is not recirculated con-
tinues its path along the exhaust line through the exhaust
duct (4) until reaching the second end (4.2) open to the
atmosphere, where the pressure is atmospheric pres-
sure.
[0043] After the first group (2, 3) of elements of the
exhaust line, Figure 1 shows a first deformable element
(5) which establishes a certain degree of independence
in movements between the first group of elements (2, 3)
together with the internal combustion engine (1) and the
rest of the exhaust line, preventing for example the vi-
brations of the engine from being transmitted for the most
part to the rest of the elements of the exhaust line located
downstream. In particular, it prevents the transmission
of vibrations to the long segment of the exhaust duct (4)
passing below the vehicle which incorporates the internal
combustion engine (1) as well as the exhaust manage-
ment system such as the one described, reaching the
second end (4.2) open to the atmosphere.
[0044] The same figure shows at one end of the ex-
haust line a heat recovery module (6) formed by a heat
exchanger (6.1) in bypass configuration with the exhaust
duct (4) and a bypass valve (6.2).
[0045] The bypass valve (6.2) has at least two end po-
sitions, a first end position which establishes the passage
of the exhaust gas through the heat exchanger (6.1), and
a second end position which establishes the passage of
the gas through the exhaust duct (4).
[0046] In the first end position, the heat from the ex-

haust gas is transferred to a thermal fluid, typically a liquid
coolant, for use in applications such as increasing the
temperature at the start in an internal combustion engine
so that it can reach the nominal temperature as soon as
possible, heating the passenger compartment, or being
used as a heat source for a Rankine cycle.
[0047] This heat recovery unit module (6) is independ-
ent of the EGR heat exchanger (10) and has no influence
whatsoever on the pressure in the intake manifold (1.1)
of the internal combustion engine (1).

First embodiment of the invention

[0048] Figure 2 shows a first embodiment of the inven-
tion in which the specific heat exchanger (10) for EGR
gas which was located right at the inlet of the intake man-
ifold (1.1) is dispensed with and the exchanger of the
recovery module (6) is established as a heat exchanger
both for recovering heat and for cooling recirculated EGR
gas. The rest of the elements in common with Figure 1
are considered to have been described when the system
according to the state of the art was described.
[0049] For this purpose, the outlet of the exchanger is
established in the second port (6.1.2) and is communi-
cated with the valve (8) for regulating the recirculated
gas flow by means of a recirculation duct (7).
[0050] Although this heat recovery module (6) is locat-
ed adjacent to the second end (4.2) of the exhaust duct
(4) with a pressure close to atmospheric pressure, it has
surprisingly been verified that in naturally aspirated gaso-
line engines, when the valve (8) for regulating the recir-
culated gas flow opens it has been observed that the gas
flows at a sufficient flow with respect to the established
target.
[0051] In the configuration shown in Figure 2, the by-
pass valve (6.2) is located downstream according to the
direction of flow in the exhaust duct (4), that is, on the
cold side of the heat exchanger (6.1) which corresponds
with the second port (6.1.2) in this embodiment.
[0052] When the bypass valve (6.2) is as shown in Fig-
ure 2, in the second end position, the exhaust gas can
pass directly through the exhaust duct (4) to the atmos-
phere. Nevertheless, part of the exhaust gas may enter
through the inlet of the exchanger located in the first port
(6.1.1), pass through the exchanger (6.1), transferring
heat and reducing its temperature, and exit at the oppo-
site end through the second port (6.1.2) of the heat ex-
changer (6.1) to continue through the recirculation duct
(7) to the valve (8) for regulating the recirculated gas flow,
entering the air intake manifold (1.1). In this embodiment,
the inlet of the exchanger (6.1) through the first port
(6.1.1) is at the end closest to the internal combustion
engine (1) and the outlet of the exchanger (6.1) through
the second port (6.1.2) is at the end closest to the outlet
into the atmosphere according to the direction of the ex-
haust duct (4).
[0053] In this embodiment and in all the embodiments
that are described below, the first port (6.1.1) of the heat
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exchanger (6.1) is a manifold and the second port (6.1.2)
of the heat exchanger (6.1) is also a manifold.
[0054] When the bypass valve (6.2) is in the first end
position, which would be represented with a vertical ori-
entation according to Figure 2, the exhaust gas cannot
pass through the exhaust duct (4) in the segment ar-
ranged parallel to the heat exchanger (6.1) and must nec-
essary cross said heat exchanger (6.1). After transferring
heat, reducing its temperature upon passing through the
heat exchanger (6.1), the gas:

- either returns to the exhaust duct (4) to be discharged
into the atmosphere, or

- part of the gas is driven through the recirculation duct
(7) to enter the intake manifold (1.1) of the internal
combustion engine (1).

[0055] The purpose of the first option is to recover the
heat which would otherwise end up being wasted in the
atmosphere and the second option allows introducing
the exhaust gas with a lower temperature at the intake,
obtaining the already described characteristic benefits of
an EGR system.
[0056] This same drawing schematically shows a dis-
tribution rail (9) in the air intake manifold (1.1) which al-
lows distributing the air and recirculated gas mixture di-
rectly to the inlet of each combustion chamber (1.3), in-
creasing feed condition homogeneity for all of them.
[0057] According to another embodiment, the recircu-
lation duct (7) comprises a second deformable element
(7.1) which also allows making movements between the
ends of said recirculation duct (7) independent, for ex-
ample movements due to expansions of such a long el-
ement connected with fixed attachments to devices lo-
cated at its two ends or for decoupling the vibrations of
the engine with respect to the components located at the
second end (4.2) of the exhaust duct (4).
[0058] The specific solution of the use of a distribution
rail (9), the specific solution of the use of a second de-
formable element (7.1), or both specific solutions simul-
taneously are applicable to any of the embodiments de-
scribed herein.
[0059] In particular, according to other embodiments
the first deformable element (5), the second deformable
element (7.1), or both are elastic.
[0060] According to other embodiments, the first de-
formable element (5), the second deformable element
(7.1), or both are configured like a bellows.

Second embodiment of the invention

[0061] Figure 3 schematically shows a second embod-
iment in which most the elements have already been de-
scribed in the first embodiment, whereby only those dif-
ferent elements with respect to the first embodiment will
be described below.
[0062] In this embodiment, the valve (8) for regulating
the recirculated gas flow or EGR gas has been installed

integrated in the engine block (B) such that the manu-
facture of certain parts is avoided given that some sur-
faces of the valve (8) are formed by said engine block
(B), and most importantly the valve (8) is located even
closer to the combustion chambers (1.3), drastically re-
ducing response inertia when recirculated gas is to be
fed to the intake of the internal combustion engine (1).
[0063] Said Figure 3 also shows a first attachment in-
terface (I1) which allows the attachment between the re-
circulation duct (7) and the engine block (B) such that
the recirculation duct (7) and the valve (8) for regulating
the recirculated gas flow which is integrated in said en-
gine block (B) are placed in fluid communication.
[0064] Figure 4A and 4B schematically show a front
view and top view, respectively, of an embodiment of the
valve (8) according to the example shown in the preced-
ing figure. Figure 4A shows a section view of the engine
block (B) with a housing (8.2) in which the valve (8) which
is fixed on the upper surface of the engine block (B) is
housed. The housing (8.2) is thereby formed on the very
engine block (B) without having to manufacture specific
parts, and an actuator (8.1), the actuator (8.1) of the valve
(8), together with the closure elements, are fixed to the
engine block (B).
[0065] Figure 4B schematically shows the inlet (1.3.1)
into the combustion chambers (1.3) very close to the
valve (8) for regulating the recirculated gas flow, which
means that with lower pressures in the recirculated gas
the flow is increased.

Third embodiment of the invention

[0066] Figure 5 schematically shows a third embodi-
ment of the invention in which the bypass valve (6.2) is
located upstream the heat recovery module (6) following
the direction of flow of the exhaust gas along the exhaust
duct (4), that is, on the side where the first port (6.1.1) is
located. Additionally, the end of the heat exchanger (6.1)
connected to the recirculation duct (7) is now upstream
of the module (6). The connection is established in the
first port (6.1.1).
[0067] In Figure 5, the bypass valve (6.2) is depicted
in the second position, which establishes the passage of
the gas through the exhaust duct (4) where the hot gas
circulating through the exhaust duct (4) continues until
the second end (4.2) of the exhaust duct (4) with free
access to the atmosphere. In this position of the flap of
the bypass valve (6.2), there is no heat recovery save a
small unwanted recovery value through the access of the
hot gas into the tube bundle of the heat exchanger. Nev-
ertheless, the recirculated gas inlet passing through the
heat exchanger (6.1) in the upstream direction is availa-
ble, following the same references with respect to the
direction of flow in the exhaust duct (4), that is entering
through the second port (6.1.2). The flow of the recircu-
lated gas is shown using an arrow with a discontinuous
thick line.
[0068] In the first end position, not shown in Figure 5,
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the bypass valve (6.2) is positioned in a transverse man-
ner, closing the passage through the exhaust duct (4) in
the bypass configuration and is forced to pass through
the heat exchanger (6.1), this time in the downstream
direction according to the direction of the exhaust duct
(4), to be incorporated again into said exhaust duct (4)
and finally be discharged into the atmosphere. That is,
in this case the exhaust gas enters through the first port
(6.1.1) into the heat exchanger (6.1) and exits through
the second port (6.1.2).
[0069] In this first end position of the bypass valve (6.2),
the direction of flow inside the heat exchanger (6.1) is
opposite the direction of flow when the bypass valve (6.2)
is in the second end position. In said first end position of
the bypass valve (6.2), the heat recovery module (6) op-
erates by recovering heat from the exhaust gas.
[0070] This configuration is applicable to all the pre-
ceding examples which described specific aspects of the
deformable elements (5, 7.1), position of the EGR valve
(8) for regulating the recirculated gas flow, and the use
of the distribution rail (9) for feeding the combustion
chambers (1.3).

Fourth embodiment of the invention

[0071] Figure 6 schematically shows a fourth embod-
iment of the invention in which the recirculation duct (7)
and the valve (8) for regulating the recirculated gas flow
comprise two coupling interfaces.
[0072] A first interface (I1) allows the attachment of the
valve (8) for regulating the recirculated gas flow to either
the engine block (B), which is the option explicitly shown
in Figure 6, or the intake manifold.
[0073] A second interface (12) allows the attachment
of the recirculation duct (7) to the heat exchanger (6.1)
of the heat recovery module (6).
[0074] According to this embodiment, easy installation
of the assembly formed by the recirculation duct (7) and
the valve (8) for regulating the recirculated gas flow with
the rest of the exhaust gas management system is pos-
sible.
[0075] According to preferred embodiments of the in-
vention, any of the described examples uses parallel ex-
haust gas paths through the heat exchanger (6.1) and
the exhaust duct (4).
[0076] All the embodiments show the exhaust gas
management system attached to an internal combustion
engine, specifically a naturally aspirated gasoline engine.
A second aspect of the invention relates to any of the
propulsion systems combining both the internal combus-
tion engine (1) and the exhaust gas management system
like those described, as well as the vehicle incorporating
such propulsion system.

Claims

1. An exhaust gas management system comprising:

- an exhaust duct (4) comprising:

a first end (4.1) connectable to an exhaust
manifold (1.2) of an internal combustion en-
gine (1),
a second end (4.2) open to the atmosphere;

- a heat recovery module (6) comprising:

a heat exchanger (6.1) in bypass configu-
ration with the exhaust duct (4), wherein the
heat exchanger (6.1) has a first inlet/outlet
port (6.1.1) and a second outlet/inlet port
(6.1.2) wherein the first port (6.1.1) is the
port closest to the first end (4.1) of the ex-
haust duct (4) and the second port (6.1.2)
is the port closest to the second end (4.2)
of the exhaust duct (4);
a bypass valve (6.2) with at least two end
positions, a first end position which estab-
lishes the passage of the exhaust gas
through the heat exchanger (6.1), and a
second end position which establishes the
passage of the gas through the exhaust duct
(4);

characterized in that the heat recovery module (6)
is adjacent to the second end (4.2) of the exhaust
duct (4), and in that said management system com-
prises:

- a recirculated exhaust gas recirculation duct
(7), connectable to an air intake manifold (1.1)
of the internal combustion engine (1),
wherein, in the operating mode, the recirculation
duct (7) establishes a fluid communication be-
tween an outlet (6.1.1, 6.1.2) of the heat ex-
changer (6.1) of the heat recovery module (6)
and the air intake manifold (1.1),
- a valve (8) for regulating the recirculated gas
flow which in the operating mode passes
through the recirculation duct (7) located adja-
cent to the air intake manifold (1.1).

2. The exhaust gas management system according to
claim 1, wherein the system further comprises at
least one exhaust gas post-treatment unit (2, 3) in
the exhaust duct (4), located between a first end (4.1)
of said exhaust duct (4) and the heat recovery mod-
ule (6).

3. The exhaust gas management system according to
the preceding claim, wherein the system further com-
prises a first deformable element (5) in the exhaust
duct (4), located between the at least one exhaust
gas post-treatment unit (2, 3) and the heat recovery
module (6).
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4. The exhaust gas management system according to
any of the preceding claims, wherein the recircula-
tion duct (7) comprises a second deformable ele-
ment (7.1).

5. The exhaust gas management system according to
any of the preceding claims, wherein the paths of
the exhaust gas through the heat exchanger (6.1)
and the exhaust duct (4) are parallel.

6. The exhaust gas management system according to
any of claims 1 to 5, wherein the bypass valve (6.2)
is located on the side of the first port (6.1.1) of the
heat exchanger (6.1).

7. The exhaust gas management system according to
any of claims 1 to 5, wherein the bypass valve (6.2)
is located on the side of the second port (6.1.2) of
the heat exchanger (6.1).

8. The exhaust gas management system according to
any of the preceding claims, wherein either the re-
circulation duct (7) or the recirculated gas flow man-
agement valve (8) has a first attachment interface
(I1) configured for being coupled to either an engine
block (B) or to an air intake manifold (1.1) of an en-
gine block (B).

9. The exhaust gas management system according to
any of the preceding claims, wherein the recircula-
tion duct (7) comprises a second attachment inter-
face (12) for attachment to the heat recovery module
(6).

10. The system according to any of the preceding claims,
wherein the recirculation duct (7) is connected to the
valve (8) by means of a screwed attachment.

11. A propulsion system comprising:

- a naturally aspirated gasoline internal combus-
tion engine (1) wherein said engine comprises:

an air intake manifold (1.1); and
an exhaust manifold (1.2);

- an exhaust gas management system accord-
ing to any of claims 1 to 10,

wherein:

- the exhaust gas recirculation duct (7) is con-
nected to the intake manifold (1.1), and
- the first end (4.1) of the exhaust duct (4) is
connected to the exhaust manifold (1.2).

12. The system according to claim 11, wherein the in-
ternal combustion engine (1) comprises an engine

block (B) for housing one or more combustion cham-
bers (1.3), and the valve (8) for regulating the recir-
culated exhaust gas flow is integrated in the engine
block (B).

13. The system according to claim 11, wherein the valve
(8) for regulating the recirculated exhaust gas flow
is integrated in the air intake manifold (1.1).

14. The system according to any of claims 11 to 13,
wherein the entry of recirculated exhaust gas into
the air intake manifold (1.1) of the internal combus-
tion engine (1) is by means of a distribution rail (9)
for individually and homogeneously feeding each of
the combustion chambers (1.3) of the internal com-
bustion engine (1).
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