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Description 

This  invention  relates  to  series  resonant  power 
converters. 

Power  converters  are  known  in  the  art  and 
typically  serve  to  accept  energy  from  an  unregulat- 
ed  source,  such  as  a  voltage  source,  and  derive 
therefrom  a  regulated  voltage  which  is  applied  to  a 
load.  The  regulation  function  is  performed  by  inter- 
posing  a  regulating  device  between  the  source  of 
energy  and  the  load.  One  such  regulating  device 
known  in  the  art  is  a  switching  type  device.  These 
operate  in  a  discontinuous  manner  in  controlling 
the  rate  of  energy  transmission.  The  switching  de- 
vice  has  two  modes  of  operation,  fully  on  and  fully 
off.  The  switching  device  is  periodically  turned  on 
for  a  time  interval  to  permit  energy  transfer  for 
purposes  of  maintaining  the  power  output  at  a 
predetermined  level. 

Typically,  such  switching  type  regulating  de- 
vices  employed  in  power  converters  utilize  semi- 
conductor  devices,  such  as  power  field  effect  tran- 
sistors  (FETS),  as  the  switching  devices.  These 
devices  are  turned  fully  on,  or  saturated,  or  fully  off 
during  operation.  When  fully  on,  the  semiconductor 
devices  are  conducting  and  little  or  no  power  is 
dissipated.  Also,  when  nonconducting  or  fully  off  no 
power  is  dissipated  therein.  Power  is,  however, 
dissipated  in  such  a  semiconductor  device  during 
the  time  interval  of  switching  from  a  nonconducting 
condition  to  a  conducting  condition  and  vice  versa. 
It  is  during  the  switching  time  interval  that  a  sub- 
stantial  amount  of  power  may  be  dissipated  in  such 
a  semiconductor  device,  and  if  large  enough  this 
may  severely  damage  the  semiconductor  device. 

Power  converters  employing  switching  type 
regulators  utilizing  semiconductor  devices  as  power 
switches  have  typically  been  operated  such  that 
the  power  switches  supply  a  squarewave  signal  to 
a  power  transformer  which  couples  the  power  con- 
verter  to  a  load.  The  squarewave  operation  requires 
that  the  power  transformer  which  couples  the  pow- 
er  converter  to  a  load.  The  squarewave  operation 
requires  that  the  power  switches  dissipate  energy 
whenever  voltage  and  current  are  interrupted.  Con- 
sequently,  there  is  a  switching  loss  which  is  di- 
rectly  related  to  the  operating  frequency  of  the 
power  switches.  This  has  contributed  to  limiting 
such  power  switches  to  low  power  applications 
during  high  frequency  operation.  Otherwise,  they 
are  operated  at  a  low  frequency  using  larger  com- 
ponents  and  more  space. 

It  is  desirable  to  provide  power  converters 
which  are  cost  effective  and  which  occupy  a  small 
amount  of  space.  This,  then,  necessitates  high  fre- 
quency  operation,  such  as  in  excess  of  20  KHz  and 
preferably  at  substantially  higher  frequencies,  such 
as  200  KHz,  while  transferring  large  amounts  of 

power,  such  as  on  the  order  of  1500  watts  or  more. 
In  order  to  achieve  such  high  frequency  operation 
of  power  switches,  it  has  been  proposed  to  employ 
sinusoidal  operation  as  opposed  to  the  squarewave 

5  operation  typically  employed  in  the  prior  art.  Such 
a  proposal  is  found  in  the  article  "High  Frequency 
Power  Conversion  With  FET-Controlled  Resonant 
Charge  Transfer",  by  R.  H.  Baker,  published  in  the 
PCI  April,  1983  proceedings,  pages  130-133.  This 

io  article  proposed  an  operation  wherein  sinusoidal 
current  pulses  flow  through  a  series  resonant  cir- 
cuit  including  the  primary  winding  of  a  power  trans- 
former  by  way  of  a  power  switch.  Each  sinusoidal 
current  pulse  terminates  to  a  zero  level  before  the 

75  voltage  forcing  function  is  withdrawn.  As  a  con- 
sequence,  the  power  switches  turn  on  and  off  at 
zero  current  to  thereby  provide  lower  component 
switching  loss  to  reduce  component  stress. 

As  reported  in  Baker,  supra,  alternate 
20  sinusoidal  current  pulses  flow  through  a  series  res- 

onant  tank  circuit.  During  one  half  cycle  a  current 
pulse  flows  in  a  first  direction  through  the  primary 
winding  by  way  of  a  first  power  switch  and  a  first 
capacitor.  During  the  next  half  cycle  a  current 

25  pulse  flows  in  the  opposite  direction  through  the 
transformer  primary  winding  by  way  of  a  second 
power  switch  and  a  second  capacitor.  These  two 
power  switches  are  each  turned  on  for  a  fixed  time 
duration  with  the  on  times  being  separated  by  a 

30  minimum  fixed  interval  or  dead  time  during  which 
one  switch  is  turned  off  and  the  other  is  turned  on. 

The  power  switches  in  Baker,  supra,  are  turned 
on  and  off  at  a  frequency  which  varies  from  a  low 
frequency,  for  low  loading  or  low  power  operations, 

35  to  a  high  frequency,  for  high  loading  or  high  power 
operations.  At  high  power  operations  such  a  con- 
verter  operates  near  its  maximum  resonant  fre- 
quency.  If  the  power  requirements  drop,  the  op- 
erating  frequency  will  drop.  Depending  upon  the 

40  application  for  which  such  a  converter  is  employed, 
this  variable  operating  frequency  may  present 
problems.  If  the  converter  is  employed  as  a  high 
power  converter,  such  as  1500  watts  at  an  operat- 
ing  frequency  of  200  KHz,  a  drop  in  the  loading 

45  may  result  in  an  objectional  operating  frequency. 
For  example,  if  such  a  converter  supplies  power  to 
telephone  lines,  a  drop  in  loading  may  cause  the 
operating  frequency  to  fall  within  the  telephone 
voice  band,  namely,  within  a  frequency  range  on 

50  the  order  of  300  Hz  to  3400  Hz.  The  ripple  voltage 
supplied  to  the  telephone  lines  may,  during  this 
operating  frequency  range,  inject  objectional  au- 
dible  noise  onto  the  telephone  lines. 

One  solution  to  the  problem  of  audible  noise  is 
55  set  forth  in  our  published  U.S.  Patent  Specification 

Number  4  587  604  entitled  "A  Power  Supply  Em- 
ploying  Low  Power  And  High  Power  Series  Reso- 
nant  Converters"  which  was  filed  on  February  6, 
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1985.  As  set  forth  therein,  the  supply  includes  both 
high  and  low  power  series  resonant  converters. 
Each  of  the  converters  include  a  pair  of  power 
switches  which  are  alternately  turned  on  and  off. 
The  lower  power  converter  operates  in  parallel  with 
the  higher  power  converter  during  high  power  oper- 
ations.  For  low  power  operations  a  control  operates 
to  disable  the  higher  power  converter  so  that  only 
the  low  power  converter  supplies  power  to  the  load. 
While  this  combination  of  low  and  high  power  con- 
verters  has  been  found  to  operate  so  as  to  prevent 
the  resonant  frequency  from  dropping  into  the  au- 
dible  range,  it  does  require  that  the  supply  include 
what  is  in  effect  an  extra  set  of  power  switches  as 
well  as  associated  control  circuitry.  Therefore,  it  is 
desirable  to  prevent  the  resonant  frequency  from 
dropping  into  the  audible  range  without  the  neces- 
sity  to  add  the  extra  pair  of  switches  and  asso- 
ciated  circuitry  and  also  without  affecting  the  op- 
eration  of  the  FETS  used  as  the  power  switches  in 
the  resonant  converter. 

GB-A-2-2  045  550  discloses  a  power  converter 
in  which  both  parallel  and  series  resonant  circuits 
are  employed.  However,  the  purpose  of  this  is 
specifically  to  shape  the  waveform  to  as  near  a 
squarewave  as  possible,  by  adding  higher  order 
harmonics  to  a  fundamental  frequency. 

According  to  one  aspect  of  the  present  inven- 
tion,  there  is  provided  a  series  resonant  power 
converter  comprising: 

input  terminals  for  receiving  a  unidirectional 
power  supply; 

a  series  resonant  circuit; 
switching  means  between  said  input  terminals 

and  said  series  resonant  circuit; 
control  means  arranged  to  switch  said  switch- 

ing  means  on  and  off  at  a  variable  switching  fre- 
quency,  so  as  to  cause  an  alternating  current  to 
flow  in  said  series  resonant  circuit;  and 

a  parallel  resonant  circuit  having  a  predeter- 
mined  resonant  frequency  connected  in  series  with 
the  switching  means  between  said  input  terminals 
and  said  series  resonant  circuit: 

wherein  said  switching  frequency  is  limited  to 
being  no  lower  than  said  predetermined  resonant 
frequency,  which  is  lower  than  the  resonant  fre- 
quency  of  the  series  resonant  circuit. 

The  converter  may  include  a  unidirectional 
power  source  connected  across  said  input  termi- 
nals.  Said  switching  means  may  comprise  first  and 
second  connected  switch  means. 

Preferably,  the  converter  includes  voltage 
clamping  means  connected  to  said  input  terminals. 

Said  series  resonant  circuit  may  include  a  pri- 
mary  winding  of  a  transformer. 

Preferably,  said  control  means  is  arranged  to 
vary  said  switching  frequency  in  dependence  upon 
the  magnitude  of  a  load  supplied  by  the  converter. 

The  aforesaid  alternating  current  preferably 
comprises  a  series  of  sinusoidal  current  pulses. 

Said  series  resonant  circuit  may  comprise  first 
and  second  connected  capacitor  means  connected 

5  across  said  input  terminals. 
In  a  preferred  converter  as  mentioned  above: 
said  first  and  second  switch  means  each  have 

first,  second  and  third  electrodes,  said  first  switch 
means  second  electrode  being  connected  to  said 

io  second  switch  means  first  electrode; 
said  voltage  clamping  means  comprises  first 

and  second  clamp  diodes  each  having  first  and 
second  electrodes,  said  first  diode  second  elec- 
trode  being  connected  to  said  second  diode  first 

is  electrode; 
said  primary  winding  of  the  transformer  has 

first  and  second  terminals,  said  first  terminal  being 
connected  to  said  connection  of  said  first  and  sec- 
ond  switch  means  to  each  other,  said  second  ter- 

20  minal  being  connected  to  said  connection  of  said 
first  and  second  clamp  diodes  to  each  other; 

said  first  and  second  capacitors  means  each 
have  first  and  second  terminals,  said  first  capacitor 
second  terminal  being  connected  to  said  second 

25  capacitor  first  terminal; 
said  first  switch  means  first  electrode  and  said 

second  switch  means  second  electrode;  and  said 
first  clamp  diode  first  electrode  and  said  second 
clamp  diode  second  electrode;  and  said  first  ca- 

30  pacitor  means  first  terminal  and  said  second  ca- 
pacitor  means  second  terminal  are  all  connected 
across  said  input  terminals;  and 

said  parallel  resonant  circuit  has  first  and  sec- 
ond  terminals,  said  first  terminal  being  connected 

35  to  said  first  and  second  clamp  diodes  connection 
to  each  other,  and  said  second  terminal  being 
connected  to  said  connection  of  said  first  and  sec- 
ond  capacitor  means  to  each  other. 

The  switching  means  may  comprise  at  least 
40  one  FET.  The  predetermined  frequency  is  prefer- 

ably  at  least  above  the  upper  frequency  of  the 
telephone  voice  band  (preferably,  above  3400  Hz). 

In  accordance  with  another  aspect  of  the 
present  invention,  there  is  provided  a  controllable 

45  converter  device  for  providing  electrical  current  to  a 
load  comprising  in  combination: 

a)  a  power  source; 
b)  first  and  second  connected  switch  means; 
c)  first  and  second  connected  clamp  diode 

50  means; 
d)  a  primary  winding  of  a  transformer,  said  wind- 
ing  being  interposed  between  said  connected 
switch  means  and  said  connected  clamp  diode 
means; 

55  e)  first  and  second  connected  capacitor  means, 
said  first  and  second  connected  switch  means, 
said  first  and  second  connected  diode  clamp 
means  and  said  first  and  second  connected 

3 
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capacitor  means  each  being  connected  across 
said  power  source; 
f)  control  means  for  actuating  said  first  and 
second  connected  switch  means  on  and  off  at 
an  operating  frequency  dependent  upon  said 
load  such  that  when  said  switch  means  are 
alternatively  turned  on  sinusoidal  current  pulses 
alternatively  flow  from  said  source  in  opposing 
directions  in  said  primary  winding;  and 
g)  parallel  resonant  circuit  means  having  a  pre- 
determined  resonant  frequency,  said  circuit 
means  interposed  between  said  first  and  second 
connected  diode  clamp  means  and  said  first  and 
second  connected  capacitor  means: 

wherein  said  switching  frequency  is  limited  to 
being  no  lower  than  said  predetermined  resonant 
frequency,  which  is  lower  than  the  resonant  fre- 
quency  of  a  series  resonant  circuit  formed  of  said 
primary  winding  and  said  first  and  second  con- 
nected  capacitor  means. 

For  a  better  understanding  of  the  invention  and 
to  show  how  the  same  may  be  carried  into  effect, 
reference  will  now  be  made,  by  way  of  example,  to 
the  accompanying  diagrammatic  drawings,  in 
which: 

Figure  1  is  a  block  diagram  of  a  high  frequency 
power  supply  incorporating  an  embodiment  of 
the  present  invention; 
Figure  2  is  a  schematic  circuit  diagram  showing 
a  portion  of  the  power  supply  of  Figure  1  ; 
Figure  3  shows  various  current  waveforms  re- 
lated  to  the  operation  of  the  power  supply  of 
Figure  1  ;  and 
Fig.  4  shows  a  schematic  circuit  diagram  for  a 
typical  embodiment  for  control  28  and  driver  30 
of  the  power  supply  of  Fig.  1. 

Reference  is  now  made  to  the  drawings 
wherein  the  showings  are  for  purposes  of  illustrat- 
ing  a  preferred  embodiment  only.  Referring  now  to 
Fig.  1,  there  is  shown  a  block  diagram  of  a  high 
frequency  power  supply  10  which  converts  and  AC 
voltage  at  its  input  12  to  a  regulated  DC  voltage  at 
its  output  14.  This  is  achieved  by  first  rectifying  the 
AC  voltage  by  means  of  a  full  wave  bridge  rectifier 
16  and  this  rectified  voltage  is  then  filtered  by  a 
low-pass  filter  (LPF)  18  providing  at  the  output  of 
the  filter  an  unregulated  DC  voltage. 

Supply  10  includes  a  series  resonant  power 
converter  20  which  receives  the  unregulated  DC 
voltage  from  the  low-pass  filter  18  and  provides  the 
regulate  DC  voltage  at  output  terminal  14.  As  will 
be  discussed  in  greater  detail  hereinafter,  the  con- 
verter  20  includes  a  pair  of  power  switches,  prefer- 
ably  field  effect  transistors  (FETS),  which  are  ar- 
ranged  in  a  series  half  bridge  configuration.  These 
are  alternately  turned  fully  on  and  fully  off  through 
the  use  of  a  pulse  position  modulation  (PPM)  tech- 
nique.  In  this  technique,  for  stable  input  and  output 

conditions,  pulses  of  constant  width  are  applied  to 
the  gate  electrodes  of  the  FETS  to  turn  them  on  for 
a  fixed  duration.  It  is  the  frequency  at  which  these 
pulses  are  applied  to  the  FETS  that  determines  the 

5  transfer  of  power.  The  series  resonant  converter 
includes  the  primary  winding  of  a  power  trans- 
former  22  and  the  secondary  winding  is  coupled  to 
the  load  14  by  means  of  a  rectifier  24  and  a  low- 
pass  filter  26. 

io  The  switching  of  the  FETS  and  therefore  the 
operation  of  supply  10  is  generally  controlled  as  a 
function  of  either  the  voltage  present  at  the  output 
terminal  14  or  the  average  current  flowing  in  the 
primary  winding  of  the  power  transformer  22.  Or- 

15  dinarily,  the  supply  10  operates  in  a  voltage  con- 
trolled  mode  to  provide  regulated  CD  voltage  at 
output  14.  As  the  lead  varies,  the  switching  of  the 
FETS  is  controlled  to  maintain  the  regulated  output. 

In  addition  to  regulation  based  on  loading,  con- 
20  trol  28  also  responds  to  the  average  current  flowing 

in  the  series  resonant  circuit.  Consequently,  the 
rate  at  which  current  pulses  are  applied  through  the 
power  switches  and,  hence,  the  series  resonant 
converter  circuit  is  controlled  to  limit  the  magnitude 

25  of  the  average  current  and  thereby  prevent  damage 
to  sensitive  power  components  such  as  FETS  and 
rectifiers. 

A  parallel  resonant  circuit  32  is  connected  to 
the  series  resonant  converter  20.  As  will  be  de- 

30  scribed  in  more  detail  hereinafter,  the  circuit  32 
functions  to  limit  the  operating  frequency  range  of 
the  resonant  converter. 

Having  briefly  described  the  operation  of  a 
power  supply  in  conjunction  with  Fig.  1,  attention  is 

35  now  directed  to  Fig.  2,  which  illustrates  the  series 
resonant  converter  20,  the  power  transformer  22 
and  parallel  resonant  circuit  32  of  supply  10  in 
somewhat  greater  detail.  The  input  to  the  converter 
is  shown  in  Fig.  2  as  being  an  unregulated  DC 

40  voltage,  Vb,  which  is  representative  of  the  output  of 
the  low-pass  filter  18  in  Fig.  1.  The  converter 
includes  a  pair  of  field  effect  transistors  36  and  38 
which  are  alternately  gated  into  conduction,  or  fully 
on,  by  the  converter  control  28.  Whenever  one  of 

45  the  field  effect  transistors  is  turned  on,  it  completes 
a  path  for  current  to  flow  from  the  voltage  source 
through  a  series  resonant  circuit  including  the  pri- 
mary  winding  40  of  power  transformer  22  and  a 
series  inductor  Li  together  with  a  capacitor  network 

50  having  an  equivalent  series  capacitance  which  is 
the  capacitance  of  capacitor  C3  of  circuit  32  in 
series  with  the  capacitance  of  the  parallel  combina- 
tion  of  capacitors  C1  and  C2.  Diodes  D1  and  D2 
constrain,  i.e.  clamp,  the  voltage  excursions  across 

55  the  network  having  the  equivalent  capacitance  de- 
scribed  above  to  thereby  stabilize  the  resonant 
tank  circuit.  Diodes  D1  and  D2  may  be  referred  to 
as  clamp  diodes  and  capacitors  C1  and  C2  can  be 

4 
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referred  to  as  the  dominant  series  resonant  capaci- 
tors  because  of  the  capacitance  of  those  capacitors 
in  comparison  to  the  capacitance  of  capacitor  C3. 
The  inductor  Li  may  be  present  in  fact  or  it  may 
represent  the  leakage  reactance  of  the  transformer. 

In  operation,  as  control  28  turns  on  one  of  the 
FETS  36  and  38,  a  current  pulse  flows  through  the 
resonant  circuit.  Each  pulse  has  a  rise  time  and  fall 
time  dependent  on  the  components  in  the  resonant 
tank  circuit  and  appears  in  the  form  of  a  sinusoidal 
pulse.  At  steady  state  conditions,  these  pulses  will 
be  uniformly  sinusoidal  in  shape  and  have  a  fixed 
width  and  a  fixed  peak  value.  The  current  pulses  lR 
flowing  through  the  series  resonant  circuit  are  re- 
present,  for  example,  in  Figs.  3A  and  3B.  At  me- 
dium  power,  or  half  loading  conditions,  the  current 
pulses  occur  at  a  low  frequency  of  operation  of  the 
FETS  36  and  38.  As  demand  increases  for  high 
power  ,i.e.,  full  load  operation,  these  pulses  occur 
at  a  greater  frequency  as  is  shown  in  Fig.  3B.  To 
achieve  operation  without  the  FETS  36  and  38 
being  on  at  the  same  time,  then  the  frequency  of 
supplying  the  current  pulses  must  be  held  to  be 
somewhat  less  than  that  of  a  maximum  resonant 
frequency  FM  which  is  determined  by  the  compo- 
nents  of  the  series  resonant  tank  circuit.  Conse- 
quently,  a  dead  time  between  sinusoidal  pulses 
may  be  relatively  long  at  medium  power  require- 
ments,  but  quite  short  during  high  power  require- 
ments. 

As  shown  in  Fig.  1,  controller  28  senses  the 
average  current  IAve,  as  well  as  the  output  voltage 
V0  for  use  in  controlling  the  frequency  of  operation 
of  the  power  switches.  The  output  voltage  V0  is 
taken  across  the  load  which  is  on  the  secondary 
side  of  the  power  transformer  22.  This  power  trans- 
former  22  has  secondary  rectification  taken  from  a 
pair  of  secondary  windings  42,  44  and  intercon- 
nected  with  diodes  D3,  D+  to  maintain  a  constant 
charge  across  a  capacitor  C+  for  supplying  the  load 
46.  The  output  voltage  is  taken  across  the  load  46 
and  is  supplied  to  the  control  28.  As  the  load 
requirements  increase  because  of  a  loading  effect, 
the  frequency  of  the  current  pulses  in  the  resonant 
circuit  will  be  increased. 

Control  28  also  monitors  the  average  current 
flowing  in  the  resonant  circuit.  If  the  average  cur- 
rent  is  considered  too  high  for  proper  usage  of  the 
FETS,  then  the  frequency  of  supplying  current 
pulses  through  the  resonant  circuit  will  be  de- 
creased  to  prevent  destruction  of  the  FETS.  The 
average  current  may  be  sensed  as  with  a  current 
transformer  having  a  single  turn  primary  winding  34 
in  series  with  the  resonant  circuit  and  its  secondary 
winding,  on  the  order  of  60  turns,  connected  to  a 
suitable  circuit  such  as  a  full  wave  bridge  rectifier 
made  up  of  Schottky  diodes  D5,  DG,  D7  and  D8. 
The  full  wave  rectified  current  may  take  the  form 

as  shown  by  the  pulsating  waveform  in  Fig.  3C.  A 
voltage  representative  of  the  average  current  lave 
may  be  developed  across  a  resistor  R1  which  is 
connected  to  the  bridge.  This  voltage  is  supplied  to 

5  the  control  28. 
Reference  is  now  made  to  Fig.  4  which  illus- 

trates  the  control  28  and  the  driver  circuit  30  in 
greater  detail.  The  sensed  output  voltage  V0  is 
received  by  control  28  and  is  amplified  by  an 

10  amplifier  100,  which  may  suitably  take  the  form  of 
an  operational  amplifier,  with  the  amplified  output 
then  being  supplied  as  a  positive  input  to  a  sum- 
ming  node  102.  Here,  the  output  voltage  V0  is 
effectively  compared  with  a  reference  voltage  VR  to 

15  develop  an  error  signal  VE,  after  being  amplified  by 
an  amplifier  104  having  a  gain  of  -A.  The  error 
signal  VE  is  used  to  control  the  frequency  at  which 
current  pulses  are  supplied  to  the  series  resonant 
circuit.  This  error  signal  is  a  DC  voltage  which  may 

20  vary  in  magnitude  from  a  negative  value  to  a  posi- 
tive  value.  At  its  maximum  positive  value,  it  in- 
dicates  that  the  output  voltage  V0  is  too  high  and 
should  be  reduced.  In  such  case,  the  frequency  of 
supplying  current  pulses  is  reduced.  As  the  error 

25  signal  VE  becomes  less  positive  or  more  negative, 
it  indicates  loading  has  taken  place  and  that  more 
power  should  be  transferred  and,  hence,  the  fre- 
quency  of  supplying  current  pulses  to  the  resonant 
circuit  should  be  increased. 

30  The  error  signal  VE  may  be  modified  if  the 
sensing  circuit  determines  that  the  average  current 
Iave  flowingthrough  the  resonant  circuit  is  too  high. 
In  such  a  case,  the  frequency  of  supplying  current 
pulses  to  the  resonant  circuit  should  be  reduced  to 

35  lower  the  value  of  the  average  current.  For  this 
reason,  the  average  current  is  compared  against  a 
reference,  and  if  it  exceeds  the  reference,  then  the 
frequency  of  supplying  pulses  to  the  resonant  cir- 
cuit  will  be  decreased  by  increasing  the  magnitude 

40  of  the  error  signal  VE  in  a  positive  direction.  Other- 
wise,  no  change  is  made  to  the  magnitude  of  the 
error  signal. 

The  sensed  signal  representative  of  the  aver- 
age  current  IAve  is  actually  a  voltage  signal  repre- 

45  sentative  of  this  current.  This  voltage  signal  is 
amplified  by  a  DC  amplifier  110,  which  may  take 
the  form  of  a  suitable  operational  amplifier,  and  is 
then  supplied  as  a  positive  input  to  a  summing 
circuit  112.  Here,  the  voltage  representative  of  the 

50  average  current  is  compared  with  a  voltage  V| 
representative  of  a  current  reference  and  the  dif- 
ference  in  voltage  levels  is  amplified  by  a  suitable 
amplifier  114.  If  the  amplified  difference  voltage  is 
positive,  then,  this  is  indicative  that  the  average 

55  current  exceeds  the  reference  current.  This  positive 
voltage  will  be  passed  by  a  diode  116  as  a  positive 
input  to  a  summing  circuit  118  which  receives  the 
voltage  reference  VR  as  a  negative  input.  The 

5 
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summed  signal  is  amplified  by  an  amplifier  120, 
having  a  gain  of  1,  and  is  supplied  as  a  positive 
input  to  the  summing  node  102.  If  the  average 
current  is  greater  than  the  reference  current,  then 
the  effect  of  this  is  to  increase  in  a  positive  direc- 
tion  the  error  signal  VE  so  as  to  lower  the  fre- 
quency  of  supplying  current  pulses  to  the  resonant 
circuit.  If  the  average  current  is  less  than  the  refer- 
ence  current,  then  no  voltage  will  be  passed  by 
diode  116  and  no  change  will  be  made  to  the  error 
signal  VE. 

The  error  signal  VE  is  converted  by  a  voltage- 
to-frequency  converter  130  so  as  to  produce  a 
squarewave  pulse  train  having  a  frequency  which 
varies  inversely  with  that  of  the  error  voltage.  As 
discussed  previously,  the  transfer  characteristics 
are  such  that  when  the  error  signal  VE  is  positive  at 
its  maximum  value,  the  frequency  of  the  pulses 
from  converter  130  decreases  to  produce  low  pow- 
er  operation.  However,  as  the  error  signal  becomes 
less  positive  or  more  negative,  then  the  frequency 
of  the  pulses  from  converter  130  increases  to  pro- 
vide  for  higher  power  operation.  This  may  be  en- 
visioned  with  reference  to  the  waveform  in  Fig.  3A 
which  shows,  during  low  power  operation,  the  fre- 
quency  of  the  squarewave  output  voltage  Vi  from 
converter  130  is  low  and  then  increases  in  fre- 
quency  for  one-half  power  and  full  power  oper- 
ations. 

The  voltage-to-frequency  converter  130  may 
take  the  form  of  a  typical  voltage  controlled  oscilla- 
tor  and  when  the  output  voltage  Vi  goes  positive,  it 
is  supplied  to  the  clock  input  of  D-type  flip-flop  132 
having  its  D  input  tied  to  a  positive  or  binary  1 
voltage  level.  Consequently,  when  converter  volt- 
age  Vi  goes  high,  this  causes  the  Q  output  voltage 
V2  to  go  high. 

Each  time  the  output  voltage  V2  of  flip-flop  132 
goes  high,  it  clocks  through  AND  gate  133  a  D- 
type  flip-flop  140  and  a  one  shot  136.  The  flip-flop 
140  has  its  Q  output  inverted  and  fed  back  to  the  D 
input  thereof  so  that  the  flip-flop  acts  as  a  divide- 
by-two  counter.  The  one  shot  136  resets  the  flip- 
flop  132  through  inverter  137  and  by  inverter  139 
enables  the  AND  gates  134  and  135.  Consequent- 
ly,  as  positive  going  pulses  are  supplied  to  the 
clock  input,  the  Q  and  Q  outputs  alternately  provide 
high  or  binary  one  (1)  signals  to  the  gates  134  and 
135.  As  described  above  the  gates  134  and  135 
are  enabled  by  the  one  shot  136  whose  period  is 
about  equal  to  the  time  duration  of  one  of  the 
series  resonant  current  pulses.  Therefore,  the  gates 
134  and  135  drive  buffers  146  and  148  to  al- 
ternately  turn  on  the  power  switches  36  and  38  in 
the  resonant  converter. 

Having  described  the  control  28  for  the  series 
resonant  converter  with  reference  to  Figs.  3  and  4, 
attention  is  now  redirected  to  Figs.  1  and  2.  Situ- 

ations  may  develop,  such  as  for  short  periods  of 
time,  during  which  the  loading  subsides  to  a  low 
level  and  the  operating  frequency  could  then  drop 
considerably  below  the  maximum  resonant  fre- 

5  quency  (on  the  order  of  200  KHz)  into  that  of  the 
audible  range,  namely  below  20  KHz.  It  is  con- 
templated  that  one  application  of  the  power  supply 
10  is  for  providing  power  to  telephone  lines.  If  the 
series  resonant  converter  20  operates  in  this  au- 

io  dible  range,  objectionable  audible  noise  will  be 
injected  onto  the  telephone  lines.  This  is  because  a 
ripple  voltage  takes  place  across  capacitor  C+  and 
feeds  the  output.  This  ripple  voltage  is  particularly 
troublesome  when  its  frequency  falls  within  the 

is  telephone  voice  band,  namely  300  Hz  to  3400  Hz. 
At  low  power  requirements,  such  as  under  150 
watts,  the  operating  frequency  of  the  series  reso- 
nant  converter  may  tend  to  be  below  20  KHz.  The 
ripple  voltage  may  then  inject  audible  noise  onto 

20  the  telephone  lines.  It  is,  therefore,  desirable  to 
limit  the  operating  frequency  range  of  series  reso- 
nant  converter  20  so  that  it  does  not  fall  below  20 
KHz.  Such  limiting  is  provided  by  parallel  resonant 
circuit  32.  The  manner  in  which  circuit  32  operates 

25  to  provide  that  limiting  will  now  be  described. 
The  power  output,  P,  of  the  converter  is  given 

by  the  equation: 

P  =  q-Vb.f 
30 

where  q  is  the  charge  transferred  in  one  operating 
cycle,  Vb  is  the  unregulated  DC  voltage  appearing 
across  the  FETS  as  shown  in  Fig.  2,  and  f  is  the 
converter  operating  frequency.  When  the  converter 

35  is  operating  at  frequencies  well  above  the  resonant 
frequency  of  circuit  32,  i.e.,  at  relatively  high  load 
conditions,  the  charge,  q,  transferred  in  each  op- 
erating  cycle  is  constant  .  As  can  be  seen  from 
Fig.  3,  each  half  cycle  of  the  resonant  current  has 

40  the  same  amplitude  and  duration  even  as  the  load 
varies  from  full  load  to  half  load.  The  only  effect  of 
a  changing  load  is  to  cause  the  time  between  the 
occurrence  of  the  half  cycles  to  increase  as  the 
load  lightens.  Therefore,  for  such  operating  con- 

45  ditions  the  power  output  will  vary  directly  with 
converter  operating  frequency. 

If  circuit  32  were  not  present  the  variations  of 
power  output  with  operating  frequency  and  con- 
stant  charge  transfer  described  above  would  con- 

50  tinue  until  almost  no  load  operating  conditions  were 
reached.  Well  before  no  load  the  operating  fre- 
quency  would  have  decreased  to  be  within  the 
audible  range  giving  rise  to  the  objectionable  noise 
described  above.  Circuit  32  serves  to  limit  the 

55  operating  frequency  to  be  no  lower  than  the  par- 
allel  resonant  frequency  of  the  circuit.  If  that  fre- 
quency  is  chosen  to  be  above  the  audible  range, 
i.e.  20  KHz  or  higher,  then  the  objectionable  noise 
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cannot  occur. 
As  the  converter  load  lightens  its  operating 

frequency  approaches  the  resonant  frequency  of 
circuit  32.  The  impedance  of  circuit  32  increases  at 
a  substantial  rate  towards  the  ideal  impedance  of 
infinity  as  the  converter  operating  frequency  ap- 
proaches  the  circuit's  resonant  frequency.  The  ef- 
fect  of  this  increasing  impedance  is  to  cause  the 
amplitude  of  the  series  resonant  current  to  de- 
crease.  The  duration  remains  unaffected.  That  cur- 
rent  is  the  input  current  to  circuit  32.  The  amplitude 
of  the  series  resonant  current  is  directly  related  to 
the  amount  of  charge,  q,  transferred  in  each  op- 
erating  cycle.  As  the  operating  frequency  becomes 
closer  to  the  parallel  resonant  frequency  further 
decreases  in  load,  i.e.  further  decreases  in  the 
required  power  output  from  the  converter,  are  ob- 
tained  not  from  decreases  in  operating  frequency 
but  rather  from  decreases  in  the  amount  of  charge 
transferred.  In  other  words  as  the  operating  fre- 
quency  is  limited  to  be  no  lower  than  the  parallel 
resonant  frequency  of  circuit  32  it  can  be  consid- 
ered  to  be  essentially  constant  as  the  load  lightens 
to  the  point  where  the  operating  frequency  is  close 
to  the  resonant  frequency.  As  shown  by  the  equa- 
tion  for  output  power  previously  described  above 
the  only  parameter  which  can  then  change  to  pro- 
vide  the  changes  in  power  output  is  the  charge  that 
is  being  transferred.  Therefore,  the  inclusion  of 
circuit  32  in  the  converter  results  in  the  variation  of 
transferred  charge  with  power  output  as  the  operat- 
ing  frequency  approaches  the  resonant  frequency 
of  circuit  32. 

In  summary,  the  operating  frequency  of  the 
converter  is  limited  to  remain  above  the  audible 
range  by  the  inclusion  therein  of  a  circuit  32  whose 
resonant  frequency  is  selected  to  be  above  the 
range.  As  the  frequency  can  no  longer  decrease 
with  decreasing  load,  i.e.  power  output  require- 
ments,  the  charge  transferred,  which  is  constant  at 
higher  operating  frequencies,  must  decrease  with 
decreasing  load.  In  other  words,  circuit  32,  while 
providing  a  lower  limit  to  the  converter  operating 
frequency,  does  not  impair  the  ability  of  the  con- 
verter  to  respond  to  changes  in  power  output  re- 
quirements.  Only  the  mechanism  by  which  the 
converter  meets  those  changing  requirements  is 
altered. 

We  have  found  that  the  location  of  parallel 
resonant  circuit  32  in  the  converter  is  critical.  As 
shown  in  Fig.  2,  inductor  L2  and  capacitor  C3  of 
circuit  32  are  connected  in  parallel  between  the 
junction  of  clamping  diodes  D1  and  D2  and  the 
junction  of  capacitors  C1  and  C2. 

Circuit  32  could  have  been  located  in  series 
with  inductor  Li  and  the  primary  winding  40  of  the 
power  transformer.  While  circuit  32  would  function 
when  so  located  to  keep  the  operating  frequency  of 

the  converter  from  dropping  into  the  audible 
range.we  have  found  that  so  placing  circuit  32  may 
result  in  destruction  of  FETS  36  and  38.  The  man- 
ner  in  which  that  destruction  may  occur  will  now  be 

5  described. 
When  the  converter  is  operating  in  a  light  load 

condition  its  series  resonant  frequency,  i.e.  the 
operating  frequency  of  the  converter,  is  slightly 
higher  than  the  resonant  frequency  of  parallel  cir- 

10  cuit  32.  For  this  load  condition  the  voltage  across 
circuit  32  will  reach  its  maximum  sometime  after 
the  series  resonant  current  ceases  to  flow.  There- 
fore,  the  current  into  circuit  32  leads  the  voltage 
across  the  circuit  by  90  0  . 

15  At  zero  resonant  current  the  voltage  at  the 
junction  of  the  series  resonant  capacitors  C1  and 
C2  for  this  load  condition  is  equal  to  about  one-half 
of  the  unregulated  DC  voltage  Vb.  The  peak  value 
of  the  voltage  across  circuit  32  can  exceed  one-half 

20  of  Vb  for  light  loads.  This  difference  in  voltage  can 
cause  the  parasitic  diode  of  the  FET  which  had  just 
been  conducting  to  conduct.  This  parasitic  diode  is 
the  collector  base  junction  of  an  electrically  fragile 
bipolar  transistor  which  is  structurally  part  of  the 

25  FET  manufacturing  process.  When  the  off  FET  is 
turned  on  the  bipolar  transistor  recovers.  This  re- 
covery  may  cause  the  bipolar  transistor  to  ava- 
lanche,  thereby  destroying  both  of  FETS  36  and 
38.  The  mechanism  by  which  the  bipolar  transistor 

30  can  avalanche  is  known  to  those  skilled  in  the  art. 
For  a  detailed  discussion  of  this  mechanism  refer- 
ence  can  be  made  to  the  technical  article  identified 
as  TA84-4  published  by  Siliconix  of  Santa  Clara, 
CA  and  entitled  "dVDS/dt  Turn-on  In  MOSFETs".  A 

35  summary  of  this  mechanism  is  given  below. 
When  the  parasitic  diode  is  in  conduction  and 

the  alternate  FET,  i.e.  the  then  off  FET,  turns  on 
the  diode  will  attempt  to  recover.  A  recovery  cur- 
rent  will  flow  through  the  base-emitter  resistor  of 

40  the  bipolar  transistor  in  a  direction  away  from  the 
transistor's  base.  This  current  flow  causes  the  base 
to  become  higher  in  voltage  than  the  emitter.  The 
transistor  may  then  enter  a  mode  of  operation  in 
which  it  can  avalanche. 

45  We  have  found  that  when  circuit  32  is  con- 
nected  as  shown  in  Fig.  2  the  diodes  D1  and  D2 
will  cause  the  voltage  across  circuit  32  to  be 
clamped  to  one-half  of  the  unregulated  DC  voltage. 
This  clamping  action  prevents  the  turning  on  of  the 

50  parasitic  diode  described  above.  Therefore,  locat- 
ing  circuit  32  as  shown  in  Fig.  2  does  not  allow  a 
condition  to  occur  which  could  give  rise  to  destruc- 
tion  of  FETS  36  and  38. 

It  should  be  appreciated  that  diodes  D1  and  D2 
55  are  not  circuit  elements  which  have  been  added  to 

converter  20.  These  diodes  would  be  part  of  the 
converter  whether  or  not  supply  10  included  par- 
allel  resonant  circuit  32.  If  circuit  32  were  to  be 
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located  in  series  with  inductor  Li  and  primary  wind- 
ing  40  as  described  above,  the  destruction  of  FETS 
34  and  36  could  only  be  prevented  by  the  inclusion 
in  converter  20  of  a  number  of  elements  in  addition 
to  those  (such  as  diodes  Di  and  D2)  already 
present.  This  is  not  so  desirable,  as  the  purpose  of 
using  circuit  32  is  to  provide  a  simple  and  inexpen- 
sive  means  of  placing  a  lower  limit  on  converter 
operating  frequency.  Therefore,  locating  circuit  32 
as  shown  in  Fig.  2  allows  for  the  desirable  limita- 
tion  of  the  converter  operating  frequency  to  be 
above  the  audible  range  without  any  detrimental 
effect  on  the  operation  of  FETS  34  and  36  and  also 
without  the  need  to  introduce  other  elements  to 
compensate  for  the  presence  of  circuit  32  in  the 
converter. 

It  is  to  be  understood  that  the  description  of 
the  preferred  embodiment  is  intended  to  be  only 
illustrative,  rather  than  exhaustive,  of  the  present 
invention.  Those  of  ordinary  skill  will  be  able  to 
make  certain  additions,  deletions,  and/or  modifica- 
tions  to  the  embodiment  of  the  disclosed  subject 
matter  without  departing  from  the  spirit  of  the  in- 
vention  or  its  scope,  as  defined  by  the  appended 
claims. 

Claims 

1.  A  series  resonant  power  converter  comprising: 
input  terminals  for  receiving  a  unidirec- 

tional  power  supply  (Vb); 
a  series  resonant  circuit  (40,  C1  ,  C2); 
switching  means  (36,  38)  between  said 

input  terminals  and  said  series  resonant  circuit 
(40,  C1  ,  C2); 

control  means  (28)  arranged  to  switch  said 
switching  means  (36,  38)  on  and  off  at  a  vari- 
able  switching  frequency,  so  as  to  cause  an 
alternating  current  to  flow  in  said  series  reso- 
nant  circuit  (40,  C1  ,  C2);  and 

a  parallel  resonant  circuit  (32)  having  a 
predetermined  resonant  frequency  connected 
in  series  with  the  switching  means  (36,  38) 
between  said  input  terminals  and  said  series 
resonant  circuit  (40,  C1  ,  C2): 

characterised  in  that  said  switching  fre- 
quency  is  limited  to  being  no  lower  than  said 
predetermined  resonant  frequency,  which  is 
lower  than  the  resonant  frequency  of  the  series 
resonant  circuit. 

2.  A  converter  according  to  Claim  1,  including  a 
unidirectional  power  source  connected  across 
said  input  terminals. 

3.  A  converter  according  to  Claim  1  or  2,  wherein 
said  switching  means  (36,  38)  comprises  first 
and  second  connected  switch  means. 

4.  A  converter  according  to  any  of  the  preceding 
claims,  including  voltage  clamping  means  (D1, 
D2)  connected  to  said  input  terminals. 

5  5.  A  converter  according  to  any  of  the  preceding 
claims,  wherein  said  series  resonant  circuit 
(40,  C1  ,  C2)  includes  a  primary  winding  (40)  of 
a  transformer. 

io  6.  A  converter  according  to  any  of  the  preceding 
claims,  wherein  said  control  means  (28)  is  ar- 
ranged  to  vary  said  switching  frequency  in 
dependence  upon  the  magnitude  of  a  load 
supplied  by  the  converter. 

15 
7.  A  converter  according  to  any  of  the  preceding 

claims,  wherein  said  alternating  current  com- 
prises  a  series  of  sinusoidal  current  pulses. 

20  8.  A  converter  according  to  any  of  the  preceding 
claims,  wherein  said  series  resonant  circuit 
(40,  C1,  C2)  comprises  first  and  second  con- 
nected  capacitor  means  (C1,  C2)  connected 
across  said  input  terminals. 

25 
9.  A  converter  according  to  Claims  3,  4,  5  and  8, 

wherein: 
said  first  and  second  switch  means  (36, 

38)  each  have  first,  second  and  third  elec- 
30  trades,  said  first  switch  means  (36)  second 

electrode  being  connected  to  said  second 
switch  means  (38)  first  electrode; 

said  voltage  clamping  means  comprises 
first  and  second  clamp  diodes  (D1,  D2)  each 

35  having  first  and  second  electrodes,  said  first 
diode  (D1)  second  electrode  being  connected 
to  said  second  diode  (D2)  first  electrode; 

said  primary  winding  (40)  of  the  trans- 
former  has  first  and  second  terminals,  said  first 

40  terminal  being  connected  to  said  connection  of 
said  first  and  second  switch  means  (36,  38)  to 
each  other,  said  second  terminal  being  con- 
nected  to  said  connection  of  said  first  and 
second  clamp  diodes  (D1  ,  D2)  to  each  other; 

45  said  first  and  second  capacitor  means  (C1  ,  C2) 
each  have  first  and  second  terminals,  said  first 
capacitor  (C1)  second  terminal  being  connect- 
ed  to  said  second  capacitor  (C2)  first  terminal; 

said  first  switch  means  (36)  first  electrode 
50  and  said  second  switch  means  (38)  second 

electrode;  and  said  first  clamp  diode  (D1)  first 
electrode  and  said  second  clamp  diode  (D2) 
second  electrode;  and  said  first  capacitor 
means  (C1)  first  terminal  and  said  second  ca- 

55  pacitor  means  (C2)  second  terminal  are  all 
connected  across  said  input  terminals;  and 

said  parallel  resonant  circuit  (32)  has  first 
and  second  terminals,  said  first  terminal  being 

8 
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connected  to  said  first  and  second  clamp  di- 
odes  (D1,  D2)  connection  to  each  other,  and 
said  second  terminal  being  connected  to  said 
connection  of  said  first  and  second  capacitor 
means  (C1  ,  C2)  to  each  other. 

(36,38); 
c)  first  and  second  connected  clamp  diode 
means  (D1.D2); 
d)  a  primary  winding  (40)  of  a  transformer, 
said  winding  being  interposed  between  said 
connected  switch  means  (36,38)  and  said 
connected  clamp  diode  means  (D1.D2); 
e)  first  and  second  connected  capacitor 
means  (C1.C2),  said  first  and  second  con- 
nected  switch  means  (36,38),  said  first  and 
second  connected  diode  clamp  means 
(D1.D2)  and  said  first  and  second  connect- 
ed  capacitor  means  (C1.C2)  each  being 
connected  across  said  power  source  (Vb); 
f)  control  means  (28)  for  actuating  said  first 
and  second  connected  switch  means 
(36,38)  on  and  off  at  an  operating  frequency 
dependent  upon  said  load  such  that  when 
said  switch  means  (36,38)  are  alternatively 
turned  on  sinusoidal  current  pulses  alter- 
natively  flow  from  said  source  in  opposing 
directions  in  said  primary  winding  (40);  and 
g)  parallel  resonant  circuit  means  (32)  hav- 
ing  a  predetermined  resonant  frequency, 
said  circuit  means  (32)  interposed  between 
said  first  and  second  connected  diode 
clamp  means  (D1.D2)  and  said  first  and 
second  connected  capacitor  means 
(C1.C2): 

characterised  in  that  said  switching  fre- 
quency  is  limited  to  being  no  lower  than  said 
predetermined  resonant  frequency,  which  is 
lower  than  the  resonant  frequency  of  a  series 

resonant  circuit  formed  of  said  primary  winding 
(40)  and  said  first  and  second  connected  ca- 
pacitor  means  (C1  ,C2). 

5  Patentanspruche 

1.  Reihenresonanzumrichter,  der  umfaBt: 
Eingangsanschlusse  zum  Empfang  einer  ein- 
seitig  gerichteten  Versorgungsspannung  (Vb); 

io  einen  Reihenresonanzkreis  (40,  C1  ,  C2) 
eine  Schalteinrichtung  (36,  38)  zwischen  den 
Eingangsanschlussen  und  dem  Reihenreso- 
nanzkreis  (40,  C1  ,  C2) 
eine  Steuereinrichtung  (28),  die  die  Schaltein- 

15  richtung  (36,  38)  mit  einer  veranderlichen 
Schaltfrequenz  an-  und  abschaltet,  wodurch 
ein  Wechselstrom  in  dem  Reihenresonanzkreis 
(40,  C1,  C2)  flieBt;  und 
einen  Parallelresonanzkreis  (32)  mit  einer  vor- 

20  gegebenen  Resonanzfrequenz,  der  in  Reihe 
mit  der  Schalteinrichtung  (36,  38)  zwischen  die 
Eingangsanschlusse  und  den  Reihenresonanz- 
kreis  (40,  C1  ,  C2)  geschaltet  ist, 
dadurch  gekennzeichnet,  dal3  die  Schaltfre- 

25  quenz  dahingehend  begrenzt  ist,  dal3  sie  nicht 
niedriger  als  die  vorgegebene  Resonanzfre- 
quenz  ist,  die  niedriger  ist  als  die  Resonanzfre- 
quenz  des  Reihenresonanzkreises. 

30  2.  Umrichter  nach  Anspruch  1,  der  eine  einseitig 
gerichtete  Spannungsquelle  enthalt,  die  uber 
die  Eingangsanschlusse  angeschlossen  ist. 

3.  Umrichter  nach  Anspruch  1  oder  2,  wobei  die 
35  Schalteinrichtung  (36,  38)  eine  erste  und  eine 

zweite  verbundene  Schaltereinrichtung  umfaBt. 

4.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  der  eine  Spannungsklemmeinrichtung 

40  (D1,  D2)  enthalt,  die  an  die  Eingangsanschlus- 
se  angeschlossen  ist. 

5.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  wobei  der  Reihenresonanzkreis  (40, 

45  C1,  C2)  eine  Primarwicklung  (40)  eines  Trans- 
formators  enthalt. 

6.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  wobei  die  Steuereinrichtung  (28)  die 

50  Schaltfrequenz  in  Abhangigkeit  von  der  GroBe 
einer  vom  Umrichter  zugefuhrten  Last  andert. 

7.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  wobei  der  Wechselstrom  eine  Reihe 

55  von  sinusformigen  Stromimpulsen  umfaBt. 

8.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  wobei  der  Reihenresonanzkreis  (40, 

10.  A  converter  according  to  any  of  the  preceding 
claims,  wherein  said  parallel  resonant  circuit 
(32)  comprises  capacitor  means  (C3)  in  parallel 
with  inductor  means  (L2).  10 

11.  A  converter  according  to  any  of  the  preceding 
claims,  wherein  said  switching  means  (36,  38) 
comprises  at  least  one  FET. 

12.  A  converter  according  to  any  of  the  preceding 
claims,  wherein  said  predetermined  frequency 
is  at  least  above  the  upper  frequency  of  the 
telephone  voice  band. 

15 

20 
13.  A  controllable  converter  device  for  providing 

electrical  current  to  a  load  comprising  in  com- 
bination: 

a)  a  power  source  (Vb); 
b)  first  and  second  connected  switch  means  25 

9 
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C1  ,  C2)  eine  erste  und  eine  zweite  verbundene 
Kondensatoreinrichtung  (C1,  C2)  umfaBt,  die 
uber  die  Eingangsanschlusse  angeschlossen 
sind. 

5 
9.  Umrichter  nach  den  Anspruchen  3,  4,  5  und  8, 

wobei: 
die  erste  und  die  zweite  Schaltereinrichtung 
(36,  38)  jeweils  eine  erste,  zweite  und  dritte 
Elektrode  haben,  wobei  die  zweite  Elektrode  10 
der  ersten  Schaltereinrichtung  (36)  mit  der  er- 
sten  Elektrode  der  zweiten  Schaltereinrichtung 
(38)  verbunden  ist; 
die  Spannungsklemmeinrichtung  eine  erste 
und  eine  zweite  Klemmdiode  (D1,  D2)  umfaBt,  is 
die  jeweils  eine  erste  und  eine  zweite  Elektro- 
de  haben,  wobei  die  zweite  Elektrode  der  er- 
sten  Diode  (D1)  mit  der  ersten  Elektrode  der 
zweiten  Diode  (D2)  verbunden  ist; 
die  Primarwicklung  (40)  des  Transformators  ei-  20 
nen  ersten  und  einen  zweiten  AnschluB  hat, 
wobei  der  erste  AnschluB  an  die  Verbindung 
der  ersten  und  der  zweiten  Schaltereinrichtung 
(36,  38)  miteinander  angeschlossen  ist,  wobei 
der  zweite  AnschluB  an  die  Verbindung  der  25 
ersten  und  der  zweiten  Klemmdiode  (D1,  D2) 
miteinander  angeschlossen  ist; 
die  erste  und  die  zweite  Kondensatoreinrich- 
tung  (C1,  C2)  jeweils  einen  ersten  und  einen 
zweiten  AnschluB  haben,  wobei  der  zweite  An-  30 
schluB  des  ersten  Kondensators  (C1)  mit  dem 
ersten  AnschluB  des  zweiten  Kondensators 
(C2)  verbunden  ist; 
die  erste  Elektrode  der  ersten  Schaltereinrich- 
tung  (36)  und  die  zweite  Elektrode  der  zweiten  35 
Schaltereinrichtung  (38)  und  die  erste  Elektro- 
de  der  ersten  Klemmdiode  (D1)  und  die  zweite 
Elektrode  der  zweiten  Klemmdiode  (D2)  und 
der  erste  AnschluB  der  ersten  Kondensatorein- 
richtung  (C1)  und  der  zweite  AnschluB  der  40 
zweiten  Kondensatoreinrichtung  (C2)  samtlich 
uber  die  Eingangsanschlusse  angeschlossen 
sind;  und 
der  Parallelresonanzkreis  (32)  einen  ersten  und 
einen  zweiten  AnschluB  hat,  wobei  der  erste  45 
AnschluB  an  die  Verbindung  der  ersten  und 
der  zweiten  Klemmdiode  (D1,  D2)  miteinander 
angeschlossen  ist,  und  der  zweite  AnschluB  an 
die  Verbindung  der  ersten  und  der  zweiten 
Kondensatoreinrichtung  (C1,  C2)  miteinander  so 
angeschlossen  ist. 

10.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  wobei  der  Parallelresonanzkreis  (32) 
parallel  zu  einer  Induktoreinrichtung  (L2)  eine  55 
Kondensatoreinrichtung  (C3)  umfaBt. 

11.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  wobei  die  Schalteinrichtung  (36,  38) 
wenigstens  einen  Feldeffekttransistor  umfaBt. 

12.  Umrichter  nach  einem  der  vorangehenden  An- 
spruche,  wobei  die  vorgegebene  Frequenz  we- 
nigstens  uber  der  oberen  Frequenz  des  Tele- 
fon-Sprachbandes  liegt. 

13.  Steuerbare  Umrichtervorrichtung  zur  Versor- 
gung  einer  Last  mit  elektrischem  Strom,  die  als 
Kombination  umfaBt: 

a)  eine  Spannungsquelle  (Vb) 
b)  eine  erste  und  eine  zweite  verbundene 
Schaltereinrichtung  (36,  38); 
c)  eine  erste  und  eine  zweite  verbundene 
Klemmdiodeneinrichtung  (D1,  D2); 
d)  eine  Primarwicklung  (40)  eines  Transfor- 
mators,  wobei  die  Wicklung  zwischen  den 
verbundenen  Schaltereinrichtungen  (36,  38) 
und  den  verbundenen  Klemmdiodeneinrich- 
tungen  (D1  ,  D2)  angeordnet  ist; 
e)  eine  erste  und  eine  zweite  verbundene 
Kondensatoreinrichtung  (C1,  C2),  wobei  die 
erste  und  die  zweite  verbundene  Schalter- 
einrichtung  (36,  38),  die  erste  und  die  zwei- 
te  verbundene  Klemmdiodeneinrichtung 
(D1,  D2)  und  die  erste  und  die  zweite  ver- 
bundene  Kondensatoreinrichtung  (C1,  C2) 
jeweils  uber  die  Spannungsquelle  (Vb)  an- 
geschlossen  sind; 
f)  eine  Steuereinrichtung  (28)  zum  An-  und 
Abschalten  der  ersten  und  der  zweiten  ver- 
bundenen  Schaltereinrichtung  (36,  38)  mit 
einer  Schaltfrequenz,  die  von  der  Last  ab- 
hangt,  so  daB,  wenn  die  Schaltereinrichtun- 
gen  (36,  38)  abwechselnd  angeschaltet  wer- 
den,  sinusformige  Stromimpulse  abwech- 
selnd  von  der  Quelle  in  einander  entgegen- 
gesetzte  Richtungen  in  der  Primarwicklung 
(40)  flieBen;  und 
g)  eine  Parallelresonanzkreiseinrichtung  (32) 
mit  einer  vorgegebenen  Resonanzfrequenz, 
wobei  die  Kreiseinrichtung  (32)  zwischen 
der  ersten  und  der  zweiten  verbundenen 
Klemmdiodeneinrichtung  (D1,  D2)  und  der 
ersten  und  der  zweiten  verbundenen  Kon- 
densatoreinrichtung  (C1  ,  C2)  angeordnet  ist: 

dadurch  gekennzeichnet,  daB  die  Schaltfre- 
quenz  dahingehend  begrenzt  ist,  daB  sie  nicht 
niedriger  ist  als  die  vorgegebene  Resonanzfre- 
quenz,  die  niedriger  ist  als  die  Resonanzfre- 
quenz  eines  Reihenresonanzkreises,  der  durch 
die  Primarwicklung  (40)  und  die  erste  und  die 
zweite  verbundene  Kondensatoreinrichtung 
(C1,  C2)  gebildet  wird. 

10 
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Revendicatlons 

1.  Convertisseur  d'energie  resonant  serie  com- 
portant  : 

des  bornes  d'entree  destinees  a  recevoir 
une  alimentation  d'energie  unidirectionnelle 
(Vb); 

un  circuit  resonant  serie  (40,  C1  ,  C2); 
des  moyens  commutateurs  (36,  38)  entre 

lesdites  bornes  d'entree  et  ledit  circuit  reso- 
nant  serie  (40,  C1  ,  C2); 

des  moyens  de  commande  (28)  congus 
pour  mettre  en  circuit  et  hors  circuit  lesdits 
moyens  commutateurs  (36,  38)  a  une  frequen- 
ce  de  comutation  variable,  afin  de  faire  circuler 
un  courant  alternatif  dans  ledit  circuit  resonant 
serie  (40,  C1  ,  C2);  et 

un  circuit  resonant  parallele  (32)  ayant  une 
frequence  de  resonance  predetermined,  monte 
en  serie  avec  les  moyens  commutateurs  (36, 
38)  entre  lesdites  bornes  d'entree  et  ledit  cir- 
cuit  resonant  serie  (40,  C1  ,  C2)  : 

caracterise  en  ce  que  ladite  frequence  de 
commutation  est  limitee  pour  ne  pas  etre  infe- 
rieure  a  ladite  frequence  de  resonance  prede- 
terminee  qui  est  inferieure  a  la  frequence  de 
resonance  du  circuit  resonant  serie. 

2.  Convertisseur  selon  la  revendication  1,  com- 
portant  une  source  d'energie  unidirectionnelle 
montee  auxdites  bornes  d'entree. 

3.  Convertisseur  selon  la  revendication  1  ou  2, 
dans  lequel  lesdits  moyens  commutateurs  (36, 
38)  comportent  des  premier  et  second  moyens 
de  commutation  connectes. 

4.  Convertisseur  selon  I'une  quelconque  des  re- 
vendications  precedentes,  comportant  des 
moyens  de  fixation  de  niveau  de  tension  (D1, 
D2)  relies  auxdites  bornes  d'entree. 

5.  Convertisseur  selon  I'une  quelconque  des  re- 
vendications  precedentes,  dans  lequel  ledit  cir- 
cuit  resonant  serie  (40,  C1,  C2)  comporte  un 
enroulement  primaire  (40)  d'un  transformateur. 

6.  Convertisseur  selon  I'une  quelconque  des  re- 
vendications  precedentes,  dans  lequel  lesdits 
moyens  de  commande  (28)  sont  congus  pour 
faire  varier  ladite  frequence  de  commutation  en 
fonction  de  I'amplitude  d'une  charge  alimentee 
par  le  convertisseur. 

7.  Convertisseur  selon  I'une  quelconque  des  re- 
vendications  precedentes,  dans  lequel  ledit 
courant  alternatif  comprend  une  serie  d'impul- 
sions  de  courant  sinusoidal. 

8.  Convertisseur  selon  I'une  quelconque  des  re- 
vendications  precedentes,  dans  lequel  ledit  cir- 
cuit  resonant  serie  (40,  C1,  C2)  comporte  des 
premier  et  second  moyens  condensateurs 

5  connectes  (C1,  C2)  montes  auxdites  bornes 
d'entree. 

9.  Convertisseur  selon  les  revendications  3,  4,  5 
et  8,  dans  lequel  : 

io  lesdits  premier  et  second  moyens  de  com- 
mutation  (36,  38)  comportent  chacun  des  pre- 
miere,  seconde  et  troisieme  electrodes,  la  se- 
conde  electrode  dudit  premier  moyen  de  com- 
mutation  (36)  etant  reliee  a  la  premiere  electro- 

15  de  dudit  second  moyen  de  commutation  (38); 
lesdits  moyens  de  fixation  de  niveau  de 

tension  comportent  des  premiere  et  seconde 
diodes  de  fixation  de  niveau  (D1,  D2)  posse- 
dant  chacune  des  premiere  et  seconde  elec- 

20  trades,  la  seconde  electrode  de  ladite  premiere 
diode  (D1)  etant  reliee  a  la  premiere  electrode 
de  ladite  seconde  diode  (D2); 

ledit  enroulement  primaire  (40)  du  transfor- 
mateur  comporte  des  premiere  et  seconde 

25  bornes,  ladite  premiere  borne  etant  reliee  a 
ladite  interconnexion  desdits  premier  et  se- 
cond  moyens  de  commutation  (36,  38),  tandis 
que  ladite  seconde  borne  est  reliee  a  ladite 
interconnexion  desdites  premiere  et  seconde 

30  diodes  de  fixation  de  niveau  (D1  ,  D2); 
lesdits  premier  et  second  moyens  conden- 

sateurs  (C1,  C2)  comportent  chacun  des  pre- 
miere  et  seconde  bornes,  la  seconde  borne 
dudit  premier  condensateur  (C1)  etant  reliee  a 

35  la  premiere  borne  dudit  second  condensateur 
(C2); 

la  premiere  electrode  dudit  premier  moyen 
de  commutation  (36)  et  la  seconde  electrode 
dudit  second  moyen  de  commutation  (38);  la 

40  premiere  electrode  de  ladite  premiere  diode  de 
fixation  de  niveau  (D1)  et  la  seconde  electrode 
de  ladite  seconde  diode  de  fixation  de  niveau 
(D2);  et  la  premiere  borne  dudit  premier 
moyen  condensateur  (C1)  et  la  seconde  borne 

45  dudit  second  moyen  condensateur  (C2)  sont 
toutes  montees  auxdites  bornes  d'entree;  et 

ledit  circuit  resonant  parallele  (32)  compor- 
te  des  premiere  et  seconde  bornes,  ladite  pre- 
miere  borne  etant  reliee  a  I'interconnexion  des- 

50  dites  premiere  et  seconde  diodes  de  fixation 
de  niveau  (D1,  D2),  tandis  que  ladite  seconde 
borne  est  reliee  a  ladite  interconnexion  desdits 
premier  et  second  moyens  condensateurs  (C1  , 
C2). 

55 
10.  Convertisseur  selon  I'une  quelconque  des  re- 

vendications  precedentes,  dans  lequel  ledit  cir- 
cuit  resonant  parallele  (32)  comporte  un 

11 



21 EP  0  273  622  B1 22 

moyen  condensateur  (C3)  en  parallele  avec  un 
moyen  inducteur  (L2). 

11.  Convertisseur  selon  I'une  quelconque  des  re- 
vendications  precedentes,  dans  lequel  lesdits  5 
moyens  commutateurs  (36,  38)  comportent  au 
moins  un  FET. 

12.  Convertisseur  selon  I'une  quelconque  des  re- 
vendications  precedentes,  dans  lequel  ladite  10 
frequence  predetermined  est  au  moins  supe- 
rieure  a  la  frequence  superieure  de  la  bande 
vocale  telephonique. 

13.  Dispositif  convertisseur  apte  a  etre  commande  is 
pour  fournir  un  courant  electrique  a  une  char- 
ge,  comportant  en  combinaison  : 

a)  une  source  d'energie  (Vb); 
b)  des  premier  et  second  moyens  de  com- 
mutation  connectes  (36,  38);  20 
c)  des  premier  et  second  moyens  formant 
diodes  de  fixation  de  niveau  connectes  (D1  , 
D2); 
d)  un  enroulement  primaire  (40)  d'un  trans- 
formateur,  ledit  enroulement  etant  interpose  25 
entre  lesdits  moyens  de  commutation 
connectes  (36,  38)  et  lesdits  moyens  for- 
mant  diodes  de  fixation  de  niveau  connec- 
tes  (D1  ,  D2); 
e)  des  premier  et  second  moyens  conden-  30 
sateurs  connectes  (C1,  C2),  lesdits  premier 
et  second  moyens  de  commutation  connec- 
tes  (36,  38),  lesdits  premier  et  second 
moyens  formant  diodes  de  fixation  de  ni- 
veau  connectes  (D1,  D2)  et  lesdits  premier  35 
et  second  moyens  condensateurs  connec- 
tes  (C1,  C2)  etant  respectivement  montes 
aux  bornes  de  ladite  source  d'energie  (Vb); 
f)  des  moyens  de  commande  (28)  destines 
a  effectuer  une  mise  en  circuit  et  hors  cir-  40 
cuit  desdits  premier  et  second  moyens  de 
commutation  connectes  (36,  38)  a  une  fre- 
quence  de  fonctionnement  qui  est  fonction 
de  ladite  charge  de  fagon  que,  lorsque  les- 
dits  moyens  de  commutation  (36,  38)  sont  45 
alternativement  mis  en  circuit,  des  impul- 
sions  de  courant  sinusoidal  circulent  alter- 
nativement  depuis  ladite  source  dans  des 
directions  opposees  dans  ledit  enroulement 
primaire  (40);  et  so 
g)  des  moyens  formant  circuit  resonant  pa- 
rallele  (32)  ayant  une  frequence  de  resonan- 
ce  predetermined,  ledits  moyens  formant 
circuit  (32)  etant  interposes  entre  lesdits 
premier  et  second  moyens  formant  diodes  55 
de  fixation  de  niveau  connectes  (D1  ,  D2)  et 
lesdits  premier  et  second  moyens  conden- 
sateurs  connectes  (C1  ,  C2)  : 

caracterise  en  ce  que  ladite  frequence  de 
commutation  est  limited  pour  ne  pas  etre  infe- 
rieure  a  ladite  frequence  de  resonance  prede- 
termined  qui  est  inferieure  a  la  frequence  de 
resonance  d'un  circuit  resonant  serie  forme 
dudit  enroulement  primaire  (40)  et  desdits  pre- 
mier  et  second  moyens  condensateurs 
connectes  (C1  ,  C2). 
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