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Description

[Technical Field]

[0001] This specification claims priority to and the benefit of Korean Patent Application No. 10-2016-0150575 filed in
the Korean Intellectual Property Office on November 11, 2016.
[0002] The present invention relates to a method of forming pattern for a large area liquid crystal device.

[Background Art]

[0003] Studies on a liquid crystal device which is applicable to a flexible electronic device product such as a display,
a smart window, or a sunroof are continued.
[0004] Specifically, a liquid crystal device includes a configuration in which a conductive layer is introduced above a
substrate and a dielectric film, a liquid crystal alignment film having an electrical or electro-optical function, a gap spacer,
etc are provided above and below the conductive layer. Further, the liquid crystal devices which are provided above and
below liquid crystal are manufactured by a roll-to-roll (R2R) based continuous process of the related art.
[0005] The conductive layer which is included in the liquid crystal device is provided with a metal oxide layer which is
transparent and has conductivity above the substrate to form an electrical field for controlling an alignment of liquid
crystal. The liquid crystal alignment film may impart an alignment function to the liquid crystal.
[0006] In the step of processing the liquid crystal device according to the purpose of products, processes such as
electrical short-circuiting and cutting are also important, but a process of imparting adhesiveness and durability of the
liquid crystal device provided above/below the liquid crystal is specifically important.
[0007] Further, in order to seal upper and lower liquid crystal devices above and below the liquid crystal, the liquid
crystal alignment film has excellent adhesiveness with a sealant provided between the upper and lower liquid crystal
devices. However, when the liquid crystal alignment film does not have excellent adhesiveness with the sealant, a
process of exposing the substrate by selectively removing the liquid crystal alignment film and the conductive layer is
additionally required.
[0008] There is an inconvenient process in that a removal process such as photolithography, inkjet, and slot die
(including an etching paste) methods of the related art needs to ensure an overlay precision of the conductive layer and
the liquid crystal alignment film above the substrate. Further, there is a problem in that a cost of the facility for increasing
a size is increased.
[0009] Therefore, a process of separating the liquid crystal alignment film and the conductive layer using an etching
process using a Galvano scanner and a laser beam which is focused with a diameter of several tens of micrometers
has been tried. However, in this case, there were problems in that a removed cross-section is not smooth, residues are
increased, and a producing speed is slow.
[0010] Therefore, studies on a manufacturing method of a liquid crystal display from which one area of the liquid crystal
alignment film and the conductive layer is removed with a high quality while ensuring a process economic efficiency
through a relatively simple process are required.

Related Art Document]

[Patent Document]

[0011] Korean Patent Application No. 10-2007-0030147 US6300594B1 discloses a device and a method for patterning
the transparent electrodes of a liquid crystal display using a Q switching IR laser.
[0012] JP2014220005A discloses a device and a method for patterning the transparent electrodes of a liquid crystal
display using a IR laser with a 20 ns pulse width, 100 kHz repetition frequency, 12 W of power and 6.7 mm beam spot
diameter.
J

[Detailed Description of the Invention]

[Technical Problem]

[0013] The present invention has been made in an effort to provide a pattern forming a method of forming patterns
for a large area liquid crystal device.
[0014] However, technical problems of the present invention are not limited to the above-mentioned technical problems,
and other technical problems, which are not mentioned above, can be clearly understood by those skilled in the art from
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the following descriptions.

[Technical Solution]

[0015] While the description often refers to embodiments and to the invention, it is to be understood that the invention
is defined by the appended claims and the embodiments of the invention are those which comprise at least all the
features of independent claim 1. Note that in the following, some features of the embodiments, whose presence therein
is qualified by "may", are not in fact optional features if they are recited in the independent claim. A method of forming
patterns for a large area liquid crystal device according to the invention is recited in claim 1. Further embodiments of
the invention are recited in the dependent claims.
[0016] An exemplary embodiment of the present invention provides a method of forming patterns for a large area
liquid crystal device, comprising: preparing a large area liquid crystal device which includes a substrate, a conductive
layer provided on the substrate, and a liquid crystal alignment film provided on the conductive layer; and exposing one
area of the substrate by delaminating one area of the conductive layer and the liquid crystal alignment film by irradiating
a laser to the large area liquid crystal device; wherein the laser is irradiated from the liquid crystal alignment film toward
the conductive layer and the laser is a Q switching IR laser having a beam diameter of 1 mm or larger and 16 mm or
smaller and an energy per pulse of 0.05 J or higher and 2.5 J or lower.

[Advantageous Effects]

[0017] According to one exemplary embodiment of the present invention, a speed of a process of separating a liquid
crystal alignment film and a conductive layer of a liquid crystal device is improved while minimizing damage of a substrate
by irradiating a laser having a high energy, to improve productivity.

[Brief Description of Drawings]

[0018]

FIG. 1 illustrates a schematic diagram of a display device to which a liquid crystal device according to an exemplary
embodiment of the present invention is applied.
FIG. 2 schematically illustrates a method of forming patterns for a a liquid crystal device of the related art.
FIG. 3 schematically illustrates a method of forming patterns for a large area liquid crystal device according to an
exemplary embodiment of the present invention.
FIG. 4 illustrates a laser irradiating method in a method of forming for a liquid crystal device of the related art.
FIG. 5 illustrates a laser irradiating a method of forming patterns for a liquid crystal device according to an exemplary
embodiment of the present invention.
FIG. 6 illustrates a difference of a laser irradiating method in a method of forming patterns of the related art and a
method of forming patterns according to an exemplary embodiment of the present invention in accordance with
various surface shapes of a liquid crystal device.
FIG. 7 illustrates a schematic view of a method of forming patterns for a large area liquid crystal device according
to an exemplary embodiment of the present invention.
FIG. 8 illustrates a laser irradiating method of Example 1 and Comparative Example 1.
FIG. 9 illustrates a laser irradiating method of Comparative Example 1 in more detail.
FIG. 10 illustrates a processing time in a predetermined line width of Example 1 and Comparative Example 1.
FIG. 11 illustrates a laser irradiating method of Example 1 in more detail.
FIG. 12 illustrates graphs of a minimum overlap and a highest scanning velocity according to a beam size in a
predetermined line width of Example 1.
FIG. 13 is an image obtained by photographing a surface of a large area liquid crystal device according to Examples
2, and 4 to 6 using an optical microscope.
FIG. 14 is an enlarged view of an image obtained by photographing a surface of a large area liquid crystal device
according to Examples 2 to 6 using an optical microscope.
FIG. 15 is an image obtained by photographing a surface of a large area liquid crystal device according to Examples
7 and 8 using an optical microscope.
FIG. 16 is an image obtained by photographing a surface of a large area liquid crystal device of Examples 3, 3-1,
7 and 7-1 using an optical microscope.
FIG. 17 is a digital camera image of a surface of a large area liquid crystal device of Example 7-1 and an image
obtained by photographing the surface using an optical microscope.
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<Explanation of Reference Numerals and Symbols>

[0019]

10: substrate
20: Conductive layer
30: Liquid crystal alignment film
40: Liquid crystal
50: Spacer
60: Sealant
70: Polarizer
80: Linear stage
90: Etching mask
100: Large area liquid crystal device
200: Display device
300: Laser used for manufacturing method of related art
400: Q Switching laser

[Best Mode]

[0020] In the specification, unless explicitly described to the contrary, the word "comprise or include" and variations
such as "comprises or includes" or "comprising or including", will be understood to imply the inclusion of stated elements
but not the exclusion of any other elements.
[0021] In the specification, when specific numerical characters on the drawing are denoted by "A/B", it means that A
and B are sequentially provided, and specifically, B is provided on A.
[0022] Hereinafter, the present specification will be described in more detail.
[0023] An exemplary embodiment of the present invention provides a method of forming patterns for a large area
liquid crystal device, comprising: preparing a large area liquid crystal device which includes a substrate, a conductive
layer provided on the substrate, and a liquid crystal alignment film provided on the conductive layer; and exposing one
area of the substrate by delaminating one area of the conductive layer and the liquid crystal alignment film by irradiating
a laser to the large area liquid crystal device; wherein the laser is irradiated from the liquid crystal alignment film toward
the conductive layer and the laser is a Q switching IR laser having a beam diameter of 1 mm or larger and 16 mm or
smaller and an energy per pulse of 0.05 J or higher and 2.5 J or lower.
[0024] A schematic diagram of a display device 200 to which a large area liquid crystal device on which a pattern is
formed according to the exemplary embodiment of the present invention is applied is illustrated in FIG. 1.
[0025] Referring to FIG. 1, upper and lower large area liquid crystal devices 100 including a substrate 10 in which one
area of the conductive layer 20 and the liquid crystal alignment film 30 is delaminated so that one area is exposed are
prepared, and a sealant 60 is interposed on the base substrate of the upper large area liquid crystal device and the
lower large area liquid crystal device in which one area is exposed to seal the upper large area liquid crystal device and
the lower large area liquid crystal device.
[0026] Further, a liquid crystal 40 and a spacer 50 may be interposed on the conductive layer and the liquid crystal
alignment film from which the one area is not removed, between the upper large area liquid crystal device and the lower
large area liquid crystal device. Further, a polarizer 70 may be provided on one surface of one of the bonded upper large
area liquid crystal device and lower large area liquid crystal device.
[0027] A method of forming patterns for a large area liquid crystal device according to an exemplary embodiment of
the present invention includes a step of preparing a large area liquid crystal device which includes a substrate, a conductive
layer provided on the substrate, and a liquid crystal alignment film provided on the conductive layer.
[0028] According to an exemplary embodiment of the present invention, the large area liquid crystal device may include
a substrate.
[0029] According to the exemplary embodiment of the present invention, the base substrate may be a polycarbonate
(PC) film, a colorless polyimide film, a polyethylene terephthalate film, or a cycle olefin polymer film. However, the base
substrate is not limited thereto, but may be freely selected from polymers having a bending property and high adhesiveness
with a sealant known in the art.
[0030] According to an exemplary embodiment of the present invention, the large area liquid crystal device includes
the substrate so that mechanical durability and structural flexibility of a large area liquid crystal device may be ensured.
Specifically, the large area liquid crystal device includes the substrate so that a bending property is implemented.
[0031] According to an exemplary embodiment of the present invention, a thickness of the substrate may be 40 mm
or larger and 200 mm or smaller, specifically, 70 mm or larger and 200 mm or smaller, 40 mm or larger and 150 mm or
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smaller, or 70 mm or larger and 150 mm or smaller. More specifically, the thickness of the substrate may be 90 mm or
larger and 150 mm or smaller, 70 mm or larger and 130 mm or smaller, or 90 mm or larger and 130 mm or smaller.
However, the thickness is not limited thereto and may be freely adjusted according to a property of a product to which
the large area liquid crystal device is applied.
[0032] According to an exemplary embodiment of the present invention, the large area liquid crystal device may include
a conductive layer provided on the substrate. The conductive layer may form an electric field for controlling an alignment
of liquid crystal which may be applied on the liquid crystal alignment film and have electrical conductivity which may
transfer charges supplied from the outside, and have a high surface energy.
[0033] According to an exemplary embodiment of the present invention, the conductive layer may be an indium tin
oxide (ITO) film. However, the conductive layer is not limited thereto, but a conductive layer, which may form an electric
field to control the alignment of the liquid crystal, supply charges, and is known in the art, may be selected without
limitation. Further, the conductive layer may be provided to have transparency and the transparency may be secured
by applying various materials and methods of forming known in the art.
[0034] According to an exemplary embodiment of the present invention, a thickness of the conductive layer may be
20 nm or larger and 100 nm or smaller, specifically, 30 nm or larger and 100 nm or smaller, 20 nm or larger and 80 nm
or smaller, or 30 nm or larger and 80 nm or smaller. More specifically, the thickness of the conductive layer may be 40
nm or larger and 80 nm or smaller, 30 nm or larger and 70 nm or smaller, or 40 nm or larger and 70 nm or smaller.
However, the thickness is not limited thereto and may be freely adjusted according to a property of a product to which
the large area liquid crystal device is applied.
[0035] The thickness of the conductive layer is much smaller than the thickness of the substrate so that damage to
the substrate may be minimized by appropriately adjusting a condition of the laser which is irradiated during a process
of separating the liquid crystal alignment film and the conductive layer.
[0036] According to an exemplary embodiment of the present invention, the large area liquid crystal device may include
a liquid crystal alignment film provided on the conductive layer. The large area liquid crystal device includes the liquid
crystal alignment film on the conductive layer so that alignment of the liquid crystal provided on the liquid crystal alignment
film may be controlled.
[0037] According to an exemplary embodiment of the present invention, the liquid crystal alignment film may include
at least one of a photo alignment film and a rubbing alignment film. Further, the liquid crystal alignment film may be
provided to have a structure in which the photo alignment film and the rubbing alignment film are stacked.
[0038] Specifically, the photo alignment film may control alignment of the liquid crystal applied on the liquid crystal
alignment film by irradiating light. Further, the rubbing alignment film may control the alignment of the liquid crystal
applied on the liquid crystal alignment film by a rubbing process which rotates a roller on the liquid crystal alignment film.
[0039] According to the exemplary embodiment of the present invention, the photo alignment film may include a photo
aligning compound. The photo aligning compound may be aligned to have directivity. Further, as the photo aligning
compound, a compound which is orientationally ordered in a predetermined direction by irradiating light and aligns
adjacent liquid crystal compounds in an aligned state in a predetermined direction and is known in the art may be selected
without limitation.
[0040] According to an exemplary embodiment of the present invention, the rubbing alignment film may be aligned to
have directivity. Further, the rubbing alignment film may include a material which is aligned in a predetermined direction
through a rubbing process, aligns adjacent liquid crystal compounds in the aligned state in a predetermined direction,
and is known in the art without limitation.
[0041] According to an exemplary embodiment of the present invention, the liquid crystal alignment film may include
at least one of a monomolecular compound, a monomeric compound, an oligomeric compound, and a polymeric com-
pound. However, the liquid crystal alignment film is not limited thereto and may be freely selected from compounds
which can control the alignment of the liquid crystal and is known in the art.
[0042] According to an exemplary embodiment of the present invention, a thickness of the liquid crystal alignment film
may be 0.1 mm or larger and 1 mm or smaller, 0.1 mm or larger and 0.5 or smaller, 0.3 or larger and 1 mm or smaller,
or 0.3 mm or larger and 0.5 mm or smaller. However, the thickness is not limited thereto and may be freely adjusted
according to a property of a product to which the large area liquid crystal device is applied.
[0043] Since a thickness range of the liquid crystal alignment film is relatively larger than the above-described thickness
of the conductive layer, only when a condition of a laser which is irradiated during a process of delaminating the liquid
crystal alignment film and the conductive layer by irradiating the laser is appropriately adjusted, the liquid crystal alignment
film and the conductive layer may be delaminated and the damage of the substrate may be minimized.
[0044] According to an exemplary embodiment of the present invention, the method of forming patterns for the large
area liquid crystal device includes a step of exposing one area of the substrate by delaminating one area of the conductive
layer and the liquid crystal alignment film by irradiating laser onto the large area liquid crystal device.
[0045] According to an exemplary embodiment of the present invention, the laser may be irradiated from the liquid
crystal alignment film toward the conductive layer.
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[0046] According to an exemplary embodiment of the present invention, a beam diameter of the laser may be 1 mm
or larger and 16 mm or smaller, 1 mm or larger and 9 mm or smaller, 1 mm or larger and 8 mm or smaller, 4 mm or
larger and 16 mm or smaller, 4 mm or larger and 9 mm or smaller, 4 mm or larger and 8 mm or smaller, 5 mm or larger
and 16 mm or smaller, 5 mm or larger and 9 mm or smaller, or 5 mm or larger and 8 mm or smaller.
[0047] Within the above range, efficiency of a pattern forming process of a large area liquid crystal device may be
improved while minimizing damage of the substrate and increasing a separating process speed. Specifically, when the
beam diameter does not reach the above range, the irradiated laser is excessively overlapped which causes damage
to the substrate and a decrease of a delaminated area so that it is difficult to perform delamination at high speed. Further,
when the beam diameter exceeds the range, a pulse energy density of the irradiated laser is decreased so that the liquid
crystal alignment film and the conductive layer are not sufficiently delaminated.
[0048] Further, the beam diameter of the laser may be adjusted by providing a lens between the large area liquid
crystal device and the laser. When the diameter of the laser beam is adjusted using the lens, it is necessary to consider
an energy density according to a diameter of the beam. Further, since the energy density of the irradiated laser may
vary according to adhesiveness between a material to be separated and the base substrate, a process of optimizing a
delaminating property according to a speed of a delaminating process and the energy density may be requested.
[0049] According to an exemplary embodiment of the present invention, an energy per a purse of the laser may be
0.05 J or higher and 2.5 J or lower, 0.05 J or higher and 1.5 or lower, 0.3 J or higher and 2.5 J or lower, or 0.3 J or higher
and 1.5 J or lower.
[0050] Within the above-described range, the liquid crystal alignment film and the conductive layer may be delaminated
while minimizing damage of the substrate. Specifically, when the energy per pulse of the laser is lower than the above-
described range, the liquid crystal alignment film and the conductive layer are not sufficiently delaminated and when the
energy per pulse of the laser exceeds the above-described range, the substrate may be damaged due to excessive energy.
[0051] According to an exemplary embodiment of the present invention, the laser may be a Q switching IR laser.
[0052] In the present specification, Q switching refers to one of the techniques for creating a laser light pulse output
beam. According to the Q switching method, a laser resonator is excited to a state when a Q value of the laser resonator
is reduced to accumulate a sufficient energy in a laser medium and then when the Q value is rapidly increased, oscillation
starts so that the accumulated energy is discharged as a quick and sharp light pulse. Further, the Q switching method
may be used to obtain a light pulse having a high peak output and a narrow width.
[0053] Further, when the Q switching is used for a glass laser or carbon dioxide (CO2) laser, a high energy output
may be obtained.
[0054] According to an exemplary embodiment of the present invention, the laser may be a laser obtained by applying
the Q switching to a Nd:YAG (neodymium-doped yttrium aluminum garnet) laser.
[0055] According to an exemplary embodiment of the present invention, the laser may be an IR laser. Specifically, a
wavelength of the laser may be 1064 nm.
[0056] In the specification, the IR laser may refer to a laser having a wavelength of an irradiated laser in an infrared
(IR) range.
[0057] According to an exemplary embodiment of the present invention, the laser may be irradiated using a normal
objective lens such that an energy density of the laser which is irradiated to the large area liquid crystal device per unit
area may be 1.0 J/cm2 or higher and 3.0 J/cm2 or lower. When the above-mentioned energy density per unit area is
satisfied, the conductive layer and the liquid crystal alignment film may be sufficiently delaminated.
[0058] However, the energy density of the laser per unit area may vary according to a type of a substrate on which
the conductive layer is provided. For example, when the conductive layer including ITO is formed on a COP film substrate,
the energy density of the laser may be 1.1 J/cm2 or higher. When a conductive layer including ITO is formed on a PET
film substrate, the energy density of the laser may be 2.1 J/cm2 or higher.
[0059] According to an exemplary embodiment of the present invention, a repetition frequency of the laser may be 1
Hz or higher or 10 Hz or lower.
[0060] Within the above-described range, a high process speed of the pattern forming process of the large area liquid
crystal device may be implemented. That is, according to the range of the repetition frequency, a collision frequency of
an irradiated laser per hour is relatively low. However, a laser having a high energy is intermittently irradiated to minimize
a time taken to separate the conductive layer and the liquid crystal alignment film.
[0061] In the specification, the term "repetition frequency of laser" may refer to a frequency of laser which oscillates
or stops in time, that is, the number of collisions per time with an irradiated object of laser.
[0062] According to an exemplary embodiment of the present invention, a pulse width of the laser may be 1.0 ns or
longer and 10.0 ns or shorter, 1.0 ns or longer and 8.0 ns or shorter, 5.0 ns or longer and 10.0 ns or shorter, or 6.0 ns
or longer and 8.0 ns or shorter.
[0063] Within the above-described range, the liquid crystal alignment film and the conductive layer may be delaminated
while minimizing damage of the substrate. Specifically, within the above-described range, a thermal energy by laser
irradiation is smoothly transferred so that the liquid crystal alignment film and the conductive layer may be rapidly
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delaminated.
[0064] In the specification, the term "pulse width of laser" may refer to an interval of time at which an amplitude is half
at a rising time and a falling time of the pulse laser which oscillates and stops in time.
[0065] FIG. 2 schematically illustrates a method of forming patterns for a liquid crystal device of the related art. Referring
to FIG. 2, according to the related art method, a laser having a power of several tens of Watts is focused to a large area
liquid crystal device 100 in which a substrate 10, a conductive layer 20, and a liquid crystal alignment film 30 are
sequentially provided to rapidly scan a laser 300 having a beam diameter of several tens of mm with a high repetition
frequency to repeatedly hatch through overlapping between local areas.
[0066] FIG. 3 schematically illustrates a method of forming patterns for a large area liquid crystal device according to
an exemplary embodiment of the present invention.
[0067] Specifically, referring to FIG. 3, differently from the related art method, a method of forming patterns for a large
area liquid crystal device according to an exemplary embodiment of the present invention irradiates a laser 400 having
a beam diameter of a relatively large mm unit and a higher energy per pulse to a large area liquid crystal device 100 in
which a substrate 10, a conductive layer 20, and a liquid crystal alignment film 30 are sequentially provided to delaminate
a large area at one time, so that it is advantageous for rapid delamination.
[0068] Further, FIG. 4 illustrates a laser irradiating method in a method of forming patterns for a liquid crystal device
of the related art. Specifically, FIG. 4 illustrates one of the methods known in the related art as one example.
[0069] Referring to FIG. 4, in order to delaminate the conductive layer and the liquid crystal alignment film formed on
a circular substrate having a diameter of 6 mm, the delamination process is performed with a high repetition frequency
of 40 kHz, a high scanning velocity of 2000 mm/s, and a small laser beam diameter of 40 mm. In this case, a time (tact
time) taken to perform a process of forming a pattern in a large area liquid crystal device was calculated to be 0.37 s.
Further, experimentally, the tact time was 1.06 s when the laser is irradiated in a parallel direction and was 0.52 s when
the laser is irradiated in bidirectionally crossing directions.
[0070] Further, when the delaminating process was performed on the conductive layer and the liquid crystal alignment
film formed on a square substrate having one side of 4 mm in length under the same condition, the tact time was
calculated to be 0.21 s. Further, experimentally, the tact time was 0.63 s when the laser was irradiated in a parallel
direction and was 0.32 s when the laser was irradiated in bidirectionally crossing directions.
[0071] In the meantime, a difference between the experimental value and the calculated value is caused by inertia,
an acceleration/reduction speed interval, a hatching interval, and direction setting according to an operation of a driving
Galvano mirror of a laser irradiating device.
[0072] FIG. 5 illustrates a laser irradiating method in an exemplary embodiment of the present invention. FIG. 5
illustrates one example of a method of forming patterns for a large area liquid crystal device according to an exemplary
embodiment of the present invention.
[0073] Referring to FIG. 5, according to method of forming patterns according to an exemplary embodiment of the
present invention, in order to delaminate the conductive layer and the liquid crystal alignment film formed on the substrate,
the delaminating process is performed with a laser having a low repetition frequency of 10 Hz and a large laser beam
diameter of 6 mm.
[0074] In this case, both the tact time for a circular substrate having a diameter of 6 mm and the tact time for the square
substrate having one side of 4 mm in length are 0.1 s.
[0075] Therefore, the method of forming patterns for a liquid crystal device according to an exemplary embodiment
of the present invention may advantageously secure a processing speed which is significantly faster than that of the
related art.
[0076] Further, the method of forming patterns for a large area liquid crystal device according to an exemplary em-
bodiment of the present invention may advantageously secure a processing speed even when a liquid crystal device
having various surface shapes is manufactured.
[0077] FIG. 6 illustrates a difference of a laser irradiating method in a method of forming patterns according to the
related art and a method of forming patterns according to an exemplary embodiment of the present invention in accordance
with various surface shapes of a liquid crystal device.
[0078] Referring to FIG. 6A, it is confirmed that according to the method of forming patterns of the related art, the laser
needs to be irradiated to a liquid crystal device having a large angle of a curved line and an intersection line several
times or more and a delaminating direction needs to be changed several times, so that it takes a long time for a
delaminating process.
[0079] In contrast, referring to FIG. 6B, it is confirmed that the delaminating process may be relatively easily performed
by irradiating the laser several times according to the method of forming patterns of the exemplary embodiment of the
present invention.
[0080] According to the exemplary embodiment of the present invention, the step of exposing one area of the substrate
may be performed by volume expansion.
[0081] According to the exemplary embodiment of the present invention, the step of exposing one area of the substrate
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is performed with volume expansion driven delamination of the conductive layer from the substrate.
[0082] Specifically, in the step of exposing one area of the substrate, the conductive layer is delaminated from the
substrate due to the volume expansion so that the conductive layer and the liquid crystal alignment film provided on the
conductive layer are separated from the substrate.
[0083] When the laser is irradiated to the large area liquid crystal device, the substrate transmits the laser and the
conductive layer may absorb the laser.
[0084] As the conductive layer absorbs the laser, volume expansion occurs due to instantaneous thermal energy
supply and the conductive layer may be delaminated from the substrate by the volume expansion.
[0085] When the laser is irradiated to the conductive layer provided on the substrate, the energy of the irradiated laser
is absorbed by the conductive layer and thus a temperature of the conductive layer instantaneously rises, so that rapid
thermal expansion of the conductive layer is caused.
[0086] Thermal elastic force of the conductive layer is generated due to the thermal expansion and the thermal elastic
force acts as a force for separating the conductive layer from the substrate. The conductive layer is mainly coupled to
the substrate by a Van Der Vaals force. As soon as the thermal electric force exceeds the Van Der Vaals force, the
conductive layer may be delaminated from the substrate.
[0087] A delaminating force caused by the thermal elastic force is proportional to an intensity of energy of the irradiated
laser and is inversely proportional to a square of a pulse width of the irradiated laser as represented in the following
Equation 1. That is, the delaminating force varies depending on how fast a laser having high energy is irradiated, rather
than an absolute value of the thermal expansion, so that the shorter the pulse width of the laser, the stronger the
delaminating force. 

[0088] In Equation 1 above, F refers to a delaminating force of the conductive layer from the base substrate, I refers
to an intensity of the irradiated laser, and tp refers to a pulse width of the irradiated laser.
[0089] A change of volume according to a temperature change may be quantified by a coefficient of thermal expansion
(CTE) and may vary according to a thickness of each component, a manufacturing company, a product quality, a pulse
width of an irradiated laser, and an energy amount in accordance with the laser irradiation. Further, when the coefficient
of thermal expansion of the substrate is higher than the coefficient of thermal expansion of the conductive layer, the
conductive layer and the liquid crystal alignment film may be smoothly delaminated off by irradiating the laser.
[0090] According to an exemplary embodiment of the present invention, a step of exposing one area of the substrate
is performed by further providing an etching mask on the large area liquid crystal device and then removing an etching
mask together with residues of the etched liquid crystal alignment film and conductive layer by irradiating the laser.
[0091] That is, after disposing the liquid crystal alignment film on the large area liquid crystal device, when the laser
is irradiated to delaminate the conductive layer and the liquid crystal alignment film from the substrate, a shape of the
separated cross-section may be smoothly formed without being bent.
[0092] Further, the etching mask may be freely selected from etching masks known in the art and a type thereof is
not limited.
[0093] FIG. 7 illustrates a schematic diagram of a method of forming patterns for a large area liquid crystal device
according to an exemplary embodiment of the present invention.
[0094] Specifically, referring to FIG. 7, a method of forming patterns according to an exemplary embodiment of the
present invention prepares a lamination in which a substrate 10, a conductive layer 20, and a liquid crystal alignment
film 30 are sequentially provided on a linear stage 80, provides an etching mask 90 on the large area liquid crystal device,
and then irradiates a Q switching IR laser 400 from the liquid crystal alignment film toward the conductive layer to
separate one area of the conductive layer and the liquid crystal alignment film to expose one area of the substrate. In
this case, a lens 401 is provided between the Q switching IR laser and the large area liquid crystal device to adjust a
beam diameter of the irradiated laser.
[0095] According to an exemplary embodiment of the present invention, the large area liquid crystal device may be
used for a automobile sunroof, a smart window, a privacy window, or a variable transmittance film. That is, the method
of forming patterns for a large area liquid crystal device according to an exemplary embodiment of the present invention
may be applied to large area liquid crystal devices having various sizes.
[0096] Hereinafter, the present invention will be described in detail through Examples. However, the Examples ac-
cording to the present invention may be modified in various forms, and the scope of the present invention is not interpreted
as being limited to the Examples described below. The Examples of the present specification are provided for more
completely explaining the present invention to those skilled in the art.
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Calculating of tact time of delaminating process

[Comparative Example 1]

[0097] A large area liquid crystal device in which a PET film having a thickness of 125 mm as a substrate, an ITO film
having a thickness of 40 nm as a conductive layer, and an acrylate polymer based photo alignment film including a
cinamate functional group having a thickness of 0.3 to 0.5 mm as a liquid crystal alignment film are sequentially provided
was prepared.
[0098] One area of the liquid crystal alignment film and the conductive layer was removed by irradiating Yb fiber laser
(70 W, produced by IPG Photonics Corporation) having an etching interval of 38 mm, a repetition frequency of 40 kHz,
a scanning velocity of 2000 mm/s, and a beam diameter of 40 mm to the large area liquid crystal device to form a pattern
in the large area liquid crystal device.

[Example 1]

[0099] One area of the liquid crystal alignment film and the conductive layer was removed by irradiating a Q switching
IR laser having a repetition frequency of 10 Hz, a pulse width of 6 ns, energy per pulse of 0.85 J, and a beam diameter
of 6 mm to the same large area liquid crystal device prepared in Comparative Example 1 using a Q switching IR laser
(wavelength is 1064 nm and a product name is Q-smart 850) irradiating device to form a pattern in the large area liquid
crystal device.
[0100] In this case, the beam diameter was adjusted using a lens and an aluminum etching mask having a thickness
of 3.0 mm to which an aluminum foil having a thickness of 15 mm was attached with a general purpose double sided
tape was provided to the large area liquid crystal device before irradiating the laser.
[0101] FIG. 8 illustrates a laser irradiating method of Example 1 and Comparative Example 1.
[0102] FIG. 8A illustrates a rectangular separating area having a predetermined length L and a line width W according
to Comparative Example 1 and FIG. 8B illustrates that a rectangular separating area having a predetermined length L
and a line width W according to Example 1 is divided by the aluminum etching mask.
[0103] Further, FIG. 9 illustrates a laser irradiating method of Comparative Example 1 in more detail. An irradiating
direction of the laser was changed along a moving direction of the line width W while moving the Yb fiber laser 30 used
in Comparative Example 1 in a length (L) direction to perform a delaminating process.
[0104] Tact times according to line widths (W = 2 mm, 3 mm, 4 mm, and 5 mm) of the delaminating process of Example
1 and Comparative Example 1 were calculated.
[0105] Specifically, in Comparative Example 1, a transferring time (approximately, 2.5 seconds) of the Yb fiber laser
was considered and a tact time of the delaminating process of Comparative Example 1 was calculated by "number of
repetitions X time for one-time scanning" as represented in the following Equation 2.
[0106] The "number of repetitions" was represented by "length/etching interval (L/Whatching) in Equation 2 and the "time
for one-time scanning" was represented by "line width/scanning velocity (w/vscan) in Equation 2. 

[0107] Further, the tact time of the delaminating process of Equation 1 was "distance between single emitted beams
in consideration of delaminating width/repetition velocity" and calculated as represented in Equation 3.
[0108] The "distance between single emitted beams in consideration of delaminating width" was denoted by "L" in
Equation 3 and the "repetition velocity" was represented by "f · (D2 - W2)0.5" in Equation 3. 

[0109] In Equation 3, f denotes a repetition frequency of laser and D denotes a beam diameter of the laser.
[0110] A tact time for the process according to a length L of a delaminating area in a predetermined line width w of
Example 1 and Comparative Example 1 is illustrated in FIG. 10 and a tact time for the process when a length of the
delaminating area is 1000 mm is specifically represented in Table 1.
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[0111] Referring to FIG. 10, it was confirmed that in Example 1, a tact time for a process for obtaining a delaminating
area with a predetermined line width was not significantly increased even though a length of the delaminating area was
increased but in Comparative Example 1, as the length of the delaminating area was increased, a tact time for a process
was significantly increased.
[0112] Also in Table 1 when the length of the delaminating area is 1000 mm, it was confirmed that a tact time according
to the same line width in Example 1 was much shorter than that of Comparative Example (approximately 4 times to 5.1
times reduced).
[0113] By doing this, it was confirmed that when the laser was irradiated with the condition according to the exemplary
embodiment of the present invention, a time for a pattern forming process of a large area liquid crystal device was
significantly shortened and thus economic efficiency in the manufacturing process of a liquid crystal device may be
secured.
[0114] Further, it was confirmed that in Example 1, a laser having a relatively large beam diameter was irradiated so
that a laser scanning velocity and an overlap between beams needed to be optimized. Specifically, it was confirmed
that the overlap of the laser according to the line width W and the beam diameter D needed to be minimized and the
laser scanning velocity needed to be maximized.
[0115] Specifically, FIG. 11 illustrates a schematic diagram of an overlap of a laser beam when a laser is irradiated
similarly to Example 1.
[0116] Referring to FIG. 11, a line width W is represented by 2r·sinθ and a laser repetition interval d is represented
by 2r·cosθ. By doing this, the laser repetition interval d may be represented by "(D2 - W2)0.5".
[0117] By doing this, a ratio of an overlap area between irradiated laser beams (overlap, unit is %) may be represented
by "1 - (d/D) X 100" and when the above-described equation of laser repetition interval d is applied, the overlap may be
represented by "[1 - {(D2 - W2)0.5/D}] X 100".
[0118] Further, the scanning velocity v of the laser may be obtained by "laser repetition interval X laser repetition
frequency" so that the scanning velocity of the laser may be obtained through an equation represented by "f·(D2 - W2)0.5.
[0119] Therefore, when a line width to be delaminated is determined, a minimum overlap between laser beams for
implementing the line width and a highest scanning velocity at this time may be obtained as the overlap and the scanning
velocity of the laser.
[0120] A graph of the minimum overlap according to the beam size and the scanning velocity according to the above-
described method is illustrated in FIG. 12.
[0121] Referring to FIG. 12, when the line width of the delaminating area is determined, the minimum overlap and the
highest scanning velocity may be obtained according to a diameter of an irradiated beam.
[0122] In FIG. 12, for example, when a line width is determined to be 5 mm, if the diameter of the irradiated beam is
8 mm, it was confirmed that the minimum overlap is approximately 25% and the maximum scanning velocity is approx-
imately 60 mm/s.

Separating experiment according to change of diameter of beam

[Examples 2 to 6]

[0123] A large area liquid crystal device in which a PET film having a thickness of 125 mm as a substrate, an ITO film
having a thickness of 40 nm as a conductive layer, and an acrylate polymer based photo alignment film including a
cinamate functional group having a thickness of 0.3 to 0.5 mm as a liquid crystal alignment film are sequentially provided
was prepared.
[0124] One area of the liquid crystal alignment film and the conductive layer was removed by irradiating a Q switching
IR laser having a repetition frequency of 10 Hz, a pulse width of 6 ns, energy per pulse of 0.75 J, and beam diameters
of 4.0 mm (Example 2), 5.0 mm (Example 3), 6.0 mm (Example 4), 7.0 mm (Example 5), and 9.0 mm (Example 6) to
the large area liquid crystal device using a Q switching IR laser (wavelength is 1064 nm and a product name is Q-smart
850) irradiating device to form a pattern in the large area liquid crystal device.
[0125] Images obtained by photographing surfaces of the large area liquid crystal devices according to Examples 2,
4 to 6 using an optical microscope (Eclipse L300ND by Nikon) are illustrated in FIG. 13.

[Table 1]

L=1,000 mm W=2mm W=3mm W=4mm W=5mm

Comparative Example 1 84.3 s 97.94 s 114.10 s 120.72 s

Example 1 17.68 s 19.25 s 22.36 s 30.15 s
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[0126] Referring to FIG. 13, it was confirmed that an area where the liquid crystal alignment film and the conductive
layer were delaminated by irradiating the Q switching IR laser and an area where the liquid crystal alignment film and
the conductive layer were not delaminated were distinctly distinguished (distinguished by a dotted line circle of FIG. 13).
Therefore, it was confirmed that only when the laser having a range of a beam diameter according to the exemplary
embodiment of the present invention was irradiated, the liquid crystal alignment film and the conductive layer were
sufficiently delaminated while reducing damage of the substrate. It was further confirmed that in Example 6 in which the
irradiated beam diameter was 9 mm, the conductive layer was not satisfactorily delaminated as compared with Examples
2 to 5 in which the beam size was relatively small.
[0127] Further, it was confirmed that when the substrate was a PET film and the conductive layer includes ITO, as a
result of calculating an energy density per unit area required to delaminate the conductive layer from the substrate, the
energy density was 2.13 J/cm2 or higher.
[0128] By doing this, it was confirmed that only when a Q switching IR laser having a minimum energy density of 2.13
J/cm2 was irradiated, the conductive layer may be separated from the substrate (PET film).
[0129] Further, enlarged views of images obtained by photographing surfaces of the large area liquid crystal devices
according to Examples 2, 4 to 6 using an optical microscope (Eclipse L300ND by Nikon) are illustrated in FIG. 14.
[0130] Referring to FIG. 14, it was confirmed that in Example 6 in which the beam size was 9 mm, an interface of the
delaminating area was not distinct as compared with Examples 2 to 5 in which the beam size was relatively small.
[0131] In summary, when the substrate was a PET film, it was confirmed that in order to delaminate the ITO conductive
layer from the substrate, a 2.13 J or higher laser energy per unit area (cm2) needed to be irradiated. It was further
confirmed that in order to implement such a laser energy density, a laser having a beam diameter of less than 9 mm
needed to be irradiated.

[Examples 7 and 8]

[0132] A large area liquid crystal device in which a COP film having a thickness of 40 mm as a substrate, an ITO film
having a thickness of 40 nm as a conductive layer, and an acrylate polymer based photo alignment film including a
cinamate functional group having a thickness of 0.3 to 0.5 mm as a liquid crystal alignment film are sequentially provided
was prepared.
[0133] One area of the liquid crystal alignment film and the conductive layer was removed by irradiating a Q switching
IR laser having a repetition frequency of 10 Hz, a pulse width of 6 ns, energy per pulse of 0.75 J, and beam diameters
of 7.0 mm (Example 7) and 9.0 mm (Example 8) to the large area liquid crystal device using a Q switching IR laser
(wavelength is 1064 nm and a product name is Q-smart 850) irradiating device to form a pattern in the large area liquid
crystal device.
[0134] Images obtained by photographing surfaces of the large area liquid crystal devices according to Examples 7
and 8 and using an optical microscope (Eclipse L300ND by Nikon) are illustrated in FIG. 15.
[0135] Referring to FIG. 15, it was confirmed that an area where the liquid crystal alignment film and the conductive
layer were delaminated by irradiating the Q switching IR laser and an area where the liquid crystal alignment film and
the conductive layer were not delaminated were distinctly distinguished (distinguished by a dotted line circle of FIG. 15).
Therefore, it was confirmed that only when the laser having a range of a beam diameter according to the exemplary
embodiment of the present invention was irradiated, the liquid crystal alignment film and the conductive layer were
sufficiently delaminated while reducing damage of the substrate.
[0136] Further, in this case, it was confirmed that when the substrate was a COP film and the conductive layer includes
ITO, as a result of calculating an energy density per unit area required to delaminate the conductive layer from the
substrate, the energy density was 1.1 J/cm2 or higher. By doing this, it was confirmed that only when a Q switching IR
laser having a minimum energy density of 1.1 J/cm2 was irradiated, the conductive layer may be delaminated from
thesubstrate (COP film) to form a pattern on the large area liquid crystal device.

Experiment using etching mask

[Example 3-1]

[0137] A pattern was formed on the large area liquid crystal device by the same method as Example 3 except that an
aluminum etching mask having a thickness of 3.0 mm to which an aluminum foil having a thickness of 15 mm was
attached with a general purpose double sided tape was provided in the larger size liquid crystal device before irradiating
laser.
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[Example 7-1]

[0138] A pattern was formed on the large area liquid crystal device by the same method as Example 7 except that an
aluminum etching mask having a thickness of 3.0 mm to which an aluminum foil having a thickness of 15 mm is attached
with a general purpose double sided tape was provided in the larger size liquid crystal device before irradiating the laser.
[0139] Images obtained by photographing surfaces of the large area liquid crystal devices according to Examples 3,
3-1, 7, and 7-1 using an optical microscope (Eclipse L300ND by Nikon) are illustrated in FIG. 16.
[0140] Specifically, FIGS. 16A, 16B, 16C, and 16D are optical microscope images of surfaces of the large area liquid
crystal devices according to Examples 3, 3-1, 7, and 7-1, respectively.
[0141] Referring to FIGS. 16A and 16B, in FIGS. 16A and 16B, upper portions represent portions which are not
delaminated and lower portions represent portions where the substrate (PET film) is exposed and referring to FIGS.
16C and 16D, in FIGS. 16C and 16D, upper portions represent portions which are not delaminated and lower portions
represent portions where the substrate (COP film) is exposed.
[0142] Referring to FIGS. 16A and 16B, it was confirmed that an etched area of the surface of the large area liquid
crystal device including an etching mask according to Example 3-1 was smoother than an etched area of the surface of
the large area liquid crystal device which did not include an etching mask according to Example 3.
[0143] Further, referring to FIGS. 16C and 16D, it was confirmed that an etched area of the surface of the large area
liquid crystal device including an etching mask according to Example 7-1 was smoother than an etched area of the
surface of the large area liquid crystal device which does not include an etching mask according to Example 7.
[0144] A digital camera image and an image photographed by an optical microscope (Eclipse L300ND by Nikon) of
a surface of the large area liquid crystal device according to Example 7-1 are illustrated in FIG. 17.
[0145] Referring to FIG. 17, it can be visually confirmed that an etched area of the surface of the large area liquid
crystal device including an etching mask according to Example 7-1 is smoothly formed, which may be more apparent
from the image photographed by the optical microscope by enlarging the surface of the large area liquid crystal device.
[0146] In summary, it is understood that when the conductive layer and the liquid crystal alignment film are delaminated
under the laser irradiating condition according to an exemplary embodiment of the present invention, a delaminated
area and a non-delaminated area may be smoothly distinguished and when the etching mask is provided before irradiating
the laser, the delaminated area and the non-delaminated area may be more distinctly distinguished.

Claims

1. A method of forming patterns for a large area liquid crystal device, comprising:

preparing a large area liquid crystal device which includes a substrate, a conductive layer provided on the
substrate, and a liquid crystal alignment film provided on the conductive layer; and
exposing one area of the substrate by delaminating one area of the conductive layer and the liquid crystal
alignment film by irradiating a laser to the large area liquid crystal device;
wherein the laser is irradiated from the liquid crystal alignment film toward the conductive layer and the laser is
a Q switching IR laser having a beam diameter of 1 mm or larger and 16 mm or smaller and an energy per
pulse of 0.05 J or higher and 2.5 J or lower.

2. The method of claim 1, wherein the substrate is a polycarbonate film, a colorless polyimide film, a polyethylene
terephthalate film, or a cycle olefin polymer film.

3. The method of claim 1, wherein the conductive layer is an indium tin oxide film.

4. The method of claim 1, wherein the liquid crystal alignment film includes at least one of a monomolecular compound,
a monomeric compound, an oligomeric compound, and a polymeric compound.

5. The method of claim 1, wherein the energy per pulse of the laser is 0.3 J or higher and 1.5 J or lower.

6. The method of claim 1, wherein the beam diameter of the laser is 4 mm or larger and 9 mm or smaller.

7. The method of claim 1, wherein a repetition frequency of the laser is 1 Hz or higher and 10 Hz or lower.

8. The method of claim 1, wherein a pulse width of the laser is 1.0 ns or longer and 10.0 ns or shorter.
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9. The method of claim 1, wherein the exposing one area of the substrate is performed with volume expansion driven
delamination of the conductive layer from the substrate.

10. The method of claim 1, wherein the exposing one area of the substrate is performed by further providing an etching
mask on the large area liquid crystal device and then removing the etching mask together with residues of the etched
liquid crystal alignment film and conductive layer by irradiating the laser.

11. The method of claim 1, wherein the large area liquid crystal device is used for an automobile sunroof, a smart
window, a privacy window, or a variable transmittance film.

Patentansprüche

1. Verfahren zum Bilden von Mustern für eine Flüssigkristallvorrichtung großer Fläche, umfassend:

Herstellen einer Flüssigkristallvorrichtung großer Fläche, die ein Substrat, eine auf dem Substrat bereitgestellte
leitfähige Schicht und einen auf der leitfähigen Schicht bereitgestellten Flüssigkristallausrichtungsfilm ein-
schließt; und
Exponieren einer Fläche des Substrats durch Delaminieren einer Fläche der leitfähigen Schicht und des Flüs-
sigkristallausrichtungsfilms durch Bestrahlen eines Lasers auf die Flüssigkristallvorrichtung großer Fläche;
wobei der Laser von dem Flüssigkristallausrichtungsfilm in Richtung auf die leitfähige Schicht bestrahlt wird
und der Laser ein Q-Switching IR-Laser mit einem Strahldurchmesser von 1 mm oder größer und 16 mm oder
kleiner und einer Energie pro Puls von 0,05 J oder höher und 2,5 J oder weniger ist.

2. Verfahren nach Anspruch 1, wobei das Substrat ein Polycarbonatfilm, ein farbloser Polyimidfilm, ein Polyethylen-
terephthalatfilm oder ein cyclischer Olefinpolymerfilm ist.

3. Verfahren nach Anspruch 1, wobei die leitfähige Schicht ein Indium-Zinn-Oxid-Film ist.

4. Verfahren nach Anspruch 1, wobei der Flüssigkristallausrichtungsfilm wenigstens eines einer monomolekularen
Verbindung, einer monomeren Verbindung, einer oligomeren Verbindung und einer polymeren Verbindung ein-
schließt.

5. Verfahren nach Anspruch 1, wobei die Energie pro Puls des Lasers 0,3 J oder höher und 1,5 J oder weniger ist.

6. Verfahren nach Anspruch 1, wobei der Strahldurchmesser des Lasers 4 mm oder größer und 9 mm oder kleiner ist.

7. Verfahren nach Anspruch 1, wobei eine Repititionsfrequenz des Lasers 1 Hz oder höher und 10 Hz oder kleiner ist.

8. Verfahren nach Anspruch 1, wobei eine Pulsbreite des Lasers 1,0 ns oder länger und 10,0 ns oder kürzer ist.

9. Verfahren nach Anspruch 1, wobei das Exponieren einer Fläche des Substrats durchgeführt wird mit einer Volu-
menexpansions-getriebenen Delaminierung der leitfähigen Schicht von dem Substrat.

10. Verfahren nach Anspruch 1, wobei das Exponieren einer Fläche des Substrats durchgeführt wird durch weiteres
Bereitstellen einer Ätzmaske auf der Flüssigkristallvorrichtung großer Fläche und dann Entfernen der Ätzmaske
zusammen mit Rückständen des geätzten Flüssigkristallausrichtungsfilms und der leitfähigen Schicht durch Be-
strahlen des Lasers.

11. Verfahren nach Anspruch 1, wobei die Flüssigkristallvorrichtung großer Fläche für ein Automobilsonnendach, ein
Smart-Fenster, ein Privatsphären-Fenster oder einen variablen Lichtdurchlässigkeitsfilm verwendet wird.

Revendications

1. Procédé de formation de motifs pour un dispositif à cristaux liquides de grande surface, comprenant les étapes
consistant à :
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préparer un dispositif à cristaux liquides de grande surface qui comprend un substrat, une couche conductrice
prévue sur le substrat, et un film d’alignement de cristaux liquides prévu sur la couche conductrice ; et
exposer une zone du substrat en délaminant une zone de la couche conductrice et le film d’alignement de
cristaux liquides en irradiant un laser sur le dispositif à cristaux liquides de grande surface ;
dans lequel le laser est irradié depuis le film d’alignement de cristaux liquides vers la couche conductrice et le
laser est un laser IR à commutation Q ayant un diamètre de faisceau de 1 mm ou supérieur et de 16 mm ou
inférieur et une énergie par impulsion de 0,05 J ou supérieure et de 2,5 J ou inférieure.

2. Procédé selon la revendication 1, dans lequel le substrat est un film de polycarbonate, un film de polyimide incolore,
un film de polyéthylène téréphtalate ou un film de polymère d’oléfine cyclique.

3. Procédé selon la revendication 1, dans lequel la couche conductrice est un film d’oxyde d’indium et d’étain.

4. Procédé selon la revendication 1, dans lequel le film d’alignement de cristaux liquides comprend au moins un
composé monomoléculaire, un composé monomère, un composé oligomère et un composé polymère.

5. Procédé selon la revendication 1, dans lequel l’énergie par impulsion du laser est de 0,3 J ou supérieure et de 1,5
J ou inférieure.

6. Procédé selon la revendication 1, dans lequel le diamètre du faisceau du laser est de 4 mm ou supérieur et de 9
mm ou inférieur.

7. Procédé selon la revendication 1, dans lequel une fréquence de répétition du laser est de 1 Hz ou supérieure et de
10 Hz ou inférieure.

8. Procédé selon la revendication 1, dans lequel une largeur d’impulsion du laser est de 1,0 ns ou plus longue et de
10,0 ns ou plus courte.

9. Procédé selon la revendication 1, dans lequel l’exposition d’une zone du substrat est effectuée avec un délaminage
de la couche conductrice depuis le substrat entraîné par une expansion en volume.

10. Procédé selon la revendication 1, dans lequel l’exposition d’une zone du substrat est réalisée en fournissant en
outre un masque de gravure sur le dispositif à cristaux liquides de grande surface et ensuite, en irradiant le laser,
le masque de gravure est enlevé avec les résidus du film d’alignement de cristaux liquides gravés et de la couche
conductrice.

11. Procédé selon la revendication 1, dans lequel le dispositif à cristaux liquides de grande surface est utilisé pour un
toit ouvrant d’automobile, une vitre intelligente, une fenêtre d’intimité ou un film à transmittance variable.
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