
Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets 

©  Publication  number: 0  2 6 1   0 5 7  

A 3  

©  E U R O P E A N   PATENT  A P P L I C A T I O N  

©  Application  number:  87630174.8  ©  Int.  CI*  C04B  35/65  ,  C04B  35/10  , 
C22C  2 9 / 1 2  

©  Date  of  filing:  03.09.87 

©  Priority:  16.09.86  US  908117  ©  Applicant:  LANXIDE  TECHNOLOGY 
COMPANY.LP 

©  Date  of  publication  of  application:  Tralee  Industrial  Park 
23.03.88  Bulletin  88/12  Newark  Delaware  19711  (US) 

©  Designated  Contracting  States:  @  Inventor:  Luszcz,  Stanley  J. 
AT  BE  CH  DE  ES  FR  GB  GR  IT  LI  LU  NL  SE  540  Hemingway  Drive 

Hockessin  Delaware  19707(US) 
©  Date  of  deferred  publication  of  the  search  report:  Inventor:  Zwicker,  Harry  R. 

07.02.90  Bulletin  90/06  16  Ash  Lane 
Elkton  Maryland  21  921  (US) 

©  Representative:  Andrae,  Steffen,  Dr.  et  al 
c/o  DENNEMEYER  &  ASSOCIATES 
Steinstrasse  44 
D-8000  Munchen  80(DE) 

©  Dense  skin  ceramic  structure  and  method  of  making  the  same. 

©  The  disclosure  concerns  self-supporting  ceramic 
structures,  including  ceramic  composite  structures 
embedding  a  filler,  and  methods  of  making  them. 
The  ceramic  structures  comprise  a  polycrystlline 
material  made  by  oxidation  of  a  body  of  molten 
parent  metal  with  an  oxidant.  The  polycrystalline 
material  has  a  first  region  substrate  surmounted  by  a 
terminal  region  stratum  which  is  integral  with  the  first 
region.  The  terminal  region  stratum  which  is  harder 
and  of  denser,  finer  crystalline  structure  than  the  first 
region  substrate  and  is  formed  in  a  reaction  stage 

2   subsequent  to  the  reaction  stage  in  which  the  first 
^region  of  polycrystalline  material  is  formed.  Growth 
IN  of  the  first  stage  is  attained  by  by  attenuating  or 
^   interrupting  the  transport  of  molten  parent  metal  to 

the  first  region  under  conditions  which  nonetheless 
^"  leave  or  maintain  therein  enough  oxidizable  molten 

CO 

CO parent  metal  to  form  the  polycrystalline  material  of 
the  terminal  region. 
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