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Description

CROSS REFERENCE TO RELATED APPLICATIONS

BACKGROUND

[0001] In the 3rd Generation Partnership (3GPP) Long
Term Evolution Advanced (LTE-A), coverage enhance-
ment techniques have been studied to support wireless
transmit/receive units (WTRUs) that may be located in a
coverage limited area. Such a WTRU may be delay-tol-
erant, have reduced capabilities, or operate with limited
service when located in a coverage limited area. An ex-
ample of such a WTRU is a low-cost or low-complexity
machine type communication (LC-MTC) WTRU, such as
a smart meter or sensor, which may be located, for ex-
ample, in the basement of a house where very high pen-
etration loss is expected. Document US 2011/002250 A1
relates to reducing battery consumption in a WTRU upon
ETWS notification.

SUMMARY

[0002] The objectives of the present invention are
achieved through the subject-matter of the independent
claims 1 and 7, respectively claiming a method imple-
mented in a wireless transmit/receive unit, WTRU and
the WTRU. Preferred embodiments are set out in the
dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] A more detailed understanding may be had from
the following description, given by way of example in con-
junction with the accompanying drawings wherein:

FIG. 1A is a system diagram of an example commu-
nications system in which one or more disclosed em-
bodiments may be implemented;
FIG. 1B is a system diagram of an example wireless
transmit/receive unit (WTRU) that may be used with-
in the communications system illustrated in FIG. 1A;
FIG. 1C is a system diagram of an example radio
access network and an example core network that
may be used within the communications system il-
lustrated in FIG. 1A;
FIG. 2 is a diagram of an example of a modification
period for a system information (SI) update;
FIG. 3 is a diagram of an example of a system in-
cluding WTRUs acquiring system information blocks
(SIBs) in non-CE and coverage enhanced (CE)
mode;
FIG. 4 is a flow diagram of an example method of
SIB acquisition for a WTRU configured for use in a
non-CE mode or a CE mode;
FIG. 5 is a flow diagram of another example method
of SIB acquisition for a WTRU configured for use in
a non-CE mode or a CE mode; and

FIG. 6 is a diagram of example transmissions that
include a number of bits that may change meaning
according to a time or time period.

DETAILED DESCRIPTION

[0004] Figure 1A shows an example communications
system 100 in which one or more disclosed embodiments
may be implemented. The communications system 100
may be a multiple access system that provides content,
such as voice, data, video, messaging, broadcast, and
the like, to multiple wireless users or MTC devices. The
communications system 100 may enable multiple wire-
less users to access such content through the sharing of
system resources, including wireless bandwidth. For ex-
ample, the communications systems 100 may employ
one or more channel access methods, such as code di-
vision multiple access (CDMA), time division multiple ac-
cess (TDMA), frequency division multiple access (FD-
MA), orthogonal FDMA (OFDMA), single-carrier FDMA
(SC-FDMA), and the like.
[0005] As shown in Figure 1A, the communications
system 100 may include wireless transmit/receive units
(WTRUs) 102a, 102b, 102c, and/or 102d, a radio access
network (RAN) 104, a core network 106, a public
switched telephone network (PSTN) 108, the Internet
110, and other networks 112, though it will be appreciated
that the disclosed embodiments contemplate any
number of WTRUs, base stations, networks, and/or net-
work elements. Each of the WTRUs 102a, 102b, 102c,
102d may be any type of device configured to operate
and/or communicate in a wireless environment. By way
of example, the WTRUs 102a, 102b, 102c, 102d may be
configured to transmit and/or receive wireless signals
and may include user equipment (UE), a mobile station,
a fixed or mobile subscriber unit, a pager, a cellular tel-
ephone, a personal digital assistant (PDA), a smart-
phone, a laptop, a netbook, a personal computer, a wire-
less sensor, consumer electronics, MTC devices and the
like.
[0006] The communications systems 100 may also in-
clude a base station 114a and/or a base station 114b.
Each of the base stations 114a, 114b may be any type
of device configured to wirelessly interface with at least
one of the WTRUs 102a, 102b, 102c, 102d to facilitate
access to one or more communication networks, such
as the core network 106, the Internet 110, and/or the
other networks 112. By way of example, the base stations
114a, 114b may be a base transceiver station (BTS), a
Node-B, an evolved Node-B (eNB), a home Node-B
(HNB), a home eNB (HeNB), a site controller, an access
point (AP), a wireless router, and the like. While the base
stations 114a, 114b are each depicted as a single ele-
ment, it will be appreciated that the base stations 114a,
114b may include any number of interconnected base
stations and/or network elements.
[0007] The base station 114a may be part of the RAN
104, which may also include other base stations and/or
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network elements (not shown), such as a base station
controller (BSC), a radio network controller (RNC), relay
nodes, and the like. The base station 114a and/or the
base station 114b may be configured to transmit and/or
receive wireless signals within a particular geographic
region, which may be referred to as a cell (not shown).
The cell may further be divided into sectors, e.g., cell
sectors. For example, the cell associated with the base
station 114a may be divided into three sectors. Thus, in
one embodiment, the base station 114a may include
three transceivers, e.g., one for each sector of the cell.
In another embodiment, the base station 114a may em-
ploy multiple-input multiple-output (MIMO) technology
and, therefore, may utilize multiple transceivers for each
sector of the cell.
[0008] The base stations 114a, 114b may communi-
cate with one or more of the WTRUs 102a, 102b, 102c,
102d over an air interface 116, which may be any suitable
wireless communication link, (e.g., radio frequency (RF),
microwave, infrared (IR), ultraviolet (UV), visible light,
and the like). The air interface 116 may be established
using any suitable radio access technology (RAT).
[0009] More specifically, as noted above, the commu-
nications system 100 may be a multiple access system
and may employ one or more channel access schemes,
such as CDMA, TDMA, FDMA, OFDMA, SC-FDMA, and
the like. For example, the base station 114a in the RAN
104 and the WTRUs 102a, 102b, 102c may implement
a radio technology such as universal mobile telecommu-
nications system (UMTS) terrestrial radio access
(UTRA), which may establish the air interface 116 using
wideband CDMA (WCDMA). WCDMA may include com-
munication protocols such as high-speed packet access
(HSPA) and/or evolved HSPA (HSPA+). HSPA may in-
clude high-speed downlink packet access (HSDPA)
and/or high-speed uplink packet access (HSUPA).
[0010] In another embodiment, the base station 114a
and the WTRUs 102a, 102b, 102c may implement a radio
technology such as evolved UTRA (E-UTRA), which may
establish the air interface 116 using long term evolution
(LTE) and/or LTE-advanced (LTE-A).
[0011] In other embodiments, the base station 114a
and the WTRUs 102a, 102b, 102c may implement radio
technologies such as IEEE 802.16 (i.e., worldwide inter-
operability for microwave access (WiMAX)), CDMA2000,
CDMA2000 1X, CDMA2000 evolution-data optimized
(EV-DO), Interim Standard 2000 (IS-2000), Interim
Standard 95 (IS-95), Interim Standard 856 (IS-856), glo-
bal system for mobile communications (GSM), enhanced
data rates for GSM evolution (EDGE), GSM/EDGE RAN
(GERAN), and the like.
[0012] The base station 114b in Figure 1A may be a
wireless router, HNB, HeNB, or AP, for example, and
may utilize any suitable RAT for facilitating wireless con-
nectivity in a localized area, such as a place of business,
a home, a vehicle, a campus, and the like. In one em-
bodiment, the base station 114b and the WTRUs 102c,
102d may implement a radio technology such as IEEE

802.11 to establish a wireless local area network
(WLAN). In another embodiment, the base station 114b
and the WTRUs 102c, 102d may implement a radio tech-
nology such as IEEE 802.15 to establish a wireless per-
sonal area network (WPAN). In yet another embodiment,
the base station 114b and the WTRUs 102c, 102d may
utilize a cellular-based RAT, (e.g., WCDMA, CDMA2000,
GSM, LTE, LTE-A, and the like), to establish a picocell
or femtocell. As shown in Figure 1A, the base station
114b may have a direct connection to the Internet 110.
Thus, the base station 114b may not be required to ac-
cess the Internet 110 via the core network 106.
[0013] The RAN 104 may be in communication with
the core network 106, which may be any type of network
configured to provide voice, data, applications, and/or
voice over Internet protocol (VoIP) services to one or
more of the WTRUs 102a, 102b, 102c, 102d. For exam-
ple, the core network 106 may provide call control, billing
services, mobile location-based services, pre-paid call-
ing, Internet connectivity, video distribution, and the like,
and/or perform high-level security functions, such as user
authentication. Although not shown in Figure 1A, it will
be appreciated that the RAN 104 and/or the core network
106 may be in direct or indirect communication with other
RANs that employ the same RAT as the RAN 104 or a
different RAT. For example, in addition to being connect-
ed to the RAN 104, which may be utilizing an E-UTRA
radio technology, the core network 106 may also be in
communication with another RAN (not shown) employing
a GSM radio technology.
[0014] The core network 106 may also serve as a gate-
way for the WTRUs 102a, 102b, 102c, 102d to access
the PSTN 108, the Internet 110, and/or other networks
112. The PSTN 108 may include circuit-switched tele-
phone networks that provide plain old telephone service
(POTS). The Internet 110 may include a global system
of interconnected computer networks and devices that
use common communication protocols, such as the
transmission control protocol (TCP), user datagram pro-
tocol (UDP) and the Internet protocol (IP) in the TCP/IP
suite. The networks 112 may include wired or wireless
communications networks owned and/or operated by
other service providers. For example, the networks 112
may include another core network connected to one or
more RANs, which may employ the same RAT as the
RAN 104 or a different RAT.
[0015] Some or all of the WTRUs 102a, 102b, 102c,
102d in the communications system 100 may include
multi-mode capabilities, i.e., the WTRUs 102a, 102b,
102c, 102d may include multiple transceivers for com-
municating with different wireless networks over different
wireless links. For example, the WTRU 102c shown in
Figure 1A may be configured to communicate with the
base station 114a, which may employ a cellular-based
radio technology, and with the base station 114b, which
may employ an IEEE 802 radio technology.
[0016] Figure 1B shows an example WTRU 102 that
may be used within the communications system 100
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shown in Figure 1A. As shown in Figure 1B, the WTRU
102 may include a processor 118, a transceiver 120, a
transmit/receive element, (e.g., an antenna), 122, a
speaker/microphone 124, a keypad 126, a display/touch-
pad 128, a non-removable memory 130, a removable
memory 132, a power source 134, a global positioning
system (GPS) chipset 136, and peripherals 138. It will
be appreciated that the WTRU 102 may include any sub-
combination of the foregoing elements while remaining
consistent with an embodiment.
[0017] The processor 118 may be a general purpose
processor, a special purpose processor, a conventional
processor, a digital signal processor (DSP), a microproc-
essor, one or more microprocessors in association with
a DSP core, a controller, a microcontroller, an application
specific integrated circuit (ASIC), a field programmable
gate array (FPGA) circuit, an integrated circuit (IC), a
state machine, and the like. The processor 118 may per-
form signal coding, data processing, power control, in-
put/output processing, and/or any other functionality that
enables the WTRU 102 to operate in a wireless environ-
ment. The processor 118 may be coupled to the trans-
ceiver 120, which may be coupled to the transmit/receive
element 122. While Figure 1B depicts the processor 118
and the transceiver 120 as separate components, the
processor 118 and the transceiver 120 may be integrated
together in an electronic package or chip.
[0018] The transmit/receive element 122 may be con-
figured to transmit signals to, or receive signals from, a
base station (e.g., the base station 114a) over the air
interface 116. For example, in one embodiment, the
transmit/receive element 122 may be an antenna config-
ured to transmit and/or receive RF signals. In another
embodiment, the transmit/receive element 122 may be
an emitter/detector configured to transmit and/or receive
IR, UV, or visible light signals, for example. In yet another
embodiment, the transmit/receive element 122 may be
configured to transmit and receive both RF and light sig-
nals. The transmit/receive element 122 may be config-
ured to transmit and/or receive any combination of wire-
less signals.
[0019] In addition, although the transmit/receive ele-
ment 122 is depicted in Figure 1B as a single element,
the WTRU 102 may include any number of transmit/re-
ceive elements 122. More specifically, the WTRU 102
may employ MIMO technology. Thus, in one embodi-
ment, the WTRU 102 may include two or more trans-
mit/receive elements 122, (e.g., multiple antennas), for
transmitting and receiving wireless signals over the air
interface 116.
[0020] The transceiver 120 may be configured to mod-
ulate the signals that are to be transmitted by the trans-
mit/receive element 122 and to demodulate the signals
that are received by the transmit/receive element 122.
As noted above, the WTRU 102 may have multi-mode
capabilities. Thus, the transceiver 120 may include mul-
tiple transceivers for enabling the WTRU 102 to commu-
nicate via multiple RATs, such as UTRA and IEEE

802.11, for example.
[0021] The processor 118 of the WTRU 102 may be
coupled to, and may receive user input data from, the
speaker/microphone 124, the keypad 126, and/or the dis-
play/touchpad 128 (e.g., a liquid crystal display (LCD)
display unit or organic light-emitting diode (OLED) dis-
play unit). The processor 118 may also output user data
to the speaker/microphone 124, the keypad 126, and/or
the display/touchpad 128. In addition, the processor 118
may access information from, and store data in, any type
of suitable memory, such as the non-removable memory
130 and/or the removable memory 132. The non-remov-
able memory 130 may include random-access memory
(RAM), read-only memory (ROM), a hard disk, or any
other type of memory storage device. The removable
memory 132 may include a subscriber identity module
(SIM) card, a memory stick, a secure digital (SD) memory
card, and the like. In other embodiments, the processor
118 may access information from, and store data in,
memory that is not physically located on the WTRU 102,
such as on a server or a home computer (not shown).
[0022] The processor 118 may receive power from the
power source 134, and may be configured to distribute
and/or control the power to the other components in the
WTRU 102. The power source 134 may be any suitable
device for powering the WTRU 102. For example, the
power source 134 may include one or more dry cell bat-
teries (e.g., nickel-cadmium (NiCd), nickel-zinc (NiZn),
nickel metal hydride (NiMH), lithium-ion (Li-ion), and the
like), solar cells, fuel cells, and the like.
[0023] The processor 118 may also be coupled to the
GPS chipset 136, which may be configured to provide
location information (e.g., longitude and latitude) regard-
ing the current location of the WTRU 102. In addition to,
or in lieu of, the information from the GPS chipset 136,
the WTRU 102 may receive location information over the
air interface 116 from a base station, (e.g., base stations
114a, 114b), and/or determine its location based on the
timing of the signals being received from two or more
nearby base stations. The WTRU 102 may acquire loca-
tion information by way of any suitable location-determi-
nation method while remaining consistent with an em-
bodiment.
[0024] The processor 118 may further be coupled to
other peripherals 138, which may include one or more
software and/or hardware modules that provide addition-
al features, functionality and/or wired or wireless connec-
tivity. For example, the peripherals 138 may include an
accelerometer, an e-compass, a satellite transceiver, a
digital camera (for photographs or video), a universal se-
rial bus (USB) port, a vibration device, a television trans-
ceiver, a hands free headset, a Bluetooth® module, a
frequency modulated (FM) radio unit, a digital music play-
er, a media player, a video game player module, an In-
ternet browser, and the like.
[0025] Figure 1C shows an example RAN 104 and an
example core network 106 that may be used within the
communications system 100 shown in Figure 1A. As not-
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ed above, the RAN 104 may employ an E-UTRA radio
technology to communicate with the WTRUs 102a, 102b,
102c over the air interface 116. The RAN 104 may also
be in communication with the core network 106.
[0026] The RAN 104 may include eNBs 140a, 140b,
140c, though it will be appreciated that the RAN 104 may
include any number of eNBs while remaining consistent
with an embodiment. The eNBs 140a, 140b, 140c may
each include one or more transceivers for communicating
with the WTRUs 102a, 102b, 102c over the air interface
116. In one embodiment, the eNBs 140a, 140b, 140c
may implement MIMO technology. Thus, the eNB 140a,
for example, may use multiple antennas to transmit wire-
less signals to, and receive wireless signals from, the
WTRU 102a.
[0027] Each of the eNBs 140a, 140b, 140c may be
associated with a particular cell (not shown) and may be
configured to handle radio resource management deci-
sions, handover decisions, scheduling of users in the up-
link and/or downlink, and the like. As shown in Figure 1C,
the eNBs 140a, 140b, 140c may communicate with one
another over an X2 interface.
[0028] The core network 106 shown in Figure 1C may
include a mobility management entity (MME) 142, a serv-
ing gateway 144, and a packet data network (PDN) gate-
way 146. While each of the foregoing elements are de-
picted as part of the core network 106, it will be appreci-
ated that any one of these elements may be owned and/or
operated by an entity other than the core network oper-
ator.
[0029] The MME 142 may be connected to each of the
eNBs 140a, 140b, 140c in the RAN 104 via an S1 inter-
face and may serve as a control node. For example, the
MME 142 may be responsible for authenticating users
of the WTRUs 102a, 102b, 102c, bearer activation/de-
activation, selecting a particular serving gateway during
an initial attach of the WTRUs 102a, 102b, 102c, and the
like. The MME 142 may also provide a control plane func-
tion for switching between the RAN 104 and other RANs
(not shown) that employ other radio technologies, such
as GSM or WCDMA.
[0030] The serving gateway 144 may be connected to
each of the eNBs 140a, 140b, 140c in the RAN 104 via
the S1 interface. The serving gateway 144 may generally
route and forward user data packets to/from the WTRUs
102a, 102b, 102c. The serving gateway 144 may also
perform other functions, such as anchoring user planes
during inter-eNB handovers, triggering paging when
downlink data is available for the WTRUs 102a, 102b,
102c, managing and storing contexts of the WTRUs
102a, 102b, 102c, and the like.
[0031] The serving gateway 144 may also be connect-
ed to the PDN gateway 146, which may provide the
WTRUs 102a, 102b, 102c with access to packet-
switched networks, such as the Internet 110, to facilitate
communications between the WTRUs 102a, 102b, 102c
and IP-enabled devices.
[0032] The core network 106 may facilitate communi-

cations with other networks. For example, the core net-
work 106 may provide the WTRUs 102a, 102b, 102c with
access to circuit-switched networks, such as the PSTN
108, to facilitate communications between the WTRUs
102a, 102b, 102c and traditional land-line communica-
tions devices. For example, the core network 106 may
include, or may communicate with, an IP gateway, (e.g.,
an IP multimedia subsystem (IMS) server), that serves
as an interface between the core network 106 and the
PSTN 108. In addition, the core network 106 may provide
the WTRUs 102a, 102b, 102c with access to the networks
112, which may include other wired or wireless networks
that are owned and/or operated by other service provid-
ers.
[0033] In an LTE-A or other system, WTRUs which
may be or include machine-type communication (MTC)
or low-cost (LC)-MTC WTRUs, may operate in a cover-
age enhanced (CE) mode for uplink, downlink, or both
uplink and downlink. In the CE mode, up to an amount
(e.g., 20dB) of coverage enhancement may be supported
for uplink, downlink, or both uplink and downlink with one
or more relaxed requirements, such as relaxed delay
and/or throughput requirements.
[0034] A WTRU in CE or non-CE (e.g., legacy or nor-
mal) mode may or may need to acquire system informa-
tion (SI). SI may be information that the WTRU may need
for accessing the cell or for performing cell re-selection.
SI may be information related to at least one of intra-
frequency, inter-frequency or inter-radio access technol-
ogy (inter-RAT) measurements, cell selections or rese-
lections. Such system information may be carried by sys-
tem information blocks (SIBs). Some of the information
carried by the SIBs may be applicable to WTRUs in radio
resource control (RRC) idle mode (e.g., RRC_IDLE
mode). Other system information may or may also be
applicable to WTRUs in RRC connected mode (e.g.,
RRC_CONNECTED mode).
[0035] Each SIB may include a set of functionality-re-
lated parameters. A SIB may be one of a number of dif-
ferent types, which may include, for example, a master
information block (MIB), a system information block type
1 (SIB1), a system information block type 2 (SIB2) or
system information block types 3-8 (SIB3-8). The MIB
may include a number, for example a limited number, of
parameters that may be considered essential for a
WTRU’s access or initial access to the network. The MIB
may be broadcast every 40 ms, and repetitions may be
made within 40 ms. SIB1 may include parameters that
may be needed to determine if a cell is suitable for cell
selection. SIB1 may include information regarding the
time-domain scheduling of the other SIBs. SIB1 may be
broadcast every 80 ms, and repetitions may be made
within 80 ms. Transmissions may be according to the
system frame number (SFN). For example, a first trans-
mission of SIB1 may be in radio frames for which the
SFN mod 8 =0, and repetitions may be scheduled in other
radio frames for which SFN mod 2 =0. SIB1 may be trans-
mitted in subframe #5 of a radio frame. SIB2 may include
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common and shared channel information, and SIB3-
SIB8 may include parameters that may be used for or to
control intra-frequency, inter-frequency and inter-RAT
cell re-selection.
[0036] The SFN or at least part of the SFN (e.g., the
most significant 8 bits of a 10-bit SFN) may be included
in the MIB. The Physical Broadcast Channel (PBCH) may
carry the MIB.
[0037] SIBs, e.g., SIB2-SIB16, may be mapped to Sys-
tem Information (SI) messages, which may be transmit-
ted on the downlink shared channel (DL-SCH). The phys-
ical DL shared channel (PDSCH) may carry system in-
formation, e.g., SIBs such as one or more of SIBs 2-16.
The mapping of SIBs to SI messages may be flexible.
The mapping may be carried in SIB1 (e.g.,
SystemInformationBlock1) and may be included in
schedulinglnfoList. Each SIB may be contained in (e.g.,
only in) a single SI message. SIBs having the same
scheduling requirement or periodicity may be mapped to
the same SI message. SIB2 (e.g.,
SystemInformationBlockType2) may or may always be
mapped to the SI message that corresponds to the first
entry in the list of SI messages in schedulinglnfoList.
[0038] Each SI message may be transmitted periodi-
cally in a time domain window (SI-window), and SI-win-
dows for different SI messages may not overlap. Within
an SI window, an SI message may not need to be con-
secutive and may be dynamically scheduled (e.g., using
an SI-radio network temporary identifier (SI-RNTI)). The
length of the SI-window may be common for all SI mes-
sages and may be configurable. A complete SI message
may be channel coded and mapped to multiple, but not
necessarily consecutive, subframes in an SI window. The
subsequent SI transmissions may be seen as autono-
mous hybrid automatic repeat request (HARQ) retrans-
missions of the first SI transmission.
[0039] A procedure to determine the start of the SI-
window for an SI message may be as follows. For a par-
ticular SI message, determine the number n, which may
correspond to the order of entry in the list of SI messages.
Determine x=(n-1)*w, where w may be the si-Win-
dowLength. The SI-window may start at the subframe
#a, where a=x mod 10, in the radio frame for which sys-
tem frame number (SFN) mod T = FLOOR (x/10), where
T may be the si-Periodicity of the concerned SI message.
[0040] A change in system information (e.g., other than
certain system information such as for an Earthquake
Tsunami Warning System (ETWS), Commercial Mobile
Alert Service (CMAS), and/or Extended Access Barring
(EAB) parameters) may or may only occur in specific
frames. For example, a modification period may be used.
[0041] FIG. 2 is a diagram 200 of an example modifi-
cation period for an SI update. In the example illustrated
in FIG. 2, when the network changes at least some of
the system information, it may first notify the WTRUs
about the change, for example, during or throughout a
modification period 202. The network may then send the
updated information in the next modification period 204.

The original and updated system information are repre-
sented by different patterns in FIG. 2. Upon receiving a
change notification, for example in the modification pe-
riod 202, the WTRU acquires the new system informa-
tion, for example from the start of the next modification
period 204. The WTRU may apply the previously ac-
quired system information until the WTRU acquires the
new system information.
[0042] The modification period boundaries may be de-
fined by SFN values for which SFN mod m=0, where m
may be the number of radio frames comprising the mod-
ification period. The modification period may be config-
ured by system information. A Paging message may be
used to inform WTRUs about a system information
change. If a WTRU receives a Paging Message that in-
cludes an indication of system information modification,
e.g., systemInfoModification, it may know that the system
information will change at the next modification period
boundary.
[0043] SIB1 may include a value tag, e.g., systemInfo-
ValueTag, which may indicate whether a change has oc-
curred in the SI messages. A WTRU may use the value
tag (e.g., upon return from out of coverage) to determine
or verify whether the previously stored SI messages may
still be valid. A WTRU may consider stored system infor-
mation to be invalid after a period of time such as three
hours from the time or moment it was successfully con-
firmed as valid, for example, unless otherwise specified.
[0044] A WTRU, such as a WTRU performing cell se-
lection, may read (e.g., receive and/or decode) the SI
(e.g., MIB and/or one or more SIBs) that may be trans-
mitted by a cell to obtain system information. The system
information may include parameters that may be needed
by or for the WTRU to determine if the cell is suitable
and/or parameters that may enable the WTRU to access
the cell (e.g., physical random access channel (PRACH)
parameters for the initial random access procedure). Af-
ter obtaining the SI, the WTRU may use the value tag to
determine whether the SI has changed and/or whether
to reacquire some or all of the SIBs.
[0045] In idle mode (e.g., RRC idle mode), a WTRU
may be camped on a cell and/or attached to a network
and may use a discontinuous reception (DRX) cycle to
sleep and awaken, for example to receive and/or read
pages from the network. A page may indicate an incom-
ing call or may include one or more SI change indications.
An SI change indication may include, for example, an
indication of change of at least one SIB associated with
the value tag or at least one SIB containing information
that may be considered critical or time-sensitive, such as
a SIB containing ETWS information. Upon or after read-
ing a page that includes such an indication, the WTRU
may acquire and/or read the related SIB or SIBs. The
WTRU may wait until the start of the next modification
period to acquire and/or read the related SIB or SIBs. In
connected mode (e.g., RRC connected mode), a WTRU
may receive pages from the network which may include
one or more SI change indications.
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[0046] A WTRU may receive a page via a downlink
control information (DCI) scrambled with a paging radio
network temporary identifier (P-RNTI). The DCI may in-
clude a grant for a physical downlink shared channel (PD-
SCH) carrying the paging message. Upon receipt of the
page (e.g., the page DCI), the WTRU may read the cor-
responding PDSCH to obtain the paging message, which
may include one or more SI change indications and/or
other pages such as incoming call pages.
[0047] A WTRU in idle and/or connected mode may
need to maintain up-to-date system information, for ex-
ample up-to-date MIB and some SIBs such as SIB1 and
SIB2-SIB8, depending on support of the radio access
technologies (RATs) to which the SIBs may correspond.
[0048] The terminology mode and state may be used
interchangeably herein. Idle mode may refer to RRC idle
mode or state. Connected mode may refer to RRC con-
nected mode or state. RRC_IDLE may be used to rep-
resent idle mode or state. RRC_CONNECTED may be
used to represent connected mode or state.
[0049] SI messages may be repetitively transmitted,
for example, to provide increased coverage. When a lot
(e.g., 15 or 20 dB) of coverage improvement may be re-
quired, a large number of repetitions of the SI message
transmission may be necessary. The overhead associ-
ated with a large number of SI message transmissions
may be excessive and may potentially consume a large
amount of PDSCH resources. Since WTRUs in CE mode
may not need all the SIB information, a set (e.g., separate
set) of one or more SIBs may be provided and/or used
at least for WTRUs in CE mode. This or these SIBs may
carry less information and/or may be transmitted less of-
ten than one or more SIBs (e.g., the full set or a subset
of the SIBs), which may be used by or intended for
WTRUs (or at least WTRUs) in non-CE mode.
[0050] SI messages containing one or more SIBs may
be carried via the PDSCH, and the PDSCH may be
scheduled in one or more subframes within the corre-
sponding SI window. The PDSCH carrying SI messages
may be dynamically scheduled with an associated PD-
CCH scrambled with the SI-RNTI. A WTRU may monitor,
e.g., continually, the PDCCH scrambled with the SI-RNTI
to receive an SI message in the corresponding SI win-
dow. If a WTRU receives multiple SI messages within an
SI window, the WTRU may assume that the SI messages
are being repetitively transmitted over multiple sub-
frames. In a CE mode, the associated PDCCH may or
may also need to be transmitted repetitively to obtain the
enhanced coverage. Therefore, the dynamic scheduling
of a PDSCH carrying an SI message in the same sub-
frame may no longer be available in CE mode. A new
mechanism for scheduling PDSCH carrying SI messag-
es may be needed.
[0051] A WTRU may assume that the SI messages are
the same within a modification period and may integrate
SI messages within the modification period to improve
the coverage of the SI message. The modification period
configuration may be provided in SIB1. A coverage lim-

ited WTRU may need to integrate the SI message con-
taining SIB1 multiple times within a modification period
in CE mode. Since the modification period may be pro-
vided in SIB1, a WTRU may need to receive an SI mes-
sage containing the SIB1 without knowing the modifica-
tion period, which may result in performance degrada-
tion. With one or more SIBs for CE mode, the modification
period for that or those SIBs may be fixed or provided by
another means such as via the MIB.
[0052] The PDSCH containing an SI message may or
may only be transmitted via a cell specific reference sig-
nal (CRS)-based transmission mode. An SI message
may or may only be transmitted in a multimedia broadcast
single frequency network (MBSFN) subframe in which a
CRS is available in the PDSCH region. Since the MBSFN
subframe configuration may be transmitted in one of the
SI messages, a coverage-limited WTRU may not be able
to obtain the MBSFN subframe configuration until it re-
ceives the SI message containing the MBSFN subframe
configuration. The number of downlink subframes for SI
message repetition may be limited to non-MBSFN can-
didate subframes, which may not be enough to achieve
the required coverage enhancement.
[0053] CE mode or operation may provide increased
coverage for WTRUs by repeating channels and/or in-
formation, e.g., that may be deemed necessary. In LTE,
for example, system information may be broadcast ac-
cording to a schedule, and a WTRU may monitor the
PDCCH to determine the presence, location and param-
eters of a PDSCH carrying the SIBs. For a WTRU in CE
mode, much of the system information may not be need-
ed since WTRUs may have low mobility while in the CE
mode. Further, the extensive repetition of system infor-
mation broadcasting needed for CE mode may waste a
substantial amount of WTRU battery power.
[0054] Embodiments described herein may enable a
WTRU to receive a CE-SIB when in CE mode, without
monitoring the PDCCH or enhanced PDCCH (EPD-
CCH), which may reduce the WTRU’s battery consump-
tion while the WTRU is in CE mode. Further, embodi-
ments described herein may enable the WTRU to receive
a subset of the available system information, which may
enable the WTRU to receive or only receive the system
information that it deems to be relevant, improving the
efficiency of the system. The CE-SIB described herein
may be interchangeably used with, but not limited to,
MTC-SIB, LC-MTC-SIB, new SIB, compact SIB, and CE-
MTC-SIB. There may be one or more CE-SIBs.
[0055] An MTC-SIB may be used by or for a CE mode
WTRU, but its use may not be limited to a CE mode
WTRU. For example, a reduced capability, such as a
reduced bandwidth, WTRU may or may also use a MTC-
SIB.
[0056] The terminology eNB and cell may be used in-
terchangeably herein. The terminology normal, non-CE,
and legacy may also be used interchangeably herein. In
the described embodiments, the PDCCH or EPDCCH
may be used as an example of a physical control channel.
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However, in each of the disclosed embodiments, the PD-
CCH, EPDCCH, any other physical control channel or
combination of physical control channels may be used.
[0057] FIG. 3 is a diagram of an example system 300
including WTRUs acquiring SIBs in non-CE (e.g., legacy
or normal) and CE modes. In the example illustrated in
FIG. 3, a WTRU 308, which operates in non-CE mode,
and a WTRU 310, which operates in CE mode, acquire
system information from an eNB that supports CE mode
302. The non-CE mode WTRU 308 may use the PDCCH
to identify the location and/or parameters for receiving
one or more SIBs on the physical downlink shared chan-
nel (PDSCH) 304. The CE mode WTRU 310 may receive
a CE-SIB on the PDSCH based on at least one of a known
location or at least one known parameter 306. In an em-
bodiment, the CE mode WTRU 310 may receive the CE-
SIB on the PDSCH without use of the PDCCH. In another
embodiment, the CE mode WTRU 310 may use a fixed
and/or known EPDCCH as a container for the CE-SIB
so that no PDSCH is required. The illustrated eNB 312
does not support CE mode. The eNB 302, which supports
CE mode, and the CE mode WTRU 310 may use the
EPDCCH without PDSCH for SI updates. In an embod-
iment, the CE-SIB may be a compact and separate SIB
that may, for example, include only the SIBs that are rel-
evant to the CE mode WTRU 310. There may be one or
more CE-SIBs.
[0058] In FIG. 3, the WTRUs 308 and 310 are given
different reference numerals. The WTRUs 308 and 310
may be separate WTRUs operating in different modes
(e.g., WTRU 308 is in non-CE mode and WTRU 310 is
in CE mode). However, the WTRUs 308 and 310 may
be the same WTRU that is operable in multiple modes
(e.g., in both non-CE and CE mode). For example, a
WTRU may operate in non-CE mode some times and
may operate in CE mode some other times.
[0059] FIG. 4 is a flow diagram of an example method
400 of SIB acquisition for a WTRU configured for use in
a non-CE mode or a coverage enhancement (CE) mode.
In the example illustrated in FIG. 4, a WTRU determines
what mode it is in (402). For example, the WTRU may
determine whether it is in CE mode, normal mode, etc.
On a condition that it is determined that the WTRU is in
the CE mode (404), the WTRU may receive a CE-system
information block (CE-SIB) on a physical downlink
shared channel (PDSCH) (406). In an embodiment, a
WTRU may also use information from the physical broad-
cast channel (PBCH) to determine whether to receive a
CE-SIB on the PDSCH and/or to obtain one or more pa-
rameters for the reception of the CE-SIB. The WTRU
may receive the CE-SIB, for example, based on at least
one of a known location or at least one known parameter
for the CE-SIB. In an embodiment, the WTRU may re-
ceive the CE-SIB on the PDSCH without receiving a con-
trol channel, such as the physical downlink control chan-
nel (PDCCH). On a condition that it is determined that
the WTRU is in the non-CE mode (408), the WTRU may
monitor the PDCCH (410) and receive a SIB (e.g., a leg-

acy, non-CE or normal SIB) on the PDSCH based on
information received on the physical downlink control
channel (PDCCH) (412).
[0060] FIG. 5 is a flow diagram of another example
method 500 of SIB acquisition for a WTRU configured
for use in a non-CE mode or a CE mode. In the example
illustrated in FIG. 5, a WTRU determines what mode it
is in (502). For example, the WTRU may determine
whether it is in CE mode, non-CE mode, etc. On a con-
dition that it is determined that the WTRU is in the CE
mode (504), the WTRU may receive a CE-system infor-
mation block (CE-SIB) using a downlink control channel
as a container (506). In an embodiment, the WTRU may
receive the CE-SIB without receiving the PDSCH. On a
condition that it is determined that the WTRU is in the
non-CE mode (508), the WTRU may monitor the PDCCH
(510) and receive a SIB (e.g., a legacy, non-CE, or normal
SIB) on the PDSCH based on information received on
the physical downlink control channel (PDCCH) (512).
[0061] CE WTRUs may include, for example, one or
more of WTRUs that are in CE mode, coverage limited
WTRUs, or WTRUs that need and/or use coverage en-
hancement techniques (e.g., repetition in the downlink
(DL) and/or uplink (UL) of one or more channels (e.g.,
physical channels) such as control and/or data chan-
nels).
[0062] For a WTRU operating in CE mode, certain SIBs
may be identified as essential or useful for the WTRU to
operate in CE mode, and modifications may be desirable
to allow the WTRU to receive them reliably. In an em-
bodiment, CE-SIB messages may be used to enable CE
mode WTRUs to receive (e.g., successfully or reliably
receive) certain (e.g., the essential) SIBs or SI. In an em-
bodiment, a CE WTRU is not prohibited from trying to
receive non-CE (e.g., legacy or normal) SIBs, for exam-
ple if it wishes to. For MIB, additional repetitions of the
PBCH may be introduced within the 40 ms cycle to im-
prove reliability of receipt for CE mode WTRUs. The ter-
minology essential, important, necessary, desirable,
useful, and selected may be used interchangeably here-
in.
[0063] A WTRU may operate in CE mode sometimes
and may operate in non-CE mode at other times. A
WTRU may change the mode in which it operates and
may acquire and/or use SIBs according to its mode of
operation. Upon or following change of mode to CE mode
or non-CE mode, the WTRU may acquire or need to ac-
quire the MIB and/or one or more SIBs according to its
updated mode of operation.
[0064] In an embodiment, a CE-SI message may be
used to improve reliability of transmission of certain SIBs,
e.g., essential SIBs. The CE-SI message may include a
subset of SIBs that are identified, e.g., as essential, for
the CE mode of operation, and those SIBs may be
merged together in one or more CE-SI messages that
may be dedicated for CE WTRUs or used by or for at
least CE WTRUs. By way of example, the subset of SIBs
that may be included in the one or more CE-SI messages
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may include one or more of the SIBs from SIB1 to SIB16.
A CE-SI message may be a compact CE-SI message
that may include a subset of all non-CE mode or available
SIBs. A CE-SI message may include SI, which may be
part of one or more non-CE mode SIBs (e.g., inclusion
of a SIB may not mean inclusion of the entire SIB). The
terminology SIB, SI, and SI message may be used inter-
changeably herein. A CE-SI message may or may also
include system information, which may be specific to CE
mode, MTC operation, or a certain capability, such as
operation with a reduced bandwidth.
[0065] A WTRU may determine whether to receive CE-
SI messages or non-CE SI messages and may receive
or attempt to receive the corresponding SI messages ac-
cording to the determination. For example, if a WTRU
received the CE PBCH to obtain the MIB, the WTRU may
decide to receive a CE-SI message to obtain SIBs. For
another example, if the WTRU determines DL signal
quality (e.g., reference signal receive power (RSRP)) is
below a predefined threshold, the WTRU may determine
to receive a CE-SI message to obtain SIBs. In both ex-
amples, the WTRU may otherwise decide to receive SIBs
via a non-CE SI message.
[0066] The CE PBCH may be a PBCH separate from
the non-CE PBCH or a modified version of the non-CE
PBCH with bits (e.g., spare bits) that may be used or
included to support reduced capability and/or CE mode
WTRUs. The bits may be MIB bits. The CE PBCH may
be or may include the non-CE PBCH, a modified non-CE
PBCH, or a new PBCH, where the CE PBCH may be
transmitted with more repetitions than the non-CE PBCH
(e.g., more than once every 10 ms). If a WTRU uses or
needs to use one or more of the additional repetitions to
successfully receive a new, non-CE, or modified non-CE
PBCH (or MIB), the WTRU may determine to receive or
attempt to receive CE-SI messages (or additional CE-SI
messages). If a WTRU may not use or may not need to
use an (e.g., any) additional repetitions to successfully
receive a non-CE, or modified non-CE PBCH (or MIB),
the WTRU may determine to receive or attempt to receive
non-CE SI messages (or additional CE-SI messages). A
PBCH may carry a MIB or MIB bits. The terminology
PBCH and MIB may be used interchangeably herein.
[0067] In some embodiments described herein, SIBs
and/or SI messages may exclude the MIB, which may
be carried by the PBCH or CE-PBCH. In some other em-
bodiments described herein, SIBs and/or SI messages
may include the MIB, which may be carried by the PBCH
or CE-PBCH.
[0068] CE-SI messages may be coded to allow multi-
ple repetitions, for example, similar to existing proce-
dures. The number of CE-SI message repetitions (e.g.,
allowed CE-SI message repetitions) may be increased
with respect to the number of repetitions that may be
used for non-CE SI messages, for example, to allow CE
WTRUs additional time and/or information to be able to
decode these messages.
[0069] A subset of SIBs or SI may be used for or

deemed essential for CE and may be included in CE-SI
messages. For example, in one embodiment, MIB, SIB1
and SIB2 may be considered to be the essential SIBs. A
CE WTRU may or may be configured to read the MIB,
e.g., at or at least at the regular pre-defined MIB location,
and to read (e.g., only read) certain SIBs such as the
essential SIBs (e.g., SIB1 and SIB2) using the CE-SI
message. For another example, SIB1, SIB2 and SIB14
may be considered to be the essential SIBs. SIB1, SIB2
and SIB14 may be multiplexed in a CE-SI message. The
CE WTRU may or may be configured to read MIB, SIB1,
SIB2 and SIB14, e.g., as essential SIBs, before attempt-
ing to access the cell. CE-SI may include some or all of
the contents of one or more SIBs, such as non-CE SIBs,
such as SIB1, SIB2, and SIB14.
[0070] The contents of a CE-SI message may be the
same as, or different from, the SIBs transmitted for non-
CE WTRUs. Different versions of the same SIB may be
multiplexed into the non-CE SI message and the CE-SI
message. For example, certain information elements
(IEs) that may not be deemed useful for a CE WTRU may
be removed before multiplexing the SIB into the CE-SI
message.
[0071] A WTRU operating in CE mode may receive or
may be configured to receive one or more CE-SI mes-
sages and may obtain some or all SIBs or SI (e.g., for a
cell) using (e.g., only using) CE-SI messages. The SIBs
that are considered essential for the CE WTRU may be
implicitly derived from the SIBs that are multiplexed in
the CE SI messages being transmitted in the cell. The
WTRU may consider all the SIBs scheduled within the
CE SI messages to be minimum SIBs that should be
acquired before it can access the cell.
[0072] Alternatively, the CE WTRU may receive or may
be configured to receive (e.g., only receive) certain SIB
information using CE-SI messages. The CE WTRU may
receive or be configured to receive other SIBs using non-
CE SI messages. For example, the cell may be config-
ured to transmit certain SIBs that have lower periodicity
requirements with an increased number of repetitions us-
ing non-CE SI messages, and a WTRU may receive or
may be configured to receive them on non-CE SI mes-
sages.
[0073] The CE-SI messages may be transmitted with
CE-SI windows. For example, a CE-SI message may be
associated with a CE-SI window, where the CE-SI win-
dow may be defined as a certain amount of time. In an
embodiment, the CE-SI windows may be multiplexed in
the time domain. A CE WTRU may determine which CE-
SI message is received in a certain subframe and/or
frame based on the CE-SI window. In another embodi-
ment, the CE-SI window may be multiplexed in the time
and frequency domain. For example, the CE-SI window
may be defined as time and frequency location. Multiple
CE-SI windows may be overlapped in the time domain.
A CE WTRU may differentiate the CE-SI message based
on the frequency location of the CE-SI message. In an-
other embodiment, the CE-SI messages may be sched-
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uled by the associated PDCCH or EPDCCH, and the
associated PDCCH or EPDCCH may indicate which CE-
SI message is scheduled. For example, a CE-SI mes-
sage may be associated with a certain SI-RNTI, such as
CE-SI-RNTI-1, CE-SI-RNTI-2, and so on. In a further ex-
ample, if three CE-SI messages are defined, such as CE-
SI message 1, CE-SI message 2, and CE-SI message
3, then each CE-SI message may be associated with
CE-SI-RNTI-1, CE-SI-RNTI-2, and CE-SI-RNTI-3.
[0074] A CE WTRU may determine whether to acquire
or whether it needs to acquire certain SIBs based on
WTRU conditions or capabilities. For example, a CE
WTRU may acquire or may only acquire a SIB related to
inter-RAT operation, e.g., SIB 7 and/or 8, if it is capable
of supporting inter-RAT operations. For another exam-
ple, a CE WTRU may only acquire multimedia broadcast
multicast service (MBMS)-related SIBs, e.g., SIB 13
and/or 15, if it supports (MBMS) operations. SIBs 7 and
8 may be mapped to the same CE-SI-message. SIBs 13
and 15 may be mapped to the same CE-SI-message,
which may be different from the CE-SI-message contain-
ing SIBs 7 and 8. In another example, a CE WTRU may
acquire or may only acquire a SIB related to mobility or
handover if it supports mobility or handover.
[0075] In an embodiment, the CE WTRU access stra-
tum (AS) may be configured by higher layers, for example
along with the public land mobile network (PLMN) infor-
mation that may be provided before cell selection. Alter-
natively, this information may be preconfigured in the
WTRU and may be provided to the AS when the WTRU
is powered on. In another embodiment, the CE WTRU
AS may be configured with the functionalities supported
by the WTRU. The CE WTRU AS may have a precon-
figured mapping to determine which SIBs the WTRU may
or should acquire. For example, if support for home eNB
(HeNB) is desired, the CE WTRU AS may include a HeNB
related SIB, e.g., SIB9, in the list of SIBs that the WTRU
may acquire or may need to acquire.
[0076] Once or after a CE WTRU determines which
SIBs it may acquire or need to acquire, it may determine
how these SIBs may be acquired. In an embodiment, the
CE WTRU may, for example, first, check CE-SI sched-
uling information and/or some (e.g., all) of the CE mes-
sages to determine whether the CE SI or CE messages
contain all the SIBs it needs. If certain SIBs are not avail-
able, the WTRU may try to acquire them using non-CE
SI messages. Alternatively, the WTRU may acquire or
only acquire SIBs that are available in the CE SI mes-
sages, and if some SIBs are unavailable, the WTRU may
report to higher layers the functionalities that cannot be
supported.
[0077] CE-SI message transmission and reception
may be supported.
[0078] Before a WTRU begins receiving CE-SIBs, the
WTRU may determine whether the cell supports CE-SI
messages and/or CE mode. In an embodiment, the
WTRU may detect support for CE-SI message transmis-
sion and/or CE mode in a cell during or based on PBCH

reception or during a PBCH reception procedure. A cov-
erage enhanced PBCH may be defined for the coverage
enhanced mode of operation. The coverage enhanced
PBCH (CE-PBCH) may be a repetitive transmission of
at least the non-CE PBCH, which may be transmitted in
a subframe (e.g., subframe 0) in each radio frame. The
CE-PBCH may have or include repetition of the non-CE
PBCH in one or more subframes such as at least in sub-
frame 5 in one or more certain radio frames or in all radio
frames.
[0079] In an embodiment, a WTRU may measure or
may first measure downlink channel quality (e.g., RSRP),
and if the downlink channel quality is lower than a pre-
defined threshold, the WTRU may begin receiving the
CE-PBCH. If the WTRU succeeds in decoding the MIB
carried via the CE-PBCH, the WTRU may assume that
CE-SI message transmission and/or CE mode is sup-
ported in the cell. The WTRU may attempt to correlate
the PBCH transmitted in multiple subframes, e.g., the
PBCH transmitted in subframe 0 and the PBCH repetition
transmitted in one or more subframes such as subframe
5. If the correlation level is higher than a predefined
threshold, the WTRU may assume that CE-SI message
transmission is supported in the cell.
[0080] In another embodiment, a WTRU may attempt
to check whether CE-PBCH is supported in the cell by
correlating the PBCH transmitted in the non-CE PBCH
time/frequency location (e.g. subframe 0) and the PBCH
repetition transmitted in other time/frequency locations
(e.g. subframe 5) in a certain radio frame used for CE-
PBCH. If the correlation level is higher than a predefined
threshold, the WTRU may assume that CE-PBCH and
CE-SI message transmission are supported in the cell.
[0081] In another embodiment, a cell-ID list supporting
CE-PBCH and CE-SI message transmission may be pro-
vided to a WTRU so that the WTRU may be informed of
whether the cell supports CE mode after detecting the
physical cell-ID after synchronization.
[0082] In another embodiment, the MIB, which may be
carried via the PBCH or CE-PBCH, may implicitly or ex-
plicitly indicate whether CE mode (or CE-PBCH) is sup-
ported in the cell. A bit in the MIB or reserved in the MIB
may be used to indicate support for CE mode, and/or a
predefined CRC masking may be used to indicate sup-
port for CE mode. A WTRU may determine whether CE
mode is supported in a cell based on the presence or
value of the bit in the MIB or based on the CRC masking.
If the WTRU, which may be in CE mode, determines the
cell supports CE mode, the WTRU may receive or at-
tempt to receive CE-SIBs or CE-SI messages.
[0083] In order for a WTRU to receive CE-SIBs or non-
CE SIBs in a cell that supports both types of SIBs, a
WTRU may need to be able to distinguish between the
different types of SIBs being broadcast in the cell. In an
embodiment, a WTRU may attempt to receive a certain
type of SI message for SI reception based on a channel
condition. For example, a WTRU may measure or deter-
mine downlink channel quality (e.g., RSRP or pathloss),
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and if the measured or determined downlink channel
quality is lower than a threshold, the WTRU may or may
decide to receive a CE-SI message type. The threshold
may be predefined or determined as a function of at least
one of downlink system bandwidth, number of CRS ports,
and/or SFN number. The threshold may be different in
connected mode and idle mode (e.g., a higher threshold
may be used in RRC_CONNECTED and a lower thresh-
old may be used in RRC_IDLE).
[0084] In another embodiment, a WTRU may attempt
to receive a certain type of SI message based on a pre-
defined rule. For example, a WTRU may attempt to de-
code a non-CE SI message, and if the WTRU does not
succeed within a certain number of decoding attempts
or a predefined time window, the WTRU may begin re-
ceiving CE-SI messages. For another example, if a
WTRU is in RRC_IDLE, the WTRU may begin receiving
a certain SI message-type based on the SI message-
type received prior to entering RRC_IDLE mode. One or
more of following rules may apply: if the cell-ID is the
same as the cell-ID before the WTRU entered
RRC_IDLE, the WTRU may begin with the SI message-
type received before it entered RRC_IDLE; if the cell-ID
is different from the cell-ID before the WTRU entered
RRC_IDLE, the WTRU may begin receiving non-CE SI
messages; if the cell-ID is different from the cell-ID before
the WTRU entered RRC_IDLE, the WTRU may deter-
mine the SI message-type to receive based on downlink
channel quality; if the cell-ID is different from the cell-ID
before the WTRU entered RRC_IDLE, the WTRU may
determine the SI message-type to receive based on the
type of PBCH (e.g., CE-PBCH or non-CE PBCH) on
which the WTRU received the MIB. For example, if a
WTRU received the MIB via a non-CE PBCH, the WTRU
may begin receiving non-CE SI messages; and a WTRU
may begin receiving CE-SI messages if the WTRU re-
ceived the MIB via the CE-PBCH. Cell-ID may be the
physical cell-ID of the cell.
[0085] In another example, if a WTRU is in
RRC_CONNECTED, the WTRU may determine the SI
message-type based on the previous SI message-type
the WTRU received.
[0086] In another embodiment, a WTRU may attempt
to receive a certain type of SI message based on the
channel reception quality of a physical channel. For ex-
ample, if a WTRU received the MIB via a non-CE PBCH,
the WTRU may begin receiving non-CE SI messages;
and if a WTRU received the MIB via a CE-PBCH, the
WTRU may begin to receive CE-SI messages. For an-
other example, if a WTRU received the MIB via the CE-
PBCH with a certain number of decoding attempts, and
the number of decoding attempts is more than a prede-
fined threshold, the WTRU may begin receiving CE-SI
messages; otherwise, the WTRU may begin receiving
non-CE SI messages. For another example, if a WTRU
detected cell-ID from synchronization signals over a time
window, and if the time window is longer than a prede-
fined threshold, the WTRU may begin receiving CE-SI

messages.
[0087] In another embodiment, if a WTRU is in
RRC_CONNECTED, the WTRU may determine the SI
message-type based on the CE-level (or number of rep-
etitions) of the PDCCH, the enhanced-PDCCH (EPD-
CCH) and/or the PDSCH. If the CE level (or number of
repetitions) of the PDCCH or EPDCCH is higher than a
predefined number, the WTRU may use or determine to
use CE-SI message-reception. Alternatively, if the total
aggregation level (aggregation level x repetitions) of the
latest PDCCH or EPDCCH received by the WTRU is larg-
er than a predefined threshold, the WTRU may use or
determine to use CE-SI message-reception. If the
number of repetitions of the PDSCH is larger than a pre-
defined number, the WTRU may use or determine to use
CE-SI message-reception.
[0088] If the WTRU is in RRC_IDLE, the WTRU may
determine the SI message-type based on the channel
quality of the PBCH or the synchronization channel.
[0089] CE-SI messages may be transmitted and/or re-
ceived via control channels. CE-SI messages may be
transmitted and/or received in MBSFN subframes.
[0090] In an embodiment, CE-SI messages may be
transmitted via a downlink control channel without PD-
SCH. A control channel (e.g., the PDCCH or the EPD-
CCH) may be used to carry one or more CE-SI messag-
es, and the control channel may be transmitted with rep-
etition, for example, for coverage enhancement.
[0091] A CE-SI message may be split into multiple sub-
blocks, and each of the sub-blocks may not exceed a
certain payload size, which may correspond to a DCI
format (e.g., DCI format 1C or DCI format 1A). The pay-
load size, which may correspond to a DCI format, may
be defined as a function of system bandwidth (or a total
number of PRBs in the downlink). Alternatively, the pay-
load size may be a fixed number irrespective of the sys-
tem bandwidth. The two or more sub-blocks may be
transmitted over multiple subframes via the PDCCH or
EPDCCH.
[0092] In an example, two or more sub-blocks for a
CE-SI-message may be transmitted over multiple sub-
frames via the PDCCH or EPDCCH, where the sub-
blocks may be transmitted sequentially. For example, if
three sub-blocks are configured for a CE-SI message,
the first sub-block may be transmitted within the first time
window and the second sub-block may be transmitted
within the second time window, where the two time win-
dows may be non-overlapped and the second time win-
dow may be located after the first time window. The win-
dows may be non-overlapped and may be followed by
the third sub-block. If a WTRU missed one of the sub-
blocks, it may attempt to receive the missed sub-block
within a modification period.
[0093] In another example where two or more sub-
blocks are transmitted over multiple subframes via the
PDCCH or EPDCCH, the sub-blocks may be transmitted
in parallel. For example, if three sub-blocks are config-
ured for a CE-SI message, each sub-block may be car-
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ried corresponding to the PDCCH or the EPDCCH, thus
requiring three PDCCHs or EPDCCHs to carry three sub-
blocks. Each PDCCH or EPDCCH carrying a sub-block
may be scrambled with its own identifier (e.g., one or
more of ID, scrambling ID, and RNTI). For example, three
identifiers may be defined such as SI-RNTI-1, SI-RNTI-
2, and SI-RNTI-3, and the cyclic redundancy check
(CRC) of each PDCCH or EPDCCH carrying a sub-block
may be scrambled with a corresponding RNTI.
[0094] The starting subframe of the PDCCH or EPD-
CCH carrying a sub-block may be a subset of subframes
and/or radio frames. For example, the PDCCH or EPD-
CCH carrying the sub-block may be transmitted with rep-
etition, and the starting subframe may be the subframe
1 in every odd radio frame. In another example, the start-
ing subframe may be different according to the sub-block.
[0095] A CE-SI message may be split as evenly as
possible into multiple sub-blocks, and the number of sub-
blocks may be defined as a function of CE-SI message-
size and payload size. For example, if the payload size
is NP and a CE-SI message-size is NSI, the number of
sub-blocks may be ÓNSI/NPÒ.
[0096] In another embodiment, a CE-SI message may
be transmitted via a control channel with a predefined
aggregation level and a predefined repetition level. A
WTRU may assume that the number of OFDM symbols
used for the PDCCH in each subframe may be fixed to
a predefined number when the WTRU receives CE-SI
messages via the PDCCH. A WTRU may assume that
the starting OFDM symbol for EPDCCH may be fixed to
a predefined number when the WTRU receives CE-SI
messages via the EPDCCH. The available resources for
the EPDCCH may be calculated without CSI-RS config-
uration. A WTRU may assume that there is no CSI-RS
configuration in the subframe when the WTRU receives
CE-SI messages via the EPDCCH.
[0097] The PDCCH or EPDCCH carrying a full or par-
tial CE-SI message may be transmitted in the PDCCH
or EPDCCH common search space. A predefined aggre-
gation level may be used, and the predefined aggregation
level may not exceed a maximum aggregation level, e.g.,
8 in the PDCCH and 16 in the EPDCCH. The number of
repetitions may be predefined as a fixed number or as a
function of at least one of CE-SI message size, system
bandwidth, aggregation level and/or the number of the
CRS port.
[0098] The PDCCH or EPDCCH carrying a full or par-
tial CE-SI message may be transmitted in a subset of
subframes. The subset of subframes may be continuous
so that a WTRU may integrate the received signals within
the subset of subframes. The subset of subframes may
be referred to as a CE-SI message window. The subset
of subframes may be distributed in the time domain. For
example, one or more of the subframes {0, 4, 5, 9} may
be used to transmit the PDCCH or EPDCCH carrying a
full or partial CE-SI message.
[0099] In another embodiment, one or more CE-SI
messages may be defined or configured according to the

total system information size. For example, if the total
system information size is bigger than a predefined
threshold, the system information may be split into two
or more CE-SI messages, and each CE-SI message may
be carried via a control channel.
[0100] In the embodiment where one or more CE-SI
message may be defined or configured according to the
total system information size, a CE-SI message may be
carried via the PDCCH or EPDCCH. Here, the total ag-
gregation level (TAL; NTAL = NAL 3 NR) of the PDCCH
or EPDCCH may be defined as a multiplication of the
aggregation level (NAL) and the number of repetitions
(NR). The TAL of the PDCCH or EPDCCH for a CE-SI
message may be defined as a function of at least one of
the CE-SI message size, system bandwidth, and/or
MBSFN subframe configuration. Therefore, two or more
CE-SI messages may be carried with a different NTAL.
[0101] In an embodiment where one or more CE-SI
message may be defined or configured according to the
total system information size, if two or more CE-SI mes-
sages are transmitted, each CE-SI message may be
transmitted with a different SI-RNTI. For example, if two
CE-SI messages are configured or defined, two SI-RNTIs
may be defined as SI-RNTI-1 and SI-RNTI-2. The two or
more CE-SI messages may be transmitted in the same
subframe. Accordingly, a WTRU may differentiate two or
more CE-SI messages based on the SI-RNTI. The two
or more CE-SI messages may be transmitted in a non-
overlapped subframe.
[0102] In another embodiment, two or more CE-SI
messages may be defined. A CE-SI message containing
an MBSFN subframe configuration may be transmitted
via a PDCCH or EPDCCH. Other CE-SI messages may
be transmitted via a PDSCH in non-MBSFN subframes.
A CE-SI message containing SIB2 (which may include
an MBSFN subframe configuration) may be transmitted
via a PDCCH or EPDCCH. A CE-SI message, such as
one which may be transmitted via a PDCCH or EPDCCH,
may be transmitted in both a non-MBSFN subframe and
an MBSFN subframe. A CE-SI message containing cer-
tain SIBs such as SIB1 and/or SIB2 may be transmitted,
e.g., first, and may be carried via the PDCCH or EPD-
CCH. Other CE-SI messages which may contain other
SIBs may be transmitted in the PDSCH region with as-
sociated PDCCH or EPDCCH or without associated PD-
CCH or EPDCCH. A CE-SI message may be defined,
e.g., only, for mbsfn-SubframeConfigList, and the CE-SI
message may be transmitted using the PDCCH or EP-
DCCH. The CE-SI message for mbsfn-SubframeCon-
figList may be transmitted first, and the other CE-SI mes-
sages may follow. The other CE-SI messages may be
transmitted in the PDSCH region with the associated PD-
CCH or EPDCCH or without the associated PDCCH or
EPDCCH.
[0103] The configuration of MBSFN subframes may be
provided or included in a SI message or CE SI message.
Until a WTRU receives the MBSFN subframe configura-
tion, the WTRU may not know for certain which sub-
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frames may be non-MBSFN subframes except for the
subframes that may not (or never) be used for or be al-
lowed to be MBSFN subframes.
[0104] In an embodiment, a CE-SI message may be
or may only be transmitted in non-MBSFN subframes. A
WTRU in CE mode may assume that a CE-SI message
may or may only be transmitted in non-MBSFN sub-
frames or subframe candidates. For example, the sub-
frames 0, 4, 5, and 9 in FDD may not be used for an
MBSFN subframe configuration, and, therefore, the CE-
SI message may be transmitted in one or more of sub-
frames 0, 4, 5, and 9 in a radio frame used for CE-SI
message-transmission. If there is one CE-SI message,
the message may be transmitted in one or more of the
subframes, which may be or may always be non-MBSFN
subframes (e.g., since the MBSFN subframe configura-
tion, which may identify the MBSFN subframes, may be
included in the CE-SI message).
[0105] In another embodiment, two or more CE-SI
messages may be defined or configured. At least one
CE-SI message (e.g. the first CE-SI message), which
may contain an MBSFN subframe configuration, may be
transmitted in non-MBSFN subframes or subframes that
may be known a priori to be non-MBSFN subframes, e.g.,
subframes 0, 4, 5, and 9 for FDD. The other CE-SI mes-
sages (e.g. subsequent CE-SI messages) may be trans-
mitted in subframes that may not be configured as MBS-
FN subframes and/or may not be used for PMCH trans-
mission. The CE-SI message containing the MBSFN
subframe configuration (e.g., mbsfn-SubframeCon-
figList) may identify which subframes may be configured
as MBSFN subframes and/or which may be used for
PMCH transmission.
[0106] The CE-SI message containing the MBSFN
subframe configuration may not be transmitted in poten-
tial MBSFN subframes (e.g. subframes other than 0, 4,
5, and 9 for FDD). CE-SI messages not containing the
MBSFN subframe configuration may be transmitted in
subframes that are not configured as MBSFN subframes.
The available subframes for repetition of a CE-SI mes-
sage may be determined as a function of the information
(e.g., mbsfn-SubframeConfigList) contained in another
CE-SI-message.
[0107] In an embodiment where two or more CE-SI
messages are defined or configured, a CE-SI message
containing the MBSFN subframe configuration, e.g.,
mbsfn-SubframeConfigList, may be transmitted or only
transmitted in certain subframes, such as, the subframes
0, 4, 5, and 9. In an example, if a CE-SI message con-
taining the MBSFN subframe configuration is transmitted
with repetitions in a predefined or configured repetition
window, the CE-SI message may be repetitively trans-
mitted in the subframes within the repetition window ex-
cept for the subframe containing non-CE SIB-1 (e.g., sub-
frame 5 in an even-numbered radio frame), the sub-
frames {1, 2, 3, 6, 7, 8}, and time domain duplex (TDD)
uplink subframes. For another example, if a CE-SI mes-
sage not containing the MBSFN subframe configuration

is transmitted with repetitions in a predefined repetition
window, the CE-SI message may be repetitively trans-
mitted in the subframes within the repetition window ex-
cept for the subframe SIB1, the MBSFN subframes, and
TDD uplink subframes.
[0108] In an embodiment where two or more CE-SI
messages are defined or configured, a CE-SI message
containing the MBSFN subframe configuration may be
transmitted with a predefined repetition number NR. In
this case, a CE-SI message may be repetitively trans-
mitted in contiguous NR subframes except for the sub-
frame containing non-CE SIB-1 (e.g. subframe 5 in an
even-numbered radio frame), the subframes {1, 2, 3, 6,
7, 8}, and TDD uplink subframes. A CE-SI message not
containing the MBSFN subframe configuration may be
transmitted with a predefined repetition number NR. A
CE-SI message may be repetitively transmitted in con-
tiguous NR subframes except for the subframes contain-
ing SIB-1, the MBSFN subframe, and TDD uplink sub-
frames.
[0109] In another embodiment, a subset of potential
MBSFN subframes may be used for CE-SI message
transmission. For example, among the potential MBSFN
subframes, such as, {1, 2, 3, 6, 7, 8}, a subset of sub-
frames such as {1, 2} may be used for CE-SI message
transmission. In this case, in the subset of potential MBS-
FN subframes, a WTRU may receive the PDSCH using
a demodulation reference signal (DM-RS) (e.g., antenna
port 7). The DM-RS may be scrambled with the cell-ID
detected from the synchronization channel.
[0110] Two or more subsets of potential MBSFN sub-
frames may be defined. A PDSCH containing a CE-SI
message may be received using DM-RS in a first subset
of potential MBSFN subframes, and a PDSCH containing
a CE-SI message may be received using CRS in another
subset of potential MBSFN subframes. PDSCH recep-
tion may be dependent on the subset of potential MBSFN
subframes.
[0111] The subset of subframes for CE-SI message
transmission may be predefined. A subset of the potential
MBSFN subframes may be used for CE-SI message
transmission in all radio frames. A subset of the potential
MBSFN subframes may be used for CE-SI message
transmission in a subset of radio frames. The radio
frames using potential MBSFN subframes for the CE-SI
message transmission may be predefined. Alternatively,
the radio frames using potential MBSFN subframes for
CE-SI message transmission may be implicitly config-
ured as a function of the physical cell-ID.
[0112] The subset of potential MBSFN subframes for
the CE-SI message transmission may be configured via
a broadcasting channel. For example, two or more CE-
SI messages may be defined or configured, and the first
CE-SI message may include the information related to
the subset of potential MBSFN subframes for CE-SI mes-
sage transmission.
[0113] A CE WTRU may receive CE-SI message con-
figuration related information from the PBCH (e.g. MIB).
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[0114] In another embodiment, a WTRU in
RRC_CONNECTED mode may receive a CE-SI mes-
sage in potential MBSFN subframes that may not be con-
figured as an MBSFN subframe, and a WTRU in
RRC_IDLE may not receive a CE-SI message in all po-
tential MBSFN subframes. A repetition window may be
defined as a number of TTIs, consecutive subframes, or
a radio frame. Within the repetition window, a CE-SI mes-
sage may be transmitted repetitively in some or all sub-
frames that may carry a CE-SI message. For example,
the subframe carrying the CE-SI message may be de-
fined as a non-MBSFN subframe. For another example,
the subframe carrying the CE-SI message may be de-
fined as non-MBSFN subframes not containing SIB1. For
another example, the subframe carrying the CE-SI mes-
sage may be defined as non-potential MBSFN subframes
(e.g., subframes {0, 4, 5, 9}).
[0115] A CE-SI message may be transmitted repeti-
tively in a certain frequency location in the subframes
used for the CE-SI message transmission. For a WTRU
in RRC_CONNECTED mode, the WTRU may receive
CE-SI messages in the subframes {1, 2, 3, 6, 7, 8}, which
may not be configured as MBSFN subframes if the WTRU
needs to receive a CE-SI message. The MBSFN sub-
frame configuration may be informed to the WTRU via a
higher layer signaling. For a WTRU in RRC-IDLE, the
WTRU may assume that all potential MBSFN subframes
are configured as MBSFN subframes.
[0116] A Repetition period of CE-SI messages may be
provided and/or used.
[0117] A CE-SI message may be coded to allow mul-
tiple repetitions. The number of allowed CE-SI message
repetitions may be increased relative to non-CE SI pro-
cedures to allow CE WTRUs additional time and repeti-
tions to decode CE-SI messages.
[0118] In an embodiment, the CE-SI messages may
be repeated for a configured window or CE-repetition pe-
riod, such that SIBs within the CE repetition period do
not change. Thus, a CE WTRU may be allowed to com-
bine one or more CE-SI messages received within a CE
repetition period to decode the CE-SI messages within
the repetition period, e.g., all the CE-SI messages. In an
embodiment, the CE repetition window may be separate-
ly defined or may be defined as an SI window with a
different window size for CE-SI messages (e.g., than for
non-CE SI messages). In an embodiment, the CE repe-
tition window may be larger for CE-SI messages than for
non-CE SI messages. In an embodiment, the same CE-
SI message may be repeated multiple times within the
repetition window, and the CE-SI message may not
change within a repetition window. A WTRU may use,
combine or correlate multiple repetitions of a CE-SI mes-
sage, for example, within a CE repetition window or within
an SI window, to read, decode or successfully read or
decode the CE-SI message.
[0119] The WTRU may be pre-configured with the SIBs
that are available in the CE repetition period as well as
the mapping and schedule of the CE-SI messages within

the CE repetition window. Alternatively, the WTRU may
obtain the scheduling and mapping information from a
known location, and, upon acquiring the scheduling in-
formation, determine where and how it can acquire the
CE-SI messages being transmitted by the cell.
[0120] The duration of the CE repetition period may be
pre-configured in the WTRU or provided to the WTRU
by higher layers (e.g., along with the PLMN configuration
before cell selection is triggered). Alternatively, the
WTRU may determine the duration of the CE repetition
period by acquiring the scheduling information using pre-
defined resources, for example, in the previous repetition
period.
[0121] In an embodiment, a WTRU may be configured
to look for an indication, which may be referred to as the
ModificationIndication, to determine if the SI message in
the next repetition window has a change. This may en-
able a WTRU to read the ModificationFlag and follow the
concept of modification period without need to receive a
paging message.
[0122] In an embodiment, a ModificationIndication flag
may be sent at a pre-defined location or in a first CE-SI
transmission occasion, and a WTRU may or may be con-
figured to look for it at this fixed location. For example,
the ModificationIndication flag may be located in the MIB
(or CE-MIB). In another embodiment, the Modification-
Indication may be part of the scheduling information sent
in a repetition window for the subsequent repetition win-
dow. The ModificationIndication flag may be or may only
be allowed to change every N frames or subframes
and/or on certain SFNs where N may be a large number.
The ModificationIndication flag may include one or mul-
tiple bits (e.g., 2 bits) to indicate a modification state or
value, which the WTRU may compare with a previous
state or value to determine whether or not there was or
will be a change.
[0123] In another embodiment, certain repetition peri-
ods may be reserved for modifications, and the WTRU
may be configured to determine which repetition period
includes the modified information or the ModificationIn-
dication based on configured parameters or a known rep-
etition sequence. For example, a WTRU may be config-
ured to know that every fifth repetition period may include
a modified SI message, and the WTRU may look for the
ModificationIndication at this window.
[0124] Multiple repetitions of CE-SI messages, which
may enable operation with CE WTRUs, may increase
overhead in the cell. Embodiments are described that
may help reduce some of the overhead.
[0125] In an embodiment, the repetition windows for
CE-SI message transmission may be limited in number,
and the repetition windows may or may not be consec-
utive. The remaining time may be used for non-CE mod-
ification periods without CE-SI messages. For example,
the CE-SI messages with repetitions for enhanced cov-
erage may be less than 2 s out of every 10.24 s.
[0126] In an embodiment, a WTRU may be configured
with a pattern that indicates the occurrence of CE repe-
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tition windows and non-CE modification periods. Non-CE
SI transmissions using SI modification periods may occur
in parallel with the CE-SI transmissions in CE repetition
windows. A WTRU may listen to both or prioritize one
over the other, for example, based on WTRU implemen-
tation.
[0127] A CE WTRU may determine or may be config-
ured to determine when the CE repetition period occurs
and may wake up or may only wake up at that time. For
example, the WTRU may determine, know or be pre-
configured to know that the repetition window will start
when SFN mod X = 0 and that the duration of the repe-
tition period is Y time. For example, X may be 1024 and
Y may be 2 s. Within a period of X frames (e.g., 10.24
s), the CE-SI repetition window may occur in the first Y
time (e.g., 2 s) of the configured SFN cycle.
[0128] The WTRU may follow or may be configured
with rules to allow reception of CE-SI messages and non-
CE SI messages separately, in parallel, or simultaneous-
ly in the same frame. A CE WTRU may have limited buffer
capacity and may not be able to acquire both CE-SI mes-
sages and non-CE SI messages in the same transmis-
sion time interval (TTI), for example if the WTRU is a low
cost device. The CE mode device may or may be con-
figured to wake up or only wake up on the repetition win-
dows used by CE devices. The CE mode devices may
or may be configured to prioritize CE-SI message-acqui-
sition over non-CE SI message acquisition. A non-CE
mode device may be configured to prioritize non-CE-SI
message-acquisition.
[0129] CE-SI messages may be scheduled using one
or more of dynamic, semi-static, or predefined schedul-
ing.
[0130] Predefined or configured resources, which may
include, for example, one or more of PDCCH, EPDCCH,
and PDSCH resources, may be used in one modification
period (or repetition period or window) to provide infor-
mation regarding SI in a future SI modification period (or
repetition period or window). The information regarding
SI may include, for example, scheduling information for
one or more SI messages (e.g., SIBs). The scheduling
information may include, for example, information that
may enable determination (e.g., by the WTRU) as to in
which frame or frames and/or subframe or subframes
and which time-frequency resources (e.g., RBs) the SI
message or messages may be found. The scheduling
information may pertain to a future SI modification period
(or repetition period or window). For example, an eNB
may transmit, and a WTRU may receive, scheduling in-
formation for CE-SI (e.g., a CE SIB) in one SI modification
period, which may enable the WTRU to determine when
(e.g., frames and/or subframes) and/or in what resources
(e.g., RBs) to find the CE-SI in the next modification pe-
riod. The terminology modification period, repetition pe-
riod, repetition window, time period and time window,
may be used interchangeably herein.
[0131] The scheduling information may include infor-
mation such as that which may be included in compact

scheduling information. Such information may include,
for example, information regarding resource allocation
or MCS level, which may enable the WTRU to find, ac-
quire and/or read the PDSCH carrying the CE-SI and/or
its contents. In an embodiment, the scheduling informa-
tion may include information regarding the repetition of
the CE-SI, for example, within a modification period or
within another time window that may also be included in
or with the scheduling information. Scheduling informa-
tion may be included in a DCI format and/or a PDSCH,
which may be associated with the DCI format. The DCI
format may be scrambled with a new RNTI (e.g., CE-SI-
RNTI), which may be used by CE WTRUs.
[0132] A WTRU, such as a CE WTRU, may receive
and/or decode CE-SI scheduling information, which may
be scrambled with a CE-SI-RNTI. The WTRU may use
this scheduling information to locate and/or acquire the
CE-SI. A WTRU may receive the CE-SI scheduling in-
formation from the predefined or configured location
(e.g., channel, frames, subframes, and/or resources,
such as RBs).
[0133] A WTRU may receive a CE-SI message without
downlink control information. In an embodiment, one or
more of time/frequency resources and MCS level for a
PDSCH carrying a CE-SI message may be predefined.
[0134] The predefined time/frequency resources may
be located in a PDSCH region over one or multiple sub-
frames, which may exclude certain subframes such as
one or more of the subframe containing SIB1, potential
MBSFN subframes (e.g., subframes {1, 2, 3, 6, 7, 8} in
FDD), and TDD uplink subframes. The time/frequency
resources may be a set of PRBs in one or more sub-
frames. The set of PRBs may be located in a fixed location
that may be common for all system bandwidths. For ex-
ample, the center six PRBs may be used for CE-SI mes-
sages.
[0135] In an embodiment, the set of PRBs may be lo-
cated in or only in certain subframes, such as the sub-
frames {4, 9} that do not contain PBCH repetitions. In an
embodiment, the set of PRBs may be located in a sub-
frame within a certain time frame. For example, a subset
of radio frames may be used for the CE-SI message. A
WTRU may or may first check or determine the SFN
number of the radio frame, and, if the SFN number sat-
isfies one or more predefined conditions, the WTRU may
try to receive a CE-SI message in the radio frame. For
another example, a subset of radio frames may be used
for the CE-SI message, and the subset of radio frames
may be defined as a function of physical cell-ID. The mod-
ulation order for the PDSCH containing the CE-SI mes-
sage may be fixed as quadrature phase shift keying
(QPSK).
[0136] The location of the set of PRBs containing a
CE-SI message may be defined as a function of at least
one of downlink system bandwidth, physical cell-ID,
MBSFN subframe configuration, subframe number, radio
frame number, and/or number of CRS ports. In an em-
bodiment, the set of PRBs may be distributed over the
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system bandwidth. In an embodiment, the set of PRBs
may be localized within the system bandwidth, and the
location may be defined as a function of the physical cell
ID. In an example, a modulo operation of physical cell ID
with the total number of PRBs (e.g., number of PRBs for
the CE-SI message) may determine or be used to deter-
mine the first PRB of the PRB set containing the CE-SI
message. One or more RBGs may be used as the set of
PRBs. In another example, the set of PRBs may be N
PRBs, such as a consecutive N PRBs, and the starting
PRB number (or another identifier of the location of the
PRB set) may be determined as a function of at least one
of physical cell ID, system bandwidth, subframe number,
radio frame number, and/or a selection parameter. The
selection parameter may be provided in the MIB. The
selection parameter may identify or may be used to de-
termine a PRB set among multiple PRB set candidates,
which may be a function of one or more of the other pa-
rameters.
[0137] The number of PRBs for CE-SI message trans-
mission (e.g. N) may be a fixed number, such as six (e.g.
N=6). The number of PRBs for CE-SI message transmis-
sion may be indicated in the MIB, may be determined as
a function of system bandwidth, and/or may be deter-
mined as a function of system parameters in the MIB.
The modulation order for the PDSCH containing the CE-
SI message may be fixed as QPSK.
[0138] In another embodiment, the time/frequency lo-
cation of the PDCCH or EPDCCH carrying a CE-SI mes-
sage may be predefined. For example, the first N CCEs
in the common search space may be used for CE-SI mes-
sage transmission, where N may be predefined or may
be defined as a function of a subframe number and/or
an SFN number. For another example, the location of N
CCEs within the common search space may be changed
according to the time. A subset of subframes may carry
the PDCCH or EPDCCH containing the CE-SI message.
For example, the potential subframes for paging may not
be used for CE-SI message transmission. The location
of N CCEs containing CE-SI messages may be changed
over time as a function of the subframe number and/or
SFN number.
[0139] In an embodiment, a CE-SI message may be
transmitted in one or more resource candidates so that
a WTRU may monitor or may need to monitor the re-
source candidates to receive the CE-SI message. The
one or more resource candidates that may carry a CE-
SI message may be one or more sets of PDSCH, PDCCH
or EPDCCH. In each resource candidate, modulation or-
der may be fixed (e.g. QPSK). In each resource candi-
date, a set of modulation orders may be used, and a
WTRU may or may need to blindly detect the CE-SI mes-
sage within the set. One or more resource candidates
may be predefined. In an embodiment, the resource can-
didates may be defined in separate time/frequency re-
sources. For example, non-overlapped PRB sets in a
subframe may be used as the resource candidates. For
another example, the same PRB sets in different sub-

frames may be used as the resource candidates.
[0140] An eNB may transmit one or more SIBs that
may be intended for at least certain WTRUs, such as CE
WTRUs. These one or more SIBs (CE-SIBs) may com-
bine system information that may be intended for these
WTRUs with information that may be included in SIBs
that may be intended for at least certain other WTRUs
(e.g., non-CE WTRUs).
[0141] One or more CE-SI messages may be provided
and/or used. At least one of the CE-SI messages may
be carried by a PDSCH without an associated PDCCH
or EPDCCH. For example, at least one of the CE-SI mes-
sages may be transmitted in a known or determined
time/frequency location. The time/frequency location
may be pre-defined, pre-configured, or determined as a
function of system information or system signals ac-
quired. For example, the time/frequency location of at
least one of the CE-SI messages may be known or de-
termined from one or more of configuration in the MIB,
physical cell-ID, SFN, subframe number, or another CE-
SI message. The terminology known and determined
may be used interchangeably herein.
[0142] In an embodiment, a certain CE-SI message
(e.g. a first CE-SI message) may be transmitted in a
known or determined time and frequency location (e.g.,
in a PDSCH in a known or determined time and frequency
location). The certain CE-SI message may indicate EP-
DCCH common search space in which scheduling infor-
mation for one or more subsequent CE-SI messages may
be transmitted. For example, the certain CE-SI message
may contain the location of EPDCCH common search
space, which may associate with CE mode, and a CE
WTRU may monitor EPDCCH common search space to
acquire the scheduling information of another CE-SI
message. The EPDCCH common search space associ-
ated with CE mode may be transmitted in certain sub-
frames and/or radio frames.
[0143] In another embodiment, a certain CE-SI mes-
sage (e.g. a first CE-SI message) may be transmitted via
a PDSCH in a known or determined time and frequency
location and the certain CE-SI message may include the
time and frequency location of other CE-SI messages.
The certain CE-SI message may be the CE-SI message
including SIB-1, or the certain CE-SI message may be
the first CE-SI message if two or more CE-SI messages
are used. In an example, the time and frequency location
for the certain CE-SI message may be predefined such
as a center 6 PRBs in subframe 5 in an odd-numbered
SFN. In another example, the time and frequency loca-
tion for the certain CE-SI message may be determined
as a function of the system parameters acquired from a
previous system information (e.g. MIB or CE-MIB).
[0144] In another embodiment, a first CE-SI message
may be transmitted in a known or determined time and
frequency location. The time and frequency location of
another, e.g., subsequent, CE-SI message may be indi-
cated by a previous CE-SI message. For example, if three
CE-SI messages are used, the first CE-SI message lo-
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cation may be a known or determined location and the
second CE-SI message location may be indicated from
the first CE-SI message. The third CE-SI message loca-
tion may be indicated from the first or second CE-SI mes-
sage.
[0145] In another embodiment, the scheduling infor-
mation of the PDSCH carrying a certain CE-SI message
(e.g. a first CE-SI message) may be indicated from the
MIB (or CE-MIB). For example, the MIB (or CE-MIB) may
carry the scheduling information of the certain CE-SI
message, which may include one or more of frequency
location, time location, modulation order, transport block
size (TB) size, and number of PRBs.
[0146] In another embodiment, the PDSCH carrying a
certain CE-SI message (e.g. a first CE-SI message) may
be transmitted in a known time and frequency location,
and other scheduling information may be indicated from
the MIB (or CE-MIB). In an example, the modulation order
of the PDSCH and the TBS size may be indicated from
the MIB (or CE-MIB). In another example, the modulation
order of the PDSCH may be fixed (e.g. QPSK), and a set
of TBS sizes may be defined for the certain CE-SI mes-
sage. A subset of TBS sizes may be indicated from the
MIB. A CE WTRU may perform blind decoding attempts
within the subset of TBS sizes.
[0147] In another embodiment, the PDSCH carrying a
certain CE-SI message (e.g. a first CE-SI message) may
be transmitted in a known time location (e.g. subframe
and/or radio frame), and the other scheduling information
may be indicated from the MIB (or CE-MIB). In an exam-
ple, a set of frequency locations of the PDSCH and the
TBS size may be indicated from the MIB (or CE-MIB),
where the set of frequency locations and TBS size may
be a subset of all possible candidates. In another exam-
ple, a set of frequency locations of the PDSCH may be
determined as a function of one or more system param-
eters including physical cell-ID and system BW, and the
frequency location within the set may be explicitly indi-
cated from the MIB (or CE-MIB), where the set of fre-
quency locations may be a subset of all possible candi-
dates. A set of TBS sizes may be determined as a function
of one or more of system parameters, and the TBS size
within the set may be explicitly indicated from the MIB
(or CE-MIB), where the set of TBS size may be a subset
of all possible candidates.
[0148] One or more CE-SI messages may be carried
by a PDSCH, and the frequency location of the PDSCH
may be determined as a function of the system param-
eters, CE-SI message number, and/or subframe and ra-
dio frame number. In an example, the frequency location
of a first CE-SI message and a second CE-SI message
may be different in a certain subframe and/or radio frame.
In another example, the frequency location of a certain
CE-SI message may be different according to the sub-
frame number and/or radio frame number (e.g. SFN).
The frequency location of a certain CE-SI message may
be determined as a function of subframe number, radio
frame number, and/or an associated SI-RNTI.

[0149] A means for SI update detection without paging
may be provided and/or used.
[0150] A WTRU may determine whether certain SIBs
(e.g., SIBs associated with a value tag) have been up-
dated based on whether the value tag is different from
the value tag the WTRU has stored, for example, from a
previous reading of the value tag. The value tag may be
obtained from reading a certain SIB, such as SIB1.
[0151] An eNB that supports CE WTRUs may transmit
a SIB, such as a CE-SIB, which may contain the value
tag at certain predefined times (e.g., SIB1 may be trans-
mitted in subframe 5 every 20 ms) and in the same
time/frequency resources (e.g., the same RBs) in each
transmission, such as within a certain time window or
modification period. The SIB may be transmitted in a PD-
SCH.
[0152] A CE WTRU may assume that a SIB that con-
tains the value tag may be transmitted at certain pre-
defined times (e.g., SIB1 may be transmitted in subframe
5 every 20 ms) and in the same time/frequency resources
(e.g., the same RBs) in each transmission within a certain
time window (e.g., within a modification period).
[0153] In each of a subset of the of the predefined
times, the WTRU may acquire the DCI format, which may
be scrambled with a certain RNTI, such as an SI-RNTI,
to obtain the DCI format that may provide the scheduling
information (e.g., resource allocation, MCS level, etc.)
for the PDSCH that may carry the desired SIB. The
WTRU may combine multiple acquisitions of the DCI for-
mat to successfully decode it.
[0154] Based on the scheduling information decoded
from the DCI format or other means, such as based on
predefined or preconfigured scheduling information, a
WTRU may acquire the PDSCH that may carry the SIB
that may include the value tag. In each of a subset of the
predefined times, which may be after the subset the
WTRU used to acquire the DCI format, the WTRU may
receive the PDSCH that may carry the SIB. The WTRU
may combine multiple acquisitions of the PDSCH to suc-
cessfully read the contents of the SIB.
[0155] A mechanism for SI update detection with pag-
ing may be provided and/or used.
[0156] Paging may be used to indicate the update of
one or more SIBs, which may indicate the need for a
WTRU to acquire or reacquire one or more SIBs. Certain
WTRUs (e.g., CE WTRUs and/or reduced bandwidth
(BW) WTRUs) may have difficulty reading the paging DCI
format and the paging message on the PDSCH in the
same subframe. For these and/or other WTRUs, the pag-
ing mechanism or part of the paging mechanism (e.g.,
the paging mechanism related to SIB updates) may be
modified, for example, to eliminate the need to acquire
and/or read a paging message PDSCH in the same sub-
frame as a paging in a DCI format. Acquiring and reac-
quiring a SIB may include reading the contents of the SIB.
[0157] In an embodiment, a DCI format may be used
to page and/or otherwise indicate one or more SIB up-
dates intended for one or more WTRUs, where the DCI
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format may be transmitted without an associated PD-
SCH. The DCI format may not contain DL-grant-related-
information, and the DCI format may be smaller than the
typical DCI format that may be used for paging and that
may be associated with a PDSCH. The DCI format may
be intended for use by, or may be used by, WTRUs in
connected mode and/or idle mode.
[0158] The DCI format may be scrambled with an RNTI
where the RNTI may be different from the P-RNTI that
may be used for paging non-CE WTRUs (e.g., Pshort-
RNTI). Another RNTI or mechanism for scrambling the
DCI format may be used and still be consistent with the
embodiments described herein.
[0159] The content of the DCI format may include an
indication of a system information modification, such as
systemInfoModification, which may indicate whether one
or more SIBs that may be associated with this indication
(e.g., one or more SIBs that may be associated with a
value tag) have changed or will change at or before the
start of a future modification period. This indication may
have, for example, values of at least TRUE and/or
FALSE. In another example, the indication may be a val-
ue similar to a value tag, which may indicate a value or
state such that a changed value or state indicates one
or more of the associated SIBs have changed or will
change at the start if the next modification period.
[0160] When a WTRU receives and/or decodes a DCI
format, for example one scrambled with Pshort-RNTI,
that contains an SI modification indication with a value
indicating that the modification has or will occur (e.g., the
value TRUE or the value has changed), the WTRU may
acquire or reacquire one or more SIBs that may be as-
sociated with the indication or value tag (e.g., at or after
the start of the next modification period). The WTRU may
acquire and/or read the SIB that contains the relevant
SIB scheduling information (e.g., SIB1 or a CE SIB that
contains SIB scheduling information) first, for example,
to ensure that it has up to date scheduling information,
before attempting to acquire other SIBs.
[0161] The content of the DCI format may include an
ETWS indication (e.g., etws-Indication) that may indicate
whether one or more SIBs that may be associated with
the ETWS (e.g., SIB10 and/or SIB11) may have
changed. This indication may have at least the values of
TRUE or FALSE. In another example, the indication may
be a value similar to a value tag, which may indicate a
value or state such that a changed value or state indicates
one or more of the associated SIBs may have changed.
When a WTRU (e.g., an ETWS-capable-WTRU) re-
ceives and/or decodes a DCI format, for example one
scrambled with Pshort-RNTI, containing an ETWS indi-
cation with a value indicating that the modification has or
will occur (e.g., the value TRUE or the value has
changed), the WTRU may acquire or reacquire one or
more SIBs associated with ETWS. The WTRU may begin
attempting to acquire or reacquire these one or more
SIBs without waiting for the next modification period (e.g.,
as soon as possible). The WTRU may acquire and/or

read the SIB containing the relevant SIB scheduling in-
formation (e.g., SIB1) first, for example to ensure it has
up to date scheduling information, before attempting to
acquire the one or more ETWS-related-SIBs.
[0162] The content of the DCI format may include a
CMAS indication (e.g., cmas-Indication-r9), which may
indicate whether one or more SIBs that may be associ-
ated with the CMAS (e.g., SIB12) may have changed.
This indication may have at least the values of TRUE
and/or FALSE. In another example, the indication may
be a value similar to a value tag, which may indicate a
value or state such that a changed value or state indicates
one or more of the associated SIBs may have changed.
When a WTRU (e.g., a CMAS-capable-WTRU) receives
and/or decodes a DCI format, such as one scrambled
with Pshort-RNTI, containing a CMAS indication with a
value indicating the modification has or will occur (e.g.,
the value TRUE or the value changed), the WTRU may
acquire or reacquire one or more SIBs associated with
the CMAS. The WTRU may begin attempting to acquire
or reacquire these one or more SIBs without waiting for
the next modification period (e.g., as soon as possible).
The WTRU may acquire and/or read the SIB that contains
the relevant SIB scheduling information (e.g., SIB1) first
(e.g., to ensure it has up to date scheduling information)
before attempting to acquire the one or more CMAS-re-
lated-SIBs.
[0163] The content of the DCI format may include an
EAB parameter modification indication (e.g., eab-Para-
mModification-Indication-r11), which may indicate
whether one or more SIBs that contain EAB parameters
(e.g., SIB14) may have changed. This indication may
have at least the values of TRUE and/or FALSE. In an-
other example, the indication may be a value similar to
a value tag, which may indicate a value or state such that
a changed value or state indicates one or more of the
associated SIBs may have changed. When a WTRU
(e.g., an EAB-capable-WTRU) receives and/or decodes
a DCI format, for example one scrambled with Pshort-
RNTI, containing an EAB parameter modification indica-
tion with a value indicating that the modification has or
will occur (e.g., the value TRUE or the value changed),
the WTRU may acquire or reacquire one or more SIBs
associated with EAB. The WTRU may begin attempting
to acquire or reacquire these one or more SIBs without
waiting for the next modification period (e.g., as soon as
possible). The WTRU may acquire and/or read the rele-
vant SIB containing the SIB scheduling information (e.g.,
SIB1) first (e.g., to ensure it has up to date scheduling
information) before attempting to acquire the one or more
EAB-related-SIBs.
[0164] Reception and/or decoding of a DCI format may
include combining (e.g., soft combining) repetitions of
the DCI format. For example, certain WTRUs, such as
coverage-enhanced-WTRUs, may receive repetitions of
a DCI format and may combine them together in order
to successfully decode the DCI format and/or obtain its
contents.
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[0165] The transmission of the DCI format may be ac-
cording to the same (or similar) schedule and/or rules as
non-CE paging or may be according to a different sched-
ule and/or rules. The schedule and/or rules may be dif-
ferent depending on the type of SIB change that may be
indicated. For example, the schedule and/or rules for in-
dicating a SIB update for at least one of ETWS, CMAS,
and EAB may be the same as (or similar to) the schedule
and/or rules for non-CE paging. The schedule and/or
rules for indicating value-tag-related-SIB-updates may
be different from the schedule and/or rules for non-CE
paging. Following the same (or similar) schedule and/or
rules may mean using discontinuous reception (DRX)
cycles and/or paging occasions for at least the first trans-
mission of the DCI format, for example when the DCI
format may be repeated for coverage enhancement. The
DCI format may be transmitted by the eNB and/or re-
ceived by the WTRU in the PDCCH or EPDCCH.
[0166] When SIBs are updated or are to be updated,
the eNB may page the WTRUs to inform them of the
change or impending change. The page may be indicated
by a paging DCI format (e.g., scrambled with the P-RNTI),
which may indicate to the WTRU to read a paging mes-
sage in a PDSCH, which may indicate to the WTRU to
read the SIBs that may have changed. Certain WTRUs,
such as CE WTRUs, may require a significant amount
of repetition in order to read DCI formats and the PDSCHs
for both the paging message and the SIBs. Since repeat-
ing the SIBs may waste system bandwidth, and use of
significant repetition may result in delay in receiving the
updates, it may not be desirable to use or rely on more
repetition for the SIBs (or certain SIBs) for these WTRUs.
[0167] In an embodiment, a DCI format may be used
or transmitted (e.g., by an eNB) to page and/or otherwise
indicate one or more SIB updates to or intended for one
or more WTRUs, where a PDSCH may be associated
with the DCI format and at least some of the modified
SIB information may be included in the PDSCH. The DCI
format may be scrambled with an RNTI, and the RNTI
may be different from the P-RNTI that may be used for
paging non-CE WTRUs (e.g., Psib-RNTI). Any other RN-
TI or means for scrambling the DCI format may be used
and still be consistent with the embodiments described
herein.
[0168] When a WTRU, such as a CE WTRU, receives
and/or decodes a DCI format (e.g., one scrambled with
Psib-RNTI) that contains an indication indicating that at
least some SIB information has changed, the WTRU may
acquire the associated PDSCH (which may include com-
bining repetitions of the PDSCH), for example, to obtain
the updated SIB information. The DCI format may include
one or more indications as to what type of SIB information
has or will change, as described for the SIB update DCI
format without an associated PDSCH.
[0169] One or more indications as to what type of SIB
information has or will change may be included in the
associated PDSCH. The type of SIB information that may
be indicated may include one or more of CE-SIB infor-

mation, value-tag- related-SIB-information, ETWS-relat-
ed-SIB-information, CMAS-related-SIB- information,
and EAB-related-SIB-information. A separate indication
may be provided for one or more types (e.g., each type)
of SIB information that may indicate whether there are
or will be changes to that type of information.
[0170] An indication in the DCI format may indicate
whether the updated SIB information is included in the
PDSCH associated with the DCI format. If the indication
indicates that the updated SIB information is included in
the associated PDSCH, the WTRU may acquire the as-
sociated PDSCH (which may include combining repeti-
tions of the PDSCH) to obtain the updated SIB informa-
tion. If the indication indicates that the updated SIB in-
formation may not be included in the associated PDSCH,
the WTRU may acquire the updated SIB information by
acquiring the SIBs themselves. The default (e.g., lack of
indication) may indicate to the WTRU to acquire the SIBs
from the associated PDSCH or from the SIBs them-
selves.
[0171] Whether to acquire the updated SIB information
from the associated PDSCH may be specific to the type
of SIB information. For example, inclusion of an indication
in the DCI format that indicates whether to acquire the
updated SIB information from the associated PDSCH
may be specific to the type of SIB information. Certain
updated SIB information, for example updated critical in-
formation such as updated ETWS and/or CMAS infor-
mation, may be (or may always be) included in the PD-
SCH associated with the DCI format. An indication as to
whether to acquire the updated SIB information from the
PDSCH associated with the DCI format or from the SIBs
themselves may not be included for SIB information or
types of SIB information that may always be included in
the PDSCH associated with the DCI format and/or which
may not (or may never) be included in the PDSCH asso-
ciated with the DCI format.
[0172] Certain SIB information (e.g., certain SIB1 or
CE-SIB information) may be included in the PDSCH as-
sociated with the DCI format. For example, one or more
value tags (e.g., the value tag used to indicate update of
non-CE SIBs) may be included. A value tag may be in-
cluded in the PDSCH associated with the DCI format in
at least one of the following scenarios: when the value
tag has changed, always, or in certain other scenarios.
In another example, the SIB scheduling information may
be included. SIB scheduling information may be included
in the PDSCH associated with the DCI format in at least
one of the following scenarios: when the SIB scheduling
information has changed, always, or in certain other sce-
narios.
[0173] For an updated SIB included in the PDSCH as-
sociated with the DCI format, the information included
for the SIB may include one or more of the SIB information
that has changed, all of the SIB information whether or
not it has changed, or certain SIB information, such as
important SIB information, regardless of whether or not
it has changed.
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[0174] For SIBs associated with a value tag, all of the
SIBs may be included in the PDSCH associated with the
DCI format regardless of whether or not their contents
changed. For SIBs associated with a value tag, a further
indication or indications may be included (e.g., in the DCI
format or the PDSCH) to indicate which SIBs have
changed. The SIBs that have changed may be included
in the PDSCH.
[0175] When a SIB is included in the PDSCH, some or
all of the contents of the SIB may be included. The con-
tents that may be included may be at least one of the
updated contents, important contents (e.g., scheduling
information), or all the contents. For SIBs, such as SIBs
that may be associated with a value tag, the updated SIB
contents may be applied by the WTRU according to a
modification period. For example, if the updated SIB con-
tent is received by a WTRU in one modification period,
the WTRU may apply the updated content at the start of
the next modification period.
[0176] If repetition of the DCI format and/or the PDSCH
associated with the DCI format is used by the WTRU to
successfully receive updated SIB content, the WTRU
may use the starting point and/or the ending point (e.g.,
as determined by the WTRU) of the repetition of the DCI
format and/or the PDSCH to determine when to apply
the updated SIB content. For example, if the starting point
and ending points are in the same modification period,
the WTRU may apply the updated SIB content at the start
of the next modification period. For another example, if
the starting point and ending points are in different mod-
ification periods, the WTRU may apply the updated SIB
content after receiving it and may not wait for the next
modification period.
[0177] A cell may transmit a PBCH or MIB or make
another transmission that may be repeated. A WTRU
may receive the PBCH, the MIB, or the other transmis-
sion.
[0178] One or more of the PBCH, the MIB, the trans-
mission of the PBCH, the transmission of the MIB, or the
other transmission, may use, consist of, be comprised of
or include a number of bits such as N bits. Some of the
N bits, for example, M bits, may be used by or may be
intended for use by at least certain WTRUs such as non-
CE WTRUs (e.g., WTRUs of a certain release and/or
earlier such as LTE release 12 and/or earlier). Some of
the N bits, for example, P bits, may be or may only be
used by or may be or may only be intended for use by
certain WTRUs such as, for example, WTRUs that may
or may not have a certain capability or functionality, for
example, WTRUs that may operate in a reduced band-
width with respect to a bandwidth of a cell, WTRUs that
may support or operate in CE mode or use CE mecha-
nisms, such as repetition, and WTRUs that may support
or use EPDCCH common search space, among others.
Certain bits of the N bits may be reserved for future use
and/or may be considered spare bits. For example, there
may be S spare bits. S = N-M may represent the number
of spare bits. S may, for example, equal 10. P may be or

may need to be a subset of S. Since the spare bits may
be limited, it may be desirable to use as few as possible
of those bits to support a new or certain function or ca-
pability. M and P may be integers greater than or equal
to zero.
[0179] In an embodiment, some bits, such as the M
bits of the PBCH, may have the same meaning at all
times, for example to support non-CE WTRUs, while one
or more other bits, such as one or more of the P bits of
the PBCH, may have a different meaning at different
times, for example to limit the use of spare bits. The
meaning may be a function of at least time, such as the
time of the transmission. For example, a cell may transmit
some bits of the PBCH with the same meaning at all times
and one or more other bits of the PBCH with a different
meaning at different times where the difference in mean-
ing may be at least a function of the time of the transmis-
sion such as the SFN, subframe and/or timeslot of the
transmission. A WTRU may receive some bits of the
PBCH from a cell and interpret the meaning of the bits
the same way at all times. The WTRU may receive one
or more other bits of the PBCH from the cell and may
interpret the meaning of the bits differently, where the
difference in interpretation may be a function of at least
the time of the transmission or reception, such as the
SFN, subframe, and/or timeslot of the transmission or
reception.
[0180] In an embodiment, the contents of the PBCH
(e.g., the parameters included in the MIB) may be differ-
ent at different times. At least some of the contents of
the PBCH may be a function of at least time, such as the
time of the transmission or reception. A WTRU may re-
ceive the PBCH from a cell and may interpret the content
as a function of at least the time of the transmission or
reception, such as the SFN, subframe, and/or timeslot
of the transmission or reception. A cell may transmit some
content of the PBCH as a function of at least the time of
the transmission or reception, such as the SFN, sub-
frame, and/or timeslot of the transmission or reception.
For example, which parameters are included in the trans-
mission may be a function of the time of the transmission
or reception.
[0181] The meaning of the bits or at least some of the
contents of the PBCH in each transmission time (e.g.,
subframe, frame, SFN, or timeslot) may be predefined
or preconfigured or otherwise known or determined by
the WTRU and/or the cell. Alternatively, the meaning or
contents may be configured dynamically by one or more
bits (or flags or parameters), which may be included in
the PBCH, for example by the cell. The WTRU may use
one set of bits (or flags or parameters) in the PBCH to
interpret the meaning or contents of another set of bits
or content in the PBCH. The WTRU may use a part of
the contents of the PBCH to interpret the meaning or
contents of another part of the PBCH. The cell may trans-
mit or provide or use a part of the contents of the PBCH
to identify the meaning or contents of another part of the
PBCH. Whether or not the bits change their meaning (or
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at least some of the contents of the PBCH change) may
be a function of one or more of the capabilities, function-
ality, or feature support of the cell or other entity that may
transmit the bits. Which bits and/or how many bits change
their meaning (or what contents are included or change)
may be a function of one or more of the capabilities, func-
tionality, or feature support of the cell or other entity that
may transmit the bits. For example, a cell that may sup-
port certain capabilities, functionality, or features, such
as reduced bandwidth WTRUs, coverage limited
WTRUs, or EPDCCH common search space, may trans-
mit different PBCH contents or one or more bits in a PBCH
with a different meaning at different times, where the dif-
ference in meaning may be a function of the time of the
transmission. Examples of the time of transmission in-
clude SFN, subframe, and timeslot of transmission.
[0182] Bits changing their meaning may be or include
contents changing. Contents changing may be or include
bits changing their meaning. Contents may include one
or more parameters. The terminology contents, param-
eters, and bits may be used interchangeably herein.
[0183] A WTRU may receive one or more bits in the
PBCH from the cell and may interpret or may understand
to interpret the meaning of the bits (or at least some of
the content of the PBCH) differently at least as a function
of time based on the WTRU’s and/or the cell’s support
of certain capabilities, functionality, or features, such as
reduced bandwidth, coverage enhancement, or EPD-
CCH common search space. The WTRU may determine
the cell’s support for certain capabilities, functionality, or
features from one or more bits (or content) in the PBCH,
which may not change its (or their) meaning as a function
of time and/or other transmissions received from the cell.
[0184] The PBCH (or other transmission) may have or
use a transmission period, TP1, for some (e.g., M) bits,
which may be 40 ms. During TP1, the PBCH may be
transmitted, for example, by a cell, one or more times,
such as at least once every 10 ms, where the values of
the M bits may not change. The M bits may change their
value at the start of a TP1 or every TP1. The meaning of
the M bits, for example, for or in the cell, may not or may
never change. For example, for TP1 = 40 ms, the start
of TP1 may correspond to SFN mod 4 = 0, and the M
bits may change their value (or may be allowed to change
their value) each time SFN mod 4 = 0, but may not change
their meaning. The PBCH bits, which may change their
meaning as a function of time, may change their meaning
on TP1 boundaries. For example, a number, for example
P1, bits may have 2 meanings, which depend on time.
The meaning of the bits may alternate every k x TP1 and
may stay constant until the next k x TP1, where k is an
integer that may be greater than 0. For TP1 = 40 ms and
k=1, the meaning and interpretation of the meaning of
the bits may alternate every 40 ms. The meaning and
interpretation of the meaning may depend on SFN. For
example, for SFN mod 8 = 0 through SFN mod 8 = 3, the
P1 bits may have one meaning, and for SFN mod 8 = 4
through SFN mod 8 = 7, the P1 bits may have another

meaning. This may be represented by the function F =
Floor [0.25 x SFN mod 8], where the P1 bits may have
one meaning when F= 0 and another meaning when F=1.
[0185] Another representation may be F = Floor [(SFN
mod (2 x k x 4))/(k x 4)], where the P1 bits may have one
meaning when F= 0 and another meaning when F=1. For
k = 2, the P1 bits may alternate meaning every 80 ms.
[0186] There may be multiple subsets of bits, such as
subsets of the P bits, which may change their meanings
at different times. There may or may also be a subset of
the P bits, such as P0 bits, which may not change its
meaning over time. For example, for one subset of a
number of bits, such as P1 bits, the meaning may change
or alternate every k1 x TP1. For another subset of bits,
such as P2 bits, which may be non-overlapping with the
P1 bits, the meaning may change or alternate every k2
x TP1. In an example, k1=1 and k2=2. The P1 bits may
change or alternate their meaning every 40 ms while the
P2 bits may change or alternate their meaning every 80
ms. The P0 bits may have the same meaning at all times.
[0187] In another example, a number, for example P1,
bits may have m meanings, which may depend on time.
The bits may cycle through their meanings every k x TP1
and repeat a meaning every m x k x TP1. For k = 1, m=4,
and TP1 = 40 ms, the P1 bits may cycle through each of
their 4 meanings every 40 ms (e.g., and stay the same
for 40 ms) and have the same meaning every 160 ms.
[0188] FIG. 6 is a diagram 600 of example transmis-
sions that include a number of bits that may change
meaning according to a time or time period. In the exam-
ple illustrated in FIG. 6, the transmissions may be, for
example, MIB or PBCH transmissions, which may be re-
peated. In the illustrated example, a transmission period
(TP) is identified by a transmission period number (TPN),
e.g., n, n+1, .... In the example, a TP is 40 ms. A TPN
may represent or correspond to the SFN or the SFN con-
tained or transmitted in the MIB, which may be the most
significant 8 bits of a 10-bit SFN. In the example trans-
missions over multiple TPs, a number of bits do not
change meaning 602 (e.g., the bits carry the same infor-
mation for all TPN or SFN). In the example transmissions,
a number of bits alternate meanings every TPN or SFN
604 (e.g., bits alternate between carrying Information 1
or Information 2 at each TPN or SFN). In the example
transmissions, a number of bits cycle through 4 different
meanings every TPN or SFN 606 (e.g., bits cycle through
carrying Information 1, Information 2, Information 3 or
Information 4 at each TPN or SFN). For the duration of
a TP with a certain TPN, the MIB may be repeated. For
the repetitions during a certain TP, the meaning of the
transmitted bits may be the same. In the example, a MIB,
PBCH, or other transmission in a certain TP (e.g., with a
certain TPN or SFN) may include bits that do not change
meaning according to a time or time period 602 and one
or more sets of bits that change according to a time or
time period 604 and/or 606. In the example, content or
parameters may be substituted for bits, and the content
or parameters may stay the same or change according
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the TPN or SFN.
[0189] In another embodiment, at least some of the
contents of (e.g., parameters included in) the PBCH may
change as a function of time. The contents of the PBCH,
which may change as a function of time, may change on
TP1 boundaries. For example, there may be a number
of sets of contents where the set transmitted may depend
on time. For example, there may be 2 sets of contents
and the set transmitted may alternate every k x TP1 and
may stay constant until the next k x TP1, where k is an
integer which may be greater than 0.
[0190] In another embodiment, one or more bits may
have meaning in some transmission periods (e.g., PBCH
transmission periods), but not in others. For some trans-
mission periods, the bits may be unused, set to zero or
reserved for future use. For example, a set of bits may
be transmitted in every other transmission period, such
as in even transmission periods, and may alternate
meanings in every other transmission. For a transmission
period of 40 ms, the bits may be transmitted and may
alternate their meaning in even multiples of 40 ms. In the
odd multiples of 40 ms, the bits may be unused, zero, or
reserved for future use. The use and meaning of the bits
may not change for transmissions within a transmission
period.
[0191] The terminology PBCH and MIB may be used
interchangeably herein and are used for exemplary pur-
poses. Another transmission of another type may be sub-
stituted for PBCH or MIB and still be consistent with the
embodiments described herein. The terminology cell and
eNB may also be used interchangeably herein.
[0192] In an example, the bits that may be transmitted
by a cell in the PBCH may indicate values of certain pa-
rameters, which may identify a functionality or capability
of the cell and/or may be used or needed by a WTRU to
receive another transmission from the cell, such as a CE-
SIB (e.g., CE-SIB1), MTC-SIB (e.g., MTC-SIB1), or EP-
DCCH common search space (CSS). One or more PBCH
bits may have different meaning at different times, where
the different meanings may be different parameters of
the cell or of the other transmission. A cell may transmit
one or more PBCH bits with different meanings at differ-
ent times to convey parameters for the cell and/or another
transmission. A WTRU may receive the PBCH bits with
different meanings at different times to obtain the param-
eters for the cell and/or other transmission. The WTRU
may use one or more of these parameters to at least one
of monitor, receive, successfully receive, and/or decode
the other transmission. The WTRU may use one or more
of these parameters to determine a functionality or ca-
pability of the cell.
[0193] The parameters for the other transmission may
include at least one of the following for the transmission:
time location, frequency location, transport block size
(TBS), modulation order, number of repetitions, system
information (SI) window or other window during which
individual transmissions or repetitions may be integrated,
SI modification period, and/or starting symbol in the

transmission subframes. For EPDCCH, such as EPD-
CCH CSS, the parameters may or may also include at
least one of the following: the number of EPDCCH can-
didates (e.g., the number of blind decodes), the ECCE
aggregation levels, the number of ECCE repetitions, se-
lection of distributed or localized mode of operation, and
the DCI format size.
[0194] Time location may identify the subframe or set
of subframes in each frame or each identified frame in
which the transmission may be transmitted or received.
Time location may identify the frames in which the trans-
mission may be transmitted or received. Bits, for exam-
ple, a few bits, may be used to identify one of a set of
predefined subframes and/or frames. For example, if the
time location has the possibilities of every 40 ms, 80 ms,
160 ms, or 320 ms, 2 bits may be used to identify one of
four possibilities. SFN=0 may be considered the start for
timing. In another example, if the subframe within a frame
has the possibilities of 0 or 5, one bit may be sufficient.
If the subframe within a frame has the possibilities of 0,
4, 5, or 9, two bits may be sufficient. WTRU reception of
the PBCH may be performed prior to determining a TDD
UL/DL configuration of the cell. If the time location indi-
cates a subframe for a DL transmission that may not be
DL in all TDD UL/DL configurations, the WTRU may un-
derstand that the indicated subframe is a DL subframe
in the cell.
[0195] The frequency location may identify the set of
PRBs that may be used for the transmission. The number
of PRBs may be identified. For a number of PRBs less
than or equal to 6, 3 bits may be used. For a selection
from a limited number of options (e.g., 2, 4, or 6 PRBs),
fewer bits may be used. The starting PRB may or may
also be identified.
[0196] The starting PRB or the location of the PRBs
within the bandwidth of the cell may be one of a set of
starting PRBs or bandwidth locations. The set may be
fixed or determined based on one or more of cell ID, SFN,
and other factors. The frequency location, which may be
provided, for example in the PBCH, may identify which
starting PRB or bandwidth location within the set the
transmission may use.
[0197] In an example, 1 bit, for example b1, may be
used to indicate a cell’s support for reduced bandwidth
WTRUs, 1 bit, for example b2, may be used to indicate
the cell’s support for coverage enhanced WTRUs, 2 bits,
for example bb1, may be used to indicate the periodicity
of CE-SIB1, 2 bits, for example bb2, may be used to
identify the frequency band for CE-SIB1, 2 bits, for ex-
ample bb3, may be used to identify the number of PRBs
for CE-SIB1, and 2 bits, for example bb4, may be used
to identify the TBS for CE-SIB1. Including all the bits to-
gether may need 10 bits. Alternatively, one bit with alter-
nating meaning may be used to represent b1 and b2 in
different time periods, for example alternating 40 ms time
periods. Two bits with cycling meaning may be used to
represent bb1, bb2, bb3, and bb4 in different time peri-
ods, such as each of the four 40 ms time periods in a 160
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ms cycle.
[0198] A WTRU may determine the value of the SFN
from bits in the PBCH, which may not change their mean-
ing. One or more bits may be included in the PBCH to
increase the window of time during which frames may be
counted and during which signals may be repeated
and/or modified. SFN combined with the added bit or bits
may be referred to as a long SFN or LSFN. LSFN may
replace SFN in the embodiments herein and still be con-
sistent with this invention. A WTRU may use the value
of SFN or LSFN to determine the meaning of the PBCH
bits in a subframe.
[0199] In another example, the bits that may be trans-
mitted by a cell in the PBCH may indicate part (e.g., a
segment) of a parameter or set of parameters, which may
identify one or more functionalities or capabilities of the
cell and/or may be used or needed by a WTRU to receive
another transmission from the cell, such as a CE-SIB
(e.g., CE-SIB1), MTC-SIB (e.g., MTC-SIB1), or EPDCCH
common search space (CSS). One or more PBCH bits
may have different meaning at different times, where the
different meanings may be different parts (e.g., seg-
ments) of a parameter or set of parameters of the cell or
of the other transmission. A cell may transmit one or more
PBCH bits with different meanings at different times to
convey different parts of a parameter or set of parameters
of the cell or of the other transmission. A WTRU may
receive the PBCH bits with different meanings at different
times to obtain the different parts of a parameter or set
of parameters of the cell for the cell and/or other trans-
mission. The WTRU may combine (e.g., reassemble or
concatenate) the parts of the parameter or set of param-
eters to determine the value of the parameter or set of
parameters. The WTRU may use one or more of these
parameters to at least one of monitor, receive, success-
fully receive, and/or decode the other transmission. The
WTRU may use one or more of these parameters to de-
termine a functionality or capability of the cell. The ter-
minology part and segment may be used interchangeably
herein.
[0200] Physical layer segmentation and/or reassembly
(e.g., of the segments) may be used by the cell and/or
WTRU. T bits may represent a parameter or set or pa-
rameters of a cell or transmission. The T bits may be
segmented into at least 2 sets of bits. Some or all of the
segments may have an equal number of bits. A segment
may have fewer bits if, for example, T is not divisible by
the number of segments. If T is not divisible by the number
of segments, padding may be used (e.g., zeros) in one
or more (e.g., the last) segment, which may enable all
segments to have the same number of bits. For N seg-
ments, each segment may include SB = T/N bits. For
example, if T=20 and N = 4, then SB= 5. The 20 bits may
be transmitted as 5 bits in each of 4 PBCH transmissions,
for example in each of 4 consecutive PBCH transmission
periods. For SB bits per segment, N may equal
CEIL[T/SB]. If N is not a power of 2, one or more PBCH
transmissions may not include segment bits or may in-

clude padding (e.g., zeroes) instead of segment bits. If
T is not a multiple of SB, at least one segment may include
one or more padding bits. For example if T=20 and SB
= 3, then N=7. The 20 bits may be transmitted as 3 bits
in each of 8 PBCH transmissions, where 6 of the trans-
mission may include 3 parameter bits, 1 transmission
may include 2 parameter bits and 1 transmission may
include no parameter bits. Padding or zeroes may be
used when no parameter bits are transmitted.
[0201] A WTRU may, for example based on SFN, un-
derstand which segment bits it may receive. A WTRU
may wait until it receives enough (e.g., all) of the segment
bits to determine a value of a parameter or values of a
set of parameters.
[0202] The set of N segments with a periodicity of PD
may be repeated every PD. Each of the N segments may
be repeated every PD. From PD to PD, a segment may
have the same value or a different value (e.g., if the value
was modified by the cell). The periodicity of changes (or
possible changes) may be longer than the segment pe-
riodicity, for example the periodicity of changes (or pos-
sible changes) may be a multiple of the segment perio-
dicity.
[0203] How bits may be segmented and when the seg-
ments may be transmitted (e.g., subframe, frame, SFN)
may be predefined, preconfigured, and/or known or de-
termined by the WTRU and/or the cell.
[0204] In addition, the methods described herein may
be implemented in a computer program, software, or
firmware incorporated in a computer-readable medium
for execution by a computer or processor. Examples of
computer-readable media include electronic signals
(transmitted over wired or wireless connections) and
computer-readable storage media. Examples of compu-
ter-readable storage media include, but are not limited
to, a read only memory (ROM), a random access memory
(RAM), a register, cache memory, semiconductor mem-
ory devices, magnetic media such as internal hard disks
and removable disks, magneto-optical media, and optical
media such as CD-ROM disks, and digital versatile disks
(DVDs). A processor in association with software may
be used to implement a radio frequency transceiver for
use in a WTRU, UE, terminal, base station, RNC, or any
host computer.

Claims

1. A method, implemented in a wireless transmit/re-
ceive unit, WTRU (102), the method comprising:

receiving downlink control information, DCI,
scrambled with a paging radio network tempo-
rary identifier, P-RNTI, wherein the DCI includes
at least one of a system information update in-
dicator, a single bit earthquake tsunami warning
system, ETWS, indicator, a single bit commer-
cial mobile alert service, CMAS, indicator, and
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a single bit extended access barring, EAB, indi-
cator, and wherein the DCI does not include
downlink, DL, grant information for an associat-
ed paging message; and
on a condition that one or more indicators among
the system information update indicator, the sin-
gle bit ETWS indicator, the single bit CMAS in-
dicator and the single bit EAB indicator indicate
that one or more system information blocks,
SIBs, associated with the one or more indicators
have changed or will change, acquiring or re-
acquiring at least one of the one or more SIBs.

2. The method of claim 1, wherein the system informa-
tion update indicator is a single bit having a value of
TRUE to indicate that one or more SIBs associated
with the system information update indicator have
changed or will change.

3. The method of claim 1, wherein the single bit ETWS
indicator has a value of TRUE to indicate that one
or more system information blocks, SIBs, that are
associated with the ETWS have changed or will
change.

4. The method of claim 1, wherein the single bit CMAS
indicator has a value of TRUE to indicate that one
or more SIBs that are associated with the CMAS
have changed or will change.

5. The method of claim 1, wherein the single bit EAB
indicator has a value of TRUE to indicate that one
or more SIBs that are associated with the EAB have
changed or will change.

6. The method of claim 1, wherein the one or more SIBs
include one or more of SIB1, SIB10, SIB11, SIB12
or SIB14.

7. A wireless transmit/receive unit, WTRU (102), com-
prising:

a receive unit configured to receive downlink
control information, DCI, scrambled with a pag-
ing radio network temporary identifier, P-RNTI,
wherein the DCI includes at least one of a sys-
tem information update indicator, a single bit
earthquake tsunami warning system, ETWS, in-
dicator, a single bit commercial mobile alert
service, CMAS, indicator, and a single bit ex-
tended access barring, EAB, indicator, and
wherein the DCI does not include downlink, DL,
grant information for an associated paging mes-
sage; and
a processor configured to, on a condition that
one or more indicators among the system infor-
mation update indicator, the single bit ETWS in-
dicator, the single bit CMAS indicator and the

single bit EAB indicator indicate that one or more
system information blocks, SIBs, associated
with the one or more indicators have changed
or will change, acquire or re-acquire at least one
of the one or more SIBs.

8. The WTRU of claim 7, wherein the system informa-
tion update indicator is a single bit having a value of
TRUE to indicate that one or more SIBs associated
with the system information update indicator have
changed or will change.

9. The WTRU of claim 7, wherein the single bit ETWS
indicator has a value of TRUE to indicate that one
or more system information blocks, SIBs, that are
associated with the ETWS have changed or will
change.

10. The WTRU of claim 7, wherein the single bit CMAS
indicator has a value of TRUE to indicate that one
or more SIBs that are associated with the CMAS
have changed or will change.

11. The WTRU of claim 7, wherein the single bit EAB
indicator has a value of TRUE to indicate that one
or more SIBs that are associated with the EAB have
changed or will change.

12. The WTRU of claim 7, wherein the one or more SIBs
include one or more of SIB1, SIB10, SIB11, SIB12
or SIB14.

Patentansprüche

1. Verfahren, das in einer Drahtlos-Sende- und -Emp-
fangseinheit (102) implementiert wird, wobei das
Verfahren umfasst:

Empfangen von Downlink-Steuerungsinforma-
tionen (Downlink Control Information, DCI), die
mit einem Paging Radio Network Temporary
Identifier (P-RNTI) verwürfelt sind, wobei die
DCI mindestens eines von einem Systeminfor-
mationsaktualisierungsindikator, einem Einzel-
bit-Erdbeben-Tsunami-Warnsystem (Earthqua-
ke Tsunami Warning System, ETWS)-Indikator,
einem kommerziellen Einzelbit-Mobilfunk-Alar-
mierungsdienst (Commercial Mobile Alert Ser-
vice, CMAS)-Indikator, und einem Einzelbit-In-
dikator für eine erweiterte Zugriffssperre (Exten-
ded Access Barring, EAB) enthalten, und wobei
die DCI keine Downlink (DL)-Freigabeinforma-
tionen für eine zugehörige Paging-Nachricht
enthalten; und
unter der Bedingung, dass ein oder mehrere In-
dikatoren aus dem Systeminformationsaktuali-
sierungsindikator, dem Einzelbit-ETWS-Indika-
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tor, dem Einzelbit-CMAS-Indikator und dem Ein-
zelbit-EAB-Indikator anzeigen, dass sich ein
oder mehrere Systeminformationsblöcke
(SIBs), die mit dem einen oder den mehreren
Indikatoren verknüpft sind, geändert haben oder
ändern werden, Erfassen oder erneutes Erfas-
sen mindestens eines des einen oder der meh-
reren SIBs.

2. Verfahren nach Anspruch 1, wobei der Systeminfor-
mationsaktualisierungsindikator ein einzelnes Bit
mit dem Wert TRUE ist, um anzuzeigen, dass sich
ein oder mehrere mit dem Systeminformationsaktu-
alisierungsindikator verknüpfte SIBs geändert ha-
ben oder ändern werden.

3. Verfahren nach Anspruch 1, wobei der Einzelbit-
ETWS-Indikator den Wert TRUE hat, um anzuzei-
gen, dass sich ein oder mehrere Systeminformati-
onsblöcke (SIBs), die mit dem ETWS verknüpft sind,
geändert haben oder ändern werden.

4. Verfahren nach Anspruch 1, wobei der Einzelbit-
CMAS-Indikator den Wert TRUE hat, um anzuzei-
gen, dass sich ein oder mehrere SIBs, die mit dem
CMAS verknüpft sind, geändert haben oder ändern
werden.

5. Verfahren nach Anspruch 1, wobei der Einzelbit-
EAB-Indikator den Wert TRUE hat, um anzuzeigen,
dass sich ein oder mehrere SIBs, die mit dem EAB
verknüpft sind, geändert haben oder ändern werden.

6. Verfahren nach Anspruch 1, wobei der eine oder
mehreren SIBs einen oder mehrere von SIB1,
SIB10, SIB11, SIB12 oder SIB14 enthalten.

7. Drahtlos-Sende- und -Empfangseinheit (Wireless
Transmit/Receive Unit, (WTRU) (102), die umfasst:

eine Empfangseinheit, die dafür konfiguriert ist,
Downlink-Steuerungsinformationen (Downlink
Control Information, DCI) zu empfangen, die mit
einem Paging Radio Network Temporary Iden-
tifier (P-RNTI) verwürfelt sind, wobei die DCI
mindestens eines von einem Systeminformati-
onsaktualisierungsindikator, einem Einzelbit-
Erdbeben-Tsunami-Warnsystem (Earthquake
Tsunami Warning System, ETWS)-Indikator, ei-
nem kommerziellen Einzelbit-Mobilfunk-Alar-
mierungsdienst (Commercial Mobile Alert Ser-
vice, CMAS)-Indikator, und einem Einzelbit-In-
dikator für eine erweiterte Zugriffssperre (Exten-
ded Access Barring, EAB) enthalten, und wobei
die DCI keine Downlink (DL)-Freigabeinforma-
tionen für eine zugehörige Paging-Nachricht
enthalten; und
einen Prozessor, der dafür konfiguriert ist, unter

der Bedingung, dass ein oder mehrere Indika-
toren aus dem Systeminformationsaktualisie-
rungsindikator, dem Einzelbit-ETWS-Indikator,
dem Einzelbit-CMAS-Indikator und dem Einzel-
bit-EAB-Indikator anzeigen, dass sich ein oder
mehrere Systeminformationsblöcke (SIBs), die
mit dem einen oder den mehreren Indikatoren
verknüpft sind, geändert haben oder ändern
werden, mindestens eines des einen oder der
mehreren SIBs zu erfassen oder erneut zu er-
fassen.

8. WTRU nach Anspruch 7, wobei der Systeminforma-
tionsaktualisierungsindikator ein einzelnes Bit mit
dem Wert TRUE ist, um anzuzeigen, dass sich ein
oder mehrere mit dem Systeminformationsaktuali-
sierungsindikator verknüpfte SIBs geändert haben
oder ändern werden.

9. WTRU nach Anspruch 7, wobei der Einzelbit-ETWS-
Indikator den Wert TRUE hat, um anzuzeigen, dass
sich ein oder mehrere Systeminformationsblöcke
(SIBs), die mit dem ETWS verknüpft sind, geändert
haben oder ändern werden.

10. WTRU nach Anspruch 7, wobei der Einzelbit-CMAS-
Indikator den Wert TRUE hat, um anzuzeigen, dass
sich ein oder mehrere SIBs, die mit dem CMAS ver-
knüpft sind, geändert haben oder ändern werden.

11. WTRU nach Anspruch 7, wobei der Einzelbit-EAB-
Indikator den Wert TRUE hat, um anzuzeigen, dass
sich ein oder mehrere SIBs, die mit dem EAB ver-
knüpft sind, geändert haben oder ändern werden.

12. WTRU nach Anspruch 7, wobei der eine oder meh-
reren SIBs einen oder mehrere von SIB1, SIB10,
SIB11, SIB12 oder SIB14 enthalten.

Revendications

1. Procédé mis en œuvre dans une unité émettrice-
réceptrice sans fil, WTRU, (102), le procédé
comprenant :

la réception d’informations de commande de
liaison descendante, DCI, brouillées avec un
identifiant provisoire de réseau radio de radio-
messagerie, P-RNTI, dans lequel les DCI in-
cluent au moins l’un parmi un indicateur de mise
à jour d’informations de système, un indicateur
de système d’avertissement de tsunami de
tremblement de terre, ETWS, à bit unique, un
indicateur de service d’alerte mobile commer-
cial, CMAS, à bit unique, et un indicateur d’in-
terdiction d’accès étendu, EAB, à bit unique, et
dans lequel les DCI n’incluent pas d’informa-
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tions d’octroi de liaison descendante, DL, pour
un message de radiomessagerie associé ; et
à condition qu’un ou plusieurs indicateurs parmi
l’indicateur de mise à jour d’informations de sys-
tème, l’indicateur ETWS à bit unique, l’indica-
teur CMAS à bit unique, et l’indicateur EAB à bit
unique indiquent qu’un ou plusieurs blocs d’in-
formations de système, SIB, associés aux un ou
plusieurs indicateurs ont changé ou vont chan-
ger, l’acquisition ou la réacquisition d’au moins
l’un parmi les un ou plusieurs SIB.

2. Procédé selon la revendication 1, dans lequel l’indi-
cateur de mise à jour d’informations de système est
un bit unique ayant une valeur de TRUE pour indi-
quer qu’un ou plusieurs SIB associés à l’indicateur
de mise à jour d’informations de système ont changé
ou vont changer.

3. Procédé selon la revendication 1, dans lequel l’indi-
cateur ETWS à bit unique a une valeur de TRUE
pour indiquer qu’un ou plusieurs blocs d’informations
de système, SIB, qui sont associés à l’ETWS ont
changé ou vont changer.

4. Procédé selon la revendication 1, dans lequel l’indi-
cateur CMAS à bit unique a une valeur de TRUE
pour indiquer qu’un ou plusieurs SIB qui sont asso-
ciés au CMAS ont changé ou vont changer.

5. Procédé selon la revendication 1, dans lequel l’indi-
cateur EAB à bit unique a une valeur de TRUE pour
indiquer qu’un ou plusieurs SIB qui sont associés à
l’EAB ont changé ou vont changer.

6. Procédé selon la revendication 1, dans lequel les un
ou plusieurs SIB incluent un ou plusieurs parmi SIB1,
SIB10, SIB11, SIB12 ou SIB14.

7. Unité émettrice-réceptrice sans fil, WTRU, (102),
comprenant :

une unité réceptrice configurée pour la réception
d’informations de commande de liaison descen-
dante, DCI, brouillées avec un identifiant provi-
soire de réseau radio de radiomessagerie, P-
RNTI, dans laquelle les DCI incluent au moins
l’un parmi un indicateur de mise à jour d’infor-
mations de système, un indicateur de système
d’avertissement de tsunami de tremblement de
terre, ETWS, à bit unique, un indicateur de ser-
vice d’alerte mobile commercial, CMAS, à bit
unique, et un indicateur d’interdiction d’accès
étendu, EAB, à bit unique, et dans lequel les
DCI n’incluent pas d’informations d’octroi de
liaison descendante, DL, pour un message de
radiomessagerie associé ; et
un processeur configuré pour, à condition qu’un

ou plusieurs indicateurs parmi l’indicateur de mi-
se à jour d’informations de système, l’indicateur
ETWS à bit unique, l’indicateur CMAS à bit uni-
que, et l’indicateur EAB à bit unique indiquent
qu’un ou plusieurs blocs d’informations de sys-
tème, SIB, associés aux un ou plusieurs indica-
teurs ont changé ou vont changer, l’acquisition
ou la réacquisition d’au moins l’un parmi les un
ou plusieurs SIB.

8. WTRU selon la revendication 7, dans laquelle l’indi-
cateur de mise à jour d’informations de système est
un bit unique ayant une valeur de TRUE pour indi-
quer qu’un ou plusieurs SIB associés à l’indicateur
de mise à jour d’informations de système ont changé
ou vont changer.

9. WTRU selon la revendication 7, dans laquelle l’indi-
cateur ETWS à bit unique a une valeur de TRUE
pour indiquer qu’un ou plusieurs blocs d’informations
de système, SIB, qui sont associés à l’ETWS ont
changé ou vont changer.

10. WTRU selon la revendication 7, dans laquelle l’indi-
cateur CMAS à bit unique a une valeur de TRUE
pour indiquer qu’un ou plusieurs SIB qui sont asso-
ciés au CMAS ont changé ou vont changer.

11. WTRU selon la revendication 7, dans laquelle l’indi-
cateur EAB à bit unique a une valeur de TRUE pour
indiquer qu’un ou plusieurs SIB qui sont associés à
l’EAB ont changé ou vont changer.

12. WTRU selon la revendication 7, dans laquelle les un
ou plusieurs SIB incluent un ou plusieurs parmi SIB1,
SIB10, SIB11, SIB12 ou SIB14.
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