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Description

Technical Field

[0001] The present invention relates to a flow meter
device which measures a flow (flow rate) of a fluid such
as a gas by utilizing an ultrasonic wave. Particularly, the
present invention relates to a flow meter device which
measures a flow in each sampling cycle set as a minimum
time unit at which the flow measurement is performed.

Background Art

[0002] As one example of a flow meter device for meas-
uring a flow (flow rate) of a fluid by utilizing an ultrasonic
wave, there is known a flow meter device which employs
an inverse transit time difference method. In the inverse
transit time difference method, ultrasonic transducers
(transmitters/receivers) are provided at an upstream side
and a downstream side, respectively, of a fluid passage
(measurement fluid passage) which is a measurement
target, and alternately transmit and receive an ultrasonic
wave pulse. This makes it possible to measure the flow
velocity of the fluid by utilizing the transit time (propaga-
tion time) in a forward direction and the transit time in a
reverse direction. Therefore, the flow of the fluid can be
measured by using the flow velocity and the cross-sec-
tional area of the measurement fluid passage.
[0003] As a specific example of the flow meter device
which employs the inverse transit time difference meth-
od, there is typically an estimation gas meter. The esti-
mation gas meter is typically configured to intermittently
measure the flow of the gas within a pipe which is the
measurement fluid passage by sampling, calculate an
average value of the measurement values, and integrate
the average values, thus obtaining a gas usage amount
(integrated flow value). This sampling measurement is
fundamentally performed once in every preset sampling
cycle. That is, the sampling cycle revers to a cycle set
as a minimum time unit at which the flow measurement
is performed.
[0004] In the estimation gas meter having the above
configuration, it is not necessary to include a mechanical
activation section for the flow measurement, as com-
pared to a conventional actual capacity (actual measure-
ment) gas meter (e.g., membrane gas meter). Because
of this, in the estimation gas meter, the number of com-
ponents can be reduced, and therefore reduction of a
size and cost can be attained.
[0005] By the way, the gas is a compressive fluid, dif-
ferently from a liquid such as water. Therefore, a pulsa-
tion is more likely to occur in a gas flow while the gas is
passing through a device which compresses the gas,
such as a gas engine heat pump (GHP). It is known that
in the estimation gas meter, an error occurs in the gas
flow measurement if this pulsation overlaps with the sam-
pling cycle.
[0006] Especially, in the case of occurrence of cyclic

pulsation, if the pulsation cycle and the sampling cycle
coincide with each other or get close to each other, or
the pulsation cycle is an integer multiple of the sampling
cycle, there may be a possibility that only peak values or
bottom values of the pulsation are measured as gas flow
values. In such cases, an error of the gas flow values
becomes relatively large. If the flow values containing
the error are integrated, the gas usage amount which is
the integrated value would significantly deviate from an
actual usage amount.
[0007] Under the above stated circumstances, there
have been conventionally proposed various techniques
for obtaining accurate gas flow values even when a pul-
sation occurs in the gas flow. For example, Patent Liter-
ature 1 discloses that a flow measuring method and a
flow meter device which change the phase of start of a
measurement period according to a predetermined rule.
Specifically, a time length Td is set in each measurement
period T, and the cycle or phase of timing of start of each
of the plurality of measurement periods T is changed ac-
cording to the predetermined rule so that this cycle or
phase is made different from the cycle or phase of the
pulsation actually measured.

Citation List

Patent Literature

[0008] Patent Literature 1: Japanese-Laid Open Pat-
ent Application Publication No. 2001-174306

Summary of Invention

Technical Problem

[0009] In recent years, communication networks have
been increasingly utilized for meter reading of gas me-
ters. Therefore, techniques for providing communication
functions to the gas meters have been proposed, and
these gas meters have been put into practical use. The
estimation gas meter which employs the inverse transit
time difference method is capable of measuring the gas
flow in several seconds by transmitting and receiving the
ultrasonic wave and of obtaining the measured flow value
as digital data. Therefore, the estimation gas meter can
be connected to the networks or other devices to con-
struct a system, via the communication functions.
[0010] In particular, if the estimation gas meter coop-
erates with a gas leakage alarm device or other alarm
device by connecting it to the network or incorporating it
into the system, it is allowed to have security functions.
To address such situations, it is required that the estima-
tion gas meter perform flow measurement with higher
accuracy.
[0011] In the situation so far, it became possible to pro-
vide the estimation gas meter which can effectively less-
en the influence of the pulsation, by using the technique
disclosed in Patent Literature 1. However, as described
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above, the technique disclosed in Patent Literature 1 is
such that the timing of start of the flow measurement
(measurement period T) is changed by the time length
Td in each sampling cycle. Therefore, this technique may
be incapable of well addressing a case where the pulsa-
tion occurs singly or a case where the pulsation occurs
with a cycle which is different from that assumed. Under
the circumstances, in the situation assumed from now,
it will be necessary to further lessen the pulsation.
[0012] The present invention has been made to solve
the above described problem, and an object of the
present invention is to allow a flow meter device which
employs an inverse transit time difference method, such
as an estimation gas meter, to more effectively lessen
the influence of a pulsation and to perform flow meas-
urement with higher accuracy.

Solution to Problem

[0013] In order to solve the problems, a flow meter de-
vice of the present invention comprises a flow measuring
section which includes a pair of ultrasonic transducers
which are placed at an upstream side and a downstream
side, respectively, in a measurement fluid passage
through which a fluid as a measurement target flows, and
measures a flow of the fluid by transmitting and receiving
an ultrasonic wave between the ultrasonic transducers;
and a measurement control section which controls the
flow measuring section such that the flow measuring sec-
tion measures the flow of the fluid in each sampling cycle
set as a minimum time unit at which the flow of the fluid
is measured; wherein the measurement control section
divides the sampling cycle into three or more measure-
ment blocks of an equal length and causes the flow meas-
uring section to measure the flow of the fluid in each of
the measurement blocks; and wherein the flow measur-
ing section calculates an average value of flow values
obtained in all of the measurement blocks in each sam-
pling cycle, as a flow value in each sampling cycle.
[0014] In the flow meter device having the above de-
scribed configuration, the measurement control section
may control the flow measuring section such that the flow
measuring section measures the flow at a random timing
in each of the measurement blocks.
[0015] In the flow meter device having the above de-
scribed configuration, the flow measuring section may
include at least: the pair of ultrasonic transducers; a trans-
mission/reception switching section which performs
switching between transmission and reception of the ul-
trasonic transducers; an oscillation driving section which
drives one of the ultrasonic transducers at a transmission
side such that the ultrasonic transducer at the transmis-
sion side transmits the ultrasonic wave; an ultrasonic
wave detecting section which detects the ultrasonic wave
received by one of the ultrasonic transducers at a recep-
tion side; a propagation time measuring section which
measures a propagation time of the ultrasonic wave
transmitted and received between the pair of ultrasonic

transducers; and a flow calculating section which calcu-
lates a flow value of the fluid based on the propagation
time.
[0016] In the flow meter device having the above de-
scribed configuration, the flow calculating section may
include: a measurement block flow calculating section
which calculates a flow value in each of the measurement
blocks and stores the flow value; and a sampling cycle
flow calculating section which calculates an average val-
ue of flow values stored by the measurement block flow
calculating section, in each sampling cycle.
[0017] The above and further objects, features and ad-
vantages of the invention will more fully be apparent from
the following detailed description with accompanying
drawings.

Advantageous Effects of Invention

[0018] As described above, in accordance with the
present invention, it is possible to achieve advantages
that a flow meter device which employs an inverse transit
time difference method, such as an estimation gas meter,
can more effectively lessen the influence of a pulsation
and perform flow measurement with higher accuracy.

Brief Description of Drawings

[0019]

[Fig. 1] Fig. 1 is a block diagram showing the config-
uration of a flow meter device according to Embod-
iment 1 of the present invention.
[Fig. 2] Fig. 2A is a time chart showing an example
of the relationship between a pulsation, and exem-
plary configurations of a sampling cycle and of meas-
urement blocks in the flow meter device of Fig. 1,
and Fig. 2B is a time chart showing the relationship
between a sampling cycle and a pulsation in a con-
ventional flow meter device.
[Fig. 3] Fig. 3 is a time chart showing another exam-
ple of the relationship between a pulsation, and ex-
emplary configurations of the sampling cycle and of
the measurement blocks in the flow meter device of
Fig. 1.
[Fig. 4] Fig. 4 is a block diagram showing the config-
uration of a flow meter device according to Embod-
iment 2 of the present invention.
[Fig. 5] Fig. 5 is a time chart showing exemplary con-
figurations of the sampling cycle and of the meas-
urement blocks in the flow meter device of Fig. 4.

Description of Embodiments

[0020] Hereinafter, preferred embodiments of the
present invention will be described reference to the draw-
ings. Throughout the drawings, the same or correspond-
ing components are identified by the same reference nu-
merals and will not be descried repeatedly.
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(Embodiment 1)

[Configuration of flow meter device]

[0021] Now, the configuration of a flow meter device
according to Embodiment 1 of the present invention will
be specifically described with reference to Fig. 1. The
flow meter device of the present embodiment is an esti-
mation gas meter which employs an inverse transit time
difference method. A fluid which is a measurement target
is a gas. As shown in Fig. 1, the flow meter device in-
cludes a flow measuring section 10 and a measurement
control section 20.
[0022] The flow measuring section 10 includes a pair
of ultrasonic transducers (transmitters/receivers) 11, 12,
a transmission/reception switching section 13, an oscil-
lation driving section 14, an ultrasonic wave detecting
section 15, a propagation time (transit time) measuring
section 16, and a flow calculating section 17. The pair of
ultrasonic transducers 11, 12 are placed so as to face
each other in a direction crossing a measurement fluid
passage 30 through which the measurement target gas
flows. In the present embodiment, as shown in Fig. 1,
the first ultrasonic transducer 11 and the second ultra-
sonic transducer 12 are placed so as to face each other
in the direction crossing the measurement fluid passage
30 in an inclined state. When a flow direction of the gas
within the measurement fluid passage 30 is an arrow F
in Fig. 1, the first ultrasonic transducer 11 and the second
ultrasonic transducer 12 are placed to face each other in
a direction which is inclined with an angle ϕ with respect
to the flow direction F.
[0023] The first ultrasonic transducer 11 and the sec-
ond ultrasonic transducer 12 transmit and receive an ul-
trasonic wave between them. The specific configuration
of the first ultrasonic transducer 11 and the second ultra-
sonic transducer 12 is not limited, and known ultrasonic
transducers which are capable of transmitting and re-
ceiving the ultrasonic wave may be used. In the present
embodiment, known piezoelectric ceramic transducers
are used.
[0024] The transmission/reception switching section
13 performs switching between transmission and recep-
tion of the pair of ultrasonic transducers 11, 12 in a con-
stant cycle under control of the measurement control sec-
tion 20. The oscillation driving section 14 drives one of
the pair of ultrasonic transducers 11, 12 which is set as
a transmission side to transmit the ultrasonic wave to the
other. The ultrasonic wave detecting section 15 detects
the ultrasonic wave received by one of the pair of ultra-
sonic transducers 11, 12 which is set as a reception side.
[0025] More specifically, for example, when the trans-
mission/reception switching section 13 sets the first ul-
trasonic transducer 11 as the transmission side and the
second ultrasonic transducer 12 as the reception side,
the oscillation driving section 14 drives the first ultrasonic
transducer 11 to transmit the ultrasonic wave to the sec-
ond ultrasonic transducer 12 (see bidirectional arrow Ss

in Fig. 1). The second ultrasonic transducer 12 receives
the ultrasonic wave transmitted from the first ultrasonic
transducer 11, and the ultrasonic wave detecting section
15 detects the received ultrasonic wave. After that, the
transmission/reception switching section 13 sets the first
ultrasonic transducer 11 as the reception side and the
second ultrasonic transducer 12 as the transmission
side, and under this setting, the ultrasonic wave is trans-
mitted and received in the same manner.
[0026] The propagation time measuring section 16
measures propagation time (transit time) of the ultrasonic
wave detected by the ultrasonic wave detecting section
15. Specifically, in the case where the first ultrasonic
transducer 11 is set as the transmission side and the
second ultrasonic transducer 12 is set as the reception
side, the propagation time measuring section 16 meas-
ures time that lapses from when the first ultrasonic trans-
ducer 11 transmits the ultrasonic wave until the second
ultrasonic transducer 12 receives the ultrasonic wave.
The flow calculating section 17 calculates a gas flow val-
ue (value of flow rate of gas) based on the propagation
time detected by the propagation time measuring section
16. In the present embodiment, the flow calculating sec-
tion 17 includes a measurement block flow calculating
section 171 and a sampling cycle flow calculating section
172. How these flow calculating sections 171, 172 cal-
culate the flow will be described later.
[0027] The specific configurations of the transmis-
sion/reception switching section 13, the oscillation driv-
ing section 14, the ultrasonic wave detecting section 15,
the propagation time measuring section 16, and the flow
calculating section 17 are not particularly limited. As the
transmission/reception switching section 13, the oscilla-
tion driving section 14, the ultrasonic wave detecting sec-
tion 15, the propagation time measuring section 16, and
the flow calculating section 17, a switching circuit, a driv-
ing circuit, a reception circuit, a measuring circuit, a cal-
culating circuit, and the like, which are known in the field
of the ultrasonic transducer, can be suitably used. Also,
the transmission/reception switching section 13, the os-
cillation driving section 14, the ultrasonic wave detecting
section 15, the propagation time measuring section 16,
and the flow calculating section 17 may be configured as
independent circuits or the like, or may be mounted on
a single board. Or, when the flow calculating section 17
is an arithmetic element such as CPU and a storage sec-
tion such as a memory, at least a portion of the transmis-
sion/reception switching section 13, the oscillation driv-
ing section 14, the ultrasonic wave detecting section 15,
and the propagation time measuring section 16 may be
implemented by the operation of the arithmetic element
which takes place according to programs stored in the
storage section, i.e., functional configuration of the arith-
metic element.
[0028] The specific configuration of the flow measuring
section 10 is not limited to that of Fig. 1, but may be other
known configuration. Therefore, in the present embodi-
ment, it is sufficient that the flow measuring section 10
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is configured to measure the flow of the fluid by trans-
mission and reception of the ultrasonic wave between
the pair of ultrasonic transducers 11, 12, and the flow
measuring section 10 may be configured not to include
at least a portion of the transmission/reception switching
section 13, the oscillation driving section 14, the ultra-
sonic wave detecting section 15, the propagation time
measuring section 16, and the flow calculating section
17, or may be configured to include other elements in
addition to these sections.
[0029] The measurement control section 20 includes
a transmission/reception control section 21, a sampling
cycle setting section 22, and a measurement block divid-
ing section 23. The transmission/reception control sec-
tion 21 controls the operations of the transmission/recep-
tion switching section 13, the oscillation driving section
14, the propagation time measuring section 16, and the
flow calculating section 17 (to be precise, sampling cycle
flow calculating section 172) so that the ultrasonic wave
is transmitted and received between the first ultrasonic
transducer 11 and the second ultrasonic transducer 12,
and flow measurement is performed. Note that the trans-
mission/reception control section 21 may control the op-
erations of the ultrasonic wave detecting section 15 (and
the measurement block flow calculating section 171), de-
pending on the configurations of the ultrasonic wave de-
tecting section 15 (and the measurement block flow cal-
culating section 171).
[0030] The sampling cycle setting section 22 sets a
sampling cycle which is a minimum time unit for the flow
measurement. The transmission/reception control sec-
tion 21 controls the operations of the transmission/recep-
tion switching section 13, and the like in every set sam-
pling cycle so that the ultrasonic wave is transmitted and
received between the first ultrasonic transducer 11 and
the second ultrasonic transducer 12. The measurement
block dividing section 23 divides the sampling cycle into
a plurality of measurement blocks. The measurement
blocks are time zones with an equal time length. The
measurement block dividing section 23 divides the sam-
pling cycle into three or more measurement blocks. The
transmission/reception control section 21 causes the first
ultrasonic transducer 11 and the second ultrasonic trans-
ducer 12 to transmit and receive the ultrasonic wave in
each of the measurement blocks which are lower cycles
into which the sampling cycle is divided equally.
[0031] The measurement control section 20 is basical-
ly configured to cause the flow measuring section 10 to
measure the flow in every sampling cycle. The flow value
in the flow measurement is not the flow value calculated
in the flow measurement in each measurement block,
but is the flow value in the whole sampling cycle. Here-
inafter, the former will be referred to as a block flow value
and the latter will be referred to as a cycle flow value. In
this case, the cycle flow value is calculated as an average
value of the block flow values in a single sampling cycle.
[0032] The specific configurations of the transmis-
sion/reception control section 21, the sampling cycle set-

ting section 22, and the measurement block dividing sec-
tion 23 are not particularly limited. For example, the trans-
mission/reception control section 21 may be constituted
by the arithmetic element such as the CPU and the stor-
age section such as the memory, while the sampling cy-
cle setting section 22 and the measurement block divid-
ing section 23 may be constituted by a logic circuit, etc.,
including a switching element, a subtractor, a compara-
tor, etc., which are known. Or, in the case where the
measurement control section 20 is constituted by the
arithmetic element such as the CPU, the transmission/re-
ception control section 21, the sampling cycle setting sec-
tion 22, and the measurement block dividing section 23
may be functional configurations of the measurement
control section 20. In this case, the arithmetic element
operates according to the programs stored in the storage
section, thereby implementing the transmission/recep-
tion control section 21, the sampling cycle setting section
22, and the measurement block dividing section 23.

[Sampling cycle and measurement blocks]

[0033] Next, a description will be given of the above
mentioned sampling cycle and measurement blocks, and
a flow measurement method (including the configura-
tions of the measurement block flow calculating section
171 and of the sampling cycle flow calculating section
172) with reference to Figs. 2A and 2B.
[0034] In the conventional flow meter device disclosed
in Patent Literature 1 (hereinafter will be simply referred
to as the conventional flow meter device), as shown in
Fig. 2B, the flow (rate) is measured once for a flow meas-
urement operation time Tm indicated by a hatched region
of Fig. 2B, in every sampling cycle Tc of a specified time
length. In Figs. 2A and 2B, a horizontal axis indicates a
time t and the sampling cycle Tc is illustrated as a zone.
In the present embodiment, for example, the sampling
cycle Tc is set to 2 seconds and the flow measurement
operation time Tm is set to about 200 milliseconds.
[0035] As described above, the sampling cycle Tc is
set to a minimum time unit for the flow measurement.
This is because a power supply for the estimation gas
meter is a built-in battery rather than an outside power
supply. In other words, the estimation gas meter is re-
quired to use the battery as the power supply because
of its use conditions, and the battery will be exhausted
in a short time if electric power consumption increases.
This causes a need to reduce the electric power con-
sumption to a least possible level. However, the flow
measurement must be performed with a frequency which
provides high accuracy of the gas flow value. In light of
these, the sampling cycle Tc is set so that reduction of
the electric power consumption and high accuracy of the
flow measurement are achieved. Although the sampling
cycle Tc is typically set to 2 seconds as described above,
the present invention is not limited to this. The sampling
cycle Tc may be set to a different length depending on a
use environment or a measurement target fluid.
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[0036] As described above, in the conventional flow
meter device, control is performed such that the timing
of start of the flow measurement operation time Tm (cor-
responding to measurement period T in Patent Literature
1) is changed by the time length Td. When the time length
Td is referred to as a delay time Td, the length of the
delay time Td is made different among the sampling cy-
cles Tc as shown in Fig. 2B. Therefore, in the respective
sampling cycles Tc, the flow measurement is started ran-
domly.
[0037] Note that in the conventional flow meter device,
the maximum value of the delay time Td is set to a max-
imum delay time Ts (e.g., Ts = 300 milliseconds). In other
words, in each sampling cycle Tc, the timing of start of
the flow measurement is set to fall within a range of 0
millisecond to 300 milliseconds.
[0038] It is supposed that under the above stated set-
ting, a pulsation which synchronizes with the sampling
cycle Tc occurs as indicated by a lowermost side of Fig.
2B. In the example of Fig. 2B, a rising timing of the pul-
sation always overlaps with the delay time Td. Therefore,
even if the start of the flow measurement is changed ran-
domly, the flow measurement operation time Tm syn-
chronizes with the pulsation. In use environments so far,
measurement accuracy which is not problematic in prac-
tical use has been ensured by the conventional flow me-
ter device. However, in the situations assumed from now,
it becomes necessary to lessen the influence of the pul-
sation more effectively.
[0039] For this purpose, in the flow meter device of the
present embodiment, as shown in Fig. 2A, the measure-
ment block dividing section 23 of the measurement con-
trol section 20 divides the sampling cycle Tc into three
or more (four in the example of Fig. 2A) equal measure-
ment blocks Tb, and the transmission/reception control
section 21 causes the flow measuring section 10 to meas-
ure the flow in every measurement block Tb.
[0040] For example, as shown in the enlarged first
sampling cycle Tc at the upper side of Fig. 2A, the meas-
urement block dividing section 23 divides the sampling
cycle Tc into four measurement blocks Tb (Tb = 0.5 sec-
ond).
[0041] The transmission/reception control section 21
causes the flow measuring section 10 to measure the
flow in the first to fourth measurement blocks Tb. That
is, as shown in Fig. 2A, the flow measurement is per-
formed in all blocks expressed as "s".
[0042] The measurement block flow calculating sec-
tion 171 of the flow calculating section 17 calculates the
gas flow values measured in all of the first to fourth meas-
urement blocks, and stores these gas flows. After that,
the sampling cycle flow calculating section 172 of the
flow calculating section 17 obtains information relating
to the sampling cycle Tc from the transmission/reception
control section 21, and the gas flow values measured in
all of the first to fourth measurement blocks from the
measurement block flow calculating section 171, and cal-
culates an average value of these flow values as the flow

value in the sampling cycle Tc.
[0043] At a lowermost side of Fig. 2A, a pulsation is
shown as synchronizing with the sampling cycle Tc. How-
ever, as can be clearly seen from Fig. 2A, the pulsation
does not synchronize with the measurement blocks Tb,
and the flow measurement can be carried out substan-
tially randomly by using the measurement blocks Tb. This
makes it possible to more effectively lessen the influence
of the pulsation and achieve higher accuracy of flow
measurement than in the conventional example.
[0044] That is, in the present invention, instead of per-
forming the flow measurement only once in every sam-
pling cycle Tc, the flow measurement is performed in all
of the plurality of measurement blocks Tb into which the
sampling cycle Tc is divided. In this way, random flow
measurement can be performed as compared to the con-
ventional example.
[0045] As shown in Fig. 2B, in the conventional exam-
ple, there is a difference in the start time of the flow meas-
urement among the sampling cycles Tc, and therefore
the start timings of the flow measurement in respective
sampling cycles Tc are random. However, when the con-
tinuous sampling cycles Tc are seen as a whole, the ran-
dom start timings fall within a particular cycle, which is
from the start of the sampling cycle Tc until the maximum
delay time Ts. Because of this, the flow measurement
can be performed randomly in the present invention as
compared to the conventional example.
[0046] Although in the present embodiment, the sam-
pling cycle Tc is divided into the four measurement blocks
Tb, the number of division is not limited to this. It is suf-
ficient that the sampling cycle Tc is divided into three or
more measurement blocks. The upper limit of division
not particularly limited and may be decided in view of
conditions such as the length of the flow measurement
operation time Tm, the upper limit of electric power con-
sumption, a demanded frequency of the flow measure-
ment, etc.. Specifically, for example, as shown in Fig. 3,
the sampling cycle Tc may be divided into three meas-
urement blocks Tb (see second sampling cycle Tc of Fig.
3). Or, the sampling cycle Tc may be divided into five
measurement blocks Tb (see fourth sampling cycle Tc
of Fig. 3). Or, the sampling cycle Tc may be divided into
six or more measurement blocks Tb (not shown).
[0047] In the example of Fig. 2, each of all of the sam-
pling cycles Tc is divided into the four measurement
blocks Tb. By comparison, in the example of Fig. 3, each
of the first, third and fifth sampling cycles Tc is divided
into the four measurement blocks Tb, the second sam-
pling cycle Tc is divided into three measurement blocks
Tb, and the fourth sampling cycle Tc is divided into five
measurement blocks Tb. In this way, in the present in-
vention, the number of the measurement blocks Tb
(number of division) may be varied among the sampling
cycles Tc. In this case, the number of measurement
blocks Tb may be varied randomly or cyclically in a pre-
determined order.
[0048] Although in the present embodiment, the pair
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of ultrasonic transducers 11, 12 are placed so as to face
each other in the direction crossing the measurement
fluid passage 30 with an angle ϕ, they may be placed at
the same side of the measurement fluid passage 30, for
example. In this configuration, the ultrasonic wave trans-
mitted from one of the ultrasonic transducers 11, 12 at
the transmission side is reflected on the inner wall of the
measurement fluid passage 30 and received by the other
of the ultrasonic transducers 11, 12 at the reception side.
Alternatively, the measurement fluid passage 30 may be
integrated with the ultrasonic transducers 11, 12 to con-
struct an ultrasonic measuring unit
[0049] Moreover, although in the present embodiment,
the estimation gas meter is illustrated as the flow meter
device, the present invention is not limited to this. The
present invention is widely suitably used in the flow meter
devices each of which includes the pair of ultrasonic
transducers and measures the flow of the fluid by trans-
mitting and receiving the ultrasonic wave.

(Embodiment 2)

[0050] A flow meter device according to Embodiment
2 of the present invention will be described specifically
with reference to Figs. 4 and 5. As shown in Fig. 4, the
flow meter device of the present embodiment is funda-
mentally the same as the flow meter device of Embodi-
ment 2, but is different from the same in that the meas-
urement control section 20 includes a measurement tim-
ing setting section 24.
[0051] The measurement timing setting section 24 sets
the timing of the flow measurement performed in each
measurement block. The transmission/reception control
section 21 performs the flow measurement in each meas-
urement block at the timing set by the measurement tim-
ing setting section 24. In this case, the measurement
timing setting section 24 may set the timing so that the
flow measurement is performed in the respective meas-
urement blocks at the same timing. However, if the meas-
urement timing setting section 24 sets the respective tim-
ings of the flow measurement in the respective measure-
ment blocks to random timings, the flow measurement
can be performed randomly as compared to the conven-
tional example.
[0052] Specifically, as in Embodiment 1, it is supposed
that the sampling cycle Tc is divided into the four meas-
urement blocks Tb. As shown in Fig. 5, when the flow
measurement operation times Tm of the measurement
blocks Tb are indicated by hatched regions, respectively,
the timings of the flow measurement are made different
from each other among the first to fourth measurement
blocks Tb.
[0053] By varying the timing of the flow measurement
among the measurement blocks, it becomes less likely
that the pulsation and the flow measurement operation
time Tm synchronize with each other, even when the
pulsation is short and synchronizes with the length of the
measurement block Tb.

[0054] The specific configuration of the measurement
timing setting section 24 is not particularly limited, and
may be constituted by a logic circuit, etc., including a
switching element, a subtractor, a comparator, etc.,
which are known, or may be a functional configuration of
the measurement control section 20 in the case where
the measurement control section 20 is constituted by the
arithmetic element, as in the transmission/reception con-
trol section 21, the sampling cycle setting section 22, and
the measurement block dividing section 23, as described
in Embodiment 1.
[0055] Numerous modifications and alternative em-
bodiments of the invention will be apparent to those
skilled in the art in view of the foregoing description. Ac-
cordingly, the description is to be construed as illustrative
only, and is provided for the purpose of teaching those
skilled in the art the best mode of carrying out the inven-
tion. The details of the structure and/or function may be
varied substantially without departing from the scope of
the invention as defined by the appended claims.

Industrial Applicability

[0056] The present invention is suitably used in the
field of flow measurement of a gas which utilizes an in-
verse transit time difference method, such as an estima-
tion gas meter, and is widely used in the field of the meas-
urement of the flow in which a pulsation may occur.

Reference Signs List

[0057]

10 flow measuring section
11 first ultrasonic transducer (transmitter/receiver)
12 second ultrasonic transducer (transmitter/receiv-

er)
13 transmission/reception switching section
14 oscillation driving section
15 ultrasonic wave detecting section
16 propagation time (transit time) measuring section
17 flow calculating section
20 measurement control section
21 transmission/reception control section
22 sampling cycle setting section
23 measurement block dividing section
24 measurement timing setting section
30 measurement fluid passage
171 measurement block flow calculating section
172 sampling cycle flow calculating section
Tc sampling cycle
Tb measurement block

Claims

1. A flow meter device comprising:
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a flow measuring section (10) which includes a
pair of ultrasonic transducers (11, 12) which are
placed so as to face each other in a direction
crossing a measurement fluid passage through
which a fluid as a measurement target flows,
and is configured to measure a flow of the fluid
by transmitting and receiving an ultrasonic wave
between the ultrasonic transducers (11, 12); and
wherein the flow measuring section (10) in-
cludes a flow calculating section (17) including
a measurement block flow calculating section
(171) and a sampling cycle flow calculating sec-
tion (172);
wherein the flow meter device further comprises
a measurement control section (20) which is
configured to control the flow measuring section
(10) such that the flow measuring section (10)
measures the flow of the fluid in each sampling
cycle (Tc) set as a minimum time unit at which
the flow of the fluid is measured;
wherein the measurement control section (20)
includes a transmission/reception control sec-
tion (21), a sampling cycle setting section (22)
and a measurement block dividing section (23);
wherein the measurement control section (20)
is configured to divide the sampling cycle (Tc)
into three or more measurement blocks (Tb) of
an equal length and causes the flow measuring
section (10) to measure the flow of the fluid in
each of the measurement blocks (Tb); and
wherein the flow measuring section (10) is con-
figured to calculate an average value of flow val-
ues obtained in all of the measurement blocks
(Tb) in each sampling cycle (Tc), as a flow value
in each sampling cycle (Tc);
characterized in that
when a flow value measured in a sampling cycle
(Tc) is a cycle flow value, and a flow value meas-
ured in each of three or more measurement
blocks (Tb) into which the sampling cycle (Tc)
is divided is a block flow value, the cycle flow
value is calculated as an average value of block
flow values in a single sampling cycle (Tc).

2. The flow meter device according to claim 1,
wherein the measurement control section (20) is
configured to control the flow measuring section (10)
such that the flow measuring section (10) measures
the flow at a random timing in each of the measure-
ment blocks (Tb);
wherein the measurement control section (20) in-
cludes a measurement timing setting section (24)
which sets timing of flow measurement performed in
each measurement block (Tb).

3. The flow meter device according to claim 1,
wherein the flow measuring section (10) includes at
least:

the pair of ultrasonic transducers (11, 12);
a transmission/reception switching section (13)
which performs switching between transmission
and reception of the ultrasonic transducers (11,
12);
an oscillation driving section (14) which drives
one of the ultrasonic transducers (11,12) at a
transmission side such that the ultrasonic trans-
ducer (11, 12) at the transmission side transmits
the ultrasonic wave;
an ultrasonic wave detecting section (15) which
detects the ultrasonic wave received by one of
the ultrasonic transducers (11, 12) at a reception
side;
a propagation time measuring section (16)
which measures a propagation time of the ultra-
sonic wave transmitted and received between
the pair of ultrasonic transducers (11, 12); and
the flow calculating section (17) which calcu-
lates a flow value of the fluid based on the prop-
agation time.

4. The flow meter device according to claim 1,
wherein the flow calculating section (17) includes:

the measurement block flow calculating section
(171) which calculates a flow value in each of
the measurement blocks (Tb) and stores the
flow value; and
the sampling cycle flow calculating section (172)
which calculates an average value of flow values
stored by the measurement block flow calculat-
ing section (171), in each sampling cycle (Tc).

Patentansprüche

1. Strömungsmesservorrichtung, umfassend:

einen Strömungsmessbereich (10), der ein Paar
Ultraschallwandler (11, 12) enthält, die platziert
sind, um einander in einer Richtung zugewandt
zu sein, die einen Messfluiddurchgang, durch
den ein Fluid als ein Messziel strömt, kreuzt, und
konfiguriert ist, um eine Strömung des Fluids
durch ein Übertragen und Empfangen einer Ul-
traschallwelle zwischen den Ultraschallwand-
lern (11, 12) zu messen; und
wobei der Strömungsmessbereich (10) einen
Strömungsberechnungsbereich (17) enthält,
der einen Berechnungsbereich (171) für eine
Messblockströmung und einen Berechnungs-
bereich (172) für eine Abtastzyklusströmung
enthält;
wobei die Strömungsmesservorrichtung ferner
einen Messungssteuerbereich (20) umfasst, der
konfiguriert ist, um den Strömungsmessbereich
(10) derart zu steuern, dass der Strömungs-
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messbereich (10) die Strömung des Fluids in
jedem Abtastzyklus (Tc) misst, der als eine mi-
nimale Zeiteinheit eingestellt ist, an der die Strö-
mung des Fluids gemessen wird;
wobei der Messungssteuerbereich (20) einen
Übertragungs-/Empfangssteuerbereich (20),
einen Abtastzykluseinstellbereich (22) und ei-
nen Messungsblockteilbereich (23) enthält;
wobei der Messungssteuerbereich (20) konfigu-
riert ist, um den Abtastzyklus (Tc) in drei oder
mehr Messungsblöcke (Tb) mit gleicher Länge
zu teilen, und bewirkt, dass der Strömungs-
messbereich (10) die Strömung des Fluids in
jedem der Messungsblöcke (Tb) misst; und
wobei der Strömungsmessbereich (10) konfigu-
riert ist, um einen Durchschnittswert von Strö-
mungswerten, die in allen der Messungsblöcke
(Tb) in jedem Abtastzyklus (Tc) erhalten wur-
den, als einen Strömungswert in jedem Abtast-
zyklus (Tc) zu berechnen;
dadurch gekennzeichnet, dass,
wenn ein Strömungswert, der in einem Abtast-
zyklus (Tc) gemessen wird, ein Zyklusströ-
mungswert ist und ein Strömungswert, der in je-
dem der drei oder mehr Messungsblöcke (Tb),
in die der Abtastzyklus (Tc) geteilt ist, ein Block-
strömungswert ist, der Zyklusströmungswert als
ein Durchschnittswert von Blockströmungswer-
ten in einem einzelnen Abtastzyklus (Tc) be-
rechnet wird.

2. Strömungsmesservorrichtung nach Anspruch 1,
wobei der Messungssteuerbereich (20) konfiguriert
ist, um den Strömungsmessbereich (10) derart zu
steuern, dass der Strömungsmessbereich (10) die
Strömung zu einem zufälligen Zeitpunkt in jedem der
Messungsblöcke (Tb) misst;
wobei der Messungssteuerbereich (20) einen Ein-
stellungsbereich (24) für einen Messungszeitpunkt
enthält, der einen Zeitpunkt der Strömungsmes-
sung, die in jedem Messungsblock (Tb) durchgeführt
wird, einstellt.

3. Strömungsmesservorrichtung nach Anspruch 1,
wobei der Strömungsmessbereich (10) wenigstens
enthält:

das Paar Ultraschallwandler (11, 12);
einen Übertragungs-/Empfangsschaltbereich
(13), der das Schalten zwischen der Übertra-
gung und dem Empfang der Ultraschallwandler
(11, 12) durchführt;
einen Schwingungsantriebsbereich (14), der ei-
nen der Ultraschallwandler (11, 12) auf einer
Übertragungsseite derart antreibt, dass der Ul-
traschallwandler (11, 12) auf der Übertragungs-
seite die Ultraschallwelle überträgt;
einen Ultraschallwellenerfassungsbereich (15),

der die Ultraschallwelle, die durch einen der Ul-
traschallwandler (11, 12) auf einer Empfangs-
seite empfangen wird, erfasst;
einen Ausbreitungszeitmessbereich (16), der
eine Ausbreitungszeit der Ultraschallwelle, die
zwischen dem Paar Ultraschallwandler (11, 12)
übertragen und empfangen wird, misst; und
den Strömungsberechnungsbereich (17), der
einen Strömungswert des Fluids basierend auf
der Ausbreitungszeit berechnet.

4. Strömungsmesservorrichtung nach Anspruch 1,
wobei der Strömungsberechnungsbereich (17) ent-
hält:

den Messblockströmungsberechnungsbereich
(171), der einen Strömungswert in jedem der
Messungsblöcke (Tb) berechnet und den Strö-
mungswert speichert; und
den Berechnungsbereich (172) für eine Abtast-
zyklusströmung, der einen Durchschnittswert
von Strömungswerten berechnet, die durch den
Berechnungsbereich (171) für eine Messblock-
strömung in jedem Abtastzyklus (Tc) gespei-
chert werden.

Revendications

1. Dispositif débitmètre, comprenant :

une section de mesure de débit (10) qui inclut
une paire de transducteurs ultrasoniques (11,
12) qui sont placés afin de se faire face dans
une direction croisant un passage de fluide de
mesure à travers lequel un fluide, en tant que
cible de mesure, s’écoule, et est configurée pour
mesurer un débit du fluide en transmettant et
recevant une onde ultrasonique entre les trans-
ducteurs ultrasoniques (11, 12) ; et
dans lequel la section de mesure de débit (10)
inclut une section de calcul de débit (17) incluant
une section de calcul de débit de bloc de mesure
(171) et une section de calcul de débit de cycle
d’échantillonnage (172) ;
dans lequel le dispositif débitmètre comprend
en outre une section de commande de mesure
(20) qui est configurée pour commander la sec-
tion de mesure de débit (10) de telle sorte que
la section de mesure de débit (10) mesure le
débit du fluide dans chaque cycle d’échantillon-
nage (Tc) réglé en tant qu’unité de temps mini-
mum à laquelle le débit du fluide est mesuré ;
dans lequel la section de commande de mesure
(20) inclut une section de commande de trans-
mission/réception (21), une section de réglage
de cycle d’échantillonnage (22) et une section
de division de bloc de mesure (23) ;
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dans lequel la section de commande de mesure
(20) est configurée pour diviser le cycle d’échan-
tillonnage (Tc) en trois, ou plus, blocs de mesure
(Tb) d’une longueur égale et fait en sorte que la
section de mesure de débit (10) mesure le débit
du fluide dans chacun des blocs de mesure
(Tb) ; et
dans lequel la section de mesure de débit (10)
est configurée pour calculer une valeur moyen-
ne de valeurs de débit obtenues dans la totalité
des blocs de mesure (Tb) dans chaque cycle
d’échantillonnage (Tc), en tant que valeur de dé-
bit dans chaque cycle d’échantillonnage (Tc) ;
caractérisé en ce que
lorsqu’une valeur de débit mesurée dans un cy-
cle d’échantillonnage (Tc) est une valeur de dé-
bit de cycle, et une valeur de débit mesurée dans
chacun de trois, ou plus, blocs de mesure (Tb)
en lesquels le cycle d’échantillonnage (Tc) est
divisé est une valeur de débit de bloc, la valeur
de débit de cycle est calculée en tant que valeur
moyenne de valeurs de débit de bloc dans un
seul cycle d’échantillonnage (Tc).

2. Dispositif débitmètre selon la revendication 1,
dans lequel la section de commande de mesure (20)
est configurée pour commander la section de mesu-
re de débit (10) de telle sorte que la section de me-
sure de débit (10) mesure le débit à un instant aléa-
toire dans chacun des blocs de mesure (Tb) ;
dans lequel la section de commande de mesure (20)
inclut une section de réglage d’instant de mesure
(24) qui règle un instant de la mesure de débit réa-
lisée dans chaque bloc de mesure (Tb).

3. Dispositif débitmètre selon la revendication 1,
dans lequel la section de mesure de débit (10) inclut
au moins :

la paire de transducteurs ultrasoniques (11,
12) ;
une section de commutation de transmission/ré-
ception (13) qui réalise une commutation entre
la transmission et la réception des transducteurs
ultrasoniques (11, 12) ;
une section d’excitation d’oscillation (14) qui ex-
cite un des transducteurs ultrasoniques (11, 12)
sur un côté transmission de telle sorte que le
transducteur ultrasonique (11, 12) sur le côté
transmission transmette l’onde ultrasonique ;
une section de détection d’onde ultrasonique
(15) qui détecte l’onde ultrasonique reçue par
un des transducteurs ultrasoniques (11, 12) sur
un côté réception ;
une section de mesure de temps de propagation
(16) qui mesure un temps de propagation de
l’onde ultrasonique transmise et reçue entre la
paire de transducteurs ultrasoniques (11, 12) ;

et
la section de calcul de débit (17) qui calcule une
valeur de débit du fluide sur la base du temps
de propagation.

4. Dispositif débitmètre selon la revendication 1,
dans lequel la section de calcul de débit (17) inclut :

la section de calcul de débit de bloc de mesure
(171) qui calcule une valeur de débit dans cha-
cun des blocs de mesure (Tb) et stocke la valeur
de débit ; et
la section de calcul de débit de cycle d’échan-
tillonnage (172) qui calcule une valeur moyenne
de valeurs de débit stockées par la section de
calcul de débit de bloc de mesure (171), dans
chaque cycle d’échantillonnage (Tc).
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