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Description 

The  present  invention  concerns  electronic  cir- 
cuits  implemented  by  integrated  circuits  and  more 
particularly  a  circuit  for  automatically  controlling  the 
gain-bandwidth  product  of  operational  amplifiers. 

As  known,  integrated  circuits  comprising  on  a 
single  silicon  chip  a  plurality  of  operational  amplifi- 
ers,  sometimes  already  internally  connected  to  RC 
networks  so  as  to  implement  integrator  circuits,  are 
commercially  available.  Said  circuits  can  be  ad- 
vantageously  used  to  design  integrated  filters, 
since  the  number  of  external  components  required 
is  very  limited.  More  particularly,  capacitors  and 
external  inductors  can  be  avoided  by  the  use  of 
suitable  techniques,  e.g.  of  "Active  R"  type. 

However,  a  number  of  disadvantages  occurs  in 
the  industrial  use  of  such  type  of  filters.  A  first 
disadvantage  is  due  to  the  limited  accuracy  of  the 
single  integrated  elements,  namely:  transistors,  re- 
sistors,  capacitors,  owing  to  unavoidable  fabrication 
tolerances.  As  a  consequence,  the  gain-bandwidth 
(G*B)  product  of  the  amplifiers  or  of  the  integrators 
of  an  integrated  circuit  is  generally  different  from 
that  of  another  integrated  circuit.  Since  the  filter 
cut-off  frequency  depends  on  that  product,  filters 
different  from  the  computed  ones  are  practically 
obtained.  Hence  the  necessity  to  provide  at  least  a 
tuning  element  outside  the  integrated  circuit,  upon 
which  a  skilled  technician  could  act  during  the 
initial  adjusting-phase.  Yet,  this  kind  of  operation  is 
costly  and  requires  a  more  complicated  integrated- 
circuit,  since  suitable  pins,  connected  to  internal 
test  points  ought  to  be  provided,  which  pins  will  be 
no  longer  used  after  tuning.  This  problem  will  be- 
come  even  more  serious  if  the  filter  belongs  to  a 
rather  complex  system,  e.g.  a  modem. 

Another  disadvantage  is  due  to  gain-bandwidth 
product  variations  dependant  on  temperature  vari- 
ations,  affecting  bias  current  ratios,  integrated 
capacities,  transistor  parameters,  et  cetera.  Of 
course  this  cannot  be  avoided  by  occasional  ad- 
justments,  but  an  automatic  control  system  is  re- 
quired. 

The  desired  filter  is  to  require  neither  initial 
tunings,  whatever  the  integrated  circuit  employed, 
nor  adjustments  during  the  operation,  owing  to 
thermal  drifts.  Its  cut-off  frequency  ought  to  be 
certainly  determined  a  priori  and  not  to  depend  on 
the  integrated-circuit  characteristics. 

Some  systems  for  automatically  controlling  the 
gain-bandwith  product  are  already  known  in  the 
literature,  more  particularly  two  systems  of  this  kind 
are  described  in  the  article  entitled  "Continuous- 
Time  MOSFET-C  Filters  in  VLSI"  by  Yannis 
Tsividis  et  alii,  issued  on  IEEE  Journal  of  solid- 
state  circuits,  Vol.  SC-21,  No.  1,  February  1986, 
pages  15-29  and  shown  in  Figs.  1(b)  and  1(c). 

These  are  indirect  methods,  i.e.  methods  in 
which  the  control  of  gain-bandwidth  product  is  car- 
ried  out  on  one  or  more  amplifiers  placed  on  the 
same  silicon  chip,  whereupon  the  amplifiers  ac- 

5  tually  used  to  implement  the  filter  are  present. 
Undergoing  the  same  phases  of  the  technological 
process,  fabrication  tolerances  are  the  same,  and 
being  in  close  proximity  on  the  chip,  temperature 
variations  are  common  to  all  the  amplifiers.  One  or 

io  more  amplifiers  can  then  be  used  to  measure  G*B 
and  to  extract  a  signal  proportional  to  it,  which 
controls  G*B  of  all  the  amplifiers  present  in  the 
same  integrated  circuit  .  More  particularly  this  error 
signal  can  be  used  to  control  bias  currents,  where- 

75  upon  amplifier  G*Bs  can  depend. 
Said  methods  are  also  called  "indirect  tuning" 

methods,  since,  by  controlling  G*Bs,  filter  cut-off 
frequencies  are  controlled;  these  filters  hence  be- 
come  tunable  at  the  desired  frequencies  on  the 

20  basis  of  a  previous  programmation. 
According  to  the  method  of  the  system  shown 

in  Fig.  1(b)  of  the  cited  article,  at  least  two  oper- 
ational  amplifiers  are  used  to  implement  a  refer- 
ence  filter  of  the  "biquad"  type,  to  whose  input  a 

25  predetermined-frequency  clock  signal  is  sent.  Said 
signal  is  also  sent  to  a  comparison  circuit,  which 
compares  its  phase  with  the  phase  of  the  same 
signal  extracted  at  the  filter  output.  An  error  signal 
is  obtained  from  the  comparison,  which  acting  on 

30  the  filter  amplifiers  keeps  the  phase  difference  at 
the  chosen  frequency  at  a  predetermined  and  con- 
stant  value,  recovering  in  this  way  fabrication  toler- 
ances  and  temperature  variations.  This  method  re- 
quires  at  the  input  a  sinusoidal  signal,  which  gen- 

35  erally  presents  some  difficulties  in  an  environment 
where  mainly  digital  signals  are  found,  and  oc- 
cupies  at  least  two  amplifiers  and  other  elements 
for  implementing  reference  filter.  Besides  the  meth- 
od  demands  a  four-quadrant  analog  multiplier  for 

40  implementing  the  comparison  circuit.  As  known,  the 
design  of  this  multiplier  presents  considerable  dif- 
ficulties  due  to  circuit  complexity,  since  non-linear- 
ity  introduced  by  transistors  ought  to  be  avoided. 

The  relation  between  the  G*B  product  and  the 
45  signal  frequency  at  the  reference-filter  input  is  also 

rather  difficult  to  compute. 
According  to  the  method  of  the  system  shown 

in  Fig.  1(c),  at  least  two  amplifiers  are  intercon- 
nected  to  obtain  a  voltage-controlled  oscillator.  The 

50  signal  produced  is  compared  in  a  phase-compara- 
tor  with  a  reference-signal  coming  from  the  outside 
and  the  error  signal,  duly  filtered,  is  used  to  sta- 
bilize  the  integrated-oscillator  frequency.  Thus  the 
well-known  "phase-locked  loop",  or  PLL,  is  imple- 

55  mented.  Since  the  fabrication  tolerances  of  the 
integrated  circuit  which  comprises  the  amplifiers 
and  temperature  variations  determine  correspond- 
ing  variations  in  the  frequency  of  the  signal  gen- 
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erated  by  the  voltage-controlled  oscillator,  its  cor- 
rection  based  on  the  frequency  of  the  external 
signal  causes  the  correction  of  the  G*B  products  of 
all  the  amplifiers.  This  system  unfortunately  re- 
quires  a  further  filter  to  limit  residual  ripple  of  error 
signal,  and  hence  a  further  external  capacitor.  In 
fact  it  is  not  advisable  to  obtain  this  operation  from 
the  loop-filter  alone,  implementing  it  with  very-low 
cut-off  frequency,  as  locking  difficulties  could  arise. 
The  whole  system  ought  to  be  designed  as  well  as 
possible  so  as  to  always  ensure  integrated  oscilla- 
tor  locking  to  the  reference  phase,  otherwise  G*B 
product  control  might  be  lost.  This  system  requires 
also  a  circuit  for  the  control  of  the  signal  level  at 
the  output  of  the  voltage-controlled  oscillator,  in 
order  to  prevent  it  from  being  blocked  at  one  of  the 
power-supply  voltage  levels  (  +  Vcc,  -Vcc)  owing  to 
input  voltage  drift. 

The  disadvantages  above  are  overcome  by  the 
circuit  for  automatically  controlling  the  gain-band- 
width  product  of  operational  amplifiers,  provided  by 
the  invention,  which  allows  the  indirect  control  of 
G*B  product  through  the  frequency  of  a  square- 
wave  signal  sent  to  the  input,  requires  the  use  of 
an  only  external  capacitor  and  a  single  operational 
amplifier  to  measure  the  G*B  product  and  whose 
circuitry  is  easy  to  implement,  also  as  an  inte- 
grated  circuit. 

The  present  invention  provides  a  circuit  for 
automatically  controlling  the  gain-bandwidth  prod- 
uct  of  operational  amplifiers,  wherein  gain-band- 
width  product  G*B  of  one  of  the  amplifiers  placed 
on  the  same  chip  as  the  amplifiers  to  be  controlled 
is  measured  and  the  resulting  signal  is  used  to 
control  through  a  bias  circuit  the  gain-bandwidth 
products  of  all  the  amplifiers,  the  value  of  these 
products  being  presettable  through  the  frequency 
of  a  control  signal  sent  to  the  circuit  input,  char- 
acterized  in  that  it  comprises: 

-  a  squaring  circuit,  which  receives  at  the  input 
said  control  signal  with  predetermined  fre- 
quency  and  duty-cycle  equal  to  50  per  cent 
and  supplies  at  the  output  a  corresponding 
square-wave  signal  with  positive  or  negative 
amplitude  equal  to  that  of  a  reference  volt- 
age; 

-  a  source  of  that  reference  voltage; 
-  one  of  said  operational  amplifiers,  highly 

compensated  so  as  to  present  at  very  low 
frequency  the  first  pole  of  the  transfer  func- 
tion  and  placed  in  the  voltage-follower  con- 
figuration,  which  amplifier  receives  at  the 
non-inverting  input  the  signal  supplied  at  the 
output  by  said  squaring  circuit; 

-  a  rectifying  circuit,  which  receives  at  the  input 
the  signal  supplied  by  said  operational  am- 
plifier; 

-  a  voltage-to-current  converter  with  a  transfer 
function  equal  to  a  first  resistive  value,  which 
receives  at  the  input  a  voltage  signal  and 
converts  it  into  a  current  signal  at  the  output; 

5  -  a  constant-current  generator,  which  supplies 
a  current  equal  to  sad  reference  voltage  di- 
vided  by  a  second  resistive  value  and  has  a 
terminal  connected  to  the  source  of  negative 
voltage  and  the  other  terminal  connected  to 

io  the  output  of  the  voltage-to-current  converter 

-  a  capacitor,  with  a  terminal  connected  to  the 
negative  voltage  source  and  the  other  termi- 
nal  connected  to  the  output  of  the  voltage-to- 

15  current  converter  and  to  the  input  of  said  bias 
circuit,  which  controls  amplifier  gain-band- 
width  product  in  a  way  inversely  proportional 
to  the  voltage  across  the  capacitor  terminals. 

The  foregoing  and  other  characteristics  of  the 
20  present  invention  will  be  made  clearer  by  the  fol- 

lowing  description  of  a  preferred  embodiment 
thereof,  given  by  way  of  non-limiting  example,  and 
by  the  annexed  drawings  in  which: 

-  Fig.  1  is  a  block-diagram  of  the  circuit  pro- 
25  vided  by  the  invention; 

-  Fig  2  is  a  time  diagram  of  the  main 
waveforms. 

The  circuit  described  hereinbelow  carries  out 
the  measurement  of  gain-bandwidth  product  by 

30  using  one  of  the  operational  amplifiers  highly  com- 
pensated,  so  as  to  present  at  very  low  frequency 
the  first  pole  of  the  transfer  function.  This  can  be 
obtained  by  the  use  of  a  low  value  capacitor,  which 
can  be  already  integrated.  As  known  such  an  am- 

35  plifier  acts  as  a  low-pass  RC  network,  with  a  cut-off 
frequency  dependent  on  G*B  product,  when  con- 
nected  as  voltage  follower.  More  particularly,  trans- 
fer  function  is  given  by  G*B/(s  +  G*B),  where  s  is 
the  complex  variable  and  G*B  product  represents 

40  the  inverse  of  time  constant. 
By  measuring  the  modifications  made  by  such 

a  circuit  to  a  square-wave  signal  sent  to  its  input, 
G*B  product  value  can  be  derived  and  possibly 
corrected  so  as  to  bring  it  again  to  the  predeter- 

45  mined  value. 
The  square-wave  control  signal  arrives  at  the 

wire  denoted  by  reference  1  on  Fig.  1,  connected 
to  the  input  of  a  squaring  circuit  SQ,  which  re- 
ceives  also  on  wire  3  a  dc  reference  voltage  Ao 

50  generated  by  a  suitable  source  GT.  The  control 
signal  presents  a  duty-cycle  equal  to  50  per  cent 
and  a  frequency  fc  of  convenient  value  to  the  G*B 
product  desired.  More  particularly,  in  the  domain 
on  linearity  of  the  various  circuit  blocks  and  by  a 

55  suitable  choice  of  some  circuit  elements,  the  rela- 
tion  becomes  particularly  simple:  G*B  =  0.3497*fc. 

At  the  output  on  wire  2  there  is  a  signal  equal 
to  the  one  present  on  wire  1  ,  but  with  positive  and 

3 
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negative  levels  equal  to  Ao  and  -Ao  respectively. 
Said  signal  is  sent  to  the  non-inverting  input  of  one 
of  the  operational  amplifiers,  M1,  placed  in  the 
voltage-follower  configuration.  The  other  amplifiers 
M2  Mn  can  be  used  to  carry  out  the  desired 
functions,  for  example  for  filtering  functions,  their 
G*B  products  undergoing  an  indirect  control  by  the 
frequency  of  the  signal  on  wire  1  . 

At  the  output  of  amplifier  M1,  connected  to 
wire  4,  a  signal  is  obtained  with  a  waveform  similar 
to  that  denoted  by  V4  in  Fig.  2.  It  consists  of  a 
sequence  of  exponentially  decreasing  and  increas- 
ing  ramps  with  the  time  constant  of  the  transfer 
function  of  the  low-pass  network  implemented  by 
amplifier  M1  . 

Said  signal  on  wire  4  is  sent  to  the  input  of  a 
rectifying  circuit  denoted  by  CR  in  Fig.  1,  obtaining 
at  the  output  on  wire  5  a  signal  similar  to  that 
denoted  by  V5  in  Fig.2.  It  consists  of  a  sequence 
of  positive-amplitude  and  exponentially-increasing 
ramps. 

The  signal  supplied  by  CR  on  wire  5  is  sent  to 
a  voltage-to-current  converter  ,  denoted  by  RD  in 
Fig.1,  with  transfer  function  equal  to  Ri1.  This  con- 
verter  is  designed  to  convert  input  ramp  voltage 
into  current,  by  dividing  it  by  a  resistance  Ri1  of 
suitable  value,  as  will  be  better  expounded  herein- 
below.  Mean  current  value  depends  on  the  am- 
plitude  of  the  reference  voltage  Ao,  on  the  amplifier 
G*B  product,  on  the  frequency  fc  of  the  signal  on 
wire  1  and  on  the  resistance  Ri1,  according  to  a 
rather  complex  relation.  More  particularly,  it  results 
directly  proportional  to  Ao. 

The  current  signal,  present  on  wire  6,  is  used 
to  charge  a  capacitor  C,  with  the  other  terminal 
connected  to  the  negative  power-supply  voltage 
-Vee.  The  capacitor  is  also  discharged  through  a 
constant-current  generator  GC,  slaved  to  reference 
voltage  source  GT,  so  that  the  current  traversing  it 
be  equal  to  Ao/Ri2.  The  most  suitable  value  of  Ri2 
will  be  determined  hereinafter  together  with  the 
value  of  Ri1  . 

It  is  clear  that  capacitor  C  keeps  a  charge 
constant  only  if  the  mean  value  of  the  current 
supplied  by  RD  is  equal  to  the  value  of  the  current 
drawn  by  GC. 

Since  both  the  current  supplied  by  RD  and  the 
current  drawn  by  GC  are  directly  proportional  to 
the  value  of  voltage  Ao  generated  by  GT,  its  possi- 
ble  variation  does  not  affect  the  quantity  of  charge 
accumulated  by  capacitor  C. 

The  voltage  present  across  capacitor  C  con- 
trols  a  bias  circuit,  denoted  by  CP  in  Fig.  1,  which 
by  varying  the  currents  sent  to  the  operational 
amplifiers  on  wire  7,  controls  their  G*B  products. 
More  particularly  G*B  value  is  inversely  propor- 
tional  to  the  voltage  across  C. 

An  undesired  G*B  increase  causes  a  reduction 
in  the  time  constant  of  integrator  M1  and  hence  a 
more  rapid  increase  of  the  voltage  ramp  at  its 
output.  That  causes  an  increase  in  the  mean  value 

5  of  the  current  which  charges  capacitor  C  and  as  a 
consequence  a  higher  voltage  at  its  terminals, 
which  causes  a  reduction  of  G*B  product  through 
bias  circuit  CP,  with  consequent  correction  of  its 
value. 

io  Supposing  on  the  contrary  that  a  reduction  of 
G*B  product  is  desired,  the  frequency  of  the  signal 
at  input  1  is  reduced,  thus  obtaining  a  proportion- 
ally  more  rapid  increase  of  the  ramp  at  the  output 
of  integrator  M1  and  a  higher  mean  value:  in  fact 

is  the  response  of  a  low-pass  network  to  a  lower- 
frequency  signal  is  more  rapid.  Then  corrections 
are  carried  out  as  in  the  preceding  case  of  non- 
desired  G*B  increase. 

The  quite  simple  value  of  the  ratio  between 
20  G*B  and  fc,  already  mentioned,  can  be  obtained  by 

a  convenient  choice  of  the  ratio  between  Ri1  and 
Ri2.  More  particularly,  it  is  possible  to  demonstrate 
that  G*B  =  0.3497*fc  by  choosing  Ri1/Ri2  equal  to 
0.  261857  and  peak  value  of  V5  (Fig.2)  equal  to 

25  Ao/2. 
It  is  clear  that  what  described  has  been  given 

only  by  way  of  a  non-limiting  example.  Variations 
and  modifications  are  possible  without  going  out  of 
the  scope  of  the  present  invention. 

30 
Claims 

1.  A  circuit  for  automatically  controlling  the  gain- 
bandwidth  product  of  operational  amplifiers, 

35  wherein  gain-bandwidth  product  (G*B)  of  one 
of  the  amplifiers  (M1)  placed  on  the  same  chip 
as  the  amplifiers  to  be  controlled  (M2,...Mn)  is 
measured  and  the  resulting  signal  is  used  to 
control  through  a  bias  circuit  (CP)  the  gain- 

40  bandwidth  products  of  all  the  amplifiers,  the 
value  of  these  products  being  presettable 
through  the  frequency  (fc)  of  a  control  signal 
sent  to  the  circuit  input  (1),  characterized  in 
that  it  comprises: 

45  -  a  squaring  circuit  (SQ),  which  receives  at 
the  input  (1)  said  control  signal  with  pre- 
determined  frequency  (fc)  and  duty-cycle 
equal  to  50  per  cent  and  supplies  at  the 
output  (2)  a  corresponding  square-wave 

50  signal  with  positive  or  negative  amplitude 
equal  to  that  of  a  reference  voltage  (Ao); 

-  a  source  (GT)  of  that  reference  voltage; 
-  the  one  of  said  operational  amplifiers 

(M1),  highly  compensated  so  as  to 
55  present  at  very  low  frequency  the  first 

pole  of  the  transfer  function  and  placed 
in  the  voltage-follower  configuration, 
which  amplifier  receives  at  the  non-in- 

4 
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verting  input  the  signal  supplied  at  the 
output  (2)  by  said  squaring  circuit  (SQ); 

-  a  rectifying  circuit  (CR),  which  receives 
at  the  input  (4)  the  signal  supplied  by 
said  operational  amplifier  (M1); 

-  a  voltage-to-current  converter  (RD)  with  a 
transfer  function  equal  to  the  resistive 
value  of  a  first  resistor  (Ri1),  which  re- 
ceives  at  the  input  (5)  which  is  con- 
nected  to  the  output  of  the  rectifying 
circuit  (CR)  a  voltage  signal  and  converts 
it  into  a  current  signal  at  the  output  (6); 

-  a  constant-current  generator  (GC),  which 
supplies  a  current  equal  to  said  refer- 
ence  voltage  (Ao)  divided  by  the  resistive 
value  of  a  second  resistor  (Ri2)  and  has 
a  terminal  connected  to  the  source  of 
negative  voltage  (-Vee)  and  the  other  ter- 
minal  connected  to  the  output  (6)  of  the 
voltage-to-current  converter  (RD); 

-  a  capacitor  (C),  with  a  terminal  connect- 
ed  to  the  negative  voltage  source  (-Vee) 
and  the  other  terminal  connected  to  the 
output  (6)  of  the  voltage-to-current  con- 
verter  (RD)  and  to  the  input  of  said  bias 
circuit  (CP),  which  controls  amplifier 
gain-bandwidth  product  in  a  way  inverse- 
ly  proportional  to  the  voltage  across  the 
capacitor  terminals. 

2.  A  circuit  as  in  claim  1,  characterized  in  that 
gain-bandwidth  product  (G*B)  is  equal  to  the 
frequency  of  the  control  signal  (fc)  multiplied 
by  0.3497  and  the  ratio  between  the  resisten- 
ces  of  said  resistors  (Ri1,Ri2)  is  equal  to 
0.261857. 

Patentanspruche 

1.  Schaltung  zur  automatischen  Regelung  des 
Produkts  Verstarkung  •  Bandbreite  von  Opera- 
tionsverstarkern,  wobei  dieses  Produkt  Verstar- 
kung  •  Bandbreite  (G*B)  eines  der  Verstarker 
(M1),  der  auf  dem  selben  Chip  wie  die  zu 
regelnden  Verstarker  (M2,...Mn)  angeordnet  ist, 
gemessen  wird  und  das  resultierende  Signal 
dazu  verwendet  wird,  uber  eine  Voreinstell- 
schaltung  (CP)  die  Produkte  Verstarkung  • 
Bandbreite  aller  Verstarker  zu  steuern,  und  der 
Wert  dieser  Produkte  durch  die  Frequenz  (fc) 
eines  Steuersignals,  das  an  den  Schaltungsein- 
gang  (1)  gegeben  wird,  voreinstellbar  ist,  ge- 
kennzeichnet  durch: 

-  eine  Rechteckwellenschaltung  (SQ),  die 
am  Eingang  (1)  das  Steuersignal  mit  der 
gegebenen  Frequenz  (fc)  und  einem 
Tastverhaltnis  von  50  %  empfangt  und 
am  Ausgang  (2)  ein  entsprechendes 

Rechtecksignal  mit  einer  positiven  oder 
negativen  Amplitude  gleich  der  einer  Be- 
zugsspannung  (Ao)  abgibt; 

-  eine  Quelle  (GT)  der  Bezugsspannung; 
5  -  den  einen  der  Operationsverstarker  (M1), 

der  hochkompensiert  ist,  urn  so  bei  sehr 
niedriger  Frequenz  den  ersten  Pol  der 
Transferfunktion  aufzuweisen,  und  in 
Spannungsfolgerkonfiguration  geschaltet 

io  ist,  und  der  an  seinem  nicht-invertieren- 
den  Eingang  das  am  Ausgang  (2)  der 
Rechteckwellenschaltung  (SQ)  abgege- 
bene  Signal  empfangt; 

-  eine  Gleichrichtschaltung  (CR),  die  am 
is  Eingang  (4)  das  vom  Operationsverstar- 

ker  (M1)  abgegebene  Signal  empfangt; 
-  einen  Spannung/Strom-Umsetzer  (RD) 

mit  einer  Transferfunktion  gleich  dem  Wi- 
derstandswert  eines  ersten  Widerstands 

20  (Re1),  wobei  dieser  Umsetzer  an  seinem 
Eingang  (5),  der  mit  dem  Ausgang  (5) 
der  Gleichrichterschaltung  (CR)  verbun- 
den  ist,  ein  Spannungssignal  empfangt 
und  es  in  ein  Stromsignal  an  seinem 

25  Ausgang  (6)  umwandelt; 
-  einen  Konstantstromgenerator  (GC),  der 

einen  Strom  liefert,  der  gleich  der  Be- 
zugsspannung  (Ao)  geteilt  durch  den  Wi- 
derstandswert  eines  zweiten  Widerstands 

30  (Re2)  ist,  und  der  mit  einem  AnschluB  an 
die  negative  Spannungsquelle  (-Vee)  und 
mit  dem  anderen  AnschluB  an  den  Aus- 
gang  (6)  des  Spannungs/Strom-Umset- 
zers  (RD)  angeschlossen  ist; 

35  -  einen  Kondensator  (C),  der  mit  einem 
AnschluB  an  die  negative  Spannungs- 
quelle  (-Vee)  und  mit  dem  anderen  An- 
schluB  an  den  Ausgang  (6)  des  Span- 
nungs/Strom-Umsetzers  (RD)  und  an  den 

40  Eingang  der  Voreinstellschaltung  (CP) 
angeschlossen  ist,  die  das  Produkt  Ver- 
starkung  •  Bandbreite  der  Verstarker 
umgekehrt  proportional  zur  Spannung  an 
den  Kondensatoranschlussen  steuert. 

45 
2.  Schaltung  nach  Anspruch  1,  dadurch  gekenn- 

zeichnet,  dal3  das  Produkt  Verstarkung  • 
Bandbreite  (G*B)  gleich  der  Frequenz  des 
Steuersignals  (fc),  multipliziert  mit  0,3497,  und 

50  das  Verhaltnis  zwischen  den  Widerstandswer- 
ten  der  Widerstande  (Ri1,  Re2)  gleich 
0,261857  ist. 

Revendicatlons 
55 

1.  Circuit  pour  le  controle  automatique  du  produit 
gain-bande  passante  pour  des  amplificateurs 
operationnels,  ou  Ton  effectue  la  mesure  du 

5 
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produit  gain-bande  passante  (G*B)  d'un  des 
amplificateurs  (M1)  place  sur  la  meme  puce 
des  amplificateurs  a  controler  (M2  Mn)  et  le 
signal  qui  en  resulte  est  utilise  pour  controler  a 
travers  un  circuit  de  polarisation  (CP)  les  pro- 
duits  gain-bande  passante  de  tous  les  amplifi- 
cateurs,  la  valeur  desdits  produits  etant  prepro- 
grammable  a  travers  la  frequence  (fc)  d'un 
signal  de  controle  envoye  a  I'entree  du  syste- 
me  (1),  caracterise  en  ce  qu'il  comprend: 

-  un  circuit  de  mise  en  forme  (SQ)  qui 
regoit  a  I'entree  (1)  ledit  signal  de 
controle  avec  frequence  predetermined 
(fc)  et  avec  rapport  entre  le  temps  dans 
lequel  il  est  a  une  valeur  elevee  et  la 
periode  egale  a  50%  et  qui  le  fournit  a  la 
sortie  (2)  sous  forme  d'onde  carree  avec 
des  niveaux  positifs  et  negatifs  d'amplitu- 
de  egale  a  I'amplitude  d'une  tension  de 
reference  (Ao); 

-  une  source  (GT)  de  ladite  tension  de 
reference; 

-  un  desdits  amplificateurs  operationnels 
(M1),  tres  compense  de  maniere  a  pre- 
senter  a  une  frequence  tres  basse  le 
premier  pole  de  la  fonction  de  transfert 
et  place  dans  la  configuration  de  suiveur 
de  tension,  qui  regoit  a  I'entree  non  in- 
versante  le  signal  fourni  a  la  sortie  (2) 
par  ledit  circuit  de  mise  en  forme  (SQ); 

-  un  circuit  redresseur  (CR),  qui  regoit  a 
I'entree  (4)  le  signal  fourni  par  ledit  am- 
plificateur  operationnel  (M1); 

-  un  convertisseur  tension-courant  (RD) 
avec  une  fonction  de  transfert  egale  a 
une  premiere  valeur  resistive  (Ri1),  qui 
regoit  a  I'entree  (5)  un  signal  de  tension 
et  le  transforme  dans  un  signal  de  cou- 
rant  a  la  sortie  (6); 

-  un  generateur  de  courant  constant  (GC), 
qui  fournit  un  courant  egal  a  la  valeur  de 
ladite  tension  de  reference  (Ao)  divisee 
par  une  seconde  valeur  resistive  (Ri2)  et 
a  une  borne  connectee  a  la  source  de 
tension  negative  (-Vee)  et  I'autre  borne 
connectee  a  la  sortie  (6)  du  convertisseur 
tension-courant  (RD); 

-  un  condensateur  (C),  avec  une  borne 
connectee  a  la  source  de  tension  negati- 
ve  (-Vee)  et  I'autre  borne  connectee  a  la 
sortie  (6)  du  convertisseur  tension-cou- 
rant  (RD)  et  a  I'entree  dudit  circuit  de 
polarsation  (CP),  qui  regie  le  produit 
gain-bande  passante  des  amplificateurs 
de  maniere  inversement  proportionelle  a 
la  tension  aux  bornes  du  condensateur. 

2.  Circuit  selon  la  revendication  1,  caracterise  en 
ce  que  le  produit  gain-bande  passante  (G*B) 
est  egal  a  la  frequence  du  signal  de  controle 
(fc)  multiplie  par  0,3497  et  le  rapport  entre  les 

5  resistances  desdits  resistors  (Ri1,  Ri2)  est  egal 
a  0,261857. 
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