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Description

PRIORITY APPLICATION

[0001] This application claims priority to US Patent Ap-
plication No. 13/828,702, filed on March 14, 2013.

FIELD OF THE DISCLOSURE

[0002] The present disclosure relates generally to me-
dia monitoring and, more particularly, to methods and
systems for reducing crediting errors due to spillover us-
ing audio codes and/or signatures.

BACKGROUND

[0003] Audience measurement of media, such as tel-
evision, music, movies, radio, Internet websites, stream-
ing media, etc., is typically carried out by monitoring me-
dia exposure of panelists that are statistically selected to
represent particular demographic groups. Using various
statistical methods, the captured media exposure data
is processed to determine the size and demographic
composition of the audience(s) for programs of interest.
The audience size and demographic information is val-
uable to advertisers, broadcasters and/or other entities.
For example, audience size and demographic informa-
tion is a factor in the placement of advertisements, as
well as a factor in valuing commercial time slots during
a particular program.
[0004] For instance, US 2012/219156 A1 discloses
methods and apparatus to monitor media exposure,
wherein a metering device is used to detect exposure to
media and electronically store a signature of the exposed
media in a log using identifiers and identification codes.
[0005] US 2010/199296 A1 relates to methods for us-
ing location information to manage spillover in an audi-
ence monitoring system are disclosed. In an example
method, a first location signal and a second location sig-
nal are received substantially simultaneously at a porta-
ble metering device. The first location signal is emitted
via a first device located at a first location and includes
a first signal characteristic associated with the first loca-
tion. The second location signal is emitted via a second
device located at a second location and includes a sec-
ond signal characteristic associated with the second lo-
cation. The first location signal or the second location
signal is selected based on the first and second signal
characteristics. Media monitoring information is generat-
ed based on the selected signal.
[0006] WO/2008/058193 relates a method of gathering
data concerning a location of an audience member prox-
imate to a content presentation are provided. A stationary
device is proximate to the content presentation. A port-
able monitor is carried by or with the person of an audi-
ence member. Location data is obtained by communi-
cating data from the portable monitor to the stationary
device, or from the stationary device to the portable mon-

itor, or by comparing data gathered by both the stationary
device and the portable monitor.
[0007] The present invention provides a method ac-
cording to independent claim 1, a spillover manager ac-
cording to independent claim 4 and a computer program
according to independent claim 8 that reduce crediting
errors due to spillover in a dwelling or across adjacent
dwellings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008]

FIG. 1 illustrates an example system including an
example spillover manager implemented in accord-
ance with the teachings of this disclosure to manage
spillover to reduce media monitoring inaccuracies in
the system.

FIG. 2 illustrates an example implementation of an
example media identifying meter of FIG. 1.

FIG. 3 illustrates an example implementation of the
example spillover manager of FIG. 1.

FIG. 4 is a flow diagram representative of example
machine readable instructions that may be executed
to implement the example spillover manager of
FIGS. 1 and/or 3.

FIG. 5 is a flow diagram representative of example
machine readable instructions that may be executed
to implement the example media identifying meter
of FIGS. 1 and/or 2.

FIG. 6 is another flow diagram representative of ex-
ample machine readable instructions that may be
executed to implement the example spillover man-
ager of FIGS. 1 and/or 3.

FIG. 7 is a block diagram of an example processor
platform that may be used to execute the instructions
of FIGS. 4, 5, and/or 6 to implement the example
media identifying meter 106 of FIG. 2, the example
spillover manager of FIG. 3, and/or, more generally,
the example system of FIG. 1.

DETAILED DESCRIPTION

[0009] Audience measurement companies enlist per-
sons to participate in measurement panels. Such per-
sons (e.g., panelists) agree to allow the audience meas-
urement company to measure their exposure to media
(e.g., television programming, radio programming, Inter-
net, advertising, signage, outdoor advertising, etc.). In
order to associate media monitoring data (i.e., data re-
flecting media presentation) with panelist demographics,
the audience measurement company monitors media
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device(s) and/or panelist(s) using meters.
[0010] In some examples, meters (e.g., stationary me-
ters) are placed with and/or near media presentation de-
vices (e.g., televisions, stereos, speakers, computers,
etc.) within a home or household. For example, a meter
may be placed in a room with a television and another
meter may be placed in a different room with another
television. In some examples, personal portable meter-
ing devices (PPMs), which are also known as portable
metering devices or portable personal (or people) me-
ters, are used to monitor media exposure of panelists. A
PPM is an electronic device that is typically worn (e.g.,
clipped to a belt or other apparel) or carried by a panelist.
The term "meter" as used herein refers generally to sta-
tionary meters and/or portable meters.
[0011] In general, media identifying meters are config-
ured to use a variety of techniques to monitor media pres-
entations at media presentation devices and/or exposure
of panelists to media presentations. For example, one
technique for monitoring media exposure involves de-
tecting or collecting media identifying information (e.g.,
codes (e.g., watermarks), signatures, etc.) from media
signals (e.g., audio and/or video signals) that are emitted
or presented by media presentation devices.
[0012] As media (e.g., content and/or advertisements)
is presented, a media identifying meter may receive me-
dia signals (e.g., via a microphone) associated with the
media and may detect media (e.g., audio and/or video)
information associated with the media to generate media
monitoring data. In general, media monitoring data may
include any information that is representative of (or as-
sociated with) media and/or that may be used to identify
a particular media presentation (e.g., a song, a television
program, a movie, a video game, an advertisement, etc.).
For example, the media monitoring data may include sig-
natures that are collected or generated by the media iden-
tifying meter based on the media, audio codes that are
broadcast simultaneously with (e.g., embedded in) the
media, etc. Each media identifying meter may receive
different media signals based on the media presented
(e.g., tuned) on the media presentation devices to which
panelists are exposed.
[0013] Media monitoring systems may also include
one or more people meters to identify panelists in a mon-
itored audience. Identifying the panelists in the audience
allows mapping of their demographics to the media. Pan-
elists provide their demographic information when they
agree to be monitored by the audience measurement
system. Any method of people metering may be em-
ployed. For example, the people metering may be active
in that it requires panelists to self-identify by, for instance,
entering an identifier corresponding to their name, or it
may be passive in that electronics (e.g., video cameras)
may be used to identify and/or count persons in the au-
dience. See U.S. Patent 7,609,853, which is an example
people metering solution.
[0014] A panelist home may present unique monitoring
challenges to the media identifying meters. For example,

a panelist home often includes multiple media presenta-
tion devices, each configured to present media to specific
viewing and/or listening areas located within the home.
Known media identifying meters that are located in one
of the viewing and/or listening areas are typically config-
ured to detect any media being presented in the viewing
and/or listening area and to credit the media as having
been presented. Thus, known media identifying meters
operate on the premise that any media detected by the
media identifying meter is media that was presented in
that particular viewing and/or listening area. However, in
some cases, a media identifying meter may detect media
that is emitted by a media presentation device that is not
located within the viewing or listening proximity of a pan-
elist in the room with the media identifying meter thereby
causing the detected media to be improperly credited to
the panelist currently associated with the monitored area
(via, for example, a people meter). The ability of the me-
dia identifying meter to detect media being presented
outside of the viewing and/or listening proximity of the
panelist is referred to as "spillover" because the media
being presented outside of the viewing and/or listening
proximity of the panelist is "spilling over" into the area
occupied by the media identifying meter and may not
actually fall within the attention of the panelist. Spillover
may occur, for example, when a television in a particular
room is powered off, but a media identifying meter asso-
ciated with that television detects media being presented
on a media presentation device in a different room of the
panelist home or of an adjacent home (e.g., a neighbor’s
condominium or apartment). In such an example, the me-
dia identifying meter improperly credits the media as be-
ing presented on the media presentation device it mon-
itors even though no such presentation occurred.
[0015] Another effect, referred to as "hijacking," occurs
when a media identifying meter detects different media
being presented at multiple media presentation devices
at the same time. For example, a media identifying meter
in a kitchen may detect a particular media program being
presented on a media presentation device in the kitchen,
but the media identifying meter may also detect a different
media program that is being presented on a different me-
dia presentation device in a living room. In such an ex-
ample, the media presented by the media presentation
device in the living room may, in some cases, have sig-
nals that overpower or "hijack" the signals associated
with the media being presented by the media presenta-
tion device in the kitchen. As a result, the media identi-
fying meter in the kitchen may inaccurately credit the me-
dia being presented in the living room and fail to credit
the media being presented in the kitchen. In some ex-
amples, other difficulties such as varying volume levels,
varying audio/video content type (e.g., sparse, medium,
rich, etc.), varying household transmission characteris-
tics due to open/closed doors, movement and/or place-
ment of furniture, acoustic characteristics of room lay-
outs, wall construction, floor coverings, ceiling heights,
etc. may exacerbate these issues and, thus, lead to in-
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accurate media presentation detection by media identi-
fying meters.
[0016] Example methods and systems disclosed here-
in may be used to manage audio spillover and/or other
sources of media monitoring inaccuracies in the course
of presentations of media to more accurately assess the
exposure of panelists to that media. Example methods
and systems may be used to prevent audio spillover from
adversely affecting results of media monitoring. Some
example methods and systems analyze media monitor-
ing data to determine if audio spillover has occurred. In
some such examples, if audio spillover has not occurred,
the media is credited as actual media exposure (e.g., a
panelist has been exposed to the media). If audio spill-
over has occurred, the media is not credited as an actual
media exposure.
[0017] Example methods and systems disclosed here-
in detect signal spillover by analyzing audio codes and/or
signatures associated with media presentations. Media
identifying meters monitoring media presentations from
proximate (e.g., in the same room) media presentation
devices generate media monitoring data that is used to
identify the media presentations. In some examples, the
media identifying meters timestamp the media monitor-
ing data to indicate when the media monitoring data was
collected (e.g., when a code was collected and/or when
a signature was generated to identify media presenta-
tions).
[0018] In some examples, codes and/or signatures col-
lected by a first media identifying meter are compared to
codes and/or signatures collected by a second media
identifying meter to determine if the first media identifying
meter and the second media identifying meter collected
the same code or the same signature (e.g., identify the
same media presentation). In some such examples, if
the first media identifying meter and the second media
identifying meter did not collect the same code or the
same signature, it is determined that spillover has not
occurred and the media presentations identified by the
codes and/or the signatures are credited with actual me-
dia exposure events.
[0019] If the first media identifying meter and the sec-
ond media identifying meter collected the same code or
the same signature, it is determined that spillover has
occurred. In some such examples, when it is determined
that spillover may have occurred (e.g., that two media
identifying meters have reported the same media pres-
entation, but the media presentation is to be associated
with one media identifying meter), it is determined wheth-
er to credit the media presentation associated with the
first media identifying meter or the media presentation
associated with the second media identifying meter with
an actual media exposure event.
[0020] In some examples, to determine which media
presentation to credit (e.g., which media to associate with
which particular media identifying meter), a first times-
tamp of the code and/or signature associated with the
first media identifying meter is compared to a second

timestamp of the same code and/or signature associated
with the second media identifying meter to determine
which code and/or signature was collected and/or gen-
erated first. For example, a first media identifying meter
may receive an audio signal from a proximate (e.g., in
the same room) media presentation device and collect a
code from that audio signal at a particular time. In such
an example, a second media identifying meter in an ad-
jacent room may receive the same audio signal from the
same media presentation device, but may collect the
same code from that audio signal at a later time than the
first media identifying meter. The second media identify-
ing meter may collect the code from the audio signal at
a later time when the audio has traveled a larger distance
than expected, the audio has been transmitted through
different rooms (e.g., the signal has bounced off of walls,
traveled through a wall, a ceiling, or a floor, etc.), etc.
[0021] If the first timestamp of the code and/or signa-
ture is earlier than the second timestamp of the same
code and/or signature, the media associated with the
code and/or signature of the first timestamp is credited
with an actual media exposure event and the media as-
sociated with the code and/or signature of the second
timestamp is not credited with an actual media exposure
event. In other words, the media monitoring data collect-
ed by the first media identifying meter (e.g., the meter
that collected the code at the earlier time) is credited and
the media monitoring data collected by the second media
identifying meter (e.g., the meter that collected the code
at a later time) is not credited and/or is discarded. If the
second timestamp of the code and/or signature is earlier
than the first timestamp of the same code and/or signa-
ture, the media associated with the code and/or signature
of the second timestamp is credited with an actual media
exposure event and the media associated with the code
and/or signature of the first timestamp is not credited with
an actual media exposure event. In other words, the me-
dia monitoring data collected by the second media iden-
tifying meter is credited and the media monitoring data
collected by the first media identifying meter is not cred-
ited and/or is discarded. If the first and second times-
tamps are identical or within a threshold time of each
other, it is assumed that the media is presented on both
the first and second media presentation devices and ex-
posure credits are recorded by both media identifying
meters.
[0022] An example method disclosed herein includes
determining if first media monitoring data provided from
a first meter identifies a same media as second media
monitoring data provided from a second meter. If the first
media monitoring data identifies the same media as the
second media monitoring data, the example method in-
cludes detecting if spillover occurred by determining if an
absolute value of a difference between a first timestamp
associated with the first media monitoring data and a
second timestamp associated with the second media
monitoring data is not less than a threshold. If spillover
occurred, the example method includes determining
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which of the first media monitoring data or the second
media monitoring data to credit as a media exposure.
[0023] An example spillover manager disclosed herein
includes a code and/or signature comparator to deter-
mine if first media monitoring data provided from a first
meter is equivalent to second media monitoring data pro-
vided from a second meter. If the first media monitoring
data is not equivalent to the second media monitoring
data, the example code and/or signature comparator is
to determine that spillover did not occurred. The example
spillover manager includes a timestamp comparator to
determine whether spillover occurred by determining if
an absolute value of a difference between a first times-
tamp associated with the first media monitoring data and
a second timestamp associated with the second media
monitoring data is not less than a threshold and, if so,
determining which of the first media monitoring data or
the second media monitoring data to credit as a media
exposure.
[0024] An example tangible computer readable stor-
age medium disclosed herein comprises instructions
that, when executed, cause a computing device to at least
determine if first media monitoring data provided from a
first meter identifies a same media as second media mon-
itoring data provided from a second meter. If the first me-
dia monitoring data identifies the same media as the sec-
ond media monitoring data, the example instructions
cause the computing device to detect if spillover occurred
by determining if an absolute value of a difference be-
tween a first timestamp associated with the first media
monitoring data and a second timestamp associated with
the second media monitoring data is not less than a
threshold. If spillover occurred, the example instructions
cause the computing device to determine which of the
first media monitoring data or the second media moni-
toring data to credit as a media exposure.
[0025] FIG. 1 illustrates an example media monitoring
system 100 in an example environment of use. The ex-
ample of FIG. 1 includes an example spillover manager
102 implemented in accordance with the teachings of
this disclosure to manage spillover to reduce (e.g., pre-
vent) media monitoring inaccuracies in the media moni-
toring system 100. In the illustrated example, a first media
identifying meter 106 monitors media presented by a first
media presentation device 108 in a first room 110 and a
second media identifying meter 112 monitors media pre-
sented on a second media presentation device 114 in a
second room 116. Either or both of the first and second
media presentation devices 108, 114 may be, for exam-
ple, a television, a radio, a computer, a stereo system, a
DVD player, a game console, etc. Media may include,
for example, any form of content, television program-
ming, radio programming, movies, songs, any form of
advertisements, Internet information such as websites
and/or streaming media, and/or any other video informa-
tion, audio information, still image information, and/or
computer information to which a panelist (e.g., an exam-
ple panelist 118) may be exposed. While two rooms 110,

116, two media presentation devices 108, 114, and two
media identifying meters 106, 112 are shown in the ex-
ample of FIG. 1, any number and/or type(s) of rooms,
any number and/or type(s) of media presentation devic-
es, and/or any number and/or type(s) of meters (includ-
ing, for example, people meters) in any configuration
and/or spatial relationship may be implemented in the
example system 100.
[0026] In the illustrated example, to respectively mon-
itor media presented on the first and second media pres-
entation devices 108, 114, the first and second media
identifying meters 106, 112 process media signals (or
portions thereof such as audio portions of the media sig-
nals) respectively output by the first and second media
presentation devices 108, 114 to extract codes and/or
metadata, and/or to generate signatures for use in iden-
tifying the media and/or a station (e.g., a broadcaster)
originating the media. The first media identifying meter
106 of the illustrated example is intended to monitor the
first media presentation device 108 and to not monitor
the second media presentation device 114. The second
media identifying meter 112 is intended to monitor the
second media presentation device 114 and to not monitor
the first media presentation device 108.
[0027] Identification codes, such as watermarks, an-
cillary codes, etc. may be embedded within or otherwise
transmitted with media signals. Identification codes are
data that are inserted into media (e.g., audio or video) to
uniquely identify broadcasters and/or media (e.g., con-
tent or advertisements), and/or are carried with the media
for another purpose such as tuning (e.g., packet identifier
headers ("PIDs") used for digital broadcasting). Codes
are typically extracted using a decoding operation.
[0028] Signatures are a representation of one or more
characteristic(s) of the media signal (e.g., a characteristic
of the frequency spectrum of the signal). Signatures can
be thought of as fingerprints. They are typically not de-
pendent upon insertion of identification codes in the me-
dia, but instead preferably reflect an inherent character-
istic of the media and/or the media signal. Systems to
utilize codes and/or signatures for audience measure-
ment are long known. See, for example, Thomas, U.S.
Patent No. 5,481,294. Codes, metadata, signatures,
channel identifiers (e.g., tuned channel numbers), etc.
collected and/or generated by the first or second media
identifying meters 106, 112 for use in identifying media
and/or a station transmitting media may be referred to
generally as "media monitoring data."
[0029] In the illustrated example, the first and second
media identifying meters 106, 112 timestamp their re-
spective media monitoring data to indicate the time at
which the codes and/or signatures were collected and/or
generated at the respective meters. In the illustrated ex-
ample, media monitoring data (e.g., including times-
tamps) collected by the first media identifying meter 106
and/or the second media identifying meter 112 is trans-
ferred to a home processing system 104 for further
processing. The first and second media identifying me-
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ters 106, 112 may be communicatively coupled with the
home processing system 104 via wireless and/or hard-
wired communications and may periodically and/or ape-
riodically communicate collected media monitoring infor-
mation to the home processing system 104. People me-
ters 128, 130 may likewise be communicatively coupled
with the home processing system 104 to periodically
and/or aperiodically forward people identification data to
the home processing system 104.
[0030] In the illustrated example, the home processing
system 104 is communicatively coupled to a remotely
located central data collection facility 120 via a network
122. The example home processing system 104 of FIG.
1 transfers collected media monitoring data to the central
facility 120 for further processing. The central facility 120
of the illustrated example collects and/or stores, for ex-
ample, media monitoring data that is collected by multiple
media monitoring devices such as, for example, the me-
dia identifying meters 106, 112, and/or demographic in-
formation that is collected by people meters, located at
multiple panelist locations. The central facility 120 may
be, for example, a facility associated with an audience
measurement entity such as The Nielsen Company (US),
LLC or any affiliate of The Nielsen Company (US), LLC.
The central facility 120 of the illustrated example includes
a server 124 and a database 126 that may be implement-
ed using any suitable processor, memory and/or data
storage apparatus such as that shown in FIG. 7. In some
examples, the home processing system 104 is located
in the central facility 120.
[0031] The network 122 of the illustrated example is
used to communicate information and/or data between
the example home processing system 104 and the cen-
tral facility 120. The network 122 may be implemented
using any type(s) of public and/or private network(s) such
as, but not limited to, the Internet, a telephone network,
a cellular network, a local area network ("LAN"), a cable
network, and/or a wireless network. To enable commu-
nication via the network 122, the home processing sys-
tem 104 of the illustrated example includes a communi-
cation interface that enables connection to an Ethernet,
a digital subscriber line ("DSL"), a telephone line, a co-
axial cable, and/or any wireless connection, etc.
[0032] Some known methods for measuring media ex-
posure or presentation track or log media presentations
to which a panelist is exposed and award a media expo-
sure credit to a media presentation whenever the panelist
is in the vicinity of that media presentation. However,
some such methods may produce inconsistent or inac-
curate monitoring results due to spillover that occurs. For
example, within the example environment illustrated in
FIG. 1, spillover may occur when the first media presen-
tation device 108 is powered off (e.g., is not presenting
media), but the first media identifying meter 106 associ-
ated with the first media presentation device 108 detects
media being presented by the second media presenta-
tion device 114. In such an example, the first media iden-
tifying meter 106 will incorrectly credit the media present-

ed at the second media presentation device 114 as being
presented to the panelist 118. Recording media data that
has spilled over from another space (e.g., the room 116)
may result in an inaccurate representation of the media
presented to the panelist 118. In some such examples,
the panelist 118 may not even know or be aware of the
media, but the electronics of the media identifying meter
106 may still be sensitive enough to detect a code in the
media presented by the second media presentation de-
vice 114.
[0033] The spillover manager 102 of the illustrated ex-
ample is used to manage spillover to reduce (e.g., pre-
vent) media monitoring inaccuracies in the example sys-
tem 100 of FIG. 1. The example spillover manager 102
of FIG. 1 receives media monitoring data from the first
example media identifying meter 106 and/or the second
example media identifying meter 112 and analyzes the
media monitoring data to determine if spillover has oc-
curred. In the illustrated example, if the example spillover
manager 102 detects spillover associated with the first
media identifying meter 106 and/or the second media
identifying meter 112, the media identified in the media
monitoring data is not credited as actual media exposure
for the meter/monitored media presentation device that
experienced the spillover and the media monitoring data
associated with the uncredited media is discarded and/or
marked (e.g., labeled) as invalid. In the illustrated exam-
ple, if the example spillover manager 102 does not detect
spillover associated with the first media identifying meter
106 and/or the second media identifying meter 112, the
media identified in the media monitoring data is credited
as actual media exposure(s). In the illustrated example,
the spillover manager 102 sends media monitoring data
associated with credited media to the example central
facility 120. In some examples, the spillover manager
102 labels portion(s) of the media monitoring data as
either associated with credited or uncredited media and
sends the identified media monitoring data to the exam-
ple central facility 120.
[0034] In the illustrated example, the spillover manager
102 detects spillover by analyzing media monitoring data
provided to the example spillover manager 102 by the
media identifying meters 106, 112. In some examples,
the media monitoring data includes codes and/or signa-
tures associated with media presentations (e.g., codes
and/or signatures used to identify media presentations)
and timestamps identify times at which the respective
codes and/or signatures were collected/generated (e.g.,
to indicate when the media monitoring data was collect-
ed).
[0035] In the illustrated example, to determine if spill-
over occurred, the spillover manager 102 compares
codes and/or signatures collected by the first media iden-
tifying meter 106 to respective codes and/or signatures
collected by the second media identifying meter 112. The
spillover manager 102 of the illustrated example deter-
mines if the first media identifying meter 106 and the sec-
ond media identifying meter 112 collected the same code
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and/or generated the same signature (e.g., identified the
same media). If the first media identifying meter 106 and
the second media identifying meter 112 did not collect
the same code and/or generate the same signature, the
spillover manager 102 of the illustrated example deter-
mines that spillover did not occur for the corresponding
media identification events (e.g., the media identification
events identified by the codes and/or signatures being
analyzed). Thus, the person(s) (e.g., the panelist 118)
identified as present by a first people meter 128 associ-
ated with the first media identifying meter 106/first media
presentation device 108 and the person(s) identified as
present by a second people meter 130 associated with
the second media identifying meter 112/second media
presentation device 114 are credited as having been ex-
posed to the respective media identified by the respective
codes and/or signatures.
[0036] If the first media identifying meter 106 and the
second media identifying meter 112 collected the same
code and/or generated the same signature, the spillover
manager 102 of the illustrated example determines that
spillover may have occurred for the corresponding media
identification event (e.g., identified by the same code
and/or signature). When the example spillover manager
102 determines that spillover may have occurred, the
spillover manager 102 of the illustrated example calcu-
lates a difference between the timestamps of the identical
codes and/or signatures and compares the difference to
a threshold. In some examples, the threshold is a time
less than the time it takes for an audio signal to travel
between the presentation device potentially providing the
media that may spillover and the media identifying meter
106, 112 which is not intended to monitor that presenta-
tion device. In some examples, the threshold is a time
halfway between the time it takes for an audio signal to
travel between the presentation device providing the me-
dia and the media identifying meter 106, 112 which is
intended to monitor that presentation device and the time
it takes for the audio signal to travel between the pres-
entation device providing the media and the media iden-
tifying meter 106, 112 which is not intended to monitor
that presentation device. If the difference is less than the
threshold, the spillover manager 102 concludes spillover
did not occur and the media is credited with two expo-
sures, one at each media identifying meter 106, 112. If
the difference is greater than the threshold, the spillover
manager 102 determines whether to credit the media
identified by the first media identifying meter 106 or to
credit the media identified by the second media identify-
ing meter 112 with an actual media exposure event.
[0037] To determine whether to credit the media iden-
tified by the first media identifying meter 106 or to credit
the media identified by the second media identifying me-
ter 112, the spillover manager 102 of the illustrated ex-
ample compares the timestamps of the respective codes
and/or signatures. In particular, the spillover manager
102 of the illustrated example compares a first timestamp
of the code and/or signature associated with the first me-

dia identifying meter 106 to a second timestamp of the
same code and/or signature associated with the second
media identifying meter 112 to determine which code
and/or signature was collected or generated first. If the
first timestamp of the code and/or signature is earlier than
the second timestamp of the same code and/or signature,
the media identified by the code and/or signature with
the first timestamp collected by the first media identifying
meter 106 is credited with an actual media exposure
event and the media identified by the code and/or signa-
ture associated with the second timestamp collected by
the second media identifying meter 112 is not credited
with an actual media exposure event. If the first times-
tamp of the code and/or signature is not earlier than (e.g.,
is later in time than) the second timestamp of the same
code and/or signature, the media identified by the code
and/or signature with the second timestamp collected by
the second media identifying meter 112 is credited with
an actual media exposure event and the media identified
by the code and/or signature with the first timestamp col-
lected by the first media identifying meter 106 is not cred-
ited with an actual media exposure event.
[0038] For example, the first media identifying meter
106 may receive an audio signal from the first media pres-
entation device 108 and collect a code from that audio
signal at a particular time X. The second media identifying
meter 112 may receive the same audio signal from the
first media presentation device 108, but may collect the
same code from the audio signal at a later time Y. Time
Y is later than time X (e.g., 20 milliseconds later). If the
difference between time X and time Y is greater than a
threshold T, the spillover manager 102 of the illustrated
example assumes the audio signal spilled over to the
second media identifying meter 112 from the first media
presentation device 108. Accordingly, the person(s)
(e.g., the panelist 118) identified as present by the first
people meter 128 associated with the first media identi-
fying meter 106 are credited as having been exposed to
media identified by the code and the persons (e.g., the
panelist 118) identified as present by the second people
meter 130 associated with the second media identifying
meter 112 are not credited as having been exposed to
media identified by the code.
[0039] While the spillover manager 102 of the illustrat-
ed example is shown within the example home process-
ing system 104, the spillover manager 102 may be im-
plemented at the first media identifying meter 106, the
second media identifying meter 112, and/or at the central
facility 120.
[0040] FIG. 2 is a block diagram of an example imple-
mentation of the first and/or second media identifying me-
ters 106, 112 of FIG. 1. The media identifying meter 106,
112 of the illustrated example receives media signals
(e.g., audio signals) from one or more media presentation
devices (e.g., the first or second media presentation de-
vice 108, 114 of FIG. 1). In the illustrated example, the
media identifying meter 106, 112 is used to collect media
monitoring data (e.g., to extract and/or analyze codes
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and/or signatures from media signals output by a corre-
sponding media presentation device 108, 114). Thus, the
media identifying meter 106, 112 of the illustrated exam-
ple is used to collect, aggregate, locally process, and/or
transfer media monitoring data to the spillover manager
102 of FIG. 1. The media identifying meter 106, 112 of
the illustrated example includes an example input 202,
an example code collector 204, an example signature
generator 206, example control logic 208, an example
timestamper 210, an example database 212, and an ex-
ample transmitter 214.
[0041] In the illustrated example, the input 202 is a mi-
crophone exposed to ambient sound and serves to col-
lect audio signals output by monitored media presenta-
tion devices (e.g., the media presentation device 108).
To collect media monitoring data associated with the au-
dio signals, the input 202 of the illustrated example pass-
es a received audio signal to the code collector 204
and/or the signature generator 206. The code collector
204 of the illustrated example extracts codes and/or the
signature generator 206 generates signatures from the
signal to identify broadcasters, channels, stations, and/or
programs. The control logic 208 of the illustrated example
is used to control the code collector 204 and/or the sig-
nature generator 206 to cause collection of a code, a
signature, or both a code and a signature.
[0042] The identified codes and/or signatures (e.g., the
media monitoring data) are timestamped at the times-
tamper 210 of the illustrated example. The example
timestamper 210 may obtain times to be used as the
timestamps using, for example, global positioning sys-
tem (GPS) technology, cell modem technology that com-
municates with a cellular tower with a time base, etc. In
some examples, a home processing system (e.g., the
home processing system 104 of FIG. 1) obtains times
using GPS technology, cell modem technology, etc. and
sends the times to the example timestamper 210 (e.g.,
using wireless and/or wired communication systems) for
use in timestamping identified codes and/or signatures.
[0043] To provide consistent timestamps across the
media identifying meters 106, 112 (e.g., so that the media
identifying meters 106, 112 timestamp codes and/or sig-
natures at consistent times (e.g., the difference between
the timestamps when identical media is tuned by the first
and second media presentation devices will be less than
a threshold T)), the example timestamper 210 times-
tamps the codes and/or signatures at a peak of a wave-
form of the audio signal containing the collected code, a
peak of a waveform of the audio signal representative of
a transient event, etc. In some examples, the threshold
T corresponds to the later of the time it takes an audio
signal to travel from the first media presentation device
to the second meter (which is not intended to monitor the
first media presentation device) or the second media
presentation device to the first meter (which is not intend-
ed to monitor the second media presentation device). In
some examples, the threshold T corresponds to a time
halfway between the time it takes an audio signal to travel

from the first media presentation device to the first meter
and the time it takes the audio signal to travel from the
first media presentation device to the second meter. Us-
ing, for example, peaks of waveforms of the audio signal
as indicators for when to timestamp collected codes
and/or signatures provides consistency across media
identifying meters 106, 112 so that timestamps of the
media identifying meters 106, 112 may be compared to
the threshold T to identify potential spillover.
[0044] The timestamped codes and/or signatures are
stored in the example database 212 and are transmitted
by the example transmitter 214 to the spillover manager
102 at the home processing system 104. Although the
example of FIG. 2 collects codes and/or signatures from
audio signals, codes and/or signatures can additionally
or alternatively be collected from other portion(s) of the
signal (e.g., from the video portion).
[0045] While an example manner of implementing the
media identifying meter 106, 112 of FIG. 1 is illustrated
in FIG. 2, one or more of the elements, processes and/or
devices illustrated in FIG. 2 may be combined, divided,
re-arranged, omitted, eliminated and/or implemented in
any other way. Further, the example input 202, the ex-
ample code collector 204, the example signature collec-
tor 206, the example control logic 208, the example times-
tamper 210, the example database 212, the example
transmitter 214, and/or, more generally, the example me-
dia identifying meter 106, 112 of FIG. 1 may be imple-
mented by hardware, software, firmware and/or any com-
bination of hardware, software and/or firmware. Thus, for
example, any of the example input 202, the example code
collector 204, the example signature collector 206, the
example control logic 208, the example timestamper 210,
the example database 212, the example transmitter 214,
and/or, more generally, the example media identifying
meter 106, 112 could be implemented by one or more
circuit(s), programmable processor(s), application spe-
cific integrated circuit(s) (ASIC(s)), programmable logic
device(s) (PLD(s)) and/or field programmable logic de-
vice(s) (FPLD(s)), etc. When reading any of the appara-
tus or system claims of this patent to cover a purely soft-
ware and/or firmware implementation, at least one of the
example input 202, the example code collector 204, the
example signature collector 206, the example control log-
ic 208, the example timestamper 210, the example da-
tabase 212, the example transmitter 214, and/or the ex-
ample media identifying meter 106, 112 are hereby ex-
pressly defined to include a tangible computer readable
storage device or storage disc such as a memory, DVD,
CD, Blu-ray, etc. storing the software and/or firmware.
Further still, the example media identifying meter 106,
112 of FIG. 1 may include one or more elements, proc-
esses and/or devices in addition to, or instead of, those
illustrated in FIG. 2, and/or may include more than one
of any or all of the illustrated elements, processes and
devices.
[0046] FIG. 3 is a block diagram of an example imple-
mentation of the spillover manager 102 of FIG. 1. The
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spillover manager 102 of the illustrated example receives
media monitoring data from two or more media identifying
meter(s) (e.g., the media identifying meters 106, 112 of
FIG. 1). In the illustrated example, the spillover manager
102 uses the media monitoring data to determine wheth-
er spillover occurred (e.g., in the example system 100 of
FIG. 1) and whether identified media is to be credited
with actual exposure to a panelist at corresponding me-
ters. The spillover manager 102 of the illustrated example
transfers credited media monitoring data (e.g., media
monitoring data associated with credited media pro-
grams) to the central facility 120 of FIG. 1. The spillover
manager 102 of the illustrated example includes an ex-
ample code and/or signature comparator 302, an exam-
ple timestamp comparator 304, an example media cred-
itor 306, an example database 308, and an example
transmitter 310.
[0047] The code and/or signature comparator 302 of
the illustrated example receives media monitoring data
from the media identifying meter(s) (e.g., the first and
second media identifying meters 106, 112 of FIG. 1). The
media monitoring data includes codes and/or signatures
associated with media presentations (e.g., codes and/or
signatures used to identify media presentations). The
codes and/or signatures are associated with timestamps
(e.g., to indicate when the media monitoring data was
collected).
[0048] The code and/or signature comparator 302 of
the illustrated example compares codes and/or signa-
tures collected by a first media identifying meter (e.g.,
the first media identifying meter 106) to codes and/or
signatures collected by a second media identifying meter
(e.g., the second media identifying meter 112). The code
and/or signature comparator 302 of the illustrated exam-
ple determines if the first media identifying meter 106 and
the second media identifying meter 112 collected the
same code and/or generated the same signature (e.g.,
identified the same media). If the first media identifying
meter 106 and the second media identifying meter 112
did not collect the same code and/or generate the same
signature, the code and/or signature comparator 302 of
the illustrated example determines that spillover did not
occur for the corresponding media identification events
(e.g., the media identification events identified by the
codes and/or signatures being analyzed). In such circum-
stances, the code and/or signature comparator 302 of
the illustrated example instructs the example media cred-
itor 306 to credit the media associated with all of the me-
dia identification events under analysis with actual media
exposures. For example, both the media identified by the
first media identifying meter 106 and the media identified
by the second media identifying meter 112 are credited
with actual media exposures.
[0049] If the code and/or signature comparator 302 of
the illustrated example determines that the first media
identifying meter 106 and the second media identifying
meter 112 collected the same code and/or generated the
same signature, the code and/or signature comparator

302 determines that spillover may have occurred for the
corresponding media identification event (e.g., identified
by the same code and/or signature). When the example
code and/or signature comparator 302 determines that
spillover may have occurred, the timestamp comparator
304 of the illustrated example determines whether the
absolute values of the difference in times between the
first (X) and second (Y) timestamps is less than a thresh-
old (T). This determination can be represented by the
following equation: 

where T is a time less than the smaller of: (a) the time it
takes an audio signal to travel between the first media
identifying meter 106 and the second media presentation
device 114 and (b) the time it takes the audio signal to
travel between the second media identifying meter 112
and the first media presentation device 108. In some ex-
amples, T is a time approximately halfway between the
time it takes an audio signal to travel between the first
media identifying meter 106 and the first media presen-
tation device 108 and the time it takes the audio signal
to travel between the first media identifying meter 106
and the second media presentation device 114. In some
examples, T is a time halfway between the time it takes
an audio signal to travel between the second media iden-
tifying meter 112 and the second media presentation de-
vice 114 and the time it takes the audio signal to travel
between the second media identifying meter 112 and the
first media presentation device 108. If the absolute value
of the time difference is less than the threshold (i.e., the
above equation is true), then any difference between the
timestamps is due to factors such as drift in the clocks
of the timestampers, differences in the performance of
the media identifying meters 106, 112, etc., and spillover
did not actually occur. Instead, the same media are pre-
sented at both the first media presentation device 108
and the second media presentation device 114. Accord-
ingly, the output of the timestamp comparator 304 indi-
cates the media should be credited with an exposure at
both meters 106, 112.
[0050] If the above equation is false (i.e., the absolute
value of the time difference between the timestamps in
question is greater than or equal to the lesser of the time
it takes for an audio signal to travel from the first media
identifying meter 106 to the second media presentation
device 114 or the time it takes the audio signal to travel
from the first media presentation device 108 to the sec-
ond media identifying meter 112, then the timestamp
comparator 304 determines spillover did, in fact, occur
and determines whether to credit the media identified by
the first media identifying meter 106 or to credit the media
identified by the second media identifying meter 112 with
an actual media exposure event.
[0051] To determine whether to credit (1) the media
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identified by the first media identifying meter 106 or (2)
the media identified by the second media identifying me-
ter 112 with the actual media exposure event, the times-
tamp comparator 304 of the illustrated example com-
pares timestamps of the codes and/or signatures found
to be the same by the example code and/or signature
comparator 302. The timestamp comparator 304 of the
illustrated example compares a first timestamp of the
code and/or signature associated with the first media
identifying meter 106 to a second timestamp of the same
code and/or signature associated with the second media
identifying meter 112 to determine which code and/or
signature was collected or generated first (i.e., earlier in
time).
[0052] If the first timestamp of the code and/or signa-
ture is earlier than the second timestamp of the same
code and/or signature, the timestamp comparator 304 of
the illustrated example determines that the media iden-
tified by the code and/or signature with the first timestamp
collected by the first media identifying meter 106 is to be
credited with an actual media exposure event. The times-
tamp comparator 304 of the illustrated example also de-
termines that the media identified by the code and/or sig-
nature with the second timestamp collected by the sec-
ond media identifying meter 112 is not to be credited with
an actual media exposure event. The timestamp compa-
rator 304 of the illustrated example instructs the example
media creditor 306 to credit the media associated with
the first media identifying meter 106 with an actual media
exposure event and to not credit the media associated
with the second media identifying meter 112 with an ac-
tual media exposure event.
[0053] If the first timestamp of the code and/or signa-
ture is not earlier than the second timestamp of the same
code and/or signature, the timestamp comparator 304 of
the illustrated example determines that the media iden-
tified by the code and/or signature with the second times-
tamp collected by the second media identifying meter
112 is to be credited with an actual media exposure event.
The timestamp comparator 304 of the illustrated example
also determines that the media identified by the code
and/or signature with the first timestamp collected by the
first media identifying meter 106 is not to be credited with
an actual media exposure event. The timestamp compa-
rator 304 of the illustrated example instructs the example
media creditor 306 to credit the media associated with
the second media identifying meter 112 with an actual
media exposure event and to not credit the media asso-
ciated with the first media identifying meter 106 with an
actual media exposure event.
[0054] The media creditor 306 of the illustrated exam-
ple credits/does not credit media as actual media expo-
sure based on the outputs of the example code and/or
signature comparator 302 and/or the example timestamp
comparator 304. If the example code and/or signature
comparator 302 or the timestamp comparator 304 deter-
mine that spillover did not occur, the media creditor 306
of the illustrated example marks (e.g., labels) the media

monitoring data associated with the media from both the
first media identifying meter 106 and the second media
identifying meter 112 as credited. If the example code
and/or signature comparator 302 and the timestamp
comparator 304 determine that spillover did occur, and
the example timestamp comparator 304 determines that
media associated with the first media identifying meter
106 is to be credited, the media creditor 306 of the illus-
trated example marks the media monitoring data asso-
ciated with the media from the first media identifying me-
ter 106 as credited and discards the media monitoring
data associated with the media from the second media
identifying meter 112. If the example code and/or signa-
ture comparator 302 and the timestamp comparator 304
determine that spillover did occur, and the example
timestamp comparator 304 determines that media asso-
ciated with the second media identifying meter 112 is to
be credited, the media creditor 306 of the illustrated ex-
ample marks the media monitoring data associated with
the media from the second media identifying meter 112
as credited and discards the media monitoring data as-
sociated with the media from the first media identifying
meter 106. In some examples, rather than discarding the
media monitoring data associated with the media that is
not credited, the example media creditor 306 marks the
media monitoring data associated with the media as un-
credited.
[0055] The database 308 of the illustrated example
stores the credited media monitoring data. The transmit-
ter 310 of the illustrated example transmits the credited
media monitoring data to a central facility (e.g., the central
facility 120 of FIG. 1) for further processing. In some ex-
amples, where the example media creditor 306 does not
discard the uncredited media monitoring data, the exam-
ple database stores the credited media monitoring data
and the uncredited media monitoring data and the exam-
ple transmitter 310 transmits the credited media moni-
toring data and the uncredited media monitoring data to
the central facility 120 for further processing.
[0056] While an example manner of implementing the
spillover manager 102 of FIG. 1 is illustrated in FIG. 3,
one or more of the elements, processes and/or devices
illustrated in FIG. 3 may be combined, divided, re-ar-
ranged, omitted, eliminated and/or implemented in any
other way. Further, the example code and/or signature
comparator 302, an example timestamp comparator 304,
the example media creditor 306, the example database
308, the example transmitter 310, and/or, more general-
ly, the example spillover manager 102 of FIG. 1 may be
implemented by hardware, software, firmware and/or any
combination of hardware, software and/or firmware.
Thus, for example, any of the example code and/or sig-
nature comparator 302, an example timestamp compa-
rator 304, the example media creditor 306, the example
database 308, the example transmitter 310, and/or, more
generally, the example spillover manager 102 could be
implemented by one or more circuit(s), programmable
processor(s), application specific integrated circuit(s)
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(ASIC(s)), programmable logic device(s) (PLD(s)) and/or
field programmable logic device(s) (FPLD(s)), etc. When
reading any of the apparatus or system claims of this
patent to cover a purely software and/or firmware imple-
mentation, at least one of the example code and/or sig-
nature comparator 302, the example timestamp compa-
rator 304, the example media creditor 306, the example
database 308, the example transmitter 310, and/or the
example spillover manager 102 are hereby expressly de-
fined to include a tangible computer readable storage
device or storage disc such as a memory, DVD, CD, Blu-
ray, etc. storing the software and/or firmware. Further
still, the example spillover manager 102 of FIG. 1 may
include one or more elements, processes and/or devices
in addition to, or instead of, those illustrated in FIG. 3,
and/or may include more than one of any or all of the
illustrated elements, processes and devices.
[0057] Flowcharts representative of example machine
readable instructions for implementing the media identi-
fying meter 106, 112 of FIGS. 1 and 2 and the spillover
manager 102 of FIGS. 1 and 3 are shown in FIGS. 4, 5,
and 6. In this example, the machine readable instructions
comprise a program for execution by a processor such
as the processor 712 shown in the example processor
platform 700 discussed below in connection with FIG. 7.
The program may be embodied in software stored on a
tangible computer readable storage medium such as a
CD-ROM, a floppy disk, a hard drive, a digital versatile
disk (DVD), a Blu-ray disk, or a memory associated with
the processor 712, but the entire program and/or parts
thereof could alternatively be executed by a device other
than the processor 712 and/or embodied in firmware or
dedicated hardware. Further, although the example pro-
gram is described with reference to the flowcharts illus-
trated in FIGS. 4, 5, and 6, many other methods of im-
plementing the example media identifying meter 106, 112
and the example spillover manager 102 may alternatively
be used. For example, the order of execution of the blocks
may be changed, and/or some of the blocks described
may be changed, eliminated, or combined.
[0058] As mentioned above, the example processes
of FIGS. 4, 5, and 6 may be implemented using coded
instructions (e.g., computer and/or machine readable in-
structions) stored on a tangible computer readable stor-
age medium such as a hard disk drive, a flash memory,
a read-only memory (ROM), a compact disk (CD), a dig-
ital versatile disk (DVD), a cache, a random-access mem-
ory (RAM) and/or any other storage device or storage
disk in which information is stored for any duration (e.g.,
for extended time periods, permanently, for brief instanc-
es, for temporarily buffering, and/or for caching of the
information). As used herein, the term tangible computer
readable storage medium is expressly defined to include
any type of computer readable storage device and/or
storage disk and to exclude propagating signals. As used
herein, "tangible computer readable storage medium"
and "tangible machine readable storage medium" are
used interchangeably. Additionally or alternatively, the

example processes of FIGS. 4, 5, and 6 may be imple-
mented using coded instructions (e.g., computer and/or
machine readable instructions) stored on a non-transito-
ry computer and/or machine readable medium such as
a hard disk drive, a flash memory, a read-only memory,
a compact disk, a digital versatile disk, a cache, a ran-
dom-access memory and/or any other storage device or
storage disk in which information is stored for any dura-
tion (e.g., for extended time periods, permanently, for
brief instances, for temporarily buffering, and/or for cach-
ing of the information). As used herein, the term non-
transitory computer readable medium is expressly de-
fined to include any type of computer readable device or
disc and to exclude propagating signals. As used herein,
when the phrase "at least" is used as the transition term
in a preamble of a claim, it is open-ended in the same
manner as the term "comprising" is open ended.
[0059] FIG. 4 is a flow diagram representative of ex-
ample machine readable instructions that may be exe-
cuted to implement the example spillover manager 102
of FIG. 1 to manage audio spillover in the example system
100 of FIG. 1. The spillover manager 102 of the illustrated
example is used to manage spillover to reduce (e.g., pre-
vent) media monitoring inaccuracies in the system 100.
[0060] The example spillover manager 102 determines
if media monitoring data has been received (block 402).
The example spillover manager 102 is to receive media
monitoring data from one or more media identifying me-
ter(s) (e.g., the first and/or second media identifying me-
ters 106, 112 of FIG. 1). The media monitoring data is
representative of media that has been presented on one
or more media presentation device(s) (e.g., the first
and/or second media presentation devices 108, 114 of
FIG. 1). Control remains at block 402 until media moni-
toring data is received by the example spillover manager
102).
[0061] The example spillover manager 102 of the illus-
trated example analyzes the media monitoring data to
determine if spillover has occurred (block 404). An ex-
ample method to determine if spillover has occurred is
described below with reference to FIG. 6. If the example
spillover manager 102 detects spillover associated with
the first and/or second media identifying meters 106, 112
based on the media monitoring data, the media identified
in the media monitoring data is not credited as an actual
media exposure (block 406) and the media monitoring
data associated with the uncredited media is discarded
(block 408). Control then returns to block 402. In some
examples, rather than discarding the uncredited media
monitoring data, the example spillover manager 102
identifies the media monitoring data as uncredited media
and exports the uncredited media monitoring data to a
central facility (e.g., the example central facility 120).
[0062] If the example spillover manager 102 of the il-
lustrated example does not detect spillover associated
with the first and/or the second media identifying meter
106, 112, the media identified in the media monitoring
data is credited as an actual media exposure (block 410).
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The example spillover manager 102 of the illustrated ex-
ample exports media monitoring data associated with
credited media to the example central facility 120 (block
412). Control then returns to block 402 when the instruc-
tions are complete.
[0063] FIG. 5 is a flow diagram representative of ex-
ample machine readable instructions that may be exe-
cuted to implement the example media identifying meter
106, 112 of FIG. 1 to collect media monitoring data. In
the illustrated example, to collect media monitoring data,
the media identifying meter 106, 112 extracts and/or an-
alyzes codes and/or signatures from data and/or signals
received from one or more media presentation devices
(e.g., the first and/or the second media presentation de-
vices 108, 114 of FIG. 1).
[0064] Initially, the example input 202 obtains a signal
(e.g., an audio signal) from the one or more media pres-
entation devices (e.g., the first and/or the second media
presentation devices 108, 114) (block 502). The example
control logic 208 determines whether to collect a code or
generate a signature from the signal obtained at the input
202 (block 504). In the illustrated example, either a code
is collected or a signature is generated from the signal.
In other examples, both a code and a signature are col-
lected and/or generated.
[0065] If a code is to be collected, the example code
collector 204 collects a code from the signal obtained at
the input 202 (block 506). The example code collector
204 passes the collected code(s) to the timestamper 210.
If a signature is to be generated, the signature generator
206 generates a signature from the signal obtained at
the input 202 (block 508). The example signature gen-
erator 206 passes the generated signature(s) to the
timestamper 210.
[0066] The example timestamper 210 timestamps the
collected codes and/or generated signatures (block 510).
The example timestamper 210 passes the collected
codes and/or generated signatures to the example data-
base 212. The example database 212 stores the collect-
ed codes and/or generated signatures (block 512). The
example transmitter 214 periodically and/or aperiodically
transmits the collected codes and/or generated signa-
tures to the spillover manager 102 of FIG. 1 (block 514).
Control then returns to block 502. In some examples, the
media identifying meter 106, 112 collects and times-
tamps the data, and periodically or aperiodically exports
the timestamped data for analysis by the spillover man-
ager 102 (which may be located at the panelist site or at
the central facility). In such examples, blocks 504-508
and 512 are not performed in the media identifying meter
106, 112, and blocks 510 and 514 are modified to operate
on the received signal (as opposed to on codes and/or
signatures).
[0067] FIG. 6 is a flow diagram representative of ex-
ample machine readable instructions that may be exe-
cuted to implement the example spillover manager 102
of FIG. 3 to manage audio spillover in the example system
100 of FIG. 1 using media monitoring data. The spillover

manager 102 of the illustrated example is used to man-
age spillover to reduce media monitoring inaccuracies in
the system 100.
[0068] The example spillover manager 102 determines
if media monitoring data has been received from two or
more media identifying meter(s) (e.g., the first and/or sec-
ond media identifying meters 106, 112 of FIG. 1) (block
602). If not, control advances to block 622. If so, the ex-
ample spillover manager 102 uses the media monitoring
data to determine whether spillover occurred (e.g., in the
example system 100 of FIG. 1) and whether media is to
be credited with an actual media exposure event.
[0069] The code and/or signature comparator 302 of
the illustrated example compares codes and/or signa-
tures collected by the first media identifying meter 106)
to codes and/or signatures collected by the second media
identifying meter 112. The code and/or signature com-
parator 302 of the illustrated example determines if the
first media identifying meter 106 and the second media
identifying meter 112 collected the same code and/or
generated the same signature (e.g., identified the same
media) (block 604).
[0070] If the first media identifying meter 106 and the
second media identifying meter 112 did not collect the
same code and/or generate the same signature (block
604), the code and/or signature comparator 302 of the
illustrated example determines that spillover did not oc-
cur for the corresponding media identification events
(e.g., the media identification events identified by the
codes and/or signatures being analyzed) (block 604).
When the code and/or signature comparator 302 deter-
mines that spillover did not occur (block 604), the code
and/or signature comparator 302 of the illustrated exam-
ple instructs the example media creditor 306 to credit the
media associated with the media identification events
with actual media exposures. The media creditor 306 of
the illustrated example marks the media monitoring data
associated with the media from both the first media iden-
tifying meter 106 and the second media identifying meter
112 as credited (block 606). Control then proceeds to
block 622.
[0071] If the code and/or signature comparator 302 of
the illustrated example determines that the first media
identifying meter 106 and the second media identifying
meter 112 collected the same code and/or generated the
same signature (block 604), the code and/or signature
comparator 302 determines that spillover occurred for
the corresponding media identification event (e.g., iden-
tified by the same code and/or signature). When the ex-
ample code and/or signature comparator 302 determines
that spillover occurred (block 604), the timestamp com-
parator 304 of the illustrated example determines wheth-
er to credit the media identified by the first media identi-
fying meter 106 or to credit the media identified by the
second media identifying meter 112 with an actual media
exposure event.
[0072] To determine whether to credit the media iden-
tified by the first media identifying meter 106 or to credit
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the media identified by the second media identifying me-
ter 112, the timestamp comparator 304 of the illustrated
example compares timestamps of the codes and/or sig-
natures found to be the same by the example code and/or
signature comparator 302 (block 608). The timestamp
comparator 304 of the illustrated example compares a
first timestamp X of the code and/or signature associated
with the first media identifying meter 106 to a second
timestamp Y of the same code and/or signature associ-
ated with the second media identifying meter 112 to de-
termine which code and/or signature was collected or
generated first (block 608).
[0073] The timestamp comparator 304 of the illustrated
example determines if the absolute value of the differ-
ence between timestamp X and timestamp Y is less than
a threshold (T) (block 610). In some examples, the
threshold T is a time less than the smaller of: (a) time it
takes an audio signal to travel between the first media
identifying meter 106 and the second media presentation
device 114 and (b) the time it takes the audio signal to
travel between the second media identifying meter 112
and the first media presentation device 108. In some ex-
amples, the threshold T is a time approximately halfway
between the time it takes an audio signal to travel be-
tween the first media identifying meter 106 and the first
media presentation device 108 and the time it takes the
audio signal to travel between the first media identifying
meter 106 and the second media presentation device
114. In some examples, the threshold T is a time approx-
imately halfway between the time it takes an audio signal
to travel between the second media identifying meter 112
and the second media presentation device 114 and the
time it takes the audio signal to travel between the second
media identifying meter 112 and the first media presen-
tation device 108. If the absolute value of the difference
between the timestamp X and the timestamp Y is less
than the threshold T (block 610), the timestamp compa-
rator 304 of the illustrated example instructs the example
media creditor 306 to credit the media associated with
the media identification events with actual media expo-
sures. The media creditor 306 of the illustrated example
marks the media monitoring data associated with the me-
dia from both the first media identifying meter 106 and
the second media identifying meter 112 as credited
(block 606).
[0074] If the absolute value of the difference between
the timestamp X and the timestamp Y is not less than
the threshold T (block 610), the timestamp comparator
304 of the illustrated example determines if the times-
tamp X is greater than the timestamp Y (block 612). If
the timestamp X is greater than the timestamp Y, the
timestamp comparator 304 of the illustrated example in-
structs the example media creditor 306 to credit the me-
dia associated with the timestamp Y and the media cred-
itor 306 marks the media monitoring data associated with
the media for the timestamp Y as credited (block 614).
The timestamp comparator 304 of the illustrated example
instructs the example media creditor 306 not to credit the

media associated with the timestamp X (block 616). Con-
trol then proceeds to block 622.
[0075] If the timestamp X is not greater than the times-
tamp Y (block 612), the timestamp comparator 304 of
the illustrated example instructs the example media cred-
itor 306 to credit the media associated with the timestamp
X and the media creditor 306 marks the media monitoring
data associated with the media for the timestamp X as
credited (block 618). The timestamp comparator 304 of
the illustrated example instructs the example media cred-
itor 306 not to credit the media associated with the times-
tamp Y (block 620).
[0076] The media creditor 306 of the illustrated exam-
ple determines if it is time to transmit the credited media
to a central facility (e.g., the central facility 120 of FIG. 1)
(block 622). If it is not time to transmit the credited media,
control returns to block 602. If it is time to transmit the
credited media, the media creditor 306 of the illustrated
example stores the credited media monitoring data in the
database 308 and discards the uncredited monitoring da-
ta (block 624) and the transmitter 310 of the illustrated
example transmits the credited media monitoring data to
the central facility 120 for further processing (block 626).
In some examples, where the example media creditor
306 does not discard the uncredited media monitoring
data, the example database 308 stores the credited me-
dia monitoring data and the uncredited media monitoring
data (block 624) and the example transmitter 310 trans-
mits the credited media monitoring data and the uncred-
ited media monitoring data to the central facility 120 for
further processing (block 626). Control then returns to
block 602 when the instructions are complete.
[0077] The credited media monitoring data is com-
bined with the people meter data using timestamps to
align the two data sources to match demographics and
audience size data to the credited media exposures.
[0078] FIG. 7 is a block diagram of an example proc-
essor platform 700 capable of executing the instructions
of FIGS. 4, 5, and 6 to implement the media identifying
meter 106, 112 of FIGS. 1 and 2 and the spillover man-
ager 102 of FIGS. 1 and 3. The processor platform 700
can be, for example, a server, a personal computer, a
mobile device (e.g., a cell phone, a smart phone, a tablet
such as an iPad™), a personal digital assistant (PDA),
an Internet appliance, a DVD player, a CD player, a digital
video recorder, a Blu-ray player, a gaming console, a
personal video recorder, a set top box, or any other type
of computing device.
[0079] The processor platform 700 of the illustrated ex-
ample includes a processor 712. The processor 712 of
the illustrated example is hardware. For example, the
processor 712 can be implemented by one or more inte-
grated circuits, logic circuits, microprocessors or control-
lers from any desired family or manufacturer.
[0080] The processor 712 of the illustrated example
includes a local memory 713 (e.g., a cache). The proc-
essor 712 of the illustrated example is in communication
with a main memory including a volatile memory 714 and
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a non-volatile memory 716 via a bus 718. The volatile
memory 714 may be implemented by Synchronous Dy-
namic Random Access Memory (SDRAM), Dynamic
Random Access Memory (DRAM), RAMBUS Dynamic
Random Access Memory (RDRAM) and/or any other
type of random access memory device. The non-volatile
memory 716 may be implemented by flash memory
and/or any other desired type of memory device. Access
to the main memory 714, 716 is controlled by a memory
controller.
[0081] The processor platform 700 of the illustrated ex-
ample also includes an interface circuit 720. The interface
circuit 720 may be implemented by any type of interface
standard, such as an Ethernet interface, a universal serial
bus (USB), and/or a PCI express interface.
[0082] In the illustrated example, one or more input
devices 722 are connected to the interface circuit 720.
The input device(s) 722 permit a user to enter data and
commands into the processor 712. The input device(s)
can be implemented by, for example, an audio sensor,
a microphone, a camera (still or video), a keyboard, a
button, a mouse, a touchscreen, a track-pad, a trackball,
isopoint and/or a voice recognition system.
[0083] One or more output devices 724 are also con-
nected to the interface circuit 720 of the illustrated exam-
ple. The output devices 724 can be implemented, for ex-
ample, by display devices (e.g., a light emitting diode
(LED), an organic light emitting diode (OLED), a liquid
crystal display, a cathode ray tube display (CRT), a touch-
screen, a tactile output device, a light emitting diode
(LED), a printer and/or speakers). The interface circuit
720 of the illustrated example, thus, typically includes a
graphics driver card.
[0084] The interface circuit 720 of the illustrated exam-
ple also includes a communication device such as a
transmitter, a receiver, a transceiver, a modem and/or
network interface card to facilitate exchange of data with
external machines (e.g., computing devices of any kind)
via a network 726 (e.g., an Ethernet connection, a digital
subscriber line (DSL), a telephone line, coaxial cable, a
cellular telephone system, etc.).
[0085] The processor platform 700 of the illustrated ex-
ample also includes one or more mass storage devices
728 for storing software and/or data. Examples of such
mass storage devices 728 include floppy disk drives,
hard drive disks, compact disk drives, Blu-ray disk drives,
RAID systems, and digital versatile disk (DVD) drives.
[0086] The coded instructions 732 of FIGS. 4, 5, and
6 may be stored in the mass storage device 728, in the
volatile memory 714, in the non-volatile memory 716,
and/or on a removable tangible computer readable stor-
age medium such as a CD or DVD.
[0087] Although certain example methods, apparatus
and articles of manufacture have been described herein,
the scope of coverage of this patent is not limited thereto.
On the contrary, this patent covers all methods, appara-
tus and articles of manufacture fairly falling within the
scope of the claims of this patent.

Claims

1. A method to reduce crediting errors due to spillover
in a dwelling or across adjacent dwellings, compris-
ing:

determining, by a processor, if first media mon-
itoring data provided from a first meter identifies
a same media as second media monitoring data
provided from a second meter, the first meter
and the second meter to monitor presented me-
dia at respective different locations of the dwell-
ing or the adjacent dwellings;
if the first media monitoring data identifies the
same media as the second media monitoring
data, detecting, by the processor, if spillover oc-
curred by determining the absolute value of the
difference between a first timestamp associated
with the first media monitoring data and a sec-
ond timestamp associated with the second me-
dia monitoring data is not less than a threshold;
if spillover occurred, determining, by the proc-
essor, which of the first media monitoring data
or the second media monitoring data to credit
with a media exposure; and
crediting the first media monitoring data or the
second media monitoring data with the media
exposure corresponding to the earliest associ-
ated timestamp.

2. The method of claim 1, wherein the threshold is a
first amount of time less than a second amount of
time that it takes an audio signal to travel between
the media presentation device intended to be mon-
itored by one of the first meter or the second meter
and the other of the first meter or second meter not
intended to monitor the media presentation device.

3. The method of claim 1, further including crediting
both the first media monitoring data and the second
media monitoring data if the first media monitoring
data does not identify the same media as the second
media monitoring data.

4. A spillover manager to reduce crediting errors due
to spillover in a dwelling or across adjacent dwell-
ings, comprising:
a media comparator to:

determine if first media detected by a first meter
is equivalent to second media detected by a sec-
ond meter, the first meter and the second meter
to monitor presented media at different locations
of the dwelling or the adjacent dwellings; and
if the first media is not equivalent to the second
media, determine that spillover did not occur;
a timestamp comparator to determine, if the first
media is equivalent to the second media, wheth-
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er spillover occurred by determining the abso-
lute value of the difference between a first times-
tamp associated with the first media detected
by the first meter and a second timestamp as-
sociated with the second media detected by the
second meter is not less than a threshold, and
to determine which of the first media or the sec-
ond media to credit with a media exposure; and
a media creditor to credit, if spillover ocurred,
the first media monitoring data or the second
media monitoring data with the media exposure
corresponding to the earliest associated times-
tamp.

5. The spillover manager of claim 4, wherein the first
media is equivalent to the second media if the first
media and the second media are a same media.

6. The spillover manager of claim 4, wherein the media
creditor is to credit both the first media and the sec-
ond media if the media comparator determines the
first media is not equivalent to the second media.

7. The spillover manager of claim 4, wherein the media
comparator is to determine if the first media is equiv-
alent to the second media based on a comparison
between first media monitoring data collected by the
first meter for the first media and second media mon-
itoring data collected by the second meter for the
second media, the first and second media monitoring
data including at least one of codes or signatures
corresponding to the first and second media.

8. A computer program comprising instructions that,
when executed by a processor, cause the processor
to at least:

determine if first media monitoring data provided
from a first meter identifies a same media as
second media monitoring data provided from a
second meter, the first meter and the second
meter to monitor presented media at respective
different locations of a dwelling or adjacent
dwellings;
if the first media monitoring data identifies the
same media as the second media monitoring
data, detect if spillover occurred by determining
the absolute value of the difference between a
first timestamp associated with the first media
monitoring data and a second timestamp asso-
ciated with the second media monitoring data is
not less than a threshold;
if spillover occurred, determine which of the first
media monitoring data or the second media
monitoring data to credit with a media exposure;
and
credit the first media monitoring data or the sec-
ond media monitoring data with the media ex-

posure corresponding to the earliest associated
timestamp.

9. The computer program of claim 8, wherein the
threshold is a first amount of time less than a second
amount of time that it takes an audio signal to travel
between the media presentation device intended to
be monitored by one of the first meter and the second
meter and the other of the first meter or second meter
not intended to monitor the media presentation de-
vice.

Patentansprüche

1. Ein Verfahren zur Verringerung von Anrechnungs-
fehlern aufgrund von Überschwappen (Spillover) in
einer Wohnstätte oder über angrenzende Wohnstät-
ten hinweg, umfassend:

Bestimmen durch einen Prozessor, ob erste Me-
dienüberwachungsdaten, die von einem ersten
Messgerät bereitgestellt werden, ein selbes Me-
dium identifizieren wie zweite Medienüberwa-
chungsdaten, die von einem zweiten Messgerät
bereitgestellt werden, wobei das erste Messge-
rät und das zweite Messgerät zum Überwachen
von präsentierten Medien an jeweils unter-
schiedlichen Standorten der Wohnstätte oder
der angrenzenden Wohnstätten sind;
wenn die ersten Medienüberwachungsdaten
das gleiche Medium wie die zweiten Medienü-
berwachungsdaten identifizieren, Erkennen
durch den Prozessor, ob ein Überschwappen
aufgetreten ist, indem bestimmt wird ob der Ab-
solutwert der Differenz zwischen einem ersten
Zeitstempel, der den ersten Medienüberwa-
chungsdaten zugeordnet ist, und einem zweiten
Zeitstempel, der den zweiten Medienüberwa-
chungsdaten zugeordnet ist, nicht kleiner als ein
Schwellenwert ist;
wenn ein Überschwappen aufgetreten ist, Be-
stimmen durch den Prozessor, welche der ers-
ten Medienüberwachungsdaten oder der zwei-
ten Medienüberwachungsdaten einer Medie-
nexposition anzurechnen sind; und
Anrechnen der Medienexposition auf die ersten
Medienüberwachungsdaten oder die zweiten
Medienüberwachungsdaten die dem frühesten
zugeordneten Zeitstempel entspricht.

2. Verfahren nach Anspruch 1, wobei der Schwellen-
wert eine erste Zeitspanne ist, die geringer ist als
eine zweite Zeitspanne, die ein Audiosignal benötigt,
um zwischen dem Medien-Präsentationsgerät, das
von einem der ersten und zweiten Messgeräte, über-
wacht werden soll, und dem anderen der ersten und
zweiten Messgeräte, das nicht zur Überwachung

27 28 



EP 2 973 122 B1

16

5

10

15

20

25

30

35

40

45

50

55

des Medien-Präsentationsgeräts vorgesehen ist,
zurückzulegen.

3. Verfahren nach Anspruch 1, ferner umfassend ein
Anrechnen sowohl der ersten Medienüberwa-
chungsdaten als auch der zweiten Medienüberwa-
chungsdaten, wenn die ersten Medienüberwa-
chungsdaten nicht das gleiche Medium wie die zwei-
ten Medienüberwachungsdaten identifizieren.

4. Ein Spillover-Verwalter zur Verringerung von An-
rechnungsfehlern aufgrund von Überschwappen in
einer Wohnstätte oder über angrenzende Wohnstät-
ten hinweg, umfassend einen Medienvergleicher
zum
Bestimmen, ob ein erstes von einem ersten Mess-
gerät erfasstes Medium, einem zweiten von einem
zweiten Messgerät erfassten Medium entspricht,
wobei das erste Messgerät und das zweite Messge-
rät zu Überwachen von präsentierten Medien an ver-
schiedenen Standorten der Wohnstätte oder der an-
grenzenden Wohnstätten sind; und
wenn das erste Medium nicht mit dem zweiten Me-
dium entspricht, Feststellen, dass ein Überschwap-
pen nicht aufgetreten ist;
einen Zeitstempel-Komparator, zum Bestimmen,
wenn das erste Medium dem zweiten Medium ent-
spricht, ob ein Überschwappen aufgetreten ist, in-
dem bestimmt wird ob der Absolutwert der Differenz
zwischen einem ersten Zeitstempel, der dem ersten
vom ersten Messgerät erfassten Medium zugeord-
net ist, und einem zweiten Zeitstempel, der dem
zweiten vom zweiten Messgerät erfassten Medium
zugeordnet ist, nicht kleiner als ein Schwellenwert
ist, und zum Bestimmen, welchem des ersten Medi-
ums und des zweiten Mediums eine Medienexposi-
tion anzurechnen ist; und
einen Medien-Anrechner, der, wenn ein Über-
schwappen stattgefunden hat, die ersten Medienü-
berwachungsdaten oder die zweiten Medienüber-
wachungsdaten mit der Medienexposition anrech-
net, die dem frühesten zugeordneten Zeitstempel
entspricht.

5. Spillover-Verwalter nach Anspruch 4, wobei das ers-
te Medium dem zweiten Medium entspricht, wenn
das erste Medium und das zweite Medium ein selbes
Medium sind.

6. Spillover-Verwalter nach Anspruch 4, wobei der Me-
dien-Anrechner zum Anrechnen sowohl des ersten
als auch das zweite Medium gutschreiben muss,
wenn der Medienvergleicher feststellt, dass das ers-
te Medium nicht dem zweiten Medium entspricht.

7. Spillover-Verwalter nach Anspruch 4, wobei der Me-
dienkomparator zum Bestimmen ist, ob das erste
Medium dem zweiten Medium entspricht, auf der

Grundlage eines Vergleichs zwischen ersten Me-
dienüberwachungsdaten, die von dem ersten Mess-
gerät für das erste Medium gesammelt wurden, und
zweiten Medienüberwachungsdaten, die von dem
zweiten Messgerät für das zweite Medium gesam-
melt wurden, wobei die ersten und zweiten Medien-
überwachungsdaten mindestens einen von Codes
oder Signaturen aufweist, die dem ersten und zwei-
ten Medium entsprechen.

8. Ein Computerprogramm mit Befehlen, die, wenn sie
von einem Prozessor ausgeführt werden, den Pro-
zessor zumindest dazu veranlassen, zu
Bestimmen, ob erste Medienüberwachungsdaten,
die von einem ersten Messgerät bereitgestellt wer-
den, ein selbes Medium identifizieren wie zweite Me-
dienüberwachungsdaten, die von einem zweiten
Messgerät bereitgestellt werden, wobei das erste
Messgerät und das zweite Messgerät zum Überwa-
chen von präsentierten Medien an jeweils unter-
schiedlichen Standorten einer Wohnstätte oder an-
grenzender Wohnstätten sind;
wenn die ersten Medienüberwachungsdaten das
gleiche Medium wie die zweiten Medienüberwa-
chungsdaten identifizieren, Erkennen, ob ein Über-
schwappen aufgetreten ist, indem bestimmt wird ob
der Absolutwert der Differenz zwischen einem ers-
ten Zeitstempel, der den ersten Medienüberwa-
chungsdaten zugeordnet ist, und einem zweiten
Zeitstempel, der den zweiten Medienüberwa-
chungsdaten zugeordnet ist, nicht kleiner als ein
Schwellenwert ist;
wenn ein Überschwappen stattgefunden hat, Be-
stimmen, welche der ersten Medienüberwachungs-
daten oder der zweiten Medienüberwachungsdaten
mit einer Medienexposition anzurechnen sind; und
Anrechnen der Medienexposition auf die ersten Me-
dienüberwachungsdaten oder die zweiten Medien-
überwachungsdaten, die dem frühesten zugeordne-
ten Zeitstempel entspricht.

9. Computerprogramm nach Anspruch 8, wobei der
Schwellenwert eine erste Zeitspanne ist, die gerin-
ger ist als eine zweite Zeitspanne, die ein Audiosig-
nal benötigt, um zwischen dem Medien-Präsentati-
onsgerät, das von einem der ersten und zweiten
Messgeräte überwacht werden soll, und dem ande-
ren der ersten und zweiten Messgeräte, das nicht
zur Überwachung des Medien-Präsentationsgeräts
vorgesehen ist, zurückzulegen.

Revendications

1. Procédé pour réduire les erreurs de crédit dues aux
débordements dans un logement ou entre loge-
ments adjacents, comprenant :
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la détermination, par un processeur, de si des
premières données de surveillance de médias
fournies par un premier compteur identifient un
même média que des deuxièmes données de
surveillance de médias fournies par un deuxiè-
me compteur, le premier compteur et le deuxiè-
me compteur devant surveiller les médias pré-
sentés à différents emplacements respectifs du
logement ou des logements adjacents ;
si les premières données de surveillance de mé-
dias identifient le même média que les deuxiè-
mes données de surveillance de médias, la dé-
tection, par le processeur, de si des déborde-
ments ont eu lieu en déterminant que la valeur
absolue de la différence entre un premier horo-
datage associé aux premières données de sur-
veillance de médias et un deuxième horodatage
associé aux deuxièmes données de surveillan-
ce de médias n’est pas inférieure à un seuil ;
si des débordements ont eu lieu, la détermina-
tion, par le processeur, desquelles des premiè-
res données de surveillance de médias ou des
deuxièmes données de surveillance de médias
doivent être créditées d’une exposition aux
médias ; et
le crédit des premières données de surveillance
de médias ou des deuxièmes données de sur-
veillance de médias d’une exposition aux mé-
dias correspondant à l’horodatage le plus an-
cien associé.

2. Procédé de la revendication 1, dans lequel le seuil
est une première durée inférieure à une deuxième
durée nécessaire à un signal audio pour se déplacer
entre le dispositif de présentation des médias desti-
né à être surveillé par l’un parmi le premier compteur
ou le deuxième compteur et l’autre parmi le premier
compteur ou le deuxième compteur non destiné à
surveiller le dispositif de présentation des médias.

3. Procédé de la revendication 1, comportant en outre
le crédit à la fois des premières données de sur-
veillance de médias et des deuxièmes données de
surveillance de médias si les premières données de
surveillance de médias n’identifient pas le même mé-
dia que les deuxièmes données de surveillance de
médias.

4. Gestionnaire des débordements destiné à réduire
les erreurs de crédit dues aux débordements dans
un logement ou entre logements adjacents,
comprenant :
un comparateur de médias pour :

déterminer si un premier média détecté par un
premier compteur est équivalent à un deuxième
média détecté par un deuxième compteur, le
premier compteur et le deuxième compteur de-

vant surveiller les médias présentés à différents
emplacements du logement ou des logements
adjacents ; et
si le premier média n’est pas équivalent au
deuxième média, déterminer qu’aucun débor-
dement n’a eu lieu ;
un comparateur d’horodatage pour, si le premier
média est équivalent au deuxième média, dé-
terminer si des débordements ont eu lieu en dé-
terminant que la valeur absolue de la différence
entre un premier horodatage associé aux pre-
mier média détecté par le premier compteur et
un deuxième horodatage associé aux deuxième
média détecté par le deuxième compteur n’est
pas inférieure à un seuil, et pour déterminer le-
quel du premier média ou du deuxième média
il faut créditer d’une exposition aux médias ; et
un dispositif de crédit de médias pour créditer,
si des débordements ont eu lieu, les premières
données de surveillance de médias ou les
deuxièmes données de surveillance de médias
de l’exposition aux médias correspondant à l’ho-
rodatage le plus ancien associé.

5. Gestionnaire des débordements de la revendication
4, dans lequel le premier média est équivalent au
deuxième média si le premier média et le deuxième
média sont un même média.

6. Gestionnaire des débordements de la revendication
4, dans lequel le dispositif de crédit de médias doit
créditer à la fois le premier média et le deuxième
média si le comparateur de médias détermine que
le premier média n’est pas équivalent au deuxième
média.

7. Gestionnaire des débordements de la revendication
4, dans lequel le comparateur de médias doit déter-
miner si le premier média est équivalent au deuxiè-
me média sur la base d’une comparaison entre les
premières données de surveillance de médias col-
lectées par le premier compteur pour le premier mé-
dia et les deuxièmes données de surveillance de mé-
dias collectées par le deuxième compteur pour le
deuxième média, les premières et deuxièmes don-
nées de surveillance de médias comportant au
moins l’un parmi des codes ou des signatures cor-
respondant aux premier et deuxième média.

8. Programme informatique comprenant des instruc-
tions qui, lorsqu’elles sont exécutées par un proces-
seur, amènent le processeur à au moins :

déterminer si des premières données de sur-
veillance de médias fournies par un premier
compteur identifient un même média que des
deuxièmes données de surveillance de médias
fournies par un deuxième compteur, le premier
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compteur et le deuxième compteur devant sur-
veiller les médias présentés à différents empla-
cements respectifs d’un logement ou de loge-
ments adjacents ;
si les premières données de surveillance de mé-
dias identifient le même média que les deuxiè-
mes données de surveillance de médias, détec-
ter si des débordements ont eu lieu en détermi-
nant que la valeur absolue de la différence entre
un premier horodatage associé aux premières
données de surveillance de médias et un
deuxième horodatage associé aux deuxièmes
données de surveillance de médias n’est pas
inférieure à un seuil;
si des débordements ont eu lieu, déterminer les-
quelles des premières données de surveillance
de médias ou des deuxièmes données de sur-
veillance de médias doivent être créditées d’une
exposition aux médias ; et
créditer les premières données de surveillance
de médias ou les deuxièmes données de sur-
veillance de médias d’une exposition aux mé-
dias correspondant à l’horodatage le plus an-
cien associé.

9. Programme informatique de la revendication 8, dans
lequel le seuil est une première durée inférieure à
une deuxième durée nécessaire à un signal audio
pour se déplacer entre le dispositif de présentation
des médias destiné à être surveillé par l’un parmi le
premier compteur et le deuxième compteur et l’autre
parmi le premier compteur ou deuxième compteur
non destiné à surveiller le dispositif de présentation
des médias.
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