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Description

TECHNICAL FIELD

[0001] The present invention relates to a technology
for providing information to a user of a terminal device.

BACKGROUND ART

[0002] Various technologies have been proposed to
act as guides for visitors in an exhibition facility such as
a gallery and a museum. For example, Patent Document
1 discloses an auto-reproducing voice guide system that
utilizes transmission devices placed near exhibits in a
gallery or a museum and portable receivers carried by
visitors. A transmission device intermittently transmits an
identification code unique to an exhibit to its surroundings
by radio waves or infrared rays. A portable receiver re-
produces, from among guide voices stored beforehand
in its storage medium, a guide voice that corresponds to
an identification code received from a transmission de-
vice. According to Patent Document 1, after a portable
receiver moves within a range (around an exhibit) where-
in radio waves or infrared rays from a transmission device
reach the portable receiver and receives an identification
code, a guide voice describing the exhibit within this
range is reproduced.

Related Art Document

Patent Document

[0003] Patent Document 1: Japanese Patent Applica-
tion Laid-Open Publication No. 2011-109629
[0004] Document JP 2009 180 893 A describes a con-
tent playback device controlled with acoustic signals for
providing a guide terminal inexpensive and easy to op-
erate using with a general purpose terminal. When a per-
son holds this device materialized as a portable terminal
device and approaches an exhibit, an acoustic signal in-
put means obtains sound emitted from a speaker in-
stalled near the exhibit as an acoustic signal, and an ID
extraction means extracts an embedded content ID from
the acoustic signal. A playback list holding means obtains
a content playback list of the content corresponding to
the extracted content ID from a content storage means
and holds it. Meanwhile, a playback means refers to the
playback list holding means, extracts the content from
the content storage means, and plays back it according
to the playback list.
[0005] Document US 2011/238192 A1 describes sys-
tems and methods for using a hidden audio signal. The
method includes registering, at a central database, one
or more of an identifier and a destination resource asso-
ciated with the identifier, and encoding the one or more
of the identifier and the destination resource in a hidden
audio signal. The method further includes transmitting
the hidden audio signal, including the one or more of the

identifier and the destination resource, in connection with
an acoustic signal, and receiving the acoustic signal at
a user device. In addition, the method includes decoding
the encoded one or more of the identifier and the desti-
nation resource at the user device; and requesting, from
the central database, information associated with the one
or more of the identifier and the destination resource.
Further, the method includes receiving, at the user de-
vice, the requested information.
[0006] Document US 2012/143612 A1 describes a
system including a controller configured to obtain infor-
mation associated with media content, to generate a first
group of tones representative of the information associ-
ated with the media content, and to generate a media
stream comprising the media content and the first group
of tones; and a communication interface configured to
transmit the media stream to a media device whereby
the media device presents the media content and a se-
quence of tones, where the sequence of tones is gener-
ated based at least in part on the first group of tones,
where the first group of tones comprises high frequency
tones and low frequency tones, and where one of the
high and low frequency tones represents a binary one
and the other of the high and low frequency tones rep-
resents a binary zero.

SUMMARY OF THE INVENTION

Problem to be Solved by the Invention

[0007] Technology disclosed in Patent Document 1,
however, is subject to a drawback in that, because the
identification code of each exhibit is transmitted by radio
waves or infrared rays, dedicated communication equip-
ment to transmit or receive radio waves or infrared rays
is required to be attached to each of the transmission
devices and each of the portable receivers. In the above
description, an exhibition facility such as a gallery or a
museum is given as an example. However, a problem
similar to that described above with regard to a need for
dedicated communication equipment would arise in any
situation in which a variety of information is provided to
users, such as, for example, in the case of voice guidance
in a transport system, such as a train or a bus. In view
of the stated problem, it is an object of the present inven-
tion to enable a variety of information to be provided to
a user, without a need for communication equipment ded-
icated to wireless communication.

Means of Solving the Problems

[0008] In order to solve the stated problem, a terminal
device according to independent claim 1 is provided. Ex-
amples and technical descriptions of apparatuses, prod-
ucts and/or methods in the description and/or drawings
which are not covered by the claims are presented not
as embodiments of the invention but as background art
or examples useful for understanding the invention. A
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first mode of an example includes: a sound receiving
means configured to receive a sound emitted according
to an audio signal to generate a received-audio signal,
the audio signal including an audio signal that represents
a sound for reproduction and including a modulated sig-
nal that includes identification information of the sound
for reproduction; an information extracting means con-
figured to extract the identification information from the
received-audio signal generated by the sound receiving
means; a transmitting means configured to transmit, to
an information providing means, an information request
that includes the identification information extracted by
the information extracting means; an acquiring means
configured to acquire, from the information providing
means, one piece from among multiple pieces of related
information that each correspond to the identification in-
formation included in the information request and are
each related to the sound for reproduction; and an output
means configured to output the piece of related informa-
tion acquired by the acquiring means. In the above con-
figuration, the identification information is extracted from
the received-audio signal derived from a sound that is
emitted according to the audio signal and is then re-
ceived, the audio signal including the audio signal rep-
resentative of the sound for reproduction and the modu-
lated signal including the identification information of the
sound for reproduction. In other words, the identification
information is notified to the terminal device by sound
communication that utilizes the sound emitted along with
the sound for reproduction. Accordingly, the sound re-
ceiving device of the terminal device used for voice calls
and recording sounds can be used to acquire the identi-
fication information, and consequently, it is possible to
provide a user with the related information corresponding
to the identification information of the sound for repro-
duction without a need for communication equipment
dedicated to wireless communication, which uses infra-
red rays or radio waves.
[0009] In an example, the transmitting means trans-
mits the information request that includes language in-
formation indicative of a language specified in the termi-
nal device; and the acquiring means acquires the piece
of related information that is in the language specified by
the language information in the information request, the
piece of related information being one from among the
multiple pieces of related information that are in different
languages and that each correspond to the identification
information in the information request. In the above
mode, from among the multiple pieces of related infor-
mation that are in different languages, a piece of related
information is acquired that is in the language specified
by the language information in the information request.
As a result, an advantage is obtained in that it is possible
to provide each of a variety of users who use their re-
spective languages with related information that is in a
language comprehensible to the user. Furthermore, in a
case where the language information is used that indi-
cates a language specified by a language setting in the

OS of the terminal device, a further advantage is obtained
in that the user need not specify the language. Alterna-
tively, a configuration may be employed in which the re-
lated information is acquired that is in a language spec-
ified by language information that indicates a language
specified by the user of the terminal device.
[0010] In the first mode, the piece of related information
that is in the language specified by the language infor-
mation in the information request is, preferably, an audio
signal that represents a vocal sound that is a spoken
rendition of a character string derived from a translation
of a spoken content of the sound for reproduction into
that specified language, or a character string derived
from a translation of a spoken content of the sound for
reproduction into that specified language. Accordingly,
even when the user of the terminal device is unable to
understand the voice in the first language that is emitted
according to the audio signal representing the sound for
reproduction, the user of the terminal device will be able
to understand the content of the sound for reproduction
by viewing the translated character string in the second
language or by listening to the voice in the second lan-
guage.
[0011] Preferably, in parallel with emission (emission
from a sound emitting system) of the sound for reproduc-
tion represented in the first language from among the
different languages, the output means outputs the piece
of related information that is in the language specified by
the language information in the information request, the
language being a language other than the first language.
In this mode, because the related information that is in a
language other than the first language is outputted in
parallel with emission of the sound for reproduction rep-
resented in the first language, compared with a configu-
ration in which related information is outputted after re-
production of a voice of its corresponding sound for re-
production, for example, an advantage is obtained in that
the user is able to recognize with ease the association
between the sound for reproduction and the related in-
formation.
[0012] An information providing system according to a
second mode of an example includes: a sound emitting
means configured to emit a sound according to an audio
signal that includes an audio signal representing a sound
for reproduction and includes a modulated signal includ-
ing identification information of the sound for reproduc-
tion; and an information providing means configured to
receive from a terminal device an information request
that includes the identification information extracted from
the sound emitted by the sound emitting means, and
transmits, to the terminal device, one piece from among
multiple pieces of related information that each corre-
spond to the identification information included in the in-
formation request and are each related to the sound for
reproduction. In the above configuration, the sound emit-
ting means emits a sound according to the audio signal
that includes the audio signal representing the sound for
reproduction and the modulated signal including the iden-
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tification information of the sound for reproduction. In oth-
er words, the identification information is notified to the
terminal device by sound communication that utilizes the
sound emitted along with the sound for reproduction. Ac-
cordingly, it is possible to provide the user with the related
information that corresponds to the identification infor-
mation of the sound for reproduction without a need for
communication equipment dedicated to wireless com-
munication, which for example uses infrared rays or radio
waves.
[0013] In a preferred example of the second mode, the
information providing means receives the information re-
quest that includes language information indicative of a
language specified in the terminal device, and transmits
to the terminal device the piece of related information
that is in the language specified by the language infor-
mation in the information request, the piece of related
information being one from among the multiple pieces of
related information that are in different languages and
that each correspond to the identification information in
the information request. In this mode, because a piece
of related information that is in the language specified by
the language information in the information request, the
piece being one from among the multiple pieces of related
information that are in different languages, is transmitted,
an advantage is obtained in that it is possible to provide
each of variety of users who use their respective lan-
guages with a piece of related information that is in a
language comprehensible to that user.
[0014] The piece of related information that is in the
language specified by the language information in the
information request is, preferably, an audio signal that
represents a vocal sound that is a spoken rendition of a
character string derived from a translation of the spoken
content of the sound for reproduction into that specified
language, or a character string derived from a translation
of the spoken content of the sound for reproduction into
that specified language.
[0015] The present invention may be understood as
an operation method (information presentation method)
or an operation method (information providing method)
performed in a terminal device according to each mode
described in the claims.
[0016] More specifically, according to an example, an
information presentation method in a terminal device in-
cludes: receiving a sound emitted according to an audio
signal to generate a received-audio signal, the audio sig-
nal including an audio signal that represents a sound for
reproduction and including a modulated signal that in-
cludes identification information of the sound for repro-
duction; extracting the identification information from the
received-audio signal; transmitting, to an information pro-
viding means, an information request that includes the
identification information; acquiring, from the information
providing means, one piece from among multiple pieces
of related information that each correspond to the iden-
tification information included in the information request
and are each related to the sound for reproduction; and

outputting that piece of related information.
[0017] In this information presentation method, prefer-
ably, the information request includes language informa-
tion indicative of a language specified in the terminal de-
vice; and in acquiring, the piece of related information is
acquired that is in the language specified by the language
information in the information request, the piece of relat-
ed information being one from among the multiple pieces
of related information that are in different languages and
that each correspond to the identification information in
the information request.
[0018] An information providing method according to
an example includes: emitting a sound according to an
audio signal that includes an audio signal representing
a sound for reproduction and includes a modulated signal
including identification information of the sound for re-
production; and receiving, from a terminal device, an in-
formation request that includes the identification informa-
tion extracted from the emitted sound, and transmitting,
to the terminal device, one piece from among multiple
pieces of related information that each correspond to the
identification information included in the information re-
quest and are each related to the sound for reproduction.
[0019] In this information providing method, preferably,
the information request includes language information
indicative of a language specified in the terminal device,
and in transmitting, the piece of related information is
transmitted to the terminal device, the piece of related
information being in the language specified by the lan-
guage information in the information request, the piece
of related information being one from among the multiple
pieces of related information that are in different languag-
es and that each correspond to the identification infor-
mation in the information request.
[0020] Terminal devices and information providing
systems, according to their respective modes described
above, can each be realized by the use of dedicated elec-
tronic circuitry, or by a general-purpose processing de-
vice, such as a central processing unit (CPU), and coor-
dinating programs. A computer program according to the
present invention can be provided in the form of a com-
puter-readable storage medium having the program
stored thereon, and is installable in a computer. More
specifically, a computer-readable storage medium ac-
cording to an example stores thereon a program that
causes a computer to execute: a sound receiving process
that receives a sound emitted according to an audio sig-
nal to generate a received-audio signal, the audio signal
including an audio signal that represents a sound for re-
production and including a modulated signal that includes
identification information of the sound for reproduction;
an information extracting process that extracts the iden-
tification information from the received-audio signal gen-
erated by the sound receiving process; a transmitting
process that transmits, to an information providing
means, an information request that includes the identifi-
cation information extracted by the information extracting
process; an acquiring process that acquires, from the
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information providing means, one piece from among mul-
tiple pieces of related information that each correspond
to the identification information included in the informa-
tion request and are each related to the sound for repro-
duction; and an output process that outputs the piece of
related information acquired by the acquiring process.
[0021] Preferably, the information request includes
language information indicative of a language specified
in the terminal device; and the acquiring process acquires
the piece of related information that is in the language
specified by the language information in the information
request, the piece of related information being one from
among the multiple pieces of related information that are
in different languages and that each correspond to the
identification information in the information request.
[0022] Each of the information presentation methods,
information providing methods, programs therefor, and
computer-readable storage media having stored these
programs thereon, according to their respective modes,
will achieve an advantageous effect similar to that
achieved by a terminal device or an information providing
system according to each mode described above.

BRIEF DESCRIPTION OF THE DRAWINGS

[0023]

FIG. 1 is a diagram depicting a configuration of a
communication system according to a first embodi-
ment of the present invention.
FIG. 2 is a diagram depicting a configuration of an
information management system.
FIG. 3 is a diagram depicting a configuration of an
audio signal acquisitor and a related information ac-
quisitor.
FIG. 4 is a diagram depicting a configuration of a
signal processor.
FIG. 5 is a diagram depicting an operation of the
signal processor.
FIG. 6 is a flowchart illustrating an operation of the
information management system.
FIG. 7 is a diagram depicting a configuration of a
sound emitting system.
FIG. 8 is a diagram depicting a configuration of a
terminal device.
FIG. 9 is a diagram depicting an operation of the
terminal device upon acquiring related information.
FIG. 10 is a diagram depicting a configuration of a
modification (Mode 1) of the audio signal acquisitor
and the related information acquisitor.
FIG. 11 is a diagram depicting a configuration of a
modification (Mode 2) of the audio signal acquisitor
and the related information acquisitor.
FIG. 12 is a diagram depicting a configuration of a
modification (Mode 3) of the audio signal acquisitor
and the related information acquisitor.
FIG. 13 is a diagram depicting a configuration of a
modification (Mode 4) of the audio signal acquisitor

and the related information acquisitor.
FIG. 14 is a diagram depicting a configuration of a
modification (Mode 5) of the audio signal acquisitor
and the related information acquisitor.
FIG. 15 is a diagram depicting a configuration of a
modification (Mode 6) of the audio signal acquisitor
and the related information acquisitor.
FIG. 16 is a diagram depicting a configuration of a
modification (Mode 7) of the audio signal acquisitor
and the related information acquisitor.
FIG. 17 is a diagram depicting a configuration of a
further modification of the modification (Mode 7) of
the audio signal acquisitor and the related informa-
tion acquisitor.
FIG. 18 is a diagram depicting a configuration of a
further modification of the modification (Mode 7) of
the audio signal acquisitor and the related informa-
tion acquisitor.
FIG. 19 is a diagram depicting a configuration of a
further modification of the modification (Mode 7) of
the audio signal acquisitor and the related informa-
tion acquisitor.
FIG. 20 is a diagram depicting a configuration of a
modification (Mode 8) of the audio signal acquisitor
and the related information acquisitor.
FIG. 21 is a diagram depicting a configuration of a
further modification of the modification (Mode 8) of
the audio signal acquisitor and the related informa-
tion acquisitor.
FIG. 22 is a diagram depicting a configuration of a
further modification of the modification (Mode 8) of
the audio signal acquisitor and the related informa-
tion acquisitor.
FIG. 23 is a diagram illustrating an operation of a
signal processor according to a second example.
FIG. 24 is a diagram illustrating an operation of an
information provider according to a third example.
FIG. 25 depicts an example of display of related in-
formation according to one modification.
FIG. 26 is a diagram depicting a configuration of a
communication system according to one modifica-
tion.

MODES FOR CARRYING OUT THE INVENTION

Preferred Embodiment - First First Embodiment

[0024] FIG. 1 is a diagram depicting a configuration of
a communication system 100 according to a first embod-
iment of the present invention. As shown in the example
in FIG. 1, the communication system 100 of the first em-
bodiment includes an information providing system 10
and a terminal device 12. The information providing sys-
tem 10 is a computer system that provides a variety of
information to the terminal device 12. The terminal device
12 is a portable information processing device, such as
a mobile phone or a smartphone. In the following descrip-
tion, it is assumed that a user of the terminal device 12

7 8 



EP 3 176 782 B1

6

5

10

15

20

25

30

35

40

45

50

55

is present in a facility (hereinafter, "exhibition facility") M
such as a gallery or a museum in which exhibits such as
art objects and documentation are displayed, and that
information relating to each exhibit is provided from the
information providing system 10 to the terminal device
12. In FIG. 1, a single terminal device 12 is shown for
brevity. In reality, however, the information providing sys-
tem 10 can provide information to each of multiple termi-
nal devices 12.
[0025] As shown in the example in FIG. 1, the informa-
tion providing system 10 of the first embodiment includes
an information management system 14 and a sound
emitting system 16. The sound emitting system 16 is in-
stalled in the exhibition facility M to be used for voice
guidance in the facility. Specifically, as shown in the ex-
ample in FIG. 1, the sound emitting system 16 of the first
embodiment emits a voice for guiding the user (herein-
after, "guide voice V") in a specific language (hereinafter,
"first language") and notifies the terminal device 12 of
identification information D assigned in advance to the
guide voice V. Guide voices V are for example sounds
that provide explanations of exhibits, or provide an audio
tour of the exhibition facility M. The identification infor-
mation D of the guide voice V is notified to the terminal
device 12 by wireless information communication. In the
first embodiment, an example is described in which the
identification information D is notified from the sound
emitting system 16 to the terminal device 12 by sound
communication, in which a sound (a sound wave), i.e.,
vibration of the air, is used as a transmission medium.
That is, the identification information D is emitted from
the sound emitting system 16 as a sound along with the
guide voice V.
[0026] The information management system 14 is a
computer system that manages information provided to
the terminal device 12. The terminal device 12 is capable
of communicating with the information management sys-
tem 14 via a communication network 18 that includes a
mobile communication network, the Internet, etc. As
shown in the example in FIG. 1, the terminal device 12
transmits to the information management system 14 an
information request R that includes the identification in-
formation D notified from the sound emitting system 16.
The information management system 14 transmits, to
the request-source terminal device 12, related informa-
tion Q that corresponds to the identification information
D specified in the information request R received via the
communication network 18. The related information Q is
information that is related to the guide voice V. In the first
embodiment, the terminal device 12 is provided with re-
lated information Q indicative of a translation in which
guidance that is spoken as the guide voice V in the first
language has been translated into another language
(hereinafter, "second language"). Accordingly, users
who can understand the first language will be able to
understand the guidance for the exhibition facility M by
listening to guide voices V, while users who can under-
stand the second language will be able to understand

the guidance for the exhibition facility M by referring to
related information Q. Details are provided below on a
specific configuration and a function of each element in
the communication system 100 briefly described above.

Information Management System 14

[0027] FIG. 2 is a diagram depicting a configuration of
the information management system 14. As shown in the
example in FIG. 2, the information management system
14 of the first embodiment includes a control device 142,
a storage device 144, an input device 146, and a display
device 148. The storage device 144 stores a variety of
data for use by the control device 142, and also a program
executed by the control device 142. Any publicly known
storage medium, such as a semiconductor storage me-
dium or a magnetic storage medium, or a combination
of different types of storage media can be used for the
storage device 144. The input device 146 is operational
equipment that an administrator who operates the infor-
mation management system 14 operates to provide var-
ious instructions to the information management system
14. The input device 146 includes, for example, operating
units operable by the administrator. For example, by ap-
propriately operating the input device 146, the adminis-
trator can provide an instruction for a character string
(hereinafter, "specified character string ST") that con-
tains guidance for each exhibit in the exhibition facility
M. The display device 148 is a device (e.g., liquid-crystal
display panel) that displays, under control of the control
device 142, a variety of information, such as results of
voice recognition and machine translation. Here, a touch
panel may be employed as an integral formation of the
input device 146 and the display device 148.
[0028] As shown in the example in FIG. 2, the control
device 142 may be a central processing unit (CPU), and
accomplishes the functions of the information manage-
ment system 14 by coordinating with the program stored
in the storage device 144. That is, by executing the pro-
gram stored in the storage device 144, the control device
142 accomplishes functions (an audio signal acquisitor
22, a related information acquisitor 24, an identification
information setter 26, a signal processor 32, an associ-
ation manager 34, and an information provider 36) to
manage information to be provided to the terminal device
12. A configuration may be employed in which functions
of the control device 142 are distributed among multiple
devices. Additionally or alternatively, a configuration may
be employed such that a part of the functions of the con-
trol device 142 is carried out by dedicated electronic cir-
cuitry.
[0029] The audio signal acquisitor 22 acquires audio
signals SG representing guide voices V. As shown in the
example in FIG. 3, the audio signal acquisitor 22 of the
first embodiment generates, by voice synthesis, an audio
signal SG that represents a time waveform of a guide
voice V, the guide voice V being a spoken rendition of a
specified character string ST that is in the first language

9 10 
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and is specified by the administrator via operation of the
input device 146. Any publicly known technique can be
used for the voice synthesis executed by the audio signal
acquisitor 22. The audio signal acquisitor 22 can gener-
ate audio signals SG by, for example, unit-concatenative-
type voice synthesis, which generates audio signals SG
by concatenating in order of time, from among voice units
(phonemes or phoneme chains) prepared beforehand,
voice units that correspond to the characters in specified
character strings ST, or by statistical-model-based voice
synthesis, which generates audio signals SG corre-
sponding to specified character strings ST by utilizing a
statistical model, such as the Hidden Markov Model
(HMM). In this embodiment, since audio signals SG in-
dicating guide voices V are generated by voice synthesis,
an advantage is obtained in that the guide voices V need
not be recorded in advance.
[0030] The related information acquisitor 24 in FIG. 2
generates related information Q that is related to a guide
voice V. As shown in the example in FIG. 3, by machine
translation of (automatic translation of) the specified
character string ST, which is in the first language and is
specified by the administrator, the related information ac-
quisitor 24 of the first embodiment generates, as related
information Q, a character string (hereinafter, "translated
character string CT") that represents guidance for the
exhibition facility M in the second language. Any publicly
known technique can be used for the machine translation
of specified character strings ST. The related information
acquisitor 24 can generate the related information Q by
utilizing, for example, rule-based machine translation in
which word-order and words are converted based on re-
sults of parsing specified character strings ST and on
linguistic rules, or by statistical machine translation in
which specified character strings ST are translated into
the second language using statistical models (a transla-
tion model and a language model) wherein statistical ten-
dencies of languages are represented. In this embodi-
ment, since the related information Q is generated by
machine translation of a character string that indicates a
spoken content of the guide voice V (i.e., by machine
translation of the specified character string ST), an ad-
vantage is obtained in that there is no need to prepare,
in advance, the related information Q in a language dif-
ferent from the language of the guide voice V.
[0031] The identification information setter 26 in FIG.
2 assigns the identification information D, which is to be
notified to the terminal device 12 from the sound emitting
system 16 along with the reproduction of the guide voice
V. The identification information D consists of a unique
code for identifying a guide voice V, and is assigned to
each guide voice V. For example, the identification infor-
mation setter 26 assigns to a guide voice V, as the iden-
tification information D, a series of random numbers that
is generated by a publicly known technique such that the
series does not overlap with another series for a different
guide voice V.
[0032] The signal processor 32 generates an audio sig-

nal S by synthesizing the identification information D as-
signed by the identification information setter 26 with the
audio signal SG of the guide voice V. Any publicly known
technique, for example audio watermarking, can be used
for the synthesis of the identification information D with
the audio signal SG. For example, the technique de-
scribed in WO 2010/016589 can be preferably used. Spe-
cifically, as shown in the example in FIG. 4, the signal
processor 32 includes a demodulation processor 322 and
a mixing processor 324. The demodulation processor
322 generates an audio signal (hereinafter, "modulated
signal") SD that includes the identification information D
as a sound component of a particular frequency band by
sequentially executing spread modulation of the identifi-
cation information D using a spread code, and by exe-
cuting frequency conversion using a carrier of the partic-
ular frequency. The frequency band of the modulated
signal SD is a frequency band within which the sound
emitting system 16 can emit sounds and within which the
terminal device 12 can receive sounds, and is within a
frequency band range (e.g., 18 kHz or higher and 20 kHz
or lower) that is higher than a frequency band (e.g., about
16 kHz or lower within the audible frequency band) for
sounds such as voices or musical sounds that are audible
to a user in a normal environment. A manner in which
the demodulation processor 322 generates modulated
signals SD is not limited to the above example (spread
modulation). For example, a modulated signal SD within
a specific frequency band (e.g., 18 kHz or higher and 20
kHz or lower) can be generated by frequency-modulating
a carrier such as a sine wave of a particular frequency
with the identification information D.
[0033] The mixing processor 324 in FIG. 4 generates
the audio signal S by superimposing (typically, adding)
the audio signal SG acquired by the audio signal acquis-
itor 22 and the modulated signal SD generated by the
demodulation processor 322. As can be understood from
the above description, the audio signal S includes a
sound component of the guide voice V (audio signal SG)
and a sound component that includes the identification
information D of the guide voice V (modulated signal SD).
[0034] FIG. 5 is a diagram describing a temporal rela-
tionship between the audio signal SG of the guide voice
V and the modulated signal SD including the identification
information D. As shown in the example in FIG. 5, the
modulated signal SD including the identification informa-
tion D of the guide voice V is added repeatedly multiple
times to different sections along the time axis in the audio
signal SG of the guide voice V. That is, the sound com-
ponent of the identification information D of the guide
voice V is mixed at multiple points in the guide voice V
along the time axis. Here, modulated signals SD can be
connected in a continuous manner to each other along
the time axis.
[0035] The signal processor 32 of the first embodiment
stores the audio signal S in the storage device 144 as an
audio file in a particular format (e.g., in a WAV format or
in an MP3 format). By repeating the process multiple
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times, for each of guide voices V with different guide con-
tents (guide voices V for different exhibits on which guid-
ance is provided), an audio signal S that includes the
sound component of the guide voice V (audio signal SG)
and the sound component including the identification in-
formation D of the guide voice V (modulated signal SD)
is stored in the storage device 144.
[0036] The association manager 34 in FIG. 2 associ-
ates the identification information D assigned to each
guide voice V by the identification information setter 26
with the related information Q acquired for the guide voice
V by the related information acquisitor 24 and stores the
identification information D and the related information
Q in the storage device 144. Accordingly, as shown in
the example in FIG. 2, a piece of related information Q
is stored in the storage device 144 for each piece of iden-
tification information D of a corresponding guide voice V.
As will be understood from the above description, an au-
dio signal S and a piece of related information Q are
generated for each of the guide voices V emitted in the
exhibition facility M. In other words, an audio signal SG
(audio signal S) and a piece of related information Q that
each correspond to a common guide voice V are asso-
ciated with each other by a corresponding piece of iden-
tification information D. Although FIG. 2 shows an exam-
ple configuration in which audio signals S and pieces of
related information Q are stored in the storage device
144, the audio signals S and the pieces of related infor-
mation Q can be stored in separate storage media. Al-
ternatively, a configuration can be employed in which at
least one external device that is connected to and can
exchange data with the information management system
14 is used as a storage device that stores audio signals
S and pieces of related information Q.
[0037] The information provider 36 in FIG. 2 receives
an information request R including a piece of identifica-
tion information D from the terminal device 12 and se-
lects, from the multiple pieces of related information Q
stored in the storage device 144, the piece of related
information Q corresponding to the piece of identification
information D specified in the information request R to
transmit the selected piece of related information Q to
the request-source terminal device 12. The transmission
of the related information Q to the terminal device 12 is
described later.
[0038] FIG. 6 is a flowchart for a process of the infor-
mation management system 14 to generate an audio sig-
nal S and related information Q (hereinafter referred to
as "information generating process"). The information
generating process shown in FIG. 6 is initiated, for ex-
ample, after the administrator operating on the input de-
vice 146 (specifically, after the administrator specifying
a specified character string ST). After the information
generating process is initiated, the control device 142
(the audio signal acquisitor 22 and the related information
acquisitor 24) acquires an audio signal SG of a guide
voice V that corresponds to the specified character string
ST and related information Q that is related to the guide

voice V (SA1). The control device 142 (the identification
information setter 26) assigns identification information
D to the guide voice V (SA2). The control device 142 (the
signal processor 32) generates an audio signal S in which
a modulated signal SD including the identification infor-
mation D of the guide voice V is superimposed on the
audio signal SG of the guide voice V and stores the gen-
erated audio signal S in the storage device 144 (SA3).
The control device 142 (the association manager 34) as-
sociates the related information Q for the guide voice V
with the identification information D and stores them in
the storage device 144 (SA4).
[0039] Audio signals S (audio files) generated by the
information management system 14 in the information
generating process described above as an example are
transferred to the sound emitting system 16 shown in
FIG. 1. A manner in which the audio signals S are trans-
ferred can be freely chosen. For example, the audio sig-
nals S may be transferred from the information manage-
ment system 14 to the sound emitting system 16 via the
communication network 18, or the audio signals S may
be transferred from the information management system
14 to the sound emitting system 16 via a portable storage
medium, such as a semiconductor storage medium.

Sound Emitting System 16

[0040] FIG. 7 is a configuration diagram of the sound
emitting system 16. As shown in the example in FIG. 7,
the sound emitting system 16 of the first embodiment
includes a control device 162, a storage device 164, and
sound emitting devices 166. The storage device 164 is
a publicly known storage medium, such as a semicon-
ductor storage medium or a magnetic storage medium,
or a combination of different types of storage media. In
the storage device 164, the audio signals S transferred
from the information management system 14 are stored.
[0041] The control device 162 controls each element
in the sound emitting system 16. The control device 162
of the first embodiment provides the sound emitting de-
vices 166 with the audio signals S stored in the storage
device 164. The sound emitting devices 166 are each
placed proximate to a corresponding one of different ex-
hibits in the exhibition facility M. A sound emitting device
166 placed proximate to an exhibit is provided with an
audio signal S corresponding to a guide voice V for the
exhibit. Each sound emitting device 166 is an audio de-
vice that emits sounds according to audio signals S pro-
vided from the control device 162. The illustration of a
D/A converter that converts audio signals S from a digital
format to an analog format is omitted for brevity.
[0042] As described above with reference to FIGs. 4
and 5, an audio signal S includes an audio signal SG
representing a guide voice V and a modulated signal SD
including the identification information D of the guide
voice V. Thus, a sound emitting device 166 correspond-
ing to one exhibit emits a sound indicative of a guide
voice V for the exhibit and the corresponding identifica-
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tion information D. As shown in the example in FIG. 5, a
modulated signal SD for the identification information D
is added repeatedly multiple times to an audio signal SG.
The sound of the identification information D of the guide
voice V is thus emitted repeatedly multiple times in par-
allel with the reproduction of the guide voice V. A user,
who is close to the sound emitting device 166 (who is
near the exhibit) hears the guide voice V for the exhibit,
and the identification information D of the guide voice V
is notified to the user’s terminal device 12 by sound com-
munication. As described above, because the frequency
band of the modulated signal SD including the identifica-
tion information D is in a higher pitch range (e.g., 18 kHz
or higher and 20 kHz or lower) compared with the fre-
quency band of sounds that the user is able to hear in a
normal environment, the sound of the identification infor-
mation D is scarcely audible to the user. Accordingly, the
identification information D can be transmitted to the ter-
minal device 12 using sound communication without im-
peding the guide voice V being listened to by the user.

Terminal Device 12

[0043] FIG. 8 is a diagram showing a configuration of
the terminal device 12. In FIG. 8, one of the sound emit-
ting devices 166 of the sound emitting system 16 is also
illustrated. As shown in the example in FIG. 8, the termi-
nal device 12 of the first embodiment includes a control
device 50, a storage device 52, a communication device
54, a sound receiving device 56, and an output device
58. The storage device 52 stores data used by the control
device 50, and also a program executed by the control
device 50. Any publicly known storage medium, such as
a semiconductor storage medium or a magnetic storage
medium, or a combination of different types of storage
media can be used as the storage device 52.
[0044] The sound receiving device 56 is an audio de-
vice (a microphone) that receives ambient sounds, and
is used in voice calls between terminal devices 12, or in
recording sounds during filming of video. As shown in
the example in FIG. 8, the sound receiving device 56 of
the first embodiment receives a sound emitted from the
sound emitting device 166 in the exhibition facility M and
generates an audio signal (hereinafter "received-audio
signal") X representative of the time waveform of the re-
ceived sound. Thus, the received-audio signal X includes
a sound component of the guide voice V (audio signal
SG) and a sound component of the identification infor-
mation D of the guide voice V (modulated signal SD). In
the interest of brevity, illustration is omitted of an A/D
converter that converts the received-audio signal X gen-
erated by the sound receiving device 56 from an analog
format to a digital format.
[0045] The control device 50 controls each element in
the terminal device 12. The control device 50 of the first
embodiment is, for example, a CPU and serves as an
information extractor 51 by executing the program stored
in the storage device 52. The information extractor 51

extracts the identification information D of the guide voice
V by demodulating the received-audio signal X generated
by the sound receiving device 56. Specifically, the infor-
mation extractor 51 selects, from the received-audio sig-
nal X, a band component in a frequency band (18 kHz
or higher and 20 kHz or lower) that is in a high pitch range
and includes the identification information D by use of,
for example, a high-pass filter. The information extractor
51 then extracts the identification information D by pass-
ing the selected band component through a matched filter
in which there is used, as a coefficient, the spread code
used in the spread modulation of the identification infor-
mation D.
[0046] The communication device 54 is communica-
tion equipment that communicates with the information
providing system 10 via the communication network 18.
A scheme for communication between the communica-
tion device 54 and the communication network 18 can
be chosen at will. Typically, there is used a wireless com-
munication scheme (e.g., information communication us-
ing radio waves or infrared rays as transmission media)
that differs from the sound communication used by the
sound emitting system 16 to notify terminal devices 12
of identification information D. As shown in the example
in FIG. 8, the communication device 54 of the first em-
bodiment includes a transmitter 542 and an acquisitor
544. The transmitter 542 transmits, to the information
management system 14, an information request R that
includes the identification information D extracted from
the received-audio signal X by the information extractor
51. The acquisitor 544 acquires related information Q
transmitted from the information management system 14
in response to the information request R. As described
above with reference to FIG. 5, the modulated signal SD
of the identification information D is added repeatedly
multiple times to the audio signal SG of the guide voice
V. Although it is thus possible for the information extractor
51 to extract a single piece of identification information
D at a time repeatedly multiple times at different time
points, transmission of an information request R and ac-
quisition of corresponding related information Q are ex-
ecuted only when the information extractor 51 extracts
new identification information D for the first time. As de-
scribed in the above example, in the first embodiment a
single piece of identification information D is transmitted
repeatedly multiple times. Thus, an advantage is ob-
tained that even when the terminal device 12 fails to ac-
quire identification information D due to interference by
surrounding noise, for example, the terminal device 12
is able to again acquire the identification information D.
[0047] The output device 58 in FIG. 8 outputs the re-
lated information Q acquired by the acquisitor 544 from
the information management system 14. In the first em-
bodiment, there is employed as the output device 58 a
display device that displays a translated character string
CT, in the second language, that is indicated by the re-
lated information Q. That is, in parallel with the reproduc-
tion of the guide voice V in the first language by the sound
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emitting device 166 of the sound emitting system 16, the
translated character string CT in the second language is
displayed (presented) on the terminal device 12. Accord-
ingly, even when the user of the terminal device 12 is
unable to understand the first language, the user will be
able to understand guidance on exhibits by viewing the
translated character strings CT in the second language.
[0048] FIG. 9 is a diagram illustrating an operation of
the terminal device 12 used to acquire related information
Q. As described above, from each of the sound emitting
devices 166 of the sound emitting system 16, a sound of
identification information D is repeatedly emitted in par-
allel with the reproduction of a guide voice V. When the
user of the terminal device 12 moves within a range of
sounds emitted from a sound emitting device 166, name-
ly, moves close to an exhibit, the sound receiving device
56 of the terminal device 12 generates a received-audio
signal X that includes a sound component of a guide voice
V and a sound component of a corresponding piece of
identification information D (SB1). The control device 50
(the information extractor 51) extracts the piece of iden-
tification information D by demodulating the received-au-
dio signal X (SB2), and the transmitter 542 of the com-
munication device 54 transmits to the information man-
agement system 14 an information request R that in-
cludes the piece of identification information D (SB3).
[0049] The information provider 36 of the information
management system 14 receives the information request
R transmitted by the terminal device 12 from the com-
munication network 18. Then the information provider 36
selects, from multiple pieces of related information Q
stored in the storage device 144, the piece of related
information Q corresponding to the piece of identification
information D specified in the information request R
(SB4), and transmits the selected piece of related infor-
mation Q to the request-source terminal device 12 (SB5).
The acquisitor 544 of the terminal device 12 acquires the
piece of related information Q transmitted from the infor-
mation management system 14 (SB6), and the output
device 58 outputs the piece of related information Q
(SB7). As will be understood from the above description,
after the terminal device 12 receives the sound of iden-
tification information D emitted from the sound emitting
device 166 of the sound emitting system 16 in parallel
with the reproduction of the guide voice V, namely, after
the terminal device 12 moves within a range in which a
sound wave from the sound emitting device 166 reaches
the terminal device 12, the transmission of the informa-
tion request R including the identification information D
(SB3) and the acquisition of the related information Q
corresponding to the identification information D (SB6)
are executed.
[0050] As described above, in the first embodiment, a
sound is emitted that corresponds to the audio signal S
that includes the audio signal SG of the guide voice and
the modulated signal SD that includes the identification
information D of the guide voice. That is, the identification
information D is notified to the terminal device 12 by

sound communication that utilizes sounds emitted along
with the guide voice. Thus, an advantage is obtained in
that the sound receiving device 56 used for voice calls
and recording sounds can be used to acquire identifica-
tion information D, and consequently, there is no need
for communication equipment dedicated to wireless com-
munication of identification information D. Moreover, an
advantage is obtained in that, in the sound emitting sys-
tem 16, there is no need for communication equipment
dedicated to the transmission of identification information
D, and in that the existing sound emitting devices 166,
which are used for voice guidance, can be used to notify
the terminal device 12 of identification information D. Fur-
thermore, according to the configuration in which identi-
fication information D is communicated to the terminal
device 12 by sound communication, there are advantag-
es in that a range within reach of the sound of identifica-
tion information D can be controlled without difficulty, and
in that identification information D can be notified collec-
tively to multiple terminal devices 12.
[0051] In the first embodiment, a piece of identification
information D to be notified to the terminal device 12 upon
emission of a guide voice V and a piece of related infor-
mation Q that is related to the guide voice V are associ-
ated with each other by the information management sys-
tem 14, and from among multiple pieces of related infor-
mation Q, the piece of related information Q that corre-
sponds to the piece of identification information D notified
to the terminal device 12 is provided to the terminal device
12. Accordingly, there is no need for the storage device
52 of the terminal device 12 to store multiple pieces of
related information Q in advance. According to the above
configuration, an advantage is obtained in that a storage
capacity that is required of the terminal device 12 to store
related information Q can be greatly reduced. In a con-
figuration in which multiple pieces of related information
Q are stored in each terminal device 12, when a piece
of related information Q is required to be updated, the
piece of related information Q needs to be updated sep-
arately in each terminal device 12. In the first embodi-
ment, multiple pieces of related information Q are stored
in the storage device 144 of the information management
system 14, and are selectively provided to the terminal
device 12. Accordingly, by updating related information
Q stored in the storage device 144, it is possible to provide
each terminal device 12 with updated related information
Q. Thus, an advantage is obtained in that related infor-
mation Q need not be updated separately for each ter-
minal device 12.
[0052] In the first embodiment, the identification infor-
mation D of the guide voice V is notified to the terminal
device 12 along with the reproduction of the guide voice
V. The related information Q corresponding to the iden-
tification information D can thus be outputted on the ter-
minal device 12 in parallel with the reproduction of the
guide voice V. Compared with a configuration in which
related information Q is outputted after reproduction of a
guide voice V, for example, an advantage is obtained in
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that the user is able to recognize with ease the associa-
tion between the guide voice V and the related informa-
tion Q.
[0053] Japanese Patent Application Laid-Open Publi-
cation No. 2011-109629 (hereinafter "Related Art 1"), for
example, discloses an auto-reproducing voice guide sys-
tem that utilizes transmission devices placed near exhib-
its in a gallery or a museum and portable receivers carried
by users. A transmission device intermittently transmits
an identification code unique to an exhibit to its surround-
ings by radio waves or infrared rays. A portable receiver
reproduces, from among guide voices stored beforehand
in its storage medium, a guide voice that corresponds to
an identification code received from a transmission de-
vice. According to Related Art 1, after a portable receiver
moves within a range (around an exhibit) wherein radio
waves or infrared rays from a transmission device reach
the portable receiver and receives an identification code,
a guide voice describing the exhibit within this range is
reproduced.
[0054] In Related Art 1, however, because the identi-
fication code of each exhibit is transmitted by radio waves
or infrared rays, dedicated communication equipment to
transmit or receive radio waves or infrared rays is re-
quired to be attached to each of the transmission devices
and each of the portable receivers. In the first embodi-
ment, a sound is emitted that corresponds to the audio
signal S, which includes the audio signal SG of the guide
voice V and the modulated signal SD including the iden-
tification information D of the guide voice V. That is, the
identification information D is notified to the terminal de-
vice 12 by sound communication that utilizes sounds
emitted along with the guide voice V. Thus, an advantage
is obtained in that the sound receiving device 56 used
for voice calls and recording sounds can be used to ac-
quire identification information D, and consequently,
there is no need for communication equipment dedicated
to wireless communication of identification information
D. Moreover, an advantage is obtained in that, in the
sound emitting system 16, there is no need for commu-
nication equipment dedicated to the transmission of iden-
tification information D, and in that the existing sound
emitting devices 166, which are used for voice guidance,
can be used to notify the terminal device 12 of identifica-
tion information D. In other words, identification informa-
tion D can be transmitted and received with a simple con-
figuration by utilizing a component that emits and re-
ceives sounds. Furthermore, according to the configura-
tion in which identification information D is communicated
to the terminal device 12 by sound communication, there
are advantages in that a range within reach of the sound
of identification information D can be controlled without
difficulty, and in that identification information D can be
notified collectively to multiple terminal devices 12.
[0055] Japanese Patent Application Laid-Open Publi-
cation No. 2000-207170 (hereinafter "Related Art 2"), for
example, discloses an information processing device
that adds, to an audio signal to be reproduced, additional

information in a manner that does not interfere with lis-
tening to the sound corresponding to the audio signal to
generate an output audio signal. In an announcement
system using this information processing device, when
transmitting information as voice guidance to a user via
a speaker, a server adds, to the information, information
related to the voice guidance (e.g., translation) as the
additional information. The additional information is su-
perimposed on the audio signal by a spread-spectrum
technique, for example.
[0056] In the above-described sound communication
in which sound waves, which are vibrations of the air, are
used as transmission media, a transmission speed and
a transmission capacity tend to be low as compared with
wireless communication that uses, for example, radio
waves as transmission media. In Related Art 2, additional
information (i.e., related information) is transmitted by
sound communication. In the first embodiment, identifi-
cation information D is transmitted by sound communi-
cation. The configuration of the first embodiment, there-
fore, has an advantage in that an amount of data trans-
mitted by sound communication is reduced because
identification information D, which has a smaller data size
than related information, is transmitted. Because a com-
munication capacity is small in sound communication,
additional information that can be transmitted under the
Related Art 2 is in reality limited to information with a
small data size. In the first embodiment, identification in-
formation is transmitted by sound communication, and
related information corresponding to the identification in-
formation is distributed from the information manage-
ment system 14. Accordingly, various kinds of related
information with large data sizes (e.g., sounds or images)
can also be presented to users.

Modifications of First Embodiment

[0057] In the first embodiment, the audio signal SG is
generated by voice synthesis using the specified char-
acter string ST that is specified by the administrator of
the information management system 14, and the related
information Q is generated by machine translation of the
specified character string ST. Ways of acquiring (typical-
ly, generating) the audio signal SG and the related infor-
mation Q are not limited to these examples. Examples
of other ways of acquiring the audio signal SG and the
related information Q are described below. Concerning
processes for acquiring the audio signal SG and the re-
lated information Q in each mode described below, an
order of executing the process to acquire (or generate)
the audio signal SG and the process to acquire (or gen-
erate) the related information Q may be changed, as ap-
propriate.

Modification Mode 1

[0058] In mode 1 illustrated in the example in FIG. 10,
the audio signal acquisitor 22 of the information manage-
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ment system 14 generates the audio signal SG of the
guide voice V by voice synthesis from the specified char-
acter string ST in a manner similar to that employed in
the first embodiment. The related information acquisitor
24 acquires, as the related information Q, the specified
character string ST specified by the administrator. That
is, the related information Q is a character string that
represents a spoken content of the guide voice V in the
first language, the first language being also used for the
guide voice V. In the above configuration, in parallel with
the reproduction of the guide voice V by the sound emit-
ting system 16, the character string of the spoken content
of the guide voice V is displayed on the terminal device
12. Thus, an advantage is obtained in that a hard-of-
hearing person (hearing-impaired person), for example,
is able to view the content of the guide voice V.
[0059] In this mode of the information generating proc-
ess according to the present embodiment (FIG. 6), the
step in which the audio signal SG of the guide voice V
corresponding to the specified character string ST and
the related information Q related to the guide voice V are
acquired (SA1) is understood to include: generating the
audio signal SG of the guide voice V corresponding to
the specified character string ST by voice synthesis; and
acquiring the specified character string ST as the related
information Q.

Modification Mode 2

[0060] In mode 2 illustrated in the example in FIG. 11,
the audio signal acquisitor 22 of the information manage-
ment system 14 generates the audio signal SG of the
guide voice V by voice synthesis from the specified char-
acter string ST in the first language, in a manner similar
to that employed in the first embodiment. The adminis-
trator of the information management system 14, by ap-
propriately operating the input device 146, specifies a
character string (translated character string CT) repre-
senting the guide voice V in the second language. The
related information acquisitor 24 acquires the translated
character string CT, which is in the second language and
is specified by the administrator, as the related informa-
tion Q. In the configuration illustrated in FIG. 3 referred
to above, appropriate translated character strings CT
cannot be generated when accuracy of machine trans-
lation is low. In mode 2 illustrated in the example in FIG.
11, machine translation of specified character strings ST
(FIG. 3) is unnecessary. Thus, an advantage is obtained
in that it is possible to prepare related information Q that
is generated by manual translation (human translation),
for example, and that represents guide voices V accu-
rately in the second language.
[0061] In this mode, the step SA1 of the information
generating process (FIG. 6) is understood to include:
generating the audio signal SG of the guide voice V cor-
responding to the specified character string ST by voice
synthesis; and acquiring a translated character string CT
that is specified (i.e., acquiring a character string derived

from the translation of the spoken content of the guide
voice V into the second language) as the related infor-
mation Q.

Modification Mode 3

[0062] In mode 3 shown in the example in FIG. 12, the
audio signal acquisitor 22 of the information management
system 14 generates the audio signal SG of the guide
voice V by voice synthesis from the specified character
string ST in a manner similar to that employed in the first
embodiment. The related information acquisitor 24 gen-
erates a translated character string CT in the second lan-
guage by machine translation of the specified character
string ST in the first language and generates, as the re-
lated information Q, an audio signal of the guide voice V
in the second language by voice synthesis from the trans-
lated character string CT. The output device 58 of the
terminal device 12 includes a sound emitting device
(such as a speaker or an earpiece) for emission of a
sound (the guide voice V in the second language) corre-
sponding to the audio signal indicated by the related in-
formation Q provided from the information management
system 14. That is, in parallel with the reproduction of
the guide voice V in the first language by the sound emit-
ting system 16, the guide voice V in the second language
is reproduced by the terminal device 12. Accordingly,
even when the user of the terminal device 12 is unable
to understand the first language, the user will be able to
understand guidance on exhibits by listening to guide
voices V in the second language.
[0063] In this mode, the step SA1 of the information
generating process (FIG. 6) is understood to include:
generating the audio signal SG of the guide voice V cor-
responding to the specified character string ST by voice
synthesis; generating a translated character string CT
indicating the translation of the guide voice V by machine
translation of the specified character string ST that is
specified (i.e., machine translation of the character string
indicating the spoken content of the guide voice V); and
generating by voice synthesis an audio signal that is a
spoken rendition of the translated character string CT
and that indicates the guide voice V (i.e., generating an
audio signal that indicates a vocal sound that is a spoken
rendition of the character string derived from the trans-
lation of the spoken content of the guide voice V into the
second language).

Modification Mode 4

[0064] In mode 4 illustrated in the example in FIG. 13,
the audio signal acquisitor 22 of the information manage-
ment system 14 acquires the audio signal SG of the guide
voice V from a signal supply device 200. The signal sup-
ply device 200 may be a sound receiving device that re-
ceives sounds in its vicinity and generates an audio signal
SG; or may be a reproducing device that acquires an
audio signal SG from a portable or built-in storage me-

21 22 



EP 3 176 782 B1

13

5

10

15

20

25

30

35

40

45

50

55

dium and outputs the signal; or may be a communication
device that receives an audio signal SG from the com-
munication network 18 and outputs the signal. The relat-
ed information acquisitor 24 acquires, as the related in-
formation Q, a specified character string ST specified by
the administrator, as in the above-described mode 1 or
mode 2. Accordingly, a sound emitting device 166 emits
the guide voice V corresponding to the audio signal SG
generated by the signal supply device 200, and the spec-
ified character string ST that accords with the instruction
from the administrator is displayed on the terminal device
12. The related information acquisitor 24 may acquire,
as the related information Q, an audio signal (e.g., audio
signal of the guide voice V in the second language) from
the signal supply device 200.
[0065] In this mode, the step SA1 of the information
generating process (FIG. 6) is understood to include: ac-
quiring the audio signal SG of the guide voice V from the
signal supply device 200; and acquiring the specified
character string ST that is specified (i.e., acquiring the
character string indicating the spoken content of the
guide voice V) as the related information Q.

Modification Mode 5

[0066] In mode 5 illustrated in the example in FIG. 14,
the audio signal acquisitor 22 of the information manage-
ment system 14 generates the audio signal SG of the
guide voice V by voice synthesis from the specified char-
acter string ST in a manner similar to that employed in
the first embodiment. The related information acquisitor
24 acquires, as the related information Q, an image IMG
(still or moving) that is related to the guide voice V. Ac-
cordingly, in parallel with the reproduction of the first-
language guide voice V corresponding to the specified
character string ST, the image IMG related to the guide
voice V is displayed on the terminal device 12. In this
mode, because the image IMG related to the guide voice
V is acquired as the related information Q, there is an
advantage in that the image IMG need not be stored in
advance in the terminal device 12. A large amount of the
storage capacity of the terminal device 12 is taken up
when image data with large data sizes are stored thereon.
According to the present mode, the storage capacity re-
quired of the terminal device 12 to store images IMG
related to guide voices V can be greatly reduced.
[0067] In this mode, the step SA1 of the information
generating process (FIG. 6) is understood to include:
generating the audio signal SG of the guide voice V cor-
responding to the specified character string ST by voice
synthesis; and acquiring an image IMG related to the
guide voice V as the related information Q.

Modification Mode 6

[0068] In mode 6 illustrated in the example in FIG. 15,
the audio signal acquisitor 22 of the information manage-
ment system 14 acquires the audio signal SG of the guide

voice V from a signal supply device 200 similar to that
illustrated in FIG. 13 (mode 4). The related information
acquisitor 24 generates, as the related information Q, a
character string that represents the spoken content of
the guide voice V by voice recognition of the audio signal
SG provided from the signal supply device 200. For voice
recognition of audio signals SG, any publicly known tech-
nique can be used, such as a recognition technique using
an audio model such as HMM or a language model indi-
cating linguistic constraints. As will be understood from
the above description, in mode 6, in parallel with repro-
duction of the guide voice V by the sound emitting system
16, the character string of the spoken content of the guide
voice V is displayed on the terminal device 12, as in mode
1 (FIG. 10) described above. Thus, an advantage is ob-
tained in that even when a user uses a terminal device
12 that is not equipped with a means for separate acqui-
sition and storage of a character string indicating the spo-
ken content of a guide voice V, upon missing the emitted
guide voice V or in a case of a user who has difficulty in
hearing the guide voice V (e.g., a hard-of-hearing per-
son), the user is able to view the content of the guide
voice V. The storage capacity required of the terminal
device 12 to store character strings indicative of spoken
contents of guide voices V is reduced. The related infor-
mation acquisitor 24 of the information management sys-
tem 14 generates, by voice recognition, character strings
indicative of spoken contents of guide voices V from au-
dio signals SG that indicate the guide voices V and are
supplied from the signal supply device 200. Thus, an ad-
vantage is obtained in that the information management
system 14 does not require the administrator to sepa-
rately specify these character strings as specified char-
acter strings ST.
[0069] In this mode, the step SA1 of the information
generating process (FIG. 6) is understood to include: ac-
quiring the audio signal SG of the guide voice V, the audio
signal SG being supplied from the signal supply device
200; and generating, as the related information Q, a char-
acter string that represents the spoken content of the
guide voice V by voice recognition of the audio signal SG
supplied from the signal supply device 200.

Modification Mode 7

[0070] In mode 7 illustrated in the example in FIG. 16,
the audio signal acquisitor 22 of the information manage-
ment system 14 acquires the audio signal SG of the guide
voice V in the first language from a signal supply device
200, in a manner similar to that employed in mode 6. The
related information acquisitor 24 generates, as in mode
6, a character string of the guide voice V by voice recog-
nition of the audio signal SG and generates, by machine
translation of this character string, a translated character
string CT representing the guide voice V in the second
language as the related information Q. Any publicly
known technique can be used for carrying out the ma-
chine translation. In other words, in mode 7, in parallel
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with the reproduction of the guide voice V in the first lan-
guage by the sound emitting system 16, the translated
character string CT showing the second-language trans-
lation of the guide voice V is displayed on the terminal
device 12. Accordingly, there is no need for the admin-
istrator to separately specify this character string as the
specified character string ST in the information manage-
ment system 14, and moreover, the related information
Q is generated by machine translation of the character
string indicative of the spoken content of the guide voice
V. Thus, an advantage is obtained in that there is no need
to prepare, in advance, the related information Q in a
language different from the language of the guide voice V.
[0071] In this mode, the step SA1 of the information
generating process (FIG. 6) is understood to include: ac-
quiring the audio signal SG of the guide voice V, the audio
signal SG being supplied from the signal supply device
200; generating a character string representing the spo-
ken content of the guide voice V by voice recognition of
the audio signal SG supplied from the signal supply de-
vice 200; and generating the related information Q indic-
ative of the translation of the guide voice V by machine
translation of the generated character string (i.e., gener-
ating, as the related information Q, a character string
derived from the translation of the spoken content of the
guide voice V into the second language).
[0072] As illustrated in the example in FIG. 17, an audio
signal of the second-language guide voice V may be gen-
erated as the related information Q by voice synthesis
from the translated character string CT generated by ma-
chine translation. In parallel with the emission of the guide
voice V, the second-language guide voice V is repro-
duced on the terminal device 12, the second language
being different from the first language, which is the orig-
inal language of the guide voice V. Thus, an advantage
is obtained in that even when the user of the terminal
device 12 is unable to understand the guide voice V in
the first language, the user is able to understand the re-
produced content by listening to the guide voice V in the
second language.
[0073] In this case, the step SA1 in FIG. 6 is understood
to include: acquiring the audio signal SG of the guide
voice V, the audio signal SG being supplied from the
signal supply device 200; generating a character string
that represents the spoken content of the guide voice V
by voice recognition of the audio signal SG supplied from
the signal supply device 200; generating a translated
character string CT indicative of the translation of the
guide voice V by machine translation of the generated
character string; and generating an audio signal indica-
tive of a vocal sound that is a spoken rendition of the
translated character string CT by voice synthesis.
[0074] In one configuration, namely, the example con-
figuration shown in FIG. 18, in which an administrator
OP, after referring to a first-language character string
generated by voice recognition of the audio signal SG on
the display device 148, gives by appropriately operating
the input device 146 an instruction with regard to the writ-

ten second-language translation of the guide voice V (i.e.,
a character string showing the translation carried out by
the administrator OP himself/herself), the related infor-
mation acquisitor 24 acquires as the related information
Q the second-language translated character string CT
specified by the administrator. In this mode, the related
information acquisitor 24 acquires, as the related infor-
mation Q, the translated character string CT indicative
of the result of the administrator OP carrying out manual
translation of the first-language character string. Accord-
ingly, compared with a case in which a translated char-
acter string CT is generated by machine translation, it is
possible to acquire a written second-language translation
of the guide voice V, the translation being of a higher
quality.
[0075] In this case, the step SA1 in FIG. 6 is understood
to include: acquiring the audio signal SG of the guide
voice V, the audio signal SG being provided from the
signal supply device 200; and acquiring, as the related
information Q, a character string indicative of the trans-
lation of the guide voice V, the character string being
specified by an operation performed on the input device
146 for a character string that represents the spoken con-
tent of the guide voice V and is generated by voice rec-
ognition of the audio signal SG supplied from the signal
supply device 200 (i.e., acquiring a character string de-
rived from the translation of the spoken content of the
guide voice V into the second language).
[0076] As illustrated in the example in FIG. 19, after
the second-language translated character string CT that
is generated by machine translation as in mode 7 in FIG.
16 is displayed on the display device 148, the related
information acquisitor 24 may, as the related information
Q, acquire the result of the administrator OP editing (typ-
ically, correcting) the translated character string CT by
operating the input device 146. In this mode, the content
resulting from the administrator OP editing the second-
language translated character string CT generated by
machine translation is acquired as the related information
Q. Thus, an advantage is obtained in that compared with
a mode in which a character string indicative of the trans-
lation of the guide voice V is generated by machine trans-
lation alone, a written translation of a higher quality can
be acquired. There is also an advantage in that, com-
pared with a case in which a written translation by manual
translation alone is acquired, an amount of work required
of the administrator OP can be reduced and the related
information Q can be acquired more rapidly.
[0077] In this case, the step SA1 in FIG. 6 is understood
to include: acquiring the audio signal SG of the guide
voice V, the audio signal SG being supplied from the
signal supply device 200; generating a character string
that represents the spoken content of the guide voice V
generated by voice recognition of the audio signal SG
supplied from the signal supply device 200; generating,
by machine translation of the generated character string,
a translated character string CT indicative of the trans-
lation of the guide voice V; and acquiring, as the related

25 26 



EP 3 176 782 B1

15

5

10

15

20

25

30

35

40

45

50

55

information Q, a character string indicative of the trans-
lation of the guide voice V, the character string having
been edited by an operation on the input device 146 (i.e.,
acquiring a character string derived from translation of
the spoken content of the guide voice V into the second
language).
[0078] The character string derived from the transla-
tion of the spoken content of the guide voice V into the
second language is thus understood to encompass, for
example: the translated character string CT that is spec-
ified (mode 2 (FIG. 11)); the translated character string
CT generated by machine translation (mode 3 (FIGs. 12,
16, and 17)); the translated character string generated
by manual translation (mode 7 (FIG. 18)); and the char-
acter string resulting from the editing of the translated
character string CT generated by machine translation,
the editing being done by an operation performed on the
input device 146 (mode 7 (FIG. 19)).

Modification Mode 8

[0079] In mode 8 illustrated in the example in FIG. 20,
the related information acquisitor 24 of the information
management system 14 acquires, as the related infor-
mation Q, a content or content information (e.g., the name
of a content) that is related to the audio signal SG by
automatic content recognition (ACR) of the audio signal
SG. Any appropriate technique can be used at will to
carry out automatic content recognition. For example,
the related information acquisitor 24 analyzes a feature
of the audio signal SG (e.g., MFCC, fundamental fre-
quency, etc.), and as the related information Q, searches
for and acquires a content corresponding to the feature
of the audio signal SG from among contents prepared in
advance. A fingerprinting technique that analyzes and
collates features of audio signals SG or an audio water-
marking technique that embeds information in audible
frequency bands or in non-audible frequency bands of
audio signals SG can be applied to the automatic content
recognition in FIG. 20. In this mode, since the automatic
content recognition is used to acquire the related infor-
mation Q, the user of the terminal device 12 can be di-
rected to a variety of information that relates to the guide
voice V (e.g., information on services derived from the
guide voice V) with a simple configuration.
[0080] In this mode of the information generating proc-
ess (FIG. 6), the step SA1 is understood to include: ac-
quiring the audio signal SG of the guide voice V, the audio
signal SG being supplied from the signal supply device
200; and acquiring, as the related information Q, a con-
tent that is related to the audio signal SG supplied from
the signal supply device 200.
[0081] The related information acquisitor 24 may se-
lectively execute the voice recognition and the automatic
content recognition to acquire the related information Q
(FIG. 21). For example, either the voice recognition or
the automatic content recognition is selected depending
on the type of the guide voice V represented by the audio

signal SG. Specifically, when the sound of the audio sig-
nal SG is a spoken sound made by a human (a voice),
the related information acquisitor 24 generates the relat-
ed information Q by voice recognition of the audio signal
SG. When the sound of the audio signal SG is music
(e.g., a singing voice, a sound of a musical instrument
being played, etc.), the related information acquisitor 24
acquires the related information Q by automatic content
recognition of the audio signal SG. The related informa-
tion acquisitor 24 may use the voice recognition and the
automatic content recognition together (FIG. 22). For ex-
ample, a configuration is envisaged in which the related
information acquisitor 24 acquires the related information
Q by automatic content recognition of a character string
resulting from voice recognition of the audio signal SG;
or in which the related information acquisitor 24 acquires,
as the related information Q, a character string resulting
from voice recognition of the content identified by the
automatic content recognition.
[0082] In modes 6 to 8, in a configuration that uses, as
the signal supply device 200, a sound receiving device
that receives the guide voice V emitted from a sound
source (e.g., a speaker) to generate the audio signal SG
or a communication device that receives the audio signal
SG generated by a sound receiving device from the com-
munication network 18, it is possible to provide the ter-
minal device 12 with the related information Q in real time
in parallel with the sound source emitting the guide voice
V and in parallel with the sound emitting system 16 re-
producing the guide voice V. In modes 6 to 8, it is as-
sumed that audio signals SG are supplied from the signal
supply device 200. However, audio signals SG of guide
voices V may be generated by any one of various voice
synthesis techniques, and related information Q may be
generated by voice recognition of these audio signal SG.

Other Modifications

[0083] A manner in which the audio signal acquisitor
22 acquires audio signals SG and a manner in which the
related information acquisitor 24 acquires related infor-
mation Q are not limited to the above examples. For ex-
ample, the related information acquisitor 24 may, by ma-
chine translation of the specified character string ST in
the first language, generate a translated character string
CT in the second language as the related information Q.
The audio signal acquisitor 22 may, by voice synthesis
from the translated character string CT generated by ma-
chine translation, generate the audio signal SG of the
guide voice V in the second language.
[0084] As will be understood from the above examples,
the audio signal acquisitor 22 is comprehended as an
element that acquires audio signals SG of guide voices
V. The concept of the audio signal acquisitor 22 includes
an element that generates audio signals SG by way of
audio processing, such as voice synthesis, and an ele-
ment that acquires audio signals SG from an external
device, such as the signal supply device 200 in FIG. 13.
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Similarly, the related information acquisitor 24 is com-
prehended as an element that acquires related informa-
tion Q that is related to a guide voice V. The concept of
the related information acquisitor 24 includes: an element
that generates related information Q by way of informa-
tion processing, such as voice recognition, machine
translation, or voice synthesis, or a combination of at least
two of these processes; an element that acquires from
an external device related information Q, such as char-
acter strings (specified character strings ST or translated
character strings CT) or images related to guide voices
V; and a combination of these two elements.

Second Example

[0085] A second example of the present invention will
now be described below. In each of the modes described
below as examples, for elements whose operations or
functions are similar to those in the first embodiment, like
reference signs are used as in the first embodiment, and
detailed descriptions thereof are omitted as appropriate.
[0086] FIG. 23 is a diagram describing a process for
generating audio signals S in the signal processor 32 of
the information management system 14 in the second
example As shown in the example in FIG. 23, sections
T with different positions along the time axis (hereinafter
referred to as "reproduction sections") are assigned to
an audio signal SG of a guide voice V acquired by the
audio signal acquisitor 22. Specifically, the audio signal
SG is divided into reproduction sections T (T1, T2, etc.)
according to the content of the guide voice V (its purpose
or target). For example, when the guide voice V includes
scenes with different targets on which guidance is to be
provided, the audio signal SG is divided into reproduction
sections T according to the scene. The starting points or
the end points of the reproduction sections T (borders
between neighboring reproduction sections T) are typi-
cally specified according to an operation performed on
the input device 146 by an administrator. Alternatively or
additionally, mute sections in the audio signal S may
serve as borders that define the reproduction sections T.
There may be intervals set at will between neighboring
sections along the time axis. Although the time length of
each reproduction section T is equal in FIG. 23 for de-
scriptive purposes, the time length of each reproduction
section T may be different from one another.
[0087] The identification information setter 26 of the
second example assigns different pieces of identification
information D (D 1, D2, etc.) to the reproduction sections
T of the audio signal SG. The signal processor 32 adds
the different pieces of identification information D as-
signed by the identification information setter 26 to the
reproduction sections T of the audio signal SG. In other
words, as shown in the example in FIG. 23, the signal
processor 32 generates an audio signal S by repeatedly
adding, to each reproduction section T of the audio signal
SG, a modulated signal SD of the piece of identification
information D that the identification information setter 26

has assigned to the reproduction section T. That is, at
multiple time points in a reproduction section T of the
guide voice V, a sound component of the piece of iden-
tification information D of this reproduction section T is
repeatedly mixed. The audio signal S generated by the
signal processor 32 is transferred to the sound emitting
system 16 as in the first embodiment.
[0088] The related information acquisitor 24 of the sec-
ond example acquires a piece of related information Q
for each reproduction section T of the audio signal SG.
For example, the related information acquisitor 24 gen-
erates a piece of related information Q indicative of a
translated character string CT in the second language
for each reproduction section T by dividing a specified
character string ST according to the reproduction sec-
tions T of the guide voice V and executing machine trans-
lation for each reproduction section T. The association
manager 34, for each reproduction section T of the guide
voice V, associates the piece of identification information
D assigned by the identification information setter 26 with
the piece of related information Q acquired by the related
information acquisitor 24. That is, the association man-
ager 34 associates the piece of identification information
D for each reproduction section T assigned by the iden-
tification information setter 26 with the piece of related
information Q acquired for that reproduction section T by
the related information acquisitor 24, and store them in
the storage device 144.
[0089] The sound emitting devices 166 of the sound
emitting system 16 emit sounds corresponding to audio
signals S transferred from the information management
system 14 as in the first embodiment. In parallel with the
reproduction of the guide voice V corresponding to the
audio signal SG, the sound of the piece of identification
information D for each reproduction section T of the audio
signal SG is repeatedly emitted, pieces of identification
information D differing from one another between the re-
production sections T. Accordingly, every time the repro-
duction point of the guide voice V changes from one re-
production section T to the next reproduction section T,
the piece of identification information D notified to a ter-
minal device 12 changes. The information extractor 51
of the terminal device 12 sequentially extracts the pieces
of identification information D of the reproduction sec-
tions T of the guide voice V from received-audio signals
X. For each extraction of the piece of identification infor-
mation D (for each reproduction section T), an informa-
tion request R specifying the piece of identification infor-
mation D is transmitted by the transmitter 542 and the
piece of related information Q corresponding to the in-
formation request R is acquired by the acquisitor 544.
Accordingly, the pieces of related information Q that the
output device 58 outputs change sequentially with pro-
gression of the reproduction of the guide voice V. Spe-
cifically, after one reproduction section T of the guide
voice V has started (after transition from one reproduction
section T to the next reproduction section T), a content
(a piece of related information Q) outputted by the output
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device 58 changes.
[0090] The second example achieves advantageous
effects similar to those of the first embodiment. In the
second example for each of the reproduction sections T,
which are time-axis divided sections of the guide voice
V, a piece of identification information D is assigned and
the piece of identification information D and a corre-
sponding piece of related information Q are associated
with each other. It is thus possible to change the related
information Q presented to the user of the terminal device
12 in conjunction with the progression of the reproduction
of the guide voice V.

Third Example

[0091] FIG. 24 is a diagram describing an operation in
a third example of the present invention. As shown in the
example in FIG. 24, the storage device 144 of the infor-
mation management system 14 in the third example
stores multiple (N number of) pieces of related informa-
tion Q (Q1, Q2, etc.) for each piece of identification in-
formation D of a guide voice V represented by an audio
signal SG. Specifically, N pieces of related information
Q are each associated with one piece of identification
information D of the guide voice V and are stored, the N
pieces of related information Q representing vocal
sounds that are spoken rendition of character strings that
each represent the guide voice V, which is originally in
the first language, in different languages other than the
first language. A manner in which the N pieces of related
information Q in different languages are prepared can be
freely chosen. For example, as in the example in FIG. 12
referred to above, N numbers of translated character
strings CT in different languages may first be generated
by the machine translation of a specified character string
ST in the first language. With the voice synthesis from
the generated translated character strings CT, the N piec-
es of related information Q representing guide voices V
in N types of languages may then be generated. Alter-
natively, as in the example in FIG. 17 referred to above,
a character string of the guide voice V may be generated
by voice recognition of the audio signal SG of the guide
voice V, the audio signal SG being provided from the
signal supply device 200. Then, with the machine trans-
lation of the generated character string, N number of
translated character strings CT in different languages
may be generated. With the voice synthesis from the gen-
erated translated character strings CT, the N pieces of
related information Q representing the guide voices V in
N types of languages may then be generated.
[0092] After the information extractor 51 extracts iden-
tification information D from a received-audio signal X
derived from a sound that is emitted by the sound emitting
system 16 and is then received, the transmitter 542 of a
terminal device 12 transmits, to the information manage-
ment system 14, an information request R including the
identification information D and language information L
(SB3). The language information L is information speci-

fying a language used in the terminal device 12. A manner
in which the language information L is acquired can be
chosen at will. For example, a configuration may be used
in which the transmitter 542 generates the language in-
formation L by referring to a language setting in the op-
erating system (OS) of the terminal device 12. In this
case, an advantage is obtained in that the user need not
specify the language. Alternatively, a configuration may
be used in which the language information L is generated
indicative of a language that the user of the terminal de-
vice 12 has specified as he/she wishes.
[0093] After receiving the information request R from
the terminal device 12, the information provider 36 of the
information management system 14 selects, from among
the N pieces of related information Q that are each as-
sociated with the piece of identification information D
specified in the information request R and that are stored
in the storage device 144, a piece of related information
Q in the language indicated by the language information
L specified in the information request R (SB4), and trans-
mits this piece of related information Q to the request-
source terminal device 12 (SB5). The acquisitor 544 of
the terminal device 12 acquires the piece of related in-
formation Q transmitted from the information manage-
ment system 14 (SB6), and the output device 58 (a sound
emitting device 166) emits the guide voice V indicated
by the piece of related information Q for presentation to
the user (SB7). As is understood from the above descrip-
tion, in parallel with the reproduction of the guide voice
V in the first language, the guide voice V in the language
specified by the language information L is outputted from
the output device 58 of the terminal device 12, the spec-
ified language being one from among the N languages
and being other than the first language. Accordingly,
compared with a configuration in which the related infor-
mation Q is outputted after the reproduction of the guide
voice V, for example, an advantage is obtained in that it
is easy for the user to recognize the association between
the guide voice V and the related information Q.
[0094] The third example achieves advantageous ef-
fects similar to those of the first embodiment. Further-
more, since one of the N pieces of related information Q
in different languages is selectively provided to the ter-
minal device 12 in the third example an advantage is
obtained in that it is possible to provide each of a variety
of users who use their respective languages with a piece
of related information Q that is in a language compre-
hensible to the user. In the above description, an example
is given where pieces of related information Q represent
voices in different languages. Alternatively, a configura-
tion may be used in which pieces of related information
Q are representative of character strings (translated
character strings CT) that in turn represent the guide
voice V in different languages. In this case, a manner in
which pieces of related information Q are generated can
be chosen at will. As in the example shown in FIG. 16,
N number of translated character strings in N different
languages can be generated as N pieces of related in-
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formation Q by machine translation of the character string
in the first language, the character string being generated
by voice recognition of the audio signal SG of the guide
voice V supplied from the signal supply device. In a con-
figuration in which related information Q represents a
character string, the output device 58 (display device) of
the terminal device 12 displays this character string to
present the related information Q to the user. In this case,
other than the generation method shown as an example
in FIG. 16, the generation (acquisition) method shown in
FIG. 11 (a configuration to acquire an inputted translated
character string CT), FIG. 18 (a configuration to acquire
a character string indicating a translation performed by
the administrator OP himself/herself), or FIG. 19 (a con-
figuration to acquire a character string resulting from the
administrator OP editing a translated character string CT
generated by the machine translation) may be used.
[0095] The configuration of the second example is ap-
plicable to the third example.

Modifications

[0096] Each of the modes given as examples above
may be modified in various ways. Described below are
some example modifications. At least two modes select-
ed at will from the following examples may, as appropri-
ate, be combined so long as they do not conflict with each
other.

(1) In the above-mentioned modes, examples of a
configuration are shown in which every time a sound
of a piece of identification information D is received
(every time the user moves closer to an exhibit), the
terminal device 12 acquires a piece of related infor-
mation Q corresponding to the piece of identification
information D. Alternatively, the association manag-
er 34 may associate multiple pieces of related infor-
mation Q corresponding to different exhibits in the
exhibition facility M with only one piece of identifica-
tion information D, and when the terminal device 12
receives a sound of the piece of identification infor-
mation D transmitted from a sound emitting device
166 of the sound emitting system 16, the terminal
device 12 may collectively acquire the multiple piec-
es of related information Q corresponding to the
piece of identification information D from the infor-
mation provider 36. For example, at a point when
the user of the terminal device 12 enters into a par-
ticular exhibition facility M or when the user first ac-
quires a piece of identification information D in an
exhibition facility M, the terminal device 12 may col-
lectively acquire multiple pieces of related informa-
tion Q concerning exhibits in the exhibition facility M.
In a configuration in which multiple pieces of infor-
mation stored in advance in a terminal device carried
by a user are selectively reproduced, a problem aris-
es in that, when there is a need to update information,
the information is required to be updated separately

in each terminal device. In a configuration according
to the present mode of modification, related informa-
tion Q stored in the storage device 144 of the infor-
mation management system 14 is provided to termi-
nal devices 12. Accordingly, with the related infor-
mation Q stored in the storage device 144 being up-
dated, the updated related information Q can be pro-
vided to each terminal device 12. Thus, an advan-
tage is obtained in that the related information Q does
not need to be updated separately for each terminal
device 12.
(2) Contents of related information Q are not limited
to the examples shown in the modes described
above. For example, the information provider 36 may
provide the terminal device 12 with, as the related
information Q, a combination of at least two among
a sound, an image, and a character string, which are
shown as examples of related information Q in the
above modes. Alternatively or additionally, for exam-
ple, the information provider 36 may provide the ter-
minal device 12 with, as the related information Q,
link information (e.g., URL) indicative of a location
of information related to the guide voice V (e.g., re-
lated information Q shown in the above modes).
(3) In the second example as described with refer-
ence to FIG. 23, an example configuration is shown
in which each of multiple pieces of identification in-
formation D (D1, D2, D3, etc.) corresponding to dif-
ferent reproduction sections T of the guide voice V
is transmitted repeatedly multiple times to the termi-
nal device 12 in the corresponding reproduction sec-
tion T. In this configuration, in a case where the ter-
minal device 12 acquires, for example, identification
information D1 that is transmitted at a point close to
the end of a reproduction section T1 and identifica-
tion information D2 that is transmitted at a point close
to the beginning of the next reproduction section T2,
there is a possibility that the terminal device 12 will
acquire related information Q corresponding to the
identification information D2 in the middle of related
information Q corresponding to the identification in-
formation D1 being reproduced. In such a situation,
it is preferable that the terminal device 12 stop re-
producing the related information Q corresponding
to the identification information D1 in the middle (at
the point that the related information Q correspond-
ing to the identification information D2 is acquired),
and then starts to reproduce the related information
Q of the identification information D2. Alternatively,
each piece of identification information D may be
transmitted to the terminal device 12 only during a
period in the beginning (e.g., the first-half period) of
the corresponding reproduction section T, such that
between multiple pieces of related information Q cor-
responding to different pieces of identification infor-
mation D, periods of reproduction thereof by the ter-
minal device 12 do not overlap with each other.
A configuration may be used in which, in a case
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where the terminal device 12 acquires the related
information Q of the identification information D2 in
the middle of reproducing the related information Q
corresponding to the identification information D1,
as in the above example, the terminal device 12
starts to reproduce the related information Q of the
identification information D2 after completing repro-
duction of the related information Q of the identifica-
tion information D1. Alternatively, in a case where
the terminal device 12 acquires the related informa-
tion Q of the identification information D2 in the mid-
dle of reproducing the related information Q corre-
sponding to the identification information D1, an op-
eration performed by the user may serve as a trigger
for the terminal device 12 to commence reproduction
of the related information Q of the identification in-
formation D2, thereby causing reproduction of the
related information of the identification information
D1 to be stopped in the middle. For example, a "next"
button is displayed after the related information Q
corresponding to the identification information D2 is
acquired, and after the user operates this button, the
terminal device 12 commences reproducing the re-
lated information Q of the identification information
D2.
(4) A manner of outputting (e.g., a manner of dis-
playing) related information Q can be chosen at will.
For example, in a configuration in which the terminal
device 12 includes, for example, an image-taking de-
vice (not shown in the figures) that takes images (still
and/or moving), an image taken by the image-taking
device and an image indicated by related information
Q (a still image, a moving image, a character string,
etc.) may be synthesized and displayed on the dis-
play device of the output device 58.
For example, as shown in FIG. 25, a situation is en-
visaged in which a robot 300 is exhibited as an exhibit
in the exhibition facility M such as a museum, the
robot 300 carrying a sound-emitting function emitting
a variety of sounds for reproduction, such as a guide
voice. The storage device 144 of the information
management system 14 stores an audio signal S
that includes an audio signal SG of a sound for re-
production and a modulated signal SD of identifica-
tion information D. Related information Q in the form
of a character string representing a spoken content
of the sound for reproduction is associated with the
identification information D and is stored in the stor-
age device 144. As shown in the example in FIG.
25, the control device 50 of the terminal device 12
causes an image G of the robot 300 (typically, a mov-
ing image) taken by the image-taking device and a
character string that is the related information Q pro-
vided from the information management system 14
to be displayed together (overlay-displayed) on the
display device of the output device 58 in real time.
In a configuration in which related information Q
alone is displayed on the display device, the user

will need to frequently switch his/her gaze between
an image displayed on the display device (related
information Q) and the robot 300, which is an exhibit
in reality. In the configuration that is described with
reference to FIG. 25, the image G and the related
information Q are displayed together on a single dis-
play screen. Thus, there is an advantage that the
user does not need to frequently switch his/her gaze
between the display device and the robot 300. In
particular, in a configuration in which the character
string of the sound for reproduction is displayed
along with the image G, an additional advantage can
be realized in that a hard-of-hearing person, for ex-
ample, is readily able to view the movement of the
robot 300 and the content of the sound for reproduc-
tion.
(5) In the modes described above, the information
providing system 10 is used as a guide in the exhi-
bition facility M. A situation in which the information
providing system 10 is used is not limited to the
above example. For example, the information pro-
viding system 10 can be used to provide voice guid-
ance in a transport system, such as in trains or buses.
Specifically, a vehicle such as a train or a bus is
equipped with a sound emitting system 16, and an
audio signal S is generated by an information man-
agement system 14 and then transferred to the
sound emitting system 16, the audio signal S result-
ing from an audio signal SG of a guide voice V that
provides guidance on vehicle stops, for example,
train stations or bus stops, with identification infor-
mation D added thereto. When the vehicle moves
closer to a stop, an audio signal S corresponding to
the stop is provided to the sound emitting devices
166 of the sound emitting system 16, and a guide
voice V announcing the vehicle’s arrival at the stop
is emitted along with the identification information D.
A terminal device 12 in the vehicle outputs related
information Q from the output device 58, the related
information Q being provided from the information
management system 14 in response to an informa-
tion request R including the identification information
D. Examples of information that can be prepared as
the related information Q include: a voice indicative
of the second-language translation of the guide voice
V that is originally in the first language, as described
in the above modes; and a voice or an image (still
or moving) that indicates tourist information on areas
of note around the stop.
(6) The modes described above provide example
configurations in which audio signals S, each of
which includes an audio signal SG of a sound for
reproduction and a modulated signal SD of a piece
of identification information D, and a corresponding
piece of related information Q for each piece of iden-
tification information D, are stored in the storage de-
vice 144. In this configuration, an audio signal SG
and related information Q that each correspond to a
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common guide voice V are associated with each oth-
er by the corresponding identification information D.
Specific ways in which an audio signal SG and re-
lated information Q are associated with each other
can be adapted as appropriate. For example, there
can be envisaged a configuration in which auxiliary
information that specifies a location and a time, or
ranges of each, for provision of related information
Q is associated with the related information Q and
stored in the storage device 144. The auxiliary infor-
mation may specify, for example, a location and a
time at which the corresponding audio signal SG is
to be reproduced. The terminal device 12 transmits
to the information management system 14 an infor-
mation request R that includes the time and location
information of the terminal device 12 detected by a
location detecting means, such as Global Position-
ing System (GPS). The information provider 36 of
the information management system 14 selects,
from among multiple pieces of related information Q
stored in the storage device 144, a piece of related
information Q corresponding to each of a time and
location that are respectively close to the time and
the location information specified in the information
request R (SB4), and thereafter transmits the select-
ed piece of related information Q to the request-
source terminal device 12 (SB5). In this configura-
tion, without need for identification information D, it
is possible to provide the terminal device 12 with the
related information Q corresponding to the audio sig-
nal SG, as in the modes described above.
(7) In the modes described above, a sound of the
audio signal S that includes the audio signal SG of
the guide voice V and the modulated signal SD of
the identification information D is emitted from a
sound emitting device 166. A manner in which the
terminal device 12 is notified of the identification in-
formation D upon emission of the guide voice V, is
not limited to the above example. For example, it is
possible to identify the identification information D
from a feature of the received-audio signal X derived
from a received sound of the guide voice V (a feature
substantially of the audio signal SG). More specifi-
cally, as in the example shown in FIG. 26, a matcher
15 is added to an information providing system 10
similar to that in the modes described above. The
matcher 15 is realized by a server that is capable of
communicating with the terminal device 12 via the
communication network 18, for example. The match-
er 15 has a search table TBL where pieces of rec-
ognition information W (W1, W2, etc.) representing
features of audio signals SG of guide voices V emit-
ted from sound emitting devices 166 of the sound
emitting system 16 and pieces of identification infor-
mation D (D1, D2, etc.) of the guide voices V are
associated with each other.
In the configuration shown in FIG. 26, a sound emit-
ting device 166 of the sound emitting system 16 emits

a guide voice V represented by an audio signal SG
but does not emit a sound component of the identi-
fication information D. The control device 50 of the
terminal device 12 stores in the storage device 52 a
received-audio signal X of the guide voice V, the re-
ceived-audio signal X being derived from a sound
received by the sound receiving device 56, for a
specified length of time (e.g., several seconds), fol-
lowing which the transmitter 542 of the communica-
tion device 54 transmits the received-audio signal X
to the matcher 15. That is, the terminal device 12
refers to the matcher 15 for the identification infor-
mation D of the guide voice V received by the sound
receiving device 56.
The matcher 15 analyzes the feature of the received-
audio signal X received from the terminal device 12
via the communication network 18, and searches the
search table TBL for a piece of recognition informa-
tion W having a feature that is similar to or that match-
es the analyzed feature. A manner in which a search
for the recognition information W is conducted can
be chosen at will. For example, use of automatic con-
tent recognition technology is preferable. The match-
er 15 acquires a piece of identification information D
corresponding to the searched piece of recognition
information W from the search table TBL and trans-
mits the acquired information to the terminal device
12. Accordingly, the identification information D of
the guide voice V emitted from the sound emitting
device 166 is notified to the terminal device 12. The
operation by which the terminal device 12 acquires,
from the information management system 14, a
piece of related information Q corresponding to the
piece of identification information D notified from the
matcher 15 is similar to that described in the modes
set out above.
Although the recognition information W representing
a feature of the audio signal SG is given as an ex-
ample in the above description, the content of the
recognition information W can be changed as appro-
priate. For example, the audio signal SG itself (e.g.,
waveform data) can be recorded in the search table
TBL as a piece of recognition information W. The
matcher 15 searches the search table TBL for a piece
of recognition information W of a waveform that is
similar to or that matches the received-audio signal
X received from the terminal device 12. The matcher
15 may be included either in the information man-
agement system 14 or in the terminal device 12.
In the configurations of the above modes in which
the terminal device 12 is notified of the identification
information D by sound communication in parallel
with emission of the guide voice V, it is necessary to
provide the sound emitting devices 166 capable of
reproducing the frequency band (e.g., 18 kHz or
more and 20 kHz or less) of the modulated signal
SD in which the identification information D is includ-
ed. In the configuration shown in FIG. 26, an advan-
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tage exists in that the terminal device 12 can be no-
tified of the identification information D regardless of
the band that the sound emitting devices 166 can
reproduce. Accordingly, the configuration in FIG. 26
is preferable for use in a situation where conventional
sound emitting devices 166 are used that are not
capable of reproducing a high pitch audible frequen-
cy band. In a configuration in which the terminal de-
vice 12 is notified of the identification information D
by sound communication, advantages exist in that
the terminal device 12 need not transmit the re-
ceived-audio signal X to the matcher 15, whereby
an amount of communication is reduced, and use of
the matcher 15, which searches for the identification
information D with the received-audio signal X, is
unnecessary.
(8) The information management system 14 de-
scribed in the modes set out above can be formed
by use of an individual device or by multiple devices
(servers) that are physically separate from each oth-
er. For example, a configuration can be employed in
which the information management system 14 in the
above modes is distributed to a first server including
the identification information setter 26 and a second
server including elements other than the identifica-
tion information setter 26, the first server and the
second server communicating with each other via,
for example, the communication network 18. As will
be apparent from the foregoing description, the in-
formation providing system 10 of the present inven-
tion encompasses both an individual device and an
aggregate of devices. Moreover, the entire informa-
tion providing system 10, including the information
management system 14 and the sound emitting sys-
tem 16, can be formed from a single device.
(9) Although reproduction of guide voices V for pro-
viding guidance in the exhibition facility M is shown
as an example in the modes set out above, types of
sounds that the sound emitting devices 166 of the
sound emitting system 16 may emit are not limited
to guide voices V. For example, the modes set out
above can be used for reproduction of a variety of
sounds, such as music. As will also be apparent from
the above description, audio signals SG in the modes
set out above can be collectively expressed as sig-
nals that indicate sounds to be reproduced (sounds
for reproduction).
(10) In the modes set out above, example configu-
rations are shown in which the sound emitting de-
vices 166 of the sound emitting system 16 emit
sounds corresponding to audio signals S, each audio
signal S including an audio signal SG representing
a guide voice V and a modulated signal SD that in-
cludes identification information D. The reproduction
of guide voices V (sounds for reproduction), howev-
er, can be omitted. Specifically, the signal processor
32 of the information management system 14 may
transfer to the sound emitting system 16, as an audio

signal S (an audio file), a modulated signal SD in
which there is included the identification information
D assigned by the identification information setter
26. The sound emitting system 16 emits the sound
of the identification information D by providing the
audio signal S to the sound emitting devices 166.
The terminal device 12 extracts the identification in-
formation D from a received-audio signal X that is
generated by the sound receiving device 56 receiv-
ing sounds emitted from the sound emitting system
16. The terminal device 12 then acquires, from the
information provider 36 of the information manage-
ment system 14, related information Q correspond-
ing to the identification information D. As will be read-
ily apparent from the above description, the sound
receiving device 56 is collectively expressed as an
element that generates received-audio signals X by
receiving sounds emitted according to audio signals
S that include modulated signals SD each including
identification information D. However, it is not stipu-
lated whether the audio signals S include audio sig-
nals SG of guide voices V.
(11) In the modes set out above, sound communi-
cation is used to notify the terminal device 12 of iden-
tification information D. The communication scheme
used to notify the terminal device 12 of identification
information D is not limited to the above example.
For example, wireless communication using infrared
rays or radio waves (e.g., near field communication)
can be used to notify the terminal device 12 of iden-
tification information D.
(12) Ways in which audio signals SG of guide voices
are generated or in which related information Q is
generated are not limited to the examples given in
the above-described modes (FIG. 3, FIGs.10 to 22).
With regard to the third example as long as the in-
formation management system 14 includes the in-
formation provider 36 and the storage device 144,
none of the audio signal acquisitor 22, the related
information acquisitor 24, the identification informa-
tion setter 26, the signal processor 32, and the as-
sociation manager 34 are essential elements. Ac-
cordingly, a configuration can be employed in which
a separate device includes these elements and
causes the storage device 144 to store audio signals
S and related information Q.
(13) In the above-described modes, the information
management system, the sound emitting system,
and the terminal device can each be accomplished
by the control device and coordinating programs, or
by the use of dedicated electronic circuitry. A pro-
gram according to the present invention can be pro-
vided in the form of a computer-readable storage
medium having the program stored thereon, and is
installable in a computer. The storage medium may
be, for example, a non-transitory storage medium, a
good example of which is an optical storage medium
(an optical disk) such as a CD-ROM. Examples of
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such a storage medium may also include any type
of publicly known storage medium, such as a mag-
netic storage medium or a semiconductor storage
medium. The program according to the present in-
vention can be distributed through a communication
network, and is installable in a computer.

Description of Reference Signs

[0097] 100...communication system; 10...information
providing system; 12...terminal device; 14... information
management system; 142...control device; 144...storage
device; 146...input device; 148...display device;
16...sound emitting system; 162...control device;
164...storage device; 166...sound emitting device;
18...communication network; 22...audio signal acquisi-
tor; 24... related information acquisitor; 26...identification
information setter; 32... signal processor; 322...demod-
ulation processor; 324...mixing processor; 34...associa-
tion manager; 36...information provider; 50...control de-
vice; 51...information extractor; 52... storage device; 54...
communication device; 542...transmitter; 544...acquisi-
tor; 56...sound receiving device; 58...output device;
200...signal supply device.

Claims

1. A terminal device (12) comprising:

a sound receiving means configured to receive
a sound emitted according to an audio signal to
generate a received-audio signal, the audio sig-
nal including an audio signal that represents a
guide voice (V) and including a modulated signal
that includes identification information (D) that
is assigned to the guide voice (V), the identifi-
cation information (D) uniquely identifying the
guide voice (V) from among a plurality of guide
voices (V);
an information extracting means configured to
extract the identification information (D) from the
received-audio signal generated by the sound
receiving means;
a transmitting means configured to transmit, to
an information providing means, an information
request that includes the identification informa-
tion (D) extracted by the information extracting
means and includes language information indic-
ative of a language specified in the terminal de-
vice;
an acquiring means configured to acquire, from
the information providing means, one piece from
among multiple pieces of related information (Q)
that each correspond to the identification infor-
mation (D) included in the information request
and are each related to the guide voice (V),

the piece of related information (Q) being in
the language specified by the language in-
formation in the information request, the
piece of related information (Q) being one
from among the multiple pieces of related
information (Q) that are in different languag-
es and that each correspond to the identifi-
cation information (D) in the information re-
quest,
the piece of related information (Q) being
an audio signal that represents a vocal
sound that is a spoken rendition of a char-
acter string derived from a translation of a
spoken content of the sound for reproduc-
tion into that specified language, or a char-
acter string derived from a translation of a
spoken content of the guide voice (V) into
that specified language; and

an output means configured to output the piece
of related information (Q) acquired by the ac-
quiring means in parallel with the reproduction
of the guide voice (V) by a sound emitting system
(16) of the information providing means (10).

2. The terminal device according to claim 1, wherein
the language information indicates a language spec-
ified by a language setting in an OS of the terminal
device.

3. The terminal device according to claim 1, wherein
the language information indicates a language spec-
ified by a user of the terminal device.

4. The terminal device according to any one of claims
1 to 3, wherein in parallel with emission of the guide
voice (V) represented in a first language from among
the different languages, the output means outputs
the piece of related information (Q) that is in the lan-
guage specified by the language information in the
information request, the language being a language
other than the first language.

5. An information providing system (10) comprising:

a sound emitting means (16) configured to emit
a sound according to an audio signal that in-
cludes an audio signal representing a guide
voice (V) and includes a modulated signal in-
cluding identification information (D) that is as-
signed to the guide voice (V), the identification
information (D) uniquely identifying the guide
voice (V) from among a plurality of guide voices
(V); and
an information management system (14) com-
prising a control device (142), the control device
(142) comprising:
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a related information acquisition means (24)
configured to generate a piece of related
information (Q) in the form of a character
string representing spoken content of the
guide voice (V),
an association management means (34)
configured to associate the piece of related
information (Q) acquired by the related in-
formation acquisition means (24) for the
guide voice (V) with a piece of identification
information (D) that is notified to a terminal
device (12) upon emission of the guide
voice (V) corresponding to the audio signal;
and

an information providing means (36)
configured to receive from a terminal
device (12) an information request that
includes the identification information
(D) extracted from the sound emitted
by the sound emitting means and in-
cludes language information indicative
of a language specified in the terminal
device, and transmits, to the terminal
device (12), one piece from among mul-
tiple pieces of related information (Q)
that each correspond to the identifica-
tion information (D) included in the in-
formation request and are each related
to the guide voice (V), the piece of re-
lated information (Q) being in the lan-
guage specified by the language infor-
mation in the information request, the
piece of related information (Q) being
one from among the multiple pieces of
related information (Q) that are in dif-
ferent languages and that each corre-
spond to the identification information
(D) in the information request,
the piece of related information (Q) be-
ing an audio signal that represents a
vocal sound that is a spoken rendition
of a character string derived from a
translation of a spoken content of the
sound for reproduction into that speci-
fied language, or a character string de-
rived from a translation of a spoken con-
tent of the guide voice (V) into that spec-
ified language.

6. An information presenting method comprising:

in a terminal device,
receiving a sound emitted according to an audio
signal to generate a received-audio signal, the
audio signal including an audio signal that rep-
resents a guide voice (V) and including a mod-
ulated signal that includes identification informa-

tion (D) that is assigned to the guide voice (V),
the identification information (D) uniquely iden-
tifying the guide voice (V) from among a plurality
of guide voices (V);
extracting the identification information (D) from
the received-audio signal;
transmitting, to an information providing means,
an information request that includes the identi-
fication information (D) and includes language
information indicative of a language specified in
the terminal device;
acquiring, from the information providing
means, one piece from among multiple pieces
of related information (Q) that each correspond
to the identification information (D) included in
the information request and are each related to
the guide voice (V), and

the piece of related information (Q) being in
the language specified by the language in-
formation in the information request, the
piece of related information (Q) being one
from among the multiple pieces of related
information (Q) that are in different languag-
es and that each correspond to the identifi-
cation information (D) in the information re-
quest,
the piece of related information (Q) being
an audio signal that represents a vocal
sound that is a spoken rendition of a char-
acter string derived from a translation of a
spoken content of the sound for reproduc-
tion into that specified language, or a char-
acter string derived from a translation of a
spoken content of the guide voice (V) into
that specified language; and

outputting that piece of related information (Q)
in parallel with the reproduction of the guide
voice (V) by a sound emitting system of the in-
formation providing means.

7. An information providing method in an information
providing system (10) comprising:

emitting a sound according to an audio signal
that includes an audio signal representing a
guide voice (V) and includes a modulated signal
including identification information (D) that is as-
signed to the guide voice (V), the identification
information (D) uniquely identifying the guide
voice (V) from among a plurality of guide voices
(V);
generating, in a control device (142), a piece of
related information (Q) in the form of a character
string representing spoken content of the guide
voice (V),
associating, in a control device (142), the piece
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of related information (Q) acquired by the related
information acquisition means (24) for the guide
voice (V) with a piece of identification informa-
tion (D) that is notified to a terminal device (12)
upon emission of the guide voice (V) corre-
sponding to the audio signal; and
receiving, from a terminal device, an information
request that includes the identification informa-
tion (D) extracted from the emitted sound and
includes language information indicative of a
language specified in the terminal device, and
transmitting, to the terminal device, one piece
from among multiple pieces of related informa-
tion (Q) that each correspond to the identification
information (D) included in the information re-
quest and are each related to the guide voice (V),

the piece of related information (Q) being in
the language specified by the language in-
formation in the information request, the
piece of related information (Q) being one
from among the multiple pieces of related
information (Q) that are in different languag-
es and that each correspond to the identifi-
cation information (D) in the information re-
quest,
the piece of related information (Q) being
an audio signal that represents a vocal
sound that is a spoken rendition of a char-
acter string derived from a translation of a
spoken content of the sound for reproduc-
tion into that specified language, or a char-
acter string derived from a translation of a
spoken content of the guide voice (V) into
that specified language.

8. A computer-readable storage medium having stored
thereon a program causing a computer of a terminal
device to execute:

a sound receiving process that receives a sound
emitted according to an audio signal to generate
a received-audio signal, the audio signal includ-
ing an audio signal that represents a guide voice
(V) and including a modulated signal that in-
cludes identification information (D) that is as-
signed to the guide voice (V), the identification
information (D) uniquely identifying the guide
voice (V) from among a plurality of guide voices
(V);
an information extracting process that extracts
the identification information (D) from the re-
ceived-audio signal generated by the sound re-
ceiving process;
a transmitting process that transmits, to an in-
formation providing means, an information re-
quest that includes the identification information
(D) extracted by the information extracting proc-

ess and includes language information indica-
tive of a language specified in the terminal de-
vice;
an acquiring process that acquires, from the in-
formation providing means, one piece from
among multiple pieces of related information (Q)
that each correspond to the identification infor-
mation (D) included in the information request
and are each related to the guide voice (V),

the piece of related information (Q) being in
the language specified by the language in-
formation in the information request, the
piece of related information (Q) being one
from among the multiple pieces of related
information (Q) that are in different languag-
es and that each correspond to the identifi-
cation information (D) in the information re-
quest,
the piece of related information (Q) being
an audio signal that represents a vocal
sound that is a spoken rendition of a char-
acter string derived from a translation of a
spoken content of the sound for reproduc-
tion into that specified language, or a char-
acter string derived from a translation of a
spoken content of the guide voice (V) into
that specified language; and

an output process that outputs the piece of re-
lated information (Q) acquired by the acquiring
process in parallel with the reproduction of the
guide voice (V) by a sound emitting system of
the information providing means.

Patentansprüche

1. Endgerätvorrichtung (12), umfassend:

ein Tonempfangsmittel, das konfiguriert ist, ei-
nen Ton zu empfangen, der gemäß einem Au-
diosignal emittiert wird, um ein Empfangsaudi-
osignal zu erzeugen, wobei das Audiosignal ein
Audiosignal beinhaltet, das eine Anleitungs-
stimme (V) darstellt, und ein moduliertes Signal
beinhaltet, das Identifikationsinformationen (D)
beinhaltet, die der Anleitungsstimme (V) zuge-
wiesen sind, wobei die Identifikationsinformati-
onen (D) die Anleitungsstimme (V) eindeutig un-
ter einer Vielzahl von Anleitungsstimmen (V)
identifizieren;
ein Informationsextraktionsmittel, das konfigu-
riert ist, die Identifikationsinformationen (D) aus
dem Empfangsaudiosignal zu extrahieren, das
von dem Tonempfangsmittel erzeugt wird;
ein Übertragungsmittel, das konfiguriert ist, an
ein Informationsbereitstellungsmittel eine Infor-
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mationsanfrage zu übertragen, die die Identifi-
kationsinformationen (D) beinhaltet, die von
dem Informationsextraktionsmittel extrahiert
sind, und Sprachinformationen beinhaltet, die
eine Sprache angeben, die in der Endgerätvor-
richtung bestimmt ist;
ein Erfassungsmittel, das konfiguriert ist, von
dem Informationsbereitstellungsmittel eine un-
ter mehreren zugehörigen Informationen (Q) zu
erfassen, die jeweils den Identifikationsinforma-
tionen (D) entsprechen, die in der Informations-
anfrage beinhaltet und jeweils der Anleitungs-
stimme (V) zugehörig sind,
wobei die zugehörige Information (Q) in der
Sprache ist, die durch die Sprachinformationen
in der Informationsanfrage bestimmt ist, die zu-
gehörige Information (Q) eine unter mehreren
zugehörigen Informationen (Q) ist, die in unter-
schiedlichen Sprachen sind und die jeweils den
Identifikationsinformationen (D) in der Informa-
tionsanfrage entsprechen,
wobei die zugehörige Information (Q) ein Audi-
osignal ist, das einen Sprachton darstellt, der
eine ausgesprochene Wiedergabe einer Zei-
chenkette ist, die von einer Übersetzung eines
gesprochenen Inhalts des Tons zur Reproduk-
tion in diese bestimmte Sprache abgeleitet ist,
oder eine Zeichenkette, die von einer Überset-
zung eines gesprochenen Inhalts der Anlei-
tungsstimme (V) in diese bestimmte Sprache
abgeleitet ist; und
ein Ausgabemittel, das konfiguriert ist, die zu-
gehörige Information (Q), die durch das Erfas-
sungsmittel erfasst ist, parallel mit der Repro-
duktion der Anleitungsstimme (V) durch ein To-
nemissionssystem (16) des Informationsbereit-
stellungsmittels (10) auszugeben.

2. Endgerätvorrichtung nach Anspruch 1, wobei die
Sprachinformationen eine Sprache angeben, die
durch eine Spracheinstellung in einem Betriebssys-
tem (OS) der Endgerätvorrichtung eingestellt ist.

3. Endgerätvorrichtung nach Anspruch 1, wobei die
Sprachinformationen eine Sprache angeben, die
durch einen Anwender der Endgerätvorrichtung be-
stimmt ist.

4. Endgerätvorrichtung nach einem der Ansprüche 1
bis 3, wobei parallel mit Emission der Anleitungs-
stimme (V), die in einer ersten Sprache unter den
unterschiedlichen Sprachen dargestellt ist, das Aus-
gangsmittel die zugehörige Information (Q) ausgibt,
die in der Sprache ist, die durch die Sprachinforma-
tionen in der Informationsanfrage bestimmt ist, wo-
bei die Sprache eine andere Sprache als die erste
Sprache ist.

5. Informationsbereitstellungssystem (10), umfas-
send:

ein Tonemissionsmittel (16), das konfiguriert ist,
einen Ton gemäß einem Audiosignal zu emittie-
ren, das ein Audiosignal beinhaltet, das eine An-
leitungsstimme (V) darstellt, und ein moduliertes
Signal beinhaltet, das Identifikationsinformatio-
nen (D) beinhaltet, die der Anleitungsstimme (V)
zugewiesen sind, wobei die Identifikationsinfor-
mationen (D) eindeutig die Anleitungsstimme
(V) unter einer Vielzahl von Anleitungsstimmen
(V) identifizieren; und
ein Informationsverwaltungssystem (14), das
eine Steuerungsvorrichtung (142) umfasst, wo-
bei die Steuerungsvorrichtung (142) umfasst:

ein zugehöriges Informationserfassungs-
mittel (24), das konfiguriert ist, eine zuge-
hörige Information (Q) in der Form einer Zei-
chenkette zu erzeugen, die gesprochenen
Inhalt der Anleitungsstimme (V) darstellt,
ein Verknüpfungsverwaltungsmittel (34),
das konfiguriert ist, die zugehörige Informa-
tion (Q), die von dem zugehörigen Informa-
tionserfassungsmittel (24) für die Anlei-
tungsstimme (V) erfasst ist, mit einer Iden-
tifikationsinformation (D) zu verknüpfen, die
an eine Endgerätvorrichtung (12) bei Emis-
sion der Anleitungsstimme (V) entspre-
chend dem Audiosignal gemeldet wird; und
ein Informationsbereitstellungsmittel (36),
das konfiguriert ist, von einer Endgerätvor-
richtung (12) eine Informationsanfrage zu
empfangen, die die Identifikationsinforma-
tionen (D) beinhaltet, die aus dem Ton ex-
trahiert sind, der von dem Tonemissions-
mittel emittiert wird, und Sprachinformatio-
nen beinhaltet, die eine Sprache angeben,
die in der Endgerätvorrichtung bestimmt ist,
und an die Endgerätvorrichtung (12) eine
unter mehreren zugehörigen Informationen
(Q) überträgt, die jeweils den Identifikati-
onsinformationen (D) entsprechen, die in
der Informationsanfrage beinhaltet sind und
jeweils der Anleitungsstimme (V) zugehörig
sind, wobei die zugehörige Information (Q)
in der Sprache ist, die durch die Sprachin-
formationen in der Informationsanfrage be-
stimmt ist, wobei die zugehörige Informati-
on (Q) eine unter den mehreren zugehöri-
gen Informationen (Q) ist, die in unter-
schiedlichen Sprachen sind und die jeweils
den Identifikationsinformationen (D) in der
Informationsanfrage entsprechen,

wobei die zugehörige Information (Q) ein Audi-
osignal ist, das einen Sprachton darstellt, der
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eine gesprochene Wiedergabe einer Zeichen-
kette ist, die von einer Übersetzung eines ge-
sprochenen Inhalts des Tons zur Reproduktion
in diese bestimmte Sprache abgeleitet ist, oder
eine Zeichenkette, die von einer Übersetzung
eines gesprochenen Inhalts der Anleitungsstim-
me (V) in diese bestimmte Sprache abgeleitet
ist.

6. Informationsdarstellungsverfahren, umfassend:

in einer Endgerätvorrichtung,
Empfangen eines Tons, der gemäß einem Au-
diosignal emittiert wird, um ein Empfangsaudi-
osignal zu erzeugen, wobei das Audiosignal ein
Audiosignal beinhaltet, das eine Anleitungs-
stimme (V) darstellt, und ein moduliertes Signal
beinhaltet, das Identifikationsinformationen (D)
beinhaltet, die der Anleitungsstimme (V) zuge-
wiesen sind, wobei die Identifikationsinformati-
onen (D) eindeutig die Anleitungsstimme (V) un-
ter einer Vielzahl von Anleitungsstimmen (V)
identifizieren;
Extrahieren der Identifikationsinformationen (D)
aus dem Empfangsaudiosignal;
Übertragen, an ein Informationsbereitstellungs-
mittel, einer Informationsanfrage, die die Identi-
fikationsinformationen (D) beinhaltet und Spra-
chinformationen beinhaltet, die eine Sprache
angeben, die in der Endgerätvorrichtung be-
stimmt ist;
Erfassen, von dem Informationsbereitstellungs-
mittel, einer unter mehreren zugehörigen Infor-
mationen (Q), die jeweils den Identifikationsin-
formationen (D) entsprechen, die in der Infor-
mationsanfrage beinhaltet sind und sich jeweils
auf die Anleitungsstimme (V) beziehen, und
wobei die zugehörige Information (Q) in der
Sprache ist, die durch die Sprachinformationen
in der Informationsanfrage bestimmt ist, wobei
die zugehörige Information (Q) eine unter den
mehreren zugehörigen Informationen (Q) ist, die
in unterschiedlichen Sprachen sind und die je-
weils den Identifikationsinformationen (D) in der
Informationsanfrage entsprechen,
wobei die zugehörige Information (Q) ein Audi-
osignal ist, das einen Sprachton darstellt, der
eine gesprochene Wiedergabe einer Zeichen-
kette ist, die von einer Übersetzung eines ge-
sprochenen Inhalts des Tons zur Reproduktion
in diese bestimmte Sprache abgeleitet ist, oder
eine Zeichenkette, die von einer Übersetzung
eines gesprochenen Inhalts der Anleitungsstim-
me (V) in diese bestimmte Sprache abgeleitet
ist; und
Ausgeben dieser zugehörigen Information (Q)
parallel mit der Reproduktion der Anleitungs-
stimme (V) durch ein Tonemissionssystem des

Informationsbereitstellungsmittels.

7. Informationsbereitstellungsverfahren in einem Infor-
mationsbereitstellungssystem (10), umfassend:

Emittieren eines Tons gemäß einem Audiosig-
nal, das ein Audiosignal beinhaltet, das eine An-
leitungsstimme (V) darstellt, und ein moduliertes
Signal beinhaltet, das Identifikationsinformatio-
nen (D) beinhaltet, die der Anleitungsstimme (V)
zugewiesen sind, wobei die Identifikationsinfor-
mationen (D) die Anleitungsstimme (V) eindeu-
tig unter einer Vielzahl von Anleitungsstimmen
(V) identifizieren;
Erzeugen, in einer Steuerungsvorrichtung
(142), einer zugehörigen Information (Q) in der
Form einer Zeichenkette, die gesprochenen In-
halt der Anleitungsstimme (V) darstellt,
Verknüpfen, in einer Steuerungsvorrichtung
(142), der zugehörigen Information (Q), die
durch das zugehörige Informationserfassungs-
mittel (24) für die Anleitungsstimme (V) erfasst
ist, mit einer Identifikationsinformation (D), die
an eine Endgerätvorrichtung (12) bei Emission
der Anleitungsstimme (V) entsprechend dem
Audiosignal gemeldet wird; und
Empfangen, von einer Endgerätvorrichtung, ei-
ner Informationsanfrage, die die Identifikations-
informationen (D) beinhaltet, die aus dem emit-
tierten Ton extrahiert sind, und Sprachinforma-
tionen beinhaltet, die eine Sprache angeben, die
in der Endgerätvorrichtung bestimmt ist, und
Übertragen, an die Endgerätvorrichtung, einer
unter mehreren zugehörigen Informationen (Q),
die jeweils den Identifikationsinformationen (D)
entsprechen, die in der Informationsanfrage be-
inhaltet sind und jeweils der Anleitungsstimme
(V) zugehörig sind,
wobei die zugehörige Information (Q) in der
Sprache ist, die durch die Sprachinformationen
in der Informationsanfrage bestimmt ist, wobei
die zugehörige Information (Q) eine unter den
mehreren zugehörigen Informationen (Q) ist, die
in unterschiedlichen Sprachen sind und die je-
weils den Identifikationsinformationen (D) in der
Informationsanfrage entsprechen,
wobei die zugehörige Information (Q) ein Audi-
osignal ist, das einen Sprachton darstellt, der
eine gesprochene Wiedergabe einer Zeichen-
kette ist, die von einer Übersetzung eines ge-
sprochenen Inhalts des Tons zur Reproduktion
in diese bestimmte Sprache abgeleitet ist, oder
eine Zeichenkette, die von einer Übersetzung
eines gesprochenen Inhalts der Anleitungsstim-
me (V) in diese bestimmte Sprache abgeleitet
ist.

8. Computerlesbares Speichermedium, das ein Pro-
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gramm darauf gespeichert aufweist, das einen Com-
puter einer Endgerätvorrichtung veranlasst, auszu-
führen:

einen Tonempfangsprozess, der einen Ton
empfängt, der gemäß einem Audiosignal emit-
tiert wird, um ein Empfangsaudiosignal zu er-
zeugen, wobei das Audiosignal ein Audiosignal
beinhaltet, das eine Anleitungsstimme (V) dar-
stellt, und ein moduliertes Signal beinhaltet, das
Identifikationsinformationen (D) darstellt, die
der Anleitungsstimme (V) zugewiesen sind, wo-
bei die Identifikationsinformationen (D) eindeu-
tig die Anleitungsstimme (V) unter einer Vielzahl
von Anleitungsstimmen (V) identifizieren;
einen Informationsextraktionsprozess, der die
Identifikationsinformationen (D) von dem Emp-
fangsaudiosignal extrahiert, das von dem Ton-
empfangsprozess erzeugt wird;
einen Übertragungsprozess, der an ein Informa-
tionsbereitstellungsmittel eine Informationsan-
frage überträgt, die die Identifikationsinformati-
onen (D) beinhaltet, die durch den Informations-
extraktionsprozess extrahiert sind, und Sprach-
informationen beinhaltet, die eine Sprache an-
geben, die in der Endgerätvorrichtung bestimmt
ist;
einen Erfassungsprozess, der von dem Informa-
tionsbereitstellungsmittel eine unter mehreren
zugehörigen Informationen (Q) erfasst, die je-
weils den Identifikationsinformationen (D) ent-
sprechen, die in der Informationsanfrage bein-
haltet sind und jeweils der Anleitungsstimme (V)
zugehörig sind,
wobei die zugehörige Information (Q) in der
Sprache ist, die durch die Sprachinformationen
in der Informationsanfrage bestimmt ist, wobei
die zugehörige Information (Q) eine unter meh-
reren zugehörigen Informationen (Q) ist, die in
unterschiedlichen Sprachen sind und die jeweils
den Identifikationsinformationen (D) in der Infor-
mationsanfrage entsprechen,
wobei die zugehörige Information (Q) ein Audi-
osignal ist, das einen Sprachton darstellt, der
eine gesprochene Wiedergabe einer Zeichen-
kette ist, die von einer Übersetzung eines ge-
sprochenen Inhalts des Tons zur Reproduktion
in diese bestimmte Sprache abgeleitet ist, oder
eine Zeichenkette, die von einer Übersetzung
eines gesprochenen Inhalts der Anleitungsstim-
me (V) in diese bestimmte Sprache abgeleitet
ist; und
einen Ausgabeprozess, der die zugehörige In-
formation (Q), die durch den Erfassungsprozess
erfasst ist, parallel mit der Reproduktion der An-
leitungsstimme (V) durch ein Tonemissionssys-
tem des Informationsbereitstellungsmittels aus-
gibt.

Revendications

1. Dispositif terminal (12) comprenant :

un moyen de réception de son configuré pour
recevoir un son émis en fonction d’un signal
audio pour générer un signal audio reçu, le si-
gnal audio incluant un signal audio qui repré-
sente une voix de guide (V) et incluant un signal
modulé qui inclut des informations d’identifica-
tion (D) qui sont assignées à la voix de guide
(V), les informations d’identification (D) identi-
fiant, de manière unique, la voix de guide (V)
parmi une pluralité de voix de guide (V) ;
un moyen d’extraction d’informations configuré
pour extraite les informations d’identification (D)
à partir du signal audio reçu généré par le moyen
de réception de son ;
un moyen de transmission configuré pour trans-
mettre, à destination d’un moyen de fourniture
d’informations, une demande d’informations qui
inclut les informations d’identification (D) extrai-
tes par le moyen d’extraction d’informations et
inclut des informations de langue indicatives
d’une langue spécifiée dans le dispositif
terminal ;
un moyen d’acquisition configuré pour acquérir,
à partir du moyen de fourniture d’informations,
un élément parmi de multiples éléments d’infor-
mations liées (Q) qui correspondent chacun aux
informations d’identification (D) incluses dans la
demande d’informations et qui sont chacun liés
à la voix de guide (V),

l’élément d’informations liées (Q) étant
dans la langue spécifiée par les informa-
tions de langue dans la demande d’informa-
tions, l’élément d’informations liées (Q)
étant l’un parmi les multiples éléments d’in-
formations liées (Q) qui sont dans des lan-
gues différentes et qui correspondent cha-
cun aux informations d’identification (D)
dans la demande d’informations,
l’élément d’informations liées (Q) étant un
signal audio qui représente un son vocal qui
est une restitution parlée d’une chaîne de
caractères dérivée d’une traduction d’un
contenu parlé du son pour sa reproduction
dans cette langue spécifiée, ou d’une chaî-
ne de caractères dérivée d’une traduction
d’un contenu parlé de la voix de guide (V)
dans cette langue spécifiée ; et

un moyen de sortie configuré pour délivrer l’élé-
ment d’informations liées (Q) acquis par le
moyen d’acquisition parallèlement à la repro-
duction de la voix de guide (V) par un système
d’émission de son (16) du moyen de fourniture
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d’informations (10).

2. Dispositif terminal selon la revendication 1, dans le-
quel les informations de langue indiquent une langue
spécifiée par un réglage de langue dans un système
d’exploitation, OS, du dispositif terminal.

3. Dispositif terminal selon la revendication 1, dans le-
quel les informations de langue indiquent une langue
spécifiée par un utilisateur du dispositif terminal.

4. Dispositif terminal selon l’une quelconque des re-
vendications 1 à 3, dans lequel, parallèlement à une
émission de la voix de guide (V) représentée dans
une première langue parmi les différentes langues,
le moyen de sortie délivre l’élément d’informations
liées (Q) qui est dans la langue spécifiée par les in-
formations de langue dans la demande d’informa-
tions, la langue étant une langue autre que la pre-
mière langue.

5. Système de fourniture d’informations (10)
comprenant :

un moyen d’émission de son (16) configuré pour
émettre un son en fonction d’un signal audio qui
inclut un signal audio représentant une voix de
guide (V) et inclut un signal modulé incluant des
informations d’identification (D) qui sont assi-
gnées à la voix de guide (V), les informations
d’identification (D) identifiant, de manière uni-
que, la voix de guide (V) parmi une pluralité de
voix de guide (V) ; et
un système de gestion d’informations (14) com-
prenant un dispositif de commande (142), le dis-
positif de commande (142) comprenant :

un moyen d’acquisition d’informations liées
(24) configuré pour générer un élément d’in-
formations liées (Q) sous la forme d’une
chaîne de caractères représentant un con-
tenu parlé de la voix de guide (V),
un moyen de gestion d’association (34)
configuré pour associer l’élément d’infor-
mations liées (Q) acquis par le moyen d’ac-
quisition d’informations liées (24) pour la
voix de guide (V) à un élément d’informa-
tions d’identification (D) qui est notifié à un
dispositif terminal (12) lors de l’émission de
la voix de guide (V) correspondant au signal
audio ; et
un moyen de fourniture d’informations (36)
configuré pour recevoir, en provenance
d’un dispositif terminal (12), une demande
d’informations qui inclut les informations
d’identification (D) extraites à partir du son
émis par le moyen d’émission de son et in-
clut des informations de langue indicatives

d’une langue spécifiée dans le dispositif ter-
minal, et transmettre, à destination du dis-
positif terminal (12), un élément parmi de
multiples éléments d’informations liées (Q)
qui correspondent chacun aux informations
d’identification (D) incluses dans la deman-
de d’informations et qui sont chacun liés à
la voix de guide (V), l’élément d’informa-
tions liées (Q) étant dans la langue spécifiée
par les informations de langue dans la de-
mande d’informations, l’élément d’informa-
tions liées (Q) étant l’un parmi les multiples
éléments d’informations liées (Q) qui sont
dans des langues différentes et qui corres-
pondent chacun aux informations d’identifi-
cation (D) dans la demande d’informations,

l’élément d’informations liées (Q) étant un signal
audio qui représente un son vocal qui est une
restitution parlée d’une chaîne de caractères dé-
rivée d’une traduction d’un contenu parlé du son
pour sa reproduction dans cette langue spéci-
fiée, ou d’une chaîne de caractères dérivée
d’une traduction d’un contenu parlé de la voix
de guide (V) dans cette langue spécifiée.

6. Procédé de présentation d’informations
comprenant :

dans un dispositif terminal,
la réception d’un son émis en fonction d’un si-
gnal audio pour générer un signal audio reçu, le
signal audio incluant un signal audio qui repré-
sente une voix de guide (V) et incluant un signal
modulé qui inclut des informations d’identifica-
tion (D) qui sont assignées à la voix de guide
(V), les informations d’identification (D) identi-
fiant, de manière unique, la voix de guide (V)
parmi une pluralité de voix de guide (V) ;
l’extraction des informations d’identification (D)
à partir du signal audio reçu ;
la transmission, à destination d’un moyen de
fourniture d’informations, d’une demande d’in-
formations qui inclut les informations d’identifi-
cation (D) et inclut des informations de langue
indicatives d’une langue spécifiée dans le dis-
positif terminal ;
l’acquisition, à partir du moyen de fourniture d’in-
formations, d’un élément parmi de multiples élé-
ments d’informations liées (Q) qui correspon-
dent chacun aux informations d’identification (D)
incluses dans la demande d’informations et qui
sont chacun liés à la voix de guide (V), et

l’élément d’informations liées (Q) étant
dans la langue spécifiée par les informa-
tions de langue dans la demande d’informa-
tions, l’élément d’informations liées (Q)
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étant l’un parmi les multiples éléments d’in-
formations liées (Q) qui sont dans des lan-
gues différentes et qui correspondent cha-
cun aux informations d’identification (D)
dans la demande d’informations,
l’élément d’informations liées (Q) étant un
signal audio qui représente un son vocal qui
est une restitution parlée d’une chaîne de
caractères dérivée d’une traduction d’un
contenu parlé du son pour sa reproduction
dans cette langue spécifiée, ou d’une chaî-
ne de caractères dérivée d’une traduction
d’un contenu parlé de la voix de guide (V)
dans cette langue spécifiée ; et

la délivrance de cet élément d’informations liées
(Q) parallèlement à la reproduction de la voix de
guide (V) par un système d’émission de son du
moyen de fourniture d’informations.

7. Procédé de fourniture d’informations dans un systè-
me de fourniture d’informations (10) comprenant :

l’émission d’un son en fonction d’un signal audio
qui inclut un signal audio représentant une voix
de guide (V) et inclut un signal modulé incluant
des informations d’identification (D) qui sont as-
signées à la voix de guide (V), les informations
d’identification (D) identifiant, de manière uni-
que, la voix de guide (V) parmi une pluralité de
voix de guide (V) ;
la génération, dans un dispositif de commande
(142), d’un élément d’informations liées (Q)
sous la forme d’une chaîne de caractères repré-
sentant un contenu parlé de la voix de guide (V),
l’association, dans un dispositif de commande
(142), de l’élément d’informations liées (Q) ac-
quis par le moyen d’acquisition d’informations
liées (24) pour la voix de guide (V) à un élément
d’informations d’identification (D) qui est notifié
à un dispositif terminal (12) lors de l’émission de
la voix de guide (V) correspondant au signal
audio ; et
la réception, en provenance d’un dispositif ter-
minal, d’une demande d’informations qui inclut
les informations d’identification (D) extraites à
partir du son émis et inclut des informations de
langue indicatives d’une langue spécifiée dans
le dispositif terminal, et la transmission, à des-
tination du dispositif terminal, d’un élément par-
mi de multiples éléments d’informations liées
(Q) qui correspondent chacun aux informations
d’identification (D) incluses dans la demande
d’informations et qui sont chacun liés à la voix
de guide (V),

l’élément d’informations liées (Q) étant
dans la langue spécifiée par les informa-

tions de langue dans la demande d’informa-
tions, l’élément d’informations liées (Q)
étant l’un parmi les multiples éléments d’in-
formations liées (Q) qui sont dans des lan-
gues différentes et qui correspondent cha-
cun aux informations d’identification (D)
dans la demande d’informations,
l’élément d’informations liées (Q) étant un
signal audio qui représente un son vocal qui
est une restitution parlée d’une chaîne de
caractères dérivée d’une traduction d’un
contenu parlé du son pour sa reproduction
dans cette langue spécifiée, ou d’une chaî-
ne de caractères dérivée d’une traduction
d’un contenu parlé de la voix de guide (V)
dans cette langue spécifiée.

8. Support de stockage lisible par ordinateur sur lequel
est stocké un programme amenant un ordinateur
d’un dispositif terminal à exécuter :

un processus de réception de son qui reçoit un
son émis en fonction d’un signal audio pour gé-
nérer un signal audio reçu, le signal audio in-
cluant un signal audio qui représente une voix
de guide (V) et incluant un signal modulé qui
inclut des informations d’identification (D) qui
sont assignées à la voix de guide (V), les infor-
mations d’identification (D) identifiant, de ma-
nière unique, la voix de guide (V) parmi une plu-
ralité de voix de guide (V) ;
un processus d’extraction d’informations qui ex-
trait les informations d’identification (D) à partir
du signal audio reçu généré par le processus de
réception de son ;
un processus de transmission qui transmet, à
destination d’un moyen de fourniture d’informa-
tions, une demande d’informations qui inclut les
informations d’identification (D) extraites par le
processus d’extraction d’informations et inclut
des informations de langue indicatives d’une
langue spécifiée dans le dispositif terminal ;
un processus d’acquisition qui acquiert, à partir
du moyen de fourniture d’informations, un élé-
ment parmi de multiples éléments d’informa-
tions liées (Q) qui correspondent chacun aux
informations d’identification (D) incluses dans la
demande d’informations et qui sont chacun liés
à la voix de guide (V),

l’élément d’informations liées (Q) étant
dans la langue spécifiée par les informa-
tions de langue dans la demande d’informa-
tions, l’élément d’informations liées (Q)
étant l’un parmi les multiples éléments d’in-
formations liées (Q) qui sont dans des lan-
gues différentes et qui correspondent cha-
cun aux informations d’identification (D)
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dans la demande d’informations,
l’élément d’informations liées (Q) étant un
signal audio qui représente un son vocal qui
est une restitution parlée d’une chaîne de
caractères dérivée d’une traduction d’un
contenu parlé du son pour sa reproduction
dans cette langue spécifiée, ou d’une chaî-
ne de caractères dérivée d’une traduction
d’un contenu parlé de la voix de guide (V)
dans cette langue spécifiée ; et

un processus de sortie qui délivre l’élément d’in-
formations liées (Q) acquis par le processus
d’acquisition parallèlement à la reproduction de
la voix de guide (V) par un système d’émission
de son du moyen de fourniture d’informations.
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