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Description

1. Technical Field

[0001] The present disclosure generally relates to light-field imaging, and more particularly to techniques for editing
and processing light-field data..

2. Background art

[0002] This section is intended to introduce the reader to various aspects of art, which may be related to various
aspects of the present disclosure that are described and/or claimed below. This discussion is believed to be helpful in
providing the reader with background information to facilitate a better understanding of the various aspects of the present
invention. Accordingly, it should be understood that these statements are to be read in this light, and not as admissions
of prior art.
[0003] Conventional image capturing devices render a three-dimensional scene onto a two-dimensional sensor. During
operation, a conventional capturing device captures a two-dimensional (2-D) image reflects the amount of light that
reaches a photosensor (or photodetector) within the device. However, this 2-D image contains no information about the
directional distribution of the light rays that reach the photosensor (which may be referred to as the lightfield). Depth, for
example, is lost during the acquisition. Thus, a conventional capturing device does not store most of the information
about the light distribution from the scene.
[0004] Light-field capturing devices (also referred to as "lightfield data acquisition devices") have been designed to
measure a four-dimensional (4D) light-field of a scene by capturing the light from different viewpoints or angles of that
scene. Thus, by measuring the amount of light traveling along each beam of light that intersects the photosensor, these
devices can capture additional optical information (information about the directional distribution of the bundle of light
rays) for providing new imaging applications by post-processing. The information acquired/obtained by a lightfield cap-
turing device is referred to as the light-field data. Lightfield capturing devices are defined herein as any devices that are
capable of capturing lightfield data. There are several types of lightfield capturing devices, among which plenoptic
devices, which use a microlens array placed between the image sensor and the main lens, and camera array, where
all cameras image onto a single shared image sensor.
[0005] Lightfield data processing comprises notably, but is not limited to, segmenting images of the scene, generating
refocused images of a scene, generating perspective views of a scene, generating depth maps of a scene, generating
extended depth of field (EDOF) images, generating stereoscopic images, generating a focal stack, (which comprises a
collection of images, each of them being focused at a different focalization distance), and/or any combination of these.
[0006] Processing the lightfield data is a challenging task due to the large amount of data that is acquired with the
lightfield data acquisition devices.

3. Summary

[0007] The present disclosure relates to a method of processing lightfield data representative of a scene, the lightfield
data comprising a plurality of elements, 4-dimensional coordinates being associated with each element of the plurality
of elements, the method comprising:

- associating a ray with each element, the ray being obtained from the 4-dimensional coordinates associated with
each element;

- determining a depth information for each element;
- determining an origin of each ray in the scene according to the depth information;
- grouping rays having a same origin in the scene to form a plurality of groups;
- processing the lightfield data according to plurality of groups.

[0008] According to a characteristic, a first ray represented with 4-dimensional coordinates (si, ti, xi, yi) and a second
ray represented with 4-dimensional coordinates (sj, tj, xj, yj) are grouped in a same first group of the plurality of groups
when: 

and 
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wherein D(si, ti, xi, yi) corresponds to the depth information associated with the first ray, E1 corresponds to a first
determined value and E2 corresponds to a second determined value.
[0009] According to a particular characteristic, the first ray and the second ray are grouped in the same first group when: 

and 

wherein D(sj, tj, xj, yj) corresponds to the depth information associated with the second ray.
[0010] According to a specific characteristic, at least one ray is not assigned to a group of said plurality of groups.
[0011] According to another characteristic, for at least one pair of groups of the plurality of groups, the method further
comprises establishing a relationship between a second group of rays and a third group of rays forming the at least one
pair, a weight being associated with the relationship, the weight being determined by:

- for each fourth ray of the second group, calculating a difference between the third ray and said fourth ray when a
third ray of the third group is comprised in a neighborhood of the fourth ray;

- determining the weight by summing the differences.

[0012] According to another characteristic, the processing comprising segmenting the lightfield data according to the
relationship.
[0013] The present disclosure relates to an apparatus configured and/or adapted to perform the method of processing
the lightfield data.
[0014] The present disclosure also relates to a computer program product comprising instructions of program code
for executing steps of the method of processing the lightfield data, when the program is executed on a computing device.
[0015] The present disclosure also relates to a processor readable medium having stored therein instructions for
causing a processor to perform at least a step of the method of processing the lightfield data.
[0016] The present disclosure also related to a communication terminal comprising a lightfield camera and/or a process-
ing unit configured to implement the method of processing the lightfield data.

4. List of figures

[0017] The present disclosure will be better understood, and other specific features and advantages will emerge upon
reading the following description, the description making reference to the annexed drawings wherein:

- figure 1 is a block diagram illustration of a lightfield camera, according to one embodiment of the present principles;
- figures 2A and 2B are illustrations of a lightfield camera, according to an embodiment of the present principles;
- figure 3 is an illustration of an embodiment depicting a processing unit configured to process data provided by the

lightfield camera of as per embodiments of figure 1 or figures 2A and 2B and figure 8
- figure 4 illustrates lightfield data captures by an exemplary lightfield camera such as the one provided in conjunction

with the embodiments depicted in conjunction with figures 1 or 2A and 2B;
- figure 5 is an illustration of lightfield data obtained with an exemplary lightfield camera as depicted in conjunction

with the embodiment of figure 1;
- figure 6 shows the grouping of rays associated with the lightfield data of figure 4, according to one embodiment;
- figures 7 and 8 is an illustration depicting existence of a relationship as provided between two groups of rays

associated with a part of the lightfield data such as provided in the exemplary embodiment of figure 4;
- figure 9 is a flowchart depiction illustrating processing of lightfield data as per embodiments depicted in figures 4 or

5; and
- figure 10 is a block diagram illustration of an exemplary device depicting a telecommunication device used such as

with processing flowchart depicted in figure 9, according to one embodiment of the present principles.



EP 3 220 352 B1

4

5

10

15

20

25

30

35

40

45

50

55

5. Detailed description of embodiments

[0018] The subject matter is now described with reference to the drawings, wherein like reference numerals are used
to refer to like elements throughout. In the following description, for purposes of explanation, numerous specific details
are set forth in order to provide a thorough understanding of the subject matter. It can be evident, however, that subject
matter embodiments can be practiced without these specific details.
[0019] Figure 1 is a block diagram depiction of an exemplary lightfield acquisition device according to one embodiment.
Figure 1 illustrates a plenoptic camera 1, having a lens unit 101 (corresponding to an optical assembly) and a camera
body 102.
[0020] The lens unit 101 is advantageously adapted to be associated with the camera body 102. The camera body
102 comprises a photosensor array 13, which includes a plurality of m photosensors 131, 132, 133 to 13m. Each
photosensor corresponds to a pixel of the raw image of the scene acquired with the photosensor array, with each pixel
encompassing a part (also called a point) of the scene. Data representative of the scene obtained with each photosensor
form a set of lightfield data, the lightfield data ultimately forming a lightfield image. Before processing of the raw image
(before demultiplexing and/or demosaicing), the lightfield image may also correspond to the raw image as per one
embodiment. In this embodiment, after demultiplexing of the raw image, the lightfield image may then be provided such
that it corresponds to sub-aperture images. After demosaicing, the lightfield image will correspond to a set of views of
the scene accordingly. For purposes of illustration, the photosensor array 13 as shown only provides a relatively small
number of photosensors 131 to 13m However, in alternate embodiments the number of photosensors of figure 1 can
be varied and either increased or decreased For example, in an alternate embodiment, several thousand or several
millions of photosensors can be utilized. In another example, in a 12.4 megapixel camera, a pixel can be provided such
that it will correspond to each photosensor (e.g. corresponding to an array of 4088 x 3040 pixels / photosensors). In one
embodiment, a color filter array (CFA) 12 can be used in conjunction with the photosensor array 13. The CFA 12 typically
provides for RGB (Red, Green and Blue) color filters on the photosensor array, the RGB arrangement taking for the
example the form of a Bayer filter mosaic. According to an alternate embodiment, a CFA is arranged on the lenslet array
11 (in addition to the CFA 12 or in replacement of the CFA 12). For associating the lens unit 101 with the camera body
102, the lens unit 101 comprises a first attaching part and the camera body 102 comprises a second attaching part, the
first and second attaching parts being compatible with each other. Thanks to the first and second attaching parts, the
lens unit 101 may be clipped onto the camera body 102 or the lens unit 101 may be screwed with the camera body 102.
The first and second attaching parts are configured in such a way that, once the lens unit 101 and the camera body 102
have been put together, the lens unit 101 and the camera body 102 form a plenoptic camera configured for acquiring
multiple views of a scene at each acquisition of the scene. To this end, the camera body 102 also comprises a lenslet
array 11 comprising n microlenses 111, 112, 113, 11n, n being an integer greater than or equal to 2. The lenslet array
11 is also called microlens array. For purposes of illustration, the lenslet array 11 is shown with a relative small number
of microlenses, but the number of microlenses may extend up to several thousand or even one or several million of
microlenses. A group of photosensors of the photosensor array 13 are optically associated with each microlens 111 to
11n of the lenslet array 11. For example, each microlens 111 to 11n of the lenslet array 11 is sized to correspond to an
array of 2x1, 4x4 or 10x10 photosensors. A group of photosensors associated with a microlens (or said differently, a
group of photosensors under the microlens) form a micro-image associated with this microlens, each photosensor of
the group of photosensors forming a pixel of the micro-image. Each photosensor of the plurality of photosensors optically
associated with one single microlens enables to acquire raw data representative of a pixel of the scene according to
one position (acquisition of as many parallaxes as pixels). According to a different embodiment, the lens unit 101 and
the camera body 102 collectively form one single body and are assembled without being detachable.
[0021] The lens unit 101 comprises a camera lens 10, also called a main lens or primary lens, which is advantageously
formed of one or more lens elements, only one lens element 10 being depicted in figure 1 for clarity purpose.
[0022] The plenoptic camera 1 is equally of the type 1.0, corresponding to a plenoptic camera wherein the distance
between the lenslet array 11 and the photosensor array 13 is equal to the microlenses focal length, or of the type 2.0
otherwise (also called focused plenoptic camera).
[0023] Figures 2A and 2B provides other examples of a lightfield acquisition device. More specifically, figure 2A and
2B each show a camera array 2A, 2B (also called multi-cameras array), according to two particular embodiments of the
present principles.
[0024] The camera array 2A comprises an array of lenses or micro-lenses, referenced 20, comprising several micro-
lenses referenced 201, 202 to 20p with p being an integer corresponding to the number of micro-lenses, and one or
several sensor arrays, referenced 21. The camera array 2A is without main lens. The array of lenses 20 may be a small
device, which is commonly named a micro-lens array. It is worth noting that the camera array with a single sensor can
be considered as a special case of plenoptic camera where the main lens has an infinite focal. According to a particular
arrangement wherein the number of photosensors is equal to the number of micro-lenses, i.e. one photosensor is optically
associated with one micro-lens, the camera array 20 may be seen as an arrangement of several individual cameras (for
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example micro-cameras) closely spaced from each other, such as a square arrangement (as illustrated in figure 2A) or
a quincunx arrangement for example.
[0025] The camera array 2B corresponds to a rig of individual cameras each comprising a lens and a photosensor
array. The cameras are spaced from each other, for example of a distance equal to a few centimetres or less, for example
5, 7 or 10 cm.
[0026] The lightfield data (forming a so-called lightfield image) obtained with such a camera array 2A or 2B corresponds
to the plurality of views of the scene, i.e. to the final views obtained by demultiplexing and demosaicing of the raw image
obtained with a plenoptic camera such as the plenoptic camera of figure 1. The cameras of the camera array are calibrated
according to any known method, i.e. intrinsic and extrinsic parameters of the cameras are known.
[0027] Figure 3 shows a schematic block diagram illustrating an example of an apparatus 3 for processing lightfield
data. The lightfield data are for example received from the lightfield acquisition device of figure 1 or 2A, 2B. According
to another example, the lightfield data are received from a storage device onto which the lightfield data are stored.
[0028] The apparatus 3 comprises a processor 31, a storage unit 32, an input device 33, a display device 34, and an
interface unit 35 which are connected by a bus 36. Of course, constituent elements of the computer apparatus 3 may
be connected by a connection other than a bus connection using the bus 36.
[0029] The processor 31 controls operations of the apparatus 3. The storage unit 32 stores at least one program to
be executed by the processor 31, and various data, including data of 4D the light field images (lightfield data) captured
and provided by a light field camera, parameters used by computations performed by the processor 31, intermediate
data of computations performed by the processor 31, and so on. The processor 31 may be formed by any known and
suitable hardware, or software, or a combination of hardware and software. For example, the processor 31 may be
formed by dedicated hardware such as a processing circuit, or by a programmable processing unit such as a CPU
(Central Processing Unit) and/or GPUs (Graphical Processing Unit) that executes a program stored in a memory thereof.
[0030] The storage unit 32 may be formed by any suitable storage or means capable of storing the program, data, or
the like in a computer-readable manner. Examples of the storage unit 32 include non-transitory computer-readable
storage media such as semiconductor memory devices, and magnetic, optical, or magneto-optical recording media
loaded into a read and write unit. The program causes the processor 31 to perform a process for processing (e.g. editing
or segmenting) the lightfield data, according to an embodiment of the present disclosure as described hereinafter with
reference to Figure 9.
[0031] The input device 33 may be formed by a keyboard, a pointing device such as a mouse, or the like for use by
the user to input commands, to make user’s selections of objects of interest within the scene. The output device 34 may
be formed by a display device to display, for example, a Graphical User Interface (GUI), images of the focal stack, or a
depth map image. The input device 33 and the output device 34 may be formed integrally by a touchscreen panel, for
example.
[0032] The interface unit 35 provides an interface between the apparatus 3 and an external apparatus. The interface
unit 35 may be communicable with the external apparatus via cable or wireless communication. In this embodiment, the
external apparatus may be a lightfield acquisition device, e.g. a lightfield camera. In this case, data of 4D lightfield images
captured by the lightfield acquisition device can be input from the lightfield acquisition device to the apparatus 3 through
the interface unit 35, then stored in the storage unit 32.
[0033] In this embodiment the apparatus 3 is exemplarily discussed as it is separated from the lightfield acquisition
device, which in one embodiment can communicate with each other via cable or wireless communication. In one em-
bodiment, the apparatus 3 may be integrated with a lightfield acquisition device.
[0034] Although only one processor 31 is shown on figure 3, it must be understood that such a processor may comprise
different modules and units embodying the functions carried out by apparatus 3 according to embodiments of the present
disclosure, such as:

- a module for segmenting the lightfield data, i.e. for grouping elements of the lightfield data according to the object
of the scene they are representative of;

- a module for identifying objects of interest in the scene;
- a module for assessing the depth of objects of interest;
- a module for determining the number of focused images to be associated to each object of interest;
- a depth computation module for calculating depths from the lightfield data set or from a matrix of views generated

from the lightfield data set;
- a computing unit for computing the position of objects of interest in the scene from the calculated depths.

[0035] In alternate embodiment, the modules and units can be embodied in several processors 31 accordingly that
communicate and co-operate with each other.
[0036] Figure 4 shows a first example of lightfield data 4 obtained with the lightfield camera 1 or 2, according to one
embodiment of the present principles. In the example of figure 4, the lightfield data is represented with a collection of
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views 400 to 403, 410 to 413, 420 to 423 and 430 to 433 that are represented with a matrix 4 of 4 rows and 4 columns,
as shown. The two last digit of each reference number for each view indicates the corresponding row and column
associated with the view. For example, the view referenced 400 belongs to the first row having as indicia 0 and to the
first column having as indicia 0 and the view referenced 421 belongs to the third row having as indicia 2 and to the
second column having as indicia 1, the rows being indexed from 0 to 3 and the columns being indexed from 0 to 3.
[0037] Each view 400 to 403, 410 to 413, 420 to 423 and 430 to 433 is an image of the scene according to a particular
point of view, each view being associated with a different point of view. Each view comprises a plurality of pixels, for
example N rows x M columns of pixels (also called elements), each pixel/element having color information associated
with, for example RGB color information or CMY (Cyan, Magenta, and Yellow) color information.
[0038] The views are, for example, obtained directly from the lightfield camera 2, one view being acquired directly
through one lens of the array of lenses 20 or by processing the raw image acquired with the lightfield camera 1, i.e. by
demultiplexing (as described in the article entitled "Accurate Depth Map Estimation from a Lenslet Light Field Camera"
by Hae-Gon Jeon Jaesik Park Gyeongmin Choe Jinsun Park,Yunsu Bok Yu-Wing Tai In So Kweon) and demosaicing
(as described in "Image demosaicing: a systematic survey" by Li, Gunturk and Zhang, Proc. SPIE, vol. 6822, p. 68221J
(2008)) the raw image. The demosaicing enables to recover a full color raw image, i.e. to recover full color information
(for example RGB information) for the pixels of the raw image while the raw image acquired with the plenoptic image
associates only one color component (R, G or B for example) with each pixel. The demultiplexing consists in reorganizing
the pixels of the raw image in such a way that all pixels capturing the light rays with a certain angle of incidence are
stored in the same image creating the so-called sub-aperture images. Each sub-aperture image is a projection of the
scene under a different angle. The set of sub-aperture images creates a block matrix where the central image stores
the pixels capturing the light rays perpendicular to the photosensor array.
[0039] The number of views are not limited to 16 but in alternate embodiments can extend to any integer accordingly
such as 4 views, 10 views, 100 views or n views. The arrangement of the views is not limited to a rectangular matrix
arrangement either and can be of any geometrical shape such as a circular matrix arrangement, a quincunx matrix
arrangement or others.
[0040] The lightfield data comprises a plurality of elements (or pixels), with each element being represented with a 4-
dimensional coordinate, (i.e. two coordinates to identify the view the element belongs to and two other coordinates
provided to identify the location of the element within the view it represents). For example, an element ’i’ of the lightfield
data is represented by the 4 coordinates (si, ti, xi, yi). si and ti correspond to the indices of the view the element ’i’ belongs
to (e.g. si corresponds to the row indicia of the view and ti to the column indicia of the view in the matrix of views). xi and
yi correspond for example to the row indicia and column indicia of the element ’i’ within the view (si, ti), 0 ≤ x ≤ N-1 and
0 ≤ y ≤ M-1.
[0041] A ray of light ri may be associated with the element ’i’, the ray ri being represented with the 4-dimensional
coordinates (si, ti, xi, yi) of the element ’i’. The lightfield data is represented with a set of rays (one ray for one element
of the lightfield data) using the two planes parametrization, the coordinates (s, t) for the first plane and the coordinates
(x, y) for the second plane. The first and second planes are equipped with a 2D coordinate systems which are compatible
in the sense that the base vectors are parallel and the origins lie on a line orthogonal to both first and second planes.
[0042] Figure 5 shows a second example of lightfield data 5 obtained for use with the lightfield camera 1, according
to one embodiment. In the example of figure 5, the lightfield data 5 is a matrix of pixels (also called lightfield data elements)
that may correspond to the raw image acquired with a plenoptic camera such as the one illustrated on figure 1. Microlenses
of the microlens array are each associated with a set of elements, forming a set of micro-images 51 to 58. Each micro-
image comprises a plurality of elements having color information associated with, for example Red, Green or Blue color
information.
[0043] Naturally, the number of microlenses (or equivalently of micro-images) is not limited to 8 but extends to any
integer number, for example 4, 10, 100 microlenses or more. The arrangement of the microlenses is not limited to a
quincunx matrix arrangement but extends to any arrangement, for example a rectangular matrix arrangement.
[0044] The lightfield data comprises a plurality of elements (or pixels), each element being represented with 4-dimen-
sional coordinates, i.e. two coordinates to identify the microlens (or the micro-image) the element is associated with
(respectively belongs to) and two other coordinates to identify the location of the element within the micro-image it
belongs to. For example, an element ’i’ of the lightfield data is represented by the 4 coordinates (si, ti, xi, yi). si and ti
correspond to the indices of the micro-image (i.e. the location of the micro-image within the arrangement of micro-images)
the element ’i’ belongs to (e.g. si corresponds to the row indicia of the micro-image/microlens and ti to the column indicia
of the micro-image/microlens in the matrix of micro-images/microlenses). xi and yi correspond for example to the row
indicia and column indicia of the element ’i’ within the micro-image (si, ti), xi and yi being for example expressed with
regard to the center of the micro-image.
[0045] A ray of light ri may be associated with the element ’i’, the ray ri being represented with the 4-dimensional
coordinates (si, ti, xi, yi) of the element ’i’. The lightfield data may be represented with a set of rays (one ray for one
element of the lightfield data) using the two planes parametrization, the coordinates (s, t) for the first plane and the
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coordinates (x, y) for the second plane. The first and second planes are equipped with a 2D coordinate systems which
are compatible in the sense that the base vectors are parallel and the origins lie on a line orthogonal to both first and
second planes.
[0046] Figure 6 shows the grouping of rays associated with the lightfield data 4, according to one embodiment. Figure
6 shows a first group of rays 600 (also called ray bundle), the origin of each ray of the first group 600 being a same 3D
point 60 of the scene, each ray being associated with an element of the lightfield data, i.e. elements 61 to 68. The
elements 61, 62, 63, 64, 65, 66, 67 and 68 are comprised in the views 400, 401, 402, 410, 411, 412, 420 and 421
respectively. The elements 61 to 68 are called corresponding elements as they all refer to the same point 60 of the scene.
[0047] The origin of a ray ri associated with a given element ’i’ of the lightfield data 4 is determined by using the depth
information D(ri), expressed under the form of a depth value (also denoted D(si, ti, xi, yi)) associated with said given
element. The ray is defined with the 4-dimensional coordinates (si, ti, xi, yi) associated with the element ’i’. The origin of
the ray ri is obtained by travelling along the ray ri, departing from the element ’i’, on the distance corresponding to D(ri).
The origin of the ray ri corresponds to the point of the scene belonging to the ray ri and located at a distance D(ri) from
the element ’i’ along the ray ri.
[0048] A group of rays, for example, are obtained by taking one element 61 having coordinates xi, yi in a reference
view of coordinates si, ti (for example the view 400 with row index 0 and column index 0). The element 61 is projected
into the other views to find the elements in the other views corresponding to the projection of the elements 61. For
example, the projection of the element 61 of the view 400 is the element 62 in the view 401, the element 63 in the view
402, the element 64 in the view 410, the element 65 in the view 411, the element 66 in the view 412, the element 67 in
the view 420 and the element 68 in the view 421. The projection of the element 61 in the other views is for example
obtained by using the depth information associated with the element 61 expressed under the form of a disparity value
(expressed for example in a number of pixel(s)). For example, if the element 62 (that corresponds to the projection of
the element 61 in the view 401) has the coordinates (sj, tj, xj, yj), an associated ray rj and an associated depth information
D(rj) (also denoted D(sj, tj, xj, yj)), the rays ri and rj are considered belonging to the same group when: 

and 

wherein E1 and E2 are determined values (for example threshold values) to consider the imprecision when determining
the projection element for example. E1 and E2 may be a same value or different values and may be for example equal
to a value close to 0, for example 0.01, 0.02 or 0.5.
[0049] According to a variant, it is further checked if: 

and 

 before assigning the rays ri and rj to the same group. This second check enables to check that the element 62 also
projects onto the element 61. If not, it means that an occlusion has been detected and it also prevent two incoherent
depth values to be wrongly assigned to a same group of rays.
[0050] According to an alternate embodiment, in the case where E1=E2=0, the rays ri and rj are considered belonging
to the same group when: 

and 
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and/or 

and 

[0051] The same operations are performed for each projecting element of the element 61 to check if all rays associated
with the projecting elements of the element 61 belong to the same first group of rays, i.e. correspond to a same point of
the scene.
[0052] The elements of a reference view (for example the view 400) are considered one after another and the operations
described hereinabove are performed for each element to generate different groups of rays. Once each and every
element of the reference view have been processed, the remaining elements (i.e. elements for which the associated ray
has not been assigned to a group of rays) of the other views may be processed one after another to test all the elements
of the lightfield data.
[0053] In another embodiment, alternatively the projections of the element 61 in the other views is obtained by deter-
mining the projection of the element 61 in the scene (using intrinsic and extrinsic parameters of the camera used to
acquire the view 400 and the depth value associated with the element 61), the point of the scene corresponding to the
projection of the element 61 being then re-projected into each one of the other views (by using the intrinsic and extrinsic
parameters of the cameras used to acquire the other views). To check for potential occlusion, it is also checked whether
the elements corresponding to the projection of the element 61 project onto the element 61 by using the intrinsic and
extrinsic parameters of the cameras and the depth information associated with the projection elements.
[0054] According to yet another embodiment the origins of the arrays associated with the elements of the lightfield
data are classified according to their 3-dimensional coordinates in the space of the scene. A determined number of
clusters of 3D points is obtained, each cluster corresponding to a group of rays.
[0055] Rays that are not assigned to any group are called free rays as they each correspond to a point of the scene
that is the origin of a single ray (or that is associated with a single element of the lightfield data).
[0056] Figures 7 and 8 show the relationship between two groups of rays, according to one embodiment. Figure 7
shows specifically a part 7 of the lightfield data 4, for example the 4 upper left views 400, 401, 410 and 411 and associated
elements. Elements 61, 62, 64 and 65 and associated rays 601, 602, 603 and 604 respectively are associated with the
same 3D point 60 of the scene, rays 601 to 604 being part of the first group 600 described with regard to figure 6 and
being illustrated with dash lines. Elements 71, 72 and 73, which belongs to the views 400, 401 and 410 respectively,
are associated with the rays 701, 702 and 703 respectively and refer the same 3D point 70 of the scene. The rays 701,
702 and 703 form a second group of rays, or part of it, and are illustrated with solid lines.
[0057] A relationship between two different groups, in one embodiment, is determined when the groups are neighbours.
Two different groups are considered as neighbours when they have at least one element in the neighbourhood of the
elements of each other. Considering a ray of the first group, for example the ray 601, it is searched whether it exists an
element associated with a ray of the second group that is located in the neighbourhood of the element associated with
the element 61 associated with the considered ray 61 of the first group.
[0058] Figure 8 is an embodiment illustrating the neighbourhood of the element 61. In Figure 8, the view 400 comprising
the lightfield element 61 illustrated with a black cell is shown. Elements 81 to 88 are defined to belong to the neighbourhood
of element 61, since they correspond to the same view 400 and are adjacent to element 61. In an alternate embodiment,
only a part of the elements 81 to 88 are considered to belongs to the neighbourhood of the element 61, in this case
particularly elements 82, 84, 86 and 88 (i.e. the elements belonging to the same row or the same column as the element
61 and adjacent to the element 61). According to yet another embodiment, the neighbourhood of the element 61 can
comprise the elements 81 to 88 and the elements which are adjacent to elements 81 to 88. Element 71 belongs to the
same view 400 as that of element 61 and is associated with the ray 701 of the second group which also belongs to the
neighbourhood of that element. The first group of rays and the second group of rays are consequently considered as
being neighbours and a relationship is established between them. To that end, for each ray of the first group a relationship
is established that associates an element with a ray of the second group that is located in the neighbourhood of the
element associated with each ray of the first group. According to the example of figure 7, elements 71, 72 and 73 are
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associated respectively with rays 701, 702 and 703 of the second group, which are in turn in the neighbourhood of
elements 61, 62 and 64 respectively and also associated with the rays 601, 602 and 603 of the first group. In the example
of figure 7, the element 65 associated with the ray 604 of the first group does not have any element associated with a
ray of the second group in its neighbourhood. The relationship between the first group of rays and the second group of
rays is established by calculating the difference between each ray of the first group and the ray of the second group
which is located in the neighbourhood of each ray of the first group, and by summing all their calculated differences.
[0059] The difference between neighbouring rays of the first group and the second group is determined according to
the color difference information existing between the elements associated with the neighbouring rays. For example, the
difference between the rays 601 and 701 corresponds to the difference between the color information of the element
61 and the element 71, the difference between the rays 602 and 702 corresponds to the difference between the color
information of the element 62 and the element 72 and the difference between the rays 603 and 703 corresponds to the
difference between the color information of the element 64 and the element 73. According to a variant, the difference is
determined according to the depth information associated with neighbouring elements of neighbouring rays of the first
and second groups. According to a variant, the difference is determined by taking into account the difference in color
information and the difference in depth information.
[0060] According to one embodiment, a relationship is further established between a determined group of rays and a
free ray located in the neighbourhood of the determined group of rays, i.e. when the free ray is in the neighbourhood of
one of the ray of the determined group of rays. According to a variant, a relationship is established between any group
of rays and any free ray located in the neighbourhood of a group of rays.
[0061] Grouping the rays into a plurality of groups and establishing a relationship between the different groups of rays
and between the different groups of rays and the free rays enable to obtain a simplified representation of the lightfield
(e.g. under the form of a graph) with an amount of data that is less than the amount of data needed when the lightfield
data is represented with each element of the lightfield considered individually.
[0062] Figure 9 shows a flow chart depiction for processing lightfield data 91 that corresponds for example to the
lightfield data 4 or 5, as per one embodiment. In this embodiment, the lightfield data is received from a lightfield acquisition
device, from a storage device or from a server located remotely, e.g. via the Internet. The lightfield data comprises a
plurality of lightfield elements, for example arranged under the form of a matrix of elements (or pixels).
[0063] In a step 92, rays are associated with the elements of the lightfield data 91, the rays being obtained by using
the 4-dimensional coordinates of the elements of the lightfield data. The lightfield data may then be represented with a
set of rays (one ray for one element of the lightfield data) using the two planes parametrization. The 4-dimensional
coordinates associated with a given element of the lightfield correspond for example to the two indices used to identify
the view or the microlens the given element belongs to and two coordinates to identify the location of the given element
within the view/microlens. According to a variant, the 4-dimensional coordinates comprise two coordinates to locate the
given element within the matrix of element (corresponding to the lightfield data) and two angular coordinates.
[0064] In a step 93, the depth information associated with the elements of the lightfield data is determined. The depth
information corresponds for example to a depth value (expressed for example in meter) or to a disparity value (expressed
for example in number of pixels). The depth information is determined for example as described in "Globally consistent
multi-label assignment on the ray space of 4d light fields", by Wanner, Sven, Christoph Straehle, and Bastian Goldluecke,
in Proceedings of the IEEE Conference on Computer Vision and Pattern Recognition, 2013; or in Wanner, Sven, and
Bastian Goldluecke, "Variational light field analysis for disparity estimation and super-resolution.", in Pattern Analysis
and Machine Intelligence, IEEE Transactions on 36.3 (2014): 606-619; or in "The Variational Structure of Disparity and
Regularization of 4D Light Fields", by Bastian Goldluecke, Sven Wanner, in In Proc. International Conference on Com-
puter Vision and Pattern Recognition, 2013; or in "A precise real-time stereo algorithm", by Drazic, Valter, and Neus
Sabater, in Proceedings of the 27th Conference on Image and Vision Computing New Zealand, ACM, 2012.
[0065] In a step 94, the origin of each ray is determined, the origin corresponding to a 3D point of the scene represented
by the lightfield data. Departing from an element of the lightfield data and knowing the depth information associated with
this element, the origin of the ray corresponds to the 3D point of the scene located on the ray at a distance corresponding
to the depth associated with the element along the ray. In other words, a ray is traced from a given element and the
origin is the intersection point between the ray and the scene at a distance corresponding to the depth associated with
the given element along the ray associated with the given element. The same operation is performed for each element
of a part or of the whole lightfield data 91.
[0066] In a step 94, the rays associated with the elements of the lightfield data 91 are grouped, rays having a same
origin in the scene belonging to a same group. Given a light field parametrized using the two plane parametrization, let
ri be a light ray represented by its 4-D coordinates (si,ti,xi,yi). Its local depth measurement is denoted as D(ri) representing
the pixel shift from one view of coordinates (s, t) to an adjacent view (s + δs, t + δt) with δ small. A group of rays (also
called ray bundle) bi is defined as the set of all rays describing the same 3D scene point, according to their depth
measurement D(ri. Formally, two rays ri and rj belong to the same group if and only if xi + (si - sj) 3 D(si,si,xi,yi) = xj (and
idem for the t - y direction) or xi + (si - sj) 3 D(si,si,xi,yi) - xj ≤ ε1, where ε1 corresponds to a determined value close to
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0 or equal to 0.
[0067] In an alternate embodiment, before assigning two rays to the same group of rays, it is checked as whether the
same equality holds backward xj + (sj - si) 3 D(sj,yj,xj,yj) = xi (or xi + (sj - si) 3 D(sj,yj,xj,yj) - xi ≤ ε1). This checking enables
detection of occlusions because an occlusion can be detected when the equality does not hold backward. A ray is called
free when at the end of the ray grouping operation it has not been assigned to any group of rays. Each group of ray is
for example identified with a unique identifier, each free ray being also identified with a unique identifier.
[0068] In a step 95, the lightfield data is processed by using the information relative to the groups of rays and/or the
information relative to the free ray (a free ray may be seen as a group comprising one single ray). The processing may
for example correspond to the detection of occlusion (corresponding to the free rays).
[0069] According to an alternate embodiment, the processing may correspond to a segmenting of the lightfield data.
To reach that aim of segmenting, the relationship between the groups of rays and the free rays may be determined. A
set R is defined as containing all free rays and a super set B as containing all groups of rays. In this setup, if LF denotes
the set of all rays (i.e the light field), regardless if they are free or not, then LF = R ∪ B.
To define the neighboring relationship between free rays and ray bundles, let N(ri) the 4-connect neighborhood of ri on
each view, that is to say the set of rays {rj,rk,rl,rm} with

• rj of coordinates (si,ti,xi - 1,yi)
• rk of coordinates (si,ti,xi + 1,yi)
• rl of coordinates (si,ti,xi,yi - 1)
• rm of coordinates (si,ti,xi,yi + 1)

[0070] One free ray ri is neighbor a ray bundle bi if and only if one ray element of bi is neighbour of ri (i.e. ri ∈ N(bi) ⇔
bi ∩ N(ri) ≠ Ø. Similarly, two groups of ray bi and bj, are neighbours if they have at least one element in the neighborhood
of the elements of each other (i.e. bj ∈ N(bi) ⇔ ∃ ri ∈ bi | ri ∈ N(bj)). A graph G = {V, F} may be built such that each node
of the graph corresponds to one element of R and B (abusing of the notation V = B ∪ R), and the edges are defined by
the neighbouring relationship between two rays, two groups, and between rays and groups (E = (ri,rj)|rj ∈ N(ri) ∪ (bi,ri)|ri
∈ N(bi) ∪ (b_i,b_j)|bi ∈ N(bj)). Such an approach enables to reduce significantly the amount of data at the input of RMF
(Random Markov Field) algorithms for example. Indeed, using the well-known Graph-Cut Algorithm using maximum
flow, typical solving complexity is 0(f|E|) or 0(|V||E|2) with f the maximum flow and |V|, |E| the number of nodes and
edges. The determining of the free rays avoids issues related to the occlusions and avoids artifacts in the depth map.
[0071] One possible use of the representation of the lightfield data with nodes (i.e. groups or rays and free rays) and
edges (relationship between the groups of nodes and free rays) is image multilabel segmentation using graph cuts. If L
corresponds to the labelling function that assign a label α to each free ray and ray group. The energy that is sought to
be minimized is of the form: 

Where U denotes the data terms and P the smoothness terms. As, in conventional, non-iterative graph cut, m is the
user-tuned coefficient that enforce more label consistency between neighborhood free rays or groups of rays. The data
term for the free rays and color group may be defined using Gaussian Mixture Model (GMM) for instance. Given the
light field, a scribble image is obtained by user interaction. The user provides different colors over the object he/she
wants to segment. As in conventional graph cut, the scribbles need to cover the different parts of different color of each
object.
The color of a ray is denoted Lf(ri) and the color of a ray group is the average of the rays it comprises:

 S is called the scribble image of the same size as the view of coordinates (s,t) used for editing.

Each element/pixel value under a scribble represent a label code (from 1 to the number of scribbles) and 0 otherwise.
If Π denotes the probability of a ray or bundle to belong to an object α according to the learn GMM and its color, the
data term of a ray r_i for a label α is then defined as the negative log likelihood of the ray color forward probability. The
input scribbles is used as a hard constraint by setting to 0 and ∞ the unary term of a free ray under a scribble: 
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Similarly, a group/bundle data term is defined as: 

The pairwise probability is defined for pairs of free rays and between a free ray and groups of rays as in a conventional
color continuity: 

Where σ the local color variance, ΔE the CIELab color distance. For the pairs of ray groups, the pairwise term is defined
from the sum of the rays of each bundle that are neighbor to each other: 

The energy is then minimized efficiently using alpha expansion, as described for example in "Fast approximate energy
minimization via graph cuts", by Boykov Yuri, Olga Veksler and Ramin Zabih in Pattern Analysis and Machine Intelligence,
IEEE Transactions on 23.11.2001: 1222-1239.
[0072] Figure 10 diagrammatically illustrates a hardware embodiment of a telecommunication device 100, correspond-
ing for example in one embodiment to a mobile device such as a smartphone, a tablet or other similar devices that
embody a lightfield camera as per one embodiment.
[0073] In the embodiment provided by Figure 10, a telecommunication device 100 is shown that comprises the following
elements, connected to each other by a bus 1004 of addresses and data that also transports a clock signal:

- a microprocessor 1001 (or CPU),
- a non-volatile memory of ROM (Read Only Memory) type 1002,
- a Random Access Memory or RAM 1003,
- a radio interface 1006,
- an interface 1005 adapted for the transmission of data,
- a lightfield camera 1007, corresponding for example to the plenoptic camera 1 of figure 1 or to the multi-camera

array 2 of figure 2,
- an MMI (Man Machine Interface) 1008 adapted for displaying information for a user and/or inputting data or param-

eters.

[0074] It is noted that the word "register" used in the description of memories 1002 and 1003 designates in each of
the memories mentioned, a memory zone of low capacity as well as a memory zone of large capacity (enabling a whole
programme to be stored or all or part of the data representing data received and decoded).
[0075] The memory ROM 1002 comprises in particular a "prog" program.
[0076] The algorithms implementing the steps of the method specific to the present disclosure and described below
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are stored in the ROM 1002 memory associated with the telecommunication device 100 implementing these steps.
When powered up, the microprocessor 1001 loads and runs the instructions of these algorithms.
[0077] The random access memory 1003 notably comprises:

- in a register, the operating programme of the microprocessor 1001 responsible for switching on the telecommuni-
cation device 100,

- reception parameters (for example parameters for modulation, encoding, MIMO, recurrence of frames),
- transmission parameters (for example parameters for modulation, encoding, MIMO, recurrence of frames),
- incoming data corresponding to the data received and decoded by the receiver 1006,
- decoded data formed to be transmitted at the interface to the application 1005,
- parameters of the lightfield camera,
- lightfield data forming the raw image and/or the views,
- data representative of groups of rays and/or free rays,
- information representative of depth, e.g. comprised in a depth map.

[0078] Other structures of the telecommunication device 100 than those described with respect to figure 100 are
compatible with the present disclosure. In particular, according to variants, the telecommunication device may be im-
plemented according to a purely hardware realisation, for example in the form of a dedicated component (for example
in an ASIC (Application Specific Integrated Circuit) or FPGA (Field-Programmable Gate Array) or VLSI (Very Large
Scale Integration) or of several electronic components embedded in an apparatus or even in a form of a mix of hardware
elements and software elements.
[0079] The radio interface 1006 and the interface 1005 are for example adapted for the reception and transmission
of signals according to one or several telecommunication standards such as IEEE 802.11 (Wi-Fi), standards compliant
with the IMT-2000 specifications (also called 3G), with 3GPP LTE (also called 4G), IEEE 802.15.1 (also called Bluetooth)...
[0080] In an alternate embodiment, the telecommunication device does not include any ROM but only RAM, the
algorithms implementing the steps of the method specific to the present disclosure and described with regard to figure
9 being stored in the RAM. According to another variant, the telecommunication device 100 comprises a SSD (Solid-
State Drive) memory instead of the ROM and/or the RAM.
[0081] Naturally, the present disclosure is not limited to the embodiments previously described.
[0082] In particular, the present disclosure is not limited to an apparatus configured to process lightfield data or to a
method of processing lightfield data but also extends to a method/apparatus for displaying the representation of the
lightfield data and/or to reconstruct one or more views of the scene or part of the scene, for example background part
of the scene by removing foreground objects and by using the information relative to the groups of rays and/or the depth
information stored in the depth map or to any device comprising such an apparatus or implementing such method(s),
for example a telecommunication device.
[0083] Telecommunication devices includes, for example, smartphones, smartwatches, tablets, computers, mobile
phones, portable/personal digital assistants ("PDAs"), see-through glasses, Head-Mounted Display (HMD) and other
devices that facilitate communication of information between end-users but also set-top-boxes.
[0084] The method of obtaining a depth map described herein may be implemented by instructions being performed
by a processor, and such instructions (and/or data values produced by an implementation) may be stored on a processor-
readable medium such as, for example, an integrated circuit, a software carrier or other storage device such as, for
example, a hard disk, a compact diskette ("CD"), an optical disc (such as, for example, a DVD, often referred to as a
digital versatile disc or a digital video disc), a random access memory ("RAM"), or a read-only memory ("ROM"). The
instructions may form an application program tangibly embodied on a processor-readable medium. Instructions may be,
for example, in hardware, firmware, software, or a combination. Instructions may be found in, for example, an operating
system, a separate application, or a combination of the two. A processor may be characterized, therefore, as, for example,
both a device configured to carry out a process and a device that includes a processor-readable medium (such as a
storage device) having instructions for carrying out a process. Further, a processor-readable medium may store, in
addition to or in lieu of instructions, data values produced by an implementation.
[0085] As will be evident to one of skill in the art, implementations may produce a variety of signals formatted to carry
information that may be, for example, stored or transmitted. The information may include, for example, instructions for
performing a method, or data produced by one of the described implementations. For example, a signal may be formatted
to carry as data the rules for writing or reading the syntax of a described embodiment, or to carry as data the actual
syntax-values written by a described embodiment. Such a signal may be formatted, for example, as an electromagnetic
wave (for example, using a radio frequency portion of spectrum) or as a baseband signal. The formatting may include,
for example, encoding a data stream and modulating a carrier with the encoded data stream. The information that the
signal carries may be, for example, analog or digital information. The signal may be transmitted over a variety of different
wired or wireless links, as is known. The signal may be stored on a processor-readable medium.
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[0086] A number of implementations have been described. Nevertheless, it will be understood that various modifications
may be made. For example, elements of different implementations may be combined, supplemented, modified, or
removed to produce other implementations. Additionally, one of ordinary skill will understand that other structures and
processes may be substituted for those disclosed and the resulting implementations will perform at least substantially
the same function(s), in at least substantially the same way(s), to achieve at least substantially the same result(s) as
the implementations disclosed. Accordingly, these and other implementations are contemplated by this application.

Claims

1. A method of processing lightfield data (4) representative of a scene, said lightfield data comprising a plurality of
elements organized in a set of views of the scene, 4-dimensional coordinates being associated with each element
of said plurality of elements, wherein the method comprises:

- associating a ray (601) with each element (61), said ray being obtained from the 4-dimensional coordinates
associated with each said element (61);
- determining a depth information for each said element (61);
- determining an origin (60) of each said ray in the scene according to said depth information;
- grouping rays (600) with a same origin in the scene to form a plurality of groups;
- for at least one pair of groups of said plurality of groups, establishing a relationship between a first group of
rays and a second group of rays forming said at least one pair, a weight being associated with said relationship
and determined by:

+ for each ray of said first group, calculating a difference between a ray of said second group and said ray
of said first group, when the element associated with said ray of said second group is comprised in a
neighborhood of the element associated with said ray of said first group;
+ determining said weight by summing said differences;

- graph-based processing said lightfield data (4) according to said plurality of groups and said relationship,
graph nodes of the graph being based on said groups and graph edges of the graph being based on said
relationship.

2. The method according to claim 1, wherein a first ray referenced ’i’ and represented with 4-dimensional coordinates
(si, ti, xi; yi) and a second ray referenced ’j’ and represented with 4-dimensional coordinates (sj, tj, xj, yj) are grouped
in a same group of said plurality of groups when: 

and 

wherein D(si, ti, xi; yi) corresponds to the depth information associated with said first ray, E1 corresponds to a
first determined value and E2 corresponds to a second determined value,
wherein xi; yi (respectively xj, yj) correspond to the coordinates of the element associated with the first ray
(respectively the second ray) in a reference view of coordinates si, ti (respectively sj, tj) in said set of views.

3. The method according to claim 2, wherein said first ray and said second ray are grouped in said same group when
following conditions are further met: 

and 
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wherein D(sj, tj, xj, yj) corresponds to the depth information associated with said second ray.

4. The method according to one of claims 1 to 3, further comprising determining rays not being assigned to a group
of said plurality of groups.

5. The method according to claim 1, wherein the processing comprises segmenting said lightfield data according to
said relationship.

6. A device (3) adapted to process lightfield data representative of a scene, said lightfield data comprising a plurality
of elements organized in a set of views of the scene, 4-dimensional coordinates being associated with each element
of said plurality of elements, wherein the device comprises at least one processor configured to:

- associate a ray with each element, said ray being obtained from the 4-dimensional coordinates associated
with said each element;
- determine a depth information for said each element;
- determine an origin of each said ray in the scene according to said depth information;
- group rays with a same origin in the scene so as to form a plurality of groups;
- for at least one pair of groups of said plurality of groups, establish a relationship between a first group of rays
and a second group of rays forming said at least one pair, a weight being associated with said relationship and
determined by:

+ for each ray of said first group, calculating a difference between a ray of said second group and said ray
of said first group, when the element associated with said ray of said second group is comprised in a
neighborhood of the element associated with said ray of said first group;
+ determining said weight by summing said differences;

- graph-based process said lightfield data according to said plurality of groups and said relationship, graph
nodes of the graph being based on said groups and graph edges of the graph being based on said relationship.

7. The device according to claim 6, wherein said at least one processor is configured to group a first ray referenced
’i’ and represented with 4-dimensional coordinates (si, ti, xi; yi) and a second ray referenced ’j’ and represented with
4-dimensional coordinates (sj, tj, xj, yj) in a same group of said plurality of groups when: 

and 

wherein D(si, ti, xi; yi) corresponds to the depth information associated with said first ray, E1 corresponds to a
first determined value and E2 corresponds to a second determined value,
wherein xi; yi (respectively xj, yj) correspond to the coordinates of the element associated with the first ray
(respectively the second ray) in a reference view of coordinates si, ti (respectively sj, tj) in said set of views.

8. The device according to claim 7, wherein said at least one processor is configured to group said first ray and said
second ray in said same group when following conditions are further met: 

and 
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wherein D(sj, tj, xj, yj) corresponds to the depth information associated with said second ray.

9. The device according to one of claims 6 to 8, wherein said at least one processor is further configured to determine
rays not being assigned to a group of said plurality of groups.

10. The device according to claim 6, wherein the at least one processor is further configured to segment said lightfield
data according to said relationship.

11. A multimedia terminal comprising a lightfield acquisition device and the device according to one of claims 6 to 10.

12. A computer program product comprising instructions of program code for executing the method according to any
one of claims 1 to 5, when said program is executed on a computer.

13. A processor readable medium having stored therein instructions for causing a processor to perform the operations
of the method according to any one of claims 1 to 5.

Patentansprüche

1. Verfahren zum Verarbeiten von Lichtfelddaten (4), die für eine Szene repräsentativ sind, wobei die Lichtfelddaten
mehrere Elemente umfassen, die in einem Satz von Ansichten der Szene organisiert sind, wobei 4-dimensionale
Koordinaten mit jedem Element der mehreren Elemente zugeordnet sind, wobei das Verfahren umfasst:

- Verknüpfen eines Strahls (601) mit jedem Element (61), wobei der Strahl aus den 4-dimensionalen Koordinaten
erhalten wird, die mit jedem Element (61) verknüpft;
- Bestimmen einer Tiefeninformation für jedes Element (61);
- Bestimmen eines Ursprungs (60) jedes Strahls in der Szene gemäß der Tiefeninformation;
- Gruppieren von Strahlen (600) desselben Ursprungs in der Szene, um mehrere Gruppen zu bilden;
- für mindestens ein Paar von Gruppen der mehreren Gruppen, Herstellen einer Beziehung zwischen einer
ersten Gruppe von Strahlen und einer zweiten Gruppe von Strahlen, die das mindestens eine Paar bilden,
wobei ein Gewicht mit der Beziehung verknüpft wird und bestimmt wird durch:

+ für jeden Strahl der ersten Gruppe, Berechnen einer Differenz zwischen einem Strahl der zweiten Gruppe
und dem Strahl der ersten Gruppe, wenn sich das mit dem Strahl der zweiten Gruppe verknüpfte Element
in einer Nachbarschaft des mit dem Strahl der ersten Gruppe verknüpften Elements befindet;
+ Bestimmen des Gewichts durch Summieren der Differenzen;

- Graph-basiertes Verarbeiten der Lichtfelddaten (4) gemäß den mehreren Gruppen und der Beziehung, wobei
Graphknoten des Graphen auf den Gruppen basieren und Graphkanten des Graphen auf der Beziehung ba-
sieren.

2. Verfahren nach Anspruch 1, wobei ein erster Strahl, der mit "i" bezeichnet wird und mit 4-dimensionalen Koordinaten
(si, ti, xi, yi) dargestellt wird, und ein zweiter Strahl, der mit "j" bezeichnet wird und mit 4-dimensionalen Koordinaten
(sj, tj, xj, yj) dargestellt wird, in derselben Gruppe der mehreren Gruppen gruppiert werden, wenn: 

und 

wobei D(si, ti, xi, yi) der mit dem ersten Strahl verknüpften Tiefeninformation entspricht, E1 einem ersten be-
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stimmten Wert entspricht, und E2 einem zweiten bestimmten Wert entspricht,
wobei xi, yi, (bzw. xj, yj) den Koordinaten des Elements entsprechen, das mit dem ersten Strahl (bzw. dem
zweiten Strahl) in einer Referenzansicht der Koordinaten si, ti (bzw. sj, tj) in dem Satz von Ansichten verknüpft ist.

3. Verfahren nach Anspruch 2, wobei der erste Strahl und der zweite Strahl in derselben Gruppe gruppiert werden,
wenn des Weiteren die folgenden Bedingungen erfüllt sind: 

und 

wobei D(sj, tj, xj, yj) der mit dem zweiten Strahl verknüpften Tiefeninformation entspricht.

4. Verfahren nach einem der Ansprüche 1 bis 3, das des Weiteren das Bestimmen von Strahlen umfasst, die keiner
Gruppe der mehreren Gruppen zugeordnet sind.

5. Verfahren nach Anspruch 1, wobei das Verarbeiten das Segmentieren der Lichtfelddaten gemäß der Beziehung
umfasst.

6. Vorrichtung (3), die zum Verarbeiten von Lichtfelddaten ausgelegt ist, die für eine Szene repräsentativ sind, wobei
die Lichtfelddaten mehrere Elemente umfassen, die in einem Satz von Ansichten der Szene organisiert sind, wobei
4-dimensionale Koordinaten mit jedem Element der mehreren Elemente zugeordnet sind, wobei die Vorrichtung
mindestens einen Prozessor umfasst, der konfiguriert ist zum:

- Verknüpfen eines Strahls mit jedem Element, wobei der Strahl aus den 4-dimensionalen Koordinaten erhalten
wird, die mit jedem Element verknüpft sind;
- Bestimmen einer Tiefeninformation für jedes Element;
- Bestimmen eines Ursprungs jedes Strahls in der Szene gemäß der Tiefeninformation;
- Gruppieren von Strahlen desselben Ursprungs in der Szene, um mehrere Gruppen zu bilden;
- für mindestens ein Paar von Gruppen der mehreren Gruppen, Herstellen einer Beziehung zwischen einer
ersten Gruppe von Strahlen und einer zweiten Gruppe von Strahlen, die das mindestens eine Paar bilden,
wobei ein Gewicht mit der Beziehung verknüpft wird und bestimmt wird durch:

+ für jeden Strahl der ersten Gruppe, Berechnen einer Differenz zwischen einem Strahl der zweiten Gruppe
und dem Strahl der ersten Gruppe, wenn sich das mit dem Strahl der zweiten Gruppe verknüpfte Element
in einer Nachbarschaft des mit dem Strahl der ersten Gruppe verknüpften Elements befindet;
+ Bestimmen des Gewichts durch Summieren der Differenzen;

- Graph-basierten Verarbeiten der Lichtfelddaten gemäß den mehreren Gruppen und der Beziehung, wobei
Graphknoten des Graphen auf den Gruppen basieren und Graphkanten des Graphen auf der Beziehung ba-
sieren.

7. Vorrichtung nach Anspruch 6, der mindestens eine Prozessor so konfiguriert ist, dass er einen ersten Strahl, der
mit "i" bezeichnet wird und mit 4-dimensionalen Koordinaten (si, ti, xi, yi) dargestellt wird, und einen zweiten Strahl,
der mit "j" bezeichnet wird und mit 4-dimensionalen Koordinaten (sj, tj, xj, yj) dargestellt wird, in derselben Gruppe
der mehreren Gruppen gruppiert, wenn: 

und 
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wobei D(si, ti, xi, yi) der mit dem ersten Strahl verknüpften Tiefeninformation entspricht, E1 einem ersten be-
stimmten Wert entspricht, und E2 einem zweiten bestimmten Wert entspricht,
wobei xi, yi, (bzw. xj, yj) den Koordinaten des Elements entsprechen, das mit dem ersten Strahl (bzw. dem
zweiten Strahl) in einer Referenzansicht der Koordinaten si, ti (bzw. sj, tj) in dem Satz von Ansichten verknüpft ist.

8. Vorrichtung nach Anspruch 7, wobei der mindestens eine Prozessor so konfiguriert ist, dass er den ersten Strahl
und den zweiten Strahl in derselben Gruppe gruppiert, wenn des Weiteren die folgenden Bedingungen erfüllt sind: 

und 

wobei D(sj, tj, xj, yj) der mit dem zweiten Strahl verknüpften Tiefeninformation entspricht.

9. Vorrichtung nach einem der Ansprüche 6 bis 8, wobei der mindestens eine Prozessor des Weiteren so konfiguriert
ist, dass er Strahlen bestimmt, die keiner Gruppe der mehreren Gruppen zugeordnet sind.

10. Vorrichtung nach Anspruch 6, wobei der mindestens eine Prozessor des Weiteren so konfiguriert ist, dass er die
Lichtfelddaten gemäß der Beziehung segmentiert.

11. Multimedia-Endgerät, das eine Lichtfelderfassungsvorrichtung und die Vorrichtung nach einem der Ansprüche 6
bis 10 umfasst.

12. Computerprogrammprodukt, das Programmcode-Instruktionen zum Ausführen des Verfahrens nach einem der An-
sprüche 1 bis 5 enthält, wenn das Programm auf einem Computer ausgeführt wird.

13. Prozessorlesbares Medium, auf dem Instruktionen gespeichert sind, um einen Prozessor zu veranlassen, die Ope-
rationen des Verfahrens nach einem der Ansprüche 1 bis 5 durchzuführen.

Revendications

1. Procédé de traitement de données de champ lumineux (4) représentatives d’une scène, lesdites données de champ
lumineux comprenant une pluralité d’éléments organisés dans un ensemble de vues de la scène, des coordonnées
quadridimensionnelles étant associées à chaque élément de ladite pluralité d’éléments, dans lequel le procédé
comprend :

- l’association d’un rayon (601) à chaque élément (61), ledit rayon étant obtenu à partir des coordonnées
quadridimensionnelles associées à chaque dit élément (61) ;
- la détermination d’une information de profondeur pour chaque dit élément (61) ;
- la détermination d’une origine (60) de chaque dit rayon dans la scène en fonction de ladite information de
profondeur ;
- le groupement de rayons (600) avec une même origine dans la scène pour former une pluralité de groupes ;
- pour au moins une paire de groupes de ladite pluralité de groupes, l’établissement d’une relation entre un
premier groupe de rayons et un deuxième groupe de rayons formant ladite au moins une paire, un poids étant
associé à ladite relation et déterminé par :

+ pour chaque rayon dudit premier groupe, le calcul d’une différence entre un rayon dudit deuxième groupe
et ledit rayon dudit premier groupe, lorsque l’élément associé audit rayon dudit deuxième groupe est compris
dans un voisinage de l’élément associé audit rayon dudit premier groupe ;
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+ la détermination dudit poids par la sommation desdites différences ;

- le traitement basé sur graphique desdites données de champ lumineux (4) en fonction de ladite pluralité de
groupes et ladite relation, des nœuds de graphique du graphique étant basés sur lesdits groupes et des bords
de graphique du graphique étant basés sur ladite relation.

2. Procédé selon la revendication 1, dans lequel un premier rayon référencé « i » et représenté par des coordonnées
quadridimensionnelles (si, ti, xi, yi) et un deuxième rayon référencé « j » et représenté par des coordonnées qua-
dridimensionnelles (sj, tj, xj, yj) sont groupés dans un même groupe de ladite pluralité de groupes lorsque : 

et 

dans lequel D(si, ti, xi, yi) correspond à l’information de profondeur associée audit premier rayon, E1 correspond
à une première valeur déterminée et E2 correspond à une deuxième valeur déterminée,
dans lequel xi, yi (respectivement xj, yj) correspondent aux coordonnées de l’élément associé au premier rayon
(respectivement deuxième rayon) dans une vue de référence des coordonnées si, ti (respectivement sj, tj) dans
ledit ensemble de vues.

3. Procédé selon la revendication 2, dans lequel ledit premier rayon et ledit deuxième rayon sont groupés dans ledit
même groupe lorsque les conditions suivantes sont en outre satisfaites : 

et 

dans lequel D(sj, tj, xj, yj) correspond à l’information de profondeur associée audit deuxième rayon.

4. Procédé selon l’une des revendications 1 à 3, comprenant en outre la détermination de rayons n’étant pas assignés
à un groupe de ladite pluralité de groupes.

5. Procédé selon la revendication 1, dans lequel le traitement comprend la segmentation desdites données de champ
lumineux en fonction de ladite relation.

6. Dispositif (3) apte à traiter des données de champ lumineux représentatives d’une scène, lesdites données de
champ lumineux comprenant une pluralité d’éléments organisés dans un ensemble de vues de la scène, des
coordonnées quadridimensionnelles étant associées à chaque élément de ladite pluralité d’éléments, dans lequel
le dispositif comprend au moins un processeur configuré pour :

- associer un rayon à chaque élément, ledit rayon étant obtenu à partir des coordonnées quadridimensionnelles
associées à chaque dit élément ;
- déterminer une information de profondeur pour chaque dit élément ;
- déterminer une origine de chaque dit rayon dans la scène en fonction de ladite information de profondeur ;
- grouper des rayons avec une même origine dans la scène pour former une pluralité de groupes ;
- pour au moins une paire de groupes de ladite pluralité de groupes, établir une relation entre un premier groupe
de rayons et un deuxième groupe de rayons formant ladite au moins une paire, un poids étant associé à ladite
relation et déterminé par :
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+ pour chaque rayon dudit premier groupe, le calcul d’une différence entre un rayon dudit deuxième groupe
et ledit rayon dudit premier groupe, lorsque l’élément associé audit rayon dudit deuxième groupe est compris
dans un voisinage de l’élément associé audit rayon dudit premier groupe ;
+ la détermination dudit poids par la sommation desdites différences ;

- traiter à base de graphique lesdites données de champ lumineux en fonction de ladite pluralité de groupes et
ladite relation, des nœuds de graphique du graphique étant basés sur lesdits groupes et des bords de graphique
du graphique étant basés sur ladite relation.

7. Dispositif selon la revendication 6, dans lequel ledit au moins un processeur est configuré pour grouper un premier
rayon référencé « i » et représenté par des coordonnées quadridimensionnelles (si, ti, xi, yi) et un deuxième rayon
référencé « j » et représenté par des coordonnées quadridimensionnelles (sj, tj, xj, yj) dans un même groupe de
ladite pluralité de groupes lorsque : 

et 

dans lequel D(si, ti, xi, yi) correspond à l’information de profondeur associée audit premier rayon, E1 correspond
à une première valeur déterminée et E2 correspond à une deuxième valeur déterminée,
dans lequel xi, yi (respectivement xj, yj) correspondent aux coordonnées de l’élément associé au premier rayon
(respectivement deuxième rayon) dans une vue de référence des coordonnées si, ti (respectivement sj, tj) dans
ledit ensemble de vues.

8. Dispositif selon la revendication 7, dans lequel ledit au moins un processeur est configuré pour grouper ledit premier
rayon et ledit deuxième rayon dans ledit même groupe lorsque les conditions suivantes sont en outre satisfaites : 

et 

dans lequel D(sj, tj, xj, yj) correspond à l’information de profondeur associée audit deuxième rayon.

9. Dispositif selon l’une des revendications 6 à 8, dans lequel ledit au moins un processeur est en outre configuré pour
déterminer des rayons n’étant pas assignés à un groupe de ladite pluralité de groupes.

10. Dispositif selon la revendication 6, dans lequel l’au moins un processeur est en outre configuré pour segmenter
lesdites données de champ lumineux en fonction de ladite relation.

11. Terminal multimédia comprenant un dispositif d’acquisition de champ lumineux et le dispositif selon l’une des re-
vendications 6 à 10.

12. Produit de programme informatique comprenant des instructions de code de programme pour exécuter le procédé
selon l’une quelconque des revendications 1 à 5, lorsque ledit programme est exécuté sur un ordinateur.

13. Support lisible par processeur sur lequel sont stockées des instructions pour amener un processeur à réaliser les
opérations du procédé selon l’une quelconque des revendications 1 à 5.



EP 3 220 352 B1

20



EP 3 220 352 B1

21



EP 3 220 352 B1

22



EP 3 220 352 B1

23



EP 3 220 352 B1

24



EP 3 220 352 B1

25



EP 3 220 352 B1

26

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Non-patent literature cited in the description

• Accurate Depth Map Estimation from a Lenslet Light
Field Camera. Yunsu Bok Yu-Wing Tai [0038]

• LI ; GUNTURK ; ZHANG. Image demosaicing: a sys-
tematic survey. Proc. SPIE, 2008, vol. 6822, 68221J
[0038]

• WANNER, SVEN ; CHRISTOPH STRAEHLE ;
BASTIAN GOLDLUECKE. Globally consistent mul-
ti-label assignment on the ray space of 4d light fields.
Proceedings of the IEEE Conference on Computer
Vision and Pattern Recognition, 2013 [0064]

• WANNER, SVEN ; BASTIAN GOLDLUECKE. Var-
iational light field analysis for disparity estimation and
super-resolution. Pattern Analysis and Machine In-
telligence, IEEE Transactions on 36.3, 2014, 606-619
[0064]

• BASTIAN GOLDLUECKE ; SVEN WANNER. The
Variational Structure of Disparity and Regularization
of 4D Light Fields. Proc. International Conference on
Computer Vision and Pattern Recognition, 2013
[0064]

• A precise real-time stereo algorithm’’, by Drazic, Val-
ter, and Neus Sabater. Proceedings of the 27th Con-
ference on Image and Vision Computing New Zea-
land. ACM, 2012 [0064]

• BOYKOV YURI ; OLGA VEKSLER ; RAMIN ZABIH.
Fast approximate energy minimization via graph cuts.
Pattern Analysis and Machine Intelligence, IEEE
Transactions on 23.11.2001, 23 November 2001,
1222-1239 [0071]


	bibliography
	description
	claims
	drawings
	cited references

