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Description

TECHNICAL FIELD

[0001] The subject application relates to a base station
and a radio terminal used in a mobile communication
system.

BACKGROUND ART

[0002] In the 3rd Generation Partnership Project
(3GPP), which is a mobile communication system stand-
ardization project, the formulation of specifications of a
Device to Device Proximity Service (D2D ProSe) is pro-
moted.
[0003] As modes of the D2D ProSe, two modes includ-
ing direct discovery and direct communication are de-
fined.
[0004] Here, the direct discovery is a mode for search-
ing for another radio terminal by directly transmitting, be-
tween radio terminals, a discovery signal without a spec-
ified specific destination. The direct communication is a
mode for directly transmitting data between radio termi-
nals by specifying a specific destination (destination
group).

CITATION LIST

NON PATENT LITERATURE

[0005] Non Patent Literature 1: 3GPP Technical Re-
port "TS 36.300 V12.5.0" March 25, 2015 discusses var-
ious aspects of support for ProSe direct communication
and for ProSe direct discovery.
ERICSSON: 3GPP DRAFT; R2-142407 discusses dis-
covery resource allocation and proposes further devel-
opments.
US 2014/133332 A1 relates to a method of performing
ProSe by a Public Safety ProSe-enabled UE in a cellular
communication system.
WO 2013/120267 A1 relates to an apparatus, a method
and a computer program product for controlling D2D
communication depending on the location of the device.
FUJITSU: 3GPP DRAFT; R2-143146 discusses several
issues related to discovery resource allocation.

SUMMARY OF INVENTION

[0006] The invention is set out in the appended claims.
[0007] A base station according to an example man-
ages a cell operated in a first frequency band. The base
station comprises: a receiver configured to receive, from
a radio terminal connecting to the cell, a message re-
questing permission for the radio terminal to transmit a
discovery signal in a second frequency band different
from the first frequency band; and a controller configured
to determine whether to permit transmission of the dis-
covery signal in the second frequency band.

[0008] A radio terminal according to an example con-
nects to a cell operated in a first frequency band. The
radio terminal comprises: a controller configured to trans-
mit, to a base station configured to manage the cell, a
message requesting permission for transmitting a dis-
covery signal in a second frequency band different from
the first frequency band.

BRIEF DESCRIPTION OF DRAWINGS

[0009]

Fig. 1 is a configuration diagram of a Long Term Ev-
olution (LTE) system.
Fig. 2 is a protocol stack diagram of a radio interface
in the LTE system.
Fig. 3 is a configuration diagram of a radio frame
used in the LTE system.
Fig. 4 is a protocol stack diagram of "Sidelink Direct
Discovery".
Fig. 5 is a block diagram of user equipment (UE) 100.
Fig. 6 is a block diagram of an evolved Node-B (eNB)
200.
Fig. 7 is a sequence diagram for illustrating an op-
eration according to an embodiment.
Fig. 8 is a diagram for illustrating an operation ac-
cording to the embodiment.

DESCRIPTION OF EMBODIMENTS

[Overview of Embodiment]

[0010] Nevertheless, in the present circumstances, the
D2D ProSe may fail to be effectively utilized because
specifications for effectively utilizing the D2D ProSe re-
laying have not been adequately formulated.
[0011] A base station according to an embodiment
manages a cell operated in a first frequency band. The
base station comprises: a receiver configured to receive,
from a radio terminal connecting to the cell, a message
requesting permission for the radio terminal to transmit
a discovery signal in a second frequency band different
from the first frequency band; and a controller configured
to determine whether to permit transmission of the dis-
covery signal in the second frequency band.
[0012] The controller may determine whether to permit
transmission of the discovery signal in the second fre-
quency band, by regarding, as the message, a predeter-
mined message including information indicating that the
discovery signal is transmitted for public safety.
[0013] The message may include information indicat-
ing a reception level of a radio signal received by the
radio terminal from the cell.
[0014] The controller may permit transmission of the
discovery signal if the reception level is less than a thresh-
old value.
[0015] The controller may transmit, to the radio termi-
nal, a response message indicating whether to permit
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transmission of the discovery signal in the second fre-
quency band.
[0016] The response message may include resource
information that specifies a radio resource used in trans-
mission of the discovery signal. The response message
may include pool information that specifies a predeter-
mined resource pool including a radio resource used in
transmission of the discovery signal.
[0017] The predetermined resource pool is part of a
resource pool pre-configured in the radio terminal.
[0018] A radio terminal according to an example con-
nects to a cell operated in a first frequency band. The
radio terminal comprises: a controller configured to trans-
mit, to a base station configured to manage the cell, a
message requesting permission for transmitting a dis-
covery signal in a second frequency band different from
the first frequency band.
[0019] The controller may transmit, as the message, a
predetermined message including information indicating
that the discovery signal is transmitted for public safety.
[0020] The controller may transmit the message only
if a reception level of a radio signal from the cell is less
than a threshold value.
[0021] The controller may include information indicat-
ing a reception level of a radio signal from the cell, in the
message.
[0022] The radio terminal may further comprise a re-
ceiver configured to receive, from the cell, a response
message indicating whether to permit transmission of the
discovery signal in the second frequency band. The con-
troller may start transmission of the discovery signal if
transmission of the discovery signal is permitted.
[0023] The response message may include resource
information that specifies a radio resource used in trans-
mission of the discovery signal. The controller may trans-
mit the discovery signal using the radio resource speci-
fied by the resource information.
[0024] The response message may include pool infor-
mation that specifies a predetermined resource pool
used in transmission of the discovery signal. The con-
troller may transmit the discovery signal using a radio
resource in the predetermined resource pool specified
by the pool information.
[0025] The predetermined resource pool may be part
of a resource pool pre-configured in the radio terminal.
[0026] The controller may transmit periodically and/or
aperiodically a radio signal for another radio terminal to
perform synchronization, if transmission of the discovery
signal is permitted.

[Embodiment]

(Mobile Communication System)

[0027] Hereinafter, an LTE system being a mobile
communication system according to a first embodiment
will be described. Fig. 1 is a configuration diagram of an
LTE system.

[0028] As shown in Fig. 1, the LTE system comprises
UEs (User Equipments) 100, E-UTRAN (Evolved Univer-
sal Terrestrial Radio Access Network) 10, and EPC
(Evolved Packet Core) 20.
[0029] The UE 100 corresponds to a radio terminal.
The UE 100 is a mobile communication device. The UE
100 performs radio communication with a connected cell
(a serving cell). Configuration of the UE 100 will be de-
scribed later.
[0030] The E-UTRAN 10 corresponds to a radio ac-
cess network. The E-UTRAN 10 includes eNBs (evolved
Node-Bs) 200. The eNB 200 corresponds to a base sta-
tion. The eNBs 200 are connected mutually via an X2
interface. Configuration of the eNB 200 will be described
later.
[0031] The eNB 200 manages a cell or a plurality of
cells. The eNB 200 performs radio communication with
the UE 100 that establishes a connection with the cell of
the eNB 200. The eNB 200, for example, has a radio
resource management (RRM) function, a function of rout-
ing user data (hereinafter, simply referred to as "data"),
and a measurement control function for mobility control
and scheduling. The "cell" is used as a term indicating a
minimum unit of a radio communication area. It may be
also used as a term indicating a function of performing
radio communication with the UE 100.
[0032] The EPC 20 corresponds to a core network. The
EPC 20 comprises MME (Mobility Management Enti-
ty)/S-GW (Serving-Gateway) 300. The MME performs
various mobility controls and the like, for the UE 100. The
S-GW performs control to transfer user data. The
MME/S-GW 300 is connected to the eNB 200 via an S1
interface. The E-UTRAN 10 and the EPC 20 constitute
a network.
[0033] Fig. 2 is a protocol stack diagram of a radio in-
terface in the LTE system. As shown in Fig. 2, the radio
interface protocol is classified into a layer 1 to a layer 3
of an OSI reference model. The layer 1 is a physical
(PHY) layer. The layer 2 includes MAC (Medium Access
Control) layer, RLC (Radio Link Control) layer, and PDCP
(Packet Data Convergence Protocol) layer. The layer 3
includes RRC (Radio Resource Control) layer.
[0034] The PHY layer performs encoding and decod-
ing, modulation and demodulation, antenna mapping and
demapping, and resource mapping and demapping. Be-
tween the PHY layer of the UE 100 and the PHY layer
of the eNB 200, data and a control signal are transmitted
through the physical channel.
[0035] The MAC layer performs priority control of data,
a retransmission process by hybrid ARQ (HARQ), a ran-
dom access procedure, and the like. Between the MAC
layer of the UE 100 and the MAC layer of the eNB 200,
data and a control signal are transmitted via a transport
channel. The MAC layer of the eNB 200 includes a sched-
uler. The scheduler determines a transport format of an
uplink and a downlink (a transport block size, a modula-
tion and coding scheme (MCS)) and an allocated re-
source block to the UE 100.
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[0036] The RLC layer transmits data to an RLC layer
of a reception side by using the functions of the MAC
layer and the PHY layer. Between the RLC layer of the
UE 100 and the RLC layer of the eNB 200, data and a
control signal are transmitted via a logical channel.
[0037] The PDCP layer performs header compression
and decompression, and encryption and decryption.
[0038] The RRC layer is defined only in a control plane
handling a control signal. Between the RRC layer of the
UE 100 and the RRC layer of the eNB 200, a message
(an RRC message) for various types of setting is trans-
mitted. The RRC layer controls the logical channel, the
transport channel, and the physical channel in response
to establishment, re-establishment, and release of a ra-
dio bearer. When a connection (an RRC connection) is
established between the RRC layer of the UE 100 and
the RRC layer of the eNB 200, the UE 100 is in an RRC
connected state (a connected state). When the connec-
tion is not established between the RRC layer of the UE
100 and the RRC layer of the eNB 200, the UE 100 is in
an RRC idle state (an idle state).
[0039] NAS (Non-Access Stratum) layer positioned
above the RRC layer performs session management,
mobility management and the like.
[0040] Fig. 3 is a configuration diagram of a radio frame
used in the LTE system. In the LTE system, OFDMA
(Orthogonal Frequency Division Multiplexing Access) is
employed in a downlink (DL). SC-FDMA (Single Carrier
Frequency Division Multiple Access) is employed in an
uplink (UL).
[0041] As shown in Fig. 3, the radio frame is configured
by 10 subframes arranged in a time direction. Each sub-
frame is configured by two slots arranged in the time di-
rection. Each subframe has a length of 1 ms. Each slot
has a length of 0.5 ms. Each subframe includes a plurality
of resource blocks (RBs) in a frequency direction. Each
subframe includes a plurality of symbols in the time di-
rection. Each resource block includes a plurality of sub-
carriers in the frequency direction. A resource element
(RE) is configured by one symbol and one subcarrier. In
addition, among radio resources (time-frequency re-
sources) allocated to the UE 100, a frequency resource
is specified by a resource block and a time resource is
specified by a subframe (or slot).
[0042] In the downlink, an interval of several symbols
at the head of each subframe is a region mainly used as
a physical downlink control channel (PDCCH) for trans-
mission of a downlink control signal. The details of the
PDCCH will be described later. Furthermore, the remain-
ing part of each subframe is a region which can be mainly
used as a physical downlink shared channel (PDSCH)
for transmission of a downlink data.
[0043] In the uplink, both end portions in the frequency
direction of each subframe are regions mainly used as a
physical uplink control channel (PUCCH) for transmis-
sion of an uplink control signal. Furthermore, the remain-
ing part of each subframe is a region which can be mainly
used as a physical uplink shared channel (PUSCH) for

transmission of an uplink data.

(Direct Discovery)

[0044] In the D2D ProSe, a plurality of UEs 100 trans-
mit and receive various signals via a direct radio link not
passing through an eNB 200. As modes of the D2D
ProSe, two modes including "direct discovery" and "direct
communication" are defined. The direct radio link in the
D2D ProSe will be referred to as a "sidelink".
[0045] The "sidelink" is a UE-to-UE interface for direct
discovery and direct communication. The "sidelink" cor-
responds to a PC5 interface. The PC5 is a reference
point between UEs that can use the D2D ProSe used for
control for UE-NW relaying using direct discovery, direct
communication, and the D2D ProSe, and for a user plane.
The D2D ProSe will be described below mainly using the
direct discovery.
[0046] The direct discovery is a mode for searching for
another UE by directly transmitting, between UEs, a dis-
covery signal without a specified specific destination. In
addition, the direct discovery is a procedure for discov-
ering another UE 100 in the neighborhood of the UE 100,
using a direct radio signal in an Evolved Universal Ter-
restrial Radio Access (E-UTRA) via the PC5. The direct
discovery is supported only if the UE 100 is provided with
a service by an E-UTRAN (the eNB 200 (cell)). If the UE
100 is connected to the cell (the eNB 200) or exists in
the cell, the service is provided by the E-UTRAN.
[0047] Fig. 4 is a protocol stack diagram of "direct dis-
covery (Sidelink Direct Discovery)". As illustrated in Fig.
4, a "Sidelink Direct Discovery" protocol stack includes
a physical (PHY) layer, a medium access control (MAC)
layer, and a ProSe protocol. Between the PHY layer of
a UE (A) and the PHY layer of a UE (B), a discovery
signal is transmitted via a physical channel referred to
as a physical sidelink discovery channel (PSDCH). Be-
tween the MAC layer of the UE (A) and the MAC layer
of the UE (B), a discovery signal is transmitted via a trans-
port channel referred to as a sidelink discovery channel
(SL-DCH).
[0048] Resource allocation types for transmitting (an-
nouncement of) a discovery signal (discovery message)
include a "type 1" in which the UE 100 selects a radio
resource, and a "type 2 (type 2B)" in which the eNB 200
selects a radio resource.
[0049] The "type 1" is a resource allocation procedure
in which a radio resource for transmission of a discovery
signal is not uniquely allocated to a UE. In the "type 1",
the UE 100 autonomously selects a radio resource from
a resource pool used for the transmission of a discovery
signal. The UE 100 transmits a discovery signal using
the selected radio resource. The eNB 200 provides the
UE 100 with a resource pool configuration used for the
transmission of a discovery signal. The eNB 200 can pro-
vide the UE 100 with the resource pool configuration by
a broadcast signal or an individual signal.
[0050] The "type 2" is a resource allocation procedure
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in which a radio resource for the transmission of a dis-
covery signal is uniquely allocated to a UE. In the "type
2", the eNB 200 allocates a radio resource to the UE 100
via an RRC message. The UE 100 transmits a discovery
signal using the radio resource allocated from the eNB
200.
[0051] In addition, in the "type 1", if the UE 100 is lo-
cated within the cell coverage, the UE 100 transmits a
discovery signal using a radio resource in a resource pool
provided in a frequency band in which a serving cell is
operated. In contrast, if the UE 100 is located outside the
cell coverage, the UE 100 uses a pre-configured re-
source pool. In addition, in the "type 2", a radio resource
in a frequency band in which the serving cell is operated
is allocated to the UE 100. The UE 100 transmits a dis-
covery signal using the radio resource.

(Radio Terminal)

[0052] The UE 100 (radio terminal) according to the
embodiment will be described below. Fig. 5 is a block
diagram of the UE 100. As illustrated in Fig. 5, the UE
100 comprises a receiver 110, a transmitter 120, and a
controller 130.
[0053] The receiver 110 performs various types of re-
ception under the control of the controller 130. The re-
ceiver 110 comprises an antenna and a receiving device.
The receiving device converts a radio signal received by
the antenna, into a baseband signal (reception signal),
and outputs the baseband signal to the controller 130.
[0054] In addition, if the UE 100 supports the D2D
ProSe for public safety, the receiver 110 can simultane-
ously receive radio signals in two different frequencies.
For example, the UE 100 comprises two receiving devic-
es (2 RX Chain). The UE 100 can receive a radio signal
for cellular using one receiving device, and can receive
a radio signal for the D2D ProSe using the other receiving
device.
[0055] The transmitter 120 performs various types of
transmission under the control of the controller 130. The
transmitter 120 comprises an antenna and a transmis-
sion device. The transmission device converts a base-
band signal (transmission signal) output by the controller
130, into a radio signal, and transmits the radio signal
from the antenna.
[0056] The controller 130 performs various types of
control in the UE 100. The controller 130 comprises a
processor and a memory. The memory stores a program
to be executed by the processor, and information to be
used in processing performed by the processor. The
processor comprises a baseband processor that per-
forms modulation/demodulation and encoding/decoding
of a baseband signal, and the like, and a central process-
ing unit (CPU) that executes programs stored in the mem-
ory, to perform various types of processing. The proces-
sor may comprise a codec that performs encoding/de-
coding of an audio/video signal. The processor executes
various types of processing to be described later and

various types of communication protocols mentioned
above.

(Base Station)

[0057] The eNB 200 (base station) according to the
embodiment will be described below. Fig. 6 is a block
diagram of the eNB 200. As illustrated in Fig. 6, the eNB
200 comprises a transmitter 210, a receiver 220, a con-
troller 230, and a backhaul communication unit 240.
[0058] The transmitter 210 performs various types of
transmission under the control of the controller 230. The
transmitter 210 comprises an antenna and a transmis-
sion device. The transmission device converts a base-
band signal (transmission signal) output by the controller
230, into a radio signal, and transmits the radio signal
from the antenna.
[0059] The receiver 220 performs various types of re-
ception under the control of the controller 230. The re-
ceiver 220 comprises an antenna and a receiving device.
The receiving device converts a radio signal received by
the antenna, into a baseband signal (reception signal),
and outputs the baseband signal to the controller 230.
[0060] The controller 230 performs various types of
control in the eNB 200. The controller 230 comprises a
processor and a memory. The memory stores a program
to be executed by the processor, and information to be
used in processing performed by the processor. The
processor comprises a baseband processor that per-
forms modulation/demodulation and encoding/decoding
of a baseband signal, and the like, and a central process-
ing unit (CPU) that executes programs stored in the mem-
ory, to perform various types of processing. The proces-
sor executes various types of processing to be described
later and various types of communication protocols men-
tioned above.
[0061] The backhaul communication unit 240 is con-
nected to a neighboring eNB 200 via an X2 interface.
The backhaul communication unit 240 is connected to a
MME/S-GW 300 via an S1 interface. The backhaul com-
munication unit 240 is used for communication performed
on the X2 interface, communication performed on the S1
interface, and the like.

(Operation According to Embodiment)

[0062] Next, an operation according to the embodi-
ment will be described using Fig. 7. Fig. 7 is a sequence
diagram for illustrating an operation according to the em-
bodiment. Fig. 8 is a diagram for illustrating an operation
according to the embodiment.
[0063] As illustrated in Fig. 7, a mobile communication
system according to the embodiment includes a UE
100-1 (Announicing UE), a UE 100-2 (Monitoring UE),
and an eNB 200.
[0064] In addition, RRC connection is established be-
tween the UE 100-1 and a cell (the eNB 200) operated
in a first frequency band. In other words, the UE 100-1
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establishes the RRC connection with the cell (serving
cell). The UE 100-1 is in an RRC connected state. The
UE 100-1 is located within the cell coverage (In cover-
age). In contrast, the UE 100-2 is located outside the cell
coverage (Out of coverage). The UE 100-2 is in an RRC
idle state.
[0065] A case in which the UE 100-1 desires to transmit
a discovery signal to a UE located outside the coverage
of a serving cell, in a state of being connected to the
serving cell will now be assumed. In the current specifi-
cation, a method for transmitting a discovery signal in
this case is not defined. Thus, the UE 100-1 loses an
opportunity to transmit a discovery signal. As a result,
the D2D ProSe may fail to be effectively utilized.
[0066] Especially in a case in which a radio resource
(resource pool) for transmitting a discovery signal is not
provided in the first frequency band in which the serving
cell is operated, an opportunity to transmit a discovery
signal is further lost.
[0067] A method for effectively utilizing the D2D ProSe
will be described below.
[0068] As illustrated in Fig. 7, in step S10, the UE 100-1
becomes interested in transmitting a discovery signal in
a frequency band different from the first frequency band.
[0069] For example, the UE 100-1 determines that the
UE 100-1 desires to transmit information for public safety
(Public Safety) using a discovery signal, for a UE 100
located outside the cell coverage (Out of coverage). A
resource pool for transmitting (receiving) a discovery sig-
nal if the UE 100 is located outside the cell coverage is
pre-configured in the UE 100-1. If the first frequency band
(serving carreier) in which the serving cell is operated
and a second frequency band (non-serving carreier) in
which the pre-configured resource pool is provided are
different, the UE 100-1 becomes interested in transmit-
ting a discovery signal in the second frequency band dif-
ferent from the first frequency band.
[0070] In addition, examples of the information for pub-
lic safety include information related to disasters (earth-
quake, fire disaster, etc.), information used by people
involved in fire companies or people involved in police,
and the like. In addition, for example, the pre-configured
resource pool may be a resource pool configured from
the eNB 200 when connection with the cell (the eNB 200)
is established, or may be a resource pool configured be-
fore connection with the cell (the eNB 200) is established.
Alternatively, the pre-configured resource pool needs not
be a resource pool configured from the eNB 200, and
may be a resource pool prestored in a memory of the UE
100.
[0071] In step S20, the eNB 200 transmits information
indicating a threshold value (PaC discovery threshold
value) for determining whether the UE 100 is in a partial
coverage (Partial coverage) state. The eNB 200 may
transmit the information of the threshold value to the UE
100-1 using an individual signal. The eNB may transmit
the information of the threshold value to the UE 100-1
using a broadcast signal. The UE 100-1 receives the in-

formation indicating the threshold value, from the eNB
200. The threshold value is a value larger than a reception
level of a radio signal received from the cell if the UE
100-1 is located outside the cell coverage. In addition,
the threshold value is a value smaller than a reception
level of a radio signal received from the cell if the UE
100-1 is located near the center of the cell.
[0072] The UE 100-1 compares a reception level of a
radio signal from the serving cell, with the threshold value.
For example, the UE 100-1 compares received power
(reference signal received power (RSRP)) of a radio sig-
nal (reference signal) from the serving cell, with the
threshold value. If the received power (reception level)
is less than the threshold value, the UE 100-1 determines
that the UE 100-1 is in the partial coverage state. Alter-
natively, the UE 100-1 compares received quality (refer-
ence signal received quality (RSRQ)) of a radio signal
(reference signal) from the serving cell, with the threshold
value. If the received quality (reception level) is less than
the threshold value, the UE 100-1 determines that the
UE 100-1 is in the partial coverage state. If the UE 100-1
is in the partial coverage state, the UE 100-1 is located
not near the center of the serving cell but near an end
portion of the serving cell.
[0073] If the UE 100-1 is in the partial coverage state,
the UE 100-1 executes processing in step S30. If the UE
100-1 is not in the partial coverage state, the UE 100-1
needs not execute the processing in step S30. More spe-
cifically, the UE 100-1 may transmit a message in step
S30 that is to be described later, only if the reception
level of a radio signal from the serving cell is less than
the threshold value. If the reception level of a radio signal
from the serving cell is not less than the threshold value,
the UE 100-1 needs not transmit the message.
[0074] The UE 100-1 can deliver a discovery signal to
a broader range outside the cell coverage when being
near the end portion of the cell than when being near the
center of the cell. Thus, if the UE 100-1 desires to transmit
a discovery signal for a UE 100 located outside the cell
coverage, the UE 100-1 determines whether to transmit
the message in step S30, based on the threshold value.
As a result, inefficient transmission of a discovery signal
can be suppressed.
[0075] In addition, if the UE 100-1 receives a discovery
signal from another UE 100 in the second frequency
band, the UE 100-1 may determine to transmit the mes-
sage in step S30. The UE 100-1 can thereby transmit a
discovery signal with knowledge that another UE 100 ex-
ists near the UE 100-1.
[0076] Alternatively, if a reception level (RSRP and/or
RSRQ) of a discovery signal received from another UE
100 exceeds a second threshold value, the UE 100-1
may transmit the message in step S30. The UE 100-1
can thereby notice that another UE 100 exists near the
UE 100-1. As a result, inefficient transmission of a dis-
covery signal can be suppressed.
[0077] In addition, the processing in step S20 may be
omitted.
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[0078] In step S30, the UE 100-1 transmits, to the eNB
200 (serving cell), a message requesting permission for
transmitting a discovery signal in the second frequency
band (non-serving carrier) different from the first frequen-
cy band (serving carrier). The eNB 200 receives the mes-
sage.
[0079] The UE 100-1 may transmit, as the message,
a predetermined message including information indicat-
ing that a discovery signal is transmitted for public safety
(e.g., flag information represented in one-bit).
[0080] The UE 100-1 may include information indicat-
ing a reception level (RSRP and/or RSRQ) of a radio
signal from the serving cell, in the message.
[0081] The UE 100-1 may use, as the message re-
questing the permission, "SideLink (SL) UE Information"
being a message related to the D2D ProSe. Alternatively,
the UE 100-1 may use an RRC message as the message
requesting the permission. For example, the UE 100-1
may use, as the message requesting the permission, an
RRC message used when the RRC connection is estab-
lished.
[0082] In step S40, the eNB 200 that has received the
message from the UE 100-1 determines whether to per-
mit the UE 100-1 to transmit a discovery signal in the
second frequency band.
[0083] If the eNB 200 receives the predetermined mes-
sage including the information indicating that a discovery
signal is transmitted for public safety, the eNB 200 may
regard the predetermined message as the message re-
questing permission for transmitting a discovery signal
in the second frequency band (non-serving carrier) dif-
ferent from the first frequency band (serving carrier). The
eNB 200 can thereby determine that a message received
from the UE 100-1 is the message requesting the per-
mission, even if a new message is not defined.
[0084] If a message from the UE 100-1 includes infor-
mation indicating a reception level of a radio signal from
the serving cell, the eNB 200 may determine whether to
permit the transmission of a discovery signal, based on
the information. More specifically, if the reception level
is less than a threshold value, the eNB 200 permits the
transmission of a discovery signal. The eNB 200 can
thereby permit not a UE 100 located near the center of
the serving cell, but a UE 100 located near the end portion
of the serving cell to transmit a discovery signal. In other
words, the eNB 200 can permit only a UE 100 that can
deliver a discovery signal to a broad range outside the
cell coverage.
[0085] If the eNB 200 permits the transmission of a
discovery signal, the eNB 200 can specify a radio re-
source used in the transmission of a discovery signal.
More specifically, the eNB 200 performs scheduling so
that a transmission timing of an uplink cellular signal and
a transmission timing of a discovery signal do not match.
More specifically, the eNB 200 allocates, to the UE 100-1,
a radio resource used in the transmission of a discovery
signal so that a radio resource used in uplink cellular
communication that is to be allocated to the UE 100-1

and a radio resource used in the transmission of a dis-
covery signal do not overlap in a time direction. This can
suppress such a situation that the UE 100-1 can execute
only one of transmission of a cellular signal and trans-
mission of a discovery signal, even if the UE 100-1 in-
cludes only one transceiver.
[0086] In addition, if the eNB 200 permits the transmis-
sion of a discovery signal, the eNB 200 can specify a
transmission resource pool including a radio resource
used in the transmission of a discovery signal. More spe-
cifically, the eNB 200 allocates a transmission resource
pool to the UE 100-1 so that a radio resource used in
uplink cellular communication that is to be allocated to
the UE 100-1 and a transmission resource pool including
a radio resource used in the transmission of a discovery
signal do not overlap in the time direction. As illustrated
in Fig. 8, the eNB 200 may specify part of a resource pool
(pre-configured (resource pool)) pre-configured in the UE
100-1, as a transmission resource pool. The pre-config-
ured resource pool is a transmission resource pool and/or
a reception resource pool. The eNB 200 allocates a radio
resource used in cellular communication, in a region
(time region) not specified as the transmission resource
pool. In Fig. 8 (right diagram), a region not specified as
the transmission resource pool is a portion without hatch-
ing (Cell configured).
[0087] In addition, if the eNB 200 does not know infor-
mation of a resource pool pre-configured in the UE 100-1,
the eNB 200 may inquire of the UE 100-1 or a network
apparatus about information of the resource pool pre-
configured in the UE 100-1. The network apparatus is an
apparatus that manages information of a resource pool.
[0088] In step S50, the eNB 200 transmits, to the UE
100-1, a response message indicating whether to permit
the transmission of a discovery signal in the second fre-
quency band. For example, the eNB 200 can transmit
the response message to the UE 100 using the RRC
message. More specifically, the eNB 200 can transmit
an RRC connection reconfiguration (RRCConnection-
Reconfiguration) message to the UE 100 as the response
message.
[0089] The eNB 200 may transmit the response mes-
sage only if the transmission of a discovery signal is per-
mitted. Alternatively, the eNB 200 may transmit the re-
sponse message if the reception level is less than a
threshold value.
[0090] If the eNB 200 permits the transmission of a
discovery signal, the eNB 200 may include resource in-
formation that specifies a radio resource used in the
transmission of a discovery signal, in the response mes-
sage. Alternatively, if the eNB 200 permits the transmis-
sion of a discovery signal, the eNB 200 may include pool
information that specifies a transmission resource pool
including a radio resource used in the transmission of a
discovery signal, in the response message.
[0091] The resource information and the pool informa-
tion may include an identifier for distinguishing between
a radio resource (transmission resource pool) used in
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the transmission of a discovery signal in the second fre-
quency band, and resource allocation of a discovery sig-
nal in the first frequency band in which the serving cell
is operated. Alternatively, the resource information and
the pool information may include, for example, frequency
band information (E-UTRA Absolute Radio Frequency
Channel Number (E-ARFCN)) indicating the second fre-
quency band, and information indicating whether a radio
resource (transmission resource pool) is for public safety.
[0092] In step S60, the UE 100-1 that has received the
response message starts the transmission of a discovery
signal if the transmission of a discovery signal is permit-
ted. In contrast, the UE 100-1 cannot transmit a discovery
signal if the transmission of a discovery signal is refused.
[0093] If the response message includes the resource
information, the UE 100-1 transmits a discovery signal
using a radio resource specified by the resource infor-
mation. In addition, if the response message includes the
pool information, the UE 100-1 transmits a discovery sig-
nal using a radio resource in a transmission resource
pool specified by the pool information. If the transmission
resource pool specified by the pool information is part of
the pre-configured resource pool, the UE 100-1 transmits
a discovery signal while prioritizing the pool information.
In other words, the UE 100-1 does not use, for the trans-
mission of a discovery signal, a radio resource not in-
cluded in the transmission resource pool specified by the
pool information even if the radio resource is a radio re-
source in the pre-configured resource pool.
[0094] Before starting the transmission of a discovery
signal, the UE 100-1 transmits a radio signal for another
UE 100 (UE 100 located outside the cell coverage) per-
forming synchronization. The UE 100-2 receives the ra-
dio signal for performing synchronization, and is synchro-
nized with the UE 100-1. After that, the UE 100-2 search-
es for the pre-configured resource pool, and receives a
discovery signal from the UE 100-1.
[0095] In addition, examples of the radio signal for per-
forming synchronization include a synchronization sig-
nal, a radio signal including a "MasterInformationBlock-
SL" message, and the like. The synchronization signal
(sidelink synchronization signal (SLSS)) is used for syn-
chronization for the D2D ProSe (direct discovery). The
"MasterInformationBlock-SL" message includes infor-
mation transmitted by the UE 100-1 that transmits the
synchronization signal. The UE 100 that has received a
radio signal including the "MasterInformationBlock-SL"
message applies information (bandwidth (sl-Bandwidth)
used for the D2D ProSe, subframe assignment (sub-
frameAssignmentSL), a direct frame number (directFra-
meNumber) and a direct subframe number (directSub-
frameNumber)) that are included in the "MasterInforma-
tionBlock-SL" message.
[0096] In addition, if the transmission of a discovery
signal is permitted, the UE 100-1 can transmit periodically
and/or aperiodically a radio signal for another UE 100
(UE 100 located outside the cell coverage) performing
synchronization. In other words, the UE 100-1 repeats

the transmission of the radio signal for performing syn-
chronization, while executing the procedure of the direct
discovery. If the UE 100-1 ends the procedure of the di-
rect discovery, the UE 100-1 ends the transmission of
the radio signal for performing synchronization. The radio
signal for performing synchronization can be thereby re-
ceived from the UE 100-1 even by another UE 100 that
has noticed the existence of the UE 100-1 after a prede-
termined time has elapsed from when the UE 100-1 had
started the transmission of a discovery signal. As a result,
a larger number of UEs 100 can receive a discovery sig-
nal from the UE 100-1.

(Summary)

[0097] In the embodiment, the UE 100-1 transmits, to
the eNB 200, a message requesting permission for trans-
mitting a discovery signal in the second frequency band
(non-serving carrier) different from the first frequency
band (serving carrier). The eNB 200 determines whether
to permit the transmission of a discovery signal in the
second frequency band. The eNB 200 can thereby con-
trol the transmission of a discovery signal. As a result,
interference that is based on the transmission of a dis-
covery signal can be suppressed. Thus, the D2D ProSe
can be effectively utilized.

[Other Embodiments]

[0098] In the aforementioned embodiment, the UE 100
may transmit, to the eNB 200, a message requesting
permission for transmitting a commercial discovery sig-
nal in the second frequency band different from the first
frequency band.
[0099] In the aforementioned embodiment, the eNB
200 may transmit other information for determining
whether the UE 100 is allowed to transmit a message for
requesting permission, in addition to the threshold value
for determining whether the UE 100 is in the partial cov-
erage state. For example, the eNB 200 may transmit in-
formation indicating that only a UE 100 that supports the
transmission of a discovery signal for public safety is al-
lowed to transmit a message for requesting permission.
[0100] In the aforementioned embodiment, the eNB
200 may transmit the response message to the UE 100-1
only if the transmission of a discovery signal is refused.
In this case, the UE 100 may start the transmission of a
discovery signal if the response message is not received
after a predetermined time has elapsed from when a mes-
sage requesting permission had been transmitted.
[0101] In the aforementioned embodiment, if the re-
sponse message does not include the resource informa-
tion and the pool information, the UE 100 can transmit a
discovery signal using a radio resource in the pre-con-
figured resource pool.
[0102] In the aforementioned embodiment, if the UE
100 executes a dual connection method (Dual Connec-
tivity) or carrier aggregation, the UE 100 can execute the
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aforementioned operation using a primary cell (PCell) as
a serving cell.
[0103] In the aforementioned embodiment, an LTE
system has been described as an example of a mobile
communication system. The mobile communication sys-
tem, however, is not limited to the LTE system. An em-
bodiment of the present invention may be applied to a
system other than the LTE system.

Claims

1. A communication method, comprising:

a step of transmitting, from a radio terminal (100)
connected to a cell to a base station (200) man-
aging the cell operated in a first frequency, a first
message including information indicating that a
D2D discovery signal is to be transmitted by the
radio terminal (100) for public safety in order to
transmit the D2D discovery signal in a second
frequency band different from the first frequen-
cy;
a step of receiving, by the base station (200),
the first message; and
a step of transmitting, from the base station
(200) to the radio terminal (100), a second mes-
sage including information on radio resources
to be used in transmission of the D2D discovery
signal in the second frequency, on a basis of the
first message, wherein
the communication method further comprises
a step of transmitting, from the base station
(200) to the radio terminal (100), first information
and second information, wherein the first infor-
mation indicates a threshold value to be used
for determining whether or not the radio terminal
(100) transmits the first message by comparing
a reception level of a radio signal from the cell
with the threshold value and the second infor-
mation is to be used for the radio terminal (100)
to determine whether or not the radio terminal
(100) is allowed to transmit the first message.

2. The communication method according to claim 1,
wherein
the second message includes information indicating
that the radio resources are for public safety.

3. The communication method according to claim 1,
wherein
in the step of transmitting the first message, the radio
terminal (100) transmits the first message to the base
station (200) if Reference Signal Received Power
(RSRP) of a radio signal from the cell is less than
the threshold value and if the radio terminal (100)
determines that the radio terminal (100) is allowed
to transmit the first message.

4. A processor for controlling a radio terminal (100),
configured to execute processes of:

transmitting, to a base station (200) managing
a cell operated in a first frequency and to which
the radio terminal (100) connected, a first mes-
sage including information indicating that a D2D
discovery signal is to be transmitted by the radio
terminal (100) for public safety in order to trans-
mit the D2D discovery signal in a second fre-
quency band different from the first frequency,
and
receiving, from the base station (200), a second
message based on the first message, wherein
the second message includes information on ra-
dio resources to be used in transmission of the
D2D discovery signal in the second frequency,
and
the processer is further configured to execute a
process of receiving first information and second
information from the base station (200), wherein
the first information indicates a threshold value
to be used for determining whether or not the
radio terminal (100) transmits the first message
by comparing a reception level of a radio signal
form the cell with the threshold value and the
second information is to be used for the radio
terminal (100) to determine whether or not the
radio terminal (100) is allowed to transmit the
first message.

5. A radio terminal (100), comprising a processor ac-
cording to claim 4.

6. A base station (200) configured to manage a cell
operated in a first frequency, comprising:

a receiver (220); and
a transmitter (210), wherein
the receiver (220) is configured to receive, from
a radio terminal (100) connecting to the cell, a
first message including information indicating
that a D2D discovery signal is to be transmitted
by the radio terminal (100) for public safety in
order for the radio terminal (100) to transmit the
D2D discovery signal in a second frequency
band different from the first frequency,
the transmitter (210) is configured to transmit,
to the radio terminal (100), a second message
including information on radio resources to be
used in transmission of the D2D discovery signal
in the second frequency, on a basis of the first
message, and
the transmitter (210) is further configured to
transmit first information and second information
to the radio terminal (100), wherein the first in-
formation indicates a threshold value to be used
for determining whether or not the radio terminal
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(100) transmits the first message by comparing
a reception level of a radio signal form the cell
with the threshold value and the second infor-
mation is to be used for the radio terminal (100)
to determine whether or not the radio terminal
(100) is allowed to transmit the first message.

Patentansprüche

1. Ein Kommunikationsverfahren, aufweisend:

ein Schritt des Übertragens, von einem Funk-
terminal (100), das mit einer Zelle verbunden
ist, an eine Basisstation (200), die die Zelle ver-
waltet, die auf einer ersten Frequenz betrieben
wird, einer ersten Mitteilung enthaltend Informa-
tionen, die anzeigen, dass ein D2D Discovery
Signal von dem Funkterminal (100) übertragen
werden soll für öffentliche Sicherheit, um das
D2D Discovery Signal in einem zweiten Fre-
quenzband zu übertragen, das sich von der ers-
ten Frequenz unterscheidet;
ein Schritt des Empfangens, durch die Basissta-
tion (200) der ersten Mitteilung; und
ein Schritt des Übertragens, von der Basisstati-
on (200) an das Funkterminal (100), einer zwei-
ten Mitteilung enthaltend Informationen über
Funkressourcen, die bei der Übertragung des
D2D Discovery Signals in der zweiten Frequenz
zu nutzen sind, auf einer Basis der ersten Mit-
teilung, wobei
das Kommunikationsverfahren weiter enthält
einen Schritt des Übertragens, von der Basis-
station (200) an das Funkterminal (100), erster
und zweiter Informationen, wobei die erste In-
formation einen Grenzwert angibt, der verwen-
det werden soll zur Ermittlung, ob oder ob nicht
das Funkterminal (100) die erste Mitteilung
überträgt, durch das Vergleichen der Empfangs-
stärke eines Funksignals von der Zelle mit dem
Grenzwert und die zweite Information in dem
Funkterminal (100) verwendet werden soll, um
zu ermitteln, ob oder ob nicht es dem Funkter-
minal (100) gestattet ist, die erste Mitteilung zu
übertragen.

2. Das Kommunikationsverfahren nach Anspruch 1,
wobei
die zweite Mitteilung eine Informationen enthält, die
angibt, dass die Funkressourcen für öffentliche Si-
cherheit sind.

3. Das Kommunikationsverfahren nach Anspruch 1,
wobei
in dem Schritt des Übertragens der ersten Mitteilung
das Funkterminal (100) die erste Mitteilung an die
Basisstation überträgt, wenn die Reference Signal

Received Power (RSRP) eines Funksignals von der
Zelle geringer ist als der Grenzwert und wenn das
Funkterminal (100) ermittelt, dass es dem Funkter-
minal (100) gestattet ist, die erste Mitteilung zu über-
tragen.

4. Ein Prozessor zum Steuern eines Funkterminals
(100) der dazu eingerichtet ist, die folgenden Pro-
zesse auszuführen:

das Übertragen, an eine Basisstation (200), die
eine Zelle verwaltet, die auf einer ersten Fre-
quenz betrieben wird und mit der das Funkter-
minal (100) verbunden ist, einer ersten Mittei-
lung enthaltend Informationen, die anzeigen,
dass ein D2D Discovery Signal von dem Funk-
terminal (100) übertragen werden soll für öffent-
liche Sicherheit, um das D2D Discovery Signal
in einem zweiten Frequenzband zu übertragen,
das sich von der ersten Frequenz unterscheidet;
das Empfangen, von der Basisstation (200), ei-
ner zweiten Mitteilung basierend auf der ersten
Mitteilung, wobei die zweite Mitteilung Informa-
tionen enthält über Funkressourcen, die bei der
Übertragung des D2D Discovery Signals in der
zweiten Frequenz zu nutzen sind, und
der Prozessor außerdem dazu eingerichtet ist,
einen Prozess auszuführen des Empfangens ei-
ner ersten Information und einer zweiten Infor-
mation von der Basisstation (200), wobei die
erste Information einen Grenzwert angibt, der
verwendet werden soll zur Ermittlung, ob oder
ob nicht das Funkterminal (100) die erste Mittei-
lung überträgt, durch das Vergleichen der Emp-
fangsstärke eines Funksignals von der Zelle mit
dem Grenzwert und die zweite Information von
dem Funkterminal (100) verwendet werden soll,
um zu ermitteln, ob oder ob nicht es dem Funk-
terminal (100) gestattet ist, die erste Mitteilung
zu übertragen

5. Ein Funkterminal (100), enthaltend den Prozessor
des Anspruchs 4.

6. Eine Basisstation (200), die dazu eingerichtet ist, ei-
ne auf einer ersten Frequenz betriebene Zelle zu
verwalten, aufweisend:

einen Empfänger (220); und
einen Sender (210), wobei
der Empfänger (220) dazu eingerichtet ist, von
einem Funkterminal (100), das mit der Zelle ver-
bunden ist, eine erste Mitteilung zu empfangen,
enthaltend Informationen, die anzeigen, dass
ein D2D Discovery Signal von dem Funktermi-
nal (100) übertragen werden soll für öffentliche
Sicherheit, um das D2D Discovery Signal in ei-
nem zweiten Frequenzband zu übertragen, das
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sich von der ersten Frequenz unterscheidet,
der Sender (210) dazu eingerichtet ist, an das
Funkterminal (100) eine zweite Mitteilung zu
übertragen, enthaltend Informationen über
Funkressourcen, die bei der Übertragung des
D2D Discovery Signals in der zweiten Frequenz
zu nutzen sind, auf einer Basis der ersten Mit-
teilung, und
der Sender (210) außerdem dazu eingerichtet
ist, erste und zweite Informationen an das Funk-
terminal (100) zu übertragen, wobei die erste
Information einen Grenzwert angibt, der ver-
wendet werden soll zur Ermittlung, ob oder ob
nicht das Funkterminal (100) die erste Mitteilung
überträgt, durch das Vergleichen der Empfangs-
stärke eines Funksignals von der Zelle mit dem
Grenzwert und die zweite Information in dem
Funkterminal (100) verwendet werden soll, um
zu ermitteln, ob oder ob nicht es dem Funkter-
minal (100) gestattet ist, die erste Mitteilung zu
übertragen.

Revendications

1. Procédé de communication, comprenant :

une étape de transmission, à partir d’un terminal
radio (100) connecté à une cellule, à une station
de base (200) gérant la cellule mise en fonction-
nement dans une première fréquence, d’un pre-
mier message incluant des informations indi-
quant qu’un signal de découverte D2D doit être
transmis par le terminal radio (100) pour la sé-
curité publique afin de transmettre le signal de
découverte D2D dans une seconde bande de
fréquence différente de la première fréquence ;
une étape de réception, par la station de base
(200), du premier message ; et
une étape de transmission, à partir de la station
de base (200), au terminal radio (100), d’un se-
cond message incluant des informations sur des
ressources radio devant être utilisées dans la
transmission du signal de découverte D2D dans
la seconde fréquence, sur la base du premier
message, dans lequel
le procédé de communication comprend en
outre
une étape de transmission, à partir de la station
de base (200), au terminal radio (100), de pre-
mières informations et de secondes informa-
tions, dans lequel les premières informations in-
diquent une valeur de seuil devant être utilisée
pour déterminer le fait que le terminal radio (100)
transmet ou non le premier message en com-
parant un niveau de réception d’un signal radio
provenant de la cellule à la valeur de seuil et les
secondes informations doivent être utilisées

pour que le terminal radio (100) détermine le fait
que le terminal radio (100) est permis ou non de
transmettre le premier message.

2. Procédé de communication selon la revendication
1, dans lequel
le second message inclut des informations indiquant
que les ressources radio sont pour la sécurité publi-
que.

3. Procédé de communication selon la revendication
1, dans lequel
dans l’étape de transmission du premier message,
le terminal radio (100) transmet le premier message
à la station de base (200) si une puissance reçue de
signal de référence (RSRP) d’un signal radio prove-
nant de la cellule est inférieure à la valeur de seuil
et si le terminal radio (100) détermine que le terminal
radio (100) est permis de transmettre le premier
message.

4. Processeur pour commander un terminal radio
(100), configuré pour exécuter des processus de :

la transmission, à une station de base (200) gé-
rant une cellule mise en fonctionnement dans
une première fréquence et à laquelle le terminal
radio (100) connecté, d’un premier message in-
cluant des informations indiquant qu’un signal
de découverte D2D doit être transmis par le ter-
minal radio (100) pour la sécurité publique afin
de transmettre le signal de découverte D2D
dans une seconde bande de fréquence différen-
te de la première fréquence, et
la réception, à partir de la station de base (200),
d’un second message sur la base du premier
message, dans lequel le second message inclut
des informations sur des ressources radio de-
vant être utilisées dans la transmission du signal
de découverte D2D dans la seconde fréquence,
et
le processeur est en outre configuré pour exé-
cuter un processus de la réception de premières
informations et de secondes informations à par-
tir de la station de base (200), dans lequel les
premières informations indiquent une valeur de
seuil devant être utilisées pour déterminer le fait
que le terminal radio (100) transmet ou non le
premier message en comparant un niveau de
réception d’un signal radio provenant de la cel-
lule à la valeur de seuil et les secondes informa-
tions doivent être utilisées pour que le terminal
radio (100) détermine le fait que le terminal radio
(100) est permis ou non de transmettre le pre-
mier message.

5. Terminal radio (100), comprenant un processeur se-
lon la revendication 4.
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6. Station de base (200) configurée pour gérer une cel-
lule mise en fonctionnement dans une première fré-
quence, comprenant :

un récepteur (220) ; et
un transmetteur (210), dans laquelle
le récepteur (220) est configuré pour recevoir,
à partir d’un terminal radio (100) se connectant
à la cellule, un premier message incluant des
informations indiquant qu’un signal de décou-
verte D2D doit être transmis par le terminal radio
(100) pour la sécurité publique afin que le ter-
minal radio (100) transmette le signal de décou-
verte D2D dans une seconde bande de fréquen-
ce différente de la première fréquence,
le transmetteur (210) est configuré pour trans-
mettre, au terminal radio (100), un second mes-
sage incluant des informations sur des ressour-
ces radio devant être utilisées dans transmis-
sion du signal de découverte D2D dans la se-
conde fréquence, sur la base du premier mes-
sage, et
le transmetteur (210) est en outre configuré pour
transmettre des premières informations et des
secondes informations au terminal radio (100),
dans laquelle les premières informations indi-
quent une valeur de seuil destinée à être utilisée
pour déterminer le fait que le terminal radio (100)
transmet ou non le premier message en com-
parant un niveau de réception d’un signal radio
provenant de la cellule à la valeur de seuil et les
secondes informations doivent être utilisées
pour que le terminal radio (100) détermine le fait
que le terminal radio (100) est permis ou non de
transmettre le premier message.
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