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Description

Technical Field

[0001] The present invention relates to a signal trans-
mission circuit with a simple configuration wherein a mul-
tiple of signals can be level shifted and reliably transmit-
ted between a high side circuit and low side circuit of
differing operating reference voltages.

Background Art

[0002] A power converter including two power semi-
conductor elements Q1 and Q2, connected in a totem
pole configuration to form a half-bridge circuit, that switch
direct current voltage by alternately carrying out on/off
operations is known as a power converter that drives an
alternating current load. For example, a high voltage in-
tegrated circuit (HVIC) including a high side driver (high
side circuit), which carries out switching drive of the upper
arm side power semiconductor element Q1, and a low
side driver (low side circuit), which carries out switching
drive of the lower arm side power semiconductor element
Q2, is used as a drive circuit of this kind of power con-
verter.
[0003] Herein, the high side circuit is configured so as
to operate by receiving a predetermined power supply
voltage VB (>VS), with a midpoint voltage (first voltage)
VS of the half-bridge circuit as a reference potential. Also,
the low side circuit is configured so as to operate by re-
ceiving a predetermined power supply voltage VCC
(>GND), with a ground voltage (second voltage) GND of
the half-bridge circuit lower than the midpoint voltage
(first voltage) VS as a reference potential.
[0004] Herein, a protective circuit that protects the
power semiconductor elements Q1 and Q2 by detecting
an abnormality such as overcurrent or overheat in the
power semiconductor elements Q1 and Q2, and a signal
output circuit that transmits an abnormality detection sig-
nal to a control circuit portion of the high side circuit and
low side circuit, are provided in the high side circuit and
low side circuit. However, the high side circuit, as previ-
ously described, is configured so as to operate with the
midpoint voltage VS of the half-bridge circuit as a refer-
ence potential. Also, the low side circuit is configured so
as to operate with the ground voltage GND as a reference
potential. Therefore, in order to transmit an abnormality
detection signal, or the like, detected by the high side
circuit to the low side circuit, it is necessary to reduce the
level of the abnormality detection signal. Also, converse-
ly, when transmitting a signal from the low side circuit to
the high side circuit, it is necessary to increase the level
of, for example, a control signal or the like.
[0005] Level shifter circuits wherein the level of a signal
input into the low side circuit is increased and the signal
transmitted to the high side circuit are introduced in, for
example, PTL 1 and 2. These level shifter circuits include
a two system circuit formed of semiconductor switch el-

ements MN1 and MN2, formed of n-type MOSFETs, con-
nected in series with resistors R1 and R2 respectively
and provided in parallel in the low side circuit, as shown
in each of Fig. 27 and Fig. 28. Further, the configuration
is such that an on-state signal in accordance with a signal
to be transmitted from the low side circuit toward the high
side circuit is transmitted via the one semiconductor
switch element MN1, while an off-state signal is trans-
mitted via the other semiconductor switch element MN2,
and a latch circuit provided in the high side circuit is set
and reset using these signals.
[0006] Herein, when transmitting a signal from the high
side circuit toward the low side circuit, an on-state signal
and off-state signal are transmitted by semiconductor
switch elements formed of p-type MOSFETs provided in
parallel in the high side circuit being turned on and off.
Further, the configuration is such that a latch circuit pro-
vided in the low side circuit is set and reset by the on-
state signal and off-state signal. In PTL 1, an RS flip-flop
is used as the latch circuit, as shown in Fig. 27. In PTL
2, a level trigger type of latch circuit configured by a p-
type MOSFET and n-type MOSFET being connected in
series is used, as shown in Fig. 28.
[0007] In PTL 3, two level shifters, a filter circuit and a
D-latch, which is clocked by ORed output signals of the
filter, are used to control a high-side driver of a power
switch.

Citation List

Patent Literature

[0008]

PTL 1: JP-A-9-200017
PTL 2: JP-A-2011-44770
PTL 3: US2008278215

Summary of Invention

Technical Problem

[0009] However, when using level shifter circuits with
the configurations introduced in PTL 1 and 2, for example,
a quantity of level shifter circuits in accordance with the
quantity of signals are necessary in order to transfer mul-
tiple kinds of signal, and there is a problem in that the
circuit scale increases. Moreover, the high side circuit
that operates with the midpoint voltage VS as a reference
potential normally carries out a floating operation. There-
fore, when transmitting signals between the high side
circuit and low side circuit, potential fluctuation accom-
panying charging and discharging of a parasitic capacitor
of the semiconductor switch element is liable to occur
due to fluctuation in the high side circuit power supply
voltage (dV/dt). Therefore, there is concern of the level
shifter circuit malfunctioning, and noise being superim-
posed on signals transferred between the high side circuit

1 2 



EP 2 930 846 B1

3

5

10

15

20

25

30

35

40

45

50

55

and low side circuit.
[0010] The invention, having been contrived bearing
in mind this kind of situation, has an object of providing
a signal transmission circuit with a simple configuration
such that it is possible to prevent an increase in circuit
scale accompanying an increase in the quantity of signals
level-shifted and transmitted between a high side circuit
and low side circuit, and to level shift and reliably transmit
signals between the high side circuit and low side circuit,
without being affected by noise caused by power supply
voltage fluctuation or the like.

Solution to Problem

[0011] In order to achieve the heretofore described ob-
ject, the invention is a signal transmission circuit accord-
ing to claim 1.
[0012] The scope of the invention is defined in the ap-
pended claims. Any reference to "embodiment(s)", "ex-
ample(s)" or "aspect(s) of the invention" in this descrip-
tion not falling under the scope of the claims should be
interpreted as illustrative example(s) for understanding
the invention.
[0013] Herein, the alternative driving of the first and
second semiconductor switch elements so as to be
turned on and off is executed over a multiple of stages
in accordance with the signal category. The shift register
sequentially stores the first and second pulse signals
transmitted multiple times.
[0014] Also, the in-phase noise filter is realized as, for
example, a logic circuit that prohibits the generation of
the first and second pulse signals by the voltage conver-
sion circuit when the voltages transmitted via the first and
second semiconductor switch elements change simulta-
neously. Herein, the first and second semiconductor
switch elements are, for example, high breakdown volt-
age semiconductor elements that are alternatively driven
so as to be turned on and off by receiving pulse signals
generated in accordance with the order of priority of a
multiple of signals.
[0015] Herein, the first and second circuits are formed
of, for example, circuits that drive first and second power
semiconductors, specifically high breakdown voltage
MOSFETs or IGBTs that supply power to a load, that are
connected in series to form a half-bridge circuit and sup-
ply power to a load from a midpoint of the half-bridge
circuit by being alternately driven so as to be turned on
and off.
[0016] Preferably, the first circuit is a high side circuit
that operates with the midpoint voltage of the half-bridge
circuit as a reference potential, and the second circuit is
a low side circuit that operates with the ground voltage
as a reference potential. Further, the multiple of signals
transmitted from the high side circuit to the low side circuit
are signals indicating the category of an operating ab-
normality of the first power semiconductor driven so as
to switch by the high side circuit.
[0017] Alternatively, the first circuit is a low side circuit

that operates with the ground voltage as a reference po-
tential, and the second circuit is a high side circuit that
operates with the midpoint voltage of the half-bridge cir-
cuit as a reference potential. Further, the multiple of sig-
nals transmitted from the low side circuit to the high side
circuit are signals controlling the drive of the first power
semiconductor in the high side circuit.

Advantageous Effects of Invention

[0018] According to the invention, when a multiple of
signals are level shifted and transmitted between the first
circuit and second circuit with differing reference poten-
tials, the first circuit on the signal transmission side simply
transmits the reference potential or power supply voltage
of the first circuit to the second circuit via first and second
semiconductor switch elements that are alternatively
driven so as to be turned on and off in accordance with
the multiple of signals.
[0019] Further, in the second circuit, after noise includ-
ed in the signals transmitted via the first and second sem-
iconductor switch elements is eliminated, first and sec-
ond pulse signals in accordance with the voltages trans-
mitted via the first and second semiconductor switch el-
ements are generated. Then, each of the first and second
pulse signals is latched with the first and second pulse
signals as a clock, and the latched first and second pulse
signals are analyzed, thereby determining the category
of the multiple of signals. Consequently, signals trans-
mitted from the first circuit can be easily and accurately
restored.
[0020] Moreover, simply by employing an n-stage shift
register as the latch circuit, and alternatively driving the
first and second semiconductor switch elements so as
to be turned on and off over n stages, a multiple of signals
equivalent to 2n can be transmitted, with no need to pre-
pare level shifter circuits in accordance with the number
of signals to be transmitted, as has been the case to date.
Consequently, there are advantages such as there being
no increase in the circuit configuration scale in accom-
paniment to an increase in the number of signals to be
transmitted.
[0021] Furthermore, as signal transmission is carried
out by the first and second semiconductor switch ele-
ments being alternatively driven so as to be turned on
and off, noise caused by fluctuation in the power supply
voltage of the first circuit can be easily eliminated simply
by using an in-phase noise filter. Consequently, advan-
tages are achieved in that highly reliable signal transmis-
sion can be carried out with a simple configuration, and
the like.

Brief Description of Drawings

[0022]

[Fig. 1] Fig. 1 is a main portion schematic configura-
tion diagram of a power converter configured to in-
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clude a signal transmission circuit according to the
invention.
[Fig. 2] Fig. 2 is a main portion schematic configura-
tion diagram of a signal transmission circuit accord-
ing to a first embodiment of the invention.
[Fig. 3] Fig. 3 is a diagram showing an arbiter circuit
processing function.
[Fig. 4] Fig. 4 is a diagram showing examples of a
pulse signal generated by a pulse generator circuit
in accordance with the output of the arbiter circuit.
[Fig. 5] Fig.5 is a diagram showing a specific config-
uration example of the signal transmission circuit
shown in Fig. 2.
[Fig. 6] Fig.6 is a diagram showing a modification
example of the signal transmission circuit shown in
Fig. 2.
[Fig. 7] Fig. 7 is a diagram showing an aspect of
signal transmission in the signal transmission circuit
shown in Fig. 5.
[Fig. 8] Fig. 8 is a main portion schematic configura-
tion diagram of a signal transmission circuit accord-
ing to a second embodiment of the invention.
[Fig. 9] Fig. 9 is a diagram showing the signal state
in each portion with respect to a signal transmitted
from a high side circuit to a low side circuit.
[Fig. 10] Fig. 10 is a diagram showing the signal state
in each portion with respect to a signal transmitted
from the low side circuit to the high side circuit.
[Fig. 11] Fig. 11 is a diagram showing examples of
a pulse signal generated by a pulse generator circuit
in accordance with a third embodiment of the inven-
tion.
[Fig. 12] Fig. 12 is a timing diagram showing an as-
pect of signal transmission in the third embodiment
of the invention.
[Fig. 13] Fig. 13 is a diagram showing a configuration
example of a voltage conversion circuit in the third
embodiment of the invention.
[Fig. 14] Fig. 14 is a diagram showing a modification
example of the voltage conversion circuit in the third
embodiment of the invention.
[Fig. 15] Fig. 15 is a diagram showing a configuration
example of a latch circuit in the third embodiment of
the invention.
[Fig. 16] Fig. 16 is a diagram showing a configuration
example of a signal analysis circuit in the third em-
bodiment of the invention.
[Fig. 17] Fig. 17 is a diagram showing a configuration
example of an alarm output circuit in the third em-
bodiment of the invention.
[Fig. 18] Fig. 18 is a timing diagram showing an op-
eration of the alarm output circuit shown in Fig. 17.
[Fig. 19] Fig. 19 is a diagram showing an outline of
signal transmission according to a fourth embodi-
ment of the invention.
[Fig. 20] Fig. 20 is a main portion schematic config-
uration diagram of a signal transmission circuit ac-
cording to the fourth embodiment of the invention.

[Fig. 21] Fig. 21 is a timing diagram showing an as-
pect of signal transmission by the signal transmis-
sion circuit shown in Fig. 20.
[Fig. 22] Fig. 22 is a diagram showing an outline of
signal transmission according to a fifth embodiment
of the invention.
[Fig. 23] Fig. 23 is a main portion schematic config-
uration diagram of a signal transmission circuit ac-
cording to the fifth embodiment of the invention.
[Fig. 24] Fig. 24 is a diagram showing a configuration
example of a timer circuit in the fifth embodiment of
the invention.
[Fig. 25] Fig. 25 is a diagram showing a configuration
example of a decoder in the fifth embodiment of the
invention.
[Fig. 26] Fig. 26 is a timing diagram showing an as-
pect of signal transmission by the signal transmis-
sion circuit shown in Fig. 25.
[Fig. 27] Fig. 27 is a diagram showing a configuration
example of an existing power converter including a
level shifter circuit.
[Fig. 28] Fig. 28 is a diagram showing another con-
figuration example of an existing power converter
including a level shifter circuit.

Description of Embodiments

[0023] Hereafter, referring to the drawings, a descrip-
tion will be given of a signal transmission circuit according
to embodiments of the invention.

(First Embodiment)

[0024] Fig. 1 is a main portion schematic configuration
diagram of a power converter configured to include a
signal transmission circuit according to the invention. In
Fig. 1, UD1 and LD1 are switching elements, formed of,
for example, IGBTs and connected in a totem pole con-
figuration to form a half-bridge circuit, that switch a direct
current voltage HV by alternately carrying out on/off op-
erations, and supply power to a load.
[0025] The upper arm side switching element UD1 is
driven so as to be turned on and off by a high side driver
HD provided in a high side circuit 10 integrated in, for
example, a high voltage integrated circuit HVIC. Also,
the lower arm side switching element LD1 is driven so
as to be turned on and off by a low side driver LD provided
in a low side circuit 20 integrated in the high voltage in-
tegrated circuit HVIC.
[0026] The high voltage integrated circuit HVIC is con-
figured so as to receive an operation control signal from
a control device CONT such as, for example, a micro-
computer, and alternately carry out switching drive of the
switching elements UD1 and LD1 by controlling the op-
eration of the high side driver HD and low side driver LD.
Also, the high voltage integrated circuit HVIC is config-
ured so as to monitor the operating status of each of the
switching elements UD1 and LD1, and transmit operation
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information and the like to the control device CONT.
[0027] Herein, the high side circuit 10 including the high
side driver HD is configured so as to operate by receiving
the predetermined power supply voltage VB (>VS), with
the half-bridge circuit midpoint voltage VS, which is a first
potential, as a reference potential. Also, the low side cir-
cuit 20 including the low side driver LD is configured so
as to operate by receiving the predetermined power sup-
ply voltage VCC (>GND), with the half-bridge circuit
ground voltage GND, which is a second potential lower
than the first potential, as a reference potential. Conse-
quently, a signal transmission circuit, formed of a signal
transmission unit TX and signal reception unit RX, for
level shifting and transmitting various kinds of signal be-
tween the high side circuit 10 and low side circuit 20 is
provided in the high side circuit 10 and low side circuit
20, which have differing reference potentials.
[0028] Herein, the high side driver HD and low side
driver LD perform a role of driving the switching elements
UD1 and LD1 respectively so as to be turned and off in
accordance with an operation control signal input from
the control device CONT. Also, the high side circuit 10
and low side circuit 20, for example, include a function
of monitoring the current flowing through the switching
elements UD1 and LD1 respectively, the operating tem-
perature thereof, and the like. Herein, the current detec-
tion is carried out via, for example, a current detecting
emitter provided in each of the switching elements UD1
and LD1. Also, the temperature detection is carried out
via, for example, a temperature detecting diode integrally
installed in each of the switching elements UD1 and LD1.
[0029] Further, the high side circuit 10 and low side
circuit 20 include functions of protecting the switching
elements UD1 and LD1 by stopping the drive of the
switching elements UD1 and LD1 when an abnormality
such as overcurrent or overheat is detected, and of trans-
mitting an abnormality detection signal to the control de-
vice CONT. In particular, the high side circuit 10 reduces
the level of the abnormality detection signal and transmits
the signal to the low side circuit 20, and the abnormality
detection signal is transmitted from the low side circuit
20 to the control device CONT.
[0030] Fig. 2 is a main portion schematic configuration
diagram of a signal transmission circuit 1 according to a
first embodiment of the invention, wherein 10 is the pre-
viously described high side circuit provided in the HVIC,
and 20 is the low side circuit. The signal transmission
circuit 1 shown in Fig. 2 performs a role of reducing the
level of multiple kinds of abnormality detection signal
OHE, OCE, and UVE detected in the high side circuit 10,
and transmitting the signals to the low side circuit 20. The
abnormality detection signal OHE is a signal indicating
overheat detected by an overheat detection unit 11, the
abnormality detection signal OCE is a signal indicating
overcurrent detected by an overcurrent detection unit 12,
and the abnormality detection signal UVE is a signal in-
dicating an abnormal drop in voltage detected by a volt-
age drop detection unit 13.

[0031] The signal transmission circuit 1 includes an ar-
biter circuit 14 that outputs multiple kinds of abnormality
detection input OHIN, OCIN, and UVIN input from the
detection units 11, 12, and 13 in accordance with the
level of priority thereof. The arbiter circuit 14, basically
on a first come, first served basis, outputs the abnormality
detection signals OHE, OCE, and UVE in accordance
with the abnormality detection inputs OHIN, OCIN, and
UVIN. However, when the multiple kinds of abnormality
detection input OHIN, OCIN, and UVIN are generated
simultaneously, the arbiter circuit 14 outputs the abnor-
mality detection signals OHE, UVE, and OCE in an order
of priority such that "OHIN > UVIN > OCIN", as shown
in, for example, Fig. 3.
[0032] Also, the signal transmission circuit 1 includes
a pulse generator circuit 15 that generates a pulse signal
in accordance with the abnormality detection signals
OHE, OCE, and UVE output from the arbiter circuit 14.
Furthermore, the signal transmission circuit 1 includes in
parallel two semiconductor switch elements 16 and 17
for transmitting the abnormality detection signals OHE,
OCE, and UVE to the low side circuit 20. The semicon-
ductor switch elements 16 and 17 are formed of, for ex-
ample, high breakdown voltage p-type MOSFETs PM1
and PM2. The p-type MOSFETs PM1 and PM2 config-
uring the semiconductor switch elements 16 and 17 are
such that the source of each is connected to the power
supply voltage VB, while the drain is connected to a volt-
age conversion circuit, to be described hereafter, of the
low side circuit 20.
[0033] The pulse generator circuit 15 generates a mul-
tiple of pulse signals in accordance with the abnormality
detection signals OHE, OCE, and UVE at a timing such
that the semiconductor switch elements 16 and 17 are
not turned on simultaneously, and applies the pulse sig-
nals to the gate of each of the semiconductor switch el-
ements 16 and 17. The semiconductor switch elements
16 and 17 carry out an on-state operation when the pulse
signals are applied to the gate, thereby transmitting the
power supply voltage VB to the low side circuit 20.
[0034] Specifically, the pulse generator circuit 15, in
order to obtain outputs ERD1 and ERD2 of a latch circuit
22 to be described hereafter, outputs over two timings a
pulse signal "01" that turns off the semiconductor switch
element 16 and turns on the semiconductor switch ele-
ment 17 in a predetermined cycle when the abnormality
detection signal OHE indicating overheat is output, as
shown in, for example, Fig. 4 (a). Also, when the abnor-
mality detection signal OCE indicating overcurrent is out-
put, the pulse generator circuit 15, after outputting the
pulse signal "01" that turns off the semiconductor switch
element 16 and turns on the semiconductor switch ele-
ment 17, outputs a pulse signal "10" that turns on the
semiconductor switch element 16 and turns off the sem-
iconductor switch element 17.
[0035] Further, when the abnormality detection signal
UVE indicating a voltage drop is output, the pulse gen-
erator circuit 15, after outputting the pulse signal "10" that
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turns on the semiconductor switch element 16 and turns
off the semiconductor switch element 17, outputs the
pulse signal "01" that turns off the semiconductor switch
element 16 and turns on the semiconductor switch ele-
ment 17. When still another abnormality detection signal
is output, the pulse generator circuit 15 outputs over two
timings the pulse signal "10" that turns on the semicon-
ductor switch element 16 and turns off the semiconductor
switch element 17.
[0036] In other words, the arbiter circuit 14 generates
the abnormality detection signals OHE, OCE, and UVE
in accordance with the state of occurrence of an overheat
abnormality, overcurrent abnormality, and voltage drop
abnormality. Further, the pulse generator circuit 15, un-
der the management of the arbiter circuit 14, generates
pulse signals that drive the semiconductor switch ele-
ments 16 and 17 so as to be turned on and off in accord-
ance with the abnormality detection signals OHE, OCE,
and UVE, as heretofore described, as shown in, for ex-
ample, Fig. 5. That is, the pulse generator circuit 15, in
accordance with the abnormality category, outputs over
two timings the two bits of information "01" and "10" in-
dicated by the alternative turning on and off of the sem-
iconductor switch elements 16 and 17. As a result of this,
the pulse generator circuit 15 outputs 22 kinds, that is 4
kinds, of information in accordance with the abnormality
category via the semiconductor switch elements 16 and
17.
[0037] When identifiably transmitting still more kinds
of signal, it is sufficient to set so that the two bits of infor-
mation indicated by the alternative turning on and off of
the semiconductor switch elements 16 and 17 are output
over three timings, as shown in, for example, Fig. 4 (b).
By so doing, the pulse generator circuit 15 can identifiably
transmit 23 kinds, that is 8 kinds, of information in accord-
ance with the abnormality category via the semiconduc-
tor switch elements 16 and 17. Also, by the two bits of
information being output over n timings, 2n kinds of in-
formation can be transmitted.
[0038] Meanwhile, the low side circuit 20 includes a
voltage conversion circuit 21 that converts the voltage
of, and takes in, the pulse signals transmitted via the
semiconductor switch elements 16 and 17, and gener-
ates a pulse signal with the ground voltage GND, which
is the reference potential of the low side circuit 20, as a
reference. The voltage conversion circuit 21 is configured
to include a voltage conversion unit 21a and an in-phase
noise filter 21b, as shown in, for example, Fig. 5, and is
realized to include a pulse generation function of restor-
ing a pulse signal transmitted from the high side circuit 10.
[0039] Specifically, as shown in, for example, Fig. 5,
the voltage conversion unit 21a in the voltage conversion
circuit 21 is formed of the resistors R1 and R2 connected
in series with the drain of each of the semiconductor
switch elements 16 and 17, and Zener diodes ZD1 and
ZD2, connected in parallel with the resistors R1 and R2
respectively, that clamp voltage generated in the resis-
tors R1 and R2. Further, the voltage conversion unit 21a

is configured so as to restore the pulse signals, with the
ground voltage GND as a reference, as the voltage gen-
erated in the resistors R1 and R2.
[0040] n-type MOSFETs NM11 and NM21 are con-
nected in parallel with the resistors R1 and R2. The n-
type MOSFETs NM11 and NM21 carry out an on-state
operation by receiving into the gate thereof the output of
an AND circuit AND that carries out an AND process on
the voltage generated in the resistors R1 and R2, as will
be described hereafter. Further, the n-type MOSFETs
NM11 and NM21 perform a role of compulsorily setting
the voltage generated in the resistors R1 and R2 to the
ground voltage GND by the on-state operation.
[0041] In other words, when the voltages applied to the
resistors R1 and R2 as the outputs of the semiconductor
switch elements 16 and 17 are simultaneously high, the
AND circuit AND determines that this is in-phase noise
unrelated to the on/off operations of the semiconductor
switch elements 16 and 17. Further, by each of the n-
type MOSFETs NM11 and NM21 being caused to carry
out an on-state operation by the output of the AND circuit
AND, the voltage applied to the resistors R1 and R2 is
lowered to the ground voltage GND, whereby the in-
phase noise is eliminated.
[0042] The voltage conversion unit 21a can also be
configured using first current mirror circuits CM11 and
CM21, formed of a pair of n-type MOSFETs, and second
current mirror circuits CM12 and CM22, formed of a pair
of p-type MOSFETs, as shown in, for example, Fig. 6. In
this case, the drain-to-source voltages of the first current
mirror circuits CM11 and CM21 are clamped by the Zener
diodes ZD1 and ZD2 respectively.
[0043] Further, the second current mirror circuits
CM12 and CM22 are driven by the output of the first cur-
rent mirror circuits CM11 and CM21, and voltage is gen-
erated in the resistors R1 and R2 by the output current
of the second current mirror circuits CM12 and CM22.
Consequently, the voltage conversion unit 21a config-
ured in this way is also such that the pulse signals trans-
mitted via the semiconductor switch elements 16 and 17
are restored as the voltage generated in the resistors R1
and R2 as pulse signals having the ground voltage GND
as a reference.
[0044] Meanwhile, the in-phase noise filter 21b is re-
alized by first and second switch circuits SW1 and SW2
configured of p-type MOSFETs and n-type MOSFETs
being provided in parallel, as shown in, for example, each
of Fig. 5 and Fig. 6. The first switch circuit SW1 is con-
figured by p-type MOSFETs PM11 and PM12 and an n-
type MOSFET NM31 being connected in a totem pole
configuration, and an n-type MOSFET NM32 being con-
nected in parallel with the n-type MOSFET NM31. Also,
the second switch circuit SW2 is configured by p-type
MOSFETs PM21 and PM22 and an n-type MOSFET
NM41 being connected in a totem pole configuration, and
an n-type MOSFET NM42 being connected in parallel
with the n-type MOSFET NM41.
[0045] Further, the p-type MOSFET PM11 and n-type
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MOSFET NM31 in the first switch circuit SW1 carry out
on/off operations in a complementary way by a pulse
signal obtained from the resistor R1 being input into the
gates thereof via a NOT circuit NOT1. Also, the p-type
MOSFET PM12 in the first switch circuit SW1 carries out
an on/off operation by a signal obtained from the resistor
R2 being input. Furthermore, the n-type MOSFET NM32
carries out an on/off operation by a signal obtained via
the AND circuit AND being input into the gate thereof.
[0046] Voltage generated in the resistor R1 is convert-
ed to a predetermined signal voltage and output by the
first switch circuit SW1 configured in this way. Specifical-
ly, the first switch circuit SW1 outputs the power supply
voltage VCC of the low side circuit 20 when a predeter-
mined voltage is generated in the resistor R1, and outputs
the ground voltage GND when no voltage is generated
in the resistor R1. Further, when the n-type MOSFET
NM32 carries out an on-state operation, the output of the
signal of predetermined voltage from the first switching
circuit SW1 is prohibited.
[0047] Meanwhile, the p-type MOSFET PM21 and n-
type MOSFET NM41 in the second switch circuit SW2
carry out on/off operations in a complementary way by a
pulse signal obtained from the resistor R2 being input
into the gates thereof via a NOT circuit NOT2. Also, the
p-type MOSFET PM22 carries out an on/off operation by
a signal obtained from the resistor R1 being input. Fur-
thermore, the n-type MOSFET NM42 carries out an on/off
operation by a signal obtained via the AND circuit AND
being input into the gate thereof.
[0048] The second switch circuit SW2 configured in
this way also, in the same way as the first switch circuit
SW1, converts voltage generated in the resistor R2 to a
predetermined signal voltage, and outputs the signal volt-
age. Specifically, the second switch circuit SW2 outputs
the power supply voltage VCC of the low side circuit 20
when a predetermined voltage is generated in the resistor
R2, and outputs the ground voltage GND when no voltage
is generated in the resistor R2. Further, when the n-type
MOSFET NM41 carries out an on-state operation, the
output of the signal of predetermined voltage from the
second switching circuit SW2 is prohibited.
[0049] That is, when pulse signals PM1DRN and
PM2DRN detected by the voltage conversion unit 21a
and used in the generation of abnormality detection sig-
nals ER1 and ER2 invert simultaneously, the AND circuit
AND generates a noise cancellation signal in synchroni-
zation with this. Further, in this case, the n-type MOS-
FETs NM11 and NM21 provided in the voltage conver-
sion unit 21a are caused to carry out an on-state opera-
tion, and the n-type MOSFETs NM32 and NM42 provided
in the first and second switch circuits SW1 and SW2 re-
spectively are caused to carry out an on-state operation.
Further, by operations of the first and second switch cir-
cuits SW1 and SW2 being prohibited, the outputs of the
abnormality detection signals ER1 and ER2 are prohib-
ited.
[0050] Consequently, when pulse signals are transmit-

ted simultaneously via the semiconductor switch ele-
ments 16 and 17, and the predetermined voltage is gen-
erated in both of the resistors R1 and R2, the in-phase
noise filter 21b formed of the first and second switch cir-
cuits SW1 and SW2 prohibits the output of the pulse sig-
nals. Further, the in-phase noise filter 21b outputs the
pulse signal only when the pulse signal is input via only
one of the semiconductor switch element 16 or semicon-
ductor switch element 17. Pulse signals on which an in-
phase filtering process has been carried out in this way,
obtained at each of a connection point of the p-type MOS-
FET PM12 and n-type MOSFET NM31 and a connection
point of the p-type MOSFET PM22 and n-type MOSFET
NM41, are output in parallel via buffer amplifiers BUF1
and BUF2 as the two bit abnormality detection signals
ER1 and ER2.
[0051] Returning here to the description of the config-
uration of the low side circuit 20, the low side circuit 20
includes a latch circuit 22 that latches a restored pulse
signal whose voltage has been converted by the voltage
conversion circuit 21, as shown in Fig. 2. Also, the low
side circuit 20 includes a signal analysis circuit 23 that
analyzes the pulse signal latched by the latch circuit 22,
thereby determining the category of the abnormality de-
tection signals ER1 and ER2. Furthermore, the low side
circuit 20 includes an alarm output circuit 24 that outputs
an alarm signal ALM in accordance with a signal analysis
result, which is the output of the signal analysis circuit 23.
[0052] Specifically, the latch circuit 22 includes in par-
allel a shift register formed of multiple stages of flip-flops
FF11, FF12, to FFln and a shift register formed of multiple
stages of flip-flops FF21, FF22, to FF2n, which latch each
of the abnormality detection signals ER1 and ER2 formed
of the previously described pulse signals, as shown in,
for example, each of Fig. 5 and Fig. 6. Herein, the flip-
flops FF11 to FFln and FF21 to FF2n are formed of, for
example, D-type flip-flops. Further, the flip-flops FF11 to
FF1n and FF21 to FF2n sequentially latch the abnormal-
ity detection signals ER1 and ER2, with the logical sum
output of the abnormality detection signals ER1 and ER2,
which is the output of the noise filter circuit obtained via
an OR circuit OR, as a clock signal CK.
[0053] Specifically, the first stage flip-flops FF11 and
FF21 configuring the shift registers receive the clock sig-
nal CK generated by the OR circuit OR, and latch the
abnormality detection signals ER1 and ER2 respectively.
Also, the flip-flops FF12 to FF1n and FF22 to FF2n from
the second stage onward receive the clock signal CK,
and latch the abnormality detection signals held in each
of previous stage latch circuits FF1 (n-1) and FF2 (n-1).
[0054] Consequently, every time the abnormality de-
tection signals ER1 and ER2 change, signals indicating
the status of the change in the abnormality detection sig-
nals ER1 and ER2 are sequentially latched by the previ-
ously described n-stage configuration flip-flops FF11 to
FFln and FF21 to FF2n. Further, "2 3 n" bit signals
latched and held in parallel in the n-stage flip-flops FF11
to FFln and FF21 to FF2n configuring the latch circuit 22
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are output as the previously described abnormality de-
tection signals OHR, OCR, and the like, that indicate
overheat and overcurrent respectively. The flip-flops
FF11 to FF1n and FF21 to FF2n receive a clear signal
CLR, to be described hereafter, generated by the alarm
output circuit 24 after the output of the abnormality de-
tection signals OHR and OCR, and are reset and initial-
ized in unison.
[0055] Meanwhile, the signal analysis circuit 23 that
analyzes the abnormality detection signals ER1 and ER2
held by the latch circuit 22 configured as heretofore de-
scribed determines the category of the abnormality indi-
cated by the abnormality detection signals ER1 and ER2
from the change in the temporal transitional state of the
abnormality detection signals ER1 and ER2. That is,
when the latch circuit 22 is in a reset state and the signals
held in the latch circuit 22 are "00" and "00", the signal
analysis circuit 23 determines that there is no abnormal-
ity. Further, when the signals held in the latch circuit 22
are "01" and "01", the signal analysis circuit 23 deter-
mines that this is an overheat abnormality.
[0056] Also, when the signals held in the latch circuit
22 are "01" and "10", the signal analysis circuit 23 deter-
mines that this is an overcurrent abnormality. Further,
when the signals held in the latch circuit 22 are "10" and
"01", the signal analysis circuit 23 determines that this is
a low voltage abnormality. Further, when the abnormality
detection signals ER1 and ER2 are "10" and "10", the
signal analysis circuit 23 determines that this state is, for
example, another abnormality.
[0057] According to the signal transmission circuit 1
configured in this way, the pulse signals that alternatively
drives the semiconductor switch elements 16 and 17 so
as to be turned on in accordance with the abnormality
detection signals OHIN, OCIN, and UVIN are generated
as a PM1 gate signal and PM2 gate signal, as shown by
the aspect of signal transmission from the high side circuit
10 to the low side circuit 20 in Fig. 7. Further, the power
supply voltage VB being applied to the high side circuit
10 is transmitted to the low side circuit 20 as the output
voltages PM1DRN and PM2DRN of the semiconductor
switch elements 16 and 17 in accompaniment to an on-
state operation of the semiconductor switch elements 16
and 17.
[0058] At this time, it may happen that noise accom-
panying fluctuation in the power supply voltage VB of the
high side circuit 10, so-called dV/dt noise, is superim-
posed on the output voltages PM1DRN and PM2DRN
transmitted to the low side circuit 20. Thereupon, as the
dV/dt noise is in-phase noise transmitted to the low side
circuit 20, output from the in-phase noise filter 21b is pro-
hibited by an on-state operation of the n-type MOSFETs
NM32 and NM42 in the in-phase noise filter 21b.
[0059] Consequently, the outputs ER1 and ER2 of the
in-phase noise filter 21b, the dV/dt noise being eliminated
as shown in Fig. 7, form only components of pulse signals
in accordance with the abnormality detection signals
OHIN, OCIN, and UVIN. Further, the latch circuit 22 gen-

erates the clock signal CK by carrying out a logical sum
processing of the outputs ER1 and ER2 of the in-phase
noise filter 21b via the OR circuit OR, and drives the n-
stage configuration flip-flops FF11 to FF1n and FF21 to
FF2n so as to latch using the clock signal CK. As a result
of this, data indicating the outputs ER1 and ER2 of the
in-phase noise filter 21b are latched as ERD1(1) and
ERD1(2) in, for example, the first stage flip-flops FF11
and FF21. Further, the data ERD1(1) and ERD1(2) are
shifted to the second stage flip-flops FF12 and FF22 at
the next timing, and latched as data ERD2(1) and
ERD2(2).
[0060] As a result of this, the parallel 2-bit signals held
over n stages in the latch circuit 22 are provided to the
signal analysis circuit 23 as (2 3 n) bit output signals
ERD1(N:1) and ERD2(N:1). Then, the signal analysis cir-
cuit 23, by identifying the (2 3 n) bit output signals
ERD1(N:1) and ERD2(N:1), determines the category of
the abnormality indicated by the signals, and drives the
alarm output circuit 24 in accordance with the result of
the determination. Herein, the abnormality categories in-
clude, for example, an abnormality detection error ER-
DET, overheat detection OHER, overcurrent detection
OCER, voltage drop detection UVER, signal transmis-
sion error RXER, and the like. Further, the alarm output
circuit 24, after outputting the abnormality detection in-
formation to the exterior, generates the previously de-
scribed reset signal, thereby resetting the latch circuit 22.
[0061] In this way, according to the signal transmission
circuit 1 with the heretofore described configuration, sig-
nal transmission to the low side circuit 20 can be reliably
carried out, unaffected by power supply voltage fluctua-
tion (dV/dt) in the high side circuit 10. Also, as the sem-
iconductor switch elements 16 and 17 are not simulta-
neously driven so as to be turned on, the effect of in-
phase noise commingled in the two semiconductor
switch elements 16 and 17 is easily and effectively elim-
inated, and each of the pulse signals can be reliably de-
tected.
[0062] Therefore, the category of an abnormality oc-
curring in the high side circuit 10 can be accurately iden-
tified in the low side circuit 20 from pulse signals trans-
mitted via each of the semiconductor switch elements 16
and 17. In particular, as the categories of multiple kinds
of abnormality occurring in the high side circuit 10 can
be easily and reliably transmitted to the low side circuit
20 using the two semiconductor switch elements 16 and
17, there are a large number of practical advantages.
[0063] Herein, the signal transmission circuit shown in
the heretofore described embodiment is such that the
level of a signal is reduced, and the signal transmitted
from the high side circuit 10 to the low side circuit 20.
However, the invention is also applicable in the same
way to a signal transmission circuit wherein the level of
a signal is increased, and the signal transmitted from the
low side circuit 20 to the high side circuit 10.
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(Second Embodiment)

[0064] Fig. 8 is a main portion schematic configuration
diagram of a signal transmission circuit according to a
second embodiment of the invention, wherein the con-
figuration is such that the signal transmission unit TX is
provided in the low side circuit 20, and the signal recep-
tion unit RX is provided in the high side circuit 10, as
shown in Fig. 1. In this case, the signal transmission unit
TX is configured to include in parallel two semiconductor
switch elements 28 and 29 that are alternatively turned
on and off in accordance with the category of a signal to
be transmitted to the high side circuit 10, thereby trans-
mitting the signal to the high side circuit 10. The semi-
conductor switch elements 28 and 29 are formed of, for
example, high breakdown voltage n-type MOSFETs
NM1 and NM2. The n-type MOSFETs NM1 and NM2
configuring the semiconductor switch elements 28 and
29 are such that the drain of each is connected to the
line of the ground voltage GND, while the source is con-
nected to a voltage conversion circuit provided in the high
side circuit 10.
[0065] The voltage conversion circuit provided in the
high side circuit 10 includes the resistors R1 and R2 in-
serted in series between the sources of the n-type MOS-
FETs NM1 and NM2 and the line of the power supply
voltage VB of the high side circuit 10. Also, the power
conversion circuit includes diodes D1 and D2 that clamp
voltage generated in the resistors R1 and R2 when the
n-type MOSFETs NM1 and NM2 carry out an on-state
operation to the midpoint voltage VS, which is the refer-
ence potential of the high side circuit 10.
[0066] Furthermore, the voltage conversion circuit in-
cludes p-type MOSFETs PM11 and PM21 connected in
parallel with the resistors R1 and R2 respectively. The
p-type MOSFETs PM11 and PM21 correspond to the n-
type MOSFETs NM11 and NM21 in the previous embod-
iment, and carry out an on/off operation by receiving into
the gate thereof the output of an OR circuit OR1 that
carries out an AND process on output signals NM1DRN
and NM2DRN of the voltage conversion circuit. The OR
circuit OR1 carries out an AND process on the output
signals NM1DRN and NM2DRN provided as negative
logic, thus corresponding to the AND circuit AND in the
previous embodiment.
[0067] Further, an in-phase noise filter that eliminates
in-phase noise from the output of the voltage conversion
circuit, and a latch circuit that latches the pulse signals
ER1 and ER2 transmitted to the high side circuit 10, are
basically configured in the same way as in the previous
embodiment. Consequently, a detailed description there-
of will be omitted. In this embodiment, however, the pulse
signals ER1 and ER2 transmitted to the high side circuit
10 are provided as negative logic, because of which the
n-type MOSFETs NM32 and NM42, which are provided
in the first and second switch circuits SW1 and SW2 and
prohibit the output of the pulse signals ER1 and ER2, are
turned on and off using a signal which is the output of

the OR circuit OR1 inverted via a NOT circuit NOT3.
[0068] In this way, according to the signal transmission
circuit configured in this way, a predetermined voltage
drop can be caused in the resistors R1 and R2 by alter-
natively causing the n-type MOSFETs NM1 and NM2 to
carry out an on-state operation in accordance with a sig-
nal to be transmitted to the high side circuit 10. Conse-
quently, a signal transmitted from the low side circuit 20
can be restored by detecting the predetermined voltage
drop caused in the resistors R1 and R2. Furthermore,
voltage drops occurring simultaneously in the resistors
R1 and R2 due to voltage fluctuation can be detected as
in-phase noise by the OR circuit OR1. Consequently, in
the same way as in the previous embodiment, signal
transmission from the low side circuit 20 to the high side
circuit 10 can be carried out easily and reliably, unaffect-
ed by in-phase noise.
[0069] Herein, when carrying out signal transmission
from the high side circuit 10 toward the low side circuit
20, the signal state in each portion with respect to a signal
whose level is reduced and which is transmitted to the
low side circuit 20 is as shown in Fig. 9. Consequently,
when the outputs PM1DRN and PM2DRN of the voltage
conversion unit 21a are "11", that is, when the outputs
PM1DRN and PM2DRN reach a predetermined voltage
clamped by the Zener diodes ZD1 and ZD2, it is sufficient
that this is detected as a generation of in-phase noise.
[0070] Also, conversely, when carrying out signal
transmission from the low side circuit 20 toward the high
side circuit 10, the signal state in each portion with re-
spect to a signal whose level is increased and which is
transmitted to the high side circuit 10 is as shown in Fig.
10. Consequently, when the outputs NM1DRN and
NM2DRN of the voltage conversion circuit are "00", that
is, when the outputs NM1DRN and NM2DRN reach the
midpoint voltage VS clamped by the diodes D1 and D2,
it is sufficient that this is detected as a generation of in-
phase noise.
[0071] As heretofore described, the signal transmis-
sion circuit according to the invention is such that a pre-
determined voltage is generated in resistors connected
to each of first and second semiconductor switch ele-
ments provided in a second circuit by first and second
semiconductor switch elements provided in a first circuit
being alternatively driven so as to be turned on and off,
and a signal is level shifted and transmitted from the first
circuit to the second circuit by the voltage being detected.
Also, when the voltage is generated simultaneously in
the resistors, this is determined to be in-phase noise
caused by voltage fluctuation or the like, and the in-phase
noise is eliminated by the output of a voltage detection
circuit being prohibited. Consequently, it is possible to
shift the level of, and reliably transmit, a signal, unaffected
by in-phase noise.
[0072] Also, by signal transmission by the first and sec-
ond semiconductor switch elements being alternatively
driven so as to be turned on and off being executed over
n stages in accordance with the category of the signal,
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two bits of information formed of "01" or "10" are trans-
mitted over n stages. As a result of this, even when the
number of signals to be level shifted and transmitted be-
tween the first circuit and second circuit increases, 2n

kinds of information can be reliably transmitted, without
increasing the number of level shifter circuits as has been
the case to date. In other words, there is no need to in-
crease the number of level shifter circuits even when
there is an increase in signal categories, and an advan-
tage is achieved in that an unnecessary complication and
increase in size of the signal transmission circuit can be
prevented, and the like.

(Third Embodiment)

[0073] Herein, a pulse signal generated by the pulse
generator circuit 15 in accordance with the signal cate-
gory can also be as follows. Specifically, the pulse signal
is a continuous pulse signal that continuously turns the
semiconductor switch element 17 on and off in a first
cycle when the abnormality detection signal OHE indi-
cating overheat is output, as shown in, for example, Fig.
11. Also, the pulse signal is a continuous pulse signal
that continuously turns the semiconductor switch ele-
ment 16 on and off in a first cycle when the abnormality
detection signal OCE indicating overcurrent is output.
Further, the pulse signal is a pulse signal that alternately
turns the two semiconductor switch elements 16 and 17
on and off in a second cycle longer than the first cycle
when the abnormality detection signal UVE indicating a
voltage drop is output.
[0074] That is, the arbiter circuit 14 generates the ab-
normality detection signals OHE, OCE, and UVE in ac-
cordance with the state of occurrence of an overheat ab-
normality, overcurrent abnormality, and voltage drop ab-
normality. Further, the pulse generator circuit 15, under
the management of the arbiter circuit 14, generates pulse
signals that drive each of the semiconductor switch ele-
ments 16 and 17 so as to be turned on and off in accord-
ance with the abnormality detection signals OHE, OCE,
and UVE, as shown in, for example, Fig. 12.
[0075] Specifically, when only an overheat abnormality
occurs, only the semiconductor switch element 17 is driv-
en so as to be turned on and off in the first cycle, as
shown in an interval A in Fig. 12. Also, when only a voltage
drop abnormality occurs, the semiconductor switch ele-
ments 16 and 17 are driven so as to be alternately turned
on and off in the second cycle, as shown in an interval
B. Further, when the overheat abnormality and voltage
drop abnormality occur simultaneously, the overheat ab-
normality takes precedence over the voltage drop abnor-
mality, and only the semiconductor switch element 17 is
driven so as to be turned on and off in the first cycle, as
shown in an interval C.
[0076] Also, when only an overcurrent abnormality oc-
curs, only the semiconductor switch element 16 is driven
so as to be turned on and off in the first cycle, as shown
in an interval D in Fig. 12. Also, when the overheat ab-

normality occurs simultaneously in addition to an over-
current abnormality, only the semiconductor switch ele-
ment 17 is driven so as to be turned on and off in the first
cycle, in precedence to the drive of the semiconductor
switch element 16, as shown in an interval E. Also, when
the overcurrent abnormality and voltage drop abnormal-
ity occur simultaneously, the semiconductor switch ele-
ments 16 and 17 are alternately driven so as to be turned
on and off in the second cycle, as shown in an interval
F. Further, when a voltage drop abnormality occurs si-
multaneously together with the overheat abnormality and
overcurrent abnormality, the overheat abnormality takes
precedence, and only the semiconductor switch element
17 is driven so as to be turned on and off in the first cycle,
as shown in an interval G.
[0077] Meanwhile, the low side circuit 20 includes the
voltage conversion circuit 21 that converts the voltage
of, and takes in, the heretofore described pulse signals
transmitted via the semiconductor switch elements 16
and 17, and generates a pulse signal with the ground
potential GND, which is the reference potential of the low
side circuit 20, as a reference. The voltage conversion
circuit 21 is configured to include the voltage conversion
unit 21a and in-phase noise filter 21b, as shown in, for
example, Fig. 13, and is realized to include a pulse gen-
eration function of restoring the pulse signals.
[0078] Specifically, as shown in, for example, Fig. 13,
the voltage conversion unit 21a in the voltage conversion
circuit 21 is formed of the resistors R1 and R2 connected
in series with the drain of each of the semiconductor
switch elements 16 and 17, and the Zener diodes ZD1
and ZD2, connected in parallel with the resistors R1 and
R2 respectively, that clamp voltage generated in the re-
sistors R1 and R2. Further, the voltage conversion unit
21a is configured so as to restore the pulse signals, with
the ground potential GND as a reference, as the voltage
generated in the resistors R1 and R2.
[0079] The voltage conversion unit 21a can also be
configured using the first current mirror circuits CM11
and CM21, formed of a pair of n-channel MOSFETs, and
second current mirror circuits CM12 and CM22, formed
of a pair of p-channel MOSFETs, as shown in, for exam-
ple, Fig. 14. In this case, the drain-to-source voltages of
the first current mirror circuits CM11 and CM21 are
clamped by the Zener diodes ZD1 and ZD2.
[0080] Further, the second current mirror circuits
CM12 and CM22 are driven by the output of the first cur-
rent mirror circuits CM11 and CM21, and voltage is gen-
erated in the resistors R1 and R2 by the output current
of the second current mirror circuits CM12 and CM22.
Consequently, the voltage conversion unit 21a config-
ured in this way is also such that the pulse signals trans-
mitted via the semiconductor switch elements 16 and 17
are restored as the voltage generated in the resistors R1
and R2 as pulse signals having the ground potential GND
as a reference.
[0081] Also, the in-phase noise filter 21b is configured
as the switch circuits SW1 and SW2 by two stages each
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of p-channel MOSFETs and n-channel MOSFETs, a total
of four stages, being connected in a totem pole configu-
ration, as shown in, for example, each of Fig. 13 and Fig.
14. The first stage p-channel MOSFET PM11 and third
stage n-channel MOSFET NM11 in the first switch circuit
SW1 carry out on/off operations in a complementary way
by a pulse signal obtained from the resistor R2 being
input into the gates thereof. Also, the second stage p-
channel MOSFET PM12 and fourth stage n-channel
MOSFET NM12 carry out on/off operations in a comple-
mentary way by a pulse signal obtained from the resistor
R1 and inverted via the NOT circuit NOT1 being input
into the gates thereof.
[0082] Consequently, when pulse signals are input si-
multaneously via the semiconductor switch elements 16
and 17, the first switch circuit SW1 prohibits the output
of the pulse signals. Further, when the pulse signal is
input via only the semiconductor switch element 16, the
first switch circuit SW1 outputs the pulse signal. A pulse
signal on which an in-phase filtering process has been
carried out in this way, obtained at a connection point of
the p-channel MOSFET PM12 and third stage n-channel
MOSFET NM11, is output via an output amplifier AMP1
as the abnormality detection signal ER1.
[0083] Also, in the same way, the first stage p-channel
MOSFET PM21 and third stage n-channel MOSFET
NM21 in the second switch circuit SW2 carry out on/off
operations in a complementary way by a pulse signal
obtained from the resistor R1 being input into the gates
thereof. Also, the second stage p-channel MOSFET
PM22 and fourth stage n-channel MOSFET NM22 carry
out on/off operations in a complementary way by a pulse
signal obtained from the resistor R2 and inverted via the
NOT circuit NOT2 being input into the gates thereof.
[0084] Consequently, when pulse signals are input si-
multaneously via the semiconductor switch elements 16
and 17, the second switch circuit SW2, in the same way
as the first switch circuit SW1, prohibits the output of the
pulse signals. Further, when the pulse signal is input via
only the semiconductor switch element 17, the second
switch circuit SW2 outputs the pulse signal. A pulse signal
on which an in-phase filtering process has been carried
out in this way, obtained at a connection point of the sec-
ond stage p-channel MOSFET PM22 and third stage n-
channel MOSFET NM21, is output via an output amplifier
AMP2 as the abnormality detection signal ER2.
[0085] Returning here to the description of the config-
uration of the low side circuit 20, the low side circuit 20
includes the latch circuit 22 that latches a restored pulse
signal whose voltage has been converted by the voltage
conversion circuit 21, as shown in Fig. 2. Also, the low
side circuit 20 includes the signal analysis circuit 23 that
analyzes the pulse signal latched by the latch circuit 22,
thereby determining the category of the previously de-
scribed abnormality detection signals. Furthermore, the
low side circuit 20 includes the alarm output circuit 24
that outputs the alarm signal ALM in accordance with a
signal analysis result, which is the output of the signal

analysis circuit 23.
[0086] Specifically, the latch circuit 22 includes in par-
allel two stage configuration latches LT11 and LT12 and
latches LT21 and LT22, which respectively latch the ab-
normality detection signals ER1 and ER2 formed of the
previously described pulse signals, as shown in, for ex-
ample, Fig. 15. The latches LT11, LT12, LT21, and LT22
carry out a latching operation by receiving a clock signal
CLK generated by a pulse generator circuit PG into which
the abnormality detection signals ER1 and ER2 are input.
[0087] Herein, the pulse generator circuit PG is con-
figured so as to, when one of the pulse signals forming
the abnormality detection signals ER1 and ER2 is invert-
ed, generate the clock signal CLK in synchronization
therewith. Further, the first stage latches LT11 and LT21
receive the clock signal CLK and latch the abnormality
detection signals ER1 and ER2 respectively. Also, the
second stage latches LT12 and LT22 latch the abnor-
mality detection signals held in the first stage latches
LT11 and LT21 respectively.
[0088] Consequently, signals indicating the status of a
change in the abnormality detection signals ER1 and
ER2 are latched by the previously described two stage
configuration latches LT11 and LT12 and latches LT21
and LT22. Further, a total of two bits of signals latched
and held in the latches LT11 and LT12 and latches LT21
and LT22 are output as the previously described abnor-
mality detection signals OHR and OCR indicating over-
heat and overcurrent respectively. The latches LT11,
LT12, LT21, and LT22 receive the clear signal CLR, to
be described hereafter, and are reset and initialized in
unison.
[0089] The signal analysis circuit 23 that analyzes the
abnormality detection signals ER1 and ER2 held by the
latch circuit 22 configured in this way determines the cat-
egory of the abnormality indicated by the abnormality de-
tection signals ER1 and ER2 from the change in the tem-
poral transitional state of the abnormality detection sig-
nals ER1 and ER2 in accordance with the logic shown
in, for example, Fig. 16. That is, when the abnormality
detection signals OHR and OCR are "00" and "00", the
signal analysis circuit 23 determines that there is no ab-
normality. Further, when the abnormality detection signal
OHR is "11" and the abnormality detection signal OCR
is "00", the signal analysis circuit 23 determines that this
is an overheat abnormality.
[0090] Also, when the abnormality detection signal
OHR is "00" and the abnormality detection signal OCR
is "11", the signal analysis circuit 23 determines that this
is an overcurrent abnormality. Further, when the abnor-
mality detection signal OHR is "01" or "10" and the ab-
normality detection signal OCR is "10" or "01", the signal
analysis circuit 23 determines that this is a low voltage
abnormality. The determination of a low voltage abnor-
mality, as previously described, is based on the fact that
when the abnormality detection signal UVE is output, the
two semiconductor switch elements 16 and 17 are alter-
nately turned on and off in a cycle longer than that when
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the overheat and overcurrent are detected. That is, in
this case, the determination is based on the fact that the
signals held in the latch circuit 22 differ between the first
stage and second stage, and that the abnormality detec-
tion signals ER1 and ER2 differ from each other.
[0091] Further, when the abnormality detection signals
OHR and OCR are both of the same value at "10 (11)"
and "11 (10)", the signal analysis circuit 23 determines
that this state is a reception abnormality, as the pulse
signals are generated under the condition that the sem-
iconductor switch elements 16 and 17 are not caused to
be turned on simultaneously, as previously described. In
this case, the clear signal CLR is generated, thereby re-
setting the latch circuit 22. In this way, the signal analysis
circuit 23 that analyzes the abnormality detection signal
OHR and abnormality detection signal OCR is realized
as a memory into which the abnormality detection signal
OHR and abnormality detection signal OCR are input,
and which selectively outputs the signals ERDET, OHER,
OCER, UVER, and RXER indicating the category of the
abnormality, which are results of the analysis.
[0092] The alarm output circuit 24 into which these
kinds of analysis result, that is, the signals ERDET,
OHER, OCER, UVER, and RXER, are input includes a
flip-flop FF that is set by the abnormality detection signal
ERDET being input, as shown in, for example, Fig. 17.
Further, the alarm output circuit 24 is configured so that
the alarm signal ALM is output by the n-channel MOSFET
NM31 being driven so as to be turned on by a set output
of the flip-flop FF.
[0093] Also, the alarm output circuit 24 includes in par-
allel four latches LT1, LT2, LT3, and LT4 that receive the
set output of the flip-flop FF, and latch the signals OHER,
OCER, UVER, and RXER respectively. Furthermore, the
alarm output circuit 24 includes in parallel four p-channel
MOSFETs PM31, PM32, PM33, and PM34 as a constant
current supply forming a current mirror circuit with a p-
channel MOSFET PM30. Further, four p-channel MOS-
FETs PM41, PM42, PM43, and PM44 acting as switches
are connected in series with the p-channel MOSFETs
PM31, PM32, PM33, and PM34 respectively.
[0094] The p-channel MOSFETs PM41, PM42, PM43,
and PM44 are selectively turned on by the outputs of the
latches LT1, LT2, LT3, and LT4, and perform a role of
charging a capacitor C1 with the constant current supply
formed of the p-channel MOSFETs PM31, PM32, PM33,
and PM34. Further, a charge voltage generated in the
capacitor C1 in accompaniment to the charging of the
capacitor C1 is applied to a comparator COMP, and com-
pared with a reference voltage Vref. Further, when the
charge voltage of the capacitor C1 exceeds the reference
voltage Vref, the comparator COMP issues an end signal
TEND commanding a stopping of the alarm signal output.
[0095] The n-channel MOSFET NM32 connected in
parallel with the capacitor C1 is driven so as to be turned
on by the end signal TEND via a delay circuit, the charge
of the capacitor C1 is released, and the capacitor C1 is
reset. Also, the end signal TEND is applied to the reset

terminal of the flip-flop FF, and input into an AND gate
circuit provided at a stage before the set terminal of the
flip-flop FF. The AND gate circuit performs a role of ap-
plying the abnormality detection signal ERDET to the set
terminal of the flip-flop FF only when the flip-flop FF is in
a reset state and the end signal TEND is not being output.
[0096] Consequently, the flip-flop FF is set at a timing
at which the abnormality detection signal ERDET is input,
and after charging of the capacitor C1 is started in ac-
companiment to the setting, the flip-flop FF is reset when
the charge voltage of the capacitor C1 exceeds the ref-
erence voltage Vref and the end signal TEND is output,
as shown in Fig. 18. As a result of this, the alarm signal
ALM is output for a period t in which the flip-flop FF is set.
[0097] At this time, provided that the constant current
value set in each of the p-channel MOSFETs PM31,
PM32, PM33, and PM34 is weighted, the charge current
of the capacitor C1 changes in accordance with the cat-
egory of the signals OHER, OCER, UVER, and RXER.
As a result of this, a time difference occurs in the period
t until the charge voltage of the capacitor C1 reaches the
reference voltage Vref, that is, in the timing at which the
end signal TEND is generated. Consequently, it is pos-
sible to change the output time of the alarm signal ALM
in accordance with the category of the signals OHER,
OCER, UVER, and RXER. Further, it is possible to de-
termine the category of the abnormality detection by dis-
tinguishing the output time of the alarm signal ALM.
[0098] In this way, according to the signal transmission
circuit 1 configured in this way, the signals OHER, OCER,
and UVER indicating abnormality categories in a prede-
termined order of priority are generated in accordance
with multiple kinds (three kinds in this example) of ab-
normality detection signal OHIN, OCIN, and UVIN gen-
erated in the high side circuit 10. Further, a pulse signal
that causes one of the previously described two semi-
conductor switch elements 16 and 17 to be continuously
turned on and off, or a pulse signal that causes the sem-
iconductor switch elements 16 and 17 to be alternately
turned on, is generated in accordance with the signals
OHER, OCER, and UVER. Further, the pulse signals are
transmitted to the low side circuit 20 via the semiconduc-
tor switch elements 16 and 17.
[0099] Consequently, signal transmission to the low
side circuit 20 can be carried out unaffected by power
supply voltage fluctuation (dV/dt) in the high side circuit
10. Also, as the semiconductor switch elements 16 and
17 are not simultaneously driven so as to be turned on,
the effect of in-phase noise commingled in the two sem-
iconductor switch elements 16 and 17 is easily and ef-
fectively eliminated, and each of the pulse signals can
be reliably detected.
[0100] Therefore, the category of an abnormality oc-
curring in the high side circuit 10 can be accurately iden-
tified in the low side circuit 20 from pulse signals trans-
mitted via each of the semiconductor switch elements 16
and 17. In particular, as the categories of three kinds of
abnormality occurring in the high side circuit 10, including
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a state of no abnormality, can be easily and reliably trans-
mitted to the low side circuit 20 using the two semicon-
ductor switch elements 16 and 17, there are a large
number of practical advantages.
[0101] The signal transmission circuit 1 can also be
configured so that the three switch elements PM1, PM2,
and PM3 are provided in parallel, and signal transmission
from the high side circuit 10 to the low side circuit 20 is
carried out by pulse signals causing the switch elements
PM1, PM2, and PM3 to be alternatively turned on being
generated. In this case, it is sufficient that, for example,
a pulse signal causing only one of the switch elements
PM1, PM2, and PM3 to be turned on and off in a first
cycle, and a second cycle pulse signal causing two of
the switch elements PM1, PM2, and PM3 to be alternately
turned on and off, are generated in accordance with the
category of an abnormality occurring in the high side cir-
cuit 10. By so doing, six kinds of abnormality category,
including a state of no abnormality, can be transmitted.

(Fourth Embodiment)

[0102] In this embodiment, three kinds of pulse signal
of differing pulse widths are generated, as shown in, for
example, Fig. 19, in accordance with the abnormality de-
tection signals OHE, OCE, and UVE obtained in accord-
ance with the signal category order of priority by the pre-
viously described arbiter circuit 14. Further, the pulse sig-
nals are configured so as to be transmitted to the low
side circuit 20 via only the one semiconductor switch el-
ement 16, as shown in, for example, Fig. 20. Herein,
pulse widths T1, T2, and T3 of the three kinds of pulse
signal are set as "T2 = 2 · T1" and "T3 = 2 · T2 = 4 · T1",
as shown in, for example, Fig. 19.
[0103] These kinds of pulse signal of the pulse widths
T1, T2, and T3 in accordance with the abnormality signal
category are generated using, for example, a 3-bit coun-
ter 18, which counts reference clock signals of a prede-
termined frequency, and a multiplexer 19, which selects
the output of the counter 18. Specifically, the pulse sig-
nals are generated by, for example, controlling the oper-
ations of the counter 18 and multiplexer 19 in accordance
with the abnormality detection signals OHE, OCE, and
UVE indicating the abnormality signal categories formed
of the two bits of data "01", "10", and "11". Further, the
semiconductor switch element 16 is continuously driven
so as to be turned on and off using the pulse signals of
the pulse widths T1, T2, and T3.
[0104] Meanwhile, using a pulse signal obtained by
voltage conversion via the voltage conversion unit 21a,
a capacitor C2 is charged over the duration of the pulse
signal in the low side circuit 20. Further, the charge volt-
age of the capacitor C2 is compared with each of refer-
ence voltages Vref1, Vref2, and Vref3 by three compa-
rators CMP1, CMP2, and CMP3 provided in parallel, and
outputs ALM1, ALM2, and ALM3 corresponding to each
pulse width are obtained, in a pulse width detection circuit
25. Then, the pulse width detection circuit 25 carries out

a masking process on the outputs ALM1, ALM2, and
ALM3 of the comparators CMP1, CMP2, and CMP3 via
AND gate circuits AND1 and AND2, and selectively out-
puts one of the outputs ALM1, ALM2, and ALM3.
[0105] Herein, the configuration in this example is such
that the alarm signals are output in an order of priority
wherein "ALM1 < ALM2 < ALM3" . Also, the n-channel
MOSFET NM31 connected in parallel with the capacitor
C2 in Fig. 20 is driven so as to be turned on by the pulse
signal inverted via a NOT circuit, and performs a role of
releasing the charge of the capacitor C2.
[0106] In this way, according to the signal transmission
circuit 1 configured in this way, the pulse widths T1, T2,
and T3 of the pulse signal driving the switch element PM1
so as to be turned on are changed in accordance with
the abnormality detection signal category, as shown by
the operation timings in Fig. 21, because of which the
charge voltage of the capacitor C2 changes in response.
Further, when the charge voltage of the capacitor C2
exceeds the reference voltages Vref1, Vref2, and Vref3,
the comparators CMP1, CMP2, and CMP3 sequentially
invert outputs A1, A2, and A3 thereof.
[0107] Further, the outputs A1, A2, and A3 of the com-
parators CMP1, CMP2, and CMP3 are sequentially
masked by the outputs A2 and A3 of the upper level com-
parators CMP2 and CMP3, of which the reference volt-
age is set high. As a result of this, provided that the out-
puts A1, A2, and A3 of the comparators CMP1, CMP2,
and CMP3 are extracted at the timing at which the ca-
pacitor C2 is reset, the abnormality detection outputs
ALM1, ALM2, and ALM3 in accordance with the abnor-
mality category can thereby be alternatively obtained.
[0108] Consequently, when transmitting pulse signals
of the pulse widths T1, T2, and T3 in accordance with
the abnormality category via the semiconductor switch
element 16 too, as heretofore described, the category of
an abnormality occurring in the high side circuit 10 can
be easily, and moreover reliably, transmitted to the low
side circuit 20, in the same way as in the previous em-
bodiment. Moreover, signal transmission indicating the
abnormality category can be reliably carried out simply
by using the one semiconductor switch element 16. In
the case of this embodiment, however, it cannot be de-
nied that, depending on the setting conditions of the pulse
signal pulse widths T1, T2, and T3, time is needed from
the signal transmission to the analysis of the pulse signal.
Consequently, it goes without saying that it is desirable
that the pulse widths T1, T2, and T3 are appropriately
set in accordance with an urgency stipulated in accord-
ance with the abnormality category.

(Fifth Embodiment)

[0109] Also, the invention can also be embodied in the
following way.
[0110] In this fifth embodiment, three kinds of pulse
signal train of differing pulse numbers n are generated,
as shown in, for example, Fig. 22, in accordance with the
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abnormality detection signals OHE, OCE, and UVE ob-
tained in accordance with the signal category order of
priority by the previously described arbiter circuit 14. Fur-
ther, the pulse signal trains are transmitted to the low
side circuit 20 via only the one semiconductor switch el-
ement 16, as shown in, for example, Fig. 23. Herein, the
three kinds of pulse signal train of differing pulse numbers
are such that the pulse number n output in a constant
signal output period Ta set sandwiching a constant idle
period Tb is caused to differ, as shown in, for example,
Fig. 22.
[0111] In the example shown in Fig. 22, the pulse
number n in the signal output period Ta is set as four
pulses, six pulses, and eight pulses in accordance with
the abnormality detection signals OHE, OCE, and UVE.
After the frequency of the reference clock signal CLK is
divided by a frequency divider 31 as shown in, for exam-
ple, Fig. 23, this kind of pulse signal train is counted by
a 3-bit counter 32. Then, the value of the counting by the
counter 32 and 2-bit alarm information indicating the ab-
normality detection signals OHE, OCE, and UVE are
compared by a comparator 33, an AND gate circuit 34 is
controlled in accordance with the result of the compari-
son, and the reference clock signal CLK is generated by
masking.
[0112] As a result of this, the number of pulses of the
reference clock signal CLK provided to the semiconduc-
tor switch element 16 via the AND gate circuit 34 is limited
in accordance with the category of the abnormality de-
tection signals OHE, OCE, and UVE. Further, the semi-
conductor switch element 16 is driven so as to be turned
on and off a number of times equivalent to the number
of pulses of the reference clock signal CLK passing
through the AND gate circuit 34 in one operating cycle
(Ta + Tb) of the counter 32.
[0113] Also, it is sufficient that the category of the ab-
normality detection signal is analyzed from the pulse
number of the pulse signal in the following way in the low
side circuit 20 that receives a pulse signal transmitted
from the high side circuit 10 in this way. That is, a pulse
signal obtained by voltage conversion via the voltage
conversion unit 21a is counted by a 4-bit counter 36, and
the value of the counting is latched by a latch circuit 37.
At this time, the counting operation of the counter 36 and
the timing of the latching by the latch circuit 37 are con-
trolled by a timer circuit 38.
[0114] Herein, the timer circuit 38 includes a flip-flop
(FF) 38a that is set by receiving a pulse signal obtained
from the voltage conversion unit 21a, as shown in, for
example, Fig. 24. Also, the timer circuit 38 includes a first
timer 38b that compares the charge voltage of a capacitor
C11, charged by receiving the set output of the flip-flop
38a, with a predetermined reference voltage Vref11 in a
first comparator CMP11. Further, the timer circuit 38 is
configured so that the output period Ta of the pulse signal
is obtained by the first timer 38b.
[0115] Furthermore, the timer circuit 38 includes a sec-
ond timer 38c that compares the charge voltage of a ca-

pacitor C12, charged by the output of the first comparator
CMP11, with a predetermined reference voltage Vref12
in a second comparator CMP12. Further, the timer circuit
38 is configured so that the idle period Tb of the pulse
signal is obtained by the second timer 38c. Based on
this, the timer circuit 38 is configured so that the first and
second timers 38b and 38c are initialized by the flip-flop
38a being reset by the output of the second comparator
CMP12, which is the second timer 38c.
[0116] According to the timer circuit 38 configured in
this way, the flip-flop 38a is set at the point at which a
pulse signal transmitted from the high side circuit 10 via
the voltage conversion unit 21a is received. Consequent-
ly, the first timer 38b starts a timer operation with the
timing at which the pulse signal is received as the starting
point, and causes a counting operation by the counter
36 to stop at the point at which the period Ta elapses.
Consequently, the counter 36 counts only the pulse sig-
nals received during the period Ta. In other words, the
pulse number of the pulse signal transmitted from the
high side circuit 10 in accordance with the category of
the abnormality detection signals OHE, OCE, and UVE
is obtained by the counter 36.
[0117] Subsequently, the latch circuit 37 is started up
by the second timer 38c at the point at which the idle
period Tb elapses, and the pulse signal pulse number
obtained by the counter 36 is latched. Then, the pulse
number that is the count value held by the latch circuit
37 is provided to a decoder 39, and an alarm output in
accordance with the pulse number is obtained. Herein,
the decoder 39 is configured so as to change the outputs
ALM1, ALM2, and ALM3 thereof in accordance with the
count value held by the latch circuit 37, as shown in, for
example, Fig. 25.
[0118] Consequently, according to the signal transmis-
sion circuit 1 configured as heretofore described, the out-
put pulse number in the constant period Ta of a pulse
signal that drives the semiconductor switch element 16
so as to be turned on is changed in accordance with the
abnormality detection signal category, as shown by the
operation timing thereof in Fig. 26. Therefore, by the
pulse signal pulse number detected in the constant pe-
riod Ta being counted by the counter 36, and the count
value being analyzed, the category of an abnormality oc-
curring in the high side circuit 10 can be determined in
the low side circuit 20, in the same way as in the previous
embodiments.
[0119] In particular, according to the signal transmis-
sion circuit 1 according to this embodiment, it is sufficient
to change the pulse number n in the constant period Ta
of a pulse signal transmitted via the semiconductor switch
element 16 in accordance with the abnormality detection
signal category, because of which the abnormality de-
tection signal category can be easily, and moreover re-
liably, transmitted to the low side circuit 20. Moreover,
signal transmission indicating the abnormality category
can be reliably carried out simply by using the one sem-
iconductor switch element 16, in the same way as in the
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previous embodiment. Therefore, the same advantages
as in each of the previous embodiments are achieved.
[0120] The invention is not limited by the heretofore
described embodiments. For example, it is sufficient that
the number of times the 2-bit information formed of "01"
or "10" is transmitted is determined in accordance with
the number of kinds of signal to be transmitted. Also, as
it is sufficient that the voltage detection circuit is such that
it is possible to detect voltage generated in the second
circuit in accompaniment to the first and second semi-
conductor switch elements being alternatively turned on
and off, the voltage detection circuit is not particularly
limited to the circuit shown as an example in the previ-
ously described embodiments.
[0121] Also, signal transmission can also be carried
out by using a combination of, for example, the signal
transmission control in the third embodiment and the sig-
nal transmission control according to the fourth or fifth
embodiment. Specifically, the cycle of a continuous pulse
signal that continuously causes one of the two semicon-
ductor switch elements 16 and 17 to be turned on and
off may be changed in accordance with the abnormality
detection signal category, or the cycle of a pulse signal
that causes the two semiconductor switch elements 16
and 17 to be alternately turned on and off may be changed
in accordance with the abnormality detection signal cat-
egory. By so doing, still more categories of signal can be
transmitted from the high side circuit 10 to the low side
circuit 20.
[0122] Furthermore, it is sufficient that the pulse signal
cycle, and the like, in each of the previously described
embodiments is set in accordance with specifications
such as the frequency with which a signal to be transmit-
ted from the high side circuit 10 to the low side circuit 20
occurs and the urgency of the signal transmission. Var-
ious other modifications are possible without departing
from the scope of the invention as defined in the append-
ed claims.

Reference Signs List

[0123]

UD1, LD1 High breakdown voltage switching element
HVIC High voltage integrated circuit
HD High side driver
LD Low side driver
CONT Control device
1 Signal transmission circuit
10 High side circuit
11 Overheat detection unit
12 Overcurrent detection unit
13 Voltage drop detection unit
14 Arbiter circuit
15 Pulse generator circuit
16 Semiconductor switch element (PM1)
17 Semiconductor switch element (PM2)
20 Low side circuit

21 Voltage conversion circuit
21a Voltage conversion unit
21b In-phase noise filter
22 Latch circuit
23 Signal analysis circuit
24 Alarm output circuit
28 Semiconductor switch element (NM1)
29 Semiconductor switch element (NM2)

Claims

1. A signal transmission circuit (1) adapted to shift the
level of and transmit a multiple of signals (OHE, OCE,
UVE) between first and second circuits (10, 20)
adapted to operate with mutually differing voltages
(VS, GND) as reference potentials (VS, GND),
wherein
the first circuit (10) on a signal transmission side in-
cludes first and second semiconductor switch ele-
ments (16, 17) adapted to transmit the reference po-
tential (VS) or power supply voltage of the first circuit
(10) to the second circuit (20) on a signal reception
side by being alternatively driven so as to be turned
on and off in accordance with the multiple of signals,
and
the second circuit (20) on the signal reception side
includes:

a voltage conversion circuit (21), including an
in-phase noise filter (21b) adapted to eliminate
in-phase noise superimposed on the voltage
transmitted from the first circuit (10) via the first
and second semiconductor switch elements (16,
17), that is adapted to generate first and second
pulse signals (ER1, ER2) in accordance with the
voltage transmitted via the first (16) and second
(17) semiconductor switch elements (16, 17);
a latch circuit (22) adapted to latch each of the
first and second pulse signals (ER1, ER2) with
the logical sum output of the first and second
pulse signals (ER1, ER2) generated by the volt-
age conversion circuit (21) as a clock, the logical
sum output obtained via an OR circuit (OR),
wherein the latch circuit (22) includes in parallel
a first shift register formed of multiple stages of
D-type flip-flops connected in cascade and a
second shift register formed of multiple stages
of D-type flip-flops connected in cascade,
wherein the first shift register of the latch circuit
(22) is adapted to latch the first pulse signal
(ER1) and the second shift register of the latch
circuit (22) is adapted to latch the second pulse
signal (ER2) ; and
a signal analysis circuit (23) adapted to deter-
mine the category of the multiple of signals
(OHE, OCE, UVE) by analyzing the first and sec-
ond pulse signals (ER1, ER2) latched by the
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latch circuit (22), and to generate an output sig-
nal (ERDET, OHER, OCER, UVER, RXER) in
accordance with the determined signal catego-
ry.

2. The signal transmission circuit (1) according to claim
1, wherein the alternative driving of the first and sec-
ond semiconductor switch elements (16, 17) so as
to be turned on and off is executed over a multiple
of stages in accordance with the signal category.

3. The signal transmission circuit (1) according to claim
1, wherein the in-phase noise filter (21b) is formed
of a logic circuit adapted to prohibit the generation
of the first and second pulse signals (ER1, ER2) by
the voltage conversion circuit (21) when the voltages
transmitted via the first and second semiconductor
switch elements (16, 17) are high simultaneously.

4. The signal transmission circuit (1) according to claim
1, wherein the first and second semiconductor switch
elements (16, 17) are high breakdown voltage sem-
iconductor elements adapted to be alternatively driv-
en so as to be turned on and off by receiving pulse
signals generated in accordance with the order of
priority of a multiple of signals.

5. The signal transmission circuit (1) according to claim
1, wherein the first and second circuits (10, 20) are
adapted to drive first and second power semicon-
ductor elements that are connected in series to form
a half-bridge circuit and to supply power to a load
from a midpoint of the half-bridge circuit by being
alternately driven so as to be turned on and off.

6. The signal transmission circuit (1) according to claim
5, wherein the first and second power semiconductor
elements are high breakdown voltage MOSFETs or
IGBTs that supply power to a load.

7. The signal transmission circuit (1) according to claim
5, wherein
the first circuit (10) is a high side circuit adapted to
operate with the midpoint voltage of the half-bridge
circuit as a reference potential, and
the second circuit (20) is a low side circuit adapted
to operate with the ground voltage as a reference
potential.

8. The signal transmission circuit (1) according to claim
7, wherein the multiple of signals (OHE, OCE, UVE)
transmitted from the high side circuit to the low side
circuit are signals indicating the category of an op-
erating abnormality of the first power semiconductor
element driven so as to switch by the high side circuit.

9. The signal transmission circuit (1) according to claim
5, wherein

the first circuit (10) is a low side circuit adapted to
operate with the ground voltage as a reference po-
tential, and
the second circuit (20) is a high side circuit adapted
to operate with the midpoint voltage of the half-bridge
circuit as a reference potential.

10. The signal transmission circuit (1) according to claim
9, wherein the multiple of signals (OHE, OCE, UVE)
transmitted from the low side circuit to the high side
circuit are signals controlling the drive of the first pow-
er semiconductor element in the high side circuit.

Patentansprüche

1. Signalübertragungsschaltung (1), die angepasst ist,
den Pegel von mehreren Signalen (OHE, OCE,
UVE) zu verschieben und zwischen einer ersten und
einer zweiten Schaltung (10, 20) zu übertragen, die
angepasst sind, mit zueinander unterschiedlichen
Spannungen (VS, GND) als Bezugspotenziale (VS,
GND) zu arbeiten, wobei
die erste Schaltung (10) auf einer Signalübertra-
gungsseite ein erstes und ein zweites Halbleiter-
schaltelement (16, 17) umfasst, die angepasst sind,
das Bezugspotenzial (VS) oder die Versorgungs-
spannung der ersten Schaltung (10) zu der zweiten
Schaltung (20) auf einer Signalempfangsseite zu
übertragen, indem sie abwechselnd derart ange-
steuert werden, dass sie gemäß den mehreren Sig-
nalen ein- und ausgeschaltet werden, und
die zweite Schaltung (20) auf der Signalempfangs-
seite umfasst:

eine Spannungswandlerschaltung (21), die ei-
nen Gleichphasenrauschfilter (21b) umfasst,
der angepasst ist, ein Gleichphasenrauschen zu
eliminieren, das der Spannung überlagert ist,
die von der ersten Schaltung (10) über das erste
und das zweite Halbleiterschaltelement (16, 17)
übertragen wird, und die angepasst ist, ein ers-
tes und ein zweites Impulssignal (ER1, ER2) ge-
mäß der Spannung zu erzeugen, die über das
erste (16) und das zweite (17) Halbleiterschalt-
element (16, 17) übertragen wird;
eine Selbsthalteschaltung (22), die angepasst
ist, jedes von dem ersten und dem zweiten Im-
pulssignal (ER1, ER2) mit der Logiksummen-
ausgabe von dem ersten und dem zweiten Im-
pulssignal (ER1, ER2), die von der Spannungs-
wandlerschaltung (21) erzeugt werden, als ein
Takt zu halten, wobei die Logiksummenausga-
be über eine ODER-Schaltung (OR) erhalten
wird, wobei die Selbsthalteschaltung (22) paral-
lel ein erstes Schieberegister, das aus mehreren
Stufen von D-Flip-Flops gebildet ist, die in Kas-
kade verbunden sind, und ein zweites Schiebe-
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register umfasst, das aus mehreren Stufen von
D-Flip-Flops gebildet ist, die in Kaskade verbun-
den sind, wobei das erste Schieberegister der
Selbsthalteschaltung (22) angepasst ist, das
erste Impulssignal (ER1) zu halten, und das
zweite Schieberegister der Selbsthalteschal-
tung (22) angepasst ist, das zweite Impulssignal
(ER2) zu halten; und
eine Signalanalyseschaltung (23), die ange-
passt ist, die Kategorie der mehreren Signale
(OHE, OCE, UVE) zu bestimmen, indem sie die
ersten und zweiten Impulssignale (ER1, ER2)
analysiert, die von der Selbsthalteschaltung (22)
gehalten werden, und ein Ausgangssignal (ER-
DET, OHER, OCER, UVER, RXER) gemäß der
bestimmten Signalkategorie zu erzeugen.

2. Signalübertragungsschaltung (1) nach Anspruch 1,
wobei die alternative Ansteuerung von dem ersten
und dem zweiten Halbleiterschaltelement (16, 17)
über mehrere Stufen gemäß der Signalkategorie
ausgeführt wird, sodass sie ein- und ausgeschaltet
werden.

3. Signalübertragungsschaltung (1) nach Anspruch 1,
wobei der Gleichphasenrauschfilter (21b) aus einer
Logikschaltung gebildet ist, die geeignet ist, die Er-
zeugung des ersten und des zweiten Impulssignals
(ER1, ER2) durch die Spannungswandlerschaltung
(21) zu verhindern, wenn die über das erste und das
zweite Halbleiterschaltelement (16, 17) übertrage-
nen Spannungen gleichzeitig high sind.

4. Signalübertragungsschaltung (1) nach Anspruch 1,
wobei das erste und das zweite Halbleiterschaltele-
ment (16, 17) Halbleiterelemente mit hoher Durch-
bruchspannung sind, die angepasst sind, sodass sie
derart abwechselnd angesteuert werden, dass sie
durch das Empfangen von Impulssignalen, die ge-
mäß der Prioritätsreihenfolge von mehreren Signa-
len erzeugt werden, ein- und ausgeschaltet werden.

5. Signalübertragungsschaltung (1) nach Anspruch 1,
wobei die erste und die zweite Schaltung (10, 20)
angepasst sind, ein erstes und ein zweites Leis-
tungshalbleiterelement anzusteuern, die in Reihe
verbunden sind, um eine Halbbrückenschaltung zu
bilden, und eine Last von einem Mittelpunkt der Halb-
brückenschaltung mit Strom zu versorgen, indem sie
abwechselnd angesteuert werden, sodass sie ein-
und ausgeschaltet werden.

6. Signalübertragungsschaltung (1) nach Anspruch 5,
wobei das erste und das zweite Leistungshalbleiter-
element MOSFETs oder IGBTs mit hoher Durch-
bruchspannung sind, die eine Last mit Strom versor-
gen.

7. Signalübertragungsschaltung (1) nach Anspruch 5,
wobei
die erste Schaltung (10) eine high-seitige Schaltung
ist, die angepasst ist, mit der Mittelpunktspannung
der Halbbrückenschaltung als Bezugspotenzial zu
arbeiten, und
die zweite Schaltung (20) eine low-seitige Schaltung
ist, die angepasst ist, mit der Massespannung als
Bezugspotenzial zu arbeiten.

8. Signalübertragungsschaltung (1) nach Anspruch 7,
wobei die mehreren Signale (OHE, OCE, UVE), die
von der high-seitigen Schaltung zu der low-seitigen
Schaltung übertragen werden, Signale sind, welche
die Kategorie einer Betriebsanomalie des ersten
Leistungshalbleiterelements anzeigen, das derart
angesteuert wird, dass es durch die high-seitige
Schaltung schaltet.

9. Signalübertragungsschaltung (1) nach Anspruch 5,
wobei
die erste Schaltung (10) eine low-seitige Schaltung
ist, die angepasst ist, mit der Massespannung als
Bezugspotenzial zu arbeiten, und
die zweite Schaltung (20) eine high-seitige Schal-
tung ist, die angepasst ist, mit der Mittelpunktspan-
nung der Halbbrückenschaltung als Bezugspotenzi-
al zu arbeiten.

10. Signalübertragungsschaltung (1) nach Anspruch 9,
wobei die mehreren Signale (OHE, OCE, UVE), die
von der low-seitigen Schaltung zu der high-seitigen
Schaltung übertragen werden, Signale sind, welche
die Ansteuerung des ersten Leistungshalbleiterele-
ments in der high-seitigen Schaltung steuern.

Revendications

1. Circuit de transmission de signal (1) adapté pour dé-
caler le niveau d’une pluralité de signaux (OHE,
OCE, UVE), et transmettre ceux-ci, entre des pre-
mier et deuxième circuits (10, 20) adaptés pour fonc-
tionner avec des tensions qui diffèrent mutuellement
(VS, GND) en tant que potentiels de référence (VS,
GND), dans lequel
le premier circuit (10) sur un côté de transmission
de signal comprend des premier et deuxième élé-
ments de commutation semi-conducteurs (16, 17)
adaptés pour transmettre le potentiel de référence
(VS) ou une tension d’alimentation du premier circuit
(10) au deuxième circuit (20) sur un côté de réception
de signal en étant commandés en alternance de ma-
nière à être mis en marche ou arrêtés en fonction de
la pluralité des signaux, et
le deuxième circuit (20) sur le côté de réception de
signal comprend:
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un circuit de conversion de tension (21) incluant
un filtre de bruit en phase (21b) adapté pour éli-
miner du bruit en phase superposé à la tension
transmise par le premier circuit (10) via les pre-
mier et deuxième éléments de commutation
semi-conducteurs (16, 17), lequel est adapté
pour générer des premier et deuxième signaux
impulsionnels (ER1, ER2) en fonction de la ten-
sion transmise via les premier (16) et deuxième
(17) éléments de commutation semi-conduc-
teurs (16, 17);
un circuit de verrouillage (22) adapté pour ver-
rouiller chacun des premier et deuxième si-
gnaux impulsionnels (ER1, ER2) avec la sortie
de somme logique des premier et deuxième si-
gnaux impulsionnels (ER1, ER2) générée par le
circuit de conversion de tension (21) en tant
qu’horloge, la sortie de somme logique étant ob-
tenue via un circuit OU (OR), dans lequel le cir-
cuit de verrouillage (22) comprend en parallèle
un premier registre à décalage formé par une
pluralité d’étages de bascules de type D con-
nectées en cascade et un deuxième registre à
décalage formé par une pluralité d’étages de
bascules de type D connectées en cascade,
dans lequel le premier registre à décalage du
circuit de verrouillage (22) est adapté pour ver-
rouiller le premier signal impulsionnel (ER1) et
le deuxième registre à décalage du circuit de
verrouillage (22) est adapté pour verrouiller le
deuxième signal impulsionnel (ER2); et
un circuit d’analyse de signal (23) adapté pour
déterminer la catégorie de la pluralité des si-
gnaux (OHE, OCE, UVE) en analysant les pre-
mier et deuxième signaux impulsionnels (ER1,
ER2) verrouillés par le circuit de verrouillage
(22), et pour générer une signal de sortie (ER-
DET, OHER, OCER, UVER, RXER) en fonction
de la catégorie de signal détectée.

2. Circuit de transmission de signal (1) selon la reven-
dication 1, dans lequel la commande en alternance
des premier et deuxième éléments de commutation
semi-conducteurs (16, 17) de manière à être mis en
marche et arrêtés est exécutée via une pluralité
d’étages en fonction de la catégorie de signal.

3. Circuit de transmission de signal (1) selon la reven-
dication 1, dans lequel le filtre de bruit en phase (21b)
est formé par un circuit logique adapté pour prohiber
la génération des premier et deuxième signaux im-
pulsionnels (ER1, ER2) par le circuit de conversion
de tension (21) lorsque les tensions transmises via
les premier et deuxième éléments de commutation
semi-conducteurs (16, 17) sont simultanément éle-
vées.

4. Circuit de transmission de signal (1) selon la reven-

dication 1, dans lequel les premier et deuxième élé-
ments de commutation semi-conducteurs (16, 17)
sont des éléments semi-conducteurs à tension de
claquage élevée adaptés pour être commandés en
alternance de manière à être mis en marche et ar-
rêtés en recevant des signaux impulsionnels géné-
rés en fonction de l’ordre de priorité d’une pluralité
de signaux.

5. Circuit de transmission de signal (1) selon a reven-
dication 1, dans lequel les premier et deuxième cir-
cuits (10, 20) sont adaptés pour commander des pre-
mier et deuxième éléments semi-conducteurs de
puissance connectés en série pour former un circuit
en demi-pont et pour fournir de la puissance à une
charge à partir d’un point médian du circuit en demi-
pont en étant commandés en alternance de manière
à être mis en marche et arrêtés.

6. Circuit de transmission de signal (1) selon la reven-
dication 5, dans lequel les premier et deuxième élé-
ments semi-conducteurs de puissance sont des
transistors MOSFET à tension de claquage élevée
ou des transistors bipolaires à grille isolée qui four-
nissent de la puissance à une charge.

7. Circuit de transmission de signal (1) selon la reven-
dication 5, dans lequel
le premier circuit (10) est un circuit côté haut adapté
pour fonctionner avec la tension de point médian du
circuit en demi-pont en tant que potentiel de référen-
ce, et
le deuxième circuit (20) est un circuit côté bas adapté
pour fonctionner avec la tension de terre en tant que
potentiel de référence.

8. Circuit de transmission de signal (1) selon la reven-
dication 7, dans lequel la pluralité des signaux (OHE,
OCE, UVE) transmis par le circuit côté haut au circuit
côté bas sont des signaux indiquant la catégorie
d’une anomalie de fonctionnement du premier élé-
ment semi-conducteur de puissance commandé de
manière à commuter grâce au circuit côté haut.

9. Circuit de transmission de signal (1) selon la reven-
dication 5, dans lequel
le premier circuit (10) est un circuit côté bas adapté
pour fonctionner avec la tension de terre en tant que
potentiel de référence, et
le deuxième circuit (20) est un circuit côté haut adap-
té pour fonctionner avec la tension de point médian
du circuit en demi-pont en tant que potentiel de ré-
férence.

10. Circuit de transmission de signal (1) selon la reven-
dication 9, dans lequel la pluralité des signaux (OHE,
OCE, UVE) transmis par le circuit côté bas au circuit
côté haut sont des signaux contrôlant la commande
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du premier élément semi-conducteur de puissance
dans le circuit côté haut.
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