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Description

Technical Field

[0001] This invention relates to a control apparatus of
an engine equipped with a waste gate valve for adjusting
a boost pressure by a turbocharger.

Background Art

[0002] An engine equipped with a turbocharger (su-
percharger) is generally provided with a waste gate valve
for adjusting the boost pressure of the turbocharger. Up-
on opening/closing of the waste gate valve, the following
advantages, for example, are obtained: An excessive rise
in the boost pressure is suppressed, whereby stability of
the boost pressure can be ensured, and damage to the
engine or the turbocharger itself can be inhibited. In re-
cent years, it has been common practice to actively con-
trol the opening/closing action of the waste gate valve in
accordance with the operating state of the engine. There
has been, for example, a turbocharger-equipped engine
having a first fuel injection valve for injecting fuel to an
intake path (intake port) (i.e., port injection valve), and a
second fuel injection valve for injecting fuel into a com-
bustion chamber (i.e., cylinder injection valve), wherein
in accordance with the operating state of the engine, the
cylinder injection valve and the port injection valve are
controlled, and a waste gate valve (exhaust bypass
valve) is also opened and closed as appropriate (see, for
example, Patent Document 1).
[0003] This Patent Document 1 discloses a technology
which opens the exhaust bypass valve together with an
intake bypass valve, for example, when shifting from a
homogeneous lean operation concurrently using super-
charging to stratified combustion involving no super-
charging. JP 2012-167607 A discloses an example of an
internal combustion engine with a supercharger, an in-
cylinder fuel injection valve for directly injecting fuel into
a combustor chamber and an injection valve for injecting
fuel into an intake passage.

Prior Art Documents

Patent Documents

[0004] Patent Document 1: JP-A-2005-214063

Summary of the Invention

Problems to be solved by the invention

[0005] Assume that in a situation where the operating
state of the engine is, for example, in a low load operating
range with a small amount of air or a small flow rate of
air, fuel is directly injected from the second fuel injection
valve into the combustion chamber. In this case, fuel and
intake air are mixed insufficiently. Thus, combustion ef-

ficiency decreases, with the result that fuel economy may
deteriorate or the exhaust gas may be adversely affected.
Moreover, fuel deposits on the top surface of the piston
and the inner wall of the cylinder, thus potentially posing
problems such as dilution of an engine oil (oil dilution) or
formation of carbon.
[0006] With the above-mentioned turbocharger-
equipped engine having the first fuel injection valve (port
injection valve) and the second fuel injection valve (cyl-
inder injection valve), therefore, it is attempted to improve
combustion stability or the like by changing the injection
amounts or the injection ratios of the first and second fuel
injection valves in accordance with the operating state
of the engine.
[0007] The combustion stability or the like of the engine
can be improved by changing, as appropriate, the injec-
tion amounts or the injection ratios of the first and second
fuel injection valves in accordance with the operating
state of the engine. However, the improvement is not
sufficient, and a further improvement is desired.
[0008] The present invention has been accomplished
in the light of the above circumstances. It is an object of
the invention to provide a control apparatus of an engine
which can enhance combustion stability and also im-
prove fuel economy.

Means for solving the problems

[0009] A first aspect of the present invention, for solv-
ing the above problems, is a control apparatus of an en-
gine having a first fuel injection valve for injecting fuel
into an intake path of the engine, a second fuel injection
valve for injecting fuel into a combustion chamber of the
engine, a supercharger for supercharging intake air for
the engine, and a waste gate valve for opening and clos-
ing an exhaust bypass passage for bypassing a turbine
of the supercharger, the control apparatus comprising:
fuel injection control means for controlling the injection
amounts of fuel injected from the first fuel injection valve
and the second fuel injection valve in accordance with
the operating state of the engine; and valve control
means for controlling the opening/closing action of the
waste gate valve, wherein the valve control means con-
trols the waste gate valve to act in an opening direction
in accordance with an increase in the injection amount
of fuel from the second fuel injection valve, in a region
where fuel is injected from each of the first and second
fuel injection valves and where the injection amount from
the second fuel injection valve is larger than the injection
amount from the first fuel injection valve.
[0010] A second aspect of the present invention is the
control apparatus of an engine according to the first as-
pect, wherein the valve control means increases an
opening of the waste gate valve as the injection amount
of fuel injected from the second fuel injection valve in-
creases.
[0011] A third aspect of the present invention is the
control apparatus of an engine according to the first or
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second aspect, wherein the valve control means gradu-
ally increases an opening of the waste gate valve as the
speed of the engine increases.
[0012] A fourth aspect of the present invention is the
control apparatus of an engine according to any one of
the first to third aspects, wherein the valve control means
sets an opening of the waste gate valve at a maximum
value in the region where the injection amount from the
second fuel injection valve is larger than the injection
amount from the first fuel injection valve, when the oper-
ating state of the engine is in a high rotation, high load
region.
[0013] A fifth aspect of the present invention is the con-
trol apparatus of an engine according to the fourth aspect,
wherein the maximum value is smaller than a maximum
opening at which the waste gate valve can open based
on functions thereof.

Effects of the Invention

[0014] In accordance with an output increase or an en-
gine speed increase, the injection amount of fuel injected
from the second fuel injection valve increases, and the
amount of an exhaust gas increases. In response, the
present invention described above properly adjusts the
amount of opening of the waste gate valve, thereby en-
abling the exhaust pressure or the amount of internal
EGR to be decreased. By so doing, combustion stabiliz-
es, and an appropriate ignition timing can be provided,
with the occurrence of knock being suppressed, so that
deterioration in output performance and fuel economy
can be inhibited.

Brief Description of the Drawings

[0015]

[Fig. 1] is a schematic view of an engine equipped
with a control apparatus according to an embodiment
of the present invention.
[Fig. 2] is an example of a map specifying fuel injec-
tion control according to the embodiment of the
present invention.
[Fig. 3] is a view showing an example of a map spec-
ifying opening/closing control over a waste gate
valve according to the embodiment of the present
invention.
[Fig. 4] is a flow chart showing a method of controlling
the waste gate valve according to the embodiment
of the present invention.
[Fig. 5] is a view showing an exemplary map speci-
fying opening/closing control over the waste gate
valve according to the embodiment of the present
invention.
[Fig. 6] is a view showing another exemplary map
specifying opening/closing control over the waste
gate valve according to the embodiment of the
present invention.

Mode for Carrying Out the Invention

[0016] An embodiment of the present invention will
now be described in detail by reference to the accompa-
nying drawings.
[0017] First of all, an explanation will be offered for the
entire configuration of an engine 10 according to the em-
bodiment of the present invention. As shown in Fig. 1,
an engine body 11 constituting the engine 10 has a cyl-
inder head 12 and a cylinder block 13, and a piston 14
is accommodated within the cylinder block 13. The piston
14 is connected to a crankshaft 16 via a connecting rod
15. The piston 14, the cylinder head 12, and the cylinder
block 13 form a combustion chamber 17.
[0018] An intake port 18 is formed in the cylinder head
12, and an intake pipe (intake path) 20 including an intake
manifold 19 is connected to the intake port 18. The intake
manifold 19 is provided with an intake pressure sensor
(MAP sensor) 21 for detecting an intake pressure, and
an intake temperature sensor 22 for detecting the tem-
perature of intake air. An intake valve 23 is also provided
inside the intake port 18, and the intake port 18 is opened
and closed with the intake valve 23. Further, an exhaust
port 24 is formed in the cylinder head 12, and an exhaust
pipe (exhaust path) 26 including an exhaust manifold 25
is connected to the interior of the exhaust port 24. An
exhaust valve 27 is provided in the exhaust port 24, and
the exhaust port 24 is opened and closed with the exhaust
valve 27, as is the intake port 18.
[0019] Moreover, the engine body 11 is provided with
a first fuel injection valve (intake path injection valve) 28
for injecting fuel into the intake pipe (intake path) 20, for
example, near the intake port 18, and is also provided
with a second fuel injection valve (cylinder injection valve)
29 for directly injecting fuel into the combustion chamber
17 of each cylinder. The first fuel injection valve 28 is
supplied with fuel from a low pressure supply pump in-
stalled within a fuel tank (not shown) via a low pressure
delivery pipe, while the second fuel injection valve 29 is
supplied with fuel from a high pressure supply pump,
which further pressurizes the fuel supplied from the low
pressure supply pump, via a high pressure delivery pipe,
although these configurations are not shown. The high
pressure delivery pipe is supplied with fuel, which has
been supplied from the low pressure supply pump, while
being pressurized to a predetermined pressure by the
high pressure supply pump. The high pressure delivery
pipe is supplied with fuel, which has been supplied from
the low pressure supply pump, while being pressurized
to a predetermined pressure by the high pressure supply
pump. The cylinder head 12 is further mounted with a
spark plug 30 for each cylinder.
[0020] A turbocharger (supercharger) 31 is provided
halfway between the intake pipe 20 and the exhaust pipe
26. The turbocharger 31 has a turbine 31a and a com-
pressor 31b, and the turbine 31a and the compressor
31b are coupled together by a turbine shaft 31c. When
an exhaust gas flows into the turbocharger 31, the turbine
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31a is rotated by the flow of the exhaust gas and, in ac-
cordance with the rotation of the turbine 31a, the com-
pressor 31b is rotated. Air (intake air) pressurized by the
rotations of the compressor 31b is sent out into the intake
pipe 20, and supplied to each intake port 18.
[0021] An intercooler 32 is provided at a portion of the
intake pipe 20 downstream of the compressor 31b, and
a throttle valve 33 is provided downstream of the inter-
cooler 32. An upstream side and a downstream side of
the exhaust pipe 26, with the turbocharger 31 being in-
terposed therebetween, are connected together by an
exhaust bypass passage 34. That is, the exhaust bypass
passage 34 is a passage for bypassing the turbine 31a
of the turbocharger 31. A waste gate valve 35 is provided
in the exhaust bypass passage 34. The waste gate valve
35 is equipped with a valve body 35a, and an electrically
operated actuator (electric motor) 35b for driving the
valve body 35a, and the amount of the exhaust gas flow-
ing through the exhaust bypass passage 34 can be ad-
justed depending on the opening of the valve body 35a.
That is, the waste gate valve 35 is configured to be ca-
pable of controlling the boost pressure of the turbocharg-
er 31 by adjustment of its opening.
[0022] A three-way catalyst 36, an exhaust gas purifi-
cation catalyst, is interposed in a portion of the exhaust
pipe 26 on the downstream side of the turbocharger 31.
An O2 sensor 37 for detecting the O2 concentration of
the exhaust gas after passage through the catalyst is
provided on the outlet side of the three-way catalyst 36.
A linear air-fuel ratio sensor (LAFS) 38 for detecting the
air-fuel ratio of the exhaust gas (exhaust air-fuel ratio)
before passage through the catalyst is provided on the
inlet side of the three-way catalyst 36.
[0023] The engine 10 is also equipped with an elec-
tronic control unit (ECU) 40, and the ECU 40 is equipped
with input/output devices, storage devices for storage of
control programs and control maps, a central processing
unit, and timers and counters. The ECU 40 exercises the
integrated control of the engine 10 based on information
from the various sensors. The control apparatus of an
engine according to the present embodiment is com-
posed of such an ECU 40, and controls the opening/clos-
ing action of the waste gate valve 35 as will be described
below.
[0024] The following is an explanation for control over
the opening/closing action of the waste gate valve by the
control apparatus of an engine according to the present
embodiment.
[0025] The ECU 40 is equipped with an operating state
detection means 41, a fuel injection control means 42,
and a valve control means 43. The operating state de-
tection means 41 detects the operating state of the en-
gine 10, for example, based on information from the var-
ious sensors such as a throttle position sensor 44 and a
crank angle sensor 45.
[0026] The fuel injection control means 42 controls, as
appropriate, the injection amounts of fuel injected from
the first fuel injection valve 28 and the second fuel injec-

tion valve 29 in accordance with the operating state of
the engine 10, namely, in accordance with the detection
results of the operating state detection means 41. In the
present embodiment, the fuel injection control means 42
controls, as appropriate, the injection amounts of fuel in-
jected from the first fuel injection valve 28 and the second
fuel injection valve 29, and also changes, as appropriate,
the injection ratios of fuel injected from the first fuel in-
jection valve 28 and the second fuel injection valve 29.
Concretely, the fuel injection control means 42 refers to
an operating range map as shown in Fig. 2, and deter-
mines the relative injection ratio between the first fuel
injection valve 28 and the second fuel injection valve 29,
and the respective injection amounts of the valves 28
and 29, depending on which of the operating ranges the
current operating state of the engine 10 is in.
[0027] In the present embodiment, the fuel injection
control means 42 exercises control for injecting fuel only
from the first fuel injection valve 28 (hereinafter referred
to as "MPI injection control"), and control for injecting fuel
from each of the first and second fuel injection valves 28
and 29 at a predetermined injection ratio (hereinafter re-
ferred to as "MPI+DI injection control"), in accordance
with the operating state of the engine 10. As shown in
Fig. 2, for example, the operating ranges of the engine
10 are set based on the speed Ne and load of the engine
10. In the present embodiment, two regions are set, a
first injection region A which is the operating range on a
low rotation, low load side, and a second injection region
B which is the operating range on a high rotation, high
load side.
[0028] If the operating state of the engine 10 is in the
first injection region A, the fuel injection control means
42 performs "MPI injection control". That is, the first in-
jection region A is set only for injection from the first fuel
injection valve 28. This is because in the low rotation,
low load region, the amount of intake air is small and the
flow velocity of air is low, so that fuel injected from the
second fuel injection valve 29 mixes insufficiently within
the combustion chamber 17. Thus, a large amount of
half-burned fuel is incorporated in the exhaust gas after
combustion, eventually exerting adverse influence on the
environment. Moreover, fuel directly injected into the
combustion chamber 17 is apt to deposit as fuel droplets
on the top surface of the piston 14 or on the wall of the
cylinder, causing oil dilution or carbon formation.
[0029] If the operating state of the engine 10 is in the
second injection region B, on the other hand, the fuel
injection control means 42 performs "MPI+DI injection
control". That is, the second injection region B is set for
injection of fuel from the first fuel injection valve 28 and
the second fuel injection valve 29. This is because as the
injection amount from the second fuel injection valve 29
increases, the temperature inside the combustion cham-
ber 17 lowers owing to the heat of vaporization of fuel
injected from the second fuel injection valve 29, and rais-
es the combustion efficiency. Within the second injection
region B, moreover, a plurality of regions (e.g., B1 to B4)
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are set, starting from the low rotation, low load side. The
fuel injection control means 42 appropriately controls the
first and second fuel injection valves 28 and 29 in such
a manner that the higher rotation, higher load region the
operating state of the engine 10 resides in, the higher
the injection amount or the injection ratio of the second
fuel injection valve 29 becomes. That is, in the example
of the map shown in Fig. 2, when the operating state of
the engine 10 is in the region B4, the fuel injection control
means 42 controls, as appropriate, the first and second
fuel injection valves 28 and 29 such that the injection
amount or the injection ratio of the second fuel injection
valve 29 is the highest. Within each of the regions B1,
B2, B3 and B4 of the second injection region B, the in-
jection amounts or the injection ratios of the first and sec-
ond fuel injection valves 28 and 29 may be constant, or
may be such that the injection amount or the injection
ratio of the second fuel injection valve 29 is increased
more on the higher rotation, higher load side.
[0030] An operating range map for determining the
opening/closing action of the waste gate valve 35 is set
based on the operating range map for determining the
injection amount or injection ratio of fuel (Fig. 2). As Fig.
3 shows an example, for instance, two ranges are set, a
first operating range C on a low rotation, low load side,
and a second operating range D on a high rotation, high
load side. The first operating range C is an operating
range in which the injection ratio of the second fuel in-
jection valve 28 is low and, in the present embodiment,
includes the above-mentioned first injection region A and
a part of the above second injection region B (e.g., region
B1). The second operating range D is an operating range
in which the injection ratio of the second fuel injection
valve 29 is high and, in the present embodiment, corre-
sponds to a part of the second injection region B (regions
B2, B3, B4).
[0031] The valve control means 43 refers to such an
operating range map (Fig. 3) and, when determining
based on the detection results of the operating state de-
tection means 41 that the operating state of the engine
10 has moved from the first operating range C to the
second operating range D, namely, that the injection
amount or injection ratio of the second fuel injection valve
29 has increased, controls the waste gate valve 35 to act
in an opening direction. That is, the valve control means
43 controls the opening of the waste gate valve 35 to
increase to a predetermined opening.
[0032] As noted above, the valve control means 43
controls the waste gate valve 35 to act in the opening
direction in response to an increase in the injection
amount of fuel injected from the second fuel injection
valve 29, in the region where the injection amount of the
second fuel injection valve 29 is larger than the injection
amount of the first fuel injection valve 28 (in the present
embodiment, the second operating range D (regions B2
to B4)). That is, the valve control means 43 adjusts the
opening of the waste gate valve 35 (valve body 35a) in
accordance with the injection amount or injection ratio of

the second fuel injection valve 29, thereby controlling the
boost pressure of the turbocharger 31. In other words,
when the operating state of the engine 10 is in the region
on the high rotation, high load side and the injection
amount or injection ratio of the second fuel injection valve
29 increases, the valve control means 43, in accordance
with this situation, controls the waste gate valve 35 to act
in the opening direction. As mentioned earlier, the injec-
tion amounts or injection ratios of the first fuel injection
valve 28 and the second fuel injection valve 29 are de-
termined based on the operating range map (see Fig. 2),
and the opening of the waste gate valve 35 is also de-
termined similarly based on the predetermined operating
range map (see Fig. 3).
[0033] On the other hand, when determining that the
operating state of the engine 10 has moved from the sec-
ond operating range D to the first operating range C, for
example, the valve control means 43 basically controls
the waste gate valve 35 to act in a closing direction. In a
low rotation, low load operating range such as at idle,
however, the valve control means 43 controls the waste
gate valve 35 to an open state, for example, full open-
ness.
[0034] Next, an example of control over the open-
ing/closing action of the waste gate valve will be de-
scribed by reference to a flow chart in Fig. 4.
[0035] As shown in Fig. 4, the operating state of the
engine 10 is detected in Step S1. Concretely, the oper-
ating state of the engine 10 is detected, for example,
based on information from the various sensors such as
the throttle position sensor 44 and the crank angle sensor
45. That is, the speed and load of the engine 10 are ac-
quired. Then, in Step S2, it is determined whether the
operating state of the engine 10 is in the first operating
range C. If it is determined here that the operating state
of the engine 10 is in the first operating range C, the
program proceeds to Step S3, in which the waste gate
valve 35 is basically controlled to act in a closing direction.
If the opening of the waste gate valve 35 has already
decreased to a predetermined opening, this opening is
retained. If it is determined that the operating state of the
engine 10 is not in the first operating range C, that is, it
is in the second operating range D, the program proceeds
to Step S4, in which the waste gate valve 35 is controlled
to act in an opening direction. That is, the waste gate
valve 35 is opened to a predetermined opening in ac-
cordance with the increase in the injection amount or
injection ratio of the second fuel injection valve 29 asso-
ciated with the movement of the operating state of the
engine 10 from the first operating range C to the second
operating range D. If the opening of the waste gate valve
35 has already increased to the predetermined opening,
this opening is retained.
[0036] In the present embodiment, as described
above, the valve control means 43 increases the opening
of the waste gate valve 35 to the predetermined opening,
in the second operating range D, in accordance with the
increase in the injection amount or injection ratio of the
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second fuel injection valve 29. Consequently, the interior
of the combustion chamber is cooled by the heat of va-
porization of fuel injected from the second fuel injection
valve 29 to raise the combustion efficiency, with an ex-
cessive rise in the boost pressure by the turbocharger
31 being suppressed. Also, the exhaust resistance is re-
duced to decrease a pumping loss. Thus, an improve-
ment in fuel economy can be ensured. Moreover, the
boost pressure is inhibited from excessively increasing,
whereby air flowing into the combustion chamber 17 can
be prevented from becoming excessively turbulent.
Thus, fuel injected from the second fuel injection valve
29 can be mixed well with intake air within the combustion
chamber 17, with the result that combustion stability can
be enhanced, and the occurrence of smoke due to com-
bustion residues of fuel can be suppressed.
[0037] The above situation is apt to occur conspicu-
ously when the turbocharger 31 equipped with a turbine
small in size relative to the piston displacement of the
engine 10 is used.
[0038] Generally, the size of the turbine of the turbo-
charger is set in conformity with the piston displacement
of the engine. That is, the nozzle diameter and the size
of the turbine commensurate with the amount of the ex-
haust gas passing through the exhaust port are set. In
adopting such a turbocharger, therefore, two problems
are posed. One of them is a turbo lag which is a response
delay until supercharging is started. The other problem
is a delay in the warm-up of the catalyst for ameliorating
the exhaust gas after cold starting of the engine. That is,
after cold starting of the engine, the catalyst needs to be
warmed up for early activation. Even if the timing of fuel
injection is retarded for catalyst warm-up in order to in-
crease the amount of heat supplied to the catalyst, how-
ever, the heat is absorbed by the turbine of the turbo-
charger to delay warm-up.
[0039] In recent years, an engine adopting a turbo-
charger equipped with a turbine of small size relative to
the piston displacement of the engine has been available
for solving the above-mentioned problems. With such an
engine, even when rotating at a low speed, the turbine
rotates efficiently, and rising of supercharging takes
place satisfactorily, so that the turbo lag can be de-
creased. The use of the turbine of small size for the piston
displacement, moreover, can make the heat capacity of
the turbine low, and decrease the amount of heat lost to
the turbine during catalyst warm-up, thus achieving early
activation of the catalyst.
[0040] With the engine loaded with such a turbocharg-
er, however, the amount of the exhaust gas passing
through the turbine is large relative to the turbine size.
Thus, work for discharging the exhaust gas increases
compared with the engine 10 having the turbine size set
in conformity with the piston displacement of the engine.
Not only the efficiency deteriorates, but also the exhaust
pressure increases to build up the burned gas remaining
in subsequent strokes (i.e., internal EGR). In detail, such
an engine increases the intake amount with the increase

of supercharging. Thus, supercharging rises at an early
stage in comparison with conventional turbo engines,
and the amount of the exhaust gas also increases early.
Furthermore, there are many regions where the amount
of the exhaust gas passing through the turbine becomes
excessive compared with the turbine size. In such re-
gions, the turbine speed is over-speed, and the efficiency
of the turbine lowers. The lowered turbine efficiency con-
verts the exhaust gas, which cannot enter the turbine,
into exhaust resistance, thus increasing internal EGR.
[0041] When the turbine is at over-speed, the compres-
sor arranged coaxially with the turbine is also apt to surge,
making supercharging unstable. That is, regions where
supercharging is unstable because of the surge increase
in comparison with the conventional turbo engines. Fur-
ther, with the increase of supercharging, the pressure of
intake air supplied into the cylinder rises. After compres-
sion by the piston, the temperature inside the cylinder
before ignition is elevated greatly, posing a higher pos-
sibility for knocking. In an engine adopting a turbocharger
equipped with a turbine of small size relative to the piston
displacement, in particular, knocking is apt to occur at a
lower speed than in conventional turbo engines, because
of an improvement in turbo response. As a result, there
appear more regions where the appropriate ignition tim-
ing cannot be set.
[0042] To solve such problems, it is conceivable to uti-
lize the heat of vaporization generated with the increase
in the injection amount of fuel injected from the second
fuel injection valve, and lower the temperature inside the
cylinder using this heat, thereby avoiding knocking. In
this case, however, the injection amount is so large that
fuel economy deteriorates, and problems arise, such as
the occurrence of smoke and increases in the amount of
fuel deposited on the inside of the cylinder.
[0043] With the present invention, as described above,
in accordance with the increase in the injection amount
or injection ratio of the second fuel injection valve 29 as-
sociated with the increase in the load or engine speed,
the amount of opening of the waste gate valve 35 is ad-
justed. By so doing, the exhaust pressure or the amount
of internal EGR can be decreased to avoid a situation
where knocking is likely to occur. That is, the injection
amount or injection ratio of the second fuel injection valve
29 is not increased more than the increase in the injection
amount or injection ratio of the second fuel injection valve
29 associated with the increase in the load or engine
speed, and yet the situation where knocking is apt to
occur can be avoided. Furthermore, the appropriate ig-
nition timing can be set, so that deterioration in output
performance and fuel economy can be inhibited. Such
features of the present invention are effective, particu-
larly, in the engine adopting the turbocharger with the
small turbine size compared with the piston displace-
ment.
[0044] In the present embodiment, the waste gate
valve 35 is controlled to act in the opening direction up
to the predetermined opening in association with the
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movement of the operating state of the engine 10 from
the first operating range C to the second operating range
D (see Fig. 3). Within the second operating range D, how-
ever, the opening (opening valve height) of the waste
gate valve 35 may be gradually (progressively) changed
in accordance with the operating state of the engine 10.
That is, when the fuel injection control means 42 increas-
es the injection amount or injection ratio of the second
fuel injection valve 29 within the second operating range
D, the valve control means 43 may gradually increase
the opening of the waste gate valve 35 in accordance
with the increase in the injection amount or injection ratio
of the second fuel injection valve 29.
[0045] As shown in Fig. 5, for example, a second op-
erating range D is divided into a third operating range E
(region B2), a fourth operating range F (region B3), and
a fifth operating range G (region B4) where the injection
amounts or injection ratios of fuel injected from the first
fuel injection valve 28 and the second fuel injection valve
29 are different. In each of these operating ranges, the
opening of the waste gate valve 35 is changed. Concrete-
ly, in the third operating range E where the injection
amount or injection ratio of fuel injected from the second
fuel injection valve 29 is the lowest, the opening of the
waste gate valve 35 is rendered the lowest. In the fifth
operating range G where the injection amount or injection
ratio of fuel injected from the second fuel injection valve
29 is the highest, the opening of the waste gate valve 35
is rendered the highest.
[0046] As stated above, the waste gate valve 35 is con-
trolled to act in the opening direction in accordance with
the increase in the injection amount or injection ratio of
fuel injected from the second fuel injection valve 29,
whereby the opening of the waste gate valve 35 can be
controlled to a state more suitable for the operating state
of the engine 10. Therefore, the combustion stability of
the engine 10 can be enhanced further.
[0047] The maximum value of the opening of the waste
gate valve 35 in the second operating range D, namely,
the opening of the waste gate valve 35 in the fifth oper-
ating range G, is set to be lower than a maximum value
which is used in all operating ranges consisting of the
first operating range C and the second operating range
D combined. If the valve opening height (opening) of the
waste gate valve 35 in the first operating range C, which
is the low rotation, low load region, is set at 8 mm (full
openness), for example, it is preferred that the maximum
valve opening height (opening) in the second operating
range D be set at a lower value than 8 mm (full openness),
for example, at 6 mm. This is because in a high rotation,
high load region, combustion within the combustion
chamber 17 is apt to be unstable, and a decline in output
is liable to occur owing to the occurrence of knocking. In
the event of the decline in output, it is necessary to close
the waste gate valve 35 to raise the boost pressure, there-
by restoring the output again to a required output. How-
ever, the time until rising of the boost pressure is different,
for example, between the closing of the valve from the

full-open value in the first operating range C (opening
valve height: 8 mm) and the closing of the valve from the
full-open value in the second operating range D (opening
valve height: 6 mm). That is, closing of the valve from
the valve opening height of 6 mm can raise the boost
pressure more quickly, and proves better in supercharg-
ing response. In the low rotation, low load region of the
first operating range C, on the other hand, the required
amount of air is itself small, and this region needs no
supercharging. In this region, therefore, a supercharging
response is minimally required and, in such a region, a
pumping loss should be decreased, with the full-open
value as the valve opening height being set at 8 mm to
suppress an increase in exhaust pressure maximally. By
so doing, it becomes possible to improve fuel economy
while fulfilling the desired engine performance. The full
openness represents the maximum value in the set range
of the waste gate valve 35. Assume, for example, that
the waste gate valve can be used physically at an opening
height of 0 to 10 mm. Even in this case, if the opening
valve height in actual use is 0 to 8 mm, the full openness
represents the position at 8 mm.
[0048] It is preferred for the valve control means 43 to
increase the opening of the waste gate valve 35 gradually
in accordance with an increase in the engine speed, as
well as an increase in the injection amount or injection
ratio of fuel injected from the second fuel injection valve
29. In the second operating range D in the map shown
in Fig. 5, for example, as the engine speed increases,
the operating range is switched in the sequence of the
third operating range E, the fourth operating range F, and
the fifth operating range G, even under the constant load.
That is, the valve control means 43 controls the waste
gate valve 35 based on this map, whereby the opening
gradually increases with the increase in the engine
speed.
[0049] By so gradually increasing the opening with the
increase in the engine speed, namely, by controlling the
waste gate valve 35 to act in the opening direction in
conformity with the increase in the engine rotations, el-
evation of the exhaust pressure of the engine 10 can be
suppressed to reduce the pumping loss, and the waste
gate valve 35 can be controlled to a state more suitable
for the operating state of the engine 10.
[0050] When the injection ratio is set at a constant val-
ue, it is preferred that low rotation, high load regions be
included in the first operating range C, as shown, for ex-
ample, in Fig. 6. Further, it is preferred that a third oper-
ating range E be set between a first operating range C
and fourth and fifth operating ranges F, G. By these
measures, the opening of the waste gate valve 35 can
be controlled more appropriately to enhance the com-
bustion stability of the engine 10 further.
[0051] The present invention has been described as
above with reference to the foregoing embodiment, but
it goes without saying that the present invention is in no
way limited to this embodiment. For example, only the
configuration of the engine has been illustrated in the
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above embodiment, but needless to say, the present in-
vention can be applied, for example, to an engine of a
hybrid vehicle equipped with an electric motor.

Explanations of Letters or Numerals

[0052]

10 Engine
11 Engine body
12 Cylinder head
13 Cylinder block
14 Piston
15 Connecting rod
16 Crankshaft
17 Combustion chamber
18 Intake port
19 Intake manifold
20 Intake pipe
21 Intake pressure sensor
22 Intake temperature sensor
23 Intake valve
24 Exhaust port
25 Exhaust manifold
26 Exhaust pipe
27 Exhaust valve
28 First fuel injection valve
29 Second fuel injection valve
30 Spark plug
31 Turbocharger
32 Intercooler
33 Throttle valve
34 Exhaust bypass passage
35 Waste gate valve
36 Three-way catalyst
37 O2 sensor
38 Linear air-fuel ratio sensor (LAFS)
40 ECU
41 Operating state detection means
42 Fuel injection control means
43 Valve control means
44 Throttle position sensor
45 Crank angle sensor

Claims

1. A control apparatus for an engine having

a first fuel injection valve for injecting fuel into
an intake path of the engine,
a second fuel injection valve for injecting fuel
into a combustion chamber of the engine,
a supercharger for supercharging intake air for
the engine, and
a waste gate valve for opening and closing an
exhaust bypass passage for bypassing a turbine
of the supercharger,

the control apparatus comprising:

fuel injection control means for controlling
injection amounts of fuel injected from the
first fuel injection valve and the second fuel
injection valve in accordance with an oper-
ating state of the engine; and
valve control means for controlling an open-
ing/closing action of the waste gate valve,
wherein the valve control means controls
the waste gate valve to act in an opening
direction in accordance with an increase in
the injection amount of fuel from the second
fuel injection valve, in a region where fuel
is injected from each of the first and second
fuel injection valves and where the injection
amount from the second fuel injection valve
is larger than the injection amount from the
first fuel injection valve.

2. The control apparatus for

an engine according to claim 1, wherein
the valve control means increases an opening
of the waste gate valve as the injection amount
of fuel injected from the second fuel injection
valve increases.

3. The control apparatus for

an engine according to claim 1 or 2, wherein
the valve control means gradually increases an
opening of the waste gate valve as a speed of
the engine increases.

4. The control apparatus for

an engine according to any one of claims 1 to
3, wherein
the valve control means sets an opening of the
waste gate valve at a maximum value in the re-
gion where the injection amount from the second
fuel injection valve is larger than the injection
amount from the first fuel injection valve, when
the operating state of the engine is in a high ro-
tation, high load region.

5. The control apparatus for

an engine according to claim 4, wherein
the maximum value is smaller than a maximum
opening at which the waste gate valve can open
based on functions thereof.

Patentansprüche

1. Steuerungsvorrichtung für einen Motor, mit
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einem ersten Kraftstoffeinspritzventil zum Einsprit-
zen von Kraftstoff in einen Ansaugpfad des Motors,
einem zweiten Kraftstoffeinspritzventil zum Einsprit-
zen von Kraftstoff in eine Brennkammer des Motors,
einem Lader zum Aufladen von Ansaugluft für den
Motor, und einem Wastegate-Ventil zum Öffnen und
Schließen eines Abgasumgehungskanals zum Um-
gehen einer Turbine des Laders,
wobei die Steuerungsvorrichtung aufweist:

eine Kraftstoffeinspritzsteuerungseinrichtung
zum Steuern von Einspritzmengen von Kraft-
stoff, die von dem ersten Kraftstoffeinspritzventil
und dem zweiten Kraftstoffeinspritzventil ge-
mäß einem Betriebszustand des Motors einge-
spritzt werden; und
eine Ventilsteuerungseinrichtung zum Steuern
eines Öffnungs-/Schließvorgangs des Waste-
gate-Ventils,
wobei die Ventilsteuerungseinrichtung das Wa-
stegate-Ventil dahingehend steuert, gemäß ei-
ner Zunahme der Einspritzmenge von Kraftstoff
aus dem zweiten Kraftstoffeinspritzventil in ei-
ner Öffnungsrichtung zu wirken, in einem Be-
reich, in dem Kraftstoff jeweils von dem ersten
und dem zweiten Kraftstoffeinspritzventil einge-
spritzt wird und in dem die Einspritzmenge von
dem zweiten Kraftstoffeinspritzventil größer ist
als die Einspritzmenge aus dem ersten Kraft-
stoffeinspritzventil.

2. Steuerungsvorrichtung für einen Motor nach An-
spruch 1, wobei
die Ventilsteuerungseinrichtung eine Öffnung des
Wastegate-Ventils vergrößert, wenn die Einspritz-
menge des von dem zweiten Kraftstoffeinspritzventil
eingespritzten Kraftstoffs zunimmt.

3. Steuerungsvorrichtung für einen Motor nach An-
spruch 1 oder 2, wobei
die Ventilsteuerungseinrichtung eine Öffnung des
Wastegate-Ventils allmählich vergrößert, wenn eine
Drehzahl des Motors zunimmt.

4. Steuerungsvorrichtung für einen Motor nach einem
der Ansprüche 1 bis 3, wobei
die Ventilsteuerungseinrichtung eine Öffnung des
Wastegate-Ventils in dem Bereich, in dem die Ein-
spritzmenge aus dem zweiten Kraftstoffeinspritz-
ventil größer ist als die Einspritzmenge aus dem ers-
ten Kraftstoffeinspritzventil, auf einen Maximalwert
einstellt, wenn der Betriebszustand des Motors in
einem Bereich mit hoher Drehzahl und hoher Last ist.

5. Steuerungsvorrichtung für einen Motor nach An-
spruch 4, wobei
der Maximalwert kleiner ist als eine Maximalöffnung,
bis zu der das Wastegate-Ventil basierend auf sei-

nen Funktionen geöffnet werden kann.

Revendications

1. Dispositif de commande pour un moteur comprenant
une première soupape d’injection de combustible,
pour injecter du combustible dans un circuit d’admis-
sion du moteur,
une seconde soupape d’injection de combustible,
pour injecter du combustible dans une chambre de
combustion du moteur,
un compresseur à suralimentation, pour suralimen-
ter de l’air d’admission pour le moteur, et
une soupape à tiroir de décharge, pour ouvrir et fer-
mer un passage de dérivation d’échappement des-
tiné à contourner une turbine du compresseur à su-
ralimentation,
le dispositif de commande comprenant :

des moyens de régulation de l’injection de com-
bustible, pour réguler les quantités d’injection
de combustible injectées à partir de la première
soupape d’injection de combustible et de la se-
conde soupape d’injection de combustible, en
fonction d’un état de fonctionnement du moteur ;
et
un moyen de commande de soupape, pour com-
mander une action d’ouverture/fermeture de la
soupape à tiroir de décharge,
le moyen de commande de soupape pouvant
amener la soupape à tiroir de décharge à agir
dans une direction d’ouverture, en fonction
d’une augmentation de la quantité d’injection de
combustible à partir de la seconde soupape d’in-
jection de combustible, dans une région où le
combustible est injecté à partir des première et
seconde soupapes d’injection de combustible,
et où la quantité d’injection à partir de la seconde
soupape d’injection de combustible est supé-
rieure à la quantité d’injection à partir de la pre-
mière soupape d’injection de combustible.

2. Le dispositif de commande pour un moteur selon la
revendication 1, dans lequel
le moyen de commande de soupape augmente une
ouverture de la soupape à tiroir de décharge au fur
et à mesure de l’augmentation de la quantité d’injec-
tion de combustible injectée à partir de la seconde
soupape d’injection de combustible.

3. Le dispositif de commande pour un moteur selon les
revendications 1 ou 2, dans lequel
le moyen de commande de soupape augmente pro-
gressivement une ouverture de la soupape à tiroir
de décharge au fur et à mesure de l’augmentation
d’une vitesse du moteur.
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4. Le dispositif de commande pour un moteur selon
l’une quelconque des revendications 1 à 3, dans le-
quel
le moyen de commande de soupape règle une
ouverture de la soupape à tiroir de décharge à un
niveau maximal dans la région où la quantité d’in-
jection à partir de la seconde soupape d’injection de
combustible est plus importante que la quantité d’in-
jection à partir de la première soupape d’injection de
combustible, lorsque l’état de fonctionnement du
moteur se trouve dans une région à haute rotation
et haute charge.

5. Le dispositif de commande pour un moteur selon la
revendication 4, dans lequel
la valeur maximale est inférieure à une ouverture
maximale jusqu’à laquelle la soupape à tiroir de dé-
charge peut s’ouvrir conformément à ses fonctions.
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