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Description 

BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  hydraulically 
operated  braking  system  equipped  with  a  hydraulic 
booster,  for  a  motor  vehicle,  and  more  particularly 
to  improvements  in  connection  with  a  technique  for 
manually  producing  a  fluid  pressure  in  the  event  of 
a  failure  of  an  external  hydraulic  power  source  or 
related  components. 

Discussion  of  the  Prior  Art 

A  hydraulically  operated  braking  system  with  a 
hydraulic  booster  for  an  automotive  vehicle  is 
known  according  to  laid-open  publication  Nos.  60- 
8144  and  60-38243  (published  in  1985)  of  unex- 
amined  Japanese  Patent  Applications.  In  the  brak- 
ing  system  disclosed  in  these  publications,  a 
presser  piston,  and  an  input  piston  operated  by  a 
brake  operating  mechanism  are  fluid  tightly  and 
slidably  fitted  in  a  housing  so  as  to  define  a  pres- 
sure  chamber  in  front  of  the  presser  piston,  and  a 
power  chamber  between  the  presser  and  input 
pistons.  The  power  chamber  is  supplied  with  a 
brake  fluid  which  is  delivered  from  an  external 
hydraulic  power  source,  through  a  control  valve 
which  is  operated  in  response  to  a  relative  move- 
ment  between  the  presser  and  input  pistons.  Thus, 
a  power  pressure  in  the  power  chamber  is  con- 
trolled.  The  pressure  chamber  is  connected  to 
brake  cylinders  of  a  first  braking  arrangement, 
while  the  power  chamber  is  connected  to  brake 
cylinders  of  a  second  braking  arrangement. 

In  the  hydraulic  braking  system  of  the  type 
discussed  above,  the  power  pressure  applied  to 
the  hydraulic  booster  from  the  external  hydraulic 
power  source  through  the  control  valve  is  directly 
transmitted  to  the  brake  cylinders  of  the  second 
braking  arrangement,  as  long  as  the  external  hy- 
draulic  power  source,  control  valve  or  other  related 
components  are  normally  functioning  or  intact.  At 
the  same  time,  the  power  pressure  activates  the 
presser  piston,  whereby  a  fluid  pressure  is  pro- 
duced  in  the  pressure  chamber  and  is  transmitted 
to  the  brake  cylinders  of  the  first  braking  arrange- 
ment. 

In  the  event  that  the  power  pressure  cannot  be 
delivered  to  the  hydraulic  booster  upon  failure  of 
the  external  hydraulic  power  source  or  related 
components,  the  fluid  pressure  in  the  brake  cyl- 
inders  of  the  second  braking  arrangement  is  not 
raised  by  an  operating  action  of  the  brake  operat- 
ing  mechanism.  However,  when  the  input  piston 
has  been  advanced  a  distance  exceeding  a  pre- 

determined  value  as  a  result  of  the  operation  of  the 
brake  operating  mechanism,  the  input  piston 
comes  into  abutting  contact  with  the  presser  piston, 
whereby  an  operating  force  acting  on  the  brake 

5  operating  mechanism  is  mechanically  imparted  to 
the  presser  piston  through  the  input  piston.  That  is, 
the  presser  piston  is  activated  by  the  brake  operat- 
ing  force,  rather  than  the  power  pressure  of  the 
external  hydraulic  power  source,  whereby  a  fluid 

io  pressure  is  produced  in  the  pressure  chamber. 
Thus,  only  the  brake  cylinders  of  the  first  braking 
arrangement  are  designed  operable,  irrespective  or 
even  in  the  event  of  an  occurrence  of  a  failure  or 
trouble  of  the  external  hydraulic  power  source  or 

75  related  components. 
As  described  above,  the  rotating  motions  of  the 

vehicle  wheels  corresponding  to  the  brake  cyl- 
inders  of  the  first  braking  arrangement  can  be 
restrained  by  the  fluid  pressures  developed  in 

20  these  brake  cylinders,  even  in  the  event  of  a  failure 
of  the  external  hydraulic  power  source  or  related 
components.  However,  the  overall  braking  capabil- 
ity  of  the  braking  system  for  the  vehicle  as  a  whole 
is  reduced,  since  only  the  first  braking  arrangement 

25  is  operable.  This  undesirably  require  the  vehicle 
driver  exert  an  increased  operating  force  on  the 
brake  operating  mechanism. 

To  compensate  for  the  reduced  braking  effect 
upon  failure  of  the  external  hydraulic  power  source, 

30  it  is  proposed  to  provide  the  brakes  with  friction 
members  which  have  a  high  coefficient  of  friction. 
On  the  other  hand,  it  is  desirable  to  minimize  the 
coefficient  of  friction  of  the  friction  members,  from 
the  standpoint  of  avoiding  squealing  noises  and 

35  vibrations  of  the  brakes.  Inspite  of  this  desire,  the 
brakes  should  employ  the  friction  members  with  a 
high  friction  coefficient,  in  order  to  obtain  a  suffi- 
cient  braking  force  even  in  the  event  of  a  trouble  as 
indicated  above. 

40 
SUMMARY  OF  THE  INVENTION 

It  is  therefore  an  object  of  the  present  invention 
to  provide  a  hydraulically  operated  braking  system 

45  wherein  the  brake  cylinders  of  both  of  the  first  and 
second  braking  arrangement  can  be  activated  by 
an  operating  force  which  acts  on  the  brake  operat- 
ing  mechanism,  even  where  a  power  pressure  can- 
not  be  obtained  due  to  a  failure  or  trouble  of  an 

50  external  hydraulic  power  source  and/or  related 
components. 

The  above  object  may  be  achieved  according 
to  the  principle  of  the  present  invention,  which 
provides  a  hydraulically  operated  braking  system 

55  which  includes  the  housing,  pressure  piston,  brake 
operating  mechanism,  input  piston,  external  hy- 
draulic  power  source,  control  valve,  and  at  least 
one  brake  cylinder  of  the  first  braking  arrangement, 

2 



3 EP  0  296  591  B1 4 

and  at  least  one  brake  cylinder  of  the  second 
braking  system,  which  have  been  described  above, 
the  braking  system  being  characterized  in  that:  an 
auxiliary  piston  is  fluid  tightly  and  slidably  fitted  in 
the  housing  such  that  the  power  chamber  is  di- 
vided  into  a  first  chamber  between  the  presser  and 
auxiliary  pistons,  and  a  second  chamber  between 
the  auxiliary  and  input  pistons;  a  connecting 
mechanism  is  provided  to  connect  the  auxiliary  and 
presser  pistons  such  that  the  connecting  mecha- 
nism  permits  the  auxiliary  piston  to  approach  the 
presser  piston,  and  such  that  the  auxiliary  and 
presser  pistons  are  normally  spaced  apart  from 
each  other  by  a  predetermined  maximum  distance; 
the  auxiliary  piston  has  a  communication  passage 
formed  therethrough  for  fluid  communication  be- 
tween  the  first  and  second  chambers;  a  valve  de- 
vice  is  provided  in  the  communication  passage. 
The  valve  device  is  adapted  to  inhibit  a  flow  of  the 
brake  fluid  in  a  direction  from  the  first  chamber  to 
the  second  chamber,  in  a  first  state  of  the  auxiliary 
and  input  pistons  in  which  the  auxiliary  and  input 
pistons  are  advanced  as  a  unit  in  abutting  contact 
with  each  other.  The  valve  device  permits  flows  of 
the  brake  fluid  in  opposite  directions  between  the 
first  and  second  chambers,  in  a  second  state  of  the 
auxiliary  and  input  pistons  other  than  the  first  state. 
The  above-indicated  at  least  one  brake  cylinder  of 
the  second  braking  arrangement  is  connected  to 
the  first  chamber,  whereby  the  brake  cylinder  or 
cylinders  of  the  first  braking  arrangement  and  the 
brake  cylinder  or  cylinders  of  the  second  braking 
arrangement  are  activated  by  an  operating  force 
acting  on  the  brake  operating  mechanism,  which  is 
imparted  to  the  auxiliary  piston  through  the  input 
piston,  when  the  power  pressure  is  not  obtained  in 
the  power  chamber. 

In  the  hydraulically  operated  braking  system  of 
the  present  invention  constructed  as  described 
above,  the  input  piston  is  advanced  by  a  slight 
amount  of  operation  of  the  brake  operating  mecha- 
nism.  In  the  presence  of  the  predetermined  clear- 
ance  or  maximum  spacing  distance  between  the 
input  and  auxiliary  pistons,  the  slight  operation  of 
the  brake  operating  mechanism  does  not  cause  the 
input  piston  to  abut  on  the  auxiliary  piston.  In  this 
condition,  therefore,  the  input  and  auxiliary  pistons 
are  placed  in  the  second  state  in  which  the  valve 
device  permits  the  bidirectional  fluid  flows  between 
the  first  and  second  chambers. 

When  the  pressurized  brake  fluid  of  the  exter- 
nal  hydraulic  power  source  is  introduced  into  the 
second  chamber  through  the  control  valve  which  is 
operated  in  response  to  the  operation  of  the  brake 
operating  mechanism,  the  power  pressure  is  pro- 
duced  in  the  second  chamber,  and  this  power 
pressure  is  supplied  to  the  first  chamber  through 
the  communication  passage  and  the  valve  device, 

whereby  the  fluid  pressure  in  the  first  chamber  is 
applied  to  the  brake  cylinder  or  cylinders  of  the 
second  braking  arrangement.  The  fluid  pressure  in 
the  first  chamber  advances  the  presser  piston, 

5  thereby  producing  the  fluid  pressure  in  the  pres- 
sure  chamber,  and  this  fluid  pressure  is  supplied  to 
the  brake  cylinder  or  cylinders  of  the  first  braking 
arrangement.  At  this  time,  the  auxiliary  piston  is 
advanced  by  means  of  the  connecting  mechanism, 

io  by  a  distance  equal  to  a  distance  of  advancement 
of  the  presser  piston.  Accordingly,  a  further  amount 
of  operation  of  the  brake  operating  mechanism  and 
a  consequent  further  advancement  of  the  input 
piston  will  not  cause  the  input  piston  to  abut  on  the 

is  auxiliary  piston.  Therefore,  the  valve  device  re- 
mains  to  permit  the  bidirectional  fluid  flows  be- 
tween  the  first  and  second  chambers. 

When  the  brake  operating  mechanism  is  re- 
stored  to  its  original  non-operated  position,  the 

20  input  piston  is  retracted,  and  the  power  pressure  in 
the  second  chamber  is  lowered  by  the  switching 
action  of  the  control  valve.  Since  the  first  and 
second  chambers  are  held  in  communication  with 
each  other  through  the  valve  device,  the  fluid  pres- 

25  sure  in  the  first  chamber  is  also  lowered,  whereby 
the  presser  piston  is  retracted,  and  the  fluid  pres- 
sure  in  the  pressure  chamber  is  accordingly  lower- 
ed.  With  the  retracting  movement  of  the  presser 
piston,  the  auxiliary  piston  is  also  retracted  by  the 

30  same  distance,  by  means  of  the  connecting 
mechanism. 

While  the  above  description  refers  to  the  op- 
eration  of  the  instant  braking  system  while  the 
external  hydraulic  power  source  and  the  related 

35  components  are  normally  functioning,  there  will 
next  be  described  an  operation  of  the  system 
where  no  power  pressure  can  be  obtained  due  to  a 
failure  or  trouble  of  the  external  hydraulic  power 
source  and/or  related  components.  In  this  event, 

40  the  fluid  pressures  in  the  first  and  second  cham- 
bers  will  not  be  raised  even  if  a  slight  amount  of 
operation  of  the  brake  operating  mechanism  places 
the  control  valve  in  its  position  in  which  the  brake 
fluid  of  the  external  hydraulic  power  source  can  be 

45  introduced  into  the  second  chamber.  Therefore, 
both  of  the  pressure  and  auxiliary  pistons  remain  at 
the  retracted  positions.  In  this  condition,  the  input 
piston  will  abut  on  the  auxiliary  piston  when  the 
advancing  distance  of  the  input  piston  by  an  addi- 

50  tional  amount  of  operation  of  the  brake  operating 
mechanism  reaches  the  predetermined  value.  A 
further  advancement  of  the  input  piston  will  cause 
the  input  piston  and  the  auxiliary  piston  to  be 
advanced  as  a  unit.  Namely,  the  input  and  auxiliary 

55  pistons  are  placed  in  the  above-identified  first  state, 
in  which  the  valve  device  permits  a  flow  of  the  fluid 
in  the  direction  from  the  second  chamber  to  the 
first  chamber,  but  inhibits  a  fluid  flow  in  the  op- 
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posite  direction.  As  a  result,  the  auxiliary  piston 
functions  as  a  piston  for  pressurizing  the  fluid  in 
the  first  chamber,  and  the  operating  force  which 
acts  on  the  brake  operating  mechanism  is  me- 
chanically  transmitted  to  the  auxiliary  piston 
through  the  input  piston.  That  is,  the  auxiliary  pis- 
ton  is  moved  toward  the  presser  piston,  whereby 
the  brake  fluid  in  the  first  chamber  is  pressurized. 
Concurrently,  the  pressurized  brake  fluid  in  the  first 
chamber  advances  the  presser  piston,  to  thereby 
pressurize  the  brake  fluid  in  the  pressure  chamber. 
In  the  manner  described  above,  the  fluid  pressures 
in  the  brake  cylinders  of  the  first  and  second 
braking  arrangements  are  raised. 

Even  where  the  external  hydraulic  power 
source  and  related  components  are  normally  func- 
tioning  or  intact,  the  input  and  auxiliary  pistons  may 
be  advanced  as  a  unit  in  abutting  contact  with  each 
other,  if  the  brake  operating  mechanism  is  abruptly 
operated,  or  if  the  fluid  pressure  in  the  second 
chamber  reaches  the  predetermined  upper  limit  of 
the  external  hydraulic  power  source.  In  this  event, 
the  input  and  auxiliary  pistons  are  placed  in  the 
above-indicated  first  state,  in  which  the  valve  de- 
vice  permits  the  fluid  to  flow  from  the  second 
chamber  to  the  first  chamber.  With  the  presser 
piston  being  advanced  by  the  fluid  pressure  in  the 
first  chamber,  the  auxiliary  piston  is  also  advanced 
relative  to  the  input  piston,  whereby  the  auxiliary 
and  input  pistons  are  moved  away  from  each  other. 
As  a  result,  the  input  and  auxiliary  pistons  are 
restored  to  the  above-indicated  second  state,  in 
which  the  valve  device  permits  the  bidirectional 
fluid  flows  between  the  first  and  second  chambers. 

It  will  be  understood  from  the  foregoing  de- 
scription  that  the  braking  system  according  to  the 
present  invention  assures  that  the  brake  cylinders 
of  both  the  first  braking  arrangement  and  the  sec- 
ond  braking  arrangement  can  be  operated  by  a 
manual  operation  of  the  brake  operating  mecha- 
nism  by  the  vehicle  driver,  even  in  the  event  that 
no  power  pressure  can  be  obtained  due  to  a  failure 
or  trouble  of  the  external  hydraulic  power  source 
and  related  components.  Thus,  the  instant  braking 
system  is  adapted  to  minimize  the  reduction  in  the 
overall  braking  capacity  for  the  vehicle  as  a  whole, 
in  the  event  of  such  a  hydraulic  trouble. 

Further,  since  the  brake  application  to  the  ve- 
hicle  can  be  effected  by  the  brakes  of  the  first  and 
second  braking  arrangements  in  the  event  of  the 
trouble  indicated  above,  the  required  braking  force 
produced  by  the  brake  cylinder  or  cylinders  of 
each  braking  arrangement  can  be  comparatively 
small,  whereby  the  brakes  can  use  friction  mem- 
bers  which  has  a  relatively  low  coefficient  of  fric- 
tion.  Accordingly,  it  becomes  easier  to  deal  with 
the  squealing  noises  and  vibrations  of  the  brakes. 
In  other  words,  the  instant  braking  system  suffers 

from  reduced  noises  and  vibrations  of  the  brakes 
during  a  normal  operation  of  the  system  while  the 
external  hydraulic  power  source  and  related  com- 
ponents  are  normally  functioning. 

5  Moreover,  the  valve  device  permits  the  brake 
fluid  to  flow  from  the  second  chamber  to  the  first 
chamber,  even  if  the  input  and  auxiliary  pistons  are 
advanced  as  a  unit  in  abutting  contact  with  each 
other,  as  a  result  of  an  abrupt  operation  of  the 

io  brake  operating  mechanism.  In  this  instance,  if  the 
bidirectional  fluid  flows  between  the  first  and  sec- 
ond  chambers  were  completely  inhibited,  the  brake 
cylinder  or  cylinders  of  the  second  braking  ar- 
rangement  is/are  supplied  with  only  the  brake  fluid 

is  which  is  forced  out  of  the  first  chamber  due  to  the 
advancing  movement  of  the  auxiliary  piston.  Name- 
ly,  the  volume  of  the  first  chamber  is  decreased, 
and  the  brake  operating  mechanism  should  be 
further  operated,  to  compensate  for  a  decrease  in 

20  the  volume  of  the  first  chamber.  Hence,  the  re- 
quired  operating  stroke  of  the  brake  operating 
mechanism  is  undesirably  increased,  as  compared 
with  that  in  the  above-indicated  second  state 
wherein  the  brake  fluid  is  delivered  from  the  exter- 

25  nal  hydraulic  power  source  (second  chamber)  to 
the  brake  cylinder  or  cylinders  of  the  second  brak- 
ing  arrangement.  According  to  the  present  inven- 
tion,  however,  as  long  as  the  external  hydraulic 
power  source  is  normally  functioning,  the  brake 

30  fluid  from  the  external  hydraulic  power  source  is 
continuously  supplied  to  the  brake  cylinder  or  cyl- 
inders  of  the  second  braking  arrangement,  even 
after  the  input  and  auxiliary  pistons  are  placed  in 
the  above-indicated  first  state.  Thus,  the  instant 

35  braking  system  does  not  suffer  from  an  otherwise 
possible  increase  in  the  required  operating  stroke 
of  the  brake  operating  mechanism,  and  a  resulting 
time  delay  before  the  braking  effect  is  obtained. 

The  valve  device  may  be  constructed  so  as  to 
40  include:  (a)  a  valve  seat  provided  in  the  commu- 

nication  passage,  so  as  to  face  rearwardly  of  the 
auxiliary  piston;  (b)  a  shut-off  valve  having  a  valving 
member  provided  on  the  input  piston  such  that  the 
valving  member  faces  the  valve  seat,  the  shut-off 

45  valve  having  a  closed  position  in  which  the  commu- 
nication  passage  is  closed  by  the  valving  member 
seated  on  the  valve  seat,  and  an  open  position  in 
which  the  communication  passage  is  open  with  the 
valving  member  spaced  apart  from  the  valve  seat; 

50  and  (c)  check  means  disposed  in  parallel  to  the 
shut-off  valve,  and  permitting  a  flow  of  the  brake 
fluid  in  a  first  direction  from  the  second  chamber  to 
the  first  chamber  while  inhibiting  a  flow  of  the 
brake  fluid  in  a  second  direction  opposite  to  the 

55  first  direction.  In  this  case,  the  check  means  may 
include  a  cup  seal  disposed  on  the  auxiliary  piston 
such  that  the  cup  seal  is  in  contact  with  an  inner 
surface  which  defines  a  cylinder  bore  formed  in  the 

4 
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housing.  Alternatively,  the  check  means  may  be  a 
check  valve. 

The  valve  device  may  be  constructed  so  as  to 
include  a  check  valve  which  includes  a  valve  seat 
disposed  in  the  communication  passage  so  as  to 
face  frontwardly  of  the  auxiliary  piston,  a  valving 
member  biased  in  a  direction  toward  the  valve 
seat,  and  a  valve  control  mechanism  which  pre- 
vents  the  valving  member  from  being  seated  on 
the  valve  seat  while  the  presser  piston  and  the 
auxiliary  piston  are  spaced  apart  from  each  other 
by  the  predetermined  maximum  distance.  The 
valve  control  mechanism  permits  the  valving  mem- 
ber  to  be  seated  on  the  valve  seat  when  the 
presser  and  auxiliary  pistons  approach  each  other 
by  more  than  a  predetermined  distance.  The  check 
valve  with  the  thus  constructed  valve  control 
mechanism  inhibits  a  flow  of  the  brake  fluid  from 
the  first  chamber  to  the  second  chamber  while 
permitting  a  flow  of  the  brake  fluid  from  the  second 
chamber  to  the  first  chamber  when  the  auxiliary 
and  input  pistons  are  placed  in  the  first  state.  The 
check  valve  provides  fluid  communication  between 
the  first  and  second  chambers  when  the  auxiliary 
and  input  pistons  are  placed  in  the  second  state. 

The  control  valve  may  be  adapted  to  operate 
based  on  a  relative  movement  between  the  input 
and  auxiliary  pistons.  That  is,  the  auxiliary  piston  is 
moved  together  with  the  presser  piston,  due  to  the 
mechanical  connection  therebetween  by  the  con- 
necting  mechanism,  unless  an  operating  force  is 
mechanically  exerted  from  the  input  piston  to  the 
auxiliary  piston.  Therefore,  if  the  control  valve  is 
operated  based  on  a  relative  movement  between 
the  input  and  auxiliary  pistons,  the  control  valve  is 
operated  based  on  a  relative  movement  between 
the  input  and  presser  pistons. 

For  minimizing  the  required  operating  force  of 
the  brake  operating  mechanism,  it  is  desirable  that 
the  area  of  the  pressure  receiving  surface  of  the 
auxiliary  piston  with  respect  to  the  first  chamber  be 
smaller  than  that  of  the  presser  piston  with  respect 
to  the  first  chamber. 

The  connecting  mechanism  may  be  adapted  to 
include:  a  first  engaging  portion  provided  on  one  of 
the  presser  piston  and  the  auxiliary  piston;  a  sec- 
ond  engaging  portion  provided  on  the  other  of  the 
presser  and  auxiliary  pistons,  and  engaging  the 
first  engaging  portion  such  that  the  first  and  second 
engaging  portions  permit  an  axial  relative  move- 
ment  between  the  presser  and  auxiliary  pistons 
over  a  predetermined  distance,  and  inhibits  the 
axial  relative  movement  exceeding  the  predeter- 
mined  distance;  and  a  spring  interposed  between 
the  presser  and  auxiliary  pistons,  for  biasing  the 
presser  and  auxiliary  pistons  in  opposite  directions 
away  from  each  other. 

In  one  form  of  the  above  arrangement  of  the 

connecting  mechanism,  the  first  engaging  portion 
consists  of  a  bolt  which  has  a  shaft  portion,  an 
externally  threaded  portion  formed  at  one  end  of 
the  shaft  portion,  and  a  head  portion  formed  at  the 

5  other  end  of  the  shaft  portion,  and  the  second 
engaging  protion  consists  of  a  hollow  connecting 
member  having  a  through  hole  which  permits  pas- 
sage  of  the  shaft  portion  of  the  bolt  and  which 
prevents  passage  of  the  head  portion.  The  exter- 

io  nally  threaded  portion  of  the  first  engaging  portion 
is  threaded  to  one  of  the  presser  piston  and  the 
auxiliary  piston  while  the  shaft  portion  is  inserted  in 
the  through  hole.  The  hollow  connecting  member  is 
fixed  to  the  other  of  the  presser  and  auxiliary 

is  pistons. 
In  an  alternative  form  of  the  same  arrangement 

of  the  connecting  mechanism,  the  first  engaging 
portion  consists  of  a  first  protrusion  having  a  first 
shaft  portion  which  extends  from  one  of  the  presser 

20  and  auxiliary  pistons  coaxially  with  the  one  piston, 
and  a  first  flange  portion  which  extends  from  the 
first  shaft  portion  in  a  radially  outward  direction, 
and  the  second  engaging  portion  includes:  a  sec- 
ond  protrusion  having  a  second  shaft  portion  which 

25  extends  from  the  other  of  the  presser  and  auxiliary 
pistons  coaxially  with  the  other  piston,  and  a  sec- 
ond  flange  portion  which  extends  from  the  second 
shaft  portion  in  a  radially  outward  direction;  a  pair 
of  semi-cylindrical  members  butted  together  into  a 

30  split  cylinder  which  has  two  inward  flanges  that  are 
spaced  apart  from  each  other  in  an  axial  direction 
thereof;  and  an  outer  sleeve  fitted  on  an  outer 
circumferential  surface  of  the  split  cylinder  such 
that  the  first  and  second  flange  portions  of  the  first 

35  and  second  protrusions  are  positioned  within  the 
split  cylinder  and  such  that  the  inward  flanges 
prevent  disengagement  of  the  first  and  second 
flange  portions  from  the  split  cylinder,  the  outer 
sleeve  preventing  the  pair  of  semi-cylindrical  mem- 

40  bers  of  the  split  cylinder  from  being  separated  from 
each  other.  At  least  one  of  the  first  and  second 
shaft  portions  of  the  first  and  second  protrusions 
has  a  length  which  permits  a  relative  movement 
between  the  at  least  one  of  the  first  and  second 

45  shaft  portions  and  the  split  cylinder,  in  an  axial 
direction  of  the  split  cylinder.  In  this  case,  the  outer 
sleeve  may  be  adapted  to  bear  or  support  one  end 
of  the  spring,  thereby  serving  as  a  retainer  for  the 
spring. 

50  The  auxiliary  piston  may  have  a  cylindrical 
portion  axially  extending  from  an  end  face  thereof 
on  the  side  of  the  second  chamber.  The  cylindrical 
portion  is  fitted  in  the  housing  while  the  input 
piston  is  fitted  in  the  cylindrical  portion.  In  this 

55  case,  the  auxiliary  piston  may  function  as  a  guide 
for  slidably  supporting  the  input  piston,  and  there- 
fore  eliminates  an  otherwise  required  guide  portion 
formed  on  the  housing,  thus  making  it  possible  to 

5 



9 EP  0  296  591  B1 10 

reduce  the  overall  length  of  the  hydraulic  booster. 
The  auxiliary  piston  and  the  input  piston  may 

be  fitted  directly  in  the  housing.  In  this  instance, 
the  fluid  pressure  within  the  housing  does  not  act 
on  the  auxiliary  piston  in  the  rearward  direction, 
whereby  the  required  strength  of  the  connecting 
mechanism  for  connecting  the  auxiliary  and  press- 
er  pistons  can  be  reduced.  Further,  the  instant 
arrangement  prevents  an  increase  in  the  sliding 
resistance  of  the  auxiliary  and  presser  pistons 
which  arises  from  a  radial  deviation  of  the  acting 
point  of  the  pull  force  between  the  two  pistons, 
from  their  axis,  due  to  manufacturing  errors  of  the 
connecting  mechanism. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

The  foregoing  and  optional  objects,  features 
and  advantages  of  the  present  invention  will  be 
better  understood  by  reading  the  following  detailed 
description  of  presently  preferred  embodiments  of 
the  invention,  when  considered  in  connection  with 
the  accompanying  drawings,  in  which: 

Fig.  1  is  a  schematic  view  of  one  embodiment  of 
a  hydraulically  operated  braking  system  of  the 
present  invention,  which  view  includes  a  front 
elevational  view  in  cross  section  of  a  master 
cylinder  connected  to  a  hydraulic  booster; 
Fig.  2  is  a  front  elevational  view  partly  in  cross 
section  of  a  modified  form  of  a  master  cylinder 
with  a  hydraulic  booster,  which  is  different  from 
that  of  Fig.  1; 
Fig.  3  is  a  front  elevational  view  partly  in  cross 
section  of  another  modified  form  of  a  master 
cylinder  with  a  hydraulic  booster; 
Fig.  4  is  another  modified  form  of  a  master 
cylinder  with  a  hydraulic  booster;  and 
Fig.  5  is  a  graph  showing  a  relationship  between 
an  operating  force  acting  on  a  brake  pedal  con- 
nected  to  the  master  cylinder  of  the  embodi- 
ments  of  Figs.  1-4,  and  a  hydraulic  pressure  in  a 
first  power  chamber  of  the  master  cylinder. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

The  presently  preferred  embodiments  of  the 
hydraulically  operated  braking  system  of  this  inven- 
tion,  as  applied  to  a  four-wheel  drive  motor  vehicle, 
will  be  described  in  detail  by  reference  to  the 
accompanying  drawings. 

Referring  first  to  Fig.  1,  reference  numeral  10 
generally  denotes  a  master  brake  cylinder 
equipped  with  a  hydraulic  booster  (hereinafter  sim- 
ply  referred  to  as  "master  cylinder").  This  master 
cylinder  10  is  provided  with  a  first  housing  14 
having  a  generally  cylindrical  configuration  which  is 
closed  at  one  end  thereof.  The  first  housing  14  has 

a  cylinder  bore  16  in  which  a  presser  piston  18  is 
slidably  fitted.  The  presser  piston  18  has  a  through 
hole  20  formed  through  its  axially  middle  portion  in 
a  direction  perpendicular  to  its  axis.  The  first  hous- 

5  ing  14  has  a  pin  22  secured  thereto,  such  that  the 
pin  22  extends  through  the  through  hole  20.  While 
the  presser  piston  18  is  biased  in  a  rearward  direc- 
tion  by  a  first  return  spring  24,  a  rearmost  position 
of  the  piston  18  is  determined  by  an  abutting 

io  contact  of  the  circumference  of  the  pin  22  against 
an  inner  surface  of  the  piston  18  which  defines  a 
front  end  of  the  through  hole  20.  The  presser 
piston  18  further  has  an  annular  groove  26  formed 
in  the  circumferential  surface  of  the  above-indi- 

15  cated  middle  portion.  The  first  housing  14  and  the 
presser  piston  18  cooperate  with  each  other  to 
define  a  pressure  chamber  28  in  front  of  the  piston 
18,  and  a  costant-volume  chamber  30  which  cor- 
responds  to  the  annular  groove  26.  At  a  portion  of 

20  the  presser  piston  18  which  separates  the  pressure 
chamber  28  and  the  constant-volume  chamber  30 
from  each  other,  there  is  provided  a  cup  seal  32 
which  functions  to  prevent  a  flow  of  a  brake  fluid  in 
a  direction  from  the  pressure  chamber  28  toward 

25  the  constant-volume  chamber  30. 
Further,  the  presser  piston  18  is  formed  with  a 

communication  hole  34  which  communicates  with 
the  through  hole  20  and  the  pressure  chamber  28. 
A  shut-off  valve  36  is  provided  at  one  of  opposite 

30  open  ends  of  the  communication  hole  34  on  the 
side  of  the  pressure  chamber  28.  While  the  presser 
piston  18  is  placed  in  its  retracted  position,  this 
shut-off  valve  36  is  held  open  by  the  pin  described 
above,  whereby  the  shut-off  valve  36  maintains 

35  fluid  communication  between  the  pressure  and 
constant-volume  chambers  28,  30,  allowing  the 
brake  fluid  to  flow  from  the  pressure  chamber  28 
into  the  constant-volume  chamber  30.  With  the 
presser  piston  18  advanced  by  a  predetermined 

40  short  distance,  the  shut-off  valve  36  is  closed  and 
inhibits  a  flow  of  the  brake  fluid  into  the  constant- 
volume  chamber  30. 

To  the  rear  end  of  the  first  housing  14  is  fluid- 
tightly  fixed  a  second  housing  40  having  a  cyhlin- 

45  der  bore  42  in  which  is  slidably  fitted  an  auxiliary 
piston  44  such  that  the  pressure  and  auxiliary  pis- 
tons  18,  44  are  coaxial  with  each  other.  The  auxil- 
iary  piston  44  has  an  annular  groove  46  formed  in 
an  axially  middle  portion  thereof.  The  auxiliary  pis- 

50  ton  44  fitted  in  the  cylinder  bore  42  and  the  press- 
er  piston  18  cooperate  to  define  a  first  power 
chamber  48  therebetween,  and  the  second  housing 
40  cooperates  with  the  auxiliary  piston  44  to  define 
a  constant-volume  chamber  50  corresponding  to 

55  the  annular  groove  46.  Further,  a  second  power 
chamber  52  is  formed  behind  the  auxiliary  piston 
44.  At  a  portion  of  the  auxiliary  piston  44  which 
separates  the  first  power  chamber  48  and  the 
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constant-volume  chamber  50,  there  is  provided  a 
cup  seal  54  which  functions  so  as  to  allow  a  flow  of 
the  brake  fluid  in  a  direction  from  the  constant- 
volume  chamber  50  to  the  first  power  chamber  48 
through  a  first  communication  hole  56,  but  inhibit  a 
flow  of  the  brake  fluid  in  the  reverse  direction.  The 
constant-volume  chamber  50  is  held  in  commu- 
nication  with  the  second  power  chamber  52, 
through  a  second  communication  hole  58.  A  cup 
seal  60  is  provided  at  a  portion  of  the  presser 
piston  18  which  separates  the  constant-volume 
chamber  30  and  the  first  power  chamber  48,  in 
order  to  prevent  a  flow  of  the  brake  fluid  from  the 
first  power  chamber  48  to  the  constant-volume 
chamber  30. 

The  auxiliary  piston  44  has  a  first  blind  hole  62 
and  a  second  blind  hole  63  which  are  formed 
concentrically  with  its  axis,  so  as  to  extend  from  its 
front  and  rear  end  faces,  respectively,  toward  its 
intermediate  portion.  These  first  and  second  blind 
holes  62,  63  communicate  with  each  other  via  an 
axial  communication  hole  65,  while  the  second 
blind  hole  63  communicates  with  the  constant- 
volume  chamber  50  via  a  radial  communication 
hole  66.  Thus,  in  the  present  embodiment,  a  com- 
munication  passage  64  (hereinafter  referred  to  as 
"auxiliary  piston  communication  passage")  for  fluid 
communication  between  the  first  and  second  power 
chambers  48,  52  is  formed  by  the  constant-volume 
chamber  50,  first  and  second  communication  holes 
56,  58,  first  and  second  blind  holes  62,  63,  and 
axial  and  radial  communication  holes  65,  66. 

Between  the  rear  end  of  the  presser  piston  18 
and  the  front  end  of  the  auxiliary  piston  44,  there  is 
disposed  a  second  rtum  spring  70  via  a  hollow 
connecting  member  67,  such  that  the  second  re- 
teurn  spring  70  biases  the  presser  and  auxiliary 
pistons  18,  44  in  opposite  directions  away  from 
each  other.  A  rearward  movement  of  the  auxiliary 
piston  44  by  the  second  return  spring  70  is  limited 
by  a  stop  71  . 

The  front  end  face  of  the  hollow  connecting 
member  67  has  a  through  hole  72  formed  in  its 
central  part.  A  connecting  bolt  73  is  threaded  at  its 
front  externally  threaded  portion  to  the  rear  portion 
of  the  presser  piston  18.  The  shaft  portion  of  the 
bolt  73  extends  through  the  through  hole  72  into 
the  first  blind  hole  62  formed  in  the  auxiliary  piston 
44.  The  connecting  bolt  73  has  a  head  portion  at 
its  rear  end.  The  head  portion  has  a  larger  diam- 
eter  than  the  through  hole  72  and  which  is  posi- 
tioned  within  the  first  blind  hole  62,  whereby  the 
connecting  bolt  73  is  prevented  from  being  dis- 
engaged  frontwardly  from  the  hollow  connecting 
member  67.  Since  the  hollow  connecting  member 
67  has  a  detent  portion  68  for  preventing  itself  from 
being  disengaged  frontwardly  from  the  auxiliary 
piston  44,  the  connecting  bolt  73  determines  a 

maximum  spacing  distance  between  the  presser 
and  auxiliary  pistons  18,  44.  There  is  provided  a 
slight  axial  clearance  between  the  hollow  connect- 
ing  member  67  and  the  head  of  the  connecting  bolt 

5  73,  while  the  presser  and  auxiliary  pistons  18,  44 
are  both  placed  in  their  retracted  positions.  Thus, 
the  retracted  positions  of  the  pistons  18,  44  can  be 
precisely  established.  In  the  present  embodiment, 
the  connecting  bolt  73,  hollow  connecting  member 

io  67  and  second  return  spring  70  constitute  a  con- 
necting  mechanism  75  (hereinafter  referred  to  as 
"piston  connecting  mechanism")  for  connecting  the 
presser  and  auxiliary  pistons  18,  44. 

In  the  second  housing  40,  there  is  also  slidably 
is  and  fluid-tightly  received  an  input  piston  74  such 

that  the  input  piston  74  is  coaxial  with  the  auxiliary 
piston  44  and  extends  through  the  rear  end  of  the 
housing  40,  with  its  rear  end  portion  exposed  to  the 
atmosphere.  The  front  end  portion  of  the  input 

20  piston  74  is  slidably  fitted  in  the  second  blind  hole 
63  of  the  auxiliary  piston  44.  To  the  input  piston  74 
is  connected  by  caulking  an  input  rod  76  which  is 
operatively  connected  by  a  suitable  link  mecha- 
nism  (not  shown)  to  a  brake  pedal  77.  The  input 

25  rod  76  is  biased  by  a  third  return  spring  (not 
shown)  toward  its  retracted  position.  Accordingly, 
the  input  piston  74  is  also  biased  toward  its  re- 
tracted  position.  The  input  piston  74  is  formed  at 
an  axially  middle  portion  thereof  with  a  large-diam- 

30  eter  portion  received  within  the  second  housing  40. 
This  large-diameter  portion  is  adapted  to  abut  at  its 
rear  face  on  an  inner  wall  surface  of  the  second 
housing  40,  and  thereby  determine  the  retracted 
position  of  the  input  piston  74.  In  the  present 

35  embodiment,  therefore,  the  input  rod  76,  link 
mechanism,  third  return  spring  77  and  brake  pedal 
77  constitute  a  brake  operating  mechanism. 

While  the  auxiliary  and  input  pistons  44,  74  are 
both  placed  in  their  retracted  positions,  there  exists 

40  a  predetermined  axial  clearance  between  the  front 
end  face  of  the  input  piston  74  and  the  rear  open 
end  of  the  second  blind  hole  63  in  the  auxiliary 
piston  44.  A  shut-off  valve  80  is  disposed  within  a 
space  78  which  corresponds  to  the  axial  clearance 

45  indicated  above.  This  shut-off  valve  80  has  a  valve 
seat  82  formed  around  the  open  end  of  the  second 
blind  hole  63  so  as  to  face  rearwardly,  and  a 
valving  member  84  which  is  made  of  a  rubber 
material  and  which  is  attached  to  the  front  end  face 

50  of  the  input  piston  74  so  as  to  face  the  valve  seat 
82.  while  the  input  piston  74  is  held  in  abutting 
contact  with  the  auxiliary  piston  44,  the  shut-off 
valve  80  is  closed  and  inhibits  fluid  communication 
between  the  axial  communication  hole  65  and  the 

55  second  blind  hole  63.  While  the  pistons  74,  44  are 
spaced  apart  from  each  other,  the  shut-off  valve  80 
is  held  open  permitting  fluid  communication  be- 
tween  the  axial  communication  and  second  blind 
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holes  65,  63.  In  the  present  embodiment,  therefore, 
a  valve  device  86  is  constituted  by  the  shut-off 
valve  80,  and  the  cup  seal  54  which  functions  as 
check  valve  means  as  described  above. 

While  the  constant-volume  chamber  30  is  held 
in  communication  with  a  reservoir  87,  the  second 
power  chamber  52  is  controlled  by  a  control  valve 
88,  so  as  to  be  selectively  placed  in  one  of  three 
states:  a  state  in  which  the  chamber  52  commu- 
nicates  with  an  accumulator  90;  a  state  in  which  the 
chamber  52  communicates  the  reservoir  87;  and  a 
state  in  which  the  chamber  52  is  disconnected 
from  both  of  the  reservoir  and  accumulator  87,  90. 
The  accumulator  90  is  adapted  to  store  a  brake 
fluid  under  a  pressure  within  a  predetermined 
range,  which  fluid  is  pumped  up  from  the  reservoir 
87  by  a  pump  92.  On  the  delivery  side  of  the  pump 
92,  there  is  provided  a  check  valve  93  which  per- 
mits  the  pressurized  brake  fluid  to  flow  only  in  a 
direction  from  the  reservoir  87  toward  the  accu- 
mulator  90.  Namely,  the  check  valve  93  prevents  a 
flow  of  the  brake  fluid  back  into  the  reservoir  87. 
The  check  valve  93  is  designed  so  as  to  be 
opened  at  a  considerably  low  pressure. 

The  control  valve  88  is  equipped  with  a  valve 
spool  96  which  is  supported  by  a  valve  housing  94 
formed  integrally  with  the  second  housing  40,  such 
that  the  valve  spool  96  is  movable  parallel  to  a 
direction  of  movement  of  the  auxiliary  piston  44. 
This  valve  spool  96  engages  the  auxiliary  and  input 
pistons  44,  74,  via  a  motion  converting  mechanism 
98.  The  motion  converting  mechanism  98  includes 
a  first  link  102  and  a  second  link  104  which  are 
mutually  pivotally  connected  by  a  pin  100  to  each 
other  at  intermediate  portions  thereof.  The  first  link 
102  is  pivotally  supported  at  its  one  end  by  a 
support  shaft  106  secured  to  the  second  housing 
40,  while  the  other  end  of  the  link  102  pivotally 
engages  the  input  piston  74.  On  the  other  hand, 
one  end  of  the  second  link  104  pivotally  engages 
an  annular  groove  108  which  is  formed  on  the 
outer  circumference  of  the  auxiliary  piston  44,  while 
the  other  end  is  held  in  abutting  contact  with  the 
rear  end  face  of  the  valve  spool  96.  According  to 
this  arrangement,  the  valve  spool  96  is  advanced 
as  the  input  piston  74  is  advanced  while  the  auxil- 
iary  piston  44  is  held  stationary. 

The  valve  spool  96  has  a  communication  hole 
110  formed  therethrough.  The  valve  spool  96  is 
normally  placed  in  its  original  position  as  shown  in 
Fig.  1,  under  a  biasing  action  of  a  spring  112  which 
acts  on  the  spool  96  in  the  rearward  direction.  In 
the  original  position,  the  communication  hole  110 
maintains  fluid  communication  between  the  second 
power  chamber  52  and  the  reservoir  87.  When  the 
valve  spool  96  is  moved  a  predetermined  distance 
in  the  forward  direction  (in  the  left  direction  as  seen 
in  Fig.  1),  the  second  power  chamber  52  is  discon- 

nected  from  both  of  the  reservoir  87  and  the  accu- 
mulator  90.  with  a  further  advancing  movement  of 
the  valve  spool  96,  the  second  power  chamber  52 
is  brought  into  communication  with  the  accumulator 

5  90. 
Brake  fluid  pressures  produced  in  the  pressure 

chamber  28  and  first  power  chamber  48  are  ap- 
plied  to  front  wheel  cylinders  124,  126  of  front 
wheel  brakes  provided  on  left  and  right  front 

io  wheels  120,  122,  and  rear  wheel  cylinders  132,  134 
of  rear  wheel  brakes  provided  on  left  and  right  rear 
wheels  128,  130.  In  the  present  embodiment,  the 
front  wheel  cylinders  124  and  126  serve  as  brake 
cylinders  of  a  first  or  front  braking  arrangement, 

is  while  the  rear  wheel  cylinders  serve  as  brake  cyl- 
inders  of  a  second  or  rear  braking  arrangement. 

Since  the  front  and  rear  (first  and  second) 
braking  arrangements  are  substantially  identical  in 
basic  construction  with  each  other,  elements  of  the 

20  two  arrangements  which  have  similar  functions  are 
indicated  by  the  same  reference  numerals,  and  the 
rear  braking  arrangement  will  be  described  by  way 
of  example.  The  front  braking  arrangement  will  be 
described  to  an  extent  necessary  to  supplement 

25  the  illustrative  description  of  the  front  braking  ar- 
rangement. 

In  a  primary  fluid  passage  between  the  master 
cylinder  10  and  the  rear  wheel  cylinders  132,  134, 
there  are  provided  a  solenoid-operated  directional 

30  control  valve  136  common  to  the  two  rear  wheel 
cylinders  132,  134,  and  two  solenoid-operated  di- 
rectional  control  valves  140  corresponding  to  the 
two  rear  wheel  cylinders  132,  134.  The  solenoid- 
operated  valve  of  the  front  braking  arrangement, 

35  which  corresponds  to  the  solenoid-operated  valve 
136  of  the  rear  braking  arrangement,  is  designated 
by  reference  numeral  138,  so  that  the  two  valves 
136,  138  are  distinguished  from  each  other,  for 
easy  understanding.  By  the  solenoid-operated 

40  valves  136  and  140,  the  primary  fluid  passage  is 
divided  into  a  master  cylinder  passage  142,  an 
intermediate  passage  144,  and  two  wheel  cylinder 
passages  146.  To  the  solenoid-operated  valve  136 
of  the  rear  braking  arrangement,  there  is  connected 

45  an  accumulator  passage  148  which  is  connected  to 
the  accumulator  90  described  above.  The  solenoid- 
operated  valve  138  of  the  front  braking  arrange- 
ment  is  connected  through  a  fluid  passage  150  to 
the  solenoid-operated  valve  136  of  the  rear  braking 

50  arrangement,  and  is  consequently  connected 
through  the  valve  136  to  the  accumulator  90.  Each 
of  the  four  solenoid-operated  valves  140  is  con- 
nected  through  a  reservoir  passage  152  to  the 
reservoir  87  described  above. 

55  The  solenoid-operated  directional  control  valve 
136  is  operable  between  a  first  position  in  which 
the  valve  136  maintains  fluid  communication  be- 
tween  the  master  cylinder  passage  142  and  the 

8 
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intermediate  passage  144,  and  a  second  position  in 
which  the  valve  136  maintains  fluid  communication 
between  the  accumulator  passage  148  and  the 
intermediate  passage  144.  In  the  first  position,  the 
brake  fluid  delivered  from  the  master  cylinder  10 
into  the  master  cylinder  passage  142  is  fed  to  each 
solenoid-operated  directional  control  valve  140 
through  the  intermediate  passage  144.  In  the  sec- 
ond  position,  the  brake  fluid  delivered  from  the 
accumulator  90  into  the  accumulator  passage  148 
is  fed  to  each  solenoid-operated  valve  140  through 
the  intermediate  passage  144. 

The  solenoid-operated  directional  control  valve 
138  is  operable  between  a  first  position  in  which 
the  valve  138  maintains  fluid  communication  be- 
tween  the  master  cylinder  passage  142  and  the 
intermediate  passage  144,  and  a  second  position  in 
which  the  valve  138  maintains  fluid  communication 
between  the  fluid  passage  150  and  the  intermedi- 
ate  passage  144.  In  the  first  position,  the  brake 
fluid  delivered  from  the  master  cylinder  10  into  the 
master  cylinder  passage  142  is  fed  to  each 
solenoid-operated  directional  control  valve  140 
through  the  intermediate  passage  144.  In  the  sec- 
ond  position,  the  brake  fluid  delivered  from  the 
accumulator  90  into  the  fluid  passage  150  via  the 
accumulator  passage  148  and  solenoid-operated 
valve  136  is  fed  to  each  solenoid-operated  valve 
140  through  the  intermediate  passage  144. 

These  solenoid-operated  directional  control 
valves  136,  138  are  operated  under  the  control  of  a 
controller  153.  This  controller  153  is  principally 
constituted  by  a  microcomputer,  and  is  adapted  to 
estimate  a  slip  condition  of  the  motor  vehicle, 
based  on  an  output  signal  of  speed  sensors  (not 
shown)  which  detects  the  rotating  speeds  of  the 
wheels  of  the  vehicle.  If  a  slip  ratio  of  any  one  of 
the  four  wheels  exceeds  a  predetermined  upper 
limit,  a  solenoid  154  of  the  appropriate  solenoid- 
operated  valve  136,  138  is  energized  to  place  the 
valve  136  in  its  second  position  (left  position  as 
seen  in  Fig.  1).  Since  this  switching  operation  is 
well  known  in  the  art  and  is  not  essential  to  the 
understanding  of  the  present  invention,  no  detailed 
description  is  deemed  necessary. 

Each  of  the  solenoid-operated  valves  140  is  a 
directional  control  valve  which  is  operable  selec- 
tively  in  one  of  three  positions,  i.e.,  a  pressure 
increase  position,  a  pressure  hold  position  and  a 
pressure  decrease  position.  In  the  pressure  in- 
crease  position,  the  valve  140  maintains  fluid  com- 
munication  of  the  intermediate  passage  144  with 
the  corresponding  wheel  cylinder  passsage  146, 
thereby  permitting  the  fluid  pressure  in  the  rear 
wheel  cylinder  132,134  to  rise  due  to  a  flow  of  the 
brake  fluid  from  the  master  cylinder  10  or  accu- 
mulator  90  through  the  intermediate  passage  144. 
In  the  pressure  hold  position,  the  valve  140  main- 

tains  the  current  fluid  pressure  in  the  rear  wheel 
cylinder  132,  134,  by  disconnecting  all  of  the  inter- 
mediate  passage  144,  wheel  cylinder  passage  146 
and  reservoir  passage  152.  In  the  pressure  de- 

5  crease  position,  the  valve  140  maintains  fluid  com- 
munication  of  the  corresponding  wheel  cylinder 
passage  146  with  the  reservoir  passage  152,  per- 
mitting  the  brake  fluid  to  be  discharged  from  the 
corresponding  rear  wheel  cylinder  132,  134  toward 

io  the  reservoir  87,  thereby  permitting  a  decrease  of 
the  fluid  pressure  in  the  wheel  cylinder  132,  134. 

These  solenoid-operated  directional  control 
valves  140  are  also  controlled  by  the  controller 
153.  Described  more  specifically,  the  controller  153 

is  regulates  an  electric  current  to  be  applied  to  a 
solenoid  of  each  valve  140,  so  as  to  place  the 
valve  140  in  an  appropriate  one  of  the  above- 
indicated  three  positions,  according  to  the  detected 
slip  condition  of  the  corresponding  vehicle  wheel, 

20  so  that  the  slip  ratio  of  each  of  the  rear  left  and 
right  wheels  128,  130  is  maintained  in  an  optimum 
range.  For  the  same  reason  as  described  above 
with  respect  to  the  solenoid-operated  valves  136, 
138,  no  detailed  description  of  the  valves  140  is 

25  deemed  necessary. 
A  proportioning/by-pass  valve  (hereinafter  ab- 

breviated  as  "P/B  valve")  162  is  provided  part  way 
through  the  intermediate  passage  144  of  the  rear 
braking  arrangement  for  the  rear  left  and  right 

30  wheels  128,  130.  The  P/B  valve  162  divides  that 
intermediate  passage  144  into  a  master  cylinder 
side  passage  158  and  a  wheel  cylinder  side  pas- 
sage  160.  The  P/B  valve  162  is  equipped  with  a 
proportioning  valve  (hereinafter  abbreviated  as  "P 

35  valve")  164  and  a  by-pass  valve  (hereinafter  abbre- 
viated  as  "B  valve")  166.  These  P  and  B  valves 
164,  166  are  connected  in  parallel  to  each  other  by 
a  connecting  passage  168. 

The  P  valve  164  is  held  open  as  long  as  the 
40  fluid  perssure  in  the  master  cylinder  side  inter- 

mediate  passage  158  is  below  a  predetermined 
level.  When  the  pressure  in  the  passage  158  rises 
above  that  predetermined  level,  the  P  valve  164 
starts  to  operate  for  reducing  the  pressure  in  the 

45  passage  158.  Stated  more  particularly,  the  fluid 
pressure  supplied  from  the  master  cylinder  10  to 
the  master  cylinder  side  intermediate  passage  158 
through  the  solenoid-operated  valve  136  is  applied 
to  the  rear  wheel  cylinders  132,  134,  without  any 

50  pressure  regulation,  while  the  P  valve  164  is  held 
open.  During  a  pressure  reducing  operation  of  the 
P  valve  164,  the  fluid  pressure  in  the  passage  158 
is  lowered  at  a  predetermined  ratio,  so  that  the 
thus  lowered  pressure  is  imparted  to  the  wheel 

55  cylinder  side  intermediate  passage  160. 
The  B  valve  166  is  opened  and  closed  in 

response  to  a  pressure  differential  between  a  brak- 
ing  pressure  (hereinafter  referred  to  as  "front  wheel 
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braking  pressure")  which  is  received  through  a  fluid 
passage  170  from  the  intermediate  passage  144  of 
the  front  braking  arrangement,  and  a  braking  pres- 
sure  which  is  received  from  the  solenoid  valve  136 
through  the  master  cylinder  side  intermediate  pas- 
sage  158.  While  the  fluid  pressure  is  normally 
applied  to  the  front  wheel  cylinders  124,  126,  the  B 
valve  166  is  held  closed.  In  the  event  of  a  pressure 
failure  in  the  front  braking  arrangement,  the  B  valve 
166  is  opened,  whereby  the  fluid  pressure  supplied 
from  the  solenoid-operated  valve  136  to  the  master 
cylinder  side  intermediate  passage  158  is  directly 
applied  to  the  wheel  cylinder  side  intermediate 
passage  160,  without  a  pressure  regulation  by  the 
P  valve  164.  Accordingly,  the  B  valve  166  functions 
to  avoid  an  otherwise  undesirable  condition  in 
which  the  fluid  pressure  in  the  rear  wheel  cylinders 
132,  134  is  unnecessarily  lowered  by  the  P  valve 
164,  in  the  event  of  a  pressure  failure  of  the  front 
braking  arrangement. 

An  operation  of  the  instant  braking  system  will 
then  be  described.  It  is  noted  that  the  following 
operational  description  refers  only  to  a  case  where 
the  slip  ratio  of  the  wheels  is  not  excessive,  and 
where  the  solenoid-operated  directional  control 
valve  136,  138  is  placed  in  the  first  position  for 
fluid  communication  between  the  master  cylinder 
passage  142  and  the  intermediate  passage  144, 
while  the  solenoid-operated  directional  control 
valve  140  is  placed  in  the  pressure  increase  posi- 
tion  for  fluid  communication  between  the  wheel 
cylinder  passage  146  and  the  intermediate  passage 
144. 

While  the  brake  pedal  77  is  not  operated,  the 
auxiliary  piston  44  and  the  valve  spool  96  are  both 
placed  in  the  retracted  positions.  In  this  condition, 
the  second  power  chamber  52  is  disconnected 
from  the  accumulator  90  and  is  held  in  communica- 
tion  with  the  reservoir  87.  In  other  words,  the  ap- 
plication  of  a  relatively  high  fluid  pressure  from  the 
accumulator  90  to  the  second  power  chamber  52  is 
blocked  by  the  control  valve  88. 

When  the  brake  pedal  77  is  slightly  depressed 
in  the  above-indicated  condition,  the  input  piston 
74  and  the  input  rod  76  (hereinafter  simply  referred 
to  as  the  input  piston  74)  are  advanced  as  a  unit, 
but  the  auxiliary  piston  44  is  still  held  stationary  at 
its  retracted  position.  As  a  result,  the  input  piston 
74  is  advanced  relative  to  the  auxiliary  piston  44. 
This  relative  movement  is  imparted  through  the 
motion  converting  mechanism  98  to  the  valve  spool 
96  of  the  control  valve  88.  The  second  power 
chamber  52  is  brought  into  communication  with  the 
accumulator  90  through  the  communication  hole 
110  formed  in  the  valve  spool  96,  whereby  the 
pressurized  brake  fluid  in  the  accumulator  90  is 
supplied  to  the  second  power  chamber  52,  and  to 
the  first  power  chamber  48  through  the  second 

communication  hole  58,  constant-volume  chamber 
50,  first  communication  hole  56  and  cup  seal  54. 

Since  the  auxiliary  and  input  piston  44,  74  are 
spaced  apart  from  each  other,  the  shut-off  valve  80 

5  for  selective  communication  between  the  second 
and  first  power  chambers  52,  48  is  held  in  its  open 
position.  Consequently,  the  brake  fluid  is  supplied 
from  the  second  power  chamber  52  to  the  first 
power  chamber  48,  through  the  second  commu- 

io  nication  hole  58,  constant-volume  chamber  50,  ra- 
dial  communication  hole  66,  second  blind  hole  63, 
axial  communication  hole  65  and  first  blind  hole  62. 
As  a  result,  the  fluid  pressure  in  the  first  power 
chamber  48  is  raised,  and  the  presser  piston  18  is 

is  advanced,  whereby  the  fluid  pressure  in  the  press- 
er  chamber  28  is  raised  while  the  auxiliary  piston 
44  and  the  presser  piston  18  are  advanced  as  a 
unit,  by  means  of  the  piston  connecting  mecha- 
nism  75.  Therefore,  a  further  depression  of  the 

20  brake  pedal  77  and  a  resulting  further  advancement 
of  the  input  piston  74  will  cause  an  advancing 
movement  of  the  auxiliary  piston  44,  whereby  the 
auxiliary  and  input  pistons  44,  74  are  maintained  in 
a  state  in  which  the  shut-off  valve  80  is  open. 

25  If  the  brake  pedal  77  is  kept  depressed  by  a 
certain  constant  amount,  the  input  piston  74  is 
stopped,  and  the  auxiliary  piston  44  is  advanced  by 
a  small  distance  relative  to  the  input  piston  74. 
Accordingly,  the  control  valve  88  is  placed  in  a 

30  state  in  which  the  second  power  chamber  52  is 
disconnected  from  both  of  the  reservoir  87  and  the 
accumulator  90.  Thus,  the  fluid  pressure  Pr  in  the 
first  power  chamber  48  and  the  fluid  pressure  Pf  in 
the  pressure  chamber  28  are  maintained  at  a  con- 

35  stant  level. 
In  this  condition,  the  input  piston  74  has  a  force 

balance  expressed  by  the  following  equation  (1-1)  : 

40 
rF  =  Pp'S1  +  f3  (1-1) 

where, 
F:  Operating  force  acting  on  brake  pedal  77 
r:  Boosting  ratio  of  brake  pedal  77 
Pp:  Fluid  pressure  in  second  power  chamber 

45  52 
S1:  Pressure  receiving  surface  area  of  input 

piston  74  (equal  to  an  area  of  a  circle 
having  a  diameter  equal  to  an  inside 
diameter  of  a  bore  formed  through  the 

50  end  portion  of  second  housing  40) 
f3:  Biasing  force  of  third  return  spring  for 

input  piston  74 
Therefore,  the  fluid  pressure  Pp  in  the  second 

power  chamber  52  is  expressed  by  the  following 
55  equation  (1-2): 

Pp  =  rF/S1  -  f3/S1  (1-2) 

10 
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The  auxiliary  piston  44  has  a  force  balance 
expressed  by  the  following  equation  (1-3): 

R1  =  f2  (1-3) 

where, 
R1:  Reaction  force  of  presser  piston  18  act- 

ing  on  auxiliary  piston  44,  via  connecting 
pin  73 

f2:  Biasing  force  of  second  return  spring  70 
Since  the  fluid  pressure  Pr  in  the  first  power 

chamber  48  is  equal  to  the  fluid  pressure  Pp  in  the 
second  power  chamber  52,  the  fluid  pressure  Pr  is 
expressed  by  the  following  equation  (1-4),  which  is 
indicated  at  A  in  the  graph  of  Fig.  5: 

Pr  =  rF/S1  -  f3/S1  (1-4) 

The  presser  piston  18  has  a  force  balance 
expressed  by  the  following  equation  (1-5): 

Pr*S2  +  f2  =  PfS2  +  R1  +  f1  (1-5) 

where, 
S2:  Pressure  receiving  surface  area  of 

presser  piston  18  (equal  to  an  area  of  a 
circle  having  a  diamter  equal  to  the  in- 
side  diameter  of  cylinder  bore  16  in  first 
housing  14) 

f1  :  Biasing  force  of  first  return  spring  24 
Accordingly,  the  fluid  pressure  Pf  in  the  pres- 

sure  chamber  28  is  expressed  by  the  following 
equation  (1-6): 

Pf  =  rF/S1  -  f3/S1  -  f1/S2  (1-6): 

When  the  depressed  brake  pedal  77  is  re- 
stored  to  its  original  non-operated  position,  the 
input  piston  74  is  retracted,  and  the  control  valve 
88  is  switched  to  the  state  for  fluid  communication 
of  the  second  power  chamber  52  with  the  reservoir 
87.  As  a  result,  the  fluid  pressure  Pr  in  the  first 
power  chamber  48  is  lowered,  and  the  presser 
piston  18  is  retracted  with  a  result  of  lowering  the 
fluid  pressure  Pf  in  the  pressure  chamber  28.  In 
the  meantime,  the  auxiliary  piston  44  is  retracted 
by  the  piston  connecting  mechanism  75,  in  re- 
sponse  to  a  retracting  movement  of  the  presser 
piston  18. 

While  the  foregoing  description  refers  to  the 
operation  of  the  master  cylinder  10  when  the  exter- 
nal  hydraulic  power  source  including  the  accumula- 
tor  90  and  the  pump  92  is  normally  functioning  or 
intact,  the  master  cylinder  10  can  normally  function 
even  in  the  event  of  a  failure  of  the  external  hy- 
draulic  power  source,  as  described  below. 

Suppose  a  slight  amount  of  depression  of  the 
brake  pedal  77  and  a  consequent  advancing  move- 

ment  of  the  input  piston  74  will  not  cause  abutment 
of  the  input  piston  74  against  the  auxiliary  piston 
44,  the  two  pistons  44,  74  are  placed  in  the  state  in 
which  the  control  valve  80  is  open.  Since  no  fluid 

5  pressure  is  generated  in  the  first  power  chamber 
48  in  this  condition,  the  presser  piston  18  and  the 
auxiliary  piston  44  remain  stationary.  When  the 
amount  of  advancing  movement  of  the  input  piston 
74  caused  by  a  further  amount  of  depression  of  the 

io  brake  pedal  77  exceeds  the  previously  described 
axial  clearance  between  the  input  and  auxiliary 
pistons  74,  44,  the  front  end  face  of  the  input 
piston  74  comes  into  abutting  contact  with  the  rear 
face  of  the  auxiliary  piston  44  in  which  the  second 

is  blind  hole  63  is  open.  With  a  further  advancing 
movement  of  the  input  piston  74,  the  two  pistons 
44,  74  start  to  be  advanced  as  a  unit.  In  this 
condition  where  the  two  pistons  44,  74  are  held  in 
abutting  contact  with  each  other,  the  two  pistons 

20  44,  74  are  placed  in  the  state  in  which  the  control 
valve  80  is  closed,  with  the  valving  member  84 
completely  seated  on  the  valve  seat  82.  In  con- 
sequence,  the  second  power  chamber  52  and  the 
first  power  chamber  48  are  disconnected  from 

25  each  other.  Since  the  auxiliary  piston  44  is  me- 
chanically  advanced  against  the  biasing  action  of 
the  second  return  spring  70,  the  fluid  pressure  Pr 
in  the  first  chamber  48  is  raised,  and  the  presser 
piston  18  is  also  advanced  by  the  fluid  pressure  Pr, 

30  whereby  the  fluid  pressure  Pf  in  the  pressure 
chamber  28  is  also  raised. 

When  the  fluid  pressure  Pr  in  the  first  power 
chamber  48  and  the  fluid  pressure  Pf  in  the  pres- 
sure  chamber  28  have  been  stabilized  at  a  certain 

35  level,  with  the  brake  pedal  77  kept  depressed  by  a 
given  amount,  the  input  piston  74  has  a  force 
balance  expressed  by  the  following  equation  (1-7), 
provided  the  fluid  pressure  Pp  in  the  second  power 
chamber  52  is  equal  to  the  atmospheric  pressure: 

40 
rF  =  f3  +  R2  (1-7): 

where, 
R2:  Mechanical  reaction  force  of  auxiliary 

45  piston  44,  which  acts  on  input  piston  74 
Further,  the  auxiliary  piston  44  has  a  force 

balance  expressed  by  the  following  equation  (1-8): 

R2  =  Pr*S3  +  f2  (1-8) 
50 

where, 
S3:  Pressure  receiving  surface  area  of  auxil- 

iary  piston  44  (equal  to  an  area  of  a 
circle  having  a  diamter  equal  to  the  in- 

55  side  diameter  of  cylinder  bore  42  in  sec- 
ond  housing  40) 

Therefore,  the  fluid  pressure  Pr  in  the  first 
power  chamber  48  is  expressed  by  the  following 

11 
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equation  (1-9),  which  is  obtained  from  the  above 
equations  (1-7)  and  (1-8): 

Pr  =  rF/S3  -  (f2  +  f3)/S3  (1-9) 

The  equation  (1-9)  is  indicated  at  Pp  =  0  in 
the  graph  of  Fig.  5. 

The  presser  piston  18  has  a  force  balance 
expressed  by  the  following  equation  (1-10): 

Pr*S2  +  f2  =  PfS2  +  f1  (1-10) 

Hence,  the  fluid  pressure  Pf  in  the  pressure 
chamber  28  is  expressed  by  the  following  equation 
(1-11),  which  is  obtained  from  the  above  equations 
(1-9)  and  (1-10): 

Pf  =  rF/S3  -  (f2  +  f3)/S3  +  (f2  -  f1)/S2  (1-11) 

As  described  above,  the  brake  fluid  masses  in 
the  pressure  chamber  28  and  first  power  chamber 
48  are  pressurized.  In  the  present  embodiment,  the 
pressure  receiving  surface  area  S3  of  the  auxiliary 
piston  44  is  made  smaller  than  the  pressure  receiv- 
ing  surface  area  S2  of  the  presser  piston  18,  so 
that  the  required  operating  force  F  that  should  act 
on  the  brake  pedal  77  in  the  event  of  a  failure  of 
the  external  hydraulic  power  source  90,  92  is  re- 
duced. 

Even  where  the  external  hydraulic  power 
source  90,  92  is  normally  operating,  the  input  pis- 
ton  74  may  abut  on  the  auxiliary  piston  44  and  be 
advanced  as  a  unit,  if  the  brake  pedal  77  is  ab- 
ruptly  depressed,  or  if  the  fluid  pressure  Pp  in  the 
second  power  chamber  52  reaches  the  predeter- 
mined  upper  limit  of  the  pressure  in  the  external 
hydraulic  power  source.  In  this  case,  the  shut-off 
valve  80  is  closed.  However,  the  brake  fluid  in  the 
second  power  chamber  52  is  supplied  to  the  first 
power  chamber  48,  through  the  second  commu- 
nication  hole  58,  constant-volume  chamber  50,  first 
communication  hole  56  and  cup  seal  54.  Therefore, 
even  with  the  shut-off  valve  80  placed  in  the  closed 
position,  the  rear  wheel  cylinders  132,  134  can  be 
supplied  with  a  required  amount  of  the  brake  fluid 
fed  from  the  second  power  chamber  52.  Accord- 
ingly,  the  above  arrangement  prevents  an  increase 
in  the  required  amount  of  movement  of  the  auxil- 
iary  piston  44  or  the  required  operating  stroke  of 
the  brake  pedal  77  which  corresponds  to  an  op- 
erating  force  acting  on  the  brake  pedal  77. 

In  this  condition,  the  input  piston  74  has  a  force 
balance  expressed  by  the  following  equation  (1- 
12): 

rF  =  Pp'S1  +  R2  +  f3  (1-12) 

Further,  the  auxiliary  piston  44  has  a  force 

balance  expressed  by  the  following  equation  (1- 
13): 

Pp  S3  +  R2  =  Pr  S3  +  f2  (1-13) 
5 

Therefore,  the  fluid  pressure  Pr  in  the  first 
power  chamber  48  is  expressed  by  the  following 
equation  (1-14): 

w  Pr  =  Pp*(1  -  S1/S3)  +  rF/S3  -  (f2  +  f3)/S3  (1- 
14) 

Since  the  presser  piston  18  has  the  force  bal- 
ance  expressed  by  the  equation  (1-10),  the  fluid 

is  pressure  Pf  in  the  pressure  chamber  28  is  ex- 
pressed  by  the  following  equation  (1-15): 

Pt  =  Pp*(1  -  S1/S3)  +  rF/S3  -  (f2  +  f3)/S3  +  (f2  - 
f1)/S2  (1-15) 

20 
The  graph  of  Fig.  5  indicates  at  B  a  relation- 

ship  between  the  fluid  pressure  Pr  in  the  first 
power  chamber  48  and  the  brake  operating  force  F, 
after  the  pressure  Pr  exceeds  the  predetermined 

25  upper  limit. 
Where  the  above-described  situation  occurs 

with  the  fluid  pressure  in  the  power  chambers  48, 
52  exceeding  the  upper  limit  of  the  pressure  of  the 
external  hydraulic  power  source  90,  92,  the  situ- 

30  ation  is  maintained  as  long  as  the  brake  pedal  77  is 
held  in  the  depressed  position.  If  the  above  situ- 
ation  occurs  due  to  an  abrupt  depression  of  the 
brake  pedal  77,  however,  the  fluid  pressure  Pr  in 
the  first  power  chamber  48  is  eventually  elevated, 

35  and  the  presser  piston  18  is  advanced,  whereby 
the  auxiliary  piston  44  is  also  advanced  and  is 
spaced  apart  from  the  input  piston  74.  When  the 
predetermined  axial  clearance  between  the  open 
end  of  the  second  blind  hole  63  of  the  auxiliary 

40  piston  44  and  the  front  end  face  of  the  input  piston 
74  is  recovered,  the  shut-off  valve  80  is  opened, 
and  subsequently  the  system  is  restored  to  a  nor- 
mal  operating  condition. 

The  thus  raised  fluid  pressure  Pf  in  the  pres- 
45  sure  chamber  28  is  applied  to  the  front  wheel 

cylinders  124,  126,  while  the  similarly  raised  fluid 
pressure  Pr  in  the  first  power  chamber  48  is  ap- 
plied  to  the  rear  wheel  cylinders  132,  134,  with  a 
suitable  degree  of  reduction  by  the  P  valve  164  of 

50  the  P/B  valve  162.  In  this  manner,  brakes  are 
applied  to  the  drive  wheels  120,  122,  128  and  130. 

Three  modified  forms  of  a  master  cylinder  that 
are  different  from  the  master  cylinder  10  of  the  first 
embodiment  will  be  described.  Elements  of  these 

55  modifications  that  are  structurally  different  from  the 
corresponding  elements  of  the  first  embodiment 
are  designated  by  different  reference  numerals. 
However,  the  functionally  equivalent  elements  of 

12 
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the  master  cylinder  10  and  the  modified  master 
cylinders  are  given  identical  names. 

Referring  to  Fig.  2,  there  is  shown  a  second 
embodiment  of  the  invention  which  incorporates 
the  first  modified  master  cylinder.  The  same  refer- 
ence  numerals  as  used  in  the  first  embodiment  will 
be  used  to  identify  the  components  similar  to  those 
of  the  first  embodiment.  No  redundant  description 
of  those  components  will  be  provided,  and  the 
following  description  refers  only  to  those  compo- 
nents  characteristic  of  the  instant  modified  embodi- 
ment. 

A  first  protrusion  in  the  form  of  a  first  small- 
diameter  portion  176  and  a  second  protrusion  in 
the  form  of  a  second  small-diameter  portion  178 
extend  coaxially  toward  each  other  from  a  radially 
central  rear  end  face  of  a  presser  piston  172  and 
from  a  radially  central  front  end  face  of  an  auxiliary 
piston  174.  On  the  outer  circumferential  surfaces  of 
these  small-diameter  portions  176,  178,  there  are 
mounted  a  pair  of  semi-cylindrical  connecting 
members  180,  180  which  are  butted  together  into  a 
split  cylinder  such  that  the  two  members  180  cover 
the  entire  circumference  of  the  small-diameter  por- 
tions  176,  178.  The  split  cylinder  180  has  an  an- 
nular  recessed  portion  181  formed  in  their  inner 
circumferential  surfaces.  The  small-diameter  por- 
tions  176,  178  have  large-diameter  end  portions  in 
the  form  of  outwardly  extending  flange  portions 
which  are  received  within  the  recessed  portion  181, 
so  that  the  flange  portions  can  abut  on  respective 
two  axially  spaced-apart  inward  flanges  of  the  split 
cylinder  180  which  are  formed  at  the  opposite  ends 
of  the  annular  recessed  portion  181.  Thus,  the 
outward  flange  portions  of  the  first  and  second 
protrusions  or  small-diameter  portions  176,  178  are 
prevented  from  being  disengaged  from  the  semi- 
cylindrical  connecting  members  or  split  cylinder 
180.  The  split  cylinder  180  is  fitted  in  an  outer 
sleeve  or  cylindrical  holder  member  182  so  that  the 
engagement  of  the  connecting  members  180  with 
the  small-diameter  portions  176,  178  is  maintained. 
The  auxiliary  piston  174  is  biased  by  the  second 
return  spring  70  (described  with  respect  to  the  first 
embodiment)  toward  its  retracted  position,  which  is 
determined  by  a  stopper  projection  183  which  is 
adapted  to  abut  on  the  second  housing  40.  In  the 
instant  modified  embodiment,  the  first  and  second 
small-diameter  portions  176,  178,  connecting  mem- 
bers  180  and  second  return  spring  70  constitute  a 
piston  connecting  mechanism  179  for  connecting 
the  presser  and  auxiliary  pistons  172,  174.  It  is 
noted  that  the  holder  member  182  also  serves  as  a 
retainer  for  the  second  return  spring  70. 

Fluid  tightness  between  the  auxiliary  piston  174 
and  the  cylinder  bore  42  of  the  second  housing  40 
is  maintained  by  a  seal  184,  which  functions  to 
prevent  a  flow  of  the  brake  fluid  from  the  second 

power  chamber  52  toward  the  first  power  chamber 
48,  and  a  flow  of  the  fluid  in  the  opposite  direction. 

The  auxiliary  piston  174  has  a  first  and  a 
second  blind  hole  186,  188  formed  radially  central 

5  parts  of  the  front  and  rear  end  portions  thereof. 
These  blind  holes  186,  188  communicate  with  each 
other  through  a  communication  hole  190  which  has 
a  small  diameter.  In  the  first  blind  hole  186,  there  is 
disposed  a  check  valve  192  provided  with  a  valve 

io  control  mechanism.  This  check  valve  192  has  a 
valving  member  194,  and  a  pin  196  which  extends 
from  the  valving  member  194  toward  the  presser 
piston  172.  While  the  presser  and  auxiliary  pistons 
172,  174  are  spaced  apart  from  each  other  by  a 

is  maximum  distance  permitted  by  the  piston  con- 
necting  mechanism  179,  or  while  the  two  pistons 
172,  174  are  both  placed  in  their  retracted  posi- 
tions,  the  valving  member  194  is  prevented  from 
being  seated  on  a  valve  seat  197  which  is  formed 

20  between  the  first  blind  hole  186  and  the  commu- 
nication  hole  190,  so  as  to  face  the  valving  mem- 
ber  194.  Namely,  the  check  valve  192  is  placed  in 
a  first  position  in  which  the  brake  fluid  may  flow  in 
opposite  directions  between  the  first  blind  hole  186 

25  and  the  communication  hole  190.  When  a  spacing 
distance  between  the  presser  and  auxiliary  pistons 
172,  174  is  shorter  than  a  predetermined  value,  the 
check  valve  192  is  placed  in  a  second  position  in 
which  the  valving  member  194  is  seated  on  the 

30  valve  seat  194  by  the  spring  198,  whereby  the  flow 
of  the  fluid  from  the  second  power  chamber  52  to 
the  first  power  chamber  48  is  permitted  while  the 
fluid  flow  in  the  reverse  direction  is  inhibited.  Thus, 
the  check  valve  192  with  the  valve  control  mecha- 

35  nism  serves  as  a  valve  device  in  the  present  inven- 
tion. 

The  auxiliary  piston  174  is  formed  with  a  small- 
diameter  rear  portion  200  which  extends  fluid  tight- 
ly  and  slidably  through  the  end  wall  of  the  second 

40  housing  40,  such  that  the  rear  portion  200  is  ex- 
posed  to  the  atmosphere. 

An  input  piston  202  is  fluid  tightly  and  slidably 
fitted  in  the  second  blind  hole  188,  such  that  the 
input  piston  202  cooperates  with  the  second  blind 

45  hole  188  to  define  a  space  204  which  is  held  in 
communication  with  the  second  power  chamber  52 
through  a  communication  hole  206.  Thus,  the  first 
and  second  blind  holes  186,  188  and  the  commu- 
nication  holes  190,  206  constitute  a  communcation 

50  passage  207  formed  through  the  auxiliary  piston 
174. 

A  rod  208  is  secured  by  caulking  to  the  input 
piston  202.  This  rod  208  is  biased  by  a  third  return 
spring  210  toward  its  retracted  position.  The  input 

55  piston  202  has  an  elongate  hole  212  through  which 
a  pin  214  secured  to  the  auxiliary  piston  174  ex- 
tends,  so  that  the  movement  of  the  rod  208  relative 
to  the  auxiliary  piston  174  is  determined  by  an 

13 
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abutting  contact  between  the  circumferential  sur- 
face  of  the  pin  214  and  the  front  end  of  the 
elongate  hole  212.  Thus,  the  third  return  spring  210 
also  functions  as  a  return  spring  for  the  auxiliary 
piston  174.  In  the  present  embodiment,  an  axial 
clearance  between  the  front  end  of  the  elongate 
hole  212  of  the  input  piston  202  and  the  pin  214  of 
the  auxiliary  piston  174  corresponds  to  the  axial 
clearance  associated  with  the  shut-off  valve  80  of 
the  first  embodiment. 

Then,  an  operation  of  this  second  embodiment 
will  be  described. 

When  the  brake  pedal  77  is  slightly  depressed 
and  the  rod  208  is  advanced  together  with  the  input 
piston  202,  the  control  valve  88  is  opened,  whereby 
the  fluid  pressure  Pp  in  the  second  power  chamber 
52  is  raised.  In  this  condition,  the  rear  end  of  the 
elongate  hole  212  of  the  input  piston  202  remains 
spaced  away  from  the  pin  214  of  the  auxiliary 
piston  174,  and  the  two  pistons  174,  202  are 
placed  in  the  state  in  which  the  check  valve  192 
permits  fluid  flows  in  the  opposite  directions  be- 
tween  the  first  and  second  power  chambers  48,  52. 
Therefore,  the  brake  fluid  is  supplied  from  the 
second  power  chamber  52  to  the  first  power  cham- 
ber  48,  through  the  communication  hole  206,  sec- 
ond  blind  hole  188,  communication  hole  190  and 
first  blind  hole  186.  As  in  the  first  embodiment,  the 
fluid  pressure  Pr  in  the  first  power  chamber  48 
becomes  equal  to  the  fluid  pressure  Pp  in  the 
second  power  chamber  52,  and  the  presser  piston 
172  is  advanced  whereby  the  fluid  pressure  Pf  in 
the  presser  chamber  28  is  rasied. 

With  the  presser  piston  172  advanced,  the  aux- 
iliary  piston  174  is  advanced  by  the  same  distance, 
by  means  of  the  connecting  members  180,  180 
and  the  associated  elements.  At  this  time,  the 
presser  and  auxiliary  pistons  172,  174  are  ad- 
vanced  with  their  predetermined  maximum  spacing 
distance  being  maintained.  Consequently,  the 
check  valve  192  is  held  in  the  state  wherein  the 
fluid  is  permitted  to  flow  in  the  opposite  directions 
between  the  first  and  second  power  chambers  48, 
52. 

When  the  fluid  pressures  Pr,  Pf  in  the  first  and 
second  power  chambers  48,  52  have  been  stabi- 
lized  at  a  given  level  after  the  brake  pedal  77  is 
kept  depressed  for  a  certain  length  of  time,  the 
input  piston  202  and  the  rod  208  (hereinafter  re- 
ferred  to  simply  as  "input  piston  202")  have  a  force 
balance  expressed  by  the  equation  (1-1)  indicated 
above.  In  this  case,  however,  "S1  "  of  the  equation 
(1-1)  represents  a  pressure  receiving  surface  area 
of  the  input  piston  202  (equal  to  the  area  of  a  circle 
having  a  diameter  equal  to  the  inside  diameter  of 
the  second  blind  hole  188  of  the  auxiliary  piston 
174),  while  "f3"  of  the  same  equation  (1-1)  repre- 
sents  a  biasing  force  of  the  third  return  spring  210. 

Hence,  the  fluid  pressure  Pp  in  the  second  power 
chamber  52  is  expressed  by  the  equation  (1-2) 
indicated  above.  Further,  since  the  fluid  pressure 
Pp  in  the  second  power  chamber  52  and  the  fluid 

5  pressure  Pr  in  the  first  power  chamber  48  have 
been  made  equal  to  each  other,  the  fluid  pressure 
Pr  is  expressed  by  the  equation  (1-4)  indicated 
above. 

In  this  condition,  the  auxiliary  piston  174  has  a 
io  force  balance  expressed  by  the  following  equation 

(2-1): 

R3  =  Pp*(S2  -  S4)  +  f2  (2-1) 

is  where, 
R3:  Reaction  force  of  presser  piston  172, 

which  acts  on  auxiliary  piston  174  via 
connecting  members  180,  180 

S2:  Pressure  receiving  surface  area  of  auxil- 
20  iary  and  presser  pistons  174,  172  (equal 

to  the  area  of  a  circle  having  a  diameter 
equal  to  the  inside  diameter  of  cylinder 
bores  16,  42  of  first  and  second  hous- 
ings  14,  40) 

25  S4:  Pressure  receiving  surface  area  of  small- 
diameter  portion  200  of  auxiliary  piston 
174  (equal  to  the  area  of  a  circle  having 
a  diamter  equal  to  the  inside  diameter  of 
through  hole  formed  through  the  end 

30  wall  of  second  housing  174) 
Further,  the  presser  piston  172  has  a  force 

balance  expressed  by  the  following  equation  (2-2): 

Pr*S2  +  f2  =  PfS2  +  f1  +  R3  (2-2) 
35 

Accordingly,  the  fluid  pressure  Pf  in  the  pres- 
sure  chamber  28  is  expressed  by  the  following 
equation  (2-3),  which  is  obtained  from  the  above 
equations  (2-1)  and  (2-2): 

40 
Pf  =  Pp'S4/S2  -  f1/S2  (2-3) 

The  following  description  refers  to  a  case 
where  no  power  pressure  is  developed  in  the  sec- 

45  ond  power  chamber  52  in  the  event  of  a  failure  of 
the  external  hydraulic  power  source. 

At  the  moment  when  the  brake  pedal  77  is 
slightly  depressed,  the  rear  end  of  the  elongate 
hole  212  of  the  input  piston  202  remains  spaced 

50  away  from  the  pin  214  of  the  auxiliary  piston  174, 
whereby  the  two  pistons  202,  174  are  placed  in  the 
state  in  which  the  check  valve  192  permits  the  fluid 
flows  in  both  directions  between  the  first  and  sec- 
ond  power  chambers  48,  52.  Since  neither  the 

55  second  power  chamber  52  nor  the  first  power 
chamber  48  can  build  up  power  pressures  and  the 
auxiliary  and  presser  pistons  174,  172  are  both 
held  stationary,  the  brake  pedal  77  is  further  de- 

14 
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pressed,  causing  the  input  piston  202  to  be  ad- 
vanced  by  a  distance  larger  than  the  previously 
described  axial  clearance,  namely,  causing  the  in- 
put  piston  202  to  abut  on  the  auxiliary  piston  174 
via  the  pin  214,  whereby  the  two  pistons  174,  202 
are  advanced  as  a  unit.  Consequently,  the  check 
valve  192  with  the  valve  control  mechanism  is 
placed  in  the  state  for  permitting  the  fluid  to  flow 
only  in  the  direction  from  the  second  power  cham- 
ber  52  toward  the  first  power  chamber  48,  when 
the  auxiliary  piston  174  comes  closer  to  the  press- 
er  piston  172  by  more  than  the  predetermined 
distance. 

With  the  brake  pedal  77  further  depressed  with 
an  increased  force,  the  fluid  pressure  Pr  in  the  first 
power  chamber  48  is  raised  by  an  advancing 
movement  of  the  auxiliary  piston  174,  while  the 
fluid  pressure  Pr  causes  the  presser  piston  172  to 
be  advanced,  resulting  in  an  increase  in  the  fluid 
pressure  Pf  in  the  pressure  chamber  28. 

With  the  brake  pedal  77  kept  depressed,  the 
fluid  pressures  Pr,  Pf  in  the  first  power  chamber  48 
and  pressure  chamber  28  are  stabilized  at  a  certain 
level.  In  this  condition,  the  piston  202  has  a  force 
balance  expressed  by  the  equation  (1-7)  indicated 
above.  However,  "R2"  of  the  equation  represents  a 
reaction  force  of  the  pin  214  of  the  auxiliary  piston 
174,  which  acts  on  the  input  piston  202  via  the 
elongate  hole  212.  The  auxiliary  pistion  174  has  a 
force  balance  expressed  by  the  following  equation 
(2-4): 

R2  =  Pr*S2  +  f2  (2-4) 

Therefore,  the  fluid  pressure  Pr  in  the  first 
power  chamber  48  is  expressed  by  the  following 
equation  (2-5): 

Pr  =  rF/S2  -  (f2  +  f3)/S2  (2-5) 

Since  the  presser  piston  18  has  a  force  bal- 
ance  expressed  by  the  above-indicated  equation 
(1-10),  that  force  balance  is  represented  by  the 
following  equation  (2-6)  which  is  obtained  from  the 
above  equation  (2-5): 

Pf  =  rF/S2  -  (f1  +  f3)/S2  (2-6) 

In  the  case  where  the  input  piston  202  and  the 
auxiliary  piston  174  are  advanced  as  a  unit  in 
abutting  contact  with  each  other,  with  the  external 
hydraulic  power  source  operating  in  a  normal  con- 
dition,  the  two  pistons  174,  202  are  placed  in  the 
state  in  which  the  check  valve  192  permits  the 
brake  fluid  to  flow  only  in  the  direction  from  the 
second  power  chamber  52  toward  the  first  power 
chamber  48,  as  in  the  first  embodiment.  Thus,  the 
pressurized  brake  fluid  can  be  delivered  from  the 

accumulator  90  to  the  first  power  chamber  48. 
Fig.  3  illustrates  a  third  embodiment  of  the 

present  invention,  which  is  different  from  the  sec- 
ond  embodiment,  in  connection  with  the  valve  de- 

5  vice,  piston  connecting  mechanism,  and  commu- 
nicating  passage  through  the  auxiliary  piston.  The 
same  reference  numerals  as  used  in  the  second 
embodiment  will  be  used  to  identify  the  corre- 
sponding  components.  No  redundant  description  of 

io  these  characteristics  of  the  present  third  embodi- 
ment  will  be  described  in  detail. 

An  auxiliary  piston  220  has  a  small-diameter 
portion  222  which  extends  toward  a  presser  piston 
221  from  a  radially  central  part  of  its  front  end  face. 

is  A  cylindrical  hollow  connecting  member  224  is 
fitted  on  the  outer  circumferential  surface  of  the 
small-diameter  portion  222.  These  small-diameter 
portion  222  and  hollow  connecting  member  224  are 
connected  to  each  other  by  a  connecting  pin  226. 

20  A  bolt  228  which  extends  from  a  radially  central 
part  of  the  rear  end  face  of  the  presser  piston  221 
is  inserted  in  a  through  hole  of  the  hollow  connect- 
ing  member  224.  More  specifically,  the  bolt  228 
has  an  externally  threaded  front  portion  threaded  in 

25  the  presser  piston  221,  a  shaft  portion  which  ex- 
tends  through  the  front  open  end  of  the  hollow 
connecting  member  224,  and  a  large-diameter 
head  received  within  the  through  hole  of  the  hollow 
connecting  member  224,  while  the  front  end  open- 

30  ing  of  the  through  hole  has  an  inside  diameter 
smaller  than  the  outside  diameter  of  the  large- 
diameter  head  of  the  bolt  228.  Thus,  a  maximum 
spacing  distance  between  the  presser  and  auxiliary 
pistons  221,  220  is  determined  by  the  abutting 

35  engagement  between  the  hollow  connecting  mem- 
ber  224  and  the  bolt  228.  That  is,  the  small- 
diameter  portion  122,  hollow  connecting  member 
224,  connecting  pin  226,  bolt  228  and  second 
return  spring  70  constitute  a  piston  connecting 

40  mechanism  229  in  the  present  embodiment. 
The  auxiliary  piston  220  has  a  small-diameter 

rear  portion  200  which  has  a  blind  hole  232  which 
is  open  in  the  rear  end  face.  The  bottom  surface 
defining  the  closed  front  end  of  the  blind  hole  232 

45  has  a  valve  seat  234  which  faces  in  the  rearward 
direction.  A  first  communication  passage  236  is 
formed  through  a  central  part  of  the  valve  seat  234, 
such  that  the  passage  236  provides  fluid  commu- 
nication  between  the  blind  hole  232  and  the  first 

50  power  chamber  48.  To  the  front  end  portion  of  an 
input  piston  238,  there  is  attached  a  valving  mem- 
ber  242  which  cooperates  with  the  valve  seat  234 
to  consitute  a  shut-off  valve  240.  When  the  input 
and  auxiliary  pistons  238,  220  are  spaced  apart 

55  from  each  other  by  a  predetermined  distance,  the 
valving  member  242  is  not  seated  on  the  valve  seat 
234.  When  the  rear  end  of  the  elongate  hole  212  of 
the  input  piston  238  abuts  on  the  pin  214  of  the 
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auxiliary  piston  220,  the  valving  member  242  is 
seated  on  the  valve  seat  234,  whereby  the  shut-off 
valve  240  is  closed  to  disconnect  the  first  commu- 
nication  passage  236  from  the  blind  hole  232.  The 
shut-off  valve  240  is  designed  so  that  the  valve  240 
remains  closed  even  after  the  fluid  pressure  in  the 
blind  hole  232  becomes  equal  to  the  predeter- 
mined  upper  limit  pressure  of  the  accumulator  90. 

The  auxiliary  piston  220  further  has  a  second 
communication  passage  246  for  fluid  communica- 
tion  between  the  first  power  chamber  48  and  the 
blind  hole  232,  in  communication  hole  236.  The 
auxiliary  piston  220  further  has  a  third  communica- 
tion  passage  247  for  fluid  communication  between 
the  blind  hole  232  and  the  second  power  chamber 
52.  In  the  second  communication  passage  246, 
there  is  provided  a  check  valve  248  which  permits 
a  flow  of  the  fluid  from  the  blind  hole  232  into  the 
first  power  chamber  48,  but  inhibits  a  flow  of  the 
fluid  in  the  reverse  direction.  The  check  valve  248 
is  adapted  to  be  opened  at  a  considerably  low 
pressure.  In  the  present  embodiment,  the  first,  sec- 
ond  and  third  communication  passages  236,  246, 
247  constitute  a  communication  passage  244  of  the 
auxiliary  piston  220,  and  the  check  valve  248  serv- 
ing  as  check  means,  and  the  shut-off  valve  240 
constitute  a  valve  device  249. 

An  operation  of  the  instant  third  embodiment 
will  be  described. 

Upon  depression  of  the  brake  pedal  77,  the 
shut-off  valve  240  is  open.  Consequently,  the  fluid 
pressure  in  the  second  power  chamber  52  is  ap- 
plied  to  the  first  power  chamber  48,  through  the 
third  communication  passage  247,  blind  hole  232 
and  first  communication  passage  236  of  the  auxil- 
iary  piston  220,  or  through  the  third  communication 
passage  247,  blind  hole  232,  second  communica- 
tion  passage  246  and  check  valve  248.  As  a  result, 
the  fluid  pressure  Pr  in  the  first  power  chamber  48 
becomes  equal  to  the  fluid  pressure  Pp  in  the 
second  power  chamber  52.  As  in  the  second  em- 
bodiment,  the  presser  piston  221  is  then  advanced 
to  raise  the  fluid  pressure  Pf  in  the  pressure  cham- 
ber  28. 

With  an  advancing  movement  of  the  presser 
piston  221  ,  the  auxiliary  piston  220  is  advanced  by 
the  same  distance  by  means  of  the  hollow  member 
224  and  the  related  components.  Therefore,  the 
spacing  distance  between  the  presser  and  auxiliary 
pistions  221  ,  220  remains  constant. 

Where  no  pressure  can  be  obtained  in  the 
second  power  chamber  52  due  to  a  failure  of  the 
external  hydraulic  power  source,  an  advancing 
movement  of  the  input  piston  238  as  a  result  of  an 
operation  of  the  brake  pedal  77  causes  the  same 
piston  to  abut  on  the  auxiliary  piston  220,  and  then 
the  two  pistions  238,  220  start  to  be  advanced  as  a 
unit.  As  a  result,  the  shut-off  valve  240  is  closed, 

whereby  the  fluid  pressures  Pr  and  Pf  in  the  first 
power  chamber  48  and  pressure  chamber  28  are 
raised,  as  in  the  second  embodiment. 

When  the  external  hydraulic  power  source  is 
5  intact,  advancing  movements  of  the  input  and  auxil- 

iary  pistons  238,  220  in  abutting  contact  with  each 
other  will  cause  the  shut-off  valve  240  to  be  closed. 
In  this  condition,  however,  the  fluid  pressure  in  the 
second  power  chamber  52  is  applied  to  the  first 

io  power  chamber  48,  through  the  third  communica- 
tion  passage  247,  blind  hole  232  and  check  valve 
248. 

Fig.  4  shows  a  fourth  embodiment  of  the 
present  invention.  The  master  cylinder  of  this  fourth 

is  embodiment  is  different  from  that  of  the  second 
embodiment,  particularly  in  connection  with,  the 
auxiliary  piston,  motion  converting  mechanism  and 
input  piston.  The  same  reference  numerals  as  used 
in  the  second  embodiment  will  be  used  to  identify 

20  the  corresponding  components,  and  no  redundant 
description  of  these  components  will  be  provided. 
Only  the  components  characteristics  of  the  present 
embodiment  will  be  described  in  detail. 

The  housing  structure  of  the  instant  master 
25  cylinder  has  a  cylinder  bore  in  which  the  presser 

piston  172  and  auxiliary  piston  250  are  slidably 
received.  The  housing  structure  consists  of  a  first 
housing  252  having  the  valve  housing  94  as  an 
integral  part  thereof,  and  a  second  housing  254 

30  which  is  fluid  tightly  fixed  to  the  rear  end  of  the  first 
housing  252. 

Unlike  the  auxiliary  piston  174  of  the  second 
embodiment,  the  auxiliary  piston  250  does  not 
have  a  portion  exposed  to  the  atmosphere.  The 

35  auxiliary  piston  250  is  fitted  in  the  first  housing  252, 
fluid  tightly  by  means  of  a  cup  seal  256  which 
permits  a  flow  of  the  fluid  from  the  second  power 
chamber  52  into  the  first  power  chamber  48  but 
inhibits  a  flow  of  the  fluid  in  the  reverse  direction. 

40  Stated  differently,  both  the  check  valve  192  serving 
as  a  valve  device,  and  the  cup  seal  256  always 
permit  a  supply  of  the  brake  fluid  from  the  second 
power  chamber  52  to  the  first  power  chamber  48, 
in  the  present  embodiment.  The  auxiliary  piston 

45  250  is  biased  toward  its  retracted  position  by  the 
second  return  spring  70.  The  retracted  position  of 
the  piston  250  is  determined  by  a  stopper  projec- 
tion  258,  which  has  a  first  pin  259  extending  in  a 
direction  perpendicular  to  the  axis  of  the  auxiliary 

50  piston  250  (extending  perpendicularly  to  the  plane 
of  Fig.  4). 

In  the  second  blind  hole  188  of  the  auxiliary 
piston  250,  there  is  slidably  received  a  front  end 
portion  of  a  first  rod  260.  In  the  present  embodi- 

55  ment,  there  is  provided  a  predetermined  axial 
clearance  between  the  end  face  defining  the  closed 
end  of  the  second  blind  hole  188,  and  the  front  end 
face  of  the  first  rod  260.  An  input  piston  262  fluid 
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tightly  extends  through  the  rear  end  portion  of  the 
second  housing  254,  such  that  its  rear  end  is 
exposed  to  the  atmosphere.  The  input  piston  262  is 
caulked  at  its  front  end  to  the  rear  end  of  the  first 
rod  260,  so  that  the  piston  262  and  the  rod  260  are 
moved  together. 

The  first  rod  260  has  a  retainer  264  slidably 
fitted  thereon.  A  fourth  return  spring  266  is  dis- 
posed  between  the  retainer  264  and  the  input  pis- 
ton  262.  An  advancing  movement  of  the  retainer 
264  relative  to  the  first  rod  260  is  limited  by  a 
retaining  ring  268.  The  retainer  264  has  a  second 
pin  270  which  extends  parallel  to  a  first  pin  259  of 
the  auxiliary  piston  250. 

The  input  piston  262  is  caulked  at  its  rear  end 
to  a  second  rod  272,  which  is  connected  to  the 
brake  pedal  77  by  a  link  mechanism  (not  shown). 
The  second  rod  272  is  biased  in  the  rearward 
direction  by  the  third  return  spring  (not  shown) 
indicated  above.  Since  the  second  rod  272  and  the 
input  piston  262  are  moved  as  a  unit,  the  third 
return  spring  functions  also  as  a  return  spring  for 
biasing  the  input  piston  262  in  the  rearward  direc- 
tion.  The  retracted  position  of  the  input  piston  262 
is  determined  by  a  stop  274  fixed  to  the  second 
housing  40.  In  the  present  embodiment,  the  first 
rod  260  serves  as  a  part  of  the  input  piston,  and 
the  second  rod  272,  link  mechanism,  third  return 
spring  and  brake  pedal  77  constitute  a  brake  op- 
erating  member  275. 

Reference  numeral  280  designates  a  link  which 
is  substituted  for  the  motion  converting  mechanism 
98  used  in  the  preceding  embodiments.  This  link 
280  is  supported  at  its  one  end  by  the  auxiliary 
piston  250,  pivotally  about  the  first  pin  259.  The 
link  280  has  an  elongate  hole  282  formed  in  a 
generally  intermediate  portion  thereof.  The  second 
pin  270  of  the  retainer  264  engages  the  elongate 
hole  282.  The  link  280  has  an  abutting  portion  284 
formed  at  the  other  end  remote  from  the  pivotally 
supported  end  described  above,  and  a  protrusion 
286  which  protrudes  in  the  rearward  direction.  Nor- 
mally,  the  link  280  is  positioned  such  that  the 
abutting  portion  284  is  in  abutting  contact  with  the 
rear  end  face  of  the  valve  spool  96,  while  the 
protrusion  286  is  in  abutting  contact  with  the  inner 
surface  of  the  second  housing  254.  This  position  of 
the  link  280  determines  the  retracted  position  of 
the  valve  spool  96.  When  the  first  rod  260  is 
advanced  while  the  auxiliary  piston  250  is  placed  in 
the  retracted  position,  the  valve  spool  96  is  also 
advanced.  The  distance  of  movement  of  the  valve 
spool  96  is  boosted  relative  to  that  of  the  first  rod 
260,  by  a  leverage  of  the  link  280. 

An  operation  of  the  instant  fourth  embodiment 
will  be  described. 

With  the  brake  pedal  77  depressed,  the  second 
rod  272,  input  piston  262  and  first  rod  260  are 

advanced  as  a  unit  against  a  biasing  force  of  the 
third  return  spring.  As  a  result,  the  control  valve  88 
is  opened,  and  the  fluid  pressure  Pp  in  the  second 
power  chamber  52  is  elevated.  The  elevated  fluid 

5  pressure  Pp  is  applied  to  the  first  power  chamber 
48,  through  the  second  blind  hole  188,  communica- 
tion  hole  190  and  first  blind  hole  186  of  the  auxil- 
iary  piston  250,  or  through  a  sliding  gap  between 
the  outer  circumferential  surface  of  the  auxiliary 

io  piston  250  and  the  inner  surface  of  the  second 
housing  254  defining  the  cylinder  bore,  and 
through  the  cup  seal  256.  Consequently,  the  fluid 
pressure  Pr  in  the  first  power  chamber  48  becomes 
equal  to  the  fluid  pressure  Pp  in  the  second  power 

is  chamber  52. 
While  the  fluid  pressures  Pr,  Pf  in  the  first 

power  and  pressure  chambers  48,  28  are  main- 
tained  at  a  given  level  with  the  brake  pedal  77  kept 
depressed,  the  second  rod  272,  input  piston  262 

20  and  first  rod  256  (hereinafter  referrred  to  as  "input 
piston  262");  auxiliary  expressed  by  the  above- 
indicated  equations  (1-1),  (1-3)  and  (1-5),  respec- 
tively.  In  this  condition,  the  auxiliary  piston  250  is 
stopped.  "S1  "  represents  the  pressure  receiving 

25  surface  area  of  the  input  piston  262  (equal  to  the 
area  of  a  circle  having  a  diameter  equal  to  the 
inside  diameter  of  the  through  hole  formed  through 
the  second  housing  254),  and  "R1  "  represents  a 
reaction  force  of  the  presser  piston  172,  which  acts 

30  on  the  auxiliary  piston  250  via  the  connecting 
members  180.  Therefore,  the  fluid  pressure  Pr  in 
the  first  power  chamber  48  and  the  fluid  pressure 
Pf  in  the  pressure  chamber  28  are  expressed  by 
the  above-indicated  equations  (1-5)  and  (1-6),  re- 

35  spectively. 
Where  no  pressure  can  be  obtained  in  the 

second  power  chamber  52  due  to  a  failure  of  the 
external  hydraulic  power  source,  the  front  end  face 
of  the  first  rod  260  comes  into  abutment  on  the 

40  front  end  of  the  second  blind  hole  188  of  the 
auxiliary  piston  250,  when  the  advancing  move- 
ment  of  the  input  piston  262  exceeds  the  predeter- 
mined  axial  clearance  indicated  above  as  a  result 
of  depression  of  the  brake  pedal  77.  Thereafter,  the 

45  auxiliary  piston  250  is  advanced  with  the  input 
piston  262.  When  the  auxiliary  piston  250  is  ad- 
vanced  by  a  predetermined  distance  toward  the 
presser  piston  172,  the  check  valve  192  with  the 
valve  control  mechanism  is  placed  in  the  state  for 

50  permitting  the  fluid  flow  only  in  the  direction  from 
the  second  power  chamber  52  to  the  first  power 
chamber  48. 

With  the  brake  pedal  77  kept  depressed  in  the 
above  condition,  the  input  piston  262,  auxiliary  pis- 

55  ton  250  and  presser  piston  172  have  force  bal- 
ances  expressed  by  the  above-indicated  equations 
(1-7),  (2-4)  and  (1-10),  respectively.  In  these  equa- 
tions,  "R2"  represents  a  mechanical  reaction  force 
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of  the  auxiliary  piston  250  which  acts  on  the  first 
rod  260,  while  "S2"  represents  the  pressure  receiv- 
ing  surface  area  of  the  auxiliary  piston  250  and 
presser  piston  172  (equal  to  the  area  of  a  circle 
having  a  diameter  equal  the  inside  diameter  of  the  5 
cylinder  bore  of  the  first  housing  252).  Therefore, 
the  fluid  pressure  Pr  in  the  first  power  chamber  48 
and  the  fluid  pressure  Pf  in  the  pressure  chamber 
28  are  expressed  by  the  equations  (2-5)  and  (2-6), 
respectively.  10 

While  the  external  hydraulic  power  source  is 
intact,  advancing  movements  of  the  first  rod  260 
and  the  auxiliary  piston  250  in  abutting  contact  with 
each  other  cause  the  brake  fluid  to  flow  from  the 
second  power  chamber  52  to  the  first  power  cham-  is 
ber  48,  through  the  second  blind  hole  188,  commu- 
nication  hole  190  and  first  blind  hole  186,  or 
through  the  cup  seal  156. 

Like  the  first  embodiment,  this  fourth  embodi- 
ment  is  adapted  such  that  when  the  presser  piston  20 
172  and  the  auxiliary  piston  250  are  activated  by 
the  hydraulic  pressure  from  the  external  hydraulic 
power  source,  this  hydraulic  pressure  does  not 
cause  a  reaction  force  which  acts  on  the  auxiliary 
piston  250  in  the  rearward  direction.  Accordingly,  25 
he  pull  force  of  the  presser  piston  172  required  to 
advance  the  auxiliary  piston  250  is  relatively  small. 
When  the  auxiliary  piston  250  is  advanced  by  the 
pull  force  generated  by  the  presser  piston  172,  it  is 
inevitable  that  the  point  at  which  the  pull  force  acts  30 
on  the  auxiliary  piston  250  is  radially  deviated  off 
the  axis  of  the  piston  250.  Hence,  it  is  practically 
impossible  to  eliminate  an  increase  in  the  friction 
force  due  to  radial  forces  caused  by  the  above 
radial  deviation  of  the  point  of  action  of  the  pull  35 
force.  Where  the  radial  forces  acting  on  the  pistons 
172,  250  are  considerable,  the  outer  circumferential 
surfaces  and  the  inner  cylinder  bore  surfaces  of  the 
pistons  172,  250  tend  to  be  radially  locally  worn.  In 
the  present  embodiment  wherein  the  required  pull  40 
force  that  acts  on  the  auxiliary  piston  250  is  re- 
duced  to  minimize  the  above-indicated  radial 
forces,  the  sliding  resistances  of  the  presser  and 
auxiliary  pistons  172,  250  are  reduced,  whereby 
the  durability  of  these  pistons  is  improved.  45 

While  the  present  invention  have  been  de- 
scribed  in  its  presently  preferred  embodiments,  it 
is  to  be  understood  that  the  invention  may  be 
embodied  with  various  changes,  modifications  and 
improvements,  for  example,  in  connection  with  the  so 
master  cylinder  and  control  valve  arrangements, 
which  may  occur  to  those  skilled  in  the  art,  without 
departing  from  the  scope  of  the  invention  as  de- 
fined  in  the  claims. 

55 
Claims 

1.  A  hydraulically  operated  braking  system 

wherein  a  presser  piston  (18,  172,  221),  and  an 
input  piston  (74,  202,  238,  262)  operated  by  a 
brake  operating  mechanism  (76,  77,  208,  272) 
are  fluid  tightly  and  slidably  fitted  in  a  housing 
(14,  40,  94,  252,  254)  such  that  said  presser 
and  input  pistons  cooperate  with  said  housing 
to  define  a  pressure  chamber  (28)  in  front  of 
said  presser  piston,  and  a  power  chamber  be- 
tween  said  presser  and  input  pistons,  said 
power  chamber  being  supplied  with  a  brake 
fluid  which  is  delivered  from  an  external  hy- 
draulic  power  source  (90,  92),  through  a  con- 
trol  valve  (88)  which  is  operated  based  on  a 
relative  movement  between  said  presser  and 
input  pistons,  whereby  a  power  pressure  in 
said  power  chamber  is  controlled,  said  pres- 
sure  chamber  being  connected  to  at  least  one 
brake  cylinder  (124,  126)  of  a  first  braking 
arrangement,  while  said  power  chamber  being 
connected  to  at  least  one  brake  cylinder  (132, 
134)  of  a  second  braking  arrangement,  char- 
acterized  in  that: 

an  auxiliary  piston  (44,  174,  220,  250)  is 
fluid  tightly  and  slidably  fitted  in  said  housing 
such  that  said  power  chamber  is  divided  into  a 
first  chamber  (48)  between  said  presser  and 
auxiliary  pistons,  and  a  second  chamber  (52) 
between  said  auxiliary  and  input  pistons; 

a  connecting  mechanism  (75,  179,  229) 
connects  said  auxiliary  and  presser  pistons 
such  that  said  connecting  mechanism  permits 
said  auxiliary  piston  to  approach  said  presser 
piston,  and  such  that  said  auxiliary  and  presser 
pistons  are  normally  spaced  apart  from  each 
other  by  a  predetermined  maximum  distance; 

said  auxiliary  piston  has  a  communication 
passage  (64,  207,  244)  formed  therethrough  for 
fluid  communication  between  said  first  and 
second  chambers  (48,  52); 

a  valve  device  (86,  192,  249)  is  provided  in 
said  communication  passage,  said  valve  de- 
vice  inhibiting  a  flow  of  the  brake  fluid  in  a 
direction  from  said  first  chamber  to  said  sec- 
ond  chamber,  in  a  first  state  of  said  auxiliary 
and  input  pistons  in  which  said  auxiliary  and 
input  pistons  are  advanced  as  a  unit  in  abut- 
ting  contact  with  each  other,  said  valve  device 
permitting  flows  of  the  brake  fluid  in  opposite 
directions  between  said  first  and  second  cham- 
bers,  in  a  second  state  of  said  auxiliary  and 
input  pistons  other  than  said  first  state; 

said  at  least  one  brake  cylinder  (132,  134) 
of  said  second  braking  arrangement  being  con- 
nected  to  said  first  chamber,  whereby  said  at 
least  one  brake  cylinder  of  said  first  braking 
arrangement  and  said  at  least  one  brake  cyl- 
inder  of  said  second  braking  arrangement  are 
activated  by  an  operating  force  acting  on  said 
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brake  operating  mechanism,  which  is  imparted 
to  said  auxiliary  piston  through  said  input  pis- 
ton,  when  said  power  pressure  is  not  obtained 
in  said  power  chamber. 

5 
A  hydraulically  operated  braking  system  ac- 
cording  to  claim  1,  wherein  said  valve  device 
(86,  249)  comprises: 

a  valve  seat  (82,  234)  provided  in  said 
communication  passage  (64,  244),  so  as  to  10 
face  rearwardly  of  said  auxiliary  piston  (74, 
220); 

a  shut-off  valve  (80,  240)  having  a  valving 
member  (84,  242)  provided  on  said  input  pis- 
ton  (74,  238)  such  that  said  valving  member  is 
faces  said  valve  seat,  said  shut-off  valve  hav- 
ing  a  closed  position  in  which  said  commu- 
nication  passage  is  closed  by  said  valving 
member  seated  on  said  valve  seat,  and  an 
open  position  in  which  said  communication  20 
passage  is  open  with  said  valving  member 
spaced  apart  from  said  valve  seat;  and 

check  means  (54,  248)  disposed  in  parallel 
to  said  shut-off  valve,  and  permitting  a  flow  of 
the  brake  fluid  in  a  first  direction  from  said  25 
second  chamber  (52)  to  said  first  chamber  (48) 
while  inhibiting  a  flow  of  the  brake  fluid  in  a 
second  direction  opposite  to  said  first  direc- 
tion. 

30 
A  hydraulically  operated  braking  system  ac- 
cording  to  claim  2,  wherein  said  check  means 
comprises  a  cup  seal  (54)  disposed  on  said 
auxiliary  piston  such  that  said  cup  seal  is  in 
contact  with  an  inner  surface  which  defines  a  35 
cylinder  bore  formed  in  said  housing. 

A  hydraulically  operated  braking  system  ac- 
cording  to  claim  2,  wherein  said  check  means 
comprises  a  check  valve  (248).  40 

A  hydraulically  operated  braking  system  ac- 
cording  to  claim  1,  wherein  said  valve  device 
comprises  a  check  valve  (192)  which  includes 
a  valve  seat  (197)  disposed  in  said  commu-  45 
nication  passage  (244)  so  as  to  face  frontwar- 
dly  of  said  auxiliary  piston  (174,  250),  a  valving 
member  (194)  biased  in  a  direction  toward  said 
valve  seat  (197),  and  a  valve  control  mecha- 
nism  (196)  which  prevents  said  valving  mem-  so 
ber  from  being  seated  on  said  valve  seat  while 
said  presser  piston  (172)  and  said  auxiliary 
piston  (174,  250)  are  spaced  apart  from  each 
other  by  said  predetermined  maximum  dis- 
tance,  said  valve  control  mechanism  permitting  55 
said  valving  member  to  be  seated  on  said 
valve  seat  when  said  presser  and  auxiliary 
pistons  approach  each  other  by  more  than  a 

predetermined  distance,  said  check  valve  (192) 
with  said  valve  control  mechanism  (196)  inhib- 
iting  a  flow  of  the  brake  fluid  from  said  first 
chamber  (48)  to  said  second  chamber  (52) 
while  permitting  a  flow  of  the  brake  fluid  from 
said  second  chamber  to  said  first  chamber 
when  said  auxiliary  and  input  pistons  are 
placed  in  said  first  state,  said  check  valve 
providing  fluid  communication  between  said 
first  and  second  chambers  when  said  auxiliary 
and  input  pistons  are  placed  in  said  second 
state. 

6.  A  hydraulically  operated  braking  system  ac- 
cording  to  any  one  of  claims  1-5,  wherein  said 
auxiliary  piston  (44)  has  a  pressure  receiving 
surface  area  with  respect  to  said  first  chamber 
(48),  which  is  smaller  than  that  of  said  presser 
piston  (18)  with  respect  to  said  first  chamber. 

7.  A  hydraulically  operated  braking  system  ac- 
cording  to  any  one  of  claims  1-6,  wherein  said 
connecting  mechanism  (75,  179,  229)  com- 
prises: 

a  first  engaging  portion  (73,  176,  228)  pro- 
vided  on  one  of  said  presser  piston  (18,  172, 
221)  and  said  auxiliary  piston  (44,  174,  220, 
250); 

a  second  engaging  portion  (67,  178,  180, 
182,  224)  provided  on  the  other  of  said  presser 
and  auxiliary  pistons,  and  engaging  said  first 
engaging  portion  such  that  said  first  and  sec- 
ond  engaging  portions  permit  an  axial  relative 
movement  between  said  presser  and  auxiliary 
pistons  over  a  predetermined  distance,  and 
inhibits  said  axial  relative  movement  exceeding 
said  predetermined  distance;  and 

a  spring  (70)  interposed  between  said 
presser  and  auxiliary  pistons,  for  biasing  said 
presser  and  auxiliary  pistons  in  opposite  direc- 
tions  away  from  each  other. 

8.  A  hydraulically  operated  braking  system  ac- 
cording  to  claim  7,  wherein  said  first  engaging 
portion  consists  of  a  bolt  (73,  228)  which  has  a 
shaft  portion,  an  externally  threaded  portion 
formed  at  one  end  of  said  shaft  portion,  and  a 
head  portion  formed  at  the  other  end  of  said 
shaft  portion,  said  second  engaging  protion 
consisting  of  a  connecting  member  (67,  224) 
having  a  through  hole  which  permits  passage 
of  said  shaft  portion  of  said  bolt  and  which 
prevents  passage  of  said  head  portion,  said 
externally  threaded  portion  of  said  first  engag- 
ing  portion  being  threaded  to  one  of  said 
presser  piston  (18,  221)  and  said  auxiliary  pis- 
ton  (44,  220)  while  said  shaft  portion  is  in- 
serted  in  said  through  hole,  said  connecting 
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member  being  fixed  to  the  other  of  said  press- 
er  and  auxiliary  pistons. 

9.  A  hydraulically  operated  braking  system  ac- 
cording  to  claim  7,  wherein  said  first  engaging 
portion  consists  of  a  first  protrusion  (176)  hav- 
ing  a  first  shaft  portion  which  extends  from  one 
of  said  presser  and  auxiliary  pistons  coaxially 
with  said  one  piston,  and  a  first  flange  portion 
which  extends  from  said  first  shaft  portion  in  a 
radially  outward  direction, 

and  wherein  said  second  engaging  portion 
comprises: 

a  second  protrusion  (178)  having  a  second 
shaft  portion  which  extends  from  the  other  of 
said  presser  and  auxiliary  pistons  coaxially 
with  said  other  piston,  and  a  second  flange 
portion  which  extends  from  said  second  shaft 
portion  in  a  radially  outward  direction; 

a  pair  of  semi-cylindrical  members  (180) 
butted  together  into  a  split  cylinder  which  has 
two  inward  flanges  that  are  spaced  apart  from 
each  other  in  an  axial  direction  thereof;  and 

an  outer  sleeve  (182)  fitted  on  an  outer 
circumferential  surface  of  said  split  cylinder 
(180)  such  that  said  first  and  second  flange 
portions  of  said  first  and  second  protrusions 
(176,  178)  are  positioned  within  said  split  cyl- 
inder  and  such  that  said  inward  flanges  pre- 
vent  disengagement  of  said  first  and  second 
flange  portions  from  said  split  cylinder,  said 
outer  sleeve  preventing  said  pair  of  semi-cylin- 
drical  members  (180)  of  said  split  cylinder 
from  being  separated  from  each  other, 

at  least  one  of  said  first  and  second  shaft 
portions  of  said  first  and  second  protrusions 
(176,  178)  having  a  length  which  permits  a 
relative  movement  between  said  at  least  one  of 
said  first  and  second  shaft  portions  and  said 
split  cylinder  (180),  in  an  axial  direction  of  said 
split  cylinder. 

10.  A  hydraulically  operated  braking  system  ac- 
cording  to  claim  9,  wherein  said  outer  sleeve 
(182)  bears  one  end  of  said  spring  (70),  there- 
by  serving  as  a  retainer  for  said  spring. 

11.  A  hydraulically  operated  braking  system  ac- 
cording  to  any  one  of  claims  1-10,  wherein 
said  auxiliary  piston  (174,  220)  has  a  cylin- 
drical  portion  (200)  axially  extending  from  an 
end  face  thereof  on  the  side  of  said  second 
chamber  (52),  said  cylindrical  portion  being 
fitted  in  said  housing  while  said  input  piston 
(202,  238)  being  fitted  in  said  cylindrical  por- 
tion. 

12.  A  hydraulically  operated  braking  system  ac- 

cording  to  any  one  of  claims  1-10,  wherein 
said  auxiliary  piston  (44,  250)  and  said  input 
piston  (74,  262)  are  fitted  directly  in  said  hous- 
ing  (40,  254). 

5 
Patentanspruche 

1.  Hydraulisch  betriebene  Bremsanlage,  in  wel- 
cher  ein  Druckkolben  (18,  172,  221)  sowie  ein 

io  durch  einen  Bremsenbetatigungsmechanismus 
(76,  77,  208,  272)  betriebener  Arbeitskolben 
(74,  202,  238,  262)  fluiddicht  und  verschiebbar 
in  ein  Gehause  (14,  40,  94,  252,  254)  derart 
eingebaut  sind,  da/S  der  genannte  Druck-  sowie 

is  Antriebskolben  mit  dem  besagten  Gehause  zu- 
sammenwirken,  urn  eine  Druckkammer  (28)  vor 
dem  genannten  Druckkolben  und  eine  Arbeits- 
kammer  zwischen  dem  genannten  Druck-  so- 
wie  Antriebskolben  abzugrenzen,  wobei  die  er- 

20  wahnte  Arbeitskammer  mit  einer  Bremsflussig- 
keit  gespeist  wird,  die  von  einer  externen  hy- 
draulischen  Kraftquelle  (90,  92)  uber  ein  Steu- 
erventil  (88),  welches  auf  der  Grundlage  einer 
Relativbewegung  zwischen  dem  genannten 

25  Druck-  sowie  Arbeitskolben  betatigt  wird,  zuge- 
fuhrt  wird,  wodurch  ein  Arbeitsdruck  in  der 
erwahnten  Arbeitskammer  geregelt  wird,  wobei 
die  besagte  Druckkammer  mit  wenigstens  ei- 
nem  Bremszylinder  (124,  126)  eines  ersten 

30  Bremssystems  in  Verbindung  steht,  wahrend 
die  erwahnte  Arbeitskammer  mit  wenigstens 
einem  Bremszylinder  (132,  134)  eines  zweiten 
Bremssystems  in  Verbindung  steht,  dadurch 
gekennzeichnet,  da/S: 

35  -  ein  Hilfskolben  (44,  174,  220,  250)  fluid- 
dicht  und  verschiebbar  in  das  besagte 
Gehause  derart  eingesetzt  ist,  da/S  die 
erwahnte  Arbeitskammer  in  eine  erste 
Kammer  (48)  zwischen  dem  genannten 

40  Druck-  sowie  Hilfskolben  und  eine  zweite 
Kammer  (52)  zwischen  dem  genannten 
Hilfs-  sowie  Arbeitskolben  unterteilt  wird; 

-  ein  Verbindungsmechanismus  (75,  179, 
229)  den  genannten  Hilfs-  sowie  Druck- 

45  kolben  so  verbindet,  da/S  der  besagte 
Verbindungsmechanismus  dem  genann- 
ten  Hilfskolben  eine  Annaherung  an  den 
genannten  Druckkolben  erlaubt,  und  so. 
da/S  der  genannte  Hilfs-  sowie  Druckkol- 

50  ben  normalerweise  voneinander  mit  ei- 
nem  vorbestimmten  maximalen  Zwi- 
schenraum  beabstandet  sind; 

-  der  genannte  Hilfskolben  einen  durch 
diesen  hindurch  ausgebildeten  Verbin- 

55  dungskanal  (64,  207,  244)  fur  eine  Fluid- 
verbindung  zwischen  der  erwahnten  er- 
sten  und  zweiten  Kammer  (48,  52)  be- 
sitzt; 
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-  in  dem  besagten  Verbindungskanal  eine 
Absperrvorrichtung  (86,  192,  249)  vor- 
handen  ist,  welche  eine  Stromung  der 
Bremsflussigkeit  in  einer  Richtung  von 
der  erwahnten  ersten  Kammer  zu  der  5 
erwahnten  zweiten  Kammer  in  einem  er- 
sten  Zustand  des  genannten  Hilfs-  sowie 
Antriebskolbens,  in  dem  der  genannte 
Hilfs-  sowie  Antriebskolben  in  ansto/Sen- 
der  Beruhrung  miteinander  als  eine  Ein-  10 
heit  vorbewegt  werden,  unterbindet,  wo- 
bei  die  besagte  Absperrvorrichtung  Stro- 
mungen  der  Bremsflussigkeit  in  entge- 
gengesetzten  Richtungen  zwischen  der 
erwahnten  ersten  und  zweiten  Kammer  is 
in  einem  zweiten,  zum  ersten  Zustand 
verschiedenen  Zustand  des  genannten 
Hilfs-  sowie  Antriebskolbens  zula/St; 

-  der  besagte  wenigstens  eine  Bremszylin- 
der  (132,  134)  des  genannten  zweiten  20 
Bremssystems  mit  der  erwahnten  ersten 
Kammer  verbunden  wird,  wodurch  der 
besagte  wenigstens  eine  Bremszylinder 
des  genannten  ersten  Bremssystems 
und  der  besagte  wenigstens  eine  Brems-  25 
zylinder  des  genannten  zweiten  Brems- 
systems  durch  eine  auf  den  erwahnten 
Bremsenbetatigungsmechanismus  wir- 
kende,  dem  genannten  Hilfskolben  durch 
den  genannten  Antriebskolben  vermittelte  30 
Antriebskraft,  wenn  der  besagte  Arbeits- 
druck  in  der  erwahnten  Arbeitskammer 
nicht  erreicht  wird,  betrieben  werden. 

2.  Hydraulisch  betriebene  Bremsanlage  nach  An-  35 
spruch  1,  in  welcher  die  besagte  Absperrvor- 
richtung  (86,  249)  umfa/3t: 

-  einen  in  dem  erwahnten  Verbindungska- 
nal  (64,  244)  derart  vorgesehenen  Ventil- 
sitz  (82,  234),  da/S  er  von  dem  genannten  40 
Hilfskolben  (74,  220)  ruckwarts  gerichtet 
ist; 

-  ein  Absperrventil  (80,  240)  mit  einem  Ab- 
sperrglied  (84,  242),  das  an  dem  Arbeits- 
kolben  (74,  238)  so  angebracht  ist,  da/S  45 
dieses  Absperrglied  dem  besagten  Ven- 
tilsitz  gegenuberliegt,  wobei  das  genann- 
te  Absperrventil  eine  geschlossene  Stel- 
lung,  in  der  der  erwahnte  Verbindungska- 
nal  durch  das  genannte,  auf  den  erwahn-  so 
ten  Ventilsitz  aufgesetzte  Absperrglied 
verschlossen  ist,  und  eine  offene  Stel- 
lung,  in  der  der  erwahnte  Verbindungska- 
nal  durch  das  genannte,  von  dem  er- 
wahnten  Ventilsitz  entfernte  Absperrglied  55 
geoffnet  ist,  hat;  und 

-  parallel  zu  dem  genannten  Absperrventil 
angeordnete  Sperreinrichtungen  (54, 

248),  die  eine  Stromung  der  Bremsflus- 
sigkeit  in  einer  ersten  Richtung  von  der 
erwahnten  zweiten  Kammer  (52)  zu  der 
erwahnten  ersten  Kammer  (48)  zulassen, 
wahrend  sie  ein  Stromen  der  Bremsflus- 
sigkeit  in  einer  zweiten,  zu  der  genann- 
ten  ersten  Richtung  entgegengesetzten 
Richtung  unterbinden. 

3.  Hydraulisch  betriebene  Bremsanlage  nach  An- 
spruch  2,  in  welcher  die  genannten  Absperr- 
einrichtungen  eine  Topfmanschette  (54)  umfas- 
sen,  die  an  dem  erwahnten  Hilfskolben  so  an- 
gebracht  ist,  da/S  diese  Topfmanschette  mit 
einer  Innenflache,  welche  eine  in  dem  besag- 
ten  Gehause  ausgebildete  Zylinderbohrung  be- 
grenzt,  in  Beruhrung  ist. 

4.  Hydraulisch  betriebene  Bremsanlage  nach  An- 
spruch  2,  in  welcher  die  genannten  Absperr- 
einrichtungen  ein  Ruckschlagventil  (248)  urn- 
fassen. 

5.  Hydraulisch  betriebene  Bremsanlage  nach  An- 
spruch  1,  in  welcher  die  besagte  Absperrvor- 
richtung  ein  Ruckschlagventil  (192),  das  einen 
in  dem  erwahnten  Verbindungskanal  (244)  der- 
art  angeordneten  Ventilsitz  (197),  da/S  er  von 
dem  genannten  Hilfskolben  vorwarts  gerichtet 
ist,  enthalt,  ein  in  einer  Richtung  zu  dem  be- 
sagten  Ventilsitz  hin  belastetes  Absperrglied 
(194)  und  einen  Ventil-Steuermechanismus 
(196),  der  ein  Aufsitzen  des  genannten  Ab- 
sperrgliedes  auf  dem  besagten  Ventilsitz  ver- 
hindert,  wahrend  der  erwahnte  Druckkolben 
(172)  sowie  der  erwahnte  Hilfskolben  (174, 
250)  voneinander  mit  dem  genannten  vorbe- 
stimmten  Zwischenraum  beabstandet  sind, 
umfa/St,  wobei  der  besagte  Ventil-Steuerme- 
chanismus  ein  Aufsitzen  des  genannten  Ab- 
sperrgliedes  auf  dem  besagten  Ventilsitz  zu- 
la/St,  wenn  der  erwahnte  Druck-  sowie  Hilfskol- 
ben  sich  einander  urn  mehr  als  einen  vorbe- 
stimmten  Abstand  nahern,  das  erwahnte  Ruck- 
schlagventil  (192)  mit  dem  besagten  Ventil- 
Steuermechanismus  (196)  ein  Stromen  der 
Bremsflussigkeit  von  der  erwahnten  ersten 
Kammer  (48)  zu  der  erwahnten  zweiten  Kam- 
mer  (52)  unterbinden,  wahrend  sie  ein  Stro- 
men  der  Bremsflussigkeit  von  der  erwahnten 
zweiten  Kammer  zu  der  erwahnten  ersten 
Kammer  zulassen,  wenn  der  genannte  Hilfs- 
sowie  Arbeitskolben  sich  in  dem  besagten  er- 
sten  Zustand  befinden,  und  das  erwahnte 
Ruckschlagventil  eine  Fluidverbindung  zwi- 
schen  der  erwahnten  ersten  sowie  zweiten 
Kammer  herstellt,  wenn  der  genannte  Hilfs- 
sowie  Antriebskolben  sich  in  dem  besagten 
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zweiten  Zustand  befinden. 

Hydraulisch  betriebene  Bremsanlage  nach  ei- 
nem  der  Anspruche  1  -  5,  in  welcher  der 
genannte  Hilfskolben  (44)  einen  Druckaufnah-  5 
meflachenbereich  mit  Bezug  zu  der  erwahnten 
ersten  Kammer  (48)  hat,  der  kleiner  ist  als 
derjenige  des  genannten  Druckkolbens  (18)  mit 
Bezug  zu  dieser  ersten  Kammer. 

10 
Hydraulisch  betriebene  Bremsanlage  nach  ei- 
nem  der  Anspruche  1  -  6,  in  welcher  der 
erwahnte  Verbindungsmechanismus  (75,  179, 
229)  umfafit: 

-  ein  erstes  Kopplungsteil  (73,  176,  228),  is 
das  am  einen  aus  den  genanten  Druck- 
kolben  (18,  172,  221)  und  genannten 
Hilfskolben  (44,  174,  220,  250)  vorgese- 
hen  ist; 

-  ein  zweites  Kopplungsteil  (67,  178,  180,  20 
182,  224),  das  am  anderen  aus  den  ge- 
nannten  Druck-  und  Hilfskolben  vorgese- 
hen  ist  sowie  mit  dem  besagten  ersten 
Kopplungsteil  derart  in  Eingriff  kommt, 
da/S  das  besagte  erste  und  zweite  Kopp-  25 
lungsteil  eine  axiale  Relativbewegung 
zwischen  dem  genannten  Druck-  sowie 
Hilfskolben  uber  eine  vorbestimmte 
Strecke  zulassen  und  verhindern,  da/S  die 
genannte  axiale  Relativbewegung  uber  30 
die  erwahnte  vorbestimmte  Strecke  hin- 
ausgeht;  und 

-  eine  zwischen  den  genannten  Druck-  so- 
wie  Hilfskolben  eingesetzte  Feder  (70), 
die  die  genannten  Druck-  sowie  Hilfskol-  35 
ben  in  entgegengesetzte  Richtungen 
voneinander  weg  belastet. 

Hydraulisch  betriebene  Bremsanlage  nach  An- 
spruch  7,  in  welcher  das  besagte  erste  Kopp-  40 
lungsteil  aus  einem  Schraubenbolzen  (73,  228) 
besteht,  der  einen  Schaftabschnitt,  einen  am 
einen  Ende  dieses  Schaftabschnitts  ausgebil- 
deten  Au/Sengewindeabschnitt  sowie  ein  am 
anderen  Ende  dieses  Schaftabschnitts  ausge-  45 
staltetes  Kopfteil  besitzt,  das  besagte  zweite 
Kopplungsteil  aus  einem  Verbindungselement 
(67,  224)  mit  einem  Durchgangsloch,  welches 
einen  Durchtritt  des  genannten  Schaftab- 
schnitts  des  erwahnten  Schraubenbolzens  zu-  so 
la/St  und  einen  Durchtritt  des  genannten  Kopf- 
teils  verhindert,  besteht,  der  erwahnte  Au/Sen- 
gewindeabschnitt  des  besagten  ersten  Kopp- 
lungsteils  in  den  einen  aus  den  genannten 
Druckkolben  (18,  221)  und  genannten  Hilfskol-  55 
ben  (44,  220)  eingeschraubt  und  der  besagte 
Schaftabschnitt  in  das  genannte  Durchgangs- 
loch  eingesetzt  ist,  wobei  das  erwahnte  Verbin- 

dungselement  am  anderen  aus  den  genannten 
Druck-  sowie  Hilfskolben  befestigt  ist. 

9.  Hydraulisch  betriebene  Bremsanlage  nach  An- 
spruch  7,  in  welcher  das  besagte  erste  Kopp- 
lungsteil  aus  einem  ersten  vorstehenden  An- 
satz  (176)  mit  einem  ersten  Schaftstuck,  das 
sich  vom  einen  aus  den  genannten  Druck- 
sowie  Hilfskolben  koaxial  zu  diesem  einen  Kol- 
ben  erstreckt,  und  aus  einem  ersten  Wulst- 
stuck,  das  von  dem  besagten  ersten  Schaft- 
stuck  in  radial  auswartiger  Richtung  vorragt, 
besteht, 

-  und  in  welcher  das  besagte  zweite  Kopp- 
lungsteil  umfa/St: 

-  einen  zweiten  Ansatz  (178),  der  ein  zwei- 
tes  Schaftstuck,  das  sich  vom  anderen 
aus  den  genannten  Druck-  sowie  Hilfskol- 
ben  koaxial  zu  diesem  Kolben  erstreckt 
sowie  ein  zweites  Wulststuck,  das  von 
dem  besagten  zweiten  Schaftstuck  in  ra- 
dial  auswartiger  Richtung  vorragt,  besitzt; 

-  ein  Paar  von  halbzylindrischen  Elemen- 
ten  (180),  die  zu  einem  geteilten  Zylin- 
der,  der  zwei  Einwartsflansche  hat,  wel- 
che  in  einer  axialen  Richtung  von  diesen 
zueinander  beabstandet  sind,  stumpf  an- 
einandergefugt  sind;  und 

-  eine  auf  eine  Au/Senumfangsflache  des 
genannten  geteilten  Zylinders  derart  ge- 
setzte  au/Sere  Hulse  (182),  da/S  die  er- 
wahnten  ersten  sowie  zweiten  Wulststuk- 
ke  der  besagten  ersten  sowie  zweiten 
Ansatze  (178,  178)  innerhalb  des  ge- 
nannten  geteilten  Zylinders  angeordnet 
sind  und  da/S  die  besagten  Einwartsflan- 
sche  ein  Losen  der  erwahnten  ersten 
sowie  zweiten  Wulststucke  von  dem  ge- 
nannten  geteilten  Zylinder  verhuten,  wo- 
bei  die  erwahnte  au/Sere  Hulse  ein  Tren- 
nen  der  besagten  halbzylindrischen  Ele- 
mente  (180)  des  genannten  geteilten  Zy- 
linders  voneinander  verhindert,  und 

-  wobei  wenigstens  eines  der  erwahnten 
ersten  sowie  zweiten  Schaftstucke  der 
besagten  ersten  und  zweiten  Ansatze 
(176,  178)  eine  Lange  hat,  die  eine  Rela- 
tivbewegung  zwischen  wenigstens  einem 
der  erwahnten  ersten  sowie  zweiten 
Schaftstucke  und  dem  besagten  geteilten 
Zylinder  (180)  in  einer  axialen  Richtung 
dieses  geteilten  Zylinders  zula/St. 

10.  Hydraulisch  betriebene  Bremsanlage  nach  An- 
spruch  9,  in  welcher  die  erwahnte  au/Sere  Hul- 
se  (182)  ein  Ende  der  genannten  Feder  (70) 
abstutzt,  wobei  sie  als  ein  Gegenlager  fur  die 
genannte  Feder  dient. 
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11.  Hydraulisch  betriebene  Bremsanlage  nach  ei- 
nem  der  Anspruche  1  -  10,  in  welcher  der 
genannte  Hilfskolben  (174,  220)  ein  sich  von 
seiner  Stirnflache  auf  der  Seite  der  besagten 
zweiten  Kammer  (52)  aus  erstreckendes  zylin-  5 
drisches  Teil  (200)  besitzt,  wobei  dieses  zylin- 
drische  Teil  in  das  erwahnte  Gehause  einge- 
baut  ist,  wahrend  der  genannte  Antriebskolben 
(202,  238)  in  das  besagte  zylindrische  Teil 
eingesetzt  ist.  10 

12.  Hydraulisch  betriebene  Bremsanlage  nach  ei- 
nem  der  Anspruche  1  -  10,  in  welcher  der 
genannte  Hilfskolben  (44,  250)  und  der  besag- 
te  Antriebskolben  (74,  262)  unmittelbar  in  das  is 
erwahnte  Gehause  (40,  254)  eingesetzt  sind. 

Revendicatlons 

1.  Un  systeme  de  freinage  a  commande  hydrauli-  20 
que,  dans  lequel  un  piston  d'actionnement  (18, 
172,  221)  et  un  piston  d'entree  (74,  202,  238, 
262)  actionnes  par  un  mecanisme  de  comman- 
de  de  freinage  (76,  77,  208,  272)  sont  montes 
glissants  et  de  fagon  etanche  aux  fluides  dans  25 
un  boitier  (14,  40,  94,  252,  254)  de  maniere 
que  lesdits  pistons  d'actionnement  et  d'entree 
cooperent  avec  ledit  boitier  pour  definir  une 
chambre  de  pression  (28)  a  I'avant  dudit  piston 
d'actionnement,  et  une  chambre  d'accumula-  30 
tion  d'energie  entre  lesdits  pistons  d'actionne- 
ment  et  d'entree,  ladite  chambre  d'accumula- 
tion  d'energie  etant  alimentee  par  un  fluide  de 
freinage  refoule  par  une  source  d'energie  hy- 
draulique  exterieure  (90,  92)  a  travers  une  val-  35 
ve  de  regulation  (88)  dont  le  fonctionnement 
est  base  sur  le  deplacement  relatif  entre  les- 
dits  pistons  d'actionnement  et  d'entree,  de  ma- 
niere  a  reguler  la  pression  de  travail  dans 
ladite  chambre  d'accumulation  d'energie,  ladite  40 
chambre  de  pression  etant  reliee  a,  au  moins, 
un  cylindre  de  frein  (124,  126)  d'un  premier 
circuit  de  freinage,  tandis  que  ladite  chambre 
d'accumulation  d'energie  est  reliee  a  au  moins 
un  cylindre  de  frein  (132,  134)  d'un  second  45 
circuit  de  freinage,  caracterise  en  ce  que: 

un  piston  auxiliaire  (44,  174,  220,  250)  est 
monte  glissant  et  de  fagon  etanche  aux  fluides 
dans  ledit  boitier,  de  maniere  a  diviser  ladite 
chambre  d'accumulation  d'energie  en  une  pre-  so 
miere  chambre  (48)  entre  lesdits  pistons  d'ac- 
tionnement  et  auxiliaire,  et  une  seconde  cham- 
bre  (52)  entre  lesdits  pistons  auxiliaire  et  d'en- 
tree; 

un  mecanisme  de  liaison  (75,  179,  229)  55 
relie  lesdits  pistons  auxiliaire  et  d'actionnement 
de  maniere  que  ledit  mecanisme  de  liaison 
permette  audit  piston  auxiliaire  de  s'approcher 

dudit  piston  d'actionnement,  et  que  lesdits  pis- 
tons  auxiliaire  et  d'actionnement  soient  norma- 
lement  ecartes  I'un  de  I'autre  d'une  distance 
maximale  predetermined; 

ledit  piston  auxiliaire  est  pourvu  d'un  pas- 
sage  de  communication  traversant  (64,  207, 
244),  etablissant  une  communication  fluidique 
entre  lesdites  premiere  et  seconde  chambres 
(48,  52); 

des  moyens  en  forme  de  valve  (86,  192, 
249)  sont  prevus  dans  ledit  passage  de  com- 
munication,  lesdits  moyens  en  forme  de  valve 
empechant  le  courant  du  fluide  de  freinage 
allant  de  ladite  premiere  chambre  vers  ladite 
seconde  chambre,  dans  un  premier  etat  des- 
dits  pistons  auxiliaire  et  d'entree  dans  lequel 
lesdits  pistons  auxiliaire  et  d'entree  sont  avan- 
ces  monobloc  en  contact  en  butee  I'un  contre 
I'autre,  lesdits  moyens  en  forme  de  valve  lais- 
sant  passer  le  fluide  de  freinage  dans  des 
directions  opposees  entre  lesdites  premiere  et 
seconde  chambres,  dans  un  second  etat  des- 
dits  pistons  auxiliaire  et  d'entree  autre  que 
ledit  premier  etat; 

ledit  au  moins  un  cylindre  de  frein  (132, 
134)  dudit  second  circuit  de  freinage  est  relie 
a  ladite  premiere  chambre,  de  maniere  qu'au 
moins  ledit  cylindre  de  frein  dudit  premier  cir- 
cuit  de  freinage  et  au  moins  ledit  cylindre  de 
frein  dudit  second  circuit  de  freinage  soient 
actionnes  par  une  force  de  manoeuvre  agis- 
sant  sur  ledit  mecanisme  de  commande  de 
freinage,  appliquee  audit  piston  auxiliaire  par 
I'intermediaire  dudit  piston  d'entree,  lorsqu'on 
n'obtient  pas  ladite  pression  de  travail  dans 
ladite  chambre  d'accumulation  d'energie. 

2.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  la  revendication  1,  dans  lequel  les- 
dits  moyens  en  forme  de  valve  (86,  249)  com- 
prennent: 

un  siege  de  valve  (82,  234)  menage  dans 
ledit  passage  de  communication  (64,  244)  de 
maniere  a  etre  tourne  vers  I'arriere  dudit  piston 
auxiliaire  (74,  220); 

une  valve  d'isolement  (80,  240)  compre- 
nant  des  moyens  en  forme  de  valve  (84,  242) 
menages  dans  ledit  piston  d'entree  (44,  238), 
de  maniere  que  lesdits  moyens  en  forme  de 
valve  soient  tournes  face  audit  siege,  ladite 
valve  d'isolement  comprenant  une  position  fer- 
mee,  dans  laquelle  ledit  passage  de  communi- 
cation  est  ferme  par  lesdits  moyens  en  forme 
de  valve  portant  sur  ledit  siege,  et  une  position 
ouverte,  dans  laquelle  ledit  passage  de  com- 
munication  est  ouvert,  lesdits  moyens  en  for- 
me  de  valve  etant  ecartes  dudit  siege;  et 

des  moyens  anti-retour  (54,  248)  disposes 
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en  parallele  avec  ladite  valve  d'isolement  et 
laissant  passer  le  courant  de  fluide  de  freinage 
dans  une  premiere  direction,  allant  de  ladite 
seconde  chambre  (52)  vers  ladite  premiere 
chambre  (48)  tout  en  empechant  le  courant  de 
fluide  de  freinage  dans  une  seconde  direction 
opposee  a  ladite  premiere  direction. 

3.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  la  revendication  2,  dans  lequel  les- 
dits  moyens  anti-retour  comprennent  un  joint 
en  cuvette  (54)  monte  sur  ledit  piston  auxiliaire 
de  maniere  a  venir  en  contact  avec  une  surfa- 
ce  interieure  definissant  un  alesage  cylindrique 
menage  dans  ledit  boltier. 

4.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  la  revendication  2,  dans  lequel  les- 
dits  moyens  anti-retour  comprennent  une  valve 
anti-retour  (248). 

5.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  la  revendication  1,  dans  lequel  les- 
dits  moyens  en  forme  de  valve  comprennent 
une  valve  anti-retour  (192)  pourvue  d'un  siege 
(197)  dispose  dans  ledit  passage  de  communi- 
cation  (244)  de  maniere  a  etre  tourne  face  a 
I'avant  dudit  piston  auxiliaire  (174,  250),  des 
moyens  en  forme  de  valve  (194)  sollicites  en 
direction  dudit  siege  (197),  et  un  mecanisme 
de  commande  de  valve  (196)  qui  empeche 
lesdits  moyens  en  forme  de  valve  de  porter 
sur  ledit  siege  lorsque  ledit  piston  d'actionne- 
ment  (172)  et  ledit  piston  auxiliaire  (174,  250) 
sont  espaces  I'un  de  I'autre  de  ladite  distance 
maximale  predeterminee,  ledit  mecanisme  de 
commande  de  valve  permettant  auxdits 
moyens  en  forme  de  valve  de  porter  sur  ledit 
siege  lorsque  lesdits  pistons  d'actionnement  et 
auxiliaire  se  rapprochent  I'un  de  I'autre  au  dela 
d'une  distance  predeterminee,  ladite  valve  anti- 
retour  (192)  et  ledit  mecanisme  de  commande 
de  valve  (196)  empechant  le  courant  de  fluide 
de  freinage  de  passer  de  ladite  premiere 
chambre  (48)  vers  ladite  seconde  chambre 
(52)  tout  en  laissant  passer  un  courant  de 
fluide  de  freinage  de  ladite  seconde  chambre 
vers  ladite  premiere  chambre  lorsque  lesdits 
pistons  auxiliaire  et  d'entree  sont  places  dans 
ledit  premier  etat,  ladite  valve  anti-retour  eta- 
blissant  une  communication  fluidique  entre  les- 
dites  premiere  et  seconde  chambres  lorsque 
lesdits  pistons  auxiliaire  et  d'entree  sont  places 
dans  ledit  second  etat. 

6.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  I'une  quelconque  des  revendications 
1  a  5,  dans  lequel  ledit  piston  auxiliaire  (44) 

comprend  une  surface  d'application  de  pres- 
sion  par  rapport  a  ladite  premiere  chambre 
(48),  inferieure  a  celle  dudit  piston  d'actionne- 
ment  (18)  par  rapport  a  ladite  premiere  cham- 

5  bre. 

7.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  I'une  quelconque  des  revendications 
1  a  6,  dans  lequel  ledit  mecanisme  de  liaison 

w  (75,  179,  229)  comprend: 
une  premiere  partie  venant  en  prise  (73, 

176,  228)  menagee  sur  I'un  desdits  pistons 
d'actionnement  (18,  172,  221)  et  auxiliaire  (44, 
174,  220,  250); 

is  une  seconde  partie  venant  en  prise  (67, 
178,  180,  182,  224)  menagee  sur  I'autre  des- 
dits  pistons  d'actionnement  et  auxiliaire  et  ve- 
nant  en  prise  sur  ladite  premiere  partie  venant 
en  prise,  de  maniere  que  lesdites  premiere  et 

20  seconde  parties  en  prise  permettent  un  depla- 
cement  axial  relatif  entre  lesdits  pistons  d'ac- 
tionnement  et  auxiliaire  sur  une  distance  pre- 
determinee,  et  empeche  ledit  deplacement 
axial  relatif  au  dela  de  ladite  distance  predeter- 

25  minee;  et 
un  ressort  (70)  interpose  entre  lesdits  pis- 

tons  d'actionnement  et  auxiliaire,  pour  solliciter 
lesdits  pistons  d'actionnement  et  auxiliaire 
dans  des  directions  opposees  pour  les  ecarter 

30  I'un  de  I'autre. 

8.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  la  revendications  7,  dans  lequel  ladi- 
te  premiere  partie  venant  en  prise  est  consti- 

35  tuee  par  un  boulon  (73,  228)  comprenant  une 
partie  en  forme  de  tige,  une  partie  munie  d'un 
filetage  exterieur  menagee  a  une  extremite  de 
ladite  partie  en  forme  de  tige,  et  une  partie  en 
forme  de  tete  menagee  a  I'autre  extremite  de 

40  ladite  partie  en  forme  de  tige,  ladite  seconde 
partie  venant  en  prise  consistant  en  un  ele- 
ment  de  liaison  (67,  224)  muni  d'un  trou  traver- 
sal  permettant  le  passage  de  ladite  partie  en 
forme  de  tige  dudit  boulon  et  empechant  le 

45  passage  de  ladite  partie  en  forme  de  tete, 
ladite  partie  filetee  exterieurement  de  ladite 
premiere  partie  venant  en  prise  etant  vissee 
sur  I'un  desdits  pistons  d'actionnement  (18, 
221)  ou  auxiliaire  (44,  220)  lorsque  ladite  partie 

50  en  forme  de  tige  est  introduite  dans  ledit  trou, 
ledit  element  de  liaison  etant  fixe  a  I'autre 
desdits  pistons  d'actionnement  ou  auxiliaire. 

9.  Un  systeme  de  freinage  a  commande  hydrauli- 
55  que  selon  la  revendication  7,  dans  lequel  ladite 

premiere  partie  venant  en  prise  comprend  une 
premiere  saillie  (176)  pourvue  d'une  premiere 
partie  en  forme  de  tige,  s'etendant  a  partir  de 
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I'un  desdits  pistons  d'actionnement  ou  auxiliai- 
re,  coaxialement  audit  piston,  et  une  premiere 
partie  formant  collet  ou  epaulement,  s'etendant 
a  partir  de  ladite  premiere  partie  en  forme  de 
tige,  dans  une  direction  tournee  radialement  5 
vers  I'exterieur, 

et  dans  lequel  ladite  seconde  partie  venant 
en  prise  comprend: 

une  seconde  saillie  (178)  pourvue  d'une 
seconde  partie  en  forme  de  tige  s'etendant  a  io 
partir  de  I'autre  desdits  pistons  d'actionnement 
ou  auxiliaire,  coaxialement  audit  autre  piston, 
et  une  seconde  partie  formant  collet  ou  epau- 
lement,  s'etendant  a  partir  de  ladite  seconde 
partie  en  forme  de  tige,  dans  une  direction  is 
tournee  radialement  vers  I'exterieur; 

une  paire  d'elements  semi-cylindriques 
(180)  venant  reciproquement  en  butee  dans  un 
cylindre  en  deux  parties  muni  de  deux  epaule- 
ments  tournes  vers  I'interieur,  espaces  I'un  de  20 
I'autre  dans  leur  direction  axiale;  et 

un  manchon  exterieur  (182)  monte  sur  une 
surface  circonferentielle  exterieure  dudit  cylin- 
dre  en  deux  parties  (180),  de  maniere  que 
lesdites  premiere  et  seconde  parties  formant  25 
epaulement  desdites  premiere  et  seconde  sail- 
lies  (176,  178)  soient  disposees  a  I'interieur 
dudit  cylindre  en  deux  parties  et  que  lesdits 
epaulements  tournes  vers  I'interieur  empe- 
chent  la  desolidarisation  desdites  premiere  et  30 
seconde  parties  formant  epaulement  dudit  cy- 
lindre  en  deux  parties,  ledit  manchon  exterieur 
empechant  ladite  paire  d'elements  semicylin- 
driques  (180)  dudit  cylindre  en  deux  parties  de 
se  desolidariser  I'une  de  I'autre,  35 

au  moins  I'une  desdites  premiere  et  se- 
conde  parties  en  forme  de  tige  desdites  pre- 
miere  et  seconde  saillies  (176,  178)  ayant  une 
longueur  permettant  un  deplacement  relatif  en- 
tre  au  moins  I'une  desdites  premiere  et  secon-  40 
de  parties  en  forme  de  tige  et  ledit  cylindre  en 
deux  parties  (180)  dans  la  direction  axiale  du- 
dit  cylindre  en  deux  parties. 

10.  Un  systeme  de  freinage  a  commande  hydrauli-  45 
que  selon  la  revendication  9,  dans  lequel  ledit 
manchon  exterieur  (182)  porte  sur  une  extremi- 
te  dudit  ressort  (70),  de  maniere  a  servir  de 
moyens  de  retenue  dudit  ressort. 

50 
11.  Un  systeme  de  freinage  a  commande  hydrauli- 

que  selon  I'une  quelconque  des  revendications 
1  a  10,  dans  lequel  ledit  piston  auxiliaire  (174, 
220)  comprend  une  partie  cylindrique  (200) 
disposee  axialement  a  partir  de  I'une  de  ses  55 
faces  d'extremite  sur  le  cote  de  ladite  seconde 
chambre  (52),  ladite  partie  cylindrique  etant 
montee  dans  ledit  boltier  tandis  que  ledit  pis- 

ton  d'entree  (202,  238)  est  monte  dans  ladite 
partie  cylindrique. 

12.  Un  systeme  de  freinage  a  commande  hydrauli- 
que  selon  I'une  quelconque  des  revendications 
1  a  10,  dans  lequel  ledit  piston  auxiliaire  (44, 
250)  et  ledit  piston  d'entree  (74,  262)  sont 
montes  directement  dans  ledit  boltier  (40, 
254). 
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