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Description

Technical Field

[0001] The present disclosure generally relates to sur-
gical instruments for use in surgical procedures. In par-
ticular, a sleeve suitable for suprapatellar surgery and a
system comprising the sleeve are described.

Background

[0002] When treating a tibial fracture (e.g., for realign-
ing the tibia), a patient’s knee is typically flexed approx-
imately 90° in order for the surgeon to get access to the
top of the tibia in front of the patella for inserting an implant
such as an intramedullary nail for fracture fixation. How-
ever, patients report frequently on high rates of anterior
knee pain caused by the common infrapatellar nailing
procedure.
[0003] Today, a so-called suprapatellar approach for
intramedullary nailing of tibial fractures is favored by sur-
geons, since it reveals first evidence of reduced anterior
knee pain and thus enhanced clinical outcome. During
suprapatellar surgery, a drill sleeve is inserted between
the patella and the femur of the patient’s knee and the
necessary flexion of the knee joint may consequently be
significantly less than 90°. Nonetheless, as suprapatellar
surgery is performed through an, supposedly, healthy
joint (patellofemoral joint), the joint surfaces need to be
protected during the surgery.
[0004] US 2003/018340 A1 (the preamble of claim 1
is based on this document) discloses a cannula anchor-
ing system that can stabilize a cannula during a laparo-
scopic or an arthroscopic procedure. The cannula appa-
ratus comprises elongated slots formed in the walls of a
working cannula. The slots are formed using a two piece
construction providing channels formed in the inner sur-
face of the lumen of an outer sleeve. An inner sleeve is
inserted into the outer sleeve thereby enclosing the chan-
nels forming slots.
[0005] US 2008/221394 A1 discloses an assembly in
form of a sleeve. The assembly has longitudinal extend-
ing passages with lateral openings through the inner sur-
face in communication with the internal working channel
for receiving elongated blocking members.
[0006] DE 10 2008 004 922 A1 discloses a device for
bone surgery close to a joint of the bone. The device
comprises a sleeve with a central opening and a cylinder
with a plurality of canals for insertion of wires. The cylin-
der is adapted to enclose the sleeve.
[0007] It has been found that the device of DE 10 2008
004 922 A1 is over-dimensioned for suprapatellar sur-
gery. If all dimensions of the device were proportionally
decreased, the maximum size of a drill (and an implant)
that need to be introduced through the device would be
compromised at the cost of an inferior recovery proce-
dure.
[0008] It has further been found that the presence of

canals inside the cylinder walls complicates cleaning and
sterilization of the cylinder. This complication is due to
the fact that tissue debris may adhere to the inner sur-
faces of the canals. Additionally, anterior displacement
of the cylinder is likely to occur which can lead to unnec-
essary iatrogenic injuries.

Summary

[0009] Accordingly, there is a need a for a sleeve suit-
able for suprapatellar surgery which enables the use of
drills and implants of sufficient size and which facilitates
cleaning and sterilization. The system of the invention is
defined in claim 1 . Preferred embodiments are defined
in the dependent claims. The sleeve may function or be
used as a guiding sleeve for guiding another component
towards a surgical field. It may be used for suprapatellar
surgery or other surgical operations.
[0010] The sleeve may be made of a rigid material.
This rigid material may be a metal or a hard plastic ma-
terial.
[0011] Alternatively, the sleeve may be made of an
elastic material. The elastic material may be advanta-
geous from the perspective of protecting the patella-fem-
oral (or any other) joint. A sleeve made of an elastic ma-
terial may permit a wrenching of the sleeve along the
longitudinal axis of the sleeve. Furthermore, a sleeve
made of an elastic material may permit a bending along
the longitudinal axis of the sleeve.
[0012] The sleeve may have portions along the longi-
tudinal axis where the outer surface adjacent to the at
least two grooves projects radially. Such portions have
the appearance of ribs. The portions may extend along
more than the half of the length of the sleeve. For exam-
ple, the ribs may extend along at least two thirds of the
length of the sleeve.
[0013] According to one realization, the inner surface
is substantially circular along a circumference between
the grooves. The outer surface along a circumference
between the grooves may also be substantially circular.
In this case, the inner surface and the outer surface may
be concentric. Furthermore, the outer surface adjacent
to the grooves may be circular and concentric with each
respective groove. As an example, the outer surface may
have ribs along the grooves in the inner surface.
[0014] The sleeve may have a uniform thickness along
the entire circumference. In such a realization, the thick-
ness between the inner surface and the outer surface
along the circumference between the grooves may be
the same as the thickness between the grooves and the
outer surface adjacent to the grooves. Furthermore, the
first end of the sleeve may have a flat surface perpen-
dicular to the longitudinal axis of the sleeve.
[0015] The grooves may be parallel with the longitudi-
nal axis of the sleeve. Alternatively, the grooves may be
inclined relative to the longitudinal axis of the sleeve. The
angle of the inclination between the grooves and the lon-
gitudinal axis of the sleeve may be 20° or less. Further-
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more, the grooves may be inclined concentrically towards
the second end of the sleeve. The grooves may thus be
inclined in such a way that the distance between the
grooves in a radial direction is smaller at the second end
of the sleeve than at the first end of the sleeve.
[0016] The sleeve may comprise two grooves located
substantially at opposite sides along the circumference
of the inner surface. The two (or more) grooves may al-
ternatively have an angular distance relative to the lon-
gitudinal direction of less than 180°. The angular distance
between the grooves of the inner surface may, for exam-
ple, be less than 150°. As an example, the sleeve may
comprise three grooves along the circumference of the
inner surface. Moreover, the guiding sleeve may com-
prise four grooves along the circumference of the inner
surface. In such a realization, the four grooves may be
equally displaced at an angular distance of 90° along the
circumference of the inner surface.
[0017] The sleeve may comprise a gripping portion ra-
dially and outwardly protruding from the first end of the
sleeve. The gripping portion may constitute an end cap
of the sleeves. The gripping portion may be asymmetric
and protrude only in one direction. Alternatively, the grip-
ping portion may protrude radially in more than one di-
rection. The gripping portion may be provided with a sur-
face structure to provide a better grip.
[0018] The outer surface of the sleeve may have a
chamfered portion at the second end. The chamfered
portion may be arranged at an angle of approximately
45° in relation to the longitudinal axis of the sleeve. The
chamfered portion may extend along the entire circum-
ference of the second end.
[0019] The inner surface of the sleeve may be conical
with its larger diameter side proximate to the first end and
its smaller diameter side proximate to the second end.
Alternatively, the inner surface may have a conical por-
tion and a cylindrical portion, wherein the larger diameter
side of the conical portion is located proximate to the first
end, the cylindrical portion extends from the smaller di-
ameter side of the conical portion to the second end and
the smaller diameter side of the conical portion has sub-
stantially the same diameter as the cylindrical portion.
The conical portion may extend in a longitudinal direction
of the sleeve along about 25% of the length of the sleeve
and the cylindrical portion may extend in a longitudinal
direction of the sleeve along about 75% of the length of
the sleeve.
[0020] According to the invention, there is provided a
system comprising the sleeve as presented herein and
a drill sleeve. The drill sleeve may be adapted to be in-
serted into the sleeve. An outer surface of the drill sleeve
may substantially match the inner surface of the sleeve.
Canals for guiding the fixation elements may be defined
between the grooves and the outer surface of the drill
sleeve.
[0021] The drill sleeve comprises a portion with an en-
larged diameter at a first end of the drill sleeve. The por-
tion with an enlarged diameter may comprise at least two

openings at an end facing a second end of the drill sleeve.
The at least two openings may be adapted to mate (e.g.,
align) with the at least two grooves of the sleeve when
the drill sleeve is inserted into the sleeve.
[0022] The enlarged diameter portion of the drill sleeve
and the outer surface of the first end of the sleeve may
be circular and have the same diameter. In the case
where the sleeve has a radially and outwardly protruding
gripping portion at its first end, the drill sleeve may or
may not have a corresponding gripping portion.
[0023] The at least two openings of the drill sleeve may
be inclined relative to the longitudinal axis of the drill
sleeve. The angle of the inclination between the openings
and a longitudinal axis of the drill sleeve may be 20° or
less. Furthermore, the openings may be inclined towards
the second end of the drill sleeve. The openings may be
inclined in such a way that the distances between the
openings along a circumferential direction are shorter
closer to the second end of the drill sleeve than at the
first end of the drill sleeve. The at least two openings may
extend from a first end adjacent to a first end of the drill
sleeve to the second end of the portion with an enlarged
diameter. The at least two openings may be bores.
[0024] The sleeve and the drill sleeve may be adapted
to be rotationally locked relative to each other. The sleeve
and the drill sleeve may be locked by a protrusion and a
recess in the longitudinal direction of the sleeve and the
drill sleeve, respectively. One or more protrusions may
be arranged at a flat surface of the first end of the sleeve
and one or more corresponding recesses may be ar-
ranged at the portion of the drill sleeve having an enlarged
diameter, or vice versa.
[0025] The drill sleeve may comprise a recess at the
circumference of the portion with an enlarged diameter.
The recess may be an opening from the outer surface of
the enlarged diameter portion perpendicular to the lon-
gitudinal axis of the drill sleeve. The end of the opening
may be located outside the inner surface of the drill
sleeve. Alternatively, the opening may protrude from the
outside of the enlarged diameter portion of the drill sleeve
through the inner surface of the drill sleeve. The recess
may be a bore.
[0026] According to a further realization, the system
may comprise at least two fixation elements. The fixation
elements may, for example, be wires (such as K-wires),
nails or pins.
[0027] According to a further realization, the system
may comprise a device adapted to engage at least one
of the sleeve and the drill sleeve for positioning either
one or both of them. The device may comprise a shaft,
a handle connected to one end of the shaft and a sleeve
holder connected to the opposite end of the shaft. The
sleeve holder may define a space in which at least one
of the sleeve and the drill sleeve is to be positioned. A
locking element may be movable along the shaft. The
locking element may be adapted to protrude into the
space of the sleeve holder. A control portion may be con-
nected to the locking element for retracting the locking
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element out from the space of the sleeve holder.
[0028] According to a further realization, the system
may further comprise a trocar adapted to be inserted into
the drill sleeve. The trocar may have a locking element
adapted to lock the trocar against (e.g., rotational and/or
translational) movement relative to the drill sleeve.

Brief Description of the Drawings

[0029] Further details, advantages and aspects of the
present disclosure will become apparent from the follow-
ing embodiments taking in conjunction with the drawings,
wherein:

Fig. 1 shows a perspective view of an embodiment
of a sleeve suitable for suprapatellar surgery;

Fig. 2 shows a top view of the sleeve of Fig. 1;
Fig. 3 shows a bottom view of the sleeve of Fig. 1;
Fig. 4 shows a side view of the sleeve of Fig. 1;
Fig. 5 shows a cross section of the sleeve along line

A-A of Fig. 4;
Fig. 6 shows a perspective view of an embodiment

of a drill sleeve;
Fig. 7 shows a bottom view of the drill sleeve of Fig.

6;
Fig. 8 shows a side view of the drill sleeve of Fig. 6;
Fig. 9 shows a cross section of a drill sleeve along

line B-B of Fig. 8;
Fig. 10 shows a perspective view of a trocar;
Fig. 11 shows a side view of the trocar of Fig. 10;
Fig. 12 shows a side view of a drill;
Fig. 13 shows a top view of a device for positioning

the drill sleeve;
Fig. 14 shows a cross section of the positioning de-

vice along line C-C of Fig. 13, wherein the drill
sleeve is connected to the positioning device;

Fig. 15 shows a system embodiment during suprap-
atellar surgery; and

Fig. 16 shows a cross section of a leg at the patella
in connection with suprapatellar surgery.

Detailed Description

[0030] In the following, several embodiments of a
sleeve and a system comprising the sleeve suitable for
suprapatellar surgery will be described. The same refer-
ence numerals will be used to denote the same or similar
structural features of the sleeve and the system with the
sleeve. It will be appreciated that the sleeve and the sys-
tem could also be used for other surgical procedures.
[0031] Fig. 1 shows a perspective view of an embodi-
ment of a sleeve 10. The sleeve 10 is in the present em-
bodiment made from an elastic material so as to protect
the tissue or cartilage into which the sleeve is to be in-
troduced. The sleeve 10 may also be referred to as a
guiding sleeve since it is adapted to guide a drill sleeve
and fixation elements as described below.
[0032] As shown in Fig. 1, the sleeve 10 has a first end

12 that will during surgery face away from a tibia and a
second end 14 that will be directed towards the tibia. The
sleeve 10 has two grooves 20 extending from the first
end 12 to the second end 14. The two grooves 20 are
adapted to guide and accommodate elongate fixation el-
ements (not shown) during suprapatellar surgery as will
be described in greater detail below.
[0033] An angular distance between the grooves 20
along the circumference of the sleeve 10 is approximately
180°. The two grooves 20 extend substantially parallel
with a longitudinal axis of the sleeve 10 at a slight incli-
nation relative to the longitudinal axis such that the radial
distance at the first end 12 is larger than at the second
end 14.
[0034] The sleeve 10 has an outer surface 18. The
outer surface 18 has two circular portions 22 along a
circumferential direction of the sleeve 10 between the
two grooves 20. Close to the second end 14, the outer
surface 18 adjacent to the grooves 20 extends outside
the circular portion 22, i.e. the outer surface 18 adjacent
to the grooves 20 projects radially in the form of two ribs.
Close to the first end 12, the circular portion 22 of the
outer surface 18 extends outside the outer surface 18
adjacent to the grooves 20.
[0035] The sleeve 10 comprises at its first end 12 a
gripping portion 28. The gripping portion 28 is configured
to comprise a radially outwardly protruding tab. The grip-
ping portion 28 has also a circular section which is con-
centric relative to the circular portion 22. The gripping
portion 28 is provided with a plurality of protrusions 44
extending along the longitudinal axis of the sleeve 10. In
the view of Fig. 1, only two of the protrusions 44 are vis-
ible.
[0036] Moreover, the sleeve 10 is provided with a
chamfered portion 30 at its second end 14. The cham-
fered portion 30 extends along the entire circumference
of the second end 14 of the sleeve 10 and facilitates
insertion of the sleeve 10 in the patient’s joint.
[0037] Fig. 2 illustrates a top view of the sleeve 10 as
seen from the first end 12. The sleeve 10 has an inner
surface denoted by 16. The inner surface 16 is here il-
lustrated as substantially circular along its circumference
between the grooves 20. The gripping portion 28 has a
flat surface 26 on its top. The flat surface 26 extends
perpendicularly to the longitudinal axis of the sleeve 10.
The grooves 20 are here illustrated as having a curved
bottom with a circumference of approximately 180°. In
the view of Fig. 2, the four protrusions 44 can be seen.
[0038] Fig. 3 shows a bottom view of the sleeve 10 as
seen from the second end 14. The radially outwardly pro-
truding tab of the gripping portion 28 is provided with
grooves to provide a better grip.
[0039] Fig. 4 shows a side view of the sleeve 10. As
becomes apparent from Fig. 4, the outer surface 18 be-
tween the grooves 20 has a conical form with its larger
diameter portion close to the gripping portion 28 and its
smaller diameter portion close to the chamfered portion
30. Line A-A extends along the longitudinal axis of the
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sleeve 10 and is also denoted by 24. Line A-A is concen-
tric with the inner surface 16 between the grooves 20.
[0040] Fig. 5 shows a cross section along line A-A of
Fig. 4. In this view, it can be seen that the diameter of
the outer surface 18 close to the grooves 20 at the second
end 14 is larger than the diameter of the outer surface
18 between the grooves 20 at the second end 14 (as
illustrated in Fig. 4).
[0041] Fig. 6 shows a perspective view of a drill sleeve
32 adapted to be inserted into the sleeve 10. The drill
sleeve 32 has a first end 34 that during surgery faces
away from the tibia and a second end 36 facing towards
the tibia. At the first end 34 the drill sleeve 32 has a portion
42 with an enlarged diameter. In the portion 42, two open-
ings 48 in the form of through-bores are provided. One
opening 48 can be seen in the view of Fig. 6.
[0042] The drill sleeve 32 has a chamfered portion 54
at its second end 36. The drill sleeve 32 has an outer
surface 40 between the portion 42 with an enlarged di-
ameter and the chamfered portion 54. An inner surface
38 of the drill sleeve 32 can be seen through an opening
at the second end 36 of the drill sleeve 32. The inner
surface 38 has a circular cross-section.
[0043] Fig. 7 shows a bottom view of the drill sleeve
32 as seen from the second end 36. Here, both openings
48 can be seen. The openings 48 are located at opposite
sides relative to a circumference of the inner surface 38.
The openings 48 have axes that are slightly inclined rel-
ative to the longitudinal axis of the drill sleeve 32. The
distance between the openings 48 along a circumferen-
tial direction at the first end 34 is larger than the distance
between the openings 48 along a circumferential direc-
tion at the part of the enlarged diameter portion 42 facing
the second end 36. Four recesses 46 are arranged along
the circumference of the portion 42. The recesses 46 are
dimensioned to accommodate the protrusions 44 of the
sleeve 10 (see Fig. 2).
[0044] Fig. 8 shows a side view of the drill sleeve 32.
As shown in Fig. 8, a circular recess 56 is arranged at
the portion 42 having an enlarged diameter. The recess
56 is here illustrated as a circular opening protruding
through the portion 42. The recess 56 extends perpen-
dicularly to the longitudinal axis of the drill sleeve 32.
[0045] With reference to Fig. 8, the outer surface 40 of
the drill sleeve 32 has a tubular part and a conical part.
The conical part has its larger diameter portion close to
the portion 42 and its smaller diameter part adjacent the
tubular part. Line B-B extends along the longitudinal axis
of the drill sleeve 32 and is concentric with the inner sur-
face 38 of the drill sleeve 32. Line B-B is also denoted
as 52. The drill sleeve 32 has a flat surface 50 extending
perpendicularly to the longitudinal axis of the drill sleeve
32 at the first end 34.
[0046] Fig. 9 shows a cross section along line B-B of
Fig. 8. Like the outer surface 40, the inner surface 38 has
a tubular part and a conical part. The conical part has its
larger diameter side at the first end 34 and its smaller
diameter side adjacent to the tubular part. The conical

part has a substantially uniform thickness between the
chamfered portion 54 and the portion 42 having an en-
larged diameter. The axes of the openings 48 are parallel
with the outer surface 40 of the conical part of the drill
sleeve 32.
[0047] Fig. 10 shows a perspective view of a trocar 60
for insertion into the drill sleeve 32. The trocar 60 has a
locking element 62. The locking element 62 is flexible in
a radial direction of the trocar 60 and has a radially out-
wardly protruding part. The trocar 60 is adapted to be
locked relative to the drill sleeve 32 by the locking element
62. The trocar 60 has a central opening along a longitu-
dinal axis of the trocar 60.
[0048] Fig. 11 shows a side view of the trocar 60. As
shown in Fig. 11, the trocar 60 has a conical portion at
its end facing the femur and a sharp portion at its end
facing the tibia.
[0049] Fig. 12 shows a side view of a drill 64 for inser-
tion into the drill sleeve 32. The drill 64 is adapted to be
operated at least partly through the drill sleeve 32 when
the trocar 60 is removed from the drill sleeve 32.
[0050] Figs. 13 and 14 show two views of a device 66
for positioning the drill sleeve 32. The positioning device
66 has a shaft 76, a handle 74 connected to one end of
the shaft 76 and a sleeve holder 68 connected to the
opposite end of the shaft 76. The sleeve holder 68 defines
a space in which the drill sleeve 32 is to be inserted. A
locking element 70 is movable along the shaft 76 and
adapted to protrude into the space of the sleeve holder
68. A control portion 72 is connected to the locking ele-
ment 70 for retracting the locking element 70 out from
the space of the sleeve holder 68.
[0051] Fig. 14 shows a cross section of the positioning
device 66 along line C-C of Fig. 13, wherein the drill
sleeve 32 is connected to the positioning device 66. The
device 66 comprises one magnet 78 connected to the
end of the locking element 70 and one magnet 80 con-
nected to the handle 74. The magnets 78, 80 face each
other with a pole of the same type, and the locking ele-
ment 70 is thereby magnetically forced to protrude (or
"biased") into the space of the sleeve holder 68. The front
end of the locking element 70 engages with the recess
56 of the drill sleeve 32 to inhibit a rotational movement
of the drill sleeve 32 relative to the positioning device 66.
[0052] Fig. 15 shows a system comprising the sleeve
10 and the drill sleeve 32 during suprapatellar surgery.
The drill sleeve 32 has been inserted into the sleeve 10.
The positioning device 66, although not depicted in Fig.
15, could have been used to position the sleeve 10 and
the drill sleeve 32 but might have been detached from
the drill sleeve 32 after positioning.
[0053] In Fig. 15, a patella is denoted by 82, a femur
is denoted by 84 and a tibia is denoted by 86. The sleeve
10 is inserted between the patella 82 and the femur 84
and reaches to the top of the tibia 86 (the tibial plateau).
Two fixation elements 58 are inserted through the open-
ings 48 of the drill sleeve 32 and in the grooves 20 of the
sleeve 10. Here, the grooves 20 are closed by the outer
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surface 40 of the drill sleeve 32 to define a closed canal
that guides the fixation elements 58 into the tibia. The
fixation elements 58 thus protrude into the tibia 86 for
fixation of the system relative to the tibia 86.
[0054] Fig. 16 shows a cross section of a leg at the
patella 82. The remainder of the leg is denoted as 88.
The distance between the patella 82 and the femur 84 is
indicated by line D. During suprapatellar surgery, the
sleeve 10 is inserted between the patella 82 and the fe-
mur 84 to access the tibia 86. If a sleeve 10 with two
grooves 20 is used for suprapatellar surgery in this illus-
trated situation, the grooves 20 may be arranged more
anteriorly along the circumference of the inner surface
16 of the sleeve 10. In other words, the angular distance
between the grooves 20 may be less than 180° (e.g.,
120° to 170°) and they may be arranged closer to the
patella 82.
[0055] During suprapatellar surgery, a surgeon may
insert the system comprising the trocar 60, the sleeve 10
and the drill sleeve 32 between the patella 82 and the
femur 84 of the patient’s leg and incise to the top of the
tibia 86. Then a K-wire may be inserted through the cen-
tral opening of the trocar 60 to achieve determination of
the correct entry point. Due to the dimensions of the
sleeve 10 in the direction D, the patella 82 does not have
to be lifted up unnecessarily from the femur 84. Moreover,
due to the flexible material of the sleeve 10 the associated
joint is protected from being damaged when inserting the
system.
[0056] In a next step, two or more fixation elements 58
are inserted through the openings 48 of the drill sleeve
32 and in the grooves 20 of the sleeve 10. The openings
48 are aligned with the grooves 20 and thus function as
aiming devices with respect to the grooves 20. The
grooves 20 are closed, or covered, at their open ends by
the outer surface of the drill sleeve 32, so that the fixation
elements 58 upon insertion through the openings 48 are
guided by the resulting laterally closed channels in the
sleeve 10 towards the tibia 86. The fixation elements 58
are inserted into the tibia 86 for fixation of the system
relative to the tibia 86. Subsequently, the trocar 60 is
removed from the sleeve 10 and a drilling operation can
be performed in the tibia 86 through the drill sleeve 32.
Finally, a tibial implant such as an intramedullary nail is
inserted into the tibia 86, and the system and the fixation
elements 58 may be removed.
[0057] As has become apparent from the embodi-
ments described with reference to Figs. 1 to 16, the pro-
vision of at least two grooves at the inner surface of the
sleeve enables a thinner overall system structure in the
region of a joint to be bypassed during suprapatellar sur-
gery. This results in a minimum incision to the joint sur-
faces and a minimum risk for injuries of the ligaments
and tendons. Furthermore, the grooves at the inner sur-
face of the sleeve facilitate cleaning and sterilization as
they are open structures that can easily be accessed by
a cleaning or sterilization medium.
[0058] While the present disclosure has been de-

scribed with reference to exemplary embodiments, it will
be appreciated that the present invention is not limited
to what has been described above. For example, it will
be appreciated that the dimensions of the parts may be
varied as needed. Accordingly, it is intended that the
present invention be limited only by the scope of the
claims appended hereto.

Claims

1. A system for surgery, comprising

a sleeve (10) having a longitudinal axis (24) and
comprising a first end (12), a second end (14),
an inner surface (16) and an outer surface (18),
wherein the sleeve (10) further comprises at
least two grooves (20) that extend at the inner
surface (16) from the first end (12) to the second
end (14), wherein the grooves (20) are adapted
to accommodate elongated fixation elements
(58); and
a drill sleeve (32) adapted to be inserted into the
sleeve (10), characterized in that the drill
sleeve (32) comprises a portion (42) with an en-
larged diameter at a first end (34) of the drill
sleeve (32), wherein the portion (42) with an en-
larged diameter comprises at least two openings
(48) at an end facing a second end (36) of the
drill sleeve (32), wherein the at least two open-
ings (48) are adapted to mate with the at least
two grooves (20) of the sleeve (10) when the
drill sleeve (32) is inserted into the sleeve (10).

2. The system according to claim 1, wherein the at least
two openings (48) are inclined relative to the longi-
tudinal axis (24) of the drill sleeve (32).

3. The system according to claim 2, wherein the sleeve
(10) and the drill sleeve (32) are adapted to be rota-
tionally locked relative to each other.

4. The system according to any of claims 1 to 3, wherein
the drill sleeve (32) comprises a recess (56) at the
circumference of the portion (42) with an enlarged
diameter.

5. The system according to any of claims 1 to 4, wherein
the system further comprises at least two fixation
elements (58) adapted to be inserted in the grooves
(20).

6. The system according to any of claims 1 to 5, wherein
the system further comprises a device (66) adapted
to position at least one of the sleeve (10) and the drill
sleeve (32).

7. The system according to any of claims 1 to 6, wherein
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the system further comprises a trocar (60) adapted
to be inserted into the drill sleeve (32).

8. The system according to any of the preceding claims,
wherein the sleeve (10) is made of a rigid material.

9. The system according to any of the preceding claims,
wherein the sleeve (10) is made of an elastic mate-
rial.

10. The system according to any of the preceding claims,
wherein the sleeve (10) has a portion along the lon-
gitudinal axis (24) where the outer surface (18) ad-
jacent to the at least two grooves (20) projects radi-
ally.

11. The system according to any of the preceding claims,
wherein the grooves (20) are substantially parallel
with the longitudinal axis (24) of the sleeve (10).

12. The system according to any of the preceding claims,
wherein the sleeve (10) comprises two grooves (20)
located substantially at opposite sides along the cir-
cumference of the inner surface (16).

13. The system according to any of claims 1 to 11,
wherein the sleeve (10) comprises two grooves (20)
and wherein an angular distance between the
grooves (20) along the circumference of the inner
surface (16) is less than 180°.

14. The system according to any of the preceding claims,
wherein the sleeve (10) further comprises a gripping
portion (28) radially and outwardly protruding from
the first end (12) of the sleeve (10).

Patentansprüche

1. System für die Chirurgie, umfassend

eine Hülse (10), welche eine Längsachse (24)
hat und ein erstes Ende (12), ein zweites Ende
(14), eine Innenfläche (16) und eine Außenflä-
che (18) umfasst, wobei die Hülse (10) ferner
zumindest zwei Rillen (20) umfasst, die sich an
der Innenfläche (16) vom ersten Ende (12) zum
zweiten Ende (14) erstrecken, wobei die Rillen
(20) dazu ausgebildet sind, langgestreckte Be-
festigungselemente (58) aufzunehmen; und
eine Bohrhülse (32), die dazu ausgebildet ist, in
die Hülse (10) eingeführt zu werden, dadurch
gekennzeichnet, dass die Bohrhülse (32) ei-
nen Abschnitt (42) mit einem vergrößerten
Durchmesser an einem ersten Ende (34) der
Bohrhülse (32) umfasst, wobei der Abschnitt
(42) mit einem vergrößerten Durchmesser zu-
mindest zwei Öffnungen (48) an einem Ende

umfasst, welches einem zweiten Ende (36) der
Bohrhülse (32) zugewandt ist, wobei die zumin-
dest zwei Öffnungen (48) dazu ausgebildet sind,
bezüglich der zumindest zwei Rillen (20) der
Hülse (10) ausgerichtet zu sein, wenn die Bohr-
hülse (32) in die Hülse (10) eingeführt ist.

2. System nach Anspruch 1, wobei die zumindest zwei
Öffnungen (48) relativ zur Längsachse (24) der Bohr-
hülse (32) geneigt sind.

3. System nach Anspruch 2, wobei die Hülse (10) und
die Bohrhülse (32) dazu ausgebildet sind, relativ zu-
einander drehbar arretiert zu werden.

4. System nach einem der Ansprüche 1 bis 3, wobei
die Bohrhülse (32) an dem Umfang des Abschnitts
(42) mit einem vergrößerten Durchmesser eine Aus-
sparung (56) umfasst.

5. System nach einem der Ansprüche 1 bis 4, wobei
das System weiterhin zumindest zwei Befestigungs-
elemente (58) umfasst, die dazu ausgebildet sind,
in die Rillen (20) eingeführt zu werden.

6. System nach einem der Ansprüche 1 bis 5, wobei
das System weiterhin eine Vorrichtung (66) umfasst,
die dazu ausgebildet ist, die Hülse (10) und/oder die
Bohrhülse (32) zu positionieren.

7. System nach einem der Ansprüche 1 bis 6, wobei
das System ferner einen Trokar (60) umfasst, der
dazu ausgebildet ist, in die Bohrhülse (32) eingeführt
zu werden.

8. System nach einem der vorigen Ansprüche, wobei
die Hülse (10) aus einem starren Material gefertigt
ist.

9. System nach einem der vorigen Ansprüche, wobei
die Hülse (10) aus einem elastischen Material gefer-
tigt ist.

10. System nach einem der vorigen Ansprüche, wobei
die Hülse (10) einen Abschnitt entlang der Längs-
achse (24) aufweist, an dem die zu den mindestens
zwei Rillen (20) benachbarte Außenfläche (18) radial
hervorragt.

11. System nach einem der vorigen Ansprüche, wobei
die Rillen (20) im Wesentlichen parallel zur Längs-
achse (24) der Hülse (10) sind.

12. System nach einem der vorigen Ansprüche, wobei
die Hülse (10) zwei Rillen (20) umfasst, welche im
Wesentlichen auf gegenüberliegenden Seiten ent-
lang des Umfangs der Innenfläche (16) angeordnet
sind.
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13. System nach einem der Ansprüche 1 bis 11, wobei
die Hülse (10) zwei Rillen (20) umfasst und wobei
ein Winkelabstand zwischen den Rillen (20) entlang
des Umfangs der Innenfläche (16) weniger als 180°
ist.

14. System nach einem der vorigen Ansprüche, wobei
die Hülse (10) ferner ein Griffstück (28) umfasst, wel-
ches radial und nach außen hin von dem ersten Ende
(12) der Hülse (10) hervorsteht.

Revendications

1. Système pour chirurgie, comprenant
un manchon (10) ayant un axe longitudinal (24) et
comprenant une première extrémité (12), une
deuxième extrémité (14), une surface intérieure (16)
et une surface extérieure (18), dans lequel le man-
chon (10) comprend en outre au moins deux rainures
(20) qui s’étendent au niveau de la surface intérieure
(16) de la première extrémité (12) à la deuxième ex-
trémité (14), dans lequel les rainures (20) sont adap-
tées à recevoir des éléments de fixation (58)
allongés ; et
un manchon porte-foret (32) adapté à être inséré
dans le manchon (10), caractérisé en ce que le
manchon porte-foret (32) comprend une partie (42)
avec un diamètre accru à une première extrémité
(34) du manchon porte-foret (32), dans lequel la par-
tie (42) avec un diamètre accru comprend au moins
deux ouvertures (48) à une extrémité faisant face à
une deuxième extrémité (36) du manchon porte-fo-
ret (32), dans lequel les au moins deux ouvertures
(48) sont adaptées à correspondre avec les au moins
deux rainures (20) du manchon (10) lorsque le man-
chon porte-foret (32) est inséré dans le manchon
(10).

2. Système selon la revendication 1, dans lequel les
au moins deux ouvertures (48) sont inclinées par
rapport à l’axe longitudinal (24) du manchon porte-
foret (32).

3. Système selon la revendication 2, dans lequel le
manchon (10) et le manchon porte-foret (32) sont
adaptés à être bloqués en rotation l’un par rapport
à l’autre.

4. Système selon l’une quelconque des revendications
1 à 3, dans lequel le manchon porte-foret (32) com-
prend un évidement (56) à la circonférence de la
partie (42) avec un diamètre accru.

5. Système selon l’une quelconque des revendications
1 à 4, dans lequel le système comprend en outre au
moins deux éléments de fixation (58) adaptés à être
insérés dans les rainures (20).

6. Système selon l’une quelconque des revendications
1 à 5, dans lequel le système comprend en outre un
dispositif (66) adapté à positionner au moins un du
manchon (10) et du manchon porte-foret (32).

7. Système selon l’une quelconque des revendications
1 à 6, dans lequel le système comprend en outre un
trocart (60) adapté à être inséré dans le manchon
porte-foret (32).

8. Système selon l’une quelconque des revendications
précédentes, dans lequel le manchon (10) est cons-
titué d’un matériau rigide.

9. Système selon l’une quelconque des revendications
précédentes, dans lequel le manchon (10) est cons-
titué d’un matériau élastique.

10. Système selon l’une quelconque des revendications
précédentes, dans lequel le manchon (10) a une par-
tie le long de l’axe longitudinal (24) où la surface
extérieure (18) adjacente aux au moins deux rainu-
res (20) se projette radialement.

11. Système selon l’une quelconque des revendications
précédentes, dans lequel les rainures (20) sont sen-
siblement parallèles avec l’axe longitudinal (24) du
manchon (10).

12. Système selon l’une quelconque des revendications
précédentes, dans lequel le manchon (10) com-
prend deux rainures (20) situées sensiblement sur
des côtés opposés le long de la circonférence de la
surface intérieure (16).

13. Système selon l’une quelconque des revendications
1 à 11, dans lequel le manchon (10) comprend deux
rainures (20) et dans lequel une distance angulaire
entre les rainures (20) le long de la circonférence de
la surface intérieure (16) est de moins de 180°.

14. Système selon l’une quelconque des revendications
précédentes, dans lequel le manchon (10) com-
prend en outre une partie de préhension (28) faisant
saillie radialement et vers l’extérieur depuis la pre-
mière extrémité (12) du manchon (10).
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