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Description

[0001] The present disclosure relates to wireless net-
works, and more particularly to a system and method for
detecting and measuring frequency variations in wireless
signals.
[0002] The background description provided herein is
for the purpose of generally presenting the context of the
disclosure. Work of the presently named inventors, to the
extent it is described In this background section, as well
as aspects of the description which may not otherwise
qualify as prior art at the time of filing, are neither ex-
pressly nor impliedly admitted as prior art against the
present disclosure.
[0003] The I.E.E.E. has defined several different
standards for configuring wireless networks and devices.
For example, 802.11, 802.11(a), 802.11(b), 802.11(g),
802.11(h), 802.11(n), 802.16, and 802.20. According to
these standards, wireless network devices may be op-
erated in either an infrastructure mode or an ad-hoc
mode.
[0004] In the infrastructure mode, the wireless network
devices or client stations communicate with each other
through an access point. In the ad-hoc mode, the wireless
network devices communicate directly with each other
and do not employ an access point. The term client sta-
tion or mobile station may not necessarily mean that a
wireless network device is actually mobile. For example,
a desktop computer that is not mobile may incorporate
a wireless network device and operate as a mobile station
or client station.
[0005] Referring now to Figure 1, a first wireless net-
work 10 is illustrated in an infrastructure mode. The first
wireless network 10 includes one or more client stations
12 and one or more access points (AP) 14. The client
station 12 and the AP 14 transmit and receive wireless
signals 16. The AP 14 is a node in a network 18. The
network 18 may be a local area network (LAN), a wide
area network (WAN), or another network configuration.
The network 18 may include other nodes such as a server
20 and may be connected to a distributed communica-
tions system 22 such as the internet.
[0006] Referring now to Figure 2, a second wireless
network 24 operates in an ad-hoc mode. The second
wireless network 24 includes multiple client stations 26-1,
26-2, and 26-3 that transmit and receive wireless signals
28. The client stations 26-1, 26-2, and 26-3 collectively
form a LAN and communicate directly with each other.
The client stations 26-1, 26-2, and 26-3 are not neces-
sarily connected to another network.
[0007] To minimize radio frequency (RF) interference,
some wireless networks may operate in a 5 GHz band.
However, regulatory requirements governing the use of
the 5 GHz band vary from country to country. Some coun-
tries utilize the 5 GHz band for military radar communi-
cations. Therefore, wireless networks operating in the 5
GHz band generally employ dynamic frequency selection
(DFS) to avoid interference with radar communications.

A network device generally employs DFS to a different
channel of the 5 GHz band to avoid interfering with radar
communications.
[0008] In infrastructure mode, the AP 14 transmits bea-
cons to Inform the client stations 12 that the AP uses
DFS. When the client stations 12 detect radar on a chan-
nel, the client stations 12 notify the AP 14. Based on this
information, the AP 14 uses DFS to select the best chan-
nel for network communications that will not interfere with
radar.
[0009] In ad-hoc mode, one client station may be des-
ignated as a DFS owner. The DFS owner is responsible
for collecting reports from the other client stations. If any
station in the ad-hoc network detects radar, the DFS own-
er uses DFS to select the best channel for network com-
munications that does not interfere with radar. For exam-
ple, if station 26-1 is the DFS owner, it will be responsible
for collecting reports from stations 26-2 and 26-3. If any
station 26-1, 26-2, and 26-3 detects radar, station 26-1
will used DFS to select the best channel and notify sta-
tions 26-2 and 26-3 to switch to that channel.
[0010] The earlier document EP-A-1 793 241 concerns
a system for radar detection and dynamic frequency se-
lection. EP-A-0 284 498 concerns a frequency counter
for counting partly varying frequencies in real time. The
apparatus comprises a delay circuit for delaying the sig-
nal by a predetermined time; a first detector for detecting
delayed zero-crossing pulses from the delayed signal; a
second detector for detecting zero-crossing pulses from
the non-delayed signal; means for counting a first number
equal to the number of delayed zero-crossing pulses after
the predetermined time is over, and a second number
equal to the number of zero-crossing pulses during and
after said predetermined time, and producing a number
difference by subtracting the first number from the sec-
ond number.
[0011] It is the object of the present invention as de-
fined in claim 1 to provide an improved system for meas-
uring a frequency of a radio frequency signal, and its use
in a wireless network device of claim 15 and a radar de-
tection device of claim 16.
[0012] This object is solved by the subject matter of
the independent claims.
[0013] Preferred embodiments are defined by the de-
pendent claims.
[0014] A system comprises a sampling module, a
counter module, and a frequency characteristic module.
The sampling module samples radio frequency (RF) sig-
nals on a first channel for a first predetermined period
and a second predetermined period that is subsequent
to the first predetermined period. The counter module
increments first and second counts when the samples
collected during the first and second predetermined pe-
riods reverse polarity, respectively. The frequency char-
acteristic module determines a frequency of the RF signal
based on at least one of the first and the second counts
and determines frequency variation of the RF signal
based on the first and second counts. At least one of the
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first and second counts is equal to the frequency.
[0015] In another feature, the frequency characteristic
module compares the first and second counts to deter-
mine the frequency variation. The frequency character-
istic module determines that the RF signal is tone radar
when the first and second counts are approximately
equal.
[0016] In another feature, the sampling module sam-
ples the RF signals for a third predetermined period that
is subsequent to the second predetermined period and
wherein the counter module Increments a third count
when the samples collected during the third predeter-
mined period reverse polarity.
[0017] In another feature, the system further compris-
es a derivative module that determines a first difference
between the first and second counts and a second dif-
ference between the second and third counts. The de-
rivative module determines a third difference between
the first and second differences. The derivative module
determines the first and second differences when the
first, second, and third counts are greater than a prede-
termined threshold.
[0018] In another feature, the frequency characteristic
module determines that the RF signal is chirp radar when
the third difference is less than a predetermined thresh-
old. The predetermined threshold is approximately zero.
[0019] In another feature, the frequency characteristic
module determines that the RF signal is chirp radar when
the third difference is approximately zero.
[0020] In another feature, the system further compris-
es a radar module that determines whether the RF signal
is one of chirp radar and tone radar based on the fre-
quency variation. The radar module determines that the
RF signal is chirp radar when the frequency variation is
linear. The radar module determines that the RF signal
is tone radar when the frequency variation is approxi-
mately zero.
[0021] In another feature, the system further compris-
es a dynamic frequency selection (DFS) module that
communicates with the radar module and that selects a
second channel having a different frequency than the
first channel when the radar module determines that the
RF signal is one of chirp radar and tone radar.
[0022] In another feature, at least one of the samples
is disregarded and excluded from the first and second
counts when an absolute value of the at least one of the
samples Is less than a predetermined threshold.
[0023] In another feature, the predetermined threshold
is approximately 0.1.
[0024] In another feature, the first and second periods
are adjacent.
[0025] In another feature, the first, second, and third
periods are adjacent.
[0026] In another feature, a wireless network device
comprises the system.
[0027] In another feature, a radar detection device
comprises the system.
[0028] In still other features, a method comprises sam-

pling radio frequency (RF) signals on a first channel for
a first predetermined period and a second predetermined
period that is subsequent to the first predetermined pe-
riod, Incrementing first and second counts when the sam-
ples collected during the first and second predetermined
periods reverse polarity, respectively, determining a fre-
quency of the RF signal based on at least one of the first
and the second counts, and determining frequency var-
iation of the RF signal based on the first and second
counts. At least one of the first and second counts is
equal to the frequency.
[0029] In another feature, the method further compris-
es comparing the first and second counts to determine
the frequency variation. The method further comprises
determining that the RF signal is tone radar when the
first and second counts are approximately equal.
[0030] In another feature, the method further compris-
es sampling the RF signals for a third predetermined pe-
riod that Is subsequent to the second predetermined pe-
riod and incrementing a third count when the samples
collected during the third predetermined period reverse
polarity.
[0031] In another feature, the method further compris-
es determining a first difference between the first and
second counts and a second difference between the sec-
ond and third counts. The method further comprises de-
termining a third difference between the first and second
differences.
[0032] In another feature, the method further compris-
es determining the first and second differences when the
first, second, and third counts are greater than a prede-
termined threshold.
[0033] In another feature, the method further compris-
es determining that the RF signal is chirp radar when the
third difference is less than a predetermined threshold.
The predetermined threshold is approximately zero.
[0034] In another feature, the method further compris-
es determining that the RF signal is chirp radar when the
third difference is approximately zero.
[0035] In another feature, the method further compris-
es determining whether the RF signal is one of chirp radar
and tone radar based on the frequency variation. The
method further comprises determining that the RF signal
is chirp radar when the frequency variation is linear. The
method further comprises determining that the RF signal
is tone radar when the frequency variation is approxi-
mately zero.
[0036] In another feature, the method further compris-
es selecting a second channel having a different frequen-
cy than the first channel when the RF signal is one of
chirp radar and tone radar.
[0037] In another feature, the method further compris-
es disregarding and excluding at least one of the samples
from the first and second counts when an absolute value
of the at least one of the samples is less than a prede-
termined threshold.
[0038] In another feature, the predetermined threshold
is approximately 0.1.

3 4 



EP 1 795 908 B1

4

5

10

15

20

25

30

35

40

45

50

55

[0039] In another feature, the first and second periods
are adjacent.
[0040] In another feature, the first, second, and third
periods are adjacent.
[0041] In still other features, a system comprises sam-
pling means for sampling radio frequency (RF) signals
on a first channel for a first predetermined period and a
second predetermined period that is subsequent to the
first predetermined period. The system comprises coun-
ter means for incrementing first and second counts when
the samples collected during the first and second prede-
termined periods reverse polarity, respectively. The sys-
tem further comprises frequency characteristic means
for determining a frequency of the RF signal based on at
least one of the first and the second counts and deter-
mining frequency variation of the RF signal based on the
first and second counts. At least one of the first and sec-
ond counts is equal to the frequency.
[0042] In another feature, the frequency characteristic
means compares the first and second counts to deter-
mine the frequency variation. The frequency character-
istic means determines that the RF signal is tone radar
when the first and second counts are approximately
equal.
[0043] In another feature, the sampling means sam-
ples the RF signals for a third predetermined period that
is subsequent to the second predetermined period and
wherein the counter means increments a third count
when the samples collected during the third predeter-
mined period reverse polarity.
[0044] In another feature, the system further compris-
es derivative means for determining a first difference be-
tween the first and second counts and a second differ-
ence between the second and third counts. The deriva-
tive means determines a third difference between the
first and second differences. The derivative means de-
termines the first and second differences when the first,
second, and third counts are greater than a predeter-
mined threshold.
[0045] In another feature, the frequency characteristic
means determines that the RF signal is chirp radar when
the third difference is less than a predetermined thresh-
old. The predetermined threshold is approximately zero.
[0046] In another feature, the frequency characteristic
means determines that the RF signal is chirp radar when
the third difference is approximately zero.
[0047] In another feature, the system further compris-
es radar means for determines whether the RF signal is
one of chirp radar and tone radar based on the frequency
variation. The radar means determines that the RF signal
is chirp radar when the frequency variation is linear. The
radar means determines that the RF signal is tone radar
when the frequency variation is approximately zero.
[0048] In another feature, the system further compris-
es dynamic frequency selection (DFS) means for com-
municates with the radar means and selecting a second
channel having a different frequency than the first chan-
nel when the radar means determines that the RF signal

is one of chirp radar and tone radar.
[0049] In another feature, at least one of the samples
is disregarded and excluded from the first and second
counts when an absolute value of the at least one of the
samples is less than a predetermined threshold.
[0050] In another feature, the predetermined threshold
is approximately 0.1.
[0051] In another feature, the first and second periods
are adjacent.
[0052] In another feature, the first, second, and third
periods are adjacent.
[0053] In another feature, a wireless network device
comprises the system.
[0054] In another feature, a radar detection device
comprises the system.
[0055] In still other features, a computer program ex-
ecuted by a processor comprises sampling radio fre-
quency (RF) signals on a first channel for a first prede-
termined period and a second predetermined period that
is subsequent to the first predetermined period, incre-
menting first and second counts when the samples col-
lected during the first and second predetermined periods
reverse polarity, respectively, determining a frequency
of the RF signal based on at least one of the first and the
second counts, and determining frequency variation of
the RF signal based on the first and second counts. At
least one of the first and second counts is equal to the
frequency.
[0056] In another feature, the computer program fur-
ther comprises comparing the first and second counts to
determine the frequency variation. The computer pro-
gram further comprises determining that the RF signal is
tone radar when the first and second counts are approx-
imately equal.
[0057] In another feature, the computer program fur-
ther comprises sampling the RF signals for a third pre-
determined period that is subsequent to the second pre-
determined period and incrementing a third count when
the samples collected during the third predetermined pe-
riod reverse polarity.
[0058] In another feature, the computer program fur-
ther comprises determining a first difference between the
first and second counts and a second difference between
the second and third counts. The computer program fur-
ther comprises determining a third difference between
the first and second differences.
[0059] In another feature, the computer program fur-
ther comprises determining the first and second differ-
ences when the first, second, and third counts are greater
than a predetermined threshold.
[0060] In another feature, the computer program fur-
ther comprises determining that the RF signal is chirp
radar when the third difference is less than a predeter-
mined threshold. The predetermined threshold is approx-
imately zero.
[0061] In another feature, the computer program fur-
ther comprises determining that the RF signal is chirp
radar when the third difference is approximately zero.
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[0062] In another feature, the computer program fur-
ther comprises determining whether the RF signal is one
of chirp radar and tone radar based on the frequency
variation. The computer program further comprises de-
termining that the RF signal is chirp radar when the fre-
quency variation is linear. The computer program further
comprises determining that the RF signal is tone radar
when the frequency variation is approximately zero.
[0063] In another feature, the computer program fur-
ther comprises selecting a second channel having a dif-
ferent frequency than the first channel when the RF signal
Is one of chirp radar and tone radar.
[0064] In another feature, the computer program fur-
ther comprises disregarding and excluding at least one
of the samples from the first and second counts when an
absolute value of the at least one of the samples is less
than a predetermined threshold.
[0065] In another feature, the predetermined threshold
is approximately 0.1.
[0066] In another feature, the first and second periods
are adjacent.
[0067] In another feature, the first, second, and third
periods are adjacent.
[0068] In still other features, the systems and methods
described above are implemented by a computer pro-
gram executed by one or more processors. The computer
program can reside on a computer readable medium
such as but not limited to memory, non-volatile data stor-
age and/or other suitable tangible storage mediums.
[0069] Further areas of applicability of the present dis-
closure will become apparent from the detailed descrip-
tion provided hereinafter. It should be understood that
the detailed description and specific examples, while in-
dicating the preferred embodiment of the disclosure, are
intended for purposes of illustration only and are not in-
tended to limit the scope of the disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0070] The present disclosure will become more fully
understood from the detailed description and the accom-
panying drawings, wherein:

Figure 1 is functional block diagram of a wireless
network operating in an infrastructure mode accord-
ing to the prior art;
Figure 2 is a function block diagram of a wireless
network operating in an ad-hoc mode according to
the prior art;
Figure 3 a functional block diagram of an exemplary
system for detecting radar and performing DFS in a
wireless network according to the present disclo-
sure;
Figure 4 lists parameters of various exemplary short-
pulse radar signals that may be used to detect radar
and perform DFS;
Figure 5A depicts an exemplary response of AGC
gain to a chirp radar pulse followed by a wireless

data packet;
Figure 5B depicts exemplary samples of a chirp ra-
dar pulse and a wireless data packet received by an
analog-to-digital converter (ADC) when automatic
gain control (AGC) is off;
Figure 6A depicts an exemplary response of AGC
gain to a burst of three radar pulses followed by a
wireless data packet;
Figure 6B depicts an exemplary decrease and in-
crease in AGC gain in response to a radar pulse;
Figure 7 depicts an exemplary method for measuring
frequency of a radar pulse;
Figure 8 is a graph depicting data samples of a base-
band signal versus time;
Figure 9 is an exemplary functional block diagram
of a frequency module of the system depicted in Fig-
ure 3;
Figure 10 is an exemplary functional block diagram
of a frequency characteristic module of the frequency
module of Figure 9;
Figure 11 is graph of number of zero-crossings in a
bin as a function of number of bins when chirp radar
pulses are centered at a center frequency of a fre-
quency measuring device;
Figure 12 is graph of number of zero-crossings in a
bin as a function of number of bins when chirp radar
pulses are not centered at a center frequency of a
frequency measuring device;
Figure 13 is a flowchart depicted exemplary steps
taken by the frequency module of Figure 3;
Figure 14 is a flowchart depicting exemplary steps
taken by the frequency characteristic module of Fig-
ure 9;
Figure 15A is a functional block diagram of a high
definition television;
Figure 15B is a functional block diagram of a cellular
phone;
Figure 15C is a functional block diagram of a set top
box; and
Figure 15D Is a functional block diagram of a media
player.

DETAILED DESCRIPTION

[0071] The following description is merely exemplary
in nature and is in no way Intended to limit the disclosure,
its application, or uses. For purposes of clarity, the same
reference numbers will be used in the drawings to identify
similar elements. As used herein, the term module, circuit
and/or device refers to an Application Specific Integrated
Circuit (ASIC), an electronic circuit, a processor (shared,
dedicated, or group) and memory that execute one or
more software or firmware programs, a combinational
logic circuit, and/or other suitable components that pro-
vide the described functionality. As used herein, the
phrase at least one of A, B, and C should be construed
to mean a logical (A or B or C), using a non-exclusive
logical or. It should be understood that steps within a
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method may be executed in different order without alter-
ing the principles of the present disclosure.
[0072] Dynamic frequency selection (DFS) is typically
used to avoid interference between radar signals and
wireless network communication systems operating in
the 5 GHz band. More specifically, DFS is used to select
a radar-free channel for wireless network communication
from multiple non-overlapping channels in the 5.25-5.35
GHz and 5.47-5.725 GHz frequency ranges.
[0073] Referring now to Figure 3, a system 40 for radar
detection and DFS may include an automatic gain control
(AGC) module 42, a radar module 44, a clear channel
assessment (CCA) module 46, an analog-to-digital con-
verter (ADC) module 48, a filter module 50, and a dy-
namic frequency selection (DFS) module 52.
[0074] The AGC module 42 provides a radio signal
strength indicator (RSSI) measurement to the radar mod-
ule 44. Based on RSSI, the radar module 44 determines
if a radio frequency (RF) signal is stronger than a prede-
termined threshold DFSth such as -64 dBm. The CCA
module 46 distinguishes legitimate wireless data packets
from other signals and activates the radar module 44
when the RF signal is not a legitimate wireless data pack-
et. The radar module 44 measures parameters of the RF
signal such as pulse width, frequency, frequency varia-
tion, etc. More specifically, the radar module 44 may in-
clude a frequency module 53 that measures frequency
and frequency variation of an RF signal. The DFS module
52 may compare the parameters measured by the radar
module 44 with a set of parameters of known types of
radar signals. The system 40 may switch to a different
channel if the RF signal is a radar signal of a known type.
[0075] The system 40 may be implemented in a wire-
less network device 54 such as an access point or a client
station. The wireless network device 54 typically includes
an RF transceiver module 56, a baseband processor
(BBP) module 58, and a medium access controller (MAC)
module (or a control module) 60.
[0076] The RF transceiver 56 receives RF signals. The
BBP module 58 demodulates, digitizes, and filters the
RF signal. The BBP module 58 may include the AGC
module 42, the ADC module 48, and the filter module 50.
The control module 60 may include the radar module 44,
the CCA module 46, and the DFS module 52.
[0077] In some implementations, the radar module 44,
the CCA module 46, and the DFS module 52 may be
implemented in the BBP module 58 of the wireless net-
work device 54. In still other implementations, at least
one of the modules may be implemented by firmware
and/or software. Although shown separately for illustra-
tive purposes, at least one of the modules shown in Fig-
ure 3 may be implemented using a single module.
[0078] Additionally, the system 40 may be Implement-
ed in any other devices and/or systems that may be used
to detect radar. Although the disclosure explains how the
system 40 may be used to detect chirp radar, a skilled
artisan may use the system 40 to detect and measure
frequency variations in signals other than radar.

[0079] Radar signals may be generally classified into
three categories: short-pulse radar signals, long-pulse or
chirp radar signals, and frequency-hopping radar signals.
A table in Figure 4 lists sample parameters for four ex-
emplary short-pulse radar signals. In a chirp radar signal,
the frequency of the carrier is linearly varied within radar
pulses. For example, a typical chirp radar signal may
have a pulse width (PW) of 50-100mS, a pulse repetition
interval (PRI) of 1-2mS, and a chirp width of 5-20MHz.
A typical frequency-hopping radar signal may have a PW
of 1mS, a PRI of 333mS, and 9 pulses per hop. Parameter
values of radar signals used in actual applications may
vary.
[0080] Referring now to Figures 5A-6B, a response of
AGC gain to different types of radar signals is depicted.
Figure 5A depicts a response of AGC gain to a chirp radar
pulse followed by a wireless data packet. Figure 5B de-
picts exemplary samples of a chirp radar pulse 74 and a
wireless data packet 72 received by the ADC module 48
when the AGC is off. Figure 5B also depicts a variation
73 in the signal input to the ADC module 48, when the
AGC is off, corresponding to a varying frequency of chirp
radar. Figure 6A depicts a response of AGC gain to a
burst of three radar pulses followed by a wireless data
packet. Figure 6B depicts in detail a decrease 78 and an
increase 80 in AGC gain in response to a radar pulse.
[0081] When the RF transceiver 56 receives an RF sig-
nal, the gain of the AGC module 42 typically decreases
to a value that is less than a normal value. The gain of
the AGC module 42 may return to the normal value after
a period of time. The time taken by the gain of the AGC
module 42 to return to the normal value depends on var-
ious parameters of the RF signal such as signal strength,
pulse width, frequency, etc. The AGC module 42 uses a
radio signal strength indicator (RSSI) to communicate
the strength of the RF signal to the radar module 44. If
RSSI exceeds a threshold value DFSth such as -64 dBm,
the radar module 44 may perform radar detection.
[0082] The CCA module 46 may determine whether
the RF signal is a legitimate wireless data packet. A pre-
amble in a legitimate wireless data packet includes a
standard sequence. The CCA module 46 performs a cor-
relation on the sequence in the preamble to determine
whether the RF signal is a legitimate wireless data pack-
et. The CCA module 46 uses a CCA signal to activate
the radar module 44 when the RF signal is not a legitimate
wireless data packet. Thus, the CCA module 46 may pre-
vent false triggering of the radar module 44. More spe-
cifically, the CCA module 46 may prevent the radar mod-
ule 44 from performing radar detection and DFS when
the RF signal is a legitimate wireless data packet. In ad-
dition, the CCA module 46 may prevent the radar module
44 from being falsely triggered by Bluetooth jammers.
[0083] The ADC module 48 converts the RF signal
from an analog to a digital format. When the RF signal
is no longer being received, the output of the ADC de-
creases to a low value. The radar module 44 monitors
the output of the ADC module 48. When the output of the
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ADC module 48 decreases below a predetermined
threshold and remains below the predetermined thresh-
old for a period of time, the radar module 44 detects an
ADC under-run condition. The ADC under-run condition
indicates an end of a pulse of the RF signal. The radar
module 44 determines characteristics of the RF signal
such as pulse width (PW), frequency, frequency varia-
tion, etc., based on the ADC under-run condition.
[0084] The filter module 50 typically includes a low-
pass filter that filters the output of the ADC module 48.
The radar module 44 determines whether the RF signal
is single tone radar or chirp radar based on the output of
the filter module 50. More specifically, the frequency
module 53 determines the frequency and frequency var-
iation of the RF signal. The frequency module 53 deter-
mines characteristics of the RF signal based on the fre-
quency variation. The characteristics of the RF signal
may be used to determine whether the RF signal is single
tone radar or chirp radar.
[0085] The radar module 44 determines parameters of
the RF signal such as pulse width, frequency, frequency
characteristics (e.g., chirp frequency, single tone fre-
quency, etc.), and pulse repetition interval (PRI). The
DFS module 52 compares the parameters determined
by the radar module 44 to the exemplary parameters
shown in the table In Figure 4 to determine whether the
RF signal is a radar signal of a known type.
[0086] When the signal strength of the RF signal ex-
ceeds DFSth and when the CCA module 46 Indicates
that the RF signal is not a legitimate wireless data packet,
the radar module 44 measures pulse width of every pulse
of the RF. More specifically, the radar module 44 deter-
mines a beginning of a pulse based on the RSSI signal
generated by the AGC module 42. The RSSI signal in-
dicates a beginning of a pulse when the AGC gain cross-
es the -64 dBm threshold. An end of a pulse is indicated
by the ADC under-run condition detected by the radar
module 44 at the end of every pulse. The radar module
44 calculates the pulse width of the pulse by counting a
difference between the time of the beginning of the pulse
and the time of the end of the pulse.
[0087] Additionally, after receiving the ADC under-run
signal at the end of the pulse, the radar module 44 gen-
erates a signal to reset the gain of the AGC module 42
to the normal value. Unless reset, the gain of the AGC
module 42 may take longer to return to the normal value,
and incoming data during that time period may be lost.
[0088] Referring now to Figure 7, the frequency mod-
ule 53 measures the frequency of the RF signal to deter-
mine characteristics of the signal. As previously mention,
the characteristics may be used to determine whether
the RF signal is a single tone radar signal or a chirp radar
signal. The frequency module 53 divides a baseband sig-
nal into bins of equal periods. The period of each bin is
proportional to the resolution of the frequency measure-
ment. In some implementations, the frequency module
53 may determine the frequency of the RF signal when
the gain of the AGC module 42 decreases below a pre-

determined threshold DFSth (typically -64 dBm).
[0089] The frequency module 53 determines the fre-
quency of the RF signal for each bin. More specifically,
the frequency module 53 counts zero-crossings for each
bin to determine the frequency. By counting the number
of zero-crossings, the frequency module 53 may utilize
less resources than more complex methods that use Fou-
rier transforms (e.g., DFT, FFT).
[0090] Referring now to Figure 8, a graph depicting
data samples of the baseband signal versus time is
shown. Due to noise in the RF signal, the sampled data
may have multiple zero-crossings like those generally
depicted at 86 and 88. However, the baseband signal
may have only two true zero-crossings as shown in Fig-
ure 8. Therefore, the frequency module 53 only counts
zero-crossings of data samples that have an absolute
value (ABS) greater than a predetermined ABS thresh-
old. By counting data samples that have an absolute val-
ue greater than the ABS threshold, the frequency module
53 may count two zero-crossings rather than ten zero-
crossings for the baseband signal shown in Figure 8. In
some implementations, the ABS threshold may be 0.1,
although other thresholds may be used.
[0091] Referring now to Figure 9, an exemplary imple-
mentation of the frequency module 53 is depicted. The
frequency module 53 may include a sampling module
100, an ABS module 102, a polarity comparator 104, a
counter 106, a timer 108, a clock 110, memory 112, and
a frequency characteristic module 114.
[0092] The sampling module 100 may communicate
with the ADC module 48, the ABS module 102, and the
timer 108. The polarity comparator 104 may communi-
cate with the ABS module 102, the counter 106, and
memory 112. The counter 106 may communicate with
the timer 108 and memory 112. The clock 110 may com-
municate with the timer 108.
[0093] The clock 110 may periodically set the timer 108
to count down from a predetermined time. The predeter-
mined time may correspond with the period of the bin.
While the timer 108 is counting down, the sampling mod-
ule 100 may collect data samples from the ADC module
48. The ABS module 102 may receive the samples from
the sampling module 100 and discard samples that have
an absolute value less than the ABS threshold. The po-
larity comparator 104 compares the remaining samples
to a previous sample stored in memory 112. If the polarity
of the previous sample is opposite of the sample, a zero-
crossing has occurred. When a zero-crossing occurs, the
polarity comparator 104 directs the counter 106 to incre-
ment a count total and stores the sample in memory 112.
The counter 106 stores the count total in memory 112
when the timer 108 expires. The count total sampled dur-
ing the predetermined time generally corresponds to the
frequency of the RF signal for each bin.
[0094] The frequency characteristic module 114 may
communicate with memory 112 and determine frequency
characteristics of the count totals (or frequencies) stored
in memory 112. More specifically, the frequency charac-
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teristic module 114 compares the frequencies of each
bin and determines whether the frequencies vary accord-
ing to a predetermined pattern. For example, if the fre-
quencies vary according to a linear pattern, the RF signal
may be chirp radar. If the frequencies are substantially
the same from bin to bin, the RF signal may be tone radar.
[0095] Referring now to Figure 10, an exemplary im-
plementation of the frequency characteristic module 114
is depicted. The frequency characteristic module 114
may include a tone module 150 and a chirp module 152.
The tone module 114 may determine whether the RF
signal is tone radar, and the chirp module 152 may de-
termine whether the RF signal is chirp radar. Although
this example only includes the tone and chirp modules
150, 152, other modules may be included to determine
other frequency variation characteristics of the RF signal.
[0096] The tone module 150 may include a tone com-
parator 154. The tone comparator 154 may compare the
frequencies of each bin stored in memory 112. If the fre-
quencies are substantially the same, the tone module
150 may determine the RF signal to be tone. To deter-
mine whether the frequencies are substantially the same,
the tone comparator 154 may also compare the variation
of each bin to a tone threshold.
[0097] The chirp module 152 determines whether the
frequency of the RF signal varies linearly, in which case
the RF signal may be chirp radar. Figure 11 depicts even-
ly distributed zero-crossings where pulses of chirp radar
are centered at a center frequency of a DFS-enabled
device receiving the chirp radar signal. Chirp radar may
include a down-chirp as generally depicted at 180 and
an up-chirp as generally depicted at 182. Since the down-
chirp and up-chirp are linear in nature, the chirp module
152 may determine that the RF signal is chirp radar when
the pattern is linear.
[0098] Figure 12 depicts unevenly distributed zero
crossings where pulses of chirp radar are not centered
at the center frequency of the DFS-enabled device re-
ceiving the radar signal. As with Figure 11, chirp radar
that is not centered at the center frequency Is also linear
in nature. Down-chirps of the RF signal are generally
depicted at 184 and up-chirps are generally depicted at
186.
[0099] Referring back to Figure 10, the chirp module
152 may include a high pass module 156, a chirp com-
parator 158, and a derivative module 160. Bins that have
a low frequency may be sensitive to random noise and
are excluded when determining the frequency character-
istics. Therefore, the high pass module 156 may be used
to remove bins with a frequency less than a frequency
threshold from consideration when determining the fre-
quency variation.
[0100] The derivative module 160 may approximate a
first and second derivative of the frequencies of each bin
stored in memory 112. The second derivative may be
used to determine whether the frequency variation is lin-
ear. More specifically, if the second derivative is approx-
imately zero, the frequency variation is linear. If the fre-

quency variation is linear, the chirp module 152 may de-
termine that the RF signal is chirp radar due to the linear
characteristics of chirp radar.
[0101] To determine the first and second derivatives
of the frequencies, the derivative module 160 may use
difference equations. The first derivative may be deter-
mined with the following equation: 

 where di is the first derivative, zj is the frequency in a
current bin, and zi+1 is the frequency in the next bin. The
second derivative may be determined with the following
equation: 

where s is the second derivative, di is the first derivative
of the frequency in a current bin, and di+1 is the first de-
rivative of the frequency in the next bin.
[0102] The chirp comparator 158 determines whether
the second derivative is approximately zero. More spe-
cifically, the chirp comparator 158 may compare the sec-
ond derivative of the frequencies to a chirp threshold that
is slightly greater than zero. If the second derivative is
less than the chirp threshold, then the second derivative
is approximately zero. If the second derivative is approx-
imately zero, the chirp module 150 may determine RF
signal to be chirp radar.
[0103] Referring now to Figure 13, exemplary steps
taken by the frequency module 53 to determine the fre-
quency of the RF signal are generally depicted at 200.
The process starts in step 202 when the RF transceiver
56 receives the RF signal. In step 203, the clock 110 sets
the timer 108 to countdown from a predetermined time.
In step 204, the counter 106 is initialized to zero. The
sampling module 100 collects data samples from the
ADC module 48 in step 206.
[0104] In step 208, the ABS module 102 determines
an absolute value of the samples. The ABS module 102
determines whether the absolute value of the sample Is
greater than the ABS threshold in step 210. If the absolute
value of the sample Is greater than the ABS threshold,
the polarity comparator 104 determines whether the po-
larity of the sample has transitioned in step 212. If the
polarity of the sample has transitioned, the counter 106
increments in step 214. In step 216, the frequency mod-
ule 53 determines whether the timer 108 has expired. If
the timer 108 has expired, the value that the counter 106
has incremented to is stored in memory 112 in step 218
and the process ends in step 220. If the timer 108 has
not expired, the process returns to step 206.
[0105] If the ABS module 102 determines that the ab-
solute value of the sample is not greater than the ABS
threshold in step 210, the ABS module 102 discards the
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sample in step 222. The frequency module 53 determines
whether the timer 108 has expired in step 216. If the timer
108 has expired, the value that the counter 106 has in-
cremented to is stored in memory 112 in step 218 and
the process ends in step 220. If the timer 108 has not
expired, the process returns to step 206.
[0106] If the polarity comparator 104 determines that
the polarity of the sample has not transitioned in step
212, the frequency module 53 determines whether the
timer 108 has expired in step 216. If the timer 108 has
expired, the value that the counter 106 has incremented
to is stored in memory 112 in step 218 and the process
ends in step 220. If the timer 108 has not expired, the
process returns to step 206.
[0107] Referring now to Figure 14, exemplary steps
taken by the frequency characteristic module 114 to de-
termine whether the frequencies stored in memory vary
according to a particular pattern are generally depicted
at 250. The process begins in step 252. In step 253, the
frequency characteristic module 114 reads the frequency
of a bin from memory 122. In step 254, the tone compa-
rator 154 determines whether the frequencies are sub-
stantially the same from bin to bin. More specifically, the
tone comparator 154 compares the frequency read from
memory 122 to a frequency that was previously read from
memory. If the frequencies from bin to bin are substan-
tially the same, the tone module 150 may determine that
the RF signal is tone radar in step 256 and the process
ends in step 258.
[0108] If the tone comparator 154 determines that the
frequencies are not substantially the same from bin to
bin in step 254, the frequency comparator 156 deter-
mines whether the frequency is greater than a frequency
threshold in step 260. If the frequency is not greater than
the frequency threshold, the frequency characteristic
module 114 determines whether there are more bins in
memory 112 in step 262. If there are more bins in memory
112, the frequency module 114 reads the frequency of
the next bin stored in memory 112 in step 253.
[0109] If the frequency comparator 156 determines
that the frequency is greater than the frequency thresh-
old, the derivative module 160 determines the first deriv-
ative in step 264 and the second derivative in step 266.
In step 268, the chirp comparator 158 determines wheth-
er the second derivative Is less than the chirp threshold.
If the second derivative is less than the chirp threshold,
the chirp module 152 determines that the RF signal is
chirp radar in step 270 and the process ends in step 258.
If the second derivative is not less than the chirp thresh-
old, the process ends in step 258.
[0110] Referring now to Figures. 15A-15D, various ex-
emplary implementations of the system 40 are shown.
Referring now to Figure 15A, the system 40 can be im-
plemented in signal processing and/or control circuits
422 of a high definition television (HDTV) 420. The HDTV
420 receives HDTV input signals in either a wired or wire-
less format and generates HDTV output signals for a dis-
play 426. In some implementations, signal processing

circuit and/or control circuit 422 and/or other circuits (not
shown) of the HDTV 420 may process data, perform cod-
ing and/or encryption, perform calculations, format data
and/or perform any other type of HDTV processing that
may be required.
[0111] The HDTV 420 may communicate with mass
data storage 427 that stores data in a nonvolatile manner
in devices such as optical and/or magnetic storage de-
vices. The devices may include, for example, hard disk
drives HDD and/or DVDs. The HDD may be a mini HDD
that includes one or more platters having a diameter that
is smaller than approximately 1.8°. The HDTV 420 may
be connected to memory 428 such as RAM, ROM, low
latency nonvolatile memory such as flash memory and/or
other suitable electronic data storage. The HDTV 420
also may support connections with a WLAN via a WLAN
network interface 429.
[0112] Referring now to Figure 15B, the system 40 can
be implemented in signal processing and/or control cir-
cuits 452 of a cellular phone 450 that may include a cel-
lular antenna 451. In some implementations, the cellular
phone 450 includes a microphone 456, an audio output
458 such as a speaker and/or audio output jack, a display
460 and/or an input device 462 such as a keypad, point-
ing device, voice actuation and/or other input device. The
signal processing and/or control circuits 452 and/or other
circuits (not shown) in the cellular phone 450 may proc-
ess data, perform coding and/or encryption, perform cal-
culations, format data and/or perform other cellular
phone functions.
[0113] The cellular phone 450 may communicate with
mass data storage 464 that stores data in a nonvolatile
manner in devices such as optical and/or magnetic stor-
age devices. The devices may include, for example, hard
disk drives HDD and/or DVDs. The HDD may be a mini
HDD that includes one or more platters having a diameter
that is smaller than approximately 1.8". The cellular
phone 450 may be connected to memory 466 such as
RAM, ROM, low latency nonvolatile memory such as
flash memory and/or other suitable electronic data stor-
age. The cellular phone 450 also may support connec-
tions with a WLAN via a WLAN network interface 468.
[0114] Referring now to Figure 15C, the system 40 can
be implemented in signal processing and/or control cir-
cuits 484 of a set top box 480. The set top box 480 re-
ceives signals from a source such as a broadband source
and outputs standard and/or high definition audio/video
signals suitable for a display 488 such as a television
and/or monitor and/or other video and/or audio output
devices. The signal processing and/or control circuits 484
and/or other circuits (not shown) of the set top box 480
may process data, perform coding and/or encryption,
perform calculations, format data and/or perform any oth-
er set top box function.
[0115] The set top box 480 may communicate with
mass data storage 490 that stores data in a nonvolatile
manner. The mass data storage 490 may include optical
and/or magnetic storage devices such as hard disk drives
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HDD and/or DVDs. The HDD may be a mini HDD that
includes one or more platters having a diameter that is
smaller than approximately 1.8". The set top box 480
may be connected to memory 494 such as RAM, ROM,
low latency nonvolatile memory such as flash memory
and/or other suitable electronic data storage. The set top
box 480 also may support connections with a WLAN via
a WLAN network interface 496.
[0116] Referring now to Figure 15D, the system 40 can
be implemented in signal processing and/or control cir-
cuits 504 of a media player 500. In some implementa-
tions, the media player 500 includes a display 507 and/or
a user input 508 such as a keypad, touchpad and the
like. In some implementations, the media player 500 may
employ a graphical user interface (GUI) that typically em-
ploys menus, drop down menus, icons and/or a point-
and-click interface via the display 507 and/or user Input
508. The media player 500 further includes an audio out-
put 509 such as a speaker and/or audio output jack. The
signal processing and/or control circuits 504 and/or other
circuits (not shown) of the media player 500 may process
data, perform coding and/or encryption, perform calcu-
lations, format data and/or perform any other media play-
er function.
[0117] The media player 500 may communicate with
mass data storage 510 that stores data such as com-
pressed audio and/or video content in a nonvolatile man-
ner. In some implementations, the compressed audio
files include files that are compliant with MP3 format or
other suitable compressed audio and/or video formats.
The mass data storage may include optical and/or mag-
netic storage devices such as hard disk drives HDD
and/or DVDs. The HDD may be a mini HDD that includes
one or more platters having a diameter that is smaller
than approximately 1.8". The media player 500 may be
connected to memory 514 such as RAM, ROM, low la-
tency nonvolatile memory such as flash memory and/or
other suitable electronic data storage. The media player
500 also may support connections with a WLAN via a
WLAN network interface 516. Still other implementations
in addition to those described above are contemplated.
[0118] Those skilled in the art can now appreciate from
the foregoing description that the broad teachings of the
disclosure can be implemented in a variety of forms.
Therefore, while this disclosure includes particular ex-
amples, the true scope of the disclosure should not be
so limited since other modifications will become apparent
to the skilled practitioner upon a study of the drawings,
the specification and the following claims.

Claims

1. A system, comprising:

a sampling module (100) that samples radio fre-
quency RF signals on a first channel for a first
predetermined period, a second predetermined

period that is subsequent to said first predeter-
mined period, and a third predetermined period
that is subsequent to said second predeter-
mined period;
a counter module (106) that increments first,
second and third counts when said samples col-
lected during said first, second and third prede-
termined periods reverse polarity, respectively,
wherein at least one of said samples is disre-
garded and excluded from said first and second
counts when an absolute value of said at least
one of said samples is less than a first predeter-
mined threshold;
a derivative module (160) that determines a first
difference between said first and second counts,
a second difference between said second and
third counts, and a third difference between said
first and second differences; and
a frequency characteristic module (114) that de-
termines a frequency of said RF signal based
on at least one of said first and said second
counts, that determines frequency variation of
said RF signal based on said first and second
counts, and that determines that said RF signal
is a chirp radar signal when said third difference
is less than a second predetermined threshold.

2. The system of claim 1 wherein at least one of said
first and second counts is equal to said frequency.

3. The system of claim 1 wherein said frequency char-
acteristic module compares said first and second
counts to determine said frequency variation.

4. The system of claim 3 wherein said frequency char-
acteristic module determines that said RF signal is
a tone radar signal when said first and second counts
are approximately equal.

5. The system of claim 1, wherein said derivative mod-
ule determines said first and second differences
when said first, second, and third counts are greater
than a third predetermined threshold.

6. The system of claim 1 wherein said second prede-
termined threshold is approximately zero.

7. The system of claim 1 wherein said frequency char-
acteristic module determines that said RF signal is
a chirp radar signal when said third difference is ap-
proximately zero.

8. The system of claim 1 further comprising a radar
module (44) that determines whether said RF signal
is one of a chirp radar and tone radar based on said
frequency variation.

9. The system of claim 8 wherein said radar module
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determines that said RF signal is of a chirp radar
when said frequency variation is linear.

10. The system of claim 8 wherein said radar module
determines that said RF signal is of a tone radar
when said frequency variation is approximately zero.

11. The system of claim 8 further comprising a dynamic
frequency selection, DFS, module (52) that commu-
nicates with said radar module and that selects a
second channel having a different frequency than
said first channel when said radar module deter-
mines that said RF signal is one of a chirp radar and
tone radar.

12. The system of claim 1 wherein said first predeter-
mined threshold is approximately 0.1.

13. The system of claim 1 wherein said first and second
periods are adjacent.

14. The system of claim 1 wherein said first, second, and
third periods are adjacent.

15. A wireless network device comprising the system of
claim 1.

16. A radar detection device comprising the system of
claim 1.

Patentansprüche

1. System, umfassend:

ein Abtastmodul (100), das Hochfrequenz-, HF-,
Signale auf einem ersten Kanal für eine erste
vorbestimmte Periode, eine zweite vorbestimm-
te Periode, die auf die erste vorbestimmte Peri-
ode folgt, und eine dritte vorbestimmte Periode,
die auf die zweite vorbestimmte Periode folgt,
abtastet;
ein Zählermodul (106), das die erste, zweite und
dritte Zählung erhöht, wenn die Abtastwerte
während des ersten, zweiten und dritten vorge-
gebenen Zeitraums die Polarität umkehren, wo-
bei wenigstens einer der Abtastwerte ignoriert
und von der ersten und zweiten Zählung ausge-
schlossen wird, wenn ein absoluter Wert der we-
nigstens einen der Abtastungen kleiner ist als
ein erster vorbestimmter Schwellenwert;
ein Ableitungsmodul (160), das eine erste Dif-
ferenz zwischen der ersten und der zweiten Zäh-
lung, eine zweite Differenz zwischen der zwei-
ten und der dritten Zählung und eine dritte Dif-
ferenz zwischen der ersten und der zweiten Dif-
ferenz bestimmt; und
ein Frequenzcharakteristikmodul (114), das ei-

ne Frequenz des HF-Signals basierend auf der
ersten und/oder der zweiten Zählung bestimmt,
das eine Frequenzänderung des HF-Signals ba-
sierend auf der ersten und der zweiten Zählung
bestimmt und das bestimmt, dass das HF-Sig-
nal ein Chirp-Radarsignal ist, wenn die dritte Dif-
ferenz kleiner als ein zweiter vorbestimmter
Schwellenwert ist.

2. System nach Anspruch 1, bei dem wenigstens einer
der ersten und zweiten Zählungen gleich der Fre-
quenz ist.

3. System nach Anspruch 1, bei dem das Frequenz-
charakteristikmodul die ersten und zweiten Zählun-
gen vergleicht, um die Frequenzänderung zu be-
stimmen.

4. System nach Anspruch 3, bei dem das Frequenz-
charakteristikmodul bestimmt, dass das HF-Signal
ein Tonradarsignal ist, wenn die erste und die zweite
Zählung ungefähr gleich sind.

5. System nach Anspruch 1, bei dem das Ableitungs-
modul die ersten und zweiten Unterschiede be-
stimmt, wenn die ersten, zweiten und dritten Zählun-
gen größer als ein dritter vorbestimmter Schwellen-
wert sind.

6. System nach Anspruch 1, bei dem der zweite vor-
bestimmte Schwellenwert ungefähr Null ist.

7. System nach Anspruch 1, bei dem das Frequenz-
charakteristikmodul bestimmt, dass das HF-Signal
ein Chirp-Radarsignal ist, wenn die dritte Differenz
ungefähr Null ist.

8. System nach Anspruch 1, weiterhin umfassend ein
Radarmodul (44), das auf der Grundlage der Fre-
quenzänderung bestimmt, ob das HF-Signal ein
Chirp-Radar oder ein Tonradar ist.

9. System nach Anspruch 8, bei dem das Radarmodul
bestimmt, dass das HF-Signal ein Chirp-Radar ist,
wenn die Frequenzänderung linear ist.

10. System nach Anspruch 8, bei dem das Radarmodul
bestimmt, dass das HF-Signal ein Tonradar ist, wenn
die Frequenzänderung ungefähr Null ist.

11. System nach Anspruch 8, weiterhin umfassend ein
DFS-Modul (Dynamic Frequency Selection) (52),
das mit dem Radarmodul kommuniziert und einen
zweiten Kanal auswählt, der eine andere Frequenz
als der erste Kanal aufweist, wenn das Radarmodul
feststellt, dass das HF-Signal eines von Chirp-Radar
und Tonradar ist.
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12. System nach Anspruch 1, bei dem der erste vorbe-
stimmte Schwellenwert ungefähr 0,1 beträgt.

13. System nach Anspruch 1, bei dem die erste und die
zweite Periode benachbart sind.

14. System nach Anspruch 1, bei dem die ersten, zwei-
ten und dritten Perioden benachbart sind.

15. Drahtloses Netzwerkgerät, umfassend das System
nach Anspruch 1.

16. Radarerkennungsvorrichtung, umfassend das Sys-
tem nach Anspruch 1.

Revendications

1. Système comportant :

un module d’échantillonnage (100) qui échan-
tillonne des signaux radiofréquence (RF) dans
un premier canal pendant une première période
prédéterminée, une seconde période prédéter-
minée qui est ultérieure à ladite première pério-
de prédéterminée, et une troisième période pré-
déterminée qui est ultérieure à ladite seconde
période prédéterminée ;
un module compteur (106) qui incrémente des
premier, second et troisième comptes lorsque
lesdits échantillons collectés pendant lesdites
première, seconde et troisième périodes prédé-
terminées inversent respectivement leur polari-
té, où au moins un desdits échantillons est écar-
té et exclu desdits premier et second comptes
quand une valeur absolue desdits au moins un
échantillons est inférieure à un premier seuil
prédéterminé ;
un module de dérivée (160) qui détermine une
première différence entre lesdits premier et se-
cond comptes, une seconde différence entre
lesdits second et troisième comptes, et une troi-
sième différence entre lesdites première et se-
conde différences ; et
un module de caractéristique de fréquence
(114) qui détermine une fréquence dudit signal
RF en se fondant sur au moins un desdits pre-
mier et second comptes, qui détermine une va-
riation de fréquence dudit signal RF en se fon-
dant sur les premier et second comptes, et qui
détermine que ledit signal RF est un signal radar
chirp quand ladite troisième différence est infé-
rieure à un second seuil prédéterminé.

2. Système selon la revendication 1, où au moins un
desdits premier et second comptes est égal à ladite
fréquence.

3. Système selon la revendication 1, où ledit module
de caractéristique de fréquence compare lesdits pre-
mier et second comptes pour déterminer ladite va-
riation de fréquence.

4. Système selon la revendication 3, où ledit module
de caractéristique de fréquence détermine que ledit
signal RF est un signal radar de tonalité quand lesdits
premier et second comptes sont approximativement
égaux.

5. Système selon la revendication 1, où ledit module
de dérivée détermine lesdites première et seconde
différences quand lesdits premier, second et troisiè-
me comptes sont supérieurs à un troisième seuil pré-
déterminé.

6. Système selon la revendication 1, où ledit second
seuil prédéterminé est approximativement égal à zé-
ro.

7. Système selon la revendication 1, où ledit module
de caractéristique de fréquence détermine que ledit
signal RF est un signal radar chirp quand ladite troi-
sième différence est approximativement égale à zé-
ro.

8. Système selon la revendication 1, comportant en
outre un module radar (44) qui détermine si ledit si-
gnal RF est un signal radar chirp ou un signal radar
de tonalité en se fondant sur ladite variation de fré-
quence.

9. Système selon la revendication 8, où ledit module
radar détermine que ledit signal RF est un signal
radar chirp quand ladite variation de fréquence est
linéaire.

10. Système selon la revendication 8, où ledit module
radar détermine que ledit signal RF est un signal
radar de tonalité quand ladite variation de fréquence
est approximativement égale à zéro.

11. Système selon la revendication 8, comportant en
outre un module de sélection dynamique de fréquen-
ce (DFS) (52) qui communique avec ledit module
radar et qui sélectionne un second canal ayant une
fréquence différente de celle dudit premier canal
quand ledit module radar détermine que ledit signal
RF est un signal radar chirp ou un signal radar de
tonalité.

12. Système selon la revendication 1, où ledit premier
seuil prédéterminé est approximativement égal à
0,1.

13. Système selon la revendication 1, où lesdites pre-
mière et seconde périodes sont adjacentes.
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14. Système selon la revendication 1, où lesdites pre-
mière, seconde et troisième périodes sont adjacen-
tes.

15. Dispositif réseau sans fil comportant le système se-
lon la revendication 1.

16. Dispositif de détection radar comportant le système
selon la revendication 1.
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