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Description

TECHNICAL FIELD

[0001] The present disclosure generally relates to
catheter assemblies, and more particularly, to controlling
flow through catheter assemblies.

BACKGROUND

[0002] Catheters are flexible medical instruments that
facilitate withdrawal and introduction of fluids from and
to body cavities, ducts, and vessels. Catheters may have
particular application, for example, in a hemodialysis pro-
cedure where blood is withdrawn from a blood vessel for
treatment, and subsequently returned to the blood vessel
for circulation. During some hemodialysis procedures, a
multiple lumen catheter is inserted into a body and blood
is withdrawn through an arterial lumen of the catheter.
The removed blood is directed, via extension tubes, to a
hemodialysis machine which dialyzes, or purifies, the
blood to remove waste and toxins. The purified blood is
then returned through a venous lumen of the catheter.
[0003] Some multilumen catheters for dialysis treat-
ment are placed within a patient for use over extended
periods of time. During such use, one or more of the
catheter lumens can narrow and/or occlusive material
can form on any surface of the catheter segment implant-
ed within the body. This occlusive material can develop
into a blockage developing in an opening or openings of
the catheter. In some instances, blood can infiltrate lu-
mens of the catheter despite the presence of a lock so-
lution such as heparin. The infiltration of blood can result
in lumen narrowing, occlusion and/or bacterial coloniza-
tion of one or more of the catheter lumens. These issues
can inhibit the proper function of the catheter, result in
patient complications, and/or necessitate replacement of
the catheter.
[0004] Examples of known catheters are described in
US 5,792,118, US 2004/0181191, US 2002/0016584
and US 4,285,341.

SUMMARY

[0005] The invention is defined in the appended claims
1-10.
[0006] According to the present invention, there is pro-
vided a catheter assembly, comprising:

an elongate member defining at least one lumen an
outer surface of the elongate member defining at
least one distal end opening and at least one side
opening, the at least one distal opening and the at
least one side opening being in fluid communication
with the at least one lumen; and
a balloon disposed within the at least one lumen, the
balloon being inflatable such that at least a portion
of the balloon expands from the at least one lumen

and through the at least one distal end opening and
the at least one side opening so as to extend radially
and distally beyond the outer surface of the elongate
member to restrict flow through the at least one distal
end opening and the at least one side opening as
compared to flow with the balloon in a deflated con-
dition.

[0007] The balloon is more compliant than the elongate
member and has a volume that expands upon inflation.
The balloon, in some embodiments, maintains a zero-
fold profile in the deflated condition. In certain embodi-
ments, the balloon is inflatable into sealing engagement
with a periphery of the at least one opening.
[0008] In some embodiments, the balloon is formed of
latex or polyurethane and the elongate member is formed
of silicone or other biocompatible polyurethanes. In cer-
tain embodiments, the balloon is coated with one or more
of an anti-thrombotic agent, an antimicrobial agent, and
a biomimetic agent. The anti-thrombotic agent can com-
prise, for example, a base polymer layer including one
or both of a biostable polymer and a bioabsorable poly-
mer. Additionally or alternatively, the balloon can be coat-
ed with an anti-restenotic agent (e.g., paclitaxel or a
-limus drug).
[0009] The catheter assembly can include a second
balloon. The elongate member can define dual lumens
where the balloon is a first balloon disposed within one
of the lumens and the second balloon is disposed within
the other lumen. In some embodiments, the elongate
member includes a septum extending therethrough. The
first and second balloons can be secured to the septum
and inflatable through fluid communication with an infla-
tion lumen at least partially defined by the septum.
[0010] The balloon can be inflatable to restrict flow
through the at least one distal end opening and/or the at
least one side opening.
[0011] According to another aspect not forming part of
the invention, a catheter tip assembly includes a tubular
body and a balloon supported within the tubular body.
The tubular body has an outer surface that defines at
least one opening. The tubular body has a proximal end
portion and a distal end portion. The proximal end portion
of the tubular body is securable to a distal end portion of
an independent catheter body.
[0012] In some examples, the balloon is an expandable
septum. At least a portion of the expandable septum is
expandable into the at least one opening. In certain em-
bodiments, the tubular body and the expandable septum
together define at least two inflation lumens and at least
one external lumen. The at least one opening is in fluid
communication with the at least one external lumen and
the expandable septum can be inflatable through the at
least two inflation lumens to expand into the at least one
external lumen to restrict flow through the at least one
opening.
[0013] The expandable septum, in certain examples
defines at least two port. Each port can be in fluid com-
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munication with a respective one of the at least two in-
flation lumens and each port is connectable in fluid com-
munication to a respective internal lumen defined within
a septum extending through the independent catheter
body.
[0014] In some examples, a radio-frequency weld cou-
ples the proximal end portion of the tubular body to the
distal end portion of the independent catheter body.
[0015] An example method not forming part of the in-
vention for removing occlusive material from a catheter
includes delivering inflation fluid to a balloon disposed
within at least one lumen defined by an elongate member
of a catheter, expanding the balloon to at least partially
extend through at least one opening defined by an outer
surface of the elongate member, and clearing occlusive
material from the at least one opening.
[0016] Expanding the balloon can include expanding
the balloon to extend both radially and distally beyond
the one or more openings in a direction toward an outer
surface of the elongate member. The method can include
occluding the at least one opening with the balloon upon
inflation of the balloon. The method can include main-
taining the balloon in an inflated state to prevent flow of
fluid through the at least one opening.
[0017] Delivering inflation fluid to the balloon can in-
clude filling the balloon with saline until the balloon ex-
pands to a volume sufficient to clear occlusive material
from the at least one opening and to completely occlude
the at least one opening. The method can include deflat-
ing the balloon.
[0018] Embodiments can include one or more of the
following advantages.
[0019] One or more balloons of the catheter assembly
can be inflated to limit and/or prevent side slots and/or
lumens of the catheter of the catheter assembly from
being occluded when the catheter is positioned within a
body for extended periods of time. The balloons can be
inflated to completely retain lock solution within the cath-
eter and/or increase insertablity of the catheter by in-
creasing the stiffness of the catheter. In embodiments,
the one or more balloons can be coated with an anti-
thrombotic agent so that, upon inflation, the anti-throm-
botic agent can be positioned in close proximity to the
occlusive material to increase the effectiveness and lon-
gevity of the catheter assembly by limiting the build up
of occlusive material.
[0020] The balloons of the catheter assembly are in-
ternal to the catheter and expandable through one or
more openings defined by the catheter to clear an occlu-
sion and/or to retain a lock solution. As compared to a
balloon disposed on an outer surface of a catheter, the
internal positioning of the balloon can reduce the catheter
system profile and, in some instances, facilitate insertion
of the catheter.
[0021] Other aspects, features, and advantages will be
apparent from the description, drawings, and the claims.

DESCRIPTION OF THE DRAWINGS

[0022]

Fig. 1 is a perspective view of a catheter assembly.
Fig. 2A is an enlarged, side view of a distal end por-
tion of the catheter assembly shown in Fig. 1 with a
balloon assembly of the catheter assembly shown
in an uninflated condition.
Fig. 2B is an enlarged, end-axial view of the catheter
assembly shown in Fig. 1 with the balloon assembly
shown in the deflated condition.
Fig. 3A is an enlarged, side view of the distal end
portion of the catheter assembly shown in Fig. 1 with
the balloon assembly shown in an inflated condition.
Fig. 3B is an enlarged, end-axial view of the catheter
assembly shown in Fig. 1 with the balloon assembly
shown in the inflated condition.
Fig. 4 is an enlarged, cross-sectional view taken
along line A-A of Fig. 2A.
Fig. 5A is a side view of a distal end portion of a
catheter and a catheter tip assembly.
Fig. 5B is a cross-sectional view of the catheter tip
assembly shown in Fig.5A.
Fig. 6A is a side view of the distal end portion of the
catheter of Fig. 5A shown secured to the catheter tip
assembly of Fig. 5A with the expandable septum of
the catheter tip assembly shown in a deflated con-
dition.
Fig. 6B is an end view of the catheter tip assembly
shown in Fig. 6A with the expandable septum of the
catheter tip assembly shown in the deflated condi-
tion.
Fig. 7A is a side view of the distal end portion of the
catheter of Fig. 5A shown secured to the catheter tip
assembly of Fig. 5A with the expandable septum of
the catheter tip assembly shown in an inflated con-
dition.
Fig. 7B is an end view of the catheter tip assembly
shown in Fig. 7A with the expandable septum of the
catheter tip assembly shown in the inflated condition.
Fig. 8 is a perspective view of a distal end portion of
another catheter assembly.
Fig. 9A is an enlarged, side view of the distal end
portion of the catheter assembly of Fig. 8 with a bal-
loon of the catheter assembly being shown in a de-
flated condition.
Fig. 9B is an enlarged, cross-sectional view taken
along line B-B shown in Fig. 9A.
Fig. 10A is an enlarged, side view of the distal end
portion of the catheter assembly of Fig. 8 with the
balloon of the catheter assembly being shown in an
inflated condition.
Fig. 10B is an enlarged, cross-sectional view taken
along line C-C shown in Fig. 10A.
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DETAILED DESCRIPTION

[0023] As used herein, the term "clinician" refers to a
doctor, nurse, or other care provider and may include
support personnel. The terms "proximal" or "trailing" each
refer to the portion of a structure closer to a clinician, and
the terms "distal" or "leading" each refer to a portion of
a structure farther from the clinician. As used herein, the
term "subject" refers to a human patient or other animal.
[0024] Referring now to Figs. 1, 2A-2B, and 4, a cath-
eter assembly 100 includes an elongate member 110
that extends distally from a hub 120 and a quadruple-
lumen extension tube assembly 130 that extends proxi-
mally from the hub 120. The elongate member 110 is a
catheter having an outer surface 110a, an inner surface
110b, and, in some embodiments, having a tubular body.
The elongate member 110 defines one or more side
openings 112 and, in some embodiments, supports one
or more cuffs 140. In use, as described in further detail
below, the portion of the catheter assembly 100 distal to
the cuff 140 is implanted within the body of a subject, and
the portion of the catheter assembly 100 proximal to the
cuff 140 remains outside of the body of the subject in a
position accessible to a clinician. Bodily fluid (e.g., blood)
can be withdrawn from the subject and/or returned to the
subject through the side openings 112. As also described
in further detail below, a first balloon 150a and a second
balloon 150b are disposed adjacent the side openings
112 such that inflation and/or deflation of the first and
second balloons 150a, 150b can remove blockage from
the side openings 112 and/or can occlude the side open-
ings 112 to hold a lock solution within the catheter as-
sembly 100 between periods of treatment (e.g., during
an interdialytic period).
[0025] The elongate member 110 can be formed of a
rigid polymeric material such as silicone or other biocom-
patible polyurethane. The elongate member 110 includes
a septum 114 extending at least the length of the elongate
member and defining a longitudinal axis "L." The inner
surface 110b of the elongate member 110 and side sur-
faces 114a of the septum 114 together define a first lu-
men 116 and a second lumen 118. One of the lumens
116, 118 can function as an arterial lumen and the other
of the lumens 116, 118 can function as a venous lumen
during a dialysis procedure. The first lumen 116 includes
a first distal end opening 116a, and the second lumen
118 includes a second distal end opening 118a.
[0026] The one or more side openings 112 can include
a first side opening 112a in fluid communication with the
first lumen 116 and a second side opening 112b in fluid
communication with the second lumen 118. A first balloon
150a is adjacent the first side opening 112a and the sec-
ond balloon 150b is adjacent the second side opening
112b communicating with the second lumen 118. Each
side opening 112a, 112b can have geometric shapes in-
cluding polygonal configurations, circular configurations,
and/or combinations thereof.
[0027] The septum 114 defines one or more inflation

lumens 115 extending at least axially along the length of
the septum 114, from the hub 120 to the balloons 150a,
150b. The one or more inflation lumens 115 can include,
for example, a first inflation lumen 115a and a second
inflation lumen 115b. The first and second inflation lu-
mens 115a, 115b are positionable in fluid communication
with an inflation source such as, for example, a syringe
pre-filled with an inflation fluid (e.g., saline). It should be
appreciated that the inflation lumen can be formed, for
example, during the extrusion of the elongate member
110.
[0028] The septum 114 supports the first and second
balloons 150a and 150b. The first balloon 150a can be
mounted to one side of the septum 114, and the second
balloon 150b can be mounted on the opposite side of the
septum 114. It should be appreciated that the first and
second balloons 150a, 150b can each be mounted to
respective sides of the septum 114 using, for example,
adhesives. Each of the interiors of the balloons 150a and
150b is in fluid communication with one or both of the
inflation lumens 115a, 115b through one or more ports
115c, 115d defined at respective ends of the inflation
lumens 115a, 115b. The ports 115c, 115d may extend
through or terminate within the interior of the respective
balloons 150a, 150b. The balloons 150a, 150b are inflat-
able from a deflated condition to an inflated condition
upon receiving inflation fluid from the inflation source.
[0029] In the deflated condition, each balloon 150a,
150b is supported by the septum 114 to permit substan-
tially unrestricted fluid communication through the re-
spective lumen 116, 118, the respective side opening
112a, 112b, and/or the respective distal end opening
116a, 118a. The balloons 150a, 150b, in some embodi-
ments, can maintain a zero-fold profile in the deflated
condition. In some embodiments, the balloons 150a,
150b are at least partially recessed within the septum
114.
[0030] In the inflated condition, each balloon 150a,
150b is inflated to a volume within the respective lumen
116, 118 sufficient to at least partially restrict fluid flow
through the respective lumen 116, 118, the respective
side opening 112a, 112b, and/or the respective distal end
opening 116a, 118a. In certain embodiments, the bal-
loons 150a, 150b can be inflated into sealing engage-
ment with the inner surface 110b of the elongate member
110 (e.g., upstream of the respective side openings 112a,
112b). In some embodiments, each balloon 150a, 150b
can be inflated to occlude completely the respective side
opening 112a, 112b and/or the respective distal end
opening 116a, 116b. As shown in Figs. 2A-3B, for exam-
ple, the balloons 150a, 150b expand in a radial and/or
axial direction and can be inflated to extend radially
and/or distally through the respective side opening 112a,
112b and/or the respective distal end opening 116a, 118a
and extend outwardly of the outer surface 110a of the
elongate member 110. The balloons 150a, 150b can be
arranged to be independently inflatable or simultaneous-
ly inflatable. Moreover, it should be appreciated that, as
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used herein, the term balloon refers to any structure de-
fining a volume and expandable upon introduction of fluid
into the volume and, thus, can include a unitary arrange-
ment of material and/or a multi-component arrangement
secured together to form, for example, a bladder.
[0031] The balloons 150a, 150b can be produced using
one or more of molding, blowing, dipping, and extruding.
The balloons 150a, 150b can be formed of a very com-
pliant, low durometer material with high elastomeric/low
fatigue properties. Balloons with such properties can be
achieved through material selection and/or balloon di-
mensions (e.g., wall thickness). The elongate member
110 can be formed of one or more materials exhibiting
less compliant and higher durometer properties than
those of the balloons 150a, 150b such that the expanded
balloons 150a, 150b deform to fill the respective side
opening 112a, 112b and/or the respective distal end
opening 116a, 118a.
[0032] The balloons 150a, 150b can be formed of a
compliant material (e.g., one or more of latex, poly-
urethane, and silicone) to facilitate radial expansion
and/or axial expansion in response to introduction of in-
flation fluid into the balloons 150a, 150b to move the bal-
loons 150a, 150b from the deflated condition (Figs. 2A
and 2B) to the inflated condition (Figs. 3A and 3B). Sim-
ilarly, it should be appreciated that the withdrawal of in-
flation fluid from the balloons 150a, 150b can result in
movement of the balloons 150a, 150b from the inflated
condition to the deflated condition.
[0033] The extension tube assembly 130 includes a
plurality of treatment extension tubes 130a and inflation
extension tubes 130b. Each treatment extension tube
130a is in fluid communication with one of the lumens
116, 118, and each inflation extension tube 130b is in
fluid communication with one of the inflation lumens
115a, 115b. While two treatment extension tubes and
two inflation extension tubes are shown, additional treat-
ment lumens and/or additional inflation lumens are pos-
sible. For example, three or more treatment extension
tubes can be in fluid communication with a corresponding
number of lumens and three or more inflation extension
tubes can be in fluid communication with a corresponding
number of inflation lumens.
[0034] Each extension tube 130a, 130b includes an
elongate body portion 132 extending proximally from the
hub 120. A luer adapter 134 is secured to a proximal end
portion of each elongate body portion 132 and supports
a clamp 136 between the luer adapter 134 and the hub
120. Each luer adapter 134 is connectable, for example,
to a hemodialysis machine (not shown) and/or the infla-
tion source (not shown) and/or any device with a standard
luer-taper/conical fitting such as fittings specified in ISO
594. The clamp 136 is movable between clamped and
undamped positions about the elongate body portion 132
to control fluid flow through the elongate body portion
132. In the clamped position, the clamp 136 substantially
restricts (e.g., prevents) fluid flow through the elongate
body portion 132 and, in the undamped position, the

clamp 136 permits substantially unrestricted fluid flow
through the elongate body portion 132.
[0035] In an exemplary use, the catheter assembly 100
is inserted into a subject. The luer adapters 134 of the
treatment extension tubes 130a are secured to a treat-
ment device (e.g., hemodialysis machine and the clamps
136 are moved to the undamped position to permit flow
of a bodily fluid (e.g., blood flow) through the treatment
extension tubes 130a as part of a medical procedure
(e.g., hemodialysis). After completion of the medical pro-
cedure, a lock solution (e.g., a solution including heparin)
can be introduced into the lumens 116, 118 of the cath-
eter assembly 100, and the clamps 136 can be moved
to the clamped position to restrict flow through the treat-
ment extension tubes 130a. The luer adapters 134 of the
treatment extension tubes 130a can be disconnected
from the treatment device, and a syringe or other inflation
source can be secured to the inflation extension tube(s)
130b to inject the inflation fluid into one or both of the
balloons 150a, 150b such that the balloons 150a, 150b
inflate to obstruct flow through the side and/or distal end
openings of the elongate member 110. The extension of
the inflated balloons 150a, 150b through the side open-
ings 112 and/or through the distal openings 116a, 118a
can reduce the likelihood of (e.g., prevent) occlusive ma-
terial build-up and/or bacterial colonization within the
elongate member 110, each of which can result from in
vivo catheter placement for extended periods, such as
those associated with chronic hemodialysis catheters
(e.g., about 30 days or more).
[0036] To deflate the balloons 150a, 150b, for exam-
ple, to perform another medical procedure, a syringe or
other fluid removal source may be connected to one of
the inflation extension tubes 130b to provide suction suf-
ficient to withdraw the inflation fluid from within the bal-
loons 150a, 150b. A desired amount of inflation fluid can
be purged from the balloons 150a, 150b for whole or
partial deflation of the balloons 15a, 150b. In some em-
bodiments, the inflation lumens 115a, 115b allow bi-di-
rectional flow from and to the balloons 150a, 150b. Al-
ternatively or additionally, the balloons 150a, 150b can
be inflated and/or re-inflated to clear occlusive material
formed on or near the side openings 112a, 112b and/or
distal end openings 116a, 116b of the elongate member
110.
[0037] While certain embodiments have been de-
scribed, other embodiments are possible. For example,
while the balloon assembly 150 has been described as
including two balloons, other embodiments are addition-
ally or alternatively possible. In some embodiments, the
balloon assembly includes a single balloon. The single
balloon, upon inflation, can expand from the septum 114
in a direction transverse to the longitudinal axis "L" and
into one or both of the external lumens 116, 118. In use,
one lumen is used to inject fluid while the other lumen is
used to purge contents and ensure complete charging
of fluid.
[0038] As another example, while the catheter assem-
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blies have been described as having a unitary construc-
tion, other embodiments are additionally or alternatively
possible. For example, with reference to Figs. 5A-5B, 6A-
6B, and 7A-7B, a catheter assembly 100’ includes a sep-
arate catheter 210 and a catheter tip assembly 300. The
elongate member 210 is a catheter having a distal end
portion 210a and a septum 212 extending through the
elongate member 210 along the axial length of the elon-
gate member 210. The septum 212 defines a first inflation
lumen 214 and a second inflation lumen 216 (shown in
phantom), each extending to the distal end portion 210a
of the elongate member 210.
[0039] The catheter tip assembly 300 includes an elon-
gate tubular body 310 having a proximal end portion 310b
and a distal end portion 310a. The elongate tubular body
310 has an inner surface 310c and an outer surface 310d.
The elongate tubular body 310 defines one or more side
openings 312 extending from the outer surface 310d to
the inner surface 310c. The elongate tubular body 310
includes a septum 320 extending at least partially along
an axial length of the tubular body 310. In certain em-
bodiments, the septum 320 extends the entire length of
the elongate tubular body 310 and is formed of a com-
pliant and expandable material to facilitate expansion of
the entire septum 320 along the length of the elongate
tubular body 310.
[0040] The septum 320 defines inflation lumens 324
including a first inflation lumen 324a and a second infla-
tion lumen 324b. The septum 320 includes a balloon 322
connected to a distal end portion of the septum 320 and
in fluid communication with the first and second inflation
lumens 324a, 324b. The first and second inflation lumens
324a, 324b include respective first and second ports
326a, 326b establishing fluid communication between
the first and second inflation lumens 324a, 324b and the
balloon 322. A portion of the side surfaces 322a, 322b
of the balloon 322 is secured to the inner surface 310c
of the elongate tubular body 310, and a proximal end
portion of the balloon 322 can be secured adjacent the
first and second ports 326a, 326b. Each of the inflation
lumens 324 is dimensioned to permit passage of inflation
fluid to inflate and/or deflate the balloon 322. In certain
embodiments, the inflation lumens 324 permit bi-direc-
tional flow such that inflation fluid moves to the balloon
322 through one of the inflation lumens 324 and an over-
flow of inflation fluid moves from the balloon 322 through
another one of the inflation lumens 324.
[0041] The proximal end portion 310b of the catheter
tip assembly 300 is secured to the distal end portion 210a
of the tubular body 210. For example, the catheter tip
assembly 300 can be welded to the tubular body 210,
such as with radio-frequency energy, along a weld line
250. Additionally or alternatively, the catheter tip assem-
bly 300 can be over-molded onto the tubular body 210.
[0042] With the catheter tip assembly 300 and the tu-
bular body 210 connected, the first and second inflation
lumens 324a, 324b are in fluid communication with the
first and second inflation lumens 214, 216 of the elongate

member 210. Further, the connection of the catheter tip
assembly 300 and the tubular body 210 creates a single
septum defined by the septum 212 of the elongate mem-
ber 210, the septum 320 of the tubular body 310, and the
balloon 322 of the tubular body 310. As shown in Fig.
6B, the inner surfaces of the single elongate assembly,
together with the septum 212 of the elongate member
210 and the septum 320 of the tubular body 310, define
first and second lumens 330, 340 on opposite sides of
the single septum 320.
[0043] With specific reference to Figs. 7A and 7B, the
expandable portion 322 is inflatable to completely oc-
clude the side openings 312a, 312b and/or the respective
distal end openings 330a, 340a. Similarly, the expanda-
ble portion 322 is inflatable to extend radially and/or dis-
tally through the side openings 312a, 312b and/or
through the distal end openings 330a, 340a from or be-
yond the outer surface 310d of the tubular body 310.
[0044] As still another example, catheter assemblies
have been described as including multilumen catheters
having a septum at least partially defining in each lumen.
However, other lumen arrangements are additionally or
alternatively possible. For example, as seen in Figs. 8
and 9A-9B, a catheter 410 is an elongate tubular body
having an inner surface 410a and an outer surface 410b.
The inner surface 410a defines a lumen 414 terminating
at a distal end opening 414a. The tubular body 410 de-
fines one or more side openings 412 extending from the
outer surface 410b to the inner surface 410a. The one
or more side openings 412 can include a first side open-
ing 412a and a second side opening 412b.
[0045] The elongate tubular body 410 supports a bal-
loon 450 and defines an inflation lumen 416 in fluid com-
munication with the balloon 450. The balloon 450 is se-
cured to the inner surface 410a of the elongate tubular
body 410 at a position proximal to a distal end portion of
the elongate tubular body 410 and adjacent the side
openings 412. As shown in Fig. 9B, for example, the bal-
loon 450 can be between the side openings 412a, 412b
in a direction transverse to the catheter 410. The inflation
lumen 416 is defined by the elongate tubular body 410.
[0046] In use, the balloon 450 is inflated to partially
and/or completely occlude one or both of the side open-
ings 412a, 412b and/or the lumen 414 while the distal
end portion of the balloon 450 is proximal to the distal
end opening 414a. In embodiments, the balloon 450 can
be inflated to extend radially and/or distally through the
side openings 412a, 412b and/or the distal end opening
414a of the tubular body 410.
[0047] As still another example, any of the balloons
described herein can be coated with an anti-thrombotic
or anti-microbial agent. In some embodiments, the anti-
thrombotic agent is heparin or p-selectin. In certain em-
bodiments, the anti-thrombotic agent includes a base pol-
ymer layer having a biostable polymer (phosphorylcho-
line, for example) and/or a bioabsorbable polymer (ex-
amples include PLA, PGA, PLLA). With the anti-throm-
botic agent coated on the balloons, the anti-thrombotic
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agent can be continuously delivered by the inflated bal-
loons to the side and/or distal end openings to limit and/or
prevent the build up of occlusive material such as throm-
bus that may develop during prolonged in vivo usage of
chronic catheters. In some embodiments, the anti-micro-
bial agent is one or more of chlorhexidine, silver, and
benzalkonium chloride. The anti-microbial agent can be
impregnated within the balloon and/or within the elongate
member. Additionally or alternatively, the anti-microbial
agents can be encapsulated within a polymer matrix coat-
ed on the elongate member. In certain embodiments, the
elongate member and/or balloon material is produced
using polyurethane and biomimetic technology, reducing
the need for anti-thrombogenic material and/or anti-mi-
crobial material while performing a similar function.
[0048] As yet another example, while catheter assem-
blies have been described as used in hemodialysis pro-
cedures, the use of catheter assemblies in other medical
procedures is additionally or alternatively possible. For
example, catheter assemblies can be used in procedures
requiring localized drug delivery and/or in peritoneal di-
alysis.

Claims

1. A catheter assembly (100), comprising:

an elongate member (110) defining at least one
lumen (116) an outer surface (110a) of the elon-
gate member (110) defining at least one distal
end opening (116a) and at least one side open-
ing (112), the at least one distal opening (116a)
and the at least one side opening (112) being in
fluid communication with the at least one lumen
(116); and
a balloon (150a) disposed within the at least one
lumen (116), the balloon (150a) being inflatable
such that at least a portion of the balloon (150a)
expands from the at least one lumen (116) and
through the at least one distal end opening
(116a) and the at least one side opening (112)
so as to extend radially and distally beyond the
outer surface (110a) of the elongate member
(110) to restrict flow through the at least one
distal end opening (116a) and the at least one
side opening (112) as compared to flow with the
balloon (150a) in a deflated condition.

2. The catheter assembly (100) of claim 1, wherein the
balloon (150a) is more compliant than the elongate
member (110).

3. The catheter assembly (100) of claim 2, wherein the
balloon (150a) is formed of latex or polyurethane and
the elongate member (110) is formed of silicone or
polyurethane.

4. The catheter assembly (100) of claim 1, wherein the
balloon (150a) is a compliant balloon with a volume
that expands upon inflation.

5. The catheter assembly (100) of claim 1, wherein the
balloon (150a) is inflatable into sealing engagement
with a periphery of the at least one distal end opening
(116a) and the at least one side opening (112).

6. The catheter assembly (100) of claim 1, further com-
prising a second balloon (150b), wherein the elon-
gate member (110) defines dual lumens (116, 118),
the balloon (150a) is a first balloon (150a) disposed
within one of the lumens (116, 118) and the second
balloon (150b) is disposed within the other lumen
(116, 118).

7. The catheter assembly (100) of claim 6, wherein the
elongate member (110) includes a septum (114) ex-
tending therethrough, the first and second balloons
(150a, 150b) being secured to the septum (114) and
inflatable through fluid communication with an infla-
tion lumen (115) at least partially defined by the sep-
tum (114).

8. The catheter assembly (100) of claim 1, wherein the
balloon (150a) maintains a zero-fold profile in the
deflated condition.

9. The catheter assembly (100) of claim 1, wherein the
balloon (150a) is coated with one or more of an anti-
thrombotic agent, an anti-microbial agent, and a bi-
omimetic agent.

10. The catheter assembly (100) of claim 9, wherein the
anti-thrombotic agent comprises a base polymer lay-
er including at least one of a biostable polymer and
a bioabsorable polymer.

Patentansprüche

1. Katheteranordnung (100), umfassend:

ein längliches Element (110), das mindestens
ein Lumen (116) definiert, wobei eine Außenflä-
che (110a) des länglichen Elements (110) min-
destens eine distale Endöffnung (116a) und
mindestens eine seitliche Öffnung (112) defi-
niert, wobei die mindestens eine distale Öffnung
(116a) und die mindestens eine seitliche Öff-
nung (112) in Fluidverbindung mit dem mindes-
tens einen Lumen (116) stehen; und
einen Ballon (150a), der innerhalb des mindes-
tens einen Lumens (116) angeordnet ist, wobei
der Ballon (150a) aufblasbar ist, so dass sich
mindestens ein Teil des Ballons (150a) aus dem
mindestens einen Lumen (116) und durch die
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mindestens eine distale Endöffnung (116a) und
die mindestens eine seitliche Öffnung (112) aus-
dehnt, um sich radial und distal über die Außen-
fläche (110a) des länglichen Elements (110) hi-
naus zu erstrecken, um den Fluss durch die min-
destens eine distale Endöffnung (116a) und die
mindestens eine Seitenöffnung (112) im Ver-
gleich zur Strömung mit dem Ballon (150a) in
einem entleerten Zustand zu beschränken.

2. Katheteranordnung (100) nach Anspruch 1, wobei
der Ballon (150a) nachgiebiger als das längliche Ele-
ment (110) ist.

3. Katheteranordnung (100) nach Anspruch 2, wobei
der Ballon (150a) aus Latex oder Polyurethan gebil-
det ist und das längliche Element (110) aus Silikon
oder Polyurethan gebildet ist.

4. Katheteranordnung (100) nach Anspruch 1, wobei
der Ballon (150a) ein nachgiebiger Ballon mit einem
Volumen ist, das sich beim Aufblasen ausdehnt.

5. Katheteranordnung (100) nach Anspruch 1, wobei
der Ballon (150a) in einen Dichtungseingriff mit ei-
nem Umfang der mindestens einen distalen Endöff-
nung (116a) und der mindestens einen Seitenöff-
nung (112) aufblasbar ist.

6. Katheteranordnung (100) nach Anspruch 1, ferner
umfassend einen zweiten Ballon (150b), wobei das
längliche Element (110) doppelte Lumen (116, 118)
definiert, wobei der Ballon (150a) ein erster Ballon
(150a) ist, der in einem der Lumen (116, 118) ange-
ordnet ist und der zweite Ballon (150b) innerhalb des
anderen Lumens (116, 118) angeordnet ist.

7. Katheteranordnung (100) nach Anspruch 6, wobei
das längliche Element (110) ein Septum (114) um-
fasst, das sich durch dieses erstreckt, wobei der ers-
te und der zweite Ballon (150a, 150b) am Septum
(114) befestigt sind und durch Fluidverbindung mit
einem Inflationslumen (115), das zumindest teilwei-
se durch das Septum (114) definiert ist, aufblasbar
ist.

8. Katheteranordnung (100) nach Anspruch 1, wobei
der Ballon (150a) im entleerten Zustand ein Nullfach-
profil beibehält.

9. Katheteranordnung (100) nach Anspruch 1, wobei
der Ballon (150a) mit einem oder mehreren Anti-
thrombotika, einem antimikrobiellen Mittel und ei-
nem biomimetischen Mittel beschichtet ist.

10. Katheteranordnung (100) nach Anspruch 9, wobei
das Antithrombotikum eine Basispolymerschicht
umfasst, die mindestens eines aus einem biostabi-

len Polymer und einem bioabsorbierbaren Polymer
enthält.

Revendications

1. Ensemble cathéter (100) comprenant :

un élément allongé (110) définissant au moins
une lumière (116), une surface extérieure
(110a) de l’élément allongé (110) définissant au
moins une ouverture d’extrémité distale (116a)
et au moins une ouverture latérale (112), l’au
moins une ouverture distale (116a) et l’au moins
une ouverture latérale (112) étant en communi-
cation fluidique avec l’au moins une lumière
(116) ; et
un ballonnet (150a) disposé à l’intérieur de l’au
moins une lumière (116), le ballonnet (150a)
étant gonflable de telle sorte qu’au moins une
partie du ballonnet (150a) se dilate à partir de
l’au moins une lumière (116) et à travers l’au
moins une ouverture d’extrémité distale (116a)
et l’au moins une ouverture latérale (112) de ma-
nière à s’étendre radialement et distalement au-
delà de la surface externe (110a) de l’élément
allongé (110) pour restreindre le flux à travers
l’au moins une ouverture d’extrémité distale
(116a) et l’au moins une ouverture latérale (112)
par rapport au flux avec le ballonnet (150a) dans
un état dégonflé.

2. Ensemble cathéter (100) selon la revendication 1,
dans lequel le ballonnet (150a) est plus souple que
l’élément allongé (110).

3. Ensemble cathéter (100) selon la revendication 2,
dans lequel le ballonnet (150a) est en latex ou en
polyuréthane et l’élément allongé (110) est en sili-
cone ou en polyuréthane.

4. Ensemble cathéter (100) selon la revendication 1,
dans lequel le ballonnet (150a) est un ballonnet sou-
ple avec un volume qui se dilate lors du gonflage.

5. Ensemble cathéter (100) selon la revendication 1,
dans lequel le ballonnet (150a) est gonflable en mise
en prise étanche avec une périphérie de l’au moins
une ouverture d’extrémité distale (116a) et de l’au
moins une ouverture latérale (112).

6. Ensemble cathéter (100) selon la revendication 1,
comprenant en outre un second ballonnet (150b),
dans lequel l’élément allongé (110) définit deux lu-
mières (116, 118), le ballonnet (150a) est un premier
ballonnet (150a) disposé à l’intérieur d’une des lu-
mières (116, 118) et le second ballonnet (150b) est
disposé à l’intérieur de l’autre lumière (116, 118).
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7. Ensemble cathéter (100) selon la revendication 6,
dans lequel l’élément allongé (110) comporte un
septum (114) s’étendant à travers celui-ci, les pre-
mier et second ballonnets (150a, 150b) étant fixés
au septum (114) et gonflables par communication
fluidique avec une lumière de gonflage (115) définie
au moins partiellement par le septum (114).

8. Ensemble cathéter (100) selon la revendication 1,
dans lequel le ballonnet (150a) maintient un profil
zéro pli à l’état dégonflé.

9. Ensemble cathéter (100) selon la revendication 1,
dans lequel le ballonnet (150a) est revêtu d’un ou
plusieurs d’un agent antithrombotique, d’un agent
antimicrobien et d’un agent biomimétique.

10. Ensemble cathéter (100) selon la revendication 9,
dans lequel l’agent antithrombotique comprend une
couche de polymère de base comportant un poly-
mère biostable et/ou un polymère bioabsorbable.
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