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Description

BACKGROUND

[0001] In general, contemporary air condition systems
are supplied a pressure at cruise that is approximately
206.8 kPa (30 psig) to 241.3 kPa (35 psig). The trend in
the aerospace industry today is towards systems with
higher efficiency. One approach to improve airplane ef-
ficiency is to eliminate the bleed air entirely and use elec-
trical power to compress outside air. A second approach
is to use lower engine pressure. The third approach is to
use the energy in the bleed air to compress outside air
and bring it into the cabin.
[0002] US 5,299,763, US 5,967,461 US 5,461,882, US
4,261,416 and EP 2937287 all relate to air conditioning
systems.

BRIEF DESCRIPTION

[0003] According to one or more embodiments, a com-
pressing device is provided as defined by claim 1.
[0004] The compressing device comprises a fan con-
figured to receive the first energy during the first mode
and the second energy during the second mode.
[0005] The compressing device comprises a power
turbine configured to provide a third energy by expanding
a third medium of the one or more mediums, wherein the
compressor is configured to receive the third energy from
the third medium expanded across the power turbine.
[0006] According to one or more embodiments or any
of the compressing device embodiments above, the first
medium and the second medium can be mixed at the
turbine during the first mode.
[0007] According to one or more embodiments or any
of the compressing device embodiments above, the first
medium and the second medium are mixed downstream
of the turbine during the second mode.
[0008] According to one or more embodiments or any
of the compressing device embodiments above, the first
medium can be bleed air and the second medium can
be fresh air.
[0009] According to one or more embodiments, an en-
vironmental control system of an aircraft can comprises
any of the compressing device embodiments above.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] The scope of the invention is defined only by
the claims at the conclusion of the specification. The for-
going and other features, and advantages thereof are
apparent from the following detailed description taken in
conjunction with the accompanying drawings, Figures 2
to 13 of which are shown by way of background to aid in
understanding the invention.

FIG. 1 is a diagram of a schematic of an environ-
mental control system according to an embodiment;

FIG. 2 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 3 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 4 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 5 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 6 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 7 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 8 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 9 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 10 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 11 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground;

FIG. 12 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground; and

FIG. 13 is a diagram of a schematic of an environ-
mental control system described by way of back-
ground.

DETAILED DESCRIPTION

[0011] A detailed description of one or more embodi-
ments of the disclosed apparatus and method are pre-
sented herein by way of exemplification and not limitation
with reference to the FIGS.
[0012] Embodiments herein provide an environmental
control system of an aircraft that mixes mediums from
different sources and uses the different energy sources
to power the environmental control system and to provide
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cabin pressurization and cooling at high fuel burn effi-
ciency. The medium can generally be air, while other
examples include gases, liquids, fluidized solids, or slur-
ries.
[0013] Turning to FIG. 1, a schematic of an environ-
mental control system is depicted according to a non-
limiting embodiment (i.e., a system 100), as it could be
installed on an aircraft. The aircraft example is not in-
tended to be limiting, as alternative embodiments are
contemplated
[0014] As shown in FIG. 1, the system 100 can receive
a first medium F1 from an inlet 101 and provide a condi-
tioned form of the first medium F1, as indicated by thin-
solid-lined arrows, which eventually is a portion of a
mixed medium (described herein) provided to a volume
102. In view of the above aircraft embodiment, the first
medium F1 can be bleed air, which is pressurized air
supplied to or originating from (being "bled’ from) an en-
gine or auxiliary power unit of the aircraft. Note that tem-
perature, humidity, and pressure of the bleed air can vary
widely depending upon a compressor stage and revolu-
tions per minute of the engine. Generally, the bleed air
described herein is high-pressure air. The volume 102
can be pressurized air within an aircraft cabin or a com-
bined flight deck and aircraft cabin. Generally, the pres-
surized air described herein is at a pressure that creates
a safe and comfortable environment for humans on the
aircraft.
[0015] The system 100 can receive a second medium
F2 from an inlet 103 and provide a conditioned form of
the second medium F2, as indicated by dotted-lined ar-
rows, which eventually is a portion of the mixed medium
provided to the volume 102. The second medium F2 can
be fresh air, which can be outside air destined to enter
the volume 102. The outside air can be procured by one
or more scooping mechanisms, such as an impact scoop
or a flush scoop. Thus, the inlet 103 can be considered
a fresh air inlet or an outside air inlet. Generally, the fresh
air described herein is at an ambient pressure outside of
the aircraft with respect to altitude.
[0016] The system 100 can further receive a third me-
dium F3 from the volume 102, as indicated by dot-
dashed-lined arrows. The third medium F3 can be cabin
discharge air, which can be air leaving the volume 102
and dumped/discharged overboard. For example, the
cabin discharge air can be supplied to a destination, such
as an outlet 104. Examples of the outlet 104 can include,
but are not limited to, a ram circuit (which exhausts over-
board) and/or an outflow valve (which exhausts over-
board).
[0017] In accordance with non-limiting embodiments,
the system 100 can perform or extract work from the cab-
in discharge air. In this way, the pressurized air of the
volume can be utilized by the system 100 to achieve cer-
tain operations required at different altitudes. For in-
stance, the system 100 can provide a conditioned form
of the third medium F3 as a portion of the mixed medium
provided to the volume 102 and/or other system (e.g.,

the aircraft cabin, the combined flight deck and aircraft
cabin, a cabin pressure control system). In a non-limiting
embodiment, the pressurized air can be resupplied to the
volume 102. This resupplied pressurized air can be re-
ferred to as recirculation air (e.g., air that is recirculated
inside the volume 102).
[0018] Thus, based on modes of operation, the system
100 can mix the first medium F1, the second medium F2,
and/or the third medium F3 at the different mixing points
within the system 100 to produce the mixed medium, as
indicated by thick-solid-lined arrows. The mixed medium
can be mixed air that meet fresh air requirements set by
aviation organizations. The system 100 illustrates mixing
point M1 and M2, which are not limiting.
[0019] The system 100 can comprise a ram circuit. The
ram circuit comprises a shell 105 encasing one or more
heat exchangers. The shell 105 can receive and direct a
medium (such as ram air described herein) through the
system 100. The one or more heat exchangers are de-
vices built for efficient heat transfer from one medium to
another. Examples of heat exchangers include double
pipe, shell and tube, plate, plate and shell, adiabatic
wheel, plate fin, pillow plate, and fluid heat exchangers.
[0020] The one or more heat exchangers encased by
the shell 105 can be referred to as ram heat exchangers.
Ram heat exchangers receive ram air, which can be out-
side air being forced through the shell 105, as a heat sink
to cool bleed air (e.g., the first medium F1) and/or fresh
air (e.g., the second medium F2). As shown in FIG. 1,
the shell 105 comprises a primary heat exchanger 106
and a secondary heat exchanger 107. In a non-limiting
embodiment, an exhaust of the cabin discharge air can
be released through the shell 105 of the ram circuit and
used in conjunction or in place of the ram air.
[0021] Also, as shown in FIG. 1, the system can include
an outflow heat exchanger 108. In a non-limiting embod-
iment, an exhaust of the cabin discharge air (e.g., the
third medium F3). can be released through the outflow
valve (a.k.a. an outflow control valve and a thrust recov-
ery outflow valve). For example, when the third medium
F3from the outflow heat exchanger 108 is coupled to the
outflow valve, the outflow heat exchanger 108 increases
the energy in the third medium F3, which increases the
thrust recovered by the outflow valve. Note that the pres-
sure drop at a high altitude between overboard and one
of the inlet 101, the volume 102, and the inlet 103 can
cause a corresponding medium to be pulled through the
components of the system 100.
[0022] The system 100 can comprise a compressing
device 109. The compressing device 109 can comprise
a compressor 112, a turbine 113, a power turbine 114,
a fan 116, and a shaft 118.
[0023] The compressing device 109 is a mechanical
device that includes components for performing thermo-
dynamic work on the medium (e.g., extracts or works on
the first medium F1, the second medium F2, and/or the
third medium F3 by raising and/or lowering pressure and
by raising and/or lowering temperature). Examples of the
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compressing device 109 include an air cycle machine, a
three-wheel air cycle machine, a four-wheel air cycle ma-
chine, etc.
[0024] The compressor 112 is a mechanical device
that raises a pressure of a medium and can be driven by
another mechanical device (e.g., a motor or a medium
via a turbine). Examples of compressor types include
centrifugal, diagonal or mixed-flow, axial-flow, recipro-
cating, ionic liquid piston, rotary screw, rotary vane,
scroll, diaphragm, air bubble, etc. As shown in FIG. 1,
the compressor 112 can receive and pressurize the sec-
ond medium F2 from the inlet 103.
[0025] The turbine 113 and the power turbine 114 are
mechanical devices that expand and extract work from
a medium (also referred to as extracting energy). In the
compressing device 109, the turbine drives the compres-
sor 112 and the fan 116 via the shaft 118. The turbine
113 can be a dual entry turbine that includes a plurality
of inlet gas flow paths, such as an inner flow path and an
outer flow path, to enable mixing of alternative medium
flows at the exit of the turbine. The inner flow path can
be a first diameter, and the outer flow path can be a sec-
ond diameter. The power turbine 114 can provide power
assist to the turbine 113 based on the mode of operation
the system (as described herein). In a non-limiting em-
bodiment, the turbine 113 can comprise a first nozzle
configured to accelerate the first medium for entry into a
turbine impeller and a second nozzle is configured to
accelerate the second medium for entry into the turbine
impeller. The turbine impeller can be configured with a
first gas path configured to receive the first medium from
the first nozzle and with a second gas path configured to
receive the second medium from the second nozzle.
[0026] The fan 116 (e.g., a ram air fan as shown in
FIG. 1) is a mechanical device that can force via push or
pull methods the medium (e.g., ram air) through the shell
105 across the heat exchangers 106 and 107 at a variable
cooling to control temperatures.
[0027] The system 100 also comprises a water extrac-
tor 151, a condenser 162, and a water extractor 164. The
water extractor 151 and the water extractor 164 are me-
chanical devices that perform a process of taking water
from a medium. The condenser 160 is particular type of
heat exchanger (another example includes a reheater).
In a non-limiting embodiment, a condenser and/or a wa-
ter extractor can combine to be a high pressure water
separator that removes moisture at a highest pressure
within an environmental control system (e.g., down-
stream of the primary heat exchanger 106). A low-pres-
sure water separator removes moisture at a lowest pres-
sure within an environmental control system, such as at
a turbine discharge pressure (e.g., mixed air exiting the
turbine 113).
[0028] The elements of the system 100 are connected
via valves, tubes, pipes, and the like. Valves (e.g., flow
regulation device or mass flow valve) are devices that
regulate, direct, and/or control a flow of a medium by
opening, closing, or partially obstructing various pas-

sageways within the tubes, pipes, etc. of the system 100.
Valves can be operated by actuators, such that flow rates
of the medium in any portion of the system 100 can be
regulated to a desired value. For instance, a valve V1
controls whether a flow of the second medium F2 from
the secondary heat exchanger 107 bypasses the con-
denser 162 in accordance with a mode of the system
100. Further, a valve V2 controls whether a flow of the
third medium F3 from the volume 102 bypasses the pow-
er turbine 114 in accordance with a mode of the system
100. Note that a combination of components and ele-
ments of the system 100 can be referred to as an air
conditioning pack or a pack. The pack can exist between
the inlet 101, the volume 102, the inlet 103, the outlet
104, and an exhaust of the shell 105.
[0029] Operational embodiments of the system 100 of
FIG. 1 will now be described with respect to an aircraft.
The system 100 can be referred to as an advanced pneu-
matic system that mixes fresh air (e.g., the second me-
dium F2) with bleed air (e.g., the first medium F1) to pro-
duce mixed air (e.g., the mixed medium) according to
these operational embodiments. The (dual entry) turbine
113, the compressor 112, and the fan 116 can receive
energy from the bleed air, the cabin discharge air (e.g.,
the third medium F3), and the fresh air. Operational em-
bodiments can be described as modes or operational
modes. A first mode, which can be used for ground and/or
low altitude flight conditions (such as ground idle, taxi,
take-off, and hold conditions), is a low altitude operation
of the aircraft. A second mode, which can be used for
high altitude flight conditions (such as high altitude cruise,
climb, and descent flight conditions), is a high altitude
operation of the aircraft.
[0030] When the system 100 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from the bleed air via turbine
113 to compress the fresh air. The act of compressing
the fresh air adds energy to the fresh air and that energy
is also used to drive the compressor 112, in a bootstrap-
ping effect, and the fan 116. Note that, in the first mode,
the valve V2 directs the cabin discharge air to bypass
the power turbine 114 and flow to the outlet 104, as the
additional energy is not needed for compression.
[0031] For example, in the first mode, high-pressure
high-temperature bleed air from either then the engine
or the auxiliary power unit (e.g., the inlet 101) enters the
primary heat exchanger 106. The primary heat exchang-
er 106 cools the high-pressure high-temperature bleed
air to nearly ambient temperature to produce cool high-
pressure bleed air. The cool high-pressure bleed air en-
ters the condenser 162, where it is cooled (and dehumid-
ified) to produce cold high-pressure bleed air. Note that
the heat sink used by the condenser 162 can be the mixed
air exhausting from the turbine 113 of the compressing
device 109. The cold high-pressure bleed air flows
through the water extractor 164, where moisture can be
removed to produce cold dry high-pressure bleed air.
Note that the combination of the condenser 162 and the
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water extractor 164 can be considered a high-pressure
water extractor because bleed air received by the con-
denser 162 is at the highest pressure in the system 100.
The cold dry high-pressure bleed air enters the turbine
113. The cold dry high-pressure bleed air enters the tur-
bine 113 through a first nozzle, where it is expanded and
work extracted.
[0032] The work extracted by the turbine 113 drives
the compressor 112 used to compress the fresh air and
drives the fan 116 used to move ram air through the ram
air heat exchangers (e.g., the primary heat exchanger
106 and the secondary heat exchanger 107). The act of
compressing the fresh air heats (and compresses) it to
produce compressed fresh air, which is at a middle-pres-
sure (i.e., medium-pressure fresh air). The medium-pres-
sure fresh air enters the outflow heat exchanger 108 and
is cooled by the cabin discharge air to produce cooled
medium-pressure fresh air. The cooled medium-pres-
sure fresh air enters the secondary heat exchanger 107,
where it is further cooled to nearly ambient temperature
to produce cool pressurized fresh air. The cool pressu-
rized fresh air then enters the water extractor 151 where
any free moisture in the cool pressurized fresh air is re-
moved to produce dry cool pressurized fresh air. This dry
cool pressurized fresh air is then directed by the valve
V1 to the turbine 113. The dry cool pressurized fresh air
enters the turbine 113 through a second nozzle, where
it is expanded and work extracted.
[0033] The two air flows (i.e., the fresh air from the
water extractor 151 and the bleed air from the water ex-
tractor 164) are mixed at the turbine 113 (e.g., at mixing
point M1 as shown) to produce the mixed air. The mixed
air leaves the turbine 113 and enters the condenser 162
(to cool the cool high-pressure bleed air leaving the pri-
mary heat exchanger 106 in the condenser 162). The
mixed air is then sent to condition the volume 102.
[0034] When the system 100 is operating in the second
mode (the high altitude operation of the aircraft), the sys-
tem 100 can operate in a similar way as in the low altitude
operation. For instance, the compressor 112 receives
energy from the bleed air via turbine 113 to compress
the fresh air. The act of compressing the fresh air adds
energy to the fresh air. However, this energy is not
enough to further drive the compressor 112. The com-
pressor 112 then also receives energy from the cabin
discharge air via the power turbine 114 (the valve V2
directs the third medium F3 to the power turbine 114),
which used to increase an amount of the fresh air com-
pressed in the compressor 112. Further, the dry cool
pressurized fresh air exiting the water extractor 151 is
also directed by the valve V1 to a mixing point M2 so that
the fresh air is mixed downstream of the turbine 113 (rath-
er than at it). Furthermore, in the second mode, fresh air
requirements can be met by mixing the bleed air with
fresh air, while an amount of bleed air can reduced by
40% to 75% depending on an altitude. In this way, the
system 100 provides the bleed air reduction ranging from
40% to 75% to provide higher efficiencies with respect

to engine fuel burn than contemporary airplane air sys-
tems.
[0035] Turning now to FIGS. 2 and 3, variations of the
above system are shown as systems 200 and 300 ac-
cording to non-limiting embodiments. Components of the
above system that are similar to the systems 200 and
300 have been reused for ease of explanation, by using
the same identifiers, and are not re-introduced. Note that,
in these systems 200 and 300, the compressing device
109 is divided into multiple components, so that the fan
116 can be located on a second shaft and driven by a
mechanism other than the compressor 112.
[0036] Turning now to FIG. 2, the system 200 is shown.
Alternative and/or additional components of the system
200 include a compressing device 209 that comprises a
component 210 and a component 216. The component
210 comprises the compressor 112, the turbine 113, and
the power turbine 114 on the same shaft 118. The com-
ponent 216 comprises a turbine 217, a shaft 218, and a
fan 219. The turbine 217 of the component 216 is con-
figured to receive a flow of a first medium F1.2 (e.g., bleed
air) from the inlet 101, so that energy of the flow of the
first medium F1.2 can be extracted by the turbine 217
and drive the fan 219 via the shaft 218.
[0037] When the system 200 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from a first flow of the first
medium F1 via turbine 113 to compress the second me-
dium F2 (e.g., fresh air). The act of compressing the sec-
ond medium F2 adds energy to the second medium F2
and that energy is also used to drive the compressor 112
in a bootstrapping effect. The fan 219 receives energy
from the second flow of the first medium F1.2 passing
through the turbine 217. Note that the pressure drop dur-
ing the first mode between the inlet 101 and the exhaust
of the turbine 215 can cause the second flow of the first
medium F1.2 to be pulled through the turbine of the sys-
tem 200.
[0038] When the system 200 is operating in the second
mode (the high altitude operation of the aircraft), the com-
pressor 112 receives energy from the first flow of the first
medium F1 via turbine 113 to compress the second me-
dium F2. The act of compressing the second medium F2
adds energy to the second medium F2; however, this
energy is not enough to further drive the compressor 112.
The compressor 112 then also receives energy from the
third medium F3 via the power turbine 114 (the valve V2
directs the third medium F3 to the power turbine 114),
which is used to increase an amount of the second me-
dium F2 compressed in the compressor 112.
[0039] Turning now to FIG. 3, the system 300 is shown.
Alternative and/or additional components of the system
300 include a compressing device 309 that comprises
the component 210 and a component 316. The compo-
nent 316 comprises a motor 317, a shaft 318, and a fan
319. The motor 317 of the component 316 can be con-
figured to receive electric power, which enables the motor
316 to drive the fan 319 via the shaft 318.
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[0040] When the system 300 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from the first flow of the first
medium F1 via turbine 113 to compress the second me-
dium F2. The act of compressing the second medium F2
adds energy to the second medium F2 and that energy
is also used to drive the compressor 112 in a bootstrap-
ping effect. The fan 319 is driven by the motor 317.
[0041] When the system 300 is operating in the second
mode (the high altitude operation of the aircraft), the com-
pressor 112 receives energy from the first flow of the first
medium F1 via turbine 113 to compress the second me-
dium F2. The act of compressing the second medium F2
adds energy to the second medium F2; however, this
energy is not enough to further drive the compressor 112.
The compressor 112 then also receive energy from the
third medium F3 via the power turbine 114 (the valve V2
directs the third medium F3 to the power turbine 114),
which is used to increase an amount of the second me-
dium F2 compressed in the compressor 112.
[0042] Turning now to FIGS. 4, 5, and 6, variations of
the above systems are shown as systems 400, 500, and
600 according to non-limiting embodiments. Compo-
nents of the above systems that are similar to the systems
400, 500, and 600 have been reused for ease of expla-
nation, by using the same identifiers, and are not re-in-
troduced.
[0043] With respect to FIG. 4, the system 400 is shown.
Alternative and/or additional components of the system
400 include a compressing device 409 that additionally
comprises dual use turbines 413 and 415, along with a
mixing point M3. The dual use turbines 413 and 415, the
compressor 112, and the fan 116 can receive energy
from the first medium F1 (e.g., bleed air) and the second
medium F2 (e.g., fresh air).
[0044] When the system 400 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 and the fan 116 receive energy from the
bleed air via turbine 415 and energy from the fresh air
via the turbine 413. The energy received by the compres-
sor 112 is utilized to compress the fresh air. The act of
compressing the fresh air adds energy to the fresh air
and that energy is also used to drive the compressor 112,
in a bootstrapping effect, and the fan 116.
[0045] For example, in the first mode, high-pressure
high-temperature bleed air from either then the engine
or the auxiliary power unit (e.g., the inlet 101) enters the
primary heat exchanger 106. The primary heat exchang-
er 106 cools the high-pressure high-temperature bleed
air to nearly ambient temperature to produce cool high-
pressure bleed air. The cool high-pressure bleed air en-
ters the condenser 162, where it is cooled (and dehumid-
ified) to produce cold high-pressure bleed air. Note that
the heat sink used by the condenser 162 can be the mixed
air exhausting from the compressing device 409. The
cold high-pressure bleed air flows through the water ex-
tractor 164, where moisture can be removed to produce
cold dry high-pressure bleed air. Note that the combina-

tion of the condenser 162 and the water extractor 164
can be considered a high-pressure water extractor be-
cause bleed air received by the condenser 162 is at the
highest pressure in the system 100. The cold dry high-
pressure bleed air enters the turbine 415. The cold dry
high-pressure bleed air enters the turbine 415, where it
is expanded and work extracted.
[0046] The work extracted by the turbine 415 drives
the compressor 112 used to compress fresh air and
drives the fan 116 used to move ram air through the ram
air heat exchangers (e.g., the primary heat exchanger
106 and the secondary heat exchanger 107). The act of
compressing the fresh air heats (and compresses) it to
produce compressed fresh air, which is at a middle-pres-
sure (i.e., medium-pressure fresh air). The medium-pres-
sure fresh air enters the outflow heat exchanger 108 and
is cooled by the cabin discharge air (e.g., the third me-
dium F3) to produce cooled medium-pressure fresh air.
The cooled medium-pressure fresh air enters the sec-
ondary heat exchanger 107, where it is further cooled to
nearly ambient temperature to produce cooled pressu-
rized fresh air. The cooled pressurized fresh air then en-
ters the water extractor 151 where any free moisture in
the cooled pressurized fresh air is removed to produce
dry cooled pressurized fresh air. This dry cooled pressu-
rized fresh air is then directed by the valve V1 to the
turbine 413. The dry cooled pressurized fresh air enters
the turbine 413, where it is expanded and work extracted.
[0047] The two air flows (i.e., the fresh air from the
turbine 413 and the bleed air from the turbine 415) are
mixed to produce the mixed air. The mixing can be at the
turbine 415 (e.g., at mixing point M3 as shown). The
mixed air enters the condenser 162 (to cool the cool high-
pressure bleed air leaving the primary heat exchanger
106 in the condenser 162). The mixed air is then sent to
condition the volume 102.
[0048] When the system 400 is operating in the second
mode (the high altitude operation of the aircraft), the sys-
tem 400 can operate in a similar way as in the low altitude
operation, but for the dry cooled pressurized fresh air
exiting the water extractor 151 being directed by the valve
V1 to a mixing point M2. That is, the fresh air is mixed
downstream of the condenser 162 and/or the turbine 415
rather than at it. Further, in the second mode, fresh air
requirements can be met by mixing the bleed air with
fresh air, while an amount of bleed air can reduced by
40% to 60% depending on an altitude. In this way, the
system 400 provides the bleed air reduction ranging from
40% to 60% to provide higher efficiencies with respect
to engine fuel burn than contemporary airplane air sys-
tems. Note that, in the second mode, the compressor
112 and fan 116 receive energy from the bleed air. The
act of compressing the fresh air adds energy to the fresh
air.
[0049] Turning now to FIGS. 5 and 6, variations of the
above systems are shown as systems 500 and 600 ac-
cording to non-limiting embodiments. Components of the
above systems that are similar to the systems 500 and
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600 have been reused for ease of explanation, by using
the same identifiers, and are not re-introduced. Note that,
in these systems 500 and 600, the compressing device
409 is divided into multiple components, so that the fan
116 can be located on a second shaft and driven by a
mechanism other than the compressor 112.
[0050] With respect to FIG. 5, the system 500 is shown.
Alternative and/or additional components of the system
500 include a compressing device 509 that comprises a
component 510 and the component 216. The component
510 comprises the compressor 112, the turbine 413, and
the turbine 415 on the same shaft 118. The component
216 comprises the turbine 217, the shaft 218, and the
fan 219. The turbine 217 of the component 216 is con-
figured to receive a flow of a first medium F1.2 (e.g., bleed
air) from the inlet 101, so that energy of the flow of the
first medium F1.2 can be extracted by the turbine 217
and drive the fan 219 via the shaft 218.
[0051] When the system 500 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from a first flow of the first
medium F1 via turbine 415 and energy from the second
medium F2 (e.g., fresh air) via the turbine 413. The en-
ergy received by the compressor 112 is utilized to com-
press the second medium F2. The act of compressing
the second medium F2 adds energy to the second me-
dium F2 and that energy is also used to drive the com-
pressor 112 in a bootstrapping effect. The fan 219 re-
ceives energy from the second flow of the first medium
F1.2 passing through the turbine 217. Note that the pres-
sure drop during the first mode between the inlet 101 and
the exhaust of the turbine 215 can cause the second flow
of the first medium F1.2 to be pulled through the turbine
of the system 500.
[0052] When the system 500 is operating in the second
mode (the high altitude operation of the aircraft), the com-
pressor 112 receives energy from the first flow of the first
medium F1 via turbine 415 to compress the second me-
dium F2. The act of compressing the second medium F2
adds energy to the second medium F2.
[0053] Turning now to FIG. 6, the system 600 is shown.
Components of the above systems that are similar to the
system 600 have been reused for ease of explanation,
by using the same identifiers, and are not re-introduced.
Alternative and/or additional components of the system
600 include a compressing device 609 that comprises
the component 510 and the component 316. The com-
ponent 510 comprises the compressor 112, the turbine
413, and the turbine 415 on the same shaft 118. The
component 316 comprises the motor 317, the shaft 318,
and the fan 319. The motor 317 of the component 316
can be configured to receive electric power, which ena-
bles the motor 316 to drive the fan 319 via the shaft 318.
[0054] When the system 600 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from a first flow of the first
medium F1 via turbine 415 and energy from the second
medium F2 (e.g., fresh air) via the turbine 413. The en-

ergy received by the compressor 112 is utilized to com-
press the second medium F2. The act of compressing
the second medium F2 adds energy to the second me-
dium F2 and that energy is also used to drive the com-
pressor 112 in a bootstrapping effect. The fan 319 is driv-
en by the motor 317.
[0055] When the system 600 is operating in the second
mode (the high altitude operation of the aircraft), the com-
pressor 112 receives energy from the first flow of the first
medium F1 via turbine 415 to compress the second me-
dium F2. The act of compressing the second medium F2
adds energy to the second medium F2.
[0056] Turning now to FIGS. 7, 8, and 9, variations of
the above systems are shown as systems 700, 800, and
900 according to non-limiting embodiments. Compo-
nents of the above systems that are similar to the systems
700, 800, and 900 600 have been reused for ease of
explanation, by using the same identifiers, and are not
re-introduced.
[0057] With respect to the system 700 of FIG. 7, alter-
native and/or additional components of the system 700
include a compressing device 709 that additionally com-
prises a (dual use) turbine 713 and a turbine 715, along
with mixing point M5. Note that turbine 713 is a duel entry
turbine, that the mixing point M5 is downstream of the
heat exchangers 106 and 107, and that the third medium
F3 can be supplied to an inlet of the ram circuit based on
the operation of a valve v7. The exhaust of the turbine
713 can be controlled a valve V7, such that the flow of
can be directed to an outlet 104 (into the ram circuit) or
mixed at the turbine 715 (mixing point M5).
[0058] When the system 700 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 and the fan 116 receive energy from the first
medium F1 via turbine 715 and energy from the second
medium F2 via the turbine 713. The energy received by
the compressor 112 is utilized to compress the second
medium F2. The act of compressing the second medium
F2 adds energy to the second medium F2 and that energy
is also used to drive the compressor 112, in a bootstrap-
ping effect, and the fan 116. Note that the second medium
F2 and the first medium F1 can mix at the turbine 715
(mixing point M5).
[0059] When the system 700 is operating in the second
mode (the high altitude operation of the aircraft), the com-
pressor 112 and the fan 116 receive energy from the first
medium F1 via turbine 715 and energy from the third
medium F3 via the turbine 713. The energy received by
the compressor 112 is utilized to compress the second
medium F2. Note that the second medium F2 and the
first medium F1 can mix downstream of the turbine 715
(e.g., at mixing point M2). Note that the third medium F3
is directed by valve V7 to outlet 104.
[0060] Turning now to FIGS. 8 and 9, variations of the
above systems are shown as systems 800 and 900 ac-
cording to non-limiting embodiments. Components of the
above systems that are similar to the systems 800 and
900 have been reused for ease of explanation, by using
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the same identifiers, and are not re-introduced. Note that,
in these systems 800 and 900, the compressing device
709 is divided into multiple components, so that the fan
116 can be located on a second shaft and driven by a
mechanism other than the compressor 112.
[0061] With respect to FIG. 8, the system 800 is shown.
Alternative and/or additional components of the system
800 include a compressing device 809 that comprises a
component 810 and the component 216. The component
810 comprises the compressor 112, the turbine 713, and
the turbine 715 on the same shaft 118. The component
216 comprises the turbine 217, the shaft 218, and the
fan 219. The turbine 217 of the component 216 is con-
figured to receive a flow of a first medium F1.2 (e.g., bleed
air) from the inlet 101, so that energy of the flow of the
first medium F1.2 can be extracted by the turbine 217
and drive the fan 219 via the shaft 218.
[0062] When the system 800 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from the first medium F1
via turbine 715 and energy from the second medium F2
via the turbine 713. The energy received by the compres-
sor 112 is utilized to compress the second medium F2.
The act of compressing the second medium F2 adds en-
ergy to the second medium F2 and that energy is also
used to drive the compressor 112, in a bootstrapping
effect. Note that the second medium F2 and the first me-
dium F1 can mix at the turbine 715 (mixing point M5).
The fan 219 receives energy from the second flow of the
first medium F1.2 passing through the turbine 217. Note
that the pressure drop during the first mode between the
inlet 101 and the exhaust of the turbine 215 can cause
the second flow of the first medium F1.2 to be pulled
through the turbine of the system 700.
[0063] When the system 800 is operating in the second
mode (the high altitude operation of the aircraft), the com-
pressor 112 receives energy from the first medium F1
via turbine 715 and energy from the third medium F3 via
the turbine 713. The energy received by the compressor
112 is utilized to compress the second medium F2. Note
that the second medium F2 and the first medium F1 can
mix downstream of the turbine 715 (e.g., at mixing point
M2). Note that the third medium F3 is directed by valve
V7 to outlet 104.
[0064] With respect to the system 900 of FIG. 9, alter-
native and/or additional components of the system 900
include a compressing device 909 that comprises the
component 810 and the component 316. The component
810 comprises the compressor 112, the turbine 713, and
the turbine 715 on the same shaft 118. The component
316 comprises the motor 317, the shaft 318, and the fan
319. The motor 317 of the component 316 can be con-
figured to receive electric power, which enables the motor
316 to drive the fan 319 via the shaft 318.
[0065] When the system 900 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from the first medium F1
via turbine 715 and energy from the second medium F2

via the turbine 713. The energy received by the compres-
sor 112 is utilized to compress the second medium F2.
The act of compressing the second medium F2 adds en-
ergy to the second medium F2 and that energy is also
used to drive the compressor 112, in a bootstrapping
effect. Note that the second medium F2 and the first me-
dium F1 can mix at the turbine 715 (mixing point M5).
The fan 319 is driven by the motor 317.
[0066] When the system 900 is operating in the second
mode (the high altitude operation of the aircraft), the com-
pressor 112 receive energy from the first medium F1 via
turbine 715 and energy from the third medium F3 via the
turbine 713. The energy received by the compressor 112
is utilized to compress the second medium F2. Note that
the second medium F2 and the first medium F1 can mix
downstream of the turbine 715 (e.g., at mixing point M2).
Note that the third medium F3 is directed by valve V7 to
outlet 104.
[0067] Turning now to FIG. 10, a variation of the above
systems is shown as system 1000 according to non-lim-
iting embodiments. Components of the above systems
that are similar to the systems 1000 have been reused
for ease of explanation, by using the same identifiers,
and are not re-introduced. Alternative and/or additional
components of the system 1000 include a compressing
device 1009 that the component 210 (comprising the
compressor 112, the turbine 113, and the power turbine
114 on the same shaft 118) and a component 1016 (com-
prising a turbine 1017, a shaft 1-18, and a fan 1019). In
general, the compressor 112 can receive energy from
the first medium F1 via the turbine 113 and the third me-
dium F3 via the power turbine 114, and the fan 1019 can
receive energy from the second medium F2. A valve V10
can be utilized to bypass the turbine 1017 according to
a mode.
[0068] In low altitude operation the compressor, in the
system 1000, receives energy from the first medium F1.
The act of compressing the second medium F2 adds en-
ergy to the second medium F2 and that energy is used
to drive the fan. When the system 1000 is operating in
the first mode (the low altitude operation of the aircraft),
the compressor 112 receives energy from the first medi-
um F1. The operations by the turbine 1017 extracts en-
ergy from the second medium F2 and that energy is also
used to drive the fan 1019.
[0069] When the system 1000 is operating in the sec-
ond mode (the high altitude operation of the aircraft), the
compressor 112 receives energy from the first medium
F1. The act of compressing the second medium F2 adds
energy to the second medium F2 but not enough to fur-
ther drive the fan 1019. The compressor 112 can also
receive energy from the third medium F3 via the power
turbine 1015, which is used to increase an amount of the
second medium F2 compressed in the compressor 112.
[0070] Turning now to FIGS. 11, 12, and 13, variations
of the above systems are shown as systems 1100, 1200,
and 1300 according to non-limiting embodiments. Com-
ponents of the above systems that are similar to the sys-
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tems 1100, 1200, and 1300 have been reused for ease
of explanation, by using the same identifiers, and are not
re-introduced.
[0071] With respect to the system 1100 of FIG. 11, al-
ternative and/or additional components of the system
1100 include a compressing device 1109 that comprises
a turbine 1113, along with mixing point M11 and a valve
V11. Note that the mixing point M11 is downstream of
the heat exchangers 106 and 107 and upstream of the
turbine 1113. The exhaust of the secondary heat ex-
changer 107 can be controlled a valve V11, such that the
flow of can be directed to the volume 102 (mixing point
M2) or the turbine 1113 (via mixing point M11).
[0072] When the system 1100 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from the mixed air via tur-
bine 1113 to compress the fresh air. The act of compress-
ing the fresh air adds energy to the fresh air and that
energy is also used to drive the compressor 112, in a
bootstrapping effect, and the fan 116. Note that, in the
first mode, the valve V2 directs the cabin discharge air
to bypass the power turbine 114 and flow to the outlet
104, as the additional energy is not needed for compres-
sion.
[0073] For example, in the first mode, high-pressure
high-temperature bleed air from either then the engine
or the auxiliary power unit (e.g., the inlet 101) enters the
primary heat exchanger 106. The primary heat exchang-
er 106 cools the high-pressure high-temperature bleed
air to nearly ambient temperature to produce cool high-
pressure bleed air. The cool high-pressure bleed air en-
ters the condenser 162, where it is cooled (and dehumid-
ified) to produce cold high-pressure bleed air. Note that
the heat sink used by the condenser 162 can be the mixed
air exhausting from the turbine 1113 of the compressing
device 109. The cold high-pressure bleed air flows
through the water extractor 164, where moisture can be
removed to produce cold dry high-pressure bleed air.
Note that the combination of the condenser 162 and the
water extractor 164 can be considered a high-pressure
water extractor because bleed air received by the con-
denser 162 is at the highest pressure in the system 1100.
The cold dry high-pressure bleed air is mixed with an
exhaust of the water extractor 151 to produce mixed air.
The mixed air enters the turbine 1113, where it is ex-
panded and work extracted.
[0074] The work extracted by the turbine 1113 drives
the compressor 112 used to compress the fresh air and
drives the fan 116 used to move ram air through the ram
air heat exchangers (e.g., the primary heat exchanger
106 and the secondary heat exchanger 107). The act of
compressing the fresh air heats (and compresses) it to
produce compressed fresh air, which is at nearly the
same pressure as the bleed air. The pressurized fresh
air enters the outflow heat exchanger 108 and is cooled
by the cabin discharge air to produce cooled pressurized
fresh air. The cooled pressurized fresh air enters the sec-
ondary heat exchanger 107, where it is further cooled to

nearly ambient temperature to produce cool pressurized
fresh air. The cool pressurized fresh air is then directed
by the valve V1 to the water extractor 151 where any free
moisture in the cool pressurized fresh air is removed to
produce dry cool pressurized fresh air. This dry cool pres-
surized fresh air is mixed with an exhaust of the water
extractor 164 to produce the mixed air. The mixed air
enters the turbine 1113, where it is expanded and work
extracted.
[0075] The two air flows (i.e., the fresh air from the
water extractor 151 and the bleed air from the water ex-
tractor 164) are mixed downstream of the turbine 1113
(e.g., at mixing point M11 as shown) to produce the mixed
air. The mixed air leaves the turbine 1113 and enters the
condenser 162 (to cool the cool high-pressure bleed air
leaving the primary heat exchanger 106 in the condenser
162). The mixed air is then sent to condition the volume
102.
[0076] When the system 1100 is operating in the sec-
ond mode (the high altitude operation of the aircraft), the
system 1100 can operate in a similar way as in the low
altitude operation. For instance, the compressor 112 re-
ceives energy from the bleed air via turbine 1113 to com-
press the fresh air. The act of compressing the fresh air
adds energy to the fresh air. However, this energy is not
enough to further drive the compressor 112. The com-
pressor 112 then also receives energy from the cabin
discharge air via the power turbine 114 (the valve V2
directs the third medium F3 to the power turbine 114),
which used to increase an amount of the fresh air com-
pressed in the compressor 112. Further, the dry cool
pressurized fresh air exiting the water extractor 151 is
also directed by the valve V11 to a mixing point M2 so
that the fresh air is mixed downstream of the turbine 1113
(rather than at it). Furthermore, in the second mode, fresh
air requirements can be met by mixing the bleed air with
fresh air, while an amount of bleed air can reduced by
40% to 60% depending on an altitude. In this way, the
system 100 provides the bleed air reduction ranging from
40% to 60% to provide higher efficiencies with respect
to engine fuel burn than contemporary airplane air sys-
tems.
[0077] Turning now to FIGS. 12 and 13, variations of
the above system are shown as systems 1200 and 1300
according to non-limiting embodiments. Components of
the above system that are similar to the systems 1200
and 1300 have been reused for ease of explanation, by
using the same identifiers, and are not re-introduced.
Note that, in these systems 1200 and 1300, the com-
pressing device 1109 is divided into multiple compo-
nents, so that the fan 116 can be located on a second
shaft and driven by a mechanism other than the com-
pressor 112.
[0078] Turning now to FIG. 12, the system 1200 is
shown. Alternative and/or additional components of the
system 200 include a compressing device 1209 that com-
prises a component 1210 and a component 216. The
component 1210 comprises the compressor 112, the tur-
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bine 1113, and the power turbine 114 on the same shaft
118. The component 216 comprises the turbine 217, the
shaft 218, and the fan 219. The turbine 217 of the com-
ponent 216 is configured to receive a flow of a first me-
dium F1.2 (e.g., bleed air) from the inlet 101, so that en-
ergy of the flow of the first medium F1.2 can be extracted
by the turbine 217 and drive the fan 219 via the shaft 218.
[0079] When the system 1200 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from the mixed air via tur-
bine 1113 to compress the second medium F2 (e.g., fresh
air). The act of compressing the second medium F2 adds
energy to the second medium F2 and that energy is also
used to drive the compressor 112 in a bootstrapping ef-
fect. The fan 219 receives energy from the second flow
of the first medium F1.2 passing through the turbine 215.
Note that the pressure drop during the first mode between
the inlet 101 and the exhaust of the turbine 215 can cause
the second flow of the first medium F1.2 to be pulled
through the turbine of the system 1200.
[0080] When the system 1200 is operating in the sec-
ond mode (the high altitude operation of the aircraft), the
compressor 112 receives energy from the first medium
F1 via turbine 1113 to compress the second medium F2.
The act of compressing the second medium F2 adds en-
ergy to the second medium F2; however, this energy is
not enough to further drive the compressor 112. The com-
pressor 112 then also receives energy from the third me-
dium F3 via the power turbine 114 (the valve V2 directs
the third medium F3 to the power turbine 114), which is
used to increase an amount of the second medium F2
compressed in the compressor 112.
[0081] Turning now to FIG. 13, the system 1300 is
shown. Alternative and/or additional components of the
system 1300 include a compressing device 1309 that
comprises the component 1210 and the component 316.
The component 1210 comprises the compressor 112,
the turbine 1113, and the power turbine 114 on the same
shaft 118. The component 316 comprises the motor 317,
the shaft 318, and the fan 319. The motor 317 of the
component 316 can be configured to receive electric
power, which enables the motor 316 to drive the fan 319
via the shaft 318.
[0082] When the system 1300 is operating in the first
mode (the low altitude operation of the aircraft), the com-
pressor 112 receives energy from the mixed air via tur-
bine 1113 to compress the second medium F2. The act
of compressing the second medium F2 adds energy to
the second medium F2 and that energy is also used to
drive the compressor 112 in a bootstrapping effect. The
fan 319 is driven by the motor 317.
[0083] When the system 1300 is operating in the sec-
ond mode (the high altitude operation of the aircraft), the
compressor 112 receives energy from the first flow of the
first medium F1 via turbine 1113 to compress the second
medium F2. The act of compressing the second medium
F2 adds energy to the second medium F2; however, this
energy is not enough to further drive the compressor 112.

The compressor 112 then also receive energy from the
third medium F3 via the power turbine 114 (the valve V2
directs the third medium F3 to the power turbine 114),
which is used to increase an amount of the second me-
dium F2 compressed in the compressor 112.

Claims

1. A compressing device operable in a plurality of
modes of operation, the compressing device com-
prising:

a turbine (113) comprising a first inlet and a sec-
ond inlet and configured to provide energy by
expanding a plurality of mediums,
wherein the first inlet is configured to receive a
first medium (F1) of the plurality of mediums, and
wherein the second inlet is configured to receive
a second medium (F2) of the plurality of medi-
ums; and
a compressor (112) configured to:

receive a first energy derived from the first
and second mediums being expanded
across the turbine during a first mode of the
compressing device,
receive a second energy derived from the
first medium being expanded across the tur-
bine during a second mode of the com-
pressing device, and
compress the second medium in accord-
ance with the first mode or the second
mode;

a fan (319) configured to receive the first energy
during the first mode and the second energy dur-
ing the second mode; and
a power turbine (114) configured to provide a
third energy by expanding a third medium of the
plurality of mediums,
wherein the compressor is configured to receive
the third energy from the third medium expanded
across the power turbine.

2. The compressing device of the preceding claim,
wherein the first medium and the second medium
are mixed at the turbine during the first mode.

3. The compressing device of any preceding claim,
wherein the first medium and the second medium
are mixed downstream of the turbine during the sec-
ond mode.

4. The compressing device of any preceding claim,
wherein the first medium is bleed air and the second
medium is fresh air.
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5. An environmental control system of an aircraft com-
prising the compressing device of any preceding
claim.

Patentansprüche

1. Verdichtervorrichtung, die in einer Vielzahl von Be-
triebsarten betrieben werden kann, wobei die Ver-
dichtervorrichtung Folgendes umfasst:

eine Turbine (113), die einen ersten Einlass und
einen zweiten Einlass umfasst und so konfigu-
riert ist, dass sie durch Expandieren einer Viel-
zahl von Medien Energie bereitstellt,
wobei der erste Einlass so konfiguriert ist, dass
er ein erstes Medium (F1) aus der Vielzahl von
Medien aufnimmt, und
wobei der zweite Einlass so konfiguriert ist, dass
er ein zweites Medium (F2) aus der Vielzahl von
Medien aufnimmt; und
einen Verdichter (112), der so konfiguriert ist:

dass er eine erste Energie aufnimmt, die
davon abgeleitet ist,
dass das erste und das zweite Medium über
die Turbine während einer ersten Betriebs-
art der Verdichtervorrichtung expandiert
werden,
dass er eine zweite Energie aufnimmt, die
davon abgeleitet ist,
dass das erste Medium über die Turbine
während einer zweiten Betriebsart der Ver-
dichtervorrichtung expandiert wird, und
dass er das zweite Medium in Übereinstim-
mung mit der ersten Betriebsart oder der
zweiten Betriebsart verdichtet;
ein Gebläse (319), das so konfiguriert ist,
dass es die erste Energie während der ers-
ten Betriebsart und die zweite Energie wäh-
rend der zweiten Betriebsart aufnimmt; und
eine Arbeitsturbine (114), die so konfiguriert
ist, dass sie eine dritte Energie durch Ex-
pandieren eines dritten Mediums aus der
Vielzahl von Medien bereitstellt,
wobei der Verdichter so konfiguriert ist,
dass er die dritte Energie aus dem dritten
Medium, das über die Arbeitsturbine expan-
diert wird, aufnimmt.

2. Verdichtervorrichtung nach dem vorstehenden An-
spruch, wobei das erste Medium und das zweite Me-
dium an der Turbine während der ersten Betriebsart
gemischt werden.

3. Verdichtervorrichtung nach einem der vorstehenden
Ansprüche, wobei das erste Medium und das zweite
Medium stromabwärts der Turbine während der

zweiten Betriebsart gemischt werden.

4. Verdichtervorrichtung nach dem vorstehenden An-
spruch, wobei das erste Medium Zapfluft und das
zweite Medium Frischluft ist.

5. Klimaregelungssystem eines Luftfahrzeugs, umfas-
send die Verdichtervorrichtung nach einem der vor-
stehenden Ansprüche.

Revendications

1. Dispositif de compression pouvant fonctionner dans
une pluralité de modes de fonctionnement, le dispo-
sitif de compression comprenant :

une turbine (113) comprenant une première en-
trée et une seconde entrée et configurée pour
fournir de l’énergie par expansion d’une pluralité
de milieux,
dans lequel la première entrée est configurée
pour recevoir un premier milieu (Fl) de la plura-
lité de milieux, et
dans lequel la seconde entrée est configurée
pour recevoir un deuxième milieu (F2) de la plu-
ralité de milieux ; et
un compresseur (112) configuré pour :

recevoir une première énergie dérivée des
premier et deuxième milieux en expansion
à travers la turbine pendant un premier mo-
de du dispositif de compression,
recevoir une seconde énergie dérivée du
premier milieu en expansion à travers la tur-
bine pendant un second mode du dispositif
de compression, et
comprimer le deuxième milieu en fonction
du premier mode ou du second mode ;
une soufflante (319) configurée pour rece-
voir la première énergie pendant le premier
mode et la deuxième énergie pendant le se-
cond mode ; et
une turbine de puissance (114) configurée
pour fournir une troisième énergie par ex-
pansion d’un troisième milieu de la pluralité
de milieux,
dans lequel le compresseur est configuré
pour recevoir la troisième énergie du troi-
sième milieu en expansion à travers la tur-
bine de puissance.

2. Dispositif de compression selon la revendication
précédente, dans lequel le premier milieu et le
deuxième milieu sont mélangés au niveau de la tur-
bine pendant le premier mode.

3. Dispositif de compression selon une quelconque re-
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vendication précédente, dans lequel le premier mi-
lieu et le deuxième milieu sont mélangés en aval de
la turbine pendant le second mode.

4. Dispositif de compression selon une quelconque re-
vendication précédente, dans lequel le premier mi-
lieu est de l’air de prélèvement et le deuxième milieu
est de l’air frais.

5. Système de commande environnemental d’un aéro-
nef comprenant le dispositif de compression selon
une quelconque revendication précédente.
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