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Description

Technical Field

[0001] The present invention relates to a light-modu-
lating cell that controls liquid crystal orientation to perform
light modulation.

Background Art

[0002] For example, an electronic blind or the like in
which a light-modulating cell (light-modulating material)
is installed in a window, a door, or the like, and the trans-
mission of extraneous light is controlled by the light-mod-
ulating cell has been known. It is possible to suitably em-
ploy a liquid crystal, for example, as such a light-modu-
lating cell.
[0003] The light-modulating cell employing the liquid
crystal is produced by, for example, sandwiching a liquid
crystal layer between a pair of transparent film members
forming transparent electrodes or between a pair of align-
ment films so as to prepare a liquid crystal cell, and sand-
wiching this liquid crystal cell between linear polarizing
plates to take linearly polarized light. When light-modu-
lating is performed by using a light-modulating cell em-
ploying a liquid crystal, the transmission of light is con-
trolled by controlling an electric field to be applied to the
liquid crystal layer to change orientation of liquid crystal
molecules contained in the liquid crystal layer, and the
light-modulating cell can switch the shielding and trans-
mission of extraneous light and continuously change the
amount of transmitted light, for example.
[0004] For example, Patent Literature 1 discloses a liq-
uid crystal panel that is provided in a window or a door
of a house and capable of controlling a transparent state
and an opaque state. According to this liquid crystal pan-
el, a plurality of divided liquid crystal panels are juxta-
posed, and each of the divided liquid crystal panels can
be individually controlled between the transparent state
and the opaque state.
[0005] In addition, Patent Literature 2 discloses a light
control glass window capable of adjusting light transmit-
tance in various patterns in accordance with a change of
a sunlight situation. According to this light control glass
window, the light transmittance can be adjusted by
changing a voltage acting on a liquid crystal sealed be-
tween two transparent glass plates to change optical
characteristics of the liquid crystal.Patent Literature 3 de-
scribes a display device including a display section, and
a light barrier element. The light barrier element includes
a pair of substrates, a liquid crystal layer provided be-
tween the pair of substrates and having a plurality of sub-
regions that transmit or block light, a pair of polarizing
plates and a plurality of spacers provided between the
pair of substrates. The plurality of spacers are randomly
arranged in part or all of a region in surfaces of the sub-
strates.
[0006] Patent Literature 4 describes an adjustably

opaque window including an external pane, an internal
pane, a light transmission control layer and a shock-ab-
sorbing layer. The light transmission control layer con-
sists of liquid crystal cells comprising a pair of electrodes,
an electro-optical material between the electrodes, and
a pair of polarizing layers having orthogonal directions
of polarization. The electro-optical material includes liq-
uid crystal material, or non-linear optical material. The
liquid crystal material includes dichroic dye-doped liquid
crystals, nematic liquid crystals with or without chiral do-
pants, chiral nematic crystals, polymeric liquid crystals,
and ferroelectric liquid crystals. A plurality of uniformly or
randomly distributed spacers contact the first and the
second electrodes and maintain a predetermined dis-
tance between them.
[0007] Patent Literature 5 describes a display device
including a display section having a plurality of display
pixels and a barrier section having a plurality of sub-re-
gions that allow light to transmit therethrough and block
the light. The barrier section includes a pair of substrates,
a liquid crystal layer interposed between the substrates,
a pair of polarizing plates and a plurality of spacers in-
terposed between the substrates. An array direction of
the spacers adjacent to each other of the plurality of spac-
ers is different from an array direction of the display pix-
els.
[0008] Patent Literature 6 describes a method for man-
ufacturing an active matrix type liquid crystal display de-
vice. By forming a pixel TFT portion having a reverse
stagger type n-channel TFT, and a storage capacitor, by
performing three photolithography steps using three pho-
tomasks, and in addition, by having a uniform cell gap
by forming wall-like spacers by performing one photoli-
thography step, without performing a rubbing process, a
multi-domain perpendicular orientation type liquid crystal
display device having a wide viewing angle display, and
in which a switching direction of the liquid crystal mole-
cules is controlled, can be realized.

Citation List

Patent Literature

[0009]

Patent Literature 1: Japanese patent application
publication No. 03-47392
Patent Literature 2: Japanese patent application
publication No. 08-184273
Patent Literature 3: US 2012/0236237 A1
Patent Literature 4: US 2006/0098290 A1
Patent Literature 5: US 2012/0268671 A1
Patent Literature 6: US 2007/146568 A1
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Summary of Invention

Technical Problem

[0010] In a light-modulating cell having a liquid crystal
cell, there is a case where a spacer is provided between
the pair of transparent film members (alignment films)
forming the liquid crystal cell, and the liquid crystal layer
is held at a desired thickness by the spacer. In this case,
it is possible to produce an alignment layer by, for exam-
ple, preparing the spacer, and then, creating a thin film
of polyimide or the like and subjecting the thin film to
rubbing, and it is possible to regulate the orientation of a
liquid crystal material with this alignment layer.
[0011] Such a spacer can be formed using various
methods, and it is possible to accurately form a large
number of spacers, regularly arranged, at once, for ex-
ample, based on a photolithography technique. In gen-
eral, all the spacers are regularly arranged and a distance
between the spacers is adjusted to be constant in order
to simply and accurately form the multiple spacers.
[0012] However, as a result of earnest research, the
inventors of the present application have found that,
when the regularity relating to the arrangement of the
spacers is high and the distance between the spacers is
constant, the intervals at which lights diffracted by the
respective spacers interfere with each other and intensify
each other also become regular, so that a point light
source may be recognized as blurred light. That is, when
the spacers are regularly arranged, the interference of
the diffracted light generated by the spacers periodically
occurs and the diffracted beams of light periodically in-
tensify each other, and thus, the point light source looks
larger than the original size so that the visibility of obser-
vation light that has passed through the light-modulating
cell deteriorates.
[0013] Therefore, it is desired to propose a new method
for reducing influence of the interference of diffracted light
generated by the spacers in the light-modulating cell pro-
vided with the multiple spacers so as to provide the ob-
servation light excellent in visibility. In particular, there is
a request for reduction of the influence of interference of
diffracted light generated by the spacers in order to pro-
vide the observation light excellent in visibility even in a
liquid crystal cell employing a guest-host liquid crystal,
which has attracted attention in recent years. However,
a proposal effective in satisfying such a request has not
been made in the related art literatures (for example, the
above-described Patent Literatures 1 and 2).
[0014] The present invention has been made in view
of the above-described circumstances, and an object of
the present invention is to provide a light-modulating cell
that is capable of reducing influence of interference of
diffracted light generated by a plurality of spacers and
providing observation light excellent in visibility.
[0015] Another object of the present invention is to pro-
vide a light-modulating cell employing a guest-host liquid
crystal that is capable of reducing influence of interfer-

ence of diffracted light generated by a plurality of spacers
and providing observation light excellent in visibility.

Solution to Problem

[0016] As recited in appended claim 1, an aspect of
the present invention is directed to a light-modulating cell
comprising: a pair of film substrates; a pair of electrodes
arranged between the pair of film substrates; a pair of
alignment films arranged between the pair of electrodes;
a plurality of spacers supporting at least any one of the
pair of alignment films and being in two-dimensional con-
tact with at least any one of the pair of alignment films;
and a liquid crystal layer arranged between the plurality
of spacers between the pair of alignment films, wherein
the liquid crystal layer contains at least a dichroic pig-
ment, and at least some of the plurality of spacers are
randomly arranged so as to reduce the interference ef-
fects of light diffracted by the plurality of spacers, whereby
the light-modulating cell does not comprise polarizing
plates and alignment of the dichroic pigment is twisted
by 180 degrees or more with respect to a horizontal di-
rection in a state where no electric field is applied.
[0017] Each of the plurality of spacers may have a flat
first bottom portion in contact with one of the pair of align-
ment films and a second bottom portion opposing the
first bottom portion.
[0018] According to this aspect, the alignment film can
be accurately supported by each spacer. Incidentally, it
is possible to suitably form the plurality of spacers ac-
cording to this aspect based on, for example, a photoli-
thography technique.
[0019] The plurality of spacers may be made of a
photocurable resin.
[0020] According to this aspect, it is possible to easily
form each spacer by utilizing the photocuring perform-
ance of the photocurable resin. Incidentally, it is possible
to suitably form the plurality of spacers according to this
aspect based on, for example, a photolithography tech-
nique.
[0021] The plurality of spacers may be configured by
repeatedly arranging unit patterns each of which is
formed of three or more spacers arranged with a prede-
termined relative positional relationship.
[0022] According to this aspect, it is possible to easily
form the plurality of spacers while reducing the influence
of interference of diffracted light generated by the plurality
of spacers.
[0023] Each of the plurality of spacers may have a ta-
pered shape that tapers from one of the pair of alignment
films toward the other alignment film.
[0024] According to this aspect, the alignment film can
be accurately supported by the respective spacers.
[0025] A taper angle of each of the plurality of spacers
may be in a range of 75° or larger and 85° or smaller.
[0026] According to this aspect, an appropriate align-
ment regulating force can be imparted to the liquid crystal
layer by the alignment film while accurately supporting
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the alignment film with the respective spacers.
[0027] At least any one of the pair of film substrates
may be partially or entirely curved.
[0028] According to these aspects, the light-modulat-
ing cell can be applied to a curved structure.
[0029] Each of the plurality of spacers may include a
core portion and a covering portion covering at least a
part of the core portion, penetrate through one of the pair
of alignment films and the liquid crystal layer, and have
a first support surface being in two-dimensional contact
with the other alignment film of the pair of alignment films
and a second support surface being in two-dimensional
contact with one of the pair of electrodes, and the first
support surface may be formed by the covering portion,
and at least a part of the second support surface may be
formed by the core portion.
[0030] According to this aspect, it is possible to accu-
rately form the respective spacers based on a so-called
photolithography technique.

Advantageous Effects of Invention

[0031] According to the present invention, since the
spacers are randomly arranged, the distance between
spacers varies from spacer to spacer, and therefore the
periodicity in mutual interference of diffracted light gen-
erated by the respective spacers disappears. Thus, the
influence of interference of diffracted light generated by
the plurality of spacers is reduced, and the observation
light excellent in visibility can be created.

Brief Description of Drawings

[0032]

FIG. 1 is a conceptual diagram illustrating a compar-
ative example of a light-modulating system.
FIG. 2 is a view illustrating an example of a cross
section of a light-modulating cell.
FIG. 3 is a view for describing a taper angle of each
spacer.
FIG. 4 is a view for describing influence of interfer-
ence of diffracted light in a case where the spacers
are regularly arranged.
FIG. 5 is a view for describing influence of interfer-
ence of diffracted light in a case where the spacers
are irregularly (randomly) arranged.
FIG. 6 is a plan view illustrating a concept of an ar-
rangement example (modified example) of the spac-
ers.
FIGs. 7A and 7B each illustrate an enlarged sectional
shape of a liquid crystal layer and a spacer, FIG. 7A
illustrates a spherical spacer, and Fig. 7B illustrates
a columnar (truncated conical) spacer illustrated in
FIG. 2.
FIG. 8 is a view illustrating another comparative ex-
ample of a cross section of a light-modulating cell.
FIGs. 9A and 9B are conceptual views for describing

a further comparative example (light shielding state)
of a light-modulating cell employing a guest-host liq-
uid crystal, FIG. 9A is a cross-sectional view of the
light-modulating cell, and FIG. 9B is a plan view of
a first polarizing plate in which an absorption axis
direction is indicated by an arrow "A".
FIGs. 10A and 10B are conceptual views for describ-
ing the same light-modulating cell (a light transmit-
ting state) as FIGs. 9A and 9B, FIG. 10A is a cross-
sectional view of the light-modulating cell, and FIG.
10B is a plan view of the first polarizing plate in which
the absorption axis direction is indicated by an arrow
"A".
FIG. 11 is a conceptual view for describing an ex-
ample according to the invention (in a light shielding
state) of the light-modulating cell employing the
guest-host liquid crystal, and illustrates a cross sec-
tion of the light-modulating cell.
FIG. 12 is a conceptual view for describing the same
light-modulating cell (in a light transmitting state) as
FIG. 11, and illustrates a cross section of a light-
modulating cell 10.
FIG. 13 is a view for describing an example of a meth-
od of determining a mask pattern.

Description of Embodiments

[0033] Hereinafter, comparative embodiments and an
embodiment of the present invention will be described
with reference to the drawings. In the drawings attached
to the specification of the present application, a scale, a
dimensional ratio, and the like of each element are con-
veniently exaggerated and changed from the actual
scale, dimensional ratio, and the like in order to facilitate
the illustration and understanding. In addition, in this
specification, the terms "plate", "sheet", and "film" are not
distinguished from each other based solely on differenc-
es in nomenclature. For example, the term "plate" is a
concept that also includes a member which can be called
a sheet or a film. In addition, the terms specifying shapes,
geometric conditions, and extent thereof used in this
specification (for example, terms such as "parallel", "or-
thogonal", and "same", values of a length and an angle,
and the like) are understood as terms meaning ranges
of extent where substantially the equivalent or similar
functions can be expected without being bound by strict
meaning.
[0034] FIG. 1 is a conceptual diagram illustrating a
comparative example of a light-modulating system 5.
[0035] A light-modulating cell 10 of this example has
a layer made of a liquid crystal material containing liquid
crystal molecules as will be described later, and can
switch shielding and transmission of light and change the
transmittance (transmissivity) of light. An object to which
the light-modulating cell 10 is applied is not particularly
limited, and typically, the light-modulating cell 10 can be
applied to a window, a door, and the like. In particular, a
columnar spacer to be described later is excellent in po-
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sition fixing performance, and a position thereof is hardly
varied by an external force such as vibration. Therefore,
the light-modulating cell 10 having the columnar spacer
to be described later can be suitably used even under
environment where the external force such as vibration
is applied, and can also be applied to a window (for ex-
ample, a skylight) installed in a house.
[0036] The light-modulating cell 10 is connected to a
light-modulating controller 12, and a sensor device 14
and a user operation unit 16 are connected to the light-
modulating controller 12. The light-modulating controller
12 controls a light-modulating state of the light-modulat-
ing cell 10 and can switch the shielding and transmission
of light using the light-modulating cell 10 and change the
light transmittance in the light-modulating cell 10. Spe-
cifically, the light-modulating controller 12 can switch the
shielding and transmission of light using the light-modu-
lating cell 10 and change the light transmittance by ad-
justing an electric field to be applied to a liquid crystal
layer of the light-modulating cell 10 to change orientation
of the liquid crystal molecules in the liquid crystal layer.
[0037] The light-modulating controller 12 can adjust
the electric field to be applied to the liquid crystal layer
based on an arbitrary method. For example, the light-
modulating controller 12 can switch the shielding and
transmission of light using the light-modulating cell 10
and change the light transmittance by adjusting the elec-
tric field to be applied to the liquid crystal layer in accord-
ance with a measurement result of the sensor device 14
or an instruction (command) input by a user via the user
operation unit 16. Therefore, the light-modulating con-
troller 12 may automatically adjust the electric field to be
applied to the liquid crystal layer in accordance with the
measurement result of the sensor device 14 or may man-
ually adjust the electric field in accordance with the in-
struction of the user input via the user operation unit 16.
Incidentally, an object to be measured by the sensor de-
vice 14 is not particularly limited, and, for example, the
brightness of use environment may be measured, and in
this case, the switching of the shielding and transmission
of light using the light-modulating cell 10 and the change
of the light transmittance are performed in accordance
with the brightness of use environment. In addition, it is
not always necessary for both the sensor device 14 and
the user operation unit 16 to be connected to the light-
modulating controller 12, and any one of the sensor de-
vice 14 and the user operation unit 16 may be connected
to the light-modulating controller 12.
[0038] FIG. 2 is a view illustrating an example of a cross
section of the light-modulating cell 10 of Fig. 1.
[0039] The light-modulating cell 10 of Fig. 1 and Fig. 2
includes: a pair of polarizing plates (a first polarizing plate
21 and a second polarizing plate 22); a pair of transparent
electrodes (a first transparent electrode 25 and a second
transparent electrode 26) arranged between the pair of
polarizing plates; and a pair of alignment films (a first
alignment film 27 and a second alignment film 28) ar-
ranged between the pair of transparent electrodes. In

addition, a pair of film substrates (a first film substrate 23
and a second film substrate 24) are arranged at each
outer side of the pair of transparent electrodes (the first
transparent electrode 25 and the second transparent
electrode 26) between the pair of polarizing plates (the
first polarizing plate 21 and the second polarizing plate
22) in this comparative example. That is, the pair of trans-
parent electrodes (the first transparent electrode 25 and
the second transparent electrode 26) are arranged be-
tween the pair of film substrates (the first film substrate
23 and the second film substrate 24), and the pair of
polarizing plates (the first polarizing plate 21 and the sec-
ond polarizing plate 22) are arranged at each outer side
of the pair of film substrates (the first film substrate 23
and the second film substrate 24).
[0040] Furthermore, a plurality of columnar spacers
30, which support at least any one of the pair of alignment
films (the first alignment film 27 in this example) and are
in two-dimensional contact with, that is, surface contact
with at least any one of the pair of alignment films (the
first alignment film 27 in this example), are provided in
this comparative example. In addition, portions among
the plurality of spacers 30 are filled with liquid crystal
layers 29 between the pair of alignment films (the first
alignment film 27 and the second alignment film 28).
[0041] Incidentally, the plurality of spacers 30 prefer-
ably extend at least between a "boundary surface Sb2
between the first alignment film 27 and the liquid crystal
layer 29" and a "boundary surface Sb1 between the sec-
ond alignment film 28 and the liquid crystal layer 29".
Therefore, for example, the plurality of spacers 30 may
be arranged only between the first alignment film 27 and
the second alignment film 28. In addition, the plurality of
spacers may be provided so as to penetrate through the
second alignment film 28 and the liquid crystal layer 29
from the second transparent electrode 26 (a "boundary
surface Sb3 between the second transparent electrode
26 and the second alignment film 28" as illustrated in
FIG. 2) and be in contact with the first alignment film 27
as indicated by reference sign "30a" in FIG. 2. Inciden-
tally, it is also possible for the spacer 30 to be provided
only between the first alignment film 27 and the second
alignment film 28, as indicated by reference sign 30a of
FIG. 2.
[0042] Each of the first polarizing plate 21 and the sec-
ond polarizing plate 22 has a unique polarization axis
and a unique absorption axis, and allows only light po-
larized in a specific direction to pass therethrough. For
example, when light traveling in a direction from the sec-
ond polarizing plate 22 to the first polarizing plate 21 (see
an arrow "L" in FIG. 2) is incident on the light-modulating
cell 10, only light polarized in the same direction as the
polarization axis of the second polarizing plate 22 out of
the light passes through the second polarizing plate 22
and enters the second film substrate 24, and further, only
light polarized in the same direction as the polarization
axis of the first polarizing plate 21 out of the light traveling
from the first film substrate 23 toward the first polarizing
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plate 21 passes through the first polarizing plate 21 and
travels toward the outside. An arrangement form of the
first polarizing plate 21 and the second polarizing plate
22 is not particularly limited, and the arrangement form
of the first polarizing plate 21 and the second polarizing
plate 22 is determined in relation to an alignment state
of the liquid crystal molecules contained in the liquid crys-
tal layer 29. There is a first state called "cross nicol" where
the first polarizing plate 21 and the second polarizing
plate 22 are arranged so as to have the polarization axes
orthogonal to each other and a second state called "par-
allel nicol" where the first polarizing plate 21 and the sec-
ond polarizing plate 22 are arranged so as to have the
polarization axes parallel to each other.
[0043] When it is desired to improve the rigidity of the
light-modulating cell 10, the first film substrate 23 and
the second film substrate 24 are configured using a trans-
parent member having excellent rigidity. In addition, it is
easy to perform "bonding of the light-modulating cell 10
to a curved surface", which is difficult in the case of using
a glass substrate, by using the first film substrate 23 and
second film substrate 24 each of which has a sufficiently
flexible film shape.
[0044] The first transparent electrode 25 and the sec-
ond transparent electrode 26 apply a desired electric field
to the liquid crystal layer 29 as a voltage is applied thereto
by the light-modulating controller 12 (see FIG. 1). Each
member forming the first transparent electrode 25 or the
second transparent electrode 26 and an arrangement
form of the first transparent electrode 25 and the second
transparent electrode 26 are not particularly limited. For
instance, the first transparent electrode 25 and the sec-
ond transparent electrode 26 can be formed using a
member excellent in visible light transmissivity and con-
ductivity such as indium tin oxide (ITO).
[0045] The first alignment film 27 and the second align-
ment film 28 are members configured to align the liquid
crystal molecules contained in the liquid crystal layer 29
in a desired direction. Although a method of aligning the
liquid crystal layer 29 according to the first alignment film
27 and the second alignment film 28 is not particularly
limited, a twisted nematic (TN) liquid crystal in which mo-
lecular arrangement (molecular orientation) is twisted by
90 degrees is used in this comparative example. Inciden-
tally, a method of imparting alignment functions of the
first alignment film 27 and the second alignment film 28
is not particularly limited, and, for instance, alignment
directions of the first alignment film 27 and the second
alignment film 28 may be defined by rubbing using a
member such as nylon, or the alignment directions of the
first alignment film 27 and the second alignment film 28
may be defined by irradiation with linearly polarized ul-
traviolet rays.
[0046] Each of the plurality of spacers 30 is in surface
contact with at least any one of the pair of alignment films
(the first alignment film 27 in this comparative example),
and has a tapered shape that tapers from one of the pair
of alignment films (the second alignment film 28 in this

comparative example) toward the other alignment film
(the first alignment film 27 in this example). In this com-
parative example, each of the plurality of spacers 30 has
a flat first bottom portion 31 in contact with one of a pair
of alignment films (the first alignment film 27 in this ex-
ample) and a second bottom portion 32 opposing the first
bottom portion 31. Incidentally, a portion of each of the
spacers 30 on the boundary surface Sb1 between the
second alignment film 28 and the liquid crystal layer 29
is illustrated as the second bottom portion 32 for the sake
of convenience in FIG. 2, but a portion of each of the
spacers 30 on the boundary surface Sb3 between the
second alignment film 28 and the second transparent
electrode 26 may be regarded as the second bottom por-
tion 32 when each of the spacers 30 extends from the
boundary surface Sb3 between the second alignment
film 28 and the second transparent electrode 26 as indi-
cated by reference sign "30a".
[0047] The spacer 30 illustrated in FIG. 2 has a trun-
cated conical shape in which a diameter linearly changes
in accordance with a distance from the second alignment
film 28 and an angle of a side surface is substantially
constant, but is not limited thereto. The diameter of the
spacer 30 may change nonlinearly in accordance with
the distance from the second alignment film 28, and, for
instance, the diameter may change exponentially with
respect to the distance from the second alignment film
28, or the diameter may change in proportion to a square
root of the distance from the second alignment film 28.
In addition, the spacer 30 has the tapered shape (forward
tapered shape) that tapers from the second alignment
film 28 toward the first alignment film 27 in the compar-
ative example illustrated in FIG. 2, but may have a ta-
pered shape (inverted tapered shape) that tapers from
the first alignment film 27 toward the second alignment
film 28.
[0048] Incidentally, a taper angle θ of each of the plu-
rality of spacers 30 is preferably in a range of 75° or larger
and 85° or smaller from the viewpoint of realizing the
desired orientation of the liquid crystal layer 29 while se-
curing the function as the spacer.
[0049] FIG. 3 is a view for describing the taper angle
θ of each of the spacers 30. The taper angle θ of each
of the spacers 30 referred to herein is represented by an
angle formed between a tangent Lt of a side portion Lp
of each of the spacers 30 at a position, separated from
the lowermost position of each of the spacers 30 by one
third (1/3) of a distance between both end portions of
each of the spacers 30 (between the uppermost position
(the first bottom portion 31) and the lowermost position
(the second bottom portion 32) of each of the spacers 30
in FIG. 3) with respect to a stacking direction in a cross
section of each of the spacers 30, and a line H extending
in the horizontal direction vertical to the stacking direc-
tion. That is, the taper angle θ of each of the spacers 30
is represented by the angle formed between the tangent
Lt of the portion Lp of a side surface of each of the spacers
30, separated from the second bottom portion 32 by the
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distance corresponding to one third of the entire length
of each of the spacers 30 in the stacking direction, and
the line H extending in the horizontal direction.
[0050] In addition, at least some of the plurality of spac-
ers 30 are randomly arranged so that the distance to the
other spacer 30 positioned at the closest distance varies
from spacer to spacer. That is, in the comparative exam-
ple illustrated in FIG. 2, a "distance (interval) D1 between
the center spacer 30 and the left spacer 30" and a "dis-
tance D2 between the center spacer 30 and the right
spacer 30" satisfy a relationship "D1 ≠ D2".
[0051] The distance between the spacers 30 indicating
the "distance to the other spacer 30 positioned at the
closest distance" is typically represented by the closest
distance between the spacers 30. For instance, in the
case of the spacer 30 having the forward tapered shape
illustrated in FIG. 2 (that is, a size of the first bottom por-
tion 31 < a size of the second bottom portion 32), the
"distance between the spacers 30" is represented by a
distance between the second bottom portions 32. On the
other hand, in the case of the spacer 30 having the in-
verted tapered shape (that is, the size of the first bottom
portion 31 > the size of the second bottom portion 32),
the "distance between the spacers 30" is represented by
a distance between the first bottom portions 31.
[0052] FIG. 4 is a view for describing influence of in-
terference of diffracted light in a case where the spacers
30 are regularly arranged. Incidentally, FIG. 4 illustrates
a case where the plurality of spacers 30 are two-dimen-
sionally arranged with respect to two directions, that is,
a light traveling direction L and a direction orthogonal to
the traveling direction L, but the similar influence is ex-
erted even in a case where the spacers 30 are arranged
one-dimensionally in the direction orthogonal to the light
traveling direction L.
[0053] When the spacers 30 are regularly arranged
and the distance between the adjacent spacers 30 (in
particular, the distance with respect to the direction or-
thogonal to the light traveling direction L) is constant as
illustrated in FIG. 4, interference of diffracted light peri-
odically occurs, and a region of visible light is enlarged.
Thus, when assuming light from a point light source, the
diffracted beams of light intensify each other at a constant
period if the distance between the adjacent spacers 30
is constant, and thus, the influence of interference of dif-
fracted light increases so that the light from the point light
source looks greatly blurred.
[0054] FIG. 5 is a view for describing influence of in-
terference of diffracted light in a case where the spacers
30 are irregularly (randomly) arranged. Incidentally, FIG.
5 illustrates a case where the plurality of spacers 30 are
two-dimensionally arranged with respect to two direc-
tions, that is, the light traveling direction L and the direc-
tion orthogonal to the traveling direction L, but the similar
influence is exerted even in a case where the spacers
30 are arranged one-dimensionally in the direction or-
thogonal to the light traveling direction L.
[0055] When the spacers 30 are irregularly arranged

and the distance between the adjacent spacers 30 (in
particular, the distance with respect to the direction or-
thogonal to the light traveling direction L) is inconstant
as illustrated in FIG. 5, the interference of diffracted light
does not periodically occur, and the region of visible light
does not change. Thus, when assuming the light from
the point light source, an interference zone of diffracted
light becomes random and the light intensity of extent
where it is difficult to visually recognize the influence of
interference of diffracted light is realized if the distance
between the adjacent spacers 30 is ununiform, and thus,
it is possible to view the light from the point light source
with its original size.
[0056] Therefore, it is possible to reduce the influence
of interference of diffracted light generated by the plurality
of spacers 30 and to provide the observation light excel-
lent in visibility by using the light-modulating cell 10 in
which at least some of the plurality of spacers 30 have a
different distance to the other spacer 30 positioned at the
closest distance according to the present comparative
embodiment.
[0057] A method of determining specific positions of
the plurality of spacers 30 whose distance to the other
spacer 30 positioned at the closest distance varies from
spacer to spacer is not particularly limited, and can be
appropriately determined based on an arbitrary method.
For instance, the specific positions of the plurality of spac-
ers 30 may be determined following a method of defining
a generating point of the Voronoi diagram. In addition,
the specific positions of the plurality of spacers 30 may
be determined by, for instance, defining the maximum
value and the minimum value of the distance between
the two spacers 30, adjacent to each other, and using
these values as constraint conditions.
[0058] Incidentally, it is unnecessary for all the spacers
30 provided in the light-modulating cell 10 to satisfy the
condition that the distance to the other spacer 30 posi-
tioned at the closest distance varies from spacer to spac-
er, and it is possible to reduce the influence of interfer-
ence of diffracted light and to provide the observation
light excellent in visibility even when only some of the
spacers 30 satisfy the condition that the distance to the
other spacer 30 positioned at the closest distance varies
from spacer to spacer.
[0059] In addition, all the spacers 30 provided in the
light-modulating cell 10 may be randomly arranged with
no mutual relation, but the plurality of spacers 30 provided
in the light-modulating cell 10 may be configured by re-
peatedly arranging the unit patterns each of which is
formed of a plurality of spacers 30 (three or more spacers
30) arranged with a predetermined relative positional re-
lationship.
[0060] FIG. 6 is a plan view illustrating a concept of an
arrangement layout (modified comparative example) of
the spacers 30. In the comparative example illustrated
in FIG. 6, a condition that the distance to the other spacer
30, positioned at the closest distance, varies from spacer
to spacer is satisfied with respect to the plurality of spac-
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ers 30 (unit patterns 34) included in a predetermined unit
pattern area 50. Further, the plurality of spacers 30 pro-
vided in the light-modulating cells 10 are configured by
repeatedly arranging the plurality of spacers 30 (unit pat-
terns 34) included in the unit pattern area 50. Although
a shape and a size of the unit pattern area 50 are not
particularly limited, it is preferable to define a rectangular
area defined depending on the entire area where the
spacers 30 are provided as the unit pattern area 50, and,
for instance, it is also possible to define a square area
having one side of 10 mm as the unit pattern area 50. In
addition, the specific number and arrangement of the
spacers 30 included in the unit pattern area 50 are not
particularly limited either.
[0061] As the plurality of spacers 30 (unit patterns 34)
included in the unit pattern area 50 are repeatedly ar-
ranged in this manner, it is possible to easily provide a
large number of the spacers 30 while effectively reducing
the influence of interference of diffracted light generated
by the respective spacers 30. Therefore, this modified
comparative example is suitable, for instance, when the
area where the spacers 30 are provided is wide.
[0062] Incidentally, the spacer 30 according to the
present comparative example has the columnar shape
as described above, and thus, is excellent in not only a
position fixing property, but also an optical alignment
property.
[0063] FIGs. 7A and 7B each illustrate an enlarged
sectional shape of the liquid crystal layer 29 and the spac-
er 30, FIG. 7A illustrates a spherical spacer 30, and FIG.
7B illustrates the columnar (truncated conical) spacer 30
illustrated in FIG. 2. In general, the spacer 30 affects the
orientation of the liquid crystal layer 29, and thus, the
orientation of the liquid crystal layer 29 tends to be dis-
turbed in the vicinity of the spacer 30. Therefore, regions
in the vicinity of the spacer 30 indicated by reference sign
"35" in FIGs. 7A and 7B become unstable areas relating
to the orientation of the liquid crystal layer 29, and the
light passing through the unstable area 35 may be po-
larized in an unintended direction in some cases. When
comparing the spherical spacer 30 (see FIG. 7A) with
the columnar spacer 30 (see FIG. 7B), in general, the
columnar spacer 30 has smaller influence (see reference
sign "S" in FIGs. 7A and 7B) on the unstable area 35
than the spherical spacer 30. That is, the unstable area
35 is defined depending on a surface shape of the spacer
30, and a "range where light passes through the unstable
area 35 (see reference sign "S" in FIGs. 7A and 7B)"
tends to be larger in the "spherical spacer 30 (having a
tangent in the same direction as the light traveling direc-
tion)" than in the columnar spacer 30 having a tapered
shape (not having the tangent in the same direction as
the light traveling direction)".
[0064] According to the columnar spacer 30 excellent
in the position fixing property and optical alignment prop-
erty as described above, it is possible not only to accu-
rately serve the intrinsic function of the spacer such as
securing a space between the alignment films (the first

alignment film 27 and the second alignment film 28) even
under environment where the external force such as vi-
bration is applied, but also to accurately control a polar-
ization state of light passing through the liquid crystal
layer 29. Therefore, the light-modulating cell 10 (the
spacer 30 (see FIGs. 7A and 7B)) according to this com-
parative example described above can be suitably used,
for instance, in a window (for instance, a skylight of a
house) or the like. In particular, the skylight of the house
or the like does not necessarily have a flat structure in
design, and may be required to have a curved structure.
Even in such a case, it is also possible to curve all or a
part of at least one of the pair of polarizing plates (the
first polarizing plate 21 and the second polarizing plate
22), to curve other members (see reference signs "23"
to "30" in FIG. 2), and to curve the entire light-modulating
cell 10 according to the light-modulating cell 10 (spacer
30) of the comparative example described above.

<Other Comparative

Configuration Examples>

[0065] The specific configuration of the light-modulat-
ing cell 10 is not limited to the above-described compar-
ative example, but is also applicable to another light-mod-
ulating cell 10 that includes: a pair of film substrates (a
first film substrate 23 and a second film substrate 24); a
pair of transparent electrodes (a first transparent elec-
trode 25 and a second transparent electrode 26); a pair
of alignment films (a first alignment film 27 and a second
alignment film 28); a plurality of spacers 30; and a liquid
crystal layer 29.
[0066] FIG. 8 is a view illustrating another comparative
example of a cross section of the light-modulating cell
10. Each of the plurality of spacers 30 in this comparative
example has a multilayer structure (two-layer structure
in this comparative example), and is provided so as to
penetrate through the second alignment film 28 and the
liquid crystal layer 29.
[0067] That is, each of the spacers 30 includes a trun-
cated conical core portion 40 and a covering portion 41
covering at least a part of the core portion 40, and pen-
etrates through one of the pair of alignment films (the
second alignment film 28 in this comparative example)
and the liquid crystal layer 29. As illustrated in FIG. 8,
the covering portion 41 of this comparative example cov-
ers an upper surface (upper bottom surface) of the core
portion 40 on the first alignment film 27 side and a side
surface (outer surface) of the core portion 40 to be inter-
posed between the core portion 40 and the first alignment
film 27, between the core portion 40 and the liquid crystal
layer 29, and between the core portion 40 and the second
alignment film 28. Incidentally, the covering portion 41 of
this comparative example is formed using the same
member as the second alignment film 28 and is formed
integrally with the second alignment film 28. Therefore,
the "covering portion 41 interposed between the core por-
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tion 40 and the second alignment film 28 (see dotted-line
portions in FIG. 10)" substantially forms a part of the sec-
ond alignment film 28, and practically, there is no bound-
ary surface between the covering portion 41 and the sec-
ond alignment film 28. On the other hand, a lower surface
(lower bottom surface) of the core portion 40 on the sec-
ond transparent electrode 26 side is in contact with the
second transparent electrode 26, and the covering por-
tion 41 is not interposed between the core portion 40 and
the second transparent electrode 26.
[0068] Therefore, each of the spacers 30 of this com-
parative example has a first support surface 42 that is in
two-dimensional contact with the other alignment film
(the first alignment film 27 in this comparative example)
of the pair of alignment films, and a second support sur-
face 43 being in two-dimensional contact with one of the
pair of transparent electrodes (the second transparent
electrode 26 in this comparative example). The first sup-
port surface 42 is formed by the covering portion 41 and
forms the above-described first bottom portion 31. In ad-
dition, the second support surface 43 is formed by the
core portion 40 and the covering portion 41 (the covering
portion 41 integrally formed with the second alignment
film 28), and forms the above-described second bottom
portion 32. Incidentally, the second support surface 43
(the second bottom portion 32) of the spacer 30 is formed
by the core portion 40 and the covering portion 41, and
only a part of the second support surface 43 is formed
by the core portion 40 in this comparative example, but
the entire second support surface 43 may be formed by
the core portion 40.
[0069] The other configurations are the same as those
of the light-modulating cell 10 illustrated in FIG. 2, and
the same or similar configurations as those of the light-
modulating cell 10 illustrated in FIG. 2 will be denoted by
the same reference signs, and the detailed description
thereof will be omitted.
[0070] According to the light-modulating cell 10 of this
comparative example, it is possible to highly accurately
and simply form the spacer 30 based on a photolithog-
raphy technique to be described later. In particular, it is
possible to form the covering portion 41 (the first support
surface 42) and the first alignment film 27 using the same
member by forming the covering portion 41 of each of
the spacers 30 using the same member as the second
alignment film 28 and forming the first alignment film 27
and the second alignment film 28 using the same mem-
ber.
[0071] In addition, it is possible to provide the spacer
30 excellent in a position fixing property by providing each
of the spacers 30 so as to penetrate through the second
alignment film 28 and the liquid crystal layer 29. That is,
each of the spacers 30 is also supported by the second
alignment film 28 so that it is possible to effectively pre-
vent each of the spacers 30 from moving due to an ex-
ternal force or the like. Incidentally, the first alignment
film 27 and the second alignment film 28 are illustrated
to have the same thickness as the liquid crystal layer 29

in the drawing, but the actual first alignment film 27 and
second alignment film 28 are formed to be extremely thin.
[0072] In addition, since each of the spacers 30 has
the multilayer structure, it is possible to easily impart var-
ious characteristics to each of the spacers 30. For in-
stance, it is possible to realize the spacer 30 excellent in
surface characteristics while securing high proof stress
performance by forming the covering portion 41 with a
member having small influence on the liquid crystal layer
29 while forming the core portion 40 of each of the spac-
ers 30 with a member having excellent rigidity. Inciden-
tally, each of the spacers 30 has the two-layer structure
in the above-described comparative example, but each
of the spacers 30 may be configured using three or more
layers.
[0073] Even in this comparative example, the periodic-
ity of mutual interference of diffracted light generated by
the respective spacers 30 disappears by making a dis-
tance between the spacers 30 to vary from spacer to
spacer, and it is possible to reduce the influence of inter-
ference of diffracted light generated by the plurality of
spacers 30 and to provide observation light excellent in
visibility.

<Guest-Host Liquid Crystal>

[0074] The present comparative examples also in-
clude light-modulating cells 10 employing a guest-host
liquid crystal. That is, a liquid crystal layer 29 may contain
a dichroic pigment (guest) and a liquid crystal (host). The
dichroic pigment contained in the liquid crystal layer 29
is preferably a coloring material that has a light shielding
property and capable of shielding (absorbing) desired
visible light.
[0075] A specific configuration of the light-modulating
cell 10 employing the guest-host liquid crystal is not par-
ticularly limited. For instance, only one polarizing plate
may be provided as illustrated in FIGs. 9A to 10B to be
described later, or a polarizing plate is not necessarily
provided as illustrated in FIGs. 11 and 12 to be described
later, instead of providing a pair of polarizing plates (see
the first polarizing plate 21 and the second polarizing
plate 22 in FIG. 2). Hereinafter, further comparative ex-
amples of the light-modulating cell 10 employing the
guest-host liquid crystal will be described.
[0076] FIGs. 9A and 9B are conceptual views for de-
scribing a further comparative example (light shielding
state) of the light-modulating cell 10 employing the guest-
host liquid crystal, FIG. 9A is a cross-sectional view of
the light-modulating cell 10, and FIG. 9B is a plan view
of a first polarizing plate 21 in which an absorption axis
direction is indicated by an arrow "A". FIGs. 10A and 10B
are conceptual views for describing the same light-mod-
ulating cell 10 (a light transmitting state) as FIGs. 9A and
9B, FIG. 10A is a cross-sectional view of the light-mod-
ulating cell 10, and FIG. 10B is a plan view of the first
polarizing plate 21 in which the absorption axis direction
is indicated by an arrow "A". Incidentally, an absorption
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axis of the first polarizing plate 21 and a polarization axis
(light transmission axis) extend in directions vertical to
each other.
[0077] The light-modulating cell 10 of this further com-
parative example has basically the same configuration
as that of the light-modulating cell 10 illustrated in FIG.
2. That is, the light-modulating cell 10 illustrated in FIGs.
9A to 10B also includes: a pair of film substrates (a first
film substrate 23 and a second film substrate 24); a pair
of transparent electrodes (a first transparent electrode
25 and a second transparent electrode 26) arranged be-
tween the pair of film substrates; a pair of alignment films
(a first alignment film 27 and a second alignment film 28)
arranged between the pair of transparent electrodes; a
plurality of spacers 30 supporting at least any one of the
pair of alignment films and being in two-dimensional con-
tact with at least any one of the pair of alignment films;
and the liquid crystal layer 29 arranged between the plu-
rality of spacers 30 between the pair of alignment films,
and in which at least some of the plurality of spacers 30
have a distance to the other spacer 30 positioned at the
closest distance varying from spacer to spacer, which is
similar to the light-modulating cell 10 illustrated in FIG.
2. In the light-modulating cell 10 illustrated in FIGs. 9A
to 10B, however, only one polarizing plate (the first po-
larizing plate 21 in this further comparative example) is
provided on the opposite side of the pair of transparent
electrodes with one of the pair of film substrates (the first
film substrate 23 in this further comparative example)
interposed therebetween. In addition, the liquid crystal
layer 29 is configured using the guest-host liquid crystal
containing dichroic pigments (dyes) 51 and liquid crystals
52.
[0078] The dichroic pigments 51 exist in a dispersed
state in the liquid crystals 52, have the same alignment
as the liquid crystals 52, and are basically aligned in the
same direction as the liquid crystals 52.
[0079] In this further comparative example, when a
voltage between the pair of transparent electrodes (the
first transparent electrode 25 and the second transparent
electrode 26) is in an OFF state, the dichroic pigment 51
and the liquid crystal 52 are aligned in the horizontal di-
rection (particularly, a direction vertical to the absorption
axis direction A of the first polarizing plate 21 (that is, the
same direction as the polarization axis of the first polar-
izing plate 21)) vertical to the light traveling direction L
(that is, the stacking direction of the light-modulating cell
10) (see FIG. 9A). On the other hand, when the voltage
between the pair of transparent electrodes (the first trans-
parent electrode 25 and the second transparent elec-
trode 26) is in an ON state, the dichroic pigment 51 and
the liquid crystal 52 are aligned in the vertical direction
(that is, the light traveling direction L) (see FIG. 10A).
Incidentally, FIG. 9A and FIG. 10A conceptually illustrate
the dichroic pigment 51 and the liquid crystal 52 in order
to illustrate the alignment directions of the dichroic pig-
ment 51 and the liquid crystal 52.
[0080] For instance, when no voltage is applied to the

first transparent electrode 25 and the second transparent
electrode 26 by a light-modulating controller 12 (see FIG.
1), a desired electric field is not applied to the liquid crystal
layer 29, and the dichroic pigment 51 and the liquid crystal
52 are aligned in the horizontal direction (see FIG. 9A).
In this case, light vibrating in the direction orthogonal to
the absorption axis direction A of the first polarizing plate
21 is shielded by the dichroic pigment 51, and light vi-
brating in the other direction is shielded by the first po-
larizing plate 21. Therefore, light traveling in the direction
from the second film substrate 24 toward the first polar-
izing plate 21 (see an arrow "L") is shielded by the dichroic
pigment 51 and the first polarizing plate 21.
[0081] Incidentally, the spacers 30 of this example are
also irregularly arranged and a distance between the ad-
jacent spacers 30 (particularly, a distance in the direction
orthogonal to the light traveling direction L) varies from
spacer to spacer, which is similar to the light-modulating
cell 10 illustrated in FIG. 2. Thus, the interference of dif-
fracted light generated by the respective spacers 30 does
not periodically occur, and it is possible to reduce the
influence of interference of diffracted light generated by
the plurality of spacers 30 and provide observation light
excellent in visibility.
[0082] On the other hand, when a voltage is applied to
the first transparent electrode 25 and the second trans-
parent electrode 26 by the light-modulating controller 12
(see FIG. 1), the desired electric field is applied to the
liquid crystal layer 29, and the dichroic pigment 51 and
the liquid crystal 52 are aligned in the vertical direction
(see FIG. 10A). In this case, the light shielding perform-
ance of the dichroic pigment 51 with respect to the light
passing through the liquid crystal layer 29 is hardly ex-
erted regardless of the light vibrating direction, and the
light entering the liquid crystal layer 29 passes through
the liquid crystal layer 29 (the dichroic pigment 51 and
the liquid crystal 52) with a high probability. In addition,
the light vibrating in parallel with the polarization axis
(light transmission axis) of the first polarizing plate 21
(light vibrating in the direction vertical to the absorption
axis direction A of the first polarizing plate 21 in this further
comparative example) passes through the first polarizing
plate 21 and is emitted from the light-modulating cell 10.
[0083] Even in the case of using the guest-host liquid
crystal layer 29 illustrated in FIGs. 9A to 10B as described
above, it is possible to appropriately change a light-trans-
mitting property of the light-modulating cell 10 by control-
ling the voltage to be applied to the first transparent elec-
trode 25 and the second transparent electrode 26.
[0084] Incidentally, the other configurations of the light-
modulating cell 10 of this further comparative example
can be made the same as those of the light-modulating
cell 10 illustrated in FIG. 2. For instance, each of the
spacers 30 can include a flat first bottom portion 31, which
is made of a photocurable resin and in contact with one
(for instance, the first alignment film 27) of the pair of
alignment films, and a second bottom portion 32 oppos-
ing the first bottom portion 31, and have a tapered shape
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(for instance, a taper angle in a range of 75° or larger
and 85° or smaller). In addition, the plurality of spacers
30 may be configured by repeatedly arranging unit pat-
terns (see reference sign "50" in FIG. 6) each of which
is formed of three or more spacers 30 arranged with a
predetermined relative positional relationship. In addi-
tion, at least any one of the pair of film substrates (the
first film substrate 23 and the second film substrate 24)
may be partially or entirely curved. In addition, each of
the plurality of spacers 30 may include a core portion 40
and a covering portion 41 covering at least a part of the
core portion 40, penetrate through one (for instance, the
second alignment film 28) of the pair of alignment films
and the liquid crystal layer 29, and have a first support
surface 42 being in two-dimensional contact with the oth-
er alignment film (for instance, the first alignment film 27)
of the pair of alignment films and a second support sur-
face 43 being in two-dimensional contact with one (for
instance, the second transparent electrode 26) of the pair
of electrodes, and the first support surface 42 may be
formed by the covering portion 41, and at least a part of
the second support surface 43 may be formed by the
core portion 40.
[0085] Incidentally, the case of using the so-called nor-
mally black type alignment films 27 and 28 and liquid
crystal layer 29 has been described as above regarding
the light-modulating cell 10 illustrated in FIGs. 9A to 10B,
but so-called normally white type alignment films 27 and
28 and liquid crystal layer 29 may be used. That is, in the
case of the normally black type, it is necessary to cause
the dichroic pigment 51 and the liquid crystal 52 to be
aligned in the vertical direction when the electric field is
applied to the liquid crystal layer 29 by applying the volt-
age between the electrodes 25 and 26 as described
above, and thus, a horizontal alignment film is used as
the alignment films 27 and 28, and a positive liquid crystal
is used for the liquid crystal layer 29. On the other hand,
in the case of the normally white type, it is necessary to
cause the dichroic pigment 51 and the liquid crystal 52
to be aligned in the horizontal direction as illustrated in
FIG. 9A when the electric field is applied to the liquid
crystal layer 29 by applying the voltage between the elec-
trodes 25 and 26, and thus, a vertical alignment film is
used as the alignment films 27 and 28, and a negative
liquid crystal is used for the liquid crystal layer 29. The
above-described operational effect that the influence of
the diffracted light generated by the spacer 30 can be
reduced by irregularly arranging the spacer 30 is valid
not only in the light-modulating cell 10 employing the
guest-host liquid crystal of the normally black type but
also in the light-modulating cell 10 employing the guest-
host liquid crystal of the normally white type.
[0086] FIG. 11 is a conceptual view for describing an
embodiment of the present invention (a light shielding
state) of a light-modulating cell 10 employing a guest-
host liquid crystal, and illustrates a cross section of the
light-modulating cell 10. FIG. 12 is a conceptual view for
describing the same light-modulating cell 10 (a light

transmitting state) as FIG. 11, and illustrates a cross sec-
tion of the light-modulating cell 10.
[0087] The light-modulating cell 10 of this embodiment
of the present invention has basically the same configu-
ration as that of the light-modulating cell 10 illustrated in
FIG. 2, but has a liquid crystal layer 29 of the guest-host
type containing a dichroic pigment (dye) 51 and a liquid
crystal 52 without providing a polarizing plate (a first po-
larizing plate 21 and a second polarizing plate 22). That
is, the dichroic pigments 51 exist in a dispersed state in
the liquid crystals 52, have the same alignment as the
liquid crystals 52, and are basically aligned in the same
direction as the liquid crystals 52.
[0088] In this embodiment of the present invention,
when a voltage between a pair of transparent electrodes
(a first transparent electrode 25 and a second transparent
electrode 26) is in an OFF state, the dichroic pigment 51
and the liquid crystal 52 are aligned in the horizontal di-
rection (that is, the direction vertical to the light traveling
direction L) (see FIG. 11). In particular, the alignment of
the dichroic pigment 51 and the liquid crystal 52 are twist-
ed by 180 degrees or more with respect to the horizontal
direction in a state where no electric field is applied so
that the dichroic pigments 51 are directed in every hori-
zontal direction. On the other hand, when the voltage
between the pair of transparent electrodes (the first trans-
parent electrode 25 and the second transparent elec-
trode 26) is in an ON state, the dichroic pigment 51 and
the liquid crystal 52 are aligned in the vertical direction
(that is, the light traveling direction L) (see FIG. 12). In-
cidentally, FIGs. 11 and 12 conceptually illustrate the di-
chroic pigment 51 and the liquid crystal 52 in order to
illustrate the alignment directions of the dichroic pigment
51 and the liquid crystal 52.
[0089] For instance, when no voltage is applied to the
first transparent electrode 25 and the second transparent
electrode 26 by a light-modulating controller 12 (see FIG.
1), a desired electric field is not applied to the liquid crystal
layer 29, and the dichroic pigment 51 and the liquid crystal
52 are aligned in the horizontal direction (see FIG. 11).
As a result, the light entering the liquid crystal layer 29
is shielded (absorbed) by the dichroic pigment 51. Inci-
dentally, the spacers 30 of this example are also irregu-
larly arranged and a distance between the adjacent spac-
ers 30 (particularly, a distance in the direction orthogonal
to the light traveling direction L) varies from spacer to
spacer, which is similar to the light-modulating cell 10
illustrated in FIG. 2. Thus, the interference of diffracted
light generated by the respective spacers 30 does not
periodically occur, and it is possible to reduce the influ-
ence of interference of diffracted light generated by the
plurality of spacers 30 and provide observation light ex-
cellent in visibility.
[0090] On the other hand, when a voltage is applied to
the first transparent electrode 25 and the second trans-
parent electrode 26 by the light-modulating controller 12
(see FIG. 1), the desired electric field is applied to the
liquid crystal layer 29, and the dichroic pigment 51 and

19 20 



EP 3 358 400 B1

12

5

10

15

20

25

30

35

40

45

50

55

the liquid crystal 52 are aligned in the vertical direction
(see FIG. 12). In this case, the light shielding performance
of the dichroic pigment 51 with respect to the light passing
through the liquid crystal layer 29 is hardly exerted re-
gardless of the light vibrating direction, and the light en-
tering the liquid crystal layer 29 passes through the liquid
crystal layer 29 (the dichroic pigment 51 and the liquid
crystal 52) with a high probability. In addition, since no
polarizing plate is provided in this example, the entire
light passing through the liquid crystal layer 29 and emit-
ted from a first film substrate 23 is emitted from the light-
modulating cell 10.
[0091] Even in the case of using the guest-host liquid
crystal layer 29 illustrated in FIGs. 11 and 12 as described
above, it is possible to change the light-transmitting prop-
erty of the light-modulating cell 10 by controlling the volt-
age to be applied to the first transparent electrode 25 and
the second transparent electrode 26.
[0092] Incidentally, the guest-host light-modulating
cell 10 of the normally black type in which the horizontal
alignment film is used as the alignment films 27 and 28
and the positive liquid crystal is used for the liquid crystal
layer 29 has been described as above regarding the light-
modulating cell 10 illustrated in FIGs. 11 and 12, a guest-
host light-modulating cell 10 of a normally white type may
be used. That is, a vertical alignment film is used as the
alignment films 27 and 28, and a negative liquid crystal
is used for the liquid crystal layer 29 such that the dichroic
pigment 51 and the liquid crystal 52 may be aligned in
the horizontal direction as illustrated in FIG. 11 when the
electric field is applied to the liquid crystal layer 29 by
applying the voltage between the electrodes 25 and 26.
Even in the light-modulating cell 10 employing the guest-
host liquid crystal of the normally white type, the above-
described operational effect that it is possible to reduce
the influence of diffracted light generated by the spacers
30 can be achieved by irregularly arranging the spacers
30.

<Method of Manufacturing Light-modulating cell 10>

[0093] A method of manufacturing the light-modulating
cell 10 according to the embodiment of the present in-
vention and the comparative examples is not particularly
limited, and the light-modulating cell 10 can be manufac-
tured using arbitrary bonding technique, photolithogra-
phy technique, or the like. In particular, the columnar
spacer 30 having the tapered shape can be suitably man-
ufactured by the photolithography technique. In the case
of forming each of the spacers 30 based on the photoli-
thography technique, irradiation with light with respect to
a resist (exposure step) is performed using a mask in
which a pattern that is defined in accordance with the
arrangement of the respective spacers 30 is formed. In-
cidentally, a method of forming the above-described pat-
tern in the mask is not particularly limited, and, for in-
stance, it is possible to randomly arrange all lattice points
(all the spacers 30) by shifting X-Y coordinates of the

respective lattice points (arrangement points of the re-
spective spacers 30) using an arbitrary method on the
basis of a pattern of a square lattice.
[0094] The inventor of the present application has ob-
served a diffraction state of light with respect to each of
a plurality of kinds of "groups of the spacers 30" having
different shift ranges by changing the shift range of each
lattice point of the square lattice in order to determine the
arrangement of the respective spacers 30. Specifically,
as illustrated in FIG. 13, one side of a square formed by
four lattice points (that is, "diagonal lattice points L2 (di-
agonal spacers 30)), arranged on diagonal lines having
each lattice point (that is, a "lattice point L1 of interest
(the spacer 30 of interest)") as the center in the square
lattice, is set as a "diagonal pitch P". A limit R of the shift
range with respect to the X-Y coordinates of the lattice
point L1 of interest (the spacer 30 of interest) was re-
stricted to a size of 10% to 50% of the diagonal pitch P,
and the arrangement of the lattice points L1 of interest
(the spacers 30 of interest) was randomly shifted by using
random numbers. Here, the "spacer 30 of interest" does
not indicate only the specific spacer 30 among all the
spacers 30, but each of all the spacers 30 is treated as
the "spacer 30 of interest" referred to herein. That is, the
arrangement of all the spacers 30 is randomly shifted by
determining the arrangement of the respective spacers
30 as described above based on positions of the diagonal
lattice points L2 (diagonal spacers 30) allocated to each
of the spacers 30. As the arrangement of all the spacers
30 is shifted using the "method of shifting the arrange-
ment of the spacers 30 of interest based on the positions
of the diagonal lattice points L2" in this manner, it is pos-
sible to randomly arrange all the spacers 30. As a result,
a good result that a diffraction phenomenon was almost
inconspicuous was obtained in a "range where a length
of one side of the limit R of the shift range with respect
to the X-Y coordinates of the respective spacers 30 is
30% or more and 50% or less of the diagonal pitch
P" although the diffraction phenomenon was somewhat
conspicuous in a "range where the length of one side of
the limit R of the shift range with respect to the X-Y co-
ordinates of the respective spacers 30 is 10% or more
and less than 30% of the diagonal pitch P".
[0095] For instance, a process of coating the top of the
second transparent electrode 26 with a photosensitive
resin (photocurable resin) forming the spacer 30, forming
the tapered spacer 30 using the photosensitive resin by
the photolithography technique, and then, forming the
second alignment film 28 on the second transparent elec-
trode 26, and imparting an alignment regulating force to
the second alignment film 28 by rubbing or the like may
be performed. In this case, the alignment imparting proc-
ess is performed with respect to the second alignment
film 28 in the state where the spacer 30 has been formed.
Incidentally, when the alignment imparting process for
the second alignment film 28 is performed in a state
where the "inverted tapered spacer 30" in which the bot-
tom portion (first bottom portion 31) of each of the spacers
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30 on the first alignment film 27 side is larger than the
bottom portion (second bottom portion 32) on the second
alignment film 28 side is formed, it is sometimes difficult
to impart the sufficient alignment with respect to the sec-
ond alignment film 28 in the vicinity of the spacer 30.
Therefore, the "forward tapered spacer 30" in which the
bottom portion (first bottom portion 31) of each of the
spacers 30 on the first alignment film 27 side is smaller
than the bottom portion (second bottom portion 32) on
the second alignment film 28 side is preferable from the
viewpoint of imparting the alignment with respect to the
second alignment film 28.
[0096] Next, specific comparative examples will be de-
scribed.

<Specific Comparative Example 1>

[0097] A light-modulating cell 10 of this comparative
example is the light-modulating cell 10 that controls trans-
mitted light using a liquid crystal. A liquid crystal layer 29
was sandwiched between films for liquid crystal orienta-
tion layers (a first alignment film 27 and a second align-
ment film 28) to prepare a liquid crystal cell, and the liquid
crystal cell was sandwiched between linearly polarizing
plates (a first polarizing plate 21 and a second polarizing
plate 22) arranged in a parallel nicol state, thereby pro-
ducing the light-modulating cell 10 of this example. Spe-
cifically, the light-modulating cell 10 of this example has
the same layer structure as the light-modulating cell 10
illustrated in FIG. 2 (that is, the first polarizing plate 21,
the second polarizing plate 22, a first film substrate 23,
a second film substrate 24, a first transparent electrode
25, a second transparent electrode 26, the first alignment
film 27, the second alignment film 28, the liquid crystal
layer 29, and spacers 30 (particularly, spacers 30a)).
[0098] A TN liquid crystal is used for the liquid crystal
layer 29 in this comparative example, and a polarization
plane of passing light is rotated by 90° in a state where
no electric field is applied. The spacer 30, configured to
hold a constant thickness of the liquid crystal layer 29
(liquid crystal material), is provided between the films for
liquid crystal orientation layers (particularly, the first align-
ment film 27 and the second alignment film 28 (strictly
speaking, the second transparent electrode 26)). The
spacer 30 of this comparative example is made of a trans-
parent material and does not have a light shielding prop-
erty with respect to visible light. Each of the spacers 30
was arranged so as to have a constant distance to the
other spacer 30 positioned at the closest distance. In
addition, a film-shaped resin substrate (particularly, a film
substrate made of polycarbonate in this example) was
used as the first film substrate 23 supporting the first
transparent electrode 25 and the second film substrate
24 supporting the second transparent electrode 26. The
films for liquid crystal orientation layers were formed by
sequentially producing electrodes (the first transparent
electrode 25 and the second transparent electrode 26)
and alignment layers (the first alignment film 27 and the

second alignment film 28) with respect to the film member
(substrate).
[0099] When light (light from a point light source) hav-
ing passed through the light-modulating cell 10 of this
comparative example was visually confirmed, the light
from the point light source was affected by interference
of diffracted light generated by the respective spacers
30, and a light interference region was generated around
the point light source.

<Specific Comparative Example 2>

[0100] Each of spacers 30 (all spacers 30) used in a
light-modulating cell 10 of this comparative example was
arranged so as to have a distance to the other spacer 30
positioned at the closest distance to vary from spacer to
spacer. The other configurations of the light-modulating
cell 10 of this comparative example are the same as those
of the above-described Specific Comparative Example 1.
[0101] When light (light from a point light source) hav-
ing passed through the light-modulating cell 10 of this
comparative example was visually confirmed, the influ-
ence (light intensity) of interference of diffracted light gen-
erated by the respective spacers 30 on the light from the
point light source was reduced to extent that is hardly
visually recognized by randomly arranging the spacers
30, and no light interference region was generated
around the point light source.
[0102] As described above, it is possible to reduce the
influence of interference of diffracted light generated by
the plurality of spacers 30 and to provide the observation
light excellent in visibility by setting at least some of the
plurality of spacers 30 to have an inconstant distance to
the other spacer 30 positioned at the closest distance.
[0103] Embodiments of the present invention are only
those falling within the scope of the appended claims.

Reference Signs List

[0104]

5 Light-modulating system
10 Light-modulating cell
12 Light-modulating controller
14 Sensor device
16 User operation unit
21 First polarizing plate
22 Second polarizing plate
23 First film substrate
24 Second film substrate
25 First transparent electrode
26 Second transparent electrode
27 First alignment film
28 Second alignment film
29 Liquid crystal layer
30 Spacer
31 First bottom portion
32 Second bottom portion
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34 Unit pattern
35 Unstable area
40 Core portion
41 Covering portion
42 First support surface
43 Second support surface
50 Unit pattern area
51 dichroic pigment
52 Liquid crystal

Claims

1. A light-modulating cell (10) comprising:

a pair of film substrates (23, 24);
a pair of electrodes (25, 26) arranged between
the pair of film substrates (23, 24);
a pair of alignment films (27, 28) arranged be-
tween the pair of electrodes (25, 26);
a plurality of spacers (30) supporting at least any
one of the pair of alignment films (27, 28) and
being in two-dimensional contact with at least
any one of the pair of alignment films (27, 28);
and
a liquid crystal layer (29) arranged between the
plurality of spacers (30) between the pair of
alignment films (27, 28),
wherein the liquid crystal layer (29) contains at
least a dichroic pigment (51) and
at least some of the plurality of spacers (30) are
randomly arranged so as to reduce the interfer-
ence effects of light diffracted by the plurality of
spacers (30),
characterized in that:

no polarizing plate is provided, and
the light-modulating cell is configured such
that the alignment of the dichroic pigment
(51) is twisted by 180 degrees or more with
respect to a direction parallel to the film sub-
strates in a state where no electric field is
applied.

2. The light-modulating cell (10) according to claim 1,
wherein each of the plurality of spacers (30) includes:
a first bottom portion (31) which has a flat shape and
is in contact with one of the pair of alignment films
(27, 28); and a second bottom (32) portion opposing
the first bottom portion (31).

3. The light-modulating cell (10) according to claim 1
or 2, wherein the plurality of spacers (30) are made
of a photocurable resin.

4. The light-modulating cell (10) according to any one
of claims 1 to 3, wherein the plurality of spacers (30)
are configured by repeatedly arranging unit patterns

(34) each of which is formed of three or more spacers
(30) arranged with a predetermined relative position-
al relationship.

5. The light-modulating cell (10) according to any one
of claims 1 to 4, wherein each of the plurality of spac-
ers (30) has a tapered shape that tapers from one
of the pair of alignment films (27, 28) toward the other
alignment film.

6. The light-modulating cell (10) according to any one
of claims 1 to 5, wherein a taper angle of each of the
plurality of spacers (30) is in a range of 75° or larger
and 85° or smaller.

7. The light-modulating cell (10) according to any one
of claims 1 to 6, wherein at least any one of the pair
of film substrates (23, 24) is partially or entirely
curved.

8. The light-modulating cell (10) according to any one
of claims 1 to 7, wherein
each of the plurality of spacers (30) includes a core
portion (40) and a covering portion (41) covering at
least a part of the core portion (40),
each of the plurality of spacers (30) penetrates
through one of the pair of alignment films (27, 28)
and the liquid crystal layer (29), and
each of the plurality of spacers (30) includes: a first
support surface (42) being in two-dimensional con-
tact with the other alignment film of the pair of align-
ment films (27, 28); and a second support surface
(43) being in two-dimensional contact with one of the
pair of electrodes (25, 26), and
the first support surface (42) is formed by the cover-
ing portion (41), and at least a part of the second
support surface (43) is formed by the core portion
(40).

Patentansprüche

1. Lichtmodulierende Zelle (10), umfassend:

ein Paar Filmsubstrate (23, 24);
ein Paar Elektroden (25, 26), die zwischen dem
Paar Filmsubstrate (23, 24) angeordnet sind;
ein Paar Ausrichtungsfilme (27, 28), die zwi-
schen dem Paar Elektroden (25, 26) angeordnet
sind;
eine Mehrzahl von Abstandshaltern (30), die zu-
mindest einen des Paars Ausrichtungsfilme (27,
28) stützen bzw. tragen und in zweidimensiona-
lem Kontakt mit zumindest einem des Paars
Ausrichtungsfilme (27, 28) sind; und
eine Flüssigkristallschicht (29), die zwischen der
Mehrzahl von Abstandshaltern (30) zwischen
dem Paar Ausrichtungsfilme (27, 28) angeord-
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net ist;
wobei die Flüssigkristallschicht (29) zumindest
ein dichroitisches Pigment (51) enthält,
wobei zumindest einige der Mehrzahl von Ab-
standshaltern (30) willkürlich angeordnet sind,
um die Interferenzeffekte von Licht zu verrin-
gern, das durch die Mehrzahl von Abstandshal-
tern (30) gebeugt wird,
dadurch gekennzeichnet, dass:

keine Polarisationsplatte bereitgestellt ist,
und
die lichtmodulierende Zelle so konfiguriert
ist, dass die Ausrichtung des dichroitischen
Pigments (51) in Bezug auf eine Richtung
parallel zu den Filmsubstraten in einem Zu-
stand, in dem kein elektrisches Feld ange-
legt ist, um 180 Grad oder mehr verdreht ist.

2. Lichtmodulierende Zelle (10) nach Anspruch 1, wo-
bei jeder der Mehrzahl von Abstandshaltern (30) ent-
hält: einen ersten Bodenabschnitt (31), der eine fla-
che Form aufweist und mit einem des Paars Aus-
richtungsfilme (27, 28) in Kontakt ist; und einen zwei-
ten Bodenabschnitt (32), der dem ersten Bodenab-
schnitt (31) gegenüberliegt bzw. entgegengesetzt
ist.

3. Lichtmodulierende Zelle (10) nach Anspruch 1 oder
2, wobei die Mehrzahl von Abstandshaltern (30) aus
einem photohärtbaren Harz bestehen.

4. Lichtmodulierende Zelle (10) nach einem der An-
sprüche 1 bis 3, wobei die Mehrzahl von Abstands-
haltern (30) durch wiederholtes Anordnen von Ein-
heitsmustern (34) konfiguriert sind, von denen jedes
aus drei oder mehr Abstandshaltern (30) gebildet ist,
und zwar angeordnet mit einer vorbestimmten rela-
tiven Positionsbeziehung.

5. Lichtmodulierende Zelle (10) nach einem der An-
sprüche 1 bis 4, wobei jeder der Mehrzahl von Ab-
standshaltern (30) eine verjüngte Form aufweist, die
sich von einem des Paars Ausrichtungsfilme (27, 28)
zu dem anderen Ausrichtungsfilm hin verjüngt.

6. Lichtmodulierende Zelle (10) nach einem der An-
sprüche 1 bis 5, wobei ein Verjüngungswinkel jedes
der Mehrzahl von Abstandshaltern (30) in einem Be-
reich von 75° oder größer und 85° oder kleiner liegt.

7. Lichtmodulierende Zelle (10) nach einem der An-
sprüche 1 bis 6, wobei zumindest eines des Paars
Filmsubstrate (23, 24) teilweise oder vollständig ge-
krümmt ist.

8. Lichtmodulierende Zelle (10) nach einem der An-
sprüche 1 bis 7, wobei

jeder der Mehrzahl von Abstandshaltern (30) einen
Kernabschnitt (40) und einen Abdeckabschnitt (41)
enthält, der zumindest einen Teil des Kernabschnitts
(40) bedeckt,
jeder der Mehrzahl von Abstandshaltern (30) durch
einen des Paars Ausrichtungsfilme (27, 28) und die
Flüssigkristallschicht (29) dringt, und
jeder der Mehrzahl von Abstandshaltern (30) enthält:
eine erste Stützt- bzw. Trägerfläche (42), die in zwei-
dimensionalem Kontakt mit dem anderen Ausrich-
tungsfilm des Paars Ausrichtungsfilme (27, 28) ist;
und eine zweite Stützt- bzw. Trägerfläche (43), die
in zweidimensionalem Kontakt mit einer des Paars
Elektroden (25, 26) ist, und
die erste Trägerfläche (42) durch den Abdeckab-
schnitt (41) gebildet ist und zumindest einen Teil der
zweiten Trägerfläche (43) durch den Kernabschnitt
(40) gebildet ist.

Revendications

1. Cellule de modulation de lumière (10) comprenant :

une paire de substrats de film (23, 24) ;
une paire d’électrodes (25, 26) agencées entre
la paire de substrats de film (23, 24) ;
une paire de films d’alignement (27, 28) agencés
entre la paire d’électrodes (25, 26) ;
une pluralité d’entretoises (30) supportant au
moins l’un quelconque de la paire de films d’ali-
gnement (27, 28) et étant en contact bidimen-
sionnel avec au moins l’un quelconque de la pai-
re de films d’alignement (27, 28) ; et
une couche de cristaux liquides (29) agencée
entre la pluralité d’entretoises (30) entre la paire
de films d’alignement (27, 28),
dans laquelle la couche de cristaux liquides (29)
contient au moins un pigment dichroïque (51) et
au moins certaines de la pluralité d’entretoises
(30) sont agencées aléatoirement de manière à
réduire les effets d’interférence de lumière dif-
fractée par la pluralité d’entretoises (30),
caractérisée en ce que :

aucune plaque de polarisation n’est fournie,
et
la cellule de modulation de lumière est con-
figurée de sorte que l’alignement du pig-
ment dichroïque (51) est torsadé de 180 de-
grés ou plus par rapport à une direction pa-
rallèle aux substrats de film dans un état
dans lequel aucun champ électrique n’est
appliqué.

2. Cellule de modulation de lumière (10) selon la re-
vendication 1, dans laquelle chacune de la pluralité
d’entretoises (30) inclut : une première portion de
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fond (31) qui a une forme plate et est en contact avec
l’une de la paire de films d’alignement (27, 28) ; et
une seconde portion de fond (32) à l’opposé de la
première portion de fond (31).

3. Cellule de modulation de lumière (10) selon la re-
vendication 1 ou 2, dans laquelle la pluralité d’entre-
toises (30) sont constituées d’une résine photodur-
cissable.

4. Cellule de modulation de lumière (10) selon l’une
quelconque des revendications 1 à 3, dans laquelle
la pluralité d’entretoises (30) sont configurées par
l’agencement à répétition de motifs unitaires (34),
chacun d’eux étant formé de trois entretoises (30)
ou plus agencées avec une relation positionnelle re-
lative prédéterminée.

5. Cellule de modulation de lumière (10) selon l’une
quelconque des revendications 1 à 4, dans laquelle
chacune de la pluralité d’entretoises (30) a une forme
conique qui s’effile depuis l’un de la paire de films
d’alignement (27, 28) vers l’autre film d’alignement.

6. Cellule de modulation de lumière (10) selon l’une
quelconque des revendications 1 à 5, dans laquelle
un angle de conicité de chacune de la pluralité d’en-
tretoises (30) est dans une plage de 75° ou plus et
85° ou moins.

7. Cellule de modulation de lumière (10) selon l’une
quelconque des revendications 1 à 6, dans laquelle
au moins l’un quelconque de la paire de substrats
de film (23, 24) est partiellement ou entièrement in-
curvé.

8. Cellule de modulation de lumière (10) selon l’une
quelconque des revendications 1 à 7, dans laquelle
chacune de la pluralité d’entretoises (30) inclut une
portion centrale (40) et une portion de recouvrement
(41) recouvrant au moins une partie de la portion
centrale (40),
chacune de la pluralité d’entretoises (30) pénètre à
travers l’un de la paire de films d’alignement (27, 28)
et la couche de cristaux liquides (29), et
chacune de la pluralité d’entretoises (30) inclut : une
première surface de support (42) étant en contact
bidimensionnel avec l’autre film d’alignement de la
paire de films d’alignement (27, 28) ; et une seconde
surface de support (43) étant en contact bidimen-
sionnel avec l’une de la paire d’électrodes (25, 26), et
la première surface de support (42) est formée par
la portion de recouvrement (41), et l’au moins une
partie de la seconde surface de support (43) est for-
mée par la portion centrale (40).
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