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Description

[0001] The present disclosure relates to a display con-
trolling method and an electronic device.
[0002] Recently-available electronic devices, such as
a smart phone or a tablet, are generally equipped with a
camera. Performance of these cameras in such electron-
ic device is equal to or better than a conventional digital
single lens reflex (DSRL) or digital camera. For example,
Samsung Galaxy S5 is equipped with a rear camera
which numerous supports functions such as auto focus-
ing (AF), out-focusing, optical image stabilizer (OIS), and
the like, and which includes 16-mega pixels of an ISO-
CELL-type.
[0003] A camera of such an electronic device provides
high quality photos without a user needing to possess a
high degree of photo shooting skills, and the number of
times that a camera is used by a user rapidly increases,
because the use of the camera becomes simpler (e.g.,
it is possible to use a camera function even at a home
screen of a locked electronic device). Photos which are
obtained using such a camera are stored together with
tag information.
[0004] A captured photo (or image) may be stored in
the form of an image file. Using a photo management
application, such as a gallery application, a user arranges
images by a folder unit, or arranges images in an order
of captured date, file size, or resolution. However, if the
number of captured photos is large, searching for a de-
sired photo among this high number of captured photos
using a conventional method, is inefficient.
[0005] WO 2007/149609 A2 discloses a system and
method for cataloguing media files, for capturing and cat-
aloguing media filenames. In particular, a context input
device can provide a context value associated with at
least one media file, the context value to be applied to a
media filename. The context input device can include a
voice capturing device and the system can further include
a voice to text converter and tagging engine for tagging
textual representations of captured voice associated with
media captured by a media capturing device.
[0006] US 2013/289991 A1 discloses a system and a
method utilizing a voice tag to automatically tag one or
more entities (e.g., persons, animals, objects, etc.) within
a social media environment. The system analyzes the
voice tag to identify one or more entities, where the voice
tag includes voice signals providing information pertain-
ing to one or more entities. One or more characteristics
of each identified entity are determined based on the in-
formation within the voice tag. One or more entities ap-
propriate for tagging within the social media environment
are determined based on the characteristics and user
settings within the social media environment of the iden-
tified entities, and automatically tagged.
[0007] JP 2008 072572 A discloses an apparatus for
photographing content that is capable of converting ex-
planatory voice-inputted event information into metadata
recorded on an information storage medium through

voice recognition.
[0008] An aspect of the present disclosure is to provide
an electronic device. The electronic device may input a
voice tag to an original image and may assign the same
tag to other images similar to the original image, thereby
allowing a user to search for a desired photo effectively
using the voice tag.
[0009] In accordance with an aspect of the present dis-
closure, an electronic device includes a voice input mod-
ule to obtain voice data on a specific image, and a control
module to analyze the voice data to determine metadata
information of the specific image, and to register the ob-
tained voice data as a voice tag with respect to the spe-
cific image. Also, the control module is configured to reg-
ister the voice data with respect to at least one associa-
tion image, which satisfies a specific condition with re-
spect to the determined metadata information, from
among a plurality of images as the voice tag.
[0010] According to another aspect of the invention
there is provided a method for registering a voice tag,
comprising: obtaining voice data for at least one image;
determining at least one portion of metadata information
for a specific image based on the voice data; registering
the obtained voice data as the voice tag with respect to
the specific image; determining at least one association
image which satisfies a specific condition with respect to
the determined metadata information; and registering the
voice data for the determined at least one association
image as the voice tag.
[0011] Exemplary embodiments of the invention are
defined in the appended dependent claims.
[0012] According to a further aspect of the invention,
there is provided a computer device or other hardware
device programmed to perform one or more steps of any
one of the embodiments of the method disclosed above.
According to another aspect there is provided a data stor-
age device encoding a program in machine-readable and
machine-executable form to perform one or more steps
of any one of the embodiments of the method disclosed
above.
[0013] Other aspects, advantages, and features of the
disclosure will become apparent to those skilled in the
art from the following detailed description, which, taken
in conjunction with the annexed drawings, discloses var-
ious embodiments of the present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] The above and other aspects, features, and ad-
vantages of certain embodiments of the present disclo-
sure will be more apparent from the following description
taken in conjunction with the accompanying drawings, in
which:

FIG. 1 is a diagram illustrating an electronic device
in a network environment, according to various em-
bodiments of the present disclosure;
FIG. 2 is a diagram schematically illustrating a user
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interface for registering a voice tag, according to var-
ious embodiments of the present disclosure;
FIG. 3 is a diagram schematically illustrating meta-
data information and a tag registration process using
the metadata information, according to various em-
bodiments of the present disclosure;
FIG. 4 is a diagram schematically illustrating a meth-
od for controlling the number of association images,
according to various embodiments of the present dis-
closure;
FIG. 5 is a diagram schematically illustrating a meth-
od for searching for an image having a voice tag,
according to various embodiments of the present dis-
closure;
FIG. 6 is a diagram schematically illustrating a voice
tag registration method, according to various em-
bodiments of the present disclosure;
FIG. 7 is a diagram schematically illustrating a meth-
od for determining association images using a pa-
rameter priority, according to various embodiments
of the present disclosure;
FIG. 8 is a diagram schematically illustrating a meth-
od for determining association images using a weight
of a parameter, according to various embodiments
of the present disclosure;
FIG. 9 is a diagram schematically illustrating a voice
tag registration method, according to various em-
bodiments of the present disclosure;
FIG. 10 is a diagram schematically illustrating a
method for registering voice tags at images stored
on an electronic device and a server, according to
various embodiments of the present disclosure;
FIG. 11 is a block diagram illustrating an electronic
device, according to various embodiments of the
present disclosure; and
FIG. 12 illustrates a block diagram of a program mod-
ule, according to various embodiments of the present
disclosure.

[0015] Throughout the drawings, it should be noted
that like reference numbers are used to depict the same
or similar elements, features, and structures.

DETAILED DESCRIPTION

[0016] Various embodiments of the present disclosure
may be described with reference to accompanying draw-
ings. Accordingly, those of ordinary skill in the art will
recognize that modification, equivalent, and/or alterna-
tive on the various embodiments described herein can
be variously made without departing from the scope of
the present disclosure. With regard to description of
drawings, similar components may be marked by similar
reference numerals.
[0017] In the disclosure disclosed herein, the expres-
sions "have," "may have," "include" and "comprise," "may
include," "may comprise" used herein indicate existence
of corresponding features (e.g., elements such as nu-

meric values, functions, operations, or components) but
do not exclude presence of additional features.
[0018] In the disclosure disclosed herein, the expres-
sions "A or B," "at least one of A or/and B," or "one or
more of A or/and B," and the like used herein may include
any and all combinations of one or more of the associated
listed items. For example, the term "A or B," "at least one
of A and B," or "at least one of A or B" may refer to all of
the case (1) where at least one A is included, the case
(2) where at least one B is included, or the case (3) where
both of at least one A and at least one B are included.
[0019] The terms, such as "first," "second," and the like
used herein may refer to various elements of various em-
bodiments of the present disclosure, but do not limit the
elements. For example, such terms do not limit the order
and/or priority of the elements. Furthermore, such terms
may be used to distinguish one element from another
element. For example, "a first user device" and "a second
user device" indicate different user devices. For example,
without departing the scope of the present disclosure, a
first element may be referred to as a second element,
and similarly, a second element may be referred to as a
first element.
[0020] It will be understood that when an element (e.g.,
a first element) is referred to as being "(operatively or
communicatively) coupled with/to" or "connected to" an-
other element (e.g., a second element), it can be directly
coupled with/to or connected to the other element or an
intervening element (e.g., a third element) may be
present. In contrast, when an element (e.g., a first ele-
ment) is referred to as being "directly coupled with/to" or
"directly connected to" another element (e.g., a second
element), it should be understood that there are no inter-
vening element (e.g., a third element).
[0021] For example, a "processor configured to per-
form A, B, and C" may mean a dedicated processor (e.g.,
an embedded processor) for performing a corresponding
operation or a generic-purpose processor (e.g., a central
processing unit (CPU) or an application processor) which
may perform corresponding operations by executing one
or more software programs that are stored in a memory.
[0022] Terms used in this specification are used to de-
scribe specific embodiments of the present disclosure
and are not intended to limit the scope of the present
disclosure. The terms of a singular form may include plu-
ral forms unless otherwise specified. Unless otherwise
defined herein, all the terms used herein, which include
technical or scientific terms, may have the same meaning
that is generally understood by a person skilled in the art.
It will be further understood that terms, which are defined
in a dictionary and commonly used, should also be inter-
preted as is customary in the relevant related art and not
in an idealized or overly formal detect unless expressly
so defined herein in various embodiments of the present
disclosure. In some cases, even if terms are terms which
are defined in the specification, they may not be inter-
preted to exclude embodiments of the present disclosure.
[0023] An electronic device according to various em-
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bodiments of the present disclosure may include at least
one of smartphones, tablet personal computers (PCs),
mobile phones, video telephones, electronic book read-
ers, desktop PCs, laptop PCs, netbook computers, work-
stations, servers, personal digital assistants (PDAs),
portable multimedia players (PMPs), Motion Picture Ex-
perts Group (MPEG-1 or MPEG-2) Audio Layer 3 (MP3)
players, mobile medical devices, cameras, wearable de-
vices (e.g., head-mounted-devices (HMDs), such as
electronic glasses), electronic apparel, electronic brace-
lets, electronic necklaces, electronic appessories, elec-
tronic tattoos, smart watches, and the like.
[0024] According to various embodiments of the
present disclosure, the electronic devices may be smart
home appliances. The smart home appliances may in-
clude at least one of, for example, televisions (TVs), dig-
ital versatile disc (DVD) players, audios, refrigerators, air
conditioners, cleaners, ovens, microwave ovens, wash-
ing machines, air cleaners, set-top boxes, TV boxes (e.g.,
Samsung HomeSync™, Apple TV™, or Google TV™),
game consoles (e.g., Xbox™ and PlayStation™), elec-
tronic dictionaries, electronic keys, camcorders, elec-
tronic picture frames, and the like.
[0025] According to various embodiments of the
present disclosure, the electronic devices may include
at least one of medical devices (e.g., various portable
medical measurement devices (e.g., a blood glucose
monitoring device, a heartbeat measuring device, a blood
pressure measuring device, a body temperature meas-
uring device, and the like), magnetic resonance angiog-
raphy (MRA), a magnetic resonance imaging (MRI), a
computed tomography (CT), scanners, and ultrasonic
devices), navigation devices, global positioning system
(GPS) receivers, event data recorders (EDRs), flight data
recorders (FDRs), vehicle infotainment devices, elec-
tronic equipment for vessels (e.g., navigation systems
and gyrocompasses), avionics, security devices, head
units for vehicles, industrial or home robots, automatic
teller’s machines (ATMs), points of sales (POSs), or in-
ternet of things (e.g., light bulbs, various sensors, electric
or gas meters, sprinkler devices, fire alarms, thermostats,
street lamps, toasters, exercise equipment, hot water
tanks, heaters, boilers, and the like).
[0026] According to another embodiment of the
present disclosure, the electronic devices may include
at least one of furniture or buildings/structures, electronic
boards, electronic signature receiving devices, projec-
tors, or various measuring instruments (e.g., water me-
ters, electricity meters, gas meters, or wave meters, and
the like).
[0027] The electronic devices according to an embod-
iment of the present disclosure may be one or more com-
binations of the above-mentioned devices. According to
a certain embodiment of the present disclosure, an elec-
tronic device may be a flexible electronic. Also, electronic
devices according to various embodiments of the present
disclosure are not limited to the above-mentioned devic-
es, and may include new electronic devices according to

technology development
[0028] Hereinafter, electronic devices according to an
embodiment of the present disclosure will be described
with reference to the accompanying drawings. The term
"user" used herein may refer to a person who uses an
electronic device or may refer to a device (e.g., an artifi-
cial electronic device) that uses an electronic device.
[0029] FIG. 1 is a diagram illustrating an electronic de-
vice in a network environment, according to various em-
bodiments of the present disclosure.
[0030] Referring to FIG. 1, there is illustrated an elec-
tronic device 101 in a network environment 100 accord-
ing to various embodiments of the present disclosure.
The electronic device 101 may include a bus 110, a proc-
essor 120, a memory 130, an input/output (I/O) interface
150, a display 160, and a communication interface 170.
The electronic device 101 may further include a shooting
module 180. According to an embodiment of the present
disclosure, the electronic device 101 may not include at
least one of the above-described components or may
further include other component(s).
[0031] The bus 110 may interconnect the above-de-
scribed components: processor 120, memory 130, in-
put/output (I/O) interface 150, display 160, communica-
tion interface 170 and shooting module 180, and may be
a circuit for conveying communications (e.g., a control
message and/or data) among the above-described com-
ponents.
[0032] The processor 120 may include one or more of
a central processing unit (CPU), an application processor
(AP), or a communication processor (CP). The processor
120 may perform, for example, data processing or an
operation associated with control or communication of at
least one other component(s) of the electronic device
101. According to various embodiments of the present
disclosure, the processor 120 may be understood as be-
ing a control module and may include a graphics process-
ing module (e.g., a graphics processing unit (GPU)). The
processor 120 may further include a sub-module such
as an analysis module for analyzing voice data.
[0033] The memory 130 may include a volatile and/or
nonvolatile memory. The memory 130 may store instruc-
tions or data associated with at least one other compo-
nent(s) of the electronic device 101. According to various
embodiments of the present disclosure, the memory 130
may store software and/or a program 140. The memory
130 may include, for example, a kernel 141, a middleware
143, an application programming interface (API) 145,
and/or an application (or an application program) 147. At
least a portion of the kernel 141, the middleware 143, or
the API 145 may be called an "operating system (OS)."
[0034] According to various embodiments of the
present disclosure, the memory 130 may store a plurality
of photos or videos which are captured by the shooting
module 180 or are obtained through the communication
interface 170. Furthermore, the memory 130 may include
an application 147 (e.g., a gallery application) for editing
or managing a plurality of images or videos.
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[0035] The kernel 141 may control or manage system
resources (e.g., the bus 110, the processor 120, the
memory 130, and the like) that are used to execute op-
erations or functions of other programs (e.g., the middle-
ware 143, the API 145, and the application program 147).
Furthermore, the kernel 141 may provide an interface
that allows the middleware 143, the API 145, or the ap-
plication program 147 to access discrete components of
the electronic device 101 so as to control or manage sys-
tem resources.
[0036] The middleware 143 may perform a mediation
role such that the API 145 or the application program 147
communicates with the kernel 141 to exchange data.
[0037] Furthermore, the middleware 143 may process
task requests received from the application program 147
according to a priority. For example, the middleware 143
may assign the priority, which makes it possible to use
a system resource (e.g., the bus 110, the processor 120,
the memory 130, or the like) of the electronic device 101,
to the at least one of the application program 147. For
example, the middleware 143 may process the one or
more task requests according to the priority assigned to
the at least one application program 147, which makes
it possible to perform scheduling or load balancing on
the one or more task requests.
[0038] The API 145 may be an interface through which
the application program 147 controls a function provided
by the kernel 141 or the middleware 143, and may in-
clude, for example, at least one interface or function (e.g.,
an instruction) for a file control, a window control, image
processing, a character control, or the like.
[0039] The I/O interface 150 may transmit an instruc-
tion or data, input from a user or another external device,
to other component(s) of the electronic device 101. Fur-
thermore, the I/O interface 150 may output an instruction
or data, received from other component(s) of the elec-
tronic device 101, to a user or another external device.
[0040] The I/O interface 150 may include a voice input
module 152 which obtains a voice input from a user. The
voice input module 152 may be, for example, a micro-
phone.
[0041] The display 160 may include, for example, a
liquid crystal display (LCD), a light-emitting diode (LED)
display, an organic LED (OLED) display, or a microelec-
tromechanical systems (MEMS) display, or an electronic
paper display. The display 160 may display, for example,
various contents (e.g., a text, an image, a video, an icon,
a symbol, and the like) to a user. The display 160 may
include a touch screen and may receive, for example, a
touch, gesture, proximity, or hovering input using an elec-
tronic pen or a portion of a user’s body.
[0042] The communication interface 170 may estab-
lish communication between the electronic device 101
and an external electronic device (e.g., a first external
electronic device 102, a second external electronic de-
vice 104, or a server 106). For example, the communi-
cation interface 170 may be connected to a network 162
through wireless communication or wired communication

to communicate with the external device (e.g., a second
external electronic device 104 or a server 106).
[0043] The wireless communication may include at
least one of, for example, LTE, LTE-A, CDMA, WCDMA,
UMTs, WiBro, GSM, or the like, as cellular communica-
tion protocol. Furthermore, the wireless communication
may include, for example, a local area network 164. The
local area network 164 may include, for example, at least
one of wireless fidelity (Wi-Fi), Bluetooth, near field com-
munication (NFC), global positioning system (GPS), or
the like. The wired communication may include at least
one of, for example, a universal serial bus (USB), a high
definition multimedia interface (HDMI), a recommended
standard-132 (RS-132), or a plain old telephone service
(POTS). The network 162 may include at least one of
telecommunications networks, for example, a computer
network (e.g., LAN or WAN), an internet, or a telephone
network.
[0044] Each of the first and second external electronic
devices 102 and 104 may be a device of which the type
is different from or the same as that of the electronic
device 101. According to an embodiment of the present
disclosure, the server 106 may include a group of one or
more servers. According to various embodiments of the
present disclosure, all or a part of operations that the
electronic device 101 will perform may be executed by
another or plural electronic devices (e.g., the external
electronic devices 102 and 104 and the server 106). Ac-
cording to an embodiment of the present disclosure, in
the case where the electronic device 101 executes any
function or service automatically or in response to a re-
quest, the electronic device 101 may not perform the
function or the service internally, but, alternatively addi-
tionally, it may request at least a portion of a function
associated with the electronic device 101 at other device
(e.g., the external electronic device 102 or 104 or the
server 106). The other electronic device (e.g., the exter-
nal electronic device 102 or 104 or the server 106) may
execute the requested function or additional function and
may transmit the execution result to the electronic device
101. The electronic device 101 may provide the request-
ed function or service using the received result or may
additionally process the received result to provide the
requested function or service. To this end, for example,
cloud computing, distributed computing, or client-server
computing may be used.
[0045] FIG. 2 is a diagram schematically illustrating a
user interface (UI) for registering a voice tag, according
to various embodiments of the present disclosure.
[0046] A voice tag may be registered using various
methods. Below, a method for registering a voice tag in
connection with a shooting operation and a method for
registering a voice tag by selection of a user will be de-
scribed. However, the scope of the present disclosure
may not be limited thereto. The present disclosure may
be variously modified or changed, and is not limited to
methods disclosed herein.
[0047] A user of an electronic device (e.g., an electron-
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ic device 101) may capture an object using a camera
(e.g., a shooting module 180) mounted on the electronic
device. For example, referring to a screen 210, the user
may adjust a desired shooting mode using at least one
button displayed at the screen 210 and may provide a
touch input on a specific button (e.g., a camera-shaped
button) to capture an object.
[0048] According to various embodiments of the
present disclosure, if shooting is made, the electronic
device 101 may provide a screen including a user inter-
face (UI) for determining whether to register a voice tag.
For example, there may be provided a screen 220 which
includes a UI 221 querying whether to register a voice
tag. The user may input a voice tag through a proper
response on the UI 221, for example, through selection
of a "Yes" button.
[0049] A UI, such as the screen 220, may be provided
according to various situations. For example, the screen
220 may be automatically provided if a camera 180 cap-
tures an object. Alternatively, the screen 220 may be pro-
vided if a predetermined input is received from the user
after the object is captured. For example, the screen 220
for querying whether to input a voice tag may be provided
if there occurs the following operation: a physical button
is pushed over a constant time after shooting or an elec-
tronic device shakes from side to side.
[0050] According to various embodiments of the
present disclosure, the UI 221 may be provided after a
photo is taken and a time (e.g., two seconds) elapses.
Furthermore, the UI 221 may disappear from a display
160 if no input is received during a time (e.g., 1.5 seconds)
after the UI 221 is provided. A value of the time (e.g., two
seconds, 1.5 seconds, or the like) may be varied by a
user input or may be varied according to a setting of a
system (electronic device) or an operation environment.
Furthermore, according to various embodiments of the
present disclosure, the UI 221 may be provided even
before a photo is captured. For example, screen 210
could be provided with an additional button "voice tag +
photo" or "voice tag + video", allowing a user to register
first a voice tag and to take a photo or register a video
afterwards.
[0051] In the example of FIG. 2, a screen 230 for reg-
istration of a voice tag may be provided after the screen
220 including the UI 221 is provided and a photo is cap-
tured at the screen 210.
[0052] In general, a user may change an object, a fo-
cus, composition, and the like after the photo shooting
to continue to perform photo shooting. An object (an ob-
ject is slightly variable according to movement of an elec-
tronic device or camera shake) currently held by a lens
may be displayed on a display of an electronic device
which remains in a shooting mode while preparing next
shooting. At this state, an icon (or a menu) (e.g., voice
input icon 261 of a screen 260) for inputting a voice tag
at a screen (e.g., a screen 210) of a current shooting
mode may be provided on at least a part (e.g., a right
top, a bottom center or the like of a screen) of a screen.

If a corresponding icon is selected, an electronic device
may provide a screen 220 for inputting a voice tag with
respect to a just previously captured photo. This exem-
plification may be used as a method for marking a photo,
which a user determines as being successfully captured,
when continuously capturing many photos.
[0053] If a user intends to register a voice tag for a
photo (e.g., a user selects "Yes" of the UI 221), the screen
230 for a voice input may be provided. The screen 230
may also provide a suitable guide message 231 (e.g.,
Say voice tag for this photo). If a user provides a voice
input, the electronic device may produce a data file using
the voice input and may register the data file at a corre-
sponding photo. According to various embodiments of
the present disclosure, the electronic device 101 may
convert a voice input into a text using a voice recognition
function and the like and may register a text tag, which
is generated by converting a voice input into a text, at a
corresponding photo together with a voice tag corre-
sponding to the voice input. A method for registering a
voice tag (or a voice tag and/or a converted text tag) at
a photo may not be limited to the above-described ex-
emplification, and various methods may be used.
[0054] A photo for which a voice tag is registered may
include, for example, a voice tag icon 241 as illustrated
in a screen 240. This is exemplary, and the fact that a
voice tag is registered for a corresponding image may
be expressed using a variety of methods. However, in
some embodiments of the present disclosure, even
though a voice tag is registered for a photo, the voice-
tagged photo may be shown on the screen in a same
manner compared to other images for which a voice tag
is not registered.
[0055] Voice data which a user registers may be re-
produced if a voice tag icon 241 is selected by the user.
Alternatively, a text converted through voice recognition
may be temporarily displayed during a time when the
voice tag icon 241 is selected. According to various em-
bodiments of the present disclosure, a variety of menus,
such as voice listening, association image search, voice
tag deletion, and the like may be provided around the
voice tag icon 241, while a touch input (or a hovering
input using an electronic pen and the like) on the voice
tag icon 241 is maintained.
[0056] According to various embodiments of the
present disclosure, a voice tag may be registered through
any other operation which is discrete from a shooting
operation. For example, the user may determine an im-
age list stored on the electronic device through an image
management application such as a gallery application as
illustrated in a screen 250. If the user selects a photo,
the selected photo may be provided as illustrated in a
screen 260. The screen 260 may include a corresponding
photo and a voice input icon 261 for guiding registration
of a voice tag. If the voice input icon 261 is selected, a
screen for a voice input such as the screen 230 may be
provided. According to some embodiments of the present
disclosure, after the screen 220 is provided, the screen
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230 may be provided according to a user input. The fol-
lowing procedure may correspond to the above descrip-
tion.
[0057] According to various embodiments of the
present disclosure, displaying of the screen 220 may be
omitted. For example, the screen 230 for a voice input
may be provided just after shooting, i.e. after screen 210,
or the screen 230 may be provided after the screen 260.
[0058] If a voice input on a specific photo is registered
as a voice tag by the user, the electronic device 101 may
perform searching for a photo having a relation with a
specific photo to register the same voice tag. Here, the
relation may mean a photo similar to the specific photo,
but may be interpreted as encompassing various mean-
ings of relations such as geographical relation, temporal
relation, and the like.
[0059] For example, in the case where a maple tree is
included in a photo captured at a botanical garden and
a user registers a voice tag of "botanical garden" at a
corresponding photo, the electronic device 101 may
search for any other image (e.g., a similar photo including
a maple tree) similar to the photo and may register the
same voice tag, that is, the voice tag of "botanical gar-
den." According to various embodiments of the present
disclosure, however, the electronic device 101 may an-
alyze a voice input (e.g., "botanical garden") inputted by
a user and may determine that a meaning of the voice
input corresponds to a specific category (e.g., a place),
based on the analysis result. In this case, the electronic
device 101 may determine suitable metadata informa-
tion(e.g., area information, GPS coordinates information,
and the like on a place where a photo is captured) among
metadata information of the photo and may register the
voice tag of "botanical garden" for any other image (e.g.,
a photo captured at the same area or an image captured
within a distance of 1 Km from the GPS coordinates)
which satisfies a reference condition with respect to cor-
responding metadata information.
[0060] Below, there will be described information used
to determine an image having a relation with a specific
image, and there will be described a method for deter-
mining an association image using each piece of infor-
mation and registering a voice tag.
[0061] FIG. 3 is a diagram schematically illustrating
metadata information and a tag registration process us-
ing the metadata information, according to various em-
bodiments of the present disclosure.
[0062] According to various embodiments of the
present disclosure, a variety of information included in a
specific image 300 may be used to register a voice tag.
First of all, information of an image itself may be used.
For example, an object (e.g., sea, nightscape, sky, grass-
land, mountain, building, and the like) which an image
expresses, an object (e.g., cat, baby, book, coffee, food,
and the like) included in the image, color distribution of
the image, or the like may be used to register a voice tag.
As such, information visually provided through an image
may be simply expressed as image information 310. A

processor 120 of an electronic device 101 may determine
similarity (e.g., similarity of 75%) between a specific im-
age 300 and any other image based on the image infor-
mation 310, for example, using an image processing
technique and the like.
[0063] The specific image 300 may include a variety
of metadata information as well as the image information
310 visually provided. The metadata information may in-
clude location information 321 indicating a location where
the specific image 300 is captured, time information 323
indicating a time when the specific image 300 is captured,
device information 325 indicating information on a device
capturing the specific image 300, mode information 327
indicating a shooting mode used at point in time when
the specific image 300 is captured, and a variety of other
information 329 (e.g., resolution of an image file, capac-
ity, file name, folder where a file is stored, and the like).
[0064] The location information 321 may include infor-
mation on a nation, a city, an area, a specific building or
a position where the specific image 300 is captured. Fur-
thermore, the location information 321 may include a ge-
ographical information such as GPS coordinates. Ac-
cording to various embodiments of the present disclo-
sure, the location information 321 may include informa-
tion on a network access point (AP) or a base station
connected at a point in time when the specific image 300
is captured.
[0065] The time information 323 may include informa-
tion on a time when the specific image 300 is captured.
For example, the time information 323 may include infor-
mation on year, month, date, hour, minute, second, and
the like when the specific image 300 is captured. Accord-
ing to various embodiments of the present disclosure,
the time information 323 may be used without modifica-
tion or may be changed into any other format (e.g., sea-
son, am/pm, sunset/sunrise, or a lunar date and the like)
before the use.
[0066] The device information 325 may include infor-
mation on the capture device used to capture the specific
image 300. For example, the device information 325 may
include information on a model name, a maker, a type of
used lens of a shooting device, or the like or whether the
shooting device is the same as a user device which dis-
plays the specific image 300 (e.g., whether the image is
captured by an electronic device 101 or whether the spe-
cific image 300 captured by an external device is trans-
mitted to the electronic device 101 through a network and
the like) and the like.
[0067] The mode information 327 may include infor-
mation on a shooting mode used at a point in time when
the specific image 300 is captured. In detail, the mode
information 327 may include information on whether the
following techniques are used at shooting: focusing, out-
focusing, flash, white balance (or level thereof), correc-
tion, proximity shooting, night mode and the like.
[0068] Below, there will be described a method for de-
termining an association image based on a result of de-
termining one or more of pieces of metadata information.
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[0069] If voice data of a user is received with respect
to the specific image 300 in operation 301, the processor
200 may analyze the voice data in operation 303. The
processor 120 may further include a language model, a
voice recognition module or a sound spectrum analysis
engine which is used to analyze voice data. The proces-
sor 120 may analyze the voice data to determine a mean-
ing thereof. For example, the processor 120 may deter-
mine a received voice as "sea" based on a result of an-
alyzing the voice data. The processor 120 may classify
a meaning of voice data as a specific category (e.g., a
location category for "sea") and may determine metadata
information(e.g., location information for "sea") corre-
sponding to a corresponding category.
[0070] To determine metadata information based on
voice data, the processor 120 may use image information
310 as well as analyze voice data itself. For example, in
the case where a user provides a voice input of "[me:t],"
it may not be clear to determine whether a voice input is
"meet" or "meat," through a voice data-based analysis.
In the case where "meat" appears at a current specific
image 300, the processor 120 may analyze correspond-
ing voice data as "meat" using the image information 310
(e.g., an object appearing at a specific image 300, that
is, "meat").
[0071] According to various embodiments of the
present disclosure, the processor 120 may determine a
meaning of a voice input through a server 106. For ex-
ample, the processor 120 may provide the voice data,
which is inputted by a user, and the specific image 300
to the server 106 through a communication interface 170
and may receive a result analyzed by the server 106.
The processor 120 may use the received result to deter-
mine metadata information.
[0072] If the voice data is analyzed in operation 303,
the processor 120 may determine at least one of seg-
ments of metadata information such as location, time,
shooting device, shooting mode, or the like, based on a
relation between an analysis result on voice data and
each of portions of metadata information included in
metadata information and specifically, information 321,
323, 325, 327, or 329. For example, in the case where
voice inputs such as sea, Dokdo, botanical garden, de-
partment store, and the like are analyzed as being asso-
ciated with a position, the processor 120 may determine
the location information 321 as metadata information. For
example, in the case where voice inputs such as night-
scape, sunset, sunrise, birthday, and the like are asso-
ciated with a date or a time, the processor 120 may de-
termine the time information 323 as metadata informa-
tion.
[0073] The processor 120 may determine two or more
pieces of metadata information with respect to a piece
of voice data. For example, in the case where a voice
input is "summer sea," the time information 323 and the
location information 321 may be determined.
[0074] In the case where voice data does not have a
suitable category corresponding to metadata informa-

tion, for example, in the case where voice input is regard-
less of a position, a time, an image shooting device, etc.
like "keyboard," the processor 120 may determine pre-
determined suitable metadata information. In the above
exemplification, the processor 120 may determine the
location information 321, the time information 323, and
the mode information 327 as metadata information,
which is used to register a voice tag, with respect to the
voice input of "keyboard." In this case, the processor 120
may register a voice tag of "keyboard" with respect to
other images captured under conditions of a position, a
mode (e.g., proximity shooting mode) and a date that are
similar to those of a specific image 300 where a voice
tag of "keyboard" is registered. As will be described later,
the other images may be images determined as being
somewhat similar to the image (e.g., a photo including a
keyboard), using the image information 310.
[0075] Below, an operation (e.g., operation 307) in
which a voice tag is registered based on a result of de-
termining an association image using image information
310 and metadata information will be described.
[0076] The processor 120 may determine an image,
which is determined as being associated with the specific
image 300, from among a plurality of images stored on
a memory 130 of an electronic device 101 by using the
image information 310 and metadata information. An im-
age corresponding to a target to be determined may not
need to be stored on the memory 130. For example, de-
termining whether or not of to allow an association image
may be performed with respect to images stored on a
cloud server (e.g., a server 106). This will be described
with reference to FIG. 10. Below, how images are stored
on the electronic device 101 will be described for the sake
of easy description.
[0077] The processor 120 may utilize various methods
to determine an image associated with a specific image
300. For example, the processor 120 may determine an
image, which has similarity of a threshold value or more,
as an association image using the image information 310.
To compare images, the processor 120 may include an
image processing module or may use an image process-
ing algorithm.
[0078] According to various embodiments of the
present disclosure, a threshold value on the similarity
may be variously set. For example, a setting may be
made such that an image with a similarity greater than
or equal to 70% is determined as an association image.
Alternatively, a setting may be made such that an image
with a similarity greater than or equal to 95% is deter-
mined as an association image. According to various em-
bodiments of the present disclosure, the image informa-
tion 310 may include information on an object (e.g., tree,
vehicle, person, food and the like) included in the specific
image 300, and the processor 120 may determine an
association image by determining a similarity between
an object, included in the specific image 300, or an object,
occupying the greatest ratio, from among objects includ-
ed therein and an object included in any other image.
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[0079] The above exemplification may be described
under the assumption that a similarity of an image is
greater than or equal to a threshold value. According to
various embodiments of the present disclosure, howev-
er, a threshold value may be replaced with a predeter-
mined range. For example, an image having a very high
similarity (e.g., a similarity of 95 to 100%) may be an
image on the same subject obtained through continuous
shooting (or a burst mode). According to various embod-
iments of the present disclosure, it may be efficient to
determine an image, having a similarity of a predeter-
mined range (e.g., a similarity of 50 to 80%), as an as-
sociation image rather than attaching a voice tag to sub-
stantially the same images (i.e., having a very high sim-
ilarity).
[0080] The processor 120 may use metadata informa-
tion to determine an association image. For example, the
processor 120 may determine any other image, which
has, as metadata information, a shooting location be-
longing within a specific range from a location where the
specific image 300 is captured, as an association image
using the location information 321. For example, in the
case where a location where the specific image 300 is
captured is Incheon airport, the processor 120 may de-
termine an image, which includes location information
corresponding to the Incheon airport as metadata infor-
mation, as an association image. Alternatively, the proc-
essor 120 may determine, for example, an image, which
includes, as metadata, a location included in a specific
range (e.g., 2Km) from GPS coordinates where the spe-
cific image 300 is captured, as an association image.
[0081] According to various embodiments of the
present disclosure, the processor 120 may determine an
image, which has, as metadata information, a shooting
time having a predetermined relation with a time when
the specific image 300 is captured, as an association
image. For example, a control module 120 may deter-
mine an image, which includes, as metadata information,
time information belonging within a specific range (e.g.,
two hours before and after a time) from the time when
the specific image 300 is captured (e.g., March 1, 2014,
2 a.m.), as being an association image.
[0082] According to various embodiments of the
present disclosure, the processor 120 may determine an
image, which includes, as metadata information, time in-
formation having a specific relation with a time when the
specific image 300 is captured, as an association image.
For example, the processor 120 may determine an im-
age, which includes, as metadata, the same date (e.g.,
March 3) as a time when the specific image 300 is cap-
tured, as an association image. Alternatively, the proc-
essor 120 may determine, for example, an image, which
has, as metadata information, a point in time when a spe-
cific date passes from a time when the specific image
300 is captured, as an association image. Alternatively,
in the case where the specific image 300 is captured at
a sunrise time zone, the processor 120 may determine
images of which the shooting time is included in the sun-

rise time zone, as an association image. In such embod-
iments, a user may verify a photo captured at a birthday
every year using one voice tag or may easily verify photos
corresponding to days when 100 days, 200 days, and
300 days pass from a specific anniversary, using one
voice tag. Furthermore, the user may easily verify a photo
on a time-dependent phenomenon, such as sunrise, sun-
set, glow, full moon or the like using one voice tag.
[0083] The above-described embodiments are exem-
plary, and modification, expansion and application there-
of may be variously made. For example, a photo captured
by any other device, which is not an electronic device
101 of a user, using the device information 325 may be
managed using a separate voice tag. Alternatively, a pho-
to captured in a proximity shooting mode using the mode
information 327 may be managed using a separate voice
tag. Whether to use any information with respect to each
case may be determined automatically or by a user set-
ting. Furthermore, the processor 120 may determine an
association image for registration of a voice tag using
one or more of pieces of information described above.
With regard to a method for determining association im-
ages using pieces of information, a method correspond-
ing to the case that pieces of information have priorities
will be described with reference to FIG. 7, and a method
corresponding to the case that pieces of information have
weights will be described with reference to FIG. 8. Below,
a method for registering voice tags at the desired number
of images using pieces of information will be described
with reference to FIG. 4.
[0084] FIG. 4 is a diagram schematically illustrating a
method for adjusting the number of association images,
according to various embodiments of the present disclo-
sure.
[0085] Referring to FIG. 4, an electronic device 101
may include a plurality of stored images 410. Registering
of the same voice tag as a registered voice tag of a spe-
cific image may be performed with respect to any other
image which has a relation with the specific image (e.g.,
specific image 300) for which the registered voice tag is
registered by a user. The registering may be manually
performed by a user input (instruction), may be per-
formed upon carrying out a search operation using a reg-
istered voice tag, or may be performed in the background
in the case where an electronic device 101 remains in a
standby state or an idle state.
[0086] A processor 120 may obtain voice data corre-
sponding to a voice tag. The voice data may be obtained
at the time when the specific image is captured or may
be obtained from a voice tag which is previously regis-
tered for a specific image. If an analysis result on voice
data indicates that voice data is associated with a loca-
tion, the processor 120 may determine an association
image using location information 321 of metadata infor-
mation of a specific image 300.
[0087] The number of images 420 determined as being
association images based on the location information
321 may be "m" (e.g., 245). If the number of association
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images set by a user and the like is smaller than or equal
to "N" (e.g., 50), the processor 120 may determine as-
sociation images using both the location information 321
and image information 310. The determining step may
be understood as determining an association image us-
ing the image information 310 with respect to images 420
(using images 420 as the population).
[0088] If the number of association images 430 (i.e.,
images including location information 321 and metadata
information 320 of a distance condition and satisfying a
similarity of a condition to a specific image (e.g., specific
image 300)) determined as association images using the
location information 321 and the image information 310
is m’ (e.g., 47) and m’ is smaller than N, the processor
120 may finally determine the images 430 to be associ-
ation images. The processor 120 may register the voice
data as a voice tag for the association images 430.
[0089] In the above-described embodiment, if the
number (m’) of images 430 determined using the location
information 321 and the image information 310 is greater
than N, the processor 120 may repeat the determining
using additional metadata information(e.g., time informa-
tion 323 and the like) until m’ becomes smaller than N.
[0090] According to various embodiments of the
present disclosure, m’ may be adjusted to have a prede-
termined range (e.g., n < m’ <N). m’ may not only have
a value smaller than N, but it may have a value greater
than or equal to a specific value to allow the number of
images, satisfying a predetermined similarity condition
with respect to a specific image (e.g., specific image 300),
to be within a constant range. This will be described with
reference to FIG. 8.
[0091] FIG. 5 is a diagram schematically illustrating a
method for searching for an image having a voice tag,
according to various embodiments of the present disclo-
sure.
[0092] According to various embodiments of the
present disclosure, there may be provided an UI 510 for
finding an image having a voice tag. For example, a gal-
lery application may provide a search menu 511. If the
search menu 511 is selected, an input interface such as
a typical keyboard/keypad may be provided together with
a voice input button/key, and a user may select the voice
input button/key to provide a voice input 520. A processor
120 may provide an image, which has a voice tag corre-
sponding to a voice waveform similar (e.g., indicating a
hit ratio of 95% or more) to the provided voice input 520,
as a search result.
[0093] According to various embodiments of the
present disclosure, if a voice tag menu 513 is selected,
a list of currently registered voice tags may be provided.
The list of voice tags may be provided in the form of an
icon or may be provided together with a text correspond-
ing to a voice tag. A user may select a provided voice
tag to reproduce voice data corresponding to the selected
voice tag and may search for images having the same
voice tag.
[0094] According to various embodiments of the

present disclosure, the user may activate a voice input
function through selection of a voice input menu 515. If
a voice input 520 is provided, the processor 120 may
search for one or more image having a voice tag corre-
sponding to the voice input 520. In the case where a voice
tag corresponding to the voice input does not exist, the
processor 120 may perform an operation (e.g., S-voice
or Siri and the like) of a general voice recognition appli-
cation.
[0095] If a voice input 520 is provided by the user, an
electronic device 101 may provide an UI such as a screen
530 or a screen 540. For example, the electronic device
101 may provide a search result 531 indicating that 34
images are found having a voice tag corresponding to
the voice input 520 of a user, one thereof is a first image
for which the user has input a voice tag, and 33 images
are images determined as association images of the first
image. Furthermore, the electronic device 101 may dis-
play a found image or thumbnails 533, 534, 535, etc. of
an image together with the search result 531. In this case,
the first found image 533 may be displayed first in a row.
[0096] According to various embodiments of the
present disclosure, the electronic device 101 may pro-
vide a search result on a voice input as illustrated in a
screen 540. In this case, an original image 541 (e.g., the
first found image 533) for which the user has directly reg-
istered a voice tag may be displayed in the form of a
relatively large thumbnail 541 at the center, and images
542, 543, 544, 545, etc. for which the same voice tag is
registered by an electronic device 101 (or a processor
120) as a consequence of determining that images 542,
543, 544, 545, etc. are images associated with the orig-
inal image 541 may be displayed in the form of relatively
small thumbnails at the bottom. If the user selects a func-
tion menu 541p or 541n, for example, in the case where
the user has directly registered the same voice tag for a
plurality of images, the electronic device 101 may output
a next original image (in the case where a function menu
541n is selected) (or a previous original image if the func-
tion menu 541p is selected). If the original image 541 is
changed into any other original image, association im-
ages 542, 543, 544, and 545 displayed at the bottom may
be replaced with association images of any other original
image 541. If one of images 541, 542, 543, 544, 545
provided on the screen 540 is selected, the selected im-
age may be displayed on the whole screen.
[0097] According to the above description, the search
result providing method may have various advantages.
For example, the user may register a voice tag of "bo-
tanical garden" for a photo (a first image) which is cap-
tured at a botanical garden in 2013. The electronic device
101 may register the same voice tag for association im-
ages (a first image group) of the first image. If time infor-
mation among metadata information is used, a part of
the botanical garden photos captured in 2013 may be
included in the first image group. In the case where the
same voice tag of "botanical garden" is registered for a
photo (a second image) captured at a botanical garden
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in 2014, the electronic device 101 may register a voice
tag of "botanical garden" for association images (a sec-
ond image group) of the second image using image in-
formation and time information (2014).
[0098] In the case where the user performs an image
search through a voice input of "botanical garden" photos
corresponding to the first image (the first image group)
and to the second image (the second image group) may
be mixed and provided as a search result because having
the same voice tag of "botanical garden". However, in
the case where a search result is provided as illustrated
in a screen 540, the first image, the second image, the
first image group, and the second image group may be
easily distinguishable. Indeed, the first and second image
can be displayed as image 541, the images of the first
group can be displayed as images 542, 543, 544, 545,
etc. when the first image is shown as image 541, and the
images of the second group can be displayed as images
542, 543, 544, 545, etc. when the second image is shown
as image 541 (by using arrows 541p, 541n).
[0099] In the above exemplification, there may be de-
scribed the case that time information among metadata
information is used, but the case that other metadata
information such as position information and the like is
used may be also useful. For example, in the case where
a user takes many photos at differently located botanical
gardens, even though a voice input of "botanical garden"
is used as a voice tag with respect to the botanical gar-
dens, search results on a voice input of "botanical gar-
den" may be distinguished according to locations of im-
ages captured at the respective botanical gardens.
[0100] According to various embodiments of the
present disclosure, a screen 540 may be provided if an
image of result images of the screen 530 is selected. For
example, if an image 533 (original image) is selected at
the screen 540, a first found image 533 may be output
at a location corresponding to an image 541 in the screen
540, and association images of the first found image 533
may be outputted at the bottom of the screen 540. Ac-
cording to various embodiments of the present disclo-
sure, if the electronic device 101 rotates in a landscape
mode at a state of the screen 530, a result screen may
be provided as illustrated in the screen 540.
[0101] Various exemplifications of an electronic device
101 according to various embodiments of the present
disclosure which registers and searches for a voice tag
have been described with reference to FIGS. 1 to 5. Ac-
cording to various embodiments of the present disclo-
sure, an electronic device (e.g., an electronic device 101)
may include a voice input module 152 configured to re-
ceive a voice input from an outside to generate voice
data, a memory 130, and a processor 120 electrically
connected to the voice input module 152 and the memory
130. The memory 130 may be configured to store one or
more images or videos, and the memory 130 comprises
instructions, the instructions, when executed by the proc-
essor 120, causing the electronic device 101 to generate
voice data for a voice input received through the voice

input module 152 with respect to a first image or video
stored in the memory 130, link the voice data or first meta-
data information based on the voice data, with the first
image or video, determine a relation between a second
image or video, stored in the memory 130, and the first
image or video, and link at least one of (1) the voice data,
(2) the first metadata information based on the voice data,
or (3) second metadata information generated from the
voice data and/or from the first metadata information with
the second image or video, based on at least a part of
the determined relation.
[0102] According to various embodiments of the
present disclosure, the electronic device 101 may link
the first metadata information with the first image or video
in the form of a tag, and the electronic device 101 may
be configured to link at least one of (1) the voice data,
(2) the first metadata information, or (3) the second meta-
data information with the second image or video in the
form of a tag. Here, for example, the first metadata infor-
mation may include speech-to-text information extracted
from the voice data. Furthermore, the electronic device
101 may determine the relation using at least one of an
image analysis, location information, time information,
text information, or face recognition information associ-
ated with the first image or video and the second image
or video.
[0103] According to various embodiments of the
present disclosure, an electronic device 101 may include
a voice input module 152 configured to receive a voice
input from outside to generate voice data, a communica-
tion interface 170, a memory 130, and a processor 120
electrically connected to the voice input module 152, the
communication interface 170, and the memory 130. The
memory 130 may store one or more images or videos,
and the memory 130 may include instructions, the in-
structions, when executed by the processor, causing the
electronic device 101 to generate voice data from a voice
input received through the voice input module 152 with
respect to a first image or video stored in the memory
130, link the voice data or first metadata information
based on the voice data, with the first image or video,
and transmit the first image or video and the linked voice
data or first metadata information as an output of the
electronic device 101 through the communication inter-
face 170.
[0104] According to various embodiments of the
present disclosure, the electronic device 101 may trans-
mit a request for requiring one or more images or videos
associated with the linked voice data or the first metadata
information to the outside of the electronic device 101,
e.g. to a server 106, and may receive one or more images
or videos linked with (1) the voice data, (2) the first meta-
data information, or (3) second metadata information
generated from the voice data and/or the first metadata
information from the outside of the electronic device 101,
e.g. from the server 106.
[0105] As an additional or general exemplification, an
electronic device 101 may include a voice input module
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152 configured to obtain voice data on a specific image
300, and a control module 120 configured to analyze the
voice data to determine at least one metadata information
of the specific image 300. Here, the control module 120
may register the voice data as a voice tag with respect
to at least one association image, which satisfies a spe-
cific condition with respect to the specific image 300 or
the determined metadata information, from among a plu-
rality of images. According to various embodiments of
the present disclosure, the plurality of metadata informa-
tion may include at least one of information on a location
or a time where the specific image 300 is captured, in-
formation on a device capturing the specific image 300,
or information on a shooting mode of the specific image
300.
[0106] According to various embodiments of the
present disclosure, the electronic device 101 may further
include a shooting module 180. If the specific image 300
is captured by the shooting module 180, the control mod-
ule 120 may be configured to activate the voice input
module to guide obtaining of the voice data.
[0107] Furthermore, the control module 120 may be
configured to provide a user interface (UI) for guiding
obtaining of the voice data if the specific image 300 is
selected, to register a text tag, which is obtained by con-
verting the voice data into a text, together with the voice
tag with respect to the at least one image, or to analyze
the voice data using an object appearing at the specific
image 300.
[0108] According to various embodiments of the
present disclosure, the control module 120 may deter-
mine at least one portion of metadata information among
information on the location, the time, the capturing de-
vice, and the shooting mode, based on a relation between
an analysis result of the voice data and each of the plu-
rality of information. In this case, the control module 120
may determine an image, which includes as metadata
information location information within a specific range
from the location information of the specific image 300 ,
from among the plurality of images, as the at least one
association image; and/or the control module 120 may
determine an image, which includes as metadata infor-
mation time information belonging within a specific range
from the time of the specific image 300, from among the
plurality of images, as the at least one association image;
and/or the control module 120 may determine an image,
which includes as metadata information location infor-
mation having a specific relation with the time of the spe-
cific image 300, from among the plurality of images, as
the at least one association image. Meanwhile, the con-
trol module 120 may determine an image, which has a
similarity to the specific image 300 using e.g. a threshold
value, from among the plurality of images, as the at least
one association image.
[0109] Also, according to various embodiments of the
present disclosure, at least a part of the plurality of im-
ages may be stored on an external device functionally
connected with the electronic device 101, and the elec-

tronic device 101 may further include a communication
module communicating with the external device.
[0110] Meanwhile, an electronic device 101 according
to various embodiments of the present disclosure may
provide a search function using the voice tag. For exam-
ple, the electronic device 101 may include a memory 130,
a voice obtaining module 152 configured to obtain voice
data and a processor 120 configured to search for at least
one image from a plurality of images or videos based on
the obtained voice data. The memory 130 may include
instructions, the instructions, when executed by the proc-
essor 120, causing the electronic device 101 to find and
provide at least one image of an image or video (1) linked
with a voice tag corresponding to the voice data of the
plurality of images or videos, (2) linked with first metadata
information based on the voice data, or (3) linked with
the voice data and/or the second metadata information
generated from the first metadata information. Further-
more, at least a part of the plurality of images or videos
may be stored on an external device functionally con-
nected with the electronic device 101. Moreover, in the
case where the electronic device 101 further includes a
communication module, the memory may further include
instructions which makes it possible to transmit a request
for calling an image or video search result based on the
voice data to the external device and to provide at least
a part of a search result received from the external device.
[0111] Below, a voice tag registration method accord-
ing to various embodiments of the present disclosure will
be described. The following methods may be executed
by an electronic device (e.g., electronic device 101). Fur-
thermore, an order disclosed in an illustrated flow chart
may follow a logical flow, not a temporal order, and re-
spective operations may be performed simultaneously
unless logically conflicted or may be performed according
to any other order. Moreover, various modifications and
expansions described with reference to FIGS. 1 to 5 may
be applied to the following methods.
[0112] FIG. 6 is a diagram schematically illustrating a
voice tag registration method according to various em-
bodiments of the present disclosure.
[0113] In operation 610, an electronic device 101 may
obtain voice data on a specific image (e.g., specific image
300). For example, an input/output interface 150 or a
voice input module 152 may obtain user utterance as
voice data. Furthermore, in the case where an image for
which a voice tag is registered is displayed or a voice tag
icon (e.g., voice tag icon 241 and the like of FIG. 2) is
selected for an image for which a voice tag is registered,
the electronic device 101 may obtain voice data corre-
sponding to a voice tag stored on a memory 130.
[0114] Operation 610 may be performed after a user
captures an object (e.g., a screen 210 and the like of FIG.
2) or may be performed after the user selects a specific
image at a gallery application (e.g., a screen 250 of FIG.
2).
[0115] In operation 620, an electronic device 101 (e.g.
a processor 120 of the electronic device 101) may deter-
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mine metadata information based on voice data. The
specific image may have pieces of metadata information,
and the electronic device 101 may analyze the voice data
to determine at least one metadata information, which is
determined as being associated with the voice data, from
among the pieces of metadata information. For example,
a metadata information determination method described
with reference to FIG. 3 may be applied to operation 620.
[0116] In operation 630, the electronic device 101 may
determine an association image, which is determined as
being associated with a specific image 300, using an ob-
ject included in the specific image 300 or subject infor-
mation (e.g., image information 310) of the specific image
and/or the at least one metadata information determined
in operation 620.
[0117] In operation 630, various conditions may be
used to determine an association image. For example,
there may be used conditions such as a similarity to a
constant level, correspondence of metadata information,
similarity, relation satisfaction, and the like between im-
ages. Conditions described with reference to FIGS. 3 and
4 may be applied to operation 630.
[0118] In operation 640, the electronic device 101 may
register the voice data obtained in operation 610 for the
specific image, for images, which are determined as as-
sociation images in operation 630, as a voice tag. Images
for which a voice tag is registered may be displayed to-
gether with an icon (e.g., a voice input icon 241 of FIG.
2) indicating that a voice tag is registered.
[0119] According to various embodiments of the
present disclosure, a plurality of voice tags may be reg-
istered for one image. For example, operations 610, 620,
630, and 640 may be again performed with respect to
any other voice input for an image for which a voice tag
is registered, thereby making it possible to register any
other voice tag. An image for which a plurality of tags is
registered may include a plurality of marks such as an
icon 241.
[0120] According to various embodiments of the
present disclosure, the electronic device 101 may con-
tinuously obtain a voice input (e.g., a voice input of "sum-
mer" or a voice input of "sea") in operation 610 and may
register the respective voice tags (e.g., "summer" and
"sea") at association images (e.g., an association image
group A or an association image group B) determined
using metadata information (e.g., time information or po-
sition information) which is determined based on each
voice input. According to some embodiments of the
present disclosure, the electronic device 101 may obtain
a voice input (e.g., "summer sea") in operation 610, may
divide the obtained voice input by the meaning or by the
word to determine metadata information, and may deter-
mine an association image using the divided voice input
to register the voice tag("summer sea"). In this case, im-
ages having a voice tag of "summer sea" may be provided
as a search result even though a search operation is
performed using "summer," "sea" or "summer sea."
[0121] FIG. 7 is a diagram schematically illustrating a

method for determining association images using a pa-
rameter priority, according to various embodiments of
the present disclosure. In a description associated with
FIGS. 7 and 8 to 10, a description duplicated or similar
with the above description may be omitted.
[0122] In operation 710, an electronic device 101 may
obtain voice data on a specific image 300. In operation
720, the electronic device 101 may determine metadata
information based on the obtained voice data. Operation
710 and operation 720 may correspond to operation 610
and operation 620 of FIG. 6.
[0123] In operation 730, the electronic device 101 may
determine priorities of image information and metadata
information. For example, an embodiment of FIG. 4 may
be understood as an association image is determined
under the condition that a priority of location information
is higher than that of image information.
[0124] The image information and pieces of metadata
information may be understood as parameters for deter-
mining an association image. The electronic device 101
may determine a priority of each parameter. Different ref-
erences may be applied to the parameters in determining
an association image(s). For example, determining of a
similarity according to image processing may be applied
to the image information as a reference, and determining
on whether to have a date as metadata information may
be applied to the time information as a reference.
[0125] In operation 740, the electronic device 101 may
determine an association image by applying a parameter
according to a priority. For example, the electronic device
101 may determine a candidate for an association image
(hereinafter referred to as an "association image candi-
date"), which is determined as being associated with a
specific image 300, from among a plurality of stored im-
ages by applying a parameter of the highest priority.
[0126] In operation 750, the electronic device 101 may
determine whether an association image determined to
be a candidate in operation 740, that is, an association
image candidate satisfies a specific condition. The spe-
cific condition may be determined by an input of a user
or a setting of the electronic device 101 (it can be previ-
ously determined). For example, the electronic device
101 may determine as the condition whether the number
of association image candidates is smaller than a refer-
ence value (e.g., 15). If the number of association image
candidates satisfies the specific condition (e.g., the
number of association image candidates is 13, and 13 <
15), the association image candidates may be deter-
mined as association images. In operation 770, the elec-
tronic device 101 may input voice data obtained in oper-
ation 710 at the association images (in this case, the
same as the association image candidates) as a voice
tag.
[0127] If the number of association image candidates
does not satisfy the specific condition (e.g., the number
of association image candidates is 49), in operation 760,
the electronic device 101 may determine a parameter of
a second priority. In operation 740, the electronic device
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101 may again determine an association image with re-
spect to the determined parameter (a parameter of a sec-
ond priority). A second association image candidate de-
termined according to the determining result may satisfy
both a condition of the parameter of the highest priority
and a condition of the parameter of the second priority.
The electronic device 101 may repeat a process of op-
eration 740, operation 750, and operation 760 until the
number of association image candidates satisfies the
specific condition (e.g. the number of candidates < 15).
[0128] FIG. 8 is a diagram schematically illustrating a
method for determining association images using a
weight of a parameter, according to various embodi-
ments of the present disclosure.
[0129] In operation 810, an electronic device 101 may
obtain voice data on a specific image. In operation 820,
the electronic device 101 may determine at least portion
of one metadata information based on the obtained voice
data. Operation 810 and operation 820 may correspond
to operation 610 and operation 620 of FIG. 6.
[0130] In operation 830, the electronic device 101 may
determine a weight of each parameter. For example, the
electronic device 101 may determine a weight of 1 with
respect to image information and a weight of 0.8 with
respect to time information. A weight may be differently
set according to a result of analyzing the voice data ob-
tained in operation 810 or according to a situation.
[0131] In operation 840, the electronic device 101 may
determine an association image based on the deter-
mined parameter and weight. For example, in the case
where an image has a similarity of 80% to a specific image
(e.g., specific image 300), is placed within a radius of 1
Km from a shooting site of the specific image (e.g., spe-
cific image 300), and is captured at the same date as a
date when the specific image (e.g., specific image 300)
is captured, a total score of 2.1 may be obtained by ap-
plying a score of (0.8 (80%) ∗ 1 (weight)) to the image
information, a score of (1 (location conversion score) ∗
0.5 (weight)) to the location information, and a score of
(1 (time conversion score) ∗ 0.8(weight)) to the time in-
formation, respectively. Here, the location conversion
score may be 1 when an image belongs within 1 Km from
a position where the specific image (e.g., specific image
300) is captured, 0.8 when an image belongs within 2
Km from the position, 0.6 when an image belongs within
3 Km from the position, 0.4 when an image belongs within
4 Km from the position, and 0 when an image exceeds
5 Km from the position. Meanwhile, the time conversion
score may be 1 when a date is the same as a date when
the specific image (e.g., specific image 300) is captured
and 0 when a date is different from a date when the spe-
cific image (e.g., specific image 300) is captured. Each
score conversion manner may be differently set accord-
ing to a user setting or a voice data analysis result. For
example, if the voice data analysis result indicates that
the voice data is a voice input (e.g., Maldives) associated
with the location information, a high weight may be set
to location information of metadata information. If the

voice data analysis result indicates that the voice data is
a voice input (e.g., sunrise) associated with the time in-
formation, a high weight may be set to time information
of metadata information.
[0132] If a score of each image as an association image
candidate is determined, the electronic device 101 may
determine an image, of which the score is greater than
or equal to a reference score, as an association image.
For example, in the case where the reference score is
1.5, the electronic device 101 may determine an image,
of which the score is greater than or equal to 1.5, as an
association image. If the association image is deter-
mined, the electronic device 101 may register the voice
data obtained in operation 810 as a voice tag.
[0133] According to various embodiments of the
present disclosure, the electronic device 101 may adjust
the reference score to change the number of association
images. For example, in the case where the number of
association images is set to be smaller than or equal to
20, the number of association images satisfying the ref-
erence score may exceed 20. For example, in the case
where the number of association images does not satisfy
a specific range (e.g., smaller than or equal to 20) (op-
eration 843), the electronic device 101 may adjust (e.g.,
increase) a determining reference of an association im-
age in operation 847, for example, the reference score
to allow the number of association images to belong to
a specific range. In operation 847, the electronic device
101 may adjust the association image determination ref-
erence condition and return to operation 841. In operation
845, the electronic device 101 may determine images
satisfying a finally set range as association images. In
operation 850, the electronic device 101 registers the
voice data for the association image as a voice tag.
[0134] FIG. 9 is a diagram schematically illustrating a
voice tag registration method according to various em-
bodiments of the present disclosure.
[0135] In operation 910, an electronic device 101 may
obtain voice data on a specific image 300. In operation
920, the electronic device 101 may determine metadata
information based on the obtained voice data. Operation
910 and operation 920 may correspond to operation 610
and operation 620 of FIG. 6.
[0136] In operation 930, the electronic device 101 may
determine at least one image having a similarity value
equal to or higher than a threshold value to a specific
image 300. For example, the electronic device 101 may
determine a plurality of images each including an object
which is similar to an object included in the specific image
300 or images being similar to the specific image 300,
based on image information 310.
[0137] In operation 940, the electronic device 101 may
determine an image which satisfies a specific condition
with respect to the metadata information determined in
operation 920, from among the plurality of images deter-
mined in operation 930. In operation 950, the electronic
device 101 may register the voice data obtained in op-
eration 910 at the image determined in operation 940 as
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a voice tag.
[0138] The registration of a voice tag using a priority
or weight, described with reference to FIG. 7 or 8, may
be applied to a method of FIG. 9 through suitable modi-
fication or change. Since the method described with ref-
erence to FIG. 9 basically uses a similarity of an object
(visual information of an image) appearing at an image,
typically a priority or weight may be only applied to meta-
data information determined in operation 920.
[0139] FIG. 10 is a diagram schematically illustrating
a method for registering voice tags for images stored on
an electronic device 101 and a server 106, according to
various embodiments of the present disclosure.
[0140] In general, an image captured by a user terminal
may be stored on the same user terminal. However, re-
cently, there has been increased interest in storing im-
ages and image information in various locations, e.g.,
images stored on the user terminal, images stored on a
personal computer (PC) or a laptop of the user, images
stored on a tablet of the user, images stored on a social
account of the user, images stored on a cloud server of
the user, and the like are managed using a user account
and the like. A method for determining an association
image with respect to an image not stored on a user ter-
minal to register a voice tag under the above-described
condition will be described with reference to FIG. 10. A
method for registering voice tags at images stored on an
electronic device 101 and a server 106 may be exem-
plarily illustrated in FIG. 10 for the sake of easy descrip-
tion. The server 106 may include various devices (e.g.,
a cloud server, a user PC, a tablet, and the like), not a
user terminal (i.e., an electronic device 101).
[0141] In operation 1010, an electronic device 101 may
obtain voice data on a specific image (e.g., specific image
300). In operation 1020, the electronic device 101 may
determine metadata information based on the obtained
voice data. Operation 1010 and operation 1020 may cor-
respond to operation 610 and operation 620 of FIG. 6.
[0142] According to various embodiments of the
present disclosure, operation 1010 may be performed in
connection with any other device connected with the
electronic device 101. For example, it may be possible
to obtain voice data from a wearable device (e.g., a smart
watch and the like) connected (e.g., Bluetooth connect-
ed) with the electronic device 101, with respect to a spe-
cific image (e.g., specific image 300) stored on the elec-
tronic device 101. Here, the wearable device may include
a voice recognition module (e.g., a microphone) for ob-
taining voice data and may provide the obtained voice
data (or a result of analyzing/processing obtained voice
data) to the electronic device 101 through a connected
communication channel (e.g., a Bluetooth communica-
tion channel).
[0143] In operation 1030, the electronic device 101
may transmit image information and metadata informa-
tion to the server 106 through a communication module
(e.g., a communication interface 170). When transmitting
the information, the electronic device 101 may also trans-

mit a message/instruction which causes the server 106
to determine an association image with respect to an
image, stored on the server 106, based on the information
and to transmit a determination result to the electronic
device 101.
[0144] In operation 1040, each of the electronic device
101 and the server 106 may determine an association
image on a specific image (e.g., specific image 300). Op-
eration 1040 may be performed by both the electronic
device 101 and the server 106 or may be performed only
by the server 106. In operation 1050, the server 106 may
transmit a result of determining an association image to
the electronic device 101. If the number of association
images is limited, the server 106 may transmit score or
priority information calculated with respect to each im-
age, together with the determining result. According to
various embodiments of the present disclosure, the serv-
er 106 may transmit an association image determining
result which is determined according to a request or an-
other condition of the electronic device 101 to fit to a
specific number (or a specific range).
[0145] In operation 1060, the electronic device 101
may determine an association image by combining a re-
sult determined at the electronic device 101 and a result
received from the server 106. As one exemplification, the
electronic device 101 may determine an image, which is
determined as an association image of images stored on
the electronic device 101, and an image, which is includ-
ed in a result determined as an association image at the
server 106, as association images. As another exempli-
fication, after combining determining results of the elec-
tronic device 101 and the server 106, the electronic de-
vice 101 may determine association images of which the
number is designated according to a reference (e.g., a
calculated score and the like).
[0146] In operation 1070, the electronic device 101
may transmit the determination result of operation 1060
to the server 106.
[0147] In operation 1080, each of the electronic device
101 and the server 106 may register voice data for an
association image corresponding to the determination re-
sult of operation 1060, as a voice tag.
[0148] According to various embodiments of the
present disclosure, a method for registering a voice tag
may include obtaining voice data on at least one image,
determining at least one metadata information of a spe-
cific image (e.g., specific image 300) based on the voice
data, determining at least one association image which
satisfies a specific reference condition with respect to the
specific image (e.g., specific image 300) or the deter-
mined metadata information, and registering the voice
data at the at least one association image as a voice tag.
Here, the determining of the at least one association im-
age may include determining association image candi-
dates based on the specific image (e.g., specific image
300) or a priority of the determined metadata information,
determining whether the number of the association im-
age candidates satisfies a specific range, and determin-
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ing at least a part of the association image candidates
as the association images according to whether the
number of the association image candidates satisfies the
specific range. The method may further include sequen-
tially applying the specific image (e.g., specific image
300) or the determined metadata information according
to the priority if the specific range is not satisfied.
[0149] According to various embodiments of the
present disclosure, the determining of the at least one
association image may include determining a weight with
respect to the specific image or the determined metadata
information, calculating a score of each association im-
age candidate based on the specific image (e.g., specific
image 300) or the determined metadata information and
the weight on each of the specific image (e.g., specific
image 300) and the determined metadata information,
and determining at least a part of the association image
candidates as association images according to whether
to satisfy a reference score on the calculated score. Here,
the method may further include determining all the asso-
ciation image candidates as the association image if the
number of the association image candidates satisfies a
specific range. The method may further include adjusting
the reference score if the number of the association im-
age candidates does not satisfy the specific range.
[0150] According to various embodiments of the
present disclosure, a method for registering a voice tag
at a specific image (e.g., specific image 300) at an elec-
tronic device 101 may include obtaining voice data on
the specific image (e.g., specific image 300), determining
at least one of a plurality of metadata information of the
specific image (e.g., specific image 300) based on the
voice data, determining a plurality of images each having
a similarity of a threshold value or more to the specific
image (e.g., specific image 300), and registering the
voice data on at least one, which satisfies a specific ref-
erence condition with respect to the determined metada-
ta information, from among the plurality of images as a
voice tag.
[0151] FIG. 11 is a block diagram illustrating an elec-
tronic device according to various embodiments of the
present disclosure.
[0152] Referring to FIG. 11, an electronic device 1101
may include, for example, all or a part of an electronic
device 101 illustrated in FIG. 1. The electronic device
1101 may include one or more processors (e.g., an ap-
plication processor (AP)) 1110, a communication module
1120, a subscriber identification module 1124, a memory
1130, a sensor module 1140, an input device 1150, a
display 1160, an interface 1170, an audio module 1180,
a camera module 1191, a power management module
1195, a battery 1196, an indicator 1197, and a motor
1198.
[0153] The processor 1110 may drive an operating
system (OS) or an application to control a plurality of
hardware or software components connected to the proc-
essor 1110 and may process and compute a variety of
data. The processor 1110 may be implemented with a

System on Chip (SoC), for example. According to an em-
bodiment of the present disclosure, the processor 1110
may further include a graphic processing unit (GPU)
and/or an image signal processor. The processor 1110
may include at least a part (e.g., a cellular module 1121)
of components illustrated in FIG. 11. The processor 1110
may load and process an instruction or data, which is
received from at least one of other components (e.g., a
nonvolatile memory), and may store a variety of data at
a nonvolatile memory.
[0154] The communication module 1120 may be con-
figured the same as or similar to a communication inter-
face 170 of FIG. 1. The communication module 1120 may
include a cellular module 1121, a wireless-fidelity (Wi-Fi)
module 1123, a Bluetooth (BT) module 1125, a global
positioning system (GPS) module 1127, a near field com-
munication (NFC) module 1128, and a radio frequency
(RF) module 1129.
[0155] The cellular module 1121 may provide voice
communication, video communication, a character serv-
ice, an Internet service or the like through a communica-
tion network. According to an embodiment of the present
disclosure, the cellular module 1121 may perform dis-
crimination and authentication of an electronic device
1101 within a communication network using a subscriber
identification module (e.g., a SIM card) 1124, for exam-
ple. According to an embodiment of the present disclo-
sure, the cellular module 1121 may perform at least a
portion of functions that the processor 1110 provides.
According to an embodiment of the present disclosure,
the cellular module 1121 may include a communication
processor (CP).
[0156] Each of the Wi-Fi module 1123, the BT module
1125, the GPS module 1127, and the NFC module 1128
may include a processor for processing data exchanged
through a corresponding module, for example. According
to an embodiment of the present disclosure, at least a
portion (e.g., two or more components) of the cellular
module 1121, the Wi-Fi module 1123, the BT module
1125, the GPS module 1127, and the NFC module 1128
may be included within one Integrated Circuit (IC) or an
IC package.
[0157] The RF module 1129 may transmit and receive
a communication signal (e.g., an RF signal). The RF mod-
ule 1129 may include a transceiver, a power amplifier
module (PAM), a frequency filter, a low noise amplifier
(LNA), an antenna, or the like. According to various em-
bodiments of the present disclosure, at least one of the
cellular module 1121, the Wi-Fi module 1123, the BT
module 1125, the GPS module 1127, or the NFC module
1128 may transmit and receive an RF signal through a
separate RF module.
[0158] The subscriber identification module 1124 may
include, for example, a subscriber identification module
and may include unique identify information (e.g., inte-
grated circuit card identifier (ICCID)) or subscriber infor-
mation (e.g., integrated mobile subscriber identity (IM-
SI)).
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[0159] The memory 1130 (e.g., a memory 130) may
include an internal memory 1132 or an external memory
1134. For example, the internal memory 1132 may in-
clude at least one of a volatile memory (e.g., a dynamic
random access memory (DRAM), a static RAM (SRAM),
or a synchronous DRAM (SDRAM)), a nonvolatile mem-
ory (e.g., a one-time programmable read only memory
(OTPROM), a programmable ROM (PROM), an erasable
and programmable ROM (EPROM), an electrically eras-
able and programmable ROM (EEPROM), a mask ROM,
a flash ROM, a NAND flash memory, or a NOR flash
memory), a hard drive, or a solid state drive (SSD).
[0160] The external memory 1134 may include a flash
drive, for example, compact flash (CF), secure digital
(SD), micro secure digital (Micro-SD), mini secure digital
(Mini-SD), extreme digital (xD), multimedia card (MMC),
a memory stick, or the like. The external memory 1134
may be functionally and/or physically connected to the
electronic device 1101 through various interfaces.
[0161] The sensor module 1140 may measure, for ex-
ample, a physical quantity or may detect an operation
state of the electronic device 1101. The sensor module
1140 may convert the measured or detected information
to an electric signal. The sensor module 1140 may in-
clude at least one of a gesture sensor 1140A, a gyro
sensor 1140B, a pressure sensor 1140C, a magnetic
sensor 1140D, an acceleration sensor 1140E, a grip sen-
sor 1140F, a proximity sensor 1140G, a color sensor
1140H (e.g., red, green, blue (RGB) sensor), a living body
sensor 11401, a temperature/humidity sensor 1140J, an
illuminance sensor 1140K, or an UV sensor 1140M. Al-
though not illustrated, additionally or generally, the sen-
sor module 1140 may further include, for example, an E-
nose sensor, an electromyography sensor (EMG) sen-
sor, an electroencephalogram (EEG) sensor, an electro-
cardiogram (ECG) sensor, a photoplethysmographic
(PPG) sensor, an infrared (IR) sensor, an iris sensor,
and/or a fingerprint sensor. The sensor module 1140 may
further include a control circuit for controlling at least one
or more sensors included therein. According to an em-
bodiment of the present disclosure, the electronic device
1101 may further include a processor which is a part of
the processor 1110 or independent of the processor 1110
and is configured to control the sensor module 1140. The
processor may control the sensor module 1140 while the
processor 1110 remains at a sleep state.
[0162] The input device 1150 may include, for exam-
ple, a touch panel 1152, a (digital) pen sensor 1154, a
key 1156, or an ultrasonic input unit 1158. The touch
panel 1152 may use at least one of capacitive, resistive,
infrared and ultrasonic detecting methods. Also, the
touch panel 1152 may further include a control circuit.
The touch panel 1152 may further include a tactile layer
to provide a tactile reaction to a user.
[0163] The (digital) pen sensor 1154 may be, for ex-
ample, a part of a touch panel or may include an additional
sheet for recognition. The key 1156 may include, for ex-
ample, a physical button, an optical key, a keypad, and

the like. The ultrasonic input unit 1158 may detect (or
sense) an ultrasonic signal, which is generated from an
input device, through a microphone (e.g., a microphone
288) and may determine data corresponding to the de-
tected ultrasonic signal.
[0164] The display 1160 (e.g., a display 160) may in-
clude a panel 1162, a hologram device 1164, or a pro-
jector 1166. The panel 1162 may be configured the same
as or similar to a display 160 of FIG. 1. The panel 1162
and the touch panel 1152 may be integrated into a single
module. The hologram device 1164 may display a ster-
eoscopic image in a space using a light interference phe-
nomenon. The projector 1166 may project light onto a
screen so as to display an image. The screen may be
arranged in the inside or the outside of the electronic
device 1101. According to an embodiment of the present
disclosure, the display 1160 may further include a control
circuit for controlling the panel 1162, the hologram device
1164, or the projector 1166.
[0165] The interface 1170 may include, for example,
an HDMI (high-definition multimedia interface) 1172, a
USB (universal serial bus) 1174, an optical interface
1176, or a D-sub (D-subminiature) 1178. The interface
1170 may be included, for example, in a communication
interface 170 illustrated in FIG. 1. Additionally or gener-
ally, the interface 1170 may include, for example, a mo-
bile high definition link (MHL) interface, a SD card/multi-
media card (MMC) interface, or an infrared data associ-
ation (IrDA) standard interface.
[0166] The audio module 1180 may convert a sound
and an electric signal in dual directions. At least a portion
of the audio module 1180 may be included, for example,
in an input/output interface 150 illustrated in FIG. 1. The
audio module 1180 may process, for example, sound
information that is input or output through a speaker 1182,
a receiver 1184, an earphone 1186, or a microphone
1188.
[0167] The camera module 1191 for shooting a still im-
age or a video may include, for example, at least one
image sensor (e.g., a front sensor or a rear sensor), a
lens, an image signal processor (ISP), or a flash (e.g.,
an LED or a xenon lamp).
[0168] The power management module 1195 may
manage, for example, power of the electronic device
1101. According to an embodiment of the present disclo-
sure, a power management integrated circuit (PMIC) a
charger IC, or a battery or fuel gauge may be included
in the power management module 1195. The PMIC may
have a wired charging method and/or a wireless charging
method. The wireless charging method may include, for
example, a magnetic resonance method, a magnetic in-
duction method or an electromagnetic method and may
further include an additional circuit, for example, a coil
loop, a resonant circuit, or a rectifier, and the like. The
battery gauge may measure, for example, a remaining
capacity of the battery 1196 and a voltage, current or
temperature thereof while the battery is charged. The
battery 1196 may include, for example, a rechargeable
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battery or a solar battery.
[0169] The indicator 1197 may display a specific state
of the electronic device 1101 or a portion thereof (e.g., a
processor 1110), such as a booting state, a message
state, a charging state, and the like. The motor 1198 may
convert an electrical signal into a mechanical vibration
and may generate the following effects: vibration, haptic,
and the like. Although not illustrated, a processing device
(e.g., a GPU) for supporting a mobile TV may be included
in the electronic device 1101. The processing device for
supporting a mobile TV may process media data accord-
ing to the standards of DMB, digital video broadcasting
(DVB), MediaFlo™, or the like.
[0170] Each of the above-mentioned elements of the
electronic device according to various embodiments of
the present disclosure may be configured with one or
more components, and the names of the elements may
be changed according to the type of the electronic device.
The electronic device according to various embodiments
of the present disclosure may include at least one of the
above-mentioned elements, and some elements may be
omitted or other additional elements may be added. Fur-
thermore, some of the elements of the electronic device
according to various embodiments of the present disclo-
sure may be combined with each other so as to form one
entity, so that the functions of the elements may be per-
formed in the same manner as before the combination.
[0171] FIG. 12 illustrates a block diagram of a program
module according to various embodiments of the present
disclosure.
[0172] Referring to FIG. 12, according to an embodi-
ment of the present disclosure, a program module 1210
(e.g., a program 140) may include an operating system
(OS) to control resources associated with an electronic
device (e.g., an electronic device 101), and/or diverse
applications (e.g., an application program 147) driven on
the OS. The OS may be, for example, Android, iOS, Win-
dows, Symbian, Tizen, or Bada.
[0173] The program module 1210 may include a kernel
1220, a middleware 1230, an application programming
interface (API) 1260, and/or an application 1270. At least
a part of the program module 1210 may be preloaded on
an electronic device or may be downloadable from an
external electronic device (e.g., an external electronic
device 102 or 104, a server 106, and the like).
[0174] The kernel 1220 (e.g., a kernel 141) may in-
clude, for example, a system resource manager 1221 or
a device driver 1223. The system resource manager
1221 may perform control, allocation, or retrieval of sys-
tem resources. According to an embodiment of the
present disclosure, the system resource manager 1221
may include a process managing part, a memory man-
aging part, or a file system managing part. The device
driver 1223 may include, for example, a display driver, a
camera driver, a Bluetooth driver, a common memory
driver, an USB driver, a keypad driver, a Wi-Fi driver, an
audio driver, or an inter-process communication (IPC)
driver.

[0175] The middleware 1230 may provide, for exam-
ple, a function which the application 1270 needs in com-
mon, or may provide diverse functions to the application
1270 through the API 1260 to allow the application 1270
to efficiently use limited system resources of the elec-
tronic device. According to an embodiment of the present
disclosure, the middleware 1230 (e.g., a middleware 143)
may include at least one of a runtime library 1235, an
application manager 1241, a window manager 1242, a
multimedia manager 1243, a resource manager 1244, a
power manager 1245, a database manager 1246, a pack-
age manager 1247, a connectivity manager 1248, a no-
tification manager 1249, a location manager 1250, a
graphic manager 1251, or a security manager 1252.
[0176] The runtime library 1235 may include, for ex-
ample, a library module which is used by a compiler to
add a new function through a programming language
while the application 1270 is being executed. The runtime
library 1235 may perform input/output management,
memory management, or capacities about arithmetic
functions.
[0177] The application manager 1241 may manage,
for example, a life cycle of at least one application of the
application 1270. The window manager 1242 may man-
age a GUI resource which is used in a screen. The mul-
timedia manager 1243 may identify a format necessary
for playing diverse media files, and may perform encod-
ing or decoding of media files by using a codec suitable
for the format. The resource manager 1244 may manage
resources such as a storage space, memory, or source
code of at least one application of the application 1270.
[0178] The power manager 1245 may operate, for ex-
ample, with a basic input/output system (BIOS) to man-
age a battery or power, and may provide power informa-
tion for an operation of an electronic device. The data-
base manager 1246 may generate, search for, or modify
database which is to be used in at least one application
of the application 1270. The package manager 1247 may
install or update an application which is distributed in the
form of a package file.
[0179] The connectivity manager 1248 may manage,
for example, wireless connection, such as Wi-Fi or Blue-
tooth. The notification manager 1249 may display or no-
tify an event such as arrival message, promise, or prox-
imity notification in a mode that does not disturb a user.
The location manager 1250 may manage location infor-
mation of an electronic device. The graphic manager
1251 may manage a graphic effect that is provided to a
user, or manage a user interface relevant thereto. The
security manager 1252 may provide a general security
function necessary for system security or user authenti-
cation. According to an embodiment of the present dis-
closure, in the case where an electronic device (e.g., an
electronic device 101) includes a telephony function, the
middleware 1230 may further includes a telephony man-
ager for managing a voice or video call function of the
electronic device.
[0180] The middleware 1230 may include a middle-
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ware module that combines diverse functions of the
above-described components. The middleware 1230
may provide a module specialized to each OS kind to
provide differentiated functions. Additionally, the middle-
ware 1230 may remove a part of the preexisting compo-
nents, dynamically, or may add a new component there-
to.
[0181] The API 1260 (e.g., an API 145) may be, for
example, a set of programming functions and may be
provided with a configuration which is variable depending
on an OS. For example, in the case where an OS is the
android or the iOS, it may be permissible to provide one
API 1260 set per platform. In the case where an OS is
Tizen, it may be permissible to provide two or more API
1260 sets per platform.
[0182] The application 1270 (e.g., an application pro-
gram 147) may include, for example, one or more appli-
cations capable of providing functions for a home 1271,
a dialer 1272, an SMS/MMS 1273, an instant message
(IM) 1274, a browser 1275, a camera 1276, an alarm
1277, a contact 1278, a voice dial 1279, an e-mail 1280,
a calendar 1281, a media player 1282, an album 1283,
and a timepiece 1284, or for offering health care (e.g.,
measuring an exercise quantity or blood sugar) or envi-
ronment information (e.g., atmospheric pressure, humid-
ity, or temperature).
[0183] According to an embodiment of the present dis-
closure, the application 1270 may include an application
(hereinafter referred to as "information exchanging ap-
plication" for descriptive convenience) to support infor-
mation exchange between the electronic device (e.g., an
electronic device 101) and an external electronic device
(e.g., an external electronic device 102 or 104). The in-
formation exchanging application may include, for exam-
ple, a notification relay application for transmitting spe-
cific information to the external electronic device, or a
device management application for managing the exter-
nal electronic device.
[0184] For example, the information exchanging appli-
cation may include a function of transmitting notification
information, which arise from other applications (e.g., ap-
plications for SMS/MMS, e-mail, health care, or environ-
mental information), to an external electronic device
(e.g., an external electronic device 102 or 104). Addition-
ally, the information exchanging application may receive,
for example, notification information from an external
electronic device and provide the notification information
to a user.
[0185] The device management application may man-
age (e.g., install, delete, or update), for example, at least
one function (e.g., turn-on/turn-off of an external elec-
tronic device itself (or a part of components) or adjust-
ment of brightness (or resolution) of a display) of the ex-
ternal electronic device (e.g., an external electronic de-
vice 102 or 104) which communicates with the electronic
device 101, an application running in the external elec-
tronic device, or a service (e.g., a call service or a mes-
sage service) provided from the external electronic de-

vice.
[0186] According to an embodiment of the present dis-
closure, the application 1270 may include an application
(e.g., a health care application) which is assigned in ac-
cordance with an attribute (e.g., an attribute of a mobile
medical device as a kind of electronic device) of the ex-
ternal electronic device (e.g., an external electronic de-
vice 102 or 104). According to an embodiment of the
present disclosure, the application 1270 may include an
application which is received from an external electronic
device (e.g., an external server 106 or an electronic de-
vice 102 or 104). According to an embodiment of the
present disclosure, the application 1270 may include a
preloaded application or a third party application which
is downloadable from a server. The component titles of
the program module 1210 according to the embodiment
of the present disclosure may be modifiable depending
on kinds of OSs.
[0187] According to various embodiments of the
present disclosure, at least a portion of the program mod-
ule 1210 may be implemented by software, firmware,
hardware, or a combination of two or more thereof. At
least a portion of the program module 1210 may be im-
plemented (e.g., executed), for example, by a processor
(e.g., a processor 120). At least a portion of the program
module 1210 may include, for example, modules, pro-
grams, routines, sets of instructions, or processes, or the
like for performing one or more functions.
[0188] The term "module" used herein may represent,
for example, a unit including one or more combinations
of hardware, software and firmware. The term "module"
may be interchangeably used with the terms "unit," "log-
ic," "logical block," "component" and "circuit." The "mod-
ule" may be a minimum unit of an integrated component
or may be a part thereof. The "module" may be a minimum
unit for performing one or more functions or a part thereof.
The "module" may be implemented mechanically or elec-
tronically. For example, the "module" may include at least
one of an application-specific IC (ASIC) chip, a field-pro-
grammable gate array (FPGA), and a programmable-log-
ic device for performing some operations, which are
known or will be developed.
[0189] At least a portion of an apparatus (e.g., modules
or functions thereof) or a method (e.g., operations) ac-
cording to various embodiments of the present disclosure
may be, for example, implemented by instructions stored
in a computer-readable storage media in the form of a
program module. The instruction, when executed by one
or more processors (e.g., a processor 120), may cause
the one or more processors to perform a function corre-
sponding to the instruction. The computer-readable stor-
age media, for example, may be the memory 130.
[0190] A computer-readable recording medium may
include a hard disk, a magnetic media, a floppy disk, a
magnetic media (e.g., a magnetic tape), an optical media
(e.g., a compact disc read only memory (CD-ROM) and
a digital versatile disc (DVD), a magneto-optical media
(e.g., a floptical disk), and hardware devices (e.g., a read
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only memory (ROM), a random access memory (RAM),
or a flash memory). Also, a program instruction may in-
clude not only a mechanical code such as things gener-
ated by a compiler but also a high-level language code
executable on a computer using an interpreter. The
above hardware unit may be configured to operate via
one or more software modules for performing an opera-
tion of the present disclosure, and vice versa.
[0191] For example, a computer-readable storage me-
dium may include instructions, the instructions, which ex-
ecuted, causing an electronic device to generate voice
data on a voice received with respect to a first image or
video, link the voice tag or first metadata information
based on the voice data, with the first image or video,
determine a relation between a second image or video
and the first image or video, and link at least one of (1)
the voice data, (2) the first metadata information, or (3)
second metadata information generated from the voice
data and/or the first metadata information with the second
image or video, based on at least a part of the determined
relation. Besides, instructions for executing the above-
described methods may be additionally or generally in-
cluded.
[0192] A module or a program module according to
various embodiments of the present disclosure may in-
clude at least one of the above elements, or a portion of
the above elements may be omitted, or additional other
elements may be further included. Operations performed
by a module, a program module, or other elements ac-
cording to various embodiments of the present disclosure
may be executed sequentially, in parallel, repeatedly, or
in a heuristic method. Also, a portion of operations may
be executed in different sequences, omitted, or other op-
erations may be added.
[0193] According to various embodiments of the
present disclosure, a user may manage or search for a
desired photo among a plurality of photos, which are
stored an electronic device or another location (device),
using a voice tag. For example, the user may register a
voice tag with respect to a specific photo or a photo having
a relation with the specific photo and may search for a
desired photo using a corresponding voice tag.
[0194] While the present disclosure has been shown
and described with reference to various embodiments
thereof, it will be understood by those skilled in the art
that various changes in form and details may be made
therein without departing from the scope of the present
disclosure as defined by the appended claims.

Claims

1. An electronic device (101) comprising:

a voice input module (152) configured to obtain
(301) voice data associated with a specific im-
age (300); and
a control module (120) configured to analyze

(303) the voice data to determine (305) at least
one portion of metadata information of the spe-
cific image, and to register the obtained voice
data as a voice tag with respect to the specific
image;
characterized in that the control module is con-
figured to register (307) the obtained voice data
as the voice tag with respect to at least one as-
sociation image from among a plurality of imag-
es, said at least one association image satisfying
a specific condition with respect to the deter-
mined at least one portion of metadata informa-
tion.

2. The electronic device of claim 1, wherein the at least
one portion of metadata information comprises at
least one of: information on a location (321) or a time
(323) where the specific image is captured, informa-
tion (325) on a device capturing the specific image,
information (327) on a shooting mode of the specific
image.

3. The electronic device of claim 1 or 2, further com-
prising:

a shooting module (180),
wherein if the specific image is captured by the
shooting module, the control module is config-
ured to activate the voice input module to guide
obtaining of the voice data.

4. The electronic device of any one of the previous
claims, wherein the control module is configured to
provide a user interface ,UI (221), for guiding obtain-
ing of the voice data if the specific image is selected.

5. The electronic device of any one of the previous
claims, wherein the control module is configured to
register a text tag, which is obtained by converting
the voice data into a text, together with the voice tag
with respect to the at least one association image.

6. The electronic device of any one of the previous
claims, wherein the control module is configured to
analyze the voice data using an object appearing in
the specific image; and wherein the control module
is configured to determine the at least one portion of
metadata information among information on the lo-
cation, the time, the device capturing the specific im-
age, and the shooting mode, based on an analysis
result of the voice data.

7. The electronic device of any one of the previous
claims, wherein the control module is configured to
determine an image, which includes location infor-
mation belonging within a specific range from loca-
tion information of the specific image as metadata
information, from among the plurality of images as
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the at least one association image.

8. The electronic device of any one of the previous
claims, wherein the control module is configured to
determine an image, which includes time information
belonging within a specific range from time informa-
tion of the specific image as metadata information,
from among the plurality of images as the at least
one association image.

9. The electronic device of any one of the previous
claims, wherein the control module is configured to
determine an image, which includes location infor-
mation having a specific relation with time informa-
tion of the specific image as metadata information,
from among the plurality of images as the at least
one association image.

10. The electronic device of any one of the previous
claims, wherein the control module is configured to
determine an image, which satisfies a similarity con-
dition with respect to the specific image, from among
the plurality of images as the at least one association
image.

11. A system comprising:

an electronic device according to any one of the
previous claims; and
an external device functionally connected with
the electronic device and storing at least a part
of the plurality of images; and
wherein the electronic device further comprises:
a communication module configured for com-
municating with the external device.

12. A method for registering a voice tag, comprising:

obtaining (301) voice data for a specific image;
determining (305) at least one portion of meta-
data information for the specific image based on
the voice data;
registering the obtained voice data as the voice
tag with respect to the specific image;
characterized by comprising:

determining (740) at least one association
image which satisfies a specific condition
with respect to the determined metadata in-
formation; and
registering (307) the voice data for the de-
termined at least one association image as
the voice tag.

13. The method of claim 12, wherein the determining of
the at least one association image comprises:

determining association image candidates

based on the specific image and/or based on a
priority of the determined at least one portion of
metadata information;
determining whether a number of the associa-
tion image candidates lies within a specific
range; and
determining at least a part of the association im-
age candidates as the at least one association
image according to whether the number of the
association image candidates lies within the
specific range.

14. The method of claim 13, further comprising:
if the specific range is not satisfied, sequentially de-
termining association image candidates based on
the specific image and/or on the determined at least
one portion of metadata information according to the
priority.

15. The method of any one of the claims 12-14, wherein
the determining of the at least one association image
comprises:

determining (830) a weight with respect to the
specific image or with respect to the determined
at least one portion of metadata information;
calculating a score of each association image
candidate based on the specific image or on the
determined at least one portion of metadata in-
formation and the determined weight thereof;
and
determining (840) at least a part of the associ-
ation image candidates as the at least one as-
sociation image according to whether the calcu-
lated score lies within a reference range; option-
ally further comprising:

if the number of the association image can-
didates lies within a specific range, deter-
mining all the association image candidates
as the at least one association image;
and/or
if the number of the association image can-
didates does not lie within a specific range,
adjusting the reference range.

Patentansprüche

1. Elektronisches Gerät (101), das Folgendes umfasst:

ein Spracheingabemodul (152), das dazu kon-
figuriert ist, mit einem spezifischen Bild (300)
verknüpfte Sprachdaten zu erhalten (301); und
ein Steuermodul (120), das dazu konfiguriert ist,
die Sprachdaten zu analysieren (303), um we-
nigstens einen Abschnitt von Metadateninfor-
mationen des spezifischen Bildes zu bestimmen
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(305), und die erhaltenen Sprachdaten als
Sprach-Tag in Bezug auf das spezifische Bild
zu speichern;
dadurch gekennzeichnet, dass das Steuer-
modul dazu konfiguriert ist, die erhaltenen
Sprachdaten als Sprach-Tag in Bezug auf we-
nigstens eine Verknüpfungsbild aus einer Viel-
zahl von Bildern zu speichern (307), wobei das
wenigstens eine Verknüpfungsbild eine spezifi-
sche Bedingung in Bezug auf den bestimmten
wenigstens einen Abschnitt der Metadateninfor-
mationen erfüllt.

2. Elektronisches Gerät nach Anspruch 1, wobei der
wenigstens eine Abschnitt von Metadatennformati-
onen wenigstens eines der Folgenden umfasst: In-
formationen über einen Standort (321) oder eine Zeit
(323), an dem bzw. zu der das spezifische Bild auf-
genommen worden ist, Informationen (325) über ein
Gerät, das das spezifische Bild aufgenommen hat,
Informationen (327) über einen Aufnahmemodus
des spezifischen Bildes.

3. Elektronisches Gerät nach Anspruch 1 oder 2, das
weiterhin Folgendes umfasst:

ein Aufnahmemodul (180);
wobei, wenn das spezifische Bild durch das Auf-
nahmemodul aufgenommen wird, das Steuer-
modul dazu konfiguriert ist, das Spracheingabe-
modul zu aktivieren, um das Erhalten der
Sprachdaten zu leiten.

4. Elektronisches Gerät nach einem der vorhergehen-
den Ansprüche, wobei das Steuermodul dazu kon-
figuriert ist, eine Benutzeroberfläche (UI, User Inter-
face) (221) zum Leiten des Erhaltens der Sprachda-
ten bereitzustellen, wenn das spezifische Bild aus-
gewählt ist.

5. Elektronisches Gerät nach einem der vorhergehen-
den Ansprüche, wobei das Steuermodul dazu kon-
figuriert ist, ein Taxt-Tag, das durch Umwandeln der
Sprachdaten in Text erhalten wird, zusammen mit
dem Sprach-Tag in Bezug auf das wenigstens eine
Verknüpfungsbild zu speichern.

6. Elektronisches Gerät nach einem der vorhergehen-
den Ansprüche, wobei das Steuermodul dazu kon-
figuriert ist, die Sprachdaten unter Verwendung ei-
nes Objektes, das in dem spezifischen Bild er-
scheint, zu analysieren; und wobei das Steuermodul
dazu konfiguriert ist, wenigstens einen Abschnitt von
Metadateninformationen unter den Informationen
über den Standort, die Zeit, das Gerät, das das spe-
zifische Bild aufgenommen hat, und den Aufnahme-
modus basierend auf einem Ergebnis der Analyse
der Sprachdaten zu bestimmen.

7. Elektronisches Gerät nach einem der vorhergehen-
den Ansprüche, wobei das Steuermodul dazu kon-
figuriert ist, ein Bild aus der Vielzahl von Bildern als
das wenigstens eine Verknüpfungsbild zu bestim-
men, das in einen spezifischen Bereich von Stand-
ortinformationen des spezifischen Bildes als Meta-
dateninformationen gehörende Standortinformatio-
nen enthält.

8. Elektronisches Gerät nach einem der vorhergehen-
den Ansprüche, wobei das Steuermodul dazu kon-
figuriert ist, ein Bild aus der Vielzahl von Bildern als
das wenigstens eine Verknüpfungsbild zu bestim-
men, das in einen spezifischen Bereich von Zeitin-
formationen des spezifischen Bildes als Metadaten-
informationen gehörende Zeitinformationen enthält.

9. Elektronisches Gerät nach einem der vorhergehen-
den Ansprüche, wobei das Steuermodul dazu kon-
figuriert ist, ein Bild aus der Vielzahl von Bildern als
das wenigstens eine Verknüpfungsbild zu bestim-
men, das eine spezifische Beziehung mit Zeitinfor-
mationen des spezifischen Bildes als Metadatenin-
formationen aufweisende Standortinformationen
enthält.

10. Elektronisches Gerät nach einem der vorhergehen-
den Ansprüche, wobei das Steuermodul dazu kon-
figuriert ist, ein Bild aus der Vielzahl von Bildern als
das wenigstens eine Verknüpfungsbild zu bestim-
men, das eine Ähnlichkeitsbedingung in Bezug auf
das spezifische Bild erfüllt.

11. System, das Folgendes umfasst:

ein elektronisches Gerät nach einem der vor-
hergehenden Ansprüche; und
ein externes Gerät, das funktional mit dem elek-
tronischen Gerät verbunden ist und wenigstens
einen Teil der Vielzahl von Bildern speichert;
und
wobei das elektronische Gerät weiterhin Fol-
gendes umfasst: ein Kommunikationsmodul,
das dazu konfiguriert ist, mit dem externen Gerät
zu kommunizieren.

12. Verfahren zur Speicherung eines Sprach-Tags, wo-
bei das Verfahren Folgendes umfasst:

Erhalten (301) von Sprachdaten für ein spezifi-
sches Bild;
Bestimmen (305) wenigstens eines Abschnitts
von Metadateninformationen für das spezifi-
sche Bild basierend auf den Sprachdaten;
Speichern der erhaltenen Sprachdaten als das
Sprach-Tag in Bezug auf das spezifische Bild;
dadurch gekennzeichnet, dass das Verfahren
Folgendes umfasst:
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Bestimmen (740) wenigstens eines Ver-
knüpfungsbildes, das eine spezifische Be-
dingung in Bezug auf die bestimmten Me-
tadateninformationen erfüllt; und
Speichern (307) der Sprachdaten für das
bestimmte wenigstens eine Verknüpfungs-
bild als das Sprach-Tag.

13. Verfahren nach Anspruch 12, wobei das Bestimmen
des wenigstens einen Verknüpfungsbildes Folgen-
des umfasst:

Bestimmen von Verknüpfungsbildkandidaten
basierend auf dem spezifischen Bild und/oder
basierend auf einer Priorität des bestimmten
wenigstens einen Abschnitts von Metadatenin-
formationen;
Bestimmen, ob eine Anzahl von Verknüpfungs-
bildkandidaten innerhalb eines spezifischen Be-
reichs liegt; und
Bestimmen wenigstens eines Teils der Ver-
knüpfungsbildkandidaten als das wenigstens ei-
ne Verknüpfungsbild, je nachdem, ob die Anzahl
von Verknüpfungsbildkandidaten innerhalb des
spezifischen Bereichs liegt.

14. Verfahren nach Anspruch 13, das weiterhin Folgen-
des umfasst:
wenn der spezifische Bereich nicht erfüllt ist, nach-
einander Bestimmen von Verknüpfungsbildkandida-
ten basierend auf dem spezifischen Bild und/oder
auf dem bestimmten wenigstens einen Abschnitt von
Metadateninformationen je nach Priorität.

15. Verfahren nach einem der Ansprüche 12 bis 14, wo-
bei das Bestimmen des wenigstens einen Verknüp-
fungsbildes Folgendes umfasst:

Bestimmen (830) einer Gewichtung in Bezug
auf das spezifische Bild oder in Bezug auf den
bestimmten wenigstens einen Abschnitt der Me-
tadateninformationen;
Berechnen einer Wertung jedes Verknüpfungs-
bildkandidaten basierend auf dem spezifischen
Bild oder auf dem bestimmten wenigstens einen
Abschnitt der Metadateninformationen und des-
sen bestimmter Gewichtung; und
Bestimmen (840) wenigstens eines Teils der
Verknüpfungsbildkandidaten als das wenigs-
tens eine Verknüpfungsbild, je nachdem, ob die
berechnete Wertung innerhalb eines Referenz-
bereichs liegt; gegebenenfalls weiterhin umfas-
send:

wenn die Anzahl der Verknüpfungsbildkan-
didaten innerhalb eines spezifischen Be-
reichs liegt, Bestimmen all dieser Verknüp-
fungsbildkandidaten als das wenigstens ei-

ne Verknüpfungsbild; und/oder
wenn die Anzahl der Verknüpfungsbildkan-
didaten nicht innerhalb des spezifischen
Bereichs liegt, Anpassen des Referenzbe-
reichs.

Revendications

1. Appareil électronique (101) comprenant :

un module de saisie vocale (152) conçu pour
obtenir (301) des données vocales associées à
une image spécifique (300), et
un module de commande (120) conçu pour ana-
lyser (303) les données vocales pour déterminer
(305) au moins une portion d’informations sous
forme de métadonnées relatives à l’image spé-
cifique, et pour enregistrer les données vocales
obtenues sous la forme d’une balise vocale con-
cernant l’image spécifique ;
caractérisé en ce que le module de commande
est conçu pour enregistrer (307) les données
vocales obtenues sous la forme d’une balise vo-
cale concernant au moins une image d’associa-
tion parmi une pluralité d’images, ladite au
moins une image d’association satisfaisant une
condition spécifique concernant ladite au moins
une portion d’informations sous forme de méta-
données déterminée.

2. Appareil électronique selon la revendication 1, dans
lequel l’au moins une portion d’informations sous for-
me de métadonnées comprend des informations
propres à l’emplacement (321) ou au moment (323)
auquel l’image spécifique a été prise, des informa-
tions (325) propres à l’appareil ayant pris l’image
spécifique, et/ou des informations (327) propres au
mode photographique de l’image spécifique.

3. Appareil électronique selon la revendication 1 ou 2,
comprenant en outre :

un module photographique (180),
et dans lequel si l’image spécifique est prise par
le module photographique, le module de com-
mande est conçu pour activer le module de sai-
sie vocale pour guider l’obtention des données
vocales.

4. Appareil électronique selon l’une quelconque des re-
vendications précédentes, dans lequel le module de
commande est conçu pour fournir une interface uti-
lisateur (221) pour guider l’obtention des données
vocales si l’image spécifique est sélectionnée.

5. Appareil électronique selon l’une quelconque des re-
vendications précédentes, dans lequel le module de
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commande est conçu pour enregistrer une balise
textuelle, obtenue par conversion des données vo-
cales en texte, conjointement à la balise vocale con-
cernant l’au moins une image d’association.

6. Appareil électronique selon l’une quelconque des re-
vendications précédentes, dans lequel le module de
commande est conçu pour analyser les données vo-
cales au moyen d’un objet apparaissant dans l’image
spécifique ; et dans lequel le module de commande
est conçu pour déterminer au moins une portion d’in-
formations sous forme de métadonnées parmi les
informations propres à l’emplacement, au moment,
à l’appareil ayant pris l’image spécifique et au mode
photographique, compte tenu du résultat d’analyse
des données vocales.

7. Appareil électronique selon l’une quelconque des re-
vendications précédentes, dans lequel le module de
commande est conçu pour déterminer une image,
comportant des informations relatives à l’emplace-
ment appartenant à un intervalle spécifique au sein
des informations relatives à l’emplacement propres
à l’image spécifique et consistant en des informa-
tions sous forme de métadonnées, parmi la pluralité
d’images, en tant que ladite au moins une image
d’association.

8. Appareil électronique selon l’une quelconque des re-
vendications précédentes, dans lequel le module de
commande est conçu pour déterminer une image,
comportant des informations relatives au moment
appartenant à un intervalle spécifique au sein des
informations relatives au moment propres à l’image
spécifique et consistant en des informations sous
forme de métadonnées, parmi la pluralité d’images,
en tant que ladite au moins une image d’association.

9. Appareil électronique selon l’une quelconque des re-
vendications précédentes, dans lequel le module de
commande est conçu pour déterminer une image,
comportant des informations relatives à l’emplace-
ment présentant une relation spécifique avec les in-
formations relatives au moment propres à l’image
spécifique et consistant en des informations sous
forme de métadonnées, parmi la pluralité d’images,
en tant que ladite au moins une image d’association.

10. Appareil électronique selon l’une quelconque des re-
vendications précédentes, dans lequel le module de
commande est conçu pour déterminer une image
satisfaisant une condition de similitude concernant
l’image spécifique, parmi la pluralité d’images, en
tant que ladite au moins une image d’association.

11. Système comprenant :

un appareil électronique selon l’une quelconque

des revendications précédentes, et
un appareil externe relié fonctionnement à l’ap-
pareil électronique et dans lequel est stockée
au moins une partie de la pluralité d’images ; et
dans lequel l’appareil électronique comprend en
outre un module de communication conçu pour
communiquer avec l’appareil externe.

12. Procédé d’enregistrement d’une balise vocale,
comprenant :

l’obtention (301) de données vocales pour une
image spécifique,
la détermination (305) d’au moins une portion
d’informations sous forme de métadonnées re-
latives à l’image spécifique compte tenu des
données vocales,
l’enregistrement des données vocales obte-
nues, sous la forme de ladite balise vocale con-
cernant l’image spécifique ;
caractérisé en ce qu’il comprend :

la détermination (740) d’au moins une ima-
ge d’association satisfaisant une condition
spécifique concernant les informations
sous forme de métadonnées déterminées,
et
l’enregistrement (307) des données voca-
les relatives à ladite au moins une image
d’association déterminée, sous la forme de
ladite balise vocale.

13. Procédé selon la revendication 12, dans lequel la
détermination de l’au moins une image d’association
comprend :

la détermination d’images d’association candi-
dates compte tenu de l’image spécifique et/ou
compte tenu d’une priorité de l’au moins une por-
tion d’informations sous forme de métadonnées
déterminée,
la détermination du fait ou non qu’une quantité
d’images d’association candidates se trouve
dans un intervalle spécifique, et
la détermination d’au moins une partie des ima-
ges d’association candidates en tant que ladite
au moins une image d’association selon que la
quantité d’images d’association candidates se
trouve dans ledit intervalle spécifique.

14. Procédé selon la revendication 13, comprenant en
outre :

si l’intervalle spécifique n’est pas satisfait, la dé-
termination séquentielle d’images d’association
candidates compte tenu de l’image spécifique
et/ou de ladite au moins une portion d’informa-
tions sous forme de métadonnées déterminée,
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selon la priorité.

15. Procédé selon l’une quelconque des revendications
12 à 14, dans lequel la détermination de l’au moins
une image d’association comprend :

la détermination (830) d’un poids concernant
l’image spécifique ou concernant ladite au
moins une portion d’informations sous forme de
métadonnées déterminée,
le calcul d’un score relatif à chaque image d’as-
sociation candidate compte tenu de l’image spé-
cifique ou de ladite au moins une portion d’in-
formations sous forme de métadonnées déter-
minée et de son poids déterminé, et
la détermination (840) d’au moins une partie des
images d’association candidates en tant que
l’au moins une image d’association selon le fait
que le score calculé se trouve dans un intervalle
de référence ; comprenant facultativement en
outre :

si la quantité d’images d’association candi-
dates se trouve dans un intervalle spécifi-
que, la détermination de toutes les images
d’association candidates en tant que l’au
moins une image d’association, et/ou
si la quantité d’images d’association candi-
dates ne se trouve pas dans un intervalle
spécifique, l’ajustement de l’intervalle de ré-
férence.
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