
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
EP

3 
21

1 
85

4
B

1
*EP003211854B1*

(11) EP 3 211 854 B1
(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
02.12.2020 Bulletin 2020/49

(21) Application number: 17155220.1

(22) Date of filing: 08.02.2017

(51) Int Cl.:
H04L 29/06 (2006.01) G06F 21/55 (2013.01)

(54) CYBER SECURITY

CYBER-SICHERHEIT

CYBERSÉCURITÉ

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 25.02.2016 GB 201603304

(43) Date of publication of application: 
30.08.2017 Bulletin 2017/35

(73) Proprietor: Darktrace Limited
Cambridge, Cambridgeshire CB4 0DS (GB)

(72) Inventors:  
• STOCKDALE, Jack Benjamin

Cambridgeshire 
CB25 9FD / GB (GB)

• DUNN, Matthew
Cambridgeshire
CB7 4BE / GB (GB)

(74) Representative: Sackin, Robert
Reddie & Grose LLP 
The White Chapel Building 
10 Whitechapel High Street
London E1 8QS (GB)

(56) References cited:  
EP-A1- 2 922 268 US-A1- 2003 070 003
US-A1- 2010 299 292 US-A1- 2012 210 388
US-A1- 2015 172 300 US-A1- 2015 363 699
US-B1- 9 043 905  



EP 3 211 854 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

Field

[0001] A method for use in detection of anomalous behaviour of a computer system is disclosed. More specifically,
but not exclusively, a method comprising grouping entities of the computer system and detecting anomalous behaviour
of the groups is disclosed. Furthermore, a method of restricting a computer system to normal behaviour is disclosed.

Background

[0002] The internet has transformed the way we live our lives and the way business operates. It has transformed the
communications of government and official organizations to the extent where its criticality is not in doubt. We have an
open and global interconnected economy, and the trend is irreversible. The reliance on digital infrastructure to deliver
our core business processes has presented significant risk, making vulnerable our most precious commodity: our data,
intellectual property, reputation and increasingly our connected critical national infrastructure.
[0003] The past few years have seen an exponential rise in the number of cyber-attacks affecting the networks of
businesses of all sizes, and in all sectors. No one is immune to the threat, and whilst the cost to economies is significant,
the cost to individual businesses can be catastrophic. The UK’s GCHQ reports that 1,000 cyber-attacks are performed
every hour in Britain and 33,000 malicious emails blocked every month containing sophisticated malware. In the U.S.,
the number of cyber intrusions has increased by seventeen times, according to the chairman of the Joint Chiefs of Staff,
General Martyn Dempsey.
[0004] The US Department of Homeland Security has revealed that twenty-three attacks have been carried out against
companies connected to the US gas pipeline alone. The US Defense Science Board reported that hackers had gained
access to over twenty-four major military systems, comprising top-secret information, including the designs of anti-
ballistic missiles and fighter jets. 93% of large corporations and three quarters of small businesses in the UK are estimated
to have had a cybersecurity breach in the past year. So pernicious has the threat become that, by the end of 2012, over
half of European Union and NATO member nations had adopted a national cyber strategy.
[0005] The international press reports state-sponsored cyber-attacks represent a growing and significant threat, with
countries looking to gain competitive commercial or political advantage through either stealing data, or compromising
and disrupting key commercial, industrial and economic assets. Yet the threat to commercial companies is far broader
than this. Malicious ’insiders’ are difficult to detect through conventional methods, as they use legitimate and authorized
access to networks to facilitate the theft of critical data and IP. Data loss through negligent behaviour (laptops lost, public
devices left logged-on to host networks, etc.) remains a threat. In 2012, a major bank lost the details of over 250,000
customers, including names, addresses, dates of birth and Social Security numbers, when unencrypted back-up tapes
were lost in transit. Increasing numbers of attacks are delivered against executives travelling to high-risk countries with
little or no awareness of either the threat or behavioural mitigations.
[0006] Organizations today are faced with more complex data, in higher and higher volumes, and the commercially
viable timescales that determine its use and value are getting shorter. Additionally, faced with a rapidly-changing tech-
nology base, business is having to engage with and integrate a wide range of increasingly disruptive technologies, such
as mobile and cloud-based computing, BYOD (Bring Your Own Device), and a diverse range of social media tools and
technologies, just to remain compatible with peers. These technologies must be integrated and offered to staff and
customers in relatively short time-scales. The challenge that they represent requires a fundamental shift in traditional
perceptions of information security. Organizations are critically dependent on the flow of data between disparate parts
of their organizations, to a mobile workforce, and to customers who demand efficient IT services. As a consequence
enterprise boundaries have become electronically porous, dynamic and ill-defined. The conventional IT security model
that relies on strict border/gateway control, which is analogous to the historical physical defensive methods of moats
and drawbridges to keep attackers out, has by universal consensus broken down. By this convention the IT security
industry spends considerable effort trying to police the perimeters of the corporate network, and protect it from unau-
thorized access. The dominant instantiation of this paradigm has been the regular expression driven SIEM (Security
Information and Event Management) and signature driven endpoint products in a proliferation of forms.
[0007] These forms including many which restrict users’ access to the network according to a defined set of corporate
security policies. The reality, however, is that many, if not all, large corporate networks are likely to have already been
compromised, and that malicious actors, either external or insider, have actively been targeting data. Today’s socially-
engineered threats, Advanced Persistent Threats and insider attacks by definition cannot simply be locked out. Data
now needs protecting in the wild and can no longer exist behind high walls.
[0008] Deterministic approaches to threat detection have therefore been taken. Such traditional deterministic ap-
proaches are reliant on the assumption that the difference between what is legitimate activity and what is illegitimate
activity can be defined. An expanding set of corporate policy and rules have been written to identify client programs as



EP 3 211 854 B1

3

5

10

15

20

25

30

35

40

45

50

55

either compliant or not compliant. However, such deterministic approaches require a vast amount of effort to be spent
in constantly updating these rules and signatures, in an attempt to stay up to date with the changing threat environment.
The definition of what is legitimate is based on what we know about past attacks. For each successful intrusion, a new
rule is written, the signature is updated and the next time that same threat presents itself, access is denied or challenged.
This method is effective in defending against known threats that have already been identified. However, it is incapable
of responding to fresh threats that are constantly presenting either through minor adjustments to existing vectors or more
significant evolution of attack methods. Consequently, current threat detection and prevention systems are still being
compromised and are unable to keep out threats.
[0009] Furthermore, as the technical defences that protect our data have become more sophisticated, attackers have
increasingly turned their attention to the softest part of the network, the user. Socially-engineered attacks account for
over 85% of espionage threat, and were the fastest-growing attack vector of 2012. Attackers use subtle and sophisticated
methods to manipulate human users to unwittingly install attacks on their behalf, and traditional technical defences are
rendered impotent within a process where a legitimate user has decided to click on a link in a ’weaponized’ email or
visited a familiar yet now compromised website. These new forms of attack make the problem of detecting threats even
harder.

Summary

[0010] An aspect of the present invention is defined by independent claim 1 below to which reference should now be
made. Optional features are defined by the dependent claims.
[0011] Disclosed herein is a more intelligent approach to anomalous behaviour and cyber-threat detection, which
embraces the nature of mobile data and porous networks. This new approach is realistic and informed about the threat,
and seeks to recognize quiet threats in a noisy environment. Several key assumptions have been challenged in order
to understand why knowledge of yesterday’s attacks will not defend against those of tomorrow.
[0012] Computer networks will usually contain systems that control the behaviour of users and devices. Control systems
such as firewalls, next generation firewalls, routers, switches and intrusion prevention systems have the ability to block,
route, permit or perform some other action on network traffic entering and leaving a device or network. Control systems
also exist that block, permit or in some other way manipulate application traffic or information exchange such as email
servers, or internet proxy servers. Other control systems will authenticate users or devices to evaluate the permissions
of an entity to access resources on a network or local machine. Many of these control systems provide methods that
permit remote processing systems to programmatically set rules on the control system that are targeted to specific
devices, IP addresses, users or networks.
[0013] It has firstly been recognized that relying on identifying threats based on rules associated with previously
identified threats is not sufficiently secure. Consequently, a completely new approach has been developed in order to
overcome the problems of such traditional techniques.
[0014] It has also been accepted that real human beings are at either end of the attack chain, which allows for a more
considered approach to detecting the idiosyncratic human factors that enable cyber threats. Shifting the perception of
the threat allows solutions to be created that take as a base assumption the presence of the threat. A method and system
is therefore provided in this disclosure that can detect subtle shifts and patterns, changes in behaviour both of humans
and machines, and highlight hitherto undetected threats.
[0015] The indicators of compromise are often subtle and complex. To take the insider threat, according to the CERT
Insider Threat Center at the Carnegie Mellon University Software Engineering Institute, insiders that are intent on, or
considering, malicious attacks often exhibit identifiable characteristics and/or warning signs before engaging in those
acts. These signs are often hard to detect as they are often no more than subtle distortions of normal and legitimate
behaviour. For example the contractor checking into the office building after hours and using the photocopier, a group
of files being transferred under a new employee account or a specific email communication being sent out of working
hours- such weak pieces of information individually can, seen together, form indicators of mal-intent. These small indi-
cators call for an intelligent approach that is able to see patterns in the information and activity and build an understanding
of what is normal at any one time, and what is genuinely anomalous, based on the current threat and network environment.
To be operationally viable any such technology must not produce large numbers of false positives currently associated
with traditional network intrusion detection systems.
[0016] The method and system disclosed herein enable automatic probabilistic real-time detection of cyber threat or
compromise to computers and/or networks through changes in the computers and/or networks’ behaviour. The method
and system also permits the automatic detection of human insider staff threat as their potentially malicious behaviour is
reflected in changes to the pattern of usage in networked office equipment. This is achieved mathematically without any
prior knowledge of the threat type so that both established and entirely novel forms of cyber threat vector can be detected
without the need for loading pre-determined signature, rules or antiviral updates etc. The result is a novel passive network
and host-wide defensive and surveillance capability.
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[0017] The method and system disclosed herein have a core Bayesian probabilistic model, referred to as the Hyper
Cylinder model. The core model permits automatic detection of cyber threats through probabilistic change in behaviour
of normal computers and computer networks. This is achieved with a programmatic application of an unsupervised
mathematical model used for detecting behavioural change. ’Normal’ is not a predefined entity but established dynamically
within the model as a function of the real-world activity of each node and or network.
[0018] The anomalous behaviour detection system disclosed herein may take input from probes in the form of a number
of metrics. The metrics may be derived from an environment defined selected combination of: the analysis of full TCP/IP
network packet data inspection, third party log file ingestion, endpoint file system and OS parameters, network-level
meta data level technologies such as NetFlow and IP Flow Information Export (IPFIX), building power and physical
security metrics and data flows etc. These inputs may be converted into a normative model of individual devices on the
network and the overall topological ’shape’ of the devices external and internal communications.
[0019] As mentioned above, to be operationally viable any such technology must not produce large numbers of false
positives, currently associated with traditional network intrusion detection systems. The method and system disclosed
herein further describe the additional step of establishing groups of entities such as devices or users that behave in a
similar way.
[0020] In general it takes a set amount of data to build a reasonably accurate model. So it is quicker (from a data
availability point of view) to build a model for a group of users or devices than for an individual user or device. For
example, but not exclusively, a Bayesian formulation allows the use of group models instead of an individual model in
determining anomalous behaviour. This would be preferred when there is not enough data to build an accurate individual
model, reducing the numbers of false positives.
[0021] Grouping can, of course, be performed based on prior knowledge of the environment or system being modelled.
For example, in a typical business environment, users may be grouped on whether they work in the accounts department,
the sales department or the warehouse. Similarly, devices related to each of these sections of the business can also be
grouped.
[0022] Further disclosed herein is an alternative method, spectral partitioning, for the grouping of entities. The method
enables the grouping of entities, such as users, by identifying groups of people working together or closely connected
to each other. Generally, this is achieved with an algorithm which uses the network traffic data or metrics described
above. As such, the method does not require any prior knowledge of the system being modelled. The method is also
useful in visualising devices in user interfaces. Having such grouping information improves the anomaly detection models
and methods.
[0023] Furthermore, an anomalous behaviour detection system implementing the methods described in this document
will have knowledge of the ’normal’ behaviour of an entity and the ’normal’ behaviour of any group to which the entity is
deduced to belong. If the computer program observes anomalous behaviour it has the ability to provide a set of instructions
to any control systems that exist on the computer network that describe what constitutes normal behaviour for that entity
and/or any associated groups and request that the control system change its behaviour to prevent or perform some
other action on any behaviour that lies outside the normal. This would have the effect of preventing or in some way
changing any behaviour not considered normal. The set of instructions would be specific to that user, device or group
as deduced from the methods described elsewhere in this document. An anomalous behaviour detection system may
be a plurality of hardware and software components that work together in order to detect anomalous behaviour. The
system can comprise a processing system, such as a computer or server, which monitors its own behaviour, or, it can
comprise a processing system which is otherwise independent of the system being monitored in that its own behaviour
is not monitored. The system can comprises a plurality of such systems working in unison either with or without a central
controller.
[0024] A computer system may be understood to be a network of computers that communicate with one or more other
computers within the overall system. Alternatively, a computer system may be a single computer, in which case entities
of the computer system may be different hardware aspects, software aspects, users or peripheral devices.
[0025] There is provided a method for use in controlling abnormal behaviour of at least one entity of a group of entities
of a computer system, the method arranged to be performed by a processing system, the method comprising: creating
a model of normal behaviour of the at least one entity; applying restrictions to the at least one entity based on the model
of normal behaviour; and determining, in accordance with the model of normal behaviour of the at least one entity, a
parameter indicative of abnormal behaviour of the entity. The step of applying restrictions to the at least one entity is
carried out when the parameter exceeds a threshold value. The group of entities is generated by grouping a plurality of
entities of the computer system based on data associated with the plurality of entities of the computer system. The
grouping of the plurality of entities of the computer system to generate the group of entities is performed by spectral
partitioning.
[0026] The model of normal behaviour of the at least one entity may be based on metrics representative of data
associated with the entity of the computer system. The model of normal behaviour of the at least one entity may be a
Bayesian model.
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[0027] The restrictions may comprise at least one of blocking access to an internet address, removing permission to
a network resource or removing permission to a local resource. The restrictions may be applied by a control system.
The control system may be a firewall, next generation firewall, router, switch, intrusion prevention system or Microsoft
Active Directory authentication system.
[0028] Each entity of the computer system may be one of a device, a user, an activity. The at least one entity may be
a group, wherein the group is generated by grouping a plurality of entities of the computer system. The grouping of the
plurality of entities of the computer system to generate the group may be based on data associated with the plurality of
entities of the computer system. The grouping of the plurality of entities of the computer system to generate the group
may be performed by spectral partitioning. The grouping of the plurality of entities of the computer system to generate
the group may be based on prior knowledge of the plurality of entities of the computer system.
[0029] The entity may comprise a user of the computer system. The entity may comprise a device of the computer
system. The model may comprise at least two of: time, a user, a device, an activity and network traffic data.
[0030] The Bayesian model may be such that: users, U, are dependent on time, T; devices, D, are dependent on
users, U, and time, T; activities, A, are dependent on devices D, users, U, and time, T; and network traffic data, N, is
dependent on activities, A, devices, D, users, U and time, T.
[0031] The Bayesian model may comprise one of the conditional probability terms: P(U/T); P(D/U,T); P(A/D,U,T); and
P(N/A,D,U,T).
[0032] The method may further comprise determining, in accordance with the parameter indicative of abnormal be-
haviour of the entity of the computer system, a new parameter indicative of a cyber-threat.
[0033] The method may comprise grouping the plurality of entities of the computer system to generate the group of
entities based on data associated with the plurality of entities of the computer system.
[0034] The grouping of the plurality of entities of the computer system to generate the group of entities may be performed
by spectral partitioning.
[0035] The grouping of the plurality of entities of the computer system to generate the group of entities may be based
on prior knowledge of the plurality of entities of the computer system.
[0036] The model of normal behaviour of the group of entities may be based on metrics representative of data associated
with the plurality of entities of the computer system.
[0037] The model of normal behaviour of the group of entities may be based on a Bayesian model.
[0038] The parameter indicative of abnormal behaviour of the group of entities may be a probability.
[0039] When the model is a Bayesian model, the model may comprise the group and one or more elements including
a time characteristic associated with the group and/or one or more entities of the group, a device associated with an
entity of the group, an activity associated with an entity of the group and network traffic data associated with an entity
of the group.
[0040] The Bayesian model may be such that within the model,

groups, G, are dependent on time, T;

devices, V, are dependent on groups, G, and time, T;

activities, A, are dependent on devices, D, groups, G, and time, T; and

network traffic data N is dependent on activities, A, devices, D, groups, G, and time, T.

[0041] The Bayesian model may be such that it comprises one of the conditional probability terms:

P(G/T);

P(V/G,T);

P(A/Y,G,T); and

P(N/A,Y,G,T).

[0042] The conditional probability terms may be updated with an interpolation term with an interpolation weight w.
[0043] The conditional probability terms may be updated with an interpolation term with an interpolation weight w,
wherein: 
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[0044] The interpolation weight w may be determined based on the amount of data available for modelling a particular
user.
[0045] The method may further comprise determining, in accordance with the parameter indicative of abnormal be-
haviour of the group of the computer system, a new parameter indicative of a cyber-threat.
[0046] The plurality of entities of the computer system may comprise one of a device, a user or an activity.
[0047] US 2012/210388 describes systems and methods for preventing or detecting data leakage. For example,
systems and methods may prevent or detect data leakage by profiling the behavior of computer users, computer programs,
or computer systems. Systems and methods may use a behavior model in monitoring or verifying computer activity
executed by a particular computer user, group of computer users, computer program, group of computer programs,
computer system, or group of computer systems, and detect or prevent the computer activity when such computer activity
deviates from standard behavior. Depending on the embodiment, standard behavior may be established on past computer
activity executed by the computer user, or past computer activity executed by a group of computer users.
[0048] US 9,043,905 describes a system for detecting insider threats in a network. In detecting the insider threat, the
system receives data from the network relevant to network activity and extracts observable actions from the data relevant
to a mission. The observable actions are combined to provide contextual cues and reasoning results. Based on the
observable actions and reasoning results, proposed security policy updates are proposed to force insiders into using
more observable actions. Finally, the system detects potential insider threats through analyzing the observable actions
and reasoning results.
[0049] US 2015/363699 describes detecting anomalies in real time series by determining a similarity matrix of pairwise
similarities between pairs of normal time series data. A spectral clustering procedure is applied to the similarity matrix
to partition variables representing dimensions of the time series data into mutually exclusive groups. A model of normal
behavior is estimated for each group. Then, for the real time series data, an anomaly score is determined, using the
model for each group, and the anomaly score is compared to a predetermined threshold to signal the anomaly.
[0050] US 2015/172300 describes a method of protecting a computing system or device against a malicious threat
such as malware which comprises generating a behavioral model configured to describe one or more interactions
associated with a protected data accessible by way of a computing device. The method also comprises determining an
attempt to access the protected is abnormal based, at least in part, on a comparison between the attempt to access the
protected data and the behavioral model. The method further comprises determining the abnormal attempt to access
the protected data is a malicious process based, at least in part, on a determined degree of variation from the behavioral
model. The method additionally comprises causing, by a processor, the malicious process to be remediated with respect
to the computing device.
[0051] EP 2922268 describes a system where behavioral characteristics of at least a first machine component are
monitored. A model that represents machine-to-machine interactions between at least the first machine component and
at least a further machine component is generated. Using the monitored behavioral characteristics and the generated
model, an incongruity of a behavior of at least the first machine component and the machine-to-machine interactions is
computed, where the incongruity is predicted based on determining a discordance between an expectation of the system
and the behavior and the machine-to-machine interactions, and wherein the predicting is performed without using a
previously built normative rule of behavior and machine-to-machine interactions.
[0052] US 2003/070003 describes a method and system for processing data from a computer network to determine
an occurrence of and characterize a particular activity associated with the computer network. In accordance with exem-
plary embodiments, a collection of data is managed that corresponds to events associated with the computer network.
At least one model is established to correlate an occurrence of a predetermined set of events. At least one hypothesis
is formed, using the at least one model, that characterizes the particular activity associated with the computer network.
The at least one hypothesis is evaluated using the at least one model. The steps of forming and evaluating are performed
interactively with the step of managing to iteratively update the collection of data.
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[0053] US patent application with publication No. US2010/299292 discloses a system and method for application-
level security. Application-level security refers to detecting security threats from functional user behaviour. Information
about functional user behaviour is transformed into a behaviour session. The behaviour session is transformed into a
behaviour pattern. The behaviour pattern is correlated with evaluation patterns to detect potential security threats.
Behavior patterns are collected over time.

Brief Description of the Drawings

[0054] Arrangements shall now be described with reference to the drawings in which:

Figure 1 illustrates a network of computer systems 100 using an anomalous behaviour detection system; and

Figure 2 illustrates a flow diagram of the process carried out by the anomalous behaviour detection system of Figure
1; and

Figure 3 illustrates an arrangement of dependencies that might exist between the modelled entities within the
anomalous behaviour detection system of Figure 1.

[0055] Throughout the description and the drawings, like reference numerals refer to like parts.

Specific Description

[0056] Figure 1 illustrates a network of computer system 100 using an anomalous behaviour detection system. The
system depicted by Figure 1 is a simplified illustration which is provided for ease of explanation.
[0057] The system 100 comprises a first computer system 10 within a building, which uses the anomalous behaviour
detection system to detect anomalous behaviour and thereby attempt to prevent threats to computing devices within its
bounds. The first computer system 10 comprises three computers 1, 2, 3, a local server 4, and a multifunctional device
(MFD) 5 that provides printing, scanning and facsimile functionalities to each of the computers 1, 2, 3. All of the devices
within the first computer system 10 are communicatively coupled via a Local Area Network 6. Consequently, all of the
computers 1, 2, 3 are able to access the local server 4 via the LAN 6 and use the functionalities of the MFD 5 via the LAN 6.
[0058] The LAN 6 of the first computer system 10 is connected to the Internet 20, which in turn provides computers
1, 2, 3 with access to a multitude of other computing devices including server 30 and second computer system 40.
Second computer system 40 also includes two computers 41, 42, connected by a second LAN 43.
[0059] In this arrangement, computer 1 on the first computer system 10 has the anomalous behaviour detection system
and therefore runs the anomalous behaviour detection method for detecting anomalous behaviour of the first computer
system. As such, it comprises a processor arranged to run the steps of the process described herein, memory required
to store information related to the running of the process, as well as a network interface for collecting the required
information. This method shall now be described in detail with reference to Figure 1.
[0060] The computer 1 builds and maintains a dynamic, ever-changing model of the ’normal behaviour’ of each user
and machine within the system 10. The approach is based on Bayesian mathematics, described in more detail below,
and monitors all interactions, events and communications within the system 10 - which computer is talking to which,
files that have been created, networks that are being accessed.
[0061] For example, computer 2 is based in a company’s San Francisco office and operated by a marketing employee
who regularly accesses the marketing network, usually communicates with machines in the company’s U.K. office in
second computer system 40 between 9.30 a.m. and midday, and is active from about 8.30 a.m. until 6 p.m. The same
employee virtually never accesses the employee time sheets, very rarely connects to the company’s Atlanta network
and has no dealings in South-East Asia. The anomalous behaviour detection system takes all the information that is
available relating to this employee and establishes a ’pattern of life’ for that person, which is dynamically updated as
more information is gathered. The ’normal’ model is used as a moving benchmark, allowing the system to spot behaviour
on a system that seems to fall outside of this normal pattern of life, and flags this behaviour as anomalous, requiring
further investigation.
[0062] The anomalous behaviour detection system is built to deal with the fact that today’s attackers are getting
stealthier and an attacker may be ’hiding’ in a system to ensure that they avoid raising suspicion in an end user, such
as by slowing their machine down, using normal software protocol. Any attack process thus stops or ’backs off’ auto-
matically if the mouse or keyboard is used. However, yet more sophisticated attacks try the opposite, hiding in memory
under the guise of a normal process and stealing CPU cycles only when the machine is active, in an attempt to defeat
a relatively-simple policing process. These sophisticated attackers look for activity that is not directly associated with
the user’s input. As an APT (Advanced Persistent Threat) attack typically has very long mission windows of weeks,
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months or years, such processor cycles can be stolen so infrequently that they do not impact machine performance.
But, however cloaked and sophisticated the attack is, there will always be a measurable delta, even if extremely slight,
in typical machine behaviour, between pre and post compromise. This behavioural delta can be observed and acted on
with the novel form of Bayesian mathematical analysis used by the anomalous behaviour detection system installed on
the computer 1.
[0063] The anomalous behaviour system has the ability to self-learn and detect normality in order to spot true anomalies,
allowing organizations of all sizes to understand the behaviour of users and machines on their networks at both an
individual and group level. Monitoring behaviours, rather than using predefined descriptive objects and/or signatures,
means that more attacks can be spotted ahead of time and extremely subtle indicators of wrongdoing can be detected.
Unlike traditional endpoint defences, a specific attack type or new malware does not have to have been seen first before
it can be detected. A behavioural defence approach mathematically models both machine and human activity behav-
iourally, at and after the point of compromise, in order to predict and catch today’s increasingly sophisticated cyber-
attack vectors. It is thus possible to computationally establish what is normal, in order to then detect what is abnormal.
[0064] The anomalous behaviour system shall now be described in further detail with reference to Figure 2, which
provides a flow diagram of the process carried out by the anomalous behaviour detection system for automatic detection
of anomalous behaviour through probabilistic change in normal behaviour through the novel application of an unsuper-
vised Bayesian mathematical model to detect behavioural change in computers and computer networks.
[0065] The core anomalous behaviour detection system is termed the ’Hyper Cylinder’. The Hyper Cylinder is a
Bayesian system of automatically determining periodicity in multiple time series data and identifying changes across
single and multiple time series data for the purpose of anomalous behaviour detection.
[0066] Human, machine or other activity is modelled by initially ingesting data from a number of sources at step S1
and deriving second order metrics at step S2a from that raw data. The raw data sources include, but are not limited to:

• Raw network IP traffic captured from an IP or other network TAP or SPAN port

• Machine generated log files.

• Building access ("swipe card") systems.

• IP or non IP data flowing over an Industrial Control System (ICS) distributed network

• Individual machine, peripheral or component power usage.

• Telecommunication signal strength.

• Machine level performance data taken from on-host sources (CPU usage/memory usage/disk usage/disk free
space/network usage/etc.)

[0067] Being able to relate network data packets to users who are responsible for them is critical in modelling user
behaviour. Most of the network data packets do not carry user identification - however they do contain enough information
to figure out which device they are originating from and/or which device they are destined to reach. Some data packets
relating to a few protocols do however contain user credentials as well as device IP addresses. By combining both pieces
of information as well as noting that most devices of interest are single user logins it is possible to relate most data
packets to individual users. All network devices are identified by the IP address in the data packets. IP addresses
assigned to devices however can change from time to time. Mac-addresses of devices on the other hand are fixed and
unique for each device.
[0068] A table relating a user to an IP address is built, retained and updated throughout the system.

• TCP application layer protocols such as KERBEROS, POP3, IMAP and SMTP contain a user credential string in
plain text that can be read. It is linked to an IP address from where the traffic originates.

• API or system log files can also be interrogated to identify a user with a device. Such an example is VPN log files.

• The IP address and a Mac-address can be linked using the results from a ping command or by interrogating DHCP
data packets. This way each data packet can be related to a physical device.

• There is no way of finding out when a user logs off a device - only when the user logs in. User inactivity patterns
can be used to surmise if a user has logged out from a device.
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• User credentials also appear on data packets destined to mail servers and other types of servers. Such devices
can be easily identified and eliminated from modelling the user behaviour.

[0069] From these raw sources of data, a large number of metrics can be derived each producing time series data for
the given metric. The data are bucketed into individual time slices (for example the number observed could be counted
per 1 second, per 10 seconds or per 60 seconds), which can be combined at a later stage where required to provide
longer range values for any multiple of the chosen internal size. For example if the underlying time slice chosen is 60
seconds long and thus each metric time series stores a single value for the metric every 60 seconds, then any new time
series data of a fixed multiple of 60 seconds (120 seconds, 180 seconds, 600 seconds etc) can be computed with no
loss of accuracy. Metrics are chosen directly and fed to the Hyper Cylinder by a lower order model which reflects some
unique underlying part of the data, and which can be derived from the raw data with particular domain knowledge. The
metrics that are obtained depends on the threats that the system is looking for. In order to provide a secure system it is
common for a large number of metrics relating to a wide range of potential threats to be obtained.
[0070] The actual metrics used are largely irrelevant to the Hyper Cylinder system which is described here, but some
examples are provided below.
[0071] Metrics derived from network traffic could include data such as:

• The number of bytes of data entering or leaving a networked device per time interval.

• Probe output such as - File access change point.

• Invalided SSL certification.

• Failed authorisation attempt.

• Email access patterns.

[0072] In the case where TCP, UDP or other Transport Layer IP protocols are used over the IP network, and in cases
where alternative Internet Layer protocols are used (e.g. ICMP, IGMP), knowledge of the structure of the protocol in use
and basic packet header analysis can be utilized to generate further metrics, such as:

• The number of multicasts per time interval originating from a networked device and intended to reach publicly
addressable IP ranges.

• The number of internal link-local IP Broadcast requests originating from a networked device.

• The size of the packet payload data.

• The number of individual TCP connections made by a device, or data transferred by a device, either as a combined
total across all destinations or to any definable target network range, (e.g. a single target machine, or a specific
network range)

[0073] In the case of IP traffic, in the case where the Application Layer protocol can be determined and analysed,
further types of time series metric can be defined, for example:

• The number of DNS requests a networked device generates per time interval, again either to any definable target
network range or in total.

• The number of SMTP, POP or IMAP logins or login failures a machine generates per time interval.

• The number of LDAP logins or login failures a generated.

• Data transferred via file sharing protocols such as SMB, SMB2, FTP, etc

• Logins to Microsoft Windows Active Directory, SSH or Local Logins to Linux or Unix Like systems, or other authen-
ticated systems such as Kerberos.

[0074] The raw data required to obtain these metrics may be collected via a passive fibre or copper connection to the
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networks internal switch gear. Ideally the system receives a copy of each internal packet via a SPANing connection.
[0075] For other sources, a number of domain specific time series data are derived, each chosen to reflect a distinct
and identifiable facet of the underlying source of the data, which in some way reflects the usage or behaviour of that
system over time.
[0076] Many of these time series data are extremely sparse, and have the vast majority of data points equal to 0.
Examples would be employee’s using swipe cards to access a building or part of a building, or user’s logging into their
workstation, authenticated by Microsoft Windows Active Directory Server, which is typically performed a small number
of times per day. Other time series data are much more populated, for example the size of data moving to or from an
always-on Web Server, the Web Servers CPU utilisation, or the power usage of a photocopier.
[0077] Regardless of the type of data, it is extremely common for such time series data, whether originally produced
as the result of explicit human behaviour or an automated computer or other system to exhibit periodicity, and have the
tendency for various patterns within the data to recur at approximately regular intervals. Furthermore, it is also common
for such data to have many distinct but independent regular time periods apparent within the time series.
[0078] At step S2b, the metrics are grouped. Due to the larger number of data points available for a group compared
to an individual, grouping can result in a more reliable model, reducing the likelihood of false positives. It also allows a
model of ’normal’ behaviour to be established sooner. For instance grouping may be especially useful when time series
data are extremely sparse, and have the vast majority of data points equal to 0.
[0079] Conversely, grouping can also be of use when there is not enough memory to hold large individual models
such as in a very large organisation.
[0080] A group may comprise one or more entities of the system being modelled. Entities in a group may be related
to one another. They may share a common feature or property. They may be connected to one another. They may be
connected in a physical sense (e.g. by sharing a location or being in close physical proximity) or they may be connected
in a broader more metaphorical sense (e.g. by performing similar roles within the system or sharing a resource).
[0081] The entities themselves (and their dependencies) are defined in the model of the system. In general entities
may be users, such as employees of a business; devices, such as computers or photocopiers; and activities, such as
sending emails or using a device.
[0082] Specific users or devices can be grouped based on prior knowledge of the system being modelled. That is to
say, entities within the system will often already have been organised into groups based on their relationships or con-
nections. For instance, continuing the example of Figure 1 above, computer 2 would be in one group - the San Francisco
office - while computers at the U.K. office would be in a different group. The users of these computers might also be in
these groups. The individual offices themselves might comprise sub-groups, for example, for the different departments
within the office. This information can then be fed into the system model. However, an inconvenience of this type of
grouping is that the groups must be continually updated by, for instance, the system administrator as and when the
system being modelled evolves or working patterns change.
[0083] We now present a superior method of grouping - spectral partitioning using a ’network spectral partitioning’
(NSP) algorithm. The network traffic data, aggregated network packet data statistics, or metrics described above provide
the input data for the algorithm. Advantageously, the method does not require prior knowledge of the specific relationships
between individual entities of the system being modelled. The method enables the grouping of entities, such as users,
by identifying groups of people, such as accounts, marketing and development divisions, who work together or are
closely connected to each other or behave in similar ways with respect to the rest of the system. Similarly, devices which
communicate with one another, perform similar functions, share specific users etc. will also be grouped. Activities can
also be grouped, for example, by who or what performs the activity. The emergence of new groups and the dissolution
of old groups is automatically detected and updated. Furthermore, the existence of previously unidentified links between
entities of the computer system may be discovered.
[0084] Here the terminology to be used in the description of the NSP algorithm is set out. The input to the NSP algorithm
is a list of device labels V = (v1,..., vN), and an incomplete set of device distances D = {dij : (i, j) ∈ S} between these
devices indexed by S ⊂ [N] 3 [N] (where [N] := (1,..., N)). The device distances describe a similarity measure between
devices, in the sense that a pair of devices with a low distance dij are considered to be more similar than a pair of devices
with a larger distance.
[0085] A distance can be computed for those device pairs (vi, vj) for which (i, j) ∉ S, by considering the distance along
the shortest path between vi and vj through intermediate nodes. If no such path exists, we consider the distance infinite.
[0086] A weighted graph is defined as a triple G = (V, E, W)
where:

• V = (v1,..., vN) is a list of labelled distinct nodes,
• E ⊂ [N] 3 [N] is an edge set such that (i, j) ∈ E if (j, 1) ∈ E and (i, i) ∉ E for all i ∈ [N],
• W = {wij : (i, j) ∈ E} is an array of edge weights such that wij > 0 and wij = wji.
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[0087] Given a weighted graph G, the notation i ∼ j indicates that (i, j) ∈ E.
[0088] The induced subgraph of a weighted graph G = (V, E, W) generated by a subset V’ ⊂ V of nodes is the graph
G[V’] = (V’, EV’, WV’) where EV’ = E ∩ (V’ 3 V’) and WV’ = {wij : (i, j) ∈ EV’}.
[0089] A similarity graph can be constructed from device data (V, S, D) by applying a decreasing function f: 
to the device distances, so that Gsim(V, S, D) := (V, S, W) with wij = f(dij). Unless otherwise specified f(x) = 1/x is used.
Having constructed a graph from the device data, a metric dG is defined on the nodes of the graph via the shortest path
length: dG(vi, vi) = 0 and dG(vi, vj) = dij if i ∼ j, otherwise 

with dG(vi, vj) = ∞ if no path exists between vi, vj in G.
[0090] The adjacency matrix A(G) of a weighted graph G = (V, E, W) is the N 3 N matrix with entries 

[0091] The degree of the node vi is denoted by deg(vi) and is equal to the total weight of edges into the node: 

[0092] The Laplacian L(G) is also defined as the matrix L with entries: 

[0093] The spectrum of G = (V, E, W) is defined to be the set of eigenvalues of L(G), and the ordered spectrum of G
is denoted by σG = (λ1,..., λN) where λ1 ≤ λ2 ... ≤ λN. X(G) = (x1,..., xn) is an orthonormal sequence of eigenvectors of
L(G) (such a sequence exists, since L(G) is symmetric, but may not be unique if L(G) has repeated eigenvalues).
[0094] The Laplacian is positive semi-definite, and therefore λi ≥ 0 for all i ∈ [N]; in fact, since 

λ1 = 0 and  

[0095] The second-smallest eigenvalue λ2 is indicative of the connectivity of the graph G, and is referred to as the
algebraic connectivity or Fiedler value of G. The Fiedler value is zero if and only if the graph is not connected. The

corresponding eigenvector x2 is called the Fiedler vector and has the property of being the embedding of G into  that
minimizes the objective function 

subject to the constraints  

[0096] The spectral partitioning of G is the partitioning of G into two induced subgraphs G[V-] and G[V+], where V+ :=
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{vi ∈ V: (x2)i ≥ 0}, V := {vi ∈ V: (x2)i < 0}. Unless x2 has an entry that is exactly zero, the two subgraphs are interchangeable,
as the transformation x2 → -x2 does not affect the orthonormality of (x1,..., xN).
[0097] In the case where G is not connected, and has k connected components, the elements of the Fiedler vector
corresponding to each component will be constant. Therefore, the spectral partitioning will separate the graph into two
pieces each containing some non-zero number of the original disconnected components. If k ≥ 3 then the spectral
partitioning will not be unique.
[0098] On the other hand, if the calculation of the Fiedler value and vector is done exactly, then the spectral partitioning
is uniquely defined as long as the graph has at most two connected components. However, there may be nodes in the
graph that can be placed in either partition due to numerical inaccuracies in the calculation. These ’boundary nodes’
can be found and placed in their own category.
[0099] For a graph G, the spectral partitioning (V, V+) is denoted by s(G). This is not technically well-defined due to
the V- ↔ V+ interchangeability and the non-uniqueness of the partitioning when the number of components of G is
greater than 2, but this does not affect the output of the NSP algorithm and so the notation s(G) will be used to refer to
any valid spectral partitioning. If boundary nodes are found as described above, then the graph is split into two subgraphs
G[V-], G[V+] and a set B of boundary nodes, where any nodes in B are removed from the node-sets V6. This partitioning
is denoted by Sb(G) = (V, V+, B).
[0100] The network spectral partitioning algorithm uses repeated spectral partitioning to split a device similarity graph
G = Gsim(V, S, D) into multiple components. As part of the algorithm, a decision is made at each stage whether to accept
the partitioning or not. The result of the algorithm is a full binary tree, with G at the root, and with each child being an
induced subgraph of its parent. The leaf nodes represent the final clusters produced by the algorithm.
[0101] The NSP algorithm itself runs as follows:

[0102] The algorithm starts by constructing a trivial tree with a single root node, G. A spectral partitioning with boundary
nodes (V-, V+, B) = sb(G) is then computed, and the following procedure is used to decide whether to accept the split.
This procedure requires four configurable parameters minsize, maxsize, maxdist and klmin.

1. If G is not connected (in which case G[V-], G[V+] will be disconnected in G), then the split is accepted.
2. Otherwise, if the larger of |V-| and |V+| is greater than maxsize then the split is accepted; this means that all the
output clusters will have at most maxsize nodes.
3. Otherwise, if the smaller of |V-| and |V+| is smaller than minsize then the split is rejected. This means that all the
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output clusters will have at least minsize nodes, unless they result from a split accepted for one of the above reasons.
4. Otherwise, we calculate the average device distances for each of G, G[V-] and G[V+]. The average device distances
a = (a1,..., aN) for a device graph G with N nodes are defined by 

[0103] The maxdist parameter is used to ensure that the average distances are finite. Given the average distances
a, a-, a+, for G, G[V-] and G[V+] respectively, we take logarithms and compute the mean and variance: 

[0104] Finally the quantities are computed 

as a measure of how much the distributions of the average distances of the subgraphs G[V6] diverge from the distribution
of the average distances of G (note that K6 coincides with the Kullback-Leibler divergence of X from X6 where X (resp.
X6) is a normal distribution fitted to the log-average-distances of G (resp. G[V6)).
[0105] If max(K-, K+) > klmin then we accept the split, otherwise we reject it.
[0106] If the split has been accepted, the algorithm is recursively applied to the resulting subgraphs until no further
splits are allowed. All boundary nodes that have been identified during the procedure are then attached to the subgraph
with smallest average distance to the boundary node: in other words, for each boundary node v we find the subgraph
G[U] which minimizes the quantity 

[0107] Once we have done this for all boundary nodes, we attach the boundary nodes to the relevant subgraphs to
get the final clustering.
[0108] Additional functions used in the NSP algorithm include the following global parameters:
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[0109] Returning to Figure 2, at step S3, probes carry out analysis of the second order metrics. Probes are discrete
mathematical models that implement a specific mathematical method against different sets of variables with the target
network. For example, HMM may look specifically at the size and transmission time of packets between nodes. The
probes are provided in a hierarchy which is a loosely arranged pyramid of models. Each probe or model effectively acts
as a filter and passes its output to another model higher up the pyramid. At the top of the pyramid is the Hyper Cylinder
which is the ultimate threat decision making model. Lower order probes each monitor different global attributes or
’features’ of the underlying network and or computers. These attributes consist of value over time for all internal com-
putational features such as packet velocity and morphology, end point file system values, and TCP/IP protocol timing
and events. Each probe is specialised to record and make decisions on different environmental factors based on the
probes own internal mathematical model such as an HMM.
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[0110] While the anomalous behaviour detection system may be arranged to look for any possible threat, in practice
the system may keep watch for one or more specific threats depending on the network in which the anomalous behaviour
detection system is being used. For example, the anomalous behaviour detection system provides a way for known
features of the network such as desired compliance and Human Resource policies to be encapsulated in explicitly defined
heuristics or probes that can trigger when in concert with set or moving thresholds of probability abnormality coming
from the probability determination output. The heuristics are constructed using complex chains of weighted logical
expressions manifested as regular expressions with atomic objects that are derived at run time from the output of data
measuring/tokenizing probes and local contextual information. These chains of logical expression are then stored in
and/or on online libraries and parsed in real-time against output from the measures/tokenizing probes. An example policy
could take the form of "alert me if any employee subject to HR disciplinary circumstances (contextual information) is
accessing sensitive information (heuristic definition) in a manner that is anomalous when compared to previous behaviour
(Hyper Cylinder output)". In other words, different arrays of pyramids of probes are provided for detecting particular
types of threats.
[0111] The analysis performed by the probes on the second order metrics then outputs data in a form suitable for use
with the model of normal behaviour. As will be seen, the data is in a form suitable for comparing with the model of normal
behaviour and for updating the model of normal behaviour.
[0112] As mentioned above, in one arrangement Bayesian mathematical analysis is used to detect anomalous be-
haviour. One example of such a Bayesian analysis model will now be explained in detail.
[0113] Figure 3 shows an example of the possible conditional dependencies between modelled entities within an
anomalous behaviour detection system: the user (U), devices (D), activities (A) and the observed network traffic data
(N). The entities are a set of random variables. The network traffic data is acquired, for instance, using a packet streamer
installed in the computer network. The wall clock time (T) is also used. Time directly influences what the users and
devices do and which activities are performed. Users influence what the devices do and which activities are performed.
Devices influence which activities are performed. Time, users and devices all influence the network traffic indirectly,
while activities directly influence network traffic. These dependencies define the conditional probability terms for the
Bayesian model, where a conditional probability is the probability of an event, given that another has already occurred.
It should be noted that the dependencies can be modelled in many ways and Figure 3 is only one example of such a
model. For example, it is possible to not include one of the entities, such as the devices. Alternatively, additional entities,
such as appliances or groups of entities, can be incorporated. The dependencies between these groups can also be
defined differently. For example, activities may depend only on users rather than users and devices.
[0114] The identity of a user can be verified most of the time using various network related data. A device is the device
that the user is using. A user can be using more than one device at any one time. Activities are the type of activity
engaged by the user. Activities can be categorized into one of a number of types such as sending/replying to emails etc.
[0115] The resulting conditional probability terms are:
P(U/T): The user has a time pattern for reporting for work or be engaged in work activities.
[0116] P(D/U,T): The user has a pattern of choosing the device to work on at a time in the day.
[0117] P(A/D,U,T): The user has a pattern of doing a certain type of work on a particular device given the time of the day.
[0118] P(N/A,D,U,T): The network traffic data due to a user performing a certain type of work on a particular device
given the time of the day.
[0119] We will now describe the process of detecting anomalous user activities. Let A be the set of normal activities
of a person. Let A’ represent the set of abnormal or anomalous activities. The pattern of normal activities is actively
learned from user data. The pattern of abnormal activities could be represented by a parametric distribution or a "general"
model applicable to a set of abnormal activities. This could also be learnt from historical anomalous data.
[0120] The joint probability function that describes the network traffic data is 

[0121] The probability that a specific user is engaged in a specific type of activity A0 at a particular time or time slot is
therefore: 

[0122] The probability that a specific user is engaged in a specific type of activity A0 over a whole day is: 
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[0123] The probability that a user is engaged in normal activities at any given time is expressed by the formula below: 

[0124] Note that the total marginal probability will always sum up to one as below: 

[0125] A user is deemed to be engaged in anomalous activity if the probability of all normal activities falls significantly
short of 1.0.
[0126] The conditional distributions used in the above formulae are estimated or updated in an iterative fashion.
[0127] One way in which grouped data, for example for grouped users, can be implemented in the Bayesian network
system described above is as follows:
G - the group. A group is made up of users clustered together.
[0128] Y - the device type that the user is using.
[0129] The conditional probability terms involving user groups and device types are as below:
P(G/T): The group has a time pattern for reporting for work or be engaged in work activities.
[0130] P(Y/G,T): The group has a pattern of choosing the device type to work on at a time in the day.
[0131] P(A/Y,G,T): The group has a pattern of doing a certain type of work on a particular type of device given the
time of the day.
[0132] P(N/A,Y,G,T): The network traffic data due to a user performing a certain type of work on a particular device
given the time of the day.
[0133] These conditional probabilities are calculated accumulating over the users within the group.
[0134] The four conditional probability terms in the anomaly calculation equations in above are updated with an inter-
polation term with an interpolation weight was below: 

where Y is the device type of device D and G is the group the user U belongs to. 

[0135] The interpolation formula is used when there is not enough behavioural user data to create a reasonably
accurate Bayesian model - such a case is when a new user joins the network. The new user will be assigned to an initial
group based on his role in the organization and his activity can be monitored based on the behaviour pattern for his
group. A more accurate user model can be created over time as his activity pattern builds up. The interpolation formula
is a seamless way of starting with the group model for the new user and gradually transitioning to the specific user model
over time as data builds up. In some cases it is preferable to user a small non-zero weight for the group behaviour model
to reduce false positives due to group wise trends.
[0136] Combining the group behaviour model with the user model can reduce false alerts. Such modelling allows the
particular user to engage in other activities from time to time that is common to his group. Interpolating is also useful
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when modelling new users to an organisation.
[0137] Returning to Figure 2, at step S4, the anomalous behaviour detection system computes an anomalous behaviour
parameter indicative of a likelihood of there being anomalous behaviour using automated adaptive periodicity detection
mapped onto observed behavioural pattern-of-life analysis. This deduces that an anomalous behaviour over time exists
from a collected set of attributes that themselves have shown deviation from normative collective or individual behaviour.
The automated adaptive periodicity detection uses the period of time the Hyper Cylinder has computed to be most
relevant within the observed network and or machines. Furthermore, the pattern of life analysis identifies how a human
and/or machine behaves over time, i.e. when they typically start and stop work. Since these models are continually
adapting themselves automatically they are inherently harder to defeat than known systems.
[0138] The anomalous behaviour parameter is a probability of there being anomalous behaviour in certain arrange-
ments. Alternatively, the anomalous behaviour parameter is a value representative of there being anomalous behaviour
which is compared against one or more thresholds indicative of the likelihood of anomalous behaviour.
[0139] In practice, the step of computing the threat involves comparing current data collected in relation to the user
with the model of normal behaviour of the user. The current data collected relates to a period in time, this could be in
relation to a certain influx of new data or a specified period of time from a number of seconds to a number of days. In
some arrangements, the system is arranged to predict the expected behaviour of the system. The expected behaviour
is then compared with actual behaviour in order to determine whether there is a threat.
[0140] In order to improve the accuracy of the system a check can be carried out in order to compare current behaviour
of a group with associated groups or a user with associated users, i.e. users within a single office. For example, if there
is an unexpectedly low level of activity from a group, this may not be due to unusual activity from the group, but could
be due to a factor affecting the office as a whole. Various other factors can be taken into account in order to assess
whether or not abnormal behaviour is present.
[0141] In one arrangement, step S4 further comprises determining, in accordance with the parameter indicative of
abnormal behaviour, a new parameter indicative of a cyber-threat. That is to say the abnormal behaviour is indicative
of a cyber-threat.
[0142] Certain patterns of abnormal behaviour may be indicative of a specific cyber-threat. For instance, a computer
is based in a company’s San Francisco office and operated by a marketing employee who regularly accesses the
marketing network, usually communicates with machines in the company’s U.K. office in a second computer system
between 9.30 a.m. and midday, and is active from about 8.30 a.m. until 6 p.m. The same employee suddenly begins to
accesses the employee time sheets, connect to the company’s Atlanta network and communicate with a server in South-
East Asia. This behaviour is anomalous when compared with the ’pattern of life’ for that person. This particular combination
of anomalous behaviours may be indicative of an employee leaking sensitive information to a competitor, and could be
flagged as a potential cyber-threat, requiring further investigation.
[0143] Alternatively, it is discovered that multiple computers, optionally a group of computers, are exhibiting a small
but noticeable change in behaviour. This may be outside of conventional working hours when the computers are usually
idle. This small change in behaviour across a large sample size may be indicative of the presence of a virus, and could
be flagged as a potential cyber-threat, requiring further investigation.
[0144] Finally, at step S5 a determination is made, based on the threat risk parameter, as to whether further action
need be taken regarding the anomalous behaviour. This determination may be made by a human operator after being
presented with a probability of there being anomalous behaviour or a threat, or an algorithm may make the determination,
e.g. by comparing the determined probability with a threshold.
[0145] Furthermore, if the anomalous behaviour detection system observes anomalous behaviour it has the ability to
provide a set of instructions to any control systems that exist on the computer network that describe what constitutes
normal behaviour for that entity and/or any associated groups and request that the control system change its behaviour
to prevent or perform some other action on any behaviour that lies outside the normal. This would have the effect of
preventing or in some way changing any behaviour not considered normal. The set of instructions would be specific to
that user, device or group as deduced from the methods described elsewhere in this document.
[0146] An example of this would be if a user’s laptop was seen exhibiting anomalous behaviour, an anomalous be-
haviour detection system that detected the behaviour might instruct the user’s internet web proxy to block all connections
to all websites and internet addresses that are not part of what constitutes the user’s or laptop’s normal pattern. Another
example would be the anomalous behaviour detection system automatically issuing an instruction to a Microsoft Active
Directory authentication system to remove permissions to network resources that do not form part of the normal pattern
of behaviour for that user.
[0147] In one arrangement, given the unique global input of the Hyper Cylinder, a novel form of threat visualisation is
provided in which the user can view the threat landscape across all internal traffic and do so without needing to know
how their internal network is structured or populated and in such a way as a ’universal’ representation is presented in a
single pane no matter how large the network. A topology of the network under scrutiny is projected automatically as a
graph based on device communication relationships via an interactive 3D remote observer perspective interface. The
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projection is able to scale linearly to any node scale without prior seeding or skeletal definition. The topology of the
network may be established by spectral partitioning.
[0148] The anomalous behaviour detection system that has been discussed above therefore implements a propriety
form of recursive Bayesian estimation to maintain a distribution over the probability state variable. This distribution is
built from the complex set of low-level host, network and traffic observations or ’features’. These features are recorded
iteratively and processed in real time on the platform. A plausible representation of the relational information among
entities in dynamic systems in general, such as an enterprise network, a living cell or a social community, or indeed the
entire internet, is a stochastic network, which is topologically rewiring and semantically evolving over time. In many high-
dimensional structured I/O problems, such as the observation of packet traffic and host activity within an enterprise LAN
or WAN, where both input and output can contain tens of thousands, sometimes even millions of interrelated features
(data transport, host-web-client dialogue, log change and rule trigger, etc.), learning a sparse and consistent structured
predictive function is challenged by a lack of normal distribution. To overcome this, the anomalous behaviour detection
system consists of a data structure that decides on a rolling continuum rather than a stepwise method in which recurring
time cycles such as the working day, shift patterns and other routines are dynamically assigned. Thus providing a non-
frequentist architecture for inferring and testing causal links between explanatory variables, observations and feature
sets. This permits an efficiently solvable convex optimization problem and yield parsimonious models. In such an ar-
rangement, the anomalous behaviour detection processing may be triggered by the input of new data. Alternatively, the
anomalous behaviour detection processing may be triggered by the absence of expected data. In some arrangements,
the processing may be triggered by the presence of a particular actionable event.
[0149] In a further arrangement, the system permits behavioural abnormality detection within the interactions and,
crucially, state of entities within Industrial Control Systems (ICS) whether on-site (e.g. DCS / PLC) and geographically
dispersed in the field (e.g. SCADA). This is achieved by combining the Hyper Cylinder with a bespoke smart thresholding
ICS protocol aware programmable probe. This creates individual machine models of all entities (e.g. actuator, thermostat,
etc.) and remains effective in a mixed-technology environment where a range of industrial control protocols and transport
mechanisms are deployed, some of which may be rare and/or proprietary. The objective of the modelling and monitoring
is to identify and allow response to attacks that may enable malicious control by an unapproved actor, loss of operator
view, manipulation of operator view, and denial of operator control. The system could therefore be applied to any other
control of remote devices from aircraft to military systems, as well as the Internet of Things.
[0150] The various methods described above may be implemented by a computer program product. The computer
program product may include computer code arranged to instruct a computer or an arrangement of computers to perform
the functions of one or more of the various methods described above. The computer program and/or the code for
performing such methods may be provided to an apparatus, such as a computer, on a computer readable medium or
computer program product. The computer readable medium may be transitory or non-transitory. The computer readable
medium could be, for example, an electronic, magnetic, optical, electromagnetic, infrared, or semiconductor system, or
a propagation medium for data transmission, for example for downloading the code over the Internet. Alternatively, the
computer readable medium could take the form of a physical computer readable medium such as semiconductor or
solid state memory, magnetic tape, a removable computer diskette, a random access memory (RAM), a read-only
memory (ROM), a rigid magnetic disc, and an optical disk, such as a CD-ROM, CD-R/W or DVD.
[0151] An apparatus such as a computer may be configured in accordance with such code to perform one or more
processes in accordance with the various methods discussed herein. Such an apparatus may take the form of a data
processing system. Such a data processing system may be a distributed system. For example, such a data processing
system may be distributed across a network.

Claims

1. A computer implemented method of detecting abnormal behaviour of at least one entity of a group of entities (G),
from groups of entities, of a computer system (10), the method arranged to be performed by a processing system
(1), the method comprising:

creating a model of normal behaviour of the at least one entity (U,D,A,N), wherein the model of normal behaviour
of the at least one entity (U,D,A,N) was created based on knowledge of a normal behaviour of the at least one
entity (U,D,A,N) and a normal behaviour of any group of entities (G), from groups of entities, to which the at
least one entity (U,D,A,N) is deduced to belong;
applying restrictions to the at least one entity (U,D,A,N) based on the model of normal behaviour; and
determining, in accordance with the model of normal behaviour of the at least one entity (U,D,A,N), a parameter
indicative of abnormal behaviour of the entity (U,D,A,N);
wherein the step of applying restrictions to the at least one entity (U,D,A,N) is carried out when the parameter
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exceeds a threshold value and wherein the restrictions comprise at least one of blocking access to an internet
address, removing permission to a network resource or removing permission to a local resource;
wherein each of the groups of entities (G) is generated by grouping a plurality of entities (U,D,A,N) of the
computer system (10) based on data associated with the plurality of entities (U,D,A,N) of the computer system
(10); and
wherein the grouping of the plurality of entities (U,D,A,N) of the computer system (10) to generate the groups
of entities (G) is performed by spectral partitioning and wherein the grouping of entities identifies groups of
people working together or closely connected to each other based on the network traffic data or metrics.

2. The method of claim 1, wherein the model of normal behaviour of the at least one entity (U,D,A,N) is based on
metrics representative of data associated with the at least one entity (U,D,A,N).

3. The method of claim 1, wherein the restrictions are applied by a control system.

4. The method of claim 3, wherein the control system is a firewall, next generation firewall, router, switch or intrusion
prevention system.

5. The method of any of claims 1 to 4, wherein the parameter is a probability.

6. The method of any preceding claim, wherein the model of normal behaviour of the at least one entity (U,D,A,N) is
a Bayesian model.

7. The method of any preceding claim, wherein each entity (U,D,A,N) of the computer system (10) is one of a device
(D), a user (U), an activity (A).

8. The method of claim 1, wherein the grouping of the plurality of entities of the computer system (10) to generate the
group of entities (G) is based on prior knowledge of the plurality of entities (U,D,A,N) of the computer system (10).

9. A computer readable medium comprising computer readable code operable, in use, to instruct a computer system
(10) to perform the method of any preceding claim.

10. An anomalous behaviour detection system comprising a processor, and a memory comprising computer readable
code operable, in use, to instruct the processor to perform the method of any of claims 1-8.

Patentansprüche

1. Computerimplementiertes Verfahren zum Erkennen von abnormalem Verhalten von wenigstens einer Entität einer
Gruppe von Entitäten (G) aus Gruppen von Entitäten eines Computersystems (10), wobei das Verfahren angeordnet
ist, um von einem Verarbeitungssystem (1) durchgeführt zu werden, wobei das Verfahren Folgendes aufweist:

Erstellen eines Modells des normalen Verhaltens der wenigstens einen Entität (U, D, A, N), wobei das Modell
des normalen Verhaltens der wenigstens einen Entität (U, D, A, N) auf Basis von Wissen über ein normales
Verhalten der wenigstens einen Entität (U, D, A, N) und eines normalen Verhaltens von irgendeiner Gruppe
von Entitäten (G) aus Gruppen von Entitäten erstellt wurde, aus der die Zugehörigkeit der wenigstens einen
Entität (U, D, A, N) abgeleitet wird;
Anwenden von Beschränkungen auf die wenigstens eine Entität (U, D, A, N) auf Basis des Modells des normalen
Verhaltens; und
Bestimmen, gemäß dem Modell des normalen Verhaltens der wenigstens einen Entität (U, D, A, N), eines
Parameters, der ein abnormales Verhalten der Entität (U, D, A, N) erkennen lässt;
wobei der Schritt des Anwendens von Beschränkungen auf die wenigstens eine Entität (U, D, A, N) durchgeführt
wird, wenn der Parameter einen Schwellenwert übersteigt, und wobei die Beschränkungen wenigstens eine
der folgenden aufweisen: Sperren des Zugangs zu einer Internetadresse, Aufheben der Berechtigung zu einer
Netzwerkressource oder Aufheben der Berechtigung zu einer lokalen Ressource;
wobei jede der Gruppen von Entitäten (G) durch Gruppieren von mehreren Entitäten (U, D, A, N) des Compu-
tersystems (10) auf Basis von den mehreren Entitäten (U, D, A, N) des Computersystems (10) zugeordneten
Daten generiert wird; und
wobei das Gruppieren der mehreren Entitäten (U, D, A, N) des Computersystems (10) zum Generieren der
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Gruppen von Entitäten (G) durch spektrale Partitionierung durchgefüllt wird und wobei das Gruppieren von
Entitäten Gruppen von Personen, die zusammenarbeiten oder eng miteinander verbunden sind, auf Basis der
Netzverkehrsdaten oder -metrik identifiziert.

2. Verfahren nach Anspruch 1, wobei das Modell des normalen Verhaltens der wenigstens einen Entität (U, D, A, N)
auf Metrik basiert, die für der wenigstens einen Entität (U, D, A, N) zugeordnete Daten repräsentativ ist.

3. Verfahren nach Anspruch 1, wobei die Beschränkungen von einem Steuersystem angewendet werden.

4. Verfahren nach Anspruch 3, wobei das Steuersystem eine Firewall, eine Firewall der nächsten Generation, ein
Router, ein Switch oder ein Intrusion-Prevention-System ist.

5. Verfahren nach einem der Ansprüche 1 bis 4, wobei der Parameter eine Probabilität ist.

6. Verfahren nach einem der vorhergehenden Ansprüche, wobei das Modell des normalen Verfahrens der wenigstens
einen Entität (U, D, A, N) ein Bayes’sches Modell ist.

7. Verfahren nach einem der vorhergehenden Ansprüche, wobei jede Entität (U, D, A, N) des Computersystems (10)
eines der Folgenden ist: eine Vorrichtung (D), ein Benutzer (U), eine Aktivität (A).

8. Verfahren nach einem der vorhergehenden Ansprüche, wobei das Gruppieren der mehreren Entitäten des Com-
putersystems (10) zum Generieren der Gruppe von Entitäten (G) auf Vorkenntnissen der mehreren Entitäten (U,
D, A, N) des Computersystems (10) basiert.

9. Computerlesbares Medium, das computerlesbaren Code aufweist, der im Gebrauch zum Anweisen eines Compu-
tersystems (10) zum Durchführen des Verfahrens nach einem der vorhergehenden Ansprüche funktionell ist.

10. System zum Erkennen von abnormalem Verhalten, das einen Prozessor und einen Speicher, der computerlesbaren
Code aufweist, der im Gebrauch zum Anweisen des Prozessors zum Durchführen des Verfahrens nach einem der
Ansprüche 1 bis 8 funktionell ist, aufweist.

Revendications

1. Procédé mis en œuvre par ordinateur de détection d’un comportement anormal d’au moins une entité d’un groupe
d’entités (G), parmi des groupes d’entités, d’un système informatique (10), le procédé étant agencé pour être réalisé
par un système de traitement (1), le procédé comprenant
la création d’un modèle de comportement normal de l’au moins une entité (U,D,A,N), le modèle de comportement
normal de l’au moins une entité (U,D,A,N) étant créé en connaissant un comportement normal de l’au moins une
entité (U,D,A,N) et un comportement normal de n’importe quel groupe d’entités (G), parmi des groupes d’entités,
auquel il a été déduit que l’au moins une entité (U,D,A,N) appartient ;
l’application de restrictions à l’au moins une entité (U,D,A,N) sur la base du modèle de comportement normal ; et
la détermination, conformément au modèle de comportement normal de l’au moins une entité (U,D,A,N), d’un
paramètre indicatif d’un comportement anormal de l’entité (U,D,A,N) ;
dans lequel l’étape d’application de restrictions à l’au moins une entité (U,D,A,N) est réalisée quand le paramètre
dépasse une valeur de seuil et dans lequel les restrictions comprennent au moins un blocage d’accès à une adresse
Internet, un retrait d’autorisation à une ressource de réseau ou un retrait d’autorisation à une ressource locale ;
dans lequel chacun des groupes d’entités (G) est généré en groupant une pluralité d’entités (U,D,A,N) du système
informatique (10) sur la base de données associées à la pluralité d’entités (U,D,A,N) du système informatique (10) ; et
dans lequel le groupement de la pluralité d’entités (U,D,A,N) du système informatique (10) pour générer les groupes
d’entités (G) est réalisé par partitionnement spectral et dans lequel le groupement d’entités identifie des groupes
de personnes travaillant ensemble ou intimement connectées les unes aux autres sur la base de données ou de
métriques de trafic de réseau.

2. Procédé selon la revendication 1, dans lequel le modèle de comportement normal de l’au moins une entité (U,D,A,N)
est basé sur des métriques représentatives de données associées à l’au moins une entité (U,D,A,N).

3. Procédé selon la revendication 1, dans lequel les restrictions sont appliquées par un système de contrôle.
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4. Procédé selon la revendication 3, dans lequel le système de contrôle est un pare-feu, un pare-feu de la prochaine
génération, un routeur, un commutateur ou un système anti-intrusion.

5. Procédé selon l’une quelconque des revendications 1 à 4, dans lequel le paramètre est une probabilité.

6. Procédé selon n’importe quelle revendication précédente, dans lequel le modèle de comportement normal de l’au
moins une entité (U,D,A,N) est un modèle bayésien.

7. Procédé selon n’importe quelle revendication précédente, dans lequel chaque entité (U,D,A,N) du système infor-
matique (10) est un d’un dispositif (D), d’un utilisateur (U), d’une activité (A).

8. Procédé selon la revendication 1, dans lequel le groupement de la pluralité d’entités du système informatique (10)
pour générer le groupe d’entités (G) est basé sur une connaissance préalable de la pluralité d’entités (U,D,A,N) du
système informatique (10).

9. Support lisible par ordinateur comprenant un code lisible par ordinateur exploitable, en service, pour ordonner à un
système informatique (10) de réaliser le procédé selon n’importe quelle revendication précédente.

10. Système de détection de comportement anormal comprenant un processeur, et une mémoire comprenant un code
lisible par ordinateur exploitable, en service, pour ordonner au processeur de réaliser le procédé selon l’une quel-
conque des revendications 1 à 8.
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