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Description 

Background  to  the  Invention 

5  This  invention  relates  to  data  processing  systems. 
More  specifically,  the  invention  is  concerned  with  a  data  processing  system  of  the  kind  in  which  the 

workload  is  divided  into  packets,  each  packet  specifying  a  function  and  one  or  more  arguments  to  which  the 
function  is  to  be  applied.  One  system  of  this  kind  is  described  in  "ALICE  -  A  Multi-processor  reduction 
Machine  for  the  parallel  evaluation  of  applicative  languages"  by  J  Darlington  and  M  Reeve,  Proceedings  of 

io  the  ACM  Conference  on  Functional  Programming  Languages  and  Computer  Architecture,  1981.  Another 
system  of  this  kind  is  described  in  ICL  Technical  Journal,  Vol  5,  No  3,  May  1987,  Oxford  GB,  Watson  &  al, 
"Flagship  computational  model  and  machine  architecture". 

In  the  system  described  in  the  Watson  &  al.  paper  referred  to  above,  it  is  implicit  that  the  packet 
processing  mechanism  must  first  inspect  the  arguments  of  the  packet  to  determine  whether  all  the 

75  arguments  necessary  for  performing  the  function  have  been  evaluated.  If  they  have,  the  specified  function  is 
executed;  if  not,  then  one  or  more  further  packets  are  activated,  so  as  to  evaluate  the  required  arguments. 

A  disadvantage  of  this,  however,  is  that  it  can  result  in  redundant  actions  being  performed,  and  hence 
can  lead  to  inefficiency.  One  object  of  the  present  invention  is  to  provide  a  way  of  avoiding  or  at  least 
reducing  this  inefficiency. 

20 
Summary  of  the  Invention 

According  to  the  invention,  there  is  provided  a  data  processing  system  as  specified  in  Claim  1. 
It  can  be  shown  that,  by  providing  different  packet  types,  each  of  which  is  processed  by  a  different 

25  algorithm,  it  is  possible  to  optimise  the  operation  performed  by  each  packet,  so  as  to  reduce  the  redundant 
operations. 

One  data  processing  system  in  accordance  with  the  invention  will  now  be  described  by  way  of  example 
with  reference  to  the  accompanying  drawings. 

30  Brief  Description  of  the  Drawings 

Figure  1  is  an  overall  view  of  a  data  processing  system,  comprising  a  number  of  processing  nodes. 
Figure  2  is  a  block  diagram  showing  one  of  the  nodes  including  an  executable  packet  scheduler  and  a 

packet  processing  unit. 
35  Figure  3  is  a  flow  chart  showing  the  operation  of  the  executable  packet  scheduler. 

Figure  4  shows  the  formats  of  packets. 
Figure  5  is  a  flow  chart  showing  the  operation  of  the  packet  processing  unit. 
Figures  6,  7  and  8  are  flow  charts  showing  parts  of  the  flow  chart  of  Figure  5  in  greater  detail. 

40  Description  of  an  embodiment  of  the  invention 

Referring  to  Figure  1,  the  data  processing  system  comprises  a  plurality  of  processing  nodes  10. 
Each  node  comprises  a  processor  11  and  a  local  store  12. 
The  workload  of  the  system  is  divided  into  units  referred  to  as  packets,  which  will  be  described  in  detail 

45  below.  A  packet  can  reside  in  any  of  the  local  stores  12.  Conceptually,  all  the  local  stores  form  a  single 
packet  memory  for  the  system,  and  each  packet  has  a  32-bit  address  indicating  its  location  within  this 
packet  memory.  Bits  31-24  of  this  address  indicate  which  of  the  individual  local  stores  the  packet  is  resident 
in,  while  bits  23-0  indicate  the  address  of  the  packet  within  that  store. 

Each  processor  11  accesses  active  packets  held  in  its  own  local  store  12  and  processes  them 
50  according  to  the  type  of  packet,  as  will  be  described.  The  processing  nodes  operate  simultaneously,  in 

parallel,  resulting  in  a  high  overall  rate  of  processing,  proportional  to  the  number  of  processing  nodes  in  the 
system. 

The  processing  nodes  are  interconnected  by  an  inter-processor  network  13,  which  allows  any  processor 
to  send  a  message  to  any  other  one  of  the  processors.  The  network  13  may,  for  example,  be  a  known  delta 

55  network. 
If  required,  a  processing  node  can  read  a  packet  from  its  own  local  store  and  export  it  over  the  network 

13  to  another  node,  so  that  it  will  now  reside  in  the  local  store  of  that  other  node.  For  example,  when  a 
processing  node  detects  that  it  is  becoming  overloaded,  it  may  export  packets  to  other  nodes  so  as  to  even 
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out  the  workload  between  the  nodes.  Packets  may  also  be  exported  from  one  node  to  another  in  order  to 
activate  another  packet  in  the  remote  node,  or  to  return  results  to  a  packet  in  the  remote  node. 

Referring  now  to  Figure  2,  this  shows  one  of  the  processing  nodes  in  greater  detail. 
The  local  store  12  within  the  node  comprises  a  main  store  20,  a  cache  store  21,  and  a  store  access 

5  manager  22.  The  main  store  is  a  random  access  memory  which  holds  all  the  packets  resident  in  this  node. 
The  cache  store  is  a  smaller,  faster,  associatively  addressed  memory,  which  holds  copies  of  data  from  the 
main  store  currently  in  use.  The  store  access  manager  controls  access  to  the  cache  and  main  store,  and 
controls  the  copying  of  data  from  the  main  store  into  the  cache. 

The  node  also  includes  an  active  packet  queue  (APQ)  23.  This  is  a  first-in-first-out  memory,  and  is  used 
io  to  hold  the  addresses  of  all  active  packets  in  the  local  store  12,  i.e.  packets  which  are  waiting  to  be 

processed  in  this  node.  Overflow  from  the  APQ  is  held  in  a  holding  stack  (HS)  24,  which  is  organised  as  a 
last-in  first-out  memory.  The  APQ  and  HS  are  controlled  by  an  active  packet  scheduler  (APS)  25  as  will  be 
described. 

The  APS  passes  packet  addresses  to  a  packet  processing  unit  (PPU)  26,  which  accesses  the  packets 
is  from  the  local  store  12  and  processes  them.  This  processing  generally  involves  re-writing  the  packet  and 

changing  its  type  and  state.  The  processing  may  also  involve  re-writing  or  changing  the  state  of  other 
packets,  the  creation  of  new  packets,  or  the  deletion  of  existing  packets. 

The  processing  node  also  includes  a  free  packet  address  store  (FPA)  27,  which  holds  addresses  of  free 
packet  locations  in  the  local  store  12.  Whenever  the  PPU  deletes  a  packet,  it  returns  the  address  of  the 

20  packet  to  the  FPA.  Conversely,  when  a  new  packet  is  created,  a  free  packet  address  is  removed  from  the 
FPA  and  the  new  packet  is  placed  in  this  location. 

The  APS  and  PPU  interface  with  the  interprocessor  network  by  way  of  a  network  interface  (NIF)  28. 
In  operation,  the  APS  in  each  node  generates  a  local  activity  level  signal  (LAL)  indicating  the  current 

workload  of  this  node,  i.e.  the  number  of  active  packets  waiting  to  be  executed.  This  signal  is  applied  to  the 
25  network  13  by  way  of  the  NIF.  The  network  receives  these  signals  from  all  the  nodes,  and  generates  a 

global  activity  level  signal  (GAL),  which  is  returned  to  all  the  nodes. 
Referring  now  to  Figure  3,  this  shows  the  operational  algorithm  of  the  active  packet  scheduler  APS.  This 

algorithm  may  be  implemented  either  in  hardware,  microcode,  software,  or  a  mixture  of  these.  The  exact 
nature  of  the  implementation  forms  no  part  of  the  present  invention  and  so  will  not  be  described  in  detail. 

30  Whenever  the  APS  receives  a  packet  address,  either  from  the  associated  PPU  in  the  same  node,  or 
from  another  node  via  the  NIF,  it  first  checks  whether  the  active  packet  queue  APQ  is  full.  If  not,  then  the 
packet  address  is  placed  in  the  APQ.  If,  on  the  other  hand,  the  APQ  is  full,  the  APS  checks  whether  the 
local  activity  level  LAL  of  this  node  is  greater  than  the  global  activity  level  GAL.  If  so,  the  packet  is  read  out 
of  the  local  memory  and  exported  over  the  network  to  one  of  the  other  nodes  that  has  a  lower  activity  level. 

35  If  the  local  activity  level  LAL  is  less  than  the  global  level  GAL,  then  the  packet  is  not  exported.  Instead, 
its  address  is  placed  in  the  holding  stack  HS. 

Whenever  the  APS  receives  a  request  for  a  packet  from  the  associated  PPU  in  the  same  node,  it  first 
checks  whether  the  APQ  is  empty.  If  it  is  not  empty,  it  removes  a  packet  address  from  the  APQ  and  returns 
it  to  the  PPU.  The  APS  then  checks  whether  the  HS  is  empty.  If  it  is  not  empty,  the  APS  removes  the  last 

40  address  held  in  the  HS  and  puts  it  into  the  APQ. 
The  packet  format  will  now  be  described.  Each  packet  consists  of  a  header,  followed  by  one  or  more 

packet  items. 
The  header  includes  the  following  fields:  type,  state,  size,  susp,  strict  and  ref-count. 
The  type  field  indicates  the  packet  type.  Possible  packet  types  include  the  following: 

45  XAPP  executable  apply 
PAPP  processable  apply 
UCON  unevaluated  constructor 
ECON  evaluated  constructor 
CODE  code 

50  RETN  return 
The  state  field  indicates  the  state  of  the  packet,  as  follows: 
ACT  active 
DOR  dormant 
SUS  suspended 

55  REL  relay 
The  size  field  indicates  the  number  of  items  in  the  packet. 
The  susp  field  indicates  the  number  of  items  that  a  packet  in  the  SUS  or  REL  states  is  waiting  to  be 

evaluated  before  that  packet  can  be  activated. 

3 



EP  0  301  695  B1 

The  strict  field  indicates  the  number  of  strict  arguments  in  the  packet.  A  strict  argument  of  a  function  is 
one  which  must  be  in  evaluated  form  before  the  function  can  be  executed. 

The  ref-count  field  indicates  the  number  of  other  packets  that  refer  to  the  packet.  It  is  used  for  garbage 
collection:  any  packet  that  has  a  ref-count  equal  to  zero  can  be  deleted  and  its  address  returned  to  the 
FPA. 

The  normal  format  for  a  packet  item  consists  of  the  fields  type,  subtype,  qualifier,  and  value. 
A  packet  item  of  type  1,  subtype  0  is  a  built-in  function  code,  representing  one  of  a  set  of  built-in 

functions,  specified  by  the  value  field  as  follows: 

10 

15 

20 

Value  function 

0  add 
1  subtract 
2  multiply 
3  divide 
4  output 
5  halt 

For  an  item  of  type  1,  subtypes  1-5,  the  value  field  represents  a  literal  value  according  to  the  sub  type, 
as  follows: 

25 

30 

35 

40 

45 

50 

55 

Subtype  value 

1  integer 
2  unsigned 
3  boolean 
4  character 
5  real 

For  an  item  of  type  2,  the  value  field  represents  a  return  address  RTN  which  is  used,  as  will  be 
described,  as  a  pointer  from  the  packet  to  a  parent  packet  in  a  graph  structure. 

For  an  item  of  type  3,  the  value  field  represents  a  pointer  PTR  which  points  to  an  offspring  packet  in  a 
graph  structure.  The  subtype  field  of  this  packet  indicates  whether  the  offspring  packet  has  been  evaluated. 

In  the  case  of  a  CODE  packet,  the  packet  items  do  not  have  the  normal  item  format  described  above. 
Instead,  the  items  represent  a  sequence  of  microcode,  for  executing  a  user-defined  function. 

Referring  to  Figure  4,  this  illustrates  some  possible  packet  layouts,  and  the  way  in  which  the  packets 
can  be  organised  in  a  graph  structure  by  means  of  the  pointers  and  return  addresses. 

A  executable  apply  packet  XAPP  comprises  a  header,  followed  by  an  item  representing  a  function  to  be 
performed,  followed  by  one  or  more  items  representing  the  arguments  of  that  function  (with  the  strict 
arguments  first,  followed  by  the  non-strict  arguments,  if  any),  and  finally  an  item  representing  a  return 
address.  The  item  representing  the  function  may  either  be  a  built-in  function,  or  a  pointer  to  a  CODE  packet 
representing  a  user-defined  function. 

For  example,  in  Figure  4,  the  packet  at  address  30  is  an  XAPP  packet  having  four  items.  The  first  item 
is  a  built-in  function  ADD.  The  next  two  items  are  literal  integer  values  3  and  4.  The  final  item  is  a  return 
address  10  indicating  that  the  result  of  evaluating  this  packet  is  to  be  returned  to  the  packet  at  address  10. 
It  should  be  noted  that  both  the  arguments  for  the  XAPP  packet  are  in  evaluated  form,  so  that  the  packet 
can  be  evaluated  as  soon  as  it  is  activated. 

A  processable  apply  packet  PAPP  has  a  similar  layout  to  an  XAPP  packet,  the  difference  being  in  the 
way  in  which  the  packet  is  processed,  as  will  be  described.  A  PAPP  packet  is  used  where  one  or  more  of 
the  arguments  of  the  packet  have  not  yet  been  evaluated. 

For  example,  in  Figure  4,  the  packet  at  address  10  is  a  PAPP  packet  having  four  items.  The  first  item  is 
a  pointer  which  points  to  a  CODE  packet  at  address  20,  containing  microcode  for  executing  a  user-defined 
function.  For  example,  the  microcode  may  be  a  function  SUMSQ  which  forms  the  sum  of  the  squares  of  two 
arguments.  The  second  and  third  items  in  the  PAPP  packet  represent  the  arguments  for  this  function.  The 
first  of  these  is  a  pointer  to  the  XAPP  packet  at  address  30.  At  this  stage,  this  argument  is  unevaluated;  it 
will  be  overwritten  with  the  evaluated  value  (7)  when  the  XAPP  is  processed.  The  second  argument  item  is 
a  pointer  to  an  ECON  packet  at  address  40,  representing  an  integer  data  value  9  in  this  case.  The  final  item 
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of  the  PAPP  packet  is  a  return  address  which  points  back  to  a  parent  packet  -  is  assumed  that  the  graph 
shown  in  Figure  4  represents  only  part  of  some  larger  graph. 

An  evaluated  constructor  packet  ECON  comprises  a  header,  followed  by  one  or  more  items,  each  of 
which  may  be  a  literal  value,  or  a  pointer  to  another  ECON  packet,  and  finally  an  item  representing  a  return 

5  address. 
ECON  packets  can  be  used  to  represent  data  structures  such  as  lists  or  arrays.  In  the  example  shown 

in  Figure  4,  the  ECON  packet  at  address  40  represents  the  simplest  possible  data  structure  i.e.  a  single 
data  item  (the  integer  value  9).  More  complex  data  structures  can  be  built  up  by  means  of  pointers  within 
the  ECON  packets. 

io  An  unevaluated  constructor  packet  UCON  is  similar  to  an  ECON  packet,  except  that  it  contains  a  pointer 
which  points,  directly  or  indirectly  via  other  UCON  packets,  to  another  packet  (e.g.  an  XAPP  packet)  which 
has  not  yet  been  evaluated. 

The  purpose  of  INDI  and  RETN  packets  will  be  described  later. 
Referring  now  to  Figure  5,  this  shows  the  operational  algorithms  for  the  packet  processing  unit  (PPU) 

is  26.  These  algorithms  may  be  implemented  either  in  hardware,  microcode,  software  or  a  mixture  of  these. 
The  exact  nature  of  the  implementation  forms  no  part  of  the  present  invention  and  so  will  not  be  described 
in  detail. 

Whenever  the  PPU  becomes  idle,  it  requests  the  active  packet  scheduler  APS  to  send  it  another  packet 
address  from  the  APQ.  If  the  APQ  is  empty,  the  PPU  remains  idle. 

20  When  the  PPU  receives  a  packet  address  from  the  APS,  it  uses  this  address  to  access  the  packet  from 
the  local  store.  The  PPU  examines  the  packet  type  field  in  the  header  of  the  packet,  and  branches  to  one  of 
a  number  of  algorithms  according  to  the  packet  type. 

Figures  6,  7  and  8  show  these  algorithms  in  detail. 

25  XAPP 

In  the  case  of  an  executable  apply  packet  XAPP,  the  first  item  of  the  packet  is  either  a  built-in  function, 
or  a  pointer  to  a  CODE  packet  representing  a  user-defined  function.  In  the  former  case,  the  built-in  function 
is  executed.  In  the  latter  case,  the  CODE  packet  is  accessed,  and  the  microcode  is  executed  to  perform  the 

30  user-defined  function. 
A  RETN  packet  may  then  be  created,  with  its  state  set  to  ACT  (active).  This  packet  contains  two  items: 

a  first  item  representing  the  result  of  evaluating  the  XAPP  packet,  and  a  second  item  representing  a  return 
address,  equal  to  the  return  address  of  the  XAPP  packet. 

When  this  RETN  packet  is  processed,  it  will  return  the  result  of  the  evaluation  to  the  parent  of  the  XAPP 
35  packet.  If  this  parent  packet  is  resident  in  a  different  processing  node,  then  the  RETN  packet  is  exported  to 

that  node. 
The  ref-count  field  of  the  XAPP  packet  is  then  accessed.  If  this  ref-count  is  non-zero,  the  XAPP  packet 

is  replaced  by  an  ECON  packet,  holding  the  evaluated  result.  Otherwise,  if  the  ref-count  is  zero,  the  XAPP 
packet  is  deleted  and  its  address  is  added  to  the  free  packet  address  store  (FPA)  27. 

40 
PAPP 

In  the  case  of  a  processable  apply  packet  PAPP,  the  packet  pointed  to  by  each  unevaluated  pointer 
item  representing  a  strict  argument  is  activated.  The  susp  field  in  the  PAPP  packet  is  set  equal  to  the 

45  number  of  packets  that  are  activated  in  this  way.  The  PAPP  packet  is  then  converted  to  an  XAPP  packet. 
The  susp  field  is  then  examined,  and  if  it  is  equal  to  zero,  the  state  of  the  packet  is  set  to  ACT;  otherwise 
the  state  is  set  to  SUS. 

If  a  packet  which  is  required  to  be  activated  resides  in  a  different  node,  then  the  activation  cannot  be 
performed  directly.  Instead,  a  message  is  sent  to  the  remote  node,  requesting  it  to  activate  the  packet. 

50 
UCON 

In  the  case  of  an  unevaluated  constructor  packet  UCON,  the  packet  pointed  to  by  each  unevaluated 
pointer  item  representing  a  strict  argument  is  activated.  The  susp  field  in  the  UCON  packet  is  set  equal  to 

55  the  number  of  packets  activated  in  this  way.  The  UCON  packet  is  then  converted  into  an  ECON  packet. 
The  susp  field  is  now  examined.  If  the  susp  field  is  equal  to  zero,  the  packet  is  put  into  the  DOR  state, 

and  a  RETN  packet  is  created  as  described  above.  If,  on  the  other  hand,  the  susp  field  is  not  equal  to  zero 
(i.e.  it  is  greater  than  zero),  then  the  size  field  of  the  packet  header  is  now  examined. 

5 
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If  the  size  field  is  equal  to  one,  indicating  that  the  packet  represents  a  single  data  item,  then  the  packet 
is  put  into  the  SUS  state.  If  the  size  field  is  not  equal  to  one  (i.e.  is  greaterthan  one),  indicating  that  the 
packet  represents  a  multi-item  data  structure,  then  the  packet  is  put  into  the  REL  state. 

5  ECON 

In  the  case  of  an  evaluated  constructor  packet  ECON,  the  state  of  the  packet  is  set  to  DOR,  and  a 
RETN  packet  is  created  as  described  above. 

w  RETN 

In  the  case  of  a  return  packet  RETN,  the  first  action  is  to  write  the  return  value  held  in  the  packet  into 
the  parent  packet,  i.e.  the  packet  pointed  to  by  the  return  address  in  the  RETN  packet.  The  susp  field  of  the 
parent  packet  is  decremented  by  one.  If  this  susp  field  is  now  zero,  and  the  parent  packet  is  in  the  REL 

75  state,  then  the  parent  packet  is  put  into  the  DOR  state,  and  at  the  same  time  a  further  RETN  packet  is 
created,  returning  the  address  of  the  parent  packet  to  that  packet's  parent.  If  the  susp  field  is  zero,  and  the 
parent  packet  is  in  the  SUS  state,  then  the  parent  packet  is  put  into  the  ACT  state.  Finally,  the  original 
RETN  packet  is  deleted  and  its  address  is  returned  to  the  free  packet  address  store. 

20  Example  of  operation 

An  example  of  the  operation  of  the  packet  processing  unit  will  now  be  given.  It  is  assumed  that  initially 
a  node  contains  the  packets  shown  in  Figure  4.  Using  a  different  notation,  these  packets  may  be 
represented  as  follows: 

25  10  :  ACT,  PAPP;  PTR  =  20;  PTR  =  30;  PTR  =  40;  RTN 
20  :  CODE;  sumsquares 
30  :  DOR,  XAPP;  ADD;  INT  =  3;  INT  =  4;  RTN  =  10 
40  :  DOR,  ECON;  INT  =  9;  RET  =  10 
Initially,  only  the  PAPP  packet  at  address  10  is  active  (ACT),  the  other  packets  being  dormant  (DOR), 

30  except  for  the  code  packet  which  does  not  have  any  packet  state. 
When  the  PAPP  packet  is  processed,  it  is  converted  to  a  suspended  XAPP  packet.  The  packets  pointed 

to  by  the  two  unevaluated  pointer  items  PTR  =  30,  PTR  =  40  are  then  activated;  that  is,  the  packets  at 
addresses  30  and  40  are  both  are  both  put  into  the  ACT  state.  The  susp  field  of  the  first  packet  is  set  to  2, 
indicating  that  two  packets  have  been  activated  and  hence  two  return  items  are  expected. 

35  The  packets  are  now  as  follows: 
10  :  SUS,  XAPP,  susp  =  2;  PTR  =  20 
20  :  CODE 
30  :  ACT,  XAPP;  ADD;  INT  =  3;  INT  =  4;  RTN  =  10 
40  :  ACT,  ECON;  INT  =  9;  RTN  =  10 

40  When  the  XAPP  packet  at  address  30  is  processed,  the  built-in  ADD  function  is  applied  to  the  integer 
arguments  3  and  4  to  produce  the  result  7.  A  RETN  packet  is  then  created  (at  address  35,  say)  holding  this 
result,  and  having  a  return  address  equal  to  that  of  the  XAPP  packet.  The  XAPP  packet  is  then  deleted. 

Similarly,  when  the  ECON  packet  at  address  40  is  processed,  a  RETN  packet  is  created  (at  address  45, 
say)  holding  the  integer  value  6  from  the  ECON  packet.  The  ECON  packet  is  put  back  into  the  DOR  state. 

45  The  packets  are  now  as  follows: 
10  :  SUS,  XAPP,  susp  =  2;  PTR  =  20  -  —  
20  :  CODE  -  —  
35  :  ACT,  RETN;  INT  =  7;  RTN  =  10 
40  :  DOR,  ECON  -  —  

50  45  :  ACT,  RETN;  INT  =  9;  RTN  =  10 
The  two  active  RETN  packets  can  now  be  processed.  Each  of  these  packets  causes  the  XAPP  packet 

at  address  10  to  be  re-written,  by  replacing  the  pointer  item  with  the  integer  return  value  held  in  the  RETN 
packet.  Each  time,  the  susp  field  of  the  XAPP  packet  is  decremented  by  one.  When  the  susp  field  reaches 
zero,  the  XAPP  packet  is  activated.  Both  the  RETN  packets  are  deleted  when  they  are  processed. 

55  The  packets  are  now  as  follows. 
10  :  ACT,  XAPP;  PTR  =  20;  INT  =  7;  INT  =  9;  RTN 
20  :  CODE;  sumsquares 
40  :  DOR,  ECON;  INT  =  9;  RTN  =  10 
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The  XAPP  packet  is  now  processed,  by  applying  the  user-defined  function  in  the  CODE  packet  to  its 
two  arguments  7  and  9  to  produce  the  result  72  +  92  =  130.  This  result  is  placed  in  another  RETN  packet, 
so  as  to  return  it  to  the  packet  (not  shown)  to  which  the  return  address  of  the  XAPP  packet  points. 

In  conclusion,  it  can  be  seen  that  by  having  two  different  packet  types  XAPP  and  PAPP  which  are 
5  processed  by  different  algorithms,  the  efficiency  of  execution  can  be  improved. 

The  decision  as  to  whether  to  make  a  given  packet  an  XAPP  or  a  PAPP  is  made  at  compile  time,  when 
the  packets  are  initially  created  and  placed  in  the  packet  memory. 

Claims 
10 

1.  A  data  processing  system  comprising  a  packet  memory  (2)  holding  a  plurality  of  packets  and  at  least 
one  processor  (26)  for  processing  the  packets,  each  packet  including  a  state  field  indicating  one  of  a 
plurality  of  packet  states  including  an  active  state  and  a  suspended  state,  and  at  least  some  of  said 
packets  each  including  a  function  and  one  or  more  arguments  to  which  the  function  is  to  be  applied, 

is  characterised  in  that  each  packet  includes  a  type  field  indicating  one  of  a  plurality  of  packet  types 
including  an  executable  packet  type  (XAPP)  and  a  processable  packet  type  (PAPP),  and  wherein  an 
active  executable  packet  is  processed  by  immediately  applying  its  function  to  its  arguments,  whereas 
an  active  processable  packet  is  processed  by  converting  it  to  a  suspended  executable  packet  and 
activating  one  or  more  other  packets  which  evaluate  the  arguments  for  this  packet. 

20 
2.  A  system  according  to  Claim  1  wherein  the  packet  types  further  include  a  code  packet  type,  and 

wherein  the  function  in  an  executable  or  processable  packet  is  either  a  built-in  function,  or  a  pointer  to 
a  code  packet  representing  a  user-defined  function. 

25  3.  A  system  according  to  Claim  1  or  2  wherein  the  packet  types  further  include  a  return  packet  type 
(RETN)  and  wherein,  when  an  executable  packet  (XAPP)  is  processed,  a  return  packet  is  created  to 
hold  the  result  of  applying  the  function  to  the  arguments. 

4.  A  system  according  to  Claim  3  wherein  said  return  packet  (RETN)  also  contains  a  return  address, 
30  indicating  the  address  of  another  packet  to  which  the  result  held  in  the  return  packet  is  to  be  returned, 

and  a  return  packet  is  processed  by  writing  said  result  into  the  packet  indicated  by  the  return  address. 

5.  A  system  according  to  any  preceding  claim,  comprising  a  plurality  of  processing  nodes  (10)  each  of 
which  has  its  own  local  store  (12)  for  holding  packets. 

35 
6.  A  system  according  to  Claim  5  when  dependent  upon  Claim  4  wherein,  if  the  return  addressing  a  return 

packet  indicates  that  the  packet  to  which  the  result  is  to  be  returned  is  resident  in  a  different 
processing  node,  the  return  packet  is  exported  to  that  node  for  processing. 

40  Patentanspruche 

1.  Datenverarbeitungssystem  mit  einem  Paketspeicher  (20),  der  eine  Vielzahl  von  Paketen  und  minde- 
stens  einen  Prozessor  (26)  zur  Verarbeitung  der  Pakete  aufnimmt, 
wobei  jedes  Paket  ein  Zustandsfeld  aufweist,  das  einen  einer  Vielzahl  von  Paketzustanden  einschlieB- 

45  lich  eines  aktiven  Zustands  und  eines  Schwebezustands  anzeigt,  und  jedes  Paket  mindestens  einiger 
der  Pakete  eine  Funktion  und  eines  oder  mehrere  Argumente  besitzt,  auf  die  die  Funktion  anzuwenden 
ist, 
dadurch  gekennzeichnet,  dal3  jedes  Paket  ein  Typenfeld  aufweist,  das  einen  einer  Vielzahl  von 
Pakettypen  einschlieBlich  eines  ausfuhrbaren  Pakettyps  (XAPP)  und  eines  verarbeitbaren  Pakettyps 

50  (PAPP)  anzeigt,  und  dal3  ein  aktives,  ausfuhrbares  Paket  durch  unmittelbares  Anwenden  seiner 
Funktion  auf  seine  Argumente  verarbeitet  wird,  wahrend  ein  aktives,  verarbeitbares  Paket  dadurch 
verarbeitet  wird,  dal3  es  in  ein  im  Schwebezustand  befindliches,  ausfuhrbares  Paket  umgewandelt  wird 
und  ein  oder  mehrere  anderer  Pakete  aktiviert  werden,  die  die  Argumente  fur  dieses  Paket  bewerten. 

55  2.  System  nach  Anspruch  1,  dadurch  gekennzeichnet,  dal3  die  Pakettypen  ferner  einen  Codepakettyp 
aufweisen,  und  dal3  die  Funktion  in  einem  ausfuhrbaren  oder  verarbeitbaren  Paket  entweder  eine 
eingepragte  Funktion  oder  ein  Hinweis  auf  ein  eine  benutzerdefinierte  Funktion  darstellendes  Codepa- 
ket  ist. 
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3.  System  nach  Anspruch  1  oder  2,  dadurch  gekennzeichnet,  dal3  die  Pakettypen  ferner  einen  Ruckfuhr- 
pakettyp  (RETN)  aufweisen,  und  dal3  dann,  wenn  ein  ausfuhrbares  Paket  (XAPP)  verarbeitet  wird,  ein 
Ruckfuhrpaket  geschaffen  wird,  urn  das  Resultat  des  Anwendens  der  Funktion  auf  die  Argumente  zu 
speichern. 

5 
4.  System  nach  Anspruch  3,  bei  dem  das  Ruckfuhrpaket  (RETN)  auch  eine  Ruckfuhradresse  enthalt,  die 

die  Adresse  eines  anderen  Pakets  anzeigt,  auf  das  das  Resultat,  das  im  Ruckfuhrpaket  gehalten  wird, 
ruckgefuhrt  wird,  und  dal3  ein  Ruckfuhrpaket  dadurch  verarbeitet  wird,  das  das  Resultat  in  das  durch 
die  Ruckfuhradresse  angezeigte  Paket  eingeschrieben  wird. 

10 
5.  System  nach  einem  der  vorausgehenden  Anspruche,  gekennzeichnet  durch  eine  Vielzahl  von  Verarbei- 

tungsknoten  (10),  von  denen  jeder  seinen  eigenen  lokalen  Speicher  (12)  zum  Speichern  von  Paketen 
besitzt. 

is  6.  System  nach  Anspruch  5,  in  Abhangigkeit  von  Anspruch  4,  bei  dem  dann,  wenn  die  ein  Ruckfuhrpaket 
adressierende  Ruckfuhrung  anzeigt,  dal3  das  Paket,  auf  das  das  Resultat  ruckgefuhrt  werden  soil,  in 
einem  unterschiedlichen  Verarbeitungsknoten  liegt,  das  Ruckfuhrpaket  zur  Verarbeitung  an  den  Knoten 
weitergegeben  wird. 

20  Revendicatlons 

1.  Systeme  de  traitement  de  donnees  comprenant  une  memoire  de  paquets  (2)  contenant  une  pluralite  de 
paquets  et  au  moins  un  processeur  (26)  pour  traiter  les  paquets,  chaque  paquet  incluant  une  zone 
d'etat  indiquant  I'un  d'une  pluralite  d'etats  de  paquet  incluant  un  etat  actif  et  un  etat  suspendu,  et  au 

25  moins  certains  desdits  paquets  incluant  chacun  une  fonction  et  un  ou  plusieurs  arguments  auxquels  la 
fonction  doit  etre  appliquee,  caracterise  en  ce  que  chaque  paquet  inclut  une  zone  de  type  indiquant 
I'un  d'une  pluralite  de  types  de  paquet  incluant  un  type  de  paquet  executable  (XAPP)  et  un  type  de 
paquet  pouvant  etre  traite  (PAPP),  et  dans  lequel  un  paquet  executable  actif  est  traite  en  appliquant 
immediatement  sa  fonction  a  ses  arguments,  alors  qu'un  paquet  pouvant  etre  traite  actif  est  traite  en  le 

30  convertissant  en  un  paquet  executable  suspendu  et  en  rendant  actif  un  ou  plusieurs  autres  paquets  qui 
evaluent  les  arguments  pour  ce  paquet. 

2.  Systeme  selon  la  revendication  1,  dans  lequel  les  types  des  paquets  incluent  en  outre  un  type  de 
paquet,  de  code,  et  dans  lequel  la  fonction  dans  le  paquet  executable  ou  pouvant  etre  traite  est  soit 

35  une  fonction  incorporee,  soit  un  pointeur  d'un  paquet  de  code  representant  une  fonction  definie  par 
I'utilisateur. 

3.  Systeme  selon  I'une  quelconque  des  revendications  1  et  2,  dans  lequel  les  types  des  paquets  incluent 
en  outre  un  type  de  paquet  de  retour  (RETN)  et  dans  lequel,  quand  un  paquet  executable  (XAPP)  est 

40  traite,  un  paquet  de  retour  est  cree  pour  maintenir  le  resultat  de  I'application  de  la  fonction  aux 
arguments. 

4.  Systeme  selon  la  revendication  3,  dans  lequel  ledit  paquet  de  retour  (RETN)  contient  egalement  une 
adresse  de  retour,  indiquant  I'adresse  d'un  autre  paquet  auquel  le  resultat  maintenu  dans  le  paquet  de 

45  retour  doit  etre  renvoye,  et  un  paquet  de  retour  est  traite  en  ecrivant  ledit  resultat  dans  le  paquet 
indique  par  I'adresse  de  retour. 

5.  Systeme  selon  I'une  quelconque  des  revendications  1  a  4,  comprenant  une  pluralite  de  noeuds  de 
traitement  (10)  dont  chacun  comporte  sa  propre  memoire  locale  (12)  pour  maintenir  des  paquets. 

50 
6.  Systeme  selon  la  revendication  5  dependante  de  la  revendication  4,  dans  lequel,  si  I'adressage  de 

retour  d'un  paquet  de  retour  indique  que  le  paquet  auquel  le  resultat  doit  etre  renvoye  se  trouve  dans 
un  noeud  de  traitement  different,  le  paquet  de  retour  est  exporte  vers  ce  noeud  pour  un  traitement. 

55 
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