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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The disclosure relates to the field of microfluidic
membrane sensing technology and more particularly, to
methods and apparatus for nanomembrane based nu-
cleic acid sensing platform.

Description of the Related Art

[0002] Dengue virus (DENV) is the world’s fastest
spreading tropical disease with an estimated 390 million
people infected annually - three times more than the cur-
rent estimate by WHO (Bhatt 2013, Mangold and Rey-
nolds 2013). In the past several years, DENV has caused
localized outbreaks in the continental U.S (Jordan 2013).
Some 3.6 billion people - about 40% of world population
- are now at risk from DENV. Over two million people
develop severe DENV, a serious condition requiring in-
tensive hospital-based care, marked by internal hemor-
rhage (Gubler 2012, Kyle and Harris 2008). In the ab-
sence of a vaccine or any specific drug for its treatment,
an early diagnosis enables appropriate supportive care
that reduces disease associated morbidity and mortality
(Tantawichien 2012). In addition, early diagnosis during
the viremic period, which coincides with the first few days
of onset of symptoms, can alert a physician to be espe-
cially watchful for warning signs of hemorrhage, which
may require immediate hospital admission. Accurate di-
agnosis also reduces unnecessary prescription of anti-
malarials or antibiotics, thus reducing global drug resist-
ance.
[0003] In the early stages of DENV infection, high lev-
els of viremia are detected in the blood as compared to
urine or saliva of the infected patient (Poloni 2010). Early
diagnosis of patient’s blood can thus be used as an early
warning tool to identify regions of high prevalence, and
institute public health measures such as insecticide
spraying to control mosquitoes responsible for spreading
of the disease.
[0004] While virus isolation remains the gold standard
method of detecting the presence of viral pathogens,
within the past couple of decades RT-PCR and ELISA-
based methods have emerged as reliable diagnostic
tools (Kao 2005, Lampman 2006, Lambert 2003, 2005,
Pabbaraju 2009, Linssen 2000, Schmitt 2007, Saxena
2009, Weidmann 2010, Niyas 2010). However, these tra-
ditional methods of viral detection have a number of dis-
advantages that limit their usefulness for field applica-
tions. Results from virus isolation may take days and thus
offer little actionable information during the course of an
infection. ELISA techniques, although not time-consum-
ing, typically requires 4-7 days for the body to produce
appreciable antibodies by immunological response after
virus infection and thus cannot be used as an early di-

agnostic marker. New assays are being developed which
detect dengue nonstructural (NS-1) protein during acute
viremia but the efficacy of these assays remains to be
seen. Although the FDA recently cleared the first molec-
ular test (CDC DENV-1-4 RT-PCR Assay) for dengue
detection, the Applied Biosystems 7500 Fast Dx Real-
time PCR Instrument is not portable and thus precious
time is spent transporting specimens (2-3 hours of test
time + potentially 24-48 hours of sample delivery time)
and waiting for the results to return. A 2-3 hour result is
a significant improvement but the complexity of such sys-
tems including its lack of portability, expensive reagents
and requirement of technical personnel for operation be-
come an economic disadvantage.
[0005] According to the FDA, two main groups of nu-
cleic acid based diagnostic tests have been approved.
The first group is for human genes and the other group
is microbial tests. There are over 30 tests for human ge-
netic detection, including, for example, cystic fibrosis,
breast cancer, and prostate cancer. There are over 100
tests for microbial testing, including, for example, testing
for E. coli, hepatitis, and enterococcus. In general, the
tests use one of two specific detection assays. The first
assay is called FISH (fluorescent in situ hybridiza-
tion).The second assay consists of a few steps including
some treatments of the sample, which usually means
separation of nucleic acids from real samples (or raw
samples), followed by PCR amplification, and subse-
quent optical detection, such as fluorescence detection.
Each of these steps usually involves highly skilled inves-
tigators. Often a medical doctor is required to analyze
and interpret the test results.
[0006] While there is abundant literature on DNA sens-
ing technologies, little is reported about RNA detection.
Among the RNA sensing technologies, most of the tech-
nologies rely on fluorescence-labeling for optical detec-
tion such as molecular beacon (Marti 2007), Förster res-
onance energy transfer (Sando and Kool 2002, Socher
2008) and dye-trapping liposomes (Baeumner 2004).
Some optical detection techniques, for instance surface
plasmon resonance imaging (SPRi) microarray (Nelson
2002) and mass-sensitive detection such as microcanti-
lever designs (Zhang 2006) are label free, but require
expensive equipment and have signal instability issues.
Although these optical detection methods provide rea-
sonable detection limits down to an impressive single
molecule level, they all require costly, bulky optical sys-
tems.
[0007] Several label-free molecular sensing technolo-
gies like electrochemical sensors that amplify signal us-
ing redox reporters enhance detection sensitivity, yet are
hampered by instability of the electrochemical signal and
difficulty in calibration (Bakker and Qin 2006, Umezawa
and Aoki 2004). Capacitance, conductance and field ef-
fect transistor (FET) electrode sensors are typically in-
sensitive as the ionic strength within the electrical Debye
layer on the electrode is about 2 to 3 times higher than
the bulk and the presence of the RNA molecules would
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not significantly affect the local conductance (Stern 2007,
Suni 2008). They are also expensive since they require
fabrication of microelectrodes. Most importantly, the larg-
est drawback of all electrode sensors is their long assay
time due to diffusion-based transport of large target mol-
ecules like DNA/RNA to the electrode surface (Nkodo
2001). Several techniques have been suggested to re-
move the slow transport of large nucleic acid molecules
to the electrode sensor. One involves the activation of
high voltage at the electrode sensor to electrophoretically
attract nearby DNAs (Sosnowski 1997). However, this
electrophoretic concentration technique is highly non-
specific and the elevated voltage can produce undesir-
able Faradaic reactions for high ionic strength buffers
resulting in false current or voltage signals.
[0008] Therefore, the major disadvantages of existing
detection technologies are 1) time consuming, 2) expen-
sive, 3) require trained personnel and 4) not suitable for
field diagnostics. Thus, the lack of availability of a point-
of-care diagnostic platform has made the detection of
viruses in human sera particularly cumbersome in en-
demic areas.

SUMMARY OF THE INVENTION

[0009] The devices and methods of the disclosure
each have several aspects, no single one of which is
solely responsible for its desirable attributes. Without lim-
iting the scope of this disclosure as expressed by the
claims which follow, its more prominent features will now
be discussed briefly. After considering the following de-
tailed descriptions and drawings, one will understand
how the features of this disclosure provide advantages
that include an integrated membrane sensor for the rapid
detection of molecular species, as described herein.
[0010] A membrane sensor was developed as a means
of detection for DNA, RNA, etc. and is documented in A
Nanomembrane-Based Nucleic Acid Sensing Platform
for Portable Diagnostics (Senapati, et al, 2011) and in
U.S. Pat. Application No. 13/476,783, filed May 21, 2012.
[0011] The article Microfluidic Systems with Ion-Selec-
tive Membranes (Slouka, et al, 2014) provides back-
ground on the integration of several systems into a single
system for the processing of real samples for the detec-
tion of molecules.
[0012] In some embodiments disclosed herein is a mi-
crofluidic sensing device and method wherein the device
is a nucleic acid sensing platform capable of rapid, high
throughput, accurate, and reliable identification of path-
ogen-specific nucleic acids in a field-expedient format.
Molecular detection is accomplished without amplifica-
tion of nucleic acid, using an extremely sensitive na-
nomembrane-based electrokinetic sensor, capable of
detecting DNA or RNA target sequences. Without the
need for thermocycling or a dedicated heat block, the
detection platform described herein is rapid, sensitive,
low-cost, easy to use, and portable, making it amenable
to point-of-care applications. The device described here-

in is therefore capable of evaluating human clinical spec-
imens for the presence of pathogen-specific RNA and
thus provide critical information during a rapid response
to an emerging infectious disease outbreak or a bioter-
rorism event. Development of a cost-effective, point-of-
care diagnostic instrument for rapid, sensitive and spe-
cific detection of DENV from patients can help to circum-
vent many inherent difficulties related to control of den-
gue fever and severe dengue.
[0013] In some embodiments disclosed herein, the mi-
crofluidic sensing device is used for the detection of viral
nucleic acids. One of skill in the art would readily recog-
nize that viral nucleic acids could be selected from any
particular virus, and could include, as an example, den-
gue virus (DENV). DENV is a model organism, and ex-
amples are used throughout the disclosure to demon-
strate the capability of the microfluidics device, but it
should be understood that the embodiments disclosed
herein are not intended to be limited to DENV. In addition,
one of skill in the art would recognize that the methods
and devices disclosed herein are applicable to the de-
tection and quantitation of various target molecules, in-
cluding biomolecules. Most biomolecules are charged,
and nucleic acids stand out in particular because they
bear a strong negative charge.
[0014] DENV is an RNA virus with four different sero-
types (DENV-1, 2, 3, 4). While the RNA of the virus is
stable within the viral shell, the chances of RNA degra-
dation increase during the extraction phase if exposed
to ubiquitous RNase enzymes. RNA detection therefore
represents a higher bar than DNA, which the platform
can overcome. DENV is also a National Institute of Al-
lergy and Infectious Disease (NIAID) Category A patho-
gen, and a rapidly emerging global public health threat.
Early diagnosis of dengue therefore has significant clin-
ical importance, and can help facilitate appropriate sup-
portive therapies to reduce DENV associated morbidity
and mortality. In austere environments where RNA pres-
ervation cannot be easily carried out, an integrated diag-
nostic assay capable of RNA extraction and detection
with minimum human intervention represents an urgent
global health need.
[0015] In one embodiment disclosed herein, the inte-
grated platform comprises: an upstream pre-treatment
unit capable of capturing RNA from DENV samples in-
cluding human clinical samples; a nanomembrane-
based RNA pre-concentration unit to concentrate the ex-
tracted nucleic acids; and a multiplexed RNA biosensing
unit capable of detection and identifying any of the four
DENV serotypes. As should be understood by those of
skill in the art, the detection technology is adaptable and
can be used for nucleic acid-based detection of other
pathogens of interest from a variety of sample matrices,
including human clinical and environmental samples.
[0016] The integrated chip disclosed herein utilizes a
unique fabrication process that is developed to integrate
different functional units solely based on the behavior of
heterogeneous ion-exchange membranes in DC field in-
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to a single microfluidic chip for sample-to-answer auto-
mated detection of target pathogen by identifying nucleic
acid or protein biomarkers. The intended use of the inte-
grated chip is for fast and in-field (point-of-care) screen-
ing or diagnosis of cancer and pathogen-caused diseas-
es from chemically or electrically lysed samples. The
units integrated on the chip are pre-treatment unit, pre-
concentration unit, and sensing unit connected to a com-
mon main channel. One of skill in the art would recognize
that the DC (or sometimes also AC) electrical field can
be used to manipulate the charge on the molecules there-
by moving the whole molecule.
[0017] The pre-treatment unit for a real or raw sample
(for example, blood, saliva, water, or urine) lyses the
cells, bacteria, viruses, and other bioparticles to release
the biomarkers. Upon application of a DC field, the neg-
atively charged biomolecules are pulled out of the lysate
through a thin layer of agarose gel towards the positively
biased electrode. The agarose gel serves as a mechan-
ical barrier between the sample chamber and the main
channel on the chip. Nanoporous heterogeneous cation
exchange membranes contain negative fixed charge that
does not allow the passage of negatively charged mole-
cules (nucleic acids/proteins) due to both steric effect
and strong electrostatic repulsion. The pretreatment unit
thus allows selective separation of negatively charged
biomolecules from the lysate and their containment in
another fluidic chamber for further downstream process-
ing.
[0018] The pre-concentration unit is composed of two
cation exchange membranes that when under DC bias,
generate a non-homogeneous electrical field profile (de-
pletion region) in the main channel. The combination of
this electric field profile and the opposite pressure driven
flow in the main channel can be used to concentrate the
previously extracted biomolecules precisely in one loca-
tion. The pressure driven flow (constant along the chan-
nel) and the electromigration of negatively charged bio-
molecules (changes along the channel) act on the bio-
molecules in opposite directions and the molecules lo-
calize at a position where these two effects cancel each
other out. This localized position of the target biomole-
cules is where our sensing unit for the integrated platform
will be placed.
[0019] Any kind of heterogeneous anion exchange
membranes/optical/plasmonic/ electrochemical sensor
capable of detecting target biomarkers (nucleic acids,
proteins, etc.) is inserted in the sensing unit slot for de-
tection. The sensing unit can contain an array of sensors
each targeting different RNA or DNA or protein molecules
for the detection of multi-target analytes.
[0020] Different designs of the three aforementioned
units and the fluidic structures are first fabricated as
stand-alone units and then put together using adhesives.
The fluidic structures are made in plastic sheets that are
assembled by thermal fusing. The three units are made
through a combination of molding processes for precise
membrane positioning and various auxiliary techniques

(micromachining, drilling, etc.) for the whole unit assem-
bly. All the techniques are inexpensive and easy to use
without requiring highly trained personnel. The platform
is novel in that it not only extracts, concentrates and de-
tects on-chip, but is also capable and amenable to
change/switch out all the three components including a
variety of potential biosensors.
[0021] In some embodiments, the integrated platform
can be used for detection of dengue virus, brucella, E.
coli, and microRNA markers associated with oral cancer.
However, the potential technological capability and ap-
plication is much broader and can be used for other med-
ical diagnostic applications, water, and environmental
safety and for some food safety markets given that the
target sample has/is capable of being converted into fluid
properties.
[0022] The integrated nucleic acid detection platform
circumvents the issues associated with electrochemi-
cal/fluorescent-based sensing techniques by reducing
assay cost, assay time, improving sensitivity, stability and
portability for point-of-care applications. As described
herein, and as will be readily apparent from the following
descriptions of the drawing and exemplary embodi-
ments, the platform enables molecular detection in a min-
iature format, amenable to use in any setting where such
detection is required - be it near the patients’ bedside at
a sophisticated hospital, or in a clinic in a low resource
setting, or by first responders investigating a biological
event or a medic at a military base.
[0023] In one embodiment, a system is disclosed for
quantifying target biomolecules in a sample, the system
includes a control unit and an integrated chip. The control
unit includes a pumping system comprising at least one
pump fluidly coupled to a fluidics system comprising at
least one fluidic channel, wherein the at least one pump
is configured to generate fluid pressure and flow within
the fluidics system. The control unit also includes a volt-
age-current source, an analysis-output module, and a
programmable controller, operably coupled to and con-
figured to control the pumping system, the voltage-cur-
rent source, and the analysis-output module. The inte-
grated chip is configured to insert reversibly into the con-
trol unit, and fluidly coupled to the pumping system, elec-
trically coupled to the voltage-current source, and oper-
ably coupled to the analysis-output module. The integrat-
ed chip includes:

a pre-treatment unit, comprising a fluid inlet in fluid
communication with the pumping system, and a
sample inlet, wherein the pre-treatment unit compris-
es a pre-treatment fluidic channel, at least two elec-
trodes coupled to the voltage-current source and
configured to generate an electric field within the pre-
treatment fluidic channel, and a molecular filter within
the pre-treatment fluidic channel, such that target
biomolecules flowing through the pre-treatment flu-
idic channel are separated by both charge and by
molecular weight;

5 6 



EP 3 146 321 B1

6

5

10

15

20

25

30

35

40

45

50

55

a pre-concentration unit, comprising at least two ion
exchange membranes disposed along a pre-con-
centration fluidic channel, and at least two electrodes
coupled to the voltage-current source and config-
ured to generate an electric field within the pre-con-
centration fluidic channel, wherein the pre-concen-
tration fluidic channel is fluidly coupled to the pre-
treatment fluidic channel and the pumping system,
such that target biomolecules are concentrated with-
in the pre-concentration fluidic channel at a location
where opposing flow and electrophoretic forces are
substantially equivalent; and
a sensor unit comprising a first and a second fluidic
channel and an ion exchange membrane disposed
between said first and second fluidic channels,
wherein one of the fluidic channels is fluidly coupled
to the pre-concentration fluidic channel and the
pumping system, wherein the ion exchange mem-
brane is functionalized with a probe complementary
to the target biomolecule, and a first pair of opposing
electrodes positioned within the first and second flu-
idic channels on opposite sides of the ion exchange
membrane, wherein the first pair of opposing elec-
trodes are configured to apply an input signal across
the ion exchange membrane, and a second pair of
opposing electrodes positioned within the first and
second fluidic channels on opposite sides of the ion
exchange membrane, wherein the second pair of op-
posing electrodes are configured to measure an out-
put signal.

[0024] In one variation to the system, the fluidic system
further comprises at least one fluid reservoir and at least
one waste reservoir.
[0025] In another variation, the at least one pump com-
prises an electroosmotic pump, a valve and syringe sys-
tem, or both an electroosmotic pump and a valve and
syringe system.
[0026] In another variation, the molecular filter in the
pre-treatment unit comprises a nanofilter, a hydrogel, or
a nanofilter and a hydrogel.
[0027] In another variation, the pre-treatment unit fur-
ther comprises a cation exchange membrane disposed
along the pre-treatment fluidic channel.
[0028] A method for quantifying the presence of a tar-
get biomolecule in a sample is disclosed in accordance
with another embodiment. The method includes:

introducing the sample to an integrated chip via a
sample inlet;
flowing the sample through a pre-treatment fluidic
channel comprising a molecular filter and at least
two electrodes coupled to a voltage-current source
and configured to generate an electric field within
the pre-treatment fluidic channel, wherein target bi-
omolecules in the sample are separated from other
biomolecules by both charge and by molecular
weight;

flowing the separated target biomolecules through a
pre-concentration fluidic channel, comprising at
least two cation exchange membranes disposed
along the pre-concentration fluidic channel, and at
least two electrodes coupled to a voltage-current
source and configured to generate an electric field
within the pre-concentration fluidic channel, wherein
target biomolecules are concentrated within the pre-
concentration fluidic channel at a location where op-
posing flow and electrophoretic forces are substan-
tially equivalent;
flowing the concentrated target biomolecules
through one of a first or a second fluidic channels
separated from one another by an ion exchange na-
nomembrane, wherein the nanomembrane is func-
tionalized with a probe configured to bind the target
biomolecule, and wherein the ion exchange mem-
brane and the target biomolecule are oppositely
charged;
applying current across the ion exchange membrane
to generate a current voltage curve (CVC), wherein
the shift of the CVC correlates to a concentration of
target molecules; ; and
detecting a change in electrical potential across the
ion exchange membrane, wherein the change in
electrical potential is related to the target biomole-
cule binding to the probe, thereby quantifying the
presence of the target biomolecule.

[0029] In on variation to the disclosed method, an AC
sinusoidal electromagnetic perturbation is provided while
detecting the change in electrical potential across the
nanomembrane. In other variations, chemical and rea-
gent processes aid in the preparation of the sample to
analyze proteins, genes, or other target molecules. Many
processes exist to amplify gene expression, DNA, pro-
teins, or other targets in PCR or other lab processes. This
chemical "preparation" for hybridization would allow for
detection with the disclosed sensor. In other examples,
positive molecules can also be detected.

BRIEF DESCRIPTION OF THE DRAWINGS

[0030] In addition to the features described above, ad-
ditional features and variations will be readily apparent
from the following descriptions of the drawings and ex-
emplary embodiments. It is to be understood that these
drawings depict typical embodiments, and are not intend-
ed to be limiting in scope.

Figure 1A depicts one embodiment of an assembled
microfluidic membrane sensing apparatus as dis-
closed herein.
Figure 1B depicts an exploded view of the embodi-
ment of the apparatus as described in Figure 1A.
Figure 2 depicts one embodiment of a system block
diagram as described herein, wherein the system
block diagram comprises various units and compo-
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nents. In one embodiment, the Control Unit may
house an integrated chip, a pump system, a volt-
age/current source, an analysis/results output, and
a programmable controller.
Figure 3 illustrates one embodiment of the na-
nomembrane based nucleic acid sensing platform
for portable diagnostics having two channels bridged
by a membrane atop the channels. The platform ad-
ditionally comprises source electrodes and meas-
urement electrodes
Figure 4 illustrates a detailed view of the interaction
that takes place on the surface of the membrane,
wherein one embodiment of the apparatus includes
a positively charged membrane, and another em-
bodiment includes a bipolar membrane (both a pos-
itive and a negative membrane together).
Figure 5 diagrams one embodiment of the methods
of the invention, wherein a pair of electrodes is
placed within the microfluidic channels of the sensing
platform. In one embodiment, current is applied and
voltage is measured across the membrane.
Figure 6 depicts a current voltage curve for a single
anion exchange membrane or an anion exchange
membrane in combination with a cation exchange
membrane.
Figure 7 depicts a chart of the current compared to
the voltage, or the current voltage curve (CVC), in-
cluding the signature regions of the curve. The solid
curve represents the signal measurement prior to
the addition of sample, and the broken curve repre-
sents the signal measurement following the addition
of sample.
Figure 8 details the various regions of a current volt-
age curve, including the under-limiting, limiting, and
over-limiting regions (OR).
Figure 9 shows the CVC characteristics with ssDNA
samples at varying concentrations. There are dis-
tinct curves depending on the concentration of the
DNA.
Figure 10A shows a graph of the shift in measured
voltage at a chosen overlimiting current as a function
of the length of ssDNA given by the number of bases
and various concentrations.
Figure 10B shows the shift in voltage and slope of
OR as a function of concentration of phosphate
groups forming sugar-phosphate backbone of nucle-
ic acids for ssDNA of different lengths.
Figure 11 shows a graph with the slope of the OR
plotted with the ssDNA length to identify patterns.
Figure 12 depicts the change in the CVC shift for
various concentrations using a membrane having
various sizes.
Figure 13 shows the results of the nanomembrane
based nucleic acid sensing platform for DNA coming
from different samples
Figure 14 graphically illustrates the results of a test
for dengue 2 virus, wherein dengue 3 virus was used
as a non-specific control. The specific target (dengue

2) is capable of being identified from non-specific
targets, with minute detection limits.
Figure 15 shows the results of the nanomembrane
based nucleic acid sensing platform. The graph on
the left depicts the shift in the current voltage curve
that occurs for bare anion exchange membrane, an-
ion exchange membrane with a DNA probe attached
thereto, and the membrane with target. The graphs
on the right depict current voltage curves for various
concentrations of target, emphasizing the ability to
quantitate the target based on the shift in the curve.
Figure 16 shows nucleic acids within an agarose gel,
demonstrating the ability of an agarose gel to sepa-
rate nucleic acids based on size.
Figure 17 depicts the placement of the pair of elec-
trodes within the sensor unit to generate a circuit,
wherein the electrical circuit has two electrodes to
provide the current and two electrodes to measure
the voltage.
Figure 18 provides a schematic representation of
one embodiment of the sensing platform, wherein
the sensor unit reservoir comprises two electrodes,
one for applying the current and one for measuring
the voltage.
Figure 19 depicts one embodiment of the integrated
chip wherein the sensor comprises several integrat-
ed chips each with their own targets.
Figure 20 depicts a schematic representation of one
embodiment of the pre-concentration unit.
Figure 21 is a schematic representation of the mech-
anism of pre-concentration. The molecules will pre-
concentrate when vconv = vmigr = mE

cE
Figure 22 shows one embodiment of the pre-treat-
ment unit consisting of three reservoirs and integrat-
ing a nanofilter and cation exchange membrane
Figure 23 shows the basic movement of ions caused
by the electrical field in the pre-concentration unit
Figure 24 depicts one embodiment of the pre-treat-
ment unit, showing the extraction/separation of
DNA/RNA molecules from samples.
Figure 25 shows the measurement of the electro-
phoretic extraction of ssDNA from the sample res-
ervoir into the loading reservoir of the pretreatment
unit. The ssDNA concentration was measured on a
UV-Vis spectrometer (NanoDrop 2000). As the con-
centration of sample in the sample reservoir de-
creased, the concentration in the loading reservoir
increased.
Figure 26 is a schematic representation of one em-
bodiment of a voltage diagram of the pre-treatment
unit.
Figure 27 shows the mixture of positive and negative
molecules in the sample reservoir.
Figure 28 shows one embodiment of the pump sys-
tem, designed to have no mechanical operation, only
electrical operation and wherein the use of highly
charged particles increase the efficiency of the pump
as a function of Fel = QE.
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Figure 29 is a side view representation of one em-
bodiment of the integrated chip, which integrates the
pre-treatment unit, the pre-concentration unit, and
the sensor unit This embodiment also shows the in-
tegration of the pump with the other components as
the total design fully runs by only electricity.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0031] Although the invention is described in various
exemplary embodiments and implementations as provid-
ed herein, it should be understood that the various fea-
tures, aspects, and functionality described in one or more
of the individual embodiments are not limited in their ap-
plicability to the particular embodiment with which they
are described. Instead, they can be applied alone or in
various combinations to one or more of the other embod-
iments of the invention, whether the embodiments are
described or whether the features are presented as being
a part of the described embodiment The breadth and
scope of the present invention should not be limited by
any exemplary embodiments described or shown herein.
[0032] The disclosure relates generally to methods
and apparatus that complement the traditional tech-
niques of biomolecular tools for nucleic acid assays. In
some embodiments of the disclosure provided herein are
microfluidic-based platforms that are compatible with
point-of-care diagnostics and/or screening.
[0033] The nanomembrane based nucleic acid sens-
ing platform for portable diagnostics as described herein
provides significant advantages, benefits, and novel fea-
tures for the detection of nucleic acids. These advantag-
es include, for example: low-cost manufactured devices
using simple chip fabrication; signal stability, as the sen-
sor measures ion-current and the sensing signal is stable
due to absence of noise-sensitive electron-transfer reac-
tions, the signal is robust and target specific; sensitivity
and selectivity by means of a sensor that is capable of
distinguishing single base pair mismatch in the target se-
quence and quantifying nucleic acids concentration com-
parable to or better than the current gold standard; mul-
tiplexing capabilities provided wherein the platform is ca-
pable of detecting more than one nucleic acid sequences,
such as, for example, DENV-1, 2, 3, and 4; simplicity of
assay protocol based on the simple design and portability
of the device, which eliminates the need for any lab facility
or trained personnel, such that the integrated platform is
a push-button, automated sample-to-answer device; de-
creased assay time because the use of a target pre-con-
centration technique, which reduces diffusion time, al-
lows for rapid sensing and enhanced sensitivity and sam-
ple preparation to detection is complete in a matter of
minutes; and adaptability, such that the platform technol-
ogy is readily extended to the detection of any pathogen
of interest.

Terminology

[0034] Control Unit - This is sometimes referred to as
the platform or a platform or complete System.
[0035] Integrated Chip - The term chip is also referred
to as chip, lab-on-a-chip, or microfluidics chip.
[0036] Pre-Treatment Unit - This is also referred to as
the Molecular Separation Unit, MSU.
[0037] Pre-Concentration Unit - This is also referred to
as the Molecular Concentration and Localization Unit or
MCLU.
[0038] Sensor Unit - Detection Unit and membrane
sensor are sometimes used to describe the Sensor Unit
[0039] Reservoir & Fluids Channel - Reservoir or
chamber that holds fluids and is sometimes used, espe-
cially in early embodiments, in place of channel or fluidics
channel. Reservoir in later embodiments is separate from
channel. Though both the fluids channel and reservoirs
house fluids throughout the embodiments.
[0040] As will readily become apparent by reference
to the figures and disclosure, the devices and methods
disclosed herein have numerous applications, such as,
for example: detection of nucleic acids of varying lengths
of nucleotides from biological samples that include hu-
mans, animals, plants, etc.; infectious disease detection,
diagnosis; replace sensing technologies of PCR includ-
ing visual detection through fluorescence; standalone
system for many situations and environments from indi-
vidual use to high throughput systems to in office/desktop
systems for researchers, healthcare practitioners, in-
spectors, etc.; water safety; environmental testing and
purification involving liquids; genetic testing for specific
genes and sequences; double or single stranded nucle-
otide detection and identification; isolation of molecules
based on charge (positive or negative); concentration of
molecules based on charge (positive or negative); sorting
of molecules by species; filtration of molecules by size,
molecular mobility in electrical field, and charge; sepa-
ration of molecules by size, molecular mobility in electri-
cal field, and charge; manipulation, placement, and
movement of molecules in a liquid; used in a series of
pretreatment units and pre-concentration units to refine,
sort, filter, separate contents in a liquid; national security
and defense in detection, prevention, research, etc. of
disease, invasive species of plants and animals, biohaz-
ards, etc.; microbial detection; liquid purification, manu-
facture of de-ionized water, sorting of molecules; positive
charge molecular separation; negative charge molecular
separation; move molecules to predetermined locations
in a fluidics channel to sense, concentrate, or other uses;
diagnostic, screening, therapeutic determination, prog-
nosis, companion diagnostics; used in the research and
development of all applications listed; removal of dyes,
pollutants, or targeted molecules from liquids; quantifi-
cation of target molecules; and control movement of mol-
ecules within fluids for delivery or removal of targeted
molecules.
[0041] The following disclosure is structured to detail
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each separate unit of the integrated membrane sensor,
including a disclosure of the integrated chip and the con-
trol unit. The fully integrated chip is illustrated in Figure
1A, with an exploded view in Figure 1B. As shown in
Figure 1, the integrated chip includes a sensor unit, a
pre-concentration unit, a pre-treatment unit, and several
additional periphery components to provide structure and
housing to the integrated chip. A sensor unit is a unit of
the invention that is used as a means of detecting and
quantifying molecules. However, additional units are re-
quired to improve the sensitivity and specificity of the
sensor unit, including the pre-concentration unit, the pre-
treatment unit, and the pump system. Each unit can be
used as a module in other systems, as further described
herein.
[0042] As shown schematically in Figure 2, one em-
bodiment of a microfluidics chip as disclosed herein in-
tegrates several units to analyze biological samples. The
units include a pre-treatment unit, pre-concentration unit,
sensor unit, pumping system, and peripheral compo-
nents. Each component has specific capabilities and the
ability to function when not integrated into the chip. The
fully integrated chip is capable of separating, filtering,
transporting, localizing, concentrating, detecting, and
quantifying molecules. In the embodiment shown in Fig-
ure 2, a control unit houses the pump system, volt-
age/current source, analysis/results output, and the pro-
grammable controller. These automate the functions of
the integrated chip. The sample is inserted into the inte-
grated chip. The sensor unit is capable of detecting and
quantifying molecules. One of skill in the art would readily
recognize that there are several designs of each unit,
and that the components of the chip need not necessary
be designed as shown in the embodiment of Figure 2.

Sensor Unit

[0043] The sensor unit is capable of detecting and
quantifying molecules. The sensor unit is capable of be-
ing a standalone unit, but according to the invention, it is
used as part of the integrated chip, which improves the
sensitivity and the specificity of the sensor unit. The sen-
sor unit measures specific and targeted molecules that
hybridize on a probe. The molecules are transported and
localized near the probes through pipette, or through oth-
er units in the integrated chip including the pre-treatment
unit and pre-concentration unit. The targeted molecules
hybridize on the probes. After a period of hybridization
is allowed, the probes are washed to remove non-specific
molecules or the non-targeted molecules. Finally, the
specifically targeted molecules are detected and quanti-
fied.
[0044] Because nucleic acids are negatively charged,
a positively charged membrane can be used to detect
nucleic acids. The structure of nucleic acids is a repetition
of four main nucleotides which are connected through a
sugar phosphate backbone. From the point of electrical
chemistry or electrokinetics, this sugar phosphate back-

bone is negatively charged. The charge sitting on these
nucleic acids is very important. It can be used as a handle
for those molecules to manipulate them, transport them,
or to pre-concentrate them. But at the same time, this
charge can be thought of as an intrinsic tag that is used
to detect those molecules.
[0045] Ion exchange membranes, such as anion ex-
change membranes having a positive fixed charge, in-
cluding, for example R-(CH3)3N+ or cation exchange
membranes having a negative fixed charge, including,
for example R-SO3

-, are used in various electro-mem-
brane-separation industries as effective means to en-
hance or suppress the transport of ions. Traditional uses
of ion exchange membranes are for water treatment,
electrodialysis, and electrodeionization. These ion ex-
change membranes can be homogeneous or heteroge-
neous. The heterogeneous ion exchange membranes
contain finely ground ion exchange particles possessing
high concentration of functional groups responsible for
the formation of fixed charge evenly dispersed in poly-
ethylene or polypropylene which serves as a binder.
These membranes are reinforced typically with polyester
or polyimide fibers. The major functioning component is
the ion exchange particles.
[0046] Ion exchange membranes exhibit a property of
ion selectivity that is given by: (i) they contain high con-
centration of a fixed charge and (ii) their internal struc-
tures have characterictic dimensions on the nanometer
scale. Ion selectivity and the behavior stemming from ion
selectivity and applied DC electrical field is used to sep-
arate, concentrate, and detect targeted molecules.
[0047] In one embodiment, a first ion exchange mem-
brane is an anion exchange membrane and is function-
alized with quaternary ammonium groups that provide a
positive charge. A second ion exchange membrane is a
cation exchange membrane, which is functionalized with
sulfone groups that provide a negative charge. These
charges make the ion exchange membranes ion selec-
tive. Mobile counter-ions (ions with opposite charge to
that one of the fixed charge) penetrate through the mem-
brane.
[0048] One of the advantages of the membranes dis-
closed herein is that small-enough counter-ions can trav-
el through these membranes. Small is defined as a mo-
lecular weight of less than approximately 300 g/mol. The
ability of counter ions to penetrate these mebranes in-
creases with decreasing molecular size. Ions larger than
the defined ranges of the particular membrane embodi-
ment are absorbed onto the membrane.
[0049] Figure 3 depicts one embodiment of a sensor
unit. The unit has two channels bridge by an ion mem-
brane on top of the channels. DNA solution is placed in
one of the channels and the DNA was allowed to absorb
onto the membrane. A current voltage curve (CVC) was
measured. As shown in one embodiment of Figure 3, the
two channels are housed in a polymeric slab made of
poly-dimethyl siloxane.. The membrane connects the two
channels. Each of the channels is filled with 0.1 x PBS
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and one of the channels also contains a sample which
includes target molecules, for example nucleic acids.
However, the solutions contained in the two separate
channels do not mix with convection. They are only con-
nected through the membrane, which can carry the elec-
tricity via the movement of ions. The channels can be
closed and the membrane sensor connects the current
flow path between the channels.
[0050] Because the charge of the membrane is positive
and the target nucleic acid molecules are negative, there
is a very strong electrostatic attraction between the mem-
brane and the molecules, and thus, the nucleic acid mol-
ecules from the immediate vicinity of the membrane are
drawn to the membrane and absorb on its surface. The
nucleic acids cannot enter the membrane, but they can
absorb on the surface. The channels are filled with an
electrolyte, such as KCl. One measurement electrode is
placed in each channel and a current source electrode
is also placed in each channel.
[0051] Figure 4 depicts the interactions of molecules
on the surface of a membrane. Because the nucleic acid
is negatively charged and the membrane is positively
charged, the nucleic acid is drawn towards the mem-
brane until it absorbs on the surface. When a DC current
is applied with one side of the membrane negative and
the other positive, then the anions can go through the
membrane. This happens because the opposite charges
on each side of the membrane cause the anions to attract
to the positive side of the membrane.
[0052] Unlike anions, cations are attracted towards the
membrane because they are positively charged and are
attracted toward the negative side of the membrane.
However, there will be many cations along the membrane
and this will cause an electrostatic repulsion. As a result,
the cations are unable to move through the membrane
and they remain on the side of the membrane with the
positive charge.
[0053] Consequently, the anions are removed from
one side of the membrane while the cations are prevent-
ed from leaving the positive side of the membrane. This
leads to a concentration of ions on one side of the mem-
brane. At time zero, the concentration is the same eve-
rywhere in both channels of ions. When the voltage is
applied, there is a flux of ions and the concentration of
ions on one side goes up and the concentration of ions
on the other side goes down.
[0054] When negatively charged molecules are fixed
on the surface, such that negative molecules are sitting
on the positively charged membrane, the anions that
would normally go through the membrane will feel some
repulsion. As a result, there is a measurable change that
is detected with a current voltage curve. In essence, the
nucleic acid that is in the channel is drawn towards the
membrane because the membrane is positively charged
and the nucleic acid is negatively charged. The nucleic
acid is absorbed onto the surface of the membrane fa-
cilitated by the electrostatic interaction.
[0055] As shown in Figure 4, in one embodiment of the

membrane, an ion exchange membrane is connected to
a DC electrical field. The contra-ions or in this case anions
can easily penetrate through the membrane. Cations,
however, do not go through the membrane.
[0056] Figure 5 depicts one embodiment of the inven-
tion, wherein a diagram depicts the application of current
across a membrane. The current is applied through the
current diagram and measured through the voltage dia-
gram. Four electrodes are used, with two on each side
of the membrane. The voltage is measured on the side
with the DNA. Two of the electrodes measure the voltage
across the membrane plus some adjacent electrolyte.
The other pair of electrodes connects a current signal to
the membrane, which is applied and measured.
[0057] The result is that one side of the membrane has
an increase in ion concentration and the other side has
a decrease in ion concentration. When measuring the
current voltage curve (CVC) of this membrane, as shown
in Figure 6, the result is a nonlinear characteristic CVC.
It has three main regions, underlimiting, limiting, and
overlimiting. The limiting region is associated with the
formation of the depletion zone of the membrane. The
overlimiting region is associated with the mechanism that
destroys this depletion. If an anion exchange membrane
is combined with either a cation exchange membrane or
with nucleic acids, the curve shifts to the right, as shown
by the gray curve. The shift in the curve is dependent
upon the quantity and length of the nucleic acid. Thus,
the quantitation and characterization of nucleic acids is
possible through the determination and characterization
of the current voltage curve.
[0058] Figure 7 emphasizes the specific regions of the
current voltage curve. An initial linear region is referred
to as the underlimiting region. The curve deviates from
the linear direction in the middle of the cure, and is re-
ferred to as the limiting region. Finally, the curve rises
again in a linear direction, and is referred to as the over-
limiting region. The source signal must be constant for
all the experiments completed. The source signal is the
time between current increases and the amount of cur-
rent increase each time period. In this way, the differenc-
es can be measured and charted in the CVC for each
condition in the experiment
[0059] For characterization and quantitation of the tar-
get molecule, the change in the voltage between the two
curves is measured. Prior to the current being applied,
negative molecules near the membrane will begin to ab-
sorb on the surface of the membrane. The anions near
the membrane will move into the membrane as well. After
the current is applied, then more and more negatively
charged molecules will move towards the membrane.
[0060] Initially as the voltage rises the negative ions
move through the membrane creating a depletion zone.
There are two phenomena that occur that cause the CVC
to change from the underlimiting region to limiting region
to overlimiting region. The first is microvortices and the
second is water splitting. Both occur near the interface
of the membrane, as described in Figure 8. At the under-
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limiting region of the curve, anions move through the
membrane and as these deplete the voltage increases
across the membrane. The concentration zone is where
the anions concentrate after moving through the mem-
brane. There is a depletion, which means there is small
number of ions that carry the current, which is associated
with a high voltage drop. At some point, the concentration
of the ions in the depletion zone will be close to zero. At
this point more current cannot pass through the mem-
brane. This is the beginning of the flattening of the CVC
or the beginning of the limiting region of the CVC. At this
point, there is a very high field which triggers motion in
the electrolyte or a microvortice. When this happens the
depletion zone is destroyed. The mixing brings new ions
that are further away from the membrane to the mem-
brane and then the CVC begins to rise in a linear direction
again, and this is the overlimiting region.
[0061] The underlimiting region is when there is suffi-
cient ions on both sides of the membrane. When there
are sufficient ions on both sides of the membrane, then
as the current is increased the voltage is also increased
in a linear manner.
[0062] The limiting region is when the increase in the
voltage is used to extend the depletion zone, which re-
sults in smaller changes in the current. The current does
not increase or increases only very slowly-in other words
there is a tendency to be constant.
[0063] The overlimiting region is when there is suffi-
cient voltage in the system that the vortices start to mix
the electrolyte and destroy the depletion region. At this
point new ions, which can carry the current, are brought
to the membrane, resulting in the final linear slop in the
curve.
[0064] When nucleic acids absorbs to the membrane,
the flux of the ions is changed. At the same time, the
nucleic acids suppress the vortices. In the place of vor-
tices is water splitting, as shown by the equation: H2O
→ H+ + OH-.
[0065] A small layer exists between the membrane and
the nucleic acid absorption. The water molecules near
the depletion zone are subjected to a high electrical force.
This generates new ions as the water splits into positively
charged hydrogen molecules and negatively charged
OH- molecules. The result is an electrochemical reaction
that separates the water molecules. The OH- molecules
travel in the direction of the membrane whereas the H+

molecules move in the opposite direction.
[0066] The permeability, or the size of the molecule
that can travel through the membrane is about 200g/mole
in terms of molecular weight. Anything larger will not go
through the membrane. DNA, RNA, microRNA mole-
cules are therefore too large to pass through the mem-
brane.
[0067] The rate of water splitting depends on the con-
centration of the targeted molecules. If there is a large
concentration then the change will be more gradual than
with lower concentrations. Consequently, the sensing
has the ability to quantify the concentration of targeted

molecules. The shift of the CVC from the baseline, or
measurement without targeted molecules, to the CVC
with targeted molecules has the ability to determine both
whether the target is present and the amount of the target
present.
[0068] When the concentrations of target molecules
are low, the vortices are delayed slightly and there is
some water splitting. When the concentrations of mole-
cules are high, there are fewer vortices and more water
splitting. As a result, different curves are measured and
generated for different concentrations of target mole-
cules, as is the case for nucleic acid target molecules.
Thus, the further the shift of the CVC to the right the
higher the concentration.
[0069] Figure 9 shows the CVC characteristics with
ssDNA samples at varying concentrations. There are dis-
tinct curves depending on the concentration of the DNA.
Measuring the shift allows for quantification of the DNA.
The baseline in this figure is measuring the CVC of only
the membrane as the current is increased and the voltage
is measured. The other curves show that as the concen-
trations of DNA go up, the curve shifts to the right. At first
the curves of 1 nM to 500 nM share the same underlim-
iting region with the baseline measurement and a portion
of the limiting region with most of the shift occurring in
the overlimiting region. With increasing concentration of
DNA the CVC continues to shift further to the right until
a certain threshold, in this case 1 mM and larger, where
the shift pattern changes and the limiting and overlimiting
regions begin to shift back towards the baseline meas-
urement.
[0070] Figure 10A graphs the shift length by the
number of bases of ssDNA at each concentration. Each
DNA consists of nucleotides that are linked together by
phosphate groups. Each phosphate group is negatively
charged. If a single sample is, for example 23 nucleotides
long, then it has 23 phosphate groups that are negatively
charged. However, the length of the nucleic acid is not
important, but the negative charge born by these mole-
cules is important.
[0071] If nucleic acids of different lengths are used with
the sensor unit (for example, 29, 50, 75, 100, as shown
in Figure 10A) there are different concentrations of phos-
phate groups or a different number of phosphate groups
on each. The original concentration of nucleotides is mul-
tiplied by the number of phosphate groups resulting in
the concentration of phosphate groups in each sample.
This can be plotted with respect to the shift at 70 micro-
ampiers in the graph in Figure 10B, left. This shows as
long as the target molecule is negatively charged, there
will be a shift in the measurement. All the samples, even
though they have different CVC shifts for concentration
dependence, provide the same signal when the data is
re-plotted with respect to the charge. Thus the nature of
the molecules is not important, but rather, the charge and
the concentration of the charge bound on the molecules.
The charge is the parameter that governs the whole sys-
tem of detection.

17 18 



EP 3 146 321 B1

12

5

10

15

20

25

30

35

40

45

50

55

[0072] The graph on the right of Figure 10B plots the
slope of the over limiting region (OR) on the y-axis and
the phosphate group concentration on the x-axis. For
small concentrations of nucleic acids, there is a small
shift in the CVC. With higher concentrations the limiting
and over limiting slopes significantly. Most of the slope
change was in the over limiting region. This charts shows
that there are some mechanisms that suppresses the
current causing the progressing shift in the CVC with larg-
er concentrations. With more concentration of nucleic ac-
ids on the membrane more current is required to carry
the same amount of voltage. If a critical concentration of
nucleic acid is reached, then the current and thus the
slope goes up again. Something else must be happening
in order for this to happen and be seen in the shift in CVC.
The graph links this behavior in the OR to the phosphate
groups. As the concentration of nucleic acid increases,
the vortices are slowly suppressed and the water splitting
reaction slowly increases. Thus, everything that is given
is based on the concentration of the fixed charge on the
molecules.
[0073] Figure 11 shows a graph with the slope of the
OR plotted with the ssDNA length to identify patterns.
DNA with increased concentration results in a decrease
in the slope, thus supporting the concept that two mech-
anisms are responsible for the over-limiting region, the
vortices (electroconvection) at low DNA concentration
and the water splitting at high DNA concentration.
[0074] The vortices as described above can be visu-
alized with the system using rhodamine and fluorescein
combined with the pH changes with increasing concen-
trations of DNA in the system. Using rhodamine, there
are intensive vortices in the absence of DNA. With 1 mM
concentration, there are some vortices before going
away and with 10 mM the vortices disappear. Thus, with
increasing concentrations of DNA, there is a loss of vor-
tices near the membrane.
[0075] The visualization of fluorescein becomes
greener with an increase in pH over 6. If the pH is low
then the color disappears. When there is no DNA, the
green is constant. With 1 mM DNA, a black region devel-
ops from the membrane and extends into the channel.
For 10 mM DNA, this black region develops much faster
and goes much farther into the channel. Thus, with in-
creasing concentrations of DNA, there is increased water
splitting reaction that changes the pH levels of the solu-
tion. This is the explanation of the occurrence of the H+

ions.
[0076] In addition, the sensing unit is capable of sens-
ing specific targets, such as viral DNA or microRNA,
which makes it possible to detect diseases, genes, and
other applications for detecting genetic material. Current
technologies, such as microarrays are passive in that the
sample is placed on the microarray and then there is a
waiting period for the molecules to hybridize on the sen-
sors. In addition, there are multiple washing steps and
then fluorescence is used to see visually if there was
hybridization. Thus, current technologies, such as micro-

arrays are passive because there is no mechanism or
system that can accelerate the movement of the mole-
cules or the separation of the target molecules.
[0077] The sensor unit disclosed herein allows for hy-
bridization and measuring the hybridization with the shifts
of the CVC instead of fluorescence. Because the anion
and cation exchange membranes cause vortices, these
can be used to mix the molecules near the sensor to
accelerate hybridization. In addition, a field that is created
with these membranes will allow a system to move, sep-
arate, concentrate and hold molecules in a desired loca-
tion within a system. No mechanical force is necessary
to complete all of these tasks automatically.
[0078] Longer sequences of nucleotides translates to
more material on the sensor and this creates a larger
shift in the CVC than probes with few sequences at the
same concentration.
[0079] Reducing the size of the sensor, means that
fewer molecules are required to hybridize to see a shift
in the CVC. Thus, with a smaller sensor there is a greater
ability to detect target molecules in smaller concentra-
tions. In one embodiment of the sensor, the area is 1
mm2 and has the ability to detect the target at 1 pM con-
centration with a CVC shift of ∼0.15 V. In another em-
bodiment, the sensor membrane has an area of 0.76 mm2

and has the ability to detect the target at 1 pM concen-
tration with a CVC shift of ∼0.5 V. In another embodiment,
the sensor membrane has an area of 0.049 mm2 and
has the ability to detect the target at 1 fM concentration
with a CVC shift of ∼0.75 V. In yet another embodiment,
the sensor has two membranes with different surface ar-
eas to allow for a greater dynamic range of 1 fM concen-
tration to >1 mM concentration of the target. There is a
range of detection for each membrane area size such as
1 pM to 1 uM with 0.76 mm2 or 1 fM to 100 nM with an
area of 0.049 mm2. There is a change in how much of a
CVC shift there is for each concentration for each mem-
brane area size, as described in Figure 12.

Oligoprobes for Specific Detection

[0080] In some embodiment of the disclosure is a sen-
sor unit that is capable of sensing specific target nucleic
acids. Oligoprobes were attached to the membrane. In
some embodiments, oligoprobes are small complemen-
tary sequences of DNA that are bound to the membrane
and cause the specific target to hybridize to the probes,
based on the complementarity of the oligoprobe to the
target nucleic acid. The sequences required for specific
targets are generally known, or can readily be ascer-
tained. However, the process for binding the probes to
the membrane makes the sensing with the membrane
specific.
[0081] With the addition of the oligoprobes, all of the
negatively charged molecules continue to migrate toward
the membrane. However, only the target hybridizes to
the probes. Washing buffers are used to remove any non-
specific interactions on the membrane, thus washing
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away any molecule that is not the target. Hybridization
and absorption occur concomitantly when a current is
applied across the membrane. However, washing the
membrane removes anything that is not hybridized to the
probe. The concentrations of the washing buffers must
be higher than the binding buffers, but what remains will
give an accurate CVC shift to determine the presence
and the quantification of the target molecule. The mole-
cules that hybridize to the probe remain on the sensor,
resulting in a shift in the CVC following the wash, if hy-
bridization occurs. In the absence of hybridization, there
is no shift in the CVC.
[0082] Figure 6 shows a membrane with oligoprobes
attached. Target molecules hybridize to the probes. Non-
target molecules still absorb and are attracted to the
membrane. However, the non-target molecules are re-
moved when the membrane is washed.
[0083] The method of attaching probes onto an ion ex-
change membrane requires particular skill because the
ion exchange membranes are chemically inert. Addition-
ally, these membranes are typically used to remove ions
from water, and are designed so that they are mechan-
ically and chemically stable. Thus, for example, tradition
methods of attaching probes to a membrane are inade-
quate. Thus, it has been surprisingly and unexpectedly
determined that the inert surface of the membrane can
be coated with a functional group. This method creates
a permanent binding of the functional group to the inert
membrane surface and importantly, maintains the attrac-
tion of the charge on the membrane surface. Briefly, and
as described in Senapati et al., 2014, a membrane is
exposed to UV radiation, whereupon photo-activated
crosslinkers are immobilized on the membrane. The pho-
toreactive crosslinkers are mixed with the oligoprobes,
which are then immobilized as probes onto the mem-
brane under UV radiation. If a ’wet’ chemistry is used the
reagents and chemicals can damage the properties of
the ion exchange membrane. With the UV protocol only
the surface is exposed to the reaction. Various molecules
can be used as photoreactive crosslinkers, for example
benophenone.
[0084] Figure 13 depicts graphical representations of
the results of detection and quantitation of various target
nucleic acids. Various probes were immobilized onto the
membrane, as described above. These probes include,
for example, arabinose, dengue RNA, and E. coli, re-
spectively. Samples were subjected to the membrane,
wherein the samples contained both the target molecule
and also non-specific molecules. Following the wash
step, the only samples containing the specific target
showed a shift in the CVC profile, as shown. Thus, when
arabinose was present in the sample, the membrane hav-
ing arabinose probe immobilized thereon showed a shift
in the CVC profile. Likewise, when dengue RNA was
present in the sample, the membrane having dengue
RNA probe immobilized thereon showed a shift in the
CVC profile, and the membrane having E. coli probe im-
mobilized thereon showed a shift in the CVC profile when

E. coli was present in the sample. However, when the
specific target was not in the sample, for example, when
non-specific target was in the sample, there was no shift
in the CVC profile following the wash step. As is readily
apparent to one of skill in the art, the above detailed as-
says are not limited to the specific targets described, but
can be expanded to include any number of specific tar-
gets of interest, by immobilizing a probe to that target
onto the membrane. These studies showed that the sens-
ing unit alone is capable of detecting a target molecule
down to a concentration of about 100 nM.
[0085] In some embodiments of the microfluidics sens-
ing unit, the unit is a small, reproducible unit. In some
embodiments, a hollow polyethylene screw is inserted
onto a rubber o-ring with the sensor beneath. The hol-
lowed out area provides for the reservoir for the electro-
lyte and electrodes. The substrate with a fluidics channel
has two openings, one the inlet and the other the outlet.
These opening also provide space for the electrodes to
apply and measure the current.
[0086] In some embodiments of the sensing unit, a
software system is provided for measuring the current.
In some embodiments, the software system is Gamry
software, which records the measurements and displays
the results of the CVC on a graph. As will readily be ap-
parent to one of skill in the art, any typical measurement,
display, or readout systems and techniques may be used
while staying within the scope of the invention.
[0087] In some embodiments of the sensing unit, a par-
ticle sensor is employed to increase the sensitivity of the
sensing unit. The particles are responsible for allowing
the detection capabilities of charged molecules. The de-
tection limit of the ion resin particle sensor lies between
100 pM and 10 nM, depending on the coverage of the
particle with the probe and its availability for hybridization.
In some embodiments of the particle sensor unit, the de-
tection limit is lower than the detection limit for the ion
exchange membrane.
[0088] Figure 14 shows the determination of the de-
tection limits using one embodiment of the particle sen-
sor. A oligoprobe against dengue 2 virus was immobilized
on SBG1 anion exchange particles. A sample containing
a non-specific target (dengue 3) and a specific target
(dengue 2) was placed in contact with the anion ex-
change particles, and a detection limit of about 100 pM
was determined.
[0089] Figure 15 shows the testing of the membrane
sensor with various concentrations of the same length of
DNA and then eventually the testing of specific DNA for
various diseases and crops. This shows that a specific
probe could be attached with success for various types
and lengths of DNA including plant DNA, virus, microR-
NA, or other nucleic acids.
[0090] Figure 16 depicts an agarose gel, demonstrat-
ing that nucleic acids can be separated based on size
within agarose gel. The longer nucleic acids having more
bases move slower as they move toward the positively
charged electrode. The first lane is the RNA ladder and
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shows the separation in agarose. The next lane shows
the E. coli cells purified and run through the gel. The low
MW fraction is dRNA and then other bases with the ge-
nomic DNA at the top. The right image shows that there
is a need to lyse cells.

Batch Sensor

[0091] In one embodiment of the sensing unit, the
sensing unit comprises a batch sensor-a passive system
with CVC shift measurements for quantification of target
molecules. This is passive and requires a purified sample
to be placed on the sensor and waiting for some time for
the molecules to travel to the sensor and hybridize on
the probes, or without a probe, to move to the sensor and
test for a change in the level of molecules. Washes occur
before measurements but after hybridization. The proto-
col is similar to microarrays.
[0092] Figure 17 depicts one embodiment of the sens-
ing unit comprising a batch sensor, wherein the batch
sensor comprises an electrical circuit, which has two
electrodes to provide the current and two electrodes to
measure the voltage. In one embodiment, the reference
electrodes are 3 mm apart in the batch sensor. However,
the closer together the reference electrodes, the more
sensitive the CVC is to the presence of molecules. On
the other hand, touching is too close. Thus, the distance
between the electrodes can be optimized, although var-
ious distances allow for proper functioning.

PCR Sensor

[0093] In some embodiments of the sensor unit dis-
closed herein, the sensor is used without probes and/or
as a part of a polymerase chain reaction (PCR) system.
In such embodiment, the sensor unit is still capable of
determining some information about the amplification of
genomic material. PCR amplifies genomic DNA into large
number of copies and the membrane can be used to
sense the change in the CVC after the amplification com-
pared to the CVC prior to the amplification. This informs
the user that the target exists and is useful in binary de-
cisions as to the presence or absence of the target. The
sensor unit is therefore capable of replacing the fluores-
cence and other detection techniques typically employed
in PCR systems. Therefore, the use of the sensor unit in
PCR systems can reduce the time and cost of typical
PCR assays.

Integrated Sensor

[0094] In one embodiment of the sensor unit, the sen-
sor unit is designed to sit on a fluidics channel and for
the integrated system with the pre-treatment unit and the
pre-concentration unit. This has a small piece of mem-
brane embedded in a resin and attached to a reservoir.
The probes are functionalized on the membrane. This is
then inserted into a fluidics chip for integration with other

functional units and components.
[0095] Figure 18 depicts one embodiment of the sen-
sor unit, wherein two electrodes are located in the sensor
unit reservoir, one for applying the current and one for
measuring the voltage. Any placement of the electrodes
will still allow the system to function, but it is better to
have the electrodes as close as possible to the mem-
brane embedded in the resin. There are two other elec-
trodes, another reference electrode and an electrode to
apply the current. The reference electrode can be in the
fluidics channel (not blocking the flow, but in contact). At
the location of insertion for this reference electrode, a
seal is required such that there is no leakage from the
channel and no entrance of air or other contamination of
the system. The placement of the reference electrode in
the channel needs to be as close to the sensor as pos-
sible. For example, the distance between the reference
electrode and the sensor can be around 1 mm to 1.5 cm.
Although the unit will function when the reference elec-
trodes are 7-8 mm apart, the sensor unit displays in-
creased sensitivity at shorter distances. Sensitivity of the
sensing begins to suffer beyond 1-1.5cm in distance. The
system will still function at a greater distance between
reference electrodes and will be more sensitive and func-
tion with the reference electrodes closer together. The
sensor is more sensitive with the reference electrode in
the channel as close to the membrane as possible. This
will give a more sensitive measurement for shifts in the
CVC when the signal has less distance to travel.
[0096] If the reference electrode is placed after the sen-
sor. The limitation on the placement of the reference elec-
trode in the channel is that the molecules may move to-
wards the electrode and not the sensor when other units
of the integrated chip are functioning in the separation,
localization, and concentration of the molecules. It is best
to have nothing between the point of entry of the mole-
cules and the sensor unit to keep all the molecules from
being stuck, absorbed, attracted or lost in their movement
toward the sensor.
[0097] In some embodiments of the nanomembrane
based nucleic acid sensing platform, the current applied
is from 0 to 100 microampiers. This corresponds to the
voltage of 0 to 22V. For the measurement it is from 0 to
∼10V. However, one of skill in the art will readily recognize
that these values are exemplary and are not intended to
be limiting. For example, the aforementioned values are
ideal for microfluidic devices. Nevertheless, when larger
membrane sensors are used, larger current must be used
to obtain the three regions of the CVC. For a smaller
membrane less current is needed to get the three regions
of the CVC.
[0098] When applying the current to gather the voltage
measurements, the entire current progression must be
completed without stopping the current The step up in
the current occurs and is held for a period of time then
the current steps up again, all unbroken. The step up in
the current and the time between measurements can be
adjusted (so long as the baseline measurement and the
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final measurement are the same step up in current and
the same time between measurements). The reason for
this is because when the underlimiting region is created
and moves ions. This cannot be interrupted or the meas-
urement will not be reliable. The conditions in the channel
must also be the same during the baseline measurement
and the final measurement with PBS concentration. That
is why it is important as well to make sure the underlim-
iting curve is the same for the baseline and the final meas-
urement to make sure that any shift in the CVC is related
to the change on the membrane sensor and not because
of changes to the environment.
[0099] In some embodiments of the nanomembrane
based nucleic acid sensing platform, the electrolyte used
in the sensor reservoir is 100 microliters of 01.x PBS.
This will function as long as the electrodes are sub-
mersed. Additional volume will also function. A higher
concentration of electrolyte means that a greater current
is needed to measure the voltage. For 1 x PBS there
would be a need for 200 mA and this would take too long.
Also, the more current that runs through the membrane,
the greater the likelihood that something will be missed
in the measurement or de-hybridization on the sensor or
other damage to the system. Good conditions for hybrid-
ization need to be maintained, and this may require some
compromise in the system. If 0.01 x PBS is used, then
the underlimiting region is difficult to measure and is often
not visible. However, it will function at lower and higher
concentrations.
[0100] In some embodiments of the nanomembrane
based nucleic acid sensing platform, 0.1 x PBS is used
in the channel as well so that the area of greatest resist-
ance is the membrane sensor. This means the measure-
ment is for what is on the sensor. Sufficient electrolyte is
needed in the channel to carry ions that carry the current.
In a small channel with a large membrane, no CVC could
be measured. The limiting region in that case is the elec-
trolyte in the channel. All the voltage and the ions used
to carry the current were used up by the channel. The
channel must be large enough to carry the ions to carry
the current and a small enough membrane so that eve-
rything that is measured is associated with the mem-
brane. In some embodiments of the microfluidics chan-
nels, the dimension of the channel is 0.25 mm in height
and 2 mm in width, which allows for enough ions to carry
the current but is not the largest resistance for the current.
By varying the size of the anion exchange membrane
and the channel, some changes can be made that keep
the membrane sensor at the greatest resistance.
[0101] In some embodiments of the sensor unit, a plat-
inum electrode is placed sequentially on the opposite
side of the reference electrode in the channel from the
sensor. It is placed in a reservoir with electrolyte fluid and
the reservoir has a layer of agarose gel that separates
the reservoir from the fluidics channel. The agarose gel
is given greater mechanical stability from supports (a
screen) with porosity to allow the current to still pass
through the channel. Pore size is about 200 nanometers

in the gel. This reservoir may be an open or a closed
reservoir. This agarose gel layer is to keep the reservoir
separate from the channel to prevent the electrochemical
reactions from this source electrode from affecting the
conditions in the fluidics channel such as pH balance or
bubbles and to make sure no flow between the channel
and the reservoir.
[0102] Minimizing the distance between the two source
electrodes is important, but not as important as minimiz-
ing the distance between the two reference electrodes,
though both are important.
[0103] The environment in the channel needs to be the
same when taking the baseline measurements of the
CVC as when the CVC measurements are taken after
hybridization and washing.

Multiplex or Multiple Target Use of Sensor

[0104] There are several ways to detect more than one
target including having several membranes in a sensor,
each with their unique target or probe. There can be a
series of sensors along a channel whether multi-target
or single sensors. Or the channel can divide to lead to
sensors in series or a single sensor whether those are
sensors with one probe or multiple probes. Additionally,
there can be several integrated chips with their own tar-
gets on the sensor, as shown in Figure 19.

Additional Units to Enhance Sensor

[0105] During the development of the sensor unit, all
the testing was done with purified samples on a range of
purposes, such as dengue fever, E. coli, and microRNA.
However, when using an unpurified or real sample, the
sensor unit alone does not perform to satisfactory levels.
Thus, when using real samples, there are many compo-
nents of the cell lysate that need to be separated from
the sample in order for the sensing technology to work
on unpurified samples.
[0106] In a real sample from a cellular lysate, for ex-
ample, there is a conglomerate of cells, debris, and other
matter. Also, to gain access to the target ssDNA addi-
tional treatment chemicals are often needed. However,
such chemicals cannot come in contact with the sensor;
otherwise, the chemicals can damage the probes and
limit hybridization. The cells therefore need to be sepa-
rated from the chemicals or lysing agents before they are
brought to the sensor.
[0107] Thus, in addition to a sensor unit, additional
components are used in the integrated chip of the na-
nomembrane based nucleic acid sensing platform. Thus,
the integrated chip additionally comprises a pre-concen-
tration unit and a pre-treatment unit These units, in com-
bination, purify the cellular lysate, isolating the targeted
components. This allows for testing real samples using
the sensing technology, but having an integrated system
for purification, separation, filtration, isolation, localiza-
tion, and concentration of the targeted components.

25 26 



EP 3 146 321 B1

16

5

10

15

20

25

30

35

40

45

50

55

[0108] In some embodiments of the integrated chip,
with both the pre-treatment unit and the pre-concentra-
tion unit, the ion exchange membranes are incorporated
because of the phenomena they produced as part of an
electrical circuit. When a current is applied, vortices and
electrical fields are created. The field is focused within
each of the two systems to use the molecular charge as
a ’handle’ to move the desired molecules. The vortices
create non mechanical means of localizing molecules at
needed positions and a mixing effect that accelerates the
hybridization of molecules on the membrane sensor. Ad-
ditionally, flow in a fluidics channel is also used for trans-
port of molecules and washing the membrane sensor to
improve sensitivity and specificity.
[0109] Thus, the pre-treatment unit and the pre-con-
centration unit are effective at moving molecules to any
location needed, whether that is based on the position
of the sensor to decrease time needed for sensing, or for
other purposes in moving or holding molecules within a
system.
[0110] The pre-concentration and pre-treatment units
offer several advantages over traditional technologies.
For example, traditional lysing techniques require sever-
al steps to pull out the target molecules for sensing. The
preparation and purification take several steps before
moving the sample mechanically or manually pipetting
and/or transferring the sample to the sensing equipment.
The integrated chip, however, completes these steps au-
tomatically and efficiently using electrical fields without
any mechanical or manual methods.
[0111] In other means of enhancing specificity, the
wash process is important as the wash is applied through
either pumping, flow, or other means. PBS concentration
is used at higher concentrations before returning the en-
vironment to baseline levels for measurement. If too
much concentration is used then the probes and hybrid-
ization is damaged, if too little is used then non-specific
binding or other debris may remain on the sensor mem-
brane.

Example I - Manufacture of an Integrated Chip

[0112] In some embodiments of the integrated chip,
the integrated chip comprises a reference electrode, a
source electrode, a reservoir, an anion membrane, a res-
in, a photoreactive benzophenone-3,3 0,4,4 0-tetracar-
boxylic acid (powder) - 1mg (measured on scale) in 10mL
of DI water maintaining a pH of 6-7, sodium hydroxide -
solid pellet (Fisher Scientific 500gm). The integrated chip
is fabricated comprising a sensor disc, wherein once the
sensor disc is out of the mold, measure I-V curve (same
step up as when experiment is run, must be identical), a
reservoir, an assembled sensor disc & reservoir,

Example II - Functionalization of the Membrane

[0113] The membrane may be functionalized as de-
scribed previously. A functionalization of the membrane

may be performed prior to sensor disc step or after as-
sembly of disc and reservoir, however, it is better to do
so after because there are fewer chances of contamina-
tion afterward. The membrane may be carboxylated by:
1) Dissolving 1 mg powder photoreactive benzophenone
3,3,4,4 in 10mL of DI water; 2) Adding dissolved sodium
hydroxide to achieve a pH of 6-7 (roughly 2mL); 3) Placing
a drop onto the membrane, let sit for 5 minutes; 4) Ex-
posing to UV for 10 minutes, atmosphere in UV box in
nitrogen (efficiency of reaction will increase with the gas);
5) Put in DI water and shake it to wash membrane, can
use equipment to assist with this like a vortex, vibrating,
or rotating machine; 6) Repeat last three steps two more
times; 7) Leave in 0.1x PBS overnight. This swells the
membrane; 8) Measure I-V curve (same step up as when
experiment is run, must be identical). Expected that at
least a 1 V shift in curve from bare membrane I-V meas-
urement. If membrane is dry not conductive.
[0114] As is readily apparent to one of skill in the art,
there are several other means of creating a chemical
bond that prepares the probe for immobilization on the
membrane. The anion membrane is inert and does not
react with much, but there are other means that may be
ascertained.

Example III - Attachment of the Target Probe

[0115] Attachment of the probe to the functionalized
membrane may be achieved as described herein. Fol-
lowing the prior I-V curve measurement, soak sensor unit
in pH 3 for one hour. Following the one hour incubation:
1) Wash with 0.1x PBS; 2) Wash membrane surface with
MES buffer (mixed at pH 5.5) three times, can use vortex
machine, rotator, etc. for assistance; 3) Add 0.19 mg of
or final mixture amount of 0.4 molar, powder (refrigerat-
ed, did not get name of chemical b/c camera did not fo-
cus); 4) Other chemistry will work to allow bonding of
probe; 5) Leave drop for 30 minutes on top of ’dot’ mem-
brane area; 6) Leave inside some moist box/chamber so
sensor unit does not dry out during the 30 minutes; 7)
Wash with MES buffer; 8) Apply DNA probe with NH21
group (needs clarification), DNA probe modified with
amine group; 9) Generally use 1 micromolar concentra-
tion of that DNA group in 0.1x PBS; 10) Put in the moisture
chamber and leave overnight; 11) Wash with 0.1x PBS;
and 12) Measure I-V curve (same step up process as
entire experiment, must be identical).
[0116] If the I-V curve shift is not sufficient then the
membrane should be discarded and the process started
anew. If sufficient probe is not attached (meaning the
curve did not shift enough) then the process was not done
correctly or the probe did not attach sufficiently and the
sensor unit will not measure properly, it will not have the
appropriate sensitivity, the probe may be washed off dur-
ing the chip process, or other similar errors.
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Applications

[0117] As can be readily determined by one of skill in
the art, the applications of the current probes on the sen-
sor are numerous. For example, the sensor unit is capa-
ble of replacing fluorescence and other detection tech-
niques of the PCR systems. Additional applications for
the sensor may include, for example molecular detection
and quantification such as: modular unit in the PCR proc-
ess; plant testing; detection of specific genetic sequenc-
es; animal testing; human testing; environmental testing;
or biodefense.

Pre-concentration Unit

[0118] The functional overview of the pre-concentra-
tion unit is that molecules are transported within a fluids
channel using the first electrical field or fluid flow from
the pump unit. The first electrical field localizes and con-
centrates molecules at the sensor unit. A second electri-
cal field blocks molecules from flowing beyond the local-
ization area. The pre-concentration unit transports mol-
ecules in the fluids channel using the first electrical field.
Also, flow in the channel from the pump unit moves mol-
ecules in the fluids channel. The first electrical field also
concentrates and localizes the molecules at desired lo-
cations at the sensor unit The second electrical field
blocks molecules transported with flow from the pump.
This prevents the molecules from being washed away
beyond the desired location.
[0119] In one embodiment of the pre-concentration
unit, two reservoirs filled with electrolyte fluid are housed
in non-conductive tubes. These tubes are attached to a
nonconductive substrate with a fluidics channel. The two
reservoirs are separated from the fluidics channel by a
cation exchange membrane (CEM) and uncharged gel
plugs beneath the CEM. The uncharged gel suppresses
vortices in the channel and near the membranes. Posi-
tioning of the two CEM membranes (one used as the
auxiliary and the other as the pre-concentration mem-
brane) along the channel served to localize and concen-
trate molecules between the CEMs. Trimethoxymethane
is used to suppress the electroosmotic flow in the channel
and also functions to seal the membrane.
[0120] Figure 20 depicts one embodiment of the pre-
concentration unit. Figure 20 shows the region depleted
of all ions directly downstream from the slug of pre-con-
centrated molecules. The depleted region prevents large
negatively charged molecules from entering. The posi-
tion of the slug between the pre-concentration and aux-
iliary membrane is controlled by the set of flow rate and
voltage applied. When the flow rate is too powerful it over-
whelms the field. If the field is stronger, then it will adjust
the placement of the slug. This allows for fine tuning
placement of the slug.
[0121] In some embodiments of the pre-concentration
unit, two CEMs are used to successfully localize and con-
centrate the molecules. If the auxiliary membrane is re-

placed with agarose gel then the molecules localize in
the gel. If the agarose gel is used for the concentration
membrane then there is no concentration at all.
[0122] As shown in Figure 21, when voltage is applied
to the system, the voltage has some profile inside the
channel. There is a concentration region and a depletion
region. The depletion region is defined by low concen-
trations of ions, low ionic conductivity, and very strong
electrical fields. The concentration region is defined by
high concentrations of ions, high ionic conductivity, and
very weak electrical fields. The molecules will pre-con-
centrate when vconv = vmigr = mE

cE, as shown in the graph
in Figure 21.
[0123] Flow through the channel has variation of the
electrical field along the channel. If two dyes are mixed
the dyes move at different velocities. When the field is
activated it will separate the two dyes.
[0124] With the pre-concentration unit, the field moves
the molecules through the channel. The field can be used
to move the molecules, but flow can also be used. The
idea is to move the molecules to the sensor unit. Flow is
the easiest way to transport anything in the channel. A
pump is integrated into the chip and creates the flow
through the channel. The molecules need to be stopped
in the sensor region. An electrical field is created to coun-
ter balance the flow. This will stop the molecules at the
sensor region and the pump creates flow. This requires
calibration to determine the right level of electrical field
force and the right rate of flow so that a counter balance
occurs. Too much flow will overwhelm the field. Flow is
the force acting in the direction of the sensor and the
electrical field is the force acting in the opposite direction.
[0125] It is difficult to determine what force is needed
to get the molecules at the appropriate position. Each
should cancel the other out and need a balance. If the
flow is increased then the field needs to increase.
[0126] The way to do this is to create a region where
the electrical force is low and another where the force is
high. This is done with a pair of membranes. These are
at the bottom of the channel. These are cation exchange
membranes, negatively charged. The negative mole-
cules will not absorb because there is a strong electro-
static repulsion between the membranes and the nega-
tively charged molecules. The positive ions will be pulled
out of the channel with the current is applied and into the
cation exchange reservoirs for each membrane in the
pre-concentration unit system. The anions cannot go
through the field and with the flow begin to accumulate.
The negatively charged molecules also accumulate and
in this way the system concentrates the target molecules.
[0127] The calibration of the field and the flow then
allows precise placement of the concentrated molecules
at a desired location. In the integrated unit this is below
the sensor. Calibration may also be dependent on elec-
trolyte concentration, pH level, and conductivity.
[0128] With the current applied, on one side there is
very low field because there is a low concentration of
ions as they positive ions move into the reservoir through
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the membrane. On the other side is a high field because
of the concentration of the ions. This blocks the molecules
being pushed by the flow and concentrates them against
the high field area created by the large concentration of
ions. The force of the field can be calibrated and adjusted
inside of the channel depending on the use and applica-
tion. It can act as a valve, a concentrator, and filter. The
electrical field prevents the molecules from being washed
out of the channel when flow is applied.
[0129] Preferably, the sensors are 1 cm apart and the
molecules concentrated between the membranes. How-
ever, this may be modified to put the two CEMs very close
and make the space were the molecules could accumu-
late very small. Eventually as the CEMs get closer, the
field places the concentration of the molecules before
both of the CEMs instead of between them. The current
is ∼100 V to achieve this effect As the molecules travel
through the channel there is very little force until suddenly
there is a very high force. The flow rate is about 1 mL per
minute with using 100 V.

Applications

[0130] As can be readily ascertained by one of skill in
the art, the pre-concentration unit may be applied in ap-
plications other than the integrated chip, and in applica-
tions in addition to those described above. For example,
the pre-concentration unit has applications of: moving or
localizing molecules at specific locations and at specific
rates; concentrating molecules at specific locations;
blocking movement of molecules carried in the flow of a
channel; and control of the movement of molecules.

Pre-treatment Unit

[0131] In some embodiments, the pre-treatment unit
is generally used to separate molecules of interest based
on electrical charge and molecular weight - and may be
used prior to concentration using the pre-concentration
unit. Briefly, a sample is introduced into the unit. An elec-
trical field moves molecules through a filter. Molecules
are targeted by their size and charge. For example, neg-
ative molecules of a certain size are moved through the
filter. The molecules are then transported and concen-
trate at a determined location.
[0132] In some embodiments of the pre-treatment unit,
the pre-treatment unit is used for extraction of nucleic
acids, such as DNA or RNA molecules from lysed cells.
This unit comprises three reservoirs and integrates a na-
nofilter and cation exchange membrane, as shown in Fig-
ure 22. The working principle relies on the ability of nu-
cleic acid molecules to migrate in the electrical field to-
ward the anode and can be briefly described as follows:
The sample with the lysed cells is pipetted into the first
reservoir (sample reservoir) and the electrical field is
turned on (polarity according to Figure 22). All negatively
charged molecules will migrate towards the positively
charged electrode through the nanofilter into the second

reservoir (reservoir for nucleic acid extraction). Because
this reservoir is separated from the third reservoir with a
cation exchange membrane, these molecules will remain
in the second reservoir. Cellular debris, positive and neu-
tral molecules will remain in the first reservoir. The ex-
tracted nucleic acid molecules can then be transferred
from the second reservoir into the detection/pre-concen-
tration unit by pipetting or alternatively, this pre-treatment
system can be integrated within the detection platform.
[0133] In some embodiments, the pre-treatment unit
extracts the target molecules by charge and size and
localizes the molecules in a channel or in another reser-
voir. A single tube with an outer chamber with agarose
gel layer at the bottom of the tube. This agarose gel
serves to separate the chambers from the channel and
the electrochemical reactions, bubbles, etc. There will be
no direct mixing of the sample as well from the channel.
Additionally, this layer of agarose gel allows the pulling
or separation of molecules in the sample into the channel.
Depending on the current charge either positive or neg-
ative molecules will be separated from the chamber into
the channel through the agarose gel. The porosity of the
gel can be modified to be larger or small depending on
the need and thus also filters the size of the molecules
that may pass through the gel into the channel. The gel
also allows the electrical current to go through and the
electrical field to flow through it. One of skill in the art
would recognize that there are alternatives to agarose
gel that are inert (holding no charge) and have the desired
nanopore sizes and the mechanical stability.
[0134] The two outside chambers in Figure 22 are for
placement of electrodes and applying an electrical field
through the system. Electrodes are inert material such
as gold or platinum to prevent corrosion and permit con-
tinued reuse. The field moves negatively charged mole-
cules from the reservoir for lysed cells into the reservoir
for extraction. The gel bridge is in place to prevent elec-
trochemical reactions from affecting the conditions in the
lysed cell reservoirs. Also, the Cation Exchange Mem-
brane (CEM) prevents electrochemical reactions as well
in addition to preventing molecules from entering the res-
ervoir on the far left of the diagram. The filter used has
nanopores that filter molecules based on size. Thus, the
system is designed to use electrical field and pore size
to separate and filter molecules from one reservoir to
another.
[0135] The sample is combined with chemicals to lyse
the cells so that they are free floating in the sample. In
some embodiments of the pre-treatment unit, the unit
permits 100 microliters of sample to be processed in the
tube. 10 x TAE is added in the outer chamber as the
electrolyte. An electrode is placed inside the outer res-
ervoir and the other electrode is place in a reservoir for
a cation exchange membrane. When the DC field is ap-
plied the molecules that have the charge will be pushed
down the tube and depending on their size, will travel
through the gel into the channel and toward the CEM.
Because the membrane is the opposite charge of the
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molecules they cannot go through and concentrate near
the membrane. This forms a slug of molecules, though
some molecules are spread over the channel between
the gel and the membrane. All the molecules that are the
wrong charge or neutral or bigger than the porosity in the
gel are held in the tube. In this manner, both the sepa-
ration and filtration of the molecules occurs.
[0136] Figure 23 shows the basic movement created
from the electrical field in the pre-treatment unit. Current
through the membrane has to be high enough to quickly
remove all counter-ions from the electrolyte beneath the
membrane to create depletion. Co-ions will accumulate
in front of the depletion region. To maintain the depletion
the current has to correspond to the rate at which the
ions are delivered into the depletion zone.
[0137] In some embodiments of the pre-treatment unit,
the electroosmotic flow is suppressed by covering the
nanofilter with UV curable gel. Because the filters com-
monly used have a positive surface charge, the nega-
tively charged target molecules are attracted to the filter
itself and remained stuck instead of transferring to the
reservoir for extraction. Therefore, the nanopore filter
was replaced with agarose gel that has a neutral surface
charge, sufficient mechanical stability, and porosity. The
added benefit of agarose gel is the ability to adjust the
porosity based on the concentration of agarose used.
[0138] Using an agarose gel filter layer, the pre-treat-
ment unit system is capable of being used for samples
containing a target single stranded DNA, for example, as
shown in Figure 24. The pre-treatment unit is integrated
with the sensor unit in order to test specific single strand-
ed DNA (ssDNA) targets using the membrane sensor
with functionalized probes for the specific target. By run-
ning the sample through the pre-treatment unit, the CVC
shifts measured on the membrane sensor provide a dem-
onstration of the ability of the pre-treatment unit to sep-
arate and filter molecules.

Example IV - Pre-treatment Unit for Purifying Sample

[0139] The pre-treatment unit may be used with vari-
ous lysing buffers for extracting DNA/RNA molecules
from cells, such as human cancer cell lines, or from E.
coli. The lysis buffers include: HCl solution (pH 2); NaOH
solution (pH 13); a lysis buffer from Ambion cell lysing
kit; DI water; and 1xPBS buffer as a negative control.
The amount of obtained DNA, RNA and also proteins
were determined from UV measurement. The amount of
free DNA/RNA and proteins coming from samples lysed
with HCl (pH 2), DI water and 1xPBS was very small.
Moderate results were obtained for Ambion lysing buffer
and very good results for sodium hydroxide.
[0140] In addition, the pre-treatment unit is used for
ssDNA loading experiments where a DNA sample was
pipetted into one reservoir (sample reservoir) separated
from a second reservoir (loading reservoir) with a gel.
After applying DC voltage (such as, for example 25, 50
and 75 V) on the system, the DNA migrated through the

gel into the second reservoir. Every five minutes, sam-
ples were removed from both reservoirs and a UV ab-
sorbance was measured to determine the loading effi-
ciency. For all voltages applied, the concentration in the
sample reservoir went down and in the loading reservoir
went up, as is observed in Figure 25. The speed of loading
increased with increasing voltage.
[0141] Lower voltage applied results in a longer time
to complete the separation. At a higher voltage it takes
less time. 10 x TAE is loaded as the electrolyte in the
CEM reservoir and in the electrolyte reservoir. In some
embodiments, the system operates at 0.8 mA and 200
V. It will function with less but more slowly. At a higher
voltage there is a risk of bubbles in the system. If too
much current at too high of voltage creates heat and pos-
sibly bubbles for this electrolyte circuit.
[0142] Figure 26 shows the voltage diagram of one em-
bodiment of the pre-treatment unit. One electrode (25)
is placed in the electrolyte reservoir (32) and the other
(27) in the CEM reservoir (28). The field (30) moves
through the sample reservoir (31) and the filter layer (29)
and into the fluidics channel (26). The CEM (24) creates
a depletion zone that concentrates molecules in the flu-
idics channel prior to the CEM (23). The current (22) is
capped at 0.8 mA and 200V. The system is run for suf-
ficient time to move the molecules from the sample res-
ervoir to point 23.
[0143] Figure 27 shows the mixture of positive and
negative molecules in the sample reservoir (34). The pos-
itive molecules (33) move toward the electrode (36). The
negative molecules (35) move through the filter layer (38)
into the fluidics channel.
[0144] The system is preferably used at room temper-
ature. However, it will still function at lower temperatures,
although the migration will be slower because it is more
difficult for molecules to move through. On the other
hand, if the temperature is excessively high, then me-
chanical stability breaks down. For example, porosity
may change with temperature. For electrolytes, the high-
er the temperature the higher the conductivity. But at
some point bubbles or evaporation may occur, or it may
damage biomolecules. However, 37 C is likely a workable
temperature because that is body temperature for these
cells. In addition, it is also possible to isolate tempera-
tures near the sensor and in other units/components of
the chip to optimize the function.
[0145] In addition, the pH should be maintained. If the
pH range is not maintained then the ability to sense and
analyze the target is diminished or eliminated because
the charge/attraction of the target molecule may be neu-
tralized which prevents the electrical field from moving
the target molecule from the sample reservoir through
the filter gel and into the fluidics channel. Also, if the pH
level is too high or low, the target molecules may be de-
stroyed/damaged. A higher buffer concentration is need-
ed with a higher applied current. A higher buffer concen-
tration is also needed when current is applied for longer
periods of time. The concentration must be sufficiently
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able to neutralize the O and H molecules generated with
the current. Under conditions of a high current or longer
period of time the current is applied or both, more O- and
H+ molecules must be neutralized. Without neutralizing
these molecules the pH level will change. It may be pos-
sible for a pH as low as 5-6 or as high as 9-10 though
this is considered dangerous and a pH of 6-7 has been
shown to be best able to protect DNA, maintain the proper
charge/attraction, and best for sensing the target mole-
cules.
[0146] In order to optimize the design of the pre-treat-
ment unit, the application, sample size, sample type, and
target molecule must be identified. The application will
have specifications it requires including a level of accu-
racy (sensitivity and specificity), time to run the test, and
a testing environment. The size of the sample is most
critical to design optimization. The geometry, voltage,
and filter layer are all affected by the sample size. Sample
type may affect reactions with other materials, resistance
to the current, and sample preparation (though sample
preparation is a function of another unit to be designed
and integrated). The target molecule will have a constant
of "M" that affects the velocity of the molecule. Addition-
ally, porosity in the filter layer (larger molecules = larger
porosity) can be determined.
[0147] The pre-treatment unit is optimized for efficien-
cy of molecular separation and filtration. Stable condi-
tions within the unit, directed electrical field, force of the
electrical field, surface charges of materials, prevention
of electroosmotic flow, mechanical stability, and porosity
are elements that change the efficiency of the pre-treat-
ment unit.
[0148] Some embodiments of the integrated unit com-
prise two reservoirs, placement of electrode, holes in the
sample reservoir, and a filter layer. The properties of the
integrated unit include: the unit design must direct the
electrical field to have an effect across all of the sample
with the placement of the substrate; the three materials
contained in the unit need to be in order and remain sep-
arate but in contact with each other, such that the elec-
trolyte is on top, the sample solution in the middle, and
the filter layer on the bottom and the substrate assists in
keeping each layer separate, in sequence, and in con-
tact; the placement of the electrode must allow for the
electrical field to be directed to effect all of the sample;
and the unit is designed for 100mL of sample, optimization
of geometry and mixtures of each fluid layer will vary with
a change in the sample size.
[0149] In some embodiments of the pre-treatment unit,
the agarose gel is 1 mm thick. However, there is a need
to make it as thin as possible. This reduces the distance
between electrodes and thus increases the efficiency of
the electrical field. Also, it is a resistance for the mole-
cules that pass through. But, too thin and the gel will
break and ruin the function of the chip because there is
not enough structural stability. It the geometry changes
with the diameter of the opening, then thickness will need
to be adjusted, thicker for wider, thicker for more current,

thicker for more force of molecules. Function will still work
with a lot more thickness, 5mm, 8mm, etc. but it will make
the functionality slower. For instance from the 15 minutes
currently to an hour or more.
[0150] In some embodiments of the pre-treatment unit,
the electrolyte reservoir is designed as a reservoir of elec-
trolyte fluid. The size, shape, and dimension may vary
so long as there is sufficient area for the necessary vol-
ume of electrolyte liquid. The necessary area for a 100mL
sample is based on the applied current levels (see Liquid
Electrolyte under Materials). More electrolytes will take
more space and material but will not affect the chip func-
tion. Less electrolyte may by not be sufficient for the prop-
erties needed in the pre-concentration unit.
[0151] In some embodiments of the pre-treatment unit,
the sample reservoir can be any shape. The dimensions
can vary depending on sample size. Any changes in prox-
imity of the sample to the filter gel will affect the overall
process time of the chip. The closer the better. With a
larger sample, the height or diameter or both could
change to accommodate the volume. However, the dis-
tance between the electrode in the pre-treatment unit and
the cation exchange tube will mean a change in current,
volume required of electrolyte liquid, and overall process
time for the chip. The sample reservoir is designed to
contain the sample below the electrolyte fluid. The sam-
ple reservoir is also designed with a ’beveled’ bottom that
allows for the filter gel to have greater stability. Dimen-
sions are 3mm at opening. However, the height and di-
ameter affect the distance the current must travel and
the height and diameter also affect the ability to direct
the electrical field, such that a wider diameter may cause
some of the sample and the molecules to be outside the
area of the electrical field, at least where there is sufficient
force.
[0152] In some embodiments of the pre-treatment unit,
the electrode is placed inside the electrolyte reservoir
below the hole that opens into the sample reservoir. This
helps direct the electric field up into the sample reservoir
so that the field will encompass as much of the sample
as possible. It is possible to place the electrode above
the sample or various locations around the electrolyte
reservoir with similar effects. Placing the electrode above
the opening may weaken or miss-direct the electrical
field. The effects of electrode placement are larger with
a larger sample and/or sample reservoir.
[0153] In some embodiments of the pre-treatment unit,
the distance between the electrode in the pre-concentra-
tion unit and the cation tube effects the velocity and effi-
ciency of the electric field. The electric field moves the
target molecules through the filter gel and into the fluidics
channel and then on towards the sensor. If the distance
is changed because of additional height and/or diameter
in the sample reservoir to accommodate a larger sample
or other reasons, then the efficiency suffers. The current
must be adjusted (higher for more volume) and the place-
ment of the electrode may need adjustment so that the
electric field affects the entire sample.
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Applications

[0154] The pre-treatment unit disclosed herein has
various applications and implementations that can read-
ily be ascertained by one of skill in the art. The unit may
be used, for example, for the separation, filtration, con-
centration, isolation, and controlled movement of target-
ed macromolecules. This unit is useful in the preparation
of biological samples for detection. In addition, this sys-
tem has been shown to prepare liquids by eliminating or
adding macromolecules, ions, and other elements. The
system controls the movement and placement of mac-
romolecules by controlling and manipulating phenomena
associated with electrical force.
[0155] The pre-treatment unit separates molecules, in-
cluding proteins, nucleotides of varying length, and mol-
ecules of either positive or negative charges. Molecules
are targeted by their charge and separated, filtered, and
moved from one reservoir to another divided by a filter
layer. This technology also filters molecules by size.
Sample can be of varying types of biological samples
that include, but are not limited to blood, saliva, stool,
urine, tissue, etc. Additionally, the sample can be any
prepared sample from any process.
[0156] The pre-treatment unit prepares samples for bi-
osensing by preprocessing molecules and isolating them
from other debris or material. Additional uses for the pre-
treatment unit may include: separation of macromole-
cules - macromolecules are separated based on charge,
negative or positive, from macromolecules of a different
charge, negative or positive, so that the like charged mac-
romolecules move to another reservoir apart from those
differently charged molecules; filtration of macromole-
cules - the size of the porosity of the filter layer prevents
like charged macromolecules greater in size than the
pores, such that by design molecules may be targeted
by size and filtered by size; movement of macromolecule
- macromolecules are moved such that by design the
targeted macromolecules are controlled in the direction
and speed of their movement to desired locations; con-
centration of macromolecules - the targeted macromol-
ecules are concentrated and held in a specific area/lo-
cation based on the need and design; applicable for iso-
lation, detection, measurement, research, etc. of any
charged macromolecule; and purification, mixing/purify-
ing liquids (such as deionized water, dyes, pollutants).

Pump Unit

[0157] The pump unit disclosed herein provides flow
to the integrated chip. This unit can be integrated into the
control unit or integrated into the integrated chip. The
pump provides fluids to prime the integrated chip and
establish appropriate conditions for the electrical fields
and detection. Additionally, the washing steps for the
sensor unit are provided by the pump unit.
[0158] The ability of microfluidic biochips to control fluid
flow offers advantages such that 1) molecular diffusion

limitations are reduced by delivering the target nucleic
acid underneath the sensor, thus increasing the hybrid-
ization efficiency to the complementary probes; and 2)
the shear force exerted by the flowing fluid removes non-
specifically bound molecules. This has been demonstrat-
ed by pumping a buffer solution containing kb-long ssD-
NA at a high flow rate (up to 100 ml/min) across sensors
functionalized with a short 26 base-long oligoprobes
complementary to a middle segment of the kb-long target
ssDNA (Senapati 2009, Basuray 2009, Cheng 2010).
The rapid convection by the flow reduces the assay time
from hours to minutes by reducing diffusion limitations.
[0159] Additionally, continuous flow significantly en-
hanced specificity such that one mismatch (e.g., a single
nucleotide polymorphism) in a 26 pair segment of the kb
target was discriminated against a perfectly matched tar-
get (Cheng 2010). Moreover, a nanomembrane-based
pre-concentration unit (described later) will be placed ad-
jacent to the sensor to rapidly trap and concentrate the
target nucleic acid molecules and detect the hybridization
event of target with the specific oligoprobes functional-
ized on the sensing membrane.
[0160] One embodiment of the pump unit is depicted
in Figure 28, and is designed to have no mechanical op-
eration, only electrical operation. In the channel the sub-
strate has a layer of functional groups. The contra ions
are in the channel that can freely move. The H ions will
be dispersed (with water) in close vicinity of the substrate
with a higher concentration towards the substrate and
less in the center of the channel. If a DC filed is applied
then the contra-ions will feel the force and will be pulled
towards the electrode, the positive in one direction and
the negative in another direction. There is a preferential
direction of movement The rest of the solution will feel
the force and will move along with it. The whole electrolyte
will move in a single direction. The more charges fixed
to the wall the better the pump.
[0161] If the channel is filled with ions that this makes
the pump more efficient. But, after time in a high electrical
field the ions degrade. Thus, there is a limit to the field
that can be applied. Excess current is needed to have
enough force to pump the buffers in the integrated chip
for the capabilities of this design.
[0162] Because of the limitations of the electroosmotic
pump, a valve and syringe system was used for PBS
solution at various concentrations in the integrated unit.
The pump unit applies flow, pressure, and controls wash-
ing fluids.

Integrated Chip

[0163] Figure 2 shows a block diagram of the functional
overview of the integrated chip. The pre-treatment unit
filters, transports, localizes, and concentrates molecules.
These molecules are then transported and concentrated
by the pre-treatment unit. Finally, the sensor detects the
molecules. Fluids are inserted into the fluid inlet and the
fluid is collected at the fluid waste after moving through
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the integrated chip.
[0164] In some embodiments of the integrated chip, a
CEM and channel are integrated into the chip to lyse the
cells. A high electrical field is used to lyse the cells and
then filter debris before moving the remaining DNA into
the channel toward the sensor. This is limited because
too many cells will clog the filter and will back up the
system with too much pressure. Also, it is difficult to get
the correct field to break the cells, especially because
the field varies across the channel. Also, the CEM creates
a depletion zone and blocks the molecules through some
degree. It would take a lot of balancing the field (and its
blocking effect) and the lysing of the cells.
[0165] Figure 29 shows an integration of the EOF
pump with the other components as a total design fully
run by only electricity. Each of the units was worked on
independently at first and is discussed previously. The
pump was removed and replaced with the valve system.
[0166] In one embodiment of the integrated chip, the
chip is fabricated with a combination of PMMA for making
microfluidic channels and casting for embedding func-
tional elements (membranes/particles/gels). The plat-
form allows the use of both membrane and granule sen-
sor which are embedded within a screw. The platform
can be readily adopted for a wide range of applications
with minor customization.
[0167] In some embodiments of the integrated chip,
the reference electrode opening is placed after the sen-
sor. Also, the CEMs are placed closer together and after
the sensor. The depletion region was calibrated to be
under the AEM. Thus, no openings exist between the
filter layer of the pre-treatment unit and the sensor unit,
resulting in a very high capture of the target molecules.
[0168] In some embodiments, the integrated chip sys-
tem can be effectively used for separation of different
species as long as these two different species have dif-
ferent electrophoretic mobility. Different species are lo-
cated at different positions along the channel based on
the strength of the electrical field.
[0169] The combination of these components (pre-
treatment, pre-concentration, and sensing units) have
been arranged together on a chip that, when properly
automated, permits the whole testing procedure to be
concluded without any manual external manipulation. Pi-
pette tapes, membranes, tubings, resin, glues, and other
means have been used to implement the inventions here-
in. The result is a very low cost system.
[0170] The method of using the chip comprises: pro-
viding an integrated chip, loading a test sample into the
pre-treatment unit, establishing a stable baseline for the
sensor, and obtaining a first measurement After the first
measurement is obtained, the method further comprises
applying a DC field on the pre-treatment unit, extracting
all the negatively charged molecules from the pre-treat-
ment unit, localizing the charged molecules at the sensor.
In some embodiments, the method further comprises
bringing the other molecules from the channel to this re-
gion to improve the specificity or selectivity or sensitivity,

washing nonspecific molecules from the sensor, and ob-
taining a second measurement of the membrane sensor.
[0171] The analysis of the measurements results in the
determination that either there is no target, wherein the
curve is identical to the baseline or there was a target
and a difference between the baseline and sample curve
is observed.
[0172] Furthermore, the concentration of the target can
be estimated from the shift in the tops of the baseline and
target CVC.
[0173] A non-target, or nonspecific target, could be, for
example, a single strand and a complete mismatch from
the target probe, resulting in no change to the membrane
sensor. On the other hand, a target, which in some em-
bodiment could be, for example, microRNA from oral can-
cer, a change is detected, wherein the change can be
used to quantitate the amount of target molecule.
[0174] As described herein, each unit of the integrated
chip can be used as a standalone unit. The pre-treatment
unit may be used for the isolation of nucleic acids. One
application, for example, is the need to recover a bend
from gel electrophoresis. The pre-concentration unit can
be used to pre-concentrate the molecules in the chip,
resulting in a sample with very high concentrations with
a high ionic strength.
[0175] Additionally, the whole integrated chip can be
utilized to perform a complete test, with the use of the
concept of PCR amplification and membrane detection
or an alternative concept which is based pre-treatment,
pre-concentration, and specific detection.
[0176] This chip can be used with an instrument that
allows all the measurement automatically. The chip can
also be used to do multi-target detection. Examples in-
clude, but not limited to, multiple microRNAs for oral can-
cer detection or dengue, pancreatic cancer, bladder can-
cer, or breast cancer.

Structure & Method

[0177] The integrated microfluidic membrane sensing
technology disclosed herein is an automated process for
separating target nucleic acids of genetic material. This
includes microRNA (miRNA), RNA, and DNA or chains
of nucleic acids of varying length. This involves various
units that contribute to the separation, manipulation, con-
centration, and analysis of the target molecules.
[0178] The process steps for one embodiment of the
invention:

1. System washed & primed from buffer reservoir
into Inlet and through system until no air bubbles and
system full of buffer (>0.5 mL 0.1 x PBS)
2. Baseline measurement with step up current with
initial load of 0.0 mA, scan rate of 1.E-006 mA/sec-
ond, to a final load of 3.E-005 mA with measurements
every 0.5 seconds (total time 30 seconds and 60
data points), I-V curve is measured and recorded
3. A second wash similar to step 1 (0.5 mL w/ 0.1x
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PBS)
4. A second I-V curve measurement (repeat step 2)
5. A third wash (Repeat step 3)
6. A third I-V curve measurement (repeat step 2)
7. Display all I-V curves to verify they overlap, this
means chip and sensor are ready
8. Apply DC current with 202V in yellow V limited to
0.8 mA for 15 minutes
9. (this step may not be needed) Switch to orange V
applying 100-150V limited to 0.8 mA and wash sys-
tem
10. Wash system with high then low concentrations
of buffer (0.5 mL w/4x PBS then w/0.1x PBS)
11. Take I-V curve measurements (repeat step 2)
and record
12. Repeat step 3 (0.5 mL w/ 0.1x PBS)
13. Repeat step 11
14. Continue steps 12 & 13 until first section of I-V
curve overlaps with those in steps 2, 4, & 6
15. Measure shift in I-V curve
16. Algorithm determines quantity of target, pres-
ence of target (in the future the ratio of the target to
another reference target; three possible determina-
tions: 1-If target present, 2-Quantity of target, 3-Ratio
or relative quantity of target)
17. Algorithm determines presence of cancer, virus,
etc. and delivers report

Note: For multiple probe sensor units, steps 2-6 and
10-15 may be completed for each probe in the unit in a
sequential or parallel manner.
[0179] Electrolyte buffer is pumped from the buffer res-
ervoir through the inlet into the fluidics channel. All air
bubbles and potential debris are washed from chip into
the waste reservoir.
[0180] A current source gradually increases the amps
in a step up process through electrode in each sensor
unit and the measurement electrode reservoir. The step
up is set to increase at 1mA per second to a target of
30mA. The total time takes 30 seconds per sensor. Ref-
erence electrodes in each sensor and in the reference
electrode reservoir measure the change in voltage
across each sensor. Software records the changes. The
process is repeated three times for each sensor for a
total of 1.5 minutes per sensor. The recorded baseline
becomes the reference point to measure any change dur-
ing detection. The current step up process is controlled
by the same software that records the changes. After the
measurement the current is turned off.
[0181] A current is applied from the voltmeter through
the negative electrode in the pre-treatment unit and the
positive electrode in the concentration unit. This is a con-
stant of ∼200V (.8A). After about 15 minutes, 95% of the
target molecules at a femtomolar concentration have
been concentrated near the sensor and hybridization has
taken place. The current stops after the desired time.
[0182] A higher concentration of buffer solution is
pumped through the fluidics channel from the buffer res-

ervoir to wash the system. Then the original buffer con-
centration is pumped back into the system to restore the
original environment to the pre-baseline measurement
conditions.
[0183] The baseline measurement process is repeated
exactly as before. The shift in the curve generated is
measured. The amount of the shift is correlated to the
quantity of the target molecule.

Capabilities

[0184] The integrated chip realizes short run times with
a total time of 19-23 minutes; 2-3 minutes for steps 1-7,
15 minutes step 8, 2-5 minutes steps 9-17. Potential for
<15 minutes total following optimization. Sensitivity of
femtomolar in 100mL sample (greater sensitivity in larger
sample). Specificity of 2 in 26 base pairs (limits of PCR
are very similar according to Zdenek). Finally, single
probe sensor unit shown to detect miRNA, RNA, DNA,
e coli, dengue, and spiked miRNA targets.
[0185] When integrated into microfluidic chips, ion-se-
lective nanoporous polymer and solid-state membranes
can be used for on-chip pumping, pH actuation, analyte
concentration, molecular separation, reactive mixing,
and molecular sensing. They offer numerous functional-
ities and are hence superior to paper-based devices for
point-of-care biochips, with only slightly more investment
in lubrication and material costs required In this review,
the inventors first discuss the fundamentals of several
nonequilibrium ion current phenomena associated with
ion-selective membranes, many of them revealed by
studies with fabricated single nanochannels/nanopores.
The inventors then focus on how the plethora of phenom-
ena has been applied for transport, separation, concen-
tration, and detection of biomolecules on biochips.

Sample Preparation

[0186] There are four elements necessary to prepare
the sample for use in the integrated chip: 1) sample -
could be blood, serum, urine, mucus, tissue or any ma-
terial taken from the body, plant, organic material; 2) lysis
of cells - access to target molecules inside of cells, exo-
somes, or other items containing the target molecules;
3) dilution of sample - allows for separation and move-
ment; and 4) means of suspending the sample - solution
must be between the electrolyte fluid and the filter gel in
the pretreatment unit.

Control Unit

[0187] Figure 2 shows the units and components of
the system. A control unit houses the pump system, volt-
age/current source, analysis/results output, and the pro-
grammable controller. These automate the functions of
the integrated chip. The sample is inserted into the inte-
grated chip. The control unit automates all functions of
the integrated chip. The integrated chip is a disposable
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unit that is inserted into the control unit.
[0188] For a typical experiment, finger-pricked blood
sample will be drawn into a capillary and delivered to the
sample pre-treatment unit. After initial delivery of the
sample, the user will press a button on the diagnostic
instrument to carry out all the steps automatically. The
automated platform will then lyse the virus (if any), trans-
port and concentrate the nucleic acids and finally detect
it using the nanomembrane sensor using the methods
and units as described previously.

Claims

1. A system for quantifying target biomolecules in a
sample, the system comprising:

a control unit, comprising:

a pumping system comprising at least one
pump fluidly coupled to a fluidics system
comprising at least one fluidic channel,
wherein the at least one pump is configured
to generate fluid pressure and flow within
the fluidics system;
a voltage-current source;
an analysis-output module; and
a programmable controller, operably cou-
pled to and configured to control the pump-
ing system, the voltage-current source, and
the analysis-output module; and

an integrated chip configured to insert reversibly
into the control unit, and fluidly coupled to the
pumping system, electrically coupled to the volt-
age-current source, and operably coupled to the
analysis-output module, wherein the integrated
chip comprises:

a pre-treatment unit, comprising a fluid inlet
in fluid communication with the pumping
system, and a sample inlet, wherein the pre-
treatment unit comprises a pre-treatment
fluidic channel, at least two electrodes cou-
pled to the voltage-current source and con-
figured to generate an electric field within
the pre-treatment fluidic channel, and a mo-
lecular filter within the pre-treatment fluidic
channel, such that target biomolecules flow-
ing through the pre-treatment fluidic chan-
nel are separated by both charge and by
molecular weight;
a pre-concentration unit, comprising at least
two ion exchange membranes disposed
along a pre-concentration fluidic channel,
and at least two electrodes coupled to the
voltage-current source and configured to
generate an electric field within the pre-con-

centration fluidic channel, wherein the pre-
concentration fluidic channel is fluidly cou-
pled to the pre-treatment fluidic channel and
the pumping system, such that target bio-
molecules are concentrated within the pre-
concentration fluidic channel at a location
where opposing flow and electrophoretic
forces are substantially equivalent; and
a sensor unit comprising a first and a second
fluidic channel and an ion exchange mem-
brane disposed between said first and sec-
ond fluidic channels, wherein one of the flu-
idic channels is fluidly coupled to the pre-
concentration fluidic channel and the pump-
ing system, wherein the ion exchange mem-
brane is functionalized with a probe com-
plementary to the target biomolecule, and
a first pair of opposing electrodes positioned
within the first and second fluidic channels
on opposite sides of the ion exchange mem-
brane, wherein the first pair of opposing
electrodes are configured to apply an input
signal across the ion exchange membrane,
and a second pair of opposing electrodes
positioned within the first and second fluidic
channels on opposite sides of the ion ex-
change membrane, wherein the second
pair of opposing electrodes are configured
to measure an output signal.

2. The system of Claim 1, wherein the fluidic system
further comprises at least one fluid reservoir and at
least one waste reservoir.

3. The system of Claim 1, wherein the at least one pump
comprises an electroosmotic pump, a valve and sy-
ringe system, or both an electroosmotic pump and
a valve and syringe system.

4. The system of Claim 1, wherein the molecular filter
in the pre-treatment unit comprises a nanofilter, a
hydrogel, or a nanofilter and a hydrogel.

5. The system of Claim 1, wherein the pre-treatment
unit further comprises a cation exchange membrane
disposed along the pre-treatment fluidic channel.

6. A method for quantifying a target biomolecule in a
sample, using a system according to claim 1, the
method comprising:

introducing the sample to an integrated chip via
a sample inlet;
flowing the sample through a pre-treatment flu-
idic channel comprising a molecular filter and at
least two electrodes coupled to a voltage-cur-
rent source and configured to generate an elec-
tric field within the pre-treatment fluidic channel,
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wherein target biomolecules in the sample are
separated from other biomolecules by both
charge and by molecular weight;
flowing the separated target biomolecules
through a pre-concentration fluidic channel,
comprising at least two cation exchange mem-
branes disposed along the pre-concentration
fluidic channel, and at least two electrodes cou-
pled to a voltage-current source and configured
to generate an electric field within the pre-con-
centration fluidic channel, wherein target bio-
molecules are concentrated within the pre-con-
centration fluidic channel at a location where op-
posing flow and electrophoretic forces are sub-
stantially equivalent;
flowing the concentrated target biomolecules
through one of a first or a second fluidic channel
separated from one another by an ion exchange
membrane, wherein the ion exchange mem-
brane is functionalized with a probe complemen-
tary to the target biomolecule, and wherein the
ion exchange membrane and the target biomol-
ecule are oppositely charged;
applying current across the ion exchange mem-
brane to generate a current voltage curve
(CVC), wherein the shift of the CVC correlates
to a concentration of target biomolecules; and
detecting a change in electrical potential across
the ion exchange membrane, wherein the
change in electrical potential is related to the
target biomolecule binding to the probe, thereby
quantifying the target biomolecule.

7. The method of Claim 6, further comprising measur-
ing a shift in the limiting region or the overlimiting
region of the CVC, wherein the shift correlates to a
concentration of target biomolecule.

8. The method of claim 6, wherein the target biomole-
cule is a nucleic acid.

9. The method of claim 6, wherein the target biomole-
cule is a viral nucleic acid.

10. The method of claim 6, wherein the target biomole-
cule is a dengue virus nucleic acid.

Patentansprüche

1. System für die Quantifizierung von Zielbiomolekülen
in einer Probe, wobei das System Folgendes um-
fasst:

eine Steuereinheit, die Folgendes umfasst:

ein Pumpsystem, das mindestens eine
Pumpe umfasst, die fluidisch mit einem Flu-

idiksystem verbunden ist, das mindestens
einen fluidischen Kanal umfasst, wobei die
mindestens eine Pumpe zur Erzeugung ei-
nes Flüssigkeitsdrucks und Flusses inner-
halb des Fluidiksystems konfiguriert ist;
eine Spannungs-/Stromquelle;
ein Analyse-/Ausgangsmodul; und
eine programmierbare Steuerung, die funk-
tionsfähig mit dem Pumpensystem, der
Spannungs-/Stromquelle und dem Analy-
se-/Ausgangsmodul verbunden ist und zur
Steuerung dieser konfiguriert ist; und

einen integrierten Chip, der zur reversiblen Ein-
führung in die Steuereinheit konfiguriert ist und
fluidisch mit dem Pumpensystem verbunden ist,
elektrisch mit der Spannungs-/Stromquelle ver-
bunden ist und funktionsfähig mit dem Analy-
se-/Ausgangsmodul verbunden ist, wobei der
integrierte Chip Folgendes umfasst:

eine Vorbehandlungseinheit, die einen
Flüssigkeitseinlass in Flüssigkeitsverbin-
dung mit dem Pumpensystem und einen
Probeneinlass umfasst, wobei die Vorbe-
handlungseinheit Folgendes umfasst: ei-
nen fluidischen Vorbehandlungskanal, min-
destens zwei Elektroden, die mit der Span-
nungs-/Stromquelle verbunden sind und
zur Erzeugung eines elektrischen Felds in-
nerhalb des fluidischen Vorbehandlungska-
nals konfiguriert sind, und einen Molekular-
filter innerhalb des fluidischen Vorbehand-
lungskanals, sodass Zielbiomoleküle, die
durch den fluidischen Vorbehandlungska-
nal fließen, sowohl aufgrund der Ladung als
auch aufgrund des Molekulargewichts ge-
trennt werden;
eine Vorkonzentrationseinheit, die Folgen-
des umfasst: mindestens zwei Ionenaus-
tauschmembrane, die entlang eines fluidi-
schen Vorkonzentrationskanals angeord-
net sind, und mindestens zwei Elektroden,
die mit der Spannungs-/Stromquelle ver-
bunden sind und zur Erzeugung eines elek-
trischen Felds innerhalb des fluidischen
Vorkonzentrationskanals konfiguriert sind,
wobei der fluidische Vorkonzentrationska-
nal fluidisch mit dem fluidischen Vorbe-
handlungskanal und dem Pumpensystem
verbunden ist, sodass Zielbiomoleküle in-
nerhalb des fluidischen Vorkonzentrations-
kanals an einer Stelle konzentriert werden,
wo entgegengesetzter Fluss und elektro-
phoretische Kräfte im Wesentlichen gleich-
wertig sind; und
eine Sensoreinheit, die Folgendes umfasst:
einen ersten und einen zweiten fluidischen
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Kanal und eine Ionenaustauschmembran,
die zwischen dem ersten und zweiten flui-
dischen Kanal angeordnet ist, wobei einer
der fluidischen Kanäle fluidisch mit dem flu-
idischen Vorkonzentrationskanal und dem
Pumpensystem verbunden ist, wobei die Io-
nenaustauschmembran mit einer Sonde
funktionalisiert ist, die komplementär zum
Zielbiomolekül ist, und ein erstes Paar von
entgegengesetzten Elektroden, die inner-
halb des ersten und zweiten fluidischen Ka-
nals auf gegenüberliegenden Seiten der Io-
nenaustauschmembran positioniert sind,
wobei das erste Paar von entgegengesetz-
ten Elektroden zur Anwendung eines Ein-
gangssignals über die Ionenaustausch-
membran konfiguriert ist, und ein zweites
Paar von entgegengesetzten Elektroden,
die innerhalb des ersten und zweiten fluidi-
schen Kanals auf gegenüberliegenden Sei-
ten der Ionenaustauschmembran positio-
niert sind, wobei das zweite Paar von ent-
gegengesetzten Elektroden zur Messung
eines Ausgangssignals konfiguriert ist.

2. System nach Anspruch 1, wobei das fluidische Sys-
tem weiter mindestens einen Flüssigkeitsbehälter
und mindestens einen Abfallbehälter umfasst.

3. System nach Anspruch 1, wobei die mindestens eine
Pumpe eine elektroosmotische Pumpe, ein Ventil-
und Spritzensystem oder sowohl eine elektroosmo-
tische Pumpe als auch ein Ventil- und Spritzensys-
tem umfasst.

4. System nach Anspruch 1, wobei der Molekularfilter
in der Vorbehandlungseinheit einen Nanofilter, ein
Hydrogel oder einen Nanofilter und ein Hydrogel um-
fasst.

5. System nach Anspruch 1, wobei die Vorbehand-
lungseinheit weiter eine Kationenaustauschmemb-
ran umfasst, die entlang des fluidischen Vorbehand-
lungskanals angeordnet ist.

6. Verfahren für die Quantifizierung eines Zielbiomole-
küls in einer Probe unter Verwendung eines Systems
nach Anspruch 1, wobei das Verfahren Folgendes
umfasst:

Zuführen der Probe zu einem integrierten Chip
über eine Probeneinlass;
Fließen der Probe durch einen fluidischen Vor-
behandlungskanal, der Folgendes umfasst: ei-
nen Molekularfilter und mindestens zwei Elek-
troden, die mit einer Spannungs-/Stromquelle
verbunden sind und zur Erzeugung eines elek-
trischen Felds innerhalb des fluidischen Vorbe-

handlungskanals konfiguriert sind, wobei Zielbi-
omoleküle in der Probe von anderen Biomole-
külen aufgrund der Ladung als auch aufgrund
des Molekulargewichts getrennt werden;
Fließen der abgetrennten Zielbiomoleküle
durch einen fluidischen Vorkonzentrationska-
nal, der Folgendes umfasst: mindestens zwei
Kationenaustauschmembrane, die entlang des
fluidischen Vorkonzentrationskanals angeord-
net sind, und mindestens zwei Elektroden, die
mit einer Spannungs-/Stromquelle verbunden
sind und zur Erzeugung eines elektrischen
Felds innerhalb des fluidischen Vorkonzentrati-
onskanals konfiguriert sind, wobei Zielbiomole-
küle innerhalb des fluidischen Vorkonzentrati-
onskanals an einer Stelle konzentriert werden,
wo entgegengesetzter Fluss und elektrophore-
tische Kräfte im Wesentlichen gleichwertig sind;
Fließen der konzentrierten Zielbiomoleküle
durch einen von einem ersten und einem zwei-
ten fluidischen Kanal, die durch eine Ionenaus-
tauschmembran voneinander getrennt sind, wo-
bei die Ionenaustauschmembran mit einer Son-
de funktionalisiert ist, die komplementär zum
Zielbiomolekül ist, und wobei die Ionenaus-
tauschmembran und das Zielbiomolekül entge-
gengesetzt geladen sind;
Anlegen eines Stroms über die Ionenaustausch-
membran zur Erzeugung einer Strom-Span-
nung-Kurve (CVC), wobei die Verschiebung der
CVC mit einer Konzentration von Zielbiomole-
külen korreliert; und
Detektieren einer Änderung des elektrischen
Potenzials über der Ionenaustauschmembran,
wobei die Änderung des elektrischen Potenzials
mit dem Zielbiomolekül, das an die Sonde ge-
bunden ist, verbunden ist, wodurch das Zielbi-
omolekül quantifiziert wird.

7. Verfahren nach Anspruch 6, das weiter die Messung
einer Verschiebung in dem Grenzwertbereich oder
dem Grenzwertüberschreitungsbereich der CVC
umfasst, wobei die Verschiebung mit der Konzent-
ration von Zielbiomolekül korreliert.

8. Verfahren nach Anspruch 6, wobei das Zielbiomo-
lekül eine Nukleinsäure ist.

9. Verfahren nach Anspruch 6, wobei das Zielbiomo-
lekül eine virale Nukleinsäure ist.

10. Verfahren nach Anspruch 6, wobei das Zielbiomo-
lekül eine Nukleinsäure vom Dengue-Virus ist.

Revendications

1. Système pour la quantification de biomolécules ci-
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bles dans un échantillon, le système comprenant :

une unité de commande, comprenant :

un système de pompage comprenant au
moins une pompe couplée fluidiquement à
un système fluidique comprenant au moins
un canal fluidique, où l’au moins une pompe
est configurée pour générer une pression
et un écoulement de fluide au sein du sys-
tème fluidique ;
une source de tension-courant ;
un module d’analyse-sortie ; et
un dispositif de commande programmable,
couplé de manière fonctionnelle au systè-
me de pompage, à la source de tension-
courant et au module d’analyse-sortie, et
configuré pour les commander ; et

une puce intégrée configurée pour s’insérer de
manière réversible dans l’unité de commande,
et couplée fluidiquement au système de pom-
page, couplée électriquement à la source de
tension-courant, et couplée fonctionnellement
au module d’analyse-sortie, où la puce intégrée
comprend :

une unité de prétraitement, comprenant une
entrée de fluide en communication fluidique
avec le système de pompage, et une entrée
d’échantillon, où l’unité de prétraitement
comprend un canal fluidique de prétraite-
ment, au moins deux électrodes couplées
à la source de tension-courant et configu-
rées pour générer un champ électrique au
sein du canal fluidique de prétraitement, et
un filtre moléculaire au sein du canal fluidi-
que de prétraitement, de sorte que des bio-
molécules cibles s’écoulant à travers le ca-
nal fluidique de prétraitement sont séparées
à la fois par la charge et par le poids
moléculaire ;
une unité de préconcentration, comprenant
au moins deux membranes échangeuses
d’ions disposées le long d’un canal fluidique
de préconcentration, et au moins deux élec-
trodes couplées à la source de tension-cou-
rant et configurées pour générer un champ
électrique au sein du canal fluidique de pré-
concentration, où le canal fluidique de pré-
concentration est couplé fluidiquement au
canal fluidique de prétraitement et au sys-
tème de pompage, de sorte que des biomo-
lécules cibles sont concentrées au sein du
canal fluidique de préconcentration à un en-
droit où un écoulement et des forces élec-
trophorétiques opposés sont sensiblement
équivalents ; et

une unité de détection comprenant un pre-
mier et un deuxième canal fluidique et une
membrane échangeuse d’ions disposée
entre lesdits premier et deuxième canaux
fluidiques, où l’un des canaux fluidiques est
couplé fluidiquement au canal fluidique de
préconcentration et au système de pompa-
ge, où la membrane échangeuse d’ions est
fonctionnalisée avec une sonde complé-
mentaire de la biomolécule cible, et une pre-
mière paire d’électrodes opposées posi-
tionnées au sein des premier et deuxième
canaux fluidiques sur des côtés opposés de
la membrane échangeuse d’ions, où la pre-
mière paire d’électrodes opposées est con-
figurée pour appliquer un signal d’entrée à
travers la membrane échangeuse d’ions, et
une deuxième paire d’électrodes opposées
positionnées au sein des premier et deuxiè-
me canaux fluidiques sur des côtés oppo-
sés de la membrane échangeuse d’ions, où
la deuxième paire d’électrodes opposées
est configurée pour mesurer un signal de
sortie.

2. Système selon la revendication 1, où le système flui-
dique comprend en outre au moins un réservoir de
fluide et au moins un réservoir de déchets.

3. Système selon la revendication 1, où l’au moins une
pompe comprend une pompe électro-osmotique, un
système de soupape et de seringue, ou à la fois une
pompe électro-osmotique et un système de soupape
et de seringue.

4. Système selon la revendication 1, où le filtre molé-
culaire de l’unité de prétraitement comprend un na-
nofiltre, un hydrogel, ou un nanofiltre et un hydrogel.

5. Système selon la revendication 1, où l’unité de pré-
traitement comprend en outre une membrane
échangeuse de cations disposée le long du canal
fluidique de prétraitement.

6. Procédé pour la quantification d’une biomolécule ci-
ble dans un échantillon, à l’aide d’un système selon
la revendication 1, le procédé comprenant :

l’introduction de l’échantillon dans une puce in-
tégrée par une entrée d’échantillon ;
la mise en circulation de l’échantillon à travers
un canal fluidique de prétraitement comprenant
un filtre moléculaire et au moins deux électrodes
couplées à une source de tension-courant et
configurées pour générer un champ électrique
au sein du canal fluidique de prétraitement, où
des biomolécules cibles dans l’échantillon sont
séparées d’autres biomolécules à la fois par la
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charge et par le poids moléculaire ;
la mise en circulation des biomolécules cibles
séparées à travers un canal fluidique de précon-
centration, comprenant au moins deux membra-
nes échangeuses de cations disposées le long
du canal fluidique de préconcentration, et au
moins deux électrodes couplées à une source
de tension-courant et configurées pour générer
un champ électrique au sein du canal fluidique
de préconcentration, où des biomolécules cibles
sont concentrées au sein du canal fluidique de
préconcentration à un endroit où un écoulement
et des forces électrophorétiques opposés sont
sensiblement équivalents ;
la mise en circulation des biomolécules cibles
concentrées à travers un premier ou un deuxiè-
me canal fluidique séparés l’un de l’autre par
une membrane échangeuse d’ions, où la mem-
brane échangeuse d’ions est fonctionnalisée
avec une sonde complémentaire de la biomolé-
cule cible, et où la membrane échangeuse
d’ions et la biomolécule cible sont chargées de
manière opposée ;
l’application d’un courant à travers la membrane
échangeuse d’ions pour générer une courbe
courant-tension (CVC), où le déplacement de la
CVC est corrélé à une concentration de biomo-
lécules cibles ; et
la détection d’un changement de potentiel élec-
trique à travers la membrane échangeuse
d’ions, où le changement de potentiel électrique
est lié à la biomolécule cible se liant à la sonde,
quantifiant ainsi la biomolécule cible.

7. Procédé selon la revendication 6, comprenant en
outre la mesure d’un déplacement dans la région
limitante ou la région surlimitante de la CVC, où le
déplacement est corrélé à une concentration de bio-
molécule cible.

8. Procédé selon la revendication 6, où la biomolécule
cible est un acide nucléique.

9. Procédé selon la revendication 6, où la biomolécule
cible est un acide nucléique viral.

10. Procédé selon la revendication 6, où la biomolécule
cible est un acide nucléique du virus de la dengue.
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