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Description

Field of Invention

[0001] The present invention relates generally to lock-
out tagout devices, and more particularly to a valve as-
sembly comprising a lockout tagout device.

Background

[0002] Lockout tagout devices are used in a variety of
applications to lockout access to a component of a ma-
chine for example during maintenance to prevent release
of hazardous energy sources, whether chemical, hydrau-
lic, pneumatic or thermal. Following lockout, a warning
tag may be used to indicate that the energy isolating com-
ponent and the machine being controlled may not be op-
erated until the tag is removed and the component un-
locked. One such application may be a semiconductor
manufacturing machine in which the component may be
a valve that controls the flow of a gas or liquid to, from,
or in the machine. During maintenance, the valve may
be closed and the lines disconnected or purged to remove
hazardous energy contents.
[0003] Some existing lockout tagout devices have var-
ious shortcomings, drawbacks, and disadvantages rela-
tive to certain applications. For example, for valve appli-
cations the valve may require additional hardware to fa-
cilitate a lockout tagout. In some applications, the valve
may be locked out only in an open position. Accordingly,
there remains a need for further contributions in this area
of technology.
[0004] US 3,030,975 discloses the features of the pre-
amble of claims 1 and 7.

Summary of Invention

[0005] The present invention is directed to a lockout
tagout device that is incorporated into the structure of a
valve assembly and enables the valve assembly to be
locked out in a closed position. According to one aspect
of the invention, a valve assembly includes a valve hous-
ing; and a handle that is movable about an actuation axis
to actuate a valve actuator within the valve housing be-
tween an open position and a closed position. The handle
has a first opening and the valve housing has a second
opening. When the valve actuator is in the closed position
the first opening aligns with the second opening to enable
receipt of a lockout member that prevents movement of
the valve actuator from the closed position to the open
position.
[0006] Embodiments of the invention may include one
or more of the following additional features separately or
in combination.
[0007] When the valve actuator is in the open position
the first opening may be out of alignment with the second
opening.
[0008] The first and second openings may extend

transverse to the actuation axis. The first and second
openings may be oriented perpendicular to the actuation
axis.
[0009] The first and second openings may be oriented
at a non-zero angle relative to a horizontal plane perpen-
dicular to the actuation axis.
[0010] The non-zero angle may be about 2.5 to 3 de-
grees.
[0011] The valve actuator may be a multi-turn actuator.
[0012] The valve assembly may further include an in-
dicator stem configured for slidable movement relative
to the handle in response to movement of the handle.
The indicator stem has a third opening. When the valve
actuator is in the closed position the first opening aligns
with the third opening to enable receipt of the lockout
member to prevent movement of the valve actuator from
the closed position to the open position.
[0013] When the valve actuator is in the open position
the first opening may be out of alignment with the third
opening.
[0014] When the valve actuator is in the open position
the first and second openings may be out of alignment
with the third opening.
[0015] When the valve actuator is in the open position
the first opening may be out of alignment with the second
opening.
[0016] The indicator stem may have a cam that slides
through a vertically extending opening in a wall of the
handle as the handle moves to actuate the valve actuator
between the closed position and the open position.
[0017] The handle may have a pair of first openings at
opposite sides of the handle and the valve housing may
have a pair of second openings at opposite sides of the
valve housing. When the valve actuator is in the closed
position the pair of first openings, the pair of second open-
ings, and the third opening may be aligned to enable
receipt of the lockout member.
[0018] The first opening may angularly align with the
second opening about the actuation axis when the valve
actuator is in the closed position.
[0019] The position of the first opening when the valve
actuator is in the open position may be 90 degrees away
from the position of the first opening when the valve ac-
tuator is in the closed position.
[0020] The first opening may axially align with the sec-
ond opening along the actuation axis when the valve ac-
tuator is in the closed position.
[0021] When the valve actuator is in the open position
the first opening may be axially above the second open-
ing along the actuation axis.
[0022] The valve actuator may be a quarter turn actu-
ator.
[0023] As another feature, the valve assembly can be
locked out only when the valve actuator is in the closed
position.
[0024] The foregoing and other features of the inven-
tion are hereinafter described in greater detail with ref-
erence to the accompanying drawings.
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Brief Description of the Drawings

[0025]

Fig. 1 is a perspective view of an exemplary valve
assembly in accordance with the invention.
Fig. 2 is a right side end view of the Fig. 1 valve
assembly.
Fig. 3 is a cross sectional view of the Fig. 1 valve
assembly as viewed from the line 3-3 in Fig. 2, show-
ing the valve assembly in an open position.
Fig. 4 is a cross sectional view of the Fig. 1 valve
assembly as viewed from the line 3-3 in Fig. 2, but
with the valve assembly in a closed position.
Fig. 5 is a front elevational view of another exemplary
valve assembly in accordance with the invention.
Fig. 6 is a right side end view of the Fig. 5 valve
assembly.
Fig. 7 is a cross sectional view of the Fig. 5 valve
assembly as viewed from the line 7-7 in Fig. 6, show-
ing the valve assembly in an open position.
Fig. 8 is a cross sectional view of the Fig. 5 valve
assembly as viewed from the line 7-7 in Fig. 6, but
with the valve assembly in a closed position.

Detailed Description

[0026] While the present invention can take many dif-
ferent forms, for the purpose of promoting an understand-
ing of the principles of the invention, reference will now
be made to the embodiments illustrated in the drawings
and specific language will be used to describe the same.
It will nevertheless be understood that no limitation of the
scope of the invention is thereby intended. Any altera-
tions and further modifications of the described embod-
iments, and any further applications of the scope of the
invention as solely defined by the appended claims, are
contemplated as would normally occur to one skilled in
the art to which the invention relates.
[0027] Figs. 1-4 show an exemplary valve assembly
10 and lockout tagout device in accordance with one as-
pect of the invention. The illustrated valve assembly 10
includes a diaphragm type valve suitable for high purity
gas/fluid systems such as may be required in semicon-
ductor manufacturing applications. As will be appreciat-
ed, the valve assembly 10 and lockout tagout device are
not limited to the particular configuration shown in Figs.
1-4, and other embodiments are contemplated. For ex-
ample, the lockout tagout device may be used in con-
junction with other types of valve assemblies, as well as
in conjunction with components other than valves. Fur-
ther, although the illustrated valve assembly 10 is actu-
ated manually, it will be appreciated that the valve as-
sembly 10 may be controlled by other or additional types
of actuation, including for example electric, pneumatic
and/or hydraulic.
[0028] The valve assembly 10 includes a valve housing
18 that has an inlet port tube 20 and an outlet port tube

22 along a generally longitudinal axis X and a central
body 26 along a generally vertical axis Y. The central
body 26 includes a valve chamber 30 in which a valve
actuator 34 is supported for movement between closed
and open positions to respectively close and open the
valve assembly 10 as shown in Figs. 3 and 4. A handle
40 is coupled to the valve actuator 34 to move the valve
actuator 34 between the closed and open positions. An
indicator stem 38, in turn, is configured for slidable move-
ment relative to the handle 40 in response to movement
of the handle 40. The valve housing 18, the handle 40,
and the indicator stem 38 have respective openings 44,
46, 48 that can be moved into and out of alignment by
rotation of the handle 40. As will be described in greater
detail below, turning the handle 40 to move the valve
actuator 34 to a closed position has the effect of moving
the openings 44, 46, 48 into alignment. In such closed
state, as shown in Fig. 3, a lockout member such as a
lock 50 can be inserted through the openings 44, 46, 48
(and tagged if desired) to prevent unexpected or unau-
thorized access to the valve assembly 10, for example
during maintenance thereof. On the other hand, turning
the handle 40 to move the valve actuator 34 to any variety
of open positions has the effect of moving the openings
44, 46, 48 out of alignment. In such open states, as shown
for example in Fig. 4, the valve assembly 10 cannot be
locked out. In the illustrated embodiment of Figs. 1-4, the
valve assembly 10 can be locked out tagged out in the
closed positon, and the lockout tagout feature is incor-
porated into the valve assembly 10 itself.
[0029] Referring now in greater detail to Figs. 3 and 4,
the valve housing 18 includes a base plate 60 and a valve
body 64 mounted thereon. The valve body 64 includes
the inlet and outlet port tubes 20, 22, shown respectively
in the right and left in Figs. 3 and 4, and an intermediate
passage 66 forming a bottom portion of the valve cham-
ber 30. The central body 26 of the valve housing 18 in-
cludes a lower housing 70 and an upper housing 72,
which together define an upper portion of the valve cham-
ber 30. As will be appreciated, the intermediate passage
66 enables fluid communication between the inlet and
outlet port tubes 20, 22. As will further be appreciated,
either port tube 20 or 22 can function as an inlet or outlet
port tube. The valve housing 18 can be made of any
suitable material including polytetrafluoroethylene, stain-
less steel, or a hard thermoplastic such as ETFE or
PVDF.
[0030] The valve actuator 34, mounted within the
chamber 30, includes a diaphragm 80 that separates the
upper and lower portions of the valve chamber 30. The
diaphragm 80 is supported at its edge by the lower hous-
ing 70 above and the valve body 64 below. The dia-
phragm 80 includes a centrally located plug 82 and is
made of a suitable material such as PTFE, PFA, varia-
tions thereof, and/or other materials, to enable flexible
vertical movement of the plug 82 along the Y axis. The
plug 82 is adapted for sealing against a valve seat 88 of
the valve body 64. The plug 82 is moveable between the
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closed position (Fig. 3) and the open position (Fig. 4)
whereat fluid can flow from the inlet port tube 20, through
the intermediate passage 66, and to the outlet port tube
22.
[0031] The valve actuator 34 includes a piston 90 and
a piston driver 92. The piston 90 is mounted for slidable
movement along the Y axis within a bore 96 of the lower
housing 70. At its lower end, the piston 90 is fixedly con-
nected to the diaphragm 80 so that upward and down-
ward movement of the piston 90 causes upward and
downward flexure in the diaphragm 80 and correspond-
ing sealing and unsealing of the plug 82 relative to the
valve seat 88. At its upper end, the piston 90 has a driven
thread 100 that threadingly mates with a driver thread
102 of the piston driver 92. The piston driver 92 is sup-
ported for rotational movement by internal surfaces 110,
112, 114 in the lower and upper housings 70, 72. The
handle 40, in turn, is coupled to the upper end of the
piston driver 92, for example via a spline connection at
118, so that rotation of the handle 40 causes rotation of
the piston driver 92. Owing to the threaded coupling be-
tween the driven and driving threads 100, 102 of the re-
spective piston 90 and piston driver 92, clockwise and
counterclockwise rotation of the handle 40 serves to drive
the piston 90 respectively downward and upward, which,
in turn, urges the diaphragm 80 and plug 82 to respec-
tively close and open the valve assembly 10.
[0032] The indicator stem 38 has a lower portion that
sits within a cavity 126 in the top of the piston 90 and is
in slidable abutting contact with a bottom surface 128 of
the cavity 126. The indicator stem 38 extends through
an opening 130 in an upper wall 134 of the piston driver
92. The opening 130 provides sufficient clearance for the
indicator stem 38 to rotate within the opening 130 and
move axially through the opening 130 relative to the up-
per wall 134 of the piston driver 92. A biasing spring 140
is disposed between an upper wall 146 of the handle 40
and an upper ledge 148 of the indicator stem 38 to bias
the indicator stem 38 downward toward the bottom sur-
face 128 of the cavity 126. At its upper end, the indicator
stem 38 includes a tab 152 having an oblong rectangular
shape that twists slightly to form a spiral cam surface 154
from its lower portion 156 near the ledge 148 to its upper
distal end 158. The upper wall 146 of the handle 40 has
a correspondingly shaped opening 160 that enables slid-
ing and rotating, or twisting, of the cam 154 of the tab
152 therethrough. As will be appreciated, as the handle
40 and accordingly the piston driver 92 are rotated to
move the piston 90 axially upward along the Y axis, for
example from the closed position in Fig. 3 to the open
position in Fig. 4, the piston 90, as it overcomes the bias
in the spring 140, urges the indicator stem 38 upwardly
through the opening 130 in the piston driver 92. As the
indicator stem 38 is urged upwardly, the cam 154 of the
tab 152 slides along the inside surface of the opening
160 in the upper wall 146 of the handle 40, which has
the effect of rotating the tab 152 and therefore the indi-
cator stem 38 as the tab 152 slides through the opening

160. As shown in Fig. 4, in the open position, the tab 152
of the indicator stem 38 projects above the upper wall
146 of the handle 40, thus serving to indicate that the
valve assembly 10 is open.
[0033] As best seen in Fig. 4, the indicator stem 38
further includes the opening 48. The opening 48 extends
transverse to the axis of vertical movement of the indi-
cator stem 38, that is transverse to the Y axis in the illus-
trated embodiment. As best seen in Fig. 3, the opening
48 may be at a slight angle A relative to a horizontal plane
P that is parallel to the longitudinal axis X. In the illustrated
embodiment, the angle A is about 2.5 to 3 degrees.
[0034] The valve housing 18 and handle 40 likewise
include openings 44, 46 that extend transverse to the Y
axis. The openings 44, 46 in the illustrated embodiment
are likewise oriented at an angle A of about 2.5 to 3 de-
grees relative to the horizontal plane P. The openings 44
in the valve housing 18 are disposed at opposite sides
of the valve assembly 10 in the upper portion 72 of the
valve housing 18. In the illustrated embodiment, the
openings 44 are disposed at the left and right sides of
the housing as viewed in Figs. 3 and 4; in other words,
180 degrees apart when viewed looking down the Y axis,
or respectively above the inlet and outlet port tubes 20,
22 of the valve assembly 10. The openings 46 in the
handle 40 are disposed at opposite sides of the handle
40. In the illustrated embodiment, the openings 46 are
positioned 180 degrees apart from a view down the Y
axis. Rotation of the handle 40 causes the openings 46
in the handle 40 to move into and out of alignment, both
angularly about the Y axis and axially along the Y axis,
with the openings 44 in the valve housing 18, and into
and out of angular and axial alignment with the opening
48 in the indicator stem 38. The openings 44, 46, 48 are
suitably sized to receive a lockout member 50, for exam-
ple the shackle of a lock.
[0035] Figs. 3 and 4 show the valve assembly 10 in
respective closed and open positions. As shown in Fig.
3, turning the handle 40 to close the valve assembly 10
positions the openings 46 in the handle 44 into angular
and axial alignment with the openings 44 in the valve
housing 18, and into angular and axial alignment with the
opening 48 in the indicator stem 38. In Fig. 3, the open-
ings 44, 46, 48 align along an alignment axis L. As will
be appreciated, the alignment axis L corresponds to the
angle A at which the openings 44, 46, 48 are disposed
in the respective housing 18, handle 40, and indicator
stem 38, which in the illustrated embodiment is about 2.5
to 3 degrees relative to the horizontal plane P. With the
openings 44, 46, 48 so aligned, a lockout member such
as the lock 50 can be inserted through the openings 44,
46, 48. As will be appreciated, the shackle of the lock 50
prevents rotational movement of the handle 40 and thus
locks the valve assembly 10 in the closed positioned.
The lockout member 50 can prevent unexpected or un-
authorized access to the valve assembly 10, for example
during maintenance thereof. The lockout member 50 can
be tagged for appropriate identification of a lockout pro-
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cedure or the like.
[0036] The valve assembly 10 can be opened by re-
moving the lockout member 50 and turning the handle
40. Turning the handle 40 for example to the position
shown in Fig. 4 urges the piston 90 and indicator stem
38 upward along the Y axis. It is noted that in the Fig. 4
open position, which is a 360 degrees turn of the handle
40 from the closed position, the openings 46 in the handle
40 are in angular and axial alignment with the openings
44 in the valve housing 18. However, as the indicator
stem 38 is urged upward, the tab 152 of the indicator
stem 38 slides through the opening 160 in the upper wall
146 of the handle 40 and, owing to the tab’s spiral cam
surface 154, rotates the indicator stem 38. As such, the
opening 48 in the indicator stem 38 rises above and thus
out of axial alignment with the openings 46 in the handle
40 and the openings 44 in the valve housing 18. As will
be appreciated, turning the handle 40 to any open posi-
tion for example as shown in Fig. 4 has the effect of mov-
ing the opening 48 in the indicator stem 38 out of axial
alignment along the Y axis with the openings 46 in the
handle 40 and the openings 44 in the valve housing 18.
As the openings 44, 46, 48 are out of alignment, the valve
assembly 10 cannot be locked for example by the lockout
member 50. Attempts to insert a lockout member 50 will
be obstructed by for example the outer wall of the handle
40 or the body of the indicator stem 38. The tab 152,
projecting upward relative to the upper wall 146 of the
handle 40, serves as an indicator that the valve assembly
10 is open and unable to be locked.
[0037] The handle 40 can be turned to other open po-
sitions as well, for example, to 90 degrees or 180 degrees
from the closed position. At 90 degrees, the outer wall of
the handle 40 angularly between the openings 46 of the
handle 40 blocks the openings 44 in the valve housing
18 and thus prevents insertion of a lockout member 50.
At 180 degrees, the openings 46 in the handle 40 switch
sides such that instead of the openings 46 declining from
left to right in Fig. 3 (where the openings 46 are in align-
ment with the openings 44, 48 to permit lockout) the open-
ings 46 incline from left to right. As such, the center of
the left side opening 46 in the handle 40 falls below and
thus out of axial alignment with the center of the left side
opening 44 in the valve housing 18, and the center of the
right side opening 46 in the handle 40 rises above and
thus out of axial alignment with the center of the right
side opening 44 in the valve housing 18, thus causing
the openings 46 in the handle 40 to be out of axial align-
ment along the Y axis with the openings 44 in the valve
housing 18, and preventing insertion of a lockout member
50.
[0038] The valve assembly 10 of Figs. 1-4 may be a
multi-turn actuation type valve assembly. For such a
valve assembly, the handle 40 can be turned greater than
360 degrees between the closed position and any
number of open positions. It will be appreciated that for
such a multi-turn actuation type valve the openings 46 in
the handle 40 will angularly and axially align with the

openings 44 in the valve housing 18 every 360 degrees,
or full, turn of the handle 40 from the closed position. As
noted above, however, when the valve assembly 10 is
opened to such a 360 degrees position, although the
openings 46 in the handle 40 align with the openings 44
in the valve housing 18, the opening 48 in the indicator
stem 38 does not. The indicator stem 38, rather, is in a
raised position for example as shown in Fig. 4, with its
opening 48 axially above and thus out of axial alignment
with the openings 46 in the handle 40 and the openings
44 in the valve housing 18. As such, attempts to insert a
locking member 50, although capable of passing through
the aligned openings 44, 46 in the handle 40 and valve
housing 18, will nonetheless be obstructed by the body
of the indicator stem 38. Thus, the valve assembly 10 of
Figs. 1-4 having such an indicator stem 38 can only be
locked out when the valve assembly 10 is in the closed
position; in the open position, the indicator stem 38 will
not permit locking, and misalignment in the openings 46
in the handle 40 relative to the openings 44 in the valve
housing 18 will also not permit locking.
[0039] It will be appreciated that the valve assembly
10 need not be limited to the configuration shown in Figs.
1-4, and other embodiments are contemplated. For ex-
ample, the valve assembly 10 may be a partial turn ac-
tuation type valve in which the handle 40 and the valve
actuator 34 are only partially rotatable, that is less than
360 degrees, in moving the valve assembly from a closed
position to a fully open position. For such a partial turn
actuation type valve, in the closed position, the openings
44, 46, 48 align along the alignment axis L to permit lock-
out. In an open position, however, that is with the handle
40 turned to for example 90 degrees or 180 degrees, the
openings 46 in the handle 40 move out of angular and
axial alignment with the openings 44 in the valve housing
18 and the opening 48 in the indicator stem 38, thus pre-
venting lockout. It will be appreciated that for such a par-
tial turn actuation type valve, the indicator stem 38 can
be omitted, since the handle 40 alone can enable lockout
in the closed position and prevent lockout in the open
positions. Thus, where the valve assembly 10 is struc-
tured as a partial turn actuation type valve, here too the
valve assembly 10 can only be locked out in the closed
position; in the open position, misalignment in the open-
ings 46 in the handle 40 relative to the openings 44 in
the valve housing 18 will not permit locking. The indicator
stem 38, if provided in such a partial actuation type valve,
will also not permit locking in the open position.
[0040] The valve assembly 10 of Figs. 1-4 has its open-
ings 44, 46, 48 each disposed at an angle A of 2.5 to 3
degrees relative to the horizontal plane P. It will be ap-
preciated that the valve assembly 10 need not be limited
as such. In an embodiment, the openings 44, 46, 48 may
be oriented at an angle of zero degrees relative to the
horizontal plane P, that is perpendicular to the Y axis.
For such a valve, the openings 46 in the handle 40 will
angularly and axially align with the openings 44 in the
valve housing 18 every 180 degrees, or half, turn of the
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handle 40. When the valve assembly 10 is closed, the
openings 44, 46, 48 will angularly and axially align with
one another, that is horizontally align for an angle A of
zero degrees, to permit insertion of a lockout member
50. When the valve assembly 10 is opened as by turning
the handle 40 for example 180 degrees, however, al-
though the openings 46 in the handle 40 align with the
openings 44 in the valve housing 18 where the angle A
is zero degrees, the opening 48 in the indicator stem 38
does not. As the handle 40 is turned to open the valve,
the indicator stem 38 and its opening 48 rise above and
thus out of axial alignment with the openings 46 in the
handle 40 and the openings 44 in the valve housing 18.
As such, attempts to insert a locking member 50, al-
though capable of passing through the aligned openings
44, 46 in the handle 40 and valve housing 18, will none-
theless be obstructed by the body of the indicator stem
38. Thus, where the valve assembly 10 is structured such
that the angle A is zero, here too the valve assembly 10
can only be locked out in the closed position; in the open
position, the indicator stem 38 will not permit locking.
Misalignment in the openings 46 in the handle 40 relative
to the openings 44 in the valve housing 18 will also not
permit locking.
[0041] Turning now to Figs. 5-8, another exemplary
embodiment of a valve assembly 210 is illustrated. The
valve assembly 210 of Figs. 5-8 is in many respects sim-
ilar to the above-referenced valve assembly 10 of Figs.
1-4, and consequently the same reference numerals but
indexed by 200 are used to denote structures corre-
sponding to similar structures in the valve assembly 10.
In addition, the foregoing description of the valve assem-
bly 10 of Figs. 1-4 is equally applicable to the valve as-
sembly 210 of Figs. 5-8 except as noted below. Moreover,
it will be appreciated upon reading and understanding
the specification that aspects of the valve assemblies 10,
210 may be substituted for one another or used in con-
junction with one another where applicable.
[0042] The valve assembly 210 includes a valve hous-
ing 218 that has an inlet port tube 220 and an outlet port
tube 222 along a generally longitudinal axis X and a cen-
tral body 226 along a generally vertical axis Y. The central
body 226 includes a valve chamber 230 in which a valve
actuator 234 is supported for movement between open
and closed positions to respectively open and close the
valve assembly 210 as shown in Figs. 7 and 8. A handle
240 is coupled to the valve actuator 234 to move the
valve actuator 234 between the open and closed posi-
tions. The valve housing 218 and the handle 240 have
respective openings 244, 246 that can be moved into and
out of alignment by rotation of the handle 240. As will be
described in greater detail below, turning the handle 240
to move the valve actuator 234 to a closed position has
the effect of moving the openings 244, 246 into alignment.
In such closed state, as shown in Fig. 8, a lockout member
such as a lock (as shown in Figs. 1-3) can be inserted
through the openings 244, 246 (and tagged if desired) to
prevent unexpected or unauthorized access to the valve

assembly 210, for example during maintenance thereof.
On the other hand, turning the handle 240 to move the
valve actuator 234 to any variety of open positions has
the effect of moving the openings 244, 246 out of align-
ment. In such open states, as shown for example in Fig.
7, the valve assembly 210 cannot be locked out. In the
illustrated embodiment of Figs. 5-8, the valve assembly
210 can be locked out tagged out in the closed positon,
and the lockout tagout feature is incorporated into the
valve assembly 210 itself.
[0043] Referring now in greater detail to Figs. 7 and 8,
the valve housing 218 includes a base plate 260 and a
valve body 264 mounted thereon. The valve body 264
includes the inlet and outlet port tubes 220, 222, shown
respectively in the left and right in Figs. 7 and 8, and an
intermediate passage 266 forming a bottom portion of
the valve chamber 230. The central body 226 of the valve
housing 218 includes a lower housing 270 and an upper
housing 272, which together define an upper portion of
the valve chamber 230. As will be appreciated, the inter-
mediate passage 266 enables fluid communication be-
tween the inlet and outlet port tubes 220, 222. As will
further be appreciated, either port tube 220 or 222 can
function as an inlet or outlet port tube. The valve housing
218 can be made of any suitable material including pol-
ytetrafluoroethylene, stainless steel, or a hard thermo-
plastic such as ETFE or PVDF.
[0044] The valve actuator 234, mounted within the
chamber 230, includes a diaphragm 280 that separates
the upper and lower portions of the valve chamber 230.
The diaphragm 280 is supported at its edge by the lower
housing 270 above and the valve body 264 below. The
diaphragm 280 includes a centrally located plug 282 and
is made of a suitable material such as PTFE, PFA, var-
iations thereof, and/or other materials, to enable flexible
vertical movement of the plug 282 along the Y axis. The
plug 282 is adapted for sealing against a valve seat 288
of the valve body 264. The plug 282 is moveable between
the open position (Fig. 7) and the closed position (Fig. 8)
whereat fluid can flow from the inlet port tube 220, through
the intermediate passage 266, and to the outlet port tube
222.
[0045] The valve actuator 234 includes a piston 290
and a piston driver 292. The piston 290 is mounted for
slidable movement along the Y axis within a bore 296 of
the lower housing 270. At its lower end, the piston 290
is fixedly connected to the diaphragm 280 so that upward
and downward movement of the piston 290 causes up-
ward and downward flexure in the diaphragm 280 and
corresponding sealing and unsealing of the plug 282 rel-
ative to the valve seat 284. At its upper end, the piston
290 abuts the piston driver 292. The piston driver 292 is
mounted for slidable movement along the Y axis within
a bore 298 of the upper housing 272. The handle 240, in
turn, is coupled to the upper end of the piston driver 292.
The handle 240 is axially and rotatably movable within
an opening 304 in the upper housing 272. A biasing
spring 340 is disposed between an outer ledge 346 of
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the piston 290 and an upwardly facing annular surface
348 of the lower housing 270 to bias the piston 290 and
the piston driver 292 upward toward the bottom of the
handle 240. The upper housing 272 has an interior ramp
or cammed surface 350. The piston driver: 292 has a
corresponding exterior ramp or cammed surface 352 that
slides angularly upward and downward against the inte-
rior cammed surface 350 as the handle 240 and piston
driver 292 are rotated. As will be appreciated, owing to
the sliding surface contact between the cammed surface
352 of the piston driver 292 and the cammed surface 350
of the upper housing 272, and the upward bias of the
spring 340, clockwise and counterclockwise rotation of
the handle 240 serves to drive the piston driver 292 and
the piston 290 respectively downward and upward,
which, in turn, urges the diaphragm 280 and plug 282 to
respectively close and open the valve assembly 210. The
driver piston 292 and upper housing 272 can include co-
operating notches or the like that provide a tactile indi-
cation and slight resistance to rotation of the handle 292
into and out of the closed position.
[0046] The valve housing 218 and handle 240 each
include an opening 244, 246 that extends transverse to
the Y axis. The openings 244, 246 in the illustrated em-
bodiment are oriented at an angle of zero degrees relative
to a horizontal plane that is parallel to the longitudinal
axis X. In other words, the openings 244, 246 are oriented
perpendicular to the Y axis. The openings 244, 246 are
suitably sized to receive a lockout member 50, for exam-
ple the shackle of a lock (as shown in Figs. 1-3 for ex-
ample).
[0047] Figs. 7 and 8 show the valve assembly 210 in
respective open and closed positions. Referring first to
Fig. 8, turning the handle 240 to close the valve assembly
210 causes the handle 240 to move downward along the
Y axis and to rotate about the Y axis, owing to the thread-
ed coupling between the handle 240 and the internal
thread 304 of the upper housing 272. The downward
movement of the handle 240 along the Y axis has the
effect of axially lowering the opening 246 in the handle
240 to the Y axis height of the opening 244 in the valve
housing 218. The rotational movement of the handle 240
about the Y axis has the effect of moving the opening
246 in the handle 240 into angular alignment with the
opening 244 in the valve housing 218. With the openings
244, 246 so aligned, a lockout member such as the lock
50, can be inserted through the openings 244, 246. As
will be appreciated, the shackle of the lock 50 prevents
rotational movement of the handle 240 and thus locks
the valve assembly 210 in the closed positioned. The
lockout member 50 can prevent unexpected or unauthor-
ized access to the valve assembly 210, for example dur-
ing maintenance thereof. The lockout member 50 can be
tagged for appropriate identification of a lockout proce-
dure or the like. As will be appreciated, for such a quarter
turn actuation type valve, the valve assembly 210 can
only be locked out in the closed position.
[0048] The valve assembly 210 can be opened by re-

moving the lockout member 50 and turning the handle
240. Turning the handle 240 to open the valve assembly
210 causes the handle 240 to move upward along the Y
axis and to rotate about the Y axis, again owing to the
sliding surface contact between the cammed surface 352
of the piston driver 292 and the cammed surface 350 of
the upper housing 272, and the upward bias of the spring
340. The upward movement of the handle 240 along the
Y axis has the effect of raising the opening 246 in the
handle 240 to above the Y axis height of the opening 244
in the valve housing 218. The rotational movement of the
handle 240 about the Y axis has the effect of rotating the
opening 246 in the handle 240 out of angular alignment
with the opening 244 in the valve housing 218. As will be
appreciated, turning the handle 240 to any open position
for example as shown in Fig. 7 has the effect of moving
the opening 246 in the handle 240 out of axial and angular
alignment with the opening 244 in the valve housing 218.
As the openings 244, 246 are out of alignment, the valve
assembly 210 cannot be locked for example by the lock-
out member 50. Attempts to insert a lockout member 50
will be obstructed by the outer wall of the handle 240.
[0049] In the embodiment of Figs. 5-8, the valve as-
sembly 210 is a quarter turn type valve and the alignment
of the openings 244, 246 follows such quarter turn
scheme. Thus, the handle 240 is rotated a quarter turn,
or 90 degrees, counterclockwise about the Y axis to urge
the valve actuator 234 from the closed position in Fig. 8
to the open position in Fig. 7, thereby opening the valve
assembly 210. As the handle 240 is rotated a quarter
turn counterclockwise, the axis H of the opening 246 in
the handle 240 likewise rotates a quarter turn to a position
at right angles, that is 90 degrees, relative to the axis V
of the opening 244 in the valve housing 218. Similarly,
the handle 240 is rotated a quarter turn, or 90 degrees,
clockwise about the Y axis to urge the valve actuator 234
from the open position in Fig. 7 to the closed position in
Fig. 8, thereby closing the valve assembly 210. As the
handle 240 is rotated a quarter turn clockwise, the axis
H of the opening 246 in the handle 240 likewise rotates
a quarter turn to align with the axis V of the opening 244
in the valve housing 218.
[0050] Although the invention has been shown and de-
scribed with respect to a certain embodiment or embod-
iments, it is obvious that equivalent alterations and mod-
ifications will occur to others skilled in the art upon the
reading and understanding of this specification and the
annexed drawings. In particular regard to the various
functions performed by the above described elements
(components, assemblies, devices, compositions, etc.),
the terms (including a reference to a "means") used to
describe such elements are intended to correspond, un-
less otherwise indicated, to any element which performs
the specified function of the described element (i.e., that
is functionally equivalent), even though not structurally
equivalent to the disclosed structure which performs the
function in the herein illustrated exemplary embodiment
or embodiments of the invention. In addition, while a par-
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ticular feature of the invention may have been described
above with respect to only one or more of several illus-
trated embodiments, such feature may be combined with
one or more other features of the other embodiments, as
may be desired and advantageous for any given or par-
ticular application.

Claims

1. A valve assembly (210), comprising:

a valve housing (218); and
a handle (240) that is movable about an actua-
tion axis to actuate a valve actuator (234) within
the valve housing (218) between an open posi-
tion and a closed position;
wherein the handle (240) has a first opening
(246) and the valve housing (218) has a second
opening (244), wherein when the valve actuator
(234) is in the closed position the first opening
(246) aligns with the second opening (244) to
enable receipt of a lockout member (50) that pre-
vents movement of the valve actuator (234) from
the closed position to the open position;
characterized in that the valve actuator (234)
is a multi-turn actuator;
in which the open position of the multi-turn ac-
tuator (234) includes rotational amounts of 360
degrees and greater than 360 degrees from the
closed position.

2. The valve assembly of claim 1, wherein the handle
(240) has a pair of first openings (246) at opposite
sides of the handle (240) and the valve housing (218)
has a pair of second openings (244) at opposite sides
of the valve housing (218), and wherein when the
valve actuator (234) is in the closed position the pair
of first openings (246) and the pair of second open-
ings (244) are aligned to enable receipt of the lockout
member (50).

3. The valve assembly of claim 1, wherein the first and
second openings (246, 244) extend transverse to
the actuation axis.

4. The valve assembly of claim 3, wherein the first and
second openings (246, 244) are oriented perpendic-
ular to the actuation axis.

5. The valve assembly of claim 3, wherein the first and
second openings (246, 244) are oriented at a non-
zero angle relative to a horizontal plane perpendic-
ular to the actuation axis.

6. The valve assembly of claim 5, wherein the non-zero
angle is about 2.5 to 3 degrees.

7. A valve assembly (10), comprising:

a valve housing (18); and
a handle (40) that is movable about an actuation
axis to actuate a valve actuator (34) within the
valve housing (18) between an open position
and a closed position;
wherein the handle (40) has a first opening (46)
and the valve housing (18) has a second open-
ing (44), wherein when the valve actuator (34)
is in the closed position the first opening (46)
aligns with the second opening (44) to enable
receipt of a lockout member (50) that prevents
movement of the valve actuator (34) from the
closed position to the open position;
charactised in that the valve assembly compris-
es:

an indicator stem (38) configured for slida-
ble movement relative to the handle (40) in
response to movement of the handle (40);
wherein the indicator stem (38) has a third
opening (48), wherein when the valve actu-
ator (34) is in the closed position the first
opening (46) aligns with the third opening
(48) to enable receipt of the lockout member
(50) to prevent movement of the valve ac-
tuator (34) from the closed position to the
open position.

8. The valve assembly of claim 7, wherein when the
valve actuator (34) is in the open position the first
opening (46) is out of alignment with the third opening
(48).

9. The valve assembly of claim 7, wherein when the
valve actuator (34) is in the open position the first
and second openings (46, 44) are out of alignment
with the third opening (48).

10. The valve assembly of claim 7, wherein when the
valve actuator (34) is in the open position the first
opening (46) is out of alignment with the second
opening (44).

11. The valve assembly of claim 7, wherein the indicator
stem (38) has a cam (154) that slides through a ver-
tically extending opening (160) in a wall (146) of the
handle (40) as the handle (40) moves to actuate the
valve actuator (34) between the closed position and
the open position.

12. The valve assembly of claim 7, wherein the handle
(40) has a pair of first openings (46) at opposite sides
of the handle (40) and the valve housing (18) has a
pair of second openings (44) at opposite sides of the
valve housing (18), and wherein when the valve ac-
tuator (34) is in the closed position the pair of first
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openings (46), the pair of second openings (44), and
the third opening (48) are aligned to enable receipt
of the lockout member (50).

13. The valve assembly of claim 1, wherein the first
opening (246) angularly aligns with the second open-
ing (244) about the actuation axis when the valve
actuator (234) is in the closed position.

14. The valve assembly of claim 1, wherein the position
of the first opening (246) when the valve actuator
(234) is in the open position is 90 degrees away from
the position of the first opening (246) when the valve
actuator (234) is in the closed position.

15. The valve assembly of claim 1, wherein the first
opening (246) axially aligns with the second opening
(244) along the actuation axis when the valve actu-
ator (234) is in the closed position.

Patentansprüche

1. Ventilbaugruppe (120), umfassend:

ein Ventilgehäuse (218); und
einen Griff (240), der um eine Betätigungsachse
beweglich ist, um eine Ventilbetätigungsvorrich-
tung (234) innerhalb des Gehäuses (218) zwi-
schen einer offenen Position und einer ge-
schlossenen Position zu betätigen;
wobei der Griff (240) eine erste Öffnung (246)
aufweist und das Ventilgehäuse (218) eine
zweite Öffnung (244) aufweist, wobei sich, wenn
die Ventilbetätigungsvorrichtung (234) in der ge-
schlossenen Position ist, die erste Öffnung
(246) an der zweiten Öffnung (244) ausrichtet,
um die Aufnahme eines Aussperrglieds (50) zu
ermöglichen, das eine Bewegung der Ventilbe-
tätigungsvorrichtung (234) aus der geschlosse-
nen Position zur offenen Position verhindert;
dadurch gekennzeichnet, dass die Ventilbe-
tätigungsvorrichtung (234) ein Drehantrieb ist;
wobei die offene Position des Drehantriebs
(234) Drehbeträge von 360 Grad und mehr als
360 Grad von der geschlossenen Position be-
inhaltet.

2. Ventilbaugruppe nach Anspruch 1, wobei der Griff
(240) ein Paar erste Öffnungen (246) auf gegenü-
berliegenden Seiten des Griffs (240) aufweist und
das Ventilgehäuse (218) ein Paar zweite Öffnungen
(244) auf gegenüberliegenden Seiten des Ventilge-
häuses (218) aufweist, und wobei, wenn die Ventil-
betätigungsvorrichtung (234) in der geschlossenen
Position ist, das Paar erste Öffnungen (246) und das
Paar zweite Öffnungen (244) aneinander ausgerich-
tet sind, um eine Aufnahme des Aussperrglieds (50)

zu ermöglichen.

3. Ventilbaugruppe nach Anspruch 1, wobei die ersten
und zweiten Öffnungen (246, 244) quer zur Betäti-
gungsachse verlaufen.

4. Ventilbaugruppe nach Anspruch 3, wobei die ersten
und zweiten Öffnungen (246, 244) senkrecht zur Be-
tätigungsachse ausgerichtet sind.

5. Ventilbaugruppe nach Anspruch 3, wobei die ersten
und zweiten Öffnungen (246, 244) in einem Winkel
ungleich Null bezüglich einer horizontalen Ebene
senkrecht zur Betätigungsachse ausgerichtet sind.

6. Ventilbaugruppe nach Anspruch 5, wobei der Winkel
ungleich Null ungefähr 2,5 bis 3 Grad beträgt.

7. Ventilbaugruppe (10), umfassend:

ein Ventilgehäuse (18); und
einen Griff (40), der um eine Betätigungsachse
beweglich ist, um eine Ventilbetätigungsvorrich-
tung (34) innerhalb des Gehäuses (18) zwi-
schen einer offenen Position und einer ge-
schlossenen Position zu betätigen;
wobei der Griff (40) eine erste Öffnung (46) auf-
weist und das Ventilgehäuse (18) eine zweite
Öffnung (44) aufweist, wobei sich, wenn die
Ventilbetätigungsvorrichtung (34) in der ge-
schlossenen Position ist, die erste Öffnung (46)
an der zweiten Öffnung (44) ausrichtet, um die
Aufnahme eines Aussperrglieds (50) zu ermög-
lichen, das eine Bewegung der Ventilbetäti-
gungsvorrichtung (34) aus der geschlossenen
Position zur offenen Position verhindert;
dadurch gekennzeichnet, dass die Ventilbau-
gruppe umfasst:

einen Indikatorschaft (38), der zur gleitba-
ren Bewegung bezüglich des Griffs (40) in
Reaktion auf eine Bewegung des Griffs (40)
konfiguriert ist;
wobei der Indikatorschaft (38) eine dritte
Öffnung (48) aufweist, wobei sich, wenn die
Ventilbetätigungsvorrichtung (34) in der ge-
schlossenen Position ist, die erste Öffnung
(46) an der dritten Öffnung (48) ausrichtet,
um Aufnahme des Aussperrglieds (50) zum
Verhindern von einer Bewegung der Ventil-
betätigungsvorrichtung (34) aus der ge-
schlossenen Position zur offenen Position
zu ermöglichen.

8. Ventilbaugruppe nach Anspruch 7, wobei, wenn die
Ventilbetätigungsvorrichtung (34) in der offenen Po-
sition ist, die erste Öffnung (46) außer Ausrichtung
mit der dritten Öffnung (48) ist.
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9. Ventilbaugruppe nach Anspruch 7, wobei, wenn die
Ventilbetätigungsvorrichtung (34) in der offenen Po-
sition ist, die ersten und zweiten Öffnungen (46, 44)
außer Ausrichtung mit der dritten Öffnung (48) sind.

10. Ventilbaugruppe nach Anspruch 7, wobei, wenn die
Ventilbetätigungsvorrichtung (34) in der offenen Po-
sition ist, die erste Öffnung (46) außer Ausrichtung
mit der zweiten Öffnung (44) ist.

11. Ventilbaugruppe nach Anspruch 7, wobei der Indi-
katorschaft (38) einen Nocken (154) aufweist, der
durch eine vertikal verlaufende Öffnung (160) in ei-
ner Wand (146) des Griffs (40) gleitet, wenn sich der
Griff (40) zum Betätigen der Ventilbetätigungsvor-
richtung (34) zwischen der geschlossenen Position
und der offenen Position bewegt.

12. Ventilbaugruppe nach Anspruch 7, wobei der Griff
(40) ein Paar erste Öffnungen (46) auf gegenüber-
liegenden Seiten des Griffs (40) aufweist und das
Ventilgehäuse (18) ein Paar zweite Öffnungen (44)
auf gegenüberliegenden Seiten des Ventilgehäuses
(18) aufweist, und wobei, wenn die Ventilbetäti-
gungsvorrichtung (34) in der geschlossenen Positi-
on ist, das erste Paar Öffnungen (46), das zweite
Paar Öffnungen (44) und die dritte Öffnung (48) an-
einander ausgerichtet sind, um eine Aufnahme des
Aussperrglieds (50) zu ermöglichen.

13. Ventilbaugruppe nach Anspruch 1, wobei sich die
erste Öffnung (246) winklig an der zweiten Öffnung
(244) um die Betätigungsachse ausrichtet, wenn die
Ventilbetätigungsvorrichtung (234) in der geschlos-
senen Position ist.

14. Ventilbaugruppe nach Anspruch 1, wobei die Posi-
tion der ersten Öffnung (246), wenn die Ventilbetä-
tigungsvorrichtung (234) in der offenen Position ist,
90 Grad weg von der Position der ersten Öffnung
(246) ist, wenn die Ventilbetätigungsvorrichtung
(234) in der geschlossenen Position ist.

15. Ventilbaugruppe nach Anspruch 1, wobei sich die
erste Öffnung (246) axial an der zweiten Öffnung
(244) entlang der Betätigungsachse ausrichtet,
wenn die Ventilbetätigungsvorrichtung (234) in der
geschlossenen Position ist.

Revendications

1. Ensemble soupape (210), comprenant :

un boîtier de soupape (218) ; et
une poignée (240) qui est mobile autour d’un
axe d’actionnement pour actionner un action-
neur de soupape (234) dans le boîtier de sou-

pape (218) entre une position ouverte et une
position fermée ;
dans lequel la poignée (240) a une première
ouverture (246) et le boîtier de soupape (218) a
une deuxième ouverture (244), dans lequel,
lorsque l’actionneur de soupape (234) est dans
la position fermée, la première ouverture (246)
s’aligne avec la deuxième ouverture (244) pour
permettre la réception d’un élément de blocage
(50) qui empêche le mouvement de l’actionneur
de soupape (234) de la position fermée à la po-
sition ouverte ;
caractérisé en ce que l’actionneur de soupape
(234) est un actionneur multitours ;
dans lequel la position ouverte de l’actionneur
multitours (234) comporte des quantités de ro-
tation de 360 degrés et supérieures à 360 de-
grés par rapport à la position fermée.

2. Ensemble soupape de la revendication 1, dans le-
quel la poignée (240) a une paire de premières
ouvertures (246) sur des côtés opposés de la poi-
gnée (240) et le boîtier de soupape (218) a une paire
de deuxièmes ouvertures (244) sur des côtés oppo-
sés du boîtier de soupape (218), et dans lequel, lors-
que l’actionneur de soupape (234) est dans la posi-
tion fermée, la paire de premières ouvertures (246)
et la paire de deuxièmes ouvertures (244) sont ali-
gnées pour permettre la réception de l’élément de
blocage (50).

3. Ensemble soupape de la revendication 1, dans le-
quel les première et deuxième ouvertures (246, 244)
s’étendent transversalement à l’axe d’actionnement.

4. Ensemble soupape de la revendication 3, dans le-
quel les première et deuxième ouvertures (246, 244)
sont orientées perpendiculairement à l’axe d’action-
nement.

5. Ensemble soupape de la revendication 3, dans le-
quel les première et deuxième ouvertures (246, 244)
sont orientées selon un angle non nul par rapport à
un plan horizontal perpendiculaire à l’axe d’action-
nement.

6. Ensemble soupape de la revendication 5, dans le-
quel l’angle non nul est compris entre environ 2,5 et
3 degrés.

7. Ensemble soupape (10), comprenant :

un boîtier de soupape (18) ; et
une poignée (40) qui est mobile autour d’un axe
d’actionnement pour actionner un actionneur de
soupape (34) dans le boîtier de soupape (18)
entre une position ouverte et une position
fermée ;
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dans lequel la poignée (40) a une première
ouverture (46) et le boîtier de soupape (18) a
une deuxième ouverture (44), dans lequel, lors-
que l’actionneur de soupape (34) est dans la
position fermée, la première ouverture (46) s’ali-
gne avec la deuxième ouverture (44) pour per-
mettre la réception d’un élément de blocage (50)
qui empêche le mouvement de l’actionneur de
soupape (34) de la position fermée à la position
ouverte ;
caractérisé en ce que l’ensemble soupape
comprend :

une tige d’indicateur (38) configurée pour
un mouvement coulissant par rapport à la
poignée (40) en réponse au mouvement de
la poignée (40) ;
dans lequel la tige d’indicateur (38) a une
troisième ouverture (48), dans lequel, lors-
que l’actionneur de soupape (34) est dans
la position fermée, la première ouverture
(46) s’aligne avec la troisième ouverture
(48) pour permettre la réception de l’élé-
ment de blocage (50) pour empêcher le
mouvement de l’actionneur de soupape
(34) de la position fermée à la position
ouverte.

8. Ensemble soupape de la revendication 7, dans le-
quel, lorsque l’actionneur de soupape (34) est dans
la position ouverte, la première ouverture (46) n’est
pas alignée avec la troisième ouverture (48).

9. Ensemble soupape de la revendication 7, dans le-
quel, lorsque l’actionneur de soupape (34) est dans
la position ouverte, les première et deuxième ouver-
tures (46, 44) ne sont pas alignées avec la troisième
ouverture (48).

10. Ensemble soupape de la revendication 7, dans le-
quel, lorsque l’actionneur de soupape (34) est dans
la position ouverte, la première ouverture (46) n’est
pas alignée avec la deuxième ouverture (44).

11. Ensemble soupape de la revendication 7, dans le-
quel la tige d’indicateur (38) a une came (154) qui
coulisse à travers une ouverture s’étendant vertica-
lement (160) dans une paroi (146) de la poignée (40)
à mesure que la poignée (40) se déplace pour ac-
tionner l’actionneur de soupape (34) entre la position
fermée et la position ouverte.

12. Ensemble soupape de la revendication 7, dans le-
quel la poignée (40) a une paire de premières ouver-
tures (46) sur des côtés opposés de la poignée (40)
et le boîtier de soupape (18) a une paire de deuxiè-
mes ouvertures (44) sur des côtés opposés du boî-
tier de soupape (18), et dans lequel, lorsque l’action-

neur de soupape (34) est dans la position fermée,
la paire de premières ouvertures (46), la paire de
deuxièmes ouvertures (44) et la troisième ouverture
(48) sont alignées pour permettre la réception de
l’élément de blocage (50).

13. Ensemble soupape de la revendication 1, dans le-
quel la première ouverture (246) s’aligne angulaire-
ment avec la deuxième ouverture (244) autour de
l’axe d’actionnement lorsque l’actionneur de soupa-
pe (234) est dans la position fermée.

14. Ensemble soupape de la revendication 1, dans le-
quel la position de la première ouverture (246) lors-
que l’actionneur de soupape (234) est dans la posi-
tion ouverte est éloignée de 90 degrés de la position
de la première ouverture (246) lorsque l’actionneur
de soupape (234) est dans la position fermée.

15. Ensemble soupape de la revendication 1, dans le-
quel la première ouverture (246) s’aligne axialement
avec la deuxième ouverture (244) le long de l’axe
d’actionnement lorsque l’actionneur de soupape
(234) est dans la position fermée.
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