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Description

[TECHNICAL FIELD]

[0001] The present disclosure relates to a method of preparing a superabsorbent polymer.

[BACKGROUND OF ART]

[0002] A superabsorbent polymer (SAP) is a synthetic polymeric material capable of absorbing moisture at about 500
to 1000 times its own weight, and is also called a SAM (super absorbency material), an AGM (absorbent gel material),
etc. Since superabsorbent polymers started to be practically applied in sanitary products, they have now been widely
used not only for hygiene products such as disposable diapers for children, etc., but also for water retaining soil products
for gardening, water stop materials for civil engineering and construction, sheets for raising seedlings, fresh-keeping
agents for food distribution fields, and the like.
[0003] As a preparation process for such superabsorbent polymers, a process of reverse phase suspension polym-
erization and a process of solution polymerization have been known.
[0004] Of them, preparation of the superabsorbent polymer by reverse phase suspension polymerization is disclosed
in, for example, Japanese Patent Laid-open Publication Nos. S56-161408, S57-158209, S57-198714, etc.
[0005] Further, preparation of the superabsorbent polymer by the solution polymerization further includes a thermal
polymerization method in which a water-containing gel polymer is polymerized while being broken and cooled in a
kneader equipped with a plurality of shafts, and a photo-polymerization method in which an aqueous solution at a high
concentration is irradiated with UV rays on a belt to be polymerized and dried at the same time.
[0006] Meanwhile, the absorption rate, which is one of important physical properties of the superabsorbent polymer,
is associated with surface dryness of products in contact with skin, such as diapers. Generally, the absorption rate may
be improved by increasing the surface area of the superabsorbent polymer.
[0007] For example, a method of forming a porous structure on the particle surface of the superabsorbent polymer by
using a foaming agent is applied. However, since it is difficult to form a sufficient amount of the porous structure by the
foaming agent, there is a drawback that the absorption rate is not greatly increased.
[0008] Another example is a method of increasing the surface area by regranulating fine particles obtained during the
preparation process of the superabsorbent polymer to form non-uniform porous particles. This method may be used to
improve the absorption rate of the superabsorbent polymer, but there is a limitation in that centrifuge retention capacity
(CRC) and absorbency under pressure (AUP) of the polymer become relatively low. That is, there is a trade-off between
physical properties of the superabsorbent polymer such as absorption rate, centrifuge retention capacity, absorbency
under pressure, etc. Accordingly, there is an urgent demand for a preparation method capable of improving these physical
properties at the same time.
[0009] WO 2009/153196 A1 discloses a method for continuously producing water-absorbing polymer particles.
[0010] WO 2010/006937 A1 discloses a method for producing water-absorbing polymer particles.
[0011] JP 2001-079829 A discloses a water absorbing resin and its preparation.
[0012] WO2009/077100 A1 discloses a method for producing water-absorbent polymer particles.
[0013] US 5,064,582 discloses a process and an apparatus for recycling aqueous fluid absorbent fines.
[0014] WO 2009/109563 A1 discloses a process for producing superabsorbents.
[0015] WO 2007/074167 A2 discloses the production of a water-absorbing resin to which a particulate additive is
admixed.
[0016] US 5,002,986 A1 discloses a fluid absorbent composition and a process for the preparation thereof.
[0017] WO 2006/101271 A1 discloses a method of manufacturing water-absorbent resin agglomerates and water
absorbent resin agglomerates.
[0018] DE 10 2005 014 291 A1 discloses a method for preparing a water absorbent polymer.
[0019] EP 2 258 749 A1 discloses a process for the production of water-absorbing resins.

[DETAILED DESCRIPTION OF THE INVENTION]

[Technical Problem]

[0020] The present disclosure is intended to provide a method capable of preparing a superabsorbent polymer having
an improved absorption rate while having superior centrifuge retention capacity and absorbency under pressure.
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[Technical Solution]

[0021] The above problems are solved in accordance with the subject-matter of the independent claim. Preferred
embodiments result from the sub-claims.
[0022] According to the present disclosure, method of preparing a superabsorbent polymer, the method comprising:

polymerizing and crosslinking a monomer composition having acrylic acid-based monomers having acidic groups
which are at least partially neutralized, in the presence of a polymerization initiator and a first crosslinking agent, to
form a water-containing gel polymer;
coarsely pulverizing the water-containing gel polymer;
drying the coarsely pulverized water-containing gel polymer;
pulverizing the dried polymer; and
surface-modifying the pulverized polymer by a second crosslinking agent,
wherein the coarse pulverization of the water-containing gel polymer is conducted while mixing the water-containing
gel polymer with a metal sulfate and a powder of the superabsorbent polymer, which is obtained during the preparation
process of the superabsorbent polymer, with the water-containing gel polymer,
wherein the coarsely pulverized water-containing gel polymer has an average particle size of 2 mm to 10 mm,
the powder of the superabsorbent polymer comprises fine particles having a particle size of 10 mm to 150 mm
obtained during the preparation process of the superabsorbent polymer, granules of the fine particles, or a mixture
of the fine particles and the granules,
wherein the fine particles are obtained by size-sorting in a subsequent process of pulverizing the dried polymer.

[0023] Hereinafter, a method of preparing a superabsorbent polymer according to embodiments of the present dis-
closure will be described.
[0024] The ’superabsorbent polymer’, a synthetic polymeric material capable of absorbing moisture at about 500 to
1000 times its own weight, may be prepared, for example, by drying and pulverizing a water-containing gel polymer to
form polymer particles, and then by crosslinking the surface of the particles. Such superabsorbent polymer may have
a structure in which a surface-crosslinked layer is formed by surface crosslinking on an internally crosslinked polymer.
[0025] Through continued studies of the present inventors, they found that when a powder of a superabsorbent polymer
is injected upon performing a process of coarsely pulverizing a water-containing gel polymer after formation of the water-
containing gel polymer, the powder is uniformly distributed on the surface of the superabsorbent polymer, thereby
improving the absorption rate by increasing the surface area while preventing deterioration in physical properties such
as centrifuge retention capacity (CRC), absorbency under pressure (AUP), etc.
[0026] However, a mixture of the water-containing gel polymer and the powder of the superabsorbent polymer prepared
by the above method exhibited a weak binding force, and therefore they were easily separated from each other during
the preparation process and a transport process. Accordingly, it was frequently observed that the improvement of physical
properties was not achieved or the degree of improvement was not large. To solve this problem, the powder is injected
together with a metal sulfate during the process of pulverizing the water-containing gel polymer, and as a result, the
powder more strongly binds to the surface of the superabsorbent polymer, thereby stably providing a superabsorbent
polymer having an improved absorption rate.
[0027] According to an embodiment of the present disclosure, a method of preparing the superabsorbent polymer is
provided, the method including:

polymerizing and crosslinking a monomer composition including acrylic acid-based monomers having acidic groups
which are at least partially neutralized, in the presence of a polymerization initiator and a first crosslinking agent, to
form a water-containing gel polymer;
coarsely pulverizing the water-containing gel polymer;
drying the coarsely pulverized water-containing gel polymer:

pulverizing the dried polymer; and
surface-modifying the pulverized polymer by a second crosslinking agent,
in which coarse pulverization of the water-containing gel polymer is conducted while mixing the powder of the
superabsorbent polymer, which is obtained during the preparation process of the superabsorbent polymer, with
the water-containing gel polymer.

[0028] Hereinafter, each of the steps that may be included in the method of preparing the superabsorbent polymer
according to embodiments of the present disclosure will be described in detail.
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Step of Forming Water-Containing Gel Polymer

[0029] According to an embodiment of the present disclosure, the water-containing gel polymer may be obtained by
a method of polymerizing and crosslinking the monomer composition including acrylic acid-based monomers in the
presence of the polymerization initiator and the first crosslinking agent.
[0030] Herein, the acrylic acid-based monomer may be a compound represented by the following Chemical Formula 1:

[Chemical Formula 1] R1-COOM1

wherein R1 is an alkyl group containing an unsaturated bond and having 2 to 5 carbon atoms, and
M1 is a hydrogen atom, a monovalent metal, a divalent metal, an ammonium group, or an organic amine salt.

[0031] Preferably, the acrylic acid-based monomer may be one or more compounds selected from the group consisting
of acrylic acid and methacrylic acid, and a monovalent metal salt, a divalent metal salt, an ammonium salt, and an organic
amine salt thereof. When acrylic acid or a salt thereof is used as the acrylic acid-based monomer, it is advantageous in
that a superabsorbent polymer having improved absorbency may be obtained.
[0032] In addition, as the monomer, maleic anhydride, fumaric acid, crotonic acid, itaconic acid, 2-acryloylethane
sulfonic acid, 2-methacryloylethane sulfonic acid, 2-(meth)acryloylpropane sulfonic acid, or 2-(meth)acrylamide-2-methyl
propane sulfonic acid, (meth)acrylamide, N-substituted (meth)acrylate, 2-hydroxyethyl(meth)acrylate, 2-hydroxypro-
pyl(meth)acrylate, methoxy polyethylene glycol(meth)acrylate, polyethylene glycol(meth)acrylate, (N,N)-dimethylami-
noethyl(meth)acrylate, (N,N)-dimethylaminopropyl(meth)acrylamide, etc. may be used.
[0033] Here, the acrylic acid-based monomers may be those having acidic groups which are at least partially neutral-
ized. Preferably, the monomers may be those partially neutralized with an alkali substance such as sodium hydroxide,
potassium hydroxide, ammonium hydroxide, or the like.
[0034] In this regard, a degree of neutralization of the acrylic acid-based monomer may be 40 mol% to 95 mol%, 40
mol% to 80 mol%, or 45 mol% to 75 mol%. The range of the neutralization degree may vary depending on the final
physical properties. An excessively high degree of neutralization causes the neutralized monomers to be precipitated,
and thus polymerization may not readily occur, whereas an excessively low degree of neutralization not only deteriorates
the absorbency of the polymer, but also endows the polymer with hard-to-handle properties, such as those of an elastic
rubber.
[0035] Further, the concentration of the acrylic acid-based monomer in the monomer composition may be properly
controlled in consideration of polymerization time and reaction conditions, and the concentration may preferably be 20
% by weight to 90 % by weight, or 40 % by weight to 70 % by weight, which is for using the gel effect during the
polymerization reaction in a high-concentration aqueous solution to eliminate a need for removing the unreacted monomer
after the polymerization and also for improving pulverization efficiency upon a subsequent pulverization process of the
polymer.
[0036] However, if the concentration of the monomer is too low, the yield of the superabsorbent polymer may become
low. On the contrary, if the concentration of the monomer is too high, there is a process problem that part of the monomers
is precipitated, or pulverization efficiency is lowered upon pulverization of the polymerized water-containing gel polymer,
and the physical properties of the superabsorbent polymer may be deteriorated.
[0037] Meanwhile, the monomer composition may include a polymerization initiator generally used in the preparation
of the superabsorbent polymer. As the polymerization initiator, a thermal polymerization initiator or a photo-polymerization
initiator may be used depending on a polymerization method. However, even though the photo-polymerization is per-
formed, a certain amount of heat is generated by UV irradiation or the like and is also generated as the exothermic
polymerization reaction proceeds. Therefore, the thermal polymerization initiator may be additionally used in the photo-
polymerization.
[0038] Here, the photo-polymerization initiator may be, for example, one or more compounds selected from the group
consisting of benzoin ether, dialkyl acetophenone, hydroxyl alkylketone, phenyl glyoxylate, benzyl dimethyl ketal, acyl
phosphine, and α-aminoketone. As the specific example of acyl phosphine, commercial Lucirin TPO, namely, 2,4,6-
trimethyl-benzoyl-trimethyl phosphine oxide, may be used. More various photo-polymerization initiators are well disclosed
in "UV Coatings: Basics, Recent Developments and New Applications" written by Reinhold Schwalm, (Elsevier, 2007),
p115.
[0039] The thermal polymerization initiator may be one or more compounds selected from the group consisting of
persulfate-based initiators, azo-based initiators, hydrogen peroxide, and ascorbic acid. Specific examples of the persul-
fate-based initiators may include sodium persulfate (Na2S2O8), potassium persulfate (K2S2O8), ammonium persulfate
((NH4)2S2O8), or the like. Further, specific examples of the azo-based initiators may include 2,2-azobis(2-amidinopro-
pane) dihydrochloride, 2,2-azobis-(N,N-dimethylene)isobutyramidine dihydrochloride, 2-(carbamoylazo)isobutylonitrile,
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2,2-azobis(2-[2-imidazolin-2-yl]propane)dihydrochloride, 4,4-azobis-(4-cyanovaleric acid), or the like. More various ther-
mal polymerization initiators are well-disclosed in "Principles of Polymerization" written by Odian, (Wiley, 1981), p203
[0040] The polymerization initiator may be added at a concentration of about 0.001 % by weight to 1 % by weight,
based on the monomer composition. That is, if the concentration of the polymerization initiator is too low, the polymer-
ization rate becomes low and thus a large amount of residual monomers may be undesirably extracted from a final
product. On the contrary, if the concentration of the polymerization initiator is too high, the polymer chains constituting
the network becomes short, and thus the content of water-soluble components is increased and physical properties of
the polymer may deteriorate, such as a reduction in absorbency under pressure.
[0041] Meanwhile, the monomer composition may further include a crosslinking agent to improve physical properties
of the water-containing gel polymer. The crosslinking agent is a first crosslinking agent (internal crosslinking agent) for
internal crosslinking of the water-containing gel polymer, and the crosslinking agent is separately used in a subsequent
process, independent of the second crosslinking agent (surface crosslinking agent) for surface crosslinking of the water-
containing gel polymer.
[0042] As the first crosslinking agent, any compound is possible as long as it enables introduction of crosslinkage
upon polymerization of the acrylic acid-based monomers. Non-limiting examples of the first crosslinking agent may
include multifunctional crosslinking agents, such as N,N’-methylenebisacrylamide, trimethylolpropane tri(meth)acrylate,
ethylene glycol di(meth)acrylate, polyethylene glycol(meth)acrylate, propylene glycol di(meth)acrylate, polypropylene
glycol(meth)acrylate, butanediol di(meth)acrylate, butylene glycol di(meth)acrylate, diethylene glycol di(meth)acrylate,
hexanediol di(meth)acrylate, triethylene glycol di(meth)acrylate, tripropylene glycol di(meth)acrylate, tetraethylene glycol
di(meth)acrylate, dipentaerythritol pentacrylate, glycerin tri(meth)acrylate, pentaerythritol tetraacrylate, triarylamine, eth-
ylene glycol diglycidyl ether, propylene glycol, glycerin, or ethylene carbonate, which may be used alone or in combination
of two or more thereof.
[0043] The first crosslinking agent may be added at a concentration of about 0.001 % by weight to 1 % by weight,
based on the monomer composition. That is, if the concentration of the first crosslinking agent is too low, the polymer
may undesirably have a low absorption rate and low gel strength. On the contrary, if the concentration of the first
crosslinking agent is too high, the polymer may have low absorption ability, which is not preferred as an absorbent.
[0044] In addition, the monomer composition may further include an additive such as a thickener, a plasticizer, a
preservation stabilizer, an antioxidant, etc., if necessary.
[0045] The monomer composition may be in the form of a solution, which is prepared by dissolving the raw materials
including the acrylic acid-based monomers, the polymerization initiator, the first crosslinking agent, etc. in a solvent. In
this regard, any solvent may be used as the useful solvent without limitations in the constitution, as long as it is able to
dissolve the above raw materials. For example, water, ethanol, ethylene glycol, diethylene glycol, triethylene glycol, 1,4-
butanediol, propylene glycol, ethylene glycol monobutyl ether, propylene glycol monomethyl ether, propylene glycol
monomethyl ether acetate, methyl ethyl ketone, acetone, methyl amyl ketone, cyclohexanone, cyclopentanone, dieth-
ylene glycol monomethyl ether, diethylene glycol ethylether, toluene, xylene, butyrolactone, carbitol, methyl cellosolve
acetate, N,N-dimethylacetamide, or a mixture thereof may be used as the solvent. The amount of the solvent may be
controlled at a weight ratio of 1 to 5 times with respect to the content of the acrylic acid-based monomer, in consideration
of the polymerization heat control.
[0046] On the other hand, formation of the water-containing gel polymer by polymerizing and crosslinking the monomer
composition may be performed by a general polymerization method known in the art to which the present disclosure
pertains, and the process is not particularly limited. A non-limiting example of the polymerization method is largely
classified into thermal polymerization and photo-polymerization according to a polymerization energy source, and the
thermal polymerization may be carried out in a reactor like a kneader equipped with agitating spindles and the photo-
polymerization may be carried out in a reactor equipped with a movable conveyor belt.
[0047] For example, the monomer composition is injected into a reactor like a kneader equipped with the agitating
spindles, and thermal polymerization is performed by providing hot air thereto or heating the reactor so as to obtain the
water-containing gel polymer. In this regard, the water-containing gel polymer may have a size of centimeters or millim-
eters when it is discharged from the outlet of the reactor, according to the type of agitating spindles equipped in the
reactor. The water-containing gel polymer may be obtained in various forms according to the concentration of the
monomer composition fed thereto, the feeding speed, or the like, and a water-containing gel polymer having a weight
average particle size of 2 to 50 mm may be generally obtained.
[0048] As another example, when the photo-polymerization of the monomer composition is carried out in a reactor
equipped with a movable conveyor belt, the water-containing gel polymer may be obtained as a sheet. In this regard,
the thickness of the sheet may vary according to the concentration of the monomer composition fed thereto and the
feeding speed, and the polymer sheet is preferably controlled to have a thickness of 0.5 cm to 5 cm in order to uniformly
polymerize the entire sheet and secure production speed.
[0049] The water-containing gel polymer formed by the above method may have a water content of about 40 % by
weight to 80 % by weight. In terms of optimizing the efficiency of a drying step described below, it is preferable that the
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water content of the water-containing gel polymer is controlled within the above range. The water content, as used
herein, means a water content in the total weight of the water-containing gel polymer, which is obtained by subtracting
the weight of the dry polymer from the weight of the water-containing gel polymer. Specifically, the water content is
defined as a value calculated by measuring the weight loss according to evaporation of water in the polymer during the
drying process of increasing the temperature of the polymer with infrared heating. In this regard, the drying conditions
may be determined as follows: the temperature is increased from room temperature to about 180 °C and then the
temperature is maintained at 180 °C, and a total drying time is determined as 20 min, including 5 min for the temperature
rising step.

Step of Coarsely Pulverizing Water-Containing Gel Polymer

[0050] According to embodiments of the present disclosure, the water-containing gel polymer obtained by the above-
described step is subjected to a drying process in order to provide the water-containing gel polymer with absorbency.
In order to increase efficiency of the drying process, the water-containing gel polymer is subjected to a step of (coarsely)
pulverizing the water-containing gel polymer, before the drying process.
[0051] A non-limiting example of a pulverizing device applicable to the coarse pulverization may include a vertical
pulverizer, a turbo cutter, a turbo grinder, a rotary cutter mill, a cutter mill, a disc mill, a shred crusher, a crusher, a
chopper, a disc cutter, etc.
[0052] In this regard, the coarse pulverization is performed so that the water-containing gel polymer has a particle
size of about 2 mm to about 10 mm. That is, to increase the drying efficiency, the water-containing gel polymer is
preferably pulverized to have a particle size of 10 mm or less. However, excessive pulverization may cause agglomeration
between particles, and therefore the water-containing gel polymer is preferably pulverized to have a particle size of 2
mm or more.
[0053] Particularly, according to embodiments of the present disclosure, when coarse pulverization of the water-
containing gel polymer is conducted while mixing the powder of the superabsorbent polymer with the water-containing
gel polymer, the superabsorbent polymer in which the powder of the superabsorbent polymer is uniformly distributed
on the particle surface may be finally formed. As a result, the surface area of the superabsorbent polymer particle may
be increased to achieve an improved absorption rate. Furthermore, this method is significant in that the absorption rate
may be improved without reductions in centrifuge retention capacity (CRC) and absorbency under pressure (AUP),
which are in a trade-off relationship with the absorption rate of the superabsorbent polymer.
[0054] Here, the powder of the superabsorbent polymer includes fine particles obtained during the preparation process
of the superabsorbent polymer, granules of the fine particles, or a mixture of the fine particles and the granules. The
fine particles are obtained by size-sorting in a subsequent process of pulverizing the dried polymer, and the fine particles
have a smaller particle size (a particle size of 10 mm to 150 mm) than superabsorbent polymer particles to be commer-
cialized. Such fine particles cause a reduction in physical properties of absorbent polymers, and therefore the fine
particles are recovered and used in the form of granules by mixing with an aqueous solvent.
[0055] The powder of the superabsorbent polymer may be mixed in an amount of 3 parts by weight to 40 parts by
weight, 3 parts by weight to 35 parts by weight, or 5 parts by weight to 30 parts by weight, based on 100 parts by weight
of the water-containing gel polymer. That is, in order to ensure the effect of improving the absorption rate of the super-
absorbent polymer by the powder distribution, the powder is preferably mixed in an amount of 3 parts by weight or more,
based on 100 parts by weight of the water-containing gel polymer. However, when an excessive amount of the powder
is mixed, process problems may be generated by the powder. Further, since the powder has low centrifuge retention
capacity (CRC) and absorbency under pressure (AUP), it is difficult to avoid deterioration of physical properties of the
superabsorbent polymer when an excessive amount of the powder is mixed. Therefore, it is preferable that the content
of the powder is controlled within the above-described range.
[0056] Further, according to the present disclosure, coarse pulverization of the water-containing gel polymer is con-
ducted while mixing the powder of the superabsorbent polymer and a metal sulfate with the water-containing gel polymer.
[0057] That is, upon coarse pulverization, a metal sulfate is further added, together with the powder. The metal sulfate
enables the powder to more strongly bind to the surface of the superabsorbent polymer, and therefore the superabsorbent
polymer including the same may have a more stable and improved absorption rate.
[0058] The metal sulfate may be mixed in an amount of 0.01 parts by weight to 20 parts by weight, 0.05 parts by weight
to 15 parts by weight, or 0.1 parts by weight to 15 parts by weight, based on 100 parts by weight of the water-containing
gel polymer. That is, in order to ensure the effect of improving binding force of the powder to the superabsorbent polymer,
the metal sulfate is preferably mixed in an amount of 0.01 parts by weight or more, based on 100 parts by weight of the
water-containing gel polymer. However, when an excessive amount of the metal sulfate is mixed, there is a problem
that absorbency of the polymer is reduced. Therefore, it is preferable that the content of the metal sulfate is controlled
within the above-described range.
[0059] The metal sulfate may be one or more compounds selected from the group consisting of zinc sulfate, magnesium
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sulfate, aluminum sulfate, iron sulfate, and zirconium sulfate.
[0060] In the coarse pulverization which is performed before drying the water-containing gel polymer, the polymer
may stick to the surface of the pulverizing device because it has a high water content. In order to minimize this phenom-
enon, steam, water, a surfactant, an anti-agglomeration agent (e.g., clay, silica, etc.), a persulfate-based initiator, an
azo-based initiator, hydrogen peroxide, an epoxy-based crosslinking agent, a diol-based crosslinking agent, a crosslink-
ing agent including 2-functional or 3 or more-functional acrylate, or a mono-functional crosslinking agent including a
hydroxyl group may be added during the coarse of pulverization, if necessary.

Step of Drying Coarsely Pulverized Water-Containing Gel Polymer

[0061] According to embodiments of the present disclosure, the water-containing gel polymer coarsely pulverized by
the above-described step is subjected to a drying process.
[0062] As the water-containing gel polymer is supplied to the drying step in a state of being pulverized into particles
of 2 mm to 10 mm through the above-described step, drying may be performed with higher efficiency.
[0063] The drying of the coarsely pulverized water-containing gel polymer may be performed at a temperature of 120
°C to 250 °C, 140 °C to 200 °C, or 150 °C to 190 °C. In this regard, the drying temperature is defined as a temperature
of a heating medium provided for drying, or a temperature of a drying reactor including the heating medium and the
polymer during the drying process. If the drying temperature is low, and therefore the drying time becomes long, the
process efficiency may be decreased. In order to prevent this problem, the drying temperature is preferably 120 °C or
higher. In addition, when the drying temperature is higher than necessary, the surface of the water-containing gel polymer
is excessively dried, and thus there is a concern about generation of fine particles during the subsequent pulverization
process and deterioration of the physical properties of the finally formed polymer. In order to prevent this problem,
therefore, the drying temperature is preferably 250 °C or lower.
[0064] In this regard, the drying time in the drying step is not particularly limited, but may be controlled to 20 to 90 min
at the above drying temperature, in consideration of process efficiency and physical properties of the polymer.
[0065] The drying may be carried out by using a general medium, and for example, the coarsely pulverized water-
containing gel polymer may be supplied with hot air, or irradiated with infrared rays, microwaves, ultraviolet rays, or the like.
[0066] When the drying step as above is finished, the water content of the dried polymer may preferably be about 0.1
% by weight to about 10 % by weight. In other words, if the water content of the dried polymer is less than 0.1 % by
weight, production costs may be increased and degradation of the crosslinked polymer may undesirably occur due to
excessive drying. If the water content of the dried polymer is more than 10 % by weight, defective products may be
undesirably produced in a subsequent process.

Step of Pulverizing Dried Polvmer

[0067] According to embodiments of the present disclosure, a step of pulverizing the polymer which is dried by the
above-described step is performed.
[0068] The pulverization step is a step of optimizing the surface area of the dried polymer, whereby the pulverized
polymer has a particle size of 150 mm to 850 mm. In this regard, a pulverizing device may include a generally used pin
mill, hammer mill, screw mill, roll mill, disc mill, jog mill, or the like.
[0069] Further, a step of selectively size-sorting the polymer particles having a particle size of 150 mm to 850 mm from
the polymer particles obtained through the pulverization step is further performed in order to manage physical properties
of the superabsorbent polymer finally produced.

Step of Surface-modifying Pulverized Polymer

[0070] According to embodiments of the present disclosure, a step of surface-modifying the polymer which is pulverized
by the above-described step is performed in the presence of the second crosslinking agent.
[0071] The surface modification is a step of producing the superabsorbent polymer having more improved physical
properties by inducing surface-crosslinking of the surface of the pulverized polymer in the presence of the second
crosslinking agent (surface crosslinking agent). A surface crosslinking layer may be formed on the surface of the pul-
verized polymer particles by the surface-modification.
[0072] The surface modification may be performed by a general method of increasing crosslinking density of the
surface of the polymer particle, and for example, a solution including the second crosslinking agent (surface crosslinking
agent) may be mixed with the pulverized polymer to allow crosslinking reaction.
[0073] Here, as long as the second crosslinking agent is a compound that may react with the functional group of the
polymer, it may be used without limitation in the constitution thereof. Non-limiting examples of the second crosslinking
agent may include one or more compounds selected from the group consisting of ethylene glycol diglycidyl ether,
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polyethylene glycol diglycidyl ether, glycerol polyglycidyl ether, propylene glycol diglycidyl ether, polypropylene glycol
diglycidyl ether, ethylene glycol, diethylene glycol, propylene glycol, triethylene glycol, tetraethylene glycol, propane diol,
dipropylene glycol, polypropylene glycol, glycerin, polyglycerin, butanediol, heptanediol, hexanediol, trimethylol propane,
pentaerythritol, sorbitol, calcium hydroxide, magnesium hydroxide, aluminum hydroxide, iron hydroxide, calcium chloride,
magnesium chloride, aluminum chloride, and iron chloride.
[0074] The content of the second crosslinking agent may be properly controlled according to the type of the crosslinking
agent or reaction conditions, and the content is preferably 0.001 parts by weight to 5 parts by weight based on 100 parts
by weight of the pulverized polymer. If the content of the second crosslinking agent is too low, surface modification may
hardly occur to deteriorate physical properties of the final polymer. On the contrary, if the second crosslinking agent is
excessively used, excessive surface crosslinking reaction may occur, leading to deterioration in absorption ability of the
polymer.
[0075] The surface modification step may be performed by a general method, such as a method of feeding the second
crosslinking agent and the pulverized polymer to the reactor and mixing them, a method of spraying the second crosslink-
ing agent to the pulverized polymer, or a method of mixing the pulverized polymer and the second crosslinking agent
while continuously feeding them to a mixer being continuously operated.
[0076] The second crosslinking agent may be added with water. When the second crosslinking agent is added together
with water, the second crosslinking agent may be evenly dispersed, agglomeration of the polymer particles may be
prevented, and the penetrating depth of the second crosslinking agent into the polymer particles may be optimized.
Considering these purposes and effects, the amount of water added with the second crosslinking agent may be 0.5
parts by weight to 10 parts by weight, based on 100 parts by weight of the pulverized polymer.
[0077] The surface modification step may be performed at a temperature of 100 °C to 250 °C. Further, the surface
modification may be performed for 1 min to 120 min, 1 min to 100 min, or 10 min to 60 min. That is, in order to prevent
a reduction in physical properties due to deterioration of the polymer particles by excessive reaction while inducing the
minimal surface crosslinking reaction, the surface modification step may be performed under the above-described con-
ditions.

[ADVANTAGEOUS EFFECTS]

[0078] A method of preparing a superabsorbent polymer according to the present disclosure provides a superabsorbent
polymer having an improved absorption rate while having superior centrifuge retention capacity (CRC) and absorbency
under pressure (AUP).

[DETAILED DESCRIPTION OF THE EMBODIMENTS]

[0079] Hereinafter, preferred examples are provided for better understanding. However, these examples are provided
for illustrative purposes only, and the present disclosure is not intended to be limited by these examples.

Example 1 (comparative)

[0080] About 5.0 g of N,N’-methylene-bis-acrylamide (first cross-linking agent) was added to and mixed with about
500 g of acrylic acid. Then, about 971.4 g of a 20 % sodium hydroxide aqueous solution was added thereto to prepare
a monomer composition (a degree of neutralization of acrylic acid-based monomer: 70 mol%).
[0081] The monomer composition was fed into a 5 L twin-armed kneader equipped with a sigma-type axis, and main-
tained at 40 °C and purged with nitrogen gas for 30 min to eliminate oxygen dissolved in the aqueous solution. Under
stirring, about 50.1 g of a 0.2 wt% L-ascorbic acid aqueous solution, about 50.5 g of a sodium persulfate aqueous
solution, and about 51.0 g of a 2.0 wt% hydrogen peroxide aqueous solution were added. Polymerization was initiated
within 20 seconds, and a gel-type polymer was obtained.
[0082] Separately, fine particles of the superabsorbent polymer were prepared. 1000 g of the gel-type polymer and
150 g of the prepared fine particles were fed into a chopper, and pulverized for 5 min while mixing them using a shearing
force to obtain a gel having a size of 2 mm to 10 mm.
[0083] The pulverized gel was spread as thick as about 30 mm on a stainless wire gauze having a hole size of 600
mm and dried in a hot air oven at 140 °C for 5 h. The dried gel thus obtained was pulverized with a grinder and then
size-sorted through an ASTM standard sieve. As a result, a polymer having a particle size of 150 mm to 850 mm was
obtained.
[0084] 100 g of the obtained crosslinked polymer was uniformly blended with a surface crosslinking solution including
0.3 g of ethylene glycol diglycidyl ether (second crosslinking agent), 3 g of methanol, and 3 g of water. Then, the mixture
was dried in a hot air oven at 140 °C for 30 min. The dry powder was size-sorted through an ASTM standard sieve to
obtain absorbent polymer particles having a particle size of 150 mm to 850 mm.



EP 3 165 542 B1

9

5

10

15

20

25

30

35

40

45

50

55

Example 2

[0085] Absorbent polymer particles were obtained in the same manner as in Example 1, except that in the process of
coarsely pulverizing the gel-type polymer, 1000 g of the gel-type polymer, 150 g of the fine particles, and 1.5 g of
aluminum sulfate hydrate were fed into the chopper, and pulverized while mixing them using a shearing force.

Comparative Example 1

[0086] Absorbent polymer particles were obtained in the same manner as in Example 1, except that in the process of
coarsely pulverizing the gel-type polymer, only the gel-type polymer was fed into the chopper without addition of the fine
particles, and pulverized while mixing it using a shearing force.

Experimental Example

[0087] To evaluate physical properties of the absorbent polymers prepared in the examples and the comparative
example, the following experiments were performed, and the results are given in the following Table 1.

(1) Centrifugal Retention Capacity (CRC)

[0088] CRC of the absorbent polymer was measured in accordance with EDANA WSP 241.2.
[0089] That is, each polymer W (g) (about 2.0 g) obtained in the examples and the comparative example was uniformly
placed into a nonwoven-fabric-made bag, followed by sealing. Then, the bag was immersed in a physiological saline
solution (0.9 % by weight) at room temperature. After about 30 min, the bag was drained at 250 G for 3 min with a
centrifuge, and the weight W2 (g) of the bag was measured. Further, the same procedure was carried out using no
polymer, and the resultant weight W1 (g) was measured. Thus, CRC (g/g) was calculated from these weights thus
obtained according to the following Equation: 

wherein W represents the weight of the absorbent polymer,
W1 represents the weight of the absorbent polymer, which was measured after immersing a non-woven bag con-
taining no absorbent polymer in a saline solution at room temperature for 30 min, and dehydrating the non-woven
bag using a centrifuge at 250 G for 3 min, and
W2 represents the weight of the absorbent polymer, which was measured after immersing a non-woven bag con-
taining the absorbent polymer in a saline solution for 30 min, and dehydrating the non-woven bag using a centrifuge
at 250 G for 3 min.

(2) Absorbency Under Pressure (AUP)

[0090] AUP of the absorbent polymer was measured in accordance with EDANA method WSP 242.3.
[0091] That is, 400 mesh metal made of stainless steel was installed at the bottom of a plastic cylinder having an inner
diameter of 60 mm. About 0.90 g of the absorbent polymer was uniformly spread on the metal mesh at room temperature
and humidity of 50 %. A piston to uniformly apply a load of 4.83 kPa (0.7 psi) was mounted thereon, in which the piston
had an outer diameter of only a little smaller than 60 mm and made no gap with the inner wall surface of the cylinder,
but was not hindered from moving up and down. At this time, the weight Wa (g) of the apparatus was measured.
[0092] A glass filter having a diameter of 90 mm and a thickness of 5 mm was mounted inside a Petri dish having a
diameter of 150 mm, and then a physiological saline consisting of 0.90 wt% sodium chloride was added up to the same
level as the top of the glass filter, on which a filter paper having a diameter of 90 mm was then mounted. The measuring
apparatus was mounted on the filter paper, thereby getting the liquid absorbed under the load for 1 h. 1 h later, the
weight Wb (g) was measured after lifting the measuring apparatus.
[0093] The absorbency under pressure (g/g) was calculated from Wa and Wb in accordance with the following equation: 
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(3) Absorption rate

[0094] 50 ml of 0.9 % saline solution and a magnetic bar (20∗5 mm octagonal) were put in a 100 ml beaker. While the
beaker was stirred at a speed of 600 rpm, 2.0 g of the absorbent polymer was fed into a produced vortex, and a stopwatch
was activated at the same time. A time (unit: s) taken for the vortex to disappear and for the liquid surface to be completely
level was measured.

[0095] Referring to Table 1, the absorbent polymers according to the examples were found to have greatly improved
absorption rate while having CRC and AUP similar to those of the comparative example.
[0096] With regard to the absorbent polymer of Example 1, a binding force between the water-containing gel polymer
and the superabsorbent polymer powder was weak, and thus AUP was slightly reduced, and improvement in absorption
rate was not relatively large. It is likely that this result was because of separation between the water-containing gel
polymer and the superabsorbent polymer powder. As in Example 2, when metal sulfate was used together, the binding
force between the water-containing gel polymer and the superabsorbent polymer powder was increased, and therefore
the absorption rate was greatly improved while maintaining CRC and AUP.

Claims

1. A method of preparing a superabsorbent polymer, the method comprising:

polymerizing and crosslinking a monomer composition having acrylic acid-based monomers having acidic groups
which are at least partially neutralized, in the presence of a polymerization initiator and a first crosslinking agent,
to form a water-containing gel polymer;
coarsely pulverizing the water-containing gel polymer;
drying the coarsely pulverized water-containing gel polymer;
pulverizing the dried polymer; and
surface-modifying the pulverized polymer by a second crosslinking agent,
wherein the coarse pulverization of the water-containing gel polymer is conducted while mixing the water-
containing gel polymer with a metal sulfate and a powder of the superabsorbent polymer, which is obtained
during the preparation process of the superabsorbent polymer, with the water-containing gel polymer,
wherein the coarsely pulverized water-containing gel polymer has an average particle size of 2 mm to 10 mm,
the powder of the superabsorbent polymer comprises fine particles having a particle size of 10 mm to 150 mm
obtained during the preparation process of the superabsorbent polymer, granules of the fine particles, or a
mixture of the fine particles and the granules,
wherein the fine particles are obtained by size-sorting in a subsequent process of pulverizing the dried polymer.

2. The method of preparing the superabsorbent polymer of Claim 1, wherein the powder of the superabsorbent polymer
is mixed in an amount of 3 parts by weight to 40 parts by weight, based on 100 parts by weight of the water-containing
gel polymer.

3. The method of preparing the superabsorbent polymer of Claim 1, wherein the metal sulfate is mixed in an amount
of 0.01 parts by weight to 20 parts by weight, based on 100 parts by weight of the water-containing gel polymer.

[Table 1]

CRC (g/g) AUP (g/g) Absorption rate (s)

Example 1 (comparative) 33.6 22.7 76

Example 2 33.1 23.3 31

Comparative Example 1 33.5 23.4 93
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4. The method of preparing the superabsorbent polymer of Claim 1, wherein the metal sulfate is one or more compounds
selected from the group consisting of zinc sulfate, magnesium sulfate, aluminum sulfate, iron sulfate, and zirconium
sulfate.

5. The method of preparing the superabsorbent polymer of Claim 1, wherein the monomer is a compound represented
by the following Chemical Formula 1:

[Chemical Formula 1] R1-COOM1

wherein R1 is an alkyl group having an unsaturated bond and having 2 to 5 carbon atoms, and
M1 is a hydrogen atom, a monovalent metal, a divalent metal, an ammonium group, or an organic amine salt.

6. The method of preparing the superabsorbent polymer of Claim 1, wherein the drying of the coarsely pulverized
water-containing gel polymer is performed at a temperature of 120 °C to 250 °C.

7. The method of preparing the superabsorbent polymer of Claim 1, wherein the first crosslinking agent is one or more
compounds selected from the group consisting of N,N’-methylenebisacrylamide, trimethylolpropane tri(meth)acr-
ylate, ethylene glycol di(meth)acrylate, polyethylene glycol(meth)acrylate, propylene glycol di(meth)acrylate, poly-
propylene glycol(meth)acrylate, butanediol di(meth)acrylate, butylene glycol di(meth)acrylate, diethylene glycol
di(meth)acrylate, hexanediol di(meth)acrylate, triethylene glycol di(meth)acrylate, tripropylene glycol di(meth)acr-
ylate, tetraethylene glycol di(meth)acrylate, dipentaerythritol pentacrylate, glycerin tri(meth)acrylate, pentaerythritol
tetraacrylate, triarylamine, ethylene glycol diglycidyl ether, propylene glycol, glycerin, and ethylene carbonate.

8. The method of preparing the superabsorbent polymer of Claim 1, wherein, in the surface modification of the pulverized
polymer, a surface crosslinking reaction of the pulverized polymer is performed by mixing the pulverized polymer
with 0.001 parts to 5 parts by weight of the second crosslinking agent, based on 100 parts by weight of the pulverized
polymer.

9. The method of preparing the superabsorbent polymer of Claim 1, wherein the second crosslinking agent is one or
more compounds selected from the group consisting of ethylene glycol diglycidyl ether, polyethylene glycol diglycidyl
ether, glycerol polyglycidyl ether, propylene glycol diglycidyl ether, polypropylene glycol diglycidyl ether, ethylene
glycol, diethylene glycol, propylene glycol, triethylene glycol, tetraethylene glycol, propane diol, dipropylene glycol,
polypropylene glycol, glycerin, polyglycerin, butanediol, heptanediol, hexanediol, trimethylol propane, pentaerythri-
tol, sorbitol, calcium hydroxide, magnesium hydroxide, aluminum hydroxide, iron hydroxide, calcium chloride, mag-
nesium chloride, aluminum chloride, and iron chloride.

Patentansprüche

1. Verfahren zum Herstellen eines superabsorbierenden Polymers, das Verfahren umfassend:

Polymerisieren und Quervernetzen einer Monomerzusammensetzung mit acrylischen säurebasierten Mono-
meren mit sauren Gruppen, die zumindest teilweise neutralisiert sind, in der Gegenwart eines Polymerisations-
initiators und eines ersten Quervernetzungsmittels, um ein Wasser-enthaltendes Gelpolymer zu bilden;
Grobes Pulverisieren des Wasser-enthaltenden Gelpolymers;
Trocknen des grob pulverisierten Wasser-enthaltenden Gelpolymers;
Pulverisieren des getrockneten Polymers; und
Modifizieren der Oberfläche des pulverisierten Polymers durch ein zweites Quervernetzungsmittel,
wobei das grobe Pulverisieren des Wasser-enthaltenden Gelpolymers während des Vermischen des Wasser-
enthaltenden Gelpolymers mit einem Metallsulfat und einem Pulver des superabsorbierenden Polymers, das
während des Herstellungsverfahren des superabsorbierenden Polymers erhalten wird, mit dem Wasser-ent-
haltenden Gelpolymer, durchgeführt wird,
wobei das grob pulverisierte Wasser-enthaltende Gelpolymer eine durchschnittliche Partikelgröße von 2 mm
bis 10 mm hat,
das Pulver des superabsorbierenden Polymers Feinpartikel mit einer Partikelgröße von 10 mm bis 150 mm,
erhalten während des Herstellungsverfahrens des superabsorbierenden Polymers, Granulate der Feinpartikel
oder ein Gemisch der Feinpartikel und der Granulate davon umfasst,
wobei die Feinpartikel durch Größensortieren in einem sich anschließendem Verfahren des Pulverisierens des
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getrockneten Polymers erhalten werden.

2. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei das Pulver des superab-
sorbierenden Polymers in einer Menge von 3 Gew.-Teilen bis 40 Gew.-Teilen, bezogen auf 100 Gew.-Teile des
Wasser-enthaltenden Gelpolymers, gemischt werden.

3. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei das Metallsulfat in einer
Menge von 0,01 Gew.-Teilen bis 20 Gew.-Teilen, bezogen auf 100 Gew.-Teile des Wasser-enthaltenden Gelpoly-
mers, gemischt werden.

4. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei das Metallsulfat eine oder
mehrere Verbindungen ist, ausgewählt aus der Gruppe, bestehend aus Zinksulfat, Magnesiumsulfat, Aluminium-
sulfat, Eisensulfat und Zirkoniumsulfat.

5. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei das Monomer eine Verbin-
dung ist, dargestellt durch die folgende chemische Formel 1

[Chemische Formel 1] R1-COOM1

wobei R1 eine Alkylgruppe mit einer ungesättigten Bindung und mit zwei bis fünf Kohlenstoffatomen ist, und
M1 ein Wasserstoffatom, eine monovalentes Metall, eine divalentes Metall, eine Ammoniumgruppe oder ein
organischen Aminsalz ist.

6. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei das Trocknen des grob
pulverisierten Wasser-enthaltenden Gelpolymers bei einer Temperatur von 120°C bis 250°C durchgeführt wird.

7. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei das erste Quervernetzungs-
mittel eine oder mehrere Verbindungen ist, ausgewählt aus der Gruppe, bestehend aus N,N’-Methylenebisacrylamid,
Trimethylolpropantri(meth)acrylat, Ethylenglycoldi(meth)acrylat, Polyethylenglycol(meth)acrylat, Propylenglycol-
di(meth)acrylat, Polypropylenglycol(meth)acrylat, Butandioldi(meth)acrylat, Butylenglycoldi(meth)acrylat, Diethy-
lenglycoldi(meth)acrylat, Hexandioldi(meth)acrylat, Triethylenglycoldi(meth)acrylat, Tripropylenglycol-
di(meth)acrylat, Tetraethylenglycoldi(meth)acrylat, Dipentaerythritolpentacrylat, Glycerintri(meth)acrylat, Pentaery-
thritoltetraacrylat, Triarylamin, Ethylenglycoldiglycidylether, Propylenglycol, Glycerin und Ethylencarbonat.

8. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei in der Oberflächenmodifi-
zierung des pulverisierten Polymers eine Oberflächenquervernetzungsreaktion des pulverisierten Polymers durch
Mischen des pulverisierten Polymers mit 0,001 Gew.-Teilen bis 5 Gew.-Teilen des zweiten Quervernetzungsmittels,
bezogen auf 100 Gew.-Teile des pulverisierten Polymers, durchgeführt wird.

9. Verfahren zum Herstellen des superabsorbierenden Polymers nach Anspruch 1, wobei das zweite Quervernet-
zungsmittel eine oder mehrere Verbindungen ist, ausgewählt aus der Gruppe bestehend aus Ethylenglycoldiglyci-
dylether, Polyethylenglycoldiglycidylether, Glycerinpolyglycidylether, Propylenglycoldiglycidylether, Polypropylen-
glycoldiglycidylether, Ethylenglycol, Diethylenglycol, Propylenglycol, Triethylenglycol, Tetraethylenglycol, Propan-
diol, Dipropylenglycol, Polypropylenglycol, Glycerin, Polyglycerin, Butandiol, Heptandiol, Hexandiol, Trimethylolpro-
pan, Pentaerythritol, Sorbitol, Calciumhydroxid, Magnesiumhydroxid, Aluminumhydroxid, Eisenhydroxid, Calcium-
chlorid, Magnesiumchlorid, Aluminumchlorid und Eisenchlorid.

Revendications

1. Procédé de préparation d’un polymère superabsorbant, le procédé consistant à :

polymériser et réticuler une composition de monomère ayant des monomères à base d’acide acrylique ayant
des groupes acides qui sont au moins partiellement neutralisés, en présence d’un initiateur de polymérisation
et d’un premier agent de réticulation, pour former un gel polymère contenant de l’eau ;
pulvériser grossièrement le gel polymère contenant de l’eau ;
sécher le gel polymère contenant de l’eau grossièrement pulvérisé ;
pulvériser le polymère séché ; et
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modifier en surface le polymère pulvérisé par un deuxième agent de réticulation,
dans lequel la pulvérisation grossière du gel polymère contenant de l’eau est effectuée en mélangeant le gel
polymère contenant de l’eau avec un sulfate de métal et une poudre du polymère superabsorbant, qui est
obtenue durant le processus de préparation du polymère superabsorbant, avec le gel polymère contenant de
l’eau,
dans lequel le gel polymère contenant de l’eau grossièrement pulvérisé a une taille de particule moyenne
comprise entre 2 mm et 10 mm,
la poudre du polymère superabsorbant comprend des particules fines ayant une taille de particule comprise
entre 10 mm et 150 mm, obtenues durant le processus de préparation du polymère superabsorbant, des granulés
des particules fines ou un mélange des particules fines et des granulés,
dans lequel les particules fines sont obtenues en les triant par taille dans un processus subséquent de pulvé-
risation du polymère séché.

2. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel la poudre du polymère
superabsorbant est mélangée dans une quantité comprise entre 3 parties en poids et 40 parties en poids, sur la
base de 100 parties en poids du gel polymère contenant de l’eau.

3. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel le sulfate de métal est
mélangé dans une quantité comprise entre 0,01 partie en poids et 20 parties en poids, sur la base de 100 parties
en poids du gel polymère contenant de l’eau.

4. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel le sulfate de métal est
un ou plusieurs composés sélectionnés dans le groupe constitué de sulfate de zinc, sulfate de magnésium, sulfate
d’aluminium, sulfate de fer et sulfate de zirconium.

5. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel le monomère est un
composé représenté par la Formule 1 ci-après :

[Formule chimique 1] R’-COOM1

dans lequel R1 est un groupe alkoxy ayant une liaison insaturée et ayant 2 à 5 atomes de carbone, et
M1 est un atome d’hydrogène, un métal monovalent, un métal divalent, un groupe ammonium ou un sel amine
organique.

6. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel le séchage du gel poly-
mère contenant de l’eau grossièrement pulvérisé est effectué à une température comprise entre 120°C et 250°C.

7. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel le premier agent de
réticulation est un ou plusieurs composés sélectionnés dans le groupe constitué de N,N’-méthylènebisacrylamide,
tri(méth)acrylate de triméthylolpropane, di(méth)acrylate d’éthylène glycol, (méth)acrylate de polyéthylène glycol,
di(méth)acrylate de propylène glycol, (méth)acrylate de propylène glycol, di(méth)acrylate de butanediol,
di(méth)acrylate de butylène glycol (méth)acrylate, di(méth)acrylate de diéthylène glycol, di(méth)acrylate d’hexa-
nediol, di(méth)acrylate de triéthylène glycol, di(méth)acrylate de tripropylène glycol, diméthacrylate de tétraéthylène
glycol, pentacrylate de pentaérythritol, tri(méth)acrylate de glycérine, tétraacrylate de pentaérythritol, triarylamine,
éther diglycidylique d’éthylène glycol, propylène glycol, glycérine et carbonate d’éthylène carbonate,

8. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel, dans la modification de
surface du polymère pulvérisé, une réaction de réticulation de surface du polymère pulvérisé est effectuée en
mélangeant le polymère pulvérisé avec entre 0,001 partie et 5 parties en poids du deuxième agent de réticulation,
sur la base de 100 parties en poids du polymère pulvérisé.

9. Procédé de préparation du polymère superabsorbant selon la revendication 1, dans lequel le deuxième agent de réti-
culation est un ou plusieurs composés sélectionnés dans le groupe constitué d’éther diglycidylique d’éthylène glycol,
éther diglycidylique de polyéthylène glycol, éther polyglycidylique de glycérol, éther glycidylique de propylène glycol,
éther glycidylique de polypropylène glycol, éthylène glycol, diéthylène glycol, propylène glycol, triéthylène glycol, tétraé-
thylène glycol, propane diol, dipropylène glycol, polypropylène glycol, glycérine, polyglycérine, butanediol, heptanediol,
hexanediol, triméthylol propane, pentaérythritol, sorbitol, hydroxyde de calcium, hydroxyde de magnésium, hydroxyde
d’aluminium, hydroxyde de fer, chlorure de calcium, chlorure de magnésium, chlorure d’aluminium et chlorure de fer.
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