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(54) METHOD FOR CALIBRATING A PHOTODETECTOR

(57) Method for calibrating a photodetector (3), the
method comprising the following steps: measuring an af-
terpulsing probability and/or timing of the photodetector
(3) under different operating conditions defined by values
of one or more operating parameters, at least one of
which is a single-photon property of an optical signal (2)

incident on the photodetector (3) when measuring the
afterpulsing probability, and recording the measured af-
terpulsing probability and/or timing in relation to the val-
ues of the one or more operating parameters; and pho-
todetector calibrated using this method.
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Description

[0001] The invention concerns a method for calibrating
a photodetector and a correspondingly calibrated photo-
detector. More in detail the invention applies to a photon
counting detector or a single-photodetector. In particular
the method applies to an Avalanche Photo Diode oper-
ated in Geiger mode.
[0002] A photodetector receives an optical signal and
emits an electric or electronic signal. The optical signal
can be a single photon, a collection of photons, a stream
of photons, a mode of photons, a beam of photons, a
wave packet of photons, a photon bundle, a group of
photons or a photon pulse. The electric signal can be a
digital signal or an analogue signal or an electric pulse
or an electronic/optical/radio/microwave frequency or a
voltage or current level. Within the scope of the present
invention, the photodetector can be part of an optical sen-
sor, e.g. as used in a digital camera. The invention con-
cerns any application, where weak optical signals need
to be processed; specifically, it concerns low-light micro-
scopy, time-resolved microscopy (e.g. as used in bio-
medical applications) and quantum communication ap-
plications (e.g. Quantum Key Distribution). The meaning
of "photodetector" encompasses the detectors and sen-
sors in all of the mentioned applications.
[0003] In an ideal photodetector, the electric signal is
proportional to the optical signal; e.g. the amplitude or
number of electric pulses is proportional to the number
of photons incident on an active area of the detector. An
ideal single-photon detector (i.e. a photodetector specif-
ically designed for detecting single photons, e.g. an Av-
alanche Photo Diode operated in Geiger mode) emits
one and only one electric pulse for every incident photon.
In practice and on a non-ideal photodetector however, it
is possible that a single incident photon results in more
than one electric pulse. This is known as "after pulsing".
In the present application, an "afterpulse" refers to an
electric pulse that is generated by a photodetector in ad-
dition to and following a detection event triggered by an
incident optical signal (e.g. a photon), regardless of the
cause of the additional electric pulse. If not defined oth-
erwise, the afterpulse probability refers to the probability
distribution (e.g. density function or histogram) of an af-
terpulse event over the time elapsed since the previous
detection event. The total afterpulse probability is defined
as the sum total of the afterpulse probability within a pre-
determined fixed period, for example 900 ns (nanosec-
onds), following the detection event (i.e. in each bin of
the corrected correlation-histogram for the predeter-
mined duration of e.g. 900 ns). The predetermined fixed
period may have any value between 0 ns and 10 000 ns.
The beginning of the predetermined fixed period may be
a predetermined value different from 0. For example, a
particular convention for measuring the afterpulse prob-
ability is to account for all events between 100 ns and
500 ns after a detection event (hence, a predetermined
fixed period of 400 ns starting 100 ns after the detection

event). The invention presented here applies irrespective
of the applicable convention for defining the afterpulse
probability. Generally, afterpulses cause an overestima-
tion of the optical signal, e.g. the number of photons.
[0004] Afterpulsing can cause significant overestima-
tion of the count rates. This is a source of error for many
measurements. The afterpulsing behaviour of the detec-
tor can change depending on the measurement being
performed.
[0005] It is an object of the present invention to provide
an improved estimate of the afterpulse probability.
[0006] The invention is based on the realization that it
is not enough to calibrate the detector under just a single
test condition. Instead the preferred calibration (as de-
tailed here) is to calibrate the detector under a variety of
test conditions to account for the variation of afterpulsing
during different measurements. For example, the total
afterpulse probability depends on the incident rate of pho-
tons on the detector. Measurements of different light lev-
els will thus have completely different errors associated
with each measurement. The solution according to the
present invention is to calibrate the detector using the
procedure described here. Once our calibration proce-
dure has been carried out, the detector’s readings can
be corrected depending on its current operating param-
eters for each and every measurement/reading. This
leads to a uniform and correct estimate of the errors in
any application of the detector.
[0007] The invention proposes a method of the kind
stated in the outset comprising the following steps:

- measuring an afterpulsing probability and/or timing
of the photodetector under different operating con-
ditions defined by values of one or more operating
parameters, and

- recording the measured afterpulsing probability
and/or timing in relation to the values of the one or
more operating parameters;

wherein at least one of the operating parameters is a
single-photon property of an optical signal incident on
the photodetector when measuring the afterpulsing prob-
ability.
[0008] The present method is a method for calibrating
a photodetector. The term "calibrating" generally refers
to a procedure for determining characteristic (i.e. device-
specific) systematic or stochastic measurement errors of
a detector. This is usually achieved by performing refer-
ence measurements to establish the necessary error pa-
rameters that allow to estimate and potentially correct for
anticipated errors. The present method applies this gen-
eral concept to errors introduced by the above-described
afterpulsing effects of photodetectors. It includes meas-
uring the afterpulsing probability and/or timing of the pho-
todetector under at least two different operating condi-
tions; i.e. the at least two operating conditions differ with
respect to at least one operating parameter of the meas-
urement. The term "single-photon property" refers to
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properties that are well-defined for an individual photon
and, if taken alone, are measurable properties of an in-
dividual photon. This does not limit the measurement of
the present invention to single photons. Instead it means
that the single-photon property of the optical signal can
be measured either as a property of individual photons
or as a statistical property of a photon collection (within
the meaning defined above: group, stream, mode, beam,
wave packet, etc.). For properties of individual photons,
the selection of properties used as operating parameters
of the present method is naturally limited by the uncer-
tainty principle; e.g. if wavelength and position shall be
determined as operating parameters for the afterpulsing
probability and/or timing, they will be determined as col-
lective properties of the photon collection. The reference
to "afterpulsing probability and/or timing" means that
what is measured and recorded during the present meth-
od may be for example: the afterpulsing probability dis-
tribution over time (e.g. a density function or a histogram),
the afterpulsing probability within a given time interval, a
characteristic time parameter of the afterpulsing proba-
bility distribution (e.g. a decay parameter), etc.
[0009] The recorded relationship between an after-
pulsing probability and/or timing and different values of
one or more operating parameters can be used for sta-
tistically correcting measurements performed with a cal-
ibrated photodetector (see the method for correcting de-
scribed below) or as a criterion for selecting photodetec-
tors for certain applications or finally as a detector char-
acteristic influencing the operating conditions under
which the photodetector will be operated in production
or use.
[0010] Preferably the present method comprises:
changing the value of the one or more operating param-
eters between measurements of the afterpulsing proba-
bility and/or timing. In this way, a predefined range of
values of the one or more operating parameters can be
scanned for changes of the afterpulsing probability
and/or timing. This allows to identify a (relative) sensitivity
of the afterpulsing probability and/or timing to certain op-
erating parameters; e.g. a subset of all operating param-
eters scanned in the above-mentioned manner.
[0011] According to a preferred embodiment of the
present method, the single-photon property of the optical
signal is a member selected from the group consisting
of: the spatial mode, in particular the size, the shape, the
position or the polarization, or the temporal mode, in par-
ticular the wavelength, of the optical signal. For example,
the present method comprises measuring an afterpulsing
probability and/or timing of the photodetector for two or
more optical signals having different wavelengths and
recording the measured afterpulsing probability and/or
timing in relation to the respective wavelength. In this
example, the information recorded during calibration al-
lows to estimate the expected afterpulsing behaviour dur-
ing use of the photodetector, taking into account a known
wavelength of the optical signal incident on the photode-
tector. It turns out, that the resulting estimate is generally

more accurate than an overall afterpulsing probability de-
fined for all operating conditions; hence, it allows for more
accurate compensation of the overestimated optical sig-
nal resulting from afterpulsing effects.
[0012] Moreover, it has turned out advantageous, that
at least one of the operating parameters is a continuous
property of a stream of photons incident on the photode-
tector when measuring the afterpulsing probability. In this
context the term "stream" refers to a collection of multiple
photons incident on the photodetector at different times.
As per this definition, the stream of photons may be also
referred to as or includes the meanings of e.g. "beam",
"mode", "packet" or "bundle" of photons. By measuring
and recording the afterpulsing probability and/or timing
at different values of such a continuous property, a de-
pendence and relative sensitivity with respect to the prop-
erty can be identified, estimated and finally compensated
during use of the calibrated photodetector.
[0013] In this respect, the continuous property is pref-
erably a member selected from a group consisting of: the
intensity, the average power, the peak power, the number
of photons per unit time or by measurement time bin, the
frequency or rate of photons, the time duration between
photons, and for a pulsed photon stream: the power per
pulse, the mean photon number per pulse or the pulse
duration.
[0014] At least one of the operating parameters can
preferably be a beam property of a light beam incident
on the photodetector when measuring the afterpulsing
probability and/or timing. In this context, the term "beam"
refers to a geometrically confined stream of photons. In
particular, the beam property may be a member selected
from a group consisting of: the position on the photode-
tector, the angle of incidence on the photodetector, the
size on the active area of the photodetector, or the optical
mode (or transverse mode) on the photodetector. By
measuring and recording the afterpulsing probability
and/or timing at different values of such a beam property,
a dependence and relative sensitivity with respect to the
beam property can be identified, estimated and finally
compensated during use of the calibrated photodetector.
[0015] Furthermore, at least one of the operating pa-
rameters can preferably be a detector property of the
photodetector. A detector property is a property of the
photodetector, i.e. that can be determined by a meas-
urement of the state of the photodetector. Detector prop-
erties include properties that are influenced by the oper-
ation of the detector. In particular, the detector property
may be a member selected from a group consisting of:
the temperature of the photodetector, the age of the pho-
todetector (e.g. the time elapsed since the detector was
produced or the total operation time of the photodetec-
tor), or the time since the photodetector was turned on.
Within the scope of the present method, the temperature
of the photodetector can be determined by direct meas-
urement of the operating temperature of the active area
of the photodetector or by measurement of related tem-
peratures or temperatures of connected elements, such
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as the overall average operating temperature within a
photodetector housing, the operating temperature of a
quenching circuit connected to the photodetector, or the
operating temperature of a diode housing of the photo-
detector.
[0016] In particular, the operating parameters defining
the different operating conditions, under which an after-
pulsing probability and/or timing of the photodetector is
measured and in relation to which it is recorded according
to the inventive method, may comprise any combination
of at least two of the operating parameters mentioned
above, preferably any combination of at least three of the
operating parameters mentioned above, more preferably
any combination of at least four of the operating param-
eters mentioned above, or even more preferably any
combination of at least five of the operating parameters
mentioned above.
[0017] According to a particularly preferred embodi-
ment of the invention, a pulsed photon stream is used
for measuring the afterpulsing probability, wherein the
operating parameters include at least the mean number
of photons per pulse, the time between pulses, the posi-
tion of an optical signal on the active area of the photo-
detector, and the polarization of the photons incident on
the photodetector. It has turned out, that for common
photodetector types the afterpulsing probability is sensi-
tive to at least one, usually all, of the four operating pa-
rameters identified above. Therefore, a calibration under
different operating conditions defined by different values
of those four operating parameters allows for a particu-
larly accurate estimate of the afterpulsing probability. Ig-
noring all other operating parameters, to which the after-
pulsing probability and/or timing is relatively insensitive,
streamlines the process of calibration.
[0018] In order to identify a specific sensitivity of a given
photodetector to influences on the afterpulsing probabil-
ity, the present method may comprise the step of: deter-
mining from the recorded relations at least one member
selected from a group consisting of: a change in total
probability of afterpulses, a change to the distribution of
afterpulses in time, a change to statistical properties of
the afterpulses (e.g. the average number of afterpulses
or the average delay of afterpulses), a change to the in-
dividual afterpulse either electronically (height or
strength of the electric afterpulse signal) or temporally
(duration of the electric afterpulse signal). The changes
mentioned above are evaluated with respect to changes
to the values of one operating parameter in order to iden-
tify sensitivity to that specific operating parameter. Based
on the relative change, a step-width used for scanning a
parameter range can be adapted or a parameter can be
skipped altogether in case no specific sensitivity can be
found.
[0019] The afterpulsing probability and/or timing may
preferably be measured by cross correlation of signals
measured with the photodetector with signals from a trig-
ger of a light source, in particular a single-photon source.
[0020] Correspondingly and to the same advantages,

the present invention solves the problem mentioned in
the outset with a photodetector calibrated using the meth-
od describe above.
[0021] Within the scope and application of the present
invention to solve the problem mentioned in the outset,
it includes a method for correcting a measurement of a
photodetector calibrated using the method for calibrating
described above, the method for correcting comprising:

- determining the value of one or more operating pa-
rameters related to the recorded afterpulsing prob-
ability and/or timing;

- estimating a relative signal component, which is due
to afterpulsing, from the recorded afterpulsing prob-
ability and/or timing and from the determined param-
eter values; and

- compensating an electric signal measured with the
photodetector with the estimated relative signal com-
ponent.

[0022] Finally, the problem mentioned in the outset is
solved by a system configured to correct for afterpulsing
effects of a photodetector based on recorded relations
between an afterpulsing probability and/or timing and the
values of one or more operating parameters, wherein at
least one of the operating parameters is a single-photon
property of an optical signal incident on the photodetec-
tor. The system may operate optically or electronically.
According to a preferred embodiment, the system can
be a programmed digital circuit accessing a data storage
holding the recorded relations. The correction for after-
pulsing effects will generally be a statistical correction,
i.e. applying to a collection of measurements performed
under similar operating conditions.
[0023] Referring now to the drawings, wherein the fig-
ures are for purposes of illustrating the present invention
and not for purposes of limiting the same,

Fig. 1 schematically an autocorrelation setup for
measuring an afterpulsing probability;
Fig. 2 schematically a crosscorrelation setup for
measuring an afterpulsing probability;
Fig. 3 a function diagram showing a typical afterpuls-
ing probability density function over time; and
Fig. 4 a schematical pictorial drawing of a photode-
tector in a measurement setup for carrying out the
present invention.

[0024] In Fig. 1 and Fig. 2 a light source 1 generates
an optical signal 2 in the form of single photons that are
incident on a photodetector 3. The photodetector 3 is
connected to a readout electronics 4 that receives an
electric signal generated by the photodetector 3 in re-
sponse to the incident optical signal 2 and identifies
whether the electric signal corresponds to a detection
event or to an afterpulse event. When an afterpulse event
is detected, the readout electronics 4 transmits a digital
time signal comprising the time distance between the af-
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terpulse event and the previous detection event to a com-
puter workstation 5 that records the received digital time
signals. At the same time the computer workstation 5 and
the light source 1 are connected via a data connection.
The light source 1 transmits the current settings of the
shape, wavelength and polarisation of the generated op-
tical signal 2 to the computer workstation 5. The computer
workstation 5 stores the received settings of the light
source 1 in association with the recorded digital time sig-
nals.
[0025] In the autocorrelation setup shown in Fig. 1, the
readout electronics 4 evaluate the time distance between
subsequent electric signals received from the photode-
tector 3. If the time distance is below a certain threshold
depending on the rate of single photons generated by
the light source 1 (for example 1 millisecond), the latter
electric signal is recognised as an afterpulse and report-
ed to the computer workstation 5.
[0026] In the crosscorrelation setup shown in Fig. 2,
the readout electronics 4 and the light source 1 are both
connected to a trigger generator 6. The trigger generator
6 generates a trigger signal and transmits it to the light
source 1 and to the readout electronics 4. In response
to the trigger signal, the light source 1 generates a single-
photon as the optical signal 2 sent to the photodetector
3. At the same time (with a suitable delay compensation),
the readout electronics 4 starts an internal timer that
measures the time between the reception of the trigger
signal and any subsequent electric signals generated by
the photodetector 3. It assumes that the first electric sig-
nal after the trigger signal marks a detection event and
all subsequent signals before the next trigger signal are
afterpulse events that are correspondingly reported to
the computer workstation 5 as described above.
[0027] By controlling the light source 1 to change the
settings of the shape, wavelength and polarisation of the
generated optical signal 2, the computer workstation 5
will collect data on the afterpulsing probability under dif-
ferent operating conditions characterised by those oper-
ating parameters. From the collected data, the sensitivity
of the photodetector 3 to certain operating parameters
can be determined and modelled, thereby allowing for
accurate correction of subsequent measurements using
the photodetector 3.
[0028] Fig. 3 shows a measured probability 7 of signals
detected by a photodetector over time. The time coordi-
nates are relative to the position of an afterpulse peak 8.
The cut-off detection peak 9 about 20 nanoseconds (ns)
prior to the afterpulse peak 8 represents the detection
event. The area 10 of the squared pattern underneath
the afterpulse peak 8 and its tail represents the total af-
terpulse probability. The measured probability 7 is nor-
malized to total one.
[0029] Fig. 4 shows a more detailed view of the pho-
todetector 3 and its surroundings during a calibration ac-
cording to the present invention. The photodetector 3
comprises a housing 11 and a diode 12. The diode 12 is
snugly fit into a corresponding recess in the housing 11.

The diode 12 comprises an active area 13, which is the
photosensitive part of the photodetector 3. The housing
11 is made of metal and serves as a heat dissipating
element. In particular it provides a thermal connection
between the diode 12 and a Peltier element 14. The Pel-
tier element 14 is used for controlling the temperature of
the diode 12. A temperature sensor 15 is thermally con-
nected to the housing 11. It provides measurements of
the temperature of the housing 11. The photodetector 3
can be calibrated according to the present method by
determining the afterpulsing probability from the output
of the diode 12 in relation to the temperature provided
by the temperature sensor 15. By controlling the Peltier
element 14 to change the temperature of the housing 11
and consequently the diode 12 to different values, a char-
acteristic curve of the afterpulsing probability at different
operating temperatures can be determined.

Claims

1. Method for calibrating a photodetector (3), the meth-
od comprising the following steps:

- measuring an afterpulsing probability and/or
timing of the photodetector (3) under different
operating conditions defined by values of one or
more operating parameters, and
- recording the measured afterpulsing probabil-
ity and/or timing in relation to the values of the
one or more operating parameters;

characterized in that at least one of the operating
parameters is a single-photon property of an optical
signal (2) incident on the photodetector (3) when
measuring the afterpulsing probability.

2. Method according to claim 1, characterized by:

- changing the value of the one or more operating
parameters between measurements of the af-
terpulsing probability and/or timing.

3. Method according to claim 1 or 2, characterized in
that the single-photon property of the optical signal
(2) is a member selected from a group consisting of:
the spatial mode, in particular the size, the shape,
the position or the polarization, or the temporal
mode, in particular the wavelength, of the optical sig-
nal (2).

4. Method according to one of claims 1 to 3, charac-
terized in that at least one of the operating param-
eters is a continuous property of a stream of photons
incident on the photodetector (3) when measuring
the afterpulsing probability.

5. Method according to claim 4, characterized in that
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the continuous property is a member selected from
a group consisting of: the intensity, the average pow-
er, the peak power, the number of photons per unit
time or by measurement time bin, the frequency or
rate of photons, the time duration between photons,
and for a pulsed photon stream: the power per pulse,
the mean photon number per pulse or the duration
of a pulse.

6. Method according to one of claims 1 to 5, charac-
terized in that at least one of the operating param-
eters is a beam property of a light beam incident on
the photodetector (3) when measuring the afterpuls-
ing probability and/or timing.

7. Method according to claim 6, characterized in that
the beam property is a member selected from a
group consisting of: the position on the photodetector
(3), the angle of incidence on the photodetector (3),
the size on the active area of the photodetector (3),
or the optical mode on the photodetector (3).

8. Method according to one of claims 1 to 7, charac-
terized in that at least one of the operating param-
eters is a detector property of the photodetector (3).

9. Method according to claim 8, characterized in that
the detector property is a member selected from a
group consisting of: the temperature of the photode-
tector (3), the age of the photodetector (3), the time
since the photodetector (3) was turned on.

10. Method according to one of claims 1 to 9, charac-
terized in that a pulsed photon stream is used for
measuring the afterpulsing probability, and in that
the operating parameters include at least the mean
number of photons per pulse, the time between puls-
es, the position of the optical signal (2) on the active
area of the photodetector (3), and the polarization of
the photons incident on the photodetector (3).

11. Method according to one of claims 1 to 10, charac-
terized by determining from the recorded relations
at least one member selected from a group consist-
ing of: a change in total probability of afterpulses, a
change to the distribution of afterpulses in time, a
change to statistical properties of the afterpulses, a
change to the individual afterpulse either electroni-
cally or temporally.

12. Method according to one of claims 1 to 11, charac-
terized in that the afterpulsing probability and/or tim-
ing is measured by cross correlation of signals meas-
ured with the photodetector (3) with signals from a
trigger of a light source (2).

13. A photodetector (3) calibrated using the method ac-
cording to one of claims 1 to 12.

14. Method for correcting a measurement of a photode-
tector (3) calibrated using the method according to
one of claims 1 to 12, the method comprising:

- determining the value of one or more operating
parameters related to the recorded afterpulsing
probability and/or timing;
- estimating a relative signal component, which
is due to afterpulsing, from the recorded after-
pulsing probability and/or timing and from the
determined parameter values; and
- compensating an electric signal measured with
the photodetector (3) with the estimated relative
signal component.

15. A system configured to correct for afterpulsing ef-
fects of a photodetector (3) based on recorded rela-
tions between an afterpulsing probability and the val-
ues of one or more operating parameters, wherein
at least one of the operating parameters is a single-
photon property of an optical signal incident on the
photodetector (3).
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