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Apparatus  for  forming  perforated  tubes. 

©  The  invention  provides  that  a  strip  of  flat  steel  is 
formed  at  its  edges  with  channels  which  face  in 
opposite  directions  and  the  strip  is  perforated  be- 
tween  the  channels.  The  strip  is  spirally  coiled  into 
tube  form  and  a  flange  of  one  of  the  channels 
engages  in  the  other  channel  and  the  adjacent 
flanges  are  crimped  to  form  a  helical  seam  in  the 
finished  tube.  The  tube  is  cut  to  lengths  and  the 
lengths  are  used  in  filter  elements.  The  channel 
flanges  are  deformed  prior  to  spiralling  to  facilitate 
the  crimping  and  the  spiralling  is  enhanced  by  the 
use  of  forming  plates  (14,  16)  having  edges  which 
helically  follow  the  curvature  of  the  mandrel  (10) 
leaving  a  gap  for  the  material  so  that  the  edges  fit  in 
one  of  the  channels  holding  the  edge  of  the  strip 

^■captive  until  the  strip  is  coiled  and  the  captive  edge 
^ i s   properly  presented  into  the  other  channel.  The 
_.  machine  provides  a  novel  form  of  cutting  head  (22A) 
J^jfor  cutting  the  tube  to  lengths,  embodying  a  cutting 
<Otool  which  orbits  the  tube  in  performing  the  cutting. 
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Apparatus  for  forming  perforated  tubes 

The  invention  relates  to  apparatus  for  the  for- 
mation  of  spiral-wound,  perforated,  sheet-metal 
tubes.  Particular  ones  of  the  tubes  of  the  invention 
are  believed  to  be  particularly  suitable  for  use  as 
cores  and/or  shells  for  fluid  filters,  because  they 
exhibit  considerable  resistance  to  pressure,  but 
may  also  have  other  applications. 

In  contrast  to  machines  hitherto  known  for  for- 
ming  such  tubes  the  present  apparatus  at  least  in 
its  preferred  form  is  very  advantageous,  being 
readily  adapted  to  the  formation  of  tubes  of  a  wide 
range  of  diameters  and  lengths,  from  strip  metal  of 
different  widths  and  with  perforations  of  different 
dimensions. 

According  to  one  aspect  of  the  invention  there 
is  provided  apparatus  for  forming  spirai-wound  per- 
forated  tubes  from  sheet-metal  strip  comprising  a 
generally  cylindrical  and  cantilever-mounted  man- 
drel,  means  for  continuously  and  lengthwise  per- 
forating  a  sheet-metal  strip  and  forwarding  the  strip 
to  the  mandrel  at  an  angle  oblique  to  the  axis 
thereof,  and  means  for  rotating  the  mandrel  about 
its  axis. 

Preferably  the  perforating  means  further  com- 
prises  means  for  simultaneously  folding  back  the 
edges  of  the  strip  respectively  to  opposite  sides 
whereby  the  folded  edges,  brought  together  at  the 
surface  of  the  mandrel,  can  be  interlocked  to  form 
a  spiral  seam.  Accordingly,  the  apparatus  may  fur- 
ther  comprise  seaming  wheel  means,  adjacent  to 
the  mandrel,  whereby,  in  conjunction  with  the  man- 
drel,  the  folded  edges  of  the  strip  may  be  interloc- 
ked  to  form  a  spiral  seam. 

Preferably,  the  mandrel  is  mounted  in  such  a 
fashion  that  the  angle  between  its  axis  and  the 
direction  of  the  path  of  the  strip  between  the  per- 
forating  means  and  the  forwarding  means  may  be 
varied  as  required  by  the  pitch  of  the  winding 
spiral. 

Preferably,  the  mandrel  has  a  forming  section 
around  which  the  strip  is  formed  into  spiral  shape, 
and  a  feed  off  section  along  which  the  spirally 
wound  strip  is  fed,  said  feed  off  section  being  of 
lesser  diameter  than  the  forming  section. 

The  feed  off  section  is  preferably  of  lesser 
diameter  than  the  forming  section  by  an  amount 
related  to  the  degree  of  shrinkage  of  the  strip 
material  which  takes  place  following  the  heating 
and  expansion  which  takes  place  at  the  forming 
station  due  to  the  working  of  the  material. 

The  forming  section  and  feed  off  section  re- 
spectively  are  each  of  constant  diameter  and  are 
contiguous  so  that  a  shoulder  is  defined  between 
said  sections.  The  length  of  the  forming  section  is 
selected  in  relation  to  the  width  of  the  strip  so  that 

the  overlapping  edges  of  the  strip  as  it  is  spirally 
wound  come  together  in  the  region  of  the  said 
shoulder. 

The  construction  of  the  mandrel  forms  another 
5  aspect  of  the  present  invention,  and  in  accordance 

therewith  there  is  provided  apparatus  for  forming 
spiral  tubes  from  sheet  material  strip  comprising  a 
generallay  cylindrical  mandrel  adapted  to  be  can- 
tilever  mounted  in  a  spiral  tube  forming  machine 

10  having  means  for  continuously  and  lengthwise  for- 
warding  the  strip  to  the  mandrel  at  an  angle  ob- 
lique  to  the  axis  thereof  so  that  the  strip  is  formed 
around  the  mandrel  until  the  edges  overlap  to 
define  the  spirally  wound  tube,  characterised  in  that 

75  the  mandrel  has  a  forming  section  around  which 
the  strip  is  formed  into  spiral  shape,  and  a  feed-off 
section  along  which  the  spirally  wound  strip  is  fed, 
said  feed  off  section  being  of  lesser  diameter  than 
the  forming  section. 

20  The  free  end  of  the  mandrel  is  preferably  pro- 
vided  with  a  cutting  ring,  perpendicular  to  the  axis, 
and  the  apparatus  may  further  comprise  adjustable 
cutting  means  arranged  for  planetary  movement 
about  the  free  end  of  the  mandrel  for  co-operation 

25  with  the  cutting  ring  to  sever  the  tubes. 
According  to  a  further  aspect  of  the  invention 

there  is  provided  apparatus  for  forming  spiral- 
wound  tubes  from  sheet-metal  strip  comprising  a 
generally  cylindrical  and  cantilever-mounted  man- 

30  drel,  means  for  continuously  and  lengthwise  for- 
warding  a  sheet-metal  strip  to  the  mandrel  at  an 
angle  oblique  to  the  axis  thereof,  and  means  for 
rotating  the  mandrel  about  its  axis. 

According  to  yet  another  aspect  of  the  inven- 
35  tion  there  is  provided  apparatus  for  forming  spiral- 

wound  tubes  from  sheet-metal  strip  comprising  a 
generally  cylindrical  and  cantilever-mounted  man- 
drel,  the  free  end  of  the  mandrel  being  provided 
with  a  cutting  ring,  perpendicular  to  the  axis,  and 

40  the  apparatus  further  comprising  adjustable  cutting 
means  arranged  for  planetary  movement  about  the 
free  end  of  the  mandrel  for  co-operation  with  the 
cutting  ring  to  sever  the  tubes. 

Embodiments  of  the  invention  will  now  be  de- 
45  scribed  by  way  of  example  and  with  reference  to 

the  accompanying  drawings,  of  which:- 
Fig.  1  is  a  schematic  plan  view  of  the  com- 

plete  apparatus  for  the  formation  of  spiral-wound 
perforated  tubes,  comprising  a  cutting  and  forming 

so  unit,  flange-turning  and  pressing  rollers,  mandrel, 
deflector  plates  and  a  cutting  unit; 

Fig.  2A  is  a  detail  of  the  cutting  and  forming 
unit; 

Fig.  2B  shows  cutting  rings  of  the  unit  of  Fig. 
2A; 
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Figs.  2C,  2D  and  2E  show,  respectively,  a 
plan  view  and  longitudinal  and  transverse  sections 
of  perforated  material; 

Fig.  2F  shows  in  perspective  view,  a  length 
of  steel  strip  after  it  has  been  cut  and  formed,  but 
before  being  spirally  wound; 

Fig.  3  shows  the  mandrel  in  side  elevation; 
Fig.  4A  is  an  end  view  of  the  mandrel  show- 

ing  the  deflector  plates; 
Fig.  4B  is  a  side  view  of  the  plates  with  the 

mandrel  omitted; 
Fig.  4C  shows  the  strip  being  coiled  in  the 

mandrel; 
Fig.  5A  is  an  end  elevation  of  a  unit  carrying 

the  flange-turning  rollers; 
Figs.  5B  and  5C  show  the  flanges  respec- 

tively  before  and  after  turning; 
Fig.  5D  is  a  sectional  view  of  the  flange 

pressing  roller; 
Fig.  5E  shows  interlocked  flanges  after 

pressing; 
Fig.  6A  is  a  plan  view  of  a  cam  ring  for  the 

cutting  unit; 
Fig.  6B  is  a  sectional  view  of  the  cam  ring; 
Fig.  6C  is  a  plan  view  of  a  rotary  unit  of  the 

cutting  unit; 
Fig.  6D  is  a  sectional  view  of  the  rotary  unit; 
Fig.  6E  is  a  detail  of  a  mounting  roller  of  the 

rotary  unit;  and 
Fig.  7  shows  in  perspective  view,  a  finished 

length  of  spirally  wound  tube. 
As  indicated  in  the  Figures,  and  particularly  in 

Fig.  1,  the  apparatus  comprises  a  frame  (not 
shown)  supporting  a  freely  rotatable  reel  2  for 
holding  a  roll  of  unperforated  steel  strip  and, 
spaced  therefrom  in  a  direction  perpendicular  to 
the  axis  of  the  reel,  unit  4  of  a  pair  of  co-operating 
forming  and  cutting  rollers  described  in  more  detail 
with  reference  to  Fig.  2. 

As  will  be  mentioned  again  below,  the  rollers  of 
unit  4  are  arranged  one  above  the  other  with  their 
axes  parallel  to  the  axis  of  reel  2,  and  the  upper 
roller  of  the  pair  is  driven  by  an  electric  motor  so 
that  if  the  leading  edge  of  a  roll  of  sheet  steel  strip, 
mounted  on  the  reel  2,  is  introduced  between  the 
rollers  the  strip  is  drawn  off  the  roll  and  forwarded 
in  the  direction  of  arrow  6. 

Downstream  of  the  forming  unit  4  is  a  pair  of 
flat  plates  8,  one  above  the  other,  defining  between 
them  a  horizontal  shallow  guide  passage  substan- 
tially  level  with  the  nip  between  the  rollers  of  unit  4 
through  which  the  strip  is  pushed  by  the  rollers.  As 
will  be  mentioned  below,  the  rollers  of  unit  4  bend 
the  edges  of  the  strip  into  respectively  upwardly 
and  downwardly  directed  flanges  for  the  ultimate 
formation  of  an  interlocking  seam,  and  the  plates  8 
are  thus  made  narrower  than  the  strip  to  be  em- 
ployed  so  that  the  flanges  project  laterally  of  the 

guide  passage. 
Further  downstream  of  the  unit  4  the  plates  8 

are  interrupted  by  a  unit  shown  in  Fig.  5A  by 
which,  as  will  be  described  in  more  detail  below, 

5  the  flanges  of  the  strip  are  turned  by  rollers  160, 
162  into  pronounced  hooks  which  later  are  ar- 
ranged  to  interlock  with  one  another., 

A  generally  cylindrical  mandrel  10,  to  be  de- 
scribed  in  more  detail  with  reference  to  Fig.  3,  is 

10  arranged  downstream  of  the  plates  8  at  an  angle  to 
the  direction  of  arrow  6  and  with  its  underside 
approximately  level  with  the  passage  between  the 
plates  8.  The  mandrel  is  mounted  by  its  end  12, 
cantilever  fashion,  and  for  rotation  about  its  axis  by 

75  an  electric  motor  not  shown.  In  some  embodi- 
ments,  the  mandrel  may  be  stationary. 

A  first  deflector  plate  1  4  is  arranged  below  the 
mandrel,  generally  skewed  relative  to  the  axis  of 
the  mandrel.  As  will  be  described  in  more  detail 

20  below,  the  upper  surface  of  the  plate  14  is  concave 
and  follows  the  curvature  of  the  mandrel  in  order  to 
define,  with  the  underside  of  the  mandrel,  a  pas- 
sage  of  constant  depth  for  guiding  an  edge  of  the 
strip  through  a  quarter  of  a  turn  around  the  man- 

25  drei. 
A  second  deflector  plate  16  having  a  concave 

lower  surface  is  arranged  over  the  mandrel,  again 
at  a  skew  relative  to  the  mandrel  axis.  This  defines 
with  the  mandrel  surface  a  further  constant-depth 

30  passage  and  is  positioned  to  receive  the  edge  of 
the  strip  leaving  the  plate  14  and  direct  it  through  a 
further  half-turn  about  the  mandrel. 

As  shown  in  Fig.  1  and  Fig.  4  the  deflector 
plates  14  and  16  are  curvilinear,  so  that  their  con- 

35  cave  surfaces  follow  the  contour  of  the  edge  of  the 
strip  as  it  is  directed  thereby  spirally  about  the 
circumference  of  the  mandrel  under  pressure  from 
the  rollers  unit  4. 

A  seam-forming  roller  18  is  mounted  below  the 
40  mandrel,  for  rotation  about  its  axis,  so  that  it  lies  in 

a  plane  which  is  parallel  to  the  direction  of  arrow  6, 
and  so  as  to  press  against  the  surface  of  the 
mandrel.  The  function  of  the  roller  18,  to  be  de- 
scribed  in  more  detail,  is  to  lock  together  the 

45  respective  flanged  edges  of  the  strip  as  shown  in 
Fig.  5  as  they  come  into  overlapping  and  parallel 
relationship  with  successive  length  portions  of  the 
strip  spiralling  round  the  mandrel  to  define  a  tube. 

The  free  end  20  of  the  mandrel  will  be  de- 
50  scribed  in  more  detail  with  reference  to  Figs.  6. 

Suffice  at  this  point  to  indicate  that  the  end  20 
presents  a  circumferential  edge  which  co-operates 
with  cutters  mounted  for  planetary  motion  in  a 
frame  22A  surrounding  end  20  to  sever  the  tube 

55  perpendicularly  to  its  axis.  It  will  be  understood  that 
once  a  first  perpendicular  severance  of  the  tube 
has  been  made,  successive  actions  of  the  cutters 
will  produce  a  series  of  length  portions  of  the  tube 
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being  right  cylinders. 
The  significant  parts  of  the  forming  and  per- 

forating  unit  4,  which  acts  also  as  drive  means  for 
withdrawing  the  strip  from  reel  2  and  forwarding  it 
to  the  mandrel  are  shown  in  detail  in  Figures  2A  - 
2E.  Figure  2A  is  a  partial  sectional  view  showing 
the  lower  portion  of  an  upper  roller  20  and  upper 
portion  of  a  lower  roller  22  spaced  apart  more  than 
in  operation  for  the  sake  of  simplicity.  Each  roller 
comprises  a  central  shaft  on  which  is  mounted  a 
series  of  discs  of  which  those  forming  the  lower 
roller  22  are  provided  with  key  slots  to  align  with  a 
key  way  in  the  lower  shaft. 

The  central  portion  of  the  lower  roller  22  com- 
prises  pairs  of  cutting  discs  24,  26,  each  pair  being 
separated  by  a  spacing  disc  28  of  smaller  diam- 
eter.  Figure  2B  shows  a  detail  of  one  of  the  cutter 
discs  26  which  shows  that  its  outer  periphery  com- 
prises  a  series  of  teeth  30,  projecting  from  the 
intermediate  lands  32  which  subtend  a  similar  arc. 
The  edges  34  of  the  teeth  are  inclined  relative  to 
the  radius.  Each  of  the  cutting  discs  24  is  identical 
with  disc  26  shown  in  Figure  2B  except  that  the 
key  way  is  displaced  so  that  when  a  pair  of  discs 
26,  24  are  arranged  with  their  key  ways  in  align- 
ment,  the  teeth  30  of  disc  26  are  interspaced 
relative  to  the  teedth  30  of  disc  34  and  in  alignment 
with  the  lands  32  of  disc  24. 

A  central  portion  of  roller  20  comprises  a  series 
of  plain  rings  31  of  thickness  corresponding  to  the 
spacers  28  on  the  roller  22  and  each  presenting  a 
first  cutting  edge  33  for  co-operation  with  the  teeth 
30  of  cutter  24  of  one  pair  of  cutters  on  the  roller 
22,  and  a  second  cutting  edge  35  for  co-operation 
in  use  with  the  teeth  30  of  cutter  26  of  an  adjacent 
pair  of  cutters  on  roller  22.  Between  the  cutting 
rings  31  are  spacers  37  of  thickness  corresponding 
to  the  combined  thickness  of  cutter  pairs  24,  26  of 
the  roller  22. 

In  practice,  the  axes  of  the  rollers  20,  22  are 
closer  than  shown  in  Figure  2A  so  that  each  of  the 
cutter  pairs  24,  26  enters  the  space  between  adja- 
cent  rings  31  of  roller  20  so  that  when  sheet  metal 
is  introduced  between  the  rollers,  from  the  reel  2, 
the  teeth  30  of  roller  26  engaging  against  edge  35 
of  ring  31  cut  through  the  metal  whilst  forming  a 
lengthwise  series  of  rectangular  depressions  cor- 
responding  to  the  length  and  width  of  the  teeth  30. 
At  the  same  time  the  teeth  30  of  the  cutter  24 
cooperate  with  edge  33  of  a  further  ring  31  to  cut 
the  metal  and  form  a  series  of  rectangular  depres- 
sions  in  staggered  relationship  relative  to  those 
caused  by  the  cutter  26  and  facing  in  the  opposite 
direction,  as  will  be  described  more  fully  in  relation 
to  Fig.  2F. 

The  result  can  be  seen  in  the  portion  of  perfo- 
rated  strip  material  shown  in  Figs.  2C,  2D,  2E  and 
2F.  In  plan  view,  the  strip  presents  parallel,  broken 

channels  a,  running  lengthwise  of  the  strip  and 
separated  by  lands  b  of  undeformed  strip  material. 
All  the  channels  are  similar  and  are  defined  by 
relatively  flat  base  portions  c  and  d  spaced  by 

5  mounds  e  substantially  in  the  plane  of  the  lands  b. 
From  each  end  of  both  base  portions  the  metal 
slopes  upwardly  to  a  mound  e.  From  one  side  of 
portion  c  the  metal  presents  an  upward  slope  f  to 
one  of  the  landŝ   b  whilst  between  the  other  side  of 

w  the  base  portion  c  and  the  neighbouring  land  is  an 
opening  g  formed  by  the  cutting  of  the  metal. 
Conversely,  the  metal  slopes  downwardly  from  the 
said  neighbouring  land  to  one  side  of  the  base 
portion  d,  whilst  there  is  an  opening  h  between  the 

15  other  side  of  the  said  base  portion  and  the  first- 
mentioned  land  b.  As  can  be  seen  from  the  trans- 
verse  section,  the  underside  of  the  strip  presents  a 
series  of  openings  along  one  transverse  line,  facing 
one  edge  of  the  strip,  whilst  it  can  be  understood 

20  that  along  an  adjacent  line  a  series  of  openings 
faces  the  other  edge  of  the  strip  as  will  be  more 
clearly  understood  from  Fig.  2F. 

The  respective  ends  of  the  roller  22  comprise  a 
series  of  forming  discs  38,  40  of  different  diam- 

25  eters,  thicknesses  and  profiles,  whilst  roller  20  at  its 
ends  has  a  series  of  discs  42,  44  such  that  with  the 
rollers  set  to  cut  and  deform  the  strip  by  means  of 
the  cutter  pairs  24,  26  the  discs  38  and  42  at  one 
end  of  the  rollers  combine  to  form  one  edge  of  the 

30  strip  with  an  upper  turned  flange  F1  as  shown  in 
Figure  2E  and  2F  whilst  the  discs  40,  44  combine 
to  bend  the  other  edge  of  the  strip  into  a  downward 
flange  F2-  as  also  shown  in  Figures  2E  and  2F. 

The  mandrel  10  is  shown  in  more  detail  in 
35  Figure  3.  It  comprises  a  tube-forming  section  or 

portion  50  of  substantially  constant  diameter  ex- 
tending  between  a  shoulder  flange  54  and  a  clear- 
ance  shoulder  53,  and  a  feed  off  section  51  extend- 
ing  between  the  clearance  shoulder  53  and  the  free 

40  end  52.  Remote  from  the  free  end  52  is  a  portion 
56  by  means  of  which  the  mandrel  is  mounted,  this 
portion  being  provided  with  a  threaded  central  bore 
58  which  in  use  accommodates  a  screw  holding 
the  mandrel  in  position  and  attaching  a  drive  gear 

45  by  which  the  mandrel  is  turned. 
The  free  end  52  of  the  mandrel  is  formed  of  a 

series  of  rings  secured  thereto  by  means  for  bolt 
62  fitted  into  a  threaded  axial  bore  64  of  which 
more  detail  will  be  given  below. 

so  Figure  4A  is  a  section  through  the  mandrel 
perpendicular  to  the  axis  thereof.  The  figure  shows 
the  spiral  forming  deflectors  1  4,  1  6  previously  men- 
tioned.  These  are  of  for  example  of  phosphor- 
bronze  plate,  3.5  mm  thick  (different  materials  and 

55  sizes  could  be  used)  and  as  previously  mentioned 
these  are  skewed  relative  to  the  direction  of  the 
axis  of  the  mandrel  and  indeed  are  not  flat  but  are 
curvilinear.  However  as  Figure  4A  shows  their  con- 
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cave  surfaces,  when  viewed  along  the  axis  of  the 
mandrel,  are  true  arcs  of  circles  centred  on  the 
axis  of  the  mandrel,  and  these  arcs  have  diameters 
which  are  greater  than  that  of  the  mandrel  by 
somewhat  more  than  twice  the  thickness  of  the 
metal  plate  to  be  formed. 

In  use  of  the  apparatus,  assuming  that  the 
leading  end  of  the  metal  strip  is  cut  square  as 
shown  at  X  in  Fig.  2F  and  remembering  that  the 
mandrel  is  arranged  at  an  angle  to  the  axis  of  the 
forming  rollers  unit  4,  the  strip  approaches  the 
mandrel  first  by  one  of  its  edges  where  the  lower 
deflector  14  is  positioned.  This  edge,  in  the  ar- 
rangement  shown  in  Fig.  1  ,  is  the  left-hand  edge  L 
as  viewed  from  above.  At  this  edge  the  flange  is 
bent  downwardly,  away  from  the  mandrel  as  shown 
in  Fig.  2F.  The  flat  portion  S1  (Fig.  2F)  of  the  strip 
enters  the  gap  72  between  the  lower  edge  of  the 
deflector  14  and  the  mandrel  itself  with  the  flange 
S2  passing  outside  the  deflector,  and  is  directed  in 
the  uniform  gap  between  the  outer  surface  of  the 
mandrel  and  concave  surface  74  through  a  quarter 
of  a  turn  about  the  mandrel.  It  will  be  understood 
that,  because  of  the  angle  of  the  mandrel,  the  edge 
of  the  strip  is  arranged  to  move  simultaneously 
lengthwise  of  the  mandrel  by  about  a  quarter  of  the 
width  of  the  strip.  Leaving  the  lower  deflector  14, 
the  edge  of  the  strip  enters  the  corresponding  gap 
between  the  mandrel  and  the  semi-circular  surface 
76  of  the  upper  deflector  16,  so  that  the  strip  is 
deflected  around  a  further  half  of  the  circumference 
of  the  mandrel  to  emerge  facing  downwardly  at 
gap  80. 

By  this  time  the  edge  of  the  strip  has  travelled 
lengthwise  of  the  mandrel  by  three  quarters  of  the 
width  of  the  strip  and  has  been  distorted  into  a 
circular  path  through  three  quarters  of  a  revolution. 
The  metal  generally  being  of  low  resilience,  the 
strip  tends  to  follow  the  surface  of  the  mandrel 
after  leaving  the  gap  80  so  that  it  completes  the 
revolution  and  completes  the  translation  lengthwise 
of  the  mandrel  by  the  full  width  of  the  strip.  Thus 
as  seen  in  Figure  4C  the  first  mentioned  edge  F2 
of  the  strip,  with  the  outwardly  bent  flange  at  the 
leading  end  aligns  with  the  opposite  edge  F1  with 
the  formation  of  the  first  helix  of  a  continually 
extending  spiral.  Strip  feed  is  indicated  by  refer- 
ence  6,  mandrel  rotation  by  reference  6X  and  spiral 
feed  along  the  mandrel  by  6Y.  Throughout  the  helix 
forming  action,  the  mandrel  itself  is  rotated  in  the 
direction  of  and  at  approximately  the  same  speed 
as  the  spiralling  strip. 

As  the  respective  edges  F1  ,  F2  come  together, 
the  flanges  shown  in  Figure  2E,  respectively  turned 
towards  and  away  from  the  mandrel,  inter-engage. 
The  seaming  roller  90  shown  in  Figures  5D  and  5E 
is  arranged  at  this  point  to  rotate  in  and  by  surface 
contact  with  the  mandrel.  The  roller  90  is  provided 

with  two  parallel  circumferential  ribs  92.  The  spac- 
ing  and  projection  of  the  ribs  92  are  such  that  they 
span  the  inter-engaged  flanges  and  press  them 
against  the  mandrel  so  that  they  are  pressed  into 

5  the  tight  seam  5M  shown  in  Figures  5E  and  7 
where  the  peripheral  surface  of  the  roller  90  is 
shown  in  chain  dotted  lines. 

Once  the  first  helix  of  the  spiral  tube  has  been 
formed  as  described  above,  each  successive 

10  length  portion  of  strip  drawn  from  the  roll,  perfo- 
rated  and  fed  forwardly  by  the  rollers  20,  22  adds 
to  the  length  of  the  spiral  tube  so  that  the  leading 
edge  of  the  formed  tube  advances  towards  and 
eventually  beyond  the  free  end  52  of  the  mandrel. 

75  The  shoulder  53  is  formed  in  the  mandrel  10  at 
a  distance  D  from  the  flange  54,  such  distance 
corresponding  to  the  width  of  the  strip  measured  in 
a  direction  inclined  to  the  strip  by  an  amount  equal 
to  the  angle  at  which  the  strip  is  fed  to  the  mandrel 

20  so  that  in  fact  the  shoulder  53  will  lie  in  the  vicinity 
of  the  spiralling  strip  where  the  edge  flanges  F1 
and  F2  overlap  and  interengage  as  shown  in  Fig. 
4C  and  also  in  fact  where  the  pressing  roller  18  is 
located. 

25  As  the  strip  is  fed  to  the  mandrel  and  is  spi- 
,  railed  as  described  above,  metal  in  fact  due  to  the 

working  of  same  tends  to  heat  up,  especially  if  as 
is  anticipated  the  metal  is  fed  through  the  machine 
at  high  speed,  and  this  heating  up  effect  causes 

30  the  metal  slightly  to  expand.  When  the  metal  sub- 
sequently  has  the  opportunity  to  cool  down,  for 
example  when  it  reaches  the  feed  off  section  51  of 
the  mandrel,  the  metal  tends  to  contract,  and  if  the 
feed  off  section  51  were  to  be  of  the  same  diam- 

35  eter  as  the  forming  section  50,  the  spirally  wound 
tube  could  tend  to  bind  on  the  feed  off  section  51 
leading  to  breakdown  of  the  machine.  Therefore, 
the  feed  off  section  51  is  made  a  sufficient  clear- 
ance  amount  less  in  diameter  than  section  50 

40  hence  the  presence  of  the  shoulder  53.  This  clear- 
ance  amount  is  quite  small,  and  for  example  can 
be  in  the  order  of  a  fraction  of  a  millimetre  suffi- 
cient  to  avoid  the  binding  effect  described  above. 

The  heating  of  the  material  is  due  to  the  work- 
45  ing  of  same,  especially  as  the  location  of  the  flange 

F2  in  relation  to  the  guides  14  and  16  is  such  that 
the  flange  is  held  captive  by  the  said  guides  whilst 
spiral  forming  is  taking  place. 

Referring  to  Figs.  5A,  5B  and  5C,  these  figures 
so  serve  to  show  how  the  channels  formed  in  the 

edges  of  the  strip  by  the  forming  rollers  of  unit  4 
are  subsequently  distorted  further  in  order  to  form 
hook  like  formations  from  said  channels. 

Fig.  5A  shows  the  apparatus  in  which  the  for- 
55  ming  rollers  160  and  162  are  mounted,  and  this 

apparatus  comprises  a  stand  60X  supporting  said 
rollers  160  and  162  for  rotation  about  vertical  axes 
62X  and  66X.  The  rollers  160  and  162  are  of 
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identical  construction,  except  that  they  face  in  op- 
posite  directions.  Each  roller  comprises  a  disc  por- 
tion  160X  and  a  frustoconical  portion  160Y  between 
which  is  formed  a  shoulder  160Z  into  which  the 
edge  of  the  previously  formed  strip  is  deflected  by 
means  of  a  jig  finger  68X.  The  jig  finger  70X  which 
cooperates  with  roller  162  is  oppositely  positioned 
as  shown  in  relation  to  finger  68X  because  the 
respective  channels  F1  and  F2  as  shown  clearly  in 
Fig.  2F  face  in  opposite  directions. 

Fig.  5B  shows  the  profile  shape  of  the  channels 
F1  and  F2  as  the  strip  emerges  from  the  forming 
unit  4,  whilst  Fig.  5C  shows  the  extra  deformation 
to  which  the  channels  have  been  subjected  in 
passing  through  the  apparatus  carrying  the  rollers 
160  and  162.  It  will  be  seen  from  Fig.  5  that  the 
edge  flange  S2  has  been  hooked  inwardly  to  a 
greater  extent,  and  similarly  with  the  flange  S3  of 
the  channel  F1  so  that  the  flanges  S2  and  S3  form 
interhooking  elements  when  the  strip  is  wound  as 
previously  described  with  reference  to  Fig.  4C. 

Referring  now  to  series  6  of  the  figures,  these 
show  the  cut-off  unit  22A.  This  comprises  a  cam 
ring  100,  shown  in  front  elevation  in  Fig.  6A  and  in 
transverse  section  in  Fig.  6B  and  a  rotary  unit  102 
shown  in  front  elevation  and  transverse  section 
respectively  in  Figs.  6C  and  6D. 

The  support  ring  100  is  rigidly  mounted  by 
conventional  means  perpendicularly  to  the  axis  of 
the  mandrel  at  its  free  end  52.  As  shown  in  Figs. 
6A  and  6B  the  ring  100  is  generally  annular  in 
shape,  and  the  centre  of  the  annulus  lies  on  the 
axis  of  the  mandrel.  The  inner  circumferential  sur- 
face  104  of  ring  100  is  bevelled  and  treated  to 
provide  a  hardened  face  which  provides  a  bearing 
for  the  rotary  unit  102  which  contacts  the  bevelled 
face  104  by  angled  rollers  106. 

The  rotary  unit  102  is  itself  generally  annular, 
its  outer  periphery  108  having  a  V-groove  110  to 
accommodate  a  V-belt  for  the  rotation  co-axially 
with  ring  100  thereof  during  the  cutting  action.  The 
unit  further  comprises  a  cutting  wheel  112,  moun- 
ted  for  rotation  about  an  axis  parallel  to  that  of  the 
annulus  itself  and  projecting  inwardly  of  the  inner 
circumferential  surface  116  of  the  annulus.  The 
function  of  the  cutter  wheel  112  is  to  co-operate 
with  the  end  52  of  the  mandrel  to  sever  the  formed 
tube  perpendicularly  to  its  axis. 

The  cutting  wheel  112  is  mounted  in  a  member 
124  which  is  adjustably  mounted,  by  means  of 
bolts  120  passing  through  slots  122  to  a  sliding 
member  140.  Similarly  an  opposed  pressure  wheel 
114  is  mounted  in  a  member  118  which  is  similarly 
adjustably  mounted  in  a  slide  member  130.  The 
adjustability  of  the  members  118  and  124  by  virtue 
of  the  slots  122  and  bolts  120  provides  that  the 
cut-off  unit  can  be  applied  to  tubes  formed  on 
mandrels  of  very  different  diameters  because  by 

releasing  the  bolts  120  and  sliding  the  member  118 
upwardly  and  the  member  124  downwardly  as 
shown  in  the  Fig.  6C,  the  cutting  wheel  112  and  the 
pressure  wheel  114  can  be  brought  closer  to  the 

5  axis  of  the  annulus  and  thus  closer  to  the  surface 
of  the  mandrel.  In  all  cases,  however,  the  bolts  120 
are  tightened  with  members  118  and  124  short  of  a 
position  where  the  cutter  112  and  wheel  114  bear 
upon  the  tube,  so  that  except  when  cutting  is  to 

10  take  place  the  tube,  forming  on  the  mandrel,  can 
project  outwardly  from  the  free  end  52  of  the 
mandrel  through  the  centre  of  the  rotary  device 
and  the  support  ring  100. 

The  slide  members  130,  140  are  slidable  rela- 
75  tive  to  vertical  guide  strips  126,  downward  move- 

ment  of  slide  member  140  and  upward  movement 
of  slide  member  1  30  being  against  the  pressure  of 
springs  144.  In  addition  to  supporting  the  members 
118  and  124,  the  slide  members  also  support,  on 

20  axes  inclined  to  the  rotary  axis  of  the  member  102, 
the  wheels  106  to  which  reference  has  already 
been  made  and  which  are  shown  in  more  detail  in 
Fig.  6E. 

When  it  is  required  that  the  tube  shall  be  cut, 
25  which  may  be  indicated  by  the  end  of  the  tube 

contacting  the  detector  device  180  shown  in  Fig.  1, 
feed  of  strip  to  the  mandrel  is  halted.  The  rotary 
unit  102  is  then  displaced  axially  in  the  direction  of 
arrow  142  (Fig.  6B)  so  that  the  rollers  106  which 

30  had  ridden  about  the  larger  diameter  end  of  sur- 
face  104  move  progressively  to  the  smaller  diam- 
eter  end  of  that  surface  displacing  the  respective 
slide  members  1  30,  1  40  inwardly  against  the  pres- 
sure  of  springs  144.  If  the  positions  of  the  mem- 

35  bers  118  and  124  have  been  correctly  adjusted, 
this  further  movement  is  sufficient  to  bring  the 
cutting  wheels  112,  and  the  pressure  wheel  114 
into  engagement  with  the  tube  and  beyond  the 
tube  into  cutting  engagement  with  a  corresponding 

40  cutting  edge  provided  at  the  end  52  of  the  mandrel 
at  diametrically  opposed  positions.  The  rotary 
member  102  is  now  rotated  on  member  100  and 
the  rotary  movement  of  the  rotary  member  102 
ensures  that  the  cutting  action  continues  around 

45  the  periphery  of  the  tube. 
When  the  pressure  in  the  direction  of  arrow 

142  is  released,  the  springs  144  urge  the  sliding 
members  130,  140  respectively  downardly  and  up-  ' 
wardly  as  viewed  in  Fig.  6C,  so  that  the  cutter 

so  wheels  112  and  the  pressure  wheels  disengage 
from  the  tube  and  the  rollers  106,  bearing  on  the 
inclined  surface  104,  displace  the  rotary  unit  102  in 
the  direction  opposite  to  that  of  arrow  142. 

Reference  to  Fig.  3  will  show  that  the  free  end 
55  52  of  the  mandrel  presents  a  hardened  cutting 

edge  150  for  co-operation  with  the  cutting  roller 
112.  A  thin  annulus  152  is  arranged  about  the  disc 
154  and  is  held  in  place  by  a  disc  156.  The  edge 
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of  the  annulus  152  co-operates  during  the  cutting 
of  the  tube  with  the  rollers  158  mounted  respec- 
tively  before  and  after  the  cutting  roller  112  in 
respect  of  the  rotation  of  the  rotary  unit  102,  and 
this  co-operation  provides  for  a  slight  inward  distor- 
tion  of  the  tube  material  at  each  side  of  the  line  of 
severance. 

Fig.  7  shows  a  length  of  spirally  wound  tube, 
which  forms  a  core  or  sheath  for  a  filter  cartridge. 
A  neat  and  effective  product  results,  with  the  hel- 
ical  seam  SM  forming  a  means  firmly  connecting 
the  coils  of  the  spiral. 

The  present  invention  provides  a  number  of 
aspects  in  the  machinery  described,  and  also  in 
the  finished  product,  and  any  one  or  more  of  these 
aspects  constitutes  the  present  invention. 

of  the  material,  between  the  means  for  forming  and 
the  mandrel. 

5.  Apparatus  according  to  Claim  4,  wherein 
said  means  for  deforming  comprises  a  shaping  jig 

5  through  which  the  material  is  passed. 
6.  Apparatus  according  to  Claim  5,  wherein 

said  shaping  jig  comprises  shaped  edging  rollers 
and  complimentary  shaping  fingers. 

7.  Apparatus  according  to  Claim  1,  wherein 
10  said  means  for  forming  comprises  complimentary 

forming  rolls  defining  a  nip  through  which  the  ma- 
terial  is  passed. 

8.  Apparatus  according  to  Claim  7,  wherein 
said  rolls  have  formations  to  form  perforations  in 

75  the  material  between  said  channels. 
9.  Apparatus  according  to  Claim  8,  wherein 

said  rolls  comprise  discs  having  cutting  teeth,  the 
teeth  of  adjacent  discs  being  staggered  relative  to 
each  other. 

20  10.  Apparatus  according  to  Claim  1,  wherein 
said  plate  guide  means  comprises  a  quadrant  plate 
which  the  guide  edge  subtends  an  angle  of  90°  of 
the  mandrel  and  extends  helically  thereof,  and  a 
diametrical  guide  plate  of  which  the  guide  edge 

25  subtends  an  angle  of  180°  of  the  mandrel  and 
extends  helically  thereof. 

1  1  .  Apparatus  according  to  Claim  1  ,  including 
g)  cutting  means  for  cutting  the  spirally  wound  tube 
into  lengths. 

30  12.  Apparatus  according  to  Claim  11,  wherein 
said  cutting  means  comprises  a  cutting  head,  a 
mounting  for  said  cutting  head,  rotation  support 
means  enabling  the  cutting  head  to  be  rotated  on 
the  mounting  and  around  the  axis  of  the  mandrel 

35  enabling  said  cutting  means  to  effect  cutting  of  the 
tube  into  lengths  whilst  the  tube  lies  on  the  axis  of 
the  mandrel  and  drive  means  for  rotating  the  cut- 
ting  means. 

13.  Apparatus  according  to  Claim  12,  wherein 
40  said  mandrel  comprises  a  cutting  edge  positioned 

to  co-operate  with  said  cutting  means  for  the  cut- 
ting  of  the  tube. 

14.  Apparatus  according  to  Claim  12,  wherein 
said  cutting  head  comprises  a  pair  of  semi-annular 

45  components  which  co-operate  to  form  an  annular 
component  through  the  centres  of  which  the  tube 
to  be  cut  passes,  spring  means  urging  the  compo- 
nents  apart,  said  cutting  head  being  mounted  on 
one  of  the  components,  and  said  rotation  support 

so  means  comprises  cam  wheels  carried  by  the  said 
components,  and  said  mounting  defines  a  frusto 
conical  cam  track  engaged  by  said  wheels,  and 
including  means  for  urging  the  cutting  head  axially 
of  the  mandrel  to  cause  the  wheels  to  move  to- 

55  wards  the  smaller  diameter  end  of  the  cam  track  to 
cause  the  cutting  means  to  move  into  cutting  en- 
gagement  with  the  tube. 

15.  Apparatus  according  to  Claim  14,  wherein 

Claims 

1.  Apparatus  for  forming  spirally  wound  tube 
from  flat  strip  or  web  material,  comprising:- 
a)  means  for  feeding  the  material  in  the  direction  of 
its  length, 
b)  means  for  forming  at  the  respective  edges  of  the 
material  an  upwardly  directed  channel  having  a 
free  edge  flange  and/or  downwardly  directed  chan- 
nel  having  a  free  edge  flange; 
c)  A  curved  forming  mandrel, 
d)  plate  guide  means  having  a  guide  edge  which 
follows  the  curvature  of  the  mandrel,  and  which  is 
mounted  in  relation  to  the  mandrel  to  define  a 
retaining  gap, 
said  means  for  feeding,  means  for  forming,  man- 
drel  and  plate  guide  means  arranged  to  feed  the 
material  so  that  said  material  is  fed  to  the  mandrel 
at  an  angle  to  its  axis  and  one  of  said  upwardly 
directed  channel  or  downwardly  directed  channel 
receives  the  plate  guide  means  to  retain  the  ma- 
terial  edge  to  the  mandrel  surface  to  cause  the 
material  to  spiral  as  it  is  fed  and  to  direct  the 
flange  of  said  channel  into  the  channel  at  the  other 
edge  of  material  upon  completion  of  one  spiral 
around  the  mandrel. 

2.  Apparatus  according  to  Claim  1  ,  including:- 
e)  means  for  clenching  together  the  free  edge 
flanges  of  the  respective1  edges  of  the  material 
when  spirally  wound  to  form  a  spiral  seam. 

3.  Apparatus  according  to  Claim  2,  wherein  the 
said  means  for  clenching  comprises  a  pressure 
roller  lying  tangentially  to  the  mandrel  surface  and 
comprising  a  groove  in  which  the  interfitting  chan- 
nels  are  received. 

4.  Apparatus  according  to  any  preceding  claim, 
including:- 
f)  means  for  deforming  said  free  edge  flanges  to 
turn  same  inwardly,  said  means  for  deforming  be- 
ing  located,  having  regard  to  the  direction  of  feed 
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the  other  of  said  components  comprises  a  pressure 
wheel  adapted  to  engage  the  tube  at  a  diamet- 
rically  opposite  position  to  the  cutting  head  when 
cutting  of  the  tube  is  taking  place. 

16.  Apparatus  according  to  Claim  1,  wherein 
the  mandrel  has  a  forming  section  around  which 
the  strip  is  formed  into  spiral  shape,  and  a  feed  off 
section  along  which  the  spirally  wound  strip  is  fed, 
said  feed  off  section  being  of  lesser  diameter  than 
the  forming  section. 

17.  Apparatus  according  to  Claim  16,  wherein 
the  feed  off  section  is  of  lesser  diameter  than  the 
forming  section  by  an  amount  related  to  the  degree 
of  shrinkage  of  the  strip  material  which  takes  place 
following  the  heating  and  expansion  which  takes 
place  at  the  forming  station  due  to  the  working  of 
the  material. 

18.  Apparatus  according  to  Claim  17,  wherein 
the  forming  section  and  feed  off  section  respec- 
tively  are  each  of  condstant  diameter  and  are  con- 
tinguous  so  that  a  shoulder  is  defined  between  said 
sections. 

19.  Apparatus  according  to  Claim  18,  wherein 
the  length  of  the  forming  section  is  selected  in 
relation  to  the  width  of  the  strip  so  that  overlapping 
edges  of  the  strip  as  it  is  spirally  wound  come 
together  in  the  region  of  the  said  shoulder. 

20.  Apparatus  for  forming  spirally  wound  tube 
from  flat  strip  or  web  material,  comprising:- 

a)  means  for  feeding  the  strip  in  the  direction 
of  its  length, 

b)  a  mandrel, 
c)  means  for  spirally  winding  the  strip  ar- 

ound  the  mandrel, 
d)  means  for  connecting  the  adjacent  strip 

edges  to  form  the  spirally  wound  tube,  and 
e)  a  means  for  working  the  material  before  it 

so  coiled  said  means  for  working  comprising  com- 
plimentary  forming  rolls  defining  a  nip  through 
which  the  material  passes. 

21.  Apparatus  according  to  Claim  20,  wherein 
said  rolls  have  formations  to  channels  at  the  edges 
of  the  material  and  to  form  perforations  in  the 
material  between  said  channels. 

22.  Apparatus  according  to  Claim  21,  wherein 
said  rolls  comprise  discs  having  cutting  teeth,  the 
teeth  of  adjacent  discs  being  staggered  relative  to 
each  other. 

23.  Apparatus  for  forming  spirally  wound  tube 
from  flat  strip  or  web  material,  comprising:- 

a)  means  for  feeding  the  strip  in  the  direction 
of  its  length, 

b)  a  mandrel, 
c)  means  for  spirally  winding  the  strip  ar- 

ound  the  mandrel, 
d)  means  for  connecting  the  adjacent  strip 

edges  to  form  the  spirally  wound  tube,  and 
e)  cutting  means  for  cutting  the  spirally 

wound  tube  into  lengths,  said  cutting  means  being 
mounted  to  be  rotated  around  the  tube  to  effect 
said  cutting. 

24.  Apparatus  according  to  Claim  23,  wherein 
5  said  cutting  means  comprises  a  cutting  head,  a 

mounting  for  said  cutting  head,  rotation  support 
means  enabling  the  cutting  head  to  be  rotated  on 
the  mounting  and  around  the  axis  of  the  mandrel 
enabling  said  cutting  means  to  effect  cutting  of  the 

10  tube  into  lengths  whilst  the  tube  lies  on  the  axis  of 
the  mandrel  and  drive  means  for  rotating  the  cut- 
ting  means. 

25.  Apparatus  according  to  Claim  24,  wherein 
said  mandrel  comprises  a  cutting  edge  positioned 

75  to  cooperate  with  said  cutting  means  for  the  cutting 
of  the  tube. 

26.  Apparatus  according  to  Claim  25,  wherein 
said  cutting  head  comprises  a  pair  of  semi-annular 
components  which  cooperate  to  form  an  annular 

20  component  through  the  centres  of  which  the  tube 
to  be  cut  passes,  spring  means  urging  the  compo- 
nents  apart,  said  cutting  head  being  mounted  on 
one  of  the  components,  and  said  rotation  support 
means  comprises  cam  wheels  carried  by  the  said 

25  components,  and  said  mounting  defines  a  frusto 
conical  cam  track  engaged  by  said  wheels,  and 
including  means  for  urging  the  cutting  head  axially 
of  the  mandrel  to  cause  the  wheels  to  move  to- 
wards  the  smaller  diameter  end  of  the  cam  track  to 

30  cause  the  cutting  means  to  move  into  cutting  en- 
gagement  with  the  tube. 

27.  Apparatus  according  to  Claim  26,  wherein 
the  other  of  said  components  comprises  a  pressure 
wheel  adapted  to  engage  the  tube  at  a  diamet- 

35  rically  opposite  position  to  the  cutting  head  when 
cutting  of  the  tube  is  taking  place. 

28.  Apparatus  for  forming  spiral  tubes  from 
sheet  material  strip  comprising  a  generally  cylin- 
drical  mandrel  adapted  to  be  cantilever  mounted  in 

40  a  spiral  tube  forming  machine  having  means  for 
continuously  and  lengthwise  forwarding  the  strip  to 
the  mandrel  at  an  angle  oblique  to  the  axis  thereof 
so  that  the  strip  is  formed  around  the  mandrel  until 
the  edges  overlap  to  define  the  spirally  wound 

45  tube,  characterised  in  that  the  mandrel  has  a  for- 
ming  section  around  which  the  strip  is  formed  into 
spiral  shape,  and  a  feed  off  section  along  which  the 
spirally  wound  strip  is  fed,  said  feed  off  section 
being  of  lesser  diameter  than  the  forming  section. 

so  29.  Apparatus  according  to  Claim  28,  wherein 
the  feed  off  section  is  of  lesser  diameter  than  the 
forming  section  by  an  amount  related  to  the  degree 
of  shrinkage  of  the  strip  material  which  takes  place 
following  the  heating  and  expansion  which  takes 

55  place  at  the  forming  station  due  to  the  working  of 
the  material. 

30.  Apparatus  according  to  Claim  28  or  29, 
wherein  the  forming  section  and  feed  off  section 

8 
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respectively  are  each  of  constant  diameter  and  are 
contiguous  so  that  a  shoulder  is  defined  between 
said  sections. 

31  .  Apparatus  according  to  any  of  Claims  28  - 
30,  wherein  the  length  of  the  forming  section  is  5 
selected  in  relation  to  the  width  of  the  strip  so  that 
the  overlapping  edges  of  the  strip  as  it  is  spirally 
wound  come  together  in  the  region  of  the  said 
shoulder. 
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