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©  Process  for  grafting  maleic  anhydride  onto  unsaturated  polyolefinic  elastomers. 

©  Maleic  anhydride  is  grafted  onto  unsaturated  elastomeric  polymers  comprising  units  derived  from  at  least 
two  different  monomers  of  general  formula  R-CH  =  CH2  (R  =  hydrogen  or  an  alkyi  group  containing  from  1  to  6 
carbon  atoms)  and  from  conjugated  or  non-conjugated  dienes  by  reaction  in  mass,  carried  out  by  heating  a 
mixture  of  said  anhydride  with  the  polymer  in  the  presence  of  a  catalyst  of  formula: 
MnX2  (I) 
wherein: 
M  =  a  metal  of  group  VIII  of  the  periodic  system,  in  particular  Rh  and  Ru; 
X  =  a  counterion; 
n  =  valence  of  the  counterion; 
z  =  valence  of  the  metal. 
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PROCESS  FOR  GRAFTING  MALE1C  ANHYDRIDE  ONTO  UNSATURATED  POLYOLEFINIC  ELASTOMERS 

The  present  invention  relates  to  the  preparation  of  functionalized  olefinic  elastomeric  polymers  by 
grafting  of  maleic  anhydride,  which  preparation  is  carried  out  by  reaction  in  mass. 

The  grafting  of  maleic  anhydride  onto  olefinic  polymers  by  polymerization  in  mass  is  known  in  the  art. 
According  to  US-A-3,236,917,  maleic  anhydride  is  grafted  onto  ethylene/propylene  copolymers  by 

5  heating  a  mixture  of  the  two  components  in  the  presence  of  organic  peroxides.  This  process  shows  the 
drawback  of  causing,  besides  the  grafting  of  maleic  anhydride,  a  partial  cross-linking  between  the  chains  of 
the  copolymer  as  well. 

According  to  US-A-3,884,882  adducts  of  maleic  anhydride  and  terpolymers  derived  from  ethylene,  an 
alpha-olefin  and  a  non-conjugated  diene  are  obtained  by  heating  mixtures  of  the  terpolymer  and  the 

io  anhydride  at  temperatures  ranging  from  225  to  350  'C.  This  process,  while  allowing  to  obtain  products 
having  a  low  gel  content,  is  disadvantageous  in  that  it  requires  a  considerable  excess  of  maleic  anhydride  in 
the  reaction  mixture  in  order  to  achieve  the  desired  levels  of  grafting. 

It  has  now  surprisingly  been  found  that  the  grafting  of  maleic  anhydride  onto  unsaturated  olefinic 
polymers  can  be  carried  out  by  mass  polymerization,  without  encountering  the  above  drawbacks,  by 

75  allowing  the  reaction  to  take  place  in  the  presence  of  catalysts,  said  catalysts  being  compounds  of  metals 
of  group  VIII  of  the  periodic  system  and  having  the  general  formula 
MnXz  (I) 
wherein: 
M  =  a  metal  of  group  VIII  of  the  periodic  system; 

20  X  =  a  counterion; 
n  =  valence  of  the  counterion; 
z  =  valence  of  the  metal. 

The  olefinic  polymers  which  can  be  subjected  to  the  above  reaction  with  maleic  anhydride  are 
unsaturated  polymers  comprising  units  derived  from  at  least  two  different  monomers  of  general  formula 

25  R-CH  =  CH2  (II) 
wherein  R  =  hydrogen  or  an  alkyl  group  containing  from  1  to  6  carbon  atoms,  and  lower  amounts  of  units 
derived  from  conjugated  or  non-conjugated  dienes. 

Therefore.the  object  of  the  present  invention  is  a  process  for  grafting  maleic  anhydride  onto  olefinic 
polymers  by  reacting,  in  mass  and  at  elevated  temperatures,  maleic  anhydride  with  an  unsaturated  olefinic 

30  (at  least  ter-)  polymer  comprising  monomeric  units  derived  from  at  least  two  different  monomers  of  general 
formula 
R-CH  =  CH2  (II) 
wherein  R  =  hydrogen  or  an  alkyl  group  having  from  1  to  6,  particularly  1  to  3,  carbon  atoms  (e.g.  methyl, 
ethyl,  n-propyl,  i-propyl,  n-butyl,  i-butyl,  sek-butyl,  n-pentyl  and  n-hexyl)  and  lower  amounts  of  units  derived 

35  from  conjugated  or  non-conjugated  dienic  monomers,  in  the  presence  of  compounds  of  general  formula: 
MnXz  (I) 
wherein: 
M  =  a  metal  of  group  VIII  of  the  periodic  system; 
X  =  a  counterion; 

40  n  =  valence  of  the  counterion; 
z  =  valence  of  the  metal. 

In  the  compounds  of  general  formula  (I),M  preferably  represents  Rh  and  Ru,  while  preferred-counterions 
are  halogen  ions  (e.g.  CI",  Br~  and  I")  and  NO3~. 

Examples  of  particularly  suitable  compounds  of  formula  (I)  are  RhCI3,  RhBr3,  RuCI3  and  Rh(NO3)3. 
45  Among  these  compounds,  RhCI3  is  most  preferred. 

Among  the  preferred  olefinic  polymers  which  may  be  used  for  the  purpose  of  the  present  invention,  are 
terpolymers,  particularly  those  of  ethylene,  propylene  and  conjugated  or  non-conjugated  dienes  wherein  the 
diene  may  be,  for  instance,  5-ethylidene-2-norbomene;  1  ,4-hexadiene;  dicyclopentadiene;  5-methylene-2- 
norbomene  and  1  ,3-butadiene. 

so  The  relative  amounts  of  monomer  units  in  such  copolymers  are  not  critical:  they  may  range  within  very 
wide  limits,  without  jeopardizing  the  suitability  of  the  corresponding  polymer  for  the  process  of  the  present 
invention.  However,  the  amount  of  units  derived  from  dienic  monomers  in  said  polymers  usually  ranges 
from  20  to  0.3%  by  weight,  preferably  from  10  to  0.7%  by  weight.and  particularly  from  5  to  1.0%  by  weight. 

Preferred  polymers  are  the  ones  consisting  of  ethylene,  at  least  one  alpha-olefin  comprised  by  formula 
(I),  preferably  propylene,  and  at  least  one  of  the  above  mentioned  dienic  monomers  and  comprising, 
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preferably,  from  30  to  80%  by  weight  of  ethylene  and  from  0.5  to  15%  by  weight  of  dienic  comonomer. 
Polymers  of  ethylene,  an  alpha-olefin  containing  from  3  to  8  carbon  atoms  and  at  least  one  dienic 

monomer  are  well  known  in  the  art.  Methods  for  their  preparation  are  described,  for  instance,  in  US-A- 
2,933,480;  2,962,451;  3,000,866;  3,093,620;  3,093,621  ;  3,063,973;  3,147,230;  3,154,528;  3,260,708. 

5  The  reaction  between  the  above  unsaturated  olefinic  polymer  and  maleic  anhydride,  in  the  presence  of 
the  compounds  of  formula  (I)  (catalysts)  according  to  the  invention  can  be  carried  out  by  any  mass  process 
in  which  a  good  mixing  of  the  polymer  with  the  other  components,  without  any  substantial  formation  of  free 
radicals,  can  be  achieved.  The  mixing  can  be  carried  out,  for  instance,  in  a  plastograph  of  the  Brabender 
type  or  in  an  extruder,  by  feeding  maleic  anhydride  in  the  molten  state  or  in  powder  form.  The  catalyst  can 

w  be  introduced  e.g.  in  the  form  of  a  powder  or  of  a  master  batch  based  on  the  polymer  to  be  reacted  or 
incorporated  in  the  molten  maleic  anhydride.  The  amount  of  catalyst  preferably  ranges  from  0.001  to  0.1  g, 
particularly  0.005  to  0.05  g,  per  100  g  of  elastomeric  polymer. 

The  reaction  temperature  preferably  ranges  from  about  120  to  about  350°  C,  particularly  from  about  220 
to  about  280  "  C. 

75  The  stay  times  of  the  reagents  in  the  mixed  phase  at  such  temperatures  generally,  but  not  necessarily, 
range  from  about  0.5  to  about  5  minutes.  Thereby  a  polymer  containing  from  about  5  to  about  2.5%  by 
weight  of  grafted  maleic  anhydride  is  obtained. 

The  grafted  polymer  obtained  by  the  process  according  to  the  present  invention  does  not  require  any 
substantial  purification,  as  free  maleic  anhydride  is  present  in  said  polymer  only  in  very  small  amounts. 

20  When  extracting  with  xylene  at  23°  C,  after  having  kept  the  reaction  mixture  at  reflux  temperature  for  1 
hour,  an  insoluble  fraction  remains,  which  fraction  consists  of  an  irreversibly  cross-linked  polymer,  which  is 
always  below  2%  by  weight  of  the  crude  reaction  product. 

The  following  examples  are  given  in  order  to  illustrate  the  present  invention  without,  however,  limiting  it. 
In  the  examples  the  following  polymers  were  used: 

25  -  elastomer  (A),  an  ethylene-propylene-ethylidene  norbomene  (ENB)  terpolymer,  containing,  by 
weight,  40%  of  propylene  and  3.5%  of  ENB  and  having  a  Mooney  ML  (1  +4)  viscosity  at  100°  C  of  42. 

-  elastomer  (B),  an  ethylene-propylene-butadiene  terpolymer,  containing,  by  weight,  28%  of  pro- 
pylene,  and  1  .2%  of  butadiene  and  having  a  Mooney  ML  (1  +4)  viscosity  at  100°  C  of  32. 

The  amount  of  grafted  maleic  anhydride  present  in  the  washed  polymer  was  calculated  on  the  reaction 
30  products  by  acidimetry  or  IR  spectroscopy.  The  washing  of  the  crude  product  was  carried  out  by  dissolving 

the  polymer  in  xylene,  precipitating  it  again  by  addition  of  acetone,  filtration  and  washing  of  the  precipitate 
with  acetone  several  times. 

In  all  of  the  examples  the  concentrations  of  fed  catalyst  and-  maleic  anhydride  are  based  on  100  parts 
by  weight  of  elastomeric  polymer. 

35 

EXAMPLES  1  and  2  (comparative  examples) 

Copolymer  A  was  fed  into  a  Brabender  PLE  651  plastograph  heated  to  270°  C,  keeping  the  speed  of 
40  the  rotors  at  20  rpm.  When  the  mass  had  reached  the  required  temperature  and  the  recorded  stress  was 

constant,  the  speed  was  increased  to  60  rpm  and  powdered  maleic  anhydride  (M.A.)  was  added.  The 
mixture  was  allowed  to  react  for  5  minutes  and  thereafter  was  discharged. 

The  content  in  anhydride  was  determined  both  on  the  crude  mixture  and  on  the  washed  polymer.  The 
portion  insoluble  in  xylene  at  23°  C  was  determined. 

45  The  conversion  was  calculated  on  the  basis  of  the  ratio  of  maleic  anhydride  present  in  the  washed  product 
to  maleic  anhydride  employed. 
The  amounts  of  the  reactants  and  the  results  are  reported  in  Table  I. 

50  EXAMPLES  3  To  6 

The  procedure  described  in  examples  1  and  2  was  followed,  except  that  at  the  time  of  addition  of  the 
monomer  (maleic  anhydride),  catalyst  (RhCh  in  powder  form)  was  added,  too. 
The  amounts  of  the  reagents  and  the  results  are  reported  in  Table  I. 

55 

EXAMPLES  7  and  8  (comparative  examples) 
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Copolymer  B  was  placed  in  a  Brabender  PLE  651  plastograph  heated  to  a  temperature  of  270°  C, 
keeping  the  speed  of  the  rotors  at  20  rpm.  After  temperature  and  stress  were  constant,  the  speed  was 
increased  to  60  rpm  and  powdered  maleic  anhydride  was  added. 
The  mixture  was  allowed  to  react  for  5  minutes,  and  thereafter  was  discharged. 
The  amounts  of  the  reagents  and  the  results  are  reported  in  Table  II. 

EXAMPLES  9  to  12 

w  The  procedure  of  examples  7  and  8  was  followed,  except  that  at  the  time  of  addition  of  the  monomer, 
catalyst  (RhCIa  in  powder  form)  was  added,  too. 
The  amounts  of  the  reagents  and  the  results  are  reported  in  Table  II. 

rs  EXAMPLES  23  to  16 

Example  11  was  repeated,  discharging,  however,  the  mixture  after  different  reaction  times. 
The  amounts  of  the  reagents  and  the  results  are  reported  in  Table  III. 

20 
EXAMPLES  17  to  19 

Example  12  was  repeated,  using  as  catalyst  RhBr3,  Rh(NO3)3  and  RuCb  instead  of  RhCl3. 
The  amounts  of  the  reagents  and  the  results  are  reported  in  Table  IV. 

TABLE  I 
25 

1 2   3  4  5  6 

30  Catalyst  (%  by  weight)  -  -  0.1  0.1  0.05  0.001 
Fed  maleic  anhydride  (%)  1 2   1 2   1 1  
Maleic  anhydride  in  the  crude  product  (%)  0.62  0.81  0.99  1.54  1.10  0.86 
Maleic  anhydride  in  the  product  after  washing  (%)  0.31  0.44  0.99  0.92  0.99  0.80 
Conversion  (%)  31  22  99  46  99  80 

35  Part  insoluble  in  xylene  at  23°  C  (%)  2  2  2  2  2  2 

TABLE 40 

7  8  9  10  11  12 

Catalyst  ((%  by  weight)  -  -  0.1  0.1  0.05  0.001 
Fed  maleic  anhydride  (%)  1 2   1 2   1  1 
Maleic  anhydride  in  the  crude  product(%)  0.62  0.56  1.11  1.85  1.17  1.11 
Maleic  anhydride  in  the  product  after  washing  (%)  0.37  0.37  1.11  1.54  1.10  1.11 
Conversion  (%)  37  28  100  77  100  100 
Part  insoluble  in  xylene  at  23°  C  (%)  2  2  2  2  2  2 

45 
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TABLE 

Influence  of  the  reaction  time 

13  14  15  16 

Time  (min)  1 2   3  4 

Fed  maleic  anhydride  (%)  1 1 1   1 

Maleic  anhydride  in  the  crude  product  (%)  1.05  -  -  1.11 

Maleic  anhydride  in  the  product  after  washing  (%)  1  .05  0.99  0.99  1  .05 

Conversion  (%)  100  99  99  100 

10 

75 

TABLE  IV 

17  18  19 

Catalyst  RhBr3  Rh(NO3)3  RuCI3 
Concentration  of  the  catalyst  (%)  0.0017  0.0013  0.0010 
Fed  maleic  anhydride  (%)  1  1  1 
Maleic  anhydride  in  the  crude  product  (%)  0.98  0.80  0.75 
Maleic  anhydride  in  the  washed  product  (%)  0.98  0.67  0.69 
Conversion  (%)  98  67  69 

20 

25 

30 

EXAMPLES  20  and  21  (comparative  examples) 

In  these  examples  benzoyl  peroxide  was  used  as  radical  initiator  for  the  reaction  between  maleic 
anhydride  and  elastomer. 

The  elastomceric  copolymer  was  placed  in  a  plastograph  type  Brabender  PLE  651  heated  to  120°C 
and  working  at  a  speed  of  20  rpm.  When  the  mass  had  reached  the  required  temperature  and  the  recorded 
stress  was  constant,  the  speed  was  increased  to  60  rpm  and  maleic  anhydride  and  the  peroxide  were 
added.  The  mixture  was  allowed  to  react  for  8  hours  and  thereafter  was  discharged. 
The  amounts  of  reagents  and  the  obtained  results  are  reported  in  Table  V.  All  of  the  indicated  amounts  are 
expressed  by  weight. 

TABLE  V 

35 

40 

20  21 

Types  of  elastomer  A  B 
Peroxide  concentration  (%)  0.4  0.4 
Fed  maleic  anhydride  (%)  1  1 
Maleic  anhydride  in  the  crude  reaction  product  (%)  1  .1  1  0.1  1 
Maleic  anhydride  in  the  washed  product  (%)  1  .05  1  .05 
Conversion  (%)  100  100 
Part  insoluble  in  xylene  at  23  '  C  (%)  37  45 
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Claims 
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1  .  Process  for  grafting  maleic  anhydride  onto  an  unsaturated  olefinic  polymer  comprising  units  derived 
from  at  least  two  different  monomers  of  general  formula  R-CH  =  CH2,  wherein  Ft  is  hydrogen  or  an  alkyl 
group  containing  from  1  to  6  carbon  atoms,  and  smaller  amounts  of  units  derived  from  at  least  one  diene, 

5  which  process  comprises  the  reaction,  in  mass,  of  maleic  anhydride  and  said  polymer  at  elevated 
temperature,  in  the  presence  of  at  least  one  compound  of  general  formula: 
MnXz  (I) 
wherein 
M  =  a  metal  of  group  VIII  of  the  periodic  system 

io  X  =  a  counterion 
n  =  valence  of  the  counterion 
z  =  valence  of  the  metal. 

2.  Process  according  to  claim  1  ,  wherein  M  is  selected  from  rhodium  and  ruthenium. 
3.  Process  according  to  claim  1,  wherein  the  compound  of  formula  (I)  is  selected  from  halides  and 

75  nitrates  of  rhodium  and  ruthenium. 
4.  Process  according  to  any  one  of  the  preceding  claims,  wherein  the  polymer  comprises  units  derived 

from  ethylene  and  propylene. 
5.  Process  according  to  any  one  of  the  preceding  claims,  wherein  the  polymer  is  an  ethylene- 

propylene-1  ,3-butadiene  terpolymer. 
20  6.  Process  according  to  any  one  of  claims  1  to  4,  wherein  the  polymer  is  an  ethylene-propylene- 

ethylidene  norbornene  terpolymer. 
7.  Process  according  to  any  one  of  the  preceding  claims,  wherein  the  reaction  mixture  is  heated  at 

temperatures  of  from  about  120°  C  to  about  350°  C. 
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