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(54) METHOD FOR EYE-TRACKING CALIBRATION WITH SPLASH SCREEN

(57) The present invention refers to a method for cal-
ibration of eye-tracking. Said method comprises at least
the steps:
Providing a display (102) of an electronic device and a
camera (110) in the field of view of a human being (101),
Operating the camera (110),
Capturing multiple pictures, in particularly a video se-
quence, of the human being (101) by means of the cam-

era (110),
Displaying a splash screen (201A, 201B) by means of
the display (102),
Detecting the eyes of the human being (101) looking at
the splash screen (201A, 201B) by running at least one
object detection algorithm,
Registering the detected eyes as eye reference data.
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Description

[0001] The present invention refers according to claim
1 to a method for calibrating of an eye-tracking system
and according to claim 10 to a method for operating a
computer and according to claim 11 to a computer pro-
gram product.

Background of the invention

[0002] Document US2014055337 relates to tech-
niques for eye tracking calibration. According to an em-
bodiment, an eye tracking calibration interface may be
provided at a computing device. The eye tracking cali-
bration interface may be any configuration of a display
screen for performing eye tracking during the startup of
an operating system, webpage, application, or other user
interface. For instance, an eye tracking calibration inter-
face may designate one or more areas of the display
screen as calibration areas. The eye tracking calibration
interface may include a message requesting the user to
gaze at the calibration areas in order to calibrate eye
tracking at the device.
[0003] Document WO2014155133 relates to a method
for calibrating an eye tracker. According to an embodi-
ment, a user may be asked to look at visual targets, for
example, nine dots on a screen arranged in 3 rows and
3 columns. While looking at each visual target, the user
is asked to remain still and only move the eyes when
looking at each visual target. This procedure is repeated
for all visual targets.
[0004] Remote eye tracking needs calibration before
use. Good calibration can be done by multi point targets
shown on the screen. Single point calibration is also pos-
sible with recent advancements, with good hardware and
large screen and very large Ul design such as very large
markers. Even single point calibration simplifies calibra-
tion process; it is still not intuitive, because someone
needs to say to look calibration point and there is a learn-
ing curve.

Object of the invention

[0005] Thus, it is the object of the present invention to
provide an alternative for fast and reliable eye-tracking.

Summary of the invention

[0006] The before mentioned object is solved accord-
ing to claim 1 by a method for calibration of eye-tracking.
The inventive method preferably comprises at least the
steps: Providing a display of an electronic device and a
camera in the field of view of a human being, operating
the camera, capturing multiple pictures, in particularly a
video sequence, of the human being by means of the
camera, displaying a splash screen by means of the dis-
play, detecting the eyes of the human being looking at
the splash screen by running at least one object detection

algorithm, registering the detected eyes as eye reference
data and/or calibrating the object detection algorithm by
means of the captured pictures and/or by means of the
reference data.
[0007] Thus, the invention relates to a technique which
allows performing calibration for eye tracking of a user
based on single point calibration, where a single marker
is used as calibration point.
[0008] As compared to prior art single point calibration
techniques, the present technique uses a splash screen
of a system or program currently being loaded as the
single calibration point and, therefore, calibration is per-
formed in the background while the splash screen is dis-
played. The technique is based on the assumption that
users tend to look at splash screens of loading systems
or programs. In this way, eye tracking calibration may be
performed without the user noticing it or without explicitly
requesting the user to look at the calibration point, re-
spectively.
[0009] Further preferred embodiments are subject-
matter of the following specification parts and/or of the
dependent claims.
[0010] According to a preferred embodiment of the
present invention in a predefined time interval the splash
screen is rearranged in at least one further position,
wherein the eyes of the human being are detected in
dependency of the further position of the splash screen.
This embodiment is beneficial since multiple different ori-
entations of the eyes can be analyzed, thus the overall
calibration is more reliable.
[0011] The splash screen comprises according to a fur-
ther preferred embodiment of the present invention a dy-
namic section, wherein the dynamic section moves within
the splash screen and/or wherein the dynamic section
comprises an animated element or a movie sequence.
This embodiment is beneficial since due to the dynamic
section user interest is increased and thus it is more likely
that the user looks onto the screen, in particularly into
the splash screen.
[0012] The dynamic section is according to a further
preferred embodiment of the present invention linked to
an internet source and displays user related or prede-
fined content, wherein the content is downloaded or
streamed. This embodiment is beneficial since the dis-
played content fits more to the interests of the user thus
it is even more likely that the user looks onto the screen,
in particularly into the splash screen.
[0013] User data identifying interests of the current us-
er is according to a further preferred embodiment of the
present invention derived from a web profile of said user,
of a combination of sex and/or age and/or mood of the
user, of browser data and/or of specific user data inputted
by the current user. This embodiment is beneficial since
the user data can be provided automatically and close
to the interests of the user.
[0014] According to a further preferred embodiment of
the present invention the method further comprises the
steps of removing the splash screen from the display,
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determining if the eyes of the human being are detected
after the splash screen is removed and performing a mul-
ti-point calibration in case the eyes are not detected. It
is further possible that the booting respectively loading
time of the respective system or program is extended.
This embodiment is beneficial since it is assured that the
eye-tracking calibration will be done.
[0015] The detection algorithm analyzes according to
a further preferred embodiment of the present invention
a pupil center cornea reflection. This embodiment is ben-
eficial since pupil center cornea reflection can be done
in a very reliable and fast manner.
[0016] The eye reference data comprises according to
a further preferred embodiment of the present invention
data about the orientation of the eyes and/or of the gaze
of the human being. This embodiment is beneficial since
the respective program or system utilizing a later eye-
tracking can be equipped with more complex features.
[0017] The splash screen belongs according to a fur-
ther preferred embodiment of the present invention to a
program or system started as result of an interaction be-
tween the user and the electronic device, wherein the
operation of the camera is triggered at the same time
when the program or system is selected or started. This
embodiment is beneficial since the eye-tracking calibra-
tion can be performed before the system or program can
be used respectively is ready. Thus, the user comfort is
further increased.
[0018] The before mentioned object is further solved
by a method according to claim 10 for operating a com-
puter system. This method preferably comprises at least
the steps: Performing predefined operations in depend-
ency of eye positions of the human being, wherein the
eye positions are validated in dependency of eye refer-
ence data captured according to a preceding method.
[0019] The before mentioned object is further solved
by a computer program product according to claim 10 for
executing of one of the preceding methods.
[0020] Further benefits, goals and features of the
present invention will be described by the following spec-
ification of the attached figure, in which exemplarily com-
ponents of the invention are illustrated. Components or
steps of the system and methods according to the inven-
tion, which match at least essentially with respect to their
function can be marked with the same reference sign,
wherein such components or steps do not have to be
marked or described multiple times with respect to said
figure. In the following the invention is just exemplarily
described with respect to the attached figure.

Fig. 1 a shows exemplarily a user looking onto a
screen, wherein a splash screen is dis-
played on that screen;

Fig. 1b a further example of a splash screen,

Fig 2a an example for a single point calibration,

Fig. 2b an example for a multi-point calibration,

Fig. 2c a switch from the inventive splash screen
calibration to a single point or multi point
calibration.

[0021] Fig. 1a shows a user 101 looking onto a display
102, wherein a splash screen 201A is displayed onto the
display 102. The splash screen 201A belongs to a pro-
gram or system that starts. With the start or the selection
of the program or system an eye-tracking starts, wherein
at least one camera 110 tracks the head, in particularly
the eyes, of the user 101. The camera 110 can be part
of the display 102 respectively of the device having said
display or can be an external camera which is connected
by means of data transfer with a processing unit that op-
erates the device.
[0022] Fig. 1b shows a further example of a splash
screen 201B. This splash screen comprises a special
marker 301. This special marker can be a predefined
image or logo or symbol or a dynamic section within the
splash screen 201B.
[0023] It is also possible that the user 101 preferably
receives an information to look onto the splash screen
201A or 201B. Such an information can be outputted
acoustically and/or visually.
[0024] Fig. 2a and fig. 2b show further additional steps,
which can be performed after the splash screen eye
tracking was done. Fig. 2a shows a single point calibra-
tion 103A. The user 101 preferably receives an informa-
tion to look onto the single-point 103A. Fig. 2b shows a
multi-point calibration 103B. The user 101 preferably re-
ceives an information to look onto the multi-point 103B.
The multi-point system might display multiple points at
the same time or one point at different positions (refer-
ence number 104) or multiple points at different positions.
The camera 110 tracks in each case the movements of
the eyes, in particularly the movements of the pupils.
[0025] Fig. 2c (reference number 401) indicates that a
single-point or multi-point calibration can be performed
after a calibration using a splash screen 201 was per-
formed.
[0026] Thus, the present invention refers to a method
for calibration of eye-tracking. The method according to
the invention preferably comprises at least the steps: Pro-
viding a display of an electronic device and a camera in
the field of view of a human being, operating the camera,
capturing multiple pictures, in particularly a video se-
quence, of the human being by means of the camera,
displaying a splash screen by means of the display, de-
tecting the eyes of the human being looking at the splash
screen by running at least one object detection algorithm,
registering the detected eyes as eye reference data.
[0027] Present invention has single point calibration
for eye tracking, in particularly utilizing algorithm/s similar
or identical to the algorithm/s used in prior art. However,
it uses splash screen as a calibration point instead of
special marker. Splash screen in the invention is de-
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signed remarkable and also users tend to look on splash
screens. When system/program etc. loading splash
screen appears at that time user looks onto the splash
screen or into the direction of the splash screen calibra-
tion is done in the background. With this novel method
user feels nearly calibration-less remote eye tracking.
With another embodiment program loading time is ex-
tended if calibration is not finished.
[0028] If user is not look splash screen or calibration
cannot done for any reason than system shows normal
calibration marker. Splash screen can be a program load-
ing splash screen or bios logo etc.
[0029] Therefore, the present invention proposes a
calibration system for eye tracking devices with at least
one screen, any eye tracking system and screen is pos-
sible. The preferred eye tracking system is more likely a
PCCR (pupil centre cornea reflection) system.
[0030] Thus, the present invention refers to a method
for calibration of eye-tracking wherein the method com-
prises at least the steps:

Providing a display 102 of an electronic device and
a camera 110 in the field of view of a human being
101,

Operating the camera 110,

Capturing multiple pictures, in particularly a video
sequence, of the human being 101 by means of the
camera 110,

Displaying a splash screen 201A, 201B by means
of the display 102,

Detecting the eyes of the human being 101 looking
at the splash screen 201A, 201B by running at least
one object detection algorithm,

Registering the detected eyes as eye reference data.

List of reference numbers

[0031]

101 User looking to screen

102 Screen

103 Calibration marker, Calibration point or look
marker

103A Single point calibration

103B Multi point calibration

104 Marker moves during multi point calibration

201A Splash screen

201B Alternative splash screen with special marker

301 Special marker to get user attention 401 If sys-
tem is not able to calibrate over splash screen for
any reason, normal calibration starts.

Claims

1. Method for calibration of eye-tracking,
at least comprising the steps:

Providing a display (102) of an electronic device
and a camera (110) in the field of view of a hu-
man being (101),
Operating the camera (110),
Capturing multiple pictures, in particularly a vid-
eo sequence, of the human being (101) by
means of the camera (110),
Displaying a splash screen (201A, 201B) by
means of the display (102),
Detecting the eyes of the human being (101)
looking at the splash screen (201A, 201B) by
running at least one object detection algorithm,
Registering the detected eyes as eye reference
data.

2. Method according to claim 1,
characterized in that
In a predefined time interval the splash screen
(201A, 201B) is rearranged in at least one further
position, wherein the eyes of the human being (101)
are detected in dependency of the further position
of the splash screen (201A, 201B).

3. Method according to claim 1 or 2,
characterized in that
the splash screen (201A, 201B) comprises a dynam-
ic section, wherein the dynamic section moves within
the splash screen (201A, 201B) and/or wherein the
dynamic section comprises an animated element or
a movie sequence.

4. Method according to claim 3,
characterized in that
the dynamic section is linked to an internet source
and displays user related or predefined content,
wherein the content is downloaded or streamed.

5. Method according to claim 4,
characterized in that
user data identifying interests of the current user is
derived from a web profile of said user, of a combi-
nation of sex and/or age and/or mood of the user, of
browser data and/or of specific user data inputted
by the current user.

6. Method according to any of the preceding claims
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characterized by the steps of
removing the splash screen (201A, 201B) from the
display (101),
determining if the eyes of the human being (101) are
detected after the splash screen (201A, 201B) is re-
moved,
performing a multi-point calibration in case the eyes
are not detected.

7. Method according to any of the preceding claims
characterized in that
the detection algorithm analyzes a pupil center cor-
nea reflection.

8. Method according to any of the preceding claims
characterized in that
the eye reference data comprises data about the ori-
entation of the eyes and/or of the gaze of the human
being (101).

9. Method according to any of the preceding claims
characterized in that
the splash screen (201A, 201B) belongs to a pro-
gram started as result of an interaction between the
user and the electronic device,
wherein the operation of the camera (110) is trig-
gered at the same time when the program is selected
or started.

10. Method for operating a computer system,
at least comprising the steps:

Performing predefined operations in dependen-
cy of eye positions of the human being (101),
wherein the eye positions are validated in de-
pendency of eye reference data captured ac-
cording to a preceding method claims.

11. Computer program product
for executing of one of the preceding method claims.
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