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(54) ULTRASOUND PROBE FOR CONTINUOUS WAVE DOPPLER DEVICE AND USE OF THEREOF

(57) Ultrasound probe (10) for Doppler continuous
wave device for patient blood flow assessment in periph-
eral arteries, particularly in radial artery in persons with
heart prosthesis, which probe comprises at least three
transducers mounted on a common carrier made prefer-
ably of material acoustically compatible relative to human
body, characterized in that said common carrier is in the
form of a wedge member (1) having a structure deter-
mined by mutually oblique side walls (5, 6) and a central
wall (7), on which walls said transducers (2, 3, 4) are
arranged, wherein at least one of said transducers (2)
operates as receiver/transmitter and is arranged on said
central wall (7), and at least two remaining transducers
(3, 4) operate together respectively as transmitters/re-
ceivers and are arranged on said oblique side walls (5,
6) on both sides of said central wall (7) of said wedge
member (1) wherein these oblique side walls (5, 6) are
mutually convergent, is disclosed.

The invention also relates to a use of the probe dis-
closed above, for the Doppler based NIBP measure-
ments especially in patients with heart prosthesis named
as left ventricular assist devices (LVADs).
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Description

TECHNICAL FIELD

[0001] The present invention relates to ultrasound con-
tinuous wave Doppler probe for easy blood flow registra-
tion in peripheral arteries, particularly in radial artery in
patients with heart prosthesis. More particularly, the in-
vention discloses an ultrasound probe for Doppler device
for blood flow assessment which comprises at least three
transducers mounted on a common carrier made prefer-
ably of material acoustically compatible relative to human
body. This probe is particularly suitable for use in private
domestic application by patients with heart prothesis. The
invention relates also to use of said probe to the Doppler
based NIBP measurements especially in patients with
heart prosthesis named as left ventricular assist devices
(LVADs).

BACKGROUND

[0002] The heart prosthesis - left ventricular assist de-
vices (LVADs) have become the standard of care in pa-
tients with end-stage heart failure. It may be used as
bridge to transplantation and destination therapy but
sometimes it is treated by the patients also as a way to
continue acceptable way of their life. The LVAD devices
primarily working in pulse system now are more widely
using continuous flow design.
[0003] Non-invasive blood pressure (NIBP) measured
with different methods is not an exact reflection of the
patient’s true blood pressure as the ones obtained in the
invasive way. There are many variables that can affect
the results however NIBP provides very important diag-
nostic information.
[0004] The physiological and clinical significance of the
arterial blood pressure (BP) has motivated many efforts
to develop a reliable non-invasive blood pressure meas-
urement technique. Three well known techniques have
been used in non-invasive measurement of blood pres-
sure (NIBP), namely: auscultation, oscillometry, and to-
nometry. Both the auscultation and oscillometry tech-
niques use a standard inflatable arm cuff that occludes
the artery - mostly brachial artery. The auscultatory tech-
nique determines the subject’s systolic and diastolic
pressures by monitoring certain Korotkoff sounds that
occur as the cuff is slowly deflated. The oscillometry tech-
nique, on the other hand, determines these pressures,
as well as the subject’s mean pressure, by measuring
actual pressure changes that occur in the cuff as the cuff
is deflated. Two other means are applied in detection
flow changes below the inflated and deflated cuff - the
near infrared detection - Plethysmography and ultra-
sound Doppler methods.
[0005] Ultrasound blood flow detectors - simple Dop-
pler devices are widely used in vascular diagnosis includ-
ing the ankle brachial index (ABI) determination. The ABI
is important way to diagnose peripheral vascular disease.

The techniques developed for the measurement of systo-
lic BP are based on closing the artery under the cuff with
pressure which is above the systolic value. The re-open-
ing of the artery when the cuff pressure decreases below
this value can be detected by a distal flow or pulse de-
tection, The Doppler sounds from well-located and prop-
erly acoustic coupled transducer are very sensitive and
accurate in such flow identification. The Doppler based
NIBP measurements become very important for the pa-
tients with LVAD and specially in group with continuous
flow devices. In that last case the blood flow pulsation
may be not possible to identify by NIBP traditional devic-
es. As published by Gregg M. Lanier at all, [Validity and
Reliability of a Novel Slow Cuff-Deflation System for Non-
invasive Blood Pressure Monitoring in Patients With Con-
tinuous-Flow Left Ventricular Assist Device] the Doppler
assessments have excellent success rates, but cannot
be performed by patients at home, requiring highly
trained personal in the hospital setting.
[0006] There is a need to provide simple in use and
reliable Doppler based device which may be easily used
by shortly trained patient in any environment, including
patient’s home. The development of such device consists
of two components: software to analyze Doppler sounds
and ultrasound module with transducer assuring very
easy positioning over the vessel (mainly radial artery) to
get good flow signal which may be applied as a base for
NIBP measurement.
[0007] A continuous wave (CW) is the simplest tech-
nology for detection of flow with ultrasound. This opera-
tion is based on two separate elements in transducer
which are used in a way that one transmits the acoustic
energy, the other receives echoes back. Electronics in
CW devices require practically no user controls and set-
tings, so only a correct positioning of the probe over the
vessel is substantial. Physical phenomena associated
with ultrasound waves are the reason to seek compro-
mises in order to optimize equipment.
[0008] In CW Doppler ultrasound transducer, the sen-
sitive area is where the effective beams (ultrasound prop-
agation fields) of the two elements overlap. The best sig-
nal to noise background will be observed when the sen-
sitive area is a close equivalent to cross-section of the
vessel in which the blood flow is registered. On the other,
hand the easy vessel localization and continuous cover-
age by ultrasound beam during small movements (mus-
cle activity, inflated cuff influence) require to apply pos-
sible bigger sensitive area. For the untrained with Dop-
pler diagnosis user, a reasonable compromise requires
noticeable bigger sensitivity area than just vessel cover-
age area.
[0009] Another important factors are referring to the
angle of the ultrasound beam passing through the media
borders (like probe’s front to the patients tissue) and be-
tween ultrasound beam direction and flow direction.
[0010] The Doppler shifted frequencies are obtained
by comparison of the transmitted signal with the received
signal. The basic equation of Doppler shifted frequency
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from which it is possible to calculate flow velocity may be
presented as follows: 

where vc is the flow velocity , fo is the original transmit
frequency, c is the sound velocity in the media, θ is an
angle between flow direction and ultrasound beam direc-
tion. Following the cosine function in this equation the
highest Doppler frequency for certain flow will be with
angle θ = 0 while it will disappear at θ = 90 degrees. In
practice due other physical limitations the recommended
Doppler angle values in medical diagnostics of superficial
vessels with hand held transducer shall be between 45
and 60 degrees.
[0011] In the applications requiring positioning and fix-
ing the transducer on patient’s skin the wedge between
the skin and the probe surface filled with ultrasound gel
shall be replaced by the solid material. Requirements for
this wedge material specifications consists of the low
acoustic attenuation and sound velocity possible close
to the value in the water (human body like).
[0012] Two piezoelectric elements, from which one op-
erates as transmitting one and the second operates as
receiving one, are widely used in continuous wave (CW)
Doppler probes. Utilization of greater number thereof on
common surface in ultrasound scanner probes is met. It
is also known solution to apply the positioning material
for transmitting and receiving elements of Doppler probe
at the angle allowing to register flow signal when it is
arranged as flat on body surface._It is used e.g. in flat
probe or transesophageal probe for veterinary medicine
applications ["Weterynaria w praktyce" vol.6, nr
7-8/2009].
[0013] Figure 1 and Figure 2 show in schematic man-
ner the ultrasound beam path in traditional CW probe
with one transmitting transducer T and one receiving
transducer R. Cross-hatched area, corresponding to the
common part of ultrasound field path in Figure 1, repre-
sents the high sensitivity zone. It shall include the cross-
section of blood vessel to obtain good Doppler signal.
[0014] The value of angle between direction of blood
flow and direction of ultrasound wave as presented in
Figure 2 is essential physical condition to obtain Doppler
signal. Relation between Doppler frequency and flow ve-
locity is associated among other things to the cosine func-
tion. At too large angle Doppler effect approaches zero.
On the other hand, for the vessels, which path is typically
approximately parallel relative to the skin surface, it is
impossible to obtain small angle values because of ul-
trasound beam path between material before transducer
and patient body (critical refraction angle). Thus, inci-
dence angles of ultrasound beam on examined individual
tissue border should be such that ultrasound beam inci-
dence angles when the beam is refracted in tissue thereof
are in the degrees range from 45° to 60° relative to the

blood flow direction of the individual.

PRIOR ART

[0015] American patent document no. US 6346081
discloses an apparatus and method for determining the
velocity of a fluid flowing through a lumen. The apparatus
comprises a first diffraction grating transducer (DGT) re-
sponsive to a continuous wave (CW) input and operable
in a first mode for producing a first signal beam at a first
frequency and first phase, and in a second mode for pro-
ducing a second signal beam at the first frequency and
a second phase; a second diffraction grating transducer
(DGT) operating as a receiver and coupled to the first
diffraction grating transducer at a predetermined angle,
the second diffraction grating transducer producing a first
beam which intersects the first DGT first beam for receiv-
ing a first reflected signal associated with the first signal
beam, and for producing a second beam which intersects
the first DGT second beam for receiving a second reflect-
ed signal associated with the second signal beam.
[0016] US patent document no. US 8764663 discloses
an apparatus and a method for transmitting a signal di-
rected to a blood vessel via a Doppler ultrasound wave-
form apparatus, receiving, by the Doppler ultrasound
waveform apparatus, a reflected signal from the blood
vessel; and determining, by a processing device, whether
the blood vessel is an artery or a vein based on a blood
flow velocity in the blood vessel.
[0017] US patent document no. US 4582066 discloses
an ultrasonic transducer having a transducer probe, for
insonifying an organ or part thereof in a human patient
from a position within the suprasternal notch thereof,
wherein the transducer probe is in at least a partially ob-
scured disposition within the notch vis-a-vis the operator
thereof during insonification, is comprised of an elongate
handle member with a proximal and a distal end, having
a non-circular peripheral cross-sectional geometry in-
cluding at least one longitudinal edge to yield a gripping
surface providing the operator with the ability to manip-
ulate the probe via tactile sensing of its position and a
transducer probe extending from the distal end of, and
generally normal to, the handle, wherein the probe has
a generally arcuate cross-sectional geometry and a gen-
erally trapezoidal profile to enhance patient comfort dur-
ing operator manipulation of the probe.
[0018] European patent document no. EP 458146 re-
lates to a continuous wave driven ultrasound transducer
for determining Doppler frequency shift in reflected ultra-
sound pressure waves wherein the transmitter and re-
ceiver sections are constructed of a composite core hav-
ing a plurality of segments of piezoelectric material sep-
arated by acoustic suppression material.
[0019] American patent no. US 7549964 relates to a
method of measuring blood flow through a blood vessel
using a single quasi-continuous mode probe that can
support multiple frequencies without increasing the
probe tip size. A plurality of elements are provided in the
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probe tip. Each element emits ultrasound waves using a
long pulsed signal with each element having a different
resonant frequency. Each element also receives ultra-
sound energy in a continuous mode.
[0020] The further American patent no. US 6344024
relates to an ultrasound probe for use especially in med-
ical diagnostics using ultrasonography. Said probe com-
prises an ultrasound sensor configured to generate an
ultrasound send signal as a reaction to an electrical im-
pulse and to receiving a receive signal reflected on an
observation medium. Said ultrasound sensor is held in a
supporting device and fitted with coupling and transmis-
sion devices for sending the transmission signal into the
observation medium.
[0021] All the Doppler probes known from the prior art
which may be applied in NIBP measurements require
trained medical personnel as an operator. It excludes
practically the systematic everyday use of such meas-
urement in a patient home during the rehabilitation. The
probes according to the solutions known from the prior
art when used by the not well trained person give not
accurate ultrasound recording.
[0022] In order to make the Doppler based NIBP meas-
urements easy and fast the dedicated probe has been
presently designed. The characteristics of this probe
combines an enlarged sensitivity area and significant in-
dependence from the angle at which it is placed against
the vessel on the patient’s skin surface.

SUMMARY OF THE INVENTION

[0023] The object of the invention is a development the
ultrasound probe for continuous wave Doppler device,
fulfilling aforementioned requirements relative to obtain-
ing simultaneously relatively large (enlarged) sensitivity
area and relatively large range of positions on patient’s
body surface enabling Doppler signal registering.
[0024] The subject of invention is ultrasound probe for
continuous wave (CW) Doppler device for patient blood
flow assessment in peripheral arteries, particularly in ra-
dial artery in persons with heart prosthesis, which probe
comprises at least three transducers mounted on a com-
mon carrier made preferably of material acoustically
compatible relative to human body, characterized in that
said common carrier is in form of a wedge member, hav-
ing a structure determined by mutually oblique side walls
and a central wall on which walls at least three transduc-
ers are arranged, wherein at least one of said transducers
operates as receiver/transmitter and is arranged on said
central wall, and at least two remaining transducers op-
erate together respectively as transmitters/receivers and
are arranged on said oblique side walls on both sides of
said central wall of said wedge member, wherein these
oblique side walls are mutually convergent. By providing
a specific arrangement of walls, namely angles and
acoustic beam path in wedge material the good inde-
pendence of ability to detect Doppler flow signal from
probe on the skin location is obtained. Moreover due to

a pair of transducers working simultaneously the extend-
ed sensitivity area of Doppler detection is guaranteed.
[0025] Preferably according to the invention, the struc-
ture of said wedge member is symmetrical, and the trans-
ducers are mounted in axial symmetry system. By pro-
viding the symmetry in this construction, the path of the
returning beam is optimized and the flexibility of probe
positioning is better.
[0026] Preferably according to the invention, transduc-
ers arranged on a central and the side walls are formed
as one or more transducers elements. Thanks to the pos-
sibility of implementing each transducer in one or in mul-
tiple pieces the availability on the market certain trans-
ducer shape is not limiting manufacturing of the probe.
[0027] Advantageously, a transducer arranged on the
central wall of said wedge member passes through the
plane defining symmetry axis of this wedge member.
Preferably, transducers arranged on oblique walls are
placed substantially symmetrically relative to the central
wall of said wedge member whereas the oblique side
walls are mutually convergent in axial symmetry.
[0028] According to the invention, a material of a
wedge member constitutes a material having a defined
sound velocity value, wherein for this determined value
of sound velocity the inclination angles of said side walls
and central wall, and also the convergence angle be-
tween said side walls, are calculated to obtain the angle
between a direction of an ultrasound beam when it is
refracted and a pre-determined blood flow direction in
optimum range of 45 to 60 degrees.
[0029] The inclination angle A of said side
walls,_relative to the base of the wedge member is in
the_range from 30 to 83, preferably from 37 to 82, more
preferably from 44 to 81, and the most preferably from
47 to 49 degrees, and the inclination angle B of said cen-
tral wall of this wedge member relative to its base is in
the range from 5 to 35, preferably from 6 to 32, more
preferably from 7 to 28, and the most preferably from 14
to 16 degrees, whereas the convergence angle C of the
side walls in this wedge member is in the range from 3
to 26, preferably from 3,5 to 23, and more preferably from
4 to 21, and the most preferably from 9 to 11 degrees. A
selection of angle values is dependent on sound velocity
in a selected wedge material and resulting thereof beam
deflection value on the border with patient’s body.
[0030] In one variant of the probe according to the in-
vention, the oblique side walls of the wedge can be sym-
metrical and suitable inclination angles A, B and C, de-
pending on wedge material used, are in the ranges afore-
mentioned above.
[0031] In one more variant of the probe according to
the invention, transducers located on central wall and on
the side walls of said wedge member, respectively, can
be divided into two or more components.
[0032] In one variant of the probe according to the in-
vention, transducers arranged on side walls of the wedge
operate as transmitters, and transducer arranged on cen-
tral wall operates as receiver.
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[0033] In further variant of the probe according to the
invention, transducers arranged on side walls operate as
receivers, and transducer arranged on central wall oper-
ates as transmitter.
[0034] Another subject of the present invention relates
to use of the above identified probe for the Doppler based
NIBP measurements especially in patients with heart
prosthesis named as left ventricular assist devices
(LVADs).

BRIEF DESCRIPTION OF THE DRAWINGS

[0035] The invention is to be explained in more details
below based on embodiments depicted in the following
figures where:

Figure 1 is a schematic illustration of ultrasound
beam path in prior art CW probe with one transmitting
transducer T and one receiving transducer R;

Figure 2 is a schematic illustration according to the
prior art of θ angle between blood flow direction in
patient body and ultrasound wave direction;

Figure 3 presents in a schematic perspective view
of one preferred embodiment of an ultrasound probe
according to the invention;

Figure 4 shows the view of the probe according to
the invention presented generally in Fig. 3 in more
detailed views, namely in side views - Figures 4a
and 4b, respectively, and in the plane view of Fig.
4c and illustrates angles A, B, and C in wedge struc-
ture, respectively;

Figure 5 is a schematic presentation of extended
sensitivity area for one of the embodiment of a probe
according to the invention;

Figure 6 presents views 6a, 6b, 6c, 6d, 6e of another
embodiment of the probe according to the invention;

Figure 7 shows actual distributions of ultrasound field
intensity (registered by means of hydrophone in the
field scanner) on selected planes transversal to the
direction of ultrasound wave propagation for exem-
plary realization of the probe according to invention;

Figure 8 presents the flow velocity plots registered
in the phantom by means of commercial flow meter
equipped with standard flat probe and with exempla-
ry probe according to the invention.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0036] Exemplary embodiments of the present inven-
tion will now be described in detail with reference to the

accompanying drawings. The invention may however be
embodied in many different forms and shall not be con-
strued as being limited to the embodiments set forth here-
in. Rather these embodiments are provided so that this
disclosure will be thorough and complete and will fully
convey the scope of the invention to those skilled in the
art. In the drawings, the shapes and dimensions may be
exaggerated for clarity, and the same reference numerals
will be used throughout to designate the same or like
components.
[0037] In Figures 3-4 and 5, the probe 10 according to
the invention is presented. The probe 10 has a main body
on which ultrasound transducers 2 and 3, 4 are arranged.
This main body has a form of the common wedge mem-
ber 1 encompassed by preferably symmetrical oblique
side walls 5, 6 located at the angle A relative to the base
plane 8 of the probe 10. In another embodiment these
oblique side walls 5, 6 can be non-symmetrical. A wedge
member 1 is encompassed from the top by upper wall
9a which passes forward into inclined central wall 7, and
further, towards the base 8 into a curved face wall 9b.
Central wall 7 is inclined relative to the wedge base at
angle B. Transducers 3, 4 operating by example as the
ultrasound beam transmitters are arranged on oblique
side walls 5, 6 of said wedge member. On inclined front
wall 7 the third transducer 2 is arranged then operating
for example as the ultrasound beam signal receiver. The
side walls 5, 6 of the wedge 1 on which transducers 3, 4
are arranged, except of an inclination relative to the probe
face surface, are mutually convergent at angle C defined
between a direction of side wall 5, 6 and the symmetry
axis of the wedge. This results in significant difference
of ultrasound beam direction for each pair - central trans-
ducer 2 with one of side transducer 3, 4.
[0038] Wedge member 1 is preferably mounted on
substantially circular base 8. However, a base shape of
said wedge 1 is not critical and other shapes thereof are
possible, for example, a square shape, and also other
variant of embodiment is likely possible in which the
probe operates without having any base.
[0039] Transducers constitute electronic components,
preferably piezoelectric ones, which can operate as ul-
trasound beam transmitters or as receivers of the this
signal, wherein at least two of them arranged on side
walls of the wedge operate together. The piezoelectric
transducers are typically in a shape of the plates which
thickness corresponds the acoustic operating frequency
while width and length are responsible for the shape of
the ultrasound beam.
[0040] Wedge member 1 according to the invention
can be made of plastic material preferably selected
among acrylic glass, organic glass or plexiglass, poly-
etherketone of epoxy resins PEEK, polysulfone PSU, low
density polyethylene, polystyrene "Lustrex" or cross-
linked "Rexolite", preferably of polymethylpentene mate-
rial known as TPX -, also known as poly(4-methyl-1-pen-
tene).
[0041] The criteria for the choice of the wedge material
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consists simultaneously of the compatibility for the use
in medical applications, low ultrasound acoustic waves
attenuation and the expected range of the sound velocity
in it. The possibility to permanently fasten, in practice to
glue, the transducers elements namely piezoceramics
with metal electrodes on their surfaces have to be con-
sidered.
[0042] By the way of example, in one variant of the
probe 10 according to the invention where the oblique
side walls 5, 6 of the wedge member 1 are symmetrical,
and when said wedge member 1 is made of Lustrex pol-
ystyrene for which the sound velocity in material is 2032
m/s, the calculated angles in this wedge are in degrees:
A=44°, B=14°, C=9°, respectively.
[0043] By the way of example, in one variant of the
probe 10 according to the invention where the oblique
side walls 5, 6 of the wedge member 1 are symmetrical,
and when said wedge member 1 is made of plastic ma-
terial poly(4-methyl-1-pentene) known under trade name
TPX DX845 for which the sound velocity in material is
2150 m/s, the calculated angles for this wedge are in
degrees: A=48°, B=15°, C=10°, respectively.
[0044] In another possible variant of the probe 10 ac-
cording to the invention, the oblique side walls of the
wedge can be non-symmetrical, and suitable inclination
angles A, A’, B and C, C’ depending on wedge material
used are in in the general ranges afore mentioned above.
[0045] Figure 4 presents in more details an exemplary
wedge member 1 with three transducers 2, 3, 4 for probe
10 according to the invention, in three different views: in
the side views in Fig. 4a and Fig. 4b, and in the plan view
in Fig. 4c, respectively, where side walls 5, 6 of the wedge
are symmetrical, and upper wall 9a is parallel relative to
the base 8 of the wedge-like member 1. Figure 4a depicts
horizontally the side view of this wedge indicating (in fig-
ure 4a’ respectively) angle B which determines the cen-
tral wall 7 inclination angle relative to the base 8 of the
wedge 1, whereas Figure 4b shows vertically another
side view of said wedge, indicating angle A respectively
in Figure 4b’, corresponding to its top view from Figure
4c. Angle A indicates inclination angle of side wall 5, 6
of the wedge 1 relative to the base surface 8. Angle C is
defined between side wall direction projected on the base
and the wedge symmetry axis, what is showed in more
details in Figure 4c’.
[0046] The inventive idea is presented in the best way
in Figure 5 showing the high sensitivity area, in similar
way to Figure 1, for the probe 10 in exemplary embodi-
ment according to the invention. In the cross-section of
the ultrasound beam path, the common range for the
central transducer 2 and the sum of the side transducers
3, 4 corresponding to the high sensitivity area have been
schematically cross-hatched. The arrangement whereby
the two transducers have some overlap of their beams,
resulting in a region of interest where the Doppler shifted
signals may be detected (sensitivity area) was extended
by the transducer shape and location on the wedge and
mainly by the use of simultaneous operation of two trans-

ducer elements located in a distance and on sides of the
third one.
[0047] Figure 6 shows another one embodiment of the
probe of the invention where transducers arranged on
the oblique side walls 5, 6 and the central wall 7, are
constituted of pairs of transducer elements such as 2a,
2b, 3a, 3b, 4a, 4b each having the smaller areas - what
is showed schematically in the plan view in Figure 6d.
Figure 6a shows two perspective views of said wedge,
Figure 6b depicts horizontally side view of the same (in-
dicating angle B in similar way to Fig. 4a’), whereas Fig-
ure 6c shows vertically another side view of said wedge
(indicating angle A in similar way to Fig. 4b’) correspond-
ing to its top view from Figure 6d. On Figure 6d angle C
can be indicated in similar way to Fig. 4c’.
[0048] Figure 7 shows actual distributions of ultra-
sound field intensity (registered by means of hydrophone
in the field scanner) on selected transversal planes in
subsequent distances from the surface for exemplary re-
alization of the probe 10 according to the invention. First
column of distributions of ultrasound field intensity
presents the field of the side transducers 3, 4 working
together arranged on the side walls of said wedge 1 of
the probe according to the invention. The second column
of distributions of ultrasound field intensity presents the
field of central transducers. In the third column of distri-
butions of ultrasound field intensity the combination of
the fields from the first and second column was shown,
on which the double cross-hatching allows to distinguish
the range of high sensitivity area. In subsequent lines in
distributions of ultrasound field intensity, there is shown
by means of intensity of cross-hatching the quantified
intensity of the ultrasound beam field for subsequent
planes distant from the surface by dz. The actual meas-
urement data for exemplary embodiments confirm the
substantial enlarging of the sensitivity area which, for in-
teresting area of applications (potential path of artery un-
der skin surface), is several times larger than that in the
standard probe.
[0049] Figure 8 presents the recorded velocity of ex-
perimental measurements in the flow phantom. Using
flow phantom in the form of silicon tube of 1, 5 mm diam-
eter, inside which constant flow of the liquid (similar to
blood) scattering ultrasounds placed 5 mm under the wa-
ter surface in phantom vessel was forced. Then, the Dop-
pler signal of velocity obtained using standard probe and
made according to the invention, was registered by
means of commercial flow meter. Both probes were ar-
ranged subsequently coaxially with flow direction, with
30 degree deviation from the axis and with 60 degree
deviation from the axis. The significantly lesser depend-
ence of ability for Doppler signal registering from position
relative to the flow direction for the probe according to
the invention has been proved.
[0050] In realization of the invention, the disadvanta-
geous physical phenomenon of ultrasound wave reflec-
tion on the media border is essential and requiring to be
taken into consideration. It is proportional to the ratio of
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acoustic impedances of the two media border. This im-
pedance is expressed by means of the product of the
density and acoustic wave velocity for the material. Since
plastic materials applicable for wedge construction have
acoustic wave velocities higher than that in the tissue,
such plastic materials are advantageous, which have
lower densities. In this regards, plastic material named
TPX i.e. poly(4-methyl-1-pentene) is the most preferable.
[0051] It is an advantage of the invention that using the
more than two transducing elements 2, 3, 4 constituting
preferably piezoelectric transducers, which can be ar-
ranged such that they are inclined in two different planes
(directions) relative to the base surface 8 of the wedge
1, allows to obtain the enlarged sensitivity area, and si-
multaneously the wider range of positions of the probe
10 as well, enabling a connection of the blood flow direc-
tion in the vessel with the ultrasound wave path direction
in the manner ensuring to register Doppler signal of the
flow thereof with maximum effectiveness.
[0052] A probe handling easiness during localizing of
the blood flow signal due to enlarged sensitivity area is
another advantage of the probe according to the inven-
tion, what is particularly useful in the case of less expe-
rienced operator as a patient with heart prosthesis. Es-
sential advantage of the probe, due to reduced depend-
ency on ultrasound beam angle, is also registering pos-
sibility of useful Doppler signal of blood flow in conditions
of displacing as a result of small limb movements or dis-
placement of anatomic structures beneath the probe dur-
ing inflating the pressure gauge cuff.

EXAMPLES

Example 1

[0053] In one of examples of embodiment of the probe
10 according to the invention as material of wedge 1 the
TPX - poly(4-methyl-1-pentene) plastic material has
been used. The inclination angle A of the oblique side
walls 5, 6 was 48°, and on the said side walls, symmet-
rically, piezoelectric transducers 3, 4, one for each wall,
were arranged, which operate as ultrasound wave beam
transmitters. The inclination of the central wall 7 of the
wedge member 1 i.e. angle B, in this example of embod-
iment was 15°, and on this wall the piezoelectric trans-
ducer 2 (third one) operating as a receiver has been ar-
ranged. The convergence angle C of the side walls 5, 6
was 10°.
[0054] For the probe constructed in this manner the
measurements of emitted ultrasound beams have been
conducted (presented in Figure 7). In the 3D scanning
system the acoustic pressure emitted by the probe was
registered by means of hydrophone visualizing probe ra-
diation field distribution on selected planes, and the es-
sential enlargement of the sensitivity area has been con-
firmed.
[0055] Using the flow blood phantom in the form of sil-
icon tube of 1, 5 mm diameter, inside which constant flow

of the liquid (similar to blood) scattering ultrasounds had
been forced, quality of Doppler signal obtained using
standard probe and probe made according to the inven-
tion, was compared. The significantly lesser dependence
of the latter on the position relative to the flow direction
(Figure 8) has been proved.
[0056] After testing such constructed probe 10 in lab-
oratory conditions on the bodies of volunteers, the high
effectiveness and handling easiness at blood flow local-
izing in radial artery thereof has been proved.
[0057] While the present invention has been shown
and described in connection with the exemplary embod-
iments, it will be apparent to those skilled in the art that
modifications and variations can be made without depart-
ing from the scope of the invention as defined by the
appended claims.

Claims

1. Ultrasound probe (10) for continuous wave (CW)
Doppler device for blood flow assessment in pa-
tient’s peripheral arteries, particularly in radial artery
in persons with heart prosthesis, which probe com-
prises at least three transducers mounted on a com-
mon carrier made preferably of material acoustically
compatible relative to human body, characterized
in that said common carrier is in the form of a wedge
member (1) having a structure determined by mutu-
ally oblique side walls (5, 6) and central wall (7), on
which walls said transducers (2, 3, 4) are arranged,
wherein at least one of said transducers (2) operates
as receiver/transmitter and is arranged on said cen-
tral wall (7), and at least two remaining transducers
(3, 4) operates together respectively as transmit-
ters/receivers and are arranged on said oblique side
walls (5, 6) on both sides of said central wall (7) of
said wedge member (1), wherein these oblique side
walls (5, 6) are mutually convergent.

2. Probe according to according to claim 1, character-
ized in that the structure of said wedge member (1)
is symmetrical.

3. Probe according to claim 1 or 2, characterized in
that said transducer (2) on the central wall (7) and
said transducers (3, 4) on the side walls (5, 6) con-
stitute at least one transducing element such as (2a,
2b), (3a, 3b) and (4a, 4b).

4. Probe according to any one of claims 1 - 3, charac-
terized in that said transducers (2, 3) are arranged
according to axial symmetry system.

5. Probe according to anyone of claims 1 - 4, charac-
terized in that said transducer (2) lies in the plane
determining symmetry axis of the wedge member
(1).
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6. Probe according to any one of claims 1 - 5, charac-
terized in that said transducers (3, 4) are arranged
on said oblique side walls (5, 6) substantially sym-
metrically relative to the central wall (7) of said wedge
member (1).

7. Probe according to anyone of claims 1 - 6, charac-
terized in that said oblique side walls (5, 6) are mu-
tually convergent according to axial symmetry.

8. Probe according to any one of claims 1 - 7, charac-
terized in that a material of the wedge member (1)
constitutes the material having determined value of
sound velocity, wherein for this determined value of
sound velocity inclination angles (A) of said side
walls (5, 6) and an inclination angle (B) of said central
wall (2) and a convergence angle (C) of said side
walls (5, 6) are calculated to obtain an angle between
an ultrasound beam direction after refraction and a
pre-assumed direction of blood flow in optimum
range of 45 to 60 degrees.

9. Probe according to any one of claims 1 - 8, charac-
terized in that said inclination angle (A) of these
side walls (5, 6) relative to a base surface (8) of the
wedge member (1) is in the range from 30 to 83 de-
grees.

10. Probe according to any one of claims 1 - 8, charac-
terized in that said inclination angle (B) of the central
wall (7) of said wedge member (1) relative to said
base surface (8) is in the range from 5 to 35 degrees.

11. Probe according to any one of claims 1 - 8, charac-
terized in that said convergence angle (C) of the
side walls (5, 6) is in the range from 3 to 26 degrees.

12. Use of the probe according to any one of claims 1-11,
for the Doppler based NIBP measurements espe-
cially in patients with heart prosthesis named as left
ventricular assist devices (LVADs).
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