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(57) An object is to securely implement character po-
sition interchange in a character string while maintaining
signature security. There are included a signature gen-
eration apparatus (102) to generate a first signature σ
for a message m including N (N being an integer not less
than two) characters, using a signature key sk, and a
homomorphic operation apparatus (103) to obtain a pa-

rameter j being an integer not less than one and not more
than N - 1 and to generate a second signature σ’ for an
altered message where a jth character indicated by the
parameter and a j + 1th character in the message m are
interchanged, using the parameter j, the first signature
σ, and a homomorphic key hk different from the signature
key sk.
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Description

Technical Field

[0001] The present invention relates to a cryptographic
system, a homomorphic signature method, and a homo-
morphic signature program.

Background Art

[0002] Electronic signatures are a technique whereby,
by generation of a signature for a message by a signatory,
using a secret key and by verification of a set of the sig-
nature and the message by a verifier, using a verification
key, it is guaranteed that falsification of the message is
not performed. In a usual electronic signature, when a
signature is generated for a message and even a minute
alteration is applied to the message, the message is not
verified to be a proper message in order to detect any
falsification of the message. Accordingly, no editing can
be performed for the message for which the signature
has been generated.
[0003] On the other hand, homomorphic signatures re-
fer to a scheme where a message for which a signature
has been generated can be altered within a certain range,
or a signature for the message that has been altered can
be generated from the signature of the original message.
Various homomorphic signature schemes have been
proposed, according to types of the alterations that can
be made for the message. Patent Literature 1 and Non-
Patent Literature 1, for example, describe about a
scheme in which, when a message is regarded as a vec-
tor, the message can be altered to a linear sum of a plu-
rality of vectors, using signatures of the vectors. Non-
Patent Literature 2 describes a scheme in which, when
a message is regarded as a set, the message can be
altered to its subset, or when the message is regarded
as a character string, the message can be altered to its
partial character string.

Citation List

Patent Literature

[0004] Patent Literature 1: JP 2014-158265 A

Non-Patent Literature

[0005]

Non-Patent Literature 1: B. LIBERT, M. JOYE, M.
YUNG "Linearly homomorphic structure-preserving
signatures and their applications" Advances in Cryp-
tology-CRYPTO 2013, LNCS 8043, pp. 289-307,
2013
Non-Patent Literature 2: N. ATTRAPADUNG, B.
LIBERT, T. PETERS "Computing on Authenticated
Data: New Privacy Definitions and Constructions"

Advances in Cryptology-ASIACRYPT 2012, LNCS
7658, pp. 367-385, 2012

Summary of Invention

Technical Problem

[0006] In the homomorphic signatures, an increase in
the types of the alterations that can be made for the mes-
sage is necessary in order to create various applications.
For any of conventional homomorphic signatures, no
scheme is present which implements character position
interchange in a character string, as an alteration type.
This is because, in mathematical structures and the al-
teration methods used in the conventional schemes, it
has been difficult to implement the character position in-
terchange in the character string while maintaining sig-
nature security. That is, there is a problem that in the
conventional homomorphic signatures, the character po-
sition interchange in the character string cannot be im-
plemented as the alteration type.
[0007] An object of the present invention is to imple-
ment a homomorphic signature scheme capable of se-
curely implement character position interchange in a
character string while maintaining signature security by
using a mathematical structure different from mathemat-
ical structures used in conventional schemes.

Solution to Problem

[0008] A cryptographic system according to the
present invention may include:

a signature generation apparatus to generate a first
signature for a message including N (N being an in-
teger not less than two) characters, using a signature
key; and
a homomorphic operation apparatus to generate a
second signature for an altered message where two
characters at different positions in the message are
interchanged, using the first signature and a homo-
morphic key different from the signature key.

Advantageous Effects of Invention

[0009] According to the cryptographic system of the
present invention, the second signature for the altered
message, in which the two characters at the different
positions in the message are interchanged, can be gen-
erated, using the signature and the homomorphic key.
Thus, an effect can be achieved that a homomorphic sig-
nature scheme which implements the character position
interchange of the characters while maintaining signa-
ture security can be provided.

Brief Description of Drawings

[0010]

1 2 
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Fig. 1 is a system configuration diagram of a crypto-
graphic system 100 according to a first embodiment.
Fig. 2 is a diagram illustrating a configuration of a
key generation apparatus 101 according to the first
embodiment.
Fig. 3 is a diagram illustrating a configuration of a
signature generation apparatus 102 according to the
first embodiment.
Fig. 4 is a diagram illustrating a configuration of a
homomorphic operation apparatus 103 according to
the first embodiment.
Fig. 5 is a diagram illustrating a configuration of a
signature verification apparatus 104 according to the
first embodiment.
Fig. 6 is a flow diagram illustrating each of a homo-
morphic signature process S100 and a homomor-
phic signature method 500 in the cryptographic sys-
tem 100 according to the first embodiment.
Fig. 7 is a flow diagram illustrating a process flow of
a key generation process S101 according to the first
embodiment.
Fig. 8 is a flow diagram of a key generation algorithm
execution process (step S112) that is the execution
process of a key generation algorithm according to
the first embodiment.
Fig. 9 is a flow diagram of the key generation algo-
rithm execution process (step S112) that is the ex-
ecution process of the key generation algorithm ac-
cording to the first embodiment.
Fig. 10 is a flow diagram illustrating a process flow
of a signature generation process S102 according
to the first embodiment.
Fig. 11 is a flow diagram of a signature generation
algorithm execution process (step S122) that is the
execution process of a signature generation algo-
rithm according to the first embodiment.
Fig. 12 is a flow diagram illustrating a process flow
of a homomorphic operation process S103 accord-
ing to the first embodiment.
Fig. 13 is a flow diagram of a homomorphic operation
algorithm execution process (step S132) that is the
execution process of a homomorphic operation al-
gorithm according to the first embodiment.
Fig. 14 is a flow diagram illustrating a process flow
of a signature verification process S104 according
to the first embodiment.
Fig. 15 is a flow diagram of a signature verification
algorithm execution process (step S142) that is the
execution process of a signature verification algo-
rithm according to the first embodiment.
Fig. 16 is a diagram illustrating a configuration of the
key generation apparatus 101 according to a varia-
tion example of the first embodiment.
Fig. 17 is a diagram illustrating a configuration of the
signature generation apparatus 102 according to the
variation example of the first embodiment.
Fig. 18 is a diagram illustrating a configuration of the
homomorphic operation apparatus 103 according to

the variation example of the first embodiment.
Fig. 19 is a diagram illustrating a configuration of the
signature verification apparatus 104 according to the
variation example of the first embodiment.

Description of Embodiments

[0011] First, the notations in a description of an em-
bodiment will be explained below.

(1) y←A indicates that when A is a random variable
or distribution, y is uniformly and randomly selected
from A according to the distribution of A, or that y is
a uniform random number on A.
(2) y: = z indicates that y is a set defined by z, or that
z is substituted into a variable y.
(3) Fq indicates a finite field with an order q.
(4) Formula 1 described below indicates a vector rep-
resentation in the finite field Fq. 

(5) XT indicates a transposed matrix of a matrix X.
(6) B: = (b1, ..., bN) and B*: = (b1*, ..., bN*) respec-
tively indicate a basis B constituted from vectors
b1, ..., bN and a basis B* constituted from vectors
b1*, ..., bN*.
(7) Formula 2 described below indicates notations
using original coefficient vectors on the bases B and
B*. 

(8) Formula 3 described below indicates an N-dimen-
sional vector space V over the finite field Fq.

3 4 
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(9) Formula 4 described below indicates ai of a ca-
nonical base A: = (a1, ..., aN) of the space V. 

(10) Formula 5 described below indicates a definition
of pairing on the space V. 

[0012] Subsequently, a mathematical concept in the
description of the embodiment will be described below.
[0013] First, symmetric bilinear pairing groups will be
described.
[0014] The symmetric bilinear pairing groups (q, G, GT,
g, e) are a tuple of a prime q, a cyclic additive group G
of an order q to which the prime q is set, a cyclic multi-
plicative group GT of the order q, g ≠ 0 ∈ G, and a poly-
nomial-time computable nondegenerate bilinear pairing
e: G 3 G→GT. The nondegenerate bilinear pairing sig-
nifies e(sg, tg) = e(g, g)st where e(g, g) ≠ 1.
[0015] Dual pairing vector spaces will now be de-
scribed.
[0016] The dual pairing vector spaces (q, V, GT, A, e)
can be configured by a direct product of the symmetric
bilinear pairing groups (q, G, GT, g, e). The dual pairing
vector spaces (q, V, GT, A, e) are a tuple of the prime q,
the N-dimensional vector space V over the Fq indicated
in Formula 3, the cyclic multiplicative group GT of the
order q, the canonical basis A:=(a1, ..., aN) of the space
V, and the pairing e. ai is as indicated by Formula 4.

[0017] The pairing on the space V is defined by For-
mula 5. This pairing is a nondegenerate bilinear type.
That is, e (sx, ty) = e (x, y)st. If e (x, y) = 1 for all y E V, x
= 0. Further, for all i and j, e (ai, aj) = e (g, g)δi,j. if i = j, δi,j
is obtained. If i ≠ j, δi,j = 0. Further, e (g, g) ≠ 1 ∈ GT.
[0018] In this embodiment, a description will be direct-
ed to a case where dual pairing vector spaces are con-
structed from the symmetric bilinear pairing groups men-
tioned above. Dual pairing vector spaces can be con-
structed from asymmetric bilinear pairing groups as well.
The following description can be applied to a case where
the dual pairing vector spaces are constructed from the
asymmetric bilinear pairing groups.

First Embodiment.

*** Description of Configuration ***

[0019] Fig. 1 is a system configuration diagram of a
cryptographic system 100 according to this embodiment.
[0020] As illustrated in Fig. 1, the cryptographic system
100 includes a key generation apparatus 101, a signature
generation apparatus 102, a homomorphic operation ap-
paratus 103, and a signature verification apparatus 104.
[0021] First, functions of the respective apparatuses in
the cryptographic system 100 will be outlined, using Fig.
1.
[0022] The key generation apparatus 101 obtains a key
generation parameter (1k, N) and executes a key gener-
ation algorithm, thereby generating a verification key vk,
a signature key sk, and a homomorphic key hk.
[0023] Herein, in order to maintain security of the
scheme in the cryptographic system 100, the signature
key sk is given to only a user or an apparatus permitted
to execute signature generation. The homomorphic key
hk is given to only a user or an apparatus permitted to
execute a homomorphic operation. The signature key sk
and the homomorphic key hk are each a secret key that
is concealed to a user or an apparatus that is not permit-
ted, other than the above-mentioned users or apparatus-
es. The verification key vk is a public key.
[0024] The signature generation apparatus 102 ob-
tains the signature key sk from the key generation appa-
ratus 101, and obtains a message m through an input
device. The signature generation apparatus 102 exe-
cutes a signature generation algorithm based on the sig-
nature key sk and the message m that have been ob-
tained, and outputs a first signature σ.
[0025] The homomorphic operation apparatus 103 ob-
tains the homomorphic key hk from the key generation
apparatus 101, obtains the first signature σ from the sig-
nature generation apparatus 102, and obtains a param-
eter j through an input device. The homomorphic opera-
tion apparatus 103 executes a homomorphic operation
algorithm based on the homomorphic key hk, the first
signature σ, and the parameter j that have been obtained,
and outputs a second signature σ’. The second signature
σ’ is a signature after the execution of the homomorphic
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operation algorithm, and is also referred to as an after-
operation signature.
[0026] The signature verification apparatus 104 ob-
tains the verification key vk from the key generation ap-
paratus 101 and obtains a verification signature vσ, ex-
ecutes a signature verification algorithm, and outputs a
verification result r of the verification signature vσ. Herein,
the verification signature vσ is the first signature σ or the
second signature σ’.

<Configuration of Key Generation Apparatus 101>

[0027] Fig. 2 is a diagram illustrating a configuration of
the key generation apparatus 101 according to this em-
bodiment.
[0028] The key generation apparatus 101 includes a
key generation parameter receiving unit 301, a key gen-
eration unit 302, and a key transmitting unit 303.
[0029] The key generation apparatus 101 is a compu-
ter. Functions of the key generation parameter receiving
unit 301, the key generation unit 302, and the key trans-
mitting unit 303 in the key generation apparatus 101 are
also referred to as functions of "units" of the key gener-
ation apparatus 101. A function of each "unit" of the key
generation apparatus 101 is implemented by software.
The key generation apparatus 101 includes hardware
such as a processor 901a, a storage device 902a, an
input device 903a, and an output device 904a.

<Configuration of Signature Generation Apparatus 102>

[0030] Fig. 3 is a diagram illustrating a configuration of
the signature generation apparatus 102 according to this
embodiment.
[0031] The signature generation apparatus 102 in-
cludes a signature key receiving unit 304, a message
receiving unit 305, a signature generation unit 306, and
a signature transmitting unit 307.
[0032] The signature generation apparatus 102 is a
computer. Functions of the signature key receiving unit
304, the message receiving unit 305, the signature gen-
eration unit 306, and the signature transmitting unit 307
in the signature generation apparatus 102 are also re-
ferred to as functions of "units" of the signature genera-
tion apparatus 102. A function of each "unit" of the sig-
nature generation apparatus 102 is implemented by soft-
ware. The signature generation apparatus 102 includes
hardware such as a processor 901b, a storage device
902b, an input device 903b, and an output device 904b.

<Configuration of Homomorphic Operation Apparatus 
103>

[0033] Fig. 4 is a diagram illustrating a configuration of
the homomorphic operation apparatus 103 according to
this embodiment.
[0034] The homomorphic operation apparatus 103 in-
cludes a homomorphic key receiving unit 308, a param-

eter receiving unit 309, a signature receiving unit 310, a
homomorphic operation unit 311, and a second signature
transmitting unit 312.
[0035] The homomorphic operation apparatus 103 is
a computer. Functions of the homomorphic key receiving
unit 308, the parameter receiving unit 309, the signature
receiving unit 310, the homomorphic operation unit 311,
and the second signature transmitting unit 312 in the ho-
momorphic operation apparatus 103 are also referred to
as functions of "units" of the homomorphic operation ap-
paratus 103. A function of each "unit" of the homomorphic
operation apparatus 103 is implemented by software.
The homomorphic operation apparatus 103 includes
hardware such as a processor 901c, a storage device
902c, an input device 903c, and an output device 904c.

<Configuration of Signature Verification Apparatus 104>

[0036] Fig. 5 is a diagram illustrating a configuration of
the signature verification apparatus 104 according to this
embodiment.
[0037] The signature verification apparatus 104 in-
cludes a verification key receiving unit 313, a signature
receiving unit 314, a signature verification unit 315, and
a verification result transmitting unit 316.
[0038] The signature verification apparatus 104 is a
computer. Functions of the verification key receiving unit
313, the signature receiving unit 314, the signature ver-
ification unit 315, and the verification result transmitting
unit 316 in the signature verification apparatus 104 are
also referred to as functions of "units" of the signature
verification apparatus 104. A function of each "unit" of
the signature verification apparatus 104 is implemented
by software. The signature verification apparatus 104 in-
cludes hardware such as a processor 901d, a storage
device 902d, an input device 903d, and an output device
904d.
[0039] Now, the hardware of each apparatus included
in the cryptographic system 100 will be described, using
Figs. 2 to 5. In the following description, the processors
901a, 901b, 901c, and 901d will be collectively referred
to as a processor 901. The same holds true for a storage
device 902, an input device 903, and an output device
904. Each apparatus of the key generation apparatus
101, the signature generation apparatus 102, the homo-
morphic operation apparatus 103, and the signature ver-
ification apparatus 104 is also referred to as each appa-
ratus of the cryptographic system 100.
[0040] Each apparatus of the cryptographic system
100 includes the hardware such as the processor 901,
the storage device 902, the input device 903, and the
output device 904. The processor 901 is connected to
the other hardware via a signal line, and controls these
other hardware.
[0041] The processor 901 is an IC (Integrated Circuit)
to perform processing. Specifically, the processor 901 is
a CPU (Central Processing Unit).
[0042] The storage device 902 includes an auxiliary

7 8 
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storage device and a memory. Specifically, the auxiliary
storage device is a ROM (Read Only Memory), a flash
memory, or an HDD (Hard Disk Drive). Specifically, the
memory is a RAM (Random Access Memory).
[0043] As a specific example of the input device 903,
there is a mouse, a keyboard, or a touch panel.
[0044] As a specific example of the output device 904,
there is a display. Specifically, the display is an LCD (Liq-
uid Crystal Display).
[0045] Each apparatus of the cryptographic system
100 may include a communication device. The commu-
nication device includes a receiver to receive data and a
transmitter to transmit data. Specifically, the communi-
cation device is a communication chip or an NIC (Network
Interface Card). The communication device may be used
as each of the input device 903 and the output device 904.
[0046] A program to implement the function of each
"unit" is stored in the auxiliary storage device. This pro-
gram is loaded into the memory, is read into the processor
901, and is executed by the processor 901. An OS (Op-
erating System) is also stored in the auxiliary storage
device. At least a part of the OS is loaded into the mem-
ory, and the processor 901 executes the program to im-
plement the function of each "unit" while executing the
OS.
[0047] Each apparatus of the cryptographic system
100 may include only one processor 901, or a plurality
of the processors 901. The plurality of the processors
901 may cooperate and execute the program to imple-
ment the function of each "unit".
[0048] Information, data, signal values, and variable
values indicating results of processes of the "units" are
stored in the auxiliary storage device, the memory, or a
register or a cache memory in the processor 901.
[0049] The program to implement the function of each
"unit" may be stored in a portable storage medium such
as a magnetic disk, a flexible disk, an optical disk, a com-
pact disk, a blue ray (registered trade mark) disk, or a
DVD (Digital Versatile Disc).
[0050] A homomorphic signature program 510 is a pro-
gram to implement the function described as each "unit"
of each apparatus in the cryptographic system 100. Fur-
ther, what is referred to as a homomorphic program prod-
uct is a storage medium or a storage device in which the
program to implement the function described as each
"unit" is stored, and is a product of any appearance in
which a computer readable program is loaded.

*** Description of Operations ***

<Homomorphic Signature Process S100 and Homomor-
phic Signature Method 500 of Cryptographic System 
100>

[0051] Fig. 6 is a flow diagram illustrating a flow of each
of the homomorphic signature process S100 and the ho-
momorphic signature method 500 of the cryptographic
system 100 according to this embodiment.

[0052] In a key generation process S101, the key gen-
eration apparatus 101 obtains the key generation param-
eter (1k, N), using the input device 903a, and generates
the verification key vk, the signature key sk, and the ho-
momorphic key hk.
[0053] In a signature generation process S102, the sig-
nature generation apparatus 102 obtains the signature
key sk and the message m including N characters, using
the input device 903b, and generates the first signature
σ for the message m.
[0054] In a homomorphic operation process S103, the
homomorphic operation apparatus 103 obtains the pa-
rameter j, the first signature σ, and the homomorphic key
hk different from the signature key sk, using the input
device 903c. Using the parameter j, the first signature σ,
and the homomorphic key hk, the homomorphic opera-
tion apparatus 103 generates the second signature σ’ for
an altered message where a jth character and a j + 1th
character of the message m are interchanged.
[0055] In a signature verification process S104, the sig-
nature verification apparatus 104 obtains the verification
key vk and the verification signature vσ being the first
signature σ or the second signature σ’, using the input
device 903d, verifies the verification signature vσ, and
outputs the verification result r.

<Operations of Key Generation Apparatus 101>

[0056] Fig. 7 is a flow diagram illustrating a process
flow of the key generation process S101 according to this
embodiment.
[0057] In step S111, the key generation parameter re-
ceiving unit 301 receives the key generation parameter
(1k, N), using the input device 903a such as the keyboard
or the communication device. k is a security parameter
indicating strength of each key to be generated. The key
generation parameter receiving unit 301 writes, into the
storage device902a, the key generation parameter (1k,
N) received. Step S111 is a key generation parameter
receiving process.
[0058] In step S112, the key generation unit 302 exe-
cutes the key generation algorithm, based on the key
generation parameter (1k, N) written into the storage de-
vice 902a. The key generation unit 302 executes the key
generation algorithm, thereby generating the verification
key vk, the signature key sk, and the homomorphic key
hk. The key generation unit 302 writes, into the storage
device 902a, the verification key vk, the signature key
sk, and the homomorphic key hk that have been gener-
ated. Step S112 is a key generation algorithm execution
process.
[0059] In step S113, the key transmitting unit 303 pub-
licizes the verification key vk, transmits the signature key
sk to the signature generation apparatus 102, and trans-
mits the homomorphic key hk to the homomorphic oper-
ation apparatus 103, using the output device 904a such
as the communication device. The key generation appa-
ratus 101 transmits the signature key sk to the signature

9 10 
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generation apparatus 102, using a secure communica-
tion path, and transmits the homomorphic key hk to the
homomorphic operation apparatus 103, using a secure
communication path. Step S113 is also referred to as a
key transmitting process.
[0060] Each of Figs. 8 and 9 is a flow diagram of the
key generation algorithm execution process (step S112)
that is the execution process of the key generation algo-
rithm according to this embodiment.
[0061] Herein, the key generation parameter (1k, N)
the key generation parameter receiving unit 301 has re-
ceived is constituted from the security parameter k indi-
cating the strength of each key to be generated and a
natural number N indicating the character string length
of the message for which the signature is to be generated.
[0062] In step S401, the key generation unit 302 de-
termines an order q, a cyclic additive group G of the order
q, a cyclic multiplicative group GT of the order q, a gen-
erator g of the cyclic additive group G, and a pairing e,
as a parameter P0 of symmetric bilinear pairing groups.
The order q, the group G, the group GT, and the generator
g are herein generated by an existent algorithm to gen-
erate an elliptic curve such as a BN curve suitable for
pairing. The pairing e is determined by selection of an
existent pairing computation algorithm such as optimal
ate pairing.
[0063] In step S402, the key generation unit 302 de-
termines a parameter P1 of dual pairing vector spaces,
based on the parameter P0 of the symmetric bilinear pair-
ing groups. The parameter P1 is a tuple of the order q, a
five-dimensional vector space V0, a seven-dimensional
vector space V1, the cyclic multiplicative group GT of the
order q, a canonical basis A0 of the V0, a canonical basis
A1 of the V1, and the pairing e. The key generation unit
302 determines the parameter P1 as a pairing on a direct
product of the symmetric bilinear pairing groups.
[0064] In step S403, the key generation unit 302 gen-
erates a random number ψ.
[0065] In step S404, the key generation unit 302 gen-
erates X0 and X1 that are random matrices on Fq whose
determinant is not 0. The X0 has a size of 5 3 5, and the
X1 has a size of 7 3 7.
[0066] In step S405, the key generation unit 302 gen-
erates (γ0i,j) : = ψ•(X0

T)-1 and (γ1i,j) : = ψ•(X1
T)-1.

[0067] In step S406, the key generation unit 302 gen-
erates a basis B0 from the canonical basis A0 and gen-
erates a basis B1 from the canonical A1.
[0068] In step S407, the key generation unit 302 gen-
erates a basis B0* from the canonical basis A0 based on
the (γ0

i,j), and generates a basis B1* from the canonical
basis A1 based on the (γ1i,j).
[0069] In step S404 to step S407, i is each of integers
from 1 to 5 in the equations for obtaining the X0, the basis
B0, and the basis B0*, and is each of integers from 1 to
7 in the equations for obtaining the X1, the basis B1, and
the basis B1*.
[0070] In step S408, the key generation unit 302 gen-
erates gT: = e (g, g)ψ.

[0071] In step S409, the key generation unit 302 gen-
erates a random matrix on the Fq whose determinant is
not 0 as N - 1 transformation matrices W1, ..., WN-1. Each
size of the transformation matrices W1, ..., WN-1 is 7 3
7. In step S409, i in the Wi is each of integers from 1 to
N - 1.
[0072] In step S410, the key generation unit 302 gen-
erates bases B2, B3, ..., BN and bases B2*, B3*, ..., BN*,
based on the basis B1, the basis B1*, and the transfor-
mation matrices W1, ..., WN-1.
[0073] As mentioned above, the key generation unit
302 generates the bases B0, ..., BN and bases B0*, ...,
BN* of the dual pairing vector spaces. In the bases B0, ...,
BN, the bases after the B2 are generated by using the (N
- 1) transformation matrices W1, ..., WN-1. Further, in the
bases B0*, ..., BN*, the bases after the B2* are generated
by using the (N - 1) transformation matrices W1, ..., WN-1.
[0074] In step S410, i is each of the integers from 1 to
N - 1, and j is each of the integers from 1 to 7.
[0075] In step S411, the key generation unit 302 sets
subbases B0^, ..., BN^ from the bases B0, ..., BN.
[0076] In step S412, the key generation unit 302 sets
subbases B0^*, ..., BN^* from the subbases B0*, ..., BN*.
[0077] In step S411 and step S412, i is each of integers
from 1 to N.
[0078] In step S413, the key generation unit 302 gen-
erates the verification key vk including a subset of the
bases B0, ..., BN of the dual pairing vector spaces. Spe-
cifically, the key generation unit 302 generates the veri-
fication key vk including the parameter P0 of the symmet-
ric bilinear pairing groups, the parameter P1 of the dual
pairing vector spaces, a subset B^ of the respective bas-
es B0, ..., BN and a subset B^* of the respective bases
B0*, ..., BN*.
[0079] The key generation unit 302 further generates
the signature key sk including the subset of the respective
bases B0*, ..., BN*. Specifically, the key generation unit
302 generates the signature key sk including b1

0* and
the verification key vk.
[0080] Further, the key generation unit 302 sets the
homomorphic key hk = {hk1, ..., hkN-1} including the trans-
formation matrices W1, ..., WN-1 and the subset of the
respective bases B0*, ..., BN*. Specifically, the key gen-
eration unit 302 generates the homomorphic key hk =
{hk1, ..., hkN-1} including the transformation matrices
W1, ..., WN-1 and the verification key vk.
[0081] As mentioned above, the key generation unit
302 receives the key generation parameter constituted
from the set of the security parameter k and the natural
number N indicating the character string length of the
message for which the signature is to be generated. The
key generation unit 302 generates the parameter of the
symmetric bilinear pairing groups, generates the param-
eter of the dual pairing vector spaces, generates the set
of the random matrices, and generates the set of the
bases of the dual pairing vector spaces from the set of
the random matrices. Then, the key generation unit 302
makes the verification key vk constituted from the set of
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the random matrices, the subsets of the bases of the dual
pairing vector spaces, the parameter of the symmetric
bilinear pairing groups, and the parameter of the dual
pairing vector spaces, the signature key sk constituted
from the element of the bases of the dual pairing vector
spaces and the verification key vk, and the homomorphic
key hk constituted from the set of the random matrices
and the verification key vk.

<Operations of Signature Generation Apparatus 102>

[0082] Fig. 10 is a flow diagram illustrating a process
flow of the signature generation process S102 according
to this embodiment.
[0083] In step S121, the signature key receiving unit
304 receives the signature key sk, using the input device
903b such as the communication device. The message
receiving unit 305 receives the message m, using the
input device 903b such as the keyboard or the commu-
nication device. The signature key sk and the message
m are written into the storage device 902b. Step S121 is
a signature key receiving process and a message receiv-
ing process.
[0084] In step S122, the signature generation unit 306
executes the signature generation algorithm based on
the signature key sk and the message m written into the
storage device 902b, thereby generating the first signa-
ture σ. The signature generation unit 306 writes, into the
storage device 902b, the first signature σ generated. Step
S122 is a signature generation algorithm execution proc-
ess.
[0085] In step S123, the signature transmitting unit 307
transmits the first signature σ written into the storage de-
vice 902b to the homomorphic operation apparatus 103
or the signature verification apparatus 104, using the out-
put device 904b such as the communication device.
When the signature transmitting unit 307 transmits the
first signature σ to the signature verification apparatus
104, the signature transmitting unit 307 transmits the first
signature σ to the signature verification apparatus 104
as the verification signature vσ to be verified. Step S123
is a signature transmitting process.
[0086] Fig. 11 is a flow diagram of the signature gen-
eration algorithm execution process (step S122) that is
the execution process of the signature generation algo-
rithm according to this embodiment.
[0087] Herein, the signature generation unit 306 in-
puts, to the signature generation algorithm execution
process, the signature key sk the signature key receiving
unit 304 has received and the message m the message
receiving unit 305 has received. The message m is con-
stituted from a vector with a length of N on the Fq.
[0088] In step S414, the signature generation unit 306
generates random numbers δ0, ..., δN, a random number
η0, random numbers η1,1, ..., η1,N, random numbers
η2,1, ..., η2,N, and random numbers θ1, ..., θN.
[0089] In step S415, the signature generation unit 306
generates elements σ0, ..., σN on the dual pairing vector

spaces, using the random numbers generated in step
S414 and the bases B0*, ..., BN*. The signature genera-
tion unit 306 generates a set of the elements σ0, σ1, ...,
σN that are the elements on the dual pairing vector spaces
and include each character mi contained in the message
m (m1, ..., mN), using the subset of the the respective
bases B0*, ..., BN* included in the signature key sk and
the message m.
[0090] In step S416, the signature generation unit 306
generates the first signature σ including the set of the
elements σ0, σ1, ..., σN generated. Herein, the signature
generation unit 306 generates and outputs the first sig-
nature σ including the message constituted from the
m1, ..., mN and the set of the elements σ0, σ1, ..., σN gen-
erated.

<Operations of Homomorphic Operation Apparatus 103>

[0091] Fig. 12 is a flow diagram illustrating a process
flow of the homomorphic operation process S103 accord-
ing to this embodiment.
[0092] In the homomorphic operation process S103 by
the homomorphic operation apparatus 103, the second
signature σ’ for the altered message where two charac-
ters at different positions in the message m are inter-
changed is generated, using the first signature σ and the
homomorphic key hk different from the signature key sk.
[0093] In step S131, the homomorphic key receiving
unit 308 receives the homomorphic key hk, using the
input device 903c such as the communication device.
The parameter receiving unit 309 receives the parameter
j, using the input device 903c such as the keyboard or
the communication device. The signature receiving unit
310 receives the first signature σ, using the input device
903c such as the communication device. The homomor-
phic key hk the homomorphic key receiving unit 308 has
received, the parameter j the parameter receiving unit
309 has received, and the first signature σ the signature
receiving unit 310 has received are written into the stor-
age device 902c. Step S131 is a homomorphic key re-
ceiving process, a parameter receiving process, and a
signature receiving process.
[0094] In step S132, the homomorphic operation unit
311 executes the homomorphic operation algorithm,
based on the homomorphic key hk, the parameter j, and
the first signature σ written into the storage device 902c.
The homomorphic operation unit 311 executes the ho-
momorphic operation algorithm, thereby generating the
second signature σ’. The homomorphic operation unit
311 writes, into the storage device 902c, the second sig-
nature σ’ generated. Step S132 is a homomorphic oper-
ation algorithm execution process.
[0095] In step S133, the second signature transmitting
unit 312 transmits the second signature σ’ written into
the storage device 902c to the signature verification ap-
paratus 104, using the output device 904c such as the
communication device. In this case, the second signature
transmitting unit 312 transmits the second signature σ’
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to the signature verification apparatus 104, as the verifi-
cation signature vσ to be verified. Alternatively, when
character positions in the message m are further inter-
changed, the second signature transmitting unit 312
transmits the second signature σ’ to the homomorphic
operation apparatus 103 including the second signature
transmitting unit 312 again. Step S133 is a second sig-
nature transmitting process.
[0096] Fig. 13 is a flow diagram of the homomorphic
operation algorithm execution process (step S132) that
is the execution process of the homomorphic operation
algorithm according to this embodiment.
[0097] Herein, the homomorphic operation unit 311 in-
puts, to the homomorphic operation algorithm execution
process, the homomorphic key hk the homomorphic key
receiving unit 308 has received, the parameter j the pa-
rameter receiving unit 309 has received, and the first sig-
nature σ the signature receiving unit 310 has received.
The parameter j is an integer not less than one and not
more than N - 1. The parameter j indicates that the jth mj
and the j + 1th mj+1 in the message m (m1, ..., mN) become
interchanged . That is, the parameter j is an integer indi-
cating the position of the character to be interchanged
with the position of the character located to the right by
one character.
[0098] In step S417, the homomorphic operation unit
311 generates σj^ and σj+1^, using the elements σj and
σj+1 of the first signature σ and the Wj included in the
homomorphic key hk. The homomorphic operation unit
311 interchanges the jth σj and the j + 1th σj+1 in the set
of the elements σ1, ..., σN included in the first signature
σ, using, among the transformation matrices W1, ..., WN-1
included in the homomorphic key hk, the jth transforma-
tion matrix Wj where the jth is the value of the parameter
j . The homomorphic operation unit 311 generates the
σj^ and the σj+1^ as mentioned above, thereby achieving
the character position interchange by interchanging the
element of the first signature σ given to the jth character
of the message m and the element of the first signature
σ given to the j + 1th character of the message m. The
signature in which the σj and the σj+1 of the first signature
σ are interchanged is also referred to as an interchanged
signature cσ.
[0099] In step S418, the homomorphic operation unit
311 generates random numbers δ’0, ..., δ’N, a random
number η’0, random numbers η’1,1, ..., η’1,N, random
numbers η’2, 1, ..., η’2,N, and random numbers θ’1, ..., θ’N.
[0100] In step S419, the homomorphic operation unit
311 generates elements τ0, ..., τN from the dual pairing
vector spaces, using the subset of the respective bases
B0*, ..., BN* included in the homomorphic key hk. The
homomorphic operation unit 311 generates each of the
elements τ0, ..., τN from each character m; contained in
the message m, using the subset of the respective bases
B0*, ..., BN* and the message m (m1, ..., mN).
[0101] In step S420, the homomorphic operation unit
311 generates elements σ0’, ..., σN’ of the dual pairing
vector spaces, using products between the interchanged

signature cσ(σ0, ..., σj-1, σj^, σj+1^, σj+2, ..., σN) and the
elements τ(τ0, ..., τN) of the dual pairing vector spaces.
The homomorphic operation unit 311 generates the ele-
ments σ0’, ..., σN’, using the products between the inter-
changed signature cσ (σ0, ..., σj-1, σj^, σj+1^, σj +2, ..., σN)
and the elements τ(τ0, ..., τj-1, τj+1, τj, τj+2, ..., τN) in which
the jth element and the j + 1th element are interchanged.
[0102] In step S421, the homomorphic operation unit
311 generates the second signature σ’ including the el-
ements σ0’, ..., σN’ generated. Herein, the homomorphic
operation unit 311 generates the second signature σ’ in-
cluding the altered message constituted from the m1, ...,
mj-1, mj+1, mj, mj+2, ..., mN, in which the jth character and
the j + 1th character are interchanged and the elements
σ0’, ..., σN’ generated. That is, the homomorphic opera-
tion unit 311 generates the second signature σ’, using
the interchanged signature cσ and the elements τ.

<Operations of Signature Verification Apparatus 104>

[0103] Fig. 14 is a flow diagram illustrating a process
flow of the signature verification process S104 according
to this embodiment.
[0104] In the signature verification process S104, the
signature verification apparatus 104 obtains the second
signature σ’ as the verification signature vσ, and verifies
the verification signature vσ, using the verification key
vk. Alternatively, the signature verification apparatus 104
obtains the first signature σ as the verification signature
vσ, and verifies the verification signature vσ, using the
verification key vk.
[0105] In step S141, the verification key receiving unit
313 receives the verification key vk, using the input de-
vice 903d such as the communication device. The sig-
nature receiving unit 314 receives the verification signa-
ture vσ, using the input device 903d such as the commu-
nication device. The verification key vk and the verifica-
tion signature vσ are written into the storage device 902d.
The verification signature vσ is the first signature σ or the
second signature σ’. The verification can be performed
by the signature verification process S104 that is similar
regardless of whether the verification signature vσ is the
first signature σ or the second signature σ’. Herein, a
description will be given, assuming that the verification
signature vσ is the first signature σ. Step S141 is a ver-
ification key receiving process and a signature receiving
process.
[0106] In step S142, the signature verification unit 315
executes the signature verification algorithm, based on
the verification key vk and the verification signature vσ
written into the storage device 902d, and outputs 0 or 1
as the verification result r. The verification result r of 0 or
1 is written into the storage device 902d. Step S142 is a
signature verification algorithm execution process.
[0107] In step S143, the verification result transmitting
unit 316 outputs the verification result r written into the
storage device 902d, using the output device 904d such
as the communication device or the display device. Step
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S143 is a verification result transmitting process.
[0108] Fig. 15 is a flow diagram of the signature veri-
fication algorithm execution process (step S142) that is
the execution process of the signature verification algo-
rithm according to this embodiment.
[0109] Herein, the signature verification unit 315 in-
puts, to the signature verification algorithm, the verifica-
tion key vk the verification key receiving unit 313 has
received and the verification signature vσ the signature
receiving unit 314 has received.
[0110] In step S422, the signature verification unit 315
generates a random number λ, a random number ω, and
random numbers ϕ0, ..., ϕN.
[0111] In step S423, the signature verification unit 315
generates elements c0, ..., cN of the dual pairing vector
spaces, using the bases B0, ..., BN included in the veri-
fication key vk. In step S423, i is each of the integers from
1 to N.
[0112] In step S424, the signature verification unit 315
generates ζ from the elements σ0, ..., σN of the verifica-
tion signature vσ and the elements c0, ..., cN. The signa-
ture verification unit 315 executes a pairing operation with
respect to the elements c0, ..., cN and the verification sig-
nature vσ, and generates the operation result ζ of the
pairing operation.
[0113] In step S425, the signature verification unit 351
generates ζ’ from the random number λ and the gener-
ating element gT.
[0114] In step S426, the signature verification unit 315
verifies the verification signature vσ, based on the oper-
ation result ζ of the pairing operation and the ζ’ generated
from the random number λ and the element gT. The sig-
nature verification unit 315 compares the ζ with the ζ’,
outputs 1 as the verification result r when the ζ and the
ζ’ are equal, and outputs 0 as the verification result r
otherwise.
[0115] The explanation of each of the homomorphic
signature process S100 and the homomorphic signature
method 500 in the cryptographic system 100 according
to this embodiment is finished by the above description.

* * * Description of Effects of This Embodiment ***

[0116] As mentioned above, according to the crypto-
graphic system in this embodiment, interchange of char-
acter positions in a character string can be securely im-
plemented by using a mathematical structure different
from the mathematical structures used in the convention-
al schemes.
[0117] Further, according to the cryptographic system
in this embodiment, a message to be altered and an al-
terable range can be controlled by the homomorphic key
that is dedicated.

***Altemative Configuration ***

[0118] In this embodiment, the functions of each ap-
paratus of the cryptographic system 100 are implement-

ed by the software. As a variation example, however, the
functions of each apparatus of the cryptographic system
100 may be implemented by hardware.
[0119] The variation example of this embodiment will
be described, using Figs. 16 to 19.
[0120] Fig. 16 is a diagram illustrating a configuration
of the key generation apparatus 101 according to the
variation example of this embodiment.
[0121] Fig. 17 is a diagram illustrating a configuration
of the signature generation apparatus 102 according to
the variation example of this embodiment.
[0122] Fig. 18 is a diagram illustrating a configuration
of the homomorphic operation apparatus 103 according
to the variation example of this embodiment.
[0123] Fig. 19 is a diagram illustrating a configuration
of the signature verification apparatus 104 according to
the variation example of this embodiment.
[0124] As illustrated in Fig. 16, the key generation ap-
paratus 101 includes hardware such as a processing cir-
cuit 909a, the input device 903a, and the output device
904a.
[0125] As illustrated in Fig. 17, the signature genera-
tion apparatus 102 includes hardware such as a process-
ing circuit 909b, the input device 903b, and the output
device 904b.
[0126] As illustrated in Fig. 18, the homomorphic op-
eration apparatus 103 includes hardware such as a
processing circuit 909c, the input device 903c, and the
output device 904c.
[0127] As illustrated in Fig. 19, the signature verifica-
tion apparatus 104 includes hardware such as a process-
ing circuit 909d, the input device 903d, and the output
device 904d.
[0128] In the following description, the processing cir-
cuits 909a, 909b, 909c, and 909d will be collectively re-
ferred to as a processing circuit 909. The same holds
true for the input device 903 and the output device 904.
[0129] The processing circuit 909 is an electronic cir-
cuit dedicated for implementing the function of each
"unit". Specifically, the processing circuit 909 is a single
circuit, a composite circuit, a programmed processor, a
parallel-programmed processor, a logic IC, a GA (Gate
Array), an ASIC (Application Specific Integrated Circuit),
or an FPGA (Field-Programmable Gate Array).
[0130] The function of each "unit" may be implemented
by one processing circuit 909, or may be implemented
by being distributed into a plurality of the processing cir-
cuits 909.
[0131] As another variation example, the functions of
each apparatus of the cryptographic system 100 may be
implemented by a combination of the software and the
hardware. That is, a part of the functions of each appa-
ratus of the cryptographic system 100 may be implement-
ed by the hardware that is dedicated and a remainder of
the functions may be implemented by the software.
[0132] The processor 901, the storage device 902, and
the processing circuit 909 are collectively referred to as
"processing circuitry". That is, even if the configuration
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of each apparatus in the cryptographic system 100 is the
configuration illustrated in any one of Figs. 2 to 5 and
Figs. 16 to 19, the function of each "unit" is implemented
by the processing circuitry.
[0133] Each "unit" may be read as a "step", a "proce-
dure", or a "process". Further, the function of each "unit"
may be implemented by firmware.
[0134] In this embodiment, the description has been
given about a case where he cryptographic system 100
includes the key generation apparatus 101, the signature
generation apparatus 102, the homomorphic operation
apparatus 103, and the signature verification apparatus
104, and each apparatus is one computer. However, the
key generation apparatus 101 and the signature gener-
ation apparatus 102 may be one computer, for example.
Alternatively, the signature generation apparatus 102
and the homomorphic operation apparatus 103 may be
one computer. Alternatively, all the apparatuses may be
implemented by one computer.
[0135] In this embodiment, the first signature σ and the
second signature σ’ each include the message. However,
the first signature σ and the second signature σ’ may be
each added to the message.
[0136] The embodiment of the present invention has
been described above; however, this embodiment may
be implemented in part. Specifically, any one of or an
arbitrary combination of some of what are described as
the "units" in the description of the embodiment may be
adopted. Note that the present invention is not limited to
this embodiment, and various modifications may be
made as necessary.

Reference Signs List

[0137] 100: cryptographic system; 101: key generation
apparatus; 102: signature generation apparatus; 103:
homomorphic operation apparatus; 104: signature veri-
fication apparatus; 301: key generation parameter re-
ceiving unit; 302: key generation unit; 303: key transmit-
ting unit; 304: signature key receiving unit; 305: message
receiving unit; 306: signature generation unit; 307: sig-
nature transmitting unit; 308: homomorphic key receiving
unit; 309: parameter receiving unit; 310: signature receiv-
ing unit; 311: homomorphic operation unit; 312: second
signature transmitting unit; 313: verification key receiving
unit; 314: signature receiving unit; 315: signature verifi-
cation unit; 316: verification result transmitting unit; 500:
homomorphic signature method; 510: homomorphic sig-
nature program; 901, 901a, 901b, 901c, 901d: processor;
902, 902a, 902b, 902c, 902d: storage device; 903, 903a,
903b, 903c, 903d: input device; 904, 904a, 904b, 904c,
904d: output device; 909, 909a, 909b, 909c, 909d:
processing circuit; S100: homomorphic signature proc-
ess; S101: key generation process; S102: signature gen-
eration process; S103: homomorphic operation process;
S104: signature verification process; sk: signature key;
hk: homomorphic key; vk: verification key; σ: first signa-
ture; σ’: second signature; cσ: interchanged signature; r:

verification result; m: message; vσ: verification signature

Claims

1. A cryptographic system comprising:

a signature generation apparatus to generate a
first signature for a message including N (N be-
ing an integer not less than two) characters, us-
ing a signature key; and
a homomorphic operation apparatus to gener-
ate a second signature for an altered message
where two characters at different positions in the
message are interchanged, using the first sig-
nature and a homomorphic key different from
the signature key.

2. The cryptographic system according to claim 1,
wherein the cryptographic system further comprises:

a key generation apparatus to generate the sig-
nature key including a subset of respective bas-
es B0*, ..., BN* of dual pairing vector spaces, us-
ing the bases B0*, ..., BN* where the bases after
the B2* are generated by using N - 1 transfor-
mation matrices W1, ..., WN-1, and
wherein the signature generation apparatus
generates a set of elements σ1, ..., σN being el-
ements of the dual pairing vector spaces and
including each character contained in the mes-
sage, using the subset of the respective bases
B0*, ..., BN* included in the signature key and
the message, and generates the first signature
including the set of the elements σ1, ..., σN gen-
erated.

3. The cryptographic system according to claim 2,
wherein the homomorphic operation apparatus ob-
tains a parameter and generates the second signa-
ture for the altered message where a jth (j being an
integer not less than one and not more than N - 1)
character and a j + 1 character in the message are
interchanged, using the parameter, the first signa-
ture, and the homomorphic key, the jth being a value
of the parameter.

4. The cryptographic system according to claim 3,
wherein the key generation apparatus generates the
homomorphic key including the transformation ma-
trices W1, ..., WN-1 and the subset of the respective
bases B0*, ..., BN*, and
wherein using, among the transformation matrices
W1, ..., WN-1 included in the homomorphic key, the
jth transformation matrix Wj where the jth is the value
of the parameter, the homomorphic operation appa-
ratus interchanges the jth σj and the j + 1th σj+1 in
the set of the elements σ1, ..., σN included in the first
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signature wherein the jth is the value of the param-
eter, thereby generating an interchanged signature
where the σj and the σj+1 are interchanged, and gen-
erates the second signature, using the interchanged
signature.

5. The cryptographic system according to claim 4,
wherein the homomorphic operation apparatus gen-
erates elements τ0, ..., τN from the dual pairing vector
spaces, using the subset of the respective bases
B0*, ..., BN* included in the homomorphic key, and
generates the second signature, using products be-
tween the interchanged signature and the elements
τ0, ..., τN.

6. The cryptographic system according to any one of
claims 2 to 5,
wherein the key generation apparatus further gen-
erates a verification key including the subset of the
respective bases B0*, ..., BN* of the dual pairing vec-
tor spaces, and
wherein the cryptographic system further comprises
a signature verification apparatus to obtain the sec-
ond signature as a verification signature and verify
the verification signature, using the verification key.

7. The cryptographic system according to claim 6,
wherein the signature verification apparatus obtains
the first signature as the verification signature, and
verifies the verification signature, using the verifica-
tion key.

8. The cryptographic system according to claim 6 or 7,
wherein the signature verification apparatus gener-
ates elements c0, ..., cN of the dual pairing vector
spaces, using the bases B0, ..., BN included in the
verification key, executes a pairing operation with
respect to the elements c0, ..., cN and the verification
signature, and verifies the verification signature,
based on an operation result of the pairing operation.

9. A homomorphic signature method comprising:

by a signature generation apparatus, generating
a first signature for a message including N (N
being an integer not less than two) characters,
using a signature key; and
by a homomorphic operation apparatus, gener-
ating a second signature for an altered message
where two characters at different positions in the
message are interchanged, using the first sig-
nature and a homomorphic key different from
the signature key.

10. A homomorphic signature program to cause a com-
puter to execute:

a signature generation process of generating a

first signature for a message including N (N be-
ing an integer not less than two) characters, us-
ing a signature key; and
a homomorphic operation process of generating
a second signature for an altered message
where two characters at different positions in the
message are interchanged, using the first sig-
nature and a homomorphic key different from
the signature key.
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