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(54) LOW POWER RRC CONNECTION ESTABLISHMENT

(57) The present invention provides a method of op-
erating a user equipment. UE, device suitable for con-
nection to a mobile communications network, the method
comprising receiving information from a plurality of base
stations of the mobile communications network, the in-
formation providing the UE device with an indication as
to whether each base station supports resuming a radio
resource control, RRC, connection; using the information

to construct a ranking list of the plurality of base stations
according to a suitability of the base stations for RRC
connection resumption operation; and selecting from the
ranking list a base station to which a radio resource con-
trol connection resume message is sent for re-establish-
ing an RRC connection previously released by another
base station.
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Description

[0001] The present invention relates to a mechanism
for establishing a connection between a user equipment,
UE, device and a base station suitable for UEs with a low
power consumption.
[0002] In legacy cellular communication systems like
GSM, UMTS and LTE, devices (UEs) connect to base
stations (eNBs). The eNBs each span one or more cells
which may or may not overlap. The eNBs, collectively
referred to as the radio access network (RAN), connect
to the core network, which controls the RAN and the serv-
ices provided to the UEs. RAN and core network build a
complete cellular mobile communication network
(PLMN). The connection between a single UE and an
eNB is established by using a radio resource control
(RRC) protocol, thus it is called an RRC connection.
[0003] A UE that has an RRC connection established
is in connected state or connected mode. It has at least
a signalling connection for exchange of control messages
between the UE and the eNB. It may have additional
connections used to exchange user data between the
cellular network and the UE. In some cellular systems
sub-states of the connected mode are defined that reflect
different states the UE can have with respect to its con-
nections and its means to transmit or receive data, how-
ever all sub-states of connected mode require an RRC
connection established.
[0004] In connected mode, a mobile device will change
cell or its serving eNB only under control by the currently
serving eNB.
[0005] A "switched on" UE that does not have an RRC
connection established is in idle mode. There is no RRC
connection for the UE to any eNB. The UE may change
its cell autonomously based on measurements of neigh-
bour cells and cell re-selection criteria which are de-
scribed in the respective standard of the cellular system
and which are additionally configured by the operator dur-
ing a previous connection to the network and by system
information broadcast comprising configuration informa-
tion for re-selecting from that cell to another cell.
[0006] If in idle mode, the UE has to listen to potential
paging from the network in order to be reachable for mo-
bile terminated (MT) calls or data transfer. The network
may configure the UE with a list of one or more tracking
areas (TAs) in which it may be paged by the network. A
UE leaving the configured TAs by selecting a cell outside
these TAs will connect to the selected eNB, setup an
RRC connection, use it to inform the network about its
new location and potentially receive a new list of new
TAs to enable autonomous mobility in idle mode again.
[0007] The transition from connected mode to idle
mode is done by command of the eNB, e.g. delivered in
an RRC connection release message of the RRC proto-
col. Implicit or autonomous transition to idle mode by a
UE is only done in failure case, e.g. radio link failure. In
idle mode, the UE deletes the main context information,
i.e. the RRC connection, established links and bearers

and the security setup between UE and eNB.
[0008] The transition from idle mode to connected
mode is triggered by the UE requesting an RRC connec-
tion by sending an RRC connection request to the eNB.
The eNB as a result may command the UE to perform
the transition with an RRC connection setup message
that contains all parameters necessary to setup the con-
nection and start data transfer. The UE acknowledges
the RRC connection setup with a RRC connection con-
firm message. After that, in order to secure the connec-
tion and setup further links and bearers for data transfer,
the procedure continues with message exchange for se-
curity setup and a reconfiguration of the RRC connection
to establish appropriate resources for data transfer.
[0009] If the UE moves in idle mode between cells the
transition from idle to connected mode may be performed
in a different cell than the one which ordered the UE to
go to idle mode. In that case, before sending the RRC
connection setup message the new eNB fetches infor-
mation from the old eNB if possible. One example of such
information is the UE permanent ID (IMSI) if the UE only
provided a temporary ID to the new eNB.
[0010] For idle mode mobility, a UE regularly measures
signals of neighbour cells in order to determine whether
any cell is better than the one the UE currently camps on
(current cell). The measurements are performed if the
received signal of the current cell is below a threshold.
The measurements of the neighbour cells are input to a
calculation of a cell ranking, the calculation includes a
comparison of measurements with threshold values and
hysteresis parameters and comparing timers with timer
expiry values, the values provided by the current cell in
system information or in previously received configura-
tion information. The highest ranked cell is selected by
the UE as new cell to camp on if after the calculation, it
is different from the current cell. The calculation prevents
a UE from switching the camped-on cells too often or to
hop several times between two cells (ping-pong) while
ensuring the UE is always camped on a cell with high
enough receive quality to maximize reachability of the
UE.
[0011] For measuring the receive quality of cells, a UE
needs to synchronize to a candidate cell and receive ref-
erence signals that are transmitted by all eNBs for such
measurements. The synchronization in LTE in done in
two steps: First after tuning the radio to a specific sup-
ported frequency band, the UE searches for the primary
synchronization signal (PSS) and secondary synchroni-
zation signal (SSS). The PSS is one of 3 signals and the
SSS one of 168 signals. After successful detection of
PSS and SSS the UE derives from these signals the
Physical Cell ID (PCI) of which 504 exist in LTE.
[0012] Once the PCI is known the UE knows the loca-
tion of the cell-specific reference signals and is therefore
able to estimate the signal level or quality of the candidate
cell.
[0013] The PCI is not only used for synchronization but
also to provide UEs with the information whether a can-
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didate cell is applicable for them at all with respect to
specific cells that are reserved to be used by a closed
subscriber group (CSG). The network may configure the
UE with specific PCIs or a PCI range that is used for CSG
cells by the operator. A UE that is not part of any CSG
may detect a cell with a PCI in the indicated PCI range
for CSG cells and refrain from handling the cell as can-
didate cell.
[0014] For LTE currently a new feature called "light
connection" (LC) is standardized, wherein the term "light"
is used in the sense of "reduced" rather than "optical",
which is especially useful for cellular mobile devices that
need to get by with a single battery for a very long time,
e.g. months or years. The abbreviation "LC" is also used
for "low cost" or "low complexity" in 3GPP documents
and these concepts may overlap with those referred to
as "light connection" but in this specification, LC refers
to light connection. The feature is also useful for networks
that have to deal with a very high number of devices. In
future, machine type communication (MTC) will cause a
large fraction of overall network traffic and very high num-
bers of respective devices are expected to connect to
the mobile networks. These devices are extremely power
limited, thus the new feature "light connection" is tailored
for MTC devices and respective serving networks.
[0015] The LC feature enhances the RRC connection
establishment and the idle mode so that a major part of
the signalling currently needed to establish or re-estab-
lish an RRC connection is spared. For LC, the UE on its
transition from connected mode to idle mode receives
from the eNB an information that it should keep the cur-
rent radio access network (RAN) context, i.e. the param-
eters of the current RRC connection, the established links
and bearers and the security context. In addition, the UE
receives an ID that identifies the respective context in
the eNB while the UE is in idle mode.
[0016] On its transition back to connected mode with
the LC feature the UE transmits to the eNB a new mes-
sage RRC connection resume request including the con-
text ID. The eNB may accept the resumption of the stored
context and inform the UE in an RRC connection resume
message to continue the RRC connection, all bearers
and links and the security setup. The RRC connection is
thus quickly continued using only very limited signalling
resources as no security or bearer setup has to occur.
This saves computation and transmit power in the eNB
and the UE. In short, the LC feature allows eNB and UE
to keep the RAN context required for an RRC connection
during periods of idle mode and reuse the context in con-
nected mode without the need to setup the RRC connec-
tion anew.
[0017] As described for legacy LTE above, if the UE
moves in idle mode between cells the transition from idle
to connected mode may be performed in a different cell
than the one which ordered the UE to go to idle mode.
In that case, after the UE requested resumption of an
RRC connection and before sending the RRC connection
resume message the new eNB fetches the respective

context from the old eNB if possible.
[0018] The LC is defined so that it is a decision of the
eNB whether to accept the resumption of an RRC con-
nection. The reply to an RRC connection resume request
may alternatively be a usual RRC connection setup mes-
sage which causes the UE to drop or release the stored
context and perform the usual RRC connection setup
procedure. This may for example be the case when a
new eNB cannot fetch the RAN context of the UE from
the old eNB after UE idle mode mobility.
[0019] The LC feature is standardized so that UEs with
the LC feature can indicate their LC capability to the eNB
so that the eNB can use it in the described way. An eNB
that is not capable of the LC feature but is generally im-
plemented according to the new standard will simply not
configure the UE to use the feature. Another eNB that is
not capable of the LC feature, e.g. because it has an
older version of the standard implemented, will not un-
derstand the UE capability and will react as if the feature
did not exist or as if the UE did not provide the respective
capability, which does not cause any problems.
[0020] In contrast, idle mode mobility of an LC capable
UE from an LC capable eNB to an eNB that is not LC
capable may cause problems that are currently not
solved by the standard or other publications. 3GPP doc-
ument R2-1702349 relating to 3GPP standard 36.300
indicates that a UE with a light RRC connection transi-
tions to RRC IDLE upon reselecting a cell which does
not support light RRC connection.
[0021] A UE keeping its context according to the LC
feature during idle mode, moving to an eNB which is not
LC capable and requesting RRC connection resumption
from that eNB will not be understood by that eNB. The
RRC connection resume request message will not be
replied to by the eNB and the UE will perform actions
defined for failure to access a cell, e.g. bar the cell or
refrain from accessing the cell for a defined time which
may cause serious service interruptions for the UE.
[0022] WO 2016/130264 A1 describes an eNB retain-
ing context information such as data radio bearer and
security information with respect to a device while the
device is inactive. The eNB may transmit with an RRC
connection release message an indicator for a context
the device is to keep while it is in idle mode. When re-
questing a connection setup a UE may request to use a
lightweight setup in which the UE provides an identifier
of the UE and other connection information.
[0023] WO 2015/105846 A1 describes an state for a
UE which provides the possibility for data transmission
to background application on the UE. The state is a power
saving state that does not require the UE to change to
an active state before data transmission. A sleep circle
is described together with methods to use grant-free
short-term link connections to transmit data in the power
saving state.
[0024] EP 2 757 856 A1 describes methods to reduce
signaling overhead for connection establishment. An
RRC connection between a UE and an eNB is released
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by transitioning from an active state to an idle state while
maintaining the UE context in both entities. The context
is identified in both the UE and the eNB by a context
identifier and the RRC connection is re-established when
transitioning back from the idle state to the active state.
[0025] WO 2015/139666 A1 describes a cell selection
method for low cost machine type communication UEs
in which information as to whether a base station is ca-
pable of supporting low cost machine type communica-
tion is transmitted in the system information of a cell. If
a cell does not support low cost machine type commu-
nication, the cell is considered as barred.
[0026] 3GPP standard document TS 36.304 V14.2.0
proposes a priority system for UEs wishing to receive
multimedia broadcast-multicast service, MBMS, or single
cell point to multipoint, SC-PTM, messages in which the
frequencies of cells not broadcasting the messages are
given a lowest priority. As indicated in R2-1702349, in
order to receive MBMS messages when changing cells,
frequencies providing these services are given highest
priority. Information about neighbouring cells is provided
in X2 signalling.
[0027] It is an objective of the present invention to pro-
vide means to prevent UEs supporting the LC feature
and having a RAN context stored in idle mode from ac-
cessing an eNB that does not support the feature. An
alternative to prevention is to reduce the likelihood of a
UE to access such cell in that case.
[0028] It is a further objective to provide means for a
UE to detect support of the LC feature by an eNB to re-
quest establishment of an RRC connection in the most
efficient way dependent on the detection result.
[0029] The present invention provides a method of op-
erating a user equipment, UE, device suitable for con-
nection to a mobile communications network, the method
comprising receiving information from a plurality of base
stations of the mobile communications network, the in-
formation received from a base station providing the UE
device with an indication as to whether that base station
supports resuming a radio resource control, RRC, con-
nection; using the information to construct a ranking list
of the plurality of base stations according to a suitability
of the base stations for RRC connection resumption op-
eration; and selecting from the ranking list a second base
station to which a radio resource control connection
resume message is sent for re-establishing an RRC con-
nection previously released by a first base station.
[0030] In a further aspect, the invention provides a
method of operating a user equipment, UE, device suit-
able for connection to a mobile communications network,
the method comprising receiving context information
from a first base station of the mobile communication
network and storing the context information in the UE
device; receiving, using the context information, support
information from a second base station of the mobile
communications network, the support information pro-
viding the UE device with an indication as to whether the
second base station supports resuming a radio resource

control, RRC, connection; selecting, based on the sup-
port information, whether to request from the base station
(i) the setup of a new RRC connection in which the context
information in the UE device is discarded, and a connec-
tion to the second base station is set up based on second
context information received from the second base sta-
tion, or (ii) the resumption of an RRC connection previ-
ously released by another base station in which an RRC
connection resume request message is transmitted to
the second base station, the connection resume request
message comprising an identifier of the context informa-
tion, and a connection to the second base station is set
up based on the context information.
[0031] In one aspect of the invention, an eNB provides
information to UEs potentially accessing a cell spanned
by the eNB, information indicating whether the eNB sup-
ports resuming an RRC connection of a UE (i.e. supports
the LC feature), and a UE receiving that information de-
termining from the information whether to request from
the eNB

resuming an RRC connection according to a stored
RAN context, or
setup of a new RRC connection.

[0032] Resuming comprises establishing an RRC con-
nection according to a RAN context previously estab-
lished between a UE and an eNB while the UE was in
connected mode and stored in the UE and an eNB while
the UE is in idle mode.
[0033] In another aspect of the invention an eNB pro-
vides to the UE one or more physical cell IDs or a physical
cell ID range that is used only by eNBs supporting the
resuming an RRC connection of a UE, and the informa-
tion provided by the eNB is the physical cell ID of the eNB.
[0034] In a related aspect of the invention, a UE having
a RAN context stored and performing cell re-selection
procedure in idle mode detecting from the physical cell
ID of a candidate cell whether the eNB spanning the cell
supports the resuming an RRC connection of a UE and
the UE adapting the ranking of the candidate cell in the
cell re-selection procedure.
[0035] The adapting the ranking may comprise apply-
ing different threshold values to measurements of cells
supporting the resuming an RRC connection of a UE and
cells not supporting it.
[0036] The adapting the ranking may comprise apply-
ing different timer values that are applied for cell selection
to cells supporting the resuming an RRC connection of
a UE and cells not supporting it.
[0037] Embodiments of the invention will now be de-
scribed, by way of example only, with reference to the
accompanying drawings in which:

Fig. 1 shows a schematic representation of a mobile
communications network;

Fig. 2 is a message sequence chart for resuming an
RRC connection;
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Fig. 3 is a further message sequence chart; and
Fig. 4 is a still further exemplary message sequence

chart.

[0038] Referring to Fig. 1, there is shown a simplified
mobile cellular communication network connected to a
data network DN. The mobile cellular communication net-
work comprises a core network CN which itself consists
of multiple servers and routers and one or more data
bases. Fig. 1 shows a sketch of a core network with in-
terconnected entities for illustration purposes only with-
out restricting any core network topology or any number,
type and connection of entities within the core network.
[0039] The mobile cellular communication network
comprises base stations, or eNBs, BS1, BS2 and BS3
each spanning a cell C1, C2 and C3, respectively. The
number of base stations and cells per base station in Fig.
1 is chosen for illustrative purposes only and is not re-
stricted in any way. Further, the cells are depicted as
non-overlapping hexagons, but they are in fact overlap-
ping, at least partially. Fig. 1 also shows a UE UE1 re-
siding in cell C1. The UE is considered to be mobile, it
can thus move, e.g. between cells C1, C2 and C3.
[0040] Fig. 2 depicts one aspect of the invention. This
embodiment focusses on the aspect of adapting the rank-
ing of candidate cell during cell re-selection based on the
cell’s support of the LC feature. In this embodiment, the
UE is configured with a PCI range that indicates cells that
don’t support the LC feature and it is shown how the UE
behaves in idle mode when it moves between cells sup-
porting and not supporting the LC feature. A UE estab-
lishes an RRC connection with eNB BS1, shown in Fig.
2 as an RRC connection setup procedure (with a double
arrow) without details. At any point after the RRC con-
nection is established and while the UE is in connected
mode, the UE may receive a configuration according to
the invention, shown in an exemplary manner as an RRC
connection reconfiguration message. The configuration
contains information about a physical cell ID (PCI) range
that is solely used by eNBs of the current network that
do not support resuming an RRC connection of a UE, i.e.
these eNBs do not support the LC feature. The network
operator guarantees the respective distribution of PCIs
between cells and the UE stores the received PCI range.
[0041] Other alternatives could foresee the PCI range
information to indicate a PCI range solely used by eNB
supporting resuming an RRC connection of a UE. Yet
another embodiment could replace the PCI range with a
list of single PCI values to indicate single values used by
eNBs supporting or not supporting the resuming an RRC
connection of a UE.
[0042] Now, at any point later the RRC connection is
released by eNB BS1 with an RRC connection release
message comprising an indicator that the UE is to store
the current RAN context to enable resuming. The indica-
tion is for example done with provisioning of a resume
ID in the RRC connection release message, the resume
ID to be used by the UE when resuming an RRC con-

nection.
[0043] As a result of the message received by the UE,
the UE stores the current context (if not already done),
goes to idle mode and start selecting and re-selecting a
cell to camp on. Fig. 2 assumes cell C2 of eNB BS2 to
be a candidate cell for the UE, thus the UE synchronizes
to cell C2 and determines the PCI of the cell from primary
and secondary synchronization signals broadcasted by
the eNB.
[0044] A comparison of the PCI of cell C2 with the
stored PCI range results in the determination that C2
does not support the resuming an RRC connection of a
UE. According to this invention, the calculation of the
rank of cell C2 in comparison to cells supporting the fea-
ture is reduced by adapting the parameters of the ranking
algorithm.
[0045] Embodiments for adaption of the ranking pa-
rameters are thresholds specific for cells not supporting
the feature or supporting the feature. The thresholds may
be for comparison with signal level or signal quality meas-
urements (e.g. RSRP or RSRQ according to 3GPP TS
36.214) and for allowing or disallowing a cell to be can-
didate in ranking. An example could be a higher receive
quality with which a candidate cell not supporting the fea-
ture has to be received by a UE than the receive quality
applied to other cells. Other embodiments may add ad-
ditive or multiplicative parameters to calculations that
lead to reduced ranking of cells that do not support the
feature. The parameter values that are to be applied in
the ranking algorithm may be configured in a dedicated
configuration similar to the PCI range in the RRC con-
nection reconfiguration message described further
above. The parameter values may in addition or alterna-
tively be transmitted by the current or any other cell in
system information broadcast. Yet another alternative
may adapt timer values so that e.g. cells not supporting
the feature have to be received above a certain receive
threshold for a longer time than other cells.
[0046] Yet another embodiment would be to simply
skip candidate cells that indicate by their PCI that they
do not support resuming an RRC connection of a UE.
[0047] In the example of Fig. 2, cell C2 of eNB BS2 is
determined to not support the LC feature and its ranking
is calculated accordingly with a respective adaption of
parameters. Then cell C3 of eNB BS3 is received as a
candidate cell. The UE synchronizes to the cell and re-
ceives the PCI of cell C3 from which the UE determines
that cell C3 supports the resuming an RRC connection
of a UE. According to this invention and assuming re-
spective receive quality and other measurements of cell
C3 in the UE the ranking of all candidate cells is calcu-
lated.
[0048] As a result of this invention, cell C3 may be se-
lected by the UE and the UE sends an RRC connection
resume request message to eNB BS3. Without the in-
vention, the likelihood of selecting cell C2 of eNB BS2 to
be selected would be higher. It would thus be more likely
that the UE has to use a full RRC connection setup with-
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out use of the invention. Therefore, the advantages of
the stored context could not be used without the inventive
means, i.e. the time to re-establish the connection is in-
creased and resources e.g. for configuring the connec-
tion are wasted.
[0049] The advantage of the invention in this embodi-
ment is, that the UE will detect the LC support of a cell
in an early stage of the cell selection (compared to the
embodiment according to Fig. 3) which will accelerate
the cell selection procedure. It is therefore the preferred
embodiment.
[0050] Fig. 3 shows another embodiment of the
present invention. This embodiment focusses on the as-
pect of selecting the most efficient way to request an
RRC connection from a selected cell based on the cell’s
support of the LC feature. In this embodiment, the LC
feature is indicated to the UE via system information
broadcast. Similar to Fig. 2, it is assumed that a UE con-
nects to eNB BS1 and the RRC connection is later ter-
minated with an indication to store the RAN context for
later resumption. The UE goes to idle mode and starts
regular cell re-selection based on measurements.
[0051] Now it is assumed the UE selects cell C2 of eNB
BS2 to camp on. This selection includes synchronizing
to the cell and thus receiving a PCI, details are omitted.
The UE could detect the capability of eNB BS2 to support
resuming an RRC connection, similar to the embodiment
of figure 1, from the PCI. But this embodiment is de-
scribed with the capability information delivery via system
information broadcast. The UE reads the system infor-
mation broadcast to receive parameters necessary to ac-
cess the cell. According to this invention eNB BS2 may
indicate in system information its capability to support
resuming an RRC connection of a UE. Now, in this ex-
ample, the UE may be triggered to establish an RRC
connection to the current cell by the arrival of UL data to
be transmitted, e.g. from an application on the UE, or by
reception of paging in case of DL data is pending trans-
mission.
[0052] According to this invention the UE determines
the most efficient way to request an RRC connection form
eNB BS2 based on the received indication of whether
eNB BS2 supports resuming an RRC connection. If sup-
port is indicated, the UE request a resumption of the
former RRC connection whose context information has
been stored. If the support is not indicated, the UE re-
quests setup of a new RRC connection.
[0053] Thus, in the current embodiment, based on the
received indicator of RRC resume support in cell C2, the
UE uses an RRC connection resume request message
and the eNB BS2 may accept the resumption and reply
with an RRC connection resume message. Thus, the
RRC connection is restored very efficiently.
[0054] At a later point the RRC connection is released
by eNB BS2 again with an indication to store the RAN
context for later resumption. The UE again stores the
context, goes to idle mode and start cell re-selection. It
is assumed that now the UE selects cell C3 and receives

system information broadcast from respective eNB BS3
not containing any information about support of RRC con-
nection resumption.
[0055] Again, according to this invention the UE deter-
mines the most efficient way to request an RRC connec-
tion form eNB BS2 based on an indication of whether
eNB BS3 supports resuming an RRC connection. The
missing information about RRC connection resumption
in the received system information broadcast is an indi-
cator for eNB BS3 not supporting the feature.
[0056] Thus, if now an RRC connection is required, the
UE uses the legacy RRC connection setup request mes-
sage towards eNB BS3 and thus ensures it is understood
and an RRC connection is established without degrada-
tion of the service, yet not as efficient as with eNB BS2.
[0057] The advantage of the invention in this embodi-
ment is that the UE ensures its request to establish an
RRC connection is understood by the base station and
does not lead to a failure case that increases the signal-
ling overhead beyond the normal signalling for RRC con-
nection establishment.
[0058] A further embodiment of this invention is shown
in Fig. 4. Again, this embodiment focusses on the aspect
of selecting the most efficient way to request an RRC
connection from a selected cell based on the cell’s sup-
port of the LC feature. In contrast to the embodiment
described in relation to Fig. 3, in this embodiment the UE
receives information about the support of the LC feature
in a cell during synchronization. Similar to the embodi-
ment described in relation to Fig. 2, the UE receives the
PCI of the cell and determines the LC capability through
comparison with PCI information received during con-
nected mode. This embodiment can thus be understood
as a combination of the embodiments of Figs. 2 and 3.
[0059] As depicted in Fig. 2, the UE receives during
RRC connection with eNB BS2 a PCI range used solely
by cells that do not support the LC feature. The PCI in-
formation is stored and when the RRC connection is re-
leased the UE and eNB store a context and a Resume
ID relating to that context. During idle mode the UE per-
forms cell (re-)selection and synchronizes to cell C2 of
eNB BS2 receiving the PCI of cell C2. From the PCI it is
determined by the UE that C2 supports the LC feature.
It is assumed in this example, that the cell selection re-
sults in cell C2 to be selected. The UE stores the deter-
mined LC feature information.
[0060] Now, while camped on cell C2, UL data triggers
establishment of an RRC connection and as a result of
the determined and stored LC support information, the
UE requests an RRC connection resumption from eNB
B2 which according to the embodiment is accepted by
the eNB.
[0061] At a later point in time the RRC connection is
released by BS2 providing a resume ID to the UE. The
UE again changes to idle mode and performs cell (re-)se-
lection. Cell C3 of eNB BS3 is received and the UE syn-
chronizes with that cell determining the PCI within the
range of PCIs used by cells not supporting the LC feature.
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It is now assumed that the cell (re-)selection leads to the
UE camping on cell C3 of eNB B3 and the UE will store
the determined LC feature capability of cell C3.
[0062] Now, while camped on cell C3, UL data triggers
the establishment of an RRC connection and the UE will
according to this invention request the setup of a new
RRC connection which prevents the potential failure of
an RRC connection resume request.
[0063] From this embodiment, it is evident that the ef-
ficiency of an RRC connection establishment has been
increased by the invention. The determining of the most
efficient way to request the establishment of an RRC con-
nection based on the cells capability to support the re-
sumption of an RRC connection from a stored context
has lead to the UE selecting the most appropriate mes-
sage for RRC connection establishment to the respective
eNBs.

Claims

1. A method of operating a user equipment, UE, device
suitable for connection to a mobile communications
network, the method comprising:

receiving information from a plurality of base sta-
tions of the mobile communications network, the
information received from a base station provid-
ing the UE device with an indication as to wheth-
er that base station supports resuming a radio
resource control, RRC, connection;
using the information to construct a ranking list
of the plurality of base stations according to a
suitability of the base stations for RRC connec-
tion resumption operation; and
selecting from the ranking list a second base
station to which a radio resource control con-
nection resume message is sent for re-estab-
lishing an RRC connection previously released
by a first base station.

2. The method according to claim 1, wherein the UE
device uses additional parameters to determine the
ranking list.

3. The method according to claim 2, wherein the UE
device applies different threshold values to meas-
urements of cells supporting resuming an RRC con-
nection of a UE and of cells not supporting resuming
an RRC connection.

4. The method according to any preceding claim,
wherein the information comprises a physical chan-
nel identifier, a value of the physical channel identi-
fier indicating whether the base station supports
RRC connection resumption.

5. The method according to claim 4, wherein the UE

device receives a notification of which physical chan-
nel identifiers indicate that a base station supports
RRC connection resumption from the first base sta-
tion while in a connected mode.

6. The method according to claim 5, wherein the noti-
fication is a range of physical channel identifiers.

7. The method according to any preceding claim,
wherein resuming an RRC connection comprises es-
tablishing an RRC connection according to a RAN
context previously established between the UE de-
vice and the first base station while the UE device
was in connected mode and stored in the UE device
while the UE device is in idle mode.

8. A method of operating a user equipment, UE, device
suitable for connection to a mobile communications
network, the method comprising:

receiving context information from a first base
station of the mobile communication network
and storing the context information in the UE
device;
receiving, using the context information, support
information from a second base station of the
mobile communications network, the support in-
formation providing the UE device with an indi-
cation as to whether the second base station
supports resuming a radio resource control,
RRC, connection;
selecting, based on the support information,
whether to request from the base station

(i) the setup of a new RRC connection in
which the context information in the UE de-
vice is discarded, and a connection to the
second base station is set up based on sec-
ond context information received from the
second base station, or
(ii) the resumption of an RRC connection
previously released by another base station
in which an RRC connection resume re-
quest message is transmitted to the second
base station, the connection resume re-
quest message comprising an identifier of
the context information, and a connection
to the second base station is set up based
on the context information.

9. The method according to claim 8, wherein resuming
an RRC connection comprises establishing an RRC
connection according to a RAN context previously
established between the UE device and the first base
station while the UE device was in connected mode
and stored in the UE device while the UE device is
in idle mode.
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10. The method according to claim 8 or claim 9, wherein
the context information received from the first base
station comprises physical cell identification, PCI, in-
formation enabling the UE device to determine
whether the second base station supports RRC con-
nection resumption.
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