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(54) LIGHT EMITTING DIODE CHIP

(57) Exemplary embodiments of the present inven-
tion provide light emitting diode (LED) chips (100; 200;
200a). An LED chip (100; 200; 200a) according to an
exemplary embodiment includes a substrate (21); a light
emitting structure (30) arranged on the substrate (21);
and an alternating lamination bottom structure (43) ar-

ranged under the substrate (21). The alternating lamina-
tion bottom structure (43) includes a plurality of dielectric
pairs, each of the dielectric pairs including a first material
layer having a first refractive index and a second material
layer having a second refractive index, the first refractive
index being greater than the second refractive index.
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Description

[Technical Field]

[0001] Exemplary embodiments of the present inven-
tion relate to a light emitting diode chip and a method of
fabricating the same and, more particularly, to a light
emitting diode chip having improved luminous efficiency
and a method of fabricating the same.

[Background Art]

[0002] Gallium nitride (GaN)-based blue or ultraviolet
(UV) light emitting diodes (LEDs) have been used in a
wide range of applications. In particular, various kinds of
LED packages for emitting mixed color light, for example,
white light, have been applied to backlight units, general
lighting, and the like.
[0003] Since optical power of the LED package gen-
erally depends upon luminous efficiency of an LED chip,
numerous studies have focused on development of LED
chips having improved luminous efficiency. For example,
to improve light extraction efficiency, a rough surface may
be formed on a light emitting plane of the LED chip, or
the shape of an epitaxial layer or transparent substrate
may be adjusted.
[0004] Alternatively, a metal reflector such as Al may
be disposed on a chip mounting plane opposite to the
light emitting plane to reflect light traveling towards the
chip mounting plane, which may improve luminous effi-
ciency. Namely, the metal reflector may be used to reflect
light and reduce optical loss, improving luminous efficien-
cy. However, reflective metals may suffer from deterio-
ration in reflectivity upon oxidation and the metal reflector
may have a relatively low reflectivity.
[0005] Accordingly, recent studies have focused on
both high reflectivity and relatively stable reflective char-
acteristics of a reflective layer using a laminate of mate-
rials having different indices of refraction alternately
stacked one above another.
[0006] However, such an alternating lamination struc-
ture may have high reflectivity in a narrow wavelength
band and low reflectivity in other wavelength bands. Ac-
cordingly, for an LED package that uses light subjected
to wavelength conversion through phosphors or the like
to emit white light, the alternating lamination structure
may not provide effective reflective characteristics with
respect to the light subjected to wavelength conversion
and may have limited ability to improve luminous efficien-
cy of the LED package. Further, the alternating lamina-
tion structure may exhibit high reflectivity to vertically in-
cident light, but may exhibit relatively low reflectivity to
light having a relatively high angle of incidence.
[0007] The wavelength band with high reflectivity may
be widened by increasing the total number of layers
stacked in the alternating lamination structure and ad-
justing the thickness of each of the layers. However, a
large number of layers in the alternating lamination struc-

ture may make it difficult to adjust the thickness of each
of the layers, and changing the total number of layers
may change the thickness of each of the layers, thereby
making it difficult to determine an optimal thickness of
each of the layers.

[Disclosure]

[Technical Problem]

[0008] Exemplary embodiments of the present inven-
tion provide an LED chip having improved luminous ef-
ficiency.
[0009] Exemplary embodiments of the present inven-
tion provide an LED chip that may improve luminous ef-
ficiency of an LED package.
[0010] Exemplary embodiments of the present inven-
tion provide a light emitting diode chip and a fabrication
method thereof, which facilitates determination of an op-
tical thickness of each of the layers and lamination se-
quence of the layers in an alternating lamination struc-
ture.
[0011] Additional features of the invention will be set
forth in the description which follows, and in part will be
apparent from the description, or may be learned by prac-
tice of the invention.

[Technical Solution]

[0012] An exemplary embodiment of the invention pro-
vides a light emitting diode chip including a substrate, a
light emitting structure arranged on the substrate, and
including a first conductivity type semiconductor layer, a
second conductivity type semiconductor layer, and an
active layer disposed between the first conductivity type
semiconductor layer and the second conductivity type
semiconductor layer, and an alternating lamination bot-
tom structure, the substrate arranged on the alternating
lamination bottom structure, the alternating lamination
bottom structure including a plurality of dielectric pairs,
each of which includes a first material layer having a first
refractive index and a second material layer having a
second refractive index, the first refractive index being
greater than the second refractive index. Furthermore,
the plurality of dielectric pairs include a plurality of first
dielectric pairs including the first material layer and the
second material layer, the first material layer and the sec-
ond material layer each having an optical thickness less
than λ/4; a second dielectric pair including the first ma-
terial layer and the second material layer, one of the first
material layer and the second material layer including an
optical thickness less than λ/4 and the other including an
optical thickness greater than λ/4, and a plurality of third
dielectric pairs including the first material layer and the
second material layer, each of the first material layer and
the second material layer having an optical thickness
greater than λ/4, wherein is a central wavelength of the
visible light range.
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[0013] Another exemplary embodiment of the inven-
tion provides a method of fabricating a light emitting diode
chip. The method comprises forming at least one light
emitting structure on a first surface of a substrate and
forming an alternating lamination bottom structure on a
second surface of the substrate, the second surface be-
ing on an opposite side of the substrate as the first sur-
face. The alternating lamination bottom structure in-
cludes a plurality of dielectric pairs, and each of the die-
lectric pairs includes a first material layer having a first
refractive index and a second material layer having a
second refractive index, the first refractive index being
greater than the second refractive index. Furthermore,
the plurality of dielectric pairs include a plurality of first
dielectric pairs including the first material layer and the
second material layer, the first material layer and the sec-
ond material layer each having an optical thickness less
than λ/4; a second dielectric pair including the first ma-
terial layer and the second material layer, one of the first
material layer and the second material layer having an
optical thickness less than λ/4 and the other having an
optical thickness greater than λ/4, and a plurality of third
dielectric pairs including the first material layer and the
second material layer, each of the first material layer and
the second material layer having an optical thickness
greater than λ 4, wherein λ is a central wavelength of the
visible light range.
[0014] It is to be understood that both the foregoing
general description and the following detailed description
are exemplary and explanatory and are intended to pro-
vide further explanation of the invention as claimed.

[Description of Drawings]

[0015] The accompanying drawings, which are includ-
ed to provide a further understanding of the invention and
are incorporated in and constitute a part of this specifi-
cation, illustrate exemplary embodiments of the inven-
tion, and together with the description serve to explain
the principles of the invention.

Figure 1 is a side sectional view of a light emitting
diode chip according to an exemplary embodiment
of the present invention.

Figure 2 is a graph explaining optical thickness and
sequence of an alternating lamination bottom struc-
ture according to the exemplary embodiment of the
present invention.

Figure 3 is a graph depicting reflectance of the alter-
nating lamination bottom structure of Figure 2.

Figure 4 is a graph depicting transmittance of an al-
ternating lamination top structure according to an ex-
emplary embodiment of the present invention.

Figure 5 is a side sectional view of an LED package

including an LED chip according to an exemplary
embodiment of the present invention.

Figure 6 is a side sectional view of a light emitting
diode chip according to an exemplary embodiment
of the present invention.

Figure 7 is a side sectional view of a light emitting
diode chip according to an exemplary embodiment
of the present invention.

[Best Mode]

[0016] The invention is described more fully hereinaf-
ter with reference to the accompanying drawings, in
which exemplary embodiments of the invention are
shown. This invention may, however, be embodied in
many different forms and should not be construed as
limited to the exemplary embodiments set forth herein.
Rather, these exemplary embodiments are provided so
that this disclosure is thorough and will fully convey the
scope of the invention to those skilled in the art. In the
drawings, the sizes and relative sizes of layers and re-
gions may be exaggerated for clarity. Like reference nu-
merals in the drawings denote like elements.
[0017] It will be understood that when an element such
as a layer, film, region or substrate is referred to as being
"on" another element, it can be directly on the other ele-
ment or intervening elements may also be present. In
contrast, when an element is referred to as being "directly
on" another element, there are no intervening elements
present.
[0018] Figure 1 is a side sectional view of a light emit-
ting diode (LED) chip 100 according to an exemplary em-
bodiment of the present invention.
[0019] Referring to Figure 1, the LED chip 100 includes
a substrate 21, a light emitting structure 30, an alternating
lamination bottom structure 43, an alternating lamination
top structure 37, and an alternating lamination under
structure 39. The light emitting diode chip 100 may further
include a buffer layer 23, a transparent electrode 31, a
first electrode pad 33, a second electrode pad 35, an
interfacial layer 41, and a metal reflector 45.
[0020] The substrate 21 may be selected from any sub-
strate, for example, a sapphire substrate or a SiC sub-
strate. The substrate 21 may have a pattern on an upper
surface thereof, as in a patterned sapphire substrate
(PSS) having a pattern on an upper surface thereof. The
substrate 21 may be a growth substrate suited for grow-
ing GaN-based compound semiconductor layers.
[0021] The light emitting structure 30 is located on the
substrate 21. The light emitting structure 30 includes a
first conductivity type semiconductor layer 25, a second
conductivity type semiconductor layer 29, and an active
layer 27 interposed between the first and second con-
ductivity type semiconductor layers 25 and 29. Herein,
the first conductivity type and the second conductivity
type refer to opposite conductivity types. For example,
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the first conductivity type may be n-type and the second
conductivity type may be p-type, or vice versa.
[0022] The first conductivity type semiconductor layer
25, the active layer 27 and the second conductivity type
semiconductor layer 29 may be formed of a GaN-based
compound semiconductor material, that is, (Al, In, Ga)N.
The active layer 27 may be composed of elements emit-
ting light at desired wavelength, for example, UV or blue
light. As shown, the first conductivity type semiconductor
layer 25 and/or the second conductivity type semicon-
ductor layer 29 have a single layer structure or a multi-
layer structure. Further, the active layer 27 may have a
single quantum well structure or a multi- quantum well
structure. The buffer layer 23 may be interposed between
the substrate 21 and the first conductive type semicon-
ductor layer 25.
[0023] These semiconductor layers 25, 27 and 29 may
be formed by metal organic chemical vapor deposition
(MOCVD) or molecular beam epitaxy (MBE), and may
be patterned to expose some regions of the first conduc-
tive type semiconductor layer 25 by photolithography and
etching.
[0024] A transparent electrode layer 31 may be formed
on the second conductivity type semiconductor layer 29.
The transparent electrode layer 31 may be formed of, for
example, indium tin oxide (ITO) or Ni/Au. The transparent
electrode layer 31 has a lower specific resistance than
the second conductivity type semiconductor layer 29 and
acts to spread electric current. The first electrode pad
33, for example, an n-electrode pad, is formed on the
first conductivity type semiconductor layer 25, and the
second electrode pad 35, for example, a p-electrode pad,
is formed on the transparent electrode layer 31. As
shown, the p-electrode pad 35 may be electrically con-
nected to the second conductivity type semiconductor
layer 29 through the transparent electrode layer 31.
[0025] The alternating lamination bottom structure 43
is located under the substrate 21. The alternating lami-
nation bottom structure 43 is formed by alternately stack-
ing a first material layer having a first refractive index, for
example Ti02 (n: about 2.4), and a second material layer
having a second refractive index, for example Si02 (n:
about 1.5). The alternating lamination bottom structure
43 has a plurality of dielectric pairs exhibiting reflectance
of 90% or more with respect to incident light, which is
emitted from the active layer, at an angle of incidence of
0 degrees - 60 degrees. Here, the plurality of dielectric
pairs is formed to exhibit high reflectivity at wavelengths
in the range of, for example, 400 nm - 700 run.
[0026] For example, as shown in Figure 2, the plurality
of dielectric- pairs include a plurality of first dielectric pairs
composed of the first material layer and the second ma-
terial layer each having an optical thickness less than λ/4
(0.25λ), at least one second dielectric pair composed of
the first material layer and the second material layer, one
of which has an optical thickness less than λ/4 and the
other of which has an optical thickness greater than λ/4,
and a plurality of third dielectric pairs composed of the

first material layer and the second material layer each
having an optical thickness greater than λ/4, where λ is
a central wavelength (for example, 550 nm) of the visible
light spectrum.
[0027] As can be seen from a graph of Figure 2, the
plurality of first dielectric pairs may be ocated farther from
the substrate 21 than the plurality of third dielectric pairs.
As shown in Figure 2, as the sequence of dielectric pairs
increases from 1 to 20, the distance from the substrate
increases. Alternatively, the plurality of first dielectric
pairs may be located closer to the substrate than the
plurality of third dielectric pairs. The at least one second
dielectric pair (inside the dotted circle) is disposed near
the center of the alternating lamination bottom structure
43. The at least one second dielectric pair may be the
(n/2)th layer, wherein n = the total number of layers in
the alternating lamination bottom structure 43. However,
the at least one second dielectric pair may be within 1 or
2 layers of the center of the alternating lamination bottom
structure 43. For example, the second dielectric pairs
may be the 11th and 12th dielectric pairs in the sequence
of dielectric pairs, as shown in Figure 2. With reference
to the at least one second dielectric pair, half or more of
the first dielectric pairs may be located opposite to half
or more of the third dielectric pairs. 80% or more of the
first dielectric pairs may be located opposite to 80% or
more of the third dielectric pairs with reference to the at
least one second dielectric pair. In Figure 2, the total
number of dielectric pairs is 20, the number of first die-
lectric pairs is 9, the number of third dielectric pairs is 9,
and the number of second dielectric pairs is 2. However,
any combination of dielectric pairs is possible.
[0028] The at least one second dielectric pair may be
surrounded by first dielectric pairs, as shown in Figure
2. However, the present invention is not limited thereto.
Alternatively, the at least one second dielectric pair may
be surrounded by third dielectric pairs, or by one first
dielectric pair and one second dielectric pair.
[0029] A small number of third dielectric pairs may be
interposed between the second dielectric pair and most
of the first dielectric pairs, and a small number of first
dielectric pairs may be interposed between the second
dielectric pair and most of the third dielectric pairs.
[0030] Figure 3 illustrates a simulation result of reflect-
ance when the plurality of dielectric pairs of Figure 2 is
disposed on a glass substrate (n: -1.5). In Figure 3, the
plurality of dielectric pairs are stacked as illustrated in
Figure 2, in which the first layer (i.e., the layer closest to
the substrate) is Ti02 and the last layer is Si02.
[0031] As shown in Figure 3, the plurality of dielectric
pairs exhibit a high reflectance of 98% or more in a wide
range of the visible light range of 400 nm - 700 nm. This
high reflectance may be maintained for blue light (for ex-
ample, 460 nm) generated in the active layer 27 even
though the angle of incidence of blue light approaches
60 degrees.
[0032] In addition, as shown in Figure 1, the metal re-
flector 45 may be disposed under the alternating lamina-
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tion bottom structure 43, so that the high reflectance of
the plurality of dielectric pairs may be maintained to 90%
or more with respect to incident light having an angle of
incidence of 0 degrees - 60 degrees by a combination of
the metal reflector 45 and the alternating lamination bot-
tom structure 43. The metal reflector 45 may help to ef-
fectively dissipate heat generated by the LED during op-
eration of the LED chip 100.
[0033] The alternating lamination bottom structure 43
may be formed on a lower surface of the substrate 21
which has the light emitting structure 30 formed thereon.
The alternating lamination bottom structure 43 may be
formed using, for example, an ion-assisted deposition
apparatus. Before using the deposition apparatus, the
optical thicknesses and lamination sequence of the re-
spective layers in the alternating lamination bottom struc-
ture 43 may be determined.
[0034] The optical thicknesses and lamination se-
quence of the respective layers in the alternating lami-
nation bottom structure 43 may be determined using a
simulation tool. However, since the simulation tool may
not be sufficient to determine a proper number of dielec-
tric pairs having a high reflectance of 98% or more, an
additional operation, for example, addition of a dielectric
pair, may be performed to increase the total number of
dielectric pairs and the reflectance of the dielectric pairs.
Since the entire optical thickness of the dielectric pairs
may be changed according to the position and optical
thickness of an added single dielectric pair, it may be
difficult to determine the position and the optical thick-
ness, and a desired optical thickness may be changed.
[0035] According to the exemplary embodiments of the
present invention, the plurality of dielectric pairs are di-
vided into the first dielectric pairs, the second dielectric
pairs, and the third dielectric pairs, such that the second
dielectric pairs are located near the center of the alter-
nating lamination bottom structure 43 with the plurality
of first dielectric pairs separated from the third dielectric
pairs, thereby facilitating determination of the optical
thicknesses and lamination sequence of the respective
layers in the structure. For example, when the plurality
of first dielectric pairs is located farther from the substrate
21 than the second dielectric pairs, if a dielectric pair to
be added pertains to the first dielectric pairs, the position
of the added dielectric pair can be determined in the plu-
rality of first dielectric pairs. As a result, the optical thick-
nesses and lamination sequence of the plurality of die-
lectric pairs may be easily determined.
[0036] Since the plurality of dielectric pairs may be
formed using the ion-assisted deposition apparatus, the
layers may be formed in a comparatively high density,
resulting in the generation of stress between the sub-
strate 21 and the alternating laminated bottom structure
43. Thus, an interfacial layer 41 may be formed in order
to enhance adhesion of the alternating laminated bottom
structure 43 to the substrate 21 before the formation of
the alternating laminated bottom structure 43. The inter-
facial layer 41 may be formed of the same material as

the alternating laminated bottom structure 43, for exam-
ple, Si02. Referring again to Figure 1, the alternating lam-
ination top structure 37 is disposed on the light emitting
structure 30. As shown, the alternating laminated top
structure 37 may cover the transparent electrode layer
31 and an exposed surface of the first conductive type
semiconductor layer 25.
[0037] The alternating laminated top structure 37 al-
lows transmission of light generated in the active layer
27 therethrough while reflecting light entering the light
emitting diode chip 100, for example, light emitted from
phosphors. Accordingly, the alternating laminated top
structure 37 allows short wavelength blue light or UV light
generated in the active layer 27 to pass therethrough,
and reflects green to red light, particularly, yellow light.
[0038] Figure 4 is a graph depicting simulated trans-
mittance of the alternating laminated top structure 37
formed by alternately stacking Ti02 and Si02. In this sim-
ulation, the alternating laminated top structure 37 has 14
Ti02 layers and 14 Si02 layers alternately stacked on a
glass substrate. As shown in Figure 4, by controlling the
optical thicknesses of the Ti02 layer and the Si02 layer,
the alternating laminated top structure 37 exhibits a high
transmittance of 98% or more with respect to near UV
light or blue light having a wavelength less than 500 nm,
while reflecting light having a wavelength of about 500
nm or more. Accordingly, the alternating laminated top
structure 37 may allow transmission of light emitted from
the active layer 27 while reflecting light in wavelength
bands of green to yellow emitted from the phosphors.
[0039] The alternating laminated top structure 37 may
also cover a mesa-sidewall and an upper surface of the
light emitting diode chip 100 except for upper surfaces
of the electrode pads 33, 35 to protect the light emitting
diode chip 100.
[0040] The alternating lamination under structure 39 is
located between the electrode pad 35 and the second
conductivity type semiconductor layer 29. The alternating
lamination under structure 39 may be located under the
transparent electrode 31, but is not limited thereto. The
alternating lamination under structure 39 may be located
on the transparent electrode 31. When the alternating
lamination under structure 39 is located between the
transparent electrode 31 and the electrode pad 35, the
electrode pad 35 may be electrically connected to the
transparent electrode 31 through an extended portion of
the electrode pad 35 (not shown).
[0041] The alternating lamination under structure 39
reflects light emitted from the active layer 27 and directed
towards the electrode pad 35. The alternating lamination
under structure 39 is formed to exhibit high reflectivity
with respect to light emitted from the active layer 27, and
may be formed by alternately stacking, for example, a
Ti02 layer and an Si02 layer. With this configuration, the
alternating lamination under structure 39 may prevent
optical loss caused by absorption of light by the electrode
pad 35, thereby improving luminous efficiency.
[0042] Figure 5 is a side sectional view of an LED pack-
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age including an LED chip 100 according to an exemplary
embodiment of the present invention.
[0043] Referring to Figure 5, the LED package includes
a package body 60, leads 61 a and 61 b, the light emitting
diode chip 100, and a molding part 63. The package body
60 may be formed of a plastic resin.
[0044] The package body 60 has a mounting plane M
for mounting the LED chip 100 and a reflection plane R,
from which light emitted from the LED chip 100 is reflect-
ed. The LED chip 100 is mounted on the mounting plane
M and is electrically connected to the leads 61 a, 61 b
via bonding wires W. The LED chip 100 may be bonded
to the mounting plane M by adhesives 62, which may be
formed by curing, for example, Ag epoxy pastes.
[0045] As described with reference to the embodiment
shown in Figure 1, the LED chip 100 may include an
alternating lamination bottom structure 43, an alternating
lamination top structure 37, an alternating lamination un-
der structure 39 and/or a metal reflector 45.
[0046] The LED package emits light having mixed
colors, for example, white light. Accordingly, the LED
package may include phosphors for wavelength conver-
sion of light emitted from the LED chip 100. The phos-
phors may be disjposed in the molding part 63, but are
not limited thereto.
[0047] The alternating lamination bottom structure 43
and the alternating lamination under structure 39 of the
LED chip 100 provide high efficiency in emission of light
generated in the active layer 27. Further, the alternating
lamination top structure 37 of the LED chip 100 may re-
flect light when the light subjected to wavelength conver-
sion by the phosphors again enters the LED chip 100.
Accordingly, the LED package of the present exemplary
embodiment has higher luminous efficiency than conven-
tional LED packages.
[0048] In the present exemplary embodiment, the
package is described as including the light emitting diode
chip 100 and the phosphors to emit white light, but the
present invention is not limited thereto. Various LED
packages for emitting white light are known in the art and
the LED chip 100 according to the present exemplary
embodiment may be applied to any LED package.
[0049] Figure 6 is a side sectional view of a light emit-
ting diode chip according to an exemplary embodiment
of the present invention.
[0050] Referring to Figure 6, an LED chip 200 includes
a plurality of light emitting structures 30 on a substrate
21, an alternating lamination bottom structure 43, a metal
reflector 45, and an alternating lamination top structure
37.
[0051] In the present exemplary embodiment, the sub-
strate 21 and the alternating lamination bottom structure
43 are the same as those of the LED chip described with
reference to Figure 1 and a detailed description thereof
will thus be omitted herein. In the present exemplary em-
bodiment, the substrate 21 may be an insulator, for ex-
ample, a patterned sapphire substrate, for electrical iso-
lation between the plurality of light emitting cells.

[0052] The light emitting structures 30 are separated
from each other. Each of the light emitting structures 30
have the same configuration as that of the light emitting
structure 30 described with reference to the exemplary
embodiment shown in Figure 1, and a detailed descrip-
tion thereof will be omitted herein. Further, buffer layers
23 may be interposed between the light emitting struc-
tures 30 and the substrate 21, which may be separated
from each other.
[0053] A first dielectric layer 36 covers the overall sur-
face of the light emitting structures 30. The first dielectric
layer 36 has openings on first conductivity type semicon-
ductor layers 25 and on second conductivity type semi-
conductor layers 29. Sidewalls of the light emitting struc-
tures 30 are covered by the first dielectric layer 36. The
first dielectric layer 36 also covers regions of the sub-
strate 21 between the light emitting structures 30. The
first dielectric layer 36 may be formed of silicon oxide
(Si02) or silicon nitride by plasma chemical vapor depo-
sition at 200°C - 300°C.
[0054] Wires 51 are formed on the first dielectric layer
36. The wires 51 are electrically connected to the first
conductivity type semiconductor layers 25 and the sec-
ond conductivity type semiconductor layers 29 through
the openings. Transparent electrode layers 31 may be
located on the second conductivity type semiconductor
layers 29 and the wires may be connected to the trans-
parent electrode layers 31. Further, the wires 51 electri-
cally connect the first conductivity type semiconductor
layers 25 and the second conductivity type semiconduc-
tor layers 29 to each other in the adjacent light emitting
cells 30 to form a serial array of the light emitting struc-
tures 30. The LED chip 200 may have a plurality of serial
arrays of light emitting cells. These serial arrays may be
connected in reverse-parallel to each other and may be
operated by an AC power source. Further, a bridge rec-
tifier (not shown) may be connected to the serial array of
the light emitting cells such that the light emitting cells
may be operated by the bridge rectifier, which is driven
by the AC power source. The bridge rectifier may be
formed via electric connection of light emitting cells hav-
ing the same structure as the light emitting structures 30
using the wires 51.
[0055] Alternatively, the wires 51 may connect the first
conductivity type semiconductor layers 25 or the second
conductivity type semiconductor layers 29 of the adjacent
light emitting cells to each other. Accordingly, the light
emitting structures 30 connected in series and in parallel
to each other may be provided.
[0056] The wires 51 may be formed of a conductive
material, for example, metal or polycrystalline silicon
such as a doped semiconductor material. In particular,
the wires 51 may have a multilayer structure and may
include a lower layer of Cr or Ti and an upper layer of Cr
or Ti. Further, a metal layer of Au, Au/Ni or Au/Al may be
interposed between the lower layer and the upper layer.
[0057] The alternating lamination top structure 37 may
cover the wires 51 and the first dielectric layer 36. As
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described above with reference to the embodiment
shown in Figure 1, the alternating lamination top structure
37 allows light emitted from the active layer 27 to pass
therethrough while reflecting visible light having a com-
paratively longer wavelength.
[0058] A phosphor layer 53 may be formed on the LED
chip 200. The phosphor layer 53 may be a resin layer
with phosphors dispersed therein or may be a layer de-
posited by electrophoresis. The phosphor layer 53 covers
the alternating lamination top structure 37 to convert the
wavelength of light emitted from the light emitting struc-
tures 30. As described with reference to Figure 5, the
phosphor layer 53 may also be provided in a process of
preparing an LED package and thus may be omitted from
the LED chip 200.
[0059] Meanwhile, an alternating lamination under
structure may be formed between the wires 51 and the
light emitting structures 30 as in Figure 1.
[0060] Figure 7 is a side sectional view of a light emit-
ting diode chip 200a including a plurality of light emitting
cells according to an exemplary embodiment of the in-
vention. Referring to Figure 7, the LED chip 200a is sim-
ilar to the LED chip 200 described above in many regards.
However, light emitting structures 30 of the light emitting
diode chip 200a differ in shape from those of the LED
chip 200, thereby providing a different configuration of a
first conductivity type semiconductor layer 25 connected
to wires 51 from that of the LED chip 200.
[0061] Specifically, in the light emitting structures 30
of the LED chip 200, an upper surface of the first con-
ductive type semiconductor layer 25 is exposed and the
wire 51 is connected to the upper surface of the first con-
ductive type semiconductor layer 25. In the LED chip
200a of the present exemplary embodiment, the light
emitting structures 30 are formed to have slanted side
surfaces, so that a slanted side surface of the first con-
ductivity type semiconductor layer 25 is exposed and the
wire 51 is connected to the slanted side surface of the
first conductivity type semiconductor layer 25.
[0062] In the present exemplary embodiment, the
process of exposing the upper surface of the first con-
ductivity type semiconductor layer 25 is eliminated ex-
cept for the process of isolating the light emitting struc-
tures 30 from each other, thereby simplifying the process.
In addition, since there is no need to expose the upper
surface of the first conductivity type semiconductor layer
25, it is possible to prevent a reduction in area of the
active layer 27. Further, since the wires 51 are connected
along the slanted surface of the first conductivity type
semiconductor layer 25, the light emitting structures 30
have enhanced electric current spreading performance,
thereby improving forward voltage and reliability.
[0063] According to the exemplary embodiments of the
present invention, the LED chip includes an alternating
lamination bottom structure, a metal reflector, an alter-
nating lamination top structure and/or an alternating lam-
ination under structure, thereby improving luminous effi-
ciency. Further, the alternating lamination top structure

of the LED chip allows transmission of light generated in
the active layer while reflecting light subjected to wave-
length conversion, thereby improving luminous efficiency
of an LED package.
[0064] In addition, according to the exemplary embod-
iments of the present invention, a plurality of dielectric
pairs each composed of first and second material layers,
both of which have an optical thickness less than λ/4,
and a plurality of dielectric pairs each composed of the
first and second materials layers, both of which have an
optical thickness greater than λ/4, are disposed with ref-
erence to a dielectric pair composed of the first and sec-
ond material layers, one of which has an optical thickness
less than λ/4 and the other of which has an optical thick-
ness greater than λ/4, thereby facilitating determination
of the optical thicknesses and lamination sequence of
the respective layers in the alternating lamination bottom
structure.
[0065] Although the invention has been illustrated with
reference to some exemplary embodiments in conjunc-
tion with the drawings, it will be apparent to those skilled
in the art that various modifications and changes can be
made to the invention without departing from the spirit
and scope of the invention. Therefore, it should be un-
derstood that the embodiments are provided by way of
illustration only and are given to provide complete dis-
closure of the invention and to provide thorough under-
standing of the invention to those skilled in the art. Thus,
it is intended that the invention covers the modifications
and variations provided they fall within the scope of the
appended claims and their equivalents.

Claims

1. a light emitting diode (LED) chip,
comprising: a substrate;
a light emitting structure arranged on the substrate;
the light emitting structure comprising a first conduc-
tivity type semiconductor layer, a second conductiv-
ity type semiconductor layer, and an active layer dis-
posed between the first conductivity type semicon-
ductor layer and the second conductivity type sem-
iconductor layer;
and an alternating lamination bottom structure locat-
ed under the substrate;
the alternating lamination bottom structure compris-
ing a plurality of dielectric pairs,
each of the dielectric pairs comprising a first material
layer comprising a first refractive index and a second
material layer comprising a second refractive index,
the first refractive index being greater than the sec-
ond refractive index;
the plurality of dielectric pairs comprising:

a plurality of first dielectric pairs, comprising the
first material layer and the second material layer,
the first material layer and the second material
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layer each comprising an optical thickness less
than λ/4;
at least one second dielectric pair, each com-
prising the first material layer and the second
material layer, one of the first material layer and
the second material layer comprising an optical
thickness less than λ/4 and the other comprising
an optical thickness greater than λ/4; and
a plurality of third dielectric pairs, each compris-
ing the first material layer and the second ma-
terial layer, each of the first material layer and
the second material layer comprising an optical
thickness greater than λ/4;

wherein phosphors are dispersed in a resin layer
formed on the light emitting diode (LED) chip;
wherein λ is a central wavelength of 550nm of the
emitted visible light range of 400 to 700nm;
wherein the first dielectric pairs are located closer to
or farther from the substrate than the third dielectric
pairs;

2.  The LED chip of claim 1, the at least one second
dielectric pair is surrounded by first dielectric pairs
or by third dielectric pairs, or by one first dielectric
pair and one second dielectric pair;

3. The LED diode chip of claim 1, wherein a small
number of third dielectric pairs is interposed between
the at least one second dielectric pairs and most of
the first dielectric pairs.

4. The LED diode chip of claim 1, wherein a small
number of first dielectric pairs is interposed between
the at least one second dielectric pair and most of
the third dielectric pairs.

5. The LED chip of claim 1, the at least one second
dielectric pair is within 1 or 2 layers of the canter of
the alternating lamination bottom structure;

6. The LED chip of claim 1, 80 % or more of the first
dielectric pairs are located opposite to 80 % or more
of the third dielectric pairs with reference to the at
least one second dielectric pair;

7. The LED diode chip of claim 1, wherein a metal re-
flector is disposed under the alternating lamination
bottom structure.

8. The LED diode chip of claim 1, an interfacial layer is
formed between the substrate and the alternating
lamination bottom structure and is formed of the
same material as the alternating lamination bottom
structure.

9.  The LED chip of claim 1, wherein an alternating lam-
ination top structure is disposed on the light emitting

structure and is arranged to reflect light emitted from
the phosphors when the emitted light is subjected to
wavelength conversion by the phosphors and enters
the LED chip again, the light emitted from the phos-
phors being in wavelength bands of green to red.

10. The LED chip of claim 1, wherein the light emitting
structure comprises light emitting cells connected in
series or in parallel to each other to form a serial
array or a parallel array of the light emitting struc-
tures.

11. The LED chip of claim 10, at least one wire electri-
cally connects the first conductivity type semicon-
ductor layer and the second conductivity type sem-
iconductor layer to each other in an adjacent light
emitting cell to form the serial or parallel array of the
light emitting structures.

12. a light emitting diode (LED) chip,
comprising: a substrate;
a light emitting structure arranged on the substrate;
the light emitting structure comprising a first conduc-
tivity type semiconductor layer, a second conductiv-
ity type semiconductor layer, and an active layer dis-
posed between the first conductivity type semicon-
ductor layer and the second conductivity type sem-
iconductor layer;
and an alternating lamination bottom structure locat-
ed under the substrate;
the alternating lamination bottom structure compris-
ing a plurality of dielectric pairs,
each of the dielectric pairs comprising a first material
layer comprising a first refractive index and a second
material layer comprising a second refractive index,
the first refractive index being greater than the sec-
ond refractive index;
the plurality of dielectric pairs comprising:

a plurality of first dielectric pairs, comprising the
first material layer and the second material layer,
the first material layer and the second material
layer each comprising an optical thickness less
than λ/4;
a plurality of second dielectric pairs, each com-
prising the first material layer and the second
material layer, one of the first material layer and
the second material layer comprising an optical
thickness less than λ/4 and the other comprising
an optical thickness greater than λ/4; and
a plurality of third dielectric pairs, each compris-
ing the first material layer and the second ma-
terial layer, each of the first material layer and
the second material layer comprising an optical
thickness greater than λ/4;

wherein λ is a central wavelength of 550nm of the
emitted visible light range of 400 to 700nm;
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wherein the first dielectric pairs are located closer to
or farther from the substrate than the third dielectric
pairs;

13. The LED diode chip of claim 12, wherein one of the
second dielectric pairs is surrounded by first dielec-
tric pairs, or one of the second dielectric pairs is sur-
rounded by third dielectric pairs, or by one first die-
lectric pair and one second dielectric pair.

14. The LED diode chip of claim 12, wherein a small
number of third dielectric pairs is interposed between
the second dielectric pairs and most of the first die-
lectric pairs.

15. The LED diode chip of claim 12, wherein a small
number of first dielectric pairs is interposed between
the second dielectric pairs and most of the third di-
electric pairs.

16. The LED diode chip of claim 12, wherein the second
dielectric pairs are within 1 or 2 layers of the center
of the alternating lamination bottom structure.

17. The LED diode chip of claim 12, wherein 80 % or
more of the first dielectric pairs are located opposite
to 80 % or more of the third dielectric pairs with ref-
erence to the second dielectric pairs.

18. The LED diode chip of claim 12, wherein a metal
reflector is disposed under the alternating lamination
bottom structure.

19. The LED diode chip of claim 12, an interfacial layer
is formed between the substrate and the alternating
lamination bottom structure and is formed of the
same material as the alternating lamination bottom
structure.

20. The LED diode chip of claim 12, wherein the light
emitting structure comprises light emitting cells con-
nected in series or in parallel to each other to form
a serial array or a parallel array of the light emitting
structures.

21. The LED diode chip of claim 10, at least one wire
electrically connects the first conductivity type sem-
iconductor layer and the second conductivity type
semiconductor layer to each other in an adjacent
light emitting cell to form the serial or parallel array
of the light emitting structures.
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