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©  A  method  of  achieving  selective  inhibition  and  control  of  adhesion  in  thick-film  conductors. 

©  A  printed  circuit  board  assembly  (10)  comprising 
a  support  member  (40)  having  an  insulative  top 
surface  (42);  a  plurality  of  firmly  adherent  conductors 
(50)  firmly  secured  to  the  top  surface  of  the  support 
member;  at  least  one  electrical  module  (20)  having 

^external  contacts  (30);  and  a  plurality  of  controllably 
^adherent  conductors  (60)  each  having  a  first  end 
l^j(60b)  in  electrical  contact  with  a  corresponding  firmly 
40  adherent  conductor  and  a  second  end  (60a)  in  elec- 
CDtrical  contact  with  a  corresponding  external  contact 
y^on  the  electrical  module,  the  intermediate  portion  of 
If}  each  controllably  adherent  conductor  between  its 
W  first  and  second  ends  being  movable  to  relieve 
O  stresses. 
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A  METHOD  OF  ACHIEVING  SELECTIVE  INHIBITION  AND  CONTROL  OF  ADHESION  IN  THICK-FILM 
CONDUCTORS 

This  invention  relates  to  compositions  of  matter 
that  are  useful  in  forming  conductive  patterns  on  an 
insulating  substrate  or  support  member,  techniques 
for  forming  such  patterns,  and  assemblies  using 
such  a  substrate.  One  such  substrate  is  a  circuit 
board  having  conductors  which  connect  an  elec- 
trical  module  to  the  circuit  board  to  form  a  printed 
circuit  board  assembly. 

As  used  herein,  the  term  "electrical  module"  is 
intended  to  include  any  component,  such  as  a 
semiconductor  chip,  a  light  emitting  or  detecting 
device,  an  emitting  or  detecting  device  of  magnetic 
nature,  a  magnetic  storage  device,  a  capacitor,  an 
inductor,  a  resistor,  a  crystal,  a  coil,  a  varactor,  a 
thermistor,  a  resonator,  transformers,  and/or  a  con- 
nector  that  may  be  connected  in  an  electrical  cir- 
cuit,  an  electro-optical  circuit,  an  optical  configura- 
tion,  an  electro-magnetic  circuit  and/or  a  magnetic 
configuration.  The  term  "printed  circuit  board"  is 
intended  to  encompass  a  support  member  that 
may  be  rigid  or  flexible,  laminated  or  not,  of  any 
suitable  composition,  and  that  includes  an  elec- 
trically  insulative  surface  on  which  a  printed  pattern 
of  electrical  conductors  is  provided.  The  term 
"printed  pattern"  is  intended  to  encompass  a  pat- 
tern  on  a  substrate  formed  by  any  suitable  pro- 
cess,  including,  but  not  limited  to,  silk  screen  print- 
ing,  photolithography,  evaporation,  plating,  stencil- 
ing,  ink  writing,  plasma  deposition,  sputtering,  ad- 
hesives,  or  thin  film  or  thick  film  techniques, 

A  printed  circuit  board  having  a  semiconductor 
chip  or  other  electrical  module  attached  thereto 
shall  be  denoted  as  a  printed  circuit  board  assem- 
bly.  It  will  be  convenient  to  generally  discuss  the 
invention  with  particular  reference  to  a  printed  cir- 
cuit  board  assembly  including  a  semiconductor 
chip  of  the  surface  mount  or  flip-chip  type. 

Such  a  chip  typically  has  formed  thereon  an 
integrated  circuit  containing  a  number  of  electrical 
contacts  (terminals)  on  one  surface.  The  contacts 
are  typically  soldered  or  otherwise  electrically  con- 
nected  to  the  conductors  of  the  printed  circuit 
board. 

In  the  past,  much  effort  has  been  focused  on 
the  use  of  conductors  that  are  firmly  adherent  to 
the  printed  circuit  board  to  minimize  possible  sepa- 
ration  during  use.  Additionally,  effort  has  also  fo- 
cused  on  maintaining  the  integrity  of  the  conductor- 
chip  interface  to  prevent  failure  at  that  connection. 
This  arrangement  usually  operates  satisfactorily. 
However,  there  are  hostile  environments,  usually  of 
high  temperature  and  thermal  excursions,  where, 
during  use,  severe  stresses  cause  the  chip  to  sep- 
arate  from  the  printed  circuit  at  or  near  the  points 

of  connections,  that  is,  the  solder  joints.  Such 
stresses  can  occur,  for  example,  when  the  printed 
circuit  board  is  used  in  an  automobile. 

It  is  desirable  to  have  conductors  of  composi- 
5  tions  which  result  in  a  printed  circuit  board  assem- 

bly  in  which  the  electrical  modules  remain  reliably 
connected  to  the  printed  conductors  in  hostile  envi- 
ronments. 

A  printed  circuit  board  assembly  in  accordance 
10  with  the  present  invention  is  characterised  by  the 

features  specified  in  the  characterising  portion  of 
claim  1. 

The  present  invention  solves  the  foregoing 
problems  by  providing  on  a  printed  circuit  board  a 

75  printed  pattern  of  controllably  adherent  conductors. 
The  term  "controllably  adherent  conductor"  is  used 
to  describe  a  conductor  which  adheres  to  the  cir- 
cuit  board  during  the  manufacturing  process,  but 
which  is  free  when  being  used  to  move  (slide) 

20  along  and/or  lift  off  from  the  circuit  board  in  re- 
sponse  to  stresses  that  may  arise,  for  example, 
from  thermal  effects,  to  relieve  such  stresses. 

This  represents  an  approach  that  is  the  antith- 
esis  of  the  conventional  approach  mentioned  above 

25  that  has  focused  on  maintaining  the  conductors 
firmly  adherent  to  the  circuit  board.  However,  this 
approach  does  require  a  conductive  layer  for  use 
as  the  controllably  adherent  conductor  that  has  a 
degree  of  cohesive  strength  so  that  it  does  not 

30  fracture  or  become  mechanically  weak  or  elec- 
trically  defective  when  separated  from  the  circuit 
board. 

Typically,  the  printed  circuit  board  also  in- 
cludes  a  pattern  of  firmly  adherent  conductors  to 

35  which  first  ends  of  the  controllably  adherent  con- 
ductors  are  connected.  Second  ends  of  the  control- 
lably  adherent  conductors  are  typically  soldered  to 
an  electrical  module,  such  as  a  silicon  integrated 
circuit  chip  having  metallic  external  contacts 

40  (bumps)  extending  from  a  surface  thereof. 
The  controllably  adherent  conductors  and  the 

electrical  module  can  move  to  relieve  stresses. 
This  significantly  reduces  the  possibility  of  break- 
ing  the  bonds  (typically  scldor  joints)  between  the 

45  electrical  module  and  the  controllably  adherent 
conductors.  Accordingly,  the  reliability  of  the  con- 
nections  to  the  chip  is  improved. 

Moreover,  it  is  feasible  to  use  a  pattern  of 
controllably  adherent  conductors  alone  where  the 

so  pulling  away  of  the  conductors  occurs  only  in  high 
stress  areas  needing  stress  relief.  In  this  case  the 
firmly  adherent  conductors  simply  define  bonding 
or  contact  pads. 

In  some  instances  a  controllably  adherent  con- 
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ductor  may  itself  also  serve  as  an  electrical  mod- 
ule.  One  example  of  such  is  a  film  resistor. 

Controllably  adherent  conductors  may  be  pro- 
vided  in  various  arrays  and  configurations,  some  of 
which  are  described  below. 

The  controllably  adherent  conductors  typically 
are  prepared  from  a  paste  or  ink  which  includes 
finely  divided  metal  particles  for  conductivity  and  a 
binder.  The  latter  is  chosen  to  render  the  conductor 
adherent  to  a  support  member  (substrate,  circuit 
board)  during  processing,  but  to  allow  it  to  become 
detached  from  the  substrate  when  subjected  to 
stress  during  use.. 

Viewed  in  a  broader  aspect,  the  invention  is 
directed  to  an  assembly  that  includes  a  support 
member  on  which  are  supported  controllably  ad- 
herent  conductors  that  include  portions  thereof 
which  are  free  to  move  on  and/or  lift  off  the  support 
member  to  relieve  stresses  on  the  conductors. 

The  present  invention  also  provides  specific 
techniques  useful  for  forming  such  controllably  ad- 
herent  conductors.  In  particular,  it  involves  the  use 
of  a  localized  layer,  to  be  termed  an  inhibitor  layer, 
intermediate  between  a  circuit  board  and  a  portion 
of  a  conductive  layer  to  achieve  controlled  adhe- 
sion  for  such  portion  of  the  conductive  layer.  Such 
controlled  adhesion  describes  the  property  of  a 
conductive  layer  overlying  such  inhibitor  layer  to  lift 
off  or  slide  along  the  printed  circuit  board  in  re- 
sponse  to  appropriate  mechanical  stress  without 
fracture.  Moreover,  it  includes  both  the  situation 
where  the  inhibitor  layer  remains  bonded  to  the 
circuit  board  and  separates  from  the  overlying  con- 
ductive  layer  and  the  situation  where  the  inhibitor 
layer  remains  bonded  to  the  conductive  layer  and 
together  they  separate  from  the  circuit  board. 

The  localized  use  of  an  inhibitor  layer  allows 
one  conductive  layer  to  have  one  portion  used  as  a 
firmly  adherent  conductor  by  placing  it  in  direct 
contact  with  the  circuit  board  and  to  have  another 
portion  used  as  a  controllably  adherent  conductor 
by  having  it  overlie  an  inhibitor  layer. 

The  inhibitor  layer  is  formed  preferably  by 
printing  and  subsequently  firing  a  composition 
comprising  essentially  a  mixture  of  a  finely  divided 
refractory  material  (for  example,  alumina  or  alumin- 
ium  nitride)  and  a  glass  frit,  suspended  in  an  or- 
ganic  vehicle. 

The  glass  frit  is  chosen  to  soften  and  wet  both 
the  surface  of  the  circuit  board  and  the  refractory 
material  at  a  temperature  below  the  firing  tempera- 
tures.  This  promotes  bonding  among  the  refractory 
particles  and  between  the  refractory  particles  and 
the  surface  of  the  circuit  board.  The  refractory 
material  chosen  should  have  negligible  chemical 
reaction  with  the  conductor. 

The  present  invention  will  now  be  described, 
by  way  of  example,  with  reference  to  the  following 

more  detailed  description  taken  in  conjunction  with 
the  accompanying  drawings,  in  which:- 

Figure  1  is  a  cross-sectional  view  of  a  por- 
tion  of  a  printed  circuit  board  assembly  in  accor- 

5  dance  with  an  embodiment  of  the  present  inven- 
tion; 

Figure  2  is  a  top  view  of  a  portion  of  the 
printed  circuit  board  assembly  shown  in  Figure  1  ; 

Figure  3  is  a  top  view  of  a  modification  of 
to  controllably  adherent  conductors  of  the  printed  cir- 

cuit  board  assembly  of  Figure  1  ; 
Figure  4  is  a  top  view  of  another  printed 

circuit  board  assembly  in  accordance  with  another 
embodiment  of  the  present  invention; 

75  Figure  5  is  a  top  view  of  another  printed 
circuit  board  assembly  in  accordance  with  a  further 
embodiment  of  the  present  invention; 

Figure  6  is  a  top  view  of  another  printed 
circuit  board  assembly  in  accordance  with  a  further 

20  embodiment  of  the  present  invention; 
Figure  7  is  a  top  view  of  another  printed 

circuit  board  assembly  in  accordance  with  a  further 
embodiment  of  the  present  invention; 

Figure  8  is  a  flow  chart  of  a  typical  process 
25  used  to  form  the  assemblies  shown  in  Figures  1  ,  4, 

5,  6,  7  and  9; 
Figure  9  is  a  cross-sectional  view  of  a  por- 

tion  of  another  printed  circuit  board  in  accordance 
with  a  further  embodiment  of  the  present  invention; 

30  Figure  10  is  a  graphical  plot  of  the  param- 
eters  of  a  furnace  useful  in  forming  the  conductors 
on  the  printed  circuit  board  assemblies  of  the 
above  described  figures; 

Figure  1  1  is  a  cross-sectional  view  of  a  por- 
35  tion  of  another  printed  circuit  board  assembly  in 

accordance  with  a  further  embodiment  of  the 
present  invention;  and 

Figure  12  is  a  cross-sectional  view  of  a  por- 
tion  of  a  printed  circuit  board  assembly  in  accor- 

40  dance  with  a  further  embodiment  of  the  present 
invention. 

It  is  to  be  noted  that  the  drawings  are  not  to 
scale.  Some  background  lines  are  not  shown  and 
some  figures  omit  cross  hatching  to  make  the 

45  drawings  easier  to  understand. 
Referring  now  to  Figure  1,  there  is  shown  a 

cross-sectional  view  of  a  portion  of  a  printed  circuit 
board  (pcb)  assembly  10  in  accordance  with  an 
embodiment  of  the  present  invention.  The  pcb  as- 

50  sembly  10  comprises  an  electrical  module  20  and 
a  support  member  (circuit  board,  substrate)  40 
having  an  insulative  top  surface  42  on  which  are 
printed  firmly  adherent  conductors  50  and  control- 
lably  adherent  conductors  60.  In  a  typical  embodi- 

55  ment,  the  electrical  module  20  comprises  an  in- 
tegrated  circuit  formed  in  a  silicon  chip  of  the  flip 
chip  or  surface  mount  type,  suitably  covered  by  an 
insulating  material  (not  shown)  and  having  a  plural- 

3 
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ity  of  external  contacts  30  (for  example,  silver 
bumps)  on  a  lower  surface  34  thereof.  These  exter- 
nal  contacts  30  are  connected  to  electrodes  (not 
shown)  of  various  circuit  elements  (not  shown)  of 
the  electrical  module  20.  The  electrical  module  20 
may  take  various  other  forms  as  previously  men- 
tioned.  It  is  to  be  noted  that  for  illustrative  purposes 
only,  one  electrical  module  20  is  shown.  Typically, 
a  printed  circuit  board  assembly  10  contains  a 
plurality  of  electrical  modules  20  of  different  types. 

Support  member  40  is  of  a  suitable  insulating 
material,  such  as  alumina  (AI2O3).  The  conductive 
pattern  formed  by  the  conductors  50  and  60  and 
the  electrical  module  20  form  an  electrical  circuit  of 
the  printed  circuit  board  assembly  10.  The  firmly 
adherent  conductors  50  may  be  conventional.  They 
are  typically  formed  by  depositing  a  patterned  lay- 
er  of  a  suitable  ink  or  paste  that,  after  firing,  pro- 
vides  a  firmly  adherent  conductive  pattern  that  is 
compatible  for  use  with  a  pattern  of  controllably 
adherent  conductors  60.  Such  a  firmly  adherent 
conductor  50  may  include  copper,  nickel,  silver, 
palladium,  platinum  and  gold  and/or  alloys  thereof 
and/or  other  suitable  metals  and/or  compounds  to 
make  it  conductive. 

The  electrical  module  20  is  secured  to  the 
firmly  adherent  conductors  50  by  way  of  the  con- 
trollably  adherent  conductors  60.  Each  external 
contact  30  of  electrical  module  20  is  typically  con- 
nected  to  one  end  60a  of  a  controllably  adherent 
conductor  60  by  means  of  a  bond,  such  as  a 
solder  joint  32.  The  nature  of  these  controllably 
adherent  conductors  60  will  be  discussed  more 
fully  below.  The  bond  could  be  formed  in  various 
other  ways,  including  use  of  a  conductive  adhesive 
epoxy  or  other  conductive  adhesive  material,  or  the 
bond  could  be  a  weld.  The  other  end  60b  of  the 
controllably  adherent  conductor  60  is  bonded  or 
fused  in  any  suitable  fashion  to  a  contact  portion 
50a,  typically  formed  by  an  end  of  a  firmly  adher- 
ent  conductor  50.  All  but  the  other  end  60b  of  each 
controllably  adherent  conductor  60  is  controllably 
adherent  to  the  top  surface  42  so  that  it  can  flex 
and  lift  off  the  top  surface  42  to  relieve  stresses  on 
solder  joints  32.  Moreover,  because  the  external 
contacts  30  of  the  electrical  module  20  are  bound 
only  to  the  ends  60a  of  controllably  adherent  con- 
ductors  60,  and  the  electrical  module  20  is  not 
itself  bonded  to  top  surface  42,  the  electrical  mod- 
ule  20  can  also  move  along  or  lift  off  the  top 
surface  42  of  the  support  member  40  to  help 
relieve  stresses  at  the  solder  joints  32.  As  a  result, 
pulling  apart  forces  are  significantly  reduced  at 
sach  solder  joint  32.  The  stresses  that  occur  may 
produce  either  tensile  or  compressive  stresses  that 
are  substantially  completely  absorbed  due  to  the 
flexible  nature  in  which  electrical  module  20  is 
mounted  to  provide  a  substantially  stress-free  and 

fatigue-free  arrangement. 
Moreover,  as  will  be  discussed  more  fully  later, 

because  the  controllably  adherent  conductors  60 
are  free  to  move,  it  is  feasible  to  design  the  lengths 

5  of  the  controllably  adherent  conductors  60  so  that 
their  changes  in  length  relative  to  the  changes  in 
the  lengths  of  the  relevant  portion  of  the  (alumina) 
support  member  40  and  of  the  electrical  module  20 
balance  over  an  operating  temperature  range  to 

70  further  relieve  stresses  in  the  solder  joints  32. 
Referring  now  to  Figure  8,  there  is  shown  a 

flow  chart  of  a  typical  process  for  preparing  the 
pcb  assembly  10  shown  in  Figure  1.  As  indicated, 
a  ceramic  printed  circuit  board,  typically  of  alu- 

75  mina,  is  used  as  the  support  member  of  substrate 
40. 

Firmly  adherent  conductors  50  are  then  depos- 
ited  on  the  support  member  40.  This  is  done  in 
conventional  fashion  and  generally  involves  first 

20  screen  printing  a  suitably  patterned  layer  and  then 
drying  and  firing  the  layer.  The  layer  as  printed,  is 
of  an  ink  or  paste  that  will  form  a  firmly  adhering 
conductive  layer.  In  a  preferred  embodiment,  the 
layer  deposited  is  of  a  material  commercially  avail- 

25  able  from  Dupont  Electronics  and  known  as  Dupont 
9161.  It  basically  comprises  conductive  copper  par- 
ticles,  adhesion  promoters  and  a  screening  agent. 
Suitable  other  materials  are  available  from  other 
sources.  After  printing,  the  drying  and  firing  is  done 

30  in  the  manner  prescribed  by  the  supplier  to  sinter 
the  copper  particles  together  into  a  conductive 
layer  which  firmly  adheres  to  the  support  member 
40. 

Referring  now  to  Figure  10,  there  is  shown  a 
35  graphical  plot  of  the  parameters  of  a  furnace  (not 

shown)  that  can  be  used  for  the  firing  process.  In 
the  plot,  the  y  axis  shows  temperature  in  degrees 
C  of  successive  zones  of  the  furnace  and  the  x 
axis  shows  elapsed  time  in  minutes  as  a  workpiece 

40  (for  example,  a  support  member  40  with  ink  pat- 
terns  which  will  become  conductors  50  and/or  60) 
moves  along  a  belt  (not  shown)  through  the  various 
temperature  zones  existing  within  the  furnace.  The 
terms  "ENTRANCE"  and  "EXIT"  shown  in  Figure 

45  10  indicate  the  workpiece  entering  and  exiting, 
respectively,  the  furnace.  As  is  seen,  the  workpiece 
takes  slightly  more  than  twenty  minutes  to  reach 
the  maximum  temperature  of  about  900  °  C  during 
which  time  the  organic  vehicle  in  the  original  paste 

50  or  ink  is  being  removed.  It  then  takes  about  ten 
minutes  to  pass  through  the  furnace  zone  at  this 
peak  temperature  during  which  the  copper  particles 
are  sintered  into  a  conductive  layer.  Finally,  it  is 
allowed  to  cool  gradually  to  room  temperature  over 

55  about  a  twenty  minute  period  to  reduce  thermal 
shock.  Of  course,  the  optimum  parameters  are 
usually  a  function  of  the  particular  paste  or  ink 
being  used. 

4 
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Next,  the  controllably  adherent  conductors  60 
are  similarly  formed  by  screen  printing,  drying  and 
firing  a  layer  of  suitable  composition. 

To  avoid  the  need  for  separate  furnaces,  it  is 
advantageous  to  choose  compositions  for  use  in 
forming  both  the  firmly  adherent  conductors  50  and 
the  controllably  .adherent  conductors  60  that  can  be 
processed  in  the  same  way.  When  this  is  done,  the 
drying  and  firing  of  the  composition  used  to  form 
controllably  adherent  conductors  60  are  carried  out 
in  the  same  manner  as  described  previously  for  the 
firmly  adherent  conductors  50  as  discussed  with 
reference  to  Figure  10.  The  controllably  adherent 
conductors  60  are  formed  to  extend  between  the 
firmly  adherent  conductors  50  and  where  the  exter- 
nal  contacts  30  of  the  electrical  modules  20  are  to 
be  positioned. 

Special  compositions  are  used  to  form  control- 
lably  adherent  conductors  60  to  provide  the  de- 
sired  controllable  adherent  properties  and  to  be 
compatible  for  use  with  firmly  adherent  conductors 
50. 

Several  compositions  are  presently  of  particular 
interest  for  use  to  form  controllably  adherent  con- 
ductors  60  of  the  kind  described.  These  composi- 
tions  have  the  advantage  that  they  have  the  de- 
sired  compatibility  with  firmly  adherent  conductors 
50. 

The  first  composition,  which  is  preferred  for 
some  applications,  includes  by  weight  about  88.5 
percent  of  a  conductor,  about  10  percent  of  a 
suitable  screening  agent,  and  about  1  .5  percent  of 
a  binder.  The  conductor  is  finely  divided  copper 
powder  with  an  average  particle  size  of  between  1 
and  2  microns.  The  specific  screening  agent  is  a 
mixture  of  about  90  percent  by  weight  of  a  solvent, 
typically  TEXANOL™  (believed  to  be  2,2,4 
Trimethyl  1,3  Pentanedio  Monoisobutyrate),  and 
the  remainder  of  a  resin,  typically  ethyl  cellulose 
grade  N-50,  both  of  which  are  available  commer- 
cially.  The  binder  consists  essentially  of  bismuth 
oxide  (Bi203)  which  serves  to  promote  both  adhe- 
sion  of  the  layer  of  controllably  adherent  conductor 
60  to  the  support  member  40  during  processing 
and  cohesion  of  the  copper  particles  after  firing. 

Too  large  an  amount  of  the  binder  undesirably 
increases  adhesion  to  the  support  member  40  and 
makes  it  difficult  for  the  controllably  adherent  con- 
ductors  60  to  lift  off  the  top  surface  42  of  the 
support  member  40  to  accommodate  mechanical 
stresses.  Too  little  of  the  binder  results  in  nonad- 
herence  'immediately  after  firing,  preventing  any 
subsequent  processing.  Typically,  the  binder 
should  be  at  least  0.05  percent  and  no  more  than 
5.0  percent  of  the  composition,  although  if  the 
binder  is  chosen  to  be  one  largely  lost  during 
firing,  or  is  not  a  very  effective  adhesion  promoter, 
larger  amounts  initially  may  be  feasible.  The  appro- 

priate  limits  can  be  expected  to  be  dependent  on 
the  characteristics  of  the  metal  powder  employed. 

The  screening  agent  should  be  chosen  to  facili- 
tate  the  screen  printing,  and  various  other  agents 

5  should  be  suitable.  Moreover,  the  fraction  of  the 
solvent  in  the  screening  agent  typically  is  between 
85  and  98  percent. 

A  second  composition,  which  is  also  found 
particularly  useful,  differs  only  in  the  composition  of 

io  the  binder,  which  now  consists  essentially  of  equal 
parts  by  weight  of  bismuth  oxide  and  cuprous 
oxide,  milled  together.  Here  the  cuprous  oxide  ap- 
pears  to  serve  primarily  to  promote  adhesion. 

Another  composition  that  proved  useful  includ- 
75  ed  by  weight  about  89  percent  powdered  copper, 

about  one  percent  of  a  frit  as  the  binder,  and  about 
10  percent  of  the  screening  agent  described  above 
in  which  the  frit  included  by  weight  about  70.0 
percent  bismuth  oxide  (Bi203),  15.6  percent  lead 

20  oxide  (PbO>,  4.5  percent  lead  fluoride  (PbF2),  6.6 
percent  silicon  dioxide  (Si02),  0.6  percent  alumi- 
num  oxide  (AI2O3),  and  2.7  percent  boron  oxide 
(B203). 

The  components  of  this  frit  by  weight  could  be 
25  varied  with  the  Bi203  between  0-73  percent,  the 

PbO  between  15-60  percent,  the  PbF2  between  4- 
12  percent,  the  Si02  between  5-25  percent  and  the 
AI2O3  between  0.5-2.5  percent  and  the  B203  be- 
tween  2-1  0  percent.  This  frit  can  be  also  viewed  as 

30  a  mixture  of  bismuth  oxide  (0-70  percent)  and  the 
remainder  a  frit  of  the  following  composition  by 
weight,  50-65  percent  PbO,  5-15  percent  PbF2,  20- 
30  percent  Si02,  0-5  percent  Al203,  and  5-15  per- 
cent  B2O3  with  a  typical  composition  of  this  frit 

35  being  by  weight  55.4  percent  PbO,  9.4  percent 
PbF2,  23.5  percent  Si02,  2.1  percent  Al203  and  9.6 
percent  B203. 

Two  other  compositions  that  proved  successful 
included  by  weight  89.25  and  89.5  percent  copper 

40  powder,  respectively,  10  percent  of  the  screening 
agent  described  earlier  and  the  balance  a  frit  that 
included  by  weight  60-75  percent  PbO,  10-25  per- 
cent  Si02,  5-30  percent  B203  and  0-10  percent 
Al203.  One  embodiment  which  proved  successful 

45  included  a  glass  frit  approximately  by  weight  66.6 
percent  PbO,  22.4  percent  Si02,  8.7  percent  B203 
and  2.3  percent  AI2O3. 

These  examples  demonstrate  the  wide  range 
of  mixtures  that  can  be  used  as  the  binder  in  the 

50  compositions  to  achieve  the  controllably  adherent 
conductor  60  needed. 

In  general,  the  compositions  especially  useful 
for  forming  controllably  adherent  conductors  60 
comprise  between  75  and  92  percent  finely  divided 

55  copper  powder,  with  an  average  particle  size  of 
between  about  0.5  and  5.0  microns,  7.5  to  20 
percent  of  a  screening  agent,  and  the  remainder 
essentially  of  a  binder  to  promote  adequate  cohe- 

5 
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sion  and  controllable  adhesion  of  the  kind  de- 
scribed.  In  a  preferred  range,  the  copper  has  an 
average  particle  size  between  1  and  2  microns  and 
comprises  between  85  and  90  percent  of  the  mix- 
ture. 

A  variety  of  other  compositions  should  be  suit- 
able  including  some  that  use  other  kinds  of  con- 
ductive  particles,  such  as  silver,  palladium,  nickel, 
platinum  and  gold  and/or  alloys  thereof.  Moreover, 
in  some  instances,  it  may  prove  advantageous  to 
include  a  surfactant  to  improve  wetting.  The  com- 
position  should  result  in  controllably  adherent  con- 
ductive  layers  having  characteristics  compatible 
with  those  of  the  firmly  adherent  conductive  layers. 

Next,  optionally  there  may  be  printed,  dried 
and  fired  other  layers  that  serve  special  roles,  such 
as  thick  film  resistors.  In  some  instances,  in  order 
to  provide  different  values  of  thick  film  resistors, 
two  or  more  resistive  compositions  are  included 
that  require  separate  processing.  This  step  may  be 
repeated  as  needed  to  deposit  all  such  thick  film 
resistors. 

Finally,  as  indicated  in  Figure  8,  the  electrical 
module  20  of  the  pcb  assembly  10  is  electrically 
connected  to  the  controllably  adherent  conductors 
60. 

Typically,  this  first  includes  printing  solder  dots 
on  the  ends  60a  of  controllably  adherent  conduc- 
tors  60  where  such  ends  60a  are  to  be  attached  to 
the  external  contacts'  30  of  the  electrical  module 
20.  This  can  be  done  in  conventional  fashion.  Ad- 
vantageously,  the  solder  paste  used  to  form  the 
solder  dots  comprises  a  25/75  tin-lead  solder.  After 
the  solder  paste  is  deposited,  the  electrical  module 
20  is  appropriately  positioned  to  have  its  external 
contacts  30  aligned  with  the  solder  dots.  Then  the 
pcb  assembly  10  is  heated  to  a  temperature  to 
melt  and  reflow  the  solder  and  then  cooled  to 
solidify  resulting  solder  joints  32  between  the  exter- 
nal  contacts  30  and  the  ends  60a  of  controllably 
adherent  conductors  60. 

It  should  be  apparent  that  it  would  be  feasible, 
if  desired,  to  print  or  form  the  controllably  adherent 
conductors  60  before  printing  or  forming  the  firmly 
adherent  conductors  50. 

In  some  instances,  it  may  be  feasible  to  use  a 
single  furnace  operation  to  form  both  patterns  of 
conductors  simultaneously. 

When  the  pcb  assembly  10  thus  prepared  is 
placed  in  operation  and  subjected  to  sufficiently 
high  stresses,  these  stresses  are  absorbed  by  the 
controllably  adherent  conductors  60,  which  lose 
their  adhesion  to  the  support  member  40  and  then 
are  free  to  move  along  and/or  lift  off  the  top  surface 
42  of  the  subject  matter  40. 

In  an  embodiment  of  pcb  assembly  10  in  ac- 
cordance  with  the  invention:  the  external  contacts 
30  of  electrical  module  20  are  made  of  silver  and 

each  has  a  height  in  the  range  of  0.018  to  0.076 
mm  (0.0007  to  0.003  inches)  and  a  diameter  of 
about  0.153  mm  (0.006  inches);  the  electrical  mod- 
ule  20  is  square  in  shape  and  has  dimensions  in 

5  the  range  of  4.57  to  7.62  mm  (0.180  to  0.3  inches); 
and  the  solder  joints  32  are  formed  using  a  25/75 
tin  lead  solder;  each  of  controllably  adherent  con- 
ductors  60  has  a  width  of  0.127  to  0.254  mm 
(0.005  to  0.01  inches),  a  length  of  1.02  to  3.81  mm 

io  (0.04  to  0.150  inches)  and  a  thickness  of  0.008  to 
0.02  mm  (0.0003  to  0.0008  inches).  Various  other 
parameters,  such  as  the  thickness  of  controllably 
adherent  conductors  60  in  the  range  of  0.008  to 
0.025  mm  (0.0003  to  0.001  inches),  are,  of  course, 

75  feasible. 
The  dimensions  of  the  controllably  adherent 

conductors  60  advantageously  are  designed  to  pro- 
vide  optimal  performance  of  their  function  with  a 
minimal  amount  of  conductor  material.  Various  con- 

20  ductor  configurations  are  feasible  and  typical  con- 
figurations  are  described  below. 

Referring  again  to  Figure  1,  in  one  presently 
preferred  design,  the  thermal  expansion  rate 
(change  in  length/unit  change  in  temperature)  of 

25  dimension  A  to  D  along  the  controllably  adherent 
conductors  60  and  the  electrical  module  (chip)  20 
is  equal  to  that  of  the  dimension  of  E  to  F  along  the 
support  member  40.  The  rate  of  expansion  is  de- 
termined  by  the  thermal  expansion  coefficient  of 

30  the  type  of  material  and  the  length  of  material  that 
is  of  concern.  Thus,  if  the  rate  of  expansion  of 
distance  A  to  B,  B  to  C  and  C  to  D  are  added,  they 
become  that  of  A  to  D,  which  should  be  equal  to 
the  rate  of  expansion  of  E  to  F.'  For  a  given  pcb 

35  assembly  10,  the  dimension  B  to  C  is  fixed  by  the 
electrical  module  20  design.  However,  the  dimen- 
sions  A  to  B  and  C  to  D  can  be  made  of  any 
desirable  length.  By  adjusting  the  length  of  A  to  B 
and  C  to  D  (normally  these  would  be  equal),  the 

40  sums  of  the  rates  of  all  three  components  can  be 
made  equal  to  that  of  E  to  F.  One  pcb  assembly 
10,  which  was  built  on  an  alumina  substrate 
(support  member  40),  had  a  length  (A  to  B)  =  (C 
to  D)  =  11.18  mm  (0.44  inches)  and  used  an 

45  electrical  module  20  having  a  square  dimension  of 
7.21  mm  (0.284  inches)  (B  to  C). 

The  controllably  adherent  conductors  may  be 
formed  in  various  shapes  as  desired,  since  the 
shape,  while  important,  is  not  critical. 

so  Referring  now  to  Figure  2,  there  is  shown  a  top 
view  of  a  portion  of  pcb  assembly  10  which  shows 
the  controllably  adherent  conductors  60  as  straight. 

Referring  now  to  Figure  3,  there  is  shown  a  top 
view  of  controllably  adherent  conductors  603  which 

55  have  an  S-shaped  bend  to  reduce  stress  at  the 
joint  between  a  controllably  adherent  conductor 
603  and  a  firmly  adherent  conductor  503.  Conduc- 
tors  503  and  603  are  the  same  kind  of  conductors 

6 
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as  conductors  50  and  60,  of  Figure  1  except  for  the 
bend  in  each  controllably  adherent  conductor  603. 

Referring  now  to  Figure  4,  there  is  shown  a  top 
view  of  a  printed  circuit  board  (pcb)  assembly  104. 
Pcb  assembly  104  is  similar  to  pcb  assembly  10  of 
Figure  1,  and  all  corresponding  parts  thereof  have 
the  same  reference  number  with  a  "4"  added 
thereafter.  One  end  of  each  of  firmly  adherent 
conductors  504  mechanically  and  electrically  con- 
tacts  a  bonding  (contact)  pad  52  which  firmly  ad- 
heres  to  top  surface  424  of  support  member  404. 
Controllably  adherent  conductors  604  are  straight. 
Each  of  controllably  adherent  conductors  604  is 
shown  having  two  parallel  fingers.  This  configura- 
tion  is  useful  for  testing,  but  a  single  finger  conduc- 
tor  604  is  typically  preferable.  It  is  to  be  noted  that 
the  firmly  adherent  conductors  504  can  be  elimi- 
nated  with  controllably  adherent  conductors  604 
then  being  connected  directly  to  bonding  pads  52. 
Still  further,  bonding  pads  52  can  be  modified  in 
shape  and  size  and  brought  out  to  an  edge  of 
support  member  404  to  serve  as  the  male  portion 
of  a  connector  assembly  (not  shown)  that  is  adapt- 
ed  to  plug  into  a  female  portion  (not  shown)  of  the 
connector  assembly. 

Referring  now  to  Figure  5,  there  is  shown  a  top 
view  of  a  printed  circuit  board  assembly  105.  Pcb 
assembly  105  is  similar  to  pcb  assembly  10  in 
Figure  1  and  all  corresponding  parts  thereof  have 
the  same  reference  number  with  a  "5"  added 
thereafter.  Pcb  assembly  105  is  also  similar  to  pcb 
assembly  104  of  Figure  4  except  that  controllably 
adherent  conductors  605  are  S-shaped  and  are 
connected  to  firmly  adherent  conductors  505  which 
are  connected  to  bonding  (contact)  pads  525.  An 
electrical  module  to  which  controllably  adherent 
conductors  605  are  connected  is  not  shown. 

Referring  now  to  Figure  6,  there  is  shown  a  top 
view  of  a  printed  circuit  board  assembly  106.  Pcb 
assembly  106  is  similar  to  pcb  assembly  10  of 
Figure  1  and  all  corresponding  parts  thereof  have 
the  same  reference  number  with  a  "6"  added 
thereafter.  Pcb  assembly  106  is  also  similar  to  pcb 
assembly  105  of  Figure  5  except  that  the  control- 
lably  adherent  conductors  606  are  angled  with  re- 
spect  to  the  electrical  module  (chip)  (not  shown) 
they  contact.  Printed  circuit  board  assembly  106 
allows  the  chip  to  rotate  so  as  to  relieve  stress 
where  the  chip  is  soldered  to  controllabiy  adherent 
conductors  606. 

Referring  now  to  Figure  7,  there  is  shown  a  top 
view  of  a  printed  circuit  assembly  107.  Pcb  assem- 
bly  107  is  very  similar  to  pcb  assembly  10  of 
Figure  1  and  to  pcb  assembly  104  of  Figure  4 
except  the  corresponding  parts  thereof  have  a  "7" 
added  to  the  last  digit  of  the  reference  number.  In 
this  case,  there  is  no  provision  for  the  rotation  of 
the  electrical  module  (chip)  (not  shown)  to  accom- 

modate  movement  in  the  positions  of  its  external 
contacts  (not  shown)  and  the  solder  joints  (not 
shown).  Instead,  the  length  of  the  pairs  of  control- 
lably  adherent  conductors  607  are  chosen  so  that 

5  over  a  preselected  operating  temperature  range, 
the  changes  in  position  of  their  first  ends  are  such 
as  to  compensate  for  the  changes  in  position  of  the 
external  contacts  (not  shown).  As  a  result,  stresses 
on  the  solder  joints  are  significantly  limited  and  the 

10  reliability  of  pcb  assembly  107  is  significantly  in- 
creased. 

It  should  be  apparent  that  the  invention  is 
largely  independent  of  the  specific  nature  of  the 
electrical  module  connected  into  the  printed  circuit. 

;5  It  could  be  simply  any  circuit  component  as  listed 
above  that  has  contacts  on  one  surface  by  which 
the  circuit  component  is  to  be  connected.  It  may 
also  be  a  connector  whose  various  pins  are  to  be 
connected  to  ends  of  the  controllably  adherent 

20  conductors. 
Additionally,  as  was  mentioned  earlier,  the  term 

"printed  circuit  board"  can  encompass  a  wide  vari- 
ety  of  forms  since  the  nature  of  the  substrate  on 
which  the  controllably  adherent  conductors  are  de- 

25  posited  need  only  be  compatible  with  the  desired 
controllable  adhesion  of  the  conductive  layer  de- 
posited. 

In  particular,  the  substrate  or  support  member 
may  even  be  a  semiconductor  wafer  on  which  are 

30  deposited  controllably  adherent  conductors  for  con- 
necting  components  therein.  Additionally,  the  sub- 
strate  or  support  member  may  be  a  first  semicon- 
ductor  chip  on  top  of  which  is  connected  a  second 
semiconductor  chip  by  way  of  controllably  adher- 

35  ent  conductors  which  are  free  to  move  on  and/or 
away  from  a  surface  of  the  first  chip. 

Moreover,  the  invention  may  be  feasible  with 
superconductive  circuits  in  which  either  the  control- 
lably  adherent  or  firmly  adherent  conductors  are 

40  superconductors. 
Similarly,  it  should  be  apparent  that  the  spe- 

cific  nature  of  the  circuit  board  that  serves  as  the 
substrate  or  support  member  is  not  critical.  In 
particular,  the  circuit  board  need  not  be  rigid  but 

45  may  be  of  a  flexible  kind.  Also,  it  need  not  be 
ceramic  but  may  be  of  any  suitable  composition 
that  is  compatible  with  controlled  adhesion. 

In  some  instances,  it  may  prove  desirable  to 
provide  a  resilient  coating  over  the  surface  of  the 

50  electrical  module  including  its  contacts,  to  cushion 
any  movement  of  the  electrical  module.  In  other 
instances,  particularly  when  an  electrical  module  is 
of  relatively  large  mass,  it  may  be  desirable  to 
restrain  its  movement. 

55  Referring  now  to  Figure  9,  there  is  shown  a 
-  cross-sectional  view  of  a  portion  of  a  printed  circuit 

board  assembly  109  that  is  very  similar  to  pcb 
assembly  10  of  Figure  1  and  the  corresponding 
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parts  thereof  have  a  "9"  added  to  the  last  digit  of 
the  reference  number.  Pcb  assembly  109  has  an 
electrical  module  209  which  has  a  plurality  of  exter- 
nal  contacts  (bumps)  309  and  has  an  essentially 
centrally  located  contact  (bump)  90  which  is  sol- 
dered  via  a  solder  joint  329  to  a  firmly  adherent 
conductive  contact  region  (bonding  pad  529)  on  the 
top  surface  429  of  the  support  member  409.  This 
results  in  the  centre  portion  of  electrical  module 
209  being  essentially  fixed  to  the  top  surface  429 
of  support  member  409.  Portions  of  electrical  mod- 
ule  209  other  than  the  centre  portion  thereof  are 
free  to  move  to  relieve  stress  as  are  controllably 
adherent  conductors  609. 

A  passage  92  (shown  in  dashed  lines)  can  be 
formed  through  support  member  409  and  a  con- 
ductor  94  can  be  passed  therethrough  to  an  op- 
posite  surface  96  of  support  member  409.  A  firmly 
adherent  conductor  98  (shown  in  dashed  lines)  is 
attached  to  one  end  of  conductor  94  which  has  a 
second  end  attached  to  bonding  pad  529.  Thus 
support  member  409  can  be  used  as  a  double 
(two)  sided  printed  circuit  board.  A  central  portion 
of  support  member  409,  the  portion  shown  as 
having  centrally  located  contact  90,  could  have 
centrally  located  contact  90  deleted  and  could  be 
instead  adhesively  attached  to  the  top  surface  429 
by  a  heat  conducting  and  electrically  non-conduct- 
ing  epoxy  or  other  material  or  compound  (all  not 
shown)  to  help  conduct  heat  away  from  electrical 
module  209.  This  added  heat  dissipation  mecha- 
nism  allows  for  the  use  of  larger  chips  with  asso- 
ciated  higher  power  dissipation  than  might  be  oth- 
erwise  possible.  In  some  instances  the  epoxy  could 
be  electrically  conductive  and  could  be  used  to 
bring  electrical  signals  and/or  power  to  the  elec- 
trical  module  209.  A  plurality  of  contacts,  each  like 
centrally  located  contact  90,  could  be  substituted 
for  centrally  located  contact  90.  These  substituted 
contacts  would  be  attached  to  central  portions  of 
electrical  module  209  and  would  serve  to  enhance 
the  mechanical  integrity  of  pcb  assembly  109  dur- 
ing  vibration  of  same.  The  substituted  contacts 
could  also  serve  to  bring  electrical  signals  and/or 
power  to  electrical  module  209. 

It  should  also  be  apparent  that  the  printed 
circuit  board  may  support  one  or  more  electrical 
modules  with  some  free  to  move  on  the  circuit 
board  in  the  manner  discussed  and  with  others  that 
are  fixed  in  place  in  conventional  fashion. 

Referring  now  to  Figure  11,  there  is  a  cross 
sectional  view  of  a  portion  of  a  printed  circuit  board 
assembly  1011.  Pcb  assembly  1011  is  essentially 
the  same  as  pcb  assembly  10  of  Figure  1  except 
that  it  comprises  a  second  electrical  module  20a 
that  is  attached  (soldered)  via  external  contacts  (for 
example,  silver  bumps)  30a  by  soldered  joints  32a 
to  portions  50b  of  firmly  adherent  conductors  50. 

Such  attachment  is  typically  used  when  electrical 
module  20a  is  sufficiently  heavy  such  that  if  it  were 
attached  to  controllably  adherent  conductors  60  it 
could  endanger  the  integrity  of  the  •controllably 

5  adherent  conductors  60  and  cause  them  to  crack 
and/or  break.  The  components  of  pcb  assembly 
1011  which  are  very  similar  or  identical  to  those  of 
pcb  assembly  10  of  Figure  1  have  the  same  refer- 
ence  number.  Electrical  modules  20a  advanta- 

70  geously  are  fabricated  from  materials  which  have  a 
coefficient  of  thermal  expansion  which  is  close  to 
that  of  support  member  40  and  therefore  solder 
joints  30a  will  experience  little  stress  as  a  result  of 
thermal  changes.  Typically,  thick  or  thin  film  resis- 

75  tors  printed  on  a  circuit  board  would  be  connected 
to  firmly  adherent  conductors  50  as  would  a  chip 
that  is  to  be  wire  bonded  to  the  circuit  board. 

If  one  composition  is  used  to  form  all  conduc- 
tors,  differences  in  adhesion  to  the  circuit  board 

20  can  be  achieved  by  modifying  portions  of  substrate 
on  a  microscopic  scale  to  alter  adhesion  whereas 
other  portions  of  the  circuit  board  are  left  in  the 
normal  state.  Another  technique  which  uses  one 
composition  to  form  both  firmly  adherent  and  con- 

25  trollably  adherent  conductors  on  a  common  circuit 
board  is  described  below. 

Referring  now  to  Figure  12,  there  is  shown  a 
cross  sectional  view  of  a  portion  of  a  printed  circuit 
board  assembly  1012  in  accordance  with  a  further 

30  embodiment  of  the  present  invention.  The  pcb  as- 
sembly  1012  comprises  electrical  modules  2012 
and  2014  and  a  support  member  (circuit  board, 
substrate)  4012  having  an  insulative  top  surface 
4212  on  which  are  printed  (formed)  conductors 

35  1014  having  portions  1014a  which  are  separated 
from  top  surface  4212  by  an  inhibitor  layer  1016 
and  having  portions  1014b  which  make  direct  con- 
tact  with  top  surface  4212.  The  portions  1014a  of 
conductors  1014  where  the  inhibitor  layer  1016  lies 

40  intermediate  between  top  surface  4212  and  the 
conductors  1014  are  controllably  adherent.  The 
portions  1014b  of  conductors  1014  where  the  con- 
ductor  1014  is  in  intimate  contact  with  the  top 
surface  4212  are  firmly  adherent. 

45  The  electrical  module  2012  has  external  con- 
tacts  3012  thereof  (which  are  attached  to  a  bottom 
surface  3412  of  module  2012)  bonded,  typically  by 
solder  joints  3212,  to  the  portions  1014a  of  conduc- 
tors  1014.  As  a  result,  the  portions  1014a  of  con- 

50  ductors  1014  are  controllably  adherent  and  are 
able  to  move  along  and/or  lift  off  top  surface  4212 
of  the  support  member  4012  as  needed  to  relieve 
mechanical  stresses  on  the  solder  joints  3212. 

The  electrical  module  2014  has  external  con- 
55  tacts  31  thereof  (which  are  attached  to  a  lower 

surface  33  thereof)  bonded,  typically  by  solder 
joints  35  to  (firmly  adherent)  portions  1014b  of 
conductors  1014.  Electrical  module  2014  is  typi- 

8 
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:ally  attached  to  (firmly  adherent)  portions  1014b 
3f  conductors  1014  because  in  some  cases  it  is 
sufficiently  heavy  such  that  if  attached  to  portions 
1014a  it  could  endanger  the  integrity  of  portions 
1014b  of  conductors  1014  and  cause  same  to 
;rack  and/or  break. 

In  a  typical  embodiment  the  electrical  module 
2012  comprises  an  integrated  circuit  formed  in  a 
silicon  chip  of  the  flip  chip  or  surface  mount  type, 
suitably  covered  by  an  insulating  material  (not 
shown)  and  having  a  plurality  of  external  contacts 
3012  (for  example,  silver  bumps)  on  the  lower 
surface  3412  thereof.  These  external  contacts  3012 
are  connected  to  electrodes  (not  shown)  of  various 
;ircuit  elements  (not  shown)  of  the  electrical  mod- 
jle  2012.  The  electrical  module  2012  may  take 
various  other  forms  as  previously  mentioned.  It  is 
io  be  noted  that  for  illustrative  purposes  only  one 
3lectrical  module  2012  is  shown.  Typically  a  print- 
3d  circuit  board  assembly  1012  contains  a  plurality 
of  electrical  modules  2012  and  2014  of  different 
types.  It  may,  however,  contain  just  one  or  more  of 
electrical  modules  2012. 

The  conductive  pattern  formed  by  the  conduc- 
tors  1014  and  the  electrical  modules  2012  and 
2014  form  an  electrical  circuit  of  the  printed  circuit 
board  assembly  1012.  The  conductors  1014  are 
typically  formed  by  depositing  a  patterned  layer  of 
a  suitable  ink  or  paste  that,  after  firing",  provides  a 
conductive  pattern.  Such  conductors  1014  may  in- 
clude  copper,  nickel,  silver,  palladium,  platinum 
and  gold  and/or  alloys  thereof  and/or  other  suitable 
metals  and/or  compounds  to  make  them  conduc- 
tive. 

In  a  preferred  embodiment,  the  conductive  lay- 
er  was  formed  by  the  use  of  Dupont  9161,  pre- 
viously  described,  which  comprises  essentially 
finely  divided  copper  particles,  a  screening  agent 
and  adhesion  promoters. 

Each  external  contact  3012  of  electrical  module 
2012  is  typically  connected  to  one  part  of  a  portion 
1014a  of  a  conductor  1014  by  means  of  a  bond, 
such  as  a  solder  joint  3212.  All  of  the  solder  joints 
3212  and  35  between  both  electrical  modules  2012 
and  2014  and  the  conductors  1014  could  be 
formed  in  various  other  ways,  including  use  of  a 
conductive  adhesive  epoxy  or  other  conductive  ad- 
hesive  material,  or  could  be  welds. 

In  accordance  with  the  invention,  the  various 
materials  involved  are  chosen  such  that  mechanical 
stresses  on  the  solder  joints  3212  are  significantly 
relieved  by  the  ability  of  the  solder  joints  3212  to 
move  relative  to  the  support  member  4012.  The 
relative  motion  can  be  achieved  in  two  basic  fash- 
ions. 

In  the  first,  the  portions  1014a  of  conductors 
1014  remain  intimately  bonded  (attached)  to  por- 
tions  of  the  inhibitor  layer  1016  therebelow  and 

together  they  move  along  and/or  ntt  ott  support 
member  4012.  This  approach  has  the  potential  of 
increasing  the  mechanical  strength  of  the  compos- 
ite  layer  portions. 

5  In  the  other  approach,  the  portions  of  the  in- 
hibitor  layer  1016  under  portions  1014a  of  conduc- 
tors  1014  remain  in  place  intimately  bonded  to  the 
support  member  4012  while  the  portions  1014a  of 
the  conductors  1014  are  free  to  move  along  or  lift 

to  off  the  inhibitor  layer  1016. 
A  conductive  layer  printed  on  a  circuit  board 

depends  for  its  adhesion  to  the  circuit  board  on  a 
reaction  between  the  surface  of  the  board  and  the 
ingredients  in  the  composition  (for  example,  ink) 

15  used  to  print  the  conductive  layer.  For  controlled 
adhesion  of  the  kind  desired,  it  is  necessary  to 
partially  stifle  this  reaction  so  that  the  layer  can 
separate  from  the  circuit  board  in  response  to 
mechanical  stress. 

jo  When  the  ink  being  used  to  print  a  conductive 
layer  includes  adhesion  promoters  that  react  and 
insure  firm  adhesion  where  applied  directly  to  a 
substrate,  such  as  the  surface  of  a  printed  circuit 
board,  an  inhibitor  layer  must  serve  to  restrain  such 

25  reaction. 
There  are  several  possible  approaches  to  pro- 

viding  such  an  inhibitor  layer. 
A  first  approach  is  to  use  an  inhibitor  layer  that 

essentially  includes  only  an  organic  vehicle  that 
30  has  poor  burn-out  characteristics  under  the  firing 

conditions  used,  such  as  the  case  where  a  nitrogen 
atmosphere  is  used  for  firing  a  conductive  layer 
(for  example,  copper),  so  that  little  reaction  is  cre- 
ated  with  the  substrate  for  promoting  adhesion 

35  because  excessive  organics  render  the  binders  in 
the  ink  ineffective. 

A  second  approach  involves  using  as  the  in- 
hibitor  layer  a  film  including  essentially  only  an 
organic  vehicle  that  has  excellent  burn-out  to  less- 

40  en  a  chance  of  reaction  between  the  adhesive 
promoters  and  the  substrate.  This  approach  is  suit- 
able  in  cases  where  no  residual  organics  on  the 
substrate  are  tolerable. 

A  third  approach  is  to  form  the  inhibitor  layer 
45  by  a  composition  that  consists  essentially  of  a 

finely  divided  refractory  material  (for  example,  alu- 
mina)  suspended  in  an  organic  medium. 

A  fourth  and  presently  preferred  approach  is  to 
form  the  inhibitor  layer  by  a  composition  that  has  a 

so  finely  divided  refractory  material  and  a  glass  frit 
suspended  in  an  organic  medium.  As  mentioned 
earlier,  the  glass  frit  is  chosen  to  soften  and  wet 
both  the  surface  of  the  circuit  board  and  the  refrac- 
tory  material,  typically  alumina,  at  a  temperature 

55  below  the  firing  temperatures.  This  promotes  bond- 
ing  among  the  refractory  particles  and  between  the 
refractory  particles  and  the  surface  of  the  circuit 
board.  The  refractory  material,  preferably  an  oxide 
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sucn  as  alumina,  should  have  negligible  reaction 
with  the  conductive  layer  to  be  deposited  over  the 
inhibitor  layer. 

In  a  specific  embodiment  of  the  invention  in 
accordance  with  the  last  approach,  the  inhibitor 
layer  1016  was  formed  by  printing  a  composition 
comprising  by  weight  essentially  about  80  percent 
a  screening  agent,  about  10  percent  a  glass  frit  and 
about  10  percent  alumina  (AI2O3).  Moreover  the 
glass  frit  consisted  by  weight  essentially  of  about 
66.6  percent  lead  oxide  (PbO),  22.4  percent  silicon 
dioxide  (Si02),  8.7  percent  boron  trioxide  (B2O3) 
and  2.3  percent  alumina  (AI2O3). 

Other  suitable  compositions  for  use  in  printing 
the  inhibitor  layer  1016  included  by  weight:  about 
50  percent  screening  agent,  17  percent  glass  frit, 
and  33  percent  alumina;  and  about  40  percent 
screening  agent,  about  20  percent  glass  frit  and 
about  40  percent  alumina. 

In  these  compositions  the  screening  agent 
used  comprised  by  weight  about  25  percent  of  a 
resin,  typically  Elvacite  2046,  a  product  of  E.  I. 
Dupont  de  Nemours  Inc.  dissolved  in  a  solvent, 
such  as  TEXANOL™,  a  product  that  has  been 
previously  described,  and  the  glass  frit  used  com- 
prised  by  weight  between  60-75  percent  PbO,  10- 
25  percent  Si02,  5-30  percent  B203  and  0-10 
percent  AI2Os.  Various  glass  frit  compositions  other 
than  the  specific  composition  described  can  be 
used  consistent  with  the  requirements  mentioned 
above.  Alternatively,  certain  oxides,  such  as  bis- 
muth  oxide  (Bi203>,  which  serve  essentially  the 
same  function  as  the  glass  frit,  can  be  substituted 
for  the  glass  frit.  These  certain  oxides  are  denoted 
as  "oxide  binders". 

The  thickness  of  the  inhibitor  layer  1016  is 
desirably  as  thin  as  can  be  printed  reliably  to 
minimize  topographical  changes  in  the  conductors 
1014.  The  surface  area  of  the  inhibitor  layer  1016 
s  sufficient  to  encompass  the  regions  desired  for 
controlled  adhesion  but  need  not  necessarily  be 
satterned  to  be  congruent  in  width  and  length  with 
he  conductive  layer.  The  thickness  of  the  inhibitor 
ayer  1016  is  typically  in  the  range  of  0.0025  to 
D.025  mm  (0.0001  to  0.001  inches)  with  a  preferred 
•ange  of  0.005  to  0.013  mm  (0.0002  to  0.0005 
nches).  A  blanket  inhibitor  layer  1016  could  be 
jsed  instead  of  separated  inhibitor  layers  for  each 
jortion  1014a  of  the  conductors  1014  which  are  to 
)e  characterized  by  controlled  adhesion.  The  thick- 
less  of  the  conductors  1014  is  typically  in  the 
ange  of  0.0076  to  0.025  mm  (0.0003  to  0.001 
nches)  with  a  preferred  range  of  0.01  to  0.02  mm 
0.0004  to  0.0008  inches).  Generally,  the  thickness 
)f  the  inhibitor  layer  1016  after  firing  can  be  con- 
rolled  both  by  the  thickness  of  the  layer  printed 
ind  the  percentage  of  the  inorganic  solids  (the 
jlass  frit  and  the  refractory  materials)  in  the  com- 

position  printed.  Generally,  such  solids  should  be 
between  5  and  85  percent  by  weight  of  the  com- 
position.  The  degree  of  adhesion  is  determined 
primarily  by  the  ratio  of  the  amount  of  glass  frit  and 

5  the  amount  of  refractory  materials  in  the  composi- 
tion.  This  ratio  most  advantageously  is  in  the  range 
between  0.1  and  2.0. 

The  printed  patterns  can  be  formed  in  two 
basic  ways. 

10  The  presently  preferred  way  is  first  to  print  the 
composition  that  provides  the  inhibitor  layer  and 
merely  to  dry  this  layer  without  firing.  Then  there  is 
printed  and  dried  the  composition  that  provides  the 
conductive  layer.  The  resultant  is  then  heated  for 

75  firing  both  layers  in  the  same  heating  cycle.  The 
heating  cycle  used  is  that  recommended  by  the 
manufacturer  for  Dupont  9161  composition  and  ba- 
sically  is  that  previously  discussed  with  reference 
to  Figure  10. 

20  Alternatively,  depending  on  the  nature  of  the 
selected  conductor  and  inhibitor,  the  first  layer 
could  be  both  dried  and  fired  before  deposition  of 
the  second  layer. 

Examples  of  refractory  oxides  that  can  be  used 
25  instead  of  Al203  are  Si02,  Zr02  and  Ti02.  A  com- 

bination  of  any  of  these  four  refractory  oxides  could 
also  be  used. 

As  mentioned  previously,  other  refractory  ma- 
terials,  such  as  nitrides,  should  be  useful  in  place 

30  of  the  refractory  oxides  if  compatible  with  the  glass 
frit. 

Various  other  compositions  for  both  the  inhibi- 
tor  layer  and  the  conductive  layer  can  be  expected 
to  be  useful,  consistent  with  the  principles  set  forth 

35  including  particularly  various  other  screening 
agents  and  amounts  of  screening  agents. 

Moreover,  the  principles  of  controlled  adhesion 
that  have  been  discussed  above  in  the  context  of 
electrical  application  to  printed  circuit  board  tech- 

to  nology  are  not  limited  to  such  application.  The 
principles  can  be  extended  to  applications  in  which 
the  controllably  adherent  conductors  serve  primar- 
ily  mechanical  rather  than  primarily  electrical  roles. 
The  principles  can  be  further  extended  to  applica- 

f5  tions  in  which  non-electrically  conductive  members 
(runners),  which  have  essentially  the  same  con- 
trolled  adhesion  as  the  controllably  adherent  con- 
ductors,  are  used  in  mechanical  roles. 

;o 
Claims 

1.  A  printed  circuit  board  assembly  (10)  com- 
prising  a  support  member  (40)  having  an  insulative 

:5  top  surface  (42);  a  plurality  of  firmly  adherent  con- 
ductors  (50)  firmly  secured  to  the  top  surface  of 
the  support  member;  and  at  least  one  electrical 
module  (20)  having  external  contacts  (30);  charac- 

0 
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terised  by  a  plurality  of  controllably  adherent  con- 
ductors  (60)  each  having  a  first  end  (60b)  in  elec- 
trical  contact  with  a  corresponding  firmly  adherent 
conductor  and  a  second  end  (60a)  in  electrical 
contact  with  a  corresponding  external  contact  on 
the  electrical  module,  the  intermediate  portion  of 
each  controllably  adherent  conductor  between  its 
first  and  second  ends  being  movable  to  relieve 
stresses. 

2.  A  printed  circuit  board  assembly  as  claimed 
in  Claim  1,  wherein  the  second  end  (60a)  of  each 
controllably  adherent  conductor  (60)  is  also  mov- 
able  to  relieve  stresses. 

3.  A  printed  circuit  board  assembly  as  claimed 
in  Claim  1  or  Claim  2,  wherein  each  of  the  control- 
lably  adherent  conductors  (60)  can  lift  off  from  the 
top  surface  (42)  of  the  support  member  (40)  when 
the  printed  circuit  board  assembly  is  exposed  to 
stresses. 

4.  A  printed  circuit  board  assembly  (104)  as 
claimed  in  any  one  of  Claims  1  to  3,  wherein  each 
of  the  controllably  adherent  conductors  (60,604)  is 
straight  in  the  absence  of  stress. 

5.  A  printed  circuit  board  assembly  (105)  as 
claimed  in  any  one  of  Claims  1  to  3,  wherein  each 
of  the  controllably  adherent  conductors  (603,605)  is 
S-shaped  in  the  absence  of  stress. 

6.  A  printed  circuit  board  assembly  as  claimed 
in  any  one  of  Claims  1  to  5,  wherein  the  external 
contacts  (30)  of  the  electrical  module  (20)  are  sol- 
dered  to  the  second  ends  (60a)  of  the  controllably 
adherent  conductors  (60). 

7.  A  printed  circuit  board  assembly  (104)  as 
claimed  in  any  one  of  Claims  1  to  6,  wherein  the 
firmly  adherent  conductors  are  solely  in  the  form  of 
contact  pads  (52). 

8.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  any  one  of  Claims  1  to  7,  wherein  each 
controllably  adherent  conductor  and  its  correspond- 
ing  firmly  adherent  conductor  are  integrally  formed 
in  one  piece  (1014). 

9.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  8,  comprising  an  inhibitor  layer 
(1016)  in  intimate  contact  with  the  top  surface 
(4212)  of  the  support  member  (4012),  wherein  each 
controllably  adherent  conductor  is  positioned  on 
the  inhibitor  layer. 

10.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  9,  wherein  the  inhibitor  layer 
(1016)  is  formed  from  a  composition  including  a 
screening  agent,  a  refractory  material,  and  a  glass 
frit. 

11.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  10,  wherein  the  ratio  by  weight  of 
the  glass  frit  to  the  refractory  material  is  between 
0.1  and  2.0. 

12.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  10  or  Claim  11,  wherein  the 

weight  of  the  glass  frit  and  the  refractory  material  is 
between  5  and  85  per  cent  of  the  weight  of  the 
composition. 

13.  A  printed  circuit  board  assembly  (1012)  as 
5  claimed  in  any  one  of  Claims  10  to  12,  wherein  the 

refractory  material  is  an  oxide. 
14.  A  printed  circuit  board  assembly  (1012)  as 

claimed  in  Claim  13,  wherein  the  refractory  material 
is  one  of  or  a  combination  of  AI2O3,  Si02,  Zr02 

10  and  Ti02. 
15.  A  printed  circuit  board  assembly  (1012)  as 

claimed  in  any  one  of  Claims  10  to  14,  wherein  the 
glass  frit  comprises  a  combination  of  oxides  taken 
from  the  group  consisting  of  PbO,  Si02,  B2O3,  and 

75  Al203. 
16.  A  printed  circuit  board  assembly  (1012)  as 

claimed  in  Claim  15,  wherein  the  glass  frit  by 
weight  essentially  comprises  60-75  percent  PbO, 
10-25  percent  Si02,  5-30  percent  B2O3,  and  0-10 

20  percent  AI2O3. 
17.  A  printed  circuit  board  assembly  (1012)  as 

claimed  in  Claim  16,  wherein  by  weight  the  glass 
frit  is  about  66.6  percent  PbO,  22.4  percent  Si02, 
8.7  percent  B2O3,  and  2.3  percent  AI2O3. 

25  18.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  13,  wherein  by  weight  the  com- 
position  is  essentially  about  10-20  percent  glass 
frit,  10-40  percent  alumina,  and  the  remainder  the 
screening  agent. 

30  19.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  18,  wherein  by  weight  the  com- 
position  is  essentially  about  10  percent  glass  frit, 
10  percent  alumina,  and  the  remainder  the  screen- 
ing  agent. 

35  20.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  18,  wherein  by  weight  the  com- 
position  is  essentially  about  17  percent  glass  frit, 
33  percent  alumina,  and  the  remainder  the  screen- 
ing  agent. 

40  21.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  18,  wherein  by  weight  the  com- 
position  is  essentially  about  20  percent  glass  frit, 
40  percent  alumina,  and  the  remainder  the  screen- 
ing  agent. 

45  22.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  any  one  of  Claims  9  to  21  ,  wherein  the 
inhibitor  layer  (1016)  has  a  thickness  in  the  range 
0.0025  to  0.025  mm. 

23.  A  printed  circuit  board  assembly  (1012)  as 
50  claimed  in  Claim  22,  wherein  the  inhibitor  layer 

(1016)  has  a  thickness  in  the  range  0.005  to  0.013 
mm.  - 

24.  A  printed  circuit  board  assembly  (1012)  as 
claimed  in  Claim  9,  wherein  the  inhibitor  layer 

55  (1016)  is  formed  from  a  composition  including  a 
screening  agent,  a  refractory  material,  and  an  oxide 
binder. 

25.  A  printed  circuit  board  assembly  (1012)  as 

11 



21 EP  0  355  965  A2 22 

claimed  in  Claim  24,  wherein  the  oxide  binder  is 
Bi203. 

26.  A  printed  circuit  board  assembly  as 
claimed  in  any  one  of  Claims  1  to  25,  wherein  the 
firmly  adherent  conductors  and/or  the  controllably 
adherent  conductors  are  a  metal  taken  from  the 
group  consisting  of  copper,  nickel,  silver,  pal- 
ladium,  platinum  and  gold  and/or  alloys  thereof. 

27.  A  printed  circuit  board  assembly  as 
claimed  in  any  one  of  Claims  1  to  26,  wherein  the 
dimensions  and  thermal  expansion  coefficients  of 
the  firmly  adherent  conductors  (50),  the  control- 
lably  adherent  conductors  (60),  the  support  mem- 
ber  (40),  and  the  electrical  module  (20)  are 
matched  such  that  bonds  between  the  external 
contacts  (30)  of  the  electrical  module  and  the  sec- 
ond  ends  (60a)  of  the  controllably  adherent  con- 
ductors  are  relatively  stress-free  over  an  operating 
temperature  range  to  which  the  printed  circuit 
board  assembly  is  subjected. 

28.  A  printed  circuit  board  assembly  as 
claimed  in  any  one  of  Claims  1  to  27,  wherein  the 
support  member  (40)  is  of  alumina  and  the  firmly 
adherent  conductors  (50)  and/or  the  controllably 
adherent  conductors  (60)  are  screen  printed  on  the 
support  member. 

29.  A  printed  circuit  board  assembly 
(1011,2012)  as  claimed  in  any  one  of  Claims  1  to 
28,  comprising  a  second  electrical  module 
(20a,2014)  having  external  contacts  (30a,31)  elec- 
trically  connected  to  the  firmly  adherent  conductors 
(50,1014b). 

30.  A  composition  for  use  as  an  inhibitor  layer 
(1016)  on  a  printed  circuit  board  assembly  (1014) 
as  claimed  in  any  one  of  Claims  9  to  25. 

31.  A  printed  circuit  board  for  use  in  a  printed 
circuit  board  assembly  as  claimed  in  any  one  of 
Claims  1  to  29. 

32.  A  method  of  forming  a  printed  circuit  board 
assembly  as  claimed  in  any  one  of  Claims  1  to  29. 

33.  A  method  as  claimed  in  Claim  32,  compris- 
ing  the  steps  of  printing  and  drying  on  a  support 
member  (4012)  a  patterned  layer  (1016)  of  a  first 
composition;  printing  and  drying  on  the  support 
member  a  patterned  layer  (1014)  of  a  second  com- 
position  including  portions  overlying  portions  of  the 
patterned  layer  of  first  composition;  firing  the  two 
patterned  layers  for  forming  on  the  support  mem- 
ber  a  first  pattern  of  firmly  adherent  conductors 
from  the  patterned  layer  of  the  second  composition 
in-  intimate  contact  with  the  support  member  and  a 
second  pattern  of  controllably  adherent  conductors 
where  portions  of  the  patterned  layer  of  the  second 
composition  overlie  portions  of  the  patterned  layer 
of  the  second  composition;  and  connecting  at  least 
one  electrical  module  (2012)  to  the  second  pattern 
of  controllably  adherent  conductors. 

34.  A  method  as  claimed  in  Claim  33,  wherein 

the  first  composition  comprises  essentially  a 
screening  layer,  glass  frit,  and  alumina;  and  the 
second  composition  comprises  essentially  a 
screening  agent,  a  metallic  powder,  and  adhesion 

5  promoters. 
35.  A  method  as  claimed  in  Claim  34,  wherein 

the  metallic  powder  is  copper  powder. 
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