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(54) GEAR MOUNTING STRUCTURE OF FISHING REEL

(57) A gear mounting structure (20, 220) includes a
worm shaft (21, 221), a gear (123, 223, 323), and an
elastic member (24, 224). The worm shaft (21, 221) in-
cludes a shaft body (25), on the outer surface of which
is formed intersecting spiral grooves (25a), and a gear
locking portion (126, 226, 326) with a non-circular cross
section, on at least a portion of the outer surface of which
is formed a curved surface portion (26a, 226a) and a
planar portion (26b, 226b). The gear (123, 223, 323) in-
cludes a gear body (28), on the outer surface of which

are formed teeth, and to which the handle rotation is
transmitted, and a boss portion (30, 130, 230, 330) pro-
truding from the gear body (28) and having an engage-
ment portion (30a, 230a) engaging the gear locking por-
tion (26, 126, 226, 326). The elastic member (24, 224)
is mounted so as to abut the outer surface of the boss
portion (30, 130, 230, 330) of the gear (23, 123, 223,
323), and at least a portion of the curved surface portion
(26a, 226a) of the gear locking portion (26, 126, 226,
326).
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Description

[0001] The present invention relates to a gear mount-
ing structure, in particular to a gear mounting structure
used in a reciprocating mechanism of a fishing reel, and
to which rotation of a handle is transmitted.
[0002] A reciprocating mechanism for evenly winding
a fishing line onto a spool in accordance with the rotation
of a handle is provided for a fishing reel. For example,
an oscillating mechanism, which is a reciprocating mech-
anism of a spinning reel, comprises a gear that meshes
with a pinion gear, and a worm shaft to which the gear
is integrally and rotatably connected (for example refer
to JP 5 777 873 B2). Further, a level winding mechanism,
which is a reciprocating mechanism for a dual-bearing
reel, comprises a gear that meshes with a main gear,
and a traverse camshaft to which the gear is integrally
and rotatably connected.
[0003] In the gear mounting structure of JP 5 777 873
B2, a pair of slots are formed in the worm shaft engaging
a planar portion of a boss portion of the gear to connect
the gear and the worm shaft so as to be integrally rotat-
able. Even if the gap between the slots and the planar
portion could be reduced in size, backlash still occurs
due to a slight gap between the planar portion and the
slot portion. If backlash occurs between the gear and the
worm shaft, problems, such as deterioration of the rota-
tional feel, noise, etc., can occur.
[0004] An object of the present invention is to improve
the rotational feel and to prevent noise from occurring
between the gear and the worm shaft, by suppressing
backlash between the gear and the worm shaft.
[0005] The gear mounting structure according to the
present invention is used in a reciprocating mechanism
for a fishing reel and rotation of the handle is transmitted
thereto. This gear mounting structure comprises a worm
shaft, a gear, and an elastic member. The worm shaft
comprises a shaft body, on the outer surface of which is
formed intersecting spiral grooves, and a gear locking
portion with a non-circular cross section on at least a
portion of the outer surface, on which is formed a planar
engaged portion. The gear comprises a body portion, on
the outer surface of which are formed teeth, and to which
handle rotation is transmitted, and a boss portion pro-
truding from the gear body having an engagement portion
that engages the engaged portion of the gear locking
portion. The elastic member is mounted so as to be able
to abut the outer surface of the boss portion of the gear,
as well as at least a portion of the gear locking portion
other than the engaged portion.
[0006] In the gear mounting structure, the gear locking
portion is fastened by an elastic member mounted so as
to abut the outer surface of a boss portion that engages
the gear locking portion, and at least a portion of the gear
locking portion of the worm shaft other than the engaged
portion. That is, by applying resistance between the en-
gaged portion of the worm shaft and the engagement
portion of the gear in the rotational direction with the elas-

tic member, backlash in the rotational direction between
the worm shaft and the gear that occurs due to a gap
between the engaged portion of the worm shaft and the
engagement portion of the gear, and the impact that oc-
curs at the time of contact between the engaged portion
of the worm shaft and the engagement of the gear, can
be suppressed. As a result, it is possible to improve the
rotational feel and prevent noise that occurs between the
worm shaft and the gear.
[0007] Preferably, a retaining groove for retaining the
elastic member is disposed in the outer surface of at least
one of the boss portion of the gear and the gear locking
portion other than the engaged portion. With this arrange-
ment, it is possible to prevent the elastic member from
falling off of the outer surfaces of the boss portion and
the gear locking portion.
[0008] Preferably, the non-circular cross section is a
D-cut shape. With this structure, it is possible to suppress
backlash between the worm shaft and the gear with a
simple configuration.
[0009] Preferably, the engaged portion is a pair of op-
posing planar portions, and the engagement portion of
the gear is a slot that engages the pair of opposing planar
portions. With this arrangement, it is possible to easily
form the engaged portion by machining.
[0010] Preferably, the elastic member is an O-ring.
With this structure, since the gear locking portion is fas-
tened by the O-ring, even if the diameter of the O-ring is
uneven, it is easy to achieve concentricity between the
worm shaft and the gear.
[0011] According to the present invention, it is possible
to improve the rotational feel and prevent noise occurring
between the gear and the worm shaft, since it is possible
to suppress the backlash between the gear and the worm
shaft.
[0012] In the following, exemplary embodiments of the
present invention will be described with reference to the
accompanying drawings, wherein

Fig. 1 is a lateral cross-sectional view of a spinning
reel according to a first embodiment of the
present invention;

Fig. 2 is a rear cross-sectional view of a spinning reel
according to the first embodiment of the
present invention;

Fig. 3 is an exploded perspective view of the gear
mounting structure;

Fig. 4 is a rear view when an elastic member is
mounted in the first and second retaining
grooves;

Fig. 5 is a cross-sectional view taken along line IV-
IV of Fig. 4;

Fig. 6 is a cross-sectional view of a portion of a gear
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mounting structure according to a modified ex-
ample of the gear mounting structure;

Fig. 7 is a view corresponding to Fig. 3 according to
a second embodiment;

Fig. 8 is a view corresponding to Fig. 4 according to
the second embodiment;

Fig. 9 is a view corresponding to Fig. 5 according to
the second embodiment; and

Fig. 10 is a view corresponding to Fig. 6 according to
a modified example of the second embodi-
ment.

[0013] Embodiments of the gear mounting structure
according to the present invention will be explained be-
low, with reference to the drawings. Fig. 1 is a lateral
cross-sectional view of a spinning reel, and Fig. 2 is a
rear cross-sectional view of the spinning reel. In the fol-
lowing description, "front" indicates the direction in which
the fishing line is unreeled (cast); specifically, left in Fig.
1 is the "front."
[0014] The spinning reel 100 employing an embodi-
ment of the present invention comprises a reel body 1,
a handle assembly 2, a rotor 3, a pinion gear 4, a spool
shaft 5, a spool 6, and a drive mechanism 7 having a
drive shaft 15, as shown in Fig. 1 and Fig. 2.
[0015] As shown in Fig. 2, the reel body 1 comprises
a case part 8 and a lid body 9. The lid body 9 is attached
to the case part 8 using, for example, a bolt. The reel
body 1 comprises an internal space defined by the case
part 8 and the lid body 9. The gear mechanism 7, and an
oscillating mechanism 10 for evenly winding a fishing
line, are housed in the internal space.
[0016] The case part 8 comprises a mounting portion
8a that extends in the front-rear direction, and a tubular
first boss portion 11. The mounting portion 8a is a portion
that is attached to a fishing rod.
[0017] The first boss portion 11 comprises a first
through-hole 11a for passing through a handle shaft 17,
to be described later. A first threaded portion 11 b is
formed on the inner surface of the first through-hole 11a.
A first axle bearing member 12 for supporting one end
of the drive shaft 15 is mounted on the inner surface of
the first boss portion 11.
[0018] The lid body 9 comprises a tubular second boss
portion 13. The second boss portion 13 comprises a sec-
ond through-hole 13a for passing through the handle
shaft 17. A second threaded portion 13b is formed on the
inner surface of the second through-hole 13a. A second
axle bearing member 14 for supporting the other end of
the drive shaft 15 is mounted on the inner surface of the
second boss portion 13.
[0019] The handle assembly 2 comprises a handle
shaft 17, a handle arm 18, and a grip portion 19. The
handle assembly 2 is rotatably attached to the reel body

1.
[0020] The handle shaft 17 extends inside the drive
shaft 15. The handle shaft 17 is screwed to the drive shaft
15 and is integrally rotated with the drive shaft 15. The
handle shaft 17 extends inside the second through-hole
13a.
[0021] The handle arm 18 is disposed on the lid body
9 side of the reel body 1. One end of the handle arm 18
is connected to the handle shaft 17. As shown in Fig. 1,
the grip portion 19 is rotatably attached to the other end
of the handle arm 18.
[0022] Here, as shown in Fig. 2, the handle assembly
2 is disposed on the lid body 9 side of the reel body 1,
but may also be mounted on the case portion 8 side, and
the first through-hole 11a to which the handle assembly
2 is not attached is closed by a cap member 32.
[0023] The rotor 3 is a member for winding the fishing
line onto the spool 6. The rotor 3 is fixed to the front
portion of the pinion gear 4, and is integrally rotated with
the pinion gear 4.
[0024] The pinion gear 4 is disposed on the reel body
1. In particular, the pinion gear 4 is formed in a tubular
shape, and extends forward from the reel body 1. The
spool shaft 5 extends inside of the pinion gear 4. Mean-
while, the pinion gear 4 is supported on the reel body 1
via a plurality of axle bearing members (not shown).
[0025] The spool shaft 5 is disposed on the reel body
1. In particular, the spool shaft 5 extends forward from
inside the reel body 1.
[0026] The spool 6 is a member onto which a fishing
line is wound. The spool 6 is integrally reciprocated with
the spool shaft 5 in the front-rear direction.
[0027] As shown in Fig. 2, the drive mechanism 7 is
formed by a tubular drive shaft 15 and a drive gear 16.
Both ends of the drive shaft 15 are rotatably supported
on the reel body 1 by first and second axle bearing mem-
bers 12, 14.
[0028] The drive gear 16 is coupled to the drive shaft
15 and is integrally rotated with the drive shaft 15. In
particular, the drive shaft 15 and the drive gear 16 are
formed from one member. The drive gear 16 is a face
gear, and meshes with the pinion gear 4. The drive shaft
15 and the drive gear 16 are rotated by rotating the handle
assembly 2 attached to the reel body 1, and the pinion
gear 4 is also rotated. Accompanying the rotation of this
pinion gear 4, the oscillating mechanism 10 reciprocates
the spool shaft 5 in the front-rear direction.
[0029] As shown in Fig. 2 and Fig. 3, the oscillating
mechanism 10 comprises a worm shaft 21, a slider 22,
a gear 23, and an elastic member 24. The gear mounting
structure 20 according to one embodiment of the present
invention is formed from the worm shaft 21, the gear 23,
and the elastic member 24, which are a part of the oscil-
lating mechanism 10.
[0030] As shown in Fig. 3, the worm shaft 21 comprises
a shaft body 25, a gear locking portion 26, and a gear
supporting portion 27. The shaft body 25 is a large-diam-
eter portion of the worm shaft 21, on the outer surface of
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which are formed intersecting spiral grooves 25a. A first
supporting portion 25b, having a smaller diameter than
the outer diameter of the shaft body 25, is formed at the
rear end (right end in Fig. 1) of the shaft body 25. The
first supporting portion 25b is rotatably supported by an
axle bearing member 31 (refer to Fig. 1) disposed on the
rear portion of the reel body 1.
[0031] A connecting portion 25c that connects the shaft
body 25 and the gear locking portion 26 is formed at the
front end of the shaft body 25. The outer diameter of the
connecting portion 25c is smaller than the outer diameter
of the shaft body 25.
[0032] The gear locking portion 26 locks the gear 23
so as to be integrally rotatable with the worm shaft 21.
The gear locking portion 26 has substantially the same
diameter as the shaft body 25. The gear locking portion
26 comprises a pair of curved surface portions 26a ar-
ranged opposite to each other, and a pair of opposing
planar portions 26b (one example of an engaged portion)
that are connected to the ends of the curved surface por-
tions 26a. Therefore, the cross section of the gear locking
portion 26 is non-circular.
[0033] The outer diameter of the curved surface por-
tions 26a is substantially the same as the outer diameter
of the shaft body 25, and is formed coaxially with the axial
center of the worm shaft 21. First retaining grooves 26c
for retaining the elastic member 24 are disposed in the
outer surface of the curved surface portions 26a. The
first retaining grooves 26c are formed so as to traverse
the outer surface of the curved surface portions 26a in
the circumferential direction.
[0034] The planar portions 26b are formed by cutting
the circular outer perimeter surface in parallel by a cutting
process, and are disposed radially outwardly of the gear
supporting portion 27. Therefore, in the present embod-
iment, the planar portions 26b and the curved surface
portions 26a of the gear locking portion 26 are respec-
tively disposed opposing each other in radial positions
beyond the gear supporting portion 27.
[0035] The gear supporting portion 27 has a circular
cross section, and is disposed on the front end side of
the shaft body 25 with the gear locking portion 26 inter-
posed therebetween. The outer diameter of the gear sup-
porting portion 27 is smaller than the outer diameter of
the gear locking portion 26. A second supporting portion
27a is formed at the front end of the gear supporting
portion 27. The second supporting portion 27a is rotata-
bly supported by an axle bearing member, which is not
shown, disposed in the front portion of the reel body 1.
The outer diameter of the second supporting portion 27a
is smaller than the outer diameter of the gear supporting
portion 27.
[0036] The slider 22 is movably supported by two guide
shafts 33 (refer to Fig. 2), disposed in parallel with the
worm shaft 21. Further, as shown in Fig. 2, an engage-
ment member 22a engaging the spiral grooves 25a of
the worm shaft 21 is mounted inside the slider 22. The
slider 22 is reciprocated in the front-rear direction accom-

panying the rotation of the worm shaft 21, by the engage-
ment member 22a being engaged with the spiral grooves
25a.
[0037] As shown in Fig. 3, the gear 23 comprises a
body portion 28, a centering portion 29, and a boss por-
tion 30. Teeth that mesh with the pinion gear 4 are formed
on the outer perimeter of the gear body 28. The rotation
of the handle assembly 2 is thereby transmitted to the
gear body 28.
[0038] The centering portion 29 is formed on the inner
surface of the gear 23, and is fitted to the gear supporting
portion 27 so as to be centered with respect to the worm
shaft 21.
[0039] The boss portion 30 protrudes rearwardly from
an end surface of the gear body 28. The boss portion 30
comprises an engagement portion 30a and a second re-
taining groove 30b. The engagement portion 30a has a
slot shape, and is formed so as to traverse the boss por-
tion 30. The engagement portion 30a is formed with high
precision by simple machining using a T slot tool or a
milling tool. This slot-shaped engagement portion 30a
engages the planar portions 26b of the gear locking por-
tion 26, such that the gear 23 is integrally rotatable with
the worm shaft 21.
[0040] The second retaining groove 30b retains the
elastic member 24, and is formed on the outer surface
of the boss portion 30. In particular, the second retaining
groove 30b is recessed radially inwardly from the outer
surface of the boss portion 30. Then, in a state in which
the worm shaft 21 and the gear 23 are assembled, the
second retaining groove 30b is aligned with the first re-
taining groove 26c of the gear locking portion 26 in the
axial direction.
[0041] The elastic member 24 is a body made of an
elastically deformable resin, or the like, for example an
O-ring. As shown in Fig. 4 and Fig. 5, the elastic member
24 is mounted in the first retaining groove 26c of the gear
locking portion 26 and the second retaining groove 30b
of the boss portion 30, and is retained on the outer pe-
rimeter of the boss portion 30. In this state, the elastic
member 24 will be disposed abutting a portion of the
curved surface portion 26a of the gear locking portion 26
and the outer perimeter of the boss portion 30.
[0042] In this manner, by disposing the elastic member
24 abutting a portion of the curved surface portion 26a
of the gear locking portion 26 and the outer surface of
the boss portion 30, the gear locking portion 26 is fas-
tened by the elastic member 24. Since it is thereby pos-
sible to suppress the backlash between the gear 23 and
the worm shaft 21, it is possible to improve the rotational
feel and prevent noise from occurring between the gear
23 and the worm shaft 21. In addition, by using an O-ring
for the elastic member 24, even if the diameter of the O-
ring is uneven, since the gear locking portion 26 is fas-
tened by the O-ring, it is easy to achieve concentricity
between the worm shaft 21 and the gear 23.
[0043] In the first embodiment, the boss portion 30 of
the gear 23 protrudes rearwardly from an end surface of
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the gear body 28; however, in a gear mounting structure
according to a modified example of the first embodiment,
a boss portion 130 of a gear 123 protrudes forwardly from
an end surface of a body portion 128, as shown in Fig.
6. A gear locking portion 126 is disposed between a sec-
ond supporting portion 127a and a centering portion 129.
The other configurations are the same as in the first em-
bodiment.
[0044] Fig. 7 is a gear mounting structure 220 accord-
ing to a second embodiment. The gear mounting struc-
ture 220 is different from the first embodiment in the
shapes of the planar portion 226b (one example of an
engaged portion) of the worm shaft 221 and of the en-
gagement portion 230a of the gear 223. Since the other
configurations are the same as the first embodiment, the
descriptions thereof are omitted.
[0045] In the first embodiment, two surfaces compris-
ing a pair of planar portions 26b of the gear locking portion
26 are engaged with the engagement portion 30a; how-
ever, in the gear mounting structure 220 according to the
second embodiment, one planar portion 226b and one
engagement portion 230a are engaged, as shown in Fig.
7 and Fig. 8.
[0046] The planar portion 226b is formed in a flat shape
in at least a portion of the outer surface. The planar por-
tion 226b forms a non-circular cross section, here D-cut
shape. That is, the gear locking portion 226 comprises
one planar portion 226b, and one curved surface portion
226a that is connected to the two ends of the planar por-
tion 226b. A first retaining groove 226c is formed in the
curved surface portion 226a, so as to traverse the outer
curved surface portion 226a in the circumferential direc-
tion.
[0047] The boss portion 230 of the gear 223 protrudes
rearwardly from an end surface of the gear 223. An en-
gagement portion 230a, engaged with the planar portion
226b, is formed on the boss portion 230, and a second
retaining groove 230b is formed on the outer surface.
The boss portion 230 is substantially disposed only on
the portion that opposes the planar portion 226d. Then,
in a state in which the worm shaft 221 and the gear 223
are assembled, the second retaining groove 230b is
aligned with the first retaining groove 226c of the gear
locking portion 226 in the axial direction.
[0048] As shown in Fig. 8 and Fig. 9, the elastic mem-
ber 224 is mounted in the first retaining groove 226c of
the gear locking portion 226 and the second retaining
groove 230b of the boss portion 230. Since the gear lock-
ing portion 226 is thereby fastened by the elastic member
224 disposed abutting a portion of the curved surface
portion 226a of the gear locking portion 226 and the outer
perimeter of the boss portion 230, it is possible to sup-
press the backlash between the worm shaft 221 and the
gear 223. Furthermore, it is possible to improve the ro-
tational feel and prevent noise from occurring between
the worm shaft 221 and the gear 223.
[0049] As shown in Fig. 10, in the gear mounting struc-
ture according to a modified example of the second em-

bodiment, boss portion 330 of gear 323 protrudes for-
wardly from an end surface of a body portion 328. Further,
in the same manner as the modified example of the first
embodiment, a gear locking portion 326 is disposed be-
tween a second supporting portion 327a and a centering
portion 329. The other configurations are the same as in
the first embodiment.
[0050] The present invention is not limited to the
above-described embodiments, and various modifica-
tions and adjustments are possible. Especially, the var-
ious embodiments and modified examples described in
the present Specification can be freely combined accord-
ing to necessity.
[0051] In the above-described embodiments, an oscil-
lating mechanism of a spinning reel was shown as an
example of a reciprocating mechanism for a fishing reel,
but the present invention is not limited thereto. For ex-
ample, the present invention may be applied to a level
winding mechanism of a dual-bearing reel and an oscil-
lating mechanism of a spin cast reel.
[0052] In the above-described embodiments, the gear
directly meshes with the pinion gear, but the present in-
vention may be applied to a configuration in which the
gear meshes with the pinion gear via a speed reducing
mechanism.
[0053] In the above-described embodiments, one or a
pair of each of planar portions and curved surface por-
tions were disposed on the gear locking portion; however,
it is sufficient if there is at least one of a planar portion
and a curved surface portion is present. For example, it
may be configured such that a planar portion and an en-
gagement portion are engaged on three surfaces.
[0054] In the above-described embodiments, a first re-
taining groove was formed traversing the outer curved
surface portion in the circumferential direction, but the
first retaining groove may be disposed only in the portion
that is abutted by the elastic member.
[0055] In the above-described embodiments, the por-
tions other than the planar portion (one example of an
engaged portion) of the gear locking portion were formed
by curved surface portions; however, the portions other
than the planar portion (one example of an engaged por-
tion) of the gear locking portion may be formed in a flat
shape, and an elastic member may be mounted so as to
be able to abut the one portion.

LIST OF REFERENCE SIGNS

[0056]

1: reel body
2: handle assembly
3: rotor
4: pinion gear
5: spool shaft
6: spool
7: drive mechanism
8: case part
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8a: mounting potion
9: lid body
10: oscillating mechanism
11: first boss portion
11a: first through-hole
11b: first threaded portion
12: fist axle bearing member
13: second boss portion
13a: second through-hole
13b: second threaded portion
14: second axle bearing member
15: drive shaft
16: drive gear
17: handle shaft
18: handle arm
19: grip portion
20: gear mounting structure
21: worm shaft
22: slider
22a: engagement member
23: gear
24: elastic member
25: shaft body
25a: spiral grooves
25b: first supporting portion
25c: connecting portion
26: gear locking portion
26a: curved surface portion
26b: planar portion
26c: first retaining groove
27: gear supporting portion
27a: second supporting portion
28: gear body
29: centering portion
30: boss portion
30a: engagement portion
30b: retaining groove
31: axle bearing member
32: cap member
33: guide shaft

100: spinning reel
123: gear
126: gear locking portion
127a: second supporting portion
128: body portion
129: centering portion
130: boss portion

220: gear mounting structure
221: worm shaft
223: gear
224: elastic member
226: gear locking portion
226a: curved surface portion
226b: planar portion
226c: first retaining portion
230: boss portion

230a: engagement portion
230b: second retaining groove

323: gear
326: gear locking portion
327a: second supporting portion
328: body portion
329: centering portion
330: boss portion

Claims

1. A gear mounting structure (20) used in a reciprocat-
ing mechanism of a fishing reel (100), and to which
rotation of a handle (2) is transmitted, the gear
mounting structure (20) comprising:

a worm shaft (21) having a shaft body (25), and
a gear locking portion (26) with a non-circular
cross section, the shaft body (25) having inter-
secting spiral grooves (25a) disposed on an out-
er perimeter surface thereof, and the gear lock-
ing portion (26) having a planar engaged portion
disposed on at least a portion of an outer surface
thereof;
a gear (23) having a gear body (28) to which the
rotation of the handle (2) is transmitted, and a
boss portion (30) protruding from the gear body
(28), the gear body (28) having teeth disposed
on an outer surface thereof, and the boss portion
(30) having an engagement portion (30a) en-
gaging the engaged portion of the gear locking
portion (26); and
an elastic member (24) mounted so as to abut
an outer surface of the boss portion (30) of the
gear (23), and at least a portion of the gear lock-
ing portion (26) other than the engaged portion.

2. The gear mounting structure (20) according to claim
1, wherein
a retaining groove (30b) configured to retain the elas-
tic member (24) is disposed in the outer surface of
at least one of the boss portion (30) of the gear (23)
and the gear locking portion (26) other than the en-
gaged portion.

3. The gear mounting structure (20) according to claim
1 or 2, wherein
the non-circular cross section is a D-cut shape.

4. The gear mounting structure (20) according to claim
1 or 2, wherein
the engaged portion is a pair of opposing planar por-
tions (26b), and
the engagement portion (30a) of the gear (23) is a
slot engaged with the pair of opposing planar por-
tions (26b).
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5. The gear mounting structure (20) according to one
of claims 1 to 4, wherein
the elastic member (24) is an O-ring.
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