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(»)  Method  of  producing  a  multi-apertured  workpiece. 

©  A  method  of  producing  a  multi-apertured  workpiece  such  as  a  fuel  injector  comprising  forming  an  aperture  in 
a  workpiece  by  EDM  machining  (10),  supplying  a  calibrating  fluid  such  as  deionised  water  through  the  aperture 
from  a  reservoir  (17)  via  a  pump  (18),  measuring  the  flow  and  pressure  through  the  aperture  by  transducers  (19, 
20)  and  comparing  the  results  with  a  predetermined  ideal,  adjusting  the  EQM  machine  (10)  in  accordance  with 
such  comparison  so  as  to  compensate  for  the  difference  between  the  measured  values  and  the  predetermined 
ideal,  forming  a  further  aperture  using  the  adjusted  EDM  machine  (10)  and  repeating  the  preceding  steps  until 
the  appropriate  number  of  apertures  has  been  formed.  The  apparatus  may  include  CNC  operation  (14)  and  the 
comparison  may  be  made  by  computer  (15)  linked  to  the  CNC  (14)  for  adjusting  the  EDM  machine  (10). 
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Method  of  producing  a  multi-apertured  workpiece 

The  present  invention  relates  to  a  method  of  producing  a  multi-apertured  workpiece  such  as  a  multi- 
apertured  fuel  injector  and  also  to  a  production  apparatus. 

Fuel  injectors  for  which  the  present  invention  is  particularly  applicable  are  used  in  compression  ignition 
or  "diesel"  engines  in  which  fuel  is  injected  directly  into  a  combustion  chamber  and  is  caused  to  atomise 

5  by  the  design  of  the  injector.  Such  injectors  often  have  a  number  of  apertures  and  where  more  than  one 
injector  is  used,  such  as  in  multi  cylinder  engines,  it  is  desirable  that  all  injectors  should  perform  in  as 
similar  a  manner  as  possible. 

Viewed  from  a  first  aspect,  it  is  an  object  of  the  present  invention  to  provide  a  method  of  producing  a 
multi-apertured  workpiece  conforming  closely  to  design  parameters. 

10  In  accordance  with  the  first  aspect  of  the  invention,  there  is  provided  a  method  of  producing  a  multi- 
apertured  workpiece  comprising, 
forming  an  aperture  in  a  workpiece; 
supplying  a  calibrating  fluid  through  the  aperture; 
measuring  the  flow  and  pressure  of  the  calibrating  fluid  through  the  aperture  and  comparing  the  results  with 

75  a  predetermined  ideal; 
adjusting  the  aperture  forming  device  in  accordance  with  such  comparison  so  as  to  compensate  for  the 
difference  between  the  measured  values  and  the  predetermined  ideal; 
forming  a  further  aperture  using  the  adjusted  aperture  forming  device  and 
repeating  the  preceding  steps  until  the  appropriate  number  of  apertures  has  been  formed. 

20  It  is  preferred  that  the  pressure  and  flow  measurements  are  made  as  the  position  of  the  blank  is 
adjusted  in  between  aperture  forming  steps. 

Conveniently,  the  apertures  are  formed  by  an  EDM  machine,  the  pressure  and  flow  measurements 
being  used  to  adjust  the  EDM  generator  paraneters  between  aperture  forming  steps. 

In  a  particularly  preferred  embodiment,  the  pressure  and  flow  measurements  are  fed  directly  to  a 
25  computer  which  in  turn  is  connected  directly  to  an  EDM  control  device. 

When  an  EDM  device  is  used,  the  measuring  fluid  is  conveniently  deionised  water. 
It  is  also  an  object  of  a  further  aspect  of  the  present  invention  to  provide  an  apparatus  for  producing  a 

multi-apertured  workpiece  conforming  closely  to  design  parameters. 
According  to  this  further  aspect,  the  invention  provides  apparatus  for  producing  a  multi  apertured 

30  workpiece,  the  apparatus  comprising 
a  holder  for  a  workpiece; 
an  aperture  forming  device  for  forming  an  aperture  in  the  workpiece; 
a  fluid  supply  line  adapted  to  communicate  with  said  aperture; 
pressure  and  flow  transducers  in  said  supply  line; 

35  comparator  means  for  comparing  the  outputs  of  the  pressure  and  flow  transducers  to  a  predetermined  ideal; 
and 
adjustment  means  for  the  aperture  forming  device  responsive  to  the  result  of  such  comparison. 

The  aperture  forming  device  may  be  an  EDM  apparatus. 
Computer  control  means  may  be  provided  for  the  EDM  apparatus  and  may  include  said  comparator 

40  means  and  said  adjustment  means. 
Apparatus  embodying  the  invention  will  now  be  described  in  more  detail  by  way  of  example  only  with 

reference  to  the  accompanying  schematic  drawings  in  which 
Figure  1  is  a  block  diagram  of  an  apparatus  for  producing  a  multi-apertured  workpiece,  and 
Figure  2  is  a  block  diagram  of  a  calibration  device  embodied  in  the  apparatus. 

45  Referring  to  Figure  1  of  the  drawings,  an  EDM  machine  10  is  supplied  with  power  from  a  DC  supply  11 
through  a  pulse  amp  12.  Servo  controls  13  are  used  to  control  the  operation  of  EDM  machining  in  generally 
known  manner. 

A  computer  numerical  control  (CNC)  device  1  4  controls  the  machining  operation.  A  computer  interface 
15  associated  with  the  CNC  device  is  used  in  a  manner  to  be  described  to  control  calibration  of  apertures 

so  machined  by  the  EDM  machine  10. 
In  operation,  the  EDM  machine  10  forms  a  first  aperture  and  this  is  then  calibrated  using  the  calibration 

means  diagrammatically  illustrated  in  Figure  2. 
The  EDM  machine  10  has  a  fluid  supply  16  which  is  supplied  with  deionised  water  from  a  reservoir  17. 

The  water  is  pumped  using  a  pump  18.  A  flow  transducer  19  and  pressure  transducer  20  control  the  flow 
and  pressure  respectively  of  the  deionised  water  which  is  supplied  through  the  aperture  which  has  been 
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machined.  Output  signals  from  the  transducers  19  and  20  pass  to  the  computer  interface  15  and  are  used 
by  the  CNC  14  to  adjust  the  machining  parameters  of  the  EDM  machine  10. 

Calibration  takes  place  between  machining  operations  of  the  EDM  machine  10,  that  is  between  the 
formation  of  successive  apertures. 

5  Deionised  water  is  used  as  the  measuring  fluid  for  reasons  of  health  and  safety  and  also  because  of  its 
reduced  conductivity  compared  to  ordinary  water.  This  latter  feature  is  especially  important  when  an  EDM 
device  is  used  to  form  the  apertures.  However,  the  performance  of  fuel  injectors  is  normally  measured 
using  calibration  oil  at  a  pressure  of  about  2000  psi  and  the  actual  flow  is  measured  in  pounds  per  hour 
(pph)  at  this  pressure.  This  will  differ  from  the  result  achieved  with  deionised  water  due  to  the  differences  in 

w  viscosities  and  mechanical  properties  of  the  two  liquids  and  so  it  is  necessary  to  correlate  one  with  the 
other.  The  figures  for  achieving  this  can  be  determined  by  observation  under  standard  conditions.  The 
necessary  correlation  and  calculation  can  be  performed  by  the  computer  such  that  the  results  can  be  used 
automatically  to  adjust  the  EDM  apparatus. 

A  typical  method  according  to  the  present  invention  comprises  the  following  steps. 
?5  1.  An  injector  blank  is  fitted  to  the  workpiece  holder  and  a  first  aperture  is  drilled  by  the  EDM 

apparatus.  The  parameters  of  the  EDM  apparatus  are  set  to  give  a  hole  of  approximately  average  size  e.g. 
flow  rate  of  32.7  pph  (compensated). 

2 
(a)  When  the  hole  has  been  drilled,  deionised  water  is  pumped  through  the  holder  and  out  of  the 

20  hole.  The  pressure  is  monitored  and  as  soon  as  it  is  stable  conveniently  at  marginally  below  200  psi,  a 
series  of  25  flow  and  pressure  readings  are  taken  and  averaged  by  computer. 

(b)  The  equivalent  flow  of  calibrating  oil  at  2000  psi  is  calculated  from  these  figures  and  the  result 
is  compared  to  the  original  estimate  of  32.7  pph.  A  higher  average  flow  indicates  that  the  hole  is  too  large,  a 
lower  average  flow  that  the  hole  is  too  small. 

25  (c)  The  computer  sets  the  parameters  for  the  EDM  generator  for  the  next  hole  to  provide  the 
desired  average  taking  into  account  the  variation  of  the  first  hole  from  the  average.  To  prevent  over 
correction,  a  figure  of  plus  or  minus  1  .5  pph  is  allowed  for  each  average  before  any  correction  is  made. 

3.  While  step  2  is  in  process,  the  workpiece  holder  is  rotated  to  present  a  new  location  to  be  drilled 
and  the  EDM  apparatus  performs  a  refeed  cycle. 

30  4.  The  next  hole  is  drilled  and  steps  2  and  3  repeated  with  the  predicted  averages  being  altered  to 
account  for  the  extra  hole. 

Steps  2  to  4  are  repeated  until  eight  holes  have  been  drilled  in  the  injector. 
In  the  table  below,  the  figures  for  a  complete  run  are  given  by  way  of  example,  showing  the  differences 

between  the  predicted  equivalent  oil  flow  to  obtain  an  optimum  performance  and  the  observed  water  flow 
35  from  which  oil  flow  is  calculated.  A  variation  of  more  than  1.5  pph  causes  the  EDM  parameters  to  be 

changed  to  compensate  for  the  error. 

Hole  Actual  flow  required  mean  EDM  Next  EDM 
pph  flow  pph  Variation 

parameter 

(compensated) 

1  30.8813  32.7  -1.818661  Medium  High 
2  64.0637  64.60  -.5362854  High  Medium 
3  97.0038  95.74  1.26384  Medium  Medium 
4  127.6853  126.08  1.605255  Medium  Low 
5  155.4824  155.73  -.2475739  Low  Medium 
6  184.1429  184.57  -.427063  Medium  Medium 
7  212.8543  212.66  .1943207  Medium  Medium 
8  240.5903  240.00  .5903015  Medium  Medium 

When  the  completed  injector  was  tested  with  calibrating  oil  at  2000  psi  the  actual  flow  was  found  to  be 
239.7  pph  which  is  within  the  desired  performance  parameters  for  an  injector. 

Claims 

3 
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1  .  A  method  of  producing  a  multi-apertured  workpiece  comprising  forming  an  aperture  in  a  workpiece, 
supplying  a  calibrating  fluid  through  the  aperture,  measuring  the  flow  and  pressure  of  the  calibrating  fluid 
through  the  aperture  and  comparing  the  results  with  a  predetermined  ideal,  adjusting  the  aperture  forming 

5  device  in  accordance  with  such  comparison  so  as  to  compensate  for  the  difference  between  the  measured 
values  and  the  predetermined  ideal,  forming  a  further  aperture  using  the  adjusted  aperture  forming  device 
and  repeating  the  preceding  steps  until  the  appropriate  number  of  apertures  has  been  formed. 

2.  A  method  according  to  claim  1  characterised  in  that  the  pressure  and  flow  measurements  are  made 
as  the  position  of  the  blank  is  adjusted  in  between  aperture  forming  steps. 

70  3.  A  method  according  to  claim  1  characterised  in  that  the  apertures  are  formed  by  an  EDM  machine, 
the  pressure  and  flow  measurements  being  used  to  adjust  the  EDM  generator  parameters  between  aperture 
forming  steps. 

4.  A  method  according  to  claim  3  characterised  in  that  the  pressure  and  flow  measurements  are  fed  to 
a  computer  connected  directly  to  an  EDM  control  device. 

75  5.  A  method  according  to  claim  3  characterised  in  that  the  measuring  fluid  is  deionised  water. 
6.  Apparatus  for  producing  a  multi-apertured  workpiece,  the  apparatus  comprising  a  holder  for  a 

workpiece,  an  aperture  forming  device  for  forming  an  aperture  in  the  workpiece,  a  fluid  supply  line  adapted 
to  communicate  with  said  aperture,  pressure  and  flow  transducers  in  said  supply  line,  comparator  means  for 
comparing  the  outputs  of  the  pressure  and  flow  transducers  to  a  predetermined  ideal  and  adjustment 

20  means  for  the  aperture  forming  device  responsive  to  the  result  of  such  comparison. 
7.  Apparatus  according  to  claim  6  characterised  in  that  the  forming  device  is  an  EDM  apparatus. 
8.  Apparatus  according  to  claim  7  characterised  in  that  computer  control  means  are  provided  for  the 

EDM  apparatus  and  include  said  comparator  means  and  said  adjustment  means. 

4 
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