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(54) AUTONOMOUS VEHICLE

(57) Disclosed is an autonomous vehicle including a
display unit and a controller which is configured to: when
the vehicle enters a set distance from a preset destination
or receives a stop request while travelling, search for at
least one available stopping area based on acquired ve-
hicle driving information; and display information about
a found available stopping area on the display unit or
transmit such information to a preset terminal.
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Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] This application claims the priority benefit of Ko-
rean Patent Application No. 10-2016-0160288, filed on
November 29, 2016 in the Korean Intellectual Property
Office, the disclosure of which is incorporated herein by
reference.

BACKGROUND OF THE INVENTION

1. Field of the invention

[0002] The present invention relates to an autonomous
vehicle.

2. Description of the Related Art

[0003] A vehicle is an apparatus that moves in a direc-
tion desired by a user riding therein. A representative
example of a vehicle may be an automobile.
[0004] Meanwhile, a variety of sensors and electronic
devices have been mounted in vehicles for the conven-
ience of a user who uses the vehicle. In particular, for
user driving convenience, an Advanced Driver Assist-
ance System (ADAS) has been actively studied. In ad-
dition, enormous efforts have been being made to devel-
op autonomous vehicles.
[0005] An autonomous vehicle can move toward a
point desired by a user, and can stop at that point.
[0006] However, for the autonomous stopping ability,
the autonomous vehicle needs an ability to determine an
area for the vehicle to stop and furthermore a location or
space advantageous to the user in the available stopping
area.
[0007] Accordingly, there are ongoing efforts to re-
search and develop a technology of determining an avail-
able stopping area and a stopping point advantageous
to a user in a case where the autonomous vehicle enters
nearby a destination or where a user request a stop.

SUMMARY OF THE INVENTION

[0008] The present invention has been made in view
of the above problems, and it is one object of the present
invention to provide an autonomous vehicle that is able
to search for an available stopping area when the vehicle
needs to stop.
[0009] It is another object of the present invention to
provide an autonomous vehicle that is able to determine
a recommended area which is a stopping point advanta-
geous to a user.
[0010] Objects of the present invention should not be
limited to the aforementioned objects and other unmen-
tioned objects will be clearly understood by those skilled
in the art from the following description.
[0011] In accordance with an embodiment of the

present invention, the above and other objects can be
accomplished by the provision of an autonomous vehicle
including a display unit and a controller which is config-
ured to: when the vehicle enters a set distance from a
preset destination or receives a stop request while trav-
elling, search for at least one available stopping area
based on acquired vehicle driving information; and dis-
play information about a found available stopping area
on the display unit or transmit such information to a preset
terminal
[0012] The autonomous vehicle according to an em-
bodiment of the present invention includes the controller
which determines a recommended area in the found
available stopping area based on the vehicle driving in-
formation, and transmits information about the recom-
mended area on the display unit or transmit such infor-
mation to the preset terminal.
[0013] The details of other embodiments are included
in the following description and the accompanying draw-
ings.
[0014] Embodiments of the present invention have one
or more of the following effects.
[0015] First, it is possible to determine an available
stopping area when an autonomous vehicle needs to be
stopped.
[0016] Second, it is possible to determine a recom-
mended area that is an area more advantageous to a
user in an available stopping area.
[0017] Third, it is possible to provide an adequate in-
terface according to a location of an occupant.
[0018] Effects of the present invention should not be
limited to the aforementioned effects and other unmen-
tioned effects will be clearly understood by those skilled
in the art from the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] The embodiments will be described in detail
with reference to the following drawings in which like ref-
erence numerals refer to like elements wherein:

FIG. 1 is a diagram illustrating the external appear-
ance of a vehicle according to an embodiment of the
present invention;

FIG. 2 are different angled views of the external ap-
pearance of a vehicle according to an embodiment
of the present invention;

FIGS. 3 and 4 are diagrams illustrating the interior
configuration of a vehicle according to an embodi-
ment of the present invention;

FIGS. 5 and 6 are diagrams for explanation of an
object according to an embodiment of the present
invention;

FIG. 7 is a block diagram illustrating a vehicle ac-
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cording to an embodiment of the present invention;

FIG. 8 is a flowchart of detailed operations of a ve-
hicle according to an embodiment of the present in-
vention;

FIGS. 9A and 9B are diagrams for explanation of a
case where information on an available stopping ar-
ea is displayed on a display unit or transmitted to a
preset terminal;

FIG. 10 is a diagram illustrating examples of parking
or stopping-allowed lines on the road;

FIG. 11 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines that an area, where a parking or
stopping-allowed line exists and there is a space for
the vehicle 100 to stop, is an available stopping area;

FIG. 12 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines that an area already designated
by a nearby vehicle to stop is not an available stop-
ping area;

FIGS. 13A to 13C are diagrams for explanation of a
case where an autonomous vehicle according to the
present invention determines that an illegal stopping
area is not an available stopping area;

FIG. 14 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines a recommended area in an avail-
able stopping area;

FIG. 15 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines a recommended area closest to
a destination;

FIG. 16 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines a recommended area from which
a user can reach a destination at the earliest time;

FIG. 17 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines a recommended area based on
a safety level;

FIG. 18 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines a recommended area corre-
sponding to an expected stop duration;

FIG. 19 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-

vention determines a recommended area by taking
into account a direction toward which the vehicle
moves a destination after stopping;

FIG. 20 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention determines a recommended area by taking
into account an occupant disembarking location;

FIG. 21 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention is to stop at a specific point selected by a
user;

FIG. 22 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention transmits information about a stopping point;

FIG. 23 is a diagram for explanation of how an au-
tonomous vehicle according to the present invention
operates when the vehicle is not allowed stop at a
specific point selected by a user;

FIG. 24 is a diagram for explanation of a procedure
of searching for a stopping point again;

FIG. 25 is a diagram for explanation of a procedure
of designating a desired stopping point by a user;

FIG. 26 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention performs an emergency stop;

FIG. 27 is a diagram for explanation of how an au-
tonomous vehicle according to the present invention
searches for an available stopping area again; and

FIG. 28 is a diagram for explanation of a case where
an autonomous vehicle according to the present in-
vention displays an available stopping area accord-
ing to a location of an occupant.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0020] Hereinafter, the embodiments disclosed in the
present specification will be described in detail with ref-
erence to the accompanying drawings, and the same or
similar elements are denoted by the same reference nu-
merals even though they are depicted in different draw-
ings and redundant descriptions thereof will be omitted.
In the following description, with respect to constituent
elements used in the following description, the suffixes
"module" and "unit" are used or combined with each other
only in consideration of ease in the preparation of the
specification, and do not have or serve as different mean-
ings. Accordingly, the suffixes "module" and "unit" may
be interchanged with each other. In addition, in the fol-
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lowing description of the embodiments disclosed in the
present specification, a detailed description of known
functions and configurations incorporated herein will be
omitted when it may make the subject matter of the em-
bodiments disclosed in the present specification rather
unclear. In addition, the accompanying drawings are pro-
vided only for a better understanding of the embodiments
disclosed in the present specification and are not intend-
ed to limit the technical ideas disclosed in the present
specification. Therefore, it should be understood that the
accompanying drawings include all modifications, equiv-
alents and substitutions included in the scope and sprit
of the present invention.
[0021] It will be understood that although the terms
"first," "second," etc., may be used herein to describe
various components, these components should not be
limited by these terms. These terms are only used to
distinguish one component from another component.
[0022] It will be understood that when a component is
referred to as being "connected to" or "coupled to" an-
other component, it may be directly connected to or cou-
pled to another component or intervening components
may be present. In contrast, when a component is re-
ferred to as being "directly connected to" or "directly cou-
pled to" another component, there are no intervening
components present.
[0023] As used herein, the singular form is intended to
include the plural forms as well, unless the context clearly
indicates otherwise.
[0024] In the present application, it will be further un-
derstood that the terms "comprises", includes," etc.
specify the presence of stated features, integers, steps,
operations, elements, components, or combinations
thereof, but do not preclude the presence or addition of
one or more other features, integers, steps, operations,
elements, components, or combinations thereof.
[0025] A vehicle as described in this specification may
include an automobile and a motorcycle. Hereinafter, a
description will be given based on an automobile.
[0026] A vehicle as described in this specification may
include all of an internal combustion engine vehicle in-
cluding an engine as a power source, a hybrid vehicle
including both an engine and an electric motor as a power
source, and an electric vehicle including an electric motor
as a power source.
[0027] In the following description, "the left side of the
vehicle" refers to the left side in the forward driving di-
rection of the vehicle, and "the right side of the vehicle"
refers to the right side in the forward driving direction of
the vehicle.
[0028] FIG. 1 is a diagram of the external appearance
of a vehicle according to an embodiment of the present
invention.
[0029] FIG. 2 is different angled views of a vehicle ac-
cording to an embodiment of the present invention.
[0030] FIGS. 3 and 4 are diagrams of the internal con-
figuration of a vehicle according to an embodiment of the
present invention.

[0031] FIGS. 5 and 6 are diagrams for explanation of
objects according to an embodiment of the present in-
vention.
[0032] FIG. 7 is a block diagram illustrating a vehicle
according to an embodiment of the present invention.
[0033] Referring to FIGS. 1 to 7, a vehicle 100 may
include a plurality of wheels, which are rotated by a power
source, and a steering input device 510 for controlling a
driving direction of the vehicle 100.
[0034] The vehicle 100 may be an autonomous vehi-
cle. The vehicle 100 may travel autonomously under the
control of the controller 170. The vehicle 100 may travel
autonomously based on vehicle driving information.
[0035] When the vehicle 100 enters a set distance from
a preset destination or receives a stop request while trav-
elling, the vehicle 100 may search for at least one avail-
able stopping area or a recommended area based on
acquired vehicle driving information, and then display in-
formation about the found available stopping area or the
recommended area on the display unit 251 or transmit
such information to a preset terminal. Detailed descrip-
tion thereof will be provided later with reference with FIG.
8 and following drawings.
[0036] The vehicle driving information may be informa-
tion that is acquired using various units, provided in the
vehicle 100, during travelling of the vehicle 100. The ve-
hicle driving information may be information that is uti-
lized by the controller 170 or the operation system 700
to control the vehicle 100.
[0037] For example, the vehicle driving information
may include at least one of the following: object informa-
tion acquired by the object detection device 300, infor-
mation received by the communication device 400, and
a user input received by the user interface device 200 or
the driving manipulation device 500.
[0038] For example, object information may be infor-
mation about a shape, a location, size, and color of an
object detected by the object detection device 300. For
example, object information may be information about a
traffic line, an obstacle, a nearby vehicle, a pedestrian,
a traffic light, a road structure, contents of a traffic sign
plate, and the like.
[0039] For example, information received by the com-
munication device 400 may be information transmitted
by a device that is capable of performing communication.
For example, information received by the communication
device 400 may be information transmitted by a nearby
vehicle, information transmitted by a mobile terminal, in-
formation transmitted by traffic infrastructure, and infor-
mation existing in a specific network. The traffic infra-
structure may include a traffic light, and the traffic light
may transmit information about a traffic signal.
[0040] For example, vehicle driving information may
include at least one of the following: navigation informa-
tion, information on a control state of the vehicle 100, and
location information of the vehicle 100. For example, the
vehicle driving information may include: information on
a nearby vehicle, which is transmitted by the nearby ve-
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hicle itself: information on a travel path of the vehicle 100:
and map information.
[0041] For example, the vehicle driving information
may indicate: a type, location, and movement of an object
existing around the vehicle 100; whether a traffic line ex-
ists in the vicinity of the vehicle 100; whether any nearby
vehicle is travelling while the vehicle 100 is stopped;
whether there is a space for the vehicle to stop in the
vicinity; a probability of collision between the vehicle 100
and an object; where a pedestrian or a bicycle is located
with reference to the vehicle 100; type of a road on which
the vehicle 100 is travelling, a status of a traffic light in
the vicinity of the vehicle 100, and movement of the ve-
hicle 100.
[0042] The vehicle driving information may be acquired
using at least one of the user interface device 200, the
object detection device 300, the communication device
400, the driving manipulation device 500, the navigation
system 770, the sensing unit 120, the interface 130, and
the memory 140, and then provided to the controller 170.
Based on the vehicle driving information, the controller
170 may control the vehicle 100 to travel autonomously.
[0043] A control mode of the vehicle 100 may be a
mode indicating of which subject controls the vehicle 100.
For example, the control mode of the vehicle 100 may
include: an autonomous vehicle in which the control unit
170 or the operation system 700 included in the vehicle
100 controls the vehicle 100; a manual mode in which a
driver in the vehicle 100 controls the vehicle 100; and a
remote control mode in which a different device other
than the vehicle 100 controls the vehicle 100.
[0044] When the vehicle 100 is in the autonomous
mode, the controller 170 or the operation system 700
may control the vehicle 100 based on vehicle driving in-
formation. Accordingly, the vehicle 100 may travel with-
out a user command received using the driving manipu-
lation device 500. For example, the vehicle 100 in the
autonomous mode may travel based on information, da-
ta, or a signal that is generated in a driving system 710,
a parking-out system 740, and a parking system 750.
[0045] When the vehicle 100 in the manual mode, the
vehicle 100 may be controlled by a user command re-
ceived using the driving manipulation device 500, the us-
er command which is with regard to at least one of steer-
ing, acceleration, and deceleration. In this case, the driv-
ing manipulation device 500 may generate an input signal
corresponding to the user command, and provide the
generated input signal to the controller 170. The control-
ler 170 may control the vehicle based on the input signal
provided by the driving manipulation device 500.
[0046] When the vehicle 100 in the remote control
mode, a different device other than the vehicle 100 may
control the vehicle 100. If the vehicle 100 operates in the
remote control mode, the vehicle 100 may receive a re-
mote control signal, transmitted by a nearby vehicle, via
the communication device 400. The vehicle 100 may be
controlled based on the remote control signal.
[0047] Based on a user input received using the user

interface device 200, the vehicle 100 may enter one of
the autonomous mode, the manual mode, and the remote
control mode. A control mode of the vehicle 100 may be
switched to one of the autonomous mode, the manual
mode, and the remote control mode based on at least
one of driver state information, vehicle driving informa-
tion, and vehicle state information.
[0048] For example, the control mode of the vehicle
100 may be switched from a manual mode to an auton-
omous mode, or vice versa, based on object information
generated by the object detection device 300. For exam-
ple, the control mode of the vehicle 100 may be switched
from a manual mode to an autonomous mode, or vice
versa, based on information received using the commu-
nication device 400.
[0049] The occupant information may include an im-
age or biometric information of a driver, which is sensed
using the internal camera 220 or the biometric sensing
unit 230. For example, occupant information may be an
image about an occupant’s location, shape, gaze, face,
behavior, and facial expression, the image which is ac-
quired using the internal camera 220. For example, bio-
metric information may be information about an occu-
pant’s temperature, heart rate, and brainwaves, the im-
age which is acquired using the biometric sensing unit
230,. For example, occupant information may indicate a
location of an occupant, gaze direction thereof, a health
condition thereof, and an emotional state thereof, and
whether the occupant is dozing off or not. Occupant in-
formation may be acquired using an occupant detection
unit 240 and then provided to the controller 170.
[0050] The vehicle state information may be informa-
tion about the states of various units provided in the ve-
hicle 100. For example, the vehicle state information may
include information about the operational states of the
user interface device 200, the object detection device
300, the communication device 400, the driving manip-
ulation device 500, the vehicle drive device 600, and the
operation system 700, and information about an error of
each unit. For example, the vehicle state information may
indicate: whether a GPS signal of the vehicle 100 is re-
ceived normally; whether an error has occurred in at least
one sensor provided in the vehicle 100, and whether each
device provided in the vehicle 100 operates normally.
[0051] The term "overall length" means the length from
the front end to the rear end of the vehicle 100, the term
"overall width" means the width of the vehicle 100, and
the term "overall height" means the height from the bot-
tom of the wheel to the roof. In the following description,
the term "overall length direction L" may mean the refer-
ence direction for the measurement of the overall length
of the vehicle 100, the term "overall width direction W"
may mean the reference direction for the measurement
of the overall width of the vehicle 100, and the term "over-
all height direction H" may mean the reference direction
for the measurement of the overall height of the vehicle
100.
[0052] As illustrated in FIG. 7, the vehicle 100 may in-
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clude the user interface device 200, the object detection
device 300, the communication device 400, the driving
manipulation device 500, a vehicle drive device 600, the
operation system 700, a navigation system 770, a sens-
ing unit 120, an interface 130, a memory 140, a controller
170, and a power supply unit 190. In some embodiments,
the vehicle 100 may further include other components in
addition to the aforementioned components, or may not
include some of the aforementioned components.
[0053] The user interface device 200 is provided to
support communication between the vehicle 100 and a
user. The user interface device 200 may receive a user
input, and provide information generated in the vehicle
100 to the user. The vehicle 100 may enable User Inter-
faces (UI) or User Experience (UX) through the user in-
terface device 200.
[0054] The user interface device 200 may include an
input unit 210, an internal camera 220, a biometric sens-
ing unit 230, an output unit 250, and a processor 270.
[0055] In some embodiments, the user interface de-
vice 200 may further include other components in addi-
tion to the aforementioned components, or may not in-
clude some of the aforementioned components.
[0056] The input unit 210 is configured to receive a
user command from a user, and data collected in the
input unit 210 may be analyzed by the processor 270 and
then recognized as a control command of the user.
[0057] The input unit 210 may be disposed inside the
vehicle 100. For example, the input unit 210 may be dis-
posed in a region of a steering wheel, a region of an
instrument panel, a region of a seat, a region of each
pillar, a region of a door, a region of a center console, a
region of a head lining, a region of a sun visor, a region
of a windshield, or a region of a window.
[0058] The input unit 210 may include a voice input
unit 211, a gesture input unit 212, a touch input unit 213,
and a mechanical input unit 214.
[0059] The voice input unit 211 may convert a voice
input of a user into an electrical signal. The converted
electrical signal may be provided to the processor 270
or the controller 170.
[0060] The voice input unit 211 may include one or
more microphones.
[0061] The gesture input unit 212 may convert a ges-
ture input of a user into an electrical signal. The converted
electrical signal may be provided to the processor 270
or the controller 170.
[0062] The gesture input unit 212 may include at least
one selected from among an infrared sensor and an im-
age sensor for sensing a gesture input of a user.
[0063] In some embodiments, the gesture input unit
212 may sense a three-dimensional (3D) gesture input
of a user. To this end, the gesture input unit 212 may
include a plurality of light emitting units for outputting in-
frared light, or a plurality of image sensors.
[0064] The gesture input unit 212 may sense the 3D
gesture input by employing a Time of Flight (TOF)
scheme, a structured light scheme, or a disparity

scheme.
[0065] The touch input unit 213 may convert a user’s
touch input into an electrical signal. The converted elec-
trical signal may be provided to the processor 270 or the
controller 170.
[0066] The touch input unit 213 may include a touch
sensor for sensing a touch input of a user.
[0067] In some embodiments, the touch input unit 210
may be formed integral with a display unit 251 to imple-
ment a touch screen. The touch screen may provide an
input interface and an output interface between the ve-
hicle 100 and the user.
[0068] The mechanical input unit 214 may include at
least one selected from among a button, a dome switch,
a jog wheel, and a jog switch. An electrical signal gener-
ated by the mechanical input unit 214 may be provided
to the processor 270 or the controller 170.
[0069] The mechanical input unit 214 may be located
on a steering wheel, a center fascia, a center console, a
cockpit module, a door, etc.
[0070] The occupant detection unit 240 may detect an
occupant inside the vehicle 100. The occupant detection
unit 240 may include the internal camera 220 and the
biometric sensing unit 230.
[0071] The internal camera 220 may acquire images
of the inside of the vehicle 100. The processor 270 may
sense a user’s state based on the images of the inside
of the vehicle 100. For example, a user’s sensed state
may be related to a user’s gaze, face, behavior, facial
expression, and location.
[0072] The processor 270 may acquire information
about the user’s gaze, face, behavior, facial expression,
and location. The processor 270 may acquire information
about a user’s gesture from an image of the inside of the
vehicle. The information acquired by the processor 270
from the image of the inside of the vehicle may be occu-
pant information. In this case, the occupant information
may show a driver’s gaze direction, behavior, facial ex-
pression, and gesture. The processor 270 may provide
the occupant information, acquired from the image of the
inside of the vehicle, to the controller 170.
[0073] The biometric sensing unit 230 may acquire bi-
ometric information of the user. The biometric sensing
unit 230 may include a sensor for acquire biometric in-
formation of the user, and may utilize the sensor to ac-
quire finger print information, heart rate information, and
brainwaves information of the user. The biometric infor-
mation may be used to authenticate a user and determine
a user’s state.
[0074] The processor 270 may determine a driver’s
state based on the driver’s biometric information. Infor-
mation acquired by the processor 270 through determin-
ing the driver’s state may be occupant information. In this
case, the occupant information may indicate whether the
driver is in faint, dozing off, excited, or in an emergency
situation. The processor 270 may provide the controller
170 with the occupant information which is acquired
based on the driver’s biometric information.
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[0075] The output unit 250 is configured to generate a
visual, audio, or tactile output.
[0076] The output unit 250 may include at least one
selected from among a display unit 251, a sound output
unit 252, and a haptic output unit 253.
[0077] The display unit 251 may display graphic ob-
jects corresponding to various types of information.
[0078] The display unit 251 may include at least one
selected from among a Liquid Crystal Display (LCD), a
Thin Film Transistor-Liquid Crystal Display (TFT LCD),
an Organic Light-Emitting Diode (OLED), a flexible dis-
play, a 3D display, and an e-ink display.
[0079] The display unit 251 may form an inter-layer
structure together with the touch input unit 213, or may
be integrally formed with the touch input unit 213 to im-
plement a touch screen.
[0080] The display unit 251 may be implemented as a
Head Up Display (HUD). When implemented as a HUD,
the display unit 251 may include a projector module in
order to output information through an image projected
on a windshield or a window.
[0081] The display unit 251 may include a transparent
display. The transparent display may be attached on the
windshield or the window.
[0082] The transparent display may display a prede-
termined screen with a predetermined transparency. In
order to achieve the transparency, the transparent dis-
play may include at least one selected from among a
transparent Thin Film Electroluminescent (TFEL) dis-
play, an Organic Light Emitting Diode (OLED) display, a
transparent Liquid Crystal Display (LCD), a transmissive
transparent display, and a transparent Light Emitting Di-
ode (LED) display. The transparency of the transparent
display may be adjustable.
[0083] Meanwhile, the user interface device 200 may
include a plurality of display units 251a to 251g.
[0084] The display unit 251 may be disposed in a re-
gion of a steering wheel, a region 251a, 251b, or 251e
of an instrument panel, a region 251d of a seat, a region
251f of each pillar, a region 251g of a door, a region of
a center console, a region of a head lining, a region of a
sun visor, a region 251c of a windshield, or a region 251h
of a window.
[0085] The sound output unit 252 converts an electrical
signal from the processor 270 or the controller 170 into
an audio signal, and outputs the audio signal. To this
end, the sound output unit 252 may include one or more
speakers.
[0086] The haptic output unit 253 generates a tactile
output. For example, the haptic output unit 253 may op-
erate to vibrate a steering wheel, a safety belt, and seats
110FL, 110FR, 110RL, and 110RR so as to allow a user
to recognize the output.
[0087] The processor 270 may control the overall op-
eration of each unit of the user interface device 200.
[0088] In some embodiments, the user interface de-
vice 200 may include a plurality of processors 270 or may
not include the processor 270.

[0089] In a case where the user interface device 200
does not include the processor 270, the user interface
device 200 may operate under control of the controller
170 or a processor of a different device inside the vehicle
100.
[0090] Meanwhile, the user interface device 200 may
be referred to as a display device for vehicle.
[0091] The user interface device 200 may operate un-
der control of the controller 170.
[0092] The object detection device 300 is configured
to detect an object outside the vehicle 100.
[0093] The object may include various objects related
to travelling of the vehicle 100.
[0094] Referring to FIGS. 5 and 6, an object o may
include a lane OB10, a line for distinguishing the lane
OB10, a nearby vehicle OB11, a pedestrian OB12, a two-
wheeled vehicle OB13, a traffic signal OB14 and OB15,
a curb for distinguishing a sidewalk, a light, a road, a
structure, a bump, a geographical feature, an animal, etc.
[0095] The lane OB10 may be a lane in which the ve-
hicle 100 is traveling, a lane next to the lane in which the
vehicle 100 is traveling, and a lane in which a different
vehicle coming in the opposite direction. The lane OB10
may include left and right lines that define the lane.
[0096] The nearby vehicle OB11 may be a vehicle that
is travelling in the vicinity of the vehicle 100. The nearby
vehicle OB11 may be a vehicle within a predetermined
distance from the vehicle 100. For example, the nearby
vehicle OB11 may be a vehicle that is preceding or fol-
lowing the vehicle 100.
[0097] The pedestrian OB12 may be a person in the
vicinity of the vehicle 100. The pedestrian OB12 may be
a person within a predetermined distance from the vehi-
cle 100. For example, the pedestrian OB12 may be a
person on a sidewalk or on the roadway.
[0098] The two-wheeled vehicle OB13 is a vehicle that
is located in the vicinity of the vehicle 100 and moves
with two wheels. The two-wheeled vehicle OB13 may be
a vehicle that has two wheels within a predetermined
distance from the vehicle 100. For example, the two-
wheeled vehicle OB13 may be a motorcycle or a bike on
a sidewalk or the roadway.
[0099] The traffic signal OB14 and OB15 may include
a traffic light OB15, a traffic sign plate OB14, and a pattern
or text painted on a road surface.
[0100] The light may be light generated by a lamp pro-
vided in the nearby vehicle. The light may be light gen-
erated by a street light. The light may be solar light.
[0101] The road may include a road surface, a curve,
and slopes, such as an upward slope and a downward
slope.
[0102] The structure may be a body located around
the road in the state of being fixed onto the ground. For
example, the structure may include a streetlight, a road-
side tree, a building, a traffic light, a bridge, a curb, a
guardrail, etc.
[0103] Meanwhile, the object may be classified as a
movable object or a stationary object. For example, the
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movable object may include a nearby vehicle and a pe-
destrian. For example, the stationary object may include
a traffic signal, a road, a structure, and a traffic line.
[0104] The object detection device 300 may include a
camera 310, a radar 320, a lidar 330, an ultrasonic sensor
340, an infrared sensor 350, and a processor 370.
[0105] In some embodiments, the object detection de-
vice 300 may further include other components in addi-
tion to the aforementioned components, or may not in-
clude some of the aforementioned components.
[0106] The camera 310 may be located at an appro-
priate position outside the vehicle 100 in order to acquire
images of the outside of the vehicle 100. The camera
310 may provide an acquired image to the processor
270. The camera 310 may be a mono camera, a stereo
camera 310a, an Around View Monitoring (AVM) camera
310b, or a 360-degree camera.
[0107] For example, the camera 310 may be disposed
near a front windshield in the vehicle 100 in order to ac-
quire images of the front of the vehicle 100. Alternatively,
the camera 310 may be disposed around a front bumper
or a radiator grill.
[0108] In another example, the camera 310 may be
disposed near a rear glass in the vehicle 100 in order to
acquire images of the rear of the vehicle 100. Alterna-
tively, the camera 310 may be disposed around a rear
bumper, a trunk, or a tailgate.
[0109] In yet another example, the camera 310 may
be disposed near at least one of the side windows in the
vehicle 100 in order to acquire images of the side of the
vehicle 100. Alternatively, the camera 310 may be dis-
posed around a side mirror, a fender, or a door.
[0110] The radar 320 may include an electromagnetic
wave transmission unit and an electromagnetic wave re-
ception unit. The radar 320 may be realized as a pulse
radar or a continuous wave radar depending on the prin-
ciple of emission of an electronic wave. In addition, the
radar 320 may be realized as a Frequency Modulated
Continuous Wave (FMCW) type radar or a Frequency
Shift Keying (FSK) type radar depending on the wave-
form of a signal.
[0111] The radar 320 may detect an object through the
medium of an electromagnetic wave by employing a time
of flight (TOF) scheme or a phase-shift scheme, and may
detect a location of the detected object, the distance to
the detected object, and the speed relative to the detect-
ed object.
[0112] The radar 320 may be located at an appropriate
position outside the vehicle 100 in order to sense an ob-
ject located in front of the vehicle 100, an object located
to the rear of the vehicle 100, or an object located to the
side of the vehicle 100.
[0113] The lidar 330 may include a laser transmission
unit and a laser reception unit. The lidar 330 may be
implemented by the TOF scheme or the phase-shift
scheme. The lidar 330 may be implemented as a drive
type lidar or a non-drive type lidar.
[0114] When implemented as the drive type lidar, the

lidar 300 may rotate by a motor and detect an object in
the vicinity of the vehicle 100.
[0115] When implemented as the non-drive type lidar,
the lidar 300 may utilize a light steering technique to de-
tect an object located within a predetermined distance
from the vehicle 100.
[0116] The lidar 330 may detect an object through the
medium of laser light by employing the TOF scheme or
the phase-shift scheme, and may detect a location of the
detected object, the distance to the detected object, and
the speed relative to the detected object.
[0117] The lidar 330 may be located at an appropriate
position outside the vehicle 100 in order to sense an ob-
ject located in front of the vehicle 100, an object located
to the rear of the vehicle 100, or an object located to the
side of the vehicle 100.
[0118] The ultrasonic sensor 340 may include an ul-
trasonic wave transmission unit and an ultrasonic wave
reception unit. The ultrasonic sensor 340 may detect an
object based on an ultrasonic wave, and may detect a
location of the detected object, the distance to the de-
tected object, and the speed relative to the detected ob-
ject.
[0119] The ultrasonic sensor 340 may be located at an
appropriate position outside the vehicle 100 in order to
detect an object located in front of the vehicle 100, an
object located to the rear of the vehicle 100, and an object
located to the side of the vehicle 100.
[0120] The infrared sensor 350 may include an infrared
light transmission unit and an infrared light reception unit.
The infrared sensor 340 may detect an object based on
infrared light, and may detect a location of the detected
object, the distance to the detected object, and the speed
relative to the detected object.
[0121] The infrared sensor 350 may be located at an
appropriate position outside the vehicle 100 in order to
sense an object located in front of the vehicle 100, an
object located to the rear of the vehicle 100, or an object
located to the side of the vehicle 100.
[0122] The processor 370 may control the overall op-
eration of each unit included in the object detection device
300.
[0123] The processor 370 may detect and track an ob-
ject based on acquired images. The processor 370 may,
for example, perform operations that include calculating
the distance to the object and the speed relative to the
object, determining the object’s type, location, size,
shape, and a moving path, and determining contents of
a sensed text.
[0124] The processor 370 may detect and track an ob-
ject based on a reflection electromagnetic wave which is
formed as a result of reflection a transmission electro-
magnetic wave by the object. Based on the electromag-
netic wave, the processor 370 may, for example, calcu-
late the distance to the object and the speed relative to
the object.
[0125] The processor 370 may detect and track an ob-
ject based on a reflection laser light which is formed as
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a result of reflection of transmission laser by the object.
Based on the laser light, the processor 370 may, for ex-
ample, calculate the distance to the object and the speed
relative to the object.
[0126] The processor 370 may detect and track an ob-
ject based on a reflection ultrasonic wave which is formed
as a result of reflection of a transmission ultrasonic wave
by the object. Based on the ultrasonic wave, the proces-
sor 370 may, for example, calculate the distance to the
object and the speed relative to the object.
[0127] The processor 370 may detect and track an ob-
ject based on reflection infrared light which is formed as
a result of reflection of transmission infrared light by the
object. Based on the infrared light, the processor 370
may, for example, calculate the distance to the object
and the speed relative to the object.
[0128] The processor may generate object information
based on at least one of the following: an information
acquired via the camera 310, a reflected electronic wave
received using the radar 320, a reflected laser light re-
ceived using the lidar 330, and a reflected ultrasonic wave
received using the ultrasonic sensor 340, and a reflected
infrared light received using the infrared sensor 350.
[0129] The object information may be information
about type, location, size, shape, color, a moving path,
and speed of an object existing in the vicinity of the vehicle
100 and information about a sensed text.
[0130] For example, the object information may indi-
cate: whether a traffic line exists in the vicinity of the ve-
hicle 100; whether any nearby vehicle is travelling while
the vehicle 100 is stopped; whether there is a space for
the vehicle 100 to stop in the vicinity; a probability of
collision between the vehicle 100 and an object; where
a pedestrian or a bicycle is located with reference to the
vehicle 100; type of a road on which the vehicle 100 is
travelling, a status of a traffic light in the vicinity of the
vehicle 100, and movement of the vehicle 100. The object
information may be included in the vehicle driving infor-
mation.
[0131] The processor 370 may provide the generated
object to the controller 170.
[0132] In some embodiments, the object detection de-
vice 300 may include a plurality of processors 370 or may
not include the processor 370. For example, each of the
camera 310, the radar 320, the lidar 330, the ultrasonic
sensor 340, and the infrared sensor 350 may include its
own processor.
[0133] The object detection device 300 may operate
under control of the controller 170 or a processor inside
the vehicle 100.
[0134] The communication device 400 is configured to
perform communication with an external device. Here,
the external device may be a nearby vehicle, a mobile
terminal, or a server.
[0135] To perform communication, the communication
device 400 may include at least one selected from among
a transmission antenna, a reception antenna, a Radio
Frequency (RF) circuit capable of implementing various

communication protocols, and an RF device.
[0136] The communication device 400 may include a
short-range communication unit 410, a location informa-
tion unit 420, a V2X communication unit 430, an optical
communication unit 440, a broadcast transmission and
reception unit 450, and a processor 470.
[0137] In some embodiments, the communication de-
vice 400 may further include other components in addi-
tion to the aforementioned components, or may not in-
clude some of the aforementioned components.
[0138] The short-range communication unit 410 is con-
figured to perform short-range communication. The
short-range communication unit 410 may support short-
range communication using at least one selected from
among BluetoothTM, Radio Frequency IDdentification
(RFID), Infrared Data Association (IrDA), Ultra-Wide-
Band (UWB), ZigBee, Near Field Communication (NFC),
Wireless-Fidelity (Wi-Fi), Wi-Fi Direct, and Wireless USB
(Wireless Universal Serial Bus).
[0139] The short-range communication unit 410 may
form wireless area networks to perform short-range com-
munication between the vehicle 100 and at least one ex-
ternal device.
[0140] The location information unit 420 is configured
to acquire location information of the vehicle 100. For
example, the location information unit 420 may include
at least one of a Global Positioning System (GPS) mod-
ule, a Differential Global Positioning System (DGPS)
module, and a Carrier phase Differential GPS (CDGPS).
[0141] The location information unit 420 may acquire
GPS information using a GPs module. The location in-
formation unit 420 may transfer the acquired GPS infor-
mation to the controller 170 or the processor 470. The
GPS information acquired by the location information unit
420 may be utilized for autonomous travel of the vehicle
100. For example, based on GPS information and navi-
gation information acquired using the navigation system
770, the controller 170 may control the vehicle 100 to
travel autonomously.
[0142] The V2X communication unit 430 is configured
to perform wireless communication between a vehicle
and a server (that is, vehicle to infra (V2I) communica-
tion), wireless communication between a vehicle and a
nearby vehicle (that is, vehicle to vehicle (V2V) commu-
nication), or wireless communication between a vehicle
and a pedestrian (that is, vehicle to pedestrian(V2P) com-
munication).
[0143] The optical communication unit 440 is config-
ured to perform communication with an external device
through the medium of light. The optical communication
unit 440 may include a light emitting unit, which converts
an electrical signal into an optical signal and transmits
the optical signal to the outside, and a light receiving unit
which converts a received optical signal into an electrical
signal.
[0144] In some embodiments, the light emitting unit
may be integrally formed with a lamp provided included
in the vehicle 100.
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[0145] The broadcast transmission and reception unit
450 is configured to receive a broadcast signal from an
external broadcasting management server or transmit a
broadcast signal to the broadcasting management server
through a broadcasting channel. The broadcasting chan-
nel may include a satellite channel, and a terrestrial chan-
nel. The broadcast signal may include a TV broadcast
signal, a radio broadcast signal, and a data broadcast
signal.
[0146] The processor 470 may control the overall op-
eration of each unit of the communication device 400.
[0147] Vehicle driving information may include infor-
mation received using at least one of the short-range
communication unit 410, the location information unit
420, the V2X communication unit 430, the optical com-
munication unit 440, and the broadcast transmission and
reception unit 450.
[0148] For example, the vehicle driving information
may include information about a location, a type, a travel
path, a speed, and a variety of sensing values of a nearby
vehicle, the information which is received from the nearby
vehicle. If information on a variety of sensing information
of the nearby vehicle is received using the communica-
tion device 400, the controller 170 may acquire informa-
tion on various objects existing around the vehicle 100,
even though the vehicle 100 does not have an additional
sensor.
[0149] For example, the vehicle driving information
may indicate: type, location, and movement of an object
existing in the vicinity of the vehicle 100; whether a traffic
line exists in the vicinity of the vehicle 100; whether any
nearby vehicle is travelling while the vehicle 100 is
stopped; whether there is a space for the vehicle 100 to
stop in the vicinity; a probability of collision between the
vehicle 100 and an object; where a pedestrian or a bicycle
is located with reference to the vehicle 100; type of a road
on which the vehicle 100 is travelling, a status of a traffic
light in the vicinity of the vehicle 100, and movement of
the vehicle 100.
[0150] In some embodiments, the communication de-
vice 400 may include a plurality of processors 470, or
may not include the processor 470.
[0151] In a case where the communication device 400
does not include the processor 470, the communication
device 400 may operate under control of the controller
170 or a processor of a device inside of the vehicle 100.
[0152] Meanwhile, the communication device 400 may
implement a vehicle display device, together with the us-
er interface device 200. In this case, the vehicle display
device may be referred to as a telematics device or an
Audio Video Navigation (AVN) device.
[0153] The communication device 400 may operate
under control of the controller 170.
[0154] The driving manipulation device 500 is config-
ured to receive a user input for driving the vehicle 100.
[0155] In the manual mode, the vehicle 100 may op-
erate based on a signal provided by the driving manipu-
lation device 500.

[0156] The driving manipulation device 500 may in-
clude a steering input device 510, an acceleration input
device 530, and a brake input device 570.
[0157] The steering input device 510 may receive a
user command with regard to steering. The user com-
mand with regard to steering may be a command corre-
sponding to a specific steering angle. For example, a
user command with regard to steering may be a right 45
degree angle.
[0158] The steering input device 510 may take the form
of a wheel to enable a steering input through the rotation
thereof. In this case, the steering input device 510 may
be called a steering wheel or a handle.
[0159] In some embodiments, the steering input device
may be provided as a touchscreen, a touch pad, or a
button.
[0160] The acceleration input device 530 may receive
a user command with regard to acceleration of the vehicle
100 from a user.
[0161] The brake input device 570 may receive a user
command with regard to deceleration of the vehicle 100
from a user. The acceleration input device 530 and the
brake input device 570 may take the form of a pedal.
[0162] In some embodiments, the acceleration input
device or the break input device may be configured as a
touch screen, a touch pad, or a button.
[0163] The driving manipulation device 500 may oper-
ate under control of the controller 170.
[0164] The vehicle drive device 600 is configured to
electrically control the operation of various devices of the
vehicle 100.
[0165] The vehicle drive device 600 may include a
power train drive unit 610, a chassis drive unit 620, a
door/window drive unit 630, a safety apparatus drive unit
640, a lamp drive unit 650, and an air conditioner drive
unit 660.
[0166] In some embodiments, the vehicle drive device
600 may further include other components in addition to
the aforementioned components, or may not include
some of the aforementioned components.
[0167] Meanwhile, the vehicle drive device 600 may
include a processor. Each unit of the vehicle drive device
600 may include its own processor.
[0168] The power train drive unit 610 may control the
operation of a power train.
[0169] The power train drive unit 610 may include a
power source drive unit 611 and a transmission drive unit
612.
[0170] The power source drive unit 611 may control a
power source of the vehicle 100.
[0171] In the case in which a fossil fuel-based engine
is the power source, the power source drive unit 611 may
perform electronic control of the engine. As such the pow-
er source drive unit 611 may control, for example, the
output torque of the engine. The power source drive unit
611 may adjust the output toque of the engine under con-
trol of the controller 170.
[0172] In a case where an electric motor is the power
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source, the power source drive unit 611 may control the
motor. The power source drive unit 610 may control, for
example, the RPM and toque of the motor under control
of the controller 170.
[0173] The transmission drive unit 612 may control a
transmission.
[0174] The transmission drive unit 612 may adjust the
state of the transmission. The transmission drive unit 612
may adjust a state of the transmission to a drive (D),
reverse (R), neutral (N), or park (P) state.
[0175] Meanwhile, in a case where an engine is the
power source, the transmission drive unit 612 may adjust
a gear-engaged state to the drive position D.
[0176] The chassis drive unit 620 may control the op-
eration of a chassis.
[0177] The chassis drive unit 620 may include a steer-
ing drive unit 621, a brake drive unit 622, and a suspen-
sion drive unit 623.
[0178] The steering drive unit 621 may perform elec-
tronic control of a steering apparatus provided inside the
vehicle 100. The steering drive unit 621 may change the
direction of travel of the vehicle 100.
[0179] The brake drive unit 622 may perform electronic
control of a brake apparatus provided inside the vehicle
100. For example, the brake drive unit 622 may reduce
the speed of the vehicle 100 by controlling the operation
of a brake located at a wheel.
[0180] Meanwhile, the brake drive unit 622 may control
a plurality of brakes individually. The brake drive unit 622
may apply a different degree-braking force to each wheel.
[0181] The suspension drive unit 623 may perform
electronic control of a suspension apparatus inside the
vehicle 100. For example, when the road surface is un-
even, the suspension drive unit 623 may control the sus-
pension apparatus so as to reduce the vibration of the
vehicle 100.
[0182] Meanwhile, the suspension drive unit 623 may
control a plurality of suspensions individually.
[0183] The door/window drive unit 630 may perform
electronic control of a door apparatus or a window appa-
ratus inside the vehicle 100.
[0184] The door/window drive unit 630 may include a
door drive unit 631 and a window drive unit 632.
[0185] The door drive unit 631 may control the door
apparatus. The door drive unit 631 may control opening
or closing of a plurality of doors included in the vehicle
100. The door drive unit 631 may control opening or clos-
ing of a trunk or a tail gate. The door drive unit 631 may
control opening or closing of a sunroof.
[0186] The window drive unit 632 may perform elec-
tronic control of the window apparatus. The window drive
unit 632 may control opening or closing of a plurality of
windows included in the vehicle 100.
[0187] The safety apparatus drive unit 640 may per-
form electronic control of various safety apparatuses pro-
vided inside the vehicle 100.
[0188] The safety apparatus drive unit 640 may include
an airbag drive unit 641, a safety belt drive unit 642, and

a pedestrian protection equipment drive unit 643.
[0189] The airbag drive unit 641 may perform electron-
ic control of an airbag apparatus inside the vehicle 100.
For example, upon detection of a dangerous situation,
the airbag drive unit 641 may control an airbag to be
deployed.
[0190] The safety belt drive unit 642 may perform elec-
tronic control of a seatbelt apparatus inside the vehicle
100. For example, upon detection of a dangerous situa-
tion, the safety belt drive unit 642 may control passengers
to be fixed onto seats 110FL, 110FR, 110RL, and 110RR
with safety belts.
[0191] The pedestrian protection equipment drive unit
643 may perform electronic control of a hood lift and a
pedestrian airbag. For example, upon detection of a col-
lision with a pedestrian, the pedestrian protection equip-
ment drive unit 643 may control a hood lift and a pedes-
trian airbag to be deployed.
[0192] The lamp drive unit 650 may perform electronic
control of various lamp apparatuses provided inside the
vehicle 100.
[0193] The air conditioner drive unit 660 may perform
electronic control of an air conditioner inside the vehicle
100. For example, when the inner temperature of the
vehicle 100 is high, an air conditioner drive unit 660 may
operate the air conditioner so as to supply cool air to the
inside of the vehicle 100.
[0194] The vehicle drive device 600 may include a
processor. Each unit of the vehicle dive device 600 may
include its own processor.
[0195] The vehicle drive device 600 may operate under
control of the controller 170.
[0196] The operation system 700 is a system for con-
trolling various types of driving the vehicle 100. The op-
eration system 700 may operate in the autonomous driv-
ing mode. The operation system 700 may perform au-
tonomous driving of the vehicle 100 based on location
information and navigation information of the vehicle 100.
The operation system 700 may include the driving system
710, the parking-out system 740, and the parking system
750.
[0197] In some embodiments, the operation system
700 may further include other components in addition to
the aforementioned components, or may not include
some of the aforementioned component.
[0198] Meanwhile, the operation system 700 may in-
clude a processor. Each unit of the operation system 700
may include its own processor.
[0199] Meanwhile, in some embodiments, in a case
where the operation system 700 is implemented as soft-
ware, the operation system 700 may be a subordinate
concept of the controller 170.
[0200] Meanwhile, in some embodiments, the opera-
tion system 700 may be a concept including at least one
selected from among the user interface device 200, the
object detection device 300, the communication device
400, the vehicle drive device 600, and the controller 170.
[0201] The driving system 710 may perform an driving
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operation of the vehicle 100.
[0202] The driving system 710 may perform a driving
operation of the vehicle 100 by providing a control signal
to the vehicle drive device 600 based on location infor-
mation of the vehicle 100 and navigation information pro-
vided from the navigation system 770.
[0203] The driving system 710 may perform a driving
operation of the vehicle 100 by providing a control signal
to the vehicle drive device 600 based on object informa-
tion provided from the object detection device 300.
[0204] The driving system 710 may perform a driving
operation of the vehicle 100 by providing a control signal
to the vehicle drive device 600 based on a signal provided
from an external device through the communication de-
vice 400.
[0205] The parking-out system 740 may perform a
parking-out operation of the vehicle 100.
[0206] The paring-out system 740 may perform an
parking-out operation of the vehicle 100 by providing a
control signal to the vehicle drive device 600 based on
location information of the vehicle 100 and navigation
information provided from the navigation system 770.
[0207] The parking-out system 740 may perform a
parking-out operation of the vehicle 100 by providing a
control signal to the vehicle drive device 600 based on
object information provided from the object detection de-
vice 300.
[0208] The parking-out system 740 may perform a
parking-out operation of the vehicle 100 by providing a
control signal to the vehicle drive device 600 based on a
signal provided from an external device through the com-
munication device 400.
[0209] The parking system 750 may perform a parking
operation of the vehicle 100.
[0210] The parking system 750 may perform a parking
operation of the vehicle 100 by providing a control signal
to the vehicle drive device 600 based on location infor-
mation of the vehicle 100 and navigation information pro-
vided from the navigation system 770.
[0211] The vehicle parking system 750 may perform a
parking operation of the vehicle 100 by providing a control
signal to the vehicle drive device 600 based on object
information provided from the object detection device
300.
[0212] The parking system 750 may perform a parking
operation of the vehicle 100 by providing a control signal
to the vehicle drive device 600 based on a signal provided
from an external device through the communication de-
vice 400.
[0213] The navigation system 770 may provide navi-
gation information. The navigation information may in-
clude at least one selected from among map information,
information on a set destination, information on a route
to the set destination, information on various objects
along the route, lane information, and information on a
current location of the vehicle.
[0214] The navigation system 770 may include a mem-
ory and a processor. The memory may store navigation

information. The processor may control the operation of
the navigation system 770.
[0215] In some embodiments, the navigation system
770 may update pre-stored information by receiving in-
formation from an external device through the commu-
nication device 400.
[0216] In some embodiments, the navigation system
770 may be classified as an element of the user interface
device 200.
[0217] The sensing unit 120 may sense the state of
the vehicle. The sensing unit 120 may include an attitude
sensor (for example, a yaw sensor, a roll sensor, or a
pitch sensor), a collision sensor, a wheel sensor, a speed
sensor, a gradient sensor, a weight sensor, a heading
sensor, a yaw sensor, a gyro sensor, a position module,
a vehicle forward/reverse movement sensor, a battery
sensor, a fuel sensor, a tire sensor, a steering sensor
based on the rotation of the steering wheel, an in-vehicle
temperature sensor, an in-vehicle humidity sensor, an
ultrasonic sensor, an illumination sensor, an accelerator
pedal position sensor, and a brake pedal position sensor.
[0218] The sensing unit 120 may acquire sensing sig-
nals with regard to, for example, vehicle attitude informa-
tion, vehicle collision information, vehicle driving direc-
tion information, vehicle location information (GPS infor-
mation), vehicle angle information, vehicle speed infor-
mation, vehicle acceleration information, vehicle tilt in-
formation, vehicle forward/reverse movement informa-
tion, battery information, fuel information, tire informa-
tion, vehicle lamp information, in-vehicle temperature in-
formation, in-vehicle humidity information, steering-
wheel rotation angle information, out-of-vehicle illumina-
tion information, information about the pressure applied
to an accelerator pedal, and information about the pres-
sure applied to a brake pedal. Information acquired by
the sensing unit 120 may be included in vehicle driving
information.
[0219] The sensing unit 120 may further include, for
example, an accelerator pedal sensor, a pressure sen-
sor, an engine speed sensor, an Air Flow-rate Sensor
(AFS), an Air Temperature Sensor (ATS), a Water Tem-
perature Sensor (WTS), a Throttle Position Sensor
(TPS), a Top Dead Center (TDC) sensor, and a Crank
Angle Sensor (CAS).
[0220] The interface 130 may serve as a passage for
various kinds of external devices that are connected to
the vehicle 100. For example, the interface 130 may have
a port that is connectable to a mobile terminal and may
be connected to the mobile terminal via the port. In this
case, the interface 130 may exchange data with the mo-
bile terminal.
[0221] Meanwhile, the interface 130 may serve as a
passage for the supply of electrical energy to a mobile
terminal connected thereto. When the mobile terminal is
electrically connected to the interface 130, the interface
130 may provide electrical energy, supplied from the
power supply unit 190, to the mobile terminal under con-
trol of the controller 170.
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[0222] The memory 140 is electrically connected to the
controller 170. The memory 140 may store basic data for
each unit, control data for the operational control of each
unit, and input/output data. The memory 140 may be any
of various hardware storage devices, such as a ROM, a
RAM, an EPROM, a flash drive, and a hard drive. The
memory 140 may store various data for the overall op-
eration of the vehicle 100, such as programs for the
processing or control of the controller 170.
[0223] In some embodiments, the memory 140 may
be integrally formed with the controller 170, or may be
provided as an element of the controller 170.
[0224] The power supply unit 190 may supply power
required to operate each component under control of the
controller 170. In particular, the power supply unit 190
may receive power from, for example, a battery inside
the vehicle 100.
[0225] The controller 170 may control the overall op-
eration of each unit inside the vehicle 100. The controller
170 may be referred to as an Electronic Controller (ECU).
[0226] When the vehicle 100 is in an autonomous
mode, the controller 170 may perform autonomous driv-
ing of the vehicle 100 based on information acquired us-
ing a device provided in the vehicle 100. For example,
the controller 170 may control the vehicl3e 100 based on
navigation information provided from the navigation sys-
tem 770 or information provided from the object detection
device 300 or the communication device 400. When the
vehicle 100 is in a manual mode, the controller 170 may
control the vehicle 100 based on an input signal corre-
sponding to a user command that is received by the driv-
ing manipulation device 500. When the vehicle 100 is in
a remote control mode, the controller 170 may control
the vehicle 100 based on a remote control signal received
by the communication device 400.
[0227] At least one processor and the controller 170
included in the vehicle 100 may be implemented using
at least one selected from among Application Specific
Integrated Circuits (ASICs), Digital Signal Processors
(DSPs), Digital Signal Processing Devices (DSPDs),
Programmable Logic Devices (PLDs), Field Programma-
ble Gate Arrays (FPGAs), processors, controllers, micro-
controllers, microprocessors, and electric units for the
implementation of other functions.
[0228] Hereinafter, operations of the vehicle 100 and
the controller 170 according to the present invention will
be described in detail with reference to FIGS. 8 to 29.
[0229] When the vehicle 100 enters a set distance from
a preset destination or receives a stop request while trav-
elling, the controller 170 may search for at least one avail-
able stopping area based on acquired vehicle driving in-
formation, and then display information about the found
available stopping area on the display unit 251 or transmit
such information to a preset terminal.
[0230] FIG. 8 is a flowchart for explanation of detailed
operations of a vehicle according to an embodiment of
the present invention.
[0231] While the vehicle 100 travels in S100, the con-

troller 170 may determine whether the vehicle 100 enters
a set distance from a preset destination or receives a
stop request in S200.
[0232] While the vehicle 100 travels, the controller 170
may acquire vehicle driving information using at least one
of the user interface device 200, the object detection de-
vice 300, the communication device 400, the driving ma-
nipulation device 500, the navigation system 770, the
sensing unit 120, the interface 130, and the memory 140.
For example, the vehicle driving information may be re-
ceived using at least one of the user interface device 200,
the communication device 400, and the navigation sys-
tem 770, and the vehicle driving information may include
destination information which is to be stored in the mem-
ory 140. Once a user inputs a destination using at least
one of the user interface device 200, the communication
device 400, and the navigation system, the controller 170
may store destination information about the destination
in the memory 140.
[0233] Based on destination information and location
information of the vehicle 100, the controller 170 may
determine whether the vehicle 100 enters a set distance
from a preset destination. The set distance may be a
value stored in the memory 140 and may be set by the
user.
[0234] The controller 170 may sense a user command,
received in the user interface device 200 or the commu-
nication device 400, to determine whether a stop request
has been received.
[0235] When the vehicle enters the set distance from
the preset destination or the stop request is received, the
controller 170 may search for at least one available stop-
ping area based on acquired vehicle driving information
in S300.
[0236] An available stopping area indicates an area of
a certain width where the vehicle 100 can to stop. At least
one available stopping area may or may not exist. When
there are two or more available stopping areas, each of
them may have different size, location, and shape. The
fact that there is no available stopping area means that
there is no area for the vehicle 100 to stop in the vicinity.
[0237] The controller 170 may search for at least one
available stopping area based on acquired vehicle driving
information. The vehicle driving information may include
information provided from at least one of the user inter-
face device 200, the object detection device 300, the
communication device 400, the driving manipulation de-
vice 500, the navigation system 770, the sensing unit
120, the interface 130, and the memory 140. For exam-
ple, the vehicle driving information may include object
information detected by the object detection device 300.
Based on object information, the controller 170 may de-
termine an obstacle, a nearby vehicle, a pedestrian, a
traffic line, a traffic signal, a structure, and a building ex-
isting within a specific distance from the vehicle. The con-
troller 170 may search for an available stopping area by
determining, based on vehicle information including ob-
ject information, where is an area for the vehicle 100 to
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stop.
[0238] The controller 170 may display information on
the found available stopping area on the display unit 251
or transmit the same to a preset terminal in S400.
[0239] The information on the found available stopping
area may include a map screen on which the available
stopping area found by the controller 170 is marked, and
location and distance information of the available stop-
ping area.
[0240] FIGS. 9A and 9B are diagrams for explanation
of a case where information on an available stopping
area is displayed on a display unit or transmitted to a
preset terminal.
[0241] The display unit 251 may include a transparent
display implemented in a windshield or a window, a Head
Up Display (HUD), a Center Information Display (CID)
251b, and a Rear Seat Entertainment (RSE). The con-
troller 170 may display a map image on which an avail-
able stopping area is indicated, and location and distance
information of the available stopping area on at least one
of the transparent display, the HUD, the CID 251b, and
the RSE.
[0242] Referring to FIG. 9A, the controller 170 may dis-
play a top-view image, which shows a found available
stopping area 1000, on the CID 251b. In addition, the
controller 170 may transmit a top view image, which
shows the available stopping area 1000, to a preset ter-
minal 10.
[0243] The preset terminal 10 may be a user’s terminal.
In this case, a top view image showing the found available
stopping area 1000 may be displayed on the screen of
the terminal 10. The user is able to check the found avail-
able stopping area 1000 or direct the vehicle 100 to stop
at a specific location even when the user is not inside the
vehicle 100.
[0244] Referring to FIG. 9B, the controller 170 may dis-
play a found available stopping area 1000 in augmented
reality (AR) using an HUD or the transparent display 251c
implemented in the windshield. In this case, the user is
able to see a specific mark 1000 shown in an available
stopping area.
[0245] Hereinafter, detailed description about a case
where the controller 170 determines an available stop-
ping area will be provided with reference to FIGS. 10 to
13.
[0246] Based on object information provided from the
object detection device 300, the controller 170 may de-
termine that an area where a parking or stopping-allowed
line exists on a roadway on which the vehicle 100 is now
travelling is an available stopping area.
[0247] FIG. 10 is a diagram for explanation of an ex-
ample of a parking or stopping-allowed line on the road.
[0248] A type or color of a line may indicate a degree
of allowance of parking or stopping a vehicle according
to regulations. For example, a broken yellow line 1000d
on the side of the roadway may be a line that allows
stopping for less than 5 minutes. A solid white line 1000c
on the side of the roadway may be a line that allows

parking or stopping anytime. A solid yellow line 1000a
on the side of the road may be a line that allows stopping
on a hourly basis or a day-of-week basis. Double yellow
lines may be lines that prohibit parking or stopping. Each
country or region may have different regulations on the
types and colors of lines.
[0249] The object detection device 300 may detect an
object existing within a specific distance from the vehicle
100, and provide information on the object to the control-
ler. The object includes a traffic line. A signal or informa-
tion provided by the object detection device 300 to the
controller 170 may be referred to as object information.
The object information is included in vehicle driving in-
formation.
[0250] Based on object information included in vehicle
driving information, the controller 170 may determine a
type, a location, and color of a traffic line existing in the
vicinity of the vehicle 100. For example, based on object
information, the controller 170 may distinguish a broken
line and a solid line, distinguish color of a line, and de-
termine a location of each line.
[0251] According to an embodiment shown in FIG. 10,
the controller 170 may determine that an area where the
broken yellow line 1000d or the solid white line 1000c
exists on the road is an available stopping area. However,
if a stop period of the vehicle 100 is set in advance to
less than 5 minutes, the controller 170 may determine
that an area where only the solid white line 1000c exists
is an available stopping area. If the broken yellow line
1000a is detected and it is determined that hours during
which the vehicle 100 will be stopped corresponds to
stopping allowed hours of the solid yellow line 1000a, the
controller 170 may determine that an area outlined by
the solid yellow line 1000a is an available stopping area.
[0252] According to another embodiment of the
present invention, based on object information provided
by the object detection device 300, the controller 170
may determine that an area having a space for the vehicle
100 to enter and stop is an available stopping area.
[0253] The object detection device 300 may detect an
object existing within a specific distance from the vehicle
100. The object may include an obstacle, a nearby vehi-
cle, a pedestrian, and any other object of certain volume.
Based on the object information, the controller 170 may
detect an object existing around the vehicle 100. The
controller 170 may determine volume of a space that ex-
ists in a specific area.
[0254] Based on object information, the controller 170
may determine whether there is a space large enough
for the vehicle 100 to stop. If it is determined, based on
the object information, that there is a space for the vehicle
100 to enter and stop, the controller 170 may determine
that an area having such a space is an available stopping
area.
[0255] According to an embodiment shown in FIG. 11,
based on object information, the controller 170 may de-
termine that an area in which a parking or stopping-al-
lowed line exists, no other object is present, and there is
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a space for the vehicle 100 to enter and stop is an avail-
able stopping area 1100a.
[0256] FIG. 11 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines that an area, where a parking or
stopping-allowed line exists and there is a space for the
vehicle 100 to stop, is an available stopping area.
[0257] For example, the parking or stopping-allowed
line may be a broken yellow line 1000d and a solid white
line 1000c.
[0258] Based on object information, the controller 170
may determine that an area 1100a in which no other ob-
ject is present in the entire area outlined by the broken
yellow line 1000d and which has a space for the vehicle
100 to stop is an available stopping area. Based on the
object information, the controller 170 may determine that
an area 1100b is not an available stopping area despite
the broken yellow line 1000d on the left side of the road-
way, because an object is present in the area 1100b.
[0259] Based on the object information, the controller
170 may determine that there is the solid white line 1000c
on the right side of the roadway. The controller 170 may
determine that an area 1100a in which no other object is
present in the entire area outlined by the solid white line
1000c and which has a space for the vehicle 100 to stop
is an available stopping area. The controller 170 may
determine that the area 1100b in the area outlined by the
solid white line 1000c is not an available stopping area,
because a nearby vehicle is present in the area 1100b
and thus the vehicle 100 is not allowed to enter.
[0260] Based on the object information, the controller
170 may determine that there is double solid yellow lines
1000b on the left side of the roadway. The controller 170
may determine that an area outlined by the double solid
yellow lines 1000b is not an available stopping area.
[0261] According to an embodiment shown in FIG. 12,
based on information received through the communica-
tion device 400, the controller 170 may determine that
an area 1200 already designated by a nearby vehicle
101 to stop is not an available stopping area.
[0262] FIG. 12 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines that an area already designated by
a nearby vehicle to stop is not an available stopping area.
[0263] Using the communication device 400, the con-
troller 170 may receive information transmitted by a dif-
ferent device. The different device may include a nearby
vehicle, a mobile terminal, and a server.
[0264] Using the communication device 400, the con-
troller 170 may receive information transmitted by the
nearby vehicle 101. The nearby vehicle 101 may select
an area desired to stop, and information on the selected
area 1200. The information on the selected area 1200
may include information on a location of the selected area
1200.
[0265] If the information on the selected area 1200,
transmitted by the nearby vehicle 101, is received, the
controller 170 may determine that the area 1200 is an

area already designated by the nearby vehicle 101 to
stop. The controller 170 may determine that the area al-
ready designated by the nearby vehicle 101 to stop is
not an available stopping area.
[0266] According to embodiments shown in FIGS. 13A
to 13C, based on at least one of object information, map
information, and regulation information, the controller
170 may determine that an area within a legal distance
from an illegal stopping area, a bus stop, a taxi stand, a
subway station, a train station, an intersection, a ramp,
a traffic structure, an access road, or two or more thereof
is not an available stopping area.
[0267] Vehicle driving information may include object
information, map information, and regulation information.
The map information may include map images provided
by the navigation system 770. The map information may
include information about a type/shape/width of a road,
a traffic light, a crosswalk, a footbridge, an underground
passageway, a stop, and any other road infrastructure
or structure. The regulation information may be informa-
tion on regulations on parking or stopping of a vehicle.
The regulation information may be updated via the net-
work.
[0268] For example, based on at least one of object
information, map information, and regulation information,
the controller 170 may determine that a specific area de-
termined to be an illegal stopping area is not an available
stopping area. The illegal stopping area may include an
area existing within a legal distance from any one among
a bus stop, a taxi stand, a subway station, a train station,
an intersection, a ramp, a traffic structure, an access
road. The legal distance may be determined based on
the regulation information or may be set by a user.
[0269] FIGS. 13A to 13C are diagrams for explanation
of a case where an autonomous vehicle according to the
present invention determines that an illegal stopping area
is not an available stopping area.
[0270] Referring to FIG. 13A, based on object informa-
tion or map information, the controller 170 may determine
that a crosswalk 1301c exists within a specific distance
from the vehicle 100. Based on regulation information,
the controller 170 may determine that an area 1301b with-
in a legal distance from the crosswalk 1301c is not an
available stopping area. For example, the controller 170
may determine that an area having 10 meter from the
crosswalk 1301c is not an available stopping area.
[0271] Except the area 1301b within the legal distance
from the crosswalk 1301c, the controller 170 may deter-
mine that the area 1301a on the both sides of the roadway
is an available stopping area.
[0272] Referring to FIG. 13B, based on object informa-
tion or map information, the controller 170 may sense an
intersection. Based on regulation information, the con-
troller 170 may determine that an area 1302b within a
legal distance from the intersection is not an available
stopping area. A number of vehicles make turns to the
right or the left at the intersection, so, if a vehicle is
stopped at the intersection, it will block vision of other
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vehicles.
[0273] The controller 170 may determine that areas
1302d and 1302e within a legal distance from a subway
station 1303 or a bus stop 1304 are not available stopping
areas. The controller 170 may determine that an area
1303c existing within a legal distance from an access
road is not an available stopping area.
[0274] The controller 170 may determine that an area
1302a on the side of the roadway is an available stopping
area, except the areas 1302b, 1302c, 1302d, and 1302e
which are determined not to be an available stopping
area.
[0275] Referring to FIG. 13C, if it is determined, based
on at least one of object information, map information,
and regulation information, that an area is allowed be-
tween certain hours, the controller 170 may determine
that the area is an available stopping area only during
the parking allowed hours.
[0276] For example, based on object information, the
controller 170 may sense a traffic sign plate 1330 indi-
cating stopping allowed hours, and determine contents
of the traffic sign plate 1330. For example, if a solid yellow
line allows stopping between certain hours and the traffic
sign plate 1330 indicates that stopping is allowed be-
tween 11:00 and 15:00, the controller 170 may determine
that an area outlined by the solid yellow line is an available
stopping area between 11:00 and 15:00.
[0277] Referring to (a) of FIG. 13C, if the current time
is within stopping allowed hours, the controller 170 may
determine that an area outlined by a solid line is an avail-
able stopping area 1100a. For example, if stopping al-
lowed time hours are between 11:00 and 15:00 and the
current time is 12:00, the controller 170 may determine
that an area outlined by a solid line is the available stop-
ping area 1100a. Even in such a case, if a pre-input
scheduled time period of the vehicle 100 indicates that
the vehicle 100 will remain stopped even after 15:00, the
controller 170 may determine that the area outlined by
the solid line is not an available stopping area.
[0278] Referring to (b) of FIG. 13C, if the current time
is not within stopping allowed hours, the controller 170
may determine that an area outlined by a solid line is an
unavailable stopping area 1100b. For example, if a legal
time allowed for stopping is between 11:00 and 15:00
and the current time is 10:00, the controller 170 may de-
termine that an area outlined by a solid line is the una-
vailable stopping area 1100b. In such a case, the con-
troller 170 may display, on the display unit 251 provided
inside the vehicle 100, a message notifying that stopping
will be allowed in one hour.
[0279] According to an embodiment shown in FIG. 14,
based on vehicle driving information, the controller 170
may determine a recommended area in a found available
stopping area. The controller 170 may display informa-
tion about the recommended area on the display unit 251
or transmit such information a preset terminal.
[0280] FIG. 14 is a diagram for explanation of a case
where an autonomous vehicle according to the present

invention determines a recommended area in an availa-
ble stopping area.
[0281] A recommended area 1400 may be part of an
available stopping area 1100a. The recommended area
1400 may be an area where parking the vehicle 100 is
relatively advantageous.
[0282] For example, the recommended area 1400 may
be an area which the vehicle 100 can arrive at the earliest
time in an available stopping area, an area closest to a
destination, an area from which a user can reach a des-
tination at the earliest time, an area which is most safe,
or an area which fits a user’s desired stopping type.
[0283] The controller 170 may determine not just an
available stopping area but a recommended area, and
display information about the recommended area via the
display unit 251 or a terminal, thereby helping a user to
decide where to stop the vehicle 100. In this case, the
user may select the recommended area or a different
space in the available stopping area.
[0284] At last, the controller 170 may control the vehi-
cle 100 to stop at a point selected by the user. If the
vehicle drive device 600 provided in the vehicle 100 op-
erates in accordance with a control signal of the controller
170, the vehicle 100 may move to a selected stopping
point and stop there.
[0285] Hereinafter, a procedure in which the controller
170 determines a recommended area will be described
in detail with reference to FIGS. 15 to 20.
[0286] FIG. 15 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines a recommended area closest to a
destination.
[0287] Based on map information, the controller 170
may determine that an area 1400, in which the vehicle
100 is able to stop as close as possible to a preset des-
tination 1500 within a found available stopping area
1100a, is a recommended area.
[0288] Based on map information included in vehicle
driving information, the controller 170 may determine a
location of an area which is closest to the preset desti-
nation 1500 within the available stopping area 1100a.
[0289] In this case, the recommended area 1400 is a
space within the available stopping area 1100a, which is
at the closest distance to the preset distance 1500, and
therefore, it is possible to reduce a distance that a user
needs to walk from the destination 1500 to the vehicle
100 or from the vehicle 100 to the destination 1500.
[0290] The controller 170 may display, on the display
unit 251, the recommended area 1400 closest to the pre-
set destination 1500. If a user input which selects the
recommended area 1400 is received via the user inter-
face device 300, the controller 170 may control the ve-
hicle to move to the recommended area 1400. In this
case, the vehicle 100 may move to the recommended
area 1400 by going straight and then making a U-turn.
[0291] If a user selects a different area other than the
recommended area 1400 in the available stopping area
1100a, the controller 170 may control the vehicle 100 to
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stop at the selected area.
[0292] FIG. 16 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines a recommended area from which
a user can reach a destination at the earliest time.
[0293] Based on at least one of map information, traffic
information, and location information, the controller 170
may determine that an area having the smallest sum of
a first time and a second time within the found available
stopping area 1100a is a recommended area. The first
time is a time required for the vehicle 100 to completely
stop in the found available stopping area 1100a, and the
second time is a time required for a user to reach a des-
tination 1500 from a location at which the vehicle 100 is
stopped.
[0294] In a case where the vehicle 100 plans to stop
at a point closest to a destination in the available stopping
area 1100a, if it takes a long time for the vehicle 100 to
reach the point, a user is better to get off the vehicle 100
and walk to the destination in order to arrive there more
quickly. In such a case, the autonomous vehicle 100 ac-
cording to the present invention determines that a point
having the smallest sum of the first time, required for the
vehicle 100 to reach a desired stopping point, and the
second time, required for a user to get off the vehicle 100
and walk to the destination 1500, is a recommended area,
and therefore, it is possible to reduce the time for the
user to reach the destination 1500.
[0295] The controller 170 may calculate the first time,
which is required for the vehicle 100 to reach each point
in the available stopping area 1100a, based on map in-
formation, traffic information, and location information.
[0296] The traffic information may include signal infor-
mation of a traffic light and information about a real-time
amount of traffic. The traffic information may be informa-
tion received from a server that provides real-time traffic
information. Accordingly, the more number of vehicles
around the available stopping area 1100a, the longer the
first time can be.
[0297] Based on traffic information, the controller 170
may determine a signal transition time of a traffic light.
Based on an amount of traffic and the signal transition
time of the traffic light, the controller 170 may determine
the first time.
[0298] The controller 170 may calculate the second
time, which is required for a user to reach the destination
1500 from a location at which the vehicle 100 will stop,
based on map information, traffic information, and loca-
tion information.
[0299] Based on map information, the controller 170
may determine a path and a distance, which are required
for the user to move to the destination 1500 by foot.
[0300] Based on traffic information, the controller 170
may determine a signal transition time of a pedestrian
signal. If a user disembarks at a certain location to walk
across a crosswalk, the controller 170 may determine,
based on the signal transition time of the pedestrian sig-
nal, a time required for the user to walk across the cross-

walk. If a user disembarks in an available stopping area
on the right side of the roadway, the controller 170 may
calculate a second time by taking into account how long
it takes for the user to walk across a crosswalk.
[0301] For example, if there are a huge amount of traffic
or it takes a long time until a signal is changed, a user
may be better to walk to a destination by foot, rather than
driving the vehicle 100 to a point closest to the destina-
tion. The controller 170 may calculate a sum of the first
time and the second time in the case (a) where the vehicle
100 moves to an available stopping area closest to the
destination 1500, and a sum of the first time and the sec-
ond time in the case (b) where the vehicle 100 moves to
an available stopping area 1400 closest to a crosswalk,
and then the controller 170 may compare the results. If
it is determined that the sum of the first time and the
second time of the case (b) is smaller than that of the
case (a), the controller 170 may determine that the avail-
able stopping area 1400 closest to the crosswalk is a
recommended area.
[0302] FIG. 17 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines a recommended area based on a
safety level.
[0303] The controller 170 may calculate safety level
distribution in a found available stopping area 1100a
based on object information, nearby vehicle information,
and traffic information. The nearby vehicle information
may be information transmitted by a nearby vehicle. The
nearby vehicle information may include information
about a location, a speed, a control status, a model, and
an occupant of the nearby vehicle.
[0304] To calculate a safety level, the controller 170
may set at least one expected stopping point 1700 within
the found available stopping area 1100a.
[0305] According to the width of the found available
stopping area 1100a and the size of the vehicle, the con-
troller 170 may determine a location of each expected
stopping point 1700 and the number of expected stopping
points 1700. By calculating a safety level of each of the
multiple expected stopping points 1700, the controller
170 may calculate safety level distribution in the available
stopping area 1100a.
[0306] A safety level may be a value indicating how
much a corresponding area is safe. For example, an area
having a relatively high safety level may be determined
to be safer than an area having a relatively low safety
level. A safety level may indicate a probability of the ve-
hicle 100 to collide with a nearby vehicle while moving
to a desired stopping area and an amount of traffic within
a specific distance from the desired stopping area. For
example, if the vehicle 100 is highly likely to collide with
a nearby vehicle when moving to a desired stopping area,
a safety level may be low. In another example, if there is
a huge amount of traffic within a specific distance from
the desired stopping area, it may result in a high proba-
bility of collision between the vehicle 100 and a nearby
vehicle or the vehicle 100 may block vision or path of the
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nearby vehicle, and therefore, a safety level may be low.
[0307] To calculate a safety level, the controller 170
may perform, based on object information or nearby ve-
hicle information, simulation of a case where the vehicle
100 moves to at least one expected stopping point 1700.
The controller 170 may determine that a safety level is
in inverse proportion to a probability of collision between
the vehicle 100 and a nearby vehicle calculated through
simulation. Accordingly, the controller 170 may deter-
mine that a lower safety level will be obtained if a higher
collision probability is calculated through simulation.
[0308] To calculate a safety level, the controller 170
may determine, based on traffic information, that an
amount of traffic within a set distance from at least one
expected stopping point 1700 is in inverse proportion to
a safety level of the expected stopping point 1700. The
set distance may be a value determined through exper-
iments. For example, the set distance may be a distance
to a lane adjacent to an expected stopping point. The set
distance may be a value set by a user.
[0309] In the embodiment shown in FIG. 17, based on
at least one of object information, nearby vehicle infor-
mation, and traffic information, the controller 170 may
determine that a relatively greater number of vehicles
exits in lanes on the right side of the roadway than those
on the left side. The greater number of vehicles on the
road means that the vehicle 100 is highly likely to collide
with a nearby vehicle and that there is a huge amount of
traffic in the vicinity of the vehicle 100. Thus, the controller
170 may determine that a safety level corresponding to
expected stopping points 1700 on the left side of the road-
way is higher than a safety level corresponding to ex-
pected stopping points 1700 on the right side. Accord-
ingly, the controller 170 may determine that an available
stopping area which corresponds to the expected stop-
ping points 1700 on the left side of the roadway is a rec-
ommended point 1400.
[0310] The controller 170 may determine that an area
having a safety level equal to or greater than a set value
in a found available stopping area 1100a is the recom-
mended area 1400. The set value may be a value deter-
mined through experiments or may be set by a user. If
there is no area having a safety level equal to or greater
than a set value in the found available stopping area
1100a, the controller 170 may determine that an area
having the highest safety level in the found available stop-
ping area 1100a is the recommended area 1400.
[0311] FIG. 18 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines a recommended area correspond-
ing to an expected stop duration.
[0312] The controller 170 may determine an expected
stop duration of the vehicle 100 based on stopping type
information. Based on object information, the controller
170 may determine that an area corresponding to the
expected stop duration of the vehicle 100 in a found avail-
able stopping area is a recommended area.
[0313] The stopping type information may be informa-

tion that indicates a pre-input expected stop duration of
the vehicle 100. The expected stop duration may indi-
cates a length of time for which the vehicle 100 is stopped
at a specific destination. For example, before or while
driving the vehicle 100, a user may input information in-
dicating that the vehicle 100 will be stopped at the specific
destination for 10 minutes. As the user’s input with regard
to the expected stop duration is received via the user
interface device 200, the controller 170 may store stop-
ping type information in the memory 140. Vehicle driving
information may include the stopping type information.
[0314] An area corresponding to an expected stop du-
ration of the vehicle 100 may be an area which allows
stopping for the expected stop duration. For example, if
an expected stop duration is 10 minutes, an area which
allows stopping for 10 minutes or more may be an area
corresponding to the expected stop duration.
[0315] In an example (a) in FIG. 18, the controller 170
may determine, based on stopping type information, that
an expected stop duration of the vehicle 100 is less than
5 minutes. Based on object information, the controller
170 may determine an area which allows stopping for
less than 5 minutes within a found available stopping
area 1100a. In a case where an area outlined by a solid
white line 1000c allows stopping without time limit and
an area outlined by a broken yellow line 1000b allows
stopping for less than 5 minutes, each of the two areas
may be an area corresponding to the expected stop du-
ration of the vehicle 100. In this case, the controller 170
may determine that the entire available stopping area
1100a is a recommended area 1400.
[0316] In an example (b) shown in FIG. 18, the con-
troller 170 may determine, based on stopping type infor-
mation, that an expected stop duration of the vehicle 100
is 10 minutes or more. Based on object information, the
controller 170 may determine which area allows stopping
for 10 minutes or more within a found available stopping
area 1100a. In a case where an area outlined by a solid
white line 1000c allows stopping without a time limit and
an area outlined by a broken yellow line 1100b allows
stopping for less than 5 minutes, the area outlined by the
solid white line 1000c may be an area corresponding to
an expected stop duration. In this case, the controller 170
may determine that an area outlined by the solid white
line 1000c in the found available stopping area 1100a is
a recommended area 1400.
[0317] FIG. 19 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines a recommended area by taking into
account a direction toward which the vehicle moves a
destination after stopping.
[0318] When it is determined, based on destination in-
formation, that a destination 1500b after stopping has
been set, the controller 170 may determine, based on
map information and destination information, that an area
adjacent to a lane toward the destination 1500b within
the found available stopping area 1100a is a recommend-
ed area 1400.
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[0319] Two or more destinations of the vehicle 100 may
be set. If two or more destinations of the vehicle 100 is
set, the controller 170 may determine that there are one
final destination and one or more waypoints. In this case,
the vehicle 100 may reach one or more waypoints se-
quentially and then move to the final destination.
[0320] Information about the preset destination of the
vehicle 100 may be destination information. For example,
destination information may indicate a waypoint and a
final destination. According to a user input with regard to
a destination, received via the user interface device 200,
the controller 170 may store destination information in
the memory 140.
[0321] In the case where the vehicle 100 reaches a
waypoint and is stopped there for a certain period of time,
there may be a location at which it is convenient for the
vehicle 100 to move to a next destination. For example,
suppose that a first stopping point can be reached without
making a U-turn, that a second stopping point can be
reached by making a U-turn, and that a next destination
is at a location that can be reached by making a U-turn.
In this case, if the vehicle 100 is stopped at the first stop-
ping point, it is necessary to make a U-turn to reach the
next location. On the other hand, if the vehicle 100 is
stopped at the second stopping point, it is not necessary
to make an additional U-turn to reach the next destination.
Thus, the second stopping point may be a location at
which the vehicle 100 is able to relatively easily and con-
veniently move to the next destination.
[0322] In an example shown in FIG. 19, the controller
170 may determine, based on destination information,
that a waypoint 1500a and a next destination 1500b are
set. If it is determined that the destination 1500b after
stopping is set, the controller 170 may search, based on
map information and destination information, for an area
which is adjacent to a lane toward the destination 1500b
within a found available stopping area 1100a. Based on
the map information and the destination information, the
controller 170 may determine that the area adjacent to a
lane toward the destination 1500b within the available
stopping area 1100a is an available stopping area
present in a lane on the right side of the roadway. In this
case, a user needs to move to the waypoint 1500a or
move from the waypoint 1500a to the vehicle 100, and
thus, the controller 170 may determine that an area clos-
est to a crosswalk within the available stopping area
1100a is a recommended area.
[0323] FIG. 20 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention determines a recommended area by taking into
account an occupant disembarking location.
[0324] The controller 170 may determine an occupant
disembarking location based on occupant location infor-
mation.
[0325] The occupant location information is informa-
tion that indicates a location of an occupant inside the
vehicle 100. For example, the occupant location informa-
tion may indicate that an occupant is located at a driver’s

seat or a right rear seat in the vehicle 100. Vehicle driving
information may include the occupant location informa-
tion. The controller 170 may acquire the occupant loca-
tion information using the occupant sensing unit 240.
[0326] Based on the occupant location information, the
controller 170 may determine an occupant disembarking
location. For example, if an occupant is located at a right
rear seat, the controller 170 may determine that an oc-
cupant disembarking location is on the right rear side.
[0327] In an example (a) shown in FIG. 20, the con-
troller 170 may determine, based on occupant location
information, that an occupant disembarking location is
on the right rear side.
[0328] In an example (b) shown in FIG. 20, the con-
troller 170 may determine, based on occupant location
information, that an occupant disembarking location is
on the left front side.
[0329] Based on object information, the controller 170
may determine that an area in a found available stopping
area 1100a in which any structure 2000a or 200b does
not exists within a set disembarking distance from the
occupant disembarking location is a recommended area
1400.
[0330] The set disembarking distance may be a dis-
tance that is required to disembark a passenger from the
vehicle 100. For example, the set disembarking distance
may be a distance that is required to fully open a door of
the vehicle 100. The set disembarking distance may be
determined through experiments or may be set by a user.
[0331] A structure may be a street tree, a traffic sign
plate, an obstacle, a wall, and any other object of certain
volume.
[0332] In an example (a) shown in FIG. 20, the con-
troller 170 may determine, based on object information,
an area 1400 in a found available stopping area 1100a
in which a street tree 2000b or a traffic corn 2000a does
not exist within a set disembarking distance from the right
rear occupant disembarking location. If an occupant dis-
embarking location is on the right rear side and it is de-
termined that the traffic corn 200a exists within the set
disembarking distance from the right rear occupant dis-
embarking location, the controller 170 may determine
that an area in which the vehicle 100 is now positioned
is not a recommended area. If any structure does not
exits around the right rear occupant disembarking loca-
tion, the controller 170 may determine that an area where
the vehicle 100 is not positioned is a recommended area
1400, although the street tree 2000b is located on the
right-side front of the vehicle 100. The controller 170 may
determine that the area 1400 in the available stopping
area 1100a, in which the street tree 2000b or the traffic
corn 2000a does not exist within the set disembarking
distance from the right rear occupant disembarking loca-
tion, is a recommended area.
[0333] In an example (b) shown in FIG. 20, the con-
troller 170 may determine, based on object information,
an area 1400 in the found available stopping area 1100a
in which the street tree 2000b or the traffic corn 2000a
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does not exists within a set disembarking distance from
the left front occupant disembarking location. If an occu-
pant disembarking location is on the left front side and
any structure 2000a or 200b exists on the right side of
the vehicle 100, the controller 170 may determine that
any structure 2000a or 2000b does not exists within a
set disembarking distance from the occupant disembark-
ing location. Because a structure 2000a or 2000b is lo-
cated on the right side of the available stopping area
1100a and the occupant disembarking location is on the
left side, the controller 170 may determine that the whole
available stopping area 1100a is a recommended area
1400.
[0334] FIG. 21 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention stops at a specific point selected by a user.
[0335] If a user selection of a specific point in a found
available stopping area 1000 is received, the controller
170 may control the vehicle 100 to stop at the specific
point corresponding to the user selection.
[0336] The controller 170 may display the available
stopping area 1000 in augmented reality (AR) via a trans-
parent display implemented in the windshield 251c or via
an HUD.
[0337] The controller 170 may display, on the wind-
shield 251c, a notification 2100b that the vehicle 100 will
stop at a point selected by the user.
[0338] In response to reception of a user input which
selects a specific point in the available stopping area
1000 displayed on the windshield, the controller 170 may
control the vehicle 100 to stop at the specific point se-
lected by the user. A specific point corresponding to the
user’s selection is the specific point selected by the user.
[0339] In this case, the input unit 210 of the user inter-
face device 200 may be a device that receives a user
input of touching the windshield 251c.
[0340] The controller 170 may control the vehicle drive
device 600 so that the vehicle 100 moves to a point cor-
responding to the user’s selection.
[0341] FIG. 22 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention transmits information about a point at which the
vehicle will stop.
[0342] Using the communication device 400, the con-
troller 170 may transmit information on a point at which
the vehicle 100 will stop.
[0343] In response to a user input that selects the spe-
cific point 2200 in an available stopping area 1100a, the
controller 170 may control the vehicle 100 to stop at a
specific point 2200 which is selected according to the
user input. If the point 2200 at which the vehicle 100 will
stop is determined, the controller 170 may transmit infor-
mation about the point 2200.
[0344] The information about the point 2200 may in-
clude information about a location of the point 2200 and
information about a stop period of the vehicle 100.
[0345] The controller 170 may transmit information
about the point 2200 in a broadcasting manner. In this

case, a communication device within a specific distance
from the vehicle 100 may receive the information about
the point 2200.
[0346] FIG. 23 is a diagram for explanation of how an
autonomous vehicle according to the present invention
operates when the vehicle is not allowed to stop at a
specific point selected by a user.
[0347] If it is determined during travelling of the vehicle
100 to a specific point selected by a user, based on ve-
hicle driving information, that the vehicle 100 is not al-
lowed to stop at the specific point, the controller 170 may
output a stopping menu 2300b via the user interface de-
vice 200.
[0348] For example, if a nearby vehicle stops at a point
desired by the vehicle 100, the controller 170 may deter-
mined, based on object information included in vehicle
driving information, that the vehicle 100 is not allowed to
stop at a point selected by a user.
[0349] If it is determined that the vehicle 100 is not
allowed to stop at the point selected by the user, the
controller 170 may output the stopping menu 2300b via
the user interface device 200.
[0350] The stopping menu 2300b is a menu using
which a user is able to searching for a stopping point
again or to directly designate a desired stopping point.
The controller 170 may display a stopping menu on the
display unit 251 or output the same to the sound output
unit 252. Hereinafter, description will be confined largely
to displaying a stopping menu on the display unit 251.
[0351] In an example (a) shown in FIG. 23, the con-
troller 170 may display the stopping menu 2300b on a
display unit implemented in the windshield 251c. The
controller 170 may further display a notification 2300a
indicating that the vehicle 100 cannot stop at a selected
point. The stopping menu 2300b may include a button
for searching for a stopping point again, and a button for
selecting a passive designation mode which allows a us-
er to designate a desired stopping point.
[0352] In an example (b) shown in FIG. 23, the con-
troller 170 may display, on the display unit 251 provided
inside the vehicle 100, a button for searching a stopping
point again and a button for designating a desired stop-
ping point. The controller 170 may further display, on the
display unit 251b, a notification indicating that the vehicle
100 cannot stop at a selected point.
[0353] In the example (b) shown in FIG. 23, the con-
troller 170 may transmit a stopping menu to a preset ter-
minal 10. In this case, a button for searching for a stopping
point again and a button for designating a desired stop-
ping point may be displayed in the terminal 10.
[0354] The button for selecting a passive designation
mode, shown in the example (a) shown in FIG. 23, may
perform the same function as that of the button for des-
ignating a desired stopping point, which is shown in the
example (b) shown in FIG. 23.
[0355] In response to a first user input corresponding
to a stopping menu, the controller 170 may search for an
available stopping area or a recommended area again
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or may enter a passive designation mode.
[0356] The first user input is an input that selects either
the button for searching for a stopping point again or the
button for selecting a passive designation mode. In re-
sponse to the first user input, the controller 170 may
search for an available stopping area or a recommended
area again or may enter a passive designation mode.
Hereinafter, how to search for an available stopping area
and designate a desired stopping point is described in
detail with reference to FIGS. 24 and 25.
[0357] FIG. 24 is a diagram for explanation of a proce-
dure of searching for a stopping point again.
[0358] According to a first user input that selects to
search for a stopping point again, the controller 170 may
search for an available stopping area again.
[0359] If a user input is applied to the button for search-
ing for a stopping point again, the button which is dis-
played on the windshield 251c, the controller 170 may
search for an available stopping area again based on
vehicle driving information.
[0360] While searching for an available stopping area
again, the controller 170 may display, on the windshield
251c, a notification indicating that a search for a stopping
area is being performed again.
[0361] If at least one available stopping area is found,
the controller 170 may display, on the windshield 251c,
information about the found available stopping area.
[0362] The information about the found available stop-
ping area may include an image of arrow aiming at a
location of the available stopping area, and a distance to
the available stopping area.
[0363] If a user touches a specific point in the available
stopping area displayed on the windshield 251c, the con-
troller 170 may control the vehicle 100 to stop at the point
touched by the user.
[0364] FIG. 25 is a diagram for explanation of a proce-
dure of designating a desired stopping point by a user.
[0365] The controller 170 may display a stopping menu
on the display unit 251 or transmit the same to a preset
terminal 10. The preset terminal 10 may be a terminal of
a user who is within the vehicle 100. In this case, a button
for searching for a stopping point again and a button for
directly designating a stopping point may be displayed
in the terminal 10.
[0366] If the button for designating a desired stopping
point is selected, the terminal 10 may transmit a signal
corresponding to a first user input that selects to desig-
nate a desired stopping point to the controller 170 of the
vehicle 100. If the signal corresponding to the first user
input is received from the terminal 10, the controller 170
may determine that the first user input is received via the
user interface device 200.
[0367] If a first user input which selects to designate a
desired stopping point is received, the controller 170 may
enter a passive designation mode. Upon entrance to the
passive designating mode, the controller 170 may control
the vehicle 100 to stop at a point selected by a user,
without determining whether it is possible to stop at the

selected point.
[0368] If a first user input which selects to designate a
desired stopping point is received, the controller 170 may
display a top-view image, which is used to designate a
stopping point, on the display unit 251 or transmit such
a top-view image to a terminal 10. If a first user input
which selects to designate a desired stopping point is
received from the terminal 10, the controller 170 may
display a top-view image, which is used to designate a
desired stopping point, to the terminal 10. In this case,
the terminal 10 may display the top-view image.
[0369] If a second user input which selects a stopping
point on the top-view image is received, the terminal 10
may transmit the received user input to the controller 170.
Upon entrance to a passive designation mode, the con-
troller 170 may control the vehicle 100 to stop at a point
selected according to a second user input. The second
user input is a user input that selects a stopping point.
[0370] The controller 170 may transmit, to the terminal
10, a top-view image showing that the vehicle 100 will
stop at the point selected by a user. The terminal 10 may
display the top-view image transmitted by the controller
170.
[0371] FIG. 26 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention performs an emergency stop.
[0372] If a request for emergency stop is received via
the user interface device 200 during travelling of the ve-
hicle 100, the controller 170 may determine, based on
vehicle driving information, that an area for the vehicle
100 to enter and stop is an available stopping area.
[0373] Based on the vehicle driving information, the
controller 170 may determine a recommended area in
the available stopping area. For example, based on ve-
hicle driving information, the controller 170 may deter-
mine the current speed of the vehicle 100, and a location,
a speed, and a travel path of a nearby vehicle. Then, the
controller 170 may determine that an area having the
lowest probability of collision between the vehicle 100
and an object is a recommended area.
[0374] The controller 170 may display information
about an available stopping area or a recommended area
on the display unit 251 or transmit the same to a preset
terminal.
[0375] The controller 170 may display a stopping al-
lowed rea and a recommended area 2600b on the wind-
shield 251c. The controller 170 may further display, on
the windshield 251c, a notification 2600a indicating that
the vehicle 100 will perform an emergency stop.
[0376] In response to a received user input that selects
a stopping point, the controller 170 may stop the vehicle
100 at the selected stopping point.
[0377] The controller 170 may display, on the display
unit 251c provided in a windshield, a marker 2600c that
indicates the point selected by a user.
[0378] FIG. 27 is a diagram for explanation of how an
autonomous vehicle according to the present invention
searches for an available stopping area again.
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[0379] If it is determined that no available stopping area
exists, the controller 170 may output a stopping menu
2700b via the user interface device 200.
[0380] The controller 170 may display, on the display
unit 251cc implemented in a windshield, a stopping menu
2700b and a notification 2700a indicating that there is no
available stopping area.
[0381] The stopping menu 2700b may include may in-
clude a button for searching for an available stopping
area again after adjusting a search condition, and a but-
ton for selecting a passive designation mode which al-
lows a user to designates a desired stopping point.
[0382] In response to a first user input corresponding
to the stopping menu, the controller 170 may search for
an available stopping area again after adjusting a search
condition or may enter a passive designation mode.
[0383] The first user input may be a user input that
selects either the button for searching for an available
stopping area again after adjusting a search condition or
the button for selecting a passive designation mode.
[0384] In response to a first user input that selects the
button for searching for a stopping available area again
after adjusting a search condition, the controller 170 may
search for an available stopping area again after adjust-
ing a search condition.
[0385] The search condition may be a condition that is
preset to search for an available stopping area. For ex-
ample, the controller 170 may search for an available
stopping area within a set distance from the vehicle 100.
In this case, a search condition may be the set distance
that limits a search range. The set distance may be set
by a user.
[0386] The controller 170 may search for an available
stopping area again after increasing a search range in-
cluded in a search condition. For example, if an existing
search range is 100 meter from the vehicle 100, the con-
troller 170 may adjust the search range to 400 meter from
the vehicle 100 and then search for an available stopping
area. The controller 170 may display, on the display unit
251c implemented in a windshield, a notification indicat-
ing that a search for an available stopping area is being
performed in a wider range.
[0387] The controller 170 may display, on the wind-
shield, location and distance information of a found avail-
able stopping area.
[0388] In response to a user input that selects the but-
ton for a passive designation mode, the controller 170
may enter the passive designation mode.
[0389] Upon entrance to the passive designation
mode, the controller 170 may control the vehicle 100 to
stop at a point selected according to a user input. Upon
entrance to the passive designation mode, the controller
170 may display a top-view image, in which the vehicle
100, a map, and any object sensed around the vehicle
100 are indicated, on the display unit 251 or transmit such
a top-view image to a preset terminal. The top-view image
is an image using which a user is able to select a stopping
point. If the user selects a specific point on the top-view

image, the controller 170 may control the vehicle 100 to
stop at the selected point.
[0390] FIG. 28 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention displays an available stopping area according
to a location of an occupant.
[0391] The display unit 251 provided in the vehicle 100
may include at least one of a transparent display, an Head
Up Display (HUD), a Center Information Display (CID)
251b, a front passenger display 251e, and a Rear Seat
Entertainment (RSE) 251d. The transparent display and
the HUD may be implemented in the same windshield
251c or the window 251h.
[0392] The controller 170 may determine a location of
an occupant inside the vehicle 100 by using the occupant
sensing unit 240, and display a found available stopping
area on any one selected among the transparent display,
the HUD, the CID 251b, the front passenger display 251e,
and the RSE 251d according to which corresponds to
the location of the occupant.
[0393] A variety of the display unit 251 provided in the
vehicle 100 may correspond to occupant seats 110FL,
110FR, 110RL, and 110RR.
[0394] For example, if an occupant is located at the
driver’ seat 110FL, the controller 170 may display an
available stopping area in at least one of a transparent
display/HUD implemented in the windshield and the CID
251b.
[0395] For example, if an occupant is located at the
right rear seat 110RR or the left rear seat 110RL, the
controller 170 may display an available stopping area on
the RSE 251d provided in front of each of those seats.
[0396] For example, if an occupant is located at the
front passenger seat 110FR, the controller 170 may dis-
play an available stopping area on the front passenger
display 251e or the CID 251b.
[0397] In the case of displaying a found available stop-
ping area on the transparent display or the HUD, the con-
troller 170 may display the found available stopping area
in augmented reality (AR).
[0398] In the case of displaying a found available stop-
ping area in one of the CID 251b, the front passenger
display 251e, and the RSE 251d, the controller 170 may
display a top-view image in which the available stopping
area is indicated.
[0399] FIG. 29 is a diagram for explanation of a case
where an autonomous vehicle according to the present
invention transmits an available stopping area to a preset
terminal.
[0400] If it is determined, using the occupant sensing
unit 240, that an occupant is located at a rear seat in the
vehicle 100 or that no occupant exists inside the vehicle
100, the controller 170 may transmit a top-view image,
in which a found available stopping area is indicated, to
a preset terminal via the communication device 400.
[0401] The preset terminal 10 may be a user’s terminal.
The user’s terminal 10 may perform communication with
the controller 170 via the communication device 400. The
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terminal 10 may display a top-view image transmitted by
the controller 170.
[0402] The terminal 10 may display a top-view image
which contains the vehicle 100, an object sensed by the
object detection device 300, an available stopping area
1100a, an unavailable stopping area 1100b, and a rec-
ommended area 1400.
[0403] If a user input which selects a specific point in
the available stopping area 1100a is received, the termi-
nal 10 may transmit the user input to the controller 170.
[0404] In response to the user input transmitted by the
preset terminal 10, the controller 170 may control the
vehicle 100 to stop at the selected point.
[0405] Accordingly, even a user who is in a rear seat
of the vehicle 100 or not inside the vehicle can select a
location to stop the vehicle 100.
[0406] Although embodiments have been described
with reference to a number of illustrative embodiments
thereof, it should be understood that numerous other
modifications and embodiments can be devised by those
skilled in the art that will fall within the spirit and scope
of the principles of this disclosure. More particularly, var-
ious variations and modifications are possible in the com-
ponent parts and/or arrangements of the subject combi-
nation arrangement within the scope of the disclosure,
the drawings and the appended claims. In addition to
variations and modifications in the component parts
and/or arrangements, alternatives uses will also be ap-
parent to those skilled in the art.

Claims

1. An autonomous vehicle comprising:

a display unit; and
a controller configured to:

when the vehicle enters a set distance from
a preset destination or receives a stop re-
quest while travelling, search for at least one
available stopping area based on acquired
vehicle driving information, and
display information about a found available
stopping area on the display unit or transmit
such information to a preset terminal.

2. The autonomous vehicle of claim 1, further compris-
ing an object detection device,
wherein the vehicle driving information comprises
object information provided by the object detection
device, and the controller is configured to determine,
based on the object information, that an area outlined
by a parking or stopping-allowed line on a roadway
or an area having a space for the vehicle to enter
and stop is the available stopping area.

3. The autonomous vehicle of claim 2, wherein the con-

troller is configured to determine, based on the object
information, that an area in which a parking or stop-
ping-allowed line exists, no other object is present,
and there is a space for the vehicle to enter and stop
is the available stopping area.

4. The autonomous vehicle of claim 3, further compris-
ing a communication device,
wherein the vehicle driving information further com-
prises information received via the communication
device, and
wherein the controller is configured to determine,
based on the information received via the commu-
nication device, that an area already designated by
a nearby vehicle to stop is not an available stopping
area.

5. The autonomous vehicle of claim 3,
wherein the vehicle driving information further com-
prises map information and regulation information,
and
wherein the controller is configured to determine,
based on at least one of the object information, the
map information, and the regulation information, that
an area existing within a set distance from any one
among an illegal stopping area, a bus stop, a taxi
stand, a subway station, a train station, an intersec-
tion, a ramp, a traffic structure, and an access road
is not the available stopping area.

6. The autonomous vehicle of claim 2, wherein the con-
troller is configured to:

determine a recommended area in the found
available stopping area based on the vehicle
driving information; and
transmit information about the recommended
area on the display unit or transmit such infor-
mation to the preset terminal.

7. The autonomous vehicle of claim 6, wherein the ve-
hicle driving information comprises object informa-
tion and map information, and
wherein the controller is configured to determine,
based on the map information, that an area where
the vehicle is able to stop as close as possible to the
preset destination within the found available stop-
ping area is the recommended area,
or wherein the vehicle driving information further
comprises map information, traffic information, and
location information of the vehicle,
wherein the controller is configured to determine,
based on at least one of the map information, the
traffic information, and the location information, that
an area having the smallest sum of a first time and
a second time within the found available stopping
area is the recommended area, and
wherein the first time is a time required for the vehicle
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to completely stop, and the second time is a time
required for a user to reach the destination from a
location at which the vehicle is stopped.

8. The autonomous vehicle of claim 6,
wherein the vehicle driving information comprises at
least one of object information, nearby vehicle infor-
mation, and traffic information, and
wherein the controller is configured to:

based on at least one of the object information,
the nearby vehicle information, and the traffic
information, calculate safety level distribution in
the found available stopping area; and
determine that an area having a safety level
equal to or greater than a set value within the
found available stopping area is the recom-
mended area.

9. The autonomous vehicle of claim 8, wherein the con-
troller is configured to:

set at least one expected stopping point in the
found available stopping area to calculate the
safety level;
perform, based on the object information or the
nearby vehicle information, simulation of a case
where the vehicle moves to the at least one ex-
pected stopping point, and then determine that
the safety level is in inverse proportion to a prob-
ability of collision between the vehicle and an
object calculated through the simulation; and
based on the traffic information, determine that
the safety level is in inverse proportion to an
amount of traffic within a preset distance from
the at least one expected stopping point.

10. The autonomous vehicle of claim 6,
wherein the vehicle driving information comprises
stopping type information and object information,
and
wherein the controller is configured to:

determine an expected stop duration of the ve-
hicle based on the stopping type information;
and
based on the object information, determine that
an area corresponding to the expected stop du-
ration of the vehicle within the found available
stopping area is the recommended area,

and/or wherein the vehicle driving information com-
prises map information and destination information,
and
wherein when it is determined, based on the desti-
nation information, that the stop request concerns
an intermediate stop, the controller is configured to
determine, based on the map information and the

destination information, that an area adjacent to a
lane toward the destination within the found available
stopping area is the recommended area,
and/or wherein the vehicle driving information com-
prises occupant location information and object in-
formation, and
wherein the controller is configured to:

determine an occupant disembarking location
based on the occupant location information; and
based on the object information, determine that
an area in which no object is present within a
preset disembarking distance from the occupant
disembarking location within the found available
stopping area is the recommended area.

11. The autonomous vehicle of claim 6, wherein, in re-
sponse to a user input that selects a specific point
in the found available stopping area, the controller
is configured to control the vehicle to stop at the spe-
cific point selected according to the user input.

12. The autonomous vehicle of claim 11, further com-
prising a communication device,
wherein the controller is configured to transmit to oth-
er vehicles, via the communication device, informa-
tion about a point at which the vehicle will stop.

13. The autonomous vehicle of claim 11, further com-
prising a user interface device, wherein the controller
is configured to:

when it is determined during travelling of the ve-
hicle to the specific point, based on the vehicle
driving information, that the vehicle is not al-
lowed to stop at the specific point, output a stop-
ping menu via the user interface device;
in response to a first user input corresponding
to the stopping menu, search for an available
stopping area or a recommended area again or
enter a passive designation mode which allows
a user to designate a desired stopping point; and
upon entrance to the passive designation mode,
control the vehicle to stop at a point selected
according to a second user input.

14. The autonomous vehicle of claim 6, further compris-
ing a user interface device, wherein the controller is
configured to:

when a request for emergency stop is received
via the user interface device during travelling of
the vehicle, determine, based on the vehicle
driving information, that an area for the vehicle
to enter and stop is the available stopping area;
based on the vehicle driving information, deter-
mine a recommended area in the available stop-
ping area;
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display information about the available stopping
area or the recommended area on the display
unit or transmit such information to the preset
terminal; and
in response to a user input to select a stopping
point, control the vehicle to stop at the selected
stopping point.

15. The autonomous vehicle of claim 1, further compris-
ing a user interface device, wherein the controller is
configured to:

when it is determined that there is no available
stopping area, output a stopping menu via the
user interface device;
in response to a first user input corresponding
to the stopping menu, search for an available
stopping area again after changing a search
condition or enter a passive designation mode
which allows a user to designate a desired stop-
ping point; and
upon entrance to the passive designation mode,
control the vehicle to stop at a point selected
according to a second user input.

16. The autonomous vehicle of claim 1, further compris-
ing:

an occupant sensing unit; and
a display unit,
wherein the display unit comprises at least one
of a transparent display, a Head Up Display
(HUD), a Center Information Display (CID), a
front passenger seat display, and a Rear Seat
Entertainment (RSE), and
wherein the controller is configured to:

determine a location of an occupant inside
the vehicle by using the occupant sensing
unit:

display the found available stopping ar-
ea on any one selected among the
transparent display, the HUD, the CID,
the front passenger seat display, and
the RSE according to which correspond
to the location of the occupant; and
when the found available stopping area
is displayed on the transparent display
or the HUD, display the found available
stopping area in augmented reality
(AR),

wherein when the found available stopping area
is displayed either on the front passenger seat
display or on the RSE, the CID displays a top-
view image in which the found available stopping
area is indicated.

17. The autonomous vehicle of claim 1, further compris-
ing:

an occupant sensing unit; and
a communication device,
wherein, when it is determined using the occu-
pant sensing unit that an occupant is located at
a rear seat in the vehicle or that no occupant
exists in the vehicle, the controller is configured
to transmit a top-view image, in which the found
available stopping area is indicated, to the pre-
set terminal via the communication device, and
wherein, when a user input that selects a stop-
ping point is received from the preset terminal,
the controller is configured to control the vehicle
to stop at the selected stopping point.
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