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(54) METHOD, DEVICE, AND SYSTEM FOR IMPLEMENTING CONTINUOUS SESSION

(57) Provided is a method and device for implement-
ing session continuity. The method includes: transmitting
indication information to a user equipment (UE), where
the indication information is used for informing the UE to
release a current first protocol data unit (PDU) session
and establish a second PDU session to the same data
network; and receiving a request message, initiated by
the UE after the indication information is received by the
UE, for establishing the second PDU session, where the

request message carries a session identifier of the first
PDU session for uniquely identifying the first PDU ses-
sion. The above-mentioned technical solution solves the
problem in the related art that it is impossible to determine
from which PDU session the newly established PDU ses-
sion is switched over when the UE is redirected to a new
TUPF. Thus the network side is able to determine from
which PDU session the newly established PDU session
is redirected.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to the field of
communications, and in particular, to a method, device
and system for implementing session continuity.

BACKGROUND

[0002] FIG. 1 is a schematic diagram of a 4G network
architecture in the related art. As shown in FIG. 1, network
elements described below are included in the architec-
ture. A user equipment (UE) is accessed to a 4G network
and obtains services mainly via a radio air interface. The
UE interacts with a base station via the air interface, and
interacts with a mobility management entity (MME) of a
core network via non-access-stratum (NAS) signaling.A
radio access network (RAN) base station is responsible
for scheduling air interface resource through which the
UE is accessed to the network and connection manage-
ment of the air interface, and is further responsible for
detecting uplink and downlink rates of a user to ensure
that the maximum uplink and downlink rates allowed for
the user are not exceeded.
[0003] A mobility management entity (MME) is served
as a control plane unit of a core network and mainly re-
sponsible for: user authentication, authorization and sub-
scription checking, to ensure that a user is a valid user;
user mobility management, including location registra-
tion and temporary identifier allocation; maintenance and
migration of an IDLE state and a CONNECT state; a
handover in the CONNECT state; connection and bearer
maintenance of the packet data network (PDN), including
session management functions like creating, modifying
and deleting a session; and paging triggering in the IDLE
state of a user, and other functions.
[0004] A serving gateway (GW) is served as a user
plane functional unit of the core network and mainly re-
sponsible for interacting with a packet data network
(PDN) GW in the case of roaming; caching downlink data
packets received and notifying the MME to page the user
when the user is in the IDLE state; and acting as an an-
chor for the user plane during inter-RAN handovers and
as the anchor for mobility across 2G/3G/4G systems.
[0005] The PDN GW is served as a user plane func-
tional unit of the core network and is an access point for
the UE to access the PDN. The PDN GW is responsible
for user Internet Protocol (IP) address allocation, the es-
tablishment, modification and deletion of the network-
triggered bearer, Quality of Service (QoS) control, charg-
ing and other functions, and is the anchor of the user
within the third generation partnership project (3GPP)
system and between 3GPP and non-3GPP systems, and
thus the IP address is ensured to be unchanged and serv-
ice continuity is ensured. The PDN GW is further respon-
sible for detecting the uplink and downlink rates of a ses-
sion to ensure that the maximum uplink and downlink

rates allowed to the user session are not exceeded. The
industry is currently researching the next generation wire-
less communication system and a schematic diagram of
the architecture shown in FIG. 2 is proposed. In FIG.2,
The user plane functional entities includes a terminating
user-plane function (TUPF) entity served as an entry
point for the UE to access a data network (DN). The con-
trol plane functional entities include an access and mo-
bility management function (AMF) entity responsible for
access control and mobility management of the UE, and
a session management function (SMF) entity responsible
for session management. In the process of researching
the next generation wireless communication system,
new requirements and solutions for service continuity are
proposed. Three modes of session and service continuity
(SSC) are defined.
[0006] Mode 1: The TUPF remains unchanged no mat-
ter how an access network (AN) used by the UE changes.
[0007] Mode 2: The TUPF remains unchanged when
the UE only moves in a subset of the attachment point
of the access network. When the UE leaves a service
area of the TUPF, a different TUPF suitable for an at-
tachment point of a current access network for the UE
will be used to serve the UE.
[0008] Mode 3: As shown in FIG. 3, the UE is allowed
to establish a new protocol data unit (PDU) session to
the same DN before the previous PDU session is finally
terminated. When the UE requests to establish the new
PDU session, the network selects a TUPF suitable for
the UE’s new network attachment point. When two PDUs
are simultaneously activated, the UE migrates the appli-
cation from the previous PDU session to the new PDU
session, or the UE waits for the application bound to the
previous PDU session to end.
[0009] In order to ensure service continuity, in mode
3, if the application supports service continuity, the UE
may migrate the application bound to the previous PDU
session to the new PDU session. However, problems
described below exist. First, as shown in FIG. 4, the UE
establishes two PDN sessions (one of which is PDU ses-
sion 1, and the other is PDU session 2) in the same DN
through an AN1, and the network selects the same TUPF
(i.e., TUPF) for the two PDU sessions. The two PDU ses-
sions have the same user id and the same DN name. In
order to implement policy control on the PDU sessions,
two policy control sessions (i.e., policy control session 1
and policy control session 2) are respectively established
between the control plane (CP) and the policy function.
The UE accesses the application through the PDN ses-
sion 1, so that the AF establishes an AF session 1 to
provide service information, and the CP correlates the
AF session 1 with the PDU session 1. The UE accesses
an application through the PDU session 1. The AF cor-
responding to the application establishes the AF session
1 to provide service information to the policy function,
and the policy function correlates the AF session 1 with
the policy control session 1.
[0010] Subsequently, as shown in FIG. 5, the network
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indicates the UE that the PDU session 1 and PDN session
2 need to be redirected to a new TUPF when the UE
moves to the AN2. According to the network indication,
the UE establishes a new PDU session 3. During the
process of establishing the PDU session 3, the UE carries
the user id and the DN name, while the policy function
fails to determine a PDU session from which the PDU
session 3 is switched. Therefore, it is impossible to de-
termine whether to correlate the AF session 1 with the
PDU session 3 (i.e., policy control session 3).
[0011] Similarly, if other network functional entities
(such as the SMF) on the network fail to determine the
PDU session from which the PDU session 3 is switched
over, the SMF is unable to select the same policy func-
tion. Further, if the AMF fails to determine the PDU ses-
sion from which the PDU session 3 is switched over, the
AMF is unable to select the same SMF and then cannot
select the same policy function. In addition, if the same
SMF cannot be selected, some of original contexts on
the SMF cannot be reused, which reduces processing
efficiency and increases signaling overhead.
[0012] In the related art, when the UE is redirected to
a new TUPF, it is impossible to determine from which
PDU session the newly established PDU session is
switched over. An effective solution has not been pro-
posed.

SUMMARY

[0013] Embodiments of the present disclosure provide
a method, device and system for implementing session
continuity, to solve at least the problem in the related art
that it is impossible to determine from which PDU session
the newly established PDU session is switched over
when the UE is redirected to a new TUPF.
[0014] An embodiment of the present disclosure pro-
vides a method for implementing session continuity. The
method includes:

transmitting indication information to a UE, where
the indication information is used for informing the
UE to release a current first protocol data unit (PDU)
session and establish a second PDU session to the
same data network; and
receiving a request message, initiated by the UE af-
ter the indication information is received by the UE,
for establishing the second PDU session, where a
session identifier of the first PDU session is carried
in the request message, the session identifier of the
first PDU session is used for uniquely identifying the
first PDU session.

[0015] Another embodiment of the present disclosure
further provides a method for implementing session con-
tinuity. The method includes:

receiving a request message, initiated by a UE, for
establishing a second PDU session, where a session

identifier of the first PDU session is carried in the
request message, the session identifier of the first
PDU session is used for uniquely identifying the first
PDU session; and
selecting a session management function (SMF) of
the first PDU session for the second PDU session
according to the session identifier of the first PDU
session.

[0016] Another embodiment of the present disclosure
further provides a method for implementing session con-
tinuity. The method includes:

receiving a request message, requested by a UE,
for establishing a second policy control session cor-
responding to a second PDU session, where a ses-
sion identifier of the first PDU session is carried in
the request message, the session identifier of the
first PDU session is used for uniquely identifying the
first PDU session; and
correlating the second policy control session with an
application function (AF) session according to the
session identifier of the first PDU session carried in
the request message, where the AF session is es-
tablished when the UE accesses a specified appli-
cation through the first PDU session.

[0017] Another embodiment of the present disclosure
further provides a method for implementing session con-
tinuity. The method includes:

receiving, by a UE, indication information from a net-
work, where the indication information is used for
informing the UE to release a current first protocol
data unit (PDU) session and establish a second PDU
session in a same data network; and
transmitting, by the UE, a request message for es-
tablishing the second PDU session to the network,
where a session identifier of the first PDU session is
carried in the request message, the session identifier
of the first PDU session is used for uniquely identi-
fying the first PDU session.

[0018] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity. The device includes:

a first transmitting module configured to transmit in-
dication information to a UE, where the indication
information is used for informing the UE to release
a current first protocol data unit (PDU) session and
establish a second PDU session to the same data
network; and
a first receiving module configured to receive a re-
quest message, initiated by the UE after the indica-
tion information is received by the UE, for establish-
ing the second PDU session, where a session iden-
tifier of the first PDU session is carried in the request
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message, the session identifier of the first PDU ses-
sion is used for uniquely identifying the first PDU
session.

[0019] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity. The device includes:

a second receiving module configured to receive a
request message, initiated by a UE, for establishing
a second PDU session, where a session identifier of
the first PDU session is carried in the request mes-
sage, the session identifier of the first PDU session
is used for uniquely identifying the first PDU session;
and
a selection module configured to select a session
management function (SMF) of the first PDU session
for the second PDU session according to the session
identifier of the first PDU session.

[0020] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity. The device includes:

a third receiving module configured to receive a re-
quest message, requested by a UE, for establishing
a second policy control session corresponding to a
second PDU session, where a session identifier of
the first PDU session is carried in the request mes-
sage, the session identifier of the first PDU session
is used for uniquely identifying the first PDU session;
and
a correlation module configured to correlate the sec-
ond policy control session with an application func-
tion (AF) session according to the session identifier
of the first PDU session carried in the request mes-
sage, where the AF session is established when the
UE accesses a specified application through the first
PDU session.

[0021] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity applied to a UE. The device includes:

a fourth receiving module configured to receive in-
dication information from a network, where the indi-
cation information is used for informing a UE to re-
lease a current first protocol data unit (PDU) session
and establish a second PDU session to the same
data network; and
a second transmitting module configured to transmit
a request message for establishing the second PDU
session to the network, where a session identifier of
the first PDU session is carried in the request mes-
sage, the session identifier of the first PDU session
is used for uniquely identifying the first PDU session.

[0022] The embodiments of the present disclosure fur-

ther provide a computer storage medium, which may be
configured to store executable instructions for executing
the methods for implementing session continuity accord-
ing to the above embodiments.
[0023] According to the embodiments of the present
disclosure, request information for establishing the sec-
ond PDU session transmitted by the UE is received and
carries the session identifier of the first PDU session for
uniquely identifying the first PDU session. The above-
mentioned technical solution solves the problem in the
related art that it is impossible to determine from which
PDU session the newly established PDU session is
switched over when a UE is redirected to a new TUPF.
Thus the network side is able to determine from which
PDU session the newly established PDU session is re-
directed.

BRIEF DESCRIPTION OF DRAWINGS

[0024] The drawings described herein are used to pro-
vide a further understanding of the present disclosure
and form a part of the present application. The exemplary
embodiments and descriptions thereof in the present dis-
closure are used to explain the present disclosure and
not to limit the present disclosure in any improper way.
In the drawings:

FIG. 1 is a schematic diagram showing a 4G network
architecture in the related art;
FIG. 2 is a structural diagram showing a next gen-
eration wireless communication system in the relat-
ed art;
FIG. 3 is a schematic diagram showing a SSC mode
3 in the related art;
FIG. 4 is a schematic diagram (1) showing a problem
in the related art;
FIG. 5 is a schematic diagram (2) showing a problem
in the related art;
FIG. 6 is a block diagram showing a hardware struc-
ture of a computer terminal for implementing session
continuity according to an embodiment of the present
disclosure;
FIG. 7 is a flowchart showing a method for imple-
menting session continuity according to embodiment
I of the present disclosure;
FIG. 8 is a flowchart showing a method for imple-
menting session continuity according to embodiment
II of the present disclosure;
FIG. 9 is a block diagram (1) showing a device for
implementing session continuity according to em-
bodiment III of the present disclosure;
FIG. 10 is a block diagram (2) showing a device for
implementing session continuity according to em-
bodiment III of the present disclosure;
FIG. 11 is a block diagram showing a device for im-
plementing session continuity according to embod-
iment IV of the present disclosure;
FIG. 12 is a flowchart showing a method for imple-
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menting session continuity according to preferred
embodiment I of the present disclosure;
FIG. 13 is a flowchart showing a method for imple-
menting session continuity according to preferred
embodiment II of the present disclosure; and
FIG. 14 is a flowchart showing a method for imple-
menting session continuity according to preferred
embodiment III of the present disclosure.

DETAILED DESCRIPTION

[0025] Hereinafter the present disclosure will be de-
scribed in detail with reference to the drawings in con-
junction with the embodiments. It is to be noted that if not
in collision, the embodiments and features therein in the
present application may be combined with each other.
[0026] It is to be noted that the terms "first", "second"
and the like in the specification, claims and drawings of
the present disclosure are used to distinguish between
similar objects and are not necessarily used to describe
a particular order or sequence. It is to be understood that
the data used in this way is interchangeable where ap-
propriate so that embodiments of the present disclosure
described herein may also be implemented in a se-
quence not illustrated or described herein. In addition,
the terms "comprising", "including" or any other variations
thereof described herein are intended to encompass a
non-exclusive inclusion. For example, a process, meth-
od, system, product or device that includes a series of
steps or elements may include not only the expressly
listed steps or elements but also other steps or elements
that are not expressly listed or are inherent to such a
process, method, system, product or device.

Embodiment I

[0027] A method embodiment for processing page
content is also provided according to an embodiment of
the present disclosure. It is to be noted that steps illus-
trated in the flowcharts in the drawings may be performed
by a computer system such as a group of computers
capable of executing instructions, and although logical
sequences are illustrated in the flowcharts, the illustrated
or described steps may be performed in sequences dif-
ferent from those described herein in some cases.
[0028] The method embodiment provided by embodi-
ment I of the present application may be executed on a
mobile terminal, a computer terminal or other similar
computing devices. When the method is executed on a
computer terminal, FIG. 6 shows a hardware structure
of the computer terminal for implementing session con-
tinuity according to the embodiment of the present dis-
closure. As shown in FIG. 6, a computer terminal 10 may
include: one or more (only one is shown in FIG. 1) proc-
essors 102 (which may include, but are not limited to, a
micro-processor MCU, a programmable logic device FP-
GA, or another processing device); a memory 104 for
storing data, and a transmission device 106 for imple-

menting communication function. It should be under-
stood by those of ordinary skill in the art that the structure
shown in FIG. 6 is merely illustrative and not intended to
limit structures of the electronic devices described above.
For example, the computer terminal 10 may further in-
clude more or fewer components than the components
shown in FIG. 6, or has a configuration different from the
configuration shown in FIG. 6.
[0029] The memory 104 is configured to store software
programs and modules of application software, such as
program instructions/modules corresponding to the
method for processing page content in the embodiment
of the present disclosure. The processor 102 is config-
ured to execute the software programs and modules
stored in the memory 104 so as to perform various func-
tion applications and data processing, that is, to imple-
ment a vulnerability detection method of the application
programs described above. The memory 104 may in-
clude a high-speed random-access memory, and may
further include a nonvolatile memory, such as one or
more magnetic storage devices, flash memories or other
nonvolatile solid-state memories. In some examples, the
memory 104 may further include memories that are re-
motely disposed relative to the processor 102. These re-
mote memories may be connected to the computer ter-
minal 10 via a network. Examples of the network de-
scribed above include, but are not limited to, the Internet,
an intranet, a local area network, a mobile communica-
tion network and a combination thereof. The transmission
device 106 is configured to receive or transmit data via
a network. Specific examples of the above-mentioned
network may include a wireless network provided by a
communication provider of the computer terminal 10. In
an example, the transmission device 106 includes a net-
work interface controller (NIC), which may be connected
to other network devices via a base station and thus be
capable of communicating with the Internet. In another
example, the transmission device 106 may be a radio
frequency (RF) module configured to communicate with
the Internet in a wireless way.
[0030] In the above operating environment, the
present application provides a method for implementing
session continuity as shown in FIG. 7. FIG. 7 is a flowchart
showing a method for implementing session continuity
according to embodiment I of the present disclosure. As
shown in FIG. 7, steps described below are included.
[0031] In S702, indication information, which is used
for indicating a UE to redirect a first protocol data unit
(PDU) session currently established to a TUPF, is trans-
mitted to the UE.
[0032] In S704, a request message for establishing a
second PDU session, which is initiated by the UE after
the UE receives the indication information, is received.
The request message carries a session identifier of the
first PDU session for uniquely identifying the first PDU
session.
[0033] In the steps described above, after the indica-
tion information for indicating the UE to redirect the first
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protocol data unit (PDU) session currently established to
the TUPF is transmitted to the UE, the request message
for establishing the second PDU session, which is trans-
mitted from the UE, is received. The request message
carries the session identifier of the first PDU session for
uniquely identifying the first PDU session. The above-
mentioned technical solution solves the problem in the
related art that it is impossible to determine from which
PDU session the newly established PDU session is
switched over when the UE is redirected to a new TUPF.
Thus the network side is able to determine from which
PDU session the newly established PDU session is re-
directed.
[0034] In an optional embodiment, after step S704 is
performed, the second PDU session is determined as a
session redirected from the first PDU session according
to the session identifier of the first PDU session carried
in the request message; and/or the second PDU session
is correlated with an application function (AF) session
according to the session identifier of the first PDU session
carried in the request message. The AF session is es-
tablished when the UE accesses a specified application
through the first PDU session.
[0035] Of course, in the actual application process, af-
ter the second PDU session is correlated with the appli-
cation function (AF) session according to the session
identifier of the first PDU session carried in the request
message, a notification of the TUPF redirecting event
may further be transmitted to the AF, and updated service
information provided by the AF may further be received
through the AF session.
[0036] In the present embodiment, the session identi-
fier of the first PDU session includes at least one of: a
user identifier (ID), a name of a data network, and an
Internet Protocol (IP) address or IPv6 prefix of the first
PDU session.
[0037] Optionally, the session identifier of the first PDU
session may further include at least one of: a session
identifier allocated to the first PDU session when the first
PDU session is established; an Internet Protocol (IP) ad-
dress or IPv6 prefix of the first PDU session; and a ses-
sion identifier allocated to the first PDU session when the
first PDU session is redirected.

Embodiment II

[0038] A description is mainly made from the network
side device in FIG. 7 in embodiment I. In order to improve
the above-mentioned technical solution, a method for im-
plementing session continuity is further provided in the
present embodiment. FIG. 8 is a flowchart showing a
method for implementing session continuity according to
embodiment II of the present disclosure. As shown in
FIG. 8, steps described below are included.
[0039] In S802, a session identifier of a first PDU ses-
sion established by a UE is obtained, where the session
identifier of the first PDU session is used for uniquely
identifying the first PDU session. In S804, a request mes-

sage for establishing a second PDU session is initiated
to the network side device when the UE determines that
the first PDU session currently established needs to be
redirected to the terminating user-plane function (TUPF).
The request message carries the session identifier of the
first PDU session.
[0040] In the steps described above, after the session
identifier of the first PDU session is obtained, the request
message for establishing the second PDU session is in-
itiated to the network side device and the request mes-
sage carries the session identifier of the first PDU ses-
sion. The above-mentioned technical solution solves the
problem in the related art that it is impossible to determine
from which PDU session the newly established PDU ses-
sion is switched over when a UE is redirected to a new
TUPF. Thus the network side is able to determine from
which PDU session the newly established PDU session
is redirected.
[0041] In the present embodiment, the session identi-
fier of the first PDU session includes at least one of: a
user identifier (user ID), a name of a data network, and
an IP address or IPv6 prefix of the first PDU session.
[0042] Optionally, the session identifier of the first PDU
session may further include at least one of: a session
identifier allocated to the first PDU session when the first
PDU session is established; an Internet Protocol (IP) ad-
dress or IPv6 prefix of the first PDU session; and a ses-
sion identifier allocated to the first PDU session when the
first PDU session is redirected.
[0043] In order to better understand the interaction
process between the network side device and the UE
described above, a system for implementing session
continuity is further provided in the embodiment of the
present disclosure, including: a UE and a network side
device.
[0044] The UE is configured to receive indication infor-
mation which is used for indicating the UE that a first
protocol data unit (PDU) session currently established
needs to be redirected to a terminating user-plane func-
tion (TUPF).
[0045] The network side device is configured to receive
a request message for establishing the second PDU ses-
sion initiated by the UE after the UE receives the indica-
tion information. The request message carries a session
identifier of the first PDU session, where the session iden-
tifier of the first PDU session is used for uniquely identi-
fying the first PDU session.
[0046] In the interaction process between the network
side device and the UE described above, after transmit-
ting the indication information to the UE so as to indicate
the UE to redirect the first protocol data unit (PDU) ses-
sion currently established to the TUPF, the network side
device receives the request message for establishing the
second PDU session. The request message carries the
session identifier of the first PDU session for uniquely
identifying the first PDU session. The above-mentioned
technical solution solves the problem in the related art
that it is impossible to determine from which PDU session
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the newly established PDU session is switched over
when the UE is redirected to a new TUPF. Thus the net-
work side is able to determine from which PDU session
the newly established PDU session is redirected.
[0047] Optionally, the network side device is further
configured to at least determine the second PDU session
as a session redirected from the first PDU session ac-
cording to the session identifier of the first PDU session
carried in the request message.
[0048] In an alternative embodiment of the present em-
bodiment, the network side device is further configured
to correlate the second PDU session and the application
function (AF) session according to the session identifier
of the first PDU session carried in the request message.
The AF session is established when the UE accesses a
specified application through the first PDU session.
[0049] An embodiment of the present disclosure fur-
ther provides a method for implementing session conti-
nuity. The method includes steps described below.
[0050] Indication information is transmitted to a UE,
where the indication information is used for informing the
UE to release a current first protocol data unit (PDU) ses-
sion and establish a second PDU session to the same
data network.
[0051] A request message for establishing the second
PDU session, which is initiated by the UE after the UE
receives the indication information, is received, where
the request message carries a session identifier of the
first PDU session for uniquely identifying the first PDU
session.
[0052] Optionally, after the request message for estab-
lishing the second PDU session, which is initiated by the
UE after the UE receives the indication information, is
received, the method further includes steps described
below.
[0053] The second PDU session is determined as a
session redirected from the first PDU session or is trig-
gered by the indication information according to the ses-
sion identifier of the first PDU session carried in the re-
quest message.
[0054] Optionally, after the request message for estab-
lishing the second PDU session, which is initiated by the
UE after the UE receives the indication information, is
received, the method further includes steps described
below.
[0055] A policy functional entity of the first PDU session
is selected for the second PDU session according to the
session identifier of the first PDU session.
[0056] Optionally, the session identifier of the first PDU
session includes at least one of: a session identifier al-
located to the first PDU session when the first PDU ses-
sion is established; an IP address or IPv6 prefix of the
first PDU session; and a session identifier allocated to
the first PDU session when the first PDU session is re-
directed.
[0057] Another embodiment of the present disclosure
further provides a method for implementing session con-
tinuity.

[0058] A request message for establishing a second
PDU session, which is initiated by a UE, is received,
where the request message carries a session identifier
of a first PDU session for uniquely identifying the first
PDU session.
[0059] A session management function (SMF) of the
first PDU session is selected for the second PDU session
according to the session identifier of the first PDU ses-
sion.
[0060] Optionally, before the request message for es-
tablishing the second PDU session, which is initiated by
the UE, is received, the method further includes steps
described below.
[0061] The SMF is selected for the first PDU session
and a correspondence between the session identifier of
the first PDU session and the SMF is saved during an
establishment process of the first PDU session.
[0062] Or the SMF is selected for the first PDU session
during the establishment process of the first PDU ses-
sion, and the correspondence between the session iden-
tifier of the first PDU session and the SMF is saved during
a process in which the SMF notifies the UE that a current
first protocol data unit (PDU) session is to be released
and the second PDU session needs to be established.
[0063] Optionally, after the request message for estab-
lishing the second PDU session, which is initiated by the
UE, is received, the method further includes steps de-
scribed below.
[0064] The second PDU session is correlated with an
application function (AF) session according to the ses-
sion identifier of the first PDU session carried in the re-
quest message, where the AF session is established
when the UE accesses a specified application through
the first PDU session.
[0065] Optionally, the session identifier of the first PDU
session includes at least one of: a session identifier al-
located to the first PDU session when the first PDU ses-
sion is established; an IP address or IPv6 prefix of the
first PDU session; and a session identifier allocated to
the first PDU session when the first PDU session is re-
directed.
[0066] Another embodiment of the present disclosure
further provides a method for implementing session con-
tinuity. The method includes steps described below.
[0067] A request message for establishing a second
policy control session corresponding to a second PDU
session, which is requested by a UE, is received, where
the request message carries a session identifier of a first
PDU session for uniquely identifying the first PDU ses-
sion.
[0068] The second policy control session is correlated
with an application function (AF) session according to
the session identifier of the first PDU session carried in
the request message, where the AF session is estab-
lished when the UE accesses a specified application
through the first PDU session.
[0069] Optionally, the session identifier of the first PDU
session includes at least one of: a session identifier al-
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located to the first PDU session when the first PDU ses-
sion is established; an IP address or IPv6 prefix of the
first PDU session; and a session identifier allocated to
the first PDU session when the first PDU session is re-
directed.
[0070] Optionally, after the second policy control ses-
sion is correlated with the application function (AF) ses-
sion according to the session identifier of the first PDU
session carried in the request message, the method fur-
ther includes steps described below.
[0071] An event notification regarding user plane func-
tion reselection is transmitted to the AF.
[0072] Another embodiment of the present disclosure
further provides a method for implementing session con-
tinuity. The method includes steps described below.
[0073] A UE receives indication information from a net-
work. The indication information is used for informing the
UE to release a current first protocol data unit (PDU) ses-
sion and establish a second PDU session to the same
data network.
[0074] The UE transmits a request message for estab-
lishing the second PDU session to the network. The re-
quest message carries a session identifier of the first PDU
session for uniquely identifying the first PDU session.
[0075] Optionally, before the UE receives the indica-
tion information from the network, the method further in-
cludes one of the following steps described below.
[0076] The UE allocates the session identifier of the
first PDU session in a process of establishing the first
PDU session.
[0077] The UE receives the session identifier of the
first PDU session in the process of establishing the first
PDU session.
[0078] Alternatively, the UE obtains the session iden-
tifier of the first PDU session from the indication informa-
tion.
[0079] Optionally, the session identifier of the first PDU
session includes at least one of: a session identifier al-
located to the first PDU session when the first PDU ses-
sion is established; an IP address or IPv6 prefix of the
first PDU session; and a session identifier allocated to
the first PDU session when the first PDU session is re-
directed.
[0080] From the description of the implementation
modes described above, it will be apparent to those
skilled in the art that the method in the embodiments de-
scribed above may be implemented by software plus a
necessary general-purpose hardware platform, or may
of course be implemented by hardware. However, in
many cases, the former is a preferred implementation
mode. Based on this understanding, the solution provid-
ed by the present disclosure substantially, or the part
contributing to the related art, may be embodied in the
form of a software product. The computer software prod-
uct is stored in a storage medium (such as a read-only
memory (ROM)/random access memory (RAM), a mag-
netic disk or an optical disk) and includes several instruc-
tions for enabling a terminal device (which may be a mo-

bile phone, a computer, a server, a network device, etc.)
to execute the method according to each embodiment of
the present disclosure.

Embodiment III

[0081] The present embodiment further provides a de-
vice for implementing session continuity. The device is
configured to implement the above-mentioned embodi-
ments and preferred embodiments. What has been de-
scribed will not be repeated. As used below, the term
"module" may be software, hardware or a combination
thereof capable of implementing predetermined func-
tions. The device in the embodiment described below is
preferably implemented by software, but implementation
by hardware or by a combination of software and hard-
ware is also possible and conceived.
[0082] FIG. 9 is a block diagram (1) showing a device
for implementing session continuity according to embod-
iment III of the present disclosure. As shown in FIG. 9,
the device includes a transmitting module 90 and a re-
ceiving module 92.
[0083] The transmitting module 90 is configured to
transmit indication information to a UE. The indication
information is used for indicating the UE that a first pro-
tocol data unit (PDU) session currently established needs
to be redirected to a terminating user-plane function
(TUPF).
[0084] The receiving module 92 is configured to re-
ceive a request message, initiated by the UE after the
indication information is received by the UE, for estab-
lishing a second PDU session. The request message car-
ries a session identifier of the first PDU session for
uniquely identifying the first PDU session.
[0085] With a combination of the various modules de-
scribed above, after the indication information for indi-
cating the UE that the first protocol data unit (PDU) ses-
sion currently established is to be redirected to a TUPF
is transmitted to the UE, the request message, transmit-
ted from the UE, for establishing the second PDU session
is received. The request message carries the session
identifier of the first PDU session for uniquely identifying
the first PDU session. The above-mentioned technical
solution solves the problem in the related art that it is
impossible to determine from which PDU session the
newly established PDU session is switched over when
the UE is redirected to a new TUPF. Thus the network
side is able to determine from which PDU session the
newly established PDU session is redirected.
[0086] FIG. 10 is a block diagram (2) showing a device
for implementing session continuity according to embod-
iment III of the present disclosure. As shown in FIG. 10,
the above-mentioned device further includes a determi-
nation module 96 configured to determine that the first
PDU session is redirected to the second PDU session
according to the session identifier carried in the request
message.
[0087] Optionally, the above-mentioned device further
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includes a correlation module 98 configured to correlate
the second PDU session and an application function (AF)
session according to the session identifier carried in the
request message. The AF session is established when
the UE accesses a specified application through the first
PDU session.

Embodiment IV

[0088] An embodiment of the present disclosure fur-
ther provides a device for implementing session continu-
ity. The device is configured to implement the above-
mentioned embodiments and preferred embodiments.
What has been described will not be repeated. As used
below, the term "module" may be software, hardware or
a combination thereof capable of implementing prede-
termined functions. The device in the embodiment de-
scribed below is preferably implemented by software, but
implementation by hardware or by a combination of soft-
ware and hardware is also possible and conceived.
[0089] FIG. 11 is a block diagram showing a device for
implementing session continuity according to embodi-
ment IV of the present disclosure. As shown in FIG. 11,
the device includes an acquiring module 110 and an in-
itiating module 112.
[0090] The acquiring module 110 is configured to ac-
quire the session identifier of the first protocol data unit
(PDU) established by the UE, where the session identifier
is used for uniquely identifying the first PDU session.
[0091] The initiating module 112 is configured to initiate
a request message for establishing the second PDU ses-
sion to the network side device when the UE determines
that the first PDU session currently established needs to
be redirected to the terminating user-plane function
(TUPF). The request message carries the session iden-
tifier of the first PDU session.
[0092] With a combination of the various modules de-
scribed above, after the session identifier of the first PDU
session is obtained, the request message for establishing
the second PDU session is initiated to the network side
device and the request message carries the session
identifier of the first PDU session. The above-mentioned
technical solution solves the problem in the related art
that it is impossible to determine from which PDU session
the newly established PDU session is switched over
when the UE is redirected to a new TUPF. Thus the net-
work side is able to determine from which PDU session
the newly established PDU session is redirected.
[0093] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity. The device includes: a first transmitting module
and a first receiving module. The first transmitting module
(corresponding to the transmitting module 90 of the
above embodiment) is configured to transmit indication
information to a UE, where the indication information is
used for informing the UE to release a current first pro-
tocol data unit (PDU) session and establish a second
PDU session to the same data network.

[0094] The first receiving module (corresponding to the
receiving module 92 of the above embodiment) is con-
figured to receive a request message for establishing the
second PDU session initiated by the UE after the UE
receives the indication information. The request mes-
sage carries a session identifier of the first PDU session
for uniquely identifying the first PDU session.
[0095] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity. The device includes: a second receiving module
and a selection module. The second receiving module
(corresponding to the receiving module 92 of the above
embodiment) is configured to receive a request message
for establishing a second PDU session initiated by a UE.
The request message carries a session identifier of a first
PDU session for uniquely identifying the first PDU ses-
sion.
[0096] The selection module is configured to select a
session management function (SMF) of the first PDU
session for the second PDU session according to the
session identifier of the first PDU session.
[0097] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity. The device includes: a third receiving module and
a correlation module.
[0098] The third receiving module (corresponding to
the receiving module 92 of the above embodiment) is
configured to receive a request message for establishing
a second policy control session corresponding to a sec-
ond PDU session requested by a UE. The request mes-
sage carries a session identifier of a first PDU session
for uniquely identifying the first PDU session.
[0099] The correlation module is configured to corre-
late the second policy control session with an application
function (AF) session according to the session identifier
of the first PDU session carried in the request message.
The AF session is established when the UE accesses a
specified application through the first PDU session.
[0100] Another embodiment of the present disclosure
further provides a device for implementing session con-
tinuity applied to a UE. The device includes a fourth re-
ceiving module and a second transmitting module.
[0101] The fourth receiving module (corresponding to
the receiving module 92 of the above embodiment) is
configured to receive indication information from a net-
work. The indication information is used for informing a
UE to release a current first protocol data unit (PDU) ses-
sion and establish a second PDU session to the same
data network.
[0102] The second receiving module (corresponding
to the transmitting module 90 of the above embodiment)
is configured to transmit a request message for estab-
lishing the second PDU session to the network. The re-
quest message carries a session identifier of the first PDU
session for uniquely identifying the first PDU session.
[0103] It is to be noted that the various modules de-
scribed above may be implemented by software or hard-
ware. Implementation by hardware may, but is not limited
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to, be performed in the following modes: the various mod-
ules described above are located in the same processor,
or the various modules described above are located in
their respective processors in any combination form.
[0104] In order to better understand the implementa-
tion process of the session continuity described above,
the above-mentioned technical solution is described be-
low in conjunction with the preferred embodiments which
are not intended to limit the embodiments of the present
disclosure.

Preferred embodiment I

[0105] FIG. 12 is a flowchart showing a method for im-
plementing session continuity according to preferred em-
bodiment I of the present disclosure. As shown in FIG.
12, the method includes steps described below.
[0106] In S1200, a UE requests a network to establish
PDU session 1, carried with a user id and a DN name,
at AN1. The network selects the SSC mode 3 and TUPF
1 for PDU session 1, and allocates IP address 1 to PDU
session 1. Sx session 1 exists between TUPF 1 and the
CP, and policy control session 1 exists between the CP
and a policy function. The UE accesses an application
through the PDU session 1. The AF corresponding to the
application establishes AF session 1 to provide service
information to the policy function, and the policy function
correlates AF session 1 with PDU session 1 (that is, cor-
relates AF session 1 with policy control session 1). In this
process, after receiving a request message transmitted
from the AN1 for establishing PDU session 1, the AMF
in the CP selects a SMF and transmits the request mes-
sage for establishing PDU session 1 to the SMF. The
SMF further selects a policy function. The SMF returns
an acknowledgement message to the AMF, where the
acknowledgement message carries IP address 1. The
AMF further returns the acknowledgement message to
the AN. The AMF may save the correspondence between
IP address 1 and the SMF.
[0107] In S1202, the UE requests the network to es-
tablish PDU session 2, carried with the user id and the
DN name, at the AN1 . The network selects TUPF 1 for
PDU session 2 and allocates IP address 2 to PDU ses-
sion 2. Sx session 2 exists between TUPF 1 and the CP,
and policy control session 2 exists between the CP and
the policy function. In this process, after receiving the
request message transmitted from AN1 for establishing
PDU session 2, the AMF in the CP selects a SMF and
transmits the request message for establishing PDU ses-
sion 2 to the SMF. The SMF further selects a policy func-
tion. The SMF returns an acknowledgement message to
the AMF, where the acknowledgement message carries
IP address 2. The AMF further returns the acknowledge-
ment message to the AN. The AMF may save the corre-
spondence between IP address 2 and the SMF.
[0108] In S1204, the UE moves to AN2, the network
decides that TUPF 1 is not optimal for PDU session 1
and PDU session 2, and a new TUPF needs to be rese-

lected. Therefore, the network (usually SMF) transmits
a TUPF redirecting message to the UE. That is, the net-
work informs the UE that PDU session 1 and PDU ses-
sion 2 are be released after a period of time, and informs
the UE to establish a new PDU session to the same DN.
[0109] In S1206, after the UE receives the redirecting
message (that is, the message in which the network in-
forms the UE that PDU session 1 and PDU session 2 are
to be released, and informs the UE to establish a new
PDU session in the same DN), the UE first decides to
redirect PDU session 1. Therefore, the UE transmits a
request message for establishing a new PDU session
(PDU session 3) to the network, where the message car-
ries the user Id, the DN name, the IP address of PDU
session 1 (IP address 1), the TUPF redirecting indication
information and the like. The network (i.e., CP) selects a
new TUPF (i.e., TUPF 2) for the UE, and allocates a new
IP address (IP address 3).
[0110] In S1208, the CP transmits a message for re-
questing a new policy control session (policy control ses-
sion 3) to the policy function. The message carries the
newly allocated IP address (IP address 3), the TUPF re-
directing indication (optional), the old IP address (IP
address1) and the DN name. The CP in step
S1200/S1202 and the CP in step S1208 may be the same
or different. If the same SMF needs to be selected, the
AMF may select the original SMF according to IP address
1 and the correspondence saved after receiving the re-
quest message transmitted from AN2 for establishing
PDU session 3. When the SMF returns an acknowledg-
ment message to the AMF, the AMF saves the corre-
spondence between IP address 3 and the SMF. The SMF
may also select the original policy function according to
IP address 1.
[0111] In S1210, the policy function determines that
PDU session 1 is redirected according to the TUPF re-
directing indication or the old IP address 1 (the establish-
ment of PDU session 3 is triggered by the message of
step S1204), and correlates PDU session 3 with AF ses-
sion 1 (i.e., correlates policy control session 3 with AF
session 1) according to IP address 1.
[0112] In S1212, the policy function transmits a mes-
sage to the AF to notify the TUPF redirecting event (user
plane reselection event).
[0113] In S1214, the AF provides updated service in-
formation to the policy function through AF session 1 after
an application layer interaction is performed between the
UE and an application server. In S1216, the policy func-
tion makes policy decision and provides policy informa-
tion to TUPF 2 and AN2 so that TUPF 2 and AN2 execute
the policy.
[0114] In S1218, the UE initiates a process and releas-
es PDU session 1.
[0115] In the above-mentioned embodiment, the policy
function and the CP are assumed to be independent func-
tional entities. In other embodiments, the policy function
is also integrated in the CP. In specific implementation,
the interaction between the CP and the policy function is
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internal interaction and may be ignored. The interaction
between the AF and the policy function is an interaction
between the AF and the CP. That is, the CP correlates
AF session 1 with PDU session 3 according to IP address
1 reported by the UE.

Preferred embodiment II

[0116] FIG. 13 is a flowchart showing a method for im-
plementing session continuity according to preferred em-
bodiment II of the present disclosure. As shown in FIG.
13, the method includes steps described below.
[0117] In S1300, a UE requests a network to establish
PDU session 1, carried with a user id and a DN name,
at AN1 . The network selects TUPF 1 for PDU session 1
and allocates IP address 1 to PDU session 1. Further,
the network allocates PDU session identifier 1 to PDU
session 1. The user Id, the DN name, and PDU Session
1 may uniquely identify PDU session 1. Sx session 1
exists between TUPF 1 and the CP, and policy control
session 1 exists between the CP and the policy function.
The UE accesses an application through PDU session
1. The AF corresponding to the application establishes
AF session 1 to provide service information to the policy
function, and the policy function correlates AF session 1
with policy control session 1. In this process, after receiv-
ing the request message transmitted from AN1 for es-
tablishing PDU session 1, the AMF in the CP selects a
SMF and transmits the request message for establishing
PDU session 1 to the SMF. The SMF further selects a
policy function. The SMF returns an acknowledgement
message to the AMF, where the acknowledgement mes-
sage carries PDU session identifier 1. The AMF further
returns the acknowledgement message to the AN. The
AMF may save the correspondence between PDU ses-
sion identifier 1 and the SMF. Optionally, PDU session
identifier 1 may also be allocated by the UE, and carried
in the request message for establishing the PDU session
2 so as to be transmitted to the AMF, SMF and policy
function.
[0118] In S 1302, the UE requests the network to es-
tablish PDU session 2, carried with the user id and the
DN name, at AN1. The network selects TUPF 1 for PDU
session 2, and allocates IP address 2 to PDU session 2.
Further, the network allocates PDU session identifier 2
to PDU session 2. The user Id, the DN name, and PDU
session 2 may uniquely identify PDU session 2. Sx ses-
sion 2 exists between TUPF 1 and the CP, and policy
control session 2 exists between the CP and the policy
function. In this process, the AMF in the CP receives the
request message transmitted from AN1 for establishing
PDU session 2. The SMF further selects a policy function.
The SMF returns an acknowledgement message to the
AMF, where the acknowledgement message carries
PDU session identifier 2. The AMF further returns the
acknowledgement message to the AN. The AMF may
save the correspondence between PDU session identi-
fier 2 and the SMF. Optionally, PDU session identifier 1

may also be allocated by the UE, and carried in the re-
quest message for establishing PDU session 2 so as to
be transmitted to the AMF, SMF and policy function.
[0119] In S1304, the UE moves to AN2, the network
decides that TUPF 1 is not optimal for PDU session 1
and PDU session 2, and a new TUPF needs to be rese-
lected. Therefore, the network (usually SMF) transmits
a TUPF redirecting message to the UE. That is, the net-
work informs the UE that PDU session 1 and PDU ses-
sion 2 are be released, and informs the UE to establish
a new PDU session to the same DN.
[0120] In S1306, after the UE receives the redirecting
message (that is, the message in which the network in-
forms the UE that PDU session 1 and PDU session 2 are
to be released, and informs the UE to establish a new
PDU session in the same DN), the UE first decides to
redirect PDU session 1. Therefore, the UE transmits a
request message for establishing a new PDU session
(PDU session 3) to the network, where the message car-
ries the user Id, the DN name, the PDU session identifier
1, the TUPF redirecting indication information and the
like. The network selects a new TUPF (i.e., TUPF 2) for
the UE, and allocates a new IP address (IP address 3).
[0121] In S1308, the CP transmits a message for re-
questing a new policy control session (policy control ses-
sion 3) to the policy function. The message carries the
newly allocated IP address (IP address 3), the TUPF re-
directing indication (optional), the PDU session identifier
1 and the DN name. The CP in step S1300/S1302 and
the CP in step S1308 may be the same or different. If the
same SMF needs to be selected, the AMF may select
the original SMF according to the PDU session identifier
1 and the correspondence saved after receiving the re-
quest message transmitted from AN2 for establishing
PDU session 3. When the SMF returns an acknowledg-
ment message to the AMF, the AMF saves the corre-
spondence between PDU session identifier 3 and the
SMF. The SMF may also select the original policy func-
tion according to PDU session identifier 3.
[0122] In S1310, the policy function determines that
PDU session 1 is redirected according to the TUPF re-
directing indication or PDU session identifier 1, and cor-
relates PDU session 3 with AF session 1 (i.e., correlates
policy control session 3 with AF session 1) according to
PDU session identifier 1.
[0123] In S1312, the policy function transmits a mes-
sage to the AF to notify the TUPF redirecting event (user
plane reselection event).
[0124] In S1314, the AF provides updated service in-
formation to the policy function through AF session 1 after
an application layer interaction is performed between the
UE and an application server. In S1316, the policy func-
tion makes the policy decision and provides policy infor-
mation to TUPF 2 and AN2 so that TUPF 2 and AN2
execute the policy.
[0125] In S1318, the UE initiates a process and releas-
es PDU session 1.
[0126] In the above-mentioned embodiment, the policy
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function and the CP are assumed to be independent func-
tional entities. In other embodiments, the policy function
is also integrated in the CP. In specific implementation,
the interaction between the CP and the policy function is
internal interaction and may be ignored. The interaction
between the AF and the policy function is the interaction
between the AF and the CP. That is, the CP correlates
AF session 1 with PDU session 3 according to PDU ses-
sion identifier 1 reported by the UE.

Preferred Embodiment III

[0127] FIG. 14 is a flowchart showing a method for im-
plementing session continuity according to preferred em-
bodiment III of the present disclosure. As shown in FIG.
14, the method includes steps described below.
[0128] In S1400, a UE requests a network to establish
PDU session 1, carried with the user id and the DN name,
at AN1. The network selects TUPF 1 for PDU session 1,
and allocates IP address 1 to PDU session 1. Sx session
1 exists between TUPF 1 and the CP, and policy control
session 1 exists between the CP and a policy function.
The UE accesses an application through PDU session
1. The AF corresponding to the application establishes
AF session 1 to provide service information to the policy
function, and the policy function correlates AF session 1
with policy control session 1. In this process, after receiv-
ing the request message transmitted from AN1 for es-
tablishing PDU session 1, the AMF in the CP selects a
SMF and transmits the request message for establishing
PDU session 1 to the SMF. The SMF further selects a
policy function. The SMF returns an acknowledgement
message to the AMF, and the AMF further returns the
acknowledgement message to the AN.
[0129] In S1402, the UE requests the network to es-
tablish PDU session 2, carried with the user id and the
DN name, at AN1. The network selects TUPF 1 for PDU
session 2, and allocates IP address 2 to PDU session 2.
Sx session 2 exists between TUPF 1 and the CP, and
policy control session 2 exists between the CP and the
policy function. In this process, after receiving the request
message transmitted from AN1 for establishing PDU ses-
sion 2, the AMF in the CP selects a SMF and transmits
the request message for establishing PDU session 2 to
the SMF. The SMF further selects a policy function. The
SMF returns an acknowledgement message to the AMF,
and the AMF further returns the acknowledgement mes-
sage to the AN.
[0130] In S1404, the UE moves to AN2, the network
decides that TUPF 1 is not optimal for PDU session 1
and PDU session 2, and a new TUPF needs to be rese-
lected. Therefore, the network (usually SMF) transmits
a TUPF redirecting message to the UE (that is, the net-
work informs the UE that PDU session 1 is be released,
and informs the UE to establish a new PDU session in
the same DN). The message carries redirecting PDU
session identifier 1 corresponding to PDU1 session 1. In
this process, the TUPF redirecting message is transmit-

ted by the SMF to the UE through the AMF, and the AMF
saves the correspondence between redirecting PDU
session identifier 1 and the SMF.
[0131] In S1406, after the UE receives the redirecting
message (that is, the message in which the network in-
forms the UE that PDU session 1 is to be released, and
informs the UE to establish a new PDU session in the
same DN), the UE decides to redirect PDU session 1.
Therefore, the UE transmits a request message for es-
tablishing a new PDU session (PDU session 3) to the
network, where the message carries the user Id, the DN
name, the redirecting PDU session identifier 1, the TUPF
redirecting indication information and the like. The net-
work selects a new TUPF (i.e., TUPF 2) for the UE, and
allocates a new IP address (IP address 3).
[0132] In S1408, the CP notifies the policy function of
the redirecting PDU session identifier 1 corresponding
to PDU session 1.
[0133] In S1410, the CP transmits a message for re-
questing a new policy control session (policy control ses-
sion 3) to the policy function. The message carries the
newly allocated IP address (IP address 3), the TUPF re-
directing indication (optional), the redirecting PDU ses-
sion identifier 1 and the DN name.
[0134] The CP in step S1400/S1402 and the CP in step
S1410 may be the same or different. If the same SMF
needs to be selected, the AMF may select the original
SMF according to the redirecting PDU session identifier
1 and the correspondence saved after receiving the re-
quest message transmitted from the AN2 for establishing
PDU session 3. The SMF may also select the original
policy function according to PDU session identifier 3.
[0135] In S1412, the policy function determines that
PDU session 1 is redirected according to the TUPF re-
directing indication or the redirecting PDU session iden-
tifier 1, and correlates the PDU session 3 with AF session
1 (i.e., correlates policy control session 3 with AF session
1) according to the redirecting PDU session identifier 1.
[0136] In S1414, the policy function transmits a mes-
sage to the AF to notify the TUPF redirecting event (user
plane reselection event).
[0137] In S1416, the AF provides updated service in-
formation to the policy function through AF session 1 after
an application layer interaction is performed between the
UE and the application server. In S1418, the policy func-
tion makes a policy decision and provides policy infor-
mation to TUPF 2 and AN2 so that TUPF 2 and AN2
execute the policy.
[0138] In S1420, the UE initiates a process and releas-
es PDU session 1.
[0139] It is to be noted that the policy function and the
CP are assumed to be independent functional entities in
the above-mentioned embodiment, and the policy func-
tion is also integrated in the CP in other embodiments.
In specific implementation, the interaction between the
CP and the policy function is internal interaction and may
be ignored. The interaction between the AF and the policy
function is the interaction between the AF and the CP.
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That is, the CP correlates AF session 1 with PDU session
3 according to PDU session identifier 1 reported by the
UE.
[0140] In the embodiment of the present disclosure,
the original PDU session redirected by the newly estab-
lished PDU session is negotiated between the UE and
the network, and a corresponding AF session is deter-
mined accordingly.
[0141] Similarly, the network may also apply some pol-
icies implemented in the original PDU session to the new-
ly established PDU session.
[0142] In summary, the embodiments of the present
disclosure achieve the following technical effects: The
embodiments solve the problem in the related art that it
is impossible to determine from which PDU session the
newly established PDU session is switched over when a
UE is redirected to a new TUPF. Thus the network side
is able to determine from which PDU session the newly
established PDU session is redirected.
[0143] An embodiment of the present disclosure fur-
ther provides a storage medium. Optionally, in the em-
bodiment, the storage medium may be configured to
store program codes for executing the method for
processing page content according to the above-men-
tioned embodiment I.
[0144] Optionally, in the embodiment, the storage me-
dium may be located in any one of a group of computer
terminals in a computer network, or located in any one
of a group of mobile terminals.
[0145] Optionally, in the embodiment, the storage me-
dium is configured to store program codes for executing
steps described below.
[0146] In S 1, indication information is transmitted to a
UE, where the indication information is used for indicating
the UE that a first protocol data unit (PDU) session cur-
rently established is to be redirected to a terminating us-
er-plane function (TUPF).
[0147] In S2, a request message for establishing a sec-
ond PDU session, which is initiated by the UE after the
UE receives the indication information, is received. The
request message carries a session identifier of the first
PDU session for uniquely identifying the first PDU ses-
sion.
[0148] An embodiment of the present disclosure fur-
ther provides a storage medium. Alternatively, in the em-
bodiment, the storage medium may be configured to
store program codes for executing steps described be-
low.
[0149] In S 1, a session identifier of a first protocol data
unit (PDU) session established by a UE is obtained,
where the session identifier is used for uniquely identify-
ing the first PDU session.
[0150] In S2, a request message for establishing a sec-
ond PDU session is initiated to the network side device
when the UE determines that the first PDU session cur-
rently established needs to be redirected to the terminat-
ing user-plane function (TUPF). The request message
carries the session identifier of the first PDU session.

[0151] The serial numbers of the above embodiments
of the present disclosure are merely for ease of descrip-
tion and do not indicate superiority and inferiority of the
embodiments.
[0152] In the above embodiments of the present dis-
closure, the description of each embodiment has its own
emphasis. For a part not described in detail in one em-
bodiment, reference may be made to related description
of other embodiments.
[0153] It is to be understood that the technical content
disclosed in embodiments of the present application may
be implemented in other ways. The apparatus embodi-
ments described above are merely illustrative. For ex-
ample, a unit classification is merely a logical function
classification, and, in practice, the unit classification may
be implemented in other ways. For example, multiple
units or components may be combined or may be inte-
grated into another system, or some features may be
ignored or not executed. Additionally, the presented or
discussed mutual coupling, direct coupling or communi-
cation connections may be indirect coupling or commu-
nication connections via interfaces, units or modules, or
may be electrical or in other forms.
[0154] The units described above as separate compo-
nents may or may not be physically separated. Compo-
nents presented as units may or may not be physical
units, i.e., may be located in one place or may be distrib-
uted on multiple network units. Part or all of these units
may be selected according to actual requirements to
achieve objects of the solutions in the embodiments of
the present disclosure.
[0155] Additionally, various functional units in embod-
iments of the present disclosure may be integrated into
one processing unit, or each unit may be physically
present separately, or two or more units may be integrat-
ed into one unit. The integrated unit may be implemented
by hardware or a software functional unit.
[0156] The integrated unit may be stored in a compu-
ter-readable storage medium if implemented in the form
of a software functional unit and sold or used as an in-
dependent product. Based on this understanding, solu-
tions provided by the present disclosure substantially, or
the part contributing to the related art, may be embodied
in the form of a software product. The computer software
product is stored on a storage medium and includes sev-
eral instructions for enabling a computer device (which
may be a personal computer, a server, a network device
or the like) to execute all or part of steps in the methods
provided by embodiments of the present disclosure. The
foregoing storage medium includes: a USB flash drive,
a read-only memory (ROM), a random access memory
(RAM), a mobile hard disk, a magnetic disk, an optical
disk or another medium capable of storing program
codes.
[0157] The above are only preferred embodiments of
the present disclosure and are not intended to limit the
present disclosure. For those skilled in the art, the present
disclosure may have various modifications and varia-
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tions. Any modifications, equivalent substitutions, im-
provements and the like made within the spirit and prin-
ciple of the present disclosure should fall within the scope
of the present disclosure.

Claims

1. A method for implementing session continuity, com-
prising:

transmitting indication information to a user
equipment (UE), wherein the indication informa-
tion is used for informing the UE to release a
current first protocol data unit (PDU) session and
establish a second PDU session to the same
data network; and
receiving a request message, initiated by the UE
after the indication information is received by the
UE, for establishing the second PDU session,
wherein a session identifier of the first PDU ses-
sion is carried in the request message, the ses-
sion identifier of the first PDU session is used
for uniquely identifying the first PDU session.

2. The method according to claim 1, wherein after the
receiving a request message, initiated by the UE af-
ter the indication information is received by the UE,
for establishing the second PDU session, the method
further comprises:
determining, according to the session identifier of
the first PDU session carried in the request message,
that the second PDU session is a session redirected
from the first PDU session or is triggered by the in-
dication information.

3. The method according to claim 1, wherein after the
receiving a request message, initiated by the UE af-
ter the indication information is received by the UE,
for establishing the second PDU session, the method
further comprises:
selecting, according to the session identifier of the
first PDU session, a policy functional entity selected
by the first PDU session for the second PDU session.

4. The method according to any one of claims 1 to 3,
wherein the session identifier of the first PDU session
comprises at least one of the followings: a session
identifier allocated to the first PDU session when the
first PDU session is established; an Internet Protocol
(IP) address or IPv6 prefix of the first PDU session;
and a session identifier allocated to the first PDU
session when the first PDU session is redirected.

5. A method for implementing session continuity, com-
prising:

receiving a request message, initiated by a user

equipment (UE), for establishing a second pro-
tocol data unit (PDU) session, wherein a session
identifier of a first PDU session is carried in the
request message, the session identifier of the
first PDU session is used for uniquely identifying
the first PDU session; and
selecting, according to the session identifier of
the first PDU session, a session management
function (SMF) of the first PDU session for the
second PDU session.

6. The method according to claim 5, wherein before the
receiving a request message, initiated by a user
equipment (UE), for establishing a second protocol
data unit (PDU) session, the method further com-
prises one of the followings:

selecting the SMF for the first PDU session and
saving a correspondence between the session
identifier of the first PDU session and the SMF
during an establishment process of the first PDU
session; and
selecting the SMF for the first PDU session dur-
ing the establishment process of the first PDU
session, and saving the correspondence be-
tween the session identifier of the first PDU ses-
sion and the SMF during a process in which the
SMF informs the UE to release the current first
protocol data unit (PDU) session and establish
the second PDU session.

7. The method according to claim 5, wherein after the
receiving a request message, initiated by a user
equipment (UE), for establishing a second protocol
data unit (PDU) session, the method further com-
prises:
correlating the second PDU session with an appli-
cation function (AF) session according to the session
identifier of the first PDU session carried in the re-
quest message, wherein the AF session is estab-
lished when the UE accesses a specified application
through the first PDU session.

8. The method according to any one of claims 5 to 7,
wherein the session identifier of the first PDU session
comprises at least one of the followings: a session
identifier allocated to the first PDU session when the
first PDU session is established; an Internet Protocol
(IP) address or IPv6 prefix of the first PDU session;
and a session identifier allocated to the first PDU
session when the first PDU session is redirected.

9. A method for implementing session continuity, com-
prising:

receiving a request message, requested by a
user equipment (UE), for establishing a second
policy control session corresponding to a sec-
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ond protocol data unit (PDU) session, wherein
a session identifier of a first PDU session is car-
ried in the request message, the session iden-
tifier of the first PDU session is used for uniquely
identifying the first PDU session; and
correlating the second policy control session
with an application function (AF) session ac-
cording to the session identifier of the first PDU
session carried in the request message, wherein
the AF session is established when the UE ac-
cesses a specified application through the first
PDU session.

10. The method according to claim 9, wherein the ses-
sion identifier of the first PDU session comprises at
least one of the followings: a session identifier allo-
cated to the first PDU session when the first PDU
session is established; an Internet Protocol (IP) ad-
dress or IPv6 prefix of the first PDU session; and a
session identifier allocated to the first PDU session
when the first PDU session is redirected.

11. The method according to claim 9, wherein after the
correlating the second policy control session with an
application function (AF) session according to the
session identifier of the first PDU session carried in
the request message, the method further comprises:
transmitting an event notification of a user plane
function reselection to the AF.

12. A method for implementing session continuity, com-
prising:

receiving, by a user equipment (UE), indication
information from a network, wherein the indica-
tion information is used for informing the UE to
release a current first protocol data unit (PDU)
session and establish a second PDU session to
the same data network; and
transmitting, by the UE, a request message for
establishing the second PDU session to the net-
work, wherein a session identifier of the first
PDU session is carried in the request message,
the session identifier of the first PDU session is
used for uniquely identifying the first PDU ses-
sion.

13. The method according to claim 12, wherein before
the receiving, by a UE, indication information from a
network, the method further comprises one of the
followings:

allocating, by the UE, the session identifier of
the first PDU session in a process of establishing
the first PDU session;
receiving, by the UE, the session identifier of the
first PDU session in the process of establishing
the first PDU session; and

obtaining, by the UE, the session identifier of the
first PDU session from the indication informa-
tion.

14. The method according to claim 12 or 13, wherein the
session identifier of the first PDU session comprises
at least one of the followings: a session identifier
allocated to the first PDU session when the first PDU
session is established; an Internet Protocol (IP) ad-
dress or IPv6 prefix of the first PDU session; and a
session identifier allocated to the first PDU session
when the first PDU session is redirected.

15. A device for implementing session continuity, com-
prising:

a first transmitting module configured to transmit
indication information to a user equipment (UE),
wherein the indication information is used for in-
forming the UE to release a current first protocol
data unit (PDU) session and establish a second
PDU session to the same data network; and
a first receiving module configured to receive a
request message, initiated by the UE after the
indication information is received by the UE, for
establishing the second PDU session, wherein
a session identifier of the first PDU session is
carried in the request message, the session
identifier of the first PDU session is used for
uniquely identifying the first PDU session.

16. A device for implementing session continuity, com-
prising:

a second receiving module configured to receive
a request message, initiated by a user equip-
ment (UE), for establishing a second protocol
data unit (PDU) session, wherein a session iden-
tifier of a first PDU session is carried in the re-
quest message, the session identifier of the first
PDU session is used for uniquely identifying the
first PDU session; and
a selection module configured to select a ses-
sion management function (SMF) of the first
PDU session for the second PDU session ac-
cording to the session identifier of the first PDU
session.

17. A device for implementing session continuity, com-
prising:

a third receiving module configured to receive a
request message, requested by a user equip-
ment (UE), for establishing a second policy con-
trol session corresponding to a second protocol
data unit (PDU) session, wherein a session iden-
tifier of a first PDU session is carried in the re-
quest message, the session identifier of the first
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PDU session is used for uniquely identifying the
first PDU session; and
a correlation module configured to correlate the
second policy control session with an applica-
tion function (AF) session according to the ses-
sion identifier of the first PDU session carried in
the request message, wherein the AF session
is established when the UE accesses a specified
application through the first PDU session.

18. A device for implementing session continuity, ap-
plied to a user equipment (UE), comprising:

a fourth receiving module configured to receive
indication information from a network, wherein
the indication information is used for informing
a user equipment (UE) to release a current first
protocol data unit (PDU) session and establish
a second PDU session to the same data net-
work; and
a second transmitting module configured to
transmit a request message for establishing the
second PDU session to the network, wherein a
session identifier of the first PDU session is car-
ried in the request message, the session iden-
tifier of the first PDU session is used for uniquely
identifying the first PDU session.
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