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Description 

BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

[0001]  The  present  invention  relates  generally  to 
sound  reproducing  apparatus  and,  more  particularly,  is 
directed  to  a  sound  reproducing  apparatus  which  is  au- 
tomatically  made  operative  at  a  preset  time  for  repro- 
ducing  sound  with  a  selected  volume. 

Description  of  the  Prior  Art 

[0002]  Sound  reproducing  apparatus  has  been  pro- 
posed  (e.g.  in  JP-A-63  75591  )  for  receiving  an  audio  sig- 
nal  from  a  broadcast  radio  receiver,  an  audio  disk  or  tape 
player  or  other  audio  signal  source,  and  for  reproducing 
sound  based  on  such  audio  signal,  and  wherein  a  time 
control  is  provided  for  automatically  controlling  the  main 
power  supply  and  otheroperating  components  of  the 
sound  reproducing  apparatus  to  start  and  stop  at  pre- 
determined  or  present  times.  Such  known  sound  repro- 
ducing  apparatus  is  further  provided  with  a  remote  con- 
troller  by  which  the  main  power  supply  can  be  activated 
and  other  operations  can  be  made  to  start  or  stop  in  re- 
sponse  to  command  signals  issued  from  a  remote  loca- 
tion. 
[0003]  In  the  known  sound  reproducing  apparatus 
provided  with  the  time  control  and  remote  control  func- 
tions  described  above,  the  volume  of  the  sound  repro- 
duced  in  response  to  the  time  control  or  the  remote  con- 
troller  is  controlled  by  varying  the  effective  resistance 
value  of  a  variable  resistor  which,  for  example,  is  includ- 
ed  in  an  audio  amplifier  of  an  audio  signal  processing 
circuit,  and  which  is  controlled  by  a  volume  control  sig- 
nal.  The  variable  resistor  for  effecting  volume  control 
can  be  electronically  controlled,  for  example,  in  the  form 
of  a  semi-conductor  resistive  device  with  its  variable  re- 
sistance  controlled  directly  by  a  control  signal,  or  it  can 
be  a  mechanically  driven  variable  resistor  in  the  form  of 
a  rotary  or  linearly  slidable  variable  resistive  device  pro- 
vided  with  an  actuator,  such  as,  an  electric  motor,  which 
drives  the  rotary  or  linearly  slidable  variable  resistive  de- 
vice  in  response  to  a  control  signal. 
[0004]  The  above  described  known  sound  reproduc- 
ing  apparatus  provided  with  time  control  and  remote 
control  functions  may  be  employed  as  an  alarm  for  wak- 
ing  a  sleeping  person,  in  which  case  the  time  control 
function  commences  operation  of  the  audio  signal 
processing  circuit  for  producing  the  sound  output  at  a 
preset  time,  and  the  variable  resistor  is  employed  for  ob- 
taining  the  reproduced  sound  with  an  appropriate  vol- 
ume,  that  is,  loud  enough  to  wake  a  sleeping  person. 
[0005]  For  causing  the  volume  controlling  variable  re- 
sistor  to  operate  so  that  an  appropriate  volume  of  the 
reproduced  sound  is  obtained  from  the  apparatus  pro- 
vided  with  both  the  time  control  and  remote  control  func- 

tions  when  used  as  an  alarm  forwaking  a  person,  it  is 
necessary  to  recognize  or  sense  the  condition  of  the  vol- 
ume  controlling  variable  resistor  when  the  preset  time 
is  being  established,  and  also  at  such  preset  time,  that 

5  is,  when  the  variable  resistor  becomes  operative  for  ob- 
taining  the  desired  volume  control.  When  the  volume 
controlling  variable  resistor  is  constituted  by  an  electron- 
ically  controlled  semi-conductor  resistive  device  having 
its  variable  resistance  controlled  directly  by  a  control  sig- 

10  nal,  the  recognition  and  estimate  of  the  resistance  value 
of  the  volume  controlling  variable  resistor  can  be  easily 
achieved,  at  any  time,  on  the  basis  of  the  control  signal 
which  is  applied  to  the  semi-conductor  resistive  device. 
[0006]  On  the  other  hand,  when  a  mechanically  driven 

is  rotary  or  linearly  slidable  variable  resistor  is  used  for 
achieving  the  volume  control  (as  e.g.  described  in  US- 
A-4  451  796),  it  is  necessary  to  provide  a  device  for  de- 
tecting  positions  of  a  slider  of  the  variable  resistive  de- 
vice  for  use  in  recognizing  and  estimating  the  effective 

20  resistance  value  of  the  volume  controlling  variable  re- 
sistor.  Such  slider  position  detecting  device  produces  a 
detection  output  signal  corresponding  to  the  position  of 
the  slider  of  the  sliding  variable  resistive  device,  and 
hence  to  its  effective  resistance  value,  and  a  circuit  ar- 

25  rangement  including  a  waveform  shaping  circuit,  an  an- 
alog-to-digital  converter,  a  pulse  counter  and  so  on,  for 
processing  the  detection  output  signal.  The  foregoing 
arrangement  is  disadvantageous  in  that  it  undesirably 
increases  the  complexity  and  cost  of  the  sound  repro- 

30  ducing  apparatus. 

OBJECTS  AND  SUMMARY  OF  THE  INVENTION 

[0007]  Accordingly,  it  is  an  object  of  the  present  inven- 
ts  tion  to  provide  a  sound  reproducing  apparatus  having  a 

mechanically  driven  variable  resistor  for  effecting  vol- 
ume  control  in  an  audio  signal  processing  circuit,  and 
which  avoids  the  previously  mentioned  disadvantages 
of  the  prior  art. 

40  [0008]  More  specifically,  it  is  an  object  of  this  invention 
to  provide  a  sound  reproducing  apparatus  in  which  an 
audio  signal  processing  circuit  is  made  operative  at  a 
preset  time  and  a  variable  resistor  having  a  mechani- 
cally  driven  slider  is  provided  in  such  circuit  for  contrai- 

ls  ling  the  volume  of  the  reproduced  sound  which  is  there- 
by  obtained  with  an  appropriate  volume  without  the 
need  for  employing  a  slider  position  detecting  device  in 
association  with  the  mechanically  driven  variable  resis- 
tor. 

so  [0009]  Another  object  of  the  invention  is  to  provide  a 
sound  reproducing  apparatus,  as  aforesaid,  in  which  the 
mechanically  driven  variable  resistor  provided  in  the  au- 
dio  signal  processing  circuit  for  controlling  the  volume 
of  the  reproduced  sound  is  surely  and  accurately  oper- 

55  ated  at  the  preset  time  when  operation  of  the  sound  re- 
producing  apparatus  is  commenced,  and  in  which  such 
desirable  characteristics  of  the  apparatus  are  attained 
without  unduly  increasing  the  complexity  and  cost  of  the 
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apparatus. 
[0010]  The  invention  is  defined  by  the  appended 
claims. 
[0011]  In  accordance  with  an  aspect  of  this  invention, 
a  sound  reproducing  apparatus  is  provided  with  an  au- 
dio  signal  processing  circuit  for  receiving  an  audio  signal 
from  an  input  circuit  and  applying  the  same  to  a  speaker 
or  sound  producer  through  a  variable  resistor  which  is 
mechanically  adjusted  or  driven  to  vary  its  effective  re- 
sistance  value  by  an  actuator,  such  as,  an  electric  motor, 
operating  in  response  to  a  drive  signal  so  as  to  repro- 
duce  sound  corresponding  to  the  audio  signal  with  a  vol- 
ume  determined  by  the  effective  resistance  value  of  the 
variable  resistor,  a  time  control  for  causing  the  audio  sig- 
nal  processing  circuit  to  commence  operation  automat- 
ically  at  a  preset  time,  duration  setting  means  operative 
in  response  to  a  duration  setting  signal  and  having  a 
memory  in  which  data  corresponding  to  a  selected  du- 
ration  of  operation  of  the  actuator  are  stored,  and  control 
means  programmed  to  be  operative,  when  the  time  con- 
trol  causes  the  commencement  of  the  operation  of  the 
audio  signal  processing  circuit  at  the  preset  time,  to  ap- 
ply  the  drive  signal  to  the  actuator  for  the  selected  du- 
ration  corresponding  to  the  data  stored  in  the  memory 
so  as  to  determine  the  volume  of  the  sound  from  the 
speaker  or  sound  producer  at  the  end  of  such  selected 
duration.  The  control  means  is  further  programmed  to 
cause  the  variable  resistor  to  have  an  effective  resist- 
ance  value  at  one  end  of  its  range  of  varying  effective 
resistance  values  when  the  audio  signal  processing  cir- 
cuit  is  made  to  commence  operation  at  the  preset  time, 
and  only  thereafter  is  the  drive  signal  applied  to  the  ac- 
tuator  for  the  selected  duration  for  varying  the  effective 
resistance  value  of  the  variable  resistor  in  the  direction 
away  from  said  one  end  of  the  range  of  effective  resist- 
ance  values.  Thus,  it  is  made  certain  that,  upon  each 
commencement  of  operation  of  the  audio  signal 
processing  circuit,  the  application  of  the  drive  signal  to 
the  actuator  for  the  selected  duration  will  consistently 
result  in  a  desired  volume  of  the  reproduced  sound. 
[0012]  Consequently,  in  the  sound  reproducing  appa- 
ratus  embodying  the  present  invention  and  in  which  the 
variable  resistor  provided  for  volume  control  is  mechan- 
ically  driven  by  an  actuator,  the  sound  reproduced  sub- 
sequent  to  the  preset  time  has  its  volume  controlled  au- 
tomatically  by  the  variable  resistor  so  as  to  be  at  an  ap- 
propriate  high  level  without  requiring  detection  of  the 
condition  of  the  variable  resistorand,  therefore,  without 
requiring  undue  complication  of  the  apparatus  and  an 
undesirable  increase  in  its  cost. 
[0013]  Further,  since  the  variable  resistor  provided  in 
the  audio  signal  processing  circuit  for  controlling  the  vol- 
ume  of  the  reproduced  sound  is  driven  by  its  associated 
actuator  or  motor  so  as  to  provide  initially  the  effective 
resistance  value  at  one  end  of  its  variable  range  of  ef- 
fective  resistance  values,  and  then  to  vary  the  effective 
resistance  of  the  variable  resistor  in  the  direction  away 
from  that  one  end  of  the  range  to  an  extent  determined 

by  the  duration  for  which  the  drive  signal  is  applied  to 
the  actuator,  it  will  be  apparent  that  the  sound  volume 
subsequent  to  the  preset  time  at  which  operation  of  the 
audio  signal  processing  circuit  is  commenced  is  control- 

5  led  automatically  so  as  to  be  a  constant  value. 
[0014]  The  above,  and  other  objects,  features  and  ad- 
vantages  of  the  present  invention,  will  be  apparent  in 
the  following  detailed  description  of  preferred  embodi- 
ments  when  read  in  conjunction  with  the  accompanying 

10  drawings,  in  which  corresponding  parts  and  compo- 
nents  are  identified  by  the  same  reference  numerals  in 
the  several  views. 
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BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

[0015] 

Fig.  1  is  a  schematic  block  diagram  showing  a 
sound  reproducing  apparatus  according  to  an  em- 
bodiment  of  the  present  invention; 
Fig.  2  is  a  flow  chart  showing  a  sequence  of  steps 
or  operations  performed  by  the  apparatus  of  Fig.  1 
in  accordance  with  a  program  established  by  a  mi- 
crocomputer  included  therein  when  setting  a  de- 
sired  volume  of  the  sound  to  be  reproduced; 
Fig.  3  is  a  flow  chart  showing  a  sequence  of  steps 
or  operations  performed  by  the  apparatus  of  Fig.  1 
in  accordance  with  a  program  established  by  the  mi- 
crocomputer  when  the  apparatus  is  performing  an 
alarm  function; 
Fig.  4  is  a  schematic  block  diagram  showing  a 
sound  reproducing  apparatus  according  to  another 
embodiment  of  the  present  invention;  and 
Fig.  5  is  a  flow  chart  showing  a  sequence  of  steps 
or  operations  performed  by  the  apparatus  of  Fig.  4 
under  the  control  of  a  microcomputer  included 
therein  when  performing  an  alarm  function  of  such 
apparatus. 

40  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

[0016]  Referring  initially  to  Fig.  1,  it  will  be  seen  that 
a  sound  reproducing  apparatus  according  to  an  embod- 

45  iment  of  the  present  invention  is  there  shown  to  be  in 
the  form  of  a  stereophonic  broadcast  signal  receiver 
which  includes  a  tuning  and  demodulating  unit  11  con- 
nected  to  a  signal  receiving  antenna  1  0.  The  tuning  and 
demodulating  unit  11  contains  a  conventional  electronic 

so  tuning  device  for  selecting  a  desired  one  of  a  number  of 
stereophonic  broadcast  signals  received  by  the  antenna 
1  0,  and  a  demodulating  device  for  demodulating  the  se- 
lected  stereophonic  broadcast  signal  and  thereby  pro- 
viding  a  stereophonic  audio  signal  composed  of  left  and 

55  right  audio  signals  which  are  supplied  to  respective  in- 
puts  12L  and  12R  of  an  input  signal  selector  12.  The 
input  signal  selector  1  2  is  further  shown  to  have  auxiliary 
inputs  12XL  and  12XR  and  auxiliary  inputs  12YL  and 

3 
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12YR  which  are  connected  to  respective  auxiliary  input 
terminals  1  3  to  which  left  and  right  audio  signals  forming 
stereophonic  audio  signals  are  supplied  from  other  au- 
dio  signal  sources,  such  as,  various  audio  disk  or  tape 
players.  Selected  left  and  right  audio  signals  SL  and  SR 
are  obtained  from  the  input  signal  selector  12  and  sup- 
plied  to  preamplifiers  14  and  15,  respectively. 
[0017]  The  amplified  left  and  right  audio  signals  SL 
and  SR  are  supplied  from  preamplifiers  14  and  15,  re- 
spectively,  through  balance  adjusters  16  and  17,  re- 
spectively,  to  a  volume  controller  18.  The  balance  ad- 
justers  16  and  17  may  be,  as  shown,  constituted  by  re- 
spective  variable  resistors  including  resistive  elements 
connected  together,  at  one  end,  to  ground,  and  having 
their  other  ends  connected  to  the  preamplifiers  14  and 
15,  respectively,  and  sliders  which  are  independently 
adjustable  along  the  resistive  elements  for  providing  to 
the  volume  controller  18  balance  adjusted  left  and  right 
audio  signals  with  a  desired  relation  of  their  levels  to 
each  other. 
[0018]  The  volume  controller  18  is  shown  to  include 
a  slidable  variable  resistor  1  9  for  controlling  the  volume 
of  the  left  audio  signal  SL  and  a  slidable  variable  resistor 
20  for  controlling  the  volume  of  the  right  audio  signal 
SR.  The  variable  resistors  19  and  20  include  respective 
resistive  elements  connected,  at  one  end,  to  the  sliders 
of  the  variable  resistors  forming  the  balance  adjusters 
16  and  17,  respectively,  while  the  other  ends  of  the  re- 
sistive  elements  of  the  variable  resistors  19  and  20  are 
connected  together  to  ground.  The  variable  resistors  1  9 
and  20  further  include  sliders  movable  along  the  respec- 
tive  resistive  elements,  and  being  both  driven  simulta- 
neously  by  an  actuator,  for  example,  in  the  form  of  a  mo- 
tor  21  .  It  will  be  appreciated  that,  in  response  to  the  op- 
eration  of  the  motor  21  ,  the  sliders  of  the  variable  resis- 
tors  1  9  and  20  are  slidably  moved  along  the  respective 
resistive  elements  so  as  to  simultaneously  increase  or 
decrease  the  effective  resistance  values  of  the  resistors 
19  and  20,  and  thereby  decrease  or  increase,  respec- 
tively,  the  levels  of  the  resulting  left  and  right  level-con- 
trolled  audio  signals  SL'  and  SR',  respectively,  derived 
from  the  volume  controller  18. 
[0019]  The  level-controlled  left  and  right  audio  signals 
SL'  and  SR'  are  supplied  from  volume  controller  18 
through  power  amplifiers  22  and  23  to  sound  reproduc- 
ers  or  speakers  24  and  25,  respectively.  Thus,  the 
speakers  24  and  25  produce  sound  outputs  in  accord- 
ance  with  the  level-controlled  left  and  right  audio  signals 
SL'  and  SR'. 
[0020]  All  of  the  above  described  elements  from  the 
tuning  and  demodulating  unit  11  to  the  speakers  24  and 
25  are  hereinafter  referred  to  as  constituting  an  audio 
signal  processing  circuit  30,  which  is  provided  with  an 
operation  controlling  circuit  40.  The  operation  control- 
ling  circuit  40  is  shown  to  include  a  control  unit  41  which 
may  be  constituted  by  a  microcomputer,  a  timer  42  and 
a  memory  43  each  operatively  coupled  with  the  control 
unit  41  ,  and  a  drive  signal  generator  44  connected  with 

the  motor  21  .  The  control  unit  41  is  operative  to  produce 
a  tuning  control  signal  Ct  which  is  supplied  to  the  tuning 
and  demodulating  unit  1  1  for  determining  the  broadcast 
signal  which  is  to  be  selected,  a  motor  control  signal  Cm 

5  which  is  supplied  to  the  drive  signal  generator  44,  and 
a  plurality  of  operation  control  signals  Cx  which  are  sup- 
plied  to  various  portions  of  the  audio  signal  processing 
circuit  30  for  causing  the  latter  to  be  selectively  operative 
and  inoperative  and  for  effecting  other  controls  thereof. 

10  The  drive  signal  generator  44  responds  to  the  motor 
control  signal  Cm  for  producing  a  corresponding  drive 
signal  Dm  which  is  supplied  to  the  motor  21  . 
[0021]  A  remote  control  signal  receiver  45  which  is 
provided  at  the  outside  of  a  block  or  housing  containing 

is  the  operation  control  circuit  40,  and  an  alarm  setting 
switch  46  are  also  shown  to  be  connected  with  the  con- 
trol  unit  41  .  The  remote  control  signal  receiver  45  is  op- 
erative  to  receive  a  remote  control  signal  Cr,  radiated  or 
transmitted  from  a  remote  commander  47,  and  converts 

20  such  remote  control  signal  Cr  into  corresponding  elec- 
trical  signals  supplied  to  the  control  unit  41  .  The  remote 
commander  47  has  a  power  control  push-button  switch 
48,  volume  control  push-button  switches  49,  and  push- 
button  switches  forming  a  key-pad  50  and  which  are 

25  used  for  tuning  control,  time  setting  and  the  remote  con- 
trol  of  other  operations.  The  remote  commander  47  is 
operative,  in  response  to  the  selective  actuation  of  one 
or  more  of  the  push-button  switches  48,  49  and  50,  to 
transmit  the  remote  control  signal  Cr  in  the  form  of  cor- 

30  responding  demodulated  infra  red  signals  which  are 
sensed  by  the  receiver  45.  Further,  when  the  alarm  set- 
ting  switch  46  is  actuated  or  turned  ON,  the  control  unit 
41  causes  the  sound  reproducing  apparatus  to  perform 
its  alarm  function,  as  hereinafter  described  in  detail. 

35  [0022]  It  will  be  appreciated  that,  in  using  the  above 
described  sound  reproducing  apparatus  according  to 
the  embodiment  of  this  invention  shown  on  Fig.  1,  the 
power  control  push-button  switch  48  of  the  remote  com- 
mander  47  is  first  actuated  so  that  the  corresponding 

40  remote  control  signal  Cr,  when  received  by  the  remote 
control  signal  receiver  45,  causes  the  control  bit  41  to 
provide  the  operation  control  signals  Cx  by  which  the 
audio  signal  processing  circuit  30  is  made  operative. 
Then,  selective  actuation  of  the  push-button  switches  of 

45  the  key-pad  50  is  performed  for  exercising  tuning  con- 
trol,  and  the  resulting  remote  control  signal  from  com- 
mander  47  is  converted  by  receiver  45  into  electrical  sig- 
nals  which  cause  the  control  unit  41  to  provide  a  suitable 
tuning  control  signal  Ct  by  which  the  tuning  and  demod- 

50  ulating  unit  1  1  is  made  to  select  and  demodulate  the  de- 
sired  one  of  the  stereophonic  broadcast  signals  re- 
ceived  by  the  antenna  1  0.  With  the  input  signal  selector 
1  2  being  conditioned  for  connection  to  its  inputs  1  2L  and 
1  2R,  the  left  and  right  audio  signals  SL  and  SR  obtained 

55  from  the  tuning  and  demodulating  unit  11  are  passed 
through  the  selector  12  to  the  preamplifiers  14  and  15, 
respectively.  The  preamplified  left  audio  signal  from  the 
preamplifier  1  4  is  supplied  through  the  balance  adjuster 
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1  6  to  the  slidable  variable  resistor  1  9  in  the  volume  con- 
troller  18,  and  the  resulting  level-controlled  left  audio 
signal  SL'  is  supplied  through  the  power  amplifier  22  to 
the  speaker  24.  Similarly,  the  preamplified  right  audio 
signal  SR  is  supplied  from  the  preamplifier  15  through 
the  balance  adjuster  17  to  the  slidable  variable  resistor 
20  in  the  volume  controller  18,  and  the  resulting  level- 
controlled  right  audio  signal  SR'  is  supplied  through  the 
power  amplifier  23  to  the  speaker25.  Thus,  reproduced 
sounds  based  on  the  level-controlled  left  and  right  audio 
signals  SL'  and  SR'  are  obtained  from  the  speakers  24 
and  25,  respectively. 
[0023]  When  one  or  the  other  of  the  volume  control 
push-button  switches  49  of  the  remote  commander  47 
is  actuated,  the  resulting  remote  control  signal  Cr  is  con- 
verted  by  the  receiver  45  into  electrical  signals  which 
cause  the  control  unit  41  to  supply  a  corresponding  mo- 
tor  control  signal  Cm  to  the  drive  signal  generator  44.  In 
response  to  the  motor  control  signal  Cm,  the  drive  signal 
generator  44  provides  a  corresponding  drive  signal  Dm 
to  the  motor  21  for  operating  the  same.  As  a  result  of 
such  operation  of  the  motor  21  ,  the  sliders  of  the  variable 
resistors  19  and  20  in  the  volume  controller  18  are  si- 
multaneously  driven  to  correspondingly  vary  the  effec- 
tive  resistance  values  of  the  variable  resistors  19  and 
20,  with  the  result  that  the  volumes  of  the  sounds  output 
by  the  speakers  24  and  25  are  correspondingly  in- 
creased  or  decreased.  Thus,  during  the  normal  opera- 
tion  of  the  sound  reproducing  apparatus  embodying  this 
invention,  the  volume  of  the  reproduced  sound  can  be 
varied  at  will  merely  by  selective  actuation  of  the  volume 
control  push-button  switches  49  of  the  remote  com- 
mander  47.  If  the  sound  reproducing  apparatus  is  oper- 
ated  when  a  person  is  retiring,  the  volume  of  the  sound 
may  be  reduced  for  inducing  sleep,  and,  thereafter,  the 
sound  reproducing  apparatus  may  be  automatically  ren- 
dered  inoperative.  However,  such  reduced  volume  of 
the  reproduced  sound  may  not  be  sufficient  to  ensure 
that  a  sleeping  person  will  be  awakened  thereby  if  the 
sound  reproducing  apparatus  is  again  made  operative 
at  a  preset  time  so  as  to  function  as  an  alarm. 
[0024]  Therefore,  in  accordance  with  the  present  in- 
vention,  the  volume  of  the  sounds  emanating  from  the 
speakers  24  and  25  is  automatically  controlled  to  ensure 
that  such  sounds  will  be  sufficient  to  awaken  a  sleeping 
person  when  performing  the  alarm  function  of  the  appa- 
ratus,  that  is,  when  the  apparatus  is  made  operative  at 
a  preset  time  and  its  alarm  function  has  been  selected. 
Prior  to  performance  of  the  alarm  function,  time  setting 
and  sound  volume  setting  operations  are  carried  out  in- 
dependently  of  each  other. 
[0025]  When  performing  the  time  setting  operation, 
the  push-button  switches  of  the  key-pad  50  of  the  re- 
mote  commander  47  are  selectively  actuated  according 
to  the  time  to  be  set  and,  in  response  thereto,  the  remote 
control  signal  Cr  representing  such  preset  time  is  radi- 
ated  or  transmitted  from  the  remote  commander  47  to 
the  remote  control  signal  receiver  45.  The  resulting  elec- 

trical  signals  supplied  from  the  receiver  45  to  the  control 
unit  41  establish  the  time  setting  mode  of  the  latter  in 
which  the  control  unit  41  operates  to  store  in  the  memory 
43  data  corresponding  to  the  preset  time  represented 

5  by  the  remote  control  signal  Cr.  Such  preset  time  data 
stored  in  the  memory  43  are  compared  with  output  data 
obtained  from  a  continuously  operating  timer  (not 
shown)  included  in  the  control  unit  41  . 
[0026]  For  performing  a  sound  volume  setting  opera- 

10  tion,  the  alarm  setting  switch  46  is  depressed  or  turned 
ON  for  at  least  a  predetermined  period  of  time,  for  ex- 
ample,  for  at  least  2  seconds,  as  measured  by  the  timer 
42,  while  the  speakers  24  and  25  emit  respective 
sounds  at  an  ordinary  or  normal  volume,  and  with  the 

is  control  unit  41  continuing  to  operate  in  its  time  setting 
mode.  During  the  time  in  which  the  control  unit  41  re- 
mains  in  its  time  setting  mode,  one  of  the  volume  control 
push-button  switches  49  of  the  remote  commander  47 
is  actuated  so  as  to  cause  an  increase  in  the  volume  of 

20  the  sound  outputs  from  the  speakers  24  and  25.  So  long 
as  one  of  the  volume  control  push-button  switches  49  is 
actuated  for  increasing  the  volume  of  the  sound  outputs 
from  the  speakers  24  and  25,  the  remote  control  signal 
Cr  transmitted  from  the  commander  47  to  the  receiver 

25  45  is  in  the  form  of  a  volume  control  signal  Cra.  The  con- 
trol  unit  41  ,  in  its  time  setting  mode,  provides  data  cor- 
responding  to  the  duration  of  the  period  of  time  in  which 
the  volume  control  signal  Cra  is  transmitted  and,  hence, 
in  which  the  volume  of  the  speaker  outputs  is  being  in- 

30  creased.  When  the  volume  of  the  sound  produced  by 
the  speakers  24  and  25  has  become  sufficiently  high  in 
response  to  the  continued  actuation  of  the  volume  in- 
creasing  push-button  switch  49,  the  alarm  setting  switch 
46  is  again  turned  ON  and,  in  response  thereto,  the  con- 

35  trol  unit  41  operates  to  store  in  the  memory  43  the  data 
corresponding  to  the  duration  of  the  time  in  which  the 
volume  control  signal  Cra  was  transmitted  for  increasing 
the  volume.  Upon  the  storing  of  such  duration  indicating 
data  in  the  memory  43,  a  new  sound  volume  setting  has 

40  been  effected. 
[0027]  If  neither  of  the  volume  control  push-button 
switches  49  is  actuated  within  a  predetermined  period 
of  time,  for  example,  within  5  seconds  as  measured  by 
the  timer  42,  after  the  time  setting  mode  of  the  control 

45  unit  41  has  been  established,  or  if  the  alarm  setting 
switch  46  is  not  turned  ON  after  one  of  the  volume  con- 
trol  push-button  switches  49  has  been  actuated,  the 
control  unit  41  is  released  from  its  time  setting  mode  and 
a  sound  volume  setting  is  not  performed,  that  is,  data 

so  corresponding  to  the  duration  of  actuation  of  one  or  the 
other  of  the  switches  49  is  not  stored  in  the  memory  43. 
[0028]  After  a  sound  volume  setting  operation  has 
been  completed,  the  control  unit  41  changes-over  to  its 
alarm  mode  for  performing  the  operations  required  for 

55  its  alarm  function.  Similarly,  if  the  alarm  setting  switch 
46  is  depressed  or  turned  ON  for  a  period  of  time  shorter 
than  2  seconds  at  a  time  when  a  sound  volume  setting 
has  not  been  newly  effected,  the  control  unit  41  is  again 
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changed-over  to  its  alarm  mode. 
[0029]  In  performing  the  alarm  function  with  the  con- 
trol  unit  41  in  its  alarm  mode  after  a  time  setting  opera- 
tion  and  a  sound  volume  setting  operation  have  been 
carried  out  as  described  above,  the  operation  control  s 
signals  Cx  are  supplied  from  the  control  unit  41  to  the 
various  portions  of  the  audio  signal  processing  circuit 
30  to  cause  the  latter  to  be  operative  when  the  current 
time  data  obtained  from  the  timer  (not  shown)  within  the 
control  unit  41  come  to  coincide  with  the  data  stored  in  10 
the  memory  43  for  representing  the  preset  time.  Simul- 
taneously  with  such  commencement  of  the  operation  of 
the  audio  signal  processing  circuit  30  at  the  preset  time, 
the  motor  control  signal  Cm  is  supplied  from  the  control 
unit  41  to  the  drive  signal  generator  44  for  a  period  of  15 
time  represented  by  the  set  duration  data  stored  in  the 
memory  43.  In  response  to  such  signal  Cm,  the  drive 
signal  generator  44  produces  the  drive  signal  Dm  and 
supplies  the  same  to  the  motor  21  for  the  set  duration 
during  which  the  motor  21  is  operated.  Consequently,  20 
the  sliders  of  the  variable  resistors  1  9  and  20  in  the  vol- 
ume  controller  1  8  are  driven  by  the  motor  21  for  a  period 
of  time  corresponding  to  the  set  duration  so  as  to  change 
the  effective  resistance  values  of  the  resistors  19  and 
20  in  a  sense  for  increasing  the  volume  of  the  sounds  25 
produced  by  the  speakers  24  and  25.  It  will  be  appreci- 
ated  that  the  extent  of  such  increase  in  the  volume  of 
the  produced  sounds  corresponds  to  the  duration  during 
which  the  motor  21  is  operated  in  response  to  the  drive 
signal  Dm,  and  hence  in  response  to  the  set  duration  30 
indicating  data  previously  stored  in  the  memory  43. 
[0030]  Therefore,  in  the  manner  described  above, 
sounds  of  predetermined  increased  volume  are  ob- 
tained  from  the  speakers  24  and  25  after  the  preset  time 
at  which  the  audio  signal  processing  circuit  is  made  op-  35 
erative  so  that  the  sounds  of  increased  volume  will  be 
an  effective  alarm  for  rousing  a  sleeping  person. 
[0031]  The  program  carried  out  by  the  microcomputer 
constituting  the  control  unit  41  for  performing  a  sound 
volume  setting  operation  with  the  apparatus  of  Fig.  1,  40 
will  now  be  further  described  with  reference  to  the  flow 
chart  of  Fig.  2.  As  shown  on  Fig.  2,  the  program  is  initi- 
ated  or  started  in  response  to  turning  ON  of  the  alarm 
setting  switch  46  whereupon,  in  step  51  ,  operation  of 
the  timer  42  is  commenced.  In  the  next  step  52  it  is  de-  45 
termined  whether  the  alarm  setting  switch  46  is  turned 
ON  for  a  substantial  interval  of  time  or  merely  momen- 
tarily.  In  other  words,  if  the  alarm  setting  switch  46  has 
been  only  turned  ON  momentarily,  the  answer  to  the 
query  in  decision  step  52  is  NO  and  the  program  ad-  so 
vances  to  step  53  in  which  the  operation  of  the  timer  42 
is  halted.  In  the  following  step  54,  the  alarm  mode  of  the 
control  unit  41  is  established  and,  thereafter,  the  sound 
volume  setting  program  is  terminated. 
[0032]  On  the  other  hand,  if  it  is  determined  in  step  52  55 
that  the  alarm  setting  switch  46  has  been  more  than  mo- 
mentarily  depressed  or  turned  ON,  the  program  pro- 
ceeds  to  step  55  in  which  it  is  determined  whether  or  not 

2  seconds  have  elapsed  since  the  alarm  setting  switch 
46  was  initially  turned  ON.  If  2  seconds  have  not  elapsed 
since  the  alarm  setting  switch  46  was  turned  ON,  the 
program  is  returned  to  step  52.  On  the  other  hand,  if  the 
alarm  setting  switch  46  has  been  turned  ON  for  at  least 
2  seconds,  the  time  setting  mode  of  the  control  unit  41 
is  established  in  step  56.  Then,  in  step  57,  it  is  deter- 
mined  with  reference  to  data  obtained  from  the  timer  42, 
whether  or  not  5  seconds  have  elapsed  since  the  time 
setting  mode  of  the  control  unit  41  has  been  established. 
If  5  seconds  have  elapsed  since  the  time  setting  mode 
of  the  control  unit  41  was  established,  the  operation  of 
the  timer  42  is  halted  in  step  58,  and  the  control  unit  41 
is  released  from  its  time  setting  mode  in  the  following 
step  59,  whereupon  the  sound  volume  setting  program 
is  terminated. 
[0033]  On  the  other  hand,  if  it  is  determined  in  step  57 
that  5  seconds  have  not  yet  elapsed  since  the  time  set- 
ting  mode  of  the  control  unit  41  was  established,  the  pro- 
gram  proceeds  to  step  60  where  it  is  checked  whether 
or  not  the  remote  control  signal  Cr  is  being  received  by 
the  remote  control  signal  receiver  45.  If  the  remote  con- 
trol  signal  Cr  is  not  being  received,  the  program  is  re- 
turned  to  step  57.  On  the  other  hand,  if  it  is  determined 
in  step  60  that  the  remote  control  signal  Cr  is  being  re- 
ceived  by  the  remote  control  signal  receiver  45,  the  pro- 
gram  proceeds  to  step  61  in  which  it  is  determined 
whether  or  not  the  received  remote  control  signal  is  a 
volume  control  signal  Cra,  as  results  when  one  of  the 
volume  control  push-button  switches  49  is  depressed  or 
actuated. 
[0034]  If  it  is  determined  in  step  61  that  the  remote 
control  signal  Cr  transmitted  to  receiver  45  is  not  a  vol- 
ume  control  signal  Cra,  operation  of  the  timer  42  is  halt- 
ed  in  step  62  and  the  control  unit  41  is  released  from  its 
time  setting  mode  in  step  63,  whereupon  the  control  op- 
eration  corresponding  to  the  remote  control  signal  Cr 
which  is  being  transmitted  to  the  receiver  45  is  carried 
out  in  step  64.  Thereafter,  the  sound  volume  setting  pro- 
gram  is  terminated. 
[0035]  On  the  other  hand,  if  it  is  determined  in  step  61 
that  the  remote  control  signal  Cr  being  transmitted  to  the 
receiver  45  is  in  fact  a  volume  control  signal  Cra,  the 
duration  Tt  of  the  period  of  time  during  which  the  volume 
control  signal  Cra  has  been  transmitted  is  calculated  in 
step  65  and  data  corresponding  to  such  duration  Tt  is 
provided.  In  the  next  step  66,  it  is  determined  whether 
or  not  the  alarm  setting  switch  46  has  been  again  de- 
pressed  or  turned  ON.  If  the  alarm  setting  switch  46  is 
not  again  turned  ON,  the  program  returns  to  step  57.  On 
the  other  hand,  if  it  is  determined  in  step  66  that  the 
alarm  setting  switch  46  is  again  turned  ON,  the  data  rep- 
resenting  the  duration  Tt  calculated  in  step  65  are  stored 
in  the  memory  43  in  the  following  step  67.  In  the  next 
step  68,  the  control  unit  41  is  released  from  its  time  set- 
ting  mode  and  the  program  proceeds  to  step  53  in  which 
the  operation  of  the  timer  42  is  halted.  Thereafter,  in  step 
54,  the  alarm  mode  of  the  control  unit  41  is  established, 
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and  then  the  sound  volume  setting  program  is  terminat- 
ed. 
[0036]  Referring  now  to  Fig.  3,  it  will  be  seen  that  a 
program  carried  out  in  the  microcomputer  constituting 
the  control  unit  41  for  performing  the  alarm  function  of 
the  sound  reproducing  apparatus  illustrated  in  Fig.  1  is 
started  at  the  preset  time  corresponding  to  data  stored 
in  the  memory  43.  At  such  preset  time  operation  control 
signals  Cx  are  supplied  from  the  control  unit  41  to  the 
various  parts  of  the  audio  signal  processing  circuit  30 
for  causing  the  latter  to  become  operative.  After  initiation 
of  the  program  for  performing  the  alarm  function,  it  is 
determined  in  step  71  whether  or  not  the  alarm  mode  of 
the  control  unit  41  has  been  established.  If  the  control 
unit  41  is  not  in  its  alarm  mode,  the  program  is  terminat- 
ed.  On  the  other  hand,  if  it  is  determined  in  step  71  that 
the  control  unit  41  is  in  its  alarm  mode,  the  data  repre- 
senting  the  duration  Tt  are  read  from  the  memory  43  in 
the  following  step  72.  In  the  next  step  73  the  operation 
of  the  timer  42  is  initiated  and,  substantially  simultane- 
ously  therewith,  in  step  74,  the  motor  control  signal  Cm 
is  supplied  from  control  unit  41  to  the  drive  signal  gen- 
erator  44  for  causing  the  latter  to  provide  the  drive  signal 
Dm  by  which  the  motor  21  is  operated.  Thereafter,  in 
step  75,  the  set  duration  corresponding  to  the  data  read 
from  the  memory  43  is  compared  with  the  elapsed  time 
indicated  by  the  timer  42  for  determining  whether  or  not 
the  set  duration  Tt  has  elapsed  since  commencement 
of  the  operation  of  the  motor  21  .  So  long  as  the  set  du- 
ration  Tt  has  not  elapsed,  step  75  is  repeated.  However, 
when  it  is  determined,  in  step  75,  that  the  set  duration 
Tt  has  elapsed,  the  program  proceeds  to  step  76  in 
which  the  motor  control  signal  Cm  is  terminated.  Then, 
in  succession,  the  operation  of  the  timer  42  is  halted  in 
step  77  and  the  control  unit  41  is  released  from  its  alarm 
mode  in  step  78,  whereupon  the  program  for  performing 
an  alarm  operation  is  terminated.  It  will  be  appreciated 
that  during  the  period  of  time  corresponding  to  the  du- 
ration  Tt  in  which  the  motor  control  signal  Cm  is  supplied 
to  the  drive  signal  generator  44  for  operating  the  motor 
21  ,  the  variable  resistors  1  9  and  20  in  the  volume  con- 
troller  1  8  have  their  effective  resistance  values  changed 
so  as  to  increase  the  volume  of  the  sounds  produced  by 
the  speakers  24  and  25  to  the  extent  previously  selected 
during  the  sound  volume  setting  operation  previously 
described  with  reference  to  the  flow  chart  of  Fig.  2. 
[0037]  Referring  now  to  Fig.  4,  it  will  be  seen  that  a 
sound  reproducing  apparatus  according  to  another  em- 
bodiment  of  the  present  invention  is  there  shown  to  also 
be  in  the  form  of  a  stereophonic  broadcast  signal  receiv- 
er  similar  to  that  described  above  with  reference  to  Fig. 
1  ,  and  in  which  devices,  circuits  and  components  corre- 
sponding  to  those  described  with  reference  to  Fig.  1  are 
identified  by  the  same  reference  numerals  and  will  not 
be  further  described  herein. 
[0038]  In  the  embodiment  of  Fig.  4,  the  control  unit 
41  A,  which  again  may  be  desirably  constituted  by  a  mi- 
crocomputer,  is  additionally  operative  at  appropriate 

times,  as  hereinafter  further  described,  to  supply  a  mut- 
ing  control  signal  Cu  to  each  of  the  power  amplifiers  22A 
and  23A  for  muting  the  output  from  such  power  amplifi- 
ers  to  the  loud  speakers  24  and  25,  and  further  to  se- 

5  lectively  supply  motor  control  signals  Cm  and  Cm'  to  the 
drive  signal  generator  44  for  causing  the  latter  to  pro- 
duce  drive  signals  Dm  and  Dm',  respectively,  by  which 
the  motor  21  is  driven  in  opposite  directions  for  increas- 
ing  and  decreasing,  respectively,  the  volume  of  the 

10  sound  produced  by  the  speakers  24  and  25. 
[0039]  The  sound  reproducing  apparatus  of  Fig.  4  op- 
erates  generally  in  the  same  manner  as  described 
above  with  reference  to  the  apparatus  of  Fig.  1  apart 
from  its  performance  of  the  alarm  function  under  the 

is  control  of  the  control  unit  41  A.  More  specifically,  after 
the  time  setting  and  sound  volume  setting  operations 
have  been  carried  out  in  the  manner  described  above 
for  the  embodiment  of  Fig.  1  ,  the  alarm  mode  of  the  con- 
trol  unit  41  A  is  similarly  established  and  operation  con- 

20  trol  signals  Cx  are  supplied  from  the  control  unit  41  A  to 
the  various  portions  of  the  audio  signal  processing  cir- 
cuit  30  for  causing  operation  of  the  latter  when  data  ob- 
tained  from  a  timer  (not  shown)  contained  in  the  control 
unit  41  A  coincide  with  the  data  stored  in  the  memory  43 

25  for  indicating  the  preset  time  at  which  an  alarm  operation 
is  to  be  performed.  Simultaneously  with  the  commence- 
ment  of  operation  of  the  audio  signal  processing  circuit 
30,  the  control  unit  41  A  supplies  the  muting  control  sig- 
nal  Cu  to  each  of  the  power  amplifiers  22A  and  23A  so 

30  that  no  sound  output  is  obtained  from  the  speakers  24 
and  25.  At  the  same  time,  the  motor  control  signal  Cm' 
is  supplied  from  the  control  unit  41  A  to  the  drive  signal 
generator  44  so  that  the  latter  produces  the  drive  signal 
Dm'  by  which  the  motor  21  is  driven  in  the  direction  to 

35  change  the  effective  resistance  values  of  the  variable 
resistors  19  and  20  toward  one  end,  for  example,  the 
upper  or  maximum  end,  of  the  range  of  effective  resist- 
ance  values  of  the  variable  resistors  19  and  20. 
[0040]  After  the  variable  resistors  19  and  20  have 

40  been  driven  to  provide  their  maximum  effective  resist- 
ance  values,  which  correspond  to  a  minimum  volume  of 
sound  produced  by  the  speakers  24  and  25,  the  motor 
control  signal  Cm  is  supplied  from  the  control  unit  41  A 
to  the  drive  signal  generator  44  which,  in  response 

45  thereto,  produces  the  drive  signal  Dm  for  operating  the 
motor  21  in  the  opposite  direction,  that  is,  in  the  direction 
for  reducing  the  effective  resistance  values  of  the  resis- 
tors  1  9  and  20.  Such  drive  signal  Dm  is  supplied  to  the 
motor  21  for  a  set  duration  which  is  established  by  a 

so  sound  volume  setting  operation,  as  described  in  con- 
nection  with  the  embodiment  of  the  invention  shown  on 
Fig.  1.  Consequently,  the  variable  resistors  19  and  20 
are  driven  for  the  set  duration  so  as  to  decrease  the  ef- 
fective  resistance  values  thereof  starting  from  their  max- 

55  imum  effective  resistance  values  so  that  the  sound  out- 
puts  of  the  speakers  24  and  25  are  increased  to  a  pre- 
determined  constant  volume.  The  predetermined  con- 
stant  volume  to  which  the  sound  outputs  of  the  speakers 
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24  and  25  are  increased  is  sufficient  to  ensure  that, 
when  the  audio  signal  processing  circuit  30  is  made  op- 
erative  at  a  set  time,  the  sound  produced  by  the  speak- 
ers  24  and  25  in  accordance  with  the  left  and  right  audio 
signals  SL  and  SR  will  be  of  sufficient  loudness  to  awak- 
en  a  sleeping  person,  and  thereby  serve  as  an  alarm, 
even  if  the  last  preceding  use  of  the  sound  reproducing 
apparatus  had  employed  relatively  low  sound  volumes, 
for  example,  for  inducing  sleep. 
[0041]  The  program  carried  out  by  the  microcomputer 
constituting  the  control  unit  41  A  for  readying  the  sound 
reproducing  apparatus  of  Fig.  4  for  its  alarm  operation 
will  now  be  described  with  reference  to  the  flow  chart  of 
Fig.  5.  As  shown  on  Fig.  5,  the  program  is  initiated  or 
started  in  response  to  the  supplying  of  the  operation 
control  signals  Cx  from  the  control  unit  41  A  to  the  vari- 
ous  parts  of  the  audio  signal  processing  circuit  30  for 
causing  operation  of  the  latter  at  the  set  time.  Upon  such 
starting  of  the  program,  it  is  determined,  in  step  81, 
whether  or  not  the  control  unit  41  A  is  in  its  alarm  oper- 
ation  mode.  If  the  control  unit  41  A  is  not  in  its  alarm  op- 
eration  mode,  the  program  for  readying  the  sound  re- 
producing  apparatus  for  its  alarm  operation  is  terminat- 
ed.  On  the  other  hand,  if  the  control  unit  41  A  is  deter- 
mined  to  be  in  its  alarm  operation  mode,  the  program 
proceeds  to  step  82  in  which  the  muting  control  signal 
Cu  is  supplied  from  the  control  unit  41  A  to  the  power 
amplifiers  22A  and  23A  for  causing  the  muting  of  the 
outputs  therefrom  to  the  respective  speakers  24  and  25. 
In  the  following  step  83,  operation  of  the  timer  42  is  com- 
menced  and  then,  in  step  84,  the  motor  control  signal 
Cm'  is  supplied  from  the  control  unit  41  A  to  the  drive 
signal  generator  44.  The  program  then  proceeds  to  step 
85  in  which  it  is  determined,  with  reference  to  the  timer 
42,  whether  or  not  1  0  seconds  have  elapsed  since  com- 
mencement  of  the  supplying  of  the  motor  control  signal 
Cm'  to  the  drive  signal  generator  44.  If  1  0  seconds  have 
not  elapsed,  step  85  is  repeated.  On  the  other  hand,  if 
it  is  determined  that  10  seconds  have  elapsed  since 
commencement  of  the  signal  Cm',  the  supplying  of  such 
signal  to  the  drive  signal  generator  44  is  halted  in  step 
86.  It  should  be  noted  that,  in  the  10  seconds  interval 
during  which  the  motor  control  signal  Cm'  is  supplied  to 
the  drive  signal  generator  44,  the  drive  signal  Dm'  sup- 
plied  to  the  motor  21  is  operative  to  drive  the  variable 
resistors  1  9  and  20,  from  any  positions  they  may  have 
occupied,  to  positions  corresponding  to  their  maximum 
effective  resistance  values. 
[0042]  After  the  motor  control  signal  Cm'  has  been 
halted  in  step  86,  the  operation  of  the  timer  42  is  halted 
in  step  87  and  then,  in  step  88,  the  supplying  of  the  mut- 
ing  control  signal  Cu  to  the  power  amplifiers  22  and  23 
is  also  halted.  In  the  next  step  89,  the  data  correspond- 
ing  to  the  set  duration  of  the  period  in  which  the  motor 
control  signal  Cm  is  to  be  supplied  are  read  out  of  the 
memory  43.  Then,  operation  of  the  timer  42  is  started 
again  in  step  90  and,  in  the  following  step  91  ,  the  motor 
control  signal  Cm  is  supplied  to  the  drive  signal  gener- 

ator  44  which,  in  response  thereto,  supplies  the  drive 
signal  Dm  to  the  motor  21  for  driving  variable  resistors 
19  and  20  in  the  direction  for  decreasing  their  effective 
resistance  values  from  the  previously  established  max- 

5  imum  effective  resistance  values,  thereby  increasing 
the  volumes  of  the  sounds  produced  by  the  speakers  24 
and  25.  In  the  next  step  92,  it  is  determined,  with  refer- 
ence  to  data  from  the  timer  42,  whether  a  period  of  time 
corresponding  to  the  set  duration  read  from  the  memory 

10  43  in  step  89  has  elapsed  since  supplying  of  the  motor 
control  signal  Cm  has  been  commenced  in  step  91.  If 
such  set  duration  has  not  yet  elapsed,  step  92  is  repeat- 
ed.  On  the  other  hand,  when  it  is  determined  in  step  92 
that  the  motor  control  signal  Cm  has  been  supplied  from 

is  the  control  unit  41  for  the  set  duration,  the  supplying  of 
the  motor  control  signal  Cm  is  halted  in  step  93. 
[0043]  By  means  of  the  above  described  operations 
through  step  93,  each  of  the  variable  resistors  19  and 
20  in  the  volume  controller  1  8  has  been  adjusted  by  the 

20  motor  21  so  as  to  ensure  that  the  sound  produced  by 
the  speakers  24  and  25  has  a  predetermined  constant 
volume.  Thereafter,  operation  of  the  timer  42  is  halted 
in  step  94  and  the  control  unit  41  A  is  released  from  its 
alarm  operation  mode  in  step  95  which  leads  to  termi- 

25  nation  of  the  program  for  the  alarm  operation. 
[0044]  Although  illustrative  embodiments  of  the  in- 
vention  have  been  described  in  detail  herein  with  refer- 
ence  to  the  accompanying  drawings,  it  is  to  be  under- 
stood  that  the  invention  is  not  limited  to  those  precise 

30  embodiments,  and  that  various  changes  and  modifica- 
tions  may  be  effected  therein  by  one  skilled  in  the  art 
without  departing  from  the  scope  of  the  invention  as  de- 
fined  in  the  appended  claims. 

35 
Claims 

1.  A  sound  reproducing  apparatus,  comprising: 

40  an  audio  signal  input  means  (10); 
sound  producing  means  (24,  25)  for  generating 
sound  in  response  to  the  application  of  an  audio 
signal  thereto; 
audio  signal  processing  means  (30)  operative 

45  to  receive  an  audio  signal  from  said  input 
means  (10)  and  including  variable  resistance 
means  (1  9,  20)  through  which  the  received  au- 
dio  signal  is  applied  to  said  sound  producing 
means  (24,  25),  said  variable  resistance  means 

so  (19,  20)  having  a  range  of  effective  resistance 
values,  and  actuator  means  (21  )  for  said  varia- 
ble  resistance  means  (19,  20)  operable  by  a 
drive  signal  for  varying  an  effective  resistance 
value  of  said  resistance  means  (19,  20)  and 

55  thereby  changing  the  volume  of  the  sound  gen- 
erated  by  said  sound  producing  means  (24, 
25); 
time  control  means  (42)  for  causing  said  audio 
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signal  processing  means  (30)  to  automatically 
commence  operation  at  a  preset  time;  and 
generating  means  (44,  61,  36)  for  generating 
said  drive  signal  to  operate  said  actuator 
means  (21),  s 

characterised  in  that  the  apparatus  further 
comprises: 

duration  setting  means  including  memory  10 
means  (43),  means  operable  in  response  to  a 
duration  setting  signal  to  store  in  said  memory 
means  (43),  data  corresponding  to  a  selected 
duration  of  operation  of  said  actuator  means; 
control  means  (41  ;  41  A)  programmed  to  be  op-  15 
erative,  when  said  time  control  means  (42) 
causes  the  commencement  of  operation  of  said 
audio  signal  processing  means  (30)  at  said  pre- 
set  time,  to  apply  said  drive  signal  from  said 
generating  means  (44)  to  said  actuator  means  20 
(21)  for  said  selected  duration  corresponding 
to  said  data  stored  in  the  memory  means  (43) 
so  as  to  determine  said  volume  of  the  sound 
from  said  sound  producing  means  (24,  25)  at 
the  end  of  said  duration,  25 
and  in  that  said  control  means  (41;  41  A)  being 
further  programmed  to  cause  said  variable  re- 
sistance  means  (1  9,  20)  to  have  an  effective  re- 
sistance  value  at  one  end  of  said  range  thereof 
when  said  audio  signal  processing  means  (30)  30 
is  made  to  commence  operation  by  said  time 
control  means  (42),  and  before  said  drive  signal 
is  applied  to  the  actuator  means  (21)  for  said 
selected  duration  corresponding  to  the  data 
stored  in  said  memory  means  (43).  35 

2.  A  sound  reproducing  apparatus  according  to  claim 
1;  characterized  in  that  said  control  means  (41  ; 
41  A)  is  operative  to  apply  another  drive  signal  to 
said  actuator  means  (21  )  so  as  to  cause  the  variable  40 
resistance  means  (19,20)  to  have  the  effective  re- 
sistance  value  at  said  one  end  of  the  range  of  ef- 
fective  resistance  values. 

3.  A  sound  reproducing  apparatus  according  to  claim  45 
2;  characterized  in  that  said  one  end  of  the  range 
of  effective  resistance  values  is  the  upper  end 
thereof. 

4.  A  sound  reproducing  apparatus  according  to  claim  so 
2  or  claim  3;  characterized  in  that  said  variable  re- 
sistance  means  (1  9,20)  includes  at  least  one  sliding 
variable  resistor. 

5.  A  sound  reproducing  apparatus  according  to  claim  55 
4  characterized  in  that  said  actuator  means  (21  )  in- 
cludes  a  motor  mechanically  connected  with  said 
sliding  variable  resistor  (19,20). 

6.  A  sound  reproducing  apparatus  according  to  claim 
1  characterized  in  that  said  variable  resistance 
means  (19,20)  includes  a  plurality  of  slidingvariable 
resistors  driven  simultaneously  by  said  actuator 
means  (21). 

7.  A  sound  reproducing  apparatus  according  to  claim 
1  characterized  in  that  it  further  comprises  remote 
control  means  (47)  for  providing  said  duration  set- 
ting  signal  in  the  form  of  a  remote  control  signal; 
and  in  that  said  duration  setting  means  includes  re- 
ceiving  means  (45)  for  receiving  said  remote  control 
signal. 

8.  A  sound  reproducing  apparatus  according  to  claim 
1  ;  characterized  in  that  said  audio  signal  processing 
means  (30)  includes  muting  means  operative  for 
preventing  application  of  the  received  audio  signal 
to  said  sound  producing  means;  (24,25);  and 

in  that  said  control  means  (41  A)  is  further  pro- 
grammed  to  operate  said  muting  means  when  said 
audio  signal  processing  means  (30)  is  made  to  com- 
mence  operation  by  said  time  control  means  (42) 
for  a  time  before  said  drive  signal  is  applied  to  the 
actuator  means  (21  )  for  said  selected  duration  cor- 
responding  to  the  data  stored  in  said  memory 
means  audio  signal  processing. 

9.  A  sound  reproducing  apparatus  according  to  claim 
8,  characterized  in  that  said  variable  resistance 
means  (19,20)  has  a  range  of  effective  resistance 
values;  and 

in  that  said  control  means  (41  A)  is  further  pro- 
grammed  to  cause  said  variable  resistance  means 
(1  9,20)  to  have  an  effective  resistance  value  at  the 
upper  end  of  said  range  thereof  at  the  conclusion 
of  said  time  during  which  said  muting  means  is  op- 
erated. 

Patentanspriiche 

1.  Tonwiedergabegerat,  welches  umfaBt: 

eine  Audiosignaleingabeeinrichtung  (10); 

Tonerzeugungsmittel  (24,  25)  zur  Erzeugung 
eines  Tons  als  Reaktion  auf  das  Anlegen  eines 
Audiosignals  an  diese; 

Audiosignalbearbeitungsmittel  (30),  welche 
wirksam  sind,  urn  ein  Audiosignal  von  der  Ein- 
gabeeinrichtung  (10)  zu  empfangen,  und  wel- 
che  enthalten: 

eine  veranderliche  Widerstandseinrich- 
tung  (19,  20),  iiber  welche  das  empfange- 
ne  Audiosignal  an  die  Tonerzeugungsmit- 
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tel  (24,  25)  angelegt  wird, 

wobei  die  veranderliche  Widerstands- 
einrichtung  (1  9,  20)  einen  Bereich  von 
wirksamen  Widerstandswerten  be-  s 
sitzt, 

sowie  eine  Stelleinrichtung  (21  )  fur  die  ver- 
anderliche  Widerstandseinrichtung  (19, 
20),  welche  durch  ein  Steuersignal  zur  Ver-  10 
anderung  des  wirksamen  Widerstands- 
werts  der  Widerstandseinrichtung  (1  9,  20) 
und  dadurch  zur  Anderung  der  Lautstarke 
des  durch  die  Tonerzeugungsmittel  (24, 
25)  erzeugten  Tons  betatigbar  ist;  15 

eine  Zeitsteuereinrichtung  (42)  zur  Veranlas- 
sung  der  Audiosignalbearbeitungsmittel  (30), 
automatisch  zu  einer  voreinstellbaren  Zeit  mit 
der  Tatigkeit  zu  beginnen;  und  20 

Erzeugungsmittel  (44,  61,  36)  zur  Erzeugung 
des  Steuersignals,  urn  die  Stelleinrichtung  (21  ) 
zu  betatigen, 

25 
dadurch  gekennzeichnet, 
dal3  das  Gerat  weiterhin  umfaBt: 

Speichermittel  (43)  enthaltende  Zeitdauerein- 
stellungsmittel,  wobei  die  Mittel  als  Reaktion  30 
auf  ein  Zeitdauereinstellsignal  betatigbar  sind, 
urn  in  den  Speichermitteln  (43)  Daten  entspre- 
chend  einer  ausgewahlten  Zeitdauer  der  Tatig- 
keit  der  Stelleinrichtung  zu  speichern; 
Steuerungsmittel  (41;  41  A),  welche  program-  35 
miert  sind,  wirksam  zu  werden,  wenn  die  Zeit- 
steuereinrichtung  (42)  den  Beginn  der  Tatigkeit 
der  Audiosignalbearbeitungsmittel  (30)  zu  der 
voreingestellten  Zeit  veranlaBt,  urn  das  Steuer- 
signal  von  den  Erzeugungsmitteln  (44)  an  die  40 
Stelleinrichtung  (21)  fur  die  ausgewahlte  Zeit- 
dauer  entsprechend  den  in  den  Speichermit- 
teln  (43)  gespeicherten  Daten  anzulegen,  urn 
so  die  Lautstarke  des  Tons  von  den  Tonerzeu- 
gungsmitteln  (24,  25)  am  Ende  der  Zeitdauer  45 
zu  bestimmen, 

und  dal3  die  Steuerungsmittel  (41;  41  A)  auBerdem 
programmiert  sind,  die  veranderliche  Widerstands- 
einrichtung  (19,  20)  zu  veranlassen,  einen  wirksa-  so 
men  Widerstandswert  an  einem  Ende  dieses  Be- 
reichs  zu  bilden,  wenn  die  Audiosignalbearbei- 
tungsmittel  (30)  veranlaBt  worden  sind,  mit  der  Ta- 
tigkeit  aufgrund  der  Zeitsteuerangseinrichtung  (42) 
zu  beginnen,  und  bevor  das  Steuersignal  an  die  55 
Stelleinrichtung  (21  )  fur  die  ausgewahlte  Zeitdauer 
entsprechend  den  in  den  Speichermittlen  (43)  ge- 
speicherten  Daten  angelegt  worden  ist. 

2.  Tonwiedergabegerat  nach  Anspruch  1  , 
dadurch  gekennzeichnet, 
dal3  die  Steuerungsmittel  (41;  41  A)  wirksam  sind, 
ein  anderes  Steuersignal  an  die  Stelleinrichtung 
(21  )  anzulegen,  urn  die  veranderliche  Widerstands- 
einrichtung  (19,  20)  zu  veranlassen,  einen  wirksa- 
men  Widerstandswert  an  dem  einen  Ende  des  Be- 
reichs  der  wirksamen  Widerstandswerte  einzuneh- 
men. 

3.  Tonwiedergabegerat  nach  Anspruch  2, 
dadurch  gekennzeichnet, 
dal3  das  eine  Ende  des  Bereichs  der  wirksamen  Wi- 
derstandswerte  sein  oberes  Ende  ist. 

4.  Tonwiedergabegerat  nach  Anspruch  2  oder  3, 
dadurch  gekennzeichnet, 
dal3  die  veranderliche  Widerstandseinrichtung  (1  9, 
20)  mindestens  einen  veranderlichen  Schiebewi- 
derstand  enthalt. 

5.  Tonwiedergabegerat  nach  Anspruch  4, 
dadurch  gekennzeichnet, 
dal3  die  Stelleinrichtung  (21)  einen  Motor  enthalt, 
welcher  mechanisch  mit  dem  veranderlichen  Schie- 
bewiderstand  (19,  20)  verbunden  ist. 

6.  Tonwiedergabegerat  nach  Anspruch  1  , 
dadurch  gekennzeichnet, 
dal3  die  veranderliche  Widerstandseinrichtung  (1  9, 
20)  eine  Vielzahl  von  veranderlichen  Schiebewider- 
standen  enthalt,  welche  gleichzeitig  durch  die  Stell- 
einrichtung  (21)  gesteuert  werden. 

7.  Tonwiedergabegerat  nach  Anspruch  1  , 
dadurch  gekennzeichnet, 
dal3  es  weiterhin  eine  Fernsteuerungseinrichtung 
(47)  zur  Bereitstellung  des  Zeitdauereinstellsignals 
in  der  Form  eines  Fernsteuerungssignals  aufweist; 
und  dal3  die  Zeitdauereinstellungsmittel  Empfangs- 
mittel  (45)  zum  Empfang  des  Fernsteuerungssi- 
gnals  enthalten. 

8.  Tonwiedergabegerat  nach  Anspruch  1  , 
dadurch  gekennzeichnet, 

dal3  die  Audiosignalbearbeitungsmittel  (30) 
Empfangersperrmittel  enthalten,  welche  wirk- 
sam  sind,  urn  das  Anlegen  des  empfangenen 
Audiosignals  an  die  Tonerzeugungsmittel  (24, 
25)  zu  verhindern;  und 
dal3  die  Steuerungseinrichtung  (41  A)  auBer- 
dem  programmiert  ist,  diese  Empfangersperr- 
mittel  zu  betatigen,  wenn  die  Audiosignalbear- 
beitungsmittel  (30)  durch  die  Zeitsteuerungs- 
einrichtung  (42)  veranlaBt  worden  sind,  mit  der 
Tatigkeit  zu  einer  Zeit  zu  beginnen,  bevor  das 
Steuersignal  fur  die  entsprechend  den  in  den 

10 



19 EP  0  353  164  B2 20 

Speichermitteln  fur  die  Audiosignalbearbeitung 
gespeicherten  Daten  ausgewahlte  Zeitdauer 
an  die  Stelleinrichtung  angelegt  worden  ist. 

9.  Tonwiedergabegerat  nach  Anspruch  8, 
dadurch  gekennzeichnet, 

dal3  die  veranderliche  Widerstandseinrichtung 
(19,  20)  einen  Bereich  von  wirksamen  Wider- 
standswerten  besitzt;  und 
dal3  die  Steuerungseinrichtung  (41  A)  auBer- 
dem  programmiert  ist,  die  veranderliche  Wider- 
standseinrichtung  (19,  20)  zu  veranlassen,  ei- 
nen  wirksamen  Widerstandswert  am  oberen 
Ende  ihres  Bereichs  zum  Ende  der  Zeit,  wah- 
rend  welcher  die  Empfangersperrmittel  betatigt 
sind,  einzunehmen. 

Revendications 

1.  Appareil  de  reproduction  de  son  comprenant  : 

un  moyen  d'entree  de  signal  audio  (10); 
un  moyen  de  production  de  son  (24,  25)  pour 
generer  un  son  en  reponse  a  I'application  d'un 
signal  audio  sur  celui-ci  ; 
un  moyen  de  traitement  de  signal  audio  (30) 
fonctionnant  pour  recevoir  un  signal  audio  pro- 
venant  dudit  moyen  d'entree  (1  0)  et  incluant  un 
moyen  de  resistance  variable  (19,  20)  par  I'in- 
termediaire  duquel  le  signal  audio  recu  est  ap- 
plique  audit  moyen  de  production  de  son  (24, 
25),  ledit  moyen  de  resistance  variable  (1  9,  20) 
possedant  une  plage  de  valeurs  de  resistance 
effective  et  un  moyen  d'actionnement  (21  )  pour 
ledit  moyen  de  resistance  variable  (19,  20) 
fonctionnant  a  I'aide  d'un  signal  de  commande 
afin  de  faire  varier  une  valeur  de  resistance  ef- 
fective  dudit  moyen  de  resistance  (19,  20)  et 
done  de  changer  le  volume  du  son  genere  par 
ledit  moyen  de  production  de  son  (24,  25)  ; 
un  moyen  de  commande  temporelle  (42)  afin 
que  ledit  moyen  de  traitement  de  signal  audio 
(30)  commence  automatiquement  a  fonction- 
ner  a  un  instant  predetermine  ;  et 
un  moyen  de  generation  (44,  61,  36)  pour  ge- 
nerer  ledit  signal  de  commande  afin  de  faire 
fonctionner  ledit  moyen  d'actionnement  (21)  ; 

caracterise  en  ce  que  I'appareil  comprend  en 
outre  : 

un  moyen  d'etablissement  de  duree  incluant  un 
moyen  de  memoire  (43),  moyen  pouvant  fonc- 
tionner  en  reponse  a  un  signal  d'etablissement 
de  duree  pour  stocker  dans  ledit  moyen  de  me- 
moire  (43)  des  donnees  correspondant  a  une 

duree  de  fonctionnement  selectionnee  dudit 
moyen  d'actionnement  (21)  ; 
un  moyen  de  commande  (41  ;  41  A)  programme 
pour  fonctionner,  lorsque  ledit  moyen  de  com- 

5  mande  temporelle  (42)  provoque  le  debut  du 
fonctionnement  dudit  moyen  de  traitement  de 
signal  audio  (30)  audit  instant  preetabli,  afin 
d'appliquer  ledit  signal  de  commande  prove- 
nant  dudit  moyen  de  generation  (44)  audit 

10  moyen  d'actionnement  (21)  pendant  ladite  du- 
ree  selectionnee  correspondant  auxdites  don- 
nees  stockees  dans  le  moyen  de  memoire  (43) 
de  maniere  a  determiner  ledit  volume  du  son 
provenant  dudit  moyen  de  production  de  son 

is  (24,  25)  a  la  fin  de  ladite  duree,  et 
en  ce  que  ledit  moyen  de  commande  (41  ;  41  A) 
est  en  outre  programme  pour  que  ledit  moyen 
de  resistance  variable  (1  9,  20)  possede  une  va- 
leur  de  resistance  effective  a  une  extremite  de 

20  ladite  plage  de  celui-ci  lorsque  ledit  moyen  de 
traitement  de  signal  audio  (30)  commence  a 
fonctionner  grace  audit  moyen  de  commande 
temporelle  (42)  et  avant  que  ledit  signal  de 
commande  ne  soit  applique  au  moyen  d'action- 

25  nement  (21  )  pendant  ladite  duree  selectionnee 
correspondant  aux  donnees  stockees  dans  le- 
dit  moyen  de  memoire  (43). 

2.  Appareil  de  reproduction  de  son  selon  la  revendi- 
30  cation  1  ,  caracterise  en  ce  que  ledit  moyen  de  com- 

mande  (41  ;  41  A)  fonctionne  pour  appliquer  un  autre 
signal  de  commande  audit  moyen  d'actionnement 
(21)  afin  que  le  moyen  de  resistance  variable  (19, 
20)  possede  la  valeur  de  resistance  effective  au  ni- 

35  veau  de  ladite  premiere  extremite  de  la  plage  des 
valeurs  de  resistance  effective. 

3.  Appareil  de  reproduction  de  son  selon  la  revendi- 
cation  2,  caracterise  en  ce  que  ladite  extremite  de 

40  la  plage  des  valeurs  de  resistance  effective  est  I'ex- 
tremite  superieure  de  celle-ci. 

4.  Appareil  de  reproduction  de  son  selon  la  revendi- 
cation  2  ou  la  revendication  3,  caracterise  en  ce  que 

45  ledit  moyen  de  resistance  variable  (1  9,  20)  inclut  au 
moins  une  resistance  variable  a  curseur. 

5.  Appareil  de  reproduction  de  son  selon  la  revendi- 
cation  4,  caracterise  en  ce  que  ledit  moyen  d'action- 

50  nement  (21  )  inclut  un  moteur  connecte  mecanique- 
ment  a  ladite  resistance  variable  a  curseur  (1  9,  20). 

6.  Appareil  de  reproduction  de  son  selon  la  revendi- 
cation  1  ,  caracterise  en  ce  que  ledit  moyen  de  re- 

55  sistance  variable  (1  9,  20)  inclut  une  pluralite  de  re- 
sistances  variables  a  curseur  commandees  simul- 
tanement  par  ledit  moyen  d'actionnement  (21). 

11 
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7.  Appareil  de  reproduction  de  son  selon  la  revendi- 
cation  1  ,  caracterise  en  ce  qu'il  comprend  en  outre 
un  moyen  de  telecommande  (47)  pour  fournir  ledit 
signal  d'etablissement  de  duree  sous  forme  d'un  si- 
gnal  de  telecommande  ;  et  en  ce  que  ledit  moyen  s 
d'etablissement  de  duree  inclut  un  moyen  de  recep- 
tion  (45)  afin  de  recevoir  ledit  signal  de  telecom- 
mande. 

8.  Appareil  de  reproduction  de  son  selon  la  revendi-  10 
cation  1  ,  caracterise  en  ce  que  ledit  moyen  de  trai- 
tement  de  signal  audio  (30)  inclut  un  moyen  de  si- 
lencieux  pour  empecher  I'application  du  signal 
audio  recu  audit  moyen  de  production  de  son  (24, 
25)  ;  et  is 

en  ce  que  ledit  moyen  de  commande  (41  A) 
est  en  outre  programme  pour  faire  fonctionner  ledit 
moyen  de  silencieux  lorsque  ledit  moyen  de  traite- 
ment  de  signal  audio  (30)  commence  a  fonctionner 
grace  audit  moyen  de  commande  temporelle  (42)  20 
pendant  un  certain  laps  de  temps  avant  que  ledit 
signal  de  commande  ne  soit  applique  au  moyen 
d'actionnement  (21  )  pendant  ladite  duree  selection- 
ne  correspondant  aux  donnees  stockees  dans  ledit 
moyen  de  memoire.  25 

9.  Appareil  de  reproduction  de  son  selon  la  revendi- 
cation  8,  caracterise  en  ce  que  ledit  moyen  de  re- 
sistance  variable  (1  9,  20)  possede  une  plage  de  va- 
leurs  de  resistance  effective  ;  et  30 

en  ce  que  ledit  moyen  de  commande  (41  A) 
est  en  outre  programme  afin  que  ledit  moyen  de  re- 
sistance  variable  (19,  20)  possede  une  valeur  de 
resistance  effective  a  I'extremite  superieure  de  la- 
dite  plage  de  celui-ci  a  la  fin  dudit  temps  durant  le-  35 
quel  ledit  moyen  de  silencieux  fonctionne. 
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