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Description

[TECHNICAL FIELD]

[0001] The present invention relates to a battery pack
comprising an output terminal part, an input terminal part,
a battery pack case and a bus bar having a novel struc-
ture, and, more particularly, wherein the bus bar includes
a power input part located at one end of the bus bar such
that the power input part is connected or fastened to the
output terminal part of the battery pack, a power output
part located at the other end of the bus bar such that the
power output part is connected or fastened to the input
terminal part of the battery pack, a plate-shaped main
body connected between the power input part and the
power output part, the plate-shaped main body including
a vapor chamber, and a fastening part formed at the pow-
er input part to fix the bus bar to the battery pack case.

[BACKGROUND ART]

[0002] Recently, a secondary battery, which can be
charged and discharged, has been widely used as an
energy source for wireless mobile devices. Also, the sec-
ondary battery has attracted considerable attention as a
power source for electric vehicles (EV), hybrid electric
vehicles (HEV), and plug-in hybrid electric vehicles (Plug-
in HEV), which have been developed to solve problems,
such as air pollution, caused by existing gasoline and
diesel vehicles using fossil fuels.
[0003] Small-sized mobile devices use one or several
battery cells for each device. On the other hand, middle
or large-sized devices, such as vehicles, use a middle or
large-sized battery module having a plurality of battery
cells electrically connected to each other because high
power and large capacity are necessary for the middle
or large-sized devices.
[0004] Generally, a plurality of unit cells is mounted in
a cartridge which connects the unit cells in series or in
parallel to each other, and a plurality of cartridges is elec-
trically connected to each other, thereby manufacturing
a battery module. According to circumstances, two or
more battery modules may be electrically connected to
each other, thereby manufacturing a middle or large-
sized battery system providing higher power.
[0005] Preferably, a middle or large-sized battery mod-
ule is manufactured so as to have as small a size and
weight as possible. For this reason, a prismatic battery
or a pouch-shaped battery, which can be stacked with
high integration and has a small weight to capacity ratio,
is usually used as a battery cell (unit cell) of the middle
or large-sized battery module. In particular, much interest
is currently focused on such a pouch-shaped battery,
which uses an aluminum laminate sheet as a sheathing
member, because the pouch-shaped battery is light-
weight, the manufacturing cost of the pouch-shaped bat-
tery is low, and the shape of the pouch-shaped battery
is easily modified.

[0006] Meanwhile, connection between electrode ter-
minals is necessary to achieve electrical connection be-
tween batteries (including unit cells), between battery
cartridges, or between battery modules and connection
between an external device and the batteries, the battery
cartridges, or the battery modules for power from the bat-
teries, the battery cartridges, or the battery modules to
be supplied to the external device. Also, in a case in which
a signal, such as voltage, to control the operation of a
battery as a power source, connection between corre-
sponding connection members and electrode terminals
is necessary.
[0007] Generally, a bus bar is used as a member for
connection of the electrode terminals. The bus bar is a
passage, through which current from a battery module
flows. For this reason, the temperature of the bus bar is
increased in proportion to the amount of current flowing
in the bus bar.
[0008] Also, the bus bar includes a power input part to
receive current from an output terminal of the battery
module, a power output part to transmit the current to an
input terminal of the battery module, and a main body
connected between the power input part and the power
output part.
[0009] FIG. 5 is a graph showing time based temper-
ature change of a bus bar measured by temperature
measurement devices mounted at three points of the bus
bar when current is supplied to the bus bar. As shown in
FIG. 2, the temperature measurement devices are
mounted at positions 601, 602, and 603 of the surface
of the bus bar.
[0010] Referring to FIG. 5 together with FIG. 2, #1 in-
dicates a position 601 of a power output part, #2 indicates
a position 602 of a main body, and #3 indicates a position
603 of a power input part.
[0011] Temperatures of the respective regions of the
bus bar 1000 seconds after power is applied to the bus
bar are as follows. As can be seen from the graph, tem-
perature 501 of the power output part at the position 601
and temperature 502 of the main body at the position 602
are distributed in a range between 160 and 170 degrees.
[0012] On the other hand, it can be seen that temper-
ature 503 of the power input part at the position 603 is
distributed in a range between 105 and 115 degrees.
[0013] As can be seen from the above temperature
distribution, the temperature 503 of the power input part
at the position 603 is greatly different from the tempera-
ture 501 of the power output part at the position 601 and
the temperature 502 of the main body at the position 602.
As can be seen from the graph of FIG. 5, such temper-
ature deviation of the bus bar is increased with the pas-
sage of time.
[0014] Also, in a case in which such temperature de-
viation of the bus bar is continued, hot spots are gener-
ated at the bus bar with the result that a battery module
may be thermally damaged. Such damage may put the
battery module in great danger.
[0015] In addition, the temperature deviation of the bus
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bar may be negatively affect electrical conductivity, which
may reduce output efficiency of the battery module.
[0016] For this reason, there is a necessity for a method
of removing or discharging heat generated from the bus
bar, which is mounted to terminal connection regions,
outside. Some conventional technologies for removing
or discharging heat generated from the bus bar outside
have been proposed; however, a method capable of fun-
damentally solving the above problems has not yet been
developed.
[0017] In some conventional technologies for remov-
ing or discharging heat generated from the bus bar out-
side, a heat exchange member is further mounted to the
bus bar, or a cooling structure to indirectly cool the bus
bar is provided, in order to solve the problems associated
with the bus bar as described above.
[0018] However, the structure in which the heat ex-
change member is further mounted to the bus bar or the
cooling structure to indirectly cool the bus bar does not
frequently obtain as sufficient a cooling efficiency as was
expected at the time of design due to heat conduction
resistance. Also, the structure in which the heat ex-
change member is further mounted to the bus bar re-
quires an additional space in which the heat exchange
member will be mounted, which causes the increase in
total size of the battery module.
[0019] Therefore, there is a high necessity for a battery
pack having a bus bar with high cooling efficiency wherein
the overall temperature of the bus bar is uniformly main-
tained such that temperature deviation of the bus bar is
reduced while the increase in overall size of a battery
module is restrained, and hot spots are prevented from
being generated at the bus bar.
[0020] US 3,728,585 A discloses a busbar with a plate-
shaped main body connecting input and output parts,
where the plate-shaped main body includes a vapor
chamber. This busbar is suitable for connecting to a bat-
tery pack.
[0021] US 6,010,800 A discloses an apparatus and a
method for controlling the temperature of a battery used
in a spacecraft or an electric vehicle. The apparatus in-
cludes a thermal conductor, such as a thermally-conduc-
tive heat pipe or forced fluid cooling loop, that is in thermal
contact with thermally conductive cell terminals of the
battery, and a heat sink, such as a radiator.
[0022] WO 2007/046587 A1 discloses a bus bar that
simultaneously performs the electrical connection be-
tween a plurality of unit cells and the detection of voltage
of the unit cells in a battery module having the unit cells
mounted therein, wherein the bus bar includes: vertical
bent parts formed by bending opposite ends of a strip-
shaped bar body in the same direction, respectively, the
vertical bent parts being provided with coupling grooves
or protrusions; and a horizontal bent part formed by bend-
ing one of the vertical bent parts such that the horizontal
bent part is parallel with the bar body.

[DISCLOSURE]

[TECHNICAL PROBLEM]

[0023] Therefore, the present invention has been
made to solve the above problems and other technical
problems that have yet to be resolved.
[0024] It is an object of the present invention to provide
a battery pack having a bus bar configured to have a
structure in which the overall temperature of the bus bar
is uniformly maintained such that temperature deviation
of the bus bar is reduced and hot spots are prevented
from being generated at the bus bar, thereby preventing
a battery module from being damaged due to the bus bar.
[0025] It is another object of the present invention to
provide a battery pack wherein cooling efficiency is max-
imized while the increase in overall size is restrained.

[TECHNICAL SOLUTION]

[0026] In accordance with one aspect of the present
invention, the above objects can be accomplished by the
provision of a battery pack comprising an output terminal
part, an input terminal part, a battery pack case and a
bus bar, the bus bar comprising:

a power input part located at one end of the bus bar
such that the power input part is connected or fas-
tened to the output terminal part of the battery pack;
a power output part located at the other end of the
bus bar such that the power output part is connected
or fastened to the input terminal part of the battery
pack;
a plate-shaped main body connected between the
power input part and the power output part, the plate-
shaped main body comprising a vapor chamber; and
a fastening part formed at the power input part to fix
the bus bar to the battery pack case,
wherein the power input part is bent toward a terminal
connection member and is fastened to the terminal
connection member by rolling.

Preferred embodiments are disclosed in the sub-claims.
[0027] In a general battery module, a heat exchange
member is further mounted to the bus bar, or a cooling
structure to indirectly cool the bus bar is provided, in order
to prevent the bus bar from being locally overheated as
previously described. However, a sufficient cooling effect
is not achieved.
[0028] In the bus bar, on the other hand, the power
input part, the power output part, and the plate-shaped
main body are configured to have a structure including
the vapor chamber such that heat is removed from the
bus bar through heat conduction based on phase change
of a coolant in the vapor chamber, thereby achieving a
uniform temperature of the entire bus bar and thus re-
ducing temperature deviation and preventing hot spots
from being generated at the bus bar and thus preventing
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the battery module from being damaged due to the bus
bar.
[0029] Also, the bus bar is configured to have a struc-
ture which does not require an additional heat exchange
member for heat dissipation of the bus bar. Consequent-
ly, it is possible to maximize cooling efficiency of the bat-
tery module while restraining the increase in overall size
of the battery module.
[0030] The vapor chamber will hereinafter be de-
scribed in detail.
[0031] Generally, a heat sink is used to discharge heat
generated from a device or a system outside. Perform-
ance of the heat sink is determined based on heat resist-
ance having a lower value and exhibiting higher perform-
ance. Such heat resistance includes heat dissipation re-
sistance in transfer resistance of the heat sink between
the surface of the heat sink and surroundings thereof. In
order to minimize such heat dissipation resistance, the
heat sink is generally made of a high conductivity mate-
rial, such as copper or aluminum. However, such a solid
diffusion mechanism is not generally sufficient to satisfy
a higher cooling degree necessary to cool new electronic
equipment. For this reason, more efficient mechanisms
have been developed and evaluated. A vapor chamber
is one mechanism which is often considered.
[0032] Generally, the vapor chamber includes a main
body made of a heat conductive material, the main body
having a micro flow channel defined therein, and a cool-
ant circulating through the micro flow channel. While the
coolant is circulated through the micro flow channel, the
phase of the coolant is changed to absorb external heat
or discharge heat outside.
[0033] Specifically, a heat dissipation principle of the
vapor chamber is identical to a heat pipe principle in
which a coolant, the phase of which has been changed
into a vapor state, transfers heat to a heat pipe, and the
heat is dissipated as the vapor flows. The coolant, the
phase of which has been changed into the vapor state,
is condensed on a cooling surface with the result that
heat is transferred from an evaporation surface to the
cooling surface.
[0034] The vapor chamber may be mounted in various
forms. In the simplest form, the vapor chamber may be
used in a flat heat spreader in which heat is dissipated
from a heat source, the flat heat spreader being in contact
with fins or another cooling system. In another form, the
vapor chamber may be used in a heat sink. In this form,
the vapor chamber may be in thermal contact with solid
fins, or the vapor chamber may include fin chambers
functionally connected to a base. In the latter case, the
solid fins may be in contact with the fin chambers to max-
imize a convection surface. In another embodiment, the
vapor chamber may be mounted on a printed circuit
board, particularly a daughter board, in a vaporclip form.
Also, the vapor chamber may be mounted in a vaporcase
form, in which electronic devices are functionally ar-
ranged. In addition, the vapor chamber may be mounted
in the form of a cabinet in which vaporcases are func-

tionally arranged.
[0035] The coolant may be air, water, or a refrigerant.
For liquid cooling, a heat exchanger having the vapor
chamber may be configured to have an open shell type
structure, a serial flow type structure, a parallel flow type
structure, or a combination thereof.
[0036] In a further embodiment, the vapor chamber
may be made of metal, plastic, and/or composite mate-
rials. The surface of the vapor chamber may functionally
contact various materials, such as plastic, metal coating,
a graphite layer, diamond, carbon nanotubes, and/or a
highly conductive material well known in the art to which
the present invention pertains.
[0037] In the present invention, the power input part
includes a terminal connection member and is fastened
to the terminal connection member by rolling.
[0038] Such a fastening method does not require ad-
ditional connection members for fastening. Since an ad-
ditional space necessary to mount the connection mem-
bers and an additional process of mounting the connec-
tion members are not necessary, it is possible to efficient-
ly assemble a compact battery module.
[0039] In a preferred example, the power input part
may be bent toward the terminal connection member in
a "L" shape, and the terminal connection member may
include one or more fastening holes, by which the termi-
nal connection member is fastened to the battery pack
case or an external member by coupling.
[0040] Specifically, the fastening part formed at the
power input part may be achieved through the coupling
between the power input part and a terminal connection
member and may be formed in a bracket shape, when
viewed in a lateral direction, such that the fastening part
is fastened to the battery pack case or an external mem-
ber by coupling.
[0041] Meanwhile, the power output part may be bent
toward the input terminal part of the battery pack in a "L"
shape.
[0042] In a preferred example, opposite ends of the
plate-shaped main body may be continuously connected
with the power input part and the power output part.
[0043] According to circumstances, the plate-shaped
main body may include one or more steps, by which the
plate-shaped main body is fastened to the battery pack
case or an external member by coupling. Correspond-
ingly, a groove corresponding to the step may be formed
at the battery pack case or the external member.
[0044] Such a method of fastening the step to the
groove corresponding thereto does not require additional
connection members for fastening, and therefore, it is
also possible to efficiently assemble a compact battery
module.
[0045] In a preferred example, the vapor chamber may
include an upper plate and a lower plate, which are made
of a heat conductive material, and support members and
mesh structures may be disposed in the vapor chamber.
In this case, the material for the upper plate and the lower
plate is not particularly restricted so long as the upper
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plate and the lower plate are made of a material exhibiting
high electrical conductivity, by which electrical connec-
tion between terminals of the battery pack is achieved,
and high heat conductivity, by which heat generated as
current flows in the bus bar is transferred to the outside.
Preferably, the upper plate and the lower plate are made
of copper.
[0046] Micro flow channels, along which a coolant
flows, may be disposed between the upper plate and the
lower plate, and the micro flow channels may be defined
by support members.
[0047] The micro flow channels may be easily modified
based on the shape of a cooling system. Also, the micro
flow channels may be formed of a wide variety of mate-
rials. In addition to application to the bus bar, the micro
flow channels may be variously and easily applied to a
region at which a compact heat exchange system is nec-
essary.
[0048] The coolant is not particularly restricted so long
as the coolant is circulated in the vapor chamber to ab-
sorb external heat or discharge heat outside through
phase change. Preferably, the coolant is water.
[0049] Specifically, the phase change may be evapo-
ration or liquefaction. The phase change induces circu-
lation of the coolant in the micro flow channels. For this
reason, the phase change may be referred to as capillary
force.
[0050] Also, the vapor chamber may be a heat ex-
change system in which the coolant is automatically cir-
culated by capillary force. Basically, the phase of the cool-
ant may be changed in order of evaporation (vaporiza-
tion) - vapor movement-liquefaction (condensation) - re-
turn.
[0051] In the evaporation process, heat is conducted
from a heat source via a solid surface, the heat is ab-
sorbed by liquid films, which are thinly formed, as evap-
oration latent heat, and, when the phase of a coolant is
changed from a liquid phase to a gaseous phase, the
phase changed coolant is distributed in a condenser,
which has a large area, through a gas flow channel with-
out heat loss as the result of the increase in pressure in
the upper end of an evaporator
[0052] In the condensing process, on the other hand,
the vapor introduced from the gas flow channel is con-
densed into a liquid by a cooled wall, heat of condensa-
tion is conducted via the solid wall and is then is dis-
charged outside. At this time, the condensed liquid may
return to the evaporator through the micro flow channels
by capillary force.
[0053] In accordance with other aspects of the present
invention, there is provided a device including a battery
pack as a power source. The device may be an electric
vehicle, a hybrid electric vehicle, a plug-in hybrid electric
vehicle, or a power storage device; however, the device
is not limited thereto.
[0054] The structure of the device and a manufacturing
method of the device are well known in the art to which
the present invention pertains, and therefore, a detailed

description thereof will be omitted.

[EFFECTS OF THE INVENTION]

[0055] As is apparent from the above description, the
bus bar is configured such that the vapor chamber struc-
ture is applied to the power input part, the power output
part, and the plate-shaped main body of the bus bar,
thereby uniformly maintaining the overall temperature of
the bus bar to reduce temperature deviation of the bus
bar while minimizing the increase in overall size of the
battery module and effectively discharging heat gener-
ated from the bus bar outside.

[DESCRIPTION OF DRAWINGS]

[0056] The above and other objects, features and other
advantages of the present invention will be more clearly
understood from the following detailed description taken
in conjunction with the accompanying drawings, in which:

FIG. 1 is a perspective view showing a bus bar;

FIG. 2 is a side view of the bus bar;

FIG. 3 is a sectional view taken along line "A"-"A" of
FIG. 2;

FIG. 4 is a sectional view taken along line "B"-"B" of
FIG. 2; and

FIG. 5 is a graph showing time based local temper-
ature change of the bus bar and a conventional bus
bar.

[DETAILED DESCRIPTION OF THE INVENTION]

[0057] Now, a preferred embodiment of the present
invention will be described in detail with reference to the
accompanying drawings. It should be noted, however,
that the scope of the present invention is not limited by
the illustrated embodiment.
[0058] FIG. 1 is a perspective view showing a bus bar.
[0059] Referring to FIG. 1, a bus bar 400 includes a
power input part 100, a power output part 200, a plate-
shaped main body 300, and a fastening part 120.
[0060] Also, the bus bar 400 further includes a terminal
connection member 110 and a step 320.
[0061] The power input part 100 is bent (see reference
numeral 101) toward the terminal connection member
110 and is fastened (see reference numeral 130) to the
terminal connection member 110 by rolling.
[0062] Such a fastening method does not require ad-
ditional connection members for fastening. Since an ad-
ditional space necessary to mount the connection mem-
bers and an additional process of mounting the connec-
tion members are not necessary, it is possible to efficient-
ly assemble a compact battery module.
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[0063] Also, the terminal connection member 110 in-
cludes two fastening holes 111 and 112, by which the
terminal connection member 110 is fastened to a battery
pack case (not shown) or an external member (not
shown) by coupling.
[0064] Meanwhile, the power output part 200 is bent
(see reference numeral 201) toward an input terminal
part (not shown) of a battery pack (not shown).
[0065] FIG. 2 is a side view showing a bus bar, and
FIGS. 3 and 4 are sectional views of FIG. 2.
[0066] Referring to these drawings together with FIG.
1, the plate-shaped main body 300 is configured to have
a structure in which opposite ends of the plate-shaped
main body 300 are continuously connected with the pow-
er input part 100 and the power output part 200.
[0067] Also, the plate-shaped main body 300 includes
a step 320, by which the plate-shaped main body 300 is
fastened to the battery pack case (not shown) or the ex-
ternal member (not shown) by coupling.
[0068] Correspondingly, a groove (not shown) corre-
sponding to the step 320 is formed at the battery pack
case (not shown) or the external member (not shown).
Such a method of fastening the step 320 to the groove
corresponding thereto does not require additional con-
nection members for fastening, and therefore, it is also
possible to efficiently assemble a compact battery mod-
ule.
[0069] Meanwhile, the construction of the power input
part 100 is achieved through the coupling between the
power input part 100 and the terminal connection mem-
ber 110. When viewed in the lateral direction, the power
input part 100 is formed in a bracket shape such that the
power input part 100 is fastened to the battery pack case
(not shown) or the external member (not shown) by cou-
pling.
[0070] Referring to a sectional view taken along line
"A"-"A" and a sectional view taken along line "B"-"B", the
bus bar 400 according to the present invention includes
the power input part 100, the plate-shaped main body
300, and the power output part 200, each of which is
configured to have a structure including a vapor chamber
310.
[0071] Specifically, the vapor chamber 310 includes
an upper plate 311 and a lower plate 312, both of which
are made of copper. A thickness H’ of the upper plate
311 is less than a thickness H of the lower plate 312.
[0072] Also, support members 313 and mesh struc-
tures 314 are disposed in the vapor chamber 310, and
micro flow channels 315, along which a coolant flows,
are disposed between the upper plate 311 and the lower
plate 312.
[0073] The vapor chamber 310 including the micro flow
channels 315 defined therein may be easily modified
based on the shape of a cooling system. As shown in
FIG. 4, the vapor chamber 310 is also applied to the pow-
er input part 100 fastened by rolling (see reference nu-
meral 130) and including the two fastening holes 111 and
112.

[0074] In the bus bar 400, therefore, the vapor chamber
319 structure is applied to the power input part 100, the
plate-shaped main body 300, and the power output part
200, thereby achieving high heat conductivity based on
flow of the coolant 316 in the vapor chamber 310.
[0075] Specifically, the coolant 316 flowing in the vapor
chamber 310 may be water, and the vapor chamber 310
may be a heat exchange system in which the coolant is
automatically circulated in the vapor chamber 310 by
capillary force naturally generated when the phase of the
coolant is changed in the micro flow channels 315. Ba-
sically, the phase of the coolant is changed in order of
evaporation (vaporization) - vapor movement - liquefac-
tion (condensation) - return.
[0076] External heat transferred to the lower plate 312,
which is thicker than the upper plate 311, is absorbed by
coolant liquid films 316 thinly formed in the respective
micro flow channels 315. The coolant liquid films 316
change the coolant from a liquid phase to a gaseous
phase using the absorbed heat. The phase changed
coolant increases pressure in some of the micro flow
channels 315. As a result, the phase changed coolant
flows to the other micro flow channels 315 having rela-
tively low pressure. During flow, the phase changed cool-
ant is condensed into a liquid phase by the inner walls
of the upper plate 311, the temperature of which is lower
than that of the lower plate 312. At this time, heat of con-
densation is discharged outside via the upper plate 311.
The condensed coolant returns to the original place
through the micro flow channels 315 by capillary force.
[0077] FIG. 5 is a graph showing time based local tem-
perature change of the bus bar used according to the
present invention and a conventional bus bar.
[0078] Referring to FIG. 5 together with FIG. 2, #1, #2,
and #3 indicate positions 601, 602, and 603 of temper-
ature measurement devices located on the surface of the
bus bar 400. Specifically, #1 indicates a position 601 of
the bus bar 400 at the power output part 200 side, #2
indicates a position 602 of the middle portion of the plate-
shaped main body 30, and #3 indicates a position 603
of the bus bar 400 at the power input part 100 side.
[0079] Also, the graph of FIG. 5 shows time (X axis)
based temperature (Y axis) change of the conventional
bus bar (not shown) at regions 501, 502, and 503 and
the bus bar 400 according to the present invention at
regions 511, 512, and 513 while current is supplied to
the bus bar 400.
[0080] As can be seen from the graph, the conventional
bus bar (not shown) has a temperature deviation of 50
to 60 degrees after the lapse of 1000 seconds, and hot
spots are generated at positions #1 and #2. On the other
hand, the bus bar 400 used according to the present in-
vention has a temperature deviation of 10 to 15 degrees,
and the overall temperature of the bus bar 400 is uniform.
[0081] This is because the conventional bus bar made
of copper has a heat transfer coefficient of about 400
W/mK, whereas the bus bar 400 according to the present
invention has a heat transfer coefficient of about 5,000
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W/mk.
[0082] In the bus bar 400 used according to the present
invention, therefore, the vapor chamber 319 structure is
applied to the power input part 100, the plate-shaped
main body 300, and the power output part 200, thereby
achieving overall uniform temperature of the bus bar 400
and thus reducing temperature deviation and effectively
discharging heat generated from the bus bar 400 outside.

Claims

1. A battery pack comprising an output terminal part,
an input terminal part, a battery pack case and a bus
bar (400), the bus bar (400) comprising:

a power input part located at one end of the bus
bar (400) such that the power input part is con-
nected or fastened to the output terminal part of
the battery pack;
a power output part (200) located at the other
end of the bus bar (400) such that the power
output part (200) is connected or fastened to the
input terminal part of the battery pack;
a plate-shaped main body (300) connected be-
tween the power input part and the power output
part (200), the plate-shaped main body (300)
comprising a vapor chamber (310); and
a fastening part (130) formed at the power input
part to fix the bus bar (400) to the battery pack
case,
wherein the power input part is bent (101) toward
a terminal connection member (110) and is fas-
tened to the terminal connection member (110)
by rolling.

2. The battery pack according to claim 1, wherein the
power input part is bent (101) toward the terminal
connection member (110) in a "L" shape.

3. The battery pack according to claim 1, wherein the
terminal connection member (110) comprises one
or more fastening holes (111, 112), by which the ter-
minal connection member (110) is fastened to the
battery pack case or an external member by cou-
pling.

4. The battery pack according to claim 1, wherein the
power output part (200) is bent (201) toward the input
terminal part of the battery pack in a "L" shape.

5. The battery pack according to claim 1, wherein op-
posite ends of the plate-shaped main body (300) are
continuously connected with the power input part
and the power output part (200).

6. The battery pack according to claim 1, wherein the
plate-shaped main body (300) comprises one or

more steps (320), by which the plate-shaped main
body (300) is fastened to the battery pack case or
an external member by coupling.

7. The battery pack according to claim 1, wherein the
vapor chamber (310) comprises an upper plate (311)
and a lower plate (312), which are made of a heat
conductive material, and support members (313)
and mesh structures (314) are disposed in the vapor
chamber (310).

8. The battery pack according to claim 7, wherein the
upper plate (311) and the lower plate (312) are made
of copper.

9. The battery pack according to claim 7, wherein micro
flow channels (315), along which a coolant flows, are
disposed between the upper plate (311) and the low-
er plate (312), the micro flow channels (315) being
defined by support members (313).

10. The battery pack according to claim 9, wherein the
coolant is water.

11. The battery pack according to claim 7, wherein the
coolant is circulated in the vapor chamber (310) to
absorb external heat or discharge heat outside
through phase change.

12. The battery pack according to claim 11, wherein the
phase change is evaporation or liquefaction.

13. The battery pack according to claim 1, wherein the
fastening part (130) formed at the power input part
is achieved through the coupling between the power
input part and a terminal connection member (110)
and is formed in a bracket shape, when viewed in a
lateral direction, such that the fastening part (130) is
fastened to the battery pack case or an external
member by coupling.

14. A device comprising a battery pack according to any
of the claims 1 to 13.

15. The device according to claim 14, wherein the device
is an electric vehicle, a hybrid electric vehicle, a plug-
in hybrid electric vehicle, or a power storage device.

Patentansprüche

1. Batteriepack umfassend ein Ausgabeendteil, ein
Eingabeendteil, ein Batteriepackgehäuse und eine
Stromschiene (400), wobei die Stromschiene (400)
umfasst:

ein Stromeingabeteil, das an einem Ende der
Stromschiene (400) angeordnet ist, so dass das
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Stromeingabeteil verbunden oder befestigt ist
mit dem Ausgabeendteil des Batteriepacks;
ein Stromausgabeteil (200), das an dem ande-
ren Ende der Stromschiene (400) angeordnet
ist, so dass das Stromausgabeteil (200) verbun-
den oder befestigt ist mit dem Eingabeendteil
des Batteriepacks;
einen plattenförmigen Hauptkörper (300), der
zwischen dem Stromeingabeteil und dem
Stromausgabeteil (200) verbunden ist, wobei
der plattenförmige Hauptkörper (300) eine
Dampfkammer (310) umfasst; und
ein Befestigungsteil (130), das an dem
Stromeingabeteil gebildet ist, um die Strom-
schiene (400) an dem Batteriepackgehäuse zu
befestigen,
wobei das Stromeingabeteil in Richtung auf ein
Endverbindungselement (110) gebogen (101)
ist und befestigt ist an dem Endverbindungse-
lement (110) durch Walzen.

2. Batteriepack nach Anspruch 1, wobei das Stromein-
gabeteil in Richtung auf das Endverbindungsele-
ment (110) in einer "L"-Form gebogen (101) ist.

3. Batteriepack nach Anspruch 1, wobei das Endver-
bindungselement (110) ein oder mehrere Befesti-
gungslöcher (111,112) umfasst, mit dem (denen)
das Endverbindungselement (110) an dem Batterie-
packgehäuse oder an einem äußeren Element mit-
tels Kupplung befestigt ist.

4. Batteriepack nach Anspruch 1, wobei das Stromaus-
gabeteil (200) in Richtung auf das Eingabeendteil
des Batteriepacks in einer "L"-Form gebogen (201)
ist.

5. Batteriepack nach Anspruch 1, wobei gegenüberlie-
gende Enden des plattenförmigen Hauptkörpers
(300) kontinuierlich mit dem Stromeingabeteil und
dem Stromausgabeteil (200) verbunden sind.

6. Batteriepack nach Anspruch 1, wobei der plattenför-
mige Hauptkörper (300) eine oder mehrere Stufen
(320) umfasst, durch die der plattenförmige Haupt-
körper (300) an dem Batteriepackgehäuse oder an
einem äußeren Element mittels Kupplung befestigt
ist.

7. Batteriepack nach Anspruch 1, wobei die Dampf-
kammer (310) eine obere Platte (311) und eine un-
tere Platte (312) umfasst, die hergestellt sind aus
einem wärmeleitfähigen Material, und wobei Träge-
relemente (313) und Netzstrukturen (314) in der
Dampfkammer (310) angeordnet sind.

8. Batteriepack nach Anspruch 7, wobei die obere Plat-
te (311) und die untere Platte (312) aus Kupfer her-

gestellt sind.

9. Batteriepack nach Anspruch 7, wobei Mikrofließka-
näle (315), entlang derer ein Kühlmittel fließt, zwi-
schen der oberen Platte (311) und der unteren Platte
(312) angeordnet sind, wobei die Mikrofließkanäle
(315) durch Trägerelemente (313) definiert sind.

10. Batteriepack nach Anspruch 9, wobei das Kühlmittel
Wasser ist.

11. Batteriepack nach Anspruch 7, wobei das Kühlmittel
in der Dampfkammer (310) zirkuliert wird, um äußere
Wärme zu absorbieren oder Wärme nach Außen
durch Phasenänderung abzugeben.

12. Batteriepack nach Anspruch 11, wobei die Pha-
senänderung eine Verdampfung oder eine Verflüs-
sigung ist.

13. Batteriepack nach Anspruch 1, wobei das Befesti-
gungsteil (130), das an dem Stromeingabeteil gebil-
det ist, durch die Kopplung zwischen dem Stromein-
gabeteil und einem Endverbindungselement (110)
erreicht ist und gebildet ist in einer Klammerform,
wenn in einer seitlichen Richtung betrachtet, so dass
das Befestigungsteil (130) an dem Batteriepackge-
häuse oder einem äußeren Element mittels Kupp-
lung befestigt ist.

14. Vorrichtung umfassend ein Batteriepack nach einem
der Ansprüche 1 bis 13.

15. Vorrichtung in Anspruch 14, wobei die Vorrichtung
ein elektrisches Fahrzeug, ein elektrisches Hybrid-
fahrzeug, ein elektrisches Plug-in-Hybridfahrzeug
oder eine Stromspeichervorrichtung ist.

Revendications

1. Bloc-batterie comprenant une partie borne de sortie,
une partie borne d’entrée, un boîtier de bloc-batterie
et une barre omnibus (400), cette barre omnibus
(400)comprenant :

une partie d’entrée d’énergie située à une ex-
trémité de la barre omnibus (400) de manière à
ce que cette partie d’entrée d’énergie soit con-
nectée ou fixée à la partie borne de sortie du
bloc-batterie ;
une partie de sortie d’énergie (200) située à
l’autre extrémité de la barre omnibus (400) de
manière à ce que cette partie de sortie d’énergie
(200) soit connectée ou fixée à la partie borne
d’entrée du bloc-batterie ;
un corps principal en forme de plaque (300) con-
necté entre la partie d’entrée d’énergie et la par-

13 14 



EP 2 814 089 B1

9

5

10

15

20

25

30

35

40

45

50

55

tie de sortie d’énergie (200), ce corps principal
en forme de plaque (300) comprenant une
chambre à vapeur (310) ; et
une partie de fixation (130) formée au niveau de
la partie d’entrée d’énergie pour fixer la barre
omnibus (400) au boîtier du bloc-batterie,
la partie d’entrée d’énergie étant pliée (101) vers
un élément de raccordement de bornes (110) et
étant fixée à cet élément de raccordement de
bornes (110) par roulage.

2. Bloc-batterie selon la revendication 1, dans lequel
la partie d’entrée d’énergie est pliée (101) vers l’élé-
ment de raccordement de bornes (110) dans une
forme en ’L’.

3. Bloc-batterie selon la revendication 1, dans lequel
l’élément de raccordement de bornes (110) com-
prend un ou plusieurs trous de fixation (111, 112),
au moyen duquel ou desquels l’élément de raccor-
dement de bornes (110) est fixé au boîtier du bloc-
batterie ou à un élément externe par couplage.

4. Bloc-batterie selon la revendication 1, dans lequel
la partie de sortie d’énergie (200) est pliée (201) vers
la partie borne d’entrée du bloc-batterie dans une
forme en ’L’.

5. Bloc-batterie selon la revendication 1, dans lequel
les extrémités opposées du corps principal en forme
de plaque (300) sont connectées de façon continue
avec la partie d’entrée d’énergie et la partie de sortie
d’énergie (200).

6. Bloc-batterie selon la revendication 1, dans lequel
le corps principal en forme de plaque (300) com-
prend un ou plusieurs gradins (320), par lequel ou
par lesquels le corps principal en forme de plaque
(300) est fixé au boîtier du bloc-batterie ou à un élé-
ment externe par couplage.

7. Bloc-batterie selon la revendication 1, dans lequel
la chambre à vapeur (310) comprend une plaque
supérieure (311) et une plaque inférieure (312), qui
sont faites en un matériau thermo-conducteur, et des
éléments de support (313) et des structures en
mailles (314) sont disposées dans la chambre à va-
peur (310).

8. Bloc-batterie selon la revendication 7, dans lequel
la plaque supérieure (311) et la plaque inférieure
(312) sont faites en cuivre.

9. Bloc-batterie selon la revendication 7, dans lequel
des micro-canaux d’écoulement (315), le long des-
quels un caloporteur s’écoule, sont disposés entre
la plaque supérieure (311) et la plaque inférieure
(312), ces micro-canaux d’écoulement (315) étant

définis par les éléments de support (313).

10. Bloc-batterie selon la revendication 9, dans lequel
le caloporteur est de l’eau.

11. Bloc-batterie selon la revendication 7, dans lequel
le caloporteur circule dans la chambre à vapeur
(310) pour absorber la chaleur extérieure ou pour
décharger la chaleur à l’extérieur par changement
de phase.

12. Bloc-batterie selon la revendication 11, dans lequel
le changement de phase est l’évaporation ou la li-
quéfaction.

13. Bloc-batterie selon la revendication 1, dans lequel
la partie de fixation (130) formée au niveau de la
partie d’entrée d’énergie est obtenue au moyen du
couplage entre la partie d’entrée d’énergie et un élé-
ment de raccordement de bornes (110) et est formée
dans une forme d’équerre, quand on la regarde dans
une direction latérale, de manière à ce que la partie
de fixation (130) soit fixée au boîtier du bloc-batterie
ou à un élément extérieur par couplage.

14. Dispositif comprenant un bloc-batterie selon l’une
quelconque des revendications 1 à 13.

15. Dispositif selon la revendication 14, ce dispositif
étant un véhicule électrique, un véhicule hybride, un
véhicule hybride rechargeable, ou un dispositif de
stockage d’énergie.
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