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Description 

The  invention  relates  to  signal  processing  and  in 
particular,  though  not  exclusively,  to  the  correction  of 
drift  and  wow  and  flutter  in  signals  that  have  been  re- 
corded. 

When  a  signal  is  transmitted  through  a  medium, 
there  may  be  fluctuating  and  drift  time  delays  im- 
posed  on  the  signal  due  to  changes  in  the  propagating 
medium.  Such  a  medium  may  have  an  analogue  in  a 
tape  recording  system  where  a  signal  is  subjected  to 
delays  during  recording  and  playback. 

When  making  recordings  of  signals  it  is  impossi- 
ble  to  maintain  a  perfectly  constant  tape  speed  be- 
cause  of  limitations  imposed  by  mechanical  and  en- 
vironmental  conditions.  There  will  therefore  be  short 
term  variations  (wow  and  flutter)  and  also  long  term 
variations  (drift)  in  the  recorded,  and  subsequently, 
played  backsignals.  The  short  term  variations  appear 
as  a  recognisable  frequency  modulation  on  the  re- 
corded  signals.  The  maximum  deviation  of  this 
change  in  frequency  will  depend  upon  the  mechani- 
cal  precision  of  the  recording  system  as  will  the  fre- 
quency  of  modulation  (rate  of  variation).  Variation  fre- 
quencies  up  to  10Hz  are  normally  referred  to 
as  'wow'  whilst  those  above  10Hz  are  called  'flutter'. 
Very  slow  variations  and  steady  state  errors  (long 
term  average  speed  errors)  are  called  'drift'.  These 
speed  induced  drift  errors  are  responsible  for  creat- 
ing  timing  inaccuracies  during  playback  and  from  re- 
cording  to  recording  etc.  Drift  is  likewise  caused  by 
the  limited  precision  of  the  mechanical  drive  but  it  is 
also  dependent  upon  the  elasticity  properties  of  the 
tape,  tape  tensions,  the  surface  properties  of  the 
tape,  the  ambient  temperature,  air  humidity  and  upon 
any  variations  in  mains  supply. 

Wow,  flutter  and  drift  performances  can  often  be 
held  within  acceptable  limits  without  resorting  to  so- 
phisticated  systems.  Since  the  human  ear  is  unable 
to  detect  some  short  term  frequency  variations  (wow 
and  flutter)  with  the  same  level  of  perception  over  the 
entire  audio  frequency  range.  Thus  it  is  possible  to 
minimise  the  apparent  wow  and  flutter  by  ensuring 
that  the  predominant  frequency  of  variation  is  not 
close  to  4Hz,  the  frequency  of  maximum  perception. 

When  used  for  recording  and  playback  of  data, 
however,  modern  electronic  systems  can  be  suscept- 
ible  to  very  small  frequency,  phase  and  time  discrep- 
ancies.  Thus,  when  recordings  are  made  of  particu- 
lar  'time  synchronous'  and  phase  modulated  signals, 
these  signals  will  be  corrupted  by  the  relatively  very 
much  larger  phase  distortions  produced  by  the  wow 
and  flutter,  and  the  drift  will  cause  time  slip  and  fre- 
quency  shifting  in  the  playback  signal. 

DE-A-46231  discloses  an  arrangement  for  con- 
trolling  wow  and  flutter.  Data  from  a  recording  me- 
dium  is  read  into  a  buffer  memory  at  a  first  clock  rate 
derived  from  a  recorded  timing  signal.  Corrected  data 

is  then  read  out  from  the  buffer  at  a  second  clock  rate 
controlled  by  a  local  oscillator.  The  second  clock  sig- 
nal  is  divided  by  one  of  two  factors  in  dependence  on 
whether  the  playback  timing  signal  is  advanced  orre- 

5  tarded  in  relation  to  the  local  oscillator  signal.  Thediv- 
ided  signal  is  then  used  to  advance  or  retard  a  play- 
back  drive  device  so  as  to  advance  or  retard  the  first 
clock  rate  such  that,  on  average,  frequency  variations 
in  the  playback  signal  are  corrected. 

10  JP-A-S8  118056  discloses  an  arrangement  for 
controlling  the  tape  speed  whereby  signal  and  refer- 
ence  tones  are  recorded  on  separate  tracks  to  there- 
by  facilitate  separate  processing  of  the  reference 
tone.  A  further  prior  art  arrangement,  SU-A-1278  938 

15  discloses  use  of  a  buffer  memory  from  which  the  in- 
formation  signal  is  clocked  out  at  a  constant  rate  and 
connected  such  that  a  loop  arrangement  including  a 
delay  line  is  provided  for  phase  equalisation. 

There  are,  however,  no  known  arrangements 
20  available  which  are  capable  of  reducing  the  effects  of 

drift,  wow  and  flutter  below  measureable  levels. 
The  object  of  the  invention  is  to  provide  means  to 

reduce  or  overcome  short-term  and  drift  time  delays 
experienced  by  a  signal  transmitted  via  a  medium 

25  such  as  a  recording  medium. 
The  invention  provides: 

a  signal  correction  system  for  a  recording  system 
comprising  a  means  to  transmit  for  recording  a  signal 
(12)  and  a  control  reference  tone  (11)  coherently  on 

30  the  same  medium  and  receiving  means  to  receive  the 
reproduced  signal  (14)  and  the  control  reference  tone 
(1  3)  ,  wherein  the  receiving  means  includes  a  local  os- 
cillator  (16)  to  produce  an  identical  tone  to  the  trans- 
mitted  control  reference  tone  and  first  comparator 

35  means  (110)  to  compare  the  reproduced  control  ref- 
erence  tone  with  the  local  oscillator  tone; 
drift  correction  means  (317)  connected  to  the  output 
of  the  first  comparator  means  to  apply  a  common  fre- 
quency  shift  (15)  to  the  reproduced  signal  and  the  re- 

40  produced  control  reference  tone  to  reduce  to  zero  the 
difference  output  from  the  first  comparator  by  chang- 
ing  the  speed  of  the  medium;  the  first  comparator 
means  including  means  (414,  172)  to  continuously 
count  the  cycles  of  the  reproduced  control  reference 

45  tone  and  the  local  oscillator  tone  such  that  differenc- 
es  between  the  running  counts  of  the  two  tones  are 
repetitively  used  (415,  51,  53)  for  drift  correction; 
characterised  by: 
short  term  fluctuation  correction  means  comprising 

so  two  variable  phase  delay  units  (73,97)  respectively 
transmitting  the  reproduced  control  reference  tone 
and  the  reproduced  signal  and  simultaneously  adjust- 
able  in  dependence  on  the  output  signal  from  a  sec- 
ond  phase  comparator  (70)  and  arranged  to  reduce  to 

55  zero  the  difference  output  from  the  second  compar- 
ator; 
said  second  comparator  comparing  the  phase  of  the 
output  signal  of  the  phase  delay  unit  73  transmitting 
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the  reproduced  control  reference  tone  with  the  phase 
of  the  local  oscillator  tone  (72). 

In  one  arrangement  the  first  comparator  means 
comprises  a  cyclic  binary  counter  having  an  output 
clocked  by  a  signal  derived  from  the  local  oscillator.  5 
Conveniently  the  cycling  of  the  binary  counter  is  de- 
termined  by  a  detector  connected  to  the  counter  and 
responsive  to  a  predetermined  binary  number  (Np)  to 
provide  a  reset  signal  to  the  counter.  Preferably  the  lo- 
cal  oscillator-derived  clock  signal  is  produced  by  con-  10 
necting  the  local  oscillator  signal  to  the  input  of  a  div- 
ide-by-Np/n,  where  n  is  an  integer,  conveniently  the 
output  from  the  binary  counter  is  clocked  into  an  out- 
put  latch  circuit  and  the  latch  output  is  connected  to  a 
D/A  converter  to  produce  an  analogue  signal  repre-  15 
sentative  of  the  frequency  time/drift  between  the  re- 
produced  control  reference  tone  and  the  local  oscil- 
lator  tone.  Preferably  the  reproduced  control  refer- 
ence  tone  is  bandpass  filtered  and  limited  to  minimise 
the  effects  of  fading  and  dropouts.  The  drift  represen-  20 
tative  D/A  output  samples  may  be  connected  to  an  ac- 
tive  voltage  integrator  circuit  comprising  a  transcon- 
ductor  and  a  capacitor. 

Preferably  the  reproduced  control  reference  tone 
is  connected  via  a  fast  programmable  delay  circuit  to  25 
the  phase  comparator  circuit  and  in  the  above  ar- 
rangements  the  short  term  fluctuation  correction 
means  preferably  comprises  the  programmable  delay 
circuit  and  a  voltage  controlled  oscillator  (VCO),  the 
arrangement  being  such  that  the  voltage  output  from  30 
the  phase  comparator  is  connected  to  the  input  of  the 
VCO  and  the  VCO  output  is  connected  to  the  delay 
circuit  such  that  the  phase  comparator  error  output  is 
minimised. 

Advantageously  limiters  are  provided  in  the  cir-  35 
cuit  connections  to  the  inputs  of  the  second  compar- 
ator.  Preferably  the  output  signal  from  the  VCO  is  con- 
nected  to  a  second  delay  circuit,  identical  to  the  first: 
the  drift  corrected  reproduced  signal  being  connected 
to  the  input  to  the  second  delay  circuit  and  the  drift  40 
and  short  term  fluctuation  corrected  signal  being  pro- 
vided  at  the  output  thereof.  Low  pass  filters  may  be 
provided  at  the  input  and  output  of  the  second  delay 
circuit.  Each  delay  may  be  a  digital  delay.  More  than 
one  short  term  fluctuation  correction  may  be  serially  45 
connected. 

In  a  particular  arrangement  a  6dB/octave  low 
pass  filter  is  connected  between  the  second  compar- 
ator  and  the  VCO  whereby  the  loop  gain  of  the  wow 
and  flutter  correction  circuit  decreases  inversely  in  50 
proportion  to  the  modulation  frequency.  This  has 
been  used  to  obtain  inherent  stability  within  the 
closed  loop  of  an  analogue  circuit.  Adigital  implimen- 
tation  may  incorporate  more  advanced  techniques  to 
allow  a  higher  gain  and  greater  bandwidth  to  be  use-  55 
ful. 

In  a  particular  arrangement  of  the  invention  for  re- 
duction  of  drift,  wow  and  flutter  in  a  tape  recorder  a 

single  stable  reference  oscillator  is  provided  and  ar- 
ranged  for  connection  to  the  tape  recorder  such  that 
on  record  a  control  reference  tone  is  connected  to  at 
least  one  tape  recorder  input  with  the  first  comparator 
and  second  comparator  circuits  disabled  and  on  play- 
back  the  reproduced  signals  to  be  corrected,  together 
with  the  reproduced  control  reference  tone,  are  con- 
nected  to  the  signal  correction  system. 

The  control  reference  tone  may  be  provided  as  a 
reference  embedded  in  each  input  channel  of  a  multi- 
channel  recorder  or  as  a  reference  in  a  dedicated  ref- 
erence  channel. 

When  applied  to  a  tape  recorder,  the  drift  correc- 
tion  means  includes  a  signal  connected  from  the  out- 
put  of  the  first  comparator  to  the  tape  capstan  motor 
drive  to  vary  the  drive  speed.  In  one  example  a  light 
dependent  resistor  may  be  used  to  correctly  interface 
with  the  recorder. 

In  an  alternative  arrangement  the  first  compara- 
tor  means  comprises  an  up/down  counter,  the  repro- 
duced  control  reference  tone  and  the  local  oscillator 
tone  being  connected  to  respective  count  down  and 
count  up  inputs  and  the  output  difference  signal  being 
connected  to  a  means  effective  to  reduce  the  to  zero 
the  frequency  difference  between  the  reproduced 
control  tone  and  the  local  oscillator  tone. 

The  phase  time  delay  for  correcting  the  remain- 
ing  phase  differences  between  the  reproduced  con- 
trol  reference  tone  and  the  local  oscillator  tone  may 
advantageously  be  applied  by  a  digital  time  delay  cir- 
cuit  comprising  in  series  a  programmable  RAM  delay 
and  a  latch,  and  a  phase  adjuster  for  the  latch,  the  ar- 
rangement  being  such  that  digital  signal  samples  are 
clocked  in  to  the  Write  address  of  the  RAM  delay  at 
frequency  F  and  are  read  out  from  a  programmable 
Read  address  to  the  latch  to  provide  a  time  delay  hav- 
ing  incremental  value  At  of  1/F,  the  clock  signal  to  the 
RAM  latch  being  delayed  by  a  digitised  time  having  an 
incremental  value  At  in  the  range  0  to  1/F,  to  thereby 
provide  an  overall  time  delay  to  an  accuracy  of  At. 

Advantageously  the  second  comparator  compris- 
es  limiter  means  to  square  the  reproduced  control  ref- 
erence  tone  and  the  local  oscillator  tone  and  a  coun- 
ter  triggered  to  start  and  stop  by  the  leading  edges  of 
the  respective  squared  signals.  Preferably  the  coun- 
ter  clock  frequency  is  n  times  the  RAM  clockfrequen- 
cy  F  and  the  second  comparator  measures  the  phase 
difference  in  units  (N)  of  1/F  and  (R)  of  1/nF. 

Conveniently  there  is  provided  means  whereby 
the  digitised  phase  difference  N  +  R,  which  may  be 
positive  or  negative,  is  modified  by  conditional 
change  of  N  such  that  R  represents  a  positive  phase 
difference.  Conveniently  also,  the  Read  out  address 
for  the  RAM  is  stored  in  a  RO  latch  connected  to  an 
adder  such  that  it  can  be  adjusted  by  the  modified  N. 
R  is  then  used  to  set  the  delay  for  the  RAM  latch. 

The  invention  will  now  be  described  by  way  of  ex- 
ample  only  with  reference  to  the  accompanying  Draw- 
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ings  of  which: 
Figure  1  shows  a  block  diagram  of  an  example  of 
the  invention  applied  to  the  correction  of  a  tape 
recorder  drift,  wow  and  flutter; 
Figures  2a  and  2b  illustrate  the  signal  formats  for 
correction  of  a  single  wideband  channel  and  for 
dual  3kHz  channels; 
Figure  3  shows  a  block  diagram  of  the  Figure  1  ar- 
rangement  applied  to  a  dual  3kHz  channel  re- 
cording  system; 
Figure  4a  is  a  block  diagram  of  a  standard  fre- 
quency  measurement  circuit; 
Figure  4b  shows  a  modification  of  Figure  4a  used 
for  drift  correction  in  Figures  1  and  3; 
Figure  5  is  a  block  diagram  of  a  drift  compensa- 
tion  circuit  adopting  the  Figure  4b  frequency 
counter; 
Figure  6  is  a  more  detailed  block  diagram  of  the 
Figure  5  circuit; 
Figures  7  and  8  illustrate  a  blockdiagram  and  de- 
tector  response  for  a  wow  and  flutter  circuit; 
Figure  9  is  a  block  diagram  of  a  wow  and  flutter 
correction  circuit  incorporating  the  Figure  7  cir- 
cuit; 
Figure  10  is  a  modified  Figure  9  circuit  using  cas- 
caded  feedback  phase  detection  circuits; 
Figure  11  is  a  graph  showing  the  predicted  wow 
and  flutter  reduction  performances  for  the  Figure 
9  and  10  arrangements; 
Figures  12  and  13  are  block  diagrams  of  digital 
delays  for  use  in  the  wow  and  flutter  correction 
circuits; 
Figure  14  is  a  schematic  block  diagram  of  an  al- 
ternative  form  of  the  invention; 
Figure  15  is  a  schematic  representation  of  a  dig- 
ital  circuit  arrangement  of  the  drift,  wow  and  flut- 
ter  correction  circuit  applied  to  a  tape  recorder; 
Figure  16  is  a  diagram  to  illustrate  the  operation 
of  the  Figure  15  phase  difference  measurement 
circuit;  and 
Figure  17  is  a  more  detailed  version  of  Figure  15 
showing  the  tape  recorder  speed  control  and  the 
tape  signal  correction  circuitry. 
Figure  1  shows  a  two-channel  tape  recorder  10 

having  L  and  R  inputs  11,12,  L  and  R  outputs  13,14 
and  a  tape  drive  speed  control  input  15.  In  this  ar- 
rangement  an  input  signal  to  be  recorded  is  connect- 
ed  to  the  R  input  1  2  and  simultaneously  a  stable  5kHz 
reference  signal  Rs  from  an  oscillator  16  in  a  drift, 
wow  and  flutter  correction  circuit  17  is  connected  to 
the  L  input  11.  On  playback,  the  recorded  reference 
signal  Tc  and  input  signal  Ss  are  connected  to  inputs 
18,19  to  the  correction  system  17.  As  will  be  descri- 
bed  in  greater  detail,  the  recorded  reference  signal  is 
compared  (110)  with  the  signal  from  the  output  111  of 
the  oscillator  16  to  provide: 

a)  an  output  signal  for  connection  to  the  speed 
control  input  1  5  to  the  tape  recorder  to  change  the 

tape  drive  speed  to  correct  the  effect  of  drift  in  the 
output  channels;  and 
b)  a  signal  for  correcting  residual  frequency  fluc- 
tuations  in  the  output  channels. 

5  The  corrected  output  signal  S's  is  then  provided 
at  the  signal  output  112  of  the  correction  circuit  17. 

During  a  recording  the  correction  circuit  1  7  is  only 
used  to  provide  the  stable  5kHz  reference  control 
tone  Rs;  the  tape  speed  a  drift  control  and  the  wow 

10  and  flutter  correction  circuitry  being  disabled. 
Figure  2a  illustrates  the  spectra  of  recorded  sig- 

nals  on  the  tracks  of  a  2-track  tape  recorder.  On  one 
track  the  5kHz  control  tone  20  is  recorded  at  a  fre- 
quency  positioned  within  the  bandwidth  of  the  record- 

is  ed  signal  S(F),  21.  Also  shown  in  Figure  2a  is  the  re- 
sponse  22  of  a  5kHz  band  pass  filter  which  would 
generally  be  used  at  the  playback  output  to  improve 
the  signal  to  noise  in  the  control  tone  channel. 

The  advantage  of  the  Figure  2a  arrangement  us- 
20  ing  a  dedicated  reference  tone  channel  or  track  is  that 

the  input  signal  being  recorded  can  have  a  frequency 
response  which  overlaps  the  control  tone  frequency. 
On  the  other  hand  one  track  must  be  exclusively  as- 
signed  for  the  control  tone.  A  further  disadvantage  is 

25  that  phase-shifting  errors  can  exist  between  any  two 
(or  more)  recorded  tracks.  This  problem  occurs  be- 
cause  the  tape  will  'skew'  as  it  passes  over  the  record 
and  playback  heads.  This  is  generally  accepted  as  an 
insignificant  factor  during  a  recording  (and  playback) 

30  but  it  can  now  become  the  dominant  limiting  factor  if 
a  correction  system  is  employed  (particularly  if  a  cas- 
caded  technique  is  used  to  reduce  wow  and  flutter  to 
very  small  levels).  This  is  because  the  system  is  un- 
able  to  correct  the  phase  skew  errors  produced  be- 

35  tween  the  control  tone  track  and  tne  signal  tracks. 
Unfortunately,  these  interchannel  phase  errors  can 
be  much  greater  than  the  residual  errors  after  correc- 
tion. 

Figure  2b  illustrates  the  frequency  spectra  in  an 
40  alternative  2-channel  recording  system  with  each 

channel  having  a  signal  bandwidth  of  3kHz.  The  right 
and  left  recorded  signal  spectra  are  indicated  by  ref- 
erence  numerals  23  and  24,  and  these  are  filtered  by 
3kHz  low  pass  filters  25,26  respectively  before  proc- 

45  essing  by  a  correction  circuit.  In  this  arrangement  a 
control  tone  27,28  of  5kHz,  ie  above  the  upper  fre- 
quency  limit,  is  recorded  on  each  channel  together 
with  the  two  channel  signals.  Each  channel  can  then 
be  processed  separately  to  correct  for  drift,  wow  and 

so  flutter. 
Ultimately,  interchannel  phase  errors  will  depend 

on  the  quality  of  the  tape  recorder  being  used  and 
their  effect  will  depend  upon  the  desired  wow  and 
flutter  figures  to  be  achieved.  If  the  required  wow  and 

55  flutter  figures  cannot  be  achieved  using  a  dedicated 
control  tone  channel  it  may  be  necessary  to  use  an 
embedded  control  tone  in  every  recording  channel  as 
in  Figure  2b.  Unfortunately,  this  can  only  be  achieved 

4 
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with  greater  electronic  complexity  and  provided  (at  all 
times)  that  the  recorded  signal  frequencies  will  be 
less  than  the  control  tone.  The  frequency  of  the  con- 
trol  tone  should  ideally  be  as  high  as  possible  be- 
cause  higher  frequencies  have  a  greater  change  in 
deviation  frequency  impressed  upon  them  due  to 
drift,  wow  and  flutter.  This  makes  it  much  easier  to  de- 
tect  the  highest  rates  of  change  (flutter)  and  reduces 
the  risk  of  instability  in  the  correction  system  because 
loop  gains  can  be  minimised.  If  the  control  tone  can 
have  a  higherf  requency  than  the  signals  to  be  record- 
ed  then  the  detection  circuits  will  operate  with  a  high- 
er  resolution  than  the  signals  it  must  correct  because 
it  will  have  higher  frequency  deviations.  This  optimis- 
es  the  correction  process.  There  may  however  be 
special  exceptions  to  this  if  the  signals  to  be  recorded 
have  gaps  within  their  spectra  which  can  be  used  to 
place  the  control  tone.  Unfortunately  it  is  not  possible 
to  use  the  maximum  frequency  (that  can  normally  be 
recorded  as  a  signal)  for  the  control  tone  be- 
cause  'drop  out'  and  fading  has  a  much  greater  effect 
at  these  frequencies.  For  this  reason  the  control  tone 
frequency  will  depend  on  the  performance  of  the  tape 
recorder  being  used.  Any  complete  drop  outs,  or  deep 
fades,  in  the  control  tone  signal  will  have  a  serious  ef- 
fect  on  the  operation  of  the  correction  system  be- 
cause  it  will  produce  instantaneous  phase  and  drift 
discontinuities.  Fortunately  it  is  however  possible  to 
compensate  for  very  short  or  rapid  drop-outs  and  all 
but  the  deepest  fades  by  using  electronic  filtering. 
This  will  be  described  later. 

A  modified  version  of  the  Figure  1  arrangement 
adapted  for  two  channel  recording  as  illustrated  in 
Figure  2a  is  shown  in  Figure  3.  Signals  to  be  recorded 
are  connected  to  inputs  31  ,32  of  the  correction  circuit 
33  where  they  are  first  filtered  by  3kHz  low  band  pass 
filters  34,35  and  then  mixed  (36,37)  with  the  5kHz  ref- 
erence  tone  from  the  oscillator  16. 

Signals  from  the  mixers  36,37  at  outputs  38,39  of 
the  correction  circuit  33  are  connected  to  the  respec- 
tive  record  inputs  12,11  of  the  tape  recorder  10.  The 
tape  recorder  playback  outputs  14,13  are  connected 
to  inputs  310,311  of  the  correction  circuit  33.  The 
5kHz  reference  tones  from  the  two  channels  are  se- 
lected  by  band  pass  filters  312,313  and  are  then  con- 
nected  to  inputs  to  respective  flutter  correction  cir- 
cuits  314,315.  One  reference  tone  (316)  is  also  con- 
nected  to  a  drift  correction  circuit  317  together  with 
the  5kHz  output  (120)  from  the  oscillator  16  to  provide 
a  tape  speed  correction  signal  at  output  318  of  the 
correction  circuit  33  for  connection  to  the  tape  recor- 
der  motor  speed  control  input  15.  The  5kHz  output 
(120)  from  the  oscillator  16  is  also  connected  to  re- 
spective  inputs  319,320  of  the  flutter  correction  cir- 
cuits  314,315  where  phase  comparison  is  made  with 
the  5kHz  output  control  signals.  The  two  channel  out- 
puts  14,13  are  also  connected  directly  to  the  respec- 
tive  inputs  321,322  of  the  flutter  correction  circuits 

314,315.  After  phase  correction  the  output  signals  are 
filtered  by  3kHz  low  pass  filters  323,324  and  then 
connected  to  respective  right  and  left  channel  outputs 
of  the  correction  circuit  33. 

5  The  above  arrangement  applied  to  multi-channel 
recording  enables  reduction  of  drift,  wow  and  flutter 
in  even  unmeasureable  levels.  In  addition,  interchan- 
nel  'skew'  phase  errors  are  automatically  removed. 
Sound  recordings  made  with  this  type  of  system  will 

10  therefore  reproduce  exactly  the  spatial  content  of  the 
original  sound. 

Figures  4-6  will  now  be  referred  to  for  a  more 
complete  description  of  the  drift  correction.  The  drift 
correction  circuit  317  (Figure  3)  determines  drift  by 

15  measuring  the  frequency  of  a  control  tone  present  in 
one  or  more  playback  channels.  This  measurement  is 
made  against  a  stable  frequency  reference.  Figure  4a 
shows  a  standard  technique  for  frequency  measure- 
ment.  The  control  reference  tone  (316)  after  limiting 

20  (410)  is  used  to  step  a  binary  counter  411  by  one 
count  for  each  cycle  of  the  input  control  tone.  Every 
second  a  1  Hz  signal  (412)  causes  the  binary  count  to 
be  transferred  to  an  output  data  latch  store  413  and 
the  binary  count  is  then  reset  and  a  new  count  start- 

25  ed.  Thus  frequency  measurements  are  updated  ev- 
ery  second  with  a  resolution  of  1  in  5000  for  a  control 
tone  of  5kHz,  i.e.  an  accuracy  of  +0.01%.  If  a  higher 
resolution  is  required  the  count  period  must  be  in- 
creased  but  the  error  of  +  0.5  cycle  will  remain  the 

30  same.  For  drift  measurement  it  is  desirable  to  have  in- 
finite  resolution,  zero  error  and  a  very  short  measure- 
ment  period.  These  are  conflicting  requirements 
when  using  the  existing  Figure  4a  arrangement.  Fig- 
ure  4b  shows  a  frequency  measuring  circuit  which 

35  overcomes  this  problem.  The  control  tone  (316)  is 
connected  to  a  cyclic  binary  counter  414  which 
counts  the  input  signal  cycles  without  being  reset. 
The  count  is  latched  to  a  data  latch  415  at  a  much 
higher  clock  rate  of  50Hz  (414).  The  latch  clocking  fre- 

40  quency  and  the  binary  cycle  count  must  be  a  harmon- 
ic  ratio  of  the  control  tone  frequency  (5kHz).  Thus 
where  the  counter414  is  Divide-by-1  00  as  shown,  the 
latch  clock  frequency  (416)  must  be  50Hz  or  a  multi- 
ple  thereof.  The  output  (417)  from  the  data  latch  415 

45  will  then  automatically  provide  the  frequency  differ- 
ence  count  between  the  control  tone  (316)  and  the 
stable  reference  source  (16)  used  to  produce  the 
50Hz  clock  pulses  (416).  The  resolution  is  infinite  and 
the  counter  error  is  zero  and  the  update  rate  (50Hz) 

so  is  very  high. 
Figure  5  illustrates  a  use  of  the  Figure  4b  cyclic 

frequency  counter  in  a  drift  correction  circuit  31  7.  Fil- 
ters  (F)  between  the  tape  recorder  output  1  3  and  the 
input  (316)  to  the  cyclic  counter414  are  notshown  for 

55  convenience.  The  50Hz  clock  pulses  for  the  data  latch 
415  are  produced  from  the  stable  5kHz  reference  16 
by  means  of  a  divide-by-one  hundred  circuit  50.  The 
50Hz  signals  representing  the  accumulating  binary 

5 
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frequency  errors  (41  7)  at  the  output  of  the  data  latch 
415  is  converted  by  a  digital-to-analogue  converter 
51  and  an  adjustable  amplifier  52  into  a  control  vol- 
tage  signal  53  for  connection  to  a  speed  control  input 
15  of  the  tape  capstan  motor  54.  The  arrangement 
provides  a  negative  feedback  speed  control  loop 
such  that  if  the  speed  of  the  capstan  motor  54,  and 
hence  the  tape  55,  is  faster  than  it  should  be,  the  con- 
trol  tone  frequency  (316)  from  the  playback  amplifier 
56  will  increase  (i.e.  5kHz+f,  where  f  is  the  frequency 
increase).  This  increase  in  frequency  produces  an  in- 
creasing  error  count  in  the  cyclic  count  circuit  output 
417  and  thus  a  larger  output  from  the  D\A  converter 
51.  After  appropriate  amplification  (52)  and  'sen- 
se'  inversion  this  output  is  used  to  reduce  the  speed 
of  the  motor  54.  Conversely,  if  the  speed  of  the  motor 
54  is  lower  than  it  should  be  the  control  tone  frequen- 
cy  will  decrease  (5khz  -  f)  and  the  feedback  loop  will 
then  increase  the  speed  until  it  is  correct  again.  Thus 
the  tape  speed  is  continuously  adjusted  to  maintain  a 
zero  frequency  difference  and  a  minimised  count  er- 
ror  between  the  reference  source  and  the  control 
tone,  irrespective  of  the  playback  period.  This  means 
that  there  will  be  no  time  drift  from  the  start  of  the  re- 
cording  to  the  end,  relative  to  absolute  time.  The  max- 
imum  time  shift  error,  after  initial  stabilisation,  will 
normally  be  less  than  +  0.5Hz,  i.e.  0.0001  sees  for  any 
length  of  recording.  This  time  error  will  be  reduced  to 
a  very  much  smaller  value  by  the  wow  and  flutter  cor- 
rection  (314,  315)  to  be  described  in  greater  detail. 

Figure  6  shows  the  Figure  5  drift  correction  circuit 
in  greater  detail.  The  control  tone  (13)  from  the  tape 
recorder  playback  output  is  bandpass  filtered  (60)  to 
improve  the  signal  to  noise  ratio,  then  limited  (61)  to 
remove  any  amplitude  variations  and  then  bandpass 
filtered  to  remove  harmonics.  The  output  signal  Sc  is 
then  used  as  input  (63)  to  the  drift  correction  circuit 
and  as  input  (64)  to  each  wow  and  flutter  correction 
circuit.  The  function  of  this  filtering  and  limiting  is  to 
remove,  as  far  as  possible,  fading  and  dropouts  in  the 
control  tone  signal  Tc.  The  input  signal  (63)  to  the  drift 
correction  circuit  is  limited  once  more  (65)  before  con- 
nection  to  the  binary  counter  414.  The  cycling  of  the 
counter  414  is  determined  by  a  detector  66  respon- 
sive  to  binary  1  00  to  produce  a  reset  signal  67  for  the 
counter.  The  50Hz  control  tone  samples  from  the  D\A 
converter  51  are  low  pass  filtered  (68)  and  amplified 
(69)  before  connection  to  the  feedback  loop  gain  ad- 
justment  amplifier  52.  The  output  signal  from  the  am- 
plifier  52  is  connected  to  the  input  of  a  light  dependent 
resistor  circuit  610,  the  output  of  which  is  connected 
to  the  tape  motor  speed  control  15  of  the  tape  recor- 
der.  An  improvement  to  the  drift  correction  perfor- 
mance  can  be  obtained  if  the  low  pass  filter  68  is  re- 
placed  by  a  true  voltage  integrator  circuit  611  as  also 
indicated  in  Figure  6.  As  shown  the  output  612  from 
the  D\A  converter  51  is  transmitted  via  a  transcon- 
ductor613/capacitor614  integrator  in  place  of  the  re- 

sistor  61  5/capacitor  61  6  integrator  in  the  low  pass  fil- 
ter  68.  Also  shown  in  Figure6afilter617is  connected 
to  the  output  of  the  local  oscillator  16  to  provide  a  sig- 
nal  Rs  for  use  as  the  recording  control  signal  and  for 

5  use  in  the  phase  correction  circuits. 
Figure  7  shows  a  simple  schematic  negative 

feedback  configuration  including  a  phase  detector  70 
wherein  the  control  tone  Sc  (71)  and  the  reference  Rs 
(72)  are  compared.  The  control  tone  Sc  (71)  passes 

10  through  a  programmable  analogue  delay  device  73 
before  connection  (74)  to  the  pass  detector  70.  The 
phase  detector  output  Vc  (75)  has  a  linear  response 
80  for  phase  differences  between  0  and  2^  as  shown 
in  Figure  8.  Vc  is  amplified  (76)  and  then  used  to  mod- 

is  ulate  a  voltage  controlled  oscillator  (VCO)77.  The 
VCO  77  provides  a  clock  output  signal  78  which  varies 
tha  signal  time  delay  through  the  analogue  delay  de- 
vice  73.  The  feedback  loop  is  arranged  such  that  if  the 
instantaneous  phase,  seen  at  the  detector  70,  ad- 

20  vances  (i.e.  an  increase  in  frequency)  tne  VCO  77  fre- 
quency  is  reduced  (by  the  amplified  detector  output) 
and  this  produces  an  increased  time  delay  through 
the  analogue  delay  device  73.  Conversely  reduced 
frequencies  of  Sc  detected  by  the  circuit  are  increased 

25  by  the  delay  device  73.  Tne  output  Sc  (79)  will  thus 
have  a  reduced  frequency  deviation  (wow  and  flut- 
ter). 

The  Figure  7  circuit  is  used  as  shown  in  Figure  9 
to  correct  the  analogue  signal  output  Ss  (Figure  1) 

30  from  the  tape  recorder.  The  reference  signal  Rs  (72), 
and  the  drift  connected  control  tone  Sc  (71)  delayed 
by  the  analogue  delay  device  73  are  both  limited  90, 
91  then  passed  through  divide-by-two  circuits  92,93 
before  phase  difference  detection  (70).  The  phase 

35  difference  signal  output  94  is  low  pass  filtered  (95)  by 
a  6dB  per  octave  filter  before  amplification  (76)  and 
connection  to  the  VCO  (77).  The  VCC  clock  output 
(96)  is  connected  to  a  second  programmable  analo- 
gue  delay  device  97,  identical  to  the  delay  73  operat- 

40  ing  on  the  control  tone  Sc.  The  second  delay  97  is 
placed  in  the  path  of  the  analogue  signal  output  Ss 
(90)  from  the  tape  recorder.  Before  connection  to  the 
delay  97  the  analogue  signal  Ss  is  amplified  (99)  and 
then  filtered  by  a  10kHz  low  pass  filter  910.  The  wow 

45  and  flutter  corrected  output  Ss'  (911)  from  the  delay 
is  first  filtered  by  a  10kHz  low  pass  filter  91  2  and  then 
amplified  (913).  An  output  connection  914  carries  the 
drift,  wow  and  flutter  corrected  tone  signal  Sc'  for 
measurement  of  residual  fluctuation  or  for  cascaded 

so  wow  and  flutter  reduction  processing.  Since  the  cir- 
cuit  shown  operates  to  reduce  measured  wow  and 
flutter  in  the  control  tone  Sc,  it  also  reduces  wow  and 
flutter  in  the  analogue  recorded  signal  Ss. 

Since  the  corrected  tone  and  analogue  signals 
55  outputs  Sc'  and  Ss',  914  and  911,  have  the  same  wow 

and  flutter,  now  at  a  greatly  reduced  level,  the  proc- 
ess  of  wow  and  flutter  reduction  can  be  repeated  us- 
ing  the  simplified  cascaded  circuit  shown  in  Figure  10 

6 



11 EP  0  397  766  B1 12 

(with  filters,  amplifiers  and  liimiters  omitted  for  clari- 
ty).  As  can  readily  be  seen  the  reference  signal  Rs 
(72),  the  corrected  tone  from  the  tape  Sc'  (914)  and 
the  corrected  analogue  recorded  signal  Ss'  (911)  are 
connected  respectively  to  a  second  phase  detector 
100,  a  first  delay  101  and  a  second  delay  102.  The 
phase  detector  1  00,  delay  1  01  and  a  VCO  1  03  are  ar- 
ranged  in  a  second  feedback  loop  104  simular  to  the 
first  feedback  loop  105.  The  further  reduction  in  wow 
and  flutter  by  this  circuit  results  in  a  double  corrected 
output  signal  Ss"  at  the  output  106  of  the  delay  102. 

At  a  cost  in  circuit  complexity  the  drift,  wow  and 
flutter  correction  circuitry  ray  be  made  to  operate  on 
embedded  control  signals  recorded  in  each  tape  re- 
corder  channel.  As  mentioned  earlier,  this  reduces  in- 
ter-channel  skew  effects. 

It  can  be  shown  that  the  wow  and  flutter  compo- 
nent  at  the  output  of  a  single  correction  stage  will  be 
reduced  by  a  factor: 

1/(A/fm  +  1) 
where  A  is  the  loop  gain  of  the  circuit  and  fm  is 

the  wow  and  flutter  variation  frequency.  This  is  be- 
cause  the  worw  and  flutter  feedback  loop  contains  a 
simple  6dB/  octave  filter  which  decreases  the  loop 
gain  inversely  proportional  to  the  modulation  frequen- 
cy  fm.  The  level  of  correction  will  therefore  be  approx- 
imately  inversely  proportional  to  the  frequency  of  the 
wow  and  flutter  variation.  The  above  formula  may  be 
applied  to  a  typical  measured  recorded  output  where 
the  modulation  index  B  =  36,  since; 

B  =  fc/fM, 
where  input  frequency  variation  fc  =  +  54  and  fm  = 
1.5Hz. 

Using  a  loop  gain  A  of  73,  the  output  modulation 
index  B',  after  correction,  is  given  by: 

3'  =  B 

CA/fm  +  1) 

»  36  =  0 .72  
(73  /1 .5   +  1) 

The  deviation  frequency  fc  after  correction  is 
therefore  +  1.1  Hz. 

For  a  two  stage  cascaded  correction  circuit  the 
overall  reduction  in  wow  and  flutter  is  given  by: 

1 
(73/1.5  +  1)2 

In  the  above  example,  the  output  modulation  in- 
dex  would  be  0.01  5  and  the  final  output  deviation  fre- 
quency  would  be  +  0.02Hz. 

The  figures  given  above  have  been  found  to 
agree  with  the  measured  values. 

Figure  11  shows  the  anticipated  performance  of 

the  correction  system  for  single  (111)  and  2-stage 
(112)  cascaded  configurations  over  a  range  of  wow 
and  f  luttervariation  frequencies.  The  reduction  figure 
in  dBs  is  the  ratio  change  between  the  output  modu- 

5  lation  index  (orf  requency  deviation)  to  the  input  index 
(or  deviation).  From  the  previous  example,  for  a  1  .5Hz 
wow  signal  the  reduction  is  about  34dB  for  a  single 
correction  system,  whilst  for  10Hz  it  is  about  18dB. 
These  ratios  would  be  doubled  for  the  2-stage  cas- 

10  cade  circuit. 
Referring  again  to  Figure  9,  the  6dB/octave  low 

pass  filter  95  introduces  some  undesirable  phase  de- 
lay/distorsion  and  a  limited  loop  gain  of  73  was  select- 
ed  to  minimise  the  risk  of  circuit  instability.  By  imple- 

15  menting  the  circuit  principles  shown  with  established 
digital  processing  techniques  a  higher  loop  gain  can 
be  achieved  without  the  associated  fall  off  in  frequen- 
cy.  These  circuits  would  be  made  more  stable,  more 
reliable,  and  with  enhanced  performance.  In  addition 

20  the  tape  motor  speed  control  would  be  improved  by 
digital  implementation.  Such  digital  implementation 
will  be  apparent  to  those  skilled  in  this  art  and  circuit 
details  are  therefore  not  given. 

The  drift,  wow  and  flutter  correction  system  de- 
25  scribed  can  be  used  to  dramatically  improve  the 

phase,  frequency  and  time  keeping  (drift)  character- 
istics  of  any  recording  process.  The  accuracy  and  sta- 
bility  of  the  correction  process  depends  entirely  upon 
the  stability  of  the  reference  tone  being  used  during 

30  recording  and  playback.  The  amount  of  wow  and  flut- 
ter  correction  will  depend  upon  the  wow  and  flutter 
frequency  of  variation  and  the  loop  gain  value  of  the 
system,  'A.  Generally,  the  lower  the  wow  and  flutter 
variation  frequency,  then  the  betterthe  correction  will 

35  be,  as  shown  in  Figure  1  1  .  Cascaded  systems  can  be 
used  to  provide  even  better  correction  characteristics 
but  care  must  be  taken  to  ensure  that  the  dynamic 
range  is  not  reduced  by  spurious  signals  produced 
within  the  analogue  delay  devices.  This  however  can 

40  be  avoided  if  digital  techniques  are  used  for  analogue 
delay  lines. 

Figures  1  2  and  1  3  show  single  and  2-stage  digital 
delay  lines  120,130  which  can  replace  the  analogue 
delay  devices  shown  in  the  previous  circuits.  In  both 

45  arrangements  the  audio  input  signal  121  is  sampled 
at40kc/s  by  a  1  6-bit  A/D  converter  122  and  the  16-bit 
output  from  the  digital  delay  is  reconverted  to  an  ana- 
logue  audio  signal  by  a  D/A  converter  123.  The  single 
correction  stage  includes  a  single  digital  'First  in  First 

so  out'  (FIFO)  delay  120  controlled  by  a  delay  clock  sig- 
nal  (124).  The  2-stage  correction  circuit  includes  ser- 
ies  connected  FIFO  delays  131  and  132  controlled  by 
first  and  second  delay  clock  signals  (133  and  134). 

This  control  technique  can  not  only  be  used  to  up- 
55  grade  the  quality  of  existing  'professional'  instrument 

tape  recorders  but  it  can  also  be  used  to  transform  the 
performance  of  what  would  normally  be  unacceptably 
very  poor  systems,  such  as  compact  (personal)  tape 
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recorders.  This  has  very  important  applications 
where  the  cost  of  producing  a  consumable  miniature, 
robust,  high  quality  recorder  would  otherwise  be  pro- 
hibitive. 

Although  specifically  designed  for  recording  sys- 
tems  the  technique  described  herein  can  also  have 
applications  in  other  areas  where  the  signal  'propaga- 
ting'  medium  has  a  delay  which  is  time  variant  but 
which  is  otherwise  non  time  dispersive. 

The  invention  requires  correction  of  the  drift  be- 
fore  phase  corrections  can  be  applied,  and  in  the  ar- 
rangements  described  drift  is  corrected  by  control  of 
the  tape  capstan  drive  motor.  This  control  may  be  di- 
rect  or  for  convenience  it  could  be  via  a  light  sensitive 
resistor  circuit  as  shown,  depending  upon  the  tape  re- 
corder  being  used.  In  some  tape  recorders  drift  may 
not  be  a  serious  problem  and  also  it  may  be  desirable 
to  control  wow  and  flutter  without  controlling  the  cap- 
stan  drive  motor.  Figure  14  shows  a  possible  alterna- 
tive  arrangement  for  the  invention  for  these  cases. 
The  reference  signal  at  output  140  includes  compo- 
nents  of  drift,  wow  and  flutter.  Instead  of  correcting 
this  reference  signal  for  drift,  this  circuit  arrangement 
imposes  a  similar  drift  on  the  local  oscillator  refer- 
ence  signal  to  enable  a  phase  comparator  circuit  to 
correct  for  wow  and  flutter.  The  output  140  is  connect- 
ed  to  a  counter  circuit  141  ,  as  in  Figure  6,  with  an  out- 
put  connected  to  a  D/A  converter  142  by  latch  control 
signals  from  a  divide-by-hundred  circuit  143.  Tne  out- 
putfrom  the  D/A  converter  142,  is  connected  via  a  low 
pass  filter  144  and  amplifier  145  to  a  control  input  of 
a  5khz  reference  oscillator  146.  The  arrangement  is 
such  that  the  frequency  of  the  oscillator  output  147  is 
locked  to  the  mean  frequency  of  the  reference  signal 
at  the  output  140  of  the  tape  recorder.  In  similar  man- 
ner  to  the  previous  examples  this  local  reference  sig- 
nal  output  147  and  the  recorded  reference  output  140 
are  connected  to  a  phase  comparator  circuit  148  by 
means  of  which  (149,  1410)  a  delay  element  in  the 
signal  output  1411  from  the  tape  recorder  is  adjusted 
to  compensate  for  wow  and  flutter  variations.  As  be- 
fore  this  approach  may  be  applied  to  embedded  re- 
corded  reference  signals  and  cascaded  phase  correc- 
tion  circuits  may  be  used. 

In  the  arrangements  thus  far  described,  the  out- 
put  from  the  tape-recorder  has  random  phase  varia- 
tions  superimposed  on  the  signal  after  correction  by 
the  tape  speed  controller.  Correct  operation  of  the 
phase  error  correction  circuits  described  requires  that 
the  phase  variations  at  the  input  to  the  delay  lines 
used  are  uncorrelated  with  the  output.  This  is  ensured 
by  making  the  delay  long  enough.  The  circuits  work 
by  comparing  the  phase  of  the  delay  output  with  the 
phase  of  a  reference  signal.  If  the  output  phase  lags 
then  the  clocking  rate  of  the  delay  is  speeded  up  for 
correction  and  visa  versa.  At  the  input,  however,  the 
effect  of  speeding  up  the  clock  rate  of  the  delay  is  to 
increase  the  rate  of  sampling  of  the  signal  from  the 

tape-recorder  and  thus  to  slow  down  the  sampled  sig- 
nal  in  the  delay.  As  these  samples  work  through  to  the 
output  of  the  delay  a  further  speeding  up  of  clock  rate 
occurs.  If  the  length  of  the  delay  is  long  enough  such 

5  that  input  and  output  are  uncorrelated  then  this  phe- 
nomenon  is  not  harmful,  however,  where  there  is  cor- 
relation  there  could  be  an  uncontrolled  rise  in  the 
clock  rate.  Afurther  disadvantage  of  the  described  ar- 
rangements  arises  from  the  use  of  a  low  pass  filter  in 

10  converting  the  output  from  the  phase  comparator  to 
a  voltage  signal  for  varying  the  frequency  of  a  voltage 
controlled  oscillator.  This  arrangement  does  not  work 
quickly  and  so  the  correction  falls  with  increasing  fre- 
quency. 

15  A  modification  of  the  tape  recorder  circuits,  with 
tape  speed  corrected  for  the  sake  of  clarity,  is  illu- 
strated  in  Figures  15  and  16  using  digital  ciruitry.  The 
speed  control  and  detailed  circuit  arrangement  are 
shown  in  Figure  17.  A  control  signal  151  from  the 

20  tape-recorder  152  is  digitally  sampled  by  an  analo- 
gue  to  digital  converter  153.  The  output  of  the  A/D 
converter  153  is  connected  to  a  variable  delay  shift 
register  154  implemented  in  random  access  memory 
(RAM).  Control  signal  samples  are  read  out  by  a  pro- 

25  grammable  tap  connection  155  shown  centrally  posi- 
tioned  along  the  delay  154,  the  tap  position  therefore 
determining  the  sample  delay.  The  digital  samples 
are  then  connected  via  an  output  signal  latch  ~\79i  to 
a  digital  to  analogue  converter  (D/A)  156,  filtered 

30  (157),  then  connected  to  one  input  of  a  comparator 
circuit  158.  A  clock  reference  signal  159,  having  the 
same  frequency  as  the  recorded  control  signal,  is 
connected  to  a  second  input  of  the  comparator  158. 
The  comparator  measures  the  time  differences  be- 

35  tween  successive  cycles  of  reference  and  control  sig- 
nals.  These  time  differences  are  added  to  the  read 
address  (155)  to  the  delay  154.  By  this  means  the 
read  position  of  the  delay  RAM  is  advanced  or  retard- 
ed  with  respect  to  the  write  address  depending  on 

40  whether  the  time  difference  is  positive  or  negative 
and  the  delay  is  varied  to  reduce  the  time  difference 
measured  by  the  comparator  158  to  zero.  The  signal 
output  1510  from  the  tape-recorder  1  52  is  connected 
in  similar  manner  via  A/D  converter  1511,  RAM  delay 

45  1512,  RAM  read  out  151  3  via  signal  latch  1792toD/A 
converter  1514,  and  filter  1515  to  the  output  1516. 
The  read  out  address  (1513)  of  delay  1512  is  control- 
led  in  the  same  way  as  the  read  out  from  the  control 
signal  delay  154  by  the  output  from  the  comparator 

so  158.  Operation  of  the  RAM  output  latches  ~\79i  and 
1  792  will  be  described  below  with  reference  to  Figure 
17.  In  this  arrangement  the  control  signal  151  and  the 
signal  1510  from  the  tape-recorder  may,  for  econo- 
my,  be  digitised  with  different  resolution  A/D  conver- 

55  sions.  For  example  a  much  higher  resolution  (14  bits) 
may  be  adopted  for  the  signal  channel  to  retain  signal 
fidelity,  whereas  the  control  signal  can  use  a  much 
lower  resolution  of  8  bits  (say). 
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The  operation  of  the  comparator  1  58  can  be  ap- 
preciated  more  easily  by  reference  to  Figure  16.  The 
reference  and  control  signals  Si  and  S2  to  be  com- 
pared  are  limited  to  produce  square  waves  and  the 
leading  edges  are  used  respectively  to  clock  and  read 
a  1  MHz  counter  which  enables  the  time  difference  At 
to  be  measured  to  an  accuracy  of  +1/2  usee.  In  one 
particular  arrangement  using  a  5kc/s  control  signal,  a 
2kbit  RAM  delay  1  54  is  used  and  the  signal  is  sampled 
at  a  rate  of  50  kc/s;  i.e.  the  delay  1  54  is  clocked  at  this 
rate.  Thus  about  200  cycles  of  the  control  signal  are 
stored  in  the  delay  154.  Changing  the  tap  155  by  one 
position  is  then  equivalent  to  a  delay  change  of  20 
usee.  The  time  difference  At  is  determined  in  the  form 
(Nx20+  n)nsec  where  N  and  n  are  integers  and  n  is  in 
the  range  0  to  19  usee.  N  is  then  the  number  corre- 
sponding  to  the  change  of  address  of  the  tap  155, 
positive  or  negative,  and  n  is  a  fine  adjustment  delay 
applied  to  the  output  signal  latches  ~\79i  and  1792. 

As  shown  in  Figure  17  the  tape  motor  speed  con- 
trol  171  is  effected  by  connecting  the  control  signal 
output  151  from  the  tape  recorder  to  the  "countdown" 
input  of  an  up/down  counter  172  and  a  50  kHz  refer- 
ence  signal  from  the  clock  159  is  connected  to  the 
"count  up"  input.  The  digital  count  output  from  the  up- 
town  counter  172,  representing  the  time  difference 
(control  cycles)  between  the  control  signal  from  the 
tape  recorder  and  the  reference  signal,  is  connected 
to  a  digital  to  analogue  converter  173.  The  analogue 
output  from  the  D/A  converter  1  73  is  then  connected 
to  the  tape  recorder  to  control  the  playback  tape 
speed  in  similar  manner  to  the  Figure  5  arrangement. 

The  drift  corrected  control  signal  after  transmis- 
sion  through  the  programmable  RAM  delay  154  is 
connected  to  the  At  measuring  circuit  158  where  the 
pnase  time  difference  from  the  reference  signal  from 
clock  159  is  measured.  The  time  difference  is  record- 
ed  by  two  counters:  Counter  1  74,  clocked  by  a  5  KHz 
signal  giving  the  number  N  of  20  usee  intervals  and  a 
second  counter  1  77,  clocked  by  the  50  KHz  reference 
signal,  giving  the  number  n  corresponding  to  micro- 
seconds  in  the  range  0-19  usee.  The  number  N  in  the 
binary  counter  1  74  shall  be  arranged  to  count  the  ref- 
erence  clock  (derived  from  159)  such  that  the  count 
number  will  run  from-5  (minus  5)  through  zero  to  +5 
(plus  5)  then  reset  to  -5  and  repeat  thereafter.  In  this 
manner  the  time  difference  At  in  158  will  normally  be 
zero  but  will  read  positive  (0  to  +5)  for  an  increase  in 
time  delay  of  control  signal,  S2,  and  will  record  a  neg- 
ative  number  (0  to  -5)  for  an  advanced  time  delay  of 
control  signal  S2,  relative  to  reference  signal  In 
this  fashion  the  RAM  address,  155,  will  be  either  ad- 
vanced  or  retarded  in  time  if  the  signal  is  retarded  or 
advanced  respectively  and  will  therefore  have  all  time 
delays  (to  1  usee  accuracy)  removed.  The  corrected 
signal  will  therefore  always  be  within  +1  usee  of  time 
(referred  to  reference)  and  the  maximum  wow  &  flut- 
ter  time  distortion  will  also  be  with  +  1  usee  and  this 

will  be  irrespective  of  the  taperecorder  wow  and  flut- 
ter  deviation  or  rate  of  deviation  (modulation  frequen- 
cy).  The  number  n  is  connected  to  a  clock  phase  latch 
adjusting  circuit  178.  The  phase  adjuster  178  pro- 

5  vides  a  clock  latching  output  signal  CL,  dependent  on 
n,  to  control  the  phase  delay  of  the  clock  159  which 
is  used  to  operate  a  one  sample  (8  bits  wide)  latch 
179.  Since  the  phase  of  the  control  signal  may  be  ad- 
vanced  or  retarded  in  comparison  with  the  reference 

10  signal,  the  value  of  N  (the  number  of  20  usee  intervals 
by  which  the  RAM  delay  address  155  is  changed) 
must  be  adjusted  to  ensure  that  n  always  represents 
a  phase  delay.  This  is  achieved  by  adding  to  N  in  an 
adder  175  a  binary  1  whenever  the  desired  phase 

15  change  Cc  for  latch  179  is  greater  than  the  existing 
latch  phase  delay  C  -  CL.  This  "change  of  address" 
output  from  adder  175  is  then  added  to  the  current 
RAM  tap  Read  address  (help  in  latch  176)  in  a  further 
adder  1710.  The  output  from  this  adder  is  then  stored 

20  in  latch  176  [using  a  delayed  (157')  version  of  the  con- 
trol  tone  from  filter  157  -  to  allow  for  signal  propaga- 
tion  delays  through  address  175  and  1710]  and  pro- 
vides  tne  new  address  for  the  tap  1  55.  At  start-up,  the 
RAM  address  latch  1  76  has  an  address  correspond- 

25  ing  to  the  centre  address  of  the  RAM  154. 
As  described,  the  n  counter  177  and  the  binary 

(-5  to  5)  counter  174  are  arranged  such  that  the  re- 
mainder  n  always  represents  a  delay  for  retarding  the 
50  kHz  clock  159  used  to  clock  signal  samples  from 

30  the  delay  154.  Thus  if  At  =  -50  ^s,  representing  the 
time  needed  to  retard  (in  time)  the  control  signal,  then 
N  is  set  at  -2  and  n  at  1  0  us.  Thus  the  read  address 
is  delayed  by  two  additional  places  away  from  the 
RAM  write  address  (Figure  15),  representing  an  in- 

35  crease  in  RAM  delay  of  40  us,  and  the  output  latch 
clock  pulses  are  delayed  by  n  =  10  us.  Where  a  time 
advance  At  =  45  us  (say)  is  required,  the  circuitry  is 
arranged  such  that  the  binary  counter  N  is  increased 
by  3,  i.e.  binary  3  is  added  to  the  read  address  and 

40  the  read  tap  is  moved  three  places  closer  (earlier)  to 
the  RAM  write  address  (Figure  15)  corresponding  to 
an  advance  of  60  us.  The  remainder  n  is  then  provid- 
ed  as  a  delay  of  15  ŝ  to  the  output  latch  (179)  clock 
CL  whereby  the  resulting  advance  is  45  us.  The  output 

45  latch  179  thus  provides  a  means  by  which  the  signal 
output  can  be  time  corrected  in  1  usee  intervals.  With- 
out  this  latching  technique  the  signals  could  only  be 
corrected  in  l^sec  intervals  (signal  sampling  rate)  by 
altering  the  read  address.  To  achieve  this  accuracy 

so  otherwise  would  require  a  1  MHz  clock  RAM,  40  kbits 
long,  and  an  A/D  converter  operating  at  1MHz.  This 
is  neither  practicable  nor  affordable. 

As  in  the  arrangements  described  previously  the 
comparator  158  is  arranged  to  provide  signals  forsi- 

55  multaneous  adjustment  of  the  phase  output  latch 
1  792  clock  CL  and  the  read  address  for  the  signal  de- 
lay  1512.  The  output  signals  from  the  delays  154  and 
1512  after  conversion  to  analogue  form  are  passed 
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through  anti-sampling  filters  157  and  1515  respec- 
tively  to  filter  out  the  sampling  frequencies  (50  kHz). 
The  filter  157  must  have  an  impulse  response  of  less 
than  200  usees  for  otherwise  the  phase/time  correc- 
tions  made  to  the  control  signals  will  not  have  propa- 
gated  through  the  RAM  (154),  latch  (179),  filter  (157) 
and  comparator  (1  58)  by  the  time  (200  usee  later)  the 
next  correction  is  to  be  made.  If  this  should  happen 
the  'system'  may  "recorrect"  the  same  previous  time 
errors.  This  could  then  lead  to  either  instability  or  a 
sustained  "ringing"  effect  in  the  correction  circuit  and 
therefore  on  the  signals. 

In  alternative  arrangements  the  circuitry  could  be 
arranged  such  that  an  adjustment  is  first  made  and 
thereafter  at  400  us  intervals  (or  multiples  of  200  usee 
where  the  control  tone  is  5  KHz  giving  a  period  of  200 
usee)  ratnerthan  every  200ns.  By  this  means  the  im- 
pulse  response  (ringing  time)  delay  of  the  filter  157 
may  be  allowed  to  be  greater  without  causing  instabil- 
ity. 

Claims 

1  .  A  signal  correction  system  for  a  recording  system 
comprising  a  means  to  transmit  for  recording  a 
signal  (12)  and  a  control  reference  tone  (11)  co- 
herently  on  the  same  medium  and  receiving 
means  to  receive  the  reproduced  signal  (14)  and 
the  control  reference  tone  (13),  wherein  the  re- 
ceiving  means  includes  a  local  oscillator  (16)  to 
produce  an  identical  tone  to  the  transmitted  con- 
trol  reference  tone  and  first  comparator  means 
(110)  to  compare  the  reproduced  control  refer- 
ence  tone  with  the  local  oscillator  tone; 
drift  correction  means  (317)  connected  to  the 
output  of  the  first  comparator  means  to  apply  a 
common  frequency  shift  (15)  to  the  reproduced 
signal  and  the  reproduced  control  reference  tone 
to  reduce  to  zero  the  difference  output  from  the 
first  comparator  by  changing  the  speed  of  the  me- 
dium;  the  first  comparator  means  including 
means  (414,  172)  to  continuously  count  the  cy- 
cles  of  the  reproduced  control  reference  tone  and 
the  local  oscillator  tone  such  that  differences  be- 
tween  the  running  counts  of  the  two  tones  are  re- 
petitively  used  (415,  51  ,  53)  for  drift  correction; 
characterised  by: 
short  term  fluctuation  correction  means  compris- 
ing  two  variable  phase  delay  units  (73,97)  re- 
spectively  transmitting  the  reproduced  control 
reference  tone  and  the  reproduced  signal  and  si- 
multaneously  adjustable  in  dependence  on  the 
output  signal  from  a  second  phase  comparator 
(70)  and  arranged  to  reduce  to  zero  the  differ- 
ence  output  from  the  second  comparator; 
said  second  comparator  comparing  the  phase  of 
the  output  signal  of  the  phase  delay  unit  73  trans- 

mitting  the  reproduced  control  reference  tone 
with  the  phase  of  the  local  oscillator  tone  (72). 

2.  A  signal  correction  system  as  claimed  in  claim  1 
5  characterised  in  that  the  first  comparator  means 

(110)  comprises  a  cyclic  binary  counter  (414) 
having  an  output  (417)  clocked  by  a  signal  (416) 
derived  from  the  local  oscillator  (16). 

10  3.  A  signal  correction  system  as  claimed  in  claim  2 
characterised  in  that  the  cycling  of  the  binary 
counter  (414)  is  determined  by  a  detector  (66) 
connected  to  the  counter  and  responsive  to  a  pre- 
determined  binary  number  (Np)  to  provide  a  reset 

15  signal  (67)  to  the  counter. 

4.  A  signal  correction  system  as  claimed  in  claim  3 
characterised  in  that  the  local  oscillator-derived 
clock  signal  (416)  is  produced  by  connecting  the 

20  output  from  the  local  oscillator  (16)  to  the  input  of 
a  divide-by-Np/n  (50),  where  n  is  an  integer. 

5.  A  signal  correction  system  as  claimed  in  claim  4 
characterised  in  that  the  output  from  the  binary 

25  counter  (414)  is  clocked  into  an  output  latch  cir- 
cuit  (415)  and  the  latch  output  is  connected  to  a 
D/A  converter  (51)  to  produce  an  analogue  signal 
representative  of  the  frequency  time  drift  be- 
tween  the  reproduced  control  reference  tone  and 

30  the  local  oscillator  tone. 

6.  A  signal  correction  system  as  claimed  in  any  one 
preceding  claim  characterised  in  that  the  repro- 
duced  control  reference  tone  is  bandpass  filtered 

35  and  limited  (4IO)  to  minimise  the  effects  of  fading 
and  dropouts. 

7.  A  signal  correction  system  as  claimed  in  any  one 
of  claims  1  to  7  characterised  in  that  the  drift  rep- 

40  resentative  D/A  output  samples  (612)  are  con- 
nected  to  an  active  voltage  integrator  circuit  com- 
prising  a  transconductor  (613)  and  a  capacitor 
(614). 

45  8.  A  signal  correction  system  as  claimed  in  claim  1 
characterised  in  that  the  drift  representative  out- 
put  samples  (612)  are  connected  to  the  local  os- 
cillator  means  (16)  to  control  the  frequency  of  os- 
cillation  according  to  the  mean  frequency  of  the 

so  reproduced  control  reference  tone. 

9.  A  signal  correction  circuit  as  claimed  in  any  one 
preceding  claim  characterised  in  that  the  repro- 
duced  control  reference  tone  is  connected  via  a 

55  fast  variable  delay  unit  (73)  to  the  phase  compar- 
atorcircuit  (70)  and  the  short  term  fluctuation  cor- 
rection  means  comprises  the  variable  delay  unit 
(73)  and  a  voltage  controlled  oscillator  (VCO) 
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(77),  the  arrangement  being  such  that  the  voltage 
output  (75)  from  the  second  comparator  (70)  is 
connected  to  the  input  of  the  VCO  (77)  and  the 
VCO  output  (78)  is  connected  to  the  delay  circuit 
(73)  such  that  the  second  comparator  error  out- 
put  (75)  is  minimised. 

10.  A  signal  correction  circuit  as  claimed  in  claim  9 
characterised  in  that  limiters  (90,  91)  are  provid- 
ed  in  the  circuit  connections  to  the  inputs  of  the 
second  comparator. 

11.  Asignal  correction  circuit  as  claimed  in  claim  8  or 
9  characterised  in  that  the  output  signal  (96)  from 
the  VCO  is  connected  to  the  second  delay  unit 
(97),  identical  to  the  first  (73):  the  drift  corrected 
reproduced  signal  (98)  being  connected  to  the  in- 
put  to  the  second  delay  unit  (97)  and  the  drift  and 
short  term  fluctuation  corrected  signal  being  pro- 
vided  at  the  output  (911)  thereof. 

12.  Asignal  correction  circuit  as  claimed  in  claim  11 
characterised  in  that  low  pass  filters  (910,  912) 
are  provided  at  the  input  and  output  of  the  second 
delay  unit. 

13.  Asignal  correction  circuit  as  claimed  in  claim  11 
or  12  characterised  in  that  each  delay  unit  is  a  dig- 
ital  delay  unit  (120). 

14.  A  signal  correction  circuit  as  claimed  in  any  one 
preceding  claim  characterised  in  that  more  than 
one  short  term  fluctuation  correction  stages  are 
serially  connected. 

15.  Asignal  correction  circuit  as  claimed  in  claim  1 
characterised  in  that  the  short  term  fluctuation 
means  for  correcting  the  remaining  phase  differ- 
ences  between  the  reproduced  control  reference 
tone  and  the  local  oscillator  tone  is  applied  by  a 
digital  time  delay  circuit  comprising  a  program- 
mable  RAM  (154)  and  a  series  connected  RAM 
latch  (179),  and  a  phase  adjuster  (178)  for  the 
latch  (1  79),  the  arrangement  being  such  that  dig- 
ital  samples  of  the  reproduced  control  reference 
tone  are  clocked  in  to  the  Write  address  of  the 
RAM  delay  (154)  at  frequency  F  and  are  read  out 
from  a  programmable  Read  Address  to  the  RAM 
latch  to  provide  a  time  delay  having  incremental 
value  AT  of  1/F,  the  clock  signal  to  the  RAM  latch 
(1  79)  being  delayed  by  a  digitised  time  having  an 
incremental  value  At  in  the  range  0  to  1/F,  to 
thereby  provide  an  overall  time  delay  to  an  accu- 
racy  of  At. 

16.  Asignal  correction  circuit  as  claimed  in  claim  15 
characterised  in  that  the  second  comparator 
comprises  limiter  means  to  square  the  repro- 

duced  control  reference  signal  and  the  local  os- 
cillator  tone  and  a  counter  responsive  to  the  lead- 
ing  edges  (161,  162)  of  the  respective  squared 
signals  so  as  to  be  triggered  by  the  reproduced 

5  control  reference  tone  and  read  by  the  local  os- 
cillator  tone. 

17.  Asignal  correction  circuit  as  claimed  in  claim  16 
characterised  in  that  the  counter  clock  frequency 

10  is  n  times  the  RAM  clock  frequency  F  and  the 
phase  comparator  measures  the  phase  differ- 
ence  in  units  (N)  of  1/F  and  (R)  of  1/nF. 

18.  Asignal  correction  circuit  as  claimed  in  claim  17 
15  characterised  in  that  there  is  provided  means 

(175)  whereby  the  digitised  phase  difference  N  + 
R,  which  may  be  positive  or  negative,  is  modified 
by  conditional  change  of  N  such  that  R  always 
represents  a  delayed  phase  difference. 

20 
19.  Asignal  correction  circuit  as  claimed  in  claim  18 

characterised  in  that  the  Read  address  for  the 
RAM  is  stored  in  a  Read  latch  (176)  connected  to 
an  adder  (1  75)  such  that  it  can  be  adjusted  by  the 

25  modified  N  and  R  is  used  to  set  the  delay  for  the 
RAM  latch  (179). 

20.  A  signal  correction  circuit  as  claimed  in  any  one 
preceding  claim  for  reduction  of  drift,  wow  and 

30  flutter  in  a  tape  recorder  characterised  in  that  a 
single  stable  local  oscillator  (16)  is  provided  and 
arranged  for  connection  to  the  tape  recorder  (1  0) 
such  that  on  record  a  control  reference  tone  is 
connected  to  at  least  one  tape  recorder  input  with 

35  the  first  comparator  and  second  comparator  cir- 
cuits  disabled  and  on  playback  the  reproduced 
signals  to  be  corrected,  together  with  the  repro- 
duced  control  reference  tone,  are  connected  to 
the  signal  correction  system. 

40 
21.  Asignal  correction  circuit  as  claimed  in  claim  20 

characterised  in  that  the  control  reference  tone  is 
provided  as  a  reference  embedded  in  each  input 
channel  of  a  multi-channel  recorder  or  as  a  refer- 

45  ence  in  a  dedicated  reference  channel. 

22.  Asignal  correction  circuit  as  claimed  in  claim  21 
characterised  in  that  a  light  dependent  resistor  is 
used  as  interface  between  the  first  comparator 

so  and  the  tape  capstan  motor  drive. 

23.  A  signal  correction  circuit  as  claimed  in  any  one 
of  claims  9  to  22  characterised  in  that  a  6dB/oc- 
tave  low  pass  filter  (95)  is  connected  between  the 

55  second  comparator  and  the  VCO  (77)  whereby 
the  loop  gain  of  the  wow  and  flutter  correction  cir- 
cuit  decreases  inversely  in  proportion  to  the  mod- 
ulation  frequency. 

11 
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Patentanspriiche 

1.  Signalkorrektursystem  fur  ein  Aufnahmesystem, 
umfassend  ein  Mittel  zum  koharenten  Ubertra- 
gen  eines  aufzunehmenden  Signals  (12)  und  ei-  5 
nes  Steuerreferenztons  (10)  auf  demselben  Me- 
dium  sowie  ein  Empfangsmittel  zum  Empfangen 
des  wiedergegebenen  Signals  14  und  des 
Stuerreferenztons  (13),  wobei  das  Empfangsmit- 
tel  einen  Uberlagerungsoszillator  (16)  zum  Er-  10 
zeugen  eines  Tones,  der  mit  dem  ubertragenen 
Steuerreferenzton  identisch  ist,  sowie  ein  erstes 
Vergleichsmittel  (110)  zum  Vergleichen  des  wie- 
dergegebenen  Steuerreferenztons  mit  dem  Ton 
des  Uberlagerungsoszillators  aufweist;  15 
ein  Mittel  zur  Driftkorrektur  (317),  das  mit  dem 
Ausgang  des  ersten  Vergleichsmittels  verbunden 
ist  zum  Anlegen  eines  gemeinsamen  Frequenz- 
hubs  (1  5)  an  das  wiedergegebene  Signal  und  den 
wiedergegebenen  Steuerreferenzton,  urn  durch  20 
Wechseln  derGeschwindigkeitdes  Mediums  den 
Ausgabeunterschied  des  ersten  Vergleichers  auf 
Null  zu  reduzieren,  wobei  das  erste  Vergleichs- 
mittel  Mittel  (414,  172)  aufweist  zum  kontinuier- 
lichen  Zahlen  der  Perioden  des  wiedergegebe-  25 
nen  Steuerreferenztons  und  des  Tons  des  Uber- 
lagerungsoszillators,  so  daft  Unterschiede  in  der 
laufenden  Zahlung  zwischen  den  beiden  Tonen 
wiederholt  zur  Driftkorrektur  verwendet  werden 
(415,51,53);  30 
gekennzeichnet  durch: 
ein  Mittel  zur  Korrektur  kurzzeitiger  Fluktuatio- 
nen,  umfassend  zwei  regelbare  Phasenverzoge- 
rungseinheiten  (73,  97),  die  den  wiedergegebe- 
nen  Steuerreferenzton  bzw.  das  wiedergegebe-  35 
ne  Signal  ubertragen  und  abhangig  von  dem  aus- 
gegebenen  Signal  eines  zweiten  Phasenverglei- 
chers  (70)  gleichzeitig  einstellbar  sind,  und  die 
ausgelegt  sind,  den  Ausgabeunterschied  des 
zweiten  Vergleichers  auf  Null  zu  reduzieren;  40 
wobei  der  zweite  Vergleicher  die  Phase  des  von 
der  Phasenverzogerungseinheit  (73),  die  den 
wiedergegebenen  Steuerreferenzton  ubertragt, 
ausgegebenen  Signals  mit  der  Phase  des  Tons 
des  Uberlagerungsoszillators  vergleicht.  45 

2.  Signalkorrektursystem  nach  Anspruch  1,  da- 
durch  gekennzeichnet,  dali  das  erste  Vergleichs- 
mittel  (110)  einen  zyklischen  Binarzahler  (414) 
mit  einem  Ausgang  (41  7)  aufweist,  der  von  einem  50 
von  dem  Uberlagerungsoszillator  abgeleiteten 
Signal  (416)  getaktet  ist. 

3.  Signalkorrektursystem  nach  Anspruch  2,  da- 
durch  gekennzeichnet,  dali  das  Durchlaufen  des  55 
Binarzahlers  (414)  von  einem  mitdemZahlerver- 
bundenen  Detektor  (66)  festgestellt  wird,  der  auf 
eine  festgelegte  Binarzahl  (Np)  anspricht,  urn 

dem  Zahler  ein  Ruckstellsignal  zu  liefern. 

4.  Signalkorrektursystem  nach  Anspruch  3,  da- 
durch  gekennzeichnet,  dali  das  vom  Uberlage- 
rungsoszillator  abgeleitete  Signal  (416)  durch 
Verbinden  des  Ausgangs  des  Uberlagerungsos- 
zillators  (16)  mit  dem  Eingang  einer  Dividier- 
durch-Np/n-Schaltung  (50)  erzeugt  wird,  wobei  n 
eine  ganze  Zahl  ist. 

5.  Signalkorrektursystem  nach  Anspruch  4,  da- 
durch  gekennzeichnet,  dali  der  Ausgang  des  Bi- 
narzahlers  (414)  taktgemali  in  einen  Ausgabe- 
Latchkreis  (415)  gegeben  wird  und  der 
Latchausgang  mit  einem  Digital-Analog  (D/A)- 
Wandler  (51)  verbunden  ist,  urn  ein  Analogsignal 
zu  erzeugen,  das  den  Frequenzhub  zwischen 
dem  wiedergegebenen  Steuerreferenzton  und 
dem  Ton  des  Uberlagerungsoszillators  darstellt. 

6.  Signalkorrektursystem  nach  einem  dervorherge- 
henden  Anspruche,  dadurch  gekennzeichnet, 
dali  der  wiedergegebene  Steuerreferenzton 
bandpassgefiltert  und  begrenzt  (410)  ist,  urn  die 
Effekte  des  Fading  und  Signalausfalls  zu  mini- 
mieren. 

7.  Signalkorrektursystem  nach  einem  der  Anspru- 
che  1  bis  6,  dadurch  gekennzeichnet,  dali  die  den 
Hub  darstellenden  D/A-Ausgabe-Abtastwerte 
(612)  mit  einem  Wirkspannungsintegratorkreis 
verbunden  sind,  der  einen  Durchleiter  (613)  und 
einen  Kondensator  (614)  umfalit. 

8.  Signalkorrektursystem  nach  Anspruch  1,  da- 
durch  gekennzeichnet,  dali  die  den  Hub  darstel- 
lenden  Ausgabe-Abtastwerte  (612)  mit  dem 
Uberlagerungsoszillatormittel  (16)  verbunden 
sind,  urn  die  Oszillationsf  requenz  gemali  der  Mit- 
tenfrequenz  des  wiedergegebenen  Steuerrefe- 
renztons  zu  steuern. 

9.  Signalkorrekturschaltkreis  nach  einem  der  vor- 
hergehenden  Anspruche,  dadurch  gekennzeich- 
net,  dali  der  wiedergegebene  Steuerreferenzton 
uber  eine  schnelle  regelbare  Verzogerungsein- 
heit  (73)  mit  dem  Phasenvergleicherschaltkreis 
(70)  verbunden  ist  und  dali  das  Mittel  zur  Korrek- 
tur  kurzzeitiger  Fluktuationen  die  regelbare  Ver- 
zogerungseinheit  (73)  und  einen  spannungsge- 
steuerten  Oszillator  (VCO)  (77)  umfalit,  wobei 
die  Anordnung  so  ist,  dali  der  Spannungsaus- 
gang  (75)  des  zweiten  Vergleichers  (70)  mit  dem 
Eingang  des  VCO  (77)  verbunden  ist  und  der 
VCO-Ausgang  (78)  mit  dem  Verzogerungs- 
schaltkreis  (73)  verbunden  ist,  so  dali  der  Fehler 
in  der  Ausgabe  (75)  des  zweiten  Vergleichers  mi- 
nimiert  wird. 

12 
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10.  Signalkorrekturschaltkreis  nach  Anspruch  9,  da- 
durch  gekennzeichnet,  dali  in  den  Schaltkreis- 
ansschlulistellen  der  Eingange  des  zweiten  Ver- 
gleichers  Begrenzer  (90,  91)  vorgesehen  sind. 

11.  Signalkorrekturschaltkreis  nach  Anspruch  8  oder 
9,  dadurch  gekennzeichnet,  dali  das  Ausgabesi- 
gnal  (96)  des  VCO  mit  der  zweiten  Verzoge- 
rungseinheit  (97),  die  mit  der  ersten  (73)  iden- 
tisch  ist,  verbunden  ist,  wobei  das  driftkorrigierte 
wiedergegebene  Signal  (98)  mit  dem  Eingang  der 
zweiten  Verzogerungseinheit  (97)  verbunden  ist 
und  das  bezuglich  Drift  und  kurzzeitiger  Fluktua- 
tionen  korrigierte  Signal  an  deren  Ausgang  (911) 
bereitgestellt  wird. 

12.  Signalkorrekturschaltkreis  nach  Anspruch  11, 
dadurch  gekennzeichnet,  dali  an  den  Eingangen 
und  Ausgangen  der  zweiten  Verzogerungsein- 
heit  Tiefpalifilter  (910,  912)  vorgesehen  sind. 

13.  Signalkorrekturschaltkreis  nach  Anspruch  11 
oder  12,  dadurch  gekennzeichnet,  dali  jede  Ver- 
zogerungseinheit  eine  digitale  Verzogerungsein- 
heit  (120)  ist. 

14.  Signalkorrekturschaltkreis  nach  einem  der  vor- 
hergehenden  Anspruche,  dadurch  gekennzeich- 
net,  dali  mehrere  Stufen  zur  Korrektur  kurzzeiti- 
ger  Fluktuationen  seriell  verbunden  sind. 

15.  Signalkorrekturschaltkreis  nach  Anspruch  1,  da- 
durch  gekennzeichnet,  dali  das  kurzzeitige-Fluk- 
tuationen-Mittel  zum  Korrigieren  der  verbleiben- 
den  Phasendifferenzen  zwischen  dem  wiederge- 
gebenen  Steuerreferenzton  und  dem  Ton  des 
Uberlagerungsoszillators  durch  einen  digitalen 
Zeitverzogerungsschaltkreis  angewendet  wird, 
der  einen  programmierbaren  Speicher  mit  wahl- 
f  reiem  Zugriff  (RAM)  (1  54)  und  ein  seriell  verbun- 
denes  RAM-Latch  (179)  sowie  einen  Phasenab- 
gleicher  (1  78)  fur  das  Latch  (1  79)  umfalit,  wobei 
die  Anordnung  so  ist,  dali  die  digitalen  Abtastwer- 
te  des  wiedergegebenen  Steuerreferenztons  ge- 
mali  einer  Taktf  requenz  F  in  die  Schreibadresse 
des  RAM-Verzogerers  (154)  gegeben  werden 
und  aus  einer  programmierbaren  Leseadresse  in 
das  RAM-Latch  gelesen  werden,  urn  eine  Zeit- 
verzogerung  mit  einem  Inkrementalwert  AT  von 
1/F  zu  erzeugen,  wobei  das  Taktsignal  an  das 
RAM-Latch  (179)  durch  eine  digitale  Zeit  verzo- 
gert  wird,  die  einen  Inkrementalwert  At  im  Be- 
reich  von  0  bis  1/F  hat,  urn  somit  eine  gesamte 
Zeitverzogerung  mit  einer  Genauigkeit  von  At  zu 
erzeugen. 

16.  Signalkorrekturschaltkreis  nach  Anspruch  15, 
dadurch  gekennzeichnet,  dali  derzweite  Verglei- 

cher  Begrenzermittel  zum  Quadrieren  des  wie- 
dergegebenen  Steuerreferenztons  und  des  Tons 
des  Uberlagerungsoszillators  umfalit  sowie  ei- 
nen  Zahler,  der  auf  die  Vorderflanke  (161,  162) 

5  des  jeweiligen  quadrierten  Signals  anspricht,  urn 
so  durch  den  wiedergegebenen  Steuerreferenz- 
ton  getriggert  und  durch  den  Ton  des  Uberlage- 
rungsoszillators  gelesen  zu  werden. 

10  17.  Signalkorrekturschaltkreis  nach  Anspruch  16, 
dadurch  gekennzeichnet,  dali  die  Taktfrequenz 
des  Zahlers  das  n-fache  der  RAM-Taktfrequenz 
F  ist  und  der  Phasenvergleicherdie  Phasendiffe- 
renz  in  Einheiten  (N)  von  1/F  und  (R)  von  1/nF 

15  milit. 

18.  Signalkorrekturschaltkreis  nach  Anspruch  17, 
dadurch  gekennzeichnet,  dali  ein  Mittel  (175) 
vorgesehen  ist,  wobei  die  digitalisierte  Phasen- 

20  differenz  N  +  R,  die  negativ  oder  positiv  sein 
kann,  durch  einen  bedingten  Wechsel  von  N  mo- 
difiziert  wird,  so  dali  R  immer  eine  verzogerte 
Phasendifferenz  darstellt. 

25  19.  Signalkorrekturschaltkreis  nach  Anspruch  18, 
dadurch  gekennzeichnet,  dali  die  Leseadresse 
fur  den  RAM  in  einem  Lese-Latch  (176)  gespei- 
chert  ist,  der  mit  einem  Addierer  (175)  verbunden 
ist,  so  dali  er  durch  die  modifizierten  N  und  Ran- 

30  gepalit  werden  kann,  und  der  dazu  verwendet 
wird,  die  Verzogerung  fur  das  RAM-Latch  zu  set- 
zen. 

20.  Signalkorrekturschaltkreis  nach  einem  der  vor- 
35  hergehenden  Anspruche  zur  Verminderung  von 

Drift  und  Gleichlaufschwankungen  in  einem 
Bandgerat,  dadurch  gekennzeichnet,  dali  ein  ein- 
ziger  frequenzkonstanter  Uberlagerungsoszilla- 
tor  (16)  vorgesehen  ist  und  so  zum  Anschluli  an 

40  das  Bandgerat  (1  0)  ausgelegt  ist,  dali  bei  Aufnah- 
me  ein  Steuerreferenzton  an  wenigstens  einen 
Eingang  des  Bandgerats  angelegt  ist,  wobei  der 
erste  und  der  zweite  Vergleicherschaltkreis  ab- 
geschaltet  sind,  und  bei  Wiedergabe  die  zu  kor- 

45  rigierenden  wiedergegebenen  Signale  zusam- 
men  mit  dem  wiedergegebenen  Steuerreferenz- 
ton  an  das  Signalkorrektursystem  angelegt  wer- 
den. 

so  21.  Signalkorrekturschaltkreis  nach  Anspruch  20, 
dadurch  gekennzeichnet,  dali  der  Steuerrefe- 
renzton  als  eine  in  jeden  Kanal  eines  Mehrkanal- 
bandgerats  eingelassene  Referenz  oder  als  eine 
Referenz  in  einem  ausgewiesenen  Referenzka- 

55  nal  vorgesehen  ist. 

22.  Signalkorrekturschaltkreis  nach  Anspruch  21, 
dadurch  gekennzeichnet,  dali  ein  Photowider- 
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stand  als  Schnittstelle  zwischen  dem  ersten  Ver- 
gleicherund  dem  Bandantriebsmotor  verwendet 
wird. 

23.  Signalkorrekturschaltkreis  nach  einem  der  An- 
spruche  9  bis  22,  dadurch  gekennzeichnet,  dali 
ein  6  dB/Oktave-Tiefpalifilter  (95)  zwischen  den 
zweiten  Vergleicherund  den  VCO  (77)  geschaltet 
ist,  wobei  die  Regelverstarkung  der  Gleichlauf- 
schwankungskorrektur-Schaltkreise  umgekehrt 
proportional  zur  Modulationsfrequenz  abnimmt. 

Revendications 

1.  Ensemble  de  correction  de  signaux  destine  a  un 
systeme  d'enregistrement,  comprenant  un  dispo- 
sitif  destine  a  transmettre,  pourl'enregistrement, 
un  signal  (12)  et  une  tonalite  de  reference  de 
commande  (11)  de  maniere  coherente  sur  le 
meme  support,  et  un  dispositif  recepteur  destine 
a  recevoir  le  signal  reproduit  (14)  et  la  tonalite  de 
reference  de  commande  (13),  dans  lequel  le  dis- 
positif  recepteur  comporte  un  oscillateur  local 
(16)  destine  a  donner  une  tonalite  identique  a  la 
tonalite  transmise  de  reference  de  commande,  et 
un  premier  dispositif  comparateur  (110)  destine  a 
comparer  la  tonalite  reproduite  de  reference  de 
commande  a  la  tonalite  de  I'oscillateur  local, 

un  dispositif  (317)  de  correction  de  derive 
connecte  a  la  sortie  du  premier  dispositif  compa- 
rateur  et  destine  a  appliquer  un  decalage 
commun  en  frequence  (15)  au  signal  reproduit  et 
a  la  tonalite  reproduite  de  reference  de  comman- 
de  af  in  que  la  difference  transmise  par  le  premier 
comparateur  soit  reduite  a  une  valeur  nulle  par 
changement  de  la  vitesse  du  support,  le  premier 
dispositif  comparateur  comprenant  un  dispositif 
(414,  172)  destine  a  compter  constamment  les 
cycles  de  la  tonalite  reproduite  de  reference  de 
commande  et  de  la  tonalite  de  I'oscillateur  local 
afin  que  les  differences  entre  les  nombres  ac- 
tuels  donnes  par  les  deux  tonalites  soient  utilises 
de  maniere  repetee  (415,  51,  53)  pour  la  correc- 
tion  de  la  derive, 

caracterise  par 
un  dispositif  de  correction  des  fluctua- 

tions  a  court  terme,  comprenant  deux  elements 
a  retard  (73,  97)  a  phase  variable  transmettant  la 
tonalite  reproduite  de  reference  de  commande  et 
le  signal  reproduit  respectivement,  et  ajustable 
simultanement  d'apres  le  signal  de  sortie  d'un 
second  comparateur  (70)  de  phase  et  destine  a 
reduire  le  signal  de  difference  du  second  compa- 
rateur  a  une  valeur  nulle, 

le  second  comparateur  comparant  la  pha- 
se  du  signal  de  sortie  de  I'element  (73)  a  retard 
de  phase  qui  transmet  la  tonalite  reproduite  de  re- 

ference  de  commande  a  la  phase  de  la  tonalite 
(72)  de  I'oscillateur  local. 

2.  Ensemble  de  correction  de  signaux  selon  la  re- 
5  vendication  1,  caracterise  en  ce  que  le  premier 

dispositif  comparateur  (110)  comprend  un 
compteur  binaire  cyclique  (414)  ayant  une  sortie 
(417)  commandee  par  un  signal  (416)  derive  de 
I'oscillateur  local  (16)  constituant  un  signal 

10  d'horloge. 

3.  Ensemble  de  correction  de  signaux  selon  la  re- 
vendication  2,  caracterise  en  ce  que  le  fonction- 
nement  cyclique  du  compteur  binaire  (414)  est 

15  determine  par  un  detecteur  (70)  connecte  au 
compteur  et  commande  par  un  nombre  binaire 
predetermine  (Np)  afin  qu'il  transmette  un  signal 
de  remise  a  zero  (67)  au  compteur. 

20  4.  Ensemble  de  correction  de  signaux  selon  la  re- 
vendication  3,  caracterise  en  ce  que  le  signal 
(416)  d'horloge  derive  de  I'oscillateur  local  est 
produit  par  connexion  de  la  sortie  de  I'oscillateur 
local  (16)  a  I'entree  d'un  circuit  de  division  par 

25  Np/n  (50),  n  etant  un  nombre  entier. 

5.  Ensemble  de  correction  de  signaux  selon  la  re- 
vendication  4,  caracterise  en  ce  que  le  signal  de 
sortie  du  compteur  binaire  (414)  est  commande 

30  par  des  signaux  d'horloge  afin  qu'il  soit  transmis 
a  un  circuit  (415)  a  bascule  de  sortie,  et  le  signal 
de  sortie  de  la  bascule  est  transmis  a  un  conver- 
tisseur  numerique-analogique  (51)  destine  a  for- 
mer  un  signal  analogique  representatif  de  la  de- 

35  rive  en  frequence  dans  le  temps  entre  la  tonalite 
reproduite  de  reference  de  commande  et  la  tona- 
lite  de  I'oscillateur  local. 

6.  Ensemble  de  correction  de  signaux  selon  I'une 
40  quelconque  des  revendications  precedentes,  ca- 

racterise  en  ce  que  la  tonalite  reproduite  de  refe- 
rence  de  commande  subit  un  f  iltrage  passe-ban- 
de  et  une  limitation  (410)  destines  a  reduire  les 
effets  de  I'affaiblissement  et  des  pertes  d'infor- 

45  mation. 

7.  Ensemble  de  correction  de  signaux  selon  I'une 
quelconque  des  revendications  1  a  6,  caracterise 
en  ce  que  des  echantillons  (612)  de  sortie  ayant 

so  subi  la  conversion  numerique-analogique  et  re- 
presentatifs  de  la  derive  sont  transmis  a  un  circuit 
actif  integrateur  de  tension  comprenant  un 
composant  a  conductance  de  transfert  (613)  et 
un  condensateur  (614). 

55 
8.  Ensemble  de  correction  de  signaux  selon  la  re- 

vendication  1  ,  caracterise  en  ce  que  les  echantil- 
lons  (612)  de  sortie  representatifs  de  la  derive 

14 
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sont  connectes  au  dispositif  oscillateur  local  (16) 
pour  le  reglage  de  la  frequence  d'osci  Nation  en 
fonction  de  la  frequence  principale  de  la  tonalite 
reproduite  de  reference  de  commande. 

9.  Circuit  de  correction  de  signaux  selon  I'une  quel- 
conque  des  revendications  precedentes,  carac- 
terise  en  ce  que  la  tonalite  reproduite  de  referen- 
ce  de  commande  est  connectee  par  un  element 
rapide  (73)  a  retard  variable  au  circuit  (70) 
comparateur  de  phase,  et  le  dispositif  de  correc- 
tion  des  fluctuations  a  court  terme  comprend 
I'element  (73)  a  retard  variable  et  un  oscillateur 
commande  en  tension  (VCO)  (77),  la  disposition 
etant  telle  que  le  signal  de  sortie  de  tension  (75) 
du  second  comparateur  (70)  est  connecte  a  I'en- 
tree  de  I'oscillateur  VCO  (77),  et  la  sortie  de  I'os- 
cillateur  (78)  est  connectee  au  circuit  a  retard  (73) 
afin  que  le  signal  de  sortie  d'erreur  du  second 
comparateur  (75)  soit  reduit  au  minimum. 

10.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  9,  caracterise  en  ce  que  des  limiteurs  (90, 
91)  sont  disposes  dans  les  connexions  du  circuit 
avec  les  entrees  du  second  comparateur. 

11.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  8  ou  9,  caracterise  en  ce  que  le  signal  de 
sortie  (96)  de  I'oscillateur  est  connecte  au  se- 
cond  element  a  retard  (97),  d'une  maniere  iden- 
tique  au  premier  element  a  retard  (73),  le  signal 
reproduit  (98)  ayant  subi  la  correction  de  derive 
etant  transmis  a  I'entree  du  second  element  a  re- 
tard  (97)  et  le  signal  ayant  subi  la  correction  de 
derive  et  les  fluctuations  a  court  terme  etant 
transmis  a  sa  sortie  (911). 

12.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  11,  caracterise  en  ce  que  des  filtres  pas- 
se-bas  (910,  912)  sont  places  a  I'entree  et  a  la 
sortie  du  second  element  a  retard. 

13.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  11  ou  12,  caracterise  en  ce  que  chaque 
element  a  retard  est  un  element  numerique  a  re- 
tard  (120). 

14.  Circuit  de  correction  de  signaux  selon  I'une  quel- 
conque  des  revendications  precedentes,  carac- 
terise  en  ce  que  plusieurs  etages  de  correction  de 
fluctuation  a  court  terme  sont  connectes  en  serie. 

15.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  1  ,  caracterise  en  ce  que  le  dispositif  de 
correction  des  fluctuations  a  court  terme,  destine 
a  corriger  les  differences  restantes  de  phase  en- 
tre  la  tonalite  reproduite  de  reference  de 
commande  et  la  tonalite  de  I'oscillateur  local,  est 

realise  a  I'aide  d'un  circuit  numerique  a  retard 
comprenant  une  memoire  a  acces  direct  pro- 
grammable  (154)  et  une  bascule  de  memoire  a 
acces  direct  (179)  connectee  en  serie,  et  d'un  or- 

5  gane  (178)  d'ajustement  de  phase  de  la  bascule 
(179),  la  disposition  etant  telle  que  les  echantil- 
lons  numeriques  de  la  tonalite  reproduite  de  refe- 
rence  de  commande  sont  transmis  par  des  si- 
gnaux  d'horloge  a  I'adresse  d'ecriture  de  I'ele- 

10  ment  a  retard  (154)  a  memoire  a  acces  direct  a 
une  frequence  F  et  sont  lus  a  une  adresse  pro- 
grammable  de  lecture  dans  la  bascule  a  memoire 
a  acces  direct  pour  la  creation  d'un  retard  ayant 
une  valeur  elementaire  AT  egale  a  1/F,  le  signal 

15  d'horloge  de  la  bascule  de  memoire  a  acces  di- 
rect  (179)  etant  retarde  d'un  temps  numerise 
ayant  une  valeur  elementaire  At  comprise  entre  0 
et  1/F,  afin  qu'un  retard  total  soit  donne  avec  une 
precision  egale  a  At. 

20 
16.  Circuit  de  correction  de  signaux  selon  la  revendi- 

cation  15,  caracterise  en  ce  que  le  second 
comparateur  comporte  un  dispositif  limiteur  des- 
tine  a  porter  au  carre  le  signal  reproduit  de  refe- 

25  rence  de  commande  et  la  tonalite  de  I'oscillateur 
local,  et  un  compteur  commande  par  les  flancs 
avant  (161  ,  162)  des  signaux  respectifs  portes  au 
carre  afin  qu'il  soit  declenche  par  la  tonalite  re- 
produite  de  reference  de  commande  et  lu  par  la 

30  tonalite  de  I'oscillateur  local. 

17.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  16,  caracterise  en  ce  que  la  frequence 
d'horloge  du  compteur  est  egale  a  n  fois  la  fre- 

35  quence  d'horloge  de  memoire  a  acces  direct  F  et 
le  comparateur  de  phase  mesure  le  dephasage 
par  un  nombre  d'unites  (N),  egales  a  1/F,  et  d'uni- 
tes  (R),  egales  a  1/nF. 

40  18.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  1  7,  caracterise  en  ce  qu'il  comporte  un  dis- 
positif  (175)  grace  auquel  la  difference  numeri- 
see  de  phase  N  +  R,  qui  peut  etre  positive  ou  ne- 
gative,  est  modifiee  par  changement  condition- 

45  nel  de  N  afin  que  R  represents  toujours  une  dif- 
ference  de  phase  correspondant  a  un  retard. 

19.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  18,  caracterise  en  ce  que  I'adresse  de  lec- 

50  ture  de  la  memoire  a  acces  direct  est  conservee 
dans  une  bascule  de  lecture  (176)  connectee  a 
un  additionneur  (175)  afin  qu'elle  puisse  etre 
ajustee  a  I'aide  des  valeurs  modif  iees  N  et  R  uti- 
lisees  pour  I'etablissement  du  retard  de  la  bascu- 

55  le  de  memoire  a  acces  direct  (179). 

20.  Circuit  de  correction  de  signaux  selon  I'une  quel- 
conque  des  revendications  precedentes,  destine 

15 
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a  reduire  la  derive  et  le  pleurage  dans  un  appareil 
d'enregistrement  sur  bande,  caracterise  en  ce 
qu'il  ne  comporte  qu'un  seul  oscillateur  local  sta- 
ble  (16)  destine  a  etre  connecte  a  I'appareil  (10) 
d'enregistrement  sur  bande  de  maniere  que,  lors  5 
de  I'enregistrement,  une  tonalite  de  reference  de 
commande  soit  connectee  a  au  moins  une  entree 
de  I'appareil  d'enregistrement  sur  bande,  le  pre- 
mier  et  le  second  circuit  comparateur  etant  inhi- 
bes,  et,  lors  de  la  lecture,  les  signaux  reproduits  w 
et  qui  doivent  etre  corriges,  avec  la  tonalite  repro- 
duite  de  reference  de  commande,  sont  connectes 
a  I'ensemble  de  correction  de  signaux. 

21.  Circuit  de  correction  de  signaux  selon  la  revendi-  15 
cation  20,  caracterise  en  ce  que  la  tonalite  de  re- 
ference  de  commande  est  realisee  sous  forme 
d'une  reference  incorporee  a  chaque  canal  d'en- 
tree  d'un  appareil  d'enregistrement  a  plusieurs 
canaux  ou  sous  forme  d'une  reference  dans  un  20 
canal  specialise  de  reference. 

22.  Circuit  de  correction  de  signaux  selon  la  revendi- 
cation  21,  caracterise  en  ce  qu'une  resistance 
photosensible  est  utilisee  comme  interface  entre  25 
le  premier  comparateur  etle  circuit  de  pilotage  du 
moteurdu  cabestan  d'entraTnement  d'une  bande 
magnetique. 

23.  Circuit  de  correction  de  signaux  selon  I'une  quel-  30 
conque  des  revendications  9  a  22,  caracterise  en 
ce  qu'un  filtre  passe-bas  (95)  a  6  dB  par  octave 
est  connecte  entre  le  second  comparateur  et  I'os- 
cillateur  commande  en  tension  (77),  afin  que  le 
gain  de  la  boucle  du  circuit  de  correction  de  pleu-  35 
rage  diminue  en  proportion  inverse  de  la  frequen- 
ce  de  modulation. 

16 
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