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(54) LENS MOVING DEVICE, CAMERA MODULE AND OPTICAL APPARATUS

(57) A lens moving device is provided. The lens mov-
ing device includes: a bobbin; a first driving unit coupled
to the bobbin; a second driving unit configured to move
the first driving unit through an electromagnetic interac-
tion with the first driving unit; a sensing magnet disposed
on one side of the bobbin; a location detection sensor
configured to sense a location of the sensing magnet;
and a correction magnet disposed on an opposite side
of the bobbin.

According to the present disclosure, static tilt and
dynamic tilt of the bobbin, to which a lens module is to
be coupled, may be enhanced by a sensing magnet and
a correction magnet which establish magnetic force equi-
librium with each other.
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Description

BACKGROUND

FIELD OF THE DISCLOSURE

[0001] The present disclosure relates to a lens moving
device, a camera module, and an optical apparatus.

DISCUSSION OF THE RELATED ART

[0002] A camera module may include an image sensor,
a printed circuit board configured to deliver electric sig-
nals to the image installed on the printed circuit board,
an infrared cut-off filter configured to block light in infrared
area from incident into the image sensor, and an optical
system including at least one lens configured to deliver
an image to the image sensor. Here, a lens moving device
configured to perform auto-focusing function and hand-
shake compensation function may be installed in the op-
tical system.
[0003] The lens moving device may be formed in a
variety of ways. In general, a voice coil motor is commonly
used in the lens moving device. The voice coil motor op-
erates by an electromagnetic interaction between a mag-
net fixed in a housing and a coil unit wound on an outer
circumferential surface of a bobbin coupled with a lens
barrel. The voice coil motor may perform auto-focusing
function. An actuator module of such voice coil motor
may reciprocatively move in a direction parallel to an op-
tical axis whereby a bobbin an up and down motion is
elastically supported by an upper and a lower elastic
member.
[0004] Recently, there has been a requirement to de-
velop a lens moving device configured to detect an opti-
mal focusing position by receiving a location information
of a bobbin installed with a lens as a feedback. However,
there is still a risk of performance degradation such as
disequilibration of electromagnetic force, eccentricity of
lens barrel due to magnetic force, etc.

SUMMARY OF THE DISCLOSURE

[0005] According to an exemplary embodiment of the
present disclosure, a lens driving device, a camera mod-
ule and an optical apparatus, which are able to receive
location information of a bobbin as a feedback, are pro-
vided.
[0006] In a general aspect of the present disclosure,
there is provided a lens moving device comprising: a first
lens driving unit, including a bobbin having at least one
lens installed an inner side of the bobbin and a first coil
installed on an outer circumferential surface of the bobbin
and a holder member configured to support a magnet
arranged at a periphery of the bobbin, and configured to
move the bobbin and the first coil in a first direction par-
allel to an optical axis; a second lens driving unit config-
ured to move the whole first lens driving unit in a second

and a third direction different from each other and per-
pendicular to an optical axis, by an interaction between
the magnet and a second coil; a circuit board including
a base arranged by being spaced from the bobbin and
the first lens driving unit at a predetermined interval, a
support member configured to movably support the first
lens driving unit so that the first lens driving unit can move
in a second and a third direction with respect to the base
and to supply electric power to the first coil, and a detec-
tion sensor configured to detect locations of a second
coil arranged opposite to a magnet of the first lens driving
unit and the second lens driving unit in a second and a
third direction with respect to the base; a cover member;
and a detection unit configured to detect a motion in a
direction parallel to an optical axis of the bobbin, wherein
the detection unit may include: a sensing magnet in-
stalled on an outer circumferential surface of the bobbin;
and a location detection sensor on an inner side surface
arranged on a side wall of the cover member and opposite
to the sensing magnet, and wherein the bobbin may in-
clude: a correction magnet installed on a side opposite
to a position where the sensing magnet is installed.
[0007] In some exemplary embodiments of the present
disclosure, the cover member may be formed of a ferro-
magnetic substance.
[0008] In some exemplary embodiments of the present
disclosure, the bobbin may be arranged at a position
where the sensing magnet does not interfere with the coil
unit.
[0009] In some exemplary embodiments of the present
disclosure, the sensing magnet may be arranged at a
position upper than the coil unit.
[0010] In some exemplary embodiments of the present
disclosure, a virtual line connecting a center of the sens-
ing magnet to a center of the correction magnet may pass
through a center of the bobbin.
[0011] In some exemplary embodiments of the present
disclosure, the sending magnet and the correction mag-
net may be arranged as not to face contact with the mag-
net.
[0012] In some exemplary embodiments of the present
disclosure, the location detection sensor may be a Hall
sensor.
[0013] In another general aspect of the present disclo-
sure, there is provided a camera module comprising: an
image sensor; a printed circuit board installed with the
image sensor; and a first lens moving device formed as
described in the above.
[0014] In still another general aspect of the present dis-
closure, there is provided a lens moving device compris-
ing: a bobbin; a first driving unit coupled to the bobbin; a
second driving unit configured to move the first driving
unit through an electromagnetic interaction with the first
driving unit; a sensing magnet disposed on one side of
the bobbin; a location detection sensor configured to
sense a location of the sensing magnet; and a correction
magnet disposed on an opposite side of the bobbin.
[0015] In some exemplary embodiments of the present

1 2 



EP 3 264 150 A1

3

5

10

15

20

25

30

35

40

45

50

55

disclosure, the sensing magnet and the correction mag-
net may be spaced at a distance symmetrical to a center
of the bobbin.
[0016] In some exemplary embodiments of the present
disclosure, a center of the bobbin may be located on a
virtual line connecting the sensing magnet and the cor-
rection magnet.
[0017] In some exemplary embodiments of the present
disclosure, the sensing magnet and the correction mag-
net may have a shape and size symmetrical to each oth-
er.
[0018] In some exemplary embodiments of the present
disclosure, the sensing magnet and the correction mag-
net may be disposed as to maintain a magnetic force
equilibrium between each other.
[0019] In some exemplary embodiments of the present
disclosure, the first driving unit and the sensing magnet
may be disposed as being spaced in a direction corre-
sponding to a direction of an optical axis of a lens module
coupled to an inner side of the bobbin.
[0020] In some exemplary embodiments of the present
disclosure, the lens moving device may further include:
a holder member disposed at an outer side of the bobbin,
the second driving unit coupled to the holder member;
and an elastic member configured to elastically connect
the bobbin and the holder member.
[0021] In some exemplary embodiments of the present
disclosure, the elastic member may include: an upper
elastic member configured to elastically connect an up-
per portion of the bobbin and an upper portion of the
holder member; and a lower elastic member configured
to elastically connect a lower portion of the bobbin and
a lower portion of the holder member.
[0022] In some exemplary embodiments of the present
disclosure, the second driving unit may be arranged at a
corner portion formed whereby a first side surface and a
second side surface of the holder member encounter with
each other, and the sensing magnet may be disposed
as being facing to the first side surface.
[0023] In some exemplary embodiments of the present
disclosure, the bobbin may include: a first outer circum-
ferential surface being facing to the first side surface; a
second outer circumferential surface being facing to the
second side surface; and a third outer circumferential
surface being facing to the corner portion, wherein the
sensing magnet is disposed on the first outer circumfer-
ential surface.
[0024] In some exemplary embodiments of the present
disclosure, the location detection sensor may be inserted
in a accommodation portion formed whereby a portion
of an outer circumferential surface of the holder member
is internally recessed.
[0025] In some exemplary embodiments of the present
disclosure, the lens moving device may further include:
a third driving unit configured to move the second driving
unit through an electromagnetic interaction with the sec-
ond driving unit; a base, the third driving unit coupled to
the base; and a support member configured to elastically

connect the holder member and the base.
[0026] In some exemplary embodiments of the present
disclosure, the first driving unit may include a first coil,
the second driving unit may include a magnet, and the
third driving unit may include a second coil.
[0027] In some exemplary embodiments of the present
disclosure, the bobbin may be movably supported, by
the elastic member, in a direction corresponding to a di-
rection of an optical axis of a lens module coupled to an
inner side of the bobbin with respect to the holder mem-
ber, and the holder member may be movably supported,
by the support member, in a direction different from a
direction of an optical axis of the lens module with respect
to the base.
[0028] In some exemplary embodiments of the present
disclosure, the support member may include four leaf
springs.
[0029] In some exemplary embodiments of the present
disclosure, the sensing magnet may include a pair of po-
larities (N, S) disposed on a surface opposite to the lo-
cation detection sensor.
[0030] In still another general aspect of the present dis-
closure, there is provided a camera module comprising:
a lens module; a bobbin, the lens module disposed on
an inner side of the bobbin; a first driving unit coupled to
the bobbin; a second driving unit configured to move the
first driving unit through an electromagnetic interaction
with the first driving unit; a sensing magnet disposed on
a side of the bobbin; a location detection sensor config-
ured to sense a location of the sensing magnet; and a
correction magnet disposed on another side of the bob-
bin.
[0031] In some exemplary embodiments of the present
disclosure, the camera module may further include: a
controller configured to move the bobbin by applying
electric power to the first driving unit, wherein the con-
troller may control the electric power applied to the first
driving unit by receiving a location of the sensing magnet
sensed by the location detection sensor.
[0032] In still another general aspect of the present dis-
closure, there is provided an optical apparatus compris-
ing: a main body; a display unit configured to display in-
formation, by being disposed on the main body; and a
camera module configured to photograph a picture or
motion picture, by being installed in the main body,
wherein the camera module may include: a lens module;
a bobbin, the lens module disposed on an inner side of
the bobbin; a first driving unit coupled to the bobbin; a
second driving unit configured to move the first driving
unit through an electromagnetic interaction with the first
driving unit; a sensing magnet disposed on a side of the
bobbin; a location detection sensor configured to sense
a location of the sensing magnet; and a correction mag-
net disposed on another side of the bobbin.
[0033] According to an exemplary embodiment of the
present disclosure, a location of the bobbin during auto-
focusing and handshake compensation operations may
be accurately detected, because the location of the sens-
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ing magnet may be detected by the location detection
sensor such as Hall sensor, by installing the sensing
magnet on an outer side surface of the bobbin.
[0034] In addition, a tiling of the bobbin to a side of the
cover member may be prevented, because an attractive
force formed between the sensing magnet attached on
the bobbin and the cover member made of a metallic
material may be offset by an attractive force formed be-
tween the correction magnet installed on a side opposite
to the sensing magnet and the cover member.

BRIEF DESCRIPTION OF THE DRAWINGS

[0035]

FIG. 1 is a schematic perspective view illustrating a
camera module according to an exemplary embod-
iment of the present disclosure.

FIG. 2 is an exploded perspective view of FIG. 1.

FIG. 3 is an enlarged perspective view illustrating a
bobbin of FIG. 2.

FIG. 4 is an enlarged perspective view illustrating a
holder member of FIG. 2.

FIG. 5 is an I-I sectional view of FIG. 1.

DETAILED DESCRIPTION

[0036] Hereinafter, an exemplary embodiment of the
present disclosure will be described with reference to the
enclosed drawings.
[0037] FIG. 1 is a schematic perspective view illustrat-
ing a camera module according to an exemplary embod-
iment of the present disclosure; FIG. 2 is an exploded
perspective view of FIG. 1; FIG. 3 is an enlarged per-
spective view illustrating a bobbin of FIG. 2; FIG. 4 is an
enlarged perspective view illustrating a holder member
of FIG. 2; and FIG. 5 is an I-I sectional view of FIG. 1.
[0038] As illustrated in FIGS. 1 and 2, a lens moving
device according to an exemplary embodiment of the
present disclosure may include a first lens driving unit (1)
and a second lens driving unit (2). Here, the first lens
driving unit (1) is a lens driving unit for auto-focusing func-
tion, and the second lens driving unit (2) is a lens driving
unit for handshake compensation function.
[0039] Meanwhile, hereinafter, a first driving unit (31)
may also refer to as a first coil (31), which is an example
of the first driving unit (31), and vice versa. In addition,
hereinafter, a second driving unit (41) may also refer to
as a magnet (41), which is an example of the second
driving unit (41), and vice versa. In addition, hereinafter,
a third driving unit (23) may also refer to as a second coil
(23), which is an example of the third driving unit (23),
and vice versa.
[0040] The first lens driving unit (1) may include a base

(20), a bobbin (30), a holder member (40) and a cover
member (60). The cover member (60) may form an outer
contour of the camera module. Otherwise, as illustrated
in the drawings, a holder member (40) supporting the
magnet (41) (to be described hereinafter) may be further
arranged an inner side of the cover member (60).
[0041] The base (20) may be coupled to the cover
member (60).
[0042] The bobbin (30) may be installed in an internal
space of the cover member (60), as being reciprocatively
movable in a direction of optical axis. A first coil (31) may
be installed in a coil accommodation portion (30a) formed
on an outer circumferential surface of the bobbin (30).
[0043] An upper (51) and a lower elastic member (52)
may be installed on an upper portion and a lower portion
of the bobbin (30), respectively. An end of the upper elas-
tic member (51) may be connected to the bobbin (30),
and another end of the upper elastic member (51) may
be coupled to the holder member (40), but not limited
hereto. The other end of the upper elastic member (51)
may be coupled to the cover member (60), as circum-
stances requires. The other end of the upper elastic mem-
ber (51) may be coupled to an upper surface or a lower
surface of the holder member (40), when coupled to the
holder member (40). An end of the lower elastic member
(52) may be connected to the bobbin (30), and another
end of the lower elastic member (51) may be coupled to
an upper surface of the base, or may be coupled to a
lower surface of the holder member (40). In addition, a
protrusion may be formed on a lower side of the base
(20) so as to couple the lower elastic member (52). A
hole or recess may be formed on the lower elastic mem-
ber (52), on a position corresponding to the position of
the protrusion, so as to fix the lower elastic member by
the coupling between the protrusion and the hole or re-
cess. In addition, an adhesive may be additionally used
for stronger coupling.
[0044] Meanwhile, as illustrated in FIG. 2, the upper
elastic member (51) may be provided as two springs in
a bi-divisional structure. The lower elastic member (52)
may be formed a single body, so as to function as a socket
for being applied with current. That is, the current applied
through a terminal (not illustrated in the drawings) may
be delivered through two springs of the upper elastic
member (52), and the delivered current may be applied
to the first coil (31) wound on the bobbin (30). To this
end, the upper elastic member (51) and the first coil (31)
may be conductively connected using a method such as
soldering, respectively. That is, both distal ends of the
two springs and the firt coil (31) may be electrically con-
nected using means such as soldering, Ag epoxy, weld-
ing, conductive epoxy, etc. However, the present disclo-
sure is not limited hereto. Otherwise, in a reverse way,
the lower elastic member (53) may be formed in a bi-
divisional structure, and the upper elastic member (51)
may be formed in a single body.
[0045] A bidirectional movement in a direction of an
optical axis by the bobbin (30) may be supported by the
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upper and the lower elastic member (51, 52). That is, the
bobbin (30) may be spaced from the base (20) at a pre-
determined distance so that the bobbin (30) can be con-
trolled to move upward and downward with an initial po-
sition of the bobbin (30) as a center. In addition, the initial
position of the bobbin (30) may be an upper surface of
the base (20), so that bobbin (30) can be controlled to
move only upward with an initial position of the bobbin
(30) as a center.
[0046] Meanwhile, the first coil (31) may be provided
as a coil block in a shape of ring, but not limited hereto.
That is, the first coil (31) may be directly wound on an
outer circumferential surface of the bobbin (30). As illus-
trated in FIG. 2, the first coil (31) may be installed at a
position near to a lower surface of the bobbin (30), and
may include a straight surface and a curved surface ac-
cording to a shape of the bobbin (30).
[0047] In addition, the first coil (31) formed as a coil
block may be in an angular shape, and may be in an
octagonal shape. That is, the first coil (31) may be all
formed of straight surfaces with no curved surface. This
is by consideration of electromagnetic interaction with
the magnet (41) disposed oppositely. That is, the elec-
tromagnetic force may be maximized when both surfaces
of the magnet (41) and the first coil (31) opposing to each
other are flat surfaces. However, the present disclosure
is not limited hereto. The surfaces of the magnet (41) and
the first coil (31) may be formed as all curved surfaces,
all flat surfaces, or one as curved surfaces and the other
as flat surfaces, according to its design specification.
[0048] In addition, the bobbin (30) may include a fist
surface flatly formed on a surface responding to the
straight surface of the first coil (31) and a second surface
roundly formed on a surface responding to the curved
surface of the first coil (31), so that the fist coil (31) can
be coupled to an outer circumferential surface of the bob-
bin (30), but not limited. That is, the second surface may
be also formed as a flat surface.
[0049] The holder member (40) may be formed as a
frame roughly in a shape of hexahedron. Coupling struc-
tures for the upper and the lower elastic member (51, 52)
to be coupled may be provide on an upper and a lower
surface of the holder member (40), respectively. A mag-
net (41) may be installed at four edge portions of the
holder member (40). Here, a accommodation portion (not
illustrated in the drawings) may be formed at a position
in which the magnet (41) is to be installed as illustrated
in FIG. 2. However, the present disclosure is not limited
hereto. That is, the magnet (41) may be adhesively fixed
directly to an inner circumferential surface of the holder
member (40). The magnet (41) may be fixed by bonding
on a side surface or on an edge of the holder member
(40), when the magnet (41) is directly fixed to the holder
member (40) in such way as described in the above.
[0050] In addition, according to an exemplary embod-
iment of the present disclosure, the lens moving device
may include only a cover member (60), without including
a separate holder member (40). The cover member (60)

may be formed of a metallic material which is a ferromag-
netic substance such as iron. In addition, the cover mem-
ber (60) may be provided in an angular shape when
viewed from the above, so as to cover a whole of the
bobbin (30). Here, the cover member (60) may be in a
quadrilateral shape as illustrated in FIGS 1 and 2. Oth-
erwise, although it is not illustrated in the drawings, the
cover member (60) may be provided in an octagonal
shape. In addition, the magnetic field emitted from edges
of the holder member (40) may be minimized, in case
that the cover member is in an octagonal shape when
viewed from the above and the magnet arranged at an
edge of the holder member (40) is in a trapezoid shape
when viewed from the above.
[0051] Meanwhile, the lens moving device according
to an exemplary embodiment of the present disclosure
may include a sensing unit for sensing motion of the bob-
bin (30).
[0052] The sensing unit may include a sensing magnet
(100) and a first location detection sensor (300). Here,
the first location detection sensor (300) may be installed
on the holder member (40).
[0053] The sensing magnet (100) may be formed
smaller and thinner than the magnet (41). As illustrated
in the drawings, the sensing magnet (100) may be po-
larized into an upper and a lower portion, but not limited
hereto. The sensing magnet (100) may be formed in a
variety of shapes such as square, triangle, polygon, cir-
cle, etc.
[0054] Meanwhile, the second driving unit (41) may be
arranged at a corner portion (40c) formed whereby a first
side surface (40a) and a second side surface (40b) of
the holder member (40) encounter with each other, and
the sensing magnet (100) may be disposed as being op-
posite to the first side surface (40a). In addition, the bob-
bin (30) may include a first outer circumferential surface
(30c) being opposite to the first side surface (40a), a sec-
ond outer circumferential surface (30d) being opposite
to the second side surface (40b), and a third outer cir-
cumferential surface (30e) being opposite to the corner
portion (40c). Here, the sensing magnet (100) may be
disposed on the first outer circumferential surface (30c).
That is, the sensing magnet (100) may be disposed not
opposite to the second driving unit (41). In other words,
the sensing magnet (100) may be so arranged as to min-
imize magnetic force effect with respect to the second
driving unit (41).
[0055] The sensing magnet (100) may be installed on
an outer circumferential surface of the bobbin (30). Ac-
cording to an exemplary embodiment of the present dis-
closure, the sensing magnet (100) may be fixed in a sens-
ing magnet reception area (30b) formed on the bobbin
(30) using such as adhesive, glue, etc. Here, the sensing
magnet reception area (30b) may be provided as a con-
cave groove concavely formed on an outer circumferen-
tial surface of the bobbin (30), but not limited hereto. The
sensing magnet reception area (30b) may be formed as
a rib on a position where the sensing magnet (100) can
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be arranged.
[0056] A concave depth of the sensing magnet recep-
tion area (30b) may be formed responding to a thickness
of the sensing magnet (100), or otherwise, may be formed
lower of higher than the thickness of the sensing magnet
(100). Therefore, the sensing magnet (100) may not be
protruded out of the guide, when the sensing magnet
(100) is fixed in the sensing magnet reception area (30b)
using such as adhesive, glue, etc.
[0057] In addition, the sensing magnet (100) may be
arranged at a position not interfering with the fist coil (31).
That is, when the first coil (31) is installed on a lower
portion of the bobbin (30) as illustrated in FIG. 3, the
sensing magnet (100) may be arranged on an upper por-
tion of the bobbin (30), or vice versa. This is in order to
so locate the first coil (31) as not to affect upward/down-
ward movement of the bobbin (30) in a direction of optical
axis. However, the sensing magnet (100) may also be
arranged between the first coil (31) and the bobbin (30),
or otherwise, may be arranged on an upper surface of
the first coil (31) being opposite to the cover member (60)
or the holder member (40).
[0058] The sensing magnet (100) may be so arranged
as not to be opposite to the magnet (41), as illustrated in
FIGS. 2 and 3. That is, the sensing magnet (100) may
be so arranged as to face a side wall of the holder member
(40), as not to be opposite to the magnet (41), because
four of the magnets (41) may be respectively installed at
internal edge portions of the holder member (40). The
reason of such arrangement of the sensing magnet (100)
as not to be opposite to the magnet (41) is, in order to
prevent interference between magnetic force change of
the sensing magnet (100) and magnetic force of the mag-
net (41) and to enable the first location detection sensor
to accurately feedback a motion of the bobbin (30). The
sensing magnet (100) may be arranged on an upper por-
tion or a lower portion of the magnet (41), as well as not
being opposite to the magnet (41).
[0059] In addition, the sensing magnet (100) may be
polarized into an upper and a lower portion. Therefore,
the first location detection sensor (300) may detect up-
ward/downward movement of the sensing magnet (100),
so as to accurately detect upward/downward movement
of the bobbin (30).
[0060] The first location detection sensor (300) may be
conductively connected to the circuit board (21), and may
output a location detection signal of the bobbin (30). How-
ever, the present disclosure is not limited hereto. A sep-
arate board may be arranged on a side wall of the holder
member (40), and may be conductively connected with
the first location detection sensor (300).
[0061] In addition, as illustrated in FIG. 4, the first lo-
cation detection sensor (300) may be inserted in a loca-
tion detection sensor accommodation portion (45)
formed on an outer circumferential surface of the holder
member (40). Here, an internal side of the side wall where
the accommodation portion (45) is formed may form a
concave area, so that a thickness of the holder member

(40) can become the thinnest part at the accommodation
portion (45). According to such structure, the distance
between the first location detection sensor (300) and the
sensing magnet (100) may be minimized, so that move-
ment of the bobbin (30) can be detected more accurately.
[0062] In addition, as illustrated in FIG. 2, a correction
magnet (200) may be installed on a surface opposite to
the surface on which the sensing magnet (100) is in-
stalled.
[0063] The correction magnet (200) may be installed
on an outer circumferential surface of the bobbin (30).
According to an exemplary embodiment of the present
disclosure, the correction magnet (200) may be fixed in
a correction magnet reception area (not illustrated in the
drawings) provided on the bobbin (30) using such as ad-
hesive. Here, the correction magnet reception area may
be provided as a concave groove concavely formed on
an outer circumferential surface of the bobbin (30), but
not limited hereto. The correction magnet reception area
may be formed as a rib on a position where the correction
magnet (200) can be arranged. The correction magnet
reception area may be provided in a same shape as that
of the sensing magnet reception area described in the
above. A concave depth of the correction magnet recep-
tion area may be formed responding to a thickness of the
correction magnet (200), or otherwise, may be formed
lower of higher than the thickness of the correction mag-
net (200). Therefore, the sensing magnet (100) may not
be protruded out of the guide, when the correction mag-
net (200) is fixed in the correction magnet reception area
using such as adhesive, glue, etc.
[0064] The sensing magnet (100) and the correction
magnet (200) may be provided in the same size. In ad-
dition, a center of the sensing magnet (100) may be
aligned with a center of the correction magnet (200). Ac-
cording to such structure, the attractive force generated
among the sensing magnet (100), the correction magnet
(200) and the cover member (60) may be offset with one
another, so that the center of the bobbin (30) is not tilting
by being attracted to the cover member (60) side. There-
fore, the bobbin (30) may not tilt to the cover member
(60) side and may be arranged near the center where
the attractive force among the sensing magnet (100), the
correction magnet (200) and the cover member (60) es-
tablish equilibrium. Thereby, the bobbin (30) may move
in a direction of optical axis, with the center of the bobbin
(30) aligned with the optical axis.
[0065] Meanwhile, an exemplary embodiment where
the sensing magnet (100) and the correction magnet
(200) are disposed as to be opposite to a flat straight
surface of the cover member (60) is described in the
above. However, the present disclosure is not limited
hereto. For example, the sensing magnet (100) and the
correction magnet (200) may be disposed as to be op-
posite to an edge of the cover member (60).
[0066] The first lens driving unit (1) may be formed as
described in the above. Otherwise, the first lens driving
unit (1) may be replaced with an optical system imple-
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menting another auto-focusing function than the struc-
ture described in the above. That is, the first lens driving
unit (1) may be formed of an optical module using a sin-
gle-lens moving actuator or an actuator of variable reac-
tive index type, instead of using an auto-focusing actuator
of voice coil motor type. That is, any kind of optical actu-
ator which is able to perform auto-focusing function may
be used in the first lens driving unit (1).
[0067] Meanwhile, the second lens driving unit (2) is a
lens driving unit for handshake compensation function.
The second lens driving unit (2) may include a first lens
driving unit (1), a base (20), a support member (42), a
first and a second circuit board (21, 22), a second coil
(23) and a second location detection sensor (21a).
[0068] A control element to drive the lens moving de-
vice may be installed on the first circuit board (21). A
second coil (23) in a pattern shape may be formed on
the second circuit board (22). The first and the second
circuit board (21, 22) may be conductively connected to
each other. The second circuit board (22) may be ar-
ranged by being laminated on an upper side of the first
circuit board (21). However, the present disclosure is not
limited hereto. The second lens driving unit (2) may in-
clude only the first circuit board (21), omitting the second
circuit board (22). In such case, the second coil (23) may
be assembled on the first circuit board (21) as a separate
component.
[0069] The second coil (23) may move by shifting the
whole of the first lens driving unit (1) in a direction of a
flat surface perpendicular to the optical axis, through an
interaction with the magnet (41). As illustrated in FIG. 2,
the second coil (23) may be formed on the second circuit
board (22) by a pattern coil method. The second coil (23)
may be arranged at each of edge portions of the second
circuit board (22), as a position responding to a bottom
surface of the magnet (41).
[0070] As illustrated in FIG. 2, the second location de-
tection sensor (21a) may be installed on the first circuit
board (21), but not limited hereto. The second location
sensor (21a) may be arranged separately as an inde-
pendent component, or otherwise, may be arranged on
the second circuit board (22). Here, the second location
detection sensor (21a) may detect movement of the hold-
er member (40) in which the magnet (41) is installed, in
a direction perpendicular to the optical axis.
[0071] According to such exemplary embodiment of
the present disclosure as described in the above, the
time required for auto-focusing operation and handshake
compensation may be reduced, because movement of
the bobbin (30) in a direction of optical axis may be re-
ceived as a feedback using the sensing magnet (100).
[0072] In addition, according to an exemplary embod-
iment of the present disclosure, the auto-focusing func-
tion may be performed more accurately and rapidly with-
out risk of degradation of response characteristic, be-
cause the first coil (31) may operate while being wound
on the bobbin (30), the sensing magnet (100) smaller
than the magnet for auto-focusing function may be in-

stalled on the bobbin (30), and the first location detection
sensor (300) may be arranged by adhering to a side wall
of the lens moving device.
[0073] In particular, according to an exemplary embod-
iment of the present disclosure, the bobbin (30) may
maintain a constant position with respect to the center of
the cover member (60), because the correction magnet
(200) having the same size and magnetic force as those
of the sensing magnet (100) may be installed with their
centers aligned on an opposite side of the bobbin (30),
so that the bobbin (30) is not eccentric to the cover mem-
ber (60) side.
[0074] Meanwhile, according to an exemplary embod-
iment of the present disclosure, the lens driving device
having the sensing magnet (100) and the correction mag-
net (200) formed as illustrated in FIGS. 1 to 5 may be
controlled in a single direction, and may also controlled
bi-directionally. That is, the base (20) and the bobbin (30)
may be arranged by adhering onto their initial position.
For example, a stopper (25) may be form the initial po-
sition by being protruded on the base (20) side and con-
tacting with a bottom surface of the bobbin (30). Other-
wise, although it is not illustrated in the drawings, the
stopper may be protruded on the bottom surface of the
bobbin (30) and may be arranged by contacting with an
upper surface of the base (20). In such case, a predeter-
mined prepress may be applied to the upper and the low-
er elastic member (51, 52), so that the initial position of
the bobbin (30) can adhere to the base (20). Thus, the
bobbin (30) may move upward by the electromagnetic
interaction, when electric power is applied. On the con-
trary, the bobbin (30) may return to the initial position by
the restoring force of the upper and the lower elastic
member (51, 52), when the electric power is shut off.
[0075] Otherwise, the base (20) and the bobbin (30)
may be arranged by being spaced from the initial position
at a predetermined distance. In such case, the upper and
lower elastic member (51, 52) may be formed in a flat
shape with no prepress applied. Otherwise, the upper
and lower elastic member (51, 52) may be formed with
a predetermined prepress applied. In such case, the bob-
bin (30) may move upward or downward according to the
polarity of current, when the electric power is applied in
the initial state where the bobbin (30) is spaced from the
base (20) at a predetermined distance. That is, the bobbin
(30) may move upward with the initial position as a stand-
ard, when constant current is applied. In addition, the
bobbin (30) may move downward with the initial position
as a standard, when reverse current is applied.
[0076] As described in the above, according to an ex-
emplary embodiment of the present disclosure, time re-
quired for auto-focusing operation may be minimized, be-
cause more accurate position of the bobbin (30) can be
detected using the sensing magnet (100), when perform-
ing auto-focusing function by controlling the bobbin (30)
to move upward or downward. In particular, the correction
magnet (200) installed at a side opposite to the sensing
magnet (100) may offset the attractive force between the
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sensing magnet (100) and the cover member (60), so
that the bobbin (30) can move while keeping coaxial with
the cover member (60) as far as possible.
[0077] The camera module may include a lens moving
device formed as described in the above, a lens barrel
(32) coupled to the bobbin (30), an image sensor (11)
and a printed circuit board (10). Here, the image sensor
(11) may be mounted on the printed circuit board (10).
The printed circuit board (10) may be form a bottom sur-
face of the camera module.
[0078] The bobbin (30) may include a lens barrel. At
least one lens may be installed in the lens barrel. The
lens barrel may be screw-coupled to an inside of the bob-
bin (30), but not limited hereto. The lens barrel may be
fixed to an inside of the bobbin (30) by other means than
the screw-coupling, or otherwise, one or more lenses
may be integrally formed with the bobbin (30) as a single
body. The lens may be formed of a single piece, or oth-
erwise, may be formed of two or more lenses composing
an optical system.
[0079] An infrared cut-off filter may be additionally in-
stalled at a positon responding to the image sensor (11)
on the base (20). The base (20) may be coupled to the
holder member (40). In addition, the base (20) may sup-
port a lower side of the holder member (40). A separate
terminal member may be installed on the base (20), in
order for conductivity with the printed circuit board (10).
The terminal may be integrally formed with the base (20)
using such as surface electrodes. Meanwhile, the base
(20) may function as a sensor holder to protect the image
sensor (11). In such case, a protrusion may be formed
in a downward direction along a side surface of the base
(20). However, this is not an essential structure. There-
fore, although it is not illustrated in the drawings, a sep-
arate sensor holder may be arranged at a lower portion
of the base (20) and function as the sensor holder.
[0080] The abovementioned exemplary embodiments
are intended to be illustrative, and not to limit the scope
of the claims. Many alternatives, modifications, varia-
tions, and equivalents will be apparent to those skilled in
the art. The features, structures, methods, and other
characteristics of the exemplary embodiments described
herein may be combined in various ways to obtain addi-
tional and/or alternative exemplary embodiments within
an equivalent scope. Therefore, the technical scope of
the rights for the present disclosure shall be decided by
the claims.
[0081] The present application discloses the following
Items.

Item 1. A lens moving device comprising:

a bobbin 30;

a first driving unit 31 coupled to the bobbin 30;

a second driving unit 41 configured to move the
first driving unit 31 through an electromagnetic

interaction with the first driving unit 31;

a sensing magnet 100 disposed on one side of
the bobbin 30;

a location detection sensor 300 configured to
sense a location of the sensing magnet 100; and

a correction magnet 200 disposed on an oppo-
site side of the bobbin 30.

Item 2. The lens moving device of Item 1, wherein
the sensing magnet 100 and the correction magnet
200 are spaced at a distance symmetrical to a center
of the bobbin 30.

Item 3. The lens moving device of Items 1 or 2,
wherein a center of the bobbin 30 is located on a
virtual line connecting the sensing magnet 100 and
the correction magnet 200.

Item 4. The lens moving device of any one of Items
1 to 3, wherein the sensing magnet 100 and the cor-
rection magnet 200 have a shape and size symmet-
rical to each other.

Item 5. The lens moving device of any one of Items
1 to 4, wherein the sensing magnet 100 and the cor-
rection magnet 200 are disposed as to maintain a
magnetic force equilibrium between each other.

Item 6. The lens moving device of any one of Items
1 to 5, wherein the first driving unit 31 and the sensing
magnet 100 are disposed as being spaced in a di-
rection corresponding to a direction of an optical axis
of a lens module coupled to an inner side of the bob-
bin 30.

Item 7. The lens moving device of any one of Items
1 to 6, further comprising:

a holder member 40 disposed at an outer side
of the bobbin 30, the second driving unit 41 cou-
pled to the holder member 40; and

an elastic member 51, 52 configured to elasti-
cally connect the bobbin 30 and the holder mem-
ber 40.

Item 8. The lens moving device of Item 7, wherein
the second driving unit 41 is arranged at a corner
portion 40c formed whereby a first side surface 40a
and a second side surface 40b of the holder member
40 encounter with each other, and
the sensing magnet 100 is disposed as being facing
to the first side surface 40a.

Item 9. The lens moving device of Item 8, wherein
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the bobbin 30 includes:

a first outer circumferential surface 30c being
facing to the first side surface 40a;

a second outer circumferential surface 30d be-
ing facing to the second side surface 40b; and

a third outer circumferential surface 30e being
facing to the corner portion 40c,

wherein the sensing magnet 100 is disposed on
the first outer circumferential surface 30c.

Item 10. The lens moving device of any one of Items
7 to 9, wherein the location detection sensor 300 is
inserted in a accommodation portion 45 formed
whereby a portion of an outer circumferential surface
of the holder member 40 is internally recessed.

Item 11. The lens moving device of any one of Items
7 to 10, further comprising:

a third driving unit 23 configured to move the
second driving unit 41 through an electromag-
netic interaction with the second driving unit 41;

a base 20, the third driving unit 23 coupled to
the base 20; and

a support member 42 configured to elastically
connect the holder member 40 and the base 20.

Item 12. The lens moving device of Item 11, wherein
the first driving unit 31 includes a first coil,
the second driving unit 41 includes a magnet, and
the third driving unit 23 includes a second coil.

Item 13. The lens driving device of Items 11 or 12,
wherein the bobbin 30 is movably supported, by the
elastic member 51, 52, in a direction corresponding
to a direction of an optical axis of a lens module cou-
pled to an inner side of the bobbin 30 with respect
to the holder member 40, and
the holder member 40 is movably supported, by the
support member 42, in a direction different from a
direction of an optical axis of the lens module with
respect to the base 20.

Item 14. A camera module comprising:

the lens driving device of Item 1; and

a lens module coupled to on an inner side of the
bobbin 30 of the lens driving device.

Item 15. An optical apparatus comprising:

the camera module of Item 14;

a main body, the camera module installed in the
main body; and

a display unit configured to display information,
by being disposed on the main body.

Claims

1. A lens moving device comprising:

a bobbin (30);
a holder member (40) disposed at an outer side
of the bobbin (30);
a base (20) disposed below the holder member
(40);
a cover member (60) coupled to the base (20);
a first coil (31) coupled to the bobbin (30);
a driving magnet (41) disposed on a lower por-
tion of the holder member (40) and facing the
first coil (31);
a second coil (23) disposed on the base (20)
and facing the driving magnet (41);
an elastic member (51, 52) configured to con-
nect the bobbin (30) and the holder member
(40);
a support member (42) configured to support
the holder member (40);
a sensing magnet (100) disposed in a sensing
magnet reception area (30b) provided as a
groove concavely formed on an outer circumfer-
ential surface of the bobbin (30);
a location detection sensor (300) disposed on
an upper portion of the holder member (40) and
facing the sensing magnet(100); and
a correction magnet (200) disposed on an op-
posite side of the sensing magnet reception area
(30b) of the bobbin (30), characterized in that
the location detection sensor (300) is disposed
in an accommodation portion (45) formed
whereby a portion of the holder member (40) is
recessed,
in that the first coil (31) is disposed on a lower
portion of the bobbin (30), and the sensing mag-
net (100) is arranged on an upper portion of the
bobbin (30); and
in that the sensing magnet (100) and the cor-
rection magnet (200) are disposed as to be op-
posite to an corner edge of the cover member
(60).

2. The lens moving device of claim 1, wherein the lo-
cation detection sensor (300) is disposed in an ac-
commodation portion (45) which is recessed at a por-
tion of the holder member (40).
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3. The lens moving device of claim 1, wherein the sens-
ing magnet (100) is fixed in the sensing magnet re-
ception area (30b) formed on the bobbin using an
adhesive or a glue.

4. The lens moving device of claim 1, wherein a depth
of the sensing magnet reception area (30b) is con-
cavely formed as responding to a thickness of the
sensing magnet (100).

5. The lens moving device of claim 1, wherein a depth
of the sensing magnet reception area (30b) is formed
as smaller than the thickness of the sensing magnet
(100).

6. The lens moving device of claim 1, wherein the lo-
cation detection sensor (300) is conductively con-
nected to a circuit board (21), and outputs a location
detection signal of the bobbin (30).

7. The lens moving device of claim 1, wherein the sens-
ing magnet (100) and the correction magnet (200)
are spaced at a distance symmetrical to a center of
the bobbin (30).

8. The lens moving device of claim 1, wherein a center
of the bobbin (30) is located on a virtual line connect-
ing the sensing magnet (100) and the correction
magnet (200).

9. The lens moving device of claim 1, wherein the sens-
ing magnet (100) and the correction magnet (200)
have a shape and a size symmetrical to each other.

10. The lens moving device of claim 1, wherein the first
coil (31) and the sensing magnet (100) are disposed
as being spaced in a direction corresponding to a
direction of an optical axis of a lens module config-
ured to be coupled to an inner side of the bobbin (30).

11. The lens moving device of claim 1, wherein the bob-
bin (30) is movably supported, by the elastic member
(51, 52), in a direction corresponding to a direction
of an optical axis of a lens module coupled to an
inner side of the bobbin (30) with respect to the holder
member (40), and the holder member (40) is mova-
bly supported, by the support member (42), in a di-
rection different from a direction of an optical axis of
the lens module with respect to the base (20).

12. A camera module comprising:

the lens moving device of claim 1; and

a lens module coupled to on an inner side of the
bobbin (30) of the lens moving device.

13. An optical apparatus comprising:

the camera module of claim 12;
a main bodyin which the camera module is in-
stalled; and
a display unit configured to display information,
by being disposed on the main body.
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