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Description 

The  invention  relates  to  a  method  of  controlling 
a  static  power  converter  arranged  to  interchange 
power  between  a  power  source  and  an  AC  power 
bus,  the  method  comprising  the  steps  of 

supplying  real  and  reactive  power  commands, 
generating  a  signal  proportional  to  the  AC  volt- 

age  of  the  AC  power  bus, 
utilizing  the  said  commands  and  the  said  signal 

to  generate  internal  voltage  and  phase  commands 
for  the  converter,  and 

supplying  the  internal  voltage  and  phase  com- 
mands  to  the  converter  to  control  the  interchange 
of  power  through  the  converter  between  the  power 
source  and  the  AC  power  bus. 

A  wide  variety  of  prior  art  systems  for  control- 
ling  power  interchange  between  first  and  second 
sources  are  available.  Controllers  associated  with 
these  prior  art  systems  utilize  various  feedback 
techniques  to  generate  the  signals  for  controlling 
an  associated  static  power  converter.  Interacting 
watt  and  VAR  regulators  associated  with  typical 
prior  art  controllers  cause  the  system  to  respond 
slowly  to  changes.  These  characteristics  could  lead 
to  instability  and  short  term  overload  conditions. 
These  and  other  undesirable  features  of  the  prior 
art  controllers  are  substantially  overcome  by  the 
controller  which  is  the  subject  matter  of  this  inven- 
tion. 

A  prior  art  patent  search  was  made  before  this 
patent  application  was  prepared.  During  the  search 
U.S.  Patents  4,703,193;  4,363,064;  4,272,816; 
4,251,736;  4,252,735;  3,988,661;  3,950,689; 
3,838,330;  3,424,971  :  2,872,635  and  847,974  were 
noted  as  being  of  interest. 

U.S.  Patents  4,251,736  and  4,252,735  illustrate 
prior  art  systems  for  interchanging  electric  power 
between  two  sources.  Overcurrent  protection  is  il- 
lustrated  by  U.S.  Patent  4,363,064.  Power  inter- 
change  systems  which  include  compensation  for 
power  factor  are  illustrated  by  U.S.  Patent 
3,838,330.  Additionally  U.S.  Patent  3,750,004  not 
noted  during  the  search,  illustrates  a  static  power 
converter  of  the  type  useful  in  practicing  the 
present  invention. 

US-A-4  251  736  describes  a  method  of  the 
kind  defined  hereinbefore  at  the  beginning.  To  car- 
ry  out  the  method,  US-A-4  251  736  discloses  a 
controller  system  for  a  static  power  converter  con- 
sisting  of  an  inverter  controlled  by  a  switching 
waveform  generator  and  having  at  its  output  a 
paralleling  impedance  for  filtering  the  switched 
waveform  generated  by  the  inverter  when  powered 
by  a  power  source  comprising  an  electrochemical 
cell.  The  paralleling  impedance  supplies  a  power 
grid  with  a  sinusoidal  voltage  of  controlled  am- 
plitude  and  phase.  This  AC  voltage  is  detected  and 

supplied  to  a  voltage  controller  in  the  controller 
system,  which  also  includes  a  phase  controller. 
The  voltage  controller  and  the  phase  controller 
supply,  respectively,  voltage  and  phase  commands 

5  to  the  switching  waveform  generator  of  the  con- 
verter.  Real  and  reactive  power  commands  pro- 
vided  by  settable  potentiometers  are  supplied  to 
respective  subtracting  means  in  the  controller  sys- 
tem,  together  with  signals  representing  the  real  and 

io  reactive  power  in  the  power  interchange  between 
the  converter  and  the  power  grid  from  a  Watt  and 
VAR  detector.  The  reactive  power  difference  signal 
is  supplied  as  an  input  to  the  voltage  controller, 
and  the  real  power  difference  is  supplied  as  an 

75  input  to  the  phase  controller,  which  also  receives  a 
signal  representative  of  the  phase  of  the  paralleling 
impedance.  For  a  selected  set  of  circuit  param- 
eters,  in  particular  requiring  the  inductance  of  the 
paralleling  impedance  to  be  limited,  the  real  power 

20  and  the  reactive  power  can  be  controlled  indepen- 
dently  by  voltage  and  phase  of  the  fundamental 
voltage  waveform  from  the  output  of  the  inverter. 
However,  if  the  inductance  in  the  paralleling  imped- 
ance  is  increased,  the  real  power  and  reactive 

25  power  isoquants  lose  their  orthogonal  relationship 
so  that  they  are  no  longer  independent  and  isolated 
from  each  other,  and  in  the  extreme  move  toward  a 
slope  of  45  degrees. 

According  to  the  present  invention,  a  method 
30  the  kind  defined  hereinbefore  at  the  beginning  is 

characterised  by  utilizing  the  said  power  com- 
mands  and  the  said  signal  in  a  mathematical  model 
of  the  power  interchange  between  the  power 
source  and  the  AC  power  bus  so  as  to  generate  in- 

35  phase  and  quadrature  voltage  commands  and  to 
combine  the  said  voltage  commands  with  the  said 
signal  in  generating  the  internal  voltage  and  phase 
commands. 

The  invention  also  provides  a  controller  for  a 
40  static  power  converter  arranged  to  interchange 

power  between  a  power  source  and  an  AC  power 
bus,  the  controller  comprising: 

input  means  for  receiving  real  and  reactive 
power  commands; 

45  sensing  means  for  generating  a  signal  propor- 
tional  to  the  AC  voltage  of  the  AC  power  bus;  and 

signal  generating  means  for  so  utilizing  the 
said  commands  and  the  said  signal  as  to  generate 
and  apply  to  the  converter  internal  voltage  and 

50  phase  commands  to  control  interchange  of  power 
through  the  converter  between  the  power  source 
and  the  AC  power  bus,  characterised  in  that  the 
signal  generating  means  includes  means  for  pro- 
ducing  in-phase  and  quadrature  voltage  com- 

55  mands,  and  means  for  combining  the  said  voltage 
commands  with  the  said  signal  to  generate  the 
internal  voltage  and  phase  commands. 
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A  preferred  embodiment  of  the  invention  takes 
the  form  a  controller  for  controlling  the  interchange 
of  electrical  power  between  first  and  second  sour- 
ces  using  a  conventional  static  power  converter 
coupled  between  the  first  and  second  voltage  sour- 
ces,  with  the  controller  operating  the  static  power 
converter  to  maintain  power  interchanges  between 
the  voltage  sources  at  the  desired  level.  [As  used 
herein,  the  term  "Power"  is  intended  to  include 
true  power  (called  "real  power")  measured  in  watts 
and  reactive  volt-amperes  (called  "reactive  power") 
measured  in  VARs].  A  feed  forward  controller 
which  implements  a  mathematical  model  of  the 
static  power  converter  calculates  command  signals 
which  regulate  the  static  power  converter  such  that 
its  internal  voltage  matches  an  instantaneous  utility 
voltage  in  amplitude  and  phase.  Desired  inter- 
changes  of  real  and  reactive  power  are  accom- 
plished  by  modifying  the  magnitude  and  phase  of 
the  matched  internal  voltage  generated  by  the  stat- 
ic  power  converter. 

In  a  typical  application  the  static  power  con- 
verter  regulates  the  interchange  of  power  between 
a  non-conventional  energy  source  and  a  standard 
commercial  60  cycle  AC  utility  bus.  Non-conven- 
tional  energy  sources  which  may  be  used  include 
but  are  not  limited  to  photovoltaic  sources,  electro- 
chemical  cells,  fuel  cells  and  superconducting 
magnets. 

Generally,  the  controller  responds  to  external 
command  signals  and  produces  first  and  second 
command  signals  which  control  the  amplitude  and 
phase  of  the  voltage  generated  by  the  static  power 
converter  to  assure  that  the  desired  power  inter- 
change  occurs.  The  controller  utilizes  a  mathemat- 
ical  model  of  the  static  power  converter  output 
impedance  to  provide  for  independent  non-interact- 
ing  control  of  the  real  and  the  reactive  power 
interchanged.  Decoupling  of  the  controls  permits 
the  speed  of  response  of  the  static  power  converter 
to  be  set  by  the  controller  at  any  reasonable  value 
without  encountering  instability  or  short  term  over- 
load  problems. 

An  important  feature  of  the  controller  is  the 
rapid  feed  forward  of  the  present  value  of  utility 
bus  voltage  to  adjust  the  commanded  value  of  the 
static  power  converter  internal  voltage.  This  causes 
the  internal  voltage  of  the  static  power  converter  to 
follow  dips  or  transients  of  the  utility  bus  voltage, 
preventing  static  power  converter  overcurrents  due 
to  utility  bus  voltage  transients. 

Specifically,  non-interacting  calculated  signals 
representative  of  the  real  and  reactive  current  nec- 
essary  to  achieve  the  desired  level  of  interchanged 
power  are  combined  to  generate  command  signals 
which  specify  the  magnitude  and  phase  of  the 
internal  voltage  of  the  static  power  converter.  Ex- 
cept  for  signals  to  limit  the  maximum  values  of 

command  signals,  feed  back  signals  are  limited  to 
those  indicating  real  and  reactive  power  inter- 
changes.  Such  a  controller  can  be  implemented 
entirely  in  software,  entirely  in  hardware  or  a  com- 

5  bination  thereof.  As  indicated  above,  the  disclosed 
controller  may  use  a  prior  art  static  power  con- 
verter.  Thus,  the  improved  performance  of  the  dis- 
closed  system  is  attributable  to  the  controller  and 
the  control  techniques  incorporated  therein. 

io  The  static  power  converter  and  the  controller 
may  be  used  without  an  auxiliary  power  source  to 
provide  reactive  power  interchange  with  the  utility 
bus.  The  controller  may  also  be  used  to  control 
prior  art  AC  to  AC  converters  when  used  to  ex- 

15  change  real  and  reactive  power  with  a  conventional 
AC  utility  bus. 

The  invention  will  now  be  describe  by  way  of 
example  with  reference  to  the  accompanying  draw- 
ings,  in  which:- 

20  Figure  1  is  a  functional  block  diagram  of  appara- 
tus  embodying  this  invention. 
Figure  2  is  a  voltage  vector  diagram  illustrating 
the  operation  of  the  controller  in  the  apparatus 
of  Figure  1  . 

25  Figure  3  is  an  equivalent  circuit  of  the  power 
interchange  portion  of  the  apparatus  of  Figure  1  . 
Figures  4,  5,  and  6  are  vector  diagrams  repre- 
senting  the  power  interchange  between  the  stat- 
ic  power  converter  and  the  utility  bus  in  the 

30  apparatus  of  Figure  1  . 
Figure  7  is  a  block  diagram  of  a  second  em- 
bodiment  of  a  controller  according  to  the  inven- 
tion. 

35 DETAILED  DESCRIPTION 

The  system  comprising  the  preferred  embodi- 
ment  of  the  invention  is  illustrated  in  Figure  1  as 
used  to  interchange  power  between  an  auxiliary 

40  power  source,  such  as  DC  Power  Source  32,  and  a 
conventional  electric  utility  bus  30.  Voltage  relation- 
ships  relating  to  the  interchange  of  power  and  an 
equivalent  circuit  of  the  power  interchange  portion 
of  the  system  are  respectively  illustrated  in  Figure 

45  2  and  Figure  3. 
Power  is  interchanged  through  a  conventional 

static  power  converter  34.  Static  power  converter 
34  may  be  of  the  general  design  disclosed  in  U.S. 
Patent  Number  3,750,004  or  one  of  similar  type, 

50  and  may  be  modified  to  include  more  or  fewer 
steps  in  the  waveform  generating  portion  of  the 
system. 

In  this  patent  application  a  capital  letter  which 
may  be  followed  by  one  or  more  lower  case  letters 

55  included  in  quotation  marks  is  used  to  represent  a 
variable.  For  example  "Vi"  represents  the  internal 
voltage  generated  by  the  static  power  converter  34. 
Command  signals  specifying  a  variable  are  repre- 

3 
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sented  by  the  variable  followed  by  an  asterisk.  For 
example  the  command  signal  specifying  the  vari- 
able  "Vi"  is  "VP".  Additionally,  for  purposes  of 
convenience  the  Greek  letters  used  in  the  drawings 
are  replaced  with  the  words,  "gamma"  and  "phi"  in 
the  text. 

In  order  to  assure  that  the  desired  power  inter- 
change  between  the  utility  bus  and  the  auxiliary 
power  source  32  occurs,  it  is  necessary  to  control 
both  the  amplitude  and  phase  of  the  internal  volt- 
age  "Vi"  generated  by  the  static  converter  34.  To 
accomplish  this,  a  voltage  command  signal  "Vi*" 
specifying  the  voltage  magnitude  of  the  internal 
voltage  of  the  static  power  converter  34  is  coupled 
from  the  controller  to  the  static  converter  34  via  a 
lead  36.  Similarly,  a  phase  command  signal  "phi  P" 
specifying  the  phase  "phi  i"  of  "Vi"  is  coupled  to 
the  static  power  converter  34  via  a  second  lead  38. 
Reference  is  made  to  Figure  6  of  U.S.  Patent 
Number  3,750,004  illustrating  a  usable  embodiment 
of  the  static  power  converter,  where  the  signal 
labeled  "Digital  Voltage  Command"  corresponds  to 
"Vi*"  in  the  present  specification,  and  the  signal 
labeled  "Digital  Reference  Ramp  Command"  cor- 
responds  to  "phi  P"  in  the  present  specification. 

A  primary  function  of  the  controller  utilized  by 
the  system  comprising  the  invention,  is  to  generate 
these  command  signals  in  a  new  and  novel  manner 
which  improves  the  time  response  of  the  system 
while  providing  accurate  control  of  both  the  real 
and  reactive  power  components  of  the  power  inter- 
changed  via  the  static  power  converter  34.  If  the 
real  component  of  the  power  interchanged  is  re- 
duced  to  zero,  reactive  power  still  may  be  inter- 
changed. 

Feedback  signals  for  the  controller  are  pro- 
vided  by  voltage  and  current  sensors  80  and  watt 
and  VAR  sensors  90.  Watt  and  VAR  sensors  90 
calculate  polyphase  real  and  reactive  power,  pro- 
ducing  ripple-free  signals  proportional  to  watts  and 
VARS  at  the  interconnection  between  the  static 
power  converter  34  and  the  utility  bus  30.  Watt  and 
VAR  sensors  90  are  preferably  of  the  well  known 
cross  product  type.  Watt  and  VAR  signals  are 
coupled  to  the  controller  by  conductors  96  and  98. 

Typically  voltage  and  current  sensors  80  sense 
high  level  AC  signals  and  output  low  level  AC 
signals.  These  AC  output  signals,  proportional  to 
voltage  and  current,  are  converted  to  DC  signals 
and  scaled  to  a  suitable  level  by  first  and  second 
AC/DC  converters,  86  and  88.  These  AC/DC  con- 
verters  are  preferably  of  a  type  producing  zero 
ripple  for  balanced  polyphase  currents  or  voltages. 
Such  converters  can  be  implemented  by  the 
square  root  of  the  sum  of  the  squares  of  the  phase 
quantities.  Because  of  the  ripple-free  nature  of  the 
output  essentially  no  filters  or  integrators  are  ap- 
plied  to  the  output  signals  of  these  converters. 

Thus  the  response  of  the  real  and  reactive  power 
regulators  is  not  limited  by  delays  in  the  sensed 
parameters. 

The  controller  for  real  and  reactive  power  inter- 
5  change  acts  through  two  sets  of  intermediate  com- 

mands  to  generate  the  ultimate  commands  "Vi*" 
for  the  magnitude  of  internal  voltage  and  for  "phi 
P"  its  instantaneous  phase.  The  first  set  of  inter- 
mediate  commands  specifies  the  real  and  reactive 

io  components,  "Ip"  and  "Iq"  of  the  interchange  cur- 
rent  "It".  These  intermediate  current  commands 
are  designated  "Ip*"  and  "Iq*".  The  second  set  of 
intermediate  commands  specifies  the  in-phase  and 
quadrature  components  of  the  voltage  across  the 

is  out  put  impedance  of  the  static  power  converter  34 
and  are  designated  "Vd*"  and  "Vq*".  Adding  "Vd*" 
to  the  amplitude  of  the  utility  bus  voltage  "Vu" 
produces  the  internal  voltage  command  "Vi*". 

The  relationships  between  voltages  "Vd", 
20  "Vq",  "Vi",  and  gamma  are  vectorially  illustrated  in 

Figure  2.  Voltage  vectors,  "Vd"  and  "Vq",  repre- 
sent  the  voltage  across  the  converter  output  imped- 
ance  "Zo".  Since  "Vq"  is  defined  as  the  compo- 
nent  at  90  degrees  to  "Vu"  and  "Vd"  is  defined  as 

25  the  component  in  phase  with  "Vu",  practical  values 
of  "Vq"  will  have  only  a  small  effect  on  the  am- 
plitude  of  the  vector  sum  "Vi"  ="Vu"  +"Vd" 
+  "Vq".  Calculations  can  be  simplified  by  repre- 
senting  the  magnitude  of  "Vi"  as  the  scalar  sum  of 

30  "Vu"  and  "Vd".  The  angle  between  the  utility 
phase  position,  "phi  u",  and  the  phase  position  of 
the  internal  voltage  "phi  i"  is  denoted  "gamma". 
Phase  angle  "gamma"  is  calculated,  as  subse- 
quently  described. 

35  Figure  3  is  an  equivalent  circuit  of  the  power 
interchange  portion  of  the  system  illustrated  in  Fig- 
ure  1.  Resistive  element,  "Ro"  and  a  reactance, 
"Xo",  correspond  to  the  resistive  and  the  reactive 
components  of  the  internal  impedance  of  the  static 

40  power  converter  34.  The  vector  sum  of  these  im- 
pedances  is  designated  as  impedance  "Zo". 

Connecting  the  static  power  converter  34  to  the 
utility  bus  30,  as  illustrated  in  Figure  3,  causes  a 
power  interchange  corresponding  to  the  inter- 

45  change  current,  "It".  The  power  interchange  cur- 
rent  is  the  vector  sum  of  the  real  and  the  quadra- 
ture  current  components,  "Ip"  and  "Iq".  Generation 
of  the  desired  power  interchange  current  requires 
that  the  internal  voltage  "Vi"  of  the  static  power 

50  converter  34  have  the  correct  amplitude  and  phase 
angle  "gamma"  with  respect  to  the  utility  voltage. 
Power  interchange  current  "It"  results  from  a  vec- 
tor  difference  voltage  "Vu"-"Vi"  being  imposed 
across  the  impedance  "Zo".  The  magnitude  and 

55  phase  of  the  power  interchange  current  "It"  is 
determined  by  this  voltage  difference  divided  by 
the  net  output  impedance  "Zo"  of  the  static  power 
converter  34. 

4 



7 EP  0  436  627  B1 8 

Figures  4  through  6  are  diagrams  respectively 
indicating  the  phase  relationship  between  the  inter- 
nal  voltage  "Vi"  generated  by  the  static  power 
converter  34  and  the  utility  bus  voltage  "Vu"  for 
situations  in  which  real  power  is  interchanged,  re- 
active  power  is  interchanged  and  the  general  case 
where  both  reactive  and  real  power  is  interchan- 
ged. 

More  specifically,  Figure  4  illustrates  the  case 
in  which  substantially  all  of  the  power  interchanged 
is  real.  This  real  power  is  the  result  of  the  current 
"Ip"  in  phase  with  voltage  "Vu".  This  in-phase 
current  causes  a  quadrature  voltage  component 
across  the  output  reactance  "IpXo"  and  a  smaller 
in-phase  voltage  component  across  the  resistance 
"IpRo".  The  vector  sum  of  "Vu",  "IpXo"  and 
"IpRo"  defines  the  correct  internal  voltage:  of  am- 
plitude  Vi  and  at  an  angle  gamma  from  the  utility 
bus  voltage. 

Similarly  Figure  5  represents  the  current  and 
voltage  relationships  when  substantially  all  of  the 
power  interchanged  is  reactive,  while  Figure  6  re- 
presents  the  generalized  case  in  which  both  real 
and  reactive  power  is  interchanged.  The  relation- 
ships  illustrated  in  Figure  6  are  utilized  by  the 
controller  comprising  the  invention  to  perform  cal- 
culations  and  generate  commands  specifying  the 
variables  to  be  controlled. 

The  value  of  "Vi"  (the  magnitude  of  converter 
internal  voltage)  is  closely  approximated  by: 

"Vi"  =  "Vu"  +  "lq"Xo"  +  "lp"Ro" 

The  value  of  angle  gamma  is  given  by: 

gamma  =  Arc  Sin(("lp"Xo"  -  "lq"Ro")/  "Vi") 

The  above  two  equations  define  a  mathematical 
model  of  the  power  interchange  circuit  utilized  by 
the  controller  to  produce  command  signals  which 
are  linear  and  non-interacting. 

A  controller  implemented  in  accordance  with 
the  above  criteria  and  shown  in  Figure  1  will  now 
be  discussed  in  detail  below  with  reference  to  the 
above  referenced  phase  diagrams  and  the  equiv- 
alent  circuit  of  the  static  power  converter. 

The  command  "P*"  representing  the  desired 
value  of  real  power  is  combined  with  the  actual 
power,  "P"  in  a  first  summing  junction  40  to  gen- 
erate  a  difference  signal.  In  response  to  this  dif- 
ference  signal,  a  watt  regulator  44  calculates  the 
required  real  current  command  "Ip*".  Similarly,  a 
signal  "Q*"  specifying  the  desired  reactive  power  is 
combined  with  the  actual  reactive  power  "Q"  in  a 
summing  junction  46  to  generate  a  signal  which  is 
utilized  by  a  VAR  regulator  48  to  calculate  the 
required  reactive  current  command  "Iq*".  The 
transfer  functions  of  the  watt  and  VAR  regulators 

may  be  an  integral  gain  as  subsequently  discussed 
with  reference  to  Figure  7  or  any  other  transfer 
function  suited  to  such  a  regulator. 

Calculations  to  produce  the  internal  voltage 
5  command  "Vi*"  and  the  phase  command  "phi  P" 

are  performed  by  the  controller  based  on  the  real 
and  reactive  current  commands  "Ip*"  and  "Iq*". 
More  specifically  the  phase  voltage  command 
"Vd*"  is  calculated  by  multiplying  the  real  current 

io  command  "Ip*"  by  the  real  component  "Ro"  of  the 
internal  impedance  "Zo"  to  produce  a  value  to 
which  is  added  the  product  of  "Iq*"  and  "Xo". 
These  functions  are  illustrated  at  reference  nu- 
merals  50,  52,  and  54.  Adding  the  real  voltage 

is  command  "Vd*"  to  the  utility  bus  voltage  "Vu" 
produces  the  internal  voltage  command  "Vi*".  This 
addition  is  performed  by  an  adder  56  and  provides 
feed  forward  control  for  compensating  for  changes 
in  the  utility  bus  voltage  "Vu". 

20  Utilizing  the  utility  voltage  as  described  above 
provides  a  feed  forward  control  loop  which  rapidly 
compensates  the  internal  voltage  "Vi"  of  the  static 
power  converter  34  for  changes  in  the  utility  bus 
voltage  "Vu".  Additionally,  the  use  of  an  accurate 

25  model  of  the  internal  impedance  "Zo"  of  the  static 
converter  34  in  calculating  the  internal  voltage 
command  "Vi*"  reduces  the  interaction  between 
the  voltage  and  phase  commands  to  a  negligible 
value. 

30  The  internal  voltage  "Vi"  of  the  static  converter 
34  is  displaced  by  an  angle  "gamma"  from  the 
utility  bus  voltage  "Vu"  to  create  the  desired  power 
interchange  relationship  between  the  utility  bus  and 
auxiliary  power  source  32.  To  accomplish  this,  the 

35  real  interchange  current  command  "Ip*"  and  the 
reactive  interchange  current  command  "Iq*"  are 
respectively  multiplied  by  the  reactive  and  real 
components,  "Xo"  and  "Ro",  of  the  internal  imped- 
ance  "Zo"  by  multipliers  60  and  62.  A  summing 

40  junction  64  combines  the  results  of  these  calcula- 
tions  to  produce  the  quadrature  voltage  command 
"Vq*".  A  divider  66  receives  as  inputs  the  internal 
voltage  command  "Vi*"  and  the  quadrature  voltage 
command  "Vq*"  and  calculates  the  sine  of  the 

45  phase  angle  "gamma". 
The  signal  "Sin  gamma"  at  the  output  of  di- 

vider  66  is  regarded  as  equal  to  the  angle  "gam- 
ma"  expressed  in  radians.  This  approximation:  sin 
angle  =  angle,  is  a  widely  used  one  which  is  valid 

50  within  2%  for  angles  up  to  .35  radian  (20  degrees). 
This  assumption  is  reasonable  because  gamma  will 
not  be  greater  than  20  degrees  for  most  realistic 
values  of  static  power  converter  output  impedance 
"Zo". 

55  A  phase  locked  loop  consisting  of  a  phase 
discriminator  70,  voltage  controlled  oscillator  72, 
and  a  divide  by  "N"  counter  74  produces  a  high 
frequency  reference  signal  phase  locked  to  the 

5 
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utility  bus  voltage  "Vu".  Voltage  controlled  oscilla- 
tor  72  operates  at  a  high  frequency  to  produce  an 
output  signal  which  is  counted  down  to  produce  a 
signal  identical  in  frequency  and  phase  with  the 
utility  voltage  "Vu".  This  signal  is  fed  back  to  the 
discriminator  70  to  control  the  phase  locked  loop. 

More  specifically,  the  counter  74  is  increment- 
ed  in  approximately  eight  microsecond  intervals  to 
produce  a  multibit  digital  signal  representing  angle 
with  a  1  /6th  degree  resolution  at  60  Hz.  This  signal 
is  combined  with  the  output  of  divider  66  in  an 
adder  67  to  produce  a  rapidly  changing  number 
corresponding  to  the  instantaneous  phase  com- 
mand  "phi  i"  of  the  internal  voltage  "Vi"  generated 
by  the  static  power  converter  34. 

A  hardware  digital  adder  67  in  conjunction  with 
the  phase  locked  loop  for  generating  "phi  u"  imple- 
ments  the  phase  portion  of  the  vector  diagram  of 
Figure  2.  The  inputs  to  adder  67  are  "phi  u"  and 
"gamma"  to  produce  at  its  output  the  value  of  "phi 
i"  scaled  equivalently  to  the  high  resolution  number 
"phi  u". 

By  contrast  similar  phase  angle  signals  have 
been  produced  in  prior  art  control  systems  using 
phase  locked  loops  by  offsetting  the  frequency  of  a 
voltage  controlled  oscillator  similar  to  oscillator  72. 
This  process  is  slower  due  to  the  settling  time  of 
the  phase  lock  loop.  Such  delays  reduce  the  ability 
of  the  controller  to  respond  to  rapid  changes  in 
load  conditions.  Such  delays  also  contribute  to 
instability  problems. 

As  discussed  above,  an  accurate  mathematical 
model  of  the  static  power  converter  34  output  im- 
pedance  is  used  in  calculating  the  phase  angle 
command  "phi  P"  and  the  internal  voltage  com- 
mand  "Vi*".  Feed  forward  control  for  variation  in 
the  utility  bus  voltage  further  increases  the  accu- 
racy  and  speed  of  response  of  the  controller. 
These  modeling  and  control  techniques  reduce  the 
interactions  of  the  response  to  commands  for  real 
and  reactive  current,  "Ip*"  and  "Iq*"  to  negligible 
values.  It  also  permits  the  speed  of  response  of  the 
controller  to  be  set  by  the  watt  and  VAR  regulators, 
44  and  48. 

Figure  7  is  an  expanded  embodiment  of  the 
controller  illustrated  in  Figure  1.  Features  added 
are: 

1)  current  limit  regulators  for  limiting  the  maxi- 
mum  terminal  current  of  the  static  power  con- 
verter  to  a  selected  value; 
2)  a  voltage  regulator  function  permitting  the 
static  power  converter  to  be  operated  discon- 
nected  from  the  utility  voltage  bus; 
3)  a  deadband  function  to  improve  operation  of 
the  voltage  feed-forward  function; 
4)  rate  limits  and  command  value  limits  on  the 
watt  and  VAR  commands  "P*"  and  "Q*". 

To  emphasize  the  similarity  of  these  embodi- 
ments,  the  reference  numbers  used  to  identify 
functions  in  Figure  1  are  used  to  identify  identical 
functions  in  Figure  7.  Additionally,  as  with  the  em- 

5  bodiment  illustrated  in  Figure  1,  the  channels  gen- 
erating  the  commands  for  in-phase  and  quadrature 
currents,  "Ip"  and  "Iq"  are  identical. 

More  specifically  a  real  interchange  power 
command  "PCOMM"  is  externally  provided  to  a 

io  rate  limit  device  120.  The  primary  function  of  the 
rate  limit  device  120  is  to  remove  noise  and  this 
function  need  not  be  implemented,  if  desired.  In 
most  applications  it  is  desirable  to  place  a  maxi- 
mum  amplitude  and  a  minimum  amplitude  on  the 

is  real  power  interchanged  by  the  static  power  con- 
verter  34.  Such  limits  are  imposed  by  a  conven- 
tional  limiter  122  positioned  between  the  rate  lim- 
iter  120  and  a  subtractor  40. 

Summing  junction  40  combines  the  limited  sig- 
20  nal  representing  the  real  power  interchange  com- 

mand  "P*"  with  a  signal  representing  the  real  pow- 
er  being  interchanged  by  the  static  power  con- 
verter  34  to  generate  a  difference  signal.  A  real 
current  command  signal  "Ip*"  is  produced  by  an 

25  integrator  44  in  response  to  this  difference  signal. 
Maximum  and  minimum  limits  are  imposed  on  the 
real  interchange  current  command  signal  "Ip*"  by  a 
limiter  128.  Integration  constants  of  the  integrator 
44  determine  the  rate  at  which  the  real  interchange 

30  current  command  "Ip*"  responds  to  changes. 
In  controlling  the  static  power  converter  34,  the 

output  current  of  the  static  power  converter  34  is 
measured  to  produce  a  current  feedback  signal 
"IFB"  which  is  used  as  feed  back  to  limit  the 

35  interchange  current  "It"  to  an  acceptable  value. 
The  signal  "IFB"  may  be  generated  by  voltage  and 
current  sensors  80  and  AC/DC  converter  86  as 
illustrated  in  Figure  1  . 

Summing  junction  130  combines  the  inter- 
40  change  current  feedback  signal  "IFB"  with  a  man- 

ually  adjustable  maximum  current  reference  com- 
mand  signal  "IMAXREF".  Whenever  the  current 
output  of  the  static  power  converter  34  exceeds  the 
desired  limit  the  output  signal  of  the  summing 

45  junction  130  is  positive.  Positive  values  of  this 
signal  are  coupled  through  a  polarity  sensitive  lim- 
iter  132  to  produce  a  signal  which  is  integrated  by 
integrators  133,  134,  and  135.  Integrator  134  pro- 
duces  a  signal  which  adjusts  the  limits  of  the 

50  limiter  128  to  maintain  the  real  interchange  current 
command  signal  "Ip*"  within  the  desired  bounds. 
Integrators  133  and  135  act  similarly  to  limit,  re- 
spectively,  the  quadrature  current  command  "Iq*" 
and  the  voltage  command  "Viv*". 

55  First  and  second  multipliers  60  and  62  respec- 
tively  multiply  the  real  and  reactive  interchange 
current  commands,  "Ip*"  and  "Iq*",  by,  "Xo"  and 
"Ro",  to  produce  first  and  second  signals  which 

6 
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are  combined  in  an  adder  64  to  produce  the 
quadrature  voltage  command  signal  "Vq*".  A  num- 
ber  corresponding  to  the  phase  angle  "gamma"  is 
produced  by  dividing  the  quadrature  voltage  com- 
mand  signal  "Vq*"  by  the  internal  voltage  com- 
mand  "Vi*"  using  a  divider  66.  Phase  angle  "gam- 
ma"  is  added  to  "phi  u"  by  adder  67  to  produce 
"phi  i*". 

A  quadrature  power  command  signal 
"QCOMM"  and  a  signal  indicating  the  reactive 
power  being  interchanged,  designated  "VAR",  are 
processed  by  a  second  channel  consisting  of  func- 
tions  illustrated  at  reference  numerals  121,  123,  46, 
48  and  129  which  is  functionally  identical  to  the 
channel  consisting  of  functions  illustrated  at  refer- 
ence  numerals  120,  122,  40,  44  and  128.  This 
second  channel  produces  the  quadrature  current 
command  "Iq*". 

The  value  of  the  in-phase  component  of  volt- 
age  drop  across  the  converter  output  impedance, 
"Vd*"  is  generated  by  multipliers  50  and  52  and  an 
adder  54.  This  value  of  "Vd*"  is  added  to  "Vu"  in 
an  adder  56  to  provide  the  output  signal  des- 
ignated  "Vip*".  A  switch  155  selects  "Vi*"  from 
either  the  lower  channel  "Viv*",  or  "Vip*"  as  the 
internal  voltage  command  "Vi*". 

A  deadband  function  126  is  included  in  the 
utility  voltage  feedforward  path.  This  function  re- 
jects  small  relatively  slow  perturbations  (less  than  a 
small  value,  for  example  2%)  of  the  utility  voltage 
and  passes  large  sudden  changes  of  that  voltage. 
This  allows  the  unfiltered,  fast  value  of  sensed 
voltage  to  be  input  to  summer  56  without  a  dither- 
ing  of  the  output  due  to  trivial  variations  in  the 
sensed  voltage  signal  "Vu". 

For  various  reasons  it  may  be  desirable  to 
operate  the  static  power  converter  34  disconnected 
from  the  utility  bus.  In  this  case  the  only  control 
needed  is  to  maintain  the  output  voltage  of  the 
static  power  converter  34  output  at  the  nominal 
voltage  and  frequency.  Switch  155  is  placed  in  its 
lower  position  to  activate  this  function.  The  pole  of 
switch  155  connected  to  the  signal  "gamma"  sets 
the  value  of  "gamma"  to  "zero".  This  allows  the 
phase  of  the  converter  output  to  be  controlled 
directly  by  "phi  u".  If  the  utility  reference  voltage 
"Vu"  is  not  available,  an  alternate  reference  is 
supplied  to  phase  discriminator  70  to  produce  "phi 
u". 

The  second  pole  of  switch  155  allows  the  se- 
lection  of  the  commanded  value  of  internal  voltage 
"Vi"  from  either  the  power  regulating  channel  de- 
scribed  above  or  from  a  second  voltage  regulating 
channel  which  is  described  below. 

The  value  "VTCOMM"  is  a  reference  value 
representing  the  nominal  AC  output  voltage  of  the 
static  power  converter  34.  A  summing  junction  164 
combines  the  value  of  this  reference  with  the  value 

of  voltage  at  the  AC  terminals  of  the  static  power 
converter  34.  This  value  "Vt"  is  derived  by  a  volt- 
age  sensors  (not  shown)  which  may  be  identical  to 
voltage  sensors  80  and  88,  illustrated  in  Figure  1. 

5  The  error  signal  at  the  output  of  summing  junction 
164  is  coupled  to  the  input  of  an  integrator  162  to 
provide  an  alternative  command  for  internal  con- 
verter  voltage,  "Viv*"  at  its  output.  This  integrator 
162  serves  as  a  voltage  regulator  which  could  have 

io  transfer  functions  more  complex  than  an  integrator 
48  used  in  the  above  described  voltage  regulator. 
Limits  are  imposed  on  the  value  of  the  internal 
voltage  "Viv"  commanded  if  static  power  converter 
current  exceeds  IMAXREF  by  a  limiter  160.  This  is 

is  accomplished  by  the  action  of  integrator  135  in  a 
manner  similar  to  integrators  134  and  133. 

Either  embodiment  of  the  controller  discussed 
above  may  be  implemented  using  analog  tech- 
niques,  digital  techniques  or  a  combination  of  both. 

20  Both  the  embodiments  illustrated  in  Figures  1  and 
7  were  implemented  using  a  combination  of  digital 
hardware  and  software  techniques. 

Specifically  in  this  embodiment  the  sine  of 
gamma  and  the  command  "Vi*"  are  calculated  us- 

25  ing  a  properly  programmed  digital  computer.  As 
previously  discussed  the  phase  of  the  bus  voltage 
"phi  u"  and  the  phase  command  "phi  P"  are  cal- 
culated  using  hard  wired  digital  circuits.  In  all  cases 
the  details  of  selecting  alternative  implementations 

30  is  believed  to  be  within  the  capability  of  those 
skilled  in  the  art. 

Claims 

35  1.  A  method  of  controlling  a  static  power  con- 
verter  (34)  arranged  to  interchange  power  be- 
tween  a  power  source  (32)  and  an  AC  power 
bus  (30),  the  method  comprising  the  steps  of 

supplying  real  and  reactive  power  com- 
40  mands  (P*,  Q*), 

generating  a  signal  (Vu)  proportional  to  the 
AC  voltage  of  the  AC  power  bus  (30),  utilizing 
the  said  commands  (P*,  Q*)  and  the  said  signal 
(Vu)  to  generate  internal  voltage  and  phase 

45  commands  (V*,  <£*)  for  the  converter  (34),  and 
supplying  the  internal  voltage  and  phase 

commands  (V*,̂ *)  to  the  converter  (34)  to 
control  the  interchange  of  power  through  the 
converter  (34)  between  the  power  source  (32) 

50  and  the  AC  power  bus  (10),  characterised  by 
utilizing  the  said  power  commands  (P*,  Q*)  and 
the  said  signal  (Vu)  in  a  mathematical  model  of 
the  power  interchange  between  the  power 
source  (32)  and  the  AC  power  bus  (30)  so  as 

55  to  generate  in-phase  and  quadrature  voltage 
commands  (Vd*,Vq*)  and  to  combine  the  said 
voltage  commands  (Vd*,Vq*)  with  the  said  sig- 
nal  (Vu)  in  generating  the  internal  voltage  and 

7 



13 EP  0  436  627  B1 14 

phase  commands  (V*,4>*). 

2.  A  method  according  to  claim  1,  characterised 
by  generating  real  and  quadrature  current 
commands  (lp*,lq*)  in  accordance  with  the  said 
mathematical  model  prior  to  generation  of  the 
in-phase  and  quadrature  voltage  commands 
(Vd*,Vq*). 

3.  A  controller  for  a  static  power  converter  (34) 
arranged  to  interchange  power  between  a  pow- 
er  source  (32)  and  an  AC  power  bus  (30),  the 
controller  comprising: 

input  means  for  receiving  real  and  reactive 
power  commands  (P*,  Q*); 

sensing  means  (80)  for  generating  a  signal 
(Vu)  proportional  to  the  AC  voltage  of  the  AC 
power  bus  (30);  and 

signal  generating  means  for  so  utilizing  the 
said  commands  (P*,  Q*)  and  the  said  signal 
(Vu)  as  to  generate  and  apply  to  the  converter 
(34)  internal  voltage  and  phase  commands 
(V*,4>i*)  to  control  interchange  of  power  through 
the  converter  (34)  between  the  power  source 
(32)  and  the  AC  power  bus  (30),  characterised 
in  that  the  signal  generating  means  includes 
means  (40-54,60,62,64)  for  producing  in-phase 
and  quadrature  voltage  commands  (Vd*,Vq*), 
and  means  (88,56;70,72,74,67)  for  combining 
the  said  voltage  commands  (Vd*,Vq*)  with  the 
said  signal  (Vu)  to  generate  the  internal  voltage 
and  phase  commands  (V*,4>*). 

4.  A  controller  according  to  claim  3,  characterised 
in  that  the  means  (40-54,60,62,64)  for  produc- 
ing  in-phase  and  quadrature  voltage  com- 
mands  (Vd*,Vq*)  is  based  on  a  mathematical 
model  of  the  output  impedances  of  the  con- 
verter  (34),  the  output  impedances  including 
resistance  (R0)  and  reactance  (X0). 

5.  A  controller  according  to  claim  3,  characterised 
in  that  the  said  combining  means  includes 
deadband  means  (126)  that  acts  on  the  said 
signal  (Vu)  so  as  to  eliminate  from  the  internal 
voltage  and  phase  commands  (V',0*)  dither 
due  to  insignificant  changes  in  the  said  signal 
(Vu). 

Patentanspruche 

1.  Verfahren  zur  Regelung  eines  Leistungsum- 
richters  (34)  zum  Austauschen  von  Leistung 
zwischen  einer  Spannungsquelle  (32)  und  ei- 
ner  Wechselstrom-Sammelschiene  (30),  wobei 
das  Verfahren  aus  folgenden  Schritten  besteht: 

Bereitstellung  von  Wirkleistungs-  und 
Blindleistungs-Befehlen  (P*,  Q*), 

Erzeugung  eines  Signals  (Vu)  proportional 
zur  Wechselspannung  der  Wechselstrom-Sam- 
melschiene  (30)  unter  Verwendung  der  Befehle 
(P*,  Q*)  und  des  Signals  (Vu)  zur  Erzeugung 

5  von  internen  Spannungs-  und  Phasen-Befehlen 
(V*,  <£*)  fur  den  Leistungsumrichter  (34),  und 

Zuleitung  der  internen  Spannungs-  und 
Phasen-Befehle  (V*,  <£*)  zum  Leistungsumrich- 
ter  (34)  zur  Regelung  des  Leistungsaustauschs 

io  durch  den  Leistungsumrichter  (34)  zwischen 
der  Stromquelle  (32)  und  der  Wechselstrom- 
Sammelschiene  (10),  dadurch  gekennzelch- 
net,  dal3  die  Leistungsbefehle  (P*,  Q*)  und  das 
Signal  (Vu)  in  einem  mathematischen  Modell 

is  des  Leistungsaustauschs  zwischen  der  Span- 
nungsquelle  (32)  und  der  Wechselstrom-Sam- 
melschiene  (30)  verwendet  werden,  urn  so 
Gleichtakt-  und  Blindspannungs-Befehle  (Vd*, 
Vq*)  zu  erzeugen  und  urn  die  Spannungsbefeh- 

20  le  (Vd*,  Vq*)  beim  Erzeugen  der  internen  Span- 
nungs-  und  Phasen-Befehle  (V*,  <£*)  mit  dem 
Signal  (Vu)  zu  kombinieren. 

2.  Verfahren  nach  Anspruch  1,  dadurch  gekenn- 
25  zeichnet,  dal3  Wirkstrom-  und  Blindstrom-Be- 

fehle  (Ip*,  lq*)  in  Ubereinstimmung  mit  dem 
mathematischen  Modell  vor  der  Erzeugung  der 
Gleichtakt-  und  Blindspannungs-Befehle  (Vd*, 
Vq*)  erzeugt  werden. 

30 
3.  Regelvorrichtung  fur  einen  statischen  Lei- 

stungsumrichter  (34)  zum  Austauschen  von 
Leistung  zwischen  einer  Spannungsquelle  (32) 
und  einer  Wechselstrom-Sammelschiene  (30), 

35  wobei  der  Leistungsumrichter  besteht  aus: 
einer  Eingangseinrichtung  zum  Empfangen 

von  Wirkleistungs-  und  Blindleistungs-Befehlen 
(P*,  Q*); 

einer  Fuhlereinrichtung  (80)  zur  Erzeugung 
40  eines  Signals  (Vu),  das  zur  Wechselspannung 

der  Wechselspannungs-Sammelschiene  (30) 
proportional  ist;  und 

einer  Signalerzeugungs-Einrichtung  zur 
Verwendung  der  Befehle  (P*,  Q*)  und  des  Si- 

45  gnals  (Vu)  auf  die  Weise,  dal3  interne  Span- 
nungs-  und  Phasen-Befehle  (V*,  <£*)  erzeugt 
und  an  den  Leistungsumrichter  (34)  weiterge- 
leitet  werden  zur  Regelung  des  Leistungsaus- 
tauschs  durch  den  Leistungsumrichter  (34) 

50  zwischen  der  Spannungsquelle  (32)  und  der 
Wechselstrom-Sammelschiene  (30),  dadurch 
gekennzeichnet,  dal3  die  Signalerzeugungs- 
Einrichtung  Einrichtungen  (40-54,  60,  62,  64) 
zur  Erzeugung  von  Gleichtakt-  und  Blindspan- 

55  nungs-Befehlen  (Vd*,  Vq*),  und  Einrichtungen 
(88,  56;  70,  72,  74,  67)  zum  Kombinieren  der 
Spannungsbefehle  (Vd*,  Vq*)  mit  dem  Signal 
(Vu)  zur  Erzeugung  der  internen  Spannungs- 

8 



15 EP  0  436  627  B1 16 

und  Phasen-Befehle  (V*,  <£*)  aufweist. 

4.  Regelvorrichtung  nach  Anspruch  3,  dadurch 
gekennzeichnet,  dal3  die  Einrichtungen  (40-54, 
60,  62,  64)  zur  Erzeugung  von  Gleichtakt-  und 
Blindspannungs-Befehlen  (Vd*,  Vq*)  auf  einem 
mathematischen  Modell  der  Ausgangsimped- 
anzen  des  Leistungsumrichters  (34)  beruhen, 
wobei  die  Ausgangsimpedanzen  Widerstand 
(R0)  und  Reaktanz  (X0)  beinhalten. 

5.  Regelvorrichtung  nach  Anspruch  3,  dadurch 
gekennzeichnet,  dal3  die  Kombinier-Einrichtung 
eine  Unempfindlichkeitseinrichtung  (126)  auf- 
weist,  die  in  Reaktion  auf  das  Signal  (Vu)  so 
wirkt,  dal3  aus  den  internen  Spannungs-  und 
Phasen-Befehlen  (V*,  <£*)  Zittersignale  auf- 
grund  unbedeutender  Veranderungen  im  Si- 
gnal  (Vu)  ausgeschlossen  werden. 

Revendicatlons 

1.  Procede  de  commande  d'un  convertisseur  sta- 
tique  (34)  de  puissance  congu  pour  echanger 
de  la  puissance  entre  une  source  (32)  de  puis- 
sance  et  un  bus  (30)  de  puissance  a  courant 
alternatif,  le  procede  comprenant  les  etapes 
qui  consistent  : 

a  fournir  des  ordres  de  puissance  reelle  et 
reactive  (P*,  Q*), 

a  generer  un  signal  (Vu)  proportionnel  a  la 
tension  alternative  du  bus  de  puissance  (30)  a 
courant  alternatif,  a  utiliser  lesdits  ordres  (P*, 
CT)  et  ledit  signal  (Vu)  pour  generer  des  ordres 
de  tension  et  de  phase  internes  (Vi*,  <£i*)  pour 
le  convertisseur  (34),  et 

a  appliquer  les  ordres  de  tension  et  de 
phase  internes  (Vi*,  <£i*)  au  convertisseur  (34) 
pour  commander  I'echange  de  puissance  a 
travers  le  convertisseur  (34)  entre  la  source  de 
puissance  (32)  et  le  bus  de  puissance  (10)  a 
courant  alternatif,  caracterise  par  I'utilisation 
desdits  ordres  de  puissance  (P*,  Q*)  et  dudit 
signal  (Vu)  dans  un  modele  mathematique  de 
I'echange  de  puissance  entre  la  source  de 
puissance  (32)  et  le  bus  de  puissance  (30)  a 
courant  alternatif  afin  de  generer  des  ordres  de 
tension  en  phase  et  en  quadrature  (Vd*,  Vq*)  et 
de  combiner  lesdits  ordres  de  tension  (Vd*, 
Vq*)  avec  ledit  signal  (Vu)  dans  la  generation 
des  ordres  de  tension  et  de  phase  internes 
(Vi*,  </>P). 

2.  Procede  selon  la  revendication  1,  caracterise 
par  la  generation  d'ordres  de  courants  reel  et 
en  quadrature  (Ip*,  Iq*)  conformement  audit 
modele  mathematique  avant  la  generation  des 
ordres  de  tension  en  phase  et  en  quadrature 

(Vd*,  Vq*). 

3.  Dispositif  de  commande  pour  un  convertisseur 
statique  (34)  de  puissance  congu  pour  echan- 

5  ger  de  la  puissance  entre  une  source  de  puis- 
sance  (32)  et  un  bus  de  puissance  (30)  a 
courant  alternatif,  le  dispositif  de  commande 
comportant  : 

des  moyens  d'entree  destines  a  recevoir 
io  des  ordres  de  puissance  reelle  et  reactive  (P*, 

CT); 
des  moyens  capteurs  (80)  destines  a  ge- 

nerer  un  signal  (Vu)  proportionnel  a  la  tension 
alternative  du  bus  de  puissance  (30)  a  courant 

is  alternatif  ;  et 
des  moyens  de  generation  de  signaux 

destines  a  utiliser  lesdits  ordres  (P*,  Q*)  et  ledit 
signal  (Vu)  afin  de  generer  et  d'appliquer  au 
convertisseur  (34)  des  ordres  de  tension  et  de 

20  phase  internes  (Vi*,  <£i*)  pour  commander 
I'echange  de  puissance  a  travers  le  convertis- 
seur  (34)  entre  la  source  de  puissance  (32)  et 
le  bus  de  puissance  (30)  a  courant  alternatif, 
caracterise  en  ce  que  lesdits  moyens  de  gene- 

25  ration  de  signaux  comprennent  des  moyens 
(40-54,  60,  62,  64)  destines  a  produire  des 
ordres  de  tension  en  phase  et  en  quadrature 
(Vd*,  Vq*),  et  des  moyens  (88,  56  ;  70,  72,  74, 
67)  destines  a  combiner  lesdits  ordres  de  ten- 

30  sion  (Vd*,  Vq*)  avec  ledit  signal  (Vu)  pour  ge- 
nerer  les  ordres  de  tension  et  de  phase  inter- 
nes  (Vi*,  <t>\*). 

4.  Dispositif  de  commande  selon  la  revendication 
35  3,  caracterise  en  ce  que  les  moyens  (40-54, 

60,  62,  64)  destines  a  produire  des  ordres  de 
tension  en  phase  et  en  quadrature  (Vd*,  Vq*) 
sont  bases  sur  un  modele  mathematique  des 
impedances  de  sortie  du  convertisseur  (34), 

40  les  impedances  de  sortie  comprenant  une  re- 
sistance  (Ro)  et  une  reactance  (Xo). 

5.  Dispositif  de  commande  selon  la  revendication 
3,  caracterise  en  ce  que  lesdits  moyens  de 

45  combinaison  comprennent  un  moyen  (126)  a 
bande  d'insensibilite  qui  agit  sur  ledit  signal 
(Vu)  afin  d'eliminer  desdits  ordres  de  tension 
et  de  phase  internes  (Vi*,  <f>\*)  le  tremblement 
du  a  des  variations  insignifiantes  dudit  signal 

50  (Vu). 
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