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(54) ARRAY PANEL, DISPLAY DEVICE AND DRIVE METHOD

(57) The embodiments of the present invention dis-
close an array substrate, a display device and a driving
method thereof. The array substrate comprises a plurality
of gate lines extending in a first direction, a plurality of
data lines extending in a second direction crossing the
first direction, and a plurality of pixel units arranged as
an array along the first direction and the second direction.
Each of the plurality of data lines is arranged between
two columns of the pixel units, the two columns of the
pixel units extending in the second direction and being
adjacent to each other in the first direction, and the data
line is connected to pixel units at one side of said data
line or to pixel units at the other side of said data line.
Each of the plurality of data lines switches the direction
of connection from one side to the other in an alternating
manner with each two adjacent rows of pixel units, and
the plurality of data lines have the same connection di-
rection in each row of pixel units.
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Description

Technical Field

[0001] The present invention relates to an array sub-
strate, a display device and a driving method thereof, in
particular to an array substrate having a 2-line dot inver-
sion mode, a display device and a driving method thereof.

Background of the Invention

[0002] Inverting the polarity of output signals on the
data lines can prevent liquid crystal molecules on the
liquid crystal display panel from aging and can improve
display quality. Common ways of polarity inversion in-
clude frame inversion, row inversion, column inversion,
dot inversion, etc., wherein dot inversion includes 1-line
dot inversion, 2-line dot inversion, and 1+2-line dot in-
version.
[0003] As far as 1 line dot inversion is concerned, in a
picture mode of a 1-line dot flickering mode, all the bright
pictures have a positive polarity, which results in that the
liquid crystal capacitor cannot have high frequency po-
larity switching in either the vertical direction or the hor-
izontal direction, thus causing serious picture flickering.
2-line dot inversion can solve the problem of picture flick-
ering appeared in the picture mode of the 1-line dot flick-
ering mode.
[0004] In addition, as for an array substrate that has a
"dual gate line" structure and is controlled by the 1-line
dot inversion mode, the polarities of pixels at the two
sides of each of the data lines in the same row are ar-
ranged in a positive and negative alternating pattern, so
due to the influence from data line delay, pixels at the
two sides of each of the data lines in the same row will
have different charging effects, thus affecting the image
display quality. The 2-line dot inversion mode can effec-
tively alleviate this phenomenon.
[0005] However, when applying the 2-line dot inversion
to an array substrate having a 1-line dot inversion mode
according to the prior art, the power consumption will
increase.

Summary of the Invention

[0006] The technical solution of the present invention
is proposed to solve the above-mentioned problem in the
prior art. The array substrate, display device and driving
method thereof according to embodiments of the present
invention can provide a way of inversion, i.e. 2-line dot
inversion, to solve the problem of picture flickering oc-
curred under specific display pictures in 1-line dot inver-
sion without increasing the power consumption of the
array substrate.
[0007] According to one aspect of the present inven-
tion, an array substrate is provided, which comprises a
plurality of gate lines extending in a first direction, a plu-
rality of data lines extending in a second direction cross-

ing the first direction, and a plurality of pixel units ar-
ranged as an array along the first direction and the sec-
ond direction. Each of the plurality of data lines is ar-
ranged between two columns of the pixel units, the two
columns of the pixel units extending in the second direc-
tion and being adjacent to each other in the first direction,
and the data line is connected to pixel units at one side
of said data line or to pixel units at the other side of said
data line. Each of the plurality of data lines switches the
direction of connection from one side to the other in an
alternating manner with each two adjacent rows of pixel
units, and the plurality of data lines have the same con-
nection direction in each row of pixel units.
[0008] According to an embodiment of the present in-
vention, each of the plurality of gate lines can be corre-
sponding to a row of pixel units extending in the first di-
rection.
[0009] According to an embodiment of the present in-
vention, each pixel unit can include a pixel electrode and
a thin film transistor, the pixel electrode being connected
to a drain of the thin film transistor, the gate line being
connected to a corresponding pixel unit through a gate
of the thin film transistor, and the data line being con-
nected to a corresponding pixel unit through a source of
the thin film transistor.
[0010] According to an embodiment of the present in-
vention, every two gate lines can be corresponding to a
row of pixel units extending in the first direction, and re-
spectively arranged at two sides of said row of pixel units
in the second direction.
[0011] According to an embodiment of the present in-
vention, each pixel unit can include a first pixel electrode
and a second pixel electrode, as well as a first thin film
transistor and a second thin film transistor corresponding
to the first pixel electrode and the second pixel electrode,
respectively, and the first pixel electrode and the second
pixel electrode are respectively connected to respective
drains of the first thin film transistor and the second thin
film transistor. Two gate lines corresponding to one row
of pixel units can be respectively connected to respective
gates of the first thin film transistor and the second thin
film transistor in said row of pixel units, and the data lines
can be connected to the corresponding pixel units
through respective sources of the first thin film transistor
and the second thin film transistor.
[0012] According to an embodiment of the present in-
vention, the first pixel electrode and the second pixel elec-
trode can be arranged in the pixel units along the first
direction.
[0013] According to an embodiment of the present in-
vention, one of the two gate lines corresponding to a row
of pixel units can be connected to a gate of each of the
first thin film transistors in said row of pixel units, while
the other one of the two gate lines corresponding to the
row of pixel units can be connected to a gate of each of
the second thin film transistors in said row of pixel units.
[0014] According to an embodiment of the present in-
vention, the polarities of output signals on each data line
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may remain unchanged within one frame, and the polar-
ities of output signals on two data lines adjacent in the
first direction are opposite.
[0015] According to an embodiment of the present in-
vention, the polarities of output signals on each data line
may be inverted once between two adjacent frames.
[0016] According to another aspect of the present in-
vention, a display device is provided, which comprises
an array substrate according to any of the above embod-
iments.
[0017] According to still another aspect of the present
invention, a method of driving the array substrate accord-
ing to the present invention is provided, which comprises:
keeping the polarities of output signals on each data line
unchanged within one frame, and making the polarities
of output signals on two data lines adjacent in the first
direction to be opposite, so that a voltage applied to the
pixel units has a polarity inversion in the first direction
using one pixel unit as a period and in the second direc-
tion using two pixel units as a period.
[0018] The array substrate, display device and driving
method thereof according to the embodiments of the
present invention can provide the way of inversion of 2-
line dot inversion to solve the problem of picture flickering
occurred under specific display pictures in 1-line dot in-
version without increasing the power consumption of the
array substrate.

Brief Description of the Drawings

[0019] By means of the detailed descriptions below
with reference to the drawings, the above and other as-
pects, and the characteristics and advantages of the ex-
emplary embodiments will become more clearly appre-
ciated, wherein

Fig. 1 is a schematic drawing of an array substrate
having a 1-line dot inversion mode;
Fig. 2 is a schematic drawing of an array substrate
with a dual gate line structure and having a 1-line
dot inversion mode;
Fig. 3 is a schematic drawing of an array substrate
having a 2-line dot inversion mode;
Fig. 4 is a schematic drawing showing the application
of the 2-line dot inversion mode to the array substrate
as shown in Fig. 1;
Fig. 5 is a schematic drawing showing the application
of the 2-line dot inversion mode to the array substrate
as shown in Fig. 2;
Fig. 6 is a schematic drawing of an array substrate
according to one embodiment of the present inven-
tion; and
Fig. 7 is a schematic drawing of an array substrate
according to another embodiment of the present in-
vention.

Detailed Description of the Invention

[0020] The exemplary embodiments of the present in-
vention will be now described in further detail with refer-
ence to the drawings.
[0021] But the present invention can be embodied in
many different forms, and it shall not be considered as
being limited to the specific embodiments illustrated
herein. The embodiments are only provided to make the
disclosure of the invention thorough and complete and
to fully convey the scope of the inventive concept to those
skilled in the art.
[0022] In the drawings, the shapes and sizes of ele-
ments can be exaggerated for the sake of clarity. The
same reference signs will always be used to indicate the
same or similar elements.
[0023] For facilitate description, such terms as "under",
"above", "left" and "right" describing a relative spatial re-
lationship can be used in this text to describe the rela-
tionship between one element or feature and other ele-
ment(s) or feature(s) shown in the figures. It shall be un-
derstood that the relative spatial terms intend to cover
other orientations of a device that is in use or in operation
than the orientations shown in the figures. For example,
if the device shown in the figure is inverted, then the el-
ement that has been described as "under other elements
or features" will accordingly be orientated as "above other
elements or features". Thus the exemplary term "under"
covers the two orientations of "above" and "under". A
device can also be orientated in other ways (rotating 90
degrees or in other orientations), and the terms describ-
ing relative spatial relationship used in this text will be
respectively explained.
[0024] Unless otherwise defined, all terms (including
technical and scientific terms) used in this text have the
meaning commonly understood by those ordinarily
skilled in the field to which the present invention pertains.
It shall also be appreciated that unless otherwise defined
explicitly in this text, those terms as defined in universal
dictionaries shall be construed to have the meaning that
they usually have in the relevant technology and/or in the
context of the present specification, but they should not
be construed as having an ideal or an unduly formal
meaning.
[0025] Fig. 1 is a schematic drawing of an array sub-
strate having a 1-line dot inversion mode. As shown in
Fig. 1, a voltage applied to the pixel units has a polarity
inversion in the line direction and column direction using
one pixel unit as a period. As far as 1-line dot inversion
is concerned, in a picture mode of a 1-line dot flickering
mode, all the bright pictures have a positive polarity,
which results in that the liquid crystal capacitor cannot
have high frequency polarity switching in either the ver-
tical direction or the horizontal direction, thus causing
serious picture flickering. 2-line dot inversion can solve
the problem of picture flickering appeared in the picture
mode of the 1-line dot flickering mode.
[0026] Fig. 2 is a schematic drawing of an array sub-
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strate with a dual gate line structure and having a 1-line
dot inversion mode. A so-called "dual gate line" structure
refers to that each row of pixels use two gate lines to
control gates of thin film transistors corresponding to said
pixels, wherein one gate line controls pixels of odd col-
umns, while the other gate line controls pixels of even
columns. As for an array substrate that has a "dual gate
line" structure and is controlled by the 1-line dot inversion
mode, the polarities of pixels at the two sides of each of
the data lines in the same row are arranged in a positive
and negative alternating pattern, so due to the influence
from data line delay, pixels at the two sides of each of
the data lines in the same row will have different charging
effects, thus affecting the image display quality.
[0027] Fig. 3 is a schematic drawing of an array sub-
strate having a 2-line dot inversion mode. As shown in
Fig. 3, a voltage applied to the pixel units has a polarity
inversion in the line direction using one pixel unit as a
period and in the column direction using two pixel units
as a period. However, when applying the 2-line dot in-
version to the array substrate shown in Fig. 1, the power
consumption will increase.
[0028] Fig. 4 is a schematic drawing showing the ap-
plication of the 2-line dot inversion mode to the array
substrate as shown in Fig. 1. As shown in Fig. 4, pixel
units connected to the same data line include pixel units
of a positive polarity and pixel units of a negative polarity,
so it is necessary to invert, for many times, the polarities
of output signals on the same data line within one frame,
which greatly increases the power consumption.
[0029] It shall be appreciated that the 2-line dot inver-
sion mode shown in Fig. 3 is exemplified by an array
substrate with a single gate line structure. The 2-line dot
inversion mode shown in Fig. 3 can also be applied to
the array substrate with a dual gate line structure as
shown in Fig. 2.
[0030] Fig. 5 is a schematic drawing showing the ap-
plication of the 2-line dot inversion mode to the array
substrate as shown in Fig. 2. Similar to the array substrate
with a single gate line structure to which the 2-line dot
inversion mode is applied as shown in Fig. 4, the array
substrate with a dual gate line structure to which the 2-
line dot inversion is applied as shown in Fig. 5 also re-
quires to invert, for many times, the polarities of output
signals on the same data line within one frame, which
greatly increases the power consumption.
[0031] Fig. 6 is a schematic drawing of an array sub-
strate according to an embodiment of the present inven-
tion.
[0032] Referring to Fig. 6, an array substrate according
to an embodiment of the present invention comprises a
plurality of gate lines Gn-Gn+5 extending in a first direc-
tion (e.g. a row direction), a plurality of data lines Dn-
Dn+7 in a second direction (e.g. column direction) cross-
ing the first direction, and a plurality of pixel units ar-
ranged into an array along the first and second directions.
[0033] Referring to Fig. 6, each data line is arranged
between two columns of pixel units extending in the sec-

ond direction and adjacent to each other in the first di-
rection, and is connected to pixel units at one side of said
data line or to pixel units at the other side of said data
line. For example, a data line Dn+3 is arranged between
two columns of pixel units extending in the column direc-
tion and adjacent to each other in the row direction, and
the data line Dn+3 is connected to pixel units to its left
or right.
[0034] Referring to Fig. 6, each of the plurality of data
lines switches the direction of connection from one side
to the other in an alternating manner with each two ad-
jacent rows of pixel units, and the plurality of data lines
have the same connection direction in each row of pixel
units. For example, as indicated by the dashed lines in
Fig. 6, the data line Dn+3 is connected to pixel units to
its right in rows corresponding to gate lines Gn and Gn+1,
and is connected to pixel units to its left in rows corre-
sponding to gate lines Gn+2 and Gn+3, and is connected
again to pixel units to its right in rows corresponding to
gate lines Gn+4 and Gn+5. Data lines Dn-Dn+7 have the
same direction of connection in the same row of pixel
units (e.g. rows of pixel units corresponding to gate lines
Gn-Gn+5 respectively).
[0035] As shown in Fig. 6, each pixel unit can include
a pixel electrode and a thin film transistor. The pixel elec-
trode is connected to a drain of the thin film transistor,
the gate lines Gn-Gn+5 are connected to corresponding
rows of pixel units through gates of the thin film transis-
tors, and the data lines Dn-Dn+7 are connected to cor-
responding pixel units through sources of the thin film
transistors.
[0036] Although Fig. 6 shows that each gate line cor-
responds to a row of pixel units extending in a first direc-
tion (e.g. row direction), the present invention is not lim-
ited to this.
[0037] Fig. 7 is a schematic drawing of an array sub-
strate according to another embodiment of the present
invention. Fig. 7 shows an array substrate with a "dual
gate line" structure. Thus in the array substrate shown
in Fig. 7, each pixel unit includes two adjacent pixels in
the same row.
[0038] As shown in Fig. 7, every two gate lines corre-
spond to a row of pixel units extending in the first direction
(e.g. row direction), and are respectively arranged at two
sides of said row of pixel units in the second direction
(e.g. column direction).
[0039] As described above, as for an array substrate
that has a "dual gate line" structure and is controlled by
the 1-line dot inversion mode, the polarities of pixels at
the two sides of each of the data lines in the same row
are arranged in a positive and negative alternating pat-
tern, so due to the influence from data line delay, pixels
at the two sides of each of the data lines in the same row
will have different charging effects, thus affecting the im-
age display quality. The 2-line dot inversion mode can
effectively alleviate this phenomenon. Therefore, the ar-
ray substrate having 2-line dot inversion mode according
to the present invention is particularly advantageous to
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the array substrate with a "dual gate line" structure.
[0040] As shown in Fig. 7, each pixel unit includes a
first pixel electrode and a second pixel electrode (corre-
sponding to two pixels), as well as a first thin film transistor
and a second thin film transistor corresponding to the
first pixel electrode and the second pixel electrode, re-
spectively, and the first pixel electrode and the second
pixel electrode are respectively connected to respective
drains of the first thin film transistor and the second thin
film transistor.
[0041] Two gate lines corresponding to one row of pixel
units are respectively connected to respective gates of
the first thin film transistor and the second thin film tran-
sistor in said row of pixel units. For example, gate lines
Gn-1 and Gn corresponding to the third row of pixel units
as shown in Fig. 7 are respectively connected to respec-
tive gates of the first thin film transistors and the second
thin film transistors in said row of pixel units.
[0042] Data lines are connected to the corresponding
pixel units through respective sources of the first thin film
transistor and the second thin film transistor. For exam-
ple, as shown by the dashed lines in Fig. 7, data line Dn
is connected, through respective sources of the first thin
film transistors and the second thin film transistors, to-
wards the right side to the first row of pixel units which
are corresponding to gate lines Gn-5 and Gn-4 and to
the second row of pixel units which are corresponding to
gate lines Gn-3 and Gn-2, and is connected towards the
left side to the third row of pixel units which are corre-
sponding to gate lines Gn-1 and Gn and to the fourth row
of pixel units which are corresponding to gate lines Gn+1
and Gn+2, and is again connected towards the right side
to the fifth row of pixel units which are corresponding to
gate lines Gn+3 and Gn+4 and to the sixth row of pixel
units which are corresponding to gate lines Gn+5 and
Gn+6.
[0043] As shown in Fig. 7, one of two gate lines corre-
sponding to a row of pixel units is connected to a gate of
each of the thin film transistors in said row of pixel units,
while the other one of the two gate lines corresponding
to the row of pixel units is connected to a gate of each of
the second thin film transistors in said row of pixel units.
For example, the gate line Gn-1 corresponding to the
third row of pixel units as shown in Fig. 7 is connected
to a gate of the first thin film transistor of each of the pixel
units in said row, while the gate line Gn corresponding
to the third row of pixel units as shown in Fig. 7 is con-
nected to a gate of the second thin film transistor of each
of the pixel units in said row.
[0044] According to an embodiment of the present in-
vention, a method for driving the array substrate accord-
ing to the present invention is provided.
[0045] As shown in Figs. 4 and 5, when applying the
2-line dot inversion to the array substrate of the prior art
as shown in Figs. 1 and 2, pixel units connected to the
same data line include pixel units of a positive polarity
and pixel units of a negative polarity, so it is necessary
to invert, for many times, the polarities of output signals

on the same data line within one frame, which greatly
increases the power consumption.
[0046] In contrast, when applying the 2-line dot inver-
sion to the array substrate of the present invention, the
pixel units connected to the same data line have the same
polarity, as shown in Figs. 6 and 7. Thus when driving
the array substrate according to the present invention,
the polarities of output signals on each data line remain
unchanged within one frame, and the polarities of output
signals on two data lines adjacent in the first direction
(e.g. row direction) are opposite. For example, as shown
in Fig. 6, in the Nth frame, the polarity of the output signal
on data line Dn is positive and remains unchanged, and
the polarity of the output signal on data line Dn+1 is neg-
ative and remains unchanged, and so on, until the polarity
of the output signal on data line Dn+6 is positive and
remains unchanged, and the polarity of the output signal
on data line Dn+7 is negative and remains unchanged.
In addition, in the (N+1)th frame (not shown in the figure),
polarities of output signals on the data lines are inverted.
The polarity of the output signal on data line Dn is neg-
ative and remains unchanged, the polarity of the output
signal on data line Dn+1 is positive and remains un-
changed, and so on, until the polarity of the output signal
on data line Dn+6 is negative and remains unchanged,
and the polarity of the output signal on data line Dn+7 is
positive and remains unchanged.
[0047] According to the driving method of the present
invention, output signals on the same data line have the
same polarity within one frame, and the polarities of the
output signals on the data lines are only inverted once
between frames, thereby greatly reducing power con-
sumption.
[0048] Although the embodiments of Figs. 6 and 7 only
show an array substrate having pixel units of 6 rows x 8
columns as well as the corresponding data lines and gate
lines, the present invention is not limited to this. The array
substrate according to the present invention may include
more rows and/or columns of pixel units and the corre-
sponding data lines and gate lines.
[0049] Although the structure, method and system
have been described with reference to exemplary em-
bodiments, those skilled in the art shall easily understand
that many modifications to the disclosed embodiments
are feasible, and thus any variation shall be considered
as falling within the spirit and scope of the device, method
and system disclosed herein. Therefore, those ordinarily
skilled in the art may make many modifications without
departing from the spirit and scope of the claims.

Claims

1. An array substrate, comprising a plurality of gate
lines extending in a first direction, a plurality of data
lines extending in a second direction crossing the
first direction, and a plurality of pixel units arranged
as an array along the first direction and the second
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direction, wherein,
each of the plurality of data lines is arranged between
two columns of the pixel units, the two columns of
the pixel units extending in the second direction and
being adjacent to each other in the first direction, and
the data line is connected to pixel units at one side
of said data line or to pixel units at the other side of
said data line; and
each of the plurality of data lines switches the direc-
tion of connection from one side to the other in an
alternating manner with each two adjacent rows of
pixel units, and the plurality of data lines have the
same connection direction in each row of pixel units.

2. The array substrate according to claim 1, wherein
each of the plurality of gate lines corresponds to a
row of pixel units extending in the first direction.

3. The array substrate according to claim 2, wherein
each pixel unit includes a pixel electrode and a thin
film transistor, the pixel electrode being connected
to a drain of the thin film transistor, the gate line being
connected to a pixel unit through a gate of the thin
film transistor, and the data line being connected to
a corresponding pixel unit through a source of the
thin film transistor.

4. The array substrate according to claim 1, wherein
every two gate lines correspond to a row of pixel
units extending in the first direction, and are respec-
tively arranged at two sides of said row of pixel units
in the second direction.

5. The array substrate according to claim 4, wherein
each pixel unit includes a first pixel electrode and a
second pixel electrode, as well as a first thin film
transistor and a second thin film transistor corre-
sponding to the first pixel electrode and the second
pixel electrode, respectively, the first pixel electrode
and the second pixel electrode being respectively
connected to respective drains of the first thin film
transistor and the second thin film transistor,
two gate lines corresponding to one row of pixel units
are respectively connected to respective gates of the
first thin film transistor and the second thin film tran-
sistor in said row of pixel units, and
the data lines are connected to the corresponding
pixel units through respective sources of the first thin
film transistor and the second thin film transistor.

6. The array substrate according to claim 5, wherein
the first pixel electrode and the second pixel elec-
trode are arranged in the pixel units along the first
direction.

7. The array substrate according to claim 5, wherein
one of the two gate lines corresponding to a row of
pixel units is connected to a gate of each of the first

thin film transistors in said row of pixel units, while
the other one of the two gate lines corresponding to
the row of pixel units is connected to a gate of each
of the second thin film transistors in said row of pixel
units.

8. The array substrate according to claim 1, wherein
the polarities of output signals on each data line re-
main unchanged within one frame, and the polarities
of output signals on two data lines adjacent in the
first direction are opposite.

9. The array substrate according to claim 8, wherein
the polarities of output signals on each data line are
inverted once between two adjacent frames.

10. A display device, which comprises an array substrate
according to any one of claims 1-8.

11. A method of driving the array substrate, the array
substrate comprising a plurality of gate lines extend-
ing in a first direction, a plurality of data lines extend-
ing in a second direction crossing the first direction,
and a plurality of pixel units arranged as an array
along the first direction and the second direction,
wherein each of the plurality of data lines is arranged
between two columns of the pixel units, the two col-
umns of the pixel units extending in the second di-
rection and being adjacent to each other in the first
direction, and the data line is connected to pixel units
at one side of said data line or to pixel units at the
other side of said data line; and wherein each of the
plurality of data lines switches the direction of con-
nection from one side to the other in an alternating
manner with each two adjacent rows of pixel units,
and the plurality of data lines have the same con-
nection direction in each row of pixel units, the meth-
od comprising: keeping the polarities of output sig-
nals on each data line unchanged within one frame,
and making the polarities of output signals on two
data lines adjacent in the first direction to be oppo-
site, so that a voltage applied to the pixel units has
a polarity inversion in the first direction using one
pixel unit as a period and in the second direction
using two pixel units as a period.

12. The method according to claim 11, wherein the po-
larities of output signals on each data line are invert-
ed once between two adjacent frames.
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