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(54) NETWORK ELEMENT SELECTION METHOD AND NETWORK ELEMENT SELECTOR

(57) The present invention discloses a network ele-
ment selection method and a network element selector.
The network element selection method includes: receiv-
ing, by a network element selector, a request message
sent by a base station, where the request message in-
cludes information about user equipment UE and a serv-
ice chain head, the service chain head includes a session
index, and the session index is empty or the session index

is allocated by a first controller serving the UE; determin-
ing, by the network element selector based on the ses-
sion index, a controller providing a service; and sending,
by the network element selector, the request message
to the controller providing the service, so that the con-
troller providing the service serves the UE. In this appli-
cation, the network element selector is deployed to pro-
vide a load balance function.
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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of com-
munications technologies, and in particular, to a network
element selection method and a network element selec-
tor.

BACKGROUND

[0002] With development of mobile Internet services,
diversification of enterprise network services, and con-
vergence of mobile access networks in a plurality of
standards, increasingly high requirements are imposed
on a core network architecture. To further simplify the
core network architecture and improve network efficien-
cy, the prior art provides a converged controller including
a control function network element of an existing core
network. The converged controller includes mobility
management (for example, implementing a function of
an MME (Mobility Management Entity, mobility manage-
ment entity)), session management, charging and policy
management, and the like, thereby reducing control in-
terfaces and interaction signaling. The converged con-
troller is a control core in the core network architecture.
An MME pool (MME Pool) technology is used in SAE
(System Architecture Evolution, System Architecture Ev-
olution) to implement load balance and disaster backup
and recovery of the converged controller. An existing pool
networking mode is shown in FIG. 1. eNodeB (Evolved
NodeB, Evolved NodeB) is connected to all converged
controllers in the pool, and the eNodeB selects an ap-
propriate converged controller for connected UE based
on a capacity and a current load capacity of each con-
verged controller, so as to achieve an objective of load
balance.
[0003] However, the existing core network architecture
may ensure only limited load balance in the range of con-
verged controllers connected to the eNodeB. For a future
network architecture, as network capacity increases,
load balance and disaster backup and recovery need to
be implemented at a higher level, so as to improve re-
source utilization and reliability of the network. In addi-
tion, the eNodeB needs to directly communicate with the
converged controllers to dynamically obtain a load con-
dition feedback, which leads to relatively high costs. Fur-
ther, a current network element selection method is ap-
plicable to selection of a converged controller for UE
when the UE is connected, and it is difficult to implement
a more flexible and dynamic load balance policy based
on an actual load condition.

SUMMARY

[0004] The present invention provides a network ele-
ment selection method and a network element selector,
so that the network element selector may be deployed

to provide a load balance function.
[0005] A first aspect of the present invention provides
a network element selection method, including:

receiving, by a network element selector, a request
message sent by a base station, where the request
message includes information about user equipment
UE and a service chain head, the service chain head
includes a session index, and the session index is
empty or the session index is allocated by a first con-
troller serving the UE;
determining, by the network element selector based
on the session index, a controller providing a service;
and
sending, by the network element selector, the re-
quest message to the controller providing the serv-
ice, so that the controller providing the service serves
the UE.

[0006] With reference to the implementation of the first
aspect, in a first possible implementation of the first as-
pect, the determining, by the network element selector
based on the session index, a controller providing a serv-
ice includes:

obtaining, by the network element selector from the
session index, an identifier of a controller that allo-
cates the session index, and identifying that the iden-
tifier of the controller that allocates the session index
is an identifier of the first controller; and
determining, by the network element selector, that
the controller providing the service is the first con-
troller.

[0007] With reference to the implementation of the first
aspect, in a second possible implementation of the first
aspect, the determining, by the network element selector
based on the session index, a controller providing a serv-
ice includes:
determining, by the network element selector based on
the session index and attribute information of each con-
troller, the controller providing the service, where the at-
tribute information of each controller is location informa-
tion and/or load capacity information of each controller.
[0008] With reference to the second possible imple-
mentation of the first aspect, in a third possible imple-
mentation of the first aspect, the determining, by the net-
work element selector based on the session index and
attribute information of each controller, the controller pro-
viding the service includes:

identifying, by the network element selector, that the
session index is empty;
obtaining, by the network element selector, the lo-
cation information and/or the load capacity informa-
tion of each controller;
obtaining, by the network element selector, location
information of the base station; and
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determining, by the network element selector, a dis-
tance between the base station and each controller
based on the location information of the base station
and the location information of each controller, and
determining, based on the distance between the
base station and each controller and/or the load ca-
pacity information, the controller providing the serv-
ice.

[0009] With reference to the second possible imple-
mentation of the first aspect, in a fourth possible imple-
mentation of the first aspect, the determining, by the net-
work element selector based on the session index and
attribute information of each controller, the controller pro-
viding the service includes:

obtaining, by the network element selector from the
session index, an identifier of a controller that allo-
cates the session index, and identifying that the iden-
tifier of the controller that allocates the session index
is an identifier of the first controller;
obtaining, by the network element selector, location
information and/or load capacity information of the
first controller;
obtaining, by the network element selector, location
information of the base station;
determining, by the network element selector, a dis-
tance between the base station and each controller
based on the location information of the base station
and the location information of the first controller,
and determining, based on the distance between the
base station and each controller and/or the load ca-
pacity information, whether to use the first controller
to provide the service; and
if it is determined to use the first controller to provide
a service, determining, by the network element se-
lector, that the controller providing the service is the
first controller; or if it is determined not to use the
first controller to provide a service, obtaining, by the
network element selector, location information
and/or load capacity information of a controller other
than the first controller; and
determining, by the network element selector, a dis-
tance between the base station and the controller
other than the first controller based on the location
information of the base station and the location in-
formation of the controller other than the first con-
troller, and determining, based on the distance be-
tween the base station and the controller other than
the first controller and/or the load capacity informa-
tion of the controller other than the first controller,
the controller providing the service.

[0010] A second aspect of the present invention pro-
vides a network element selector, including:

a receiving module, configured to receive a request
message sent by a base station, where the request

message includes information about user equipment
UE and a service chain head, the service chain head
includes a session index, and the session index is
empty or the session index is allocated by a first con-
troller serving the UE;
a determining module, configured to determine,
based on the session index received by the receiving
module, a controller providing a service; and
a sending module, configured to send the request
message received by the receiving module to the
controller that is determined by the determining mod-
ule and that provides a service, so that the controller
providing the service serves the UE.

[0011] With reference to the implementation of the sec-
ond aspect, in a first possible implementation of the sec-
ond aspect, the determining module includes:

an identification unit, configured to obtain, from the
session index, an identifier of a controller that allo-
cates the session index, and identifying that the iden-
tifier of the controller that allocates the session index
is an identifier of the first controller; and
a determining unit, configured to determine that the
controller providing the service is the first controller.

[0012] With reference to the implementation of the sec-
ond aspect, in a second possible implementation of the
second aspect, the determining module is specifically
configured to:
determine, based on the session index and attribute in-
formation of each controller, the controller providing the
service, where the attribute information of each controller
is location information and/or load capacity information
of each controller.
[0013] With reference to the second possible imple-
mentation of the second aspect, in a third possible im-
plementation of the second aspect, the determining mod-
ule includes:

an identification unit, configured to identify that the
session index is empty;
an obtaining unit, configured to obtain the location
information and/or the load capacity information of
each controller; where
the obtaining unit is further configured to obtain lo-
cation information of the base station; and
a determining unit, configured to: determine a dis-
tance between the base station and each controller
based on the location information of the base station
and the location information of each controller, and
determine, based on the distance between the base
station and each controller and/or the load capacity
information, the controller providing the service.

[0014] With reference to the second possible imple-
mentation of the second aspect, in a fourth possible im-
plementation of the second aspect, the determining mod-
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ule includes:

an identification unit, configured to: obtain, from the
session index, an identifier of a controller that allo-
cates the session index, and identify that the identi-
fier of the controller that allocates the session index
is an identifier of the first controller;
an obtaining unit, configured to obtain location infor-
mation and/or load capacity information of the first
controller; where
the obtaining unit is further configured to obtain lo-
cation information of the base station;
a judging unit, configured to: determine a distance
between the base station and each controller based
on the location information of the base station and
the location information of the first controller, and
determine, based on the distance between the base
station and each controller and/or the load capacity
information, whether to use the first controller to pro-
vide the service; and
a determining unit, configured to: when a judgment
result of the judging unit is to use the first controller
to provide the service, determine that the controller
providing the service is the first controller; where
the obtaining unit is further configured to: when the
judgment result of the judging unit is not to use the
first controller to provide the service, obtain location
information and/or load capacity information of a
controller other than the first controller; and
the determining unit is further configured to: deter-
mine a distance between the base station and the
controller other than the first controller based on the
location information of the base station and the lo-
cation information of the controller other than the first
controller, and determine, based on the distance be-
tween the base station and the controller other than
the first controller and/or the load capacity informa-
tion of the controller other than the first controller,
the controller providing the service.

[0015] A third aspect of the present invention provides
a network element selector, where the network element
selector includes a communications bus, an input appa-
ratus, an output apparatus, and a processor, where
the communications bus is configured to implement con-
nection and communication between the input appara-
tus, the output apparatus, and the processor;
the input apparatus is configured to receive a request
message sent by a base station, where the request mes-
sage includes information about user equipment UE and
a service chain head, the service chain head includes a
session index, and the session index is empty or the ses-
sion index is allocated by a first controller serving the UE;
the processor is configured to determine, based on the
session index, a controller providing a service; and
the output apparatus is configured to send the request
message to the controller providing the service, so that
the controller providing the service serves the UE.

[0016] With reference to the implementation of the third
aspect, in a first possible implementation of the third as-
pect, that the processor determines, based on the ses-
sion index, a controller providing a service specifically
includes the following steps:

obtaining, from the session index, an identifier of a
controller that allocates the session index, and iden-
tifying that the identifier of the controller that allocates
the session index is an identifier of the first controller;
and
determining that the controller providing the service
is the first controller.

[0017] With reference to the implementation of the third
aspect, in a second possible implementation of the third
aspect, that the processor determines, based on the ses-
sion index, a controller providing a service specifically
includes the following step:
determining, based on the session index and attribute
information of each controller, the controller providing the
service, where the attribute information of each controller
is location information and/or load capacity information
of each controller.
[0018] With reference to the second possible imple-
mentation of the third aspect, in a third possible imple-
mentation of the third aspect, that the processor deter-
mines, based on the session index and attribute informa-
tion of each controller, the controller providing the service
specifically includes the following steps:

identifying that the session index is empty;
obtaining the location information and/or the load ca-
pacity information of each controller;
obtaining location information of the base station;
and
determining a distance between the base station and
each controller based on the location information of
the base station and the location information of each
controller, and determining, based on the distance
between the base station and each controller and/or
the load capacity information, the controller provid-
ing the service.

[0019] With reference to the second possible imple-
mentation of the third aspect, in a fourth possible imple-
mentation of the third aspect, that the processor deter-
mines, based on the session index and attribute informa-
tion of each controller, the controller providing the service
specifically includes the following steps:

obtaining, from the session index, an identifier of a
controller that allocates the session index, and iden-
tifying that the identifier of the controller that allocates
the session index is an identifier of the first controller;
obtaining location information and/or load capacity
information of the first controller;
obtaining location information of the base station;
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determining a distance between the base station and
each controller based on the location information of
the base station and the location information of the
first controller, and determining, based on the dis-
tance between the base station and each controller
and/or the load capacity information, whether to use
the first controller to provide the service; and
if it is determined to use the first controller to provide
a service, determining that the controller providing
the service is the first controller; or if it is determined
not to use the first controller to provide a service,
obtaining location information and/or load capacity
information of a controller other than the first control-
ler; and
determining a distance between the base station and
the controller other than the first controller based on
the location information of the base station and the
location information of the controller other than the
first controller, and determining, based on the dis-
tance between the base station and the controller
other than the first controller and/or the load capacity
information of the controller other than the first con-
troller, the controller providing the service.

[0020] According to the present invention, the network
element selector receives the request message sent by
the base station, where the request message includes
the information about the user equipment UE and the
service chain head, and the service chain head includes
the session index, and the session index is empty or the
session index is allocated by the first controller serving
the UE; the network element selector determines, based
on the session index, the controller providing the service;
and the network element selector sends the request mes-
sage to the controller providing the service, so that the
controller providing the service serves the UE. An inde-
pendent network element selector is a network element
of a core network, and has relatively low costs in obtaining
a current attribution condition of each controller. There-
fore, system consumption can be reduced to support
more dynamic and flexible controller load balance for all
core networks.

BRIEF DESCRIPTION OF DRAWINGS

[0021] To describe the technical solutions in the em-
bodiments of the present invention or in the prior art more
clearly, the following briefly describes the accompanying
drawings required for describing the embodiments or the
prior art. Apparently, the accompanying drawings in the
following description show merely some embodiments
of the present invention, and a person of ordinary skill in
the art may still derive other drawings from these accom-
panying drawings without creative efforts.

FIG. 1 is a diagram of an architecture of an existing
core network;
FIG. 2 is a schematic flowchart of a network element

selection method according to an embodiment of the
present invention;
FIG. 3 is a schematic diagram of a service chain
head according to an embodiment of the present in-
vention;
FIG. 4 is a schematic flowchart of a network element
selection method according to an embodiment of the
present invention;
FIG. 5 is a schematic diagram of a system according
to an embodiment of the present invention;
FIG. 6A and FIG. 6B are a schematic flowchart of a
network element selection method according to an
embodiment of the present invention;
FIG. 7 is a schematic structural diagram of a network
element selector according to an embodiment of the
present invention;
FIG. 8 is another schematic structural diagram of a
network element selector according to an embodi-
ment of the present invention; and
FIG. 9 is another schematic structural diagram of a
network element selector according to an embodi-
ment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0022] The following clearly and completely describes
the technical solutions in the embodiments of the present
invention with reference to the accompanying drawings
in the embodiments of the present invention. Apparently,
the described embodiments are merely some but not all
of the embodiments of the present invention. All other
embodiments obtained by a person of ordinary skill in
the art based on the embodiments of the present inven-
tion without creative efforts shall fall within the protection
scope of the present invention.
[0023] The embodiments of the present invention pro-
vide a network element selection method and a network
element selector, and the network element selector may
be deployed to provide a load balance function.
[0024] In the embodiments of the present invention,
the network element selector may be a network element
selector, and a controller may be a converged controller.
The following uses the network element selector as a
network element selector and uses the converged con-
troller as a controller for detailed description.
[0025] In the embodiments of the present invention,
the network element selector is configured to: receive a
request message sent by a base station, read a session
index carried in a service chain head of the request mes-
sage sent by the base station, and determine, based on
the session index and pre-obtained attribute information
of each converged controller, a converged controller pro-
viding a service. Related apparatus and devices are as
follows:

UE (User Equipment, user equipment): The UE here-
in includes a mobile phone, an intelligent terminal, a
multimedia device, a streaming media device, a mo-
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bile Internet device (MID, mobile Internet device), a
wearable device (such as a smartwatch (for exam-
ple, an iwatch), a smart band, and a pedometer), or
another terminal device that may communicate with
the base station.
Base station: A wireless base station in an LTE (Long
Term Evolution, Long Term Evolution) network,
which is a unique network element of an LTE radio
access network, and is responsible for implementing
all functions related to an air interface.
Controller: A converged controller (Converged Con-
troller), which is a control network element in a core
network architecture, and is responsible for process-
ing all control signaling, including mobility manage-
ment, session management, policy and charging
management, and the like.

[0026] Network element selector, which may be de-
ployed in a single service domain to implement selection
and load balance of a converged controller in the service
domain, or may be deployed independent of the service
domain to be responsible for implementing selection and
load balance functions of a converged controller across
a service domain.
[0027] User context database (Database Server, DB
Server for short), which is configured to store related data
of a user, including status information, load information,
and the like.
[0028] User local data cache (Local Data Cache),
which synchronizes user context data to local cache, so
as to improve data access efficiency of a converged con-
trol plane.
[0029] In most enterprise-class applications and e-
commerce application systems, UE and a converged
controller usually complete a transaction or a service af-
ter a plurality of interaction processes. These interaction
processes are closely related to a user identity. In addi-
tion, when performing a step of these interaction proc-
esses, the converged controller usually needs to learn a
processing result of a last interaction process, or results
of several previous interaction processes. Therefore, an
application request related to the UE usually needs to be
forwarded to a converged controller for processing rather
than being forwarded to different converged controllers
by the network element selector for processing. To satisfy
the foregoing requirements, the network element selec-
tor needs to identify relevance of interaction processes
between the UE and the converged controller. When per-
forming load balance, the network element selector fur-
ther ensures that a series of related access requests may
be allocated to a same converged controller. This mech-
anism is referred to as session holding. Therefore, after
the converged controller providing a service allocates the
session index to the UE, the UE carries the session index
in each interaction process afterwards. The network el-
ement selector may send requests of a same user to a
same converged controller based on the session index,
so as to implement the session holding.

[0030] Referring to FIG. 2, FIG. 2 is a schematic flow-
chart of a network element selection method according
to an embodiment of the present invention. This embod-
iment of the present invention is applicable to related
requests that are periodically sent after the UE is con-
nected or an MME is connected.
[0031] As shown in FIG. 2, a network element selection
method according to an embodiment of the present in-
vention may include the following steps.

S200. A network element selector receives a request
message sent by a base station, where the request
message includes information about user equipment
UE and a service chain head, the service chain head
includes a session index, and the session index is
empty or the session index is allocated by a first con-
troller serving the UE.

[0032] In specific implementation, the UE sends a re-
quest to the base station, and the base station identifies
that the received request is information about the UE,
and sets a session index corresponding to the UE. The
session index is empty or is allocated by a first controller
serving the UE. If the session index is empty, it indicates
that a current request of the UE is connecting, and a
converged controller serving the UE does not exist; or if
the session index is allocated by the first controller serv-
ing the UE, an identifier that is stored in the session index
and that is of a controller allocating the session index is
an identifier of the first controller, and it indicates that the
current base station learns that a converged controller
currently serving the UE is the first controller. Therefore,
the base station sets the session index based on a current
connection condition of the UE, where the session index
is carried in the service chain head, generates the request
message based on the service chain head and the infor-
mation about the UE, and finally sends the request mes-
sage to the network element selector.
[0033] In a possible implementation, the request mes-
sage generated by the base station may be encapsulated
by using a service chain (Service Function Chaining, SFC
for short).
[0034] In a possible implementation, a setting manner
of the service chain head may be shown in FIG. 3. A
Service Path Identifier (service path identifier) field in the
service chain head is used to store the session index,
thereby implementing session (session) holding function.
In FIG. 3, the service chain head includes Metadata
Length (metadata length), Protocol Type (protocol type),
Service Index (service index), Optional Metadata TLVs
(optional metadata threshold limit value), and the like.
Other parameters in FIG. 3 are components of a service
chain head in the prior art. Details are not described in
this embodiment.

S201. The network element selector determines,
based on the session index, a controller providing a
service.
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[0035] In specific implementation, the network element
selector determines, based on the session index, a con-
verged controller providing a service.
[0036] In a possible implementation, the network ele-
ment selector may further determine, based on the ses-
sion index and attribute information of each converged
controller, the converged controller providing a service.
The network element selector obtains the attribute infor-
mation of each converged controller, where the attribute
information of each converged controller includes loca-
tion information and/or load capacity information of each
converged controller, so as to obtain a location deploy-
ment condition and a load condition of each converged
controller. Finally, the network element selector deter-
mines, with reference to the session index and the at-
tribute information of each converged controller, the con-
verged controller providing a service.

S202. The network element selector sends the re-
quest message to the controller providing the serv-
ice, so that the controller providing the service serves
the UE.

[0037] In specific implementation, the network element
selector removes the service chain head, and forwards
the request message carrying the information about the
UE to the converged controller providing a service, so
that the converged controller providing a service receives
the information about the UE forwarded by the network
element selector, and enables a specific operation serv-
ing the UE.
[0038] In a possible implementation, the converged
controller providing a service may establish or update a
context for the UE in Local Data Cache (user local data
cache) of a corresponding service domain, obtain related
data of the UE from a user context database (Database
Server, DB Server for short), and allocate the session
index to the UE. The converged controller providing a
service sends a response message related to the UE to
the network element selector, and the network element
selector forwards the response message to the base sta-
tion, so that the base station learns that the converged
controller determined by the network element selector
serves the UE.
[0039] In a possible implementation, the response
message may be an S1 application protocol (S1 Appli-
cation Protocol, Sl-AP) message. The message includes
Controller S1-AP UE ID, and Controller S1-AP UE ID is
used as the session index. The base station reads Con-
troller S1-AP UE ID to obtain the session index, and fur-
ther stores the session index as the context of the UE,
so as to continue an interaction process of the UE.
[0040] In a possible implementation, a GUTI parame-
ter that is allocated by the controller providing the service
to the UE or a controller identifier (Controller ID) may be
used as the session index. The UE notifies the base sta-
tion, and therefore, the base station obtains a session
index providing a service, and further stores the session

index as the context of the UE, so as to continue the
interaction process of the UE.
[0041] According to this embodiment of the present in-
vention, the network element selector receives the re-
quest message sent by the base station, where the re-
quest message includes the information about the user
equipment UE and the service chain head, the service
chain head includes the session index, and the session
index is empty or the session index is allocated by the
first controller serving the UE; the network element se-
lector determines, based on the session index, the con-
troller providing the service; and the network element se-
lector sends the request message to the controller pro-
viding the service, so that the controller providing the
service serves the UE. An independent network element
selector is a network element of a core network, and has
relatively low costs in obtaining a current attribution con-
dition of each controller. Therefore, system consumption
can be reduced to support more dynamic and flexible
controller load balance for all core networks.
[0042] Referring to FIG. 4, FIG. 4 is a schematic flow-
chart of a network element selection method according
to an embodiment of the present invention. The embod-
iments of the present invention are applicable to connec-
tion requests that are periodically sent after UE is con-
nected or an MME is connected. However, in this em-
bodiment, UE initial access is used as an example for
description.

S400. A network element selector receives a request
message sent by a base station, where the request
message includes information about user equipment
UE and a service chain head, the service chain head
includes a session index, and the session index is
empty or the session index is allocated by a first con-
troller serving the UE.

[0043] In specific implementation, the UE sends the
information about the UE to the base station. The infor-
mation about the UE is information about the UE, and
includes an international mobile subscriber identity (In-
ternational Mobile Subscriber Identity, IMSI for short) that
is used to uniquely identify the UE. The base station iden-
tifies, based on the request message, that the received
message is the information about the UE, and sets a
session index corresponding to the UE. The UE is per-
forming initial access, currently no converged controller
is serving the UE, and therefore, the base station sets
the session index to be empty. The base station carries
the session index in the service chain head, generates
the request message based on the service chain head
and the information about the UE, and finally sends the
request message to the network element selector.
[0044] In a possible implementation, the session index
may be set to be empty (that is, a value of a controller
identifier (Controller ID) is 0), or to be an identifier of a
first controller currently serving the UE.
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S401. The network element selector obtains, from
the session index, an identifier of a controller that
allocates the session index, and identifies that the
identifier of the controller that allocates the session
index is an identifier of the first controller.

[0045] In specific implementation, if the network ele-
ment selector obtains, from the session index, the iden-
tifier of the controller that allocates the session index, it
indicates that currently the controller is serving the UE.
Therefore, the network element selector may perform
identification on the identifier of the controller that allo-
cates the session index, and identify that the identifier of
the controller that allocates the session index is the iden-
tifier of the first controller.

S402. The network element selector determines that
a controller providing a service is the first controller.

[0046] In specific implementation, the network element
selector may directly determine that the controller pro-
viding the service is the first controller, and instructs the
first controller to continuously serve the UE.

S403. The network element selector identifies that
the session index is empty.

[0047] In specific implementation, if the network ele-
ment selector identifies that the session index is empty,
the network element selector determines, based on at-
tribute information of each controller, the controller pro-
viding the service, where the attribute information of each
controller is location information and/or load capacity in-
formation of each controller. Specifically, after receiving
the request message sent by the base station, the net-
work element selector obtains the session index from a
Service Path ID field in the service chain head of the
request message, identifies the value of the controller
identifier in the session index, and if it is identified that
the value of the controller identifier is 0, learns that the
session index is empty. This indicates that currently no
converged controller is serving the UE.

S404. The network element selector obtains location
information and/or load capacity information of each
controller.

[0048] In specific implementation, currently no con-
verged controller is serving the UE, and therefore, the
network element selector needs to allocate a converged
controller to the UE. The network element selector may
obtain location information and/or load capacity informa-
tion of a converged controller in each service domain, so
as to obtain a location deployment condition and/or a
load condition of each converged controller. The network
element selector may use the location information of
each converged controller to determine a converged con-
troller serving the UE, and learn the location information

of each converged controller to obtain a specific location
of each converged controller, so as to find a converged
controller that has a shortest distance to the UE or a
converged controller that can communicate with the UE
in a service domain to which the converged controller
belongs. The network element selector may further use
the load capacity information of each converged control-
ler to determine the converged controller serving the UE,
and use the load condition of each converged controller
to learn a current load pressure of each converged con-
troller, so as to identify impact on another network ele-
ment when a converged controller is faulty or a faulty
converged controlled is shielded across a domain. The
network element selector allocates, in converged con-
trollers whose load pressures are within a load pressure
threshold, a converged controller with a minimum load
pressure to serve the UE. By integrating with a flexible
management function of the converged controller, the
network element selector implements an auto scaling
policy based on the load condition. The network element
selector may further use both the location information
and the load capacity information of each converged con-
troller to determine the converged controller serving the
UE. For example, the network element selector may se-
lect a converged controller whose distance to the UE is
less than a preset distance value and whose load capac-
ity is less than a preset load pressure to serve the UE.

S405. The network element selector obtains location
information of the base station.

[0049] In specific implementation, if the network ele-
ment selector determines, based on the location infor-
mation of each converged controller, or based on the
location information and the load capacity information of
each converged controller, the converged controller
serving the UE, the network element selector needs to
obtain the location information of the base station, so as
to determine an actual physical distance between the
base station and each converged controller.

S406. The network element selector determines a
distance between the base station and each control-
ler based on the location information of the base sta-
tion and the location information of each controller,
and determines, based on the distance between the
base station and each controller and/or the load ca-
pacity information, the controller providing the serv-
ice.

[0050] In specific implementation, the network element
selector calculates, based on the location information of
the base station and the location information of each con-
verged controller, the actual physical distance between
the base station and each converged controller, and de-
termines, based on the actual physical distance between
the base station and each converged controller and/or
the load capacity information of each converged control-
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ler, the converged controller providing a service.

S407. The network element selector sends the re-
quest message to the controller providing the serv-
ice, so that the controller providing the service serves
the UE.

[0051] In specific implementation, as shown in FIG. 5,
the network element selector removes the service chain
head, and forwards the request message carrying the
information about the UE to the converged controller pro-
viding a service, so that the converged controller provid-
ing a service receives the request message forwarded
by the network element selector, and instructs, by ana-
lyzing the information about the UE, the base station to
provide a service. Specifically, the converged controller
providing a service may establish a context for the UE in
Local Data Cache of a corresponding service domain,
and obtains related data of the UE from a DB Server.
The DB Server stores session data (Session Data). Dif-
ferent converged controllers may have different service
domains. In FIG. 5, a service domain 1 may include at
least one converged controller, and a service domain 2
may include at least one converged controller other than
the converged controller of the service domain 1.
[0052] In specific implementation, the converged con-
troller providing a service sends a response message
related to the UE to the network element selector, and
the network element selector forwards the response
message to the base station, so that the base station
learns that the converged controller determined by the
network element selector serves the UE.
[0053] In a possible implementation, the response
message may be Controller S1-AP UE ID, and Controller
S1-AP UE ID is used as the session index. The base
station reads Controller S1-AP UE ID to obtain the ses-
sion index, and further stores the session index as the
context of the UE, so as to continue an interaction proc-
ess of the UE.
[0054] In a possible implementation, a GUTI parame-
ter that is allocated by the controller providing the service
to the UE or a controller identifier (Controller ID) may be
used as the session index. The UE notifies the base sta-
tion, and therefore, the base station obtains a session
index providing a service, and further stores the session
index as the context of the UE, so as to continue the
interaction process of the UE.
[0055] According to this embodiment of the present in-
vention, the network element selector receives the re-
quest message sent by the base station, where the re-
quest message includes the information about the user
equipment UE and the service chain head, the service
chain head includes the session index, and the session
index is empty or the session index is allocated by the
first controller serving the UE; the network element se-
lector determines, based on the session index, the con-
troller providing the service; and the network element se-
lector sends the request message to the controller pro-

viding the service, so that the controller providing the
service serves the UE. An independent network element
selector is a network element of a core network, and has
relatively low costs in obtaining a current attribution con-
dition of each controller. Therefore, system consumption
can be reduced to support more dynamic and flexible
controller load balance for all core networks.
[0056] Referring to FIG. 6A and FIG. 6B, FIG. 6A and
FIG. 6B are a schematic flowchart of a network element
selection method according to an embodiment of the
present invention. The embodiments of the present in-
vention are applicable to requests that are periodically
sent after UE is connected or an MME is connected. How-
ever, in this embodiment, requests that are periodically
sent after the UE is connected to the MME are used as
an example for description.

S600. A network element selector receives a request
message sent by a base station, where the request
message includes information about user equipment
UE and a service chain head, the service chain head
includes a session index, and the session index is
empty or the session index is allocated by a first con-
troller serving the UE.

[0057] In specific implementation, the UE sends a re-
quest to the base station, and the request may be NAS
(Non-Access Stratum, non-access stratum) signaling.
For example, the base station reads a globally unique
temporary UE identity (Globally Unique Temporary UE
Identity, GUTI) parameter by using the NAS signaling, or
identifies a Controller ID of the first controller by using
Controller S1-AP UE ID that is sent by a network element
selector and that is stored in advance. The first controller
is a converged controller previously serving the UE. The
base station carries the identifier of the first controller in
the service chain head, and generates the request mes-
sage based on the service chain head and the NAS sig-
naling sent by the UE. Finally, the base station sends the
request message to the network element selector, and
this is not limited in this embodiment.
[0058] In a possible implementation, the session index
is allocated by the first controller serving the UE, and
therefore, an identifier that is stored in the session index
and that is of a controller allocating the session index is
the identifier of the first controller.

S601. The network element selector obtains, from
the session index, an identifier of a controller that
allocates the session index, and identifies that the
identifier of the controller that allocates the session
index is an identifier of the first controller.

[0059] In specific implementation, after receiving the
request message, the network element selector identifies
the identifier of the first controller from a Service Path ID
field in the service chain head of the request message,
and it indicates that a converged controller currently serv-
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ing the UE is the first controller.

S602. The network element selector obtains location
information and/or load capacity information of the
first controller.

[0060] In specific implementation, the converged con-
troller currently serving the UE is the first controller, and
therefore, the network element selector may obtain the
location information and/or the load capacity information
of the first controller, so as to obtain a location deploy-
ment condition and/or a load condition of the first con-
troller. The network element selector may use the loca-
tion information of the first controller to determine the
converged controller serving the UE, and may obtain a
specific location of the first controller by obtaining the
location information of the first controller. The network
element selector may further use the load capacity infor-
mation of the first controller to determine the load condi-
tion of the first controller, and may learn a current load
pressure of the first controller by using the load condition,
so as to identify whether the first controller is faulty. If the
first controller is faulty, the first controller is shielded. The
network element selector may further collectively use the
location information and the load capacity information of
the first controller to determine whether the first controller
can continue to serve the UE.

S603. The network element selector obtains location
information of the base station.

[0061] In specific implementation, to determine wheth-
er the first controller can continue to serve the UE, the
network element selector further needs to obtain the lo-
cation information of the base station, so as to determine
an actual physical distance between the base station and
the first controller.

S604. The network element selector determines a
distance between the base station and each control-
ler based on the location information of the base sta-
tion and the location information of the first controller,
and determines, based on the distance between the
base station and each controller and/or the load ca-
pacity information, whether to use the first controller
to provide the service.

[0062] In specific implementation, the network element
selector calculates, based on the location information of
the base station and the location information of the first
controller, the actual physical distance between the base
station and the first controller, and determines, based on
the actual physical distance between the base station
and the first controller and/or the load capacity informa-
tion of the first controller, whether the first controller can
continue to serve the UE. If it is determined that the first
controller can continue to serve the UE, step S605 is
performed; or it is determined that the first controller can-

not continue to serve the UE, step S606 is performed.

S605. The network element selector determines that
the controller providing the service is the first con-
troller.

[0063] In specific implementation, if the network ele-
ment selector determines, based on the actual physical
distance between the base station and the first controller
and/or the load capacity information of the first controller,
that the first controller is still a most appropriate con-
verged controller serving the UE, it is determined that the
first controller can continue to serve the UE.

S606. The network element selector obtains location
information and/or load capacity information of a
controller other than the first controller.

[0064] In specific implementation, the network element
selector determines, based on the actual physical dis-
tance between the base station and the first controller
and/or the load capacity information of the first controller,
that the first controller is not appropriate to serve the UE.
The first controller belongs to a service domain, the net-
work element selector is independent of the service do-
main, and each converged controller belongs to different
service domains. Therefore, the network element selec-
tor may shield the first controller, and obtains location
information and/or load capacity information of a con-
verged controller other than the first controller, so as to
obtain a location deployment condition and/or a load con-
dition of another converged controller.

S607. The network element selector determines a
distance between the base station and the controller
other than the first controller based on the location
information of the base station and the location in-
formation of the controller other than the first con-
troller, and determines, based on the distance be-
tween the base station and the controller other than
the first controller and/or the load capacity informa-
tion of the controller other than the first controller,
the controller providing the service.

[0065] In specific implementation, the network element
selector calculates, based on the location information of
the base station and location information of another con-
verged controller, an actual physical distance between
the base station and the another converged controller,
and determines, from another converged controller
based on the actual physical distance between the base
station and the another converged controller and/or load
capacity information of the another converged controller,
the converged controller serving the UE.

S608. The network element selector sends the re-
quest message to the controller providing the serv-
ice, so that the controller providing the service serves
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the UE.

[0066] In specific implementation, when the network
element selector determines that the converged control-
ler providing a service is still the first controller, the net-
work element selector removes the service chain head,
and forwards NAS signaling to the first controller, so that
the first controller receives the NAS signaling forwarded
by the network element selector, and instructs, by ana-
lyzing the NAS signaling, the base station to provide a
service. Specifically, the first controller may update, in
Local Data Cache of a corresponding service domain, a
context of the UE and related data of the UE obtained
from DB Server. The first controller further sends a re-
sponse message related to the UE to the network ele-
ment selector, and the network element selector forwards
the response message to the base station, so that the
base station learns that the first controller continues to
serve the UE. For a specific process in which the base
station obtains the session index, refer to step S407 of
the embodiment in FIG. 4. Details are not described again
in this embodiment.
[0067] In specific implementation, when the network
element selector determines that the converged control-
ler providing a service is a converged controller (for ex-
ample, a second controller) in another converged con-
troller, the network element selector removes the service
chain head, and forwards the NAS signaling to the sec-
ond controller, so that the second controller receives the
NAS signaling forwarded by the network element selec-
tor, and instructs, by analyzing the NAS signaling, the
base station to provide a service. Specifically, the second
controller may store, in Local Data Cache of a corre-
sponding service domain, the session index as the con-
text of the UE, and obtain the related data of the UE from
DB Server. The second controller allocates a new GUTI
parameter to the UE, initiates a GUTI re-allocation com-
mand, and sends the GUTI re-allocation command and
Controller S1-AP UE ID related to the second controller
to the network element selector. The network element
selector forwards the GUTI re-allocation command and
Controller S1-AP UE ID related to the second controller
to the base station, so that the base station learns that
the second controller continues to serve the UE. Control-
ler S1-AP UE ID includes an identifier of the second con-
troller. The base station learns, by reading Controller S1-
AP UE ID, that the converged controller providing a serv-
ice has been changed to the second controller, and up-
dates, based on the received GUTI re-allocation com-
mand, a GUTI parameter that is stored in advance, up-
dates the session index, and changes the identifier of the
first controller to the identifier of the second controller,
so as to continue an interaction process of the UE. Alter-
natively, the GUTI parameter allocated by the second
controller to the UE or the identifier of the second con-
troller (Controller ID) may be used as the session index.
The UE notifies the base station, and therefore, the base
station obtains the session index to update the context

of the UE, and continue the interaction process of the UE.
[0068] According to this embodiment of the present in-
vention, the base station sends the NAS signaling to the
network element selector, and the network element se-
lector reads a value of Controller ID in the service chain
head as the identifier of the first controller. If it is found
that the first controller is not appropriate to continue to
provide a service, for example, the first controller is over-
loaded or faulty, it is determined that a new converged
controller is selected for the UE, and signaling is forward-
ed. The new converged controller may initiate a GUTI re-
allocation process, and continue the interaction process
to provide an uninterrupted service for the UE, so as to
implement a session holding function.
[0069] Referring to FIG. 7, FIG. 7 is a schematic struc-
tural diagram of a network element selector according to
an embodiment of the present invention. As shown in
FIG. 7, the network element selector includes a receiving
module 700, a determining module 701, and a sending
module 702.
[0070] The receiving module 700 is configured to re-
ceive a request message sent by a base station, where
the request message includes information about user
equipment UE and a service chain head, the service
chain head includes a session index, and the session
index is empty or the session index is allocated by a first
controller serving the UE.
[0071] The determining module 701 is configured to
determine, based on the session index received by the
receiving module 700, a controller providing a service.
[0072] The sending module 702 is configured to send
the request message received by the receiving module
to the controller that is determined by the determining
module 701 and that provides a service, so that the con-
troller providing the service serves the UE.
[0073] In a possible implementation, as shown in FIG.
8, the determining module 701 includes an identification
unit 7011 and a determining unit 7013.
[0074] The identification unit 7011 is configured to: ob-
tain, from the session index, an identifier of a controller
that allocates the session index, and identify that the iden-
tifier of the controller that allocates the session index is
an identifier of the first controller.
[0075] The determining unit 7013 is configured to de-
termine that the controller providing the service is the first
controller.
[0076] In a possible implementation, the determining
module is specifically configured to:
determine, based on the session index and attribute in-
formation of each controller, the controller providing the
service, where the attribute information of each controller
is location information and/or load capacity information
of each controller.
[0077] In a possible implementation, as shown in FIG.
8, the determining module 701 further includes an ob-
taining unit 7012.
[0078] The identification unit 7011 is further configured
to identify that the session index is empty.

19 20 



EP 3 364 694 A1

12

5

10

15

20

25

30

35

40

45

50

55

[0079] The obtaining unit 7012 is configured to obtain
the location information and/or the load capacity infor-
mation of each controller.
[0080] The obtaining unit 7012 is further configured to
obtain location information of the base station.
[0081] The determining unit 7013 is configured to: de-
termine a distance between the base station and each
controller based on the location information of the base
station and the location information of each controller,
and determine, based on the distance between the base
station and each controller and/or the load capacity in-
formation, the controller providing the service.
[0082] In a possible implementation, as shown in FIG.
8, the determining module 701 further includes a judging
unit 7014.
[0083] The identification unit 7011 is further configured
to: obtain, from the session index, an identifier of a con-
troller that allocates the session index, and identify that
the identifier of the controller that allocates the session
index is an identifier of the first controller.
[0084] The obtaining unit 7012 is further configured to
obtain location information and/or load capacity informa-
tion of the first controller.
[0085] The obtaining unit 7012 is further configured to
obtain location information of the base station.
[0086] The judging unit 7014 is configured to: deter-
mine a distance between the base station and each con-
troller based on the location information of the base sta-
tion and the location information of the first controller,
and determine, based on the distance between the base
station and each controller and/or the load capacity in-
formation, whether to use the first controller to provide
the service.
[0087] The determining unit 7013 is further configured
to: when a judgment result of the judging unit 7014 is to
use the first controller to provide the service, determine
that the controller providing the service is the first con-
troller.
[0088] The obtaining unit 7012 is further configured to:
when the judgment result of the judging unit 7014 is not
to use the first controller to provide the service, obtain
location information and/or load capacity information of
a controller other than the first controller.
[0089] The determining unit 7013 is further configured
to: determine a distance between the base station and
the controller other than the first controller based on the
location information of the base station and the location
information of the controller other than the first controller,
and determine, based on the distance between the base
station and the controller other than the first controller
and/or the load capacity information of the controller oth-
er than the first controller, the controller providing the
service.
[0090] According to this embodiment of the present in-
vention, the network element selector receives the re-
quest message sent by the base station, where the re-
quest message includes the information about the user
equipment UE and the service chain head, the service

chain head includes the session index, and the session
index is empty or the session index is allocated by the
first controller serving the UE; the network element se-
lector determines, based on the session index, the con-
troller providing the service; and the network element se-
lector sends the request message to the controller pro-
viding the service, so that the controller providing the
service serves the UE. An independent network element
selector is a network element of a core network, and has
relatively low costs in obtaining a current attribution con-
dition of each controller. Therefore, system consumption
can be reduced to support more dynamic and flexible
controller load balance for all core networks.
[0091] Referring to FIG. 9, FIG. 9 is another schematic
structural diagram of a network element selector accord-
ing to an embodiment of the present invention. For spe-
cific steps implemented by each apparatus in this em-
bodiment of the present invention, refer to embodiments
shown in FIG. 2 to FIG. 6A and FIG. 6B. Details are not
described in this embodiment of the present invention.
As shown in FIG. 9, a mobile terminal of this embodiment
includes a communications bus 900, an input apparatus
901, an output apparatus 902, and a processor 903 (there
may be one or more processors 903 in a network element
selector, and one processor is used as an example for
description in FIG. 9).
[0092] The communications bus 900 is configured to
implement connection and communication between the
input apparatus, the output apparatus, and the processor
903.
[0093] The input apparatus 901 is configured to receive
a request message sent by a base station, where the
request message includes information about user equip-
ment UE and a service chain head, the service chain
head includes a session index, and the session index is
empty or the session index is allocated by a first controller
serving the UE.
[0094] The processor 903 is configured to determine,
based on the session index, a controller providing a serv-
ice.
[0095] The output apparatus 902 is configured to send
the request message to the controller providing the serv-
ice, so that the controller providing the service serves the
UE.
[0096] In a possible implementation, that the processor
903 determines, based on the session index, a controller
providing a service specifically includes the following
steps:

obtaining, from the session index, an identifier of a
controller that allocates the session index, and iden-
tifying that the identifier of the controller that allocates
the session index is an identifier of the first controller;
and
determining that the controller providing the service
is the first controller.

[0097] In a possible implementation, that the processor
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903 determines, based on the session index, a controller
providing a service specifically includes the following
step:
determining, based on the session index and attribute
information of each controller, the controller providing the
service, where the attribute information of each controller
is location information and/or load capacity information
of each controller.
[0098] In a possible implementation, that the processor
903 determines, based on the session index and attribute
information of each controller, the controller providing the
service specifically includes the following steps:

identifying that the session index is empty;
obtaining the location information and/or the load ca-
pacity information of each controller;
obtaining location information of the base station;
and
determining a distance between the base station and
each controller based on the location information of
the base station and the location information of each
controller, and determining, based on the distance
between the base station and each controller and/or
the load capacity information, the controller provid-
ing the service.

[0099] In a possible implementation, that the processor
903 determines, based on the session index and attribute
information of each controller, the controller providing the
service specifically includes the following steps:

obtaining, from the session index, an identifier of a
controller that allocates the session index, and iden-
tifying that the identifier of the controller that allocates
the session index is an identifier of the first controller;
obtaining location information and/or load capacity
information of the first controller;
obtaining location information of the base station;
determining a distance between the base station and
each controller based on the location information of
the base station and the location information of the
first controller, and determining, based on the dis-
tance between the base station and each controller
and/or the load capacity information, whether to use
the first controller to provide the service; and
if it is determined to use the first controller to provide
a service, determining that the controller providing
the service is the first controller; or if it is determined
not to use the first controller to provide a service,
obtaining location information and/or load capacity
information of a controller other than the first control-
ler; and
determining a distance between the base station and
the controller other than the first controller based on
the location information of the base station and the
location information of the controller other than the
first controller, and determining, based on the dis-
tance between the base station and the controller

other than the first controller and/or the load capacity
information of the controller other than the first con-
troller, the controller providing the service.

[0100] According to this embodiment of the present in-
vention, the network element selector receives the re-
quest message sent by the base station, where the re-
quest message includes the information about the user
equipment UE and the service chain head, the service
chain head includes the session index, and the session
index is empty or the session index is allocated by the
first controller serving the UE; the network element se-
lector determines, based on the session index, the con-
troller providing the service; and the network element se-
lector sends the request message to the controller pro-
viding the service, so that the controller providing the
service serves the UE. An independent network element
selector is a network element of a core network, and has
relatively low costs in obtaining a current attribution con-
dition of each controller. Therefore, system consumption
can be reduced to support more dynamic and flexible
controller load balance for all core networks.
[0101] With descriptions of the foregoing embodi-
ments, a person skilled in the art may clearly understand
that the present invention may be implemented by hard-
ware, firmware or a combination thereof. When the
present invention is implemented by software, the fore-
going functions may be stored in a computer-readable
medium or transmitted as one or more instructions or
code in the computer-readable medium. The computer-
readable medium includes a computer storage medium
and a communications medium, where the communica-
tions medium includes any medium that enables a com-
puter program to be transmitted from one place to anoth-
er. The storage medium may be any available medium
accessible to a computer. The following provides an ex-
ample but does not impose a limitation: The computer-
readable medium may include a RAM, a ROM, an EEP-
ROM, a CD-ROM, or another optical disc storage or disk
storage medium, or another magnetic storage device, or
any other medium that can carry or store expected pro-
gram code in a form of an instruction or a data structure
and can be accessed by a computer. In addition, any
connection may be appropriately defined as a computer-
readable medium. For example, if software is transmitted
from a website, a server or another remote source by
using a coaxial cable, an optical fiber/cable, a twisted
pair, a digital subscriber line (DSL) or wireless technol-
ogies such as infrared ray, radio and microwave, the co-
axial cable, optical fiber/cable, twisted pair, DSL or wire-
less technologies such as infrared ray, radio and micro-
wave are included in fixation of a medium to which they
belong. For example, a disk (Disk) and disc (disc) used
by the present invention includes a compact disc (CD),
a laser disc, an optical disc, a digital versatile disc (DVD),
a floppy disk and a Blu-ray disc, where the disk generally
copies data by a magnetic means, and the disc copies
data optically by a laser means. The foregoing combina-
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tion should also be included in the protection scope of
the computer-readable medium.
[0102] What are disclosed above are merely examples
of embodiments of the present invention, and certainly
are not intended to limit the scope of the claims of the
present invention. Therefore, equivalent variations made
in accordance with the claims of the present invention
shall fall within the scope of the present invention.

Claims

1. A network element selection method, comprising:

receiving, by a network element selector, a re-
quest message from a base station, wherein the
request message comprises information about
a user equipment UE and a service chain head,
the service chain head comprises a session in-
dex, and the session index is empty or the ses-
sion index is allocated by a first controller serving
the UE;
determining, by the network element selector
based on the session index, a controller provid-
ing a service; and
sending, by the network element selector, the
request message to the controller providing the
service, so that the controller providing the serv-
ice serves the UE.

2. The network element selection method according to
claim 1, wherein the determining, by the network el-
ement selector based on the session index, a con-
troller providing a service comprises:

obtaining, by the network element selector from
the session index, an identifier of a controller
that allocates the session index, and identifying
that the identifier of the controller that allocates
the session index is an identifier of the first con-
troller; and
determining, by the network element selector,
that the controller providing the service is the
first controller.

3. The network element selection method according to
claim 1, wherein the determining, by the network el-
ement selector based on the session index, a con-
troller providing a service comprises:
determining, by the network element selector based
on the session index and attribute information of
each controller, the controller providing the service,
wherein the attribute information of each controller
is location information and/or load capacity informa-
tion of each controller.

4. The network element selection method according to
claim 3, wherein the determining, by the network el-

ement selector based on the session index and at-
tribute information of each controller, the controller
providing the service comprises:

identifying, by the network element selector, that
the session index is empty;
obtaining, by the network element selector, the
location information and/or the load capacity in-
formation of each controller;
obtaining, by the network element selector, lo-
cation information of the base station; and
determining, by the network element selector, a
distance between the base station and each
controller based on the location information of
the base station and the location information of
each controller, and determining, based on the
distance between the base station and each
controller and/or the load capacity information,
the controller providing the service.

5. The network element selection method according to
claim 3, wherein the determining, by the network el-
ement selector based on the session index and at-
tribute information of each controller, the controller
providing the service comprises:

obtaining, by the network element selector from
the session index, an identifier of a controller
that allocates the session index, and identifying
that the identifier of the controller that allocates
the session index is an identifier of the first con-
troller;
obtaining, by the network element selector, lo-
cation information and/or load capacity informa-
tion of the first controller;
obtaining, by the network element selector, lo-
cation information of the base station;
determining, by the network element selector, a
distance between the base station and each
controller based on the location information of
the base station and the location information of
the first controller, and determining, based on
the distance between the base station and each
controller and/or the load capacity information,
whether to use the first controller to provide the
service; and
if it is determined to use the first controller to
provide a service, determining, by the network
element selector, that the controller providing
the service is the first controller; or if it is deter-
mined not to use the first controller to provide a
service, obtaining, by the network element se-
lector, location information and/or load capacity
information of a controller other than the first
controller; and
determining, by the network element selector, a
distance between the base station and the con-
troller other than the first controller based on the
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location information of the base station and the
location information of the controller other than
the first controller, and determining, based on
the distance between the base station and the
controller other than the first controller and/or
the load capacity information of the controller
other than the first controller, the controller pro-
viding the service.

6. A network element selector, comprising:

a receiving module, configured to receive a re-
quest message from a base station, wherein the
request message comprises information about
a user equipment UE and a service chain head,
the service chain head comprises a session in-
dex, and the session index is empty or the ses-
sion index is allocated by a first controller serving
the UE;
a determining module, configured to determine,
based on the session index received by the re-
ceiving module, a controller providing a service;
and
a sending module, configured to send the re-
quest message received by the receiving mod-
ule to the controller that is determined by the
determining module and that provides a service,
so that the controller providing the service
serves the UE.

7. The network element selector according to claim 6,
wherein the determining module comprises:

an identification unit, configured to obtain, from
the session index, an identifier of a controller
that allocates the session index, and identifying
that the identifier of the controller that allocates
the session index is an identifier of the first con-
troller; and
a determining unit, configured to determine that
the controller providing the service is the first
controller.

8. The network element selector according to claim 6,
wherein the determining module is specifically con-
figured to:
determine, based on the session index and attribute
information of each controller, the controller provid-
ing the service, wherein the attribute information of
each controller is location information and/or load
capacity information of each controller.

9. The network element selector according to claim 8,
wherein the determining module comprises:

an identification unit, configured to identify that
the session index is empty;
an obtaining unit, configured to obtain the loca-

tion information and/or the load capacity infor-
mation of each controller; wherein
the obtaining unit is further configured to obtain
location information of the base station; and
a determining unit, configured to: determine a
distance between the base station and each
controller based on the location information of
the base station and the location information of
each controller, and determine, based on the
distance between the base station and each
controller and/or the load capacity information,
the controller providing the service.

10. The network element selector according to claim 8,
wherein the determining module comprises:

an identification unit, configured to: obtain, from
the session index, an identifier of a controller
that allocates the session index, and identify that
the identifier of the controller that allocates the
session index is an identifier of the first control-
ler;
an obtaining unit, configured to obtain location
information and/or load capacity information of
the first controller; wherein
the obtaining unit is further configured to obtain
location information of the base station;
a judging unit, configured to: determine a dis-
tance between the base station and each con-
troller based on the location information of the
base station and the location information of the
first controller, and determine, based on the dis-
tance between the base station and each con-
troller and/or the load capacity information,
whether to use the first controller to provide the
service; and
a determining unit, configured to: when a judg-
ment result of the judging unit is to use the first
controller to provide the service, determine that
the controller providing the service is the first
controller; wherein
the obtaining unit is further configured to: when
the judgment result of the judging unit is not to
use the first controller to provide the service, ob-
tain location information and/or load capacity in-
formation of a controller other than the first con-
troller; and
the determining unit is further configured to: de-
termine a distance between the base station and
the controller other than the first controller based
on the location information of the base station
and the location information of the controller oth-
er than the first controller, and determine, based
on the distance between the base station and
the controller other than the first controller and/or
the load capacity information of the controller
other than the first controller, the controller pro-
viding the service.
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11. A network element selector, wherein the network el-
ement selector comprises a communications bus,
an input apparatus, an output apparatus, and a proc-
essor, wherein
the communications bus is configured to implement
connection and communication between the input
apparatus, the output apparatus, and the processor;
the input apparatus is configured to receive a request
message from a base station, wherein the request
message comprises information about a user equip-
ment UE and a service chain head, the service chain
head comprises a session index, and the session
index is empty or the session index is allocated by
a first controller serving the UE;
the processor is configured to determine, based on
the session index, a controller providing a service;
and
the output apparatus is configured to send the re-
quest message to the controller providing the serv-
ice, so that the controller providing the service serves
the UE.

12. The network element selector according to claim 11,
wherein that the processor determines, based on the
session index, a controller providing a service spe-
cifically comprises the following steps:

obtaining, from the session index, an identifier
of a controller that allocates the session index,
and identifying that the identifier of the controller
that allocates the session index is an identifier
of the first controller; and
determining that the controller providing the
service is the first controller.

13. The network element selector according to claim 11,
wherein that the processor determines, based on the
session index, a controller providing a service spe-
cifically comprises the following step:
determining, based on the session index and at-
tribute information of each controller, the controller
providing the service, wherein the attribute informa-
tion of each controller is location information and/or
load capacity information of each controller.

14. The network element selector according to claim 13,
wherein that the processor determines, based on the
session index and attribute information of each con-
troller, the controller providing the service specifical-
ly comprises the following steps:

identifying that the session index is empty;
obtaining the location information and/or the
load capacity information of each controller;
obtaining location information of the base sta-
tion; and
determining a distance between the base station
and each controller based on the location infor-

mation of the base station and the location in-
formation of each controller, and determining,
based on the distance between the base station
and each controller and/or the load capacity in-
formation, the controller providing the service.

15. The network element selector according to claim 13,
wherein that the processor determines, based on the
session index and attribute information of each con-
troller, the controller providing the service specifical-
ly comprises the following steps:

obtaining, from the session index, an identifier
of a controller that allocates the session index,
and identifying that the identifier of the controller
that allocates the session index is an identifier
of the first controller;
obtaining location information and/or load ca-
pacity information of the first controller;
obtaining location information of the base sta-
tion;
determining a distance between the base station
and each controller based on the location infor-
mation of the base station and the location in-
formation of the first controller, and determining,
based on the distance between the base station
and each controller and/or the load capacity in-
formation, whether to use the first controller to
provide the service; and
if it is determined to use the first controller to
provide a service, determining that the controller
providing the service is the first controller; or if
it is determined not to use the first controller to
provide a service, obtaining location information
and/or load capacity information of a controller
other than the first controller; and
determining a distance between the base station
and the controller other than the first controller
based on the location information of the base
station and the location information of the con-
troller other than the first controller, and deter-
mining, based on the distance between the base
station and the controller other than the first con-
troller and/or the load capacity information of the
controller other than the first controller, the con-
troller providing the service.
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