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Description

BACKGROUND

[0001] This disclosure relates generally to patient po-
sitioning and support systems useful in medical applica-
tions including radiation therapy and medical imaging,
and in other applications.
[0002] Various patient positioning and support sys-
tems for radiation therapy, diagnostic imaging, or other
medical procedures are known in the art. For radiation
therapy, accurate positioning of patients is necessary to
ensure accurate delivery of radiation doses to a treatment
volume and to avoid overexposure of healthy tissue to
high energy radiation. Accurate positioning of patients is
also important in diagnostic imaging for determining the
exact location of the treatment volume and other related
information for treatment planning. Therefore, it would
be desirable to provide a patient positioning system that
can accurately position patients and allows correction of
patient positions with full motion compatibility.
[0003] Imaging systems are increasingly used in radi-
ation therapy e.g. to evaluate treatment results. For in-
stance, images of magnetic resonance imaging (MRI)
may provide good soft-tissue contrast of the patient anat-
omy. Images of X-ray imaging such as computed tom-
ography (CT) may provide good contrast between bone
density and soft tissue and have good spatial and tem-
poral resolution. In some applications, a system including
multiple imaging machines such as an MRI scanner and
a CT scanner may be desirable to take the advantages
provided by both imaging modalities. Therefore, it would
be desirable to provide a patient positioning system that
has sufficient range of movements and degrees of free-
dom in moving and positioning patients between a radi-
ation treatment machine and an imaging machine, or be-
tween two or more imaging machines of different modal-
ities.
[0004] Radiation therapy has developed to treat vari-
ous diseases in a patient, including such as head and
neck cancers, breast cancers, and prostate cancers etc.
Structures for supporting a patient in treatment of brain
cancers may be different from those in treatment of pros-
tate cancers. Structures for supporting a patient in diag-
nostic imaging may also be different from those in radi-
ation therapy partly due to the effects of different radiation
energies on imaging and treatment. Therefore, it would
be desirable to provide a patient support system that al-
lows quick and easy changing of patient supports de-
pending on required treatment or imaging, or depending
on the location of the treatment volume in the patient.
[0005] DE102004013585 discloses a transport and
positioning system for a patient, comprising a platform
provided with connecting facilities to treatment and diag-
nostic devices. The horizontally positioned rectangular
platform is attached to the top of a support column. Drive
motors are provided for providing rotation about a plural-
ity of axes to move the platform.

SUMMARY

[0006] In one aspect, the present invention provides a
patient positioning system as defined in claim 1.
[0007] In another aspect, the present invention pro-
vides a method as defined in claim 14.
[0008] Patient positioning systems and methods are
described herein. In some embodiments, the patient po-
sitioning system incorporates multiple degrees of free-
dom and provides improved accuracy of positioning. The
positioning system can provide a minimal height signifi-
cantly lower than those of conventional patient position-
ing systems to facilitate patient loading and unloading.
For example, a minimum height of 550 mm or lower can
be achieved. The travel range of the positioning system
is also increased. A patient having a weight of 255 Kilo-
grams or more can be safely supported by the positioning
system. Patient positions can be remotely adjusted e.g.
from the console area outside the treatment room in mul-
tiple degrees of freedom, thereby allowing accurate align-
ment of the treatment volume with the treatment beams.
A positioning accuracy of 0.1 mm or smaller can be
achieved using transducers or other feedback devices in
the positioning system. Used in conjunction with a patient
support system, the positioning system allows quick and
easy changing of patient supports depending on required
simulation or treatment. The capability of quick and easy
changing of patient supports can significantly improve
the workflow and safety when used with a collision man-
agement system. This allows the users to concentrate
more on the patient rather than avoiding machine colli-
sions.
[0009] Patient support systems are also described
herein. The patient support systems may be used with
the positioning systems described herein. The patient
support systems may also be used with existing patient
positioning systems. An interface structure may be
mounted to a positioning system to allow multiple patient
supports to be easily and quickly fitted. A detection sys-
tem which can identify the patient support and feed this
information to a control system can be integrated into the
patient support system. Load cells which can measure
the weight and center of gravity of the patient support
and feed this information to a control system can also be
integrated to the patient support system.
[0010] Overall, this disclosure provides a full solution
to patient positioning and support. Other embodiments
are further described herein.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] These and other features and advantages of
the patient positioning and support systems will become
better understood upon reading of the following detailed
description in conjunction with the accompanying draw-
ings and the appended claims provided below, where:

FIG. 1 illustrates an exemplary patient positioning
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system described herein.

FIG. 2 illustrates another exemplary patient position-
ing system described herein;

FIG. 3 is a cut-away view of an exemplary patient
positioning system described herein;

FIG. 4 is a cut-away view of a carriage that can be
incorporated in the patient positioning system de-
scribed herein;

FIGS. 5A-5C illustrate an exemplary patient position-
ing system in a radiation treatment system according
to some embodiments of the disclosure;

FIGS. 6A-6D illustrate an exemplary patient position-
ing system in a radiation treatment system according
to some other embodiments of the disclosure;

FIG. 7 illustrates a further exemplary patient posi-
tioning system described herein;

FIG. 8 illustrates a further exemplary patient posi-
tioning system described herein;

FIGS. 9A-9C illustrate an exemplary positioning de-
vice and the operation of the device according to
some embodiments of the disclosure;

FIGS. 10A-10C illustrate another exemplary posi-
tioning device and the operation of the device ac-
cording to some embodiments of the disclosure;

FIG. 11 illustrates an exemplary wrist assembly ac-
cording to some embodiments of the disclosure;

FIGS. 12A-12B illustrate an exemplary patient posi-
tioning system described herein in a system that in-
cludes a radiation treatment machine and an MRI
scanner according to some embodiments of the dis-
closure;

FIG. 13 illustrates an exemplary patient positioning
system described herein in transporting a patient be-
tween a treatment room and an imaging room ac-
cording to some embodiments of the disclosure;

FIGS. 14A-14B illustrate an exemplary patient sup-
port system described herein;

FIG. 15 illustrates an exploded view of an exemplary
patient support system described herein;

FIGS. 16A-16D illustrate attachment and alignment
of a patient support according to some embodiments
of the disclosure;

FIGS. 17A-17C illustrate exemplary couch tops
which can be quickly and easily attached to and re-
moved from the patient support system described
herein;

FIGS. 18A-18B illustrate an exemplary interface
structure described herein;

FIG. 19 illustrates an exemplary interface structure
and end blocks according to some embodiments of
the disclosure; and

FIG. 20 illustrates an exemplary patient positioning
system described herein.

DETAILED DESCRIPTION

[0012] Various embodiments of patient positioning
systems and patient support systems are described. It is
to be understood that the disclosure is not limited to the
particular embodiments described as such which may,
of course, vary. An aspect described in conjunction with
a particular embodiment is not necessarily limited to that
embodiment and can be practiced in any other embodi-
ments. For instance, while various patient positioning and
support systems are shown and described in conjunction
with gantry-based X-ray treatment systems, it will be ap-
preciated that the systems described herein can also be
used with other medical systems or for other applications.

DEFINITION

[0013] Various relative terms such as "upper," "lower,"
"vertical," "horizontal," "above," "under," "top," and "bot-
tom," etc. may be used to facilitate description of various
embodiments. The relative terms are defined with re-
spect to a conventional orientation of a structure and do
not necessarily represent an actual orientation of the
structure in manufacture or use. The following detailed
description is, therefore, not to be taken in a limiting
sense.
[0014] As used in the description and appended
claims, the singular forms of "a," "an," and "the" may in-
clude plural references unless the context clearly dictates
otherwise. For example, reference to "a positioning de-
vice" may include one or more positioning devices. Ref-
erence to "the patient support" may include one or more
patient supports having the features described.
[0015] As used herein, the term "patient" refers to any
subject that can be supported or positioned by the patient
support or patient positioning system described herein.
The patient can be a human, animal, or any other objects
of interest.
[0016] As used herein, the term "patient support" refers
to a body or a body assembly which is configured to sup-
port a patient. The term "patient support" may be used
interchangeably with the term "couch top."
[0017] As used herein, the term "patient positioning de-
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vice" or "positioning device" refers to a device that is op-
erable to move a patient support. By way of example, a
positioning device may include an actuator that supplies
energy and a transmission mechanism that transmits the
energy for moving a patient support which is directly or
indirectly coupled to the transmission mechanism. An ac-
tuator may include a motor, which may be an electric, a
pneumatic, or a piezoelectric motor, etc. Other types of
actuators such as hydraulic piston-cylinder systems may
also be used. The term "patient positioning system" or
"positioning system" may be used interchangeably with
the term "couch" and may include one or more positioning
devices described herein.
[0018] As used herein, the term "turret" refers to a ro-
tatable body which includes an enclosure and one or
more positioning devices in the enclosure. The enclosure
may be in various suitable shapes such as a hemisphere
or an approximate hemisphere, a portion of a sphere, a
portion of sphere with an extension of any shape, and
any other regular or irregular shapes.
[0019] As used herein, the term "telescopic" refers to
a feature of an arm having at least two portions which
can extend and/or retract relative to each other along a
longitudinal axis of the arm.
[0020] As used herein, the term "articulated arm" refers
to an arm that includes one or more rotary joints between
the two end portions of the arm. The term "non-articulated
arm" refers to an arm that does not include a rotary joint
between the two end portions of the arm.
[0021] As used herein, the term "yaw" refers to a rota-
tion of a patient support on an axis that is perpendicular
to the patient support plane. The term "roll" refers to a
rotation of a patient support on an axis that is in the patient
support plane and parallel to the patient’s head and toe
orientation. The term "pitch" refers to a rotation of a pa-
tient support on an axis that is in the patient support plane
and is perpendicular to the patient’s head and toe orien-
tation. For simplicity of description, an axis on which a
patient support is caused to yaw, roll, or pitch may be
referred to as a yaw-, roll-, or pitch-axis respectively.

PATIENT POSITIONING SYSTEMS

[0022] The patient positioning system described here-
in may include an arm having a first end portion and a
second end portion, a first turret coupled to the arm first
end portion, and a second turret coupled to the arm sec-
ond end portion. The first turret provides support for the
arm and is rotatable on a first axis, thereby allowing the
arm to rotate as the first turret rotates. The second turret
is supported by the arm and thus is movable by the arm.
The second turret is rotatable on a second axis, thereby
allowing a carriage or a patient support coupled thereto
to rotate with the second turret. The second turret may
also be operable to rotate a patient support or a carriage
coupled thereto on an additional axis that is different from
the second axis.
[0023] The patient positioning system may include a

base member which is translatable and/or rotatable. The
first turret may be coupled to the base member, and as
such, the first turret may be further translated and/or ro-
tated with the movable base member. In some embodi-
ments, the patient positioning system may further include
a carriage between the second turret and the patient sup-
port. The carriage may operate to move e.g. to translate
a patient support and/or rotate a patient support on an
axis.
[0024] The arm may be an elongate arm which can
provide sufficient range of movements of the patient sup-
port. The arm may be a non-articulated arm, e.g., an arm
that does not include any rotary joints between the first
and second end portions. The arm may include a first
portion and a second portion that is extendable or retract-
able relative to the first portion. The capability of extend-
ing and retracting of the arm allows the second turret and
the patient support coupled to the second turret to travel
in ranges, thereby increasing the flexibility and versatility
of the positioning system. The arm may also be provided
with the capability of pivoting on the first turret, thereby
allowing the patient support coupled to the second turret
to raise or lower its height relative to the ground.
[0025] As defined above, a turret is a rotatable body
which includes an enclosure and one or more positioning
devices inside the enclosure. The positioning system de-
scribed herein, which includes a first turret and a second
turret coupled to the end portions of an arm, presents a
"look and feel" that is drastically different from the con-
ventional patient positioning systems. It provides great
versatility, flexibility, and accuracy in loading/unloading,
transporting, and positioning patients for either treatment
or imaging, or other procedures.
[0026] In some embodiments, a patient positioning
system described herein may include an arm having a
first portion and a second portion which is telescopic rel-
ative to the first portion. The arm may be a non-articulated
arm. A first positioning device may be coupled to the first
portion of the arm. A second positioning device may be
coupled to the second portion of the arm. The first posi-
tioning device may provide support for the arm and is
rotatable, thereby allowing the arm to rotate with the first
positioning device. The first positioning device may also
operate to pivot the arm, thereby allowing the second
positioning device and a patient support coupled thereto
to raise or lower its height. The second positioning device
may be supported by the arm and may be operable to
rotate a patient support coupled to the second positioning
device. The second positioning device may include a
wrist-like assembly, which is operable to rotate the pa-
tient support in multiple degrees of freedom. For exam-
ple, the second positioning device may operate to yaw,
pitch, and roll the patient support.
[0027] The various embodiments of the patient posi-
tioning systems described herein may be operated by a
control system. The control system may include a con-
troller and a user interface that allows a user to control
the operation of the positioning system through the con-
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troller. The user interface device may include a remote
control unit or a software module on a mobile device that
allows the user to remotely control the operations of the
positioning system. By way of example, the patient po-
sitioning system described herein may include various
actuators which may be configured to drive the position-
ing system or move the patient support in various degrees
of freedom. The controller may be coupled to the various
actuators and control the operation of the actuators via
a user interface device.

PATIENT SUPPORT SYSTEMS

[0028] The patient support systems described herein
may include a first section configured for attachment to
a positioning system and a second section removably
coupled to the first section. The first section may provide
an interface between the removable second section and
the positioning system and provide support for the sec-
ond section. The first section provides a first support sur-
face and the second section provides a second support
surface. A combined or continuous support surface may
be formed when the second section is coupled to the first
section. In some embodiments, the patient support sys-
tem may include a third section which may be removably
coupled to the first section at a side opposite the side to
which the second section is interfaced. The third section
provides a third supporting surface. A combined or con-
tinuous support surface may be formed when the third
and the second support sections are coupled to the first
section. One of ordinary skill in the art will appreciate that
any additional support sections along the length of the
patient support and/or any additional lateral support sec-
tions may be included for supporting tall and/or big pa-
tients. Any additional support such as one or more bars
may be attached underneath any of the support sections
in case of heavy patients.
[0029] The patient support system may include a latch-
ing mechanism that facilitates the coupling or removing
of the second section to or from the first section. The
latching mechanism may be any suitable mechanism that
allows quick and easy changing of the second section.
Suitable lathing mechanisms include complementary
hook-bar members, complementary slot- protrusion
members, and so on. The patient support system may
also include an aligning mechanism that facilitates align-
ing of the second section with the first section. The align-
ing mechanism may include one or more protrusion
members at an end of the second section, and one or
more slots at an end of the first section. The protrusion
members and the slot members may be configured so
that the protrusion members can be properly received in
the slots when the first and the second sections are cou-
pled. Likewise, the patient support system may include
an additional latching mechanism for the coupling or re-
moving of a third section to or from the first section. The
patient support may also include an additional aligning
mechanism for the aligning of the third section with the

first section.
[0030] The patient support system described herein or
at least the second section and/or the third section of the
patient support system may include index features along
the longitudinal sides of the second and/or third sections.
The index features may be in the form of notches or re-
cesses etc. which may be configured to receive a locking
member to which a restraining or immobilization device
can be secured.
[0031] The patient support system described herein
may include a detection system which is configured to
identify the type of the second section and/or the third
section. One example is RFID detection system. The pa-
tient support system may also include one or more load
cells that are configured to measure the weight of the
patient support including the patient.
[0032] The patient support described herein can be
constructed from a material that includes carbon fiber
composites, methacrylate plastics, solid foams of various
materials, or aerogels etc. In some embodiments, at least
the second and/or the third sections can be constructed
from a material comprising carbon fiber. In some embod-
iments, at least the second and/or the third sections may
be constructed solid from a material comprising carbon
fiber. In some embodiments, at least the second and/or
third sections may be constructed having a hollow interior
with its outer surface reinforced with a thin and strong
material comprising carbon fiber. In some embodiments,
the hollow interior may be optionally filled with light ma-
terials such as foam. In some embodiments, at least the
second and/or third sections or at least a region of the
second and/or third sections may be constructed with a
material having lowered radiation attenuation. In some
embodiments, the second and/or third sections may be
constructed with a material having lowered radiation at-
tenuation and sufficient strength and resiliency to support
a patient having certain weight. Materials with lowered
radiation attenuation are known in the art.

METHODS OF USE

[0033] The patient positioning systems and patient
support systems described herein may be used in any
medical applications, including treatments, diagnostics,
and other medical procedures. By way of example, the
patient positioning system described herein may be used
in a gantry-based or non-gantry based radiation treat-
ment system. The patient positioning system may also
be used in various imaging systems including such as X-
ray imaging, MRI, ultrasound imaging, etc. The position-
ing system may be used to transport and position a pa-
tient in a system that includes both a treatment machine
and an imaging machine, or in a system that includes
two or more imaging machines of different modalities. In
will be appreciated that the patient positioning systems
may also be used in non-medical applications.
[0034] By way of example, the patient positioning sys-
tem may be used to position a patient in a first medical
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system for a first application. After the first application is
completed in the first medical system, the patient posi-
tioning system may be used to transport the patient from
the first medical system to a second medical system. In
the second medical system, the patient positioning sys-
tem may be used to position the patient for a second
application.
[0035] The first medical system may be a treatment
system such as a radiation therapy system, a surgery
operation system etc. The second medical system may
be an imaging system such as an X-ray imaging system,
an MRI system, an ultrasound system etc. The imaging
data obtained by the second medical system can be used
to evaluate the result of the prior treatment in the first
medical system, or to determine a next treatment plan or
modify the previously determined plan based on the ef-
fectiveness of the prior treatment. Using a same system
for patient positioning in both applications is advanta-
geous as it can reduce the risk of positioning errors
caused by moving the patient from one positioning sys-
tem to another. It also improves workflow by reducing
patient set up time. Alternatively, the first medical system
may be an imaging system such as an X-ray imaging
system, an MRI system, an ultrasound system etc. The
second medical system may be a treatment system such
as a radiation therapy system, a surgery operation sys-
tem etc. The imaging data obtained by the first medical
system can be used in determining a treatment plan for
the patient to be treated in the second medical system.
[0036] Alternatively, the first and the second medical
systems may both be an imaging system but of different
modalities. For example, the first medical system may
be an X-ray imaging system and the second medical sys-
tem may be an MRI system or an ultrasound system etc.,
or vice versa. Therefore, the patient positioning system
described herein may allow a user to take the advantages
offered by two or more imaging modalities without having
to transfer the patient from one positioning system to an-
other. By way of example, X-ray images can provide good
contrast between bone density and soft tissue and have
good spatial and temporal resolution. MRI images may
provide good soft-tissue contrast of the patient anatomy.
[0037] The first and the second medical systems may
be located in different rooms. The positioning system de-
scribed herein can be used to transport the patient from
a first room to a second room using e.g. a dedicated track
or rails etc. Alternatively, the first and the second medical
systems may be located in a same room and separated
by a shielding structure. For example, a sliding door may
be used to separate a radiation treatment machine from
an MRI scanner to minimize the impact of radiation on
the operation of the MRI scanner. Alternatively, no shield-
ing structure is required to separate the first and second
medical systems.
[0038] The patient positioning system described here-
in may also support a "pallet loading option" in which the
patient on a patient support can be picked up by the po-
sitioning system from a gurney for treatment or imaging

and returned to the gurney once the treatment or imaging
is complete. For example, a patient may be set up on a
patient support remotely outside the treatment room e.g.
in a preparation room, and then transported into the treat-
ment or imaging room using a transport system such as
a gurney. Thanks to the flexibility and versatility of the
patient positioning system described herein, the patient
positioning system may position itself under the patient
support and pick up the patient from the gurney. The
patient positioning system may then move in multiple de-
grees of freedom to position the patient relative to the
treatment or imaging machine. Once the treatment or
imaging is complete, the positioning system may return
the patient on the patient support to the gurney. The pallet
loading option provided by the positioning system de-
scribed herein can significantly improve the workflow and
patient throughput.
[0039] Exemplary embodiments are now described
with reference to the figures. It should be noted that some
figures are not drawn to scale. The figures are only in-
tended to facilitate the description of specific embodi-
ments and are not intended as an exhaustive description
or as a limitation on the scope of the invention.
[0040] FIG. 1 schematically illustrates an exemplary
positioning system 100 of this disclosure. In general, the
positioning system 100 includes an arm 102 having a
first end portion 102a and a second end portion 102b, a
first turret 104 coupled to the first end portion 102a, and
a second turret 106 coupled to the second end portion
102b. A patient support 108 may be coupled to the sec-
ond turret 106 for supporting a patient 110.
[0041] The first turret 104 provides support for the arm
102. The first turret 104 may rotate on a first axis 112,
thereby allowing the arm 102 to rotate with the first turret
104. The first turret 104 may rotate clockwise and/or
counterclockwise. For example, the first turret 104 may
rotate in either or both directions in 180 degrees or great-
er. The first turret 104 may be coupled to a movable base
member 114. The movable base member 114 may trans-
late and/or rotate e.g. on a frame, a track, or a turntable
etc., thereby allowing the first turret 104 to further trans-
late, or rotate with the base member 114 on an additional
axis. It should be noted that the frame, track, or the like
may be installed on the ground, wall, or ceiling of a room,
or on other supporting structures. As such, the first turret
104 may rotate on a first axis that is different from the
vertical axis shown in FIG. 1.
[0042] The second turret 106 may be supported by the
arm 102. As such, the second turret 106 and the patient
support 108 coupled thereto may be moved by the arm
102. The second turret 106 may rotate on a second axis
116, thereby allowing the patient support 108 to rotate
with the second turret 116. For example, the second turret
106 may rotate on the second axis 116 forwards in 40
degrees or greater and/or backwards in 10 degrees or
greater. The rotation of the second turret 106 allows the
patient support 108 to roll, pitch, or rotate on an axis
depending on the orientation of the patient support as
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coupled to the second turret 106. By way of example, the
patient support 108 may be oriented such that the longi-
tudinal axis (x) of the patient support 108 may be parallel
to the second axis 116. As such, a rotation of the second
turret 106 on the second axis 116 may cause the patient
support 108 to roll on x-axis. Alternatively, the patient
support 108 may be oriented such that the longitudinal
axis x of the patient support 108 may be perpendicular
to the second axis 116. As such, a rotation of the second
turret 106 on the second axis 116 may cause the patient
110 to pitch or tilt.
[0043] In some embodiments, the second turret 106
may further operate to yaw the patient support 108 on
z-axis. For example, the second turret 106 may yaw the
patient support 108 in either or both directions in 180
degrees or greater. The operation of the second turret
106 to yaw the patient support 108 on z-axis and the
rotation of the second turret 106 on the second axis 116
allow the patient support 108 to rotate in all three degrees
of freedom, as described above. In some embodiments,
a carriage 118 may be provided between the second tur-
ret 106 and the patient support 108. The second turret
106 may operate to rotate the carriage 118 thereby caus-
ing the patient support 108 coupled to the carriage 118
to yaw on z-axis. The carriage 118 may include a plate
member that is configured to interface with the patient
support 108, as will be described in greater detail below.
The carriage 118 may include one or more actuators that
are operable to further move the patient support 108 as
will be described in greater detail below.
[0044] The arm 102 may be a non-articulated arm, e.g.,
the arm 102 does not include any rotary joint between
the first end portion 102a and the second end portion
102b. The rotation of the arm with the first turret allows
the patient support to translate in a plane (x-y). Alterna-
tively, the arm 102 may be an articulated arm including
one or more rotary joints between the two end portions.
The arm 102 may have two or more portions which are
movable relative to each other along the longitudinal axis
120 of the arm 102. This may allow the arm 102 to extend
and/or retract along the longitudinal axis 120, and thus
allowing adjustment of the range of movements of the
second turret 106 and the patient support 108. By way
of example, the arm 102 may include a main arm portion
supported by the first turret 104, and a telescopic arm
portion coupled with the main arm portion. The telescopic
arm portion may extend from or retract to the main arm
portion along the longitudinal axis 120, thereby allowing
the second turret 106 and the patient support 108 to travel
farther away from or closer to the first turret 104. By way
of example, the arm 102 may include a telescopic arm
portion with a travel range of at least 300 mm or greater,
or 400 mm or greater, or 600 mm or greater, or 1000 mm
or greater.
[0045] In some embodiments, the arm 102 may be pro-
vided with a capability to pivot about the first turret 104.
For example, the arm 102 may pivot clockwise or coun-
terclockwise on an axis 122. Slot and bushing or similar

structures may be provided in the first turret 104 to facil-
itate the pivoting of the arm 102. The pivoting of the arm
102 allows adjustment of the height of the patient support
108. For example, the arm 102 may pivot counterclock-
wise to lower the patient support 108 to a height of 600
mm or lower with respect to the ground, or 550 mm or
lower, or 500 mm or lower. A lower minimal height of the
patient support may be desirable in loading and unload-
ing of a patient. The minimal height achieved by the po-
sitioning system 100 described herein is significantly
smaller than the conventional systems. Conversely, the
arm 102 may pivot clockwise to raise the patient support
108 to a height of 1950 mm or greater, which may be
desirable in some applications.
[0046] The patient positioning system 100 described
herein has a "look and feel" that is drastically different
from conventional patient positioning systems. The first
and second turrets 104, 106 may be in the shape of a
hemisphere or an approximate hemisphere, a portion of
a sphere, or a portion of sphere with an extension of any
shape, or any other regular or irregular shapes. FIG. 2
shows an exemplary positioning system 150 which in-
cludes a first turret 152 and a second turret 154 each of
which is in the shape of a portion of a sphere and coupled
to an end portion of an arm 156. In the exemplary posi-
tioning system 100 shown in FIG. 1, the first turret 104
is in the shape of an approximate hemisphere with an
extension 124 to provide the arm 102 with an extended
travel capability and to provide an additional balance for
the positioning system 100. The first turret 104 may have
a spherical contour generally facing upward to provide a
good balance for the positioning system 100. The second
turret 106 may have a spherical contour generally facing
downward to facilitate rotation of the turret at the second
end portion of the arm.
[0047] The first and the second turrets 104, 106 may
each enclose one or more positioning devices. A posi-
tioning device may include an actuator and an energy
transmission mechanism, which may operate to move a
patient support that is directly or indirectly coupled to the
positioning device. For example, the first turret 104 may
enclose an actuator which is operable to pivot the arm
102 on an axis 122. The first turret 104 may also enclose
an actuator that is operable to rotate the turret 104 on
the first axis 112. Alternatively, the actuator that operates
to rotate the first turret 104 may be enclosed in the base
member 114. In some embodiments, the first turret 104
may further enclose an actuator that is operable to extend
and retract a telescopic arm portion of the arm 102. Al-
ternatively, the actuator that operates to move the tele-
scopic arm portion may be enclosed in the main arm por-
tion, which may be supported by the first turret 104. The
main arm portion or at least a portion of the main arm
portion may be enclosed in the first turret 104. Inside the
second turret 106 may be enclosed an actuator that is
operable to rotate the turret 106 on the second axis 116.
The second turret 106 may also enclose devices that are
operable to rotate the patient support 108 or the carriage
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118 which is coupled to the second turret 106.
[0048] FIG. 3 is a cut-away view of an exemplary pa-
tient positioning system 160 with a portion of the enclo-
sures of the first turret 162, the second turret 164 and
the arm 166 being removed to show some components
inside. In the exemplary embodiment shown in FIG. 3,
the arm 166 includes a main arm portion 166a and tele-
scopic arm portion 166b. The main arm portion 166a is
rotatably supported by a pedestal or base structure 168.
An actuator 170 and a lift assembly 172 enclosed in the
first turret 162 may operate to pivot the arm 166 on an
axis 174. An actuator 176 enclosed in the main arm por-
tion 166a may operate to extend and retract the telescop-
ic arm portion 166b along the longitudinal axis 178 of the
arm 166. An actuator 180 enclosed in the telescopic arm
portion 166b may operate to rotate a geared bearing 182,
causing a patient support or a carriage coupled thereto
to rotate. While not shown in FIG. 3, an actuator may be
enclosed in the second turret 164 to rotate the turret on
the second axis 184.
[0049] FIG. 4 illustrates an exemplary carriage 118 that
may be provided between the second turret and the pa-
tient support. The carriage 118 may include a plate mem-
ber 184 configured to interface with a patient support and
a base structure 186 configured to support components
enclosed in the carriage 118. Bellows, bushings or the
like which may be attached to the plate member 184 and
the base structure 186 are removed in FIG. 4 to show
the actuators, lift assemblies, and other components en-
closed inside the carriage 118. The bellows, bushings or
the like may provide an enclosure to shield the compo-
nents inside the enclosure from radiation. Three actua-
tors 190a, 190b, 190c and three lift assemblies 192a,
192b, 192c are shown although a different number of
actuators and lift assemblies may be used. The actuators
190a, 190b, 190c may be electric motors or actuators
using pneumatic or hydraulic pressures. Each of the ac-
tuators 190a, 190b, 190c may operate to drive one of the
lift assemblies 192a, 192b, 192c to move the plate mem-
ber 184 relative to the base structure 186. For example,
a lift assembly 192a may include an upper lift member
with an end coupled to the plate member 184 and a lower
lift member with an end coupled to the base structure
186. The other ends of the upper and lower lift members
may be rotatably coupled to a joint, which in turn may be
coupled to the actuator 190a. The actuator 190a may
operate to pull or push the joint to cause the upper and
lower lift members to fold or expand, thereby generating
a force to pull or push the plate member 184. The actu-
ators 190b, 190c and lift assemblies 192b, 192c may
operate in a manner similar to the actuator 190a and lift
assembly 192a. The actuators 190a, 190b, 190c and lift
assemblies 192a, 192b, 192c may operate coordinately
to cause the plate member 184, and thus a patient sup-
port coupled to the plate member to move or rotate on
an axis.
[0050] The patient positioning systems described
herein provides full motion compatibility and great flexi-

bility and versatility in positioning, loading, and unloading
of patients. FIGS. 5A-5D illustrate an exemplary patient
positioning system 200 used to position, load, and unload
a patient (not shown) in a radiation treatment system 300.
As shown in FIG. 5A, the patient positioning system 200
may significantly lower the height of the patient support
202 to facilitate loading and unloading of the patient in a
horizontal manner. FIG. 5B shows that the patient posi-
tioning system 200 may readily change the orientation
of the patient support 202 with respect to the radiation
system 300 and/or the angle of the patient support 202
with respect to the ground to facilitate loading and un-
loading of a patient in a generally standing or leaning
manner. Once the patient is loaded and secured on the
patient support 202, the patient positioning system 200
may move the patient support 202 in multiple degrees of
freedom to position the patient to a desired position with
respect to the radiation system 300. FIG. 5C shows the
patient positioning system 200 and the patient support
202 in a treatment position. FIG 5D shows the height of
the patient support 202 that can be achieved by the po-
sitioning system 200 described herein.
[0051] Advantageously, the patient positioning system
described herein supports a "pallet loading option" in
which a patient on a patient support can be picked up by
the positioning system from a gurney for treatment or
imaging and returned to the gurney once the treatment
or imaging procedure is complete. The pallet loading op-
tion provided by the positioning system described herein
can significantly improve the workflow and patient
throughput, as illustrate by FIGS. 6A-6D. The patient 210
can be set up on a patient support 202 remotely outside
the treatment room e.g. in a preparation room. Once the
patient 210 has been set up, it can be transported into
the treatment room using a transport system such as a
gurney or the like 212 (FIG. 6A). The patient positioning
system 200 may move to the gurney 212 and position
itself under the patient support 202 by e.g. rotating the
lower turret, extending or retracting the arm, or pivoting
the arm up or down etc. The positioning system 200 can
then pick up the patient 210 on the patient support 202
from the gurney 212 (FIG. 6B). A suitable mechanism
may be used to secure the patient support 202 on the
positioning system 200. Once the patient support 202 is
secured, the patient positioning system 200 may then
move in multiple degrees of freedom, as described
above, to position the patient 210 relative to the radiation
system 300 (FIG. 6C). Once the treatment is complete,
the positioning system 200 may return the patient 210
on the patient support 202 to the gurney 212 (FIG. 6D).
[0052] FIG. 7 illustrates a further exemplary positioning
system 400 of this disclosure. In general, the patient po-
sitioning system 400 may include an arm 402 having a
first arm portion 402a and a second arm portion 402b
which is telescopic relative to the first arm portion 402a.
A first positioning device 404 may be coupled to the first
arm portion 402a. A second positioning device 406 may
be coupled to the second arm portion 402b. A patient
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support 408 may be coupled to the second positioning
device 406 for supporting a patient.
[0053] The first positioning device 404 may include an
actuator 410, a lift assembly 412, and a pedestal or base
structure 414 supporting the actuator 410 and the lift as-
sembly 412. The pedestal 414 may be rotated on a first
axis 416, thereby causing the first positioning device 404
to rotate on the first axis 416. The rotation of the pedestal
414 can be effectuated by a rotary gear assembly 418
driven by an actuator (not shown in FIG. 7). The actuator
that operates to drive the rotary gear assembly 418 may
be located in a base member 420, which in turn can be
translated or rotated by a turntable, on a frame or a track
etc. The actuator that operates to drive the rotary gear
assembly 418 may also be mounted on the pedestal 414.
[0054] The first positioning device 404 provides sup-
port for the arm 402. For example, the first arm portion
402a may be supported by the lift assembly 412 and the
pedestal 414. The actuator 410 and the lift assembly 412
may operate to pivot the first arm portion 402a on an axis
422, as will be described in greater detail below. In some
embodiments, an enclosure or a cover in a suitable shape
(not shown in FIG. 7) may enclose the actuator 410, lift
assembly 412, and other components to shield the com-
ponents from radiation. In some embodiments, the en-
closure or cover may enclose the first arm portion 402a
or at least a portion of the first arm portion 402a. Suitable
bellows or the like and slot in the enclosure may be pro-
vided to allow the pivotal movement of the first arm por-
tion 402a. FIG. 8 shows a positioning system 430 which
includes an enclosure or cover 432 enclosing the first
positioning device inside.
[0055] FIGS. 9A-9C illustrate the construction and op-
eration of an exemplary first positioning device 404 with
greater details. As shown, the first positioning device 404
includes an actuator 410 and a lift assembly 412 sup-
ported by a pedestal 414. The lift assembly 412 may in-
clude an upper lift 412a and a lower lift 412b. The upper
lift 412a and lower lift 412b may be in the form of an arm,
a fork or any other suitable configurations. The upper lift
412a may include a first end or ends connected to the
first arm portion 402a. The lower lift 412b may include a
first end or ends connected to the pedestal 414. The sec-
ond end(s) of the upper lift 412a and the second end(s)
of the lower lift 412b may be rotatably coupled to a joint
424. The actuator 410 may include a motor 426, a lead
screw 428, and a nut 430. The motor 426 serves to rotate
the lead screw 428, which engages the nut 430 and con-
verts a rotary motion of the screw into a linear motion of
the nut. The nut 430 may be coupled to the joint 424
which couples the upper and lower lifts 412a, 412b.
Therefore, when the motor 426 actuates, the nut 430 may
be caused to move e.g. in a direction towards the motor
426. This movement of the nut 430 may pull the joint 424
towards to the motor 426, causing the upper and lower
lifts 412a, 412b to fold. The folding the upper and lower
lifts 412a, 412b allows the arm 402 to pivot on the axis
422 clockwise or downwards. To pivot the arm 402 coun-

terclockwise or upwards, an opposite procedure may be
performed. For example, the lead screw 428 may cause
the nut 430 to move in a direction that pushes the joint
424 away from the motor 426, causing the upper lift 412a
and lower lift 412b to expand. The expanding of the upper
and lower lifts 412a, 412b allows the arm 402 to pivot on
the axis 422 counterclockwise or upwards.
[0056] The above description of the first positioning de-
vice 404 including an actuator 410 and a lift assembly
412 is provided for illustrative purpose. It will be appre-
ciated by one of ordinary skill in the art that other types
of actuators and energy transmission mechanisms may
be used. For example, instead of or in addition to using
electrical motors, actuators using pneumatic and hydrau-
lic pressures in conjunction with pistons and cylinders
etc. may be used. Structures or configurations that are
different from the above described lift assembly may be
used. A different number of lift arms or sections may be
used to facilitate pivoting of the arm. Indeed, any suitable
actuators and lift mechanisms may be used to effect the
pivoting the arm 402 on the axis 422.
[0057] The first positioning device 404 and other posi-
tioning devices described herein may include various
feedback devices or sensors to provide feedback signals
to a control system to be described in greater detail be-
low. The control system may determine or calculate the
actual positions of the feedback devices or components
to which the feedback devices are coupled based on the
feedback signals. By way of example, one or more en-
coders may be coupled to a servo motor which effects
pivoting of the arm. The servo motors and the encoders
may be coupled to the control system, which may receive
signals from the encoders and calculate the positions of
the motors based on the signals received. The control
system may then generate commands to the servo mo-
tors to correct the position e.g. of the arm if it differs from
the desired location. Various feedback devices can be
used including encoders, resolvers, Hall sensors, ta-
chometers and potentiometers which are known in the
art and commercially available. The patient support 408
may also be provided with various feedback devices or
sensors which may transmit position signals to the control
system for determination of position and/or motion of the
patient support 408.
[0058] The pivoting of the arm 402 allows the position-
ing system 400 to raise or lower the height of the patient
support 408. By way of example, a couch height of 1950
mm from the top of the patient support to the ground was
achieved when the upper lift 412a and lower lift 412b
were expanded to a scissor angle of 146.6° (FIG. 9A). A
couch height of 1300 mm was achieved at a scissor angle
of 72.4 degrees (FIG. 9B). A couch height of 650 mm
was achieved when the upper lift 412a and the lower lift
412b were folded to a scissor angle of 27.3 degrees (FIG.
9C). With a proper actuator and lift mechanism, the po-
sitioning system 400 can raise a patient support from a
height of 650 mm to a height of 1950 mm in 60 seconds
or less, or 50 seconds or less, or 30 second or less.
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[0059] FIGS. 10A-10C illustrate an exemplary posi-
tioning device 440 which is operable to extend and retract
the second arm portion 402b relative to the first arm por-
tion 402a. The positioning device 440 may include a mo-
tor 442, a screw 444, and a nut 446. The motor 442 may
be mounted on the first arm portion 402a. The nut 446
may be supported by a mount which in turn may be
mounted on the second arm portion 402b. The motor 442
serves to rotate the screw 444, which engages the nut
446 and converts a rotary motion of the screw into a linear
motion of the nut. Therefore, when the motor 442 actu-
ates, the nut 446 may be caused to move e.g. in a direc-
tion towards the motor 442. This movement of the nut
446 may pull the second arm portion 402b towards to the
motor 442 as indicated by the arrow, causing the second
arm portion 402b to retract relative to the first arm portion
402a. Rails, guides, rollers, bearings, or other suitable
mechanisms may be provided to the first arm portion and
the second arm portion to facilitate the relative movement
between the first and second arm portions. To extend
the second arm portion 402b, an opposite procedure may
be performed. For example, the screw 444 may cause
the nut 446 to move in a direction away from the motor
442, causing the second arm portion 402b extend relative
to the first arm portion 402a.
[0060] The above description of the exemplary posi-
tioning device 440 including the specific motor, screw
and nut components is provided for the purpose of illus-
trating the relative movements of the first and the second
arm portions 402a, 402b. It will be appreciated by one of
ordinary skill in the art that other types of actuators in-
cluding pneumatic and hydraulic actuators etc. may be
used to effect the relative movements of the first and
second arm portions 402a, 402b. The relative movement
of the first and second arm portions 402a, 402b allows
the positioning system 400 to adjust the range of the
movements of the patient support 408. It also allows the
positioning system 400 raise or lower the height of the
patient support 408 when the lift assembly 412 forms a
particular scissor angle. By way of example, at a given
scissor angle of 72.4°, an extension of the second arm
portion 402b by 600 mm may allow the positioning system
to raise the couch height to 1300 mm (FIG. 10A). An
extension of the second arm portion 402b by 300 mm
may allow the positioning system 400 to raise the couch
height to 1254.5 mm (FIG. 10B). A full retraction of the
second arm portion 402b may allow the positioning sys-
tem 400 to lower the couch height to 1209 mm (FIG. 10C).
[0061] Returning to FIG. 7, the patient positioning sys-
tem 400 may include a second positioning device 406
coupled to the second arm portion 402b. The second
positioning device 406 is operable to rotate the patient
support 408 on at least one axis. In some embodiments,
the second positioning device 406 may include a wrist
assembly. In some embodiments, the wrist assembly
may include actuators that are operable to yaw, roll, and
pitch the patient support in multiple degrees of freedom.
[0062] FIG. 11 illustrates an exemplary wrist assembly

which may be used as the second positioning device 406
of this disclosure. The wrist assembly 406 may include
a first wrist 450 which can rotate on y-axis, a second wrist
452 which can rotate on x-axis, and a third wrist 454
which can rotate on z-axis. The first wrist 450 may be
coupled to the arm 402. The second wrist 452 may be
supported by the first wrist 450. The third wrist 454 may
be coupled to the patient support 408. Therefore, the
wrist assembly 406 may operate to rotate a patient sup-
port in all three degrees of freedom. By way of example,
when the patient support 408 is in an orientation generally
in-line with the arm 402 of the positioning system 400,
as shown in FIG. 7, a rotation of the first wrist 450 on y-
axis may cause the patient support 408 to roll; a rotation
of the second wrist 452 on x-axis may cause the patient
support 408 to pitch or tilt, and a rotation of the third wrist
454 on z-axis may cause the patient support 408 to yaw.
By way of example, the first wrist 450 may rotate on y-
axis both clockwise and counterclockwise, e.g. both in
30°. The second wrist 452 may rotate on x-axis both for-
ward and backward, e.g. 40° forward or 10° backward.
The third wrist 454 may rotate on z-axis both clockwise
and counterclockwise e.g. both in 180°. It will be appre-
ciated by one of ordinary skill in the art that the rotation
degrees of the wrists can be readily modified depending
on specific applications and this disclosure is not limited
to the specific examples.
[0063] The wrist assembly 406 may include actuators
which are constructed and/or configured to operate each
of the first, second, and third wrists 450, 452, 454. By
way of example, a motor of a suitable power and a gear-
box of a suitable gear ratio may be provided inside an
end portion of the arm 402 and configured to rotate the
first wrist 450 on y-axis. A motor and a gearbox may be
provided in the second wrist 452 enclosure and config-
ured to rotate the second wrist 452 on x-axis. A motor
and a gearbox may be provided under the patient support
408 and configured to rotate the third wrist 454 on z-axis.
Motors and gearboxes are generally known in the art and
commercially available. Therefore, detail description of
their constructions and operations are omitted herein in
order to not obscure the description of this disclosure. In
general, gearboxes with suitable gear ratios may be cho-
sen to provide suitable output torques or speeds for spe-
cific applications. In an exemplary embodiment, a gear-
box having a gear ratio of 153 was chosen for the first
and second wrists 450, 452, and a gearbox having a gear
ratio of 135 chosen for the third wrist 454, which were
sufficient to support a total load (including a patient and
a couch top etc.) of more than 500 pounds. Gearboxes
having different gear ratios may also be used depending
on specific applications. Encoders and resolvers etc. may
be included in the wrist assembly to provide feedback
information on the positions and/or velocities of the mo-
tors or loads or other parts of the wrist assembly 406.
[0064] The positioning systems described herein ena-
ble the patient support 408 to move in multiple degrees
of freedom, including yaw-, roll-, pitch-rotations and
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translations in x-, y-, and z-directions. The capability of
moving a patient support in multiple degrees of freedom
greatly aids in positioning of a patient in a treatment or
an imaging system quickly and accurately. It allows the
patient to be treated or imaged in different orientations
and configurations and allows matching of patient posi-
tion and/or orientation from session to session such as
from a treatment session to an imaging session or vice
versa, from a first treatment session to a second treat-
ment session, or from a first imaging session to a second
imaging session, etc. With a control system to be de-
scribed in greater details below, the patient positioning
systems described herein also allow adjustment or cor-
rection of patient positions during treatment or imaging
e.g. during the delivery of radiation to the patient. There-
fore, instead of or in addition to modifying an angle or a
position of a radiation source, the positioning systems of
this disclosure can be used to adjust the position or ori-
entation of the patient in multiple degrees of freedom in
executing a treatment plan. For example, a roll-rotation
of the patient support based on a treatment plan may
allow a target volume in the patient to be treated from
different angles. A roll-rotation may also be used to com-
pensate for slippage of a radiation source. The pitch-
and/or yaw-rotations may provide for non-coplanar treat-
ment fields. The positioning systems of this disclosure
also allow loading and unloading of a patient in a more
convenient manner.
[0065] The versatility and the range of movements of
the patient positioning systems described herein make
it useful in positioning a patient in a system that includes
both a treatment machine and one or more imaging ma-
chines, or in a system that includes two or more imaging
machines of different modalities. FIGS. 12A-12B show a
room that includes both a radiation treatment machine
500 and an imaging machine such as an MRI scanner
510. The rotation capability and the range of travel motion
of the positioning system 400 allow the use of the same
positioning system 400 to position a patient 520 in both
the treatment machine 500 and the imaging machine
510. The imaging data obtained by the imaging machine
510 can be used to evaluate the result of the prior treat-
ment, or to determine a next treatment plan or modify the
previously determined plan based on the effectiveness
of the prior treatment. Using a same system for patient
positioning in both a treatment machine and an imaging
machine is advantageous as it can reduce the risk of
positioning errors caused by transferring the patient from
one positioning system to another. It also improves work-
flow by reducing patient set up time. A shielding structure
such as a sliding door 530 may be provided to separate
the MRI machine 510 from the treatment machine 500.
The sliding door 530 may be retracted during treatment
or during transport of the patient from the treatment sys-
tem 500 to the MRI system 510. The sliding door 530
may be closed when the patient is positioned in the MRI
system 510 to reduce the impact of radiation on the op-
eration of the MRI system 510. In alternatively embodi-

ments, a shielding structure such as a door 530 may not
be required to separate a treatment machine from an
imaging machine such as an X-ray imaging machine. As
such, the treatment machine and the imaging machine
can be located in the same room in any configurations.
FIG. 13 shows that the patient positioning system 400
described herein can be used to serve two or more
rooms, allowing transporting and positioning of a patient
between a treatment room 540 and an imaging room 550
using a dedicated a frame, rail, track, or the like. The
frame, rail, or track may be in any suitable configurations
such as linear, arc, or linear and arc combination, de-
pending on specific applications.
[0066] The operation of the patient positioning system
described herein may be controlled by a control system.
The control system may include a controller and a user
interface that allows a user to control the operation of the
positioning system through the controller.
[0067] The user interface may include an input device
such as a keyboard, a mouse, a keypad, a touch screen
or the like for inputting data or commands, and an output
device such as a monitor for displaying information. In
some embodiments, the user interface devices may be
located outside the treatment room so that the user can
control the operation of the positioning system remotely
outside the treatment room. In some embodiments, the
user interface may include a handheld unit or a remote
control unit. The remote control unit may include func-
tional buttons or icons on a touch screen that allow a user
to select in controlling the operation of the positioning
system. By way of example, the remote control unit may
include functional buttons or icons that effect power "on
or off" of the positioning system. The remote control unit
may also include an emergency button or icon which
when effected, allows shutdown of the positioning sys-
tem. Other functional buttons or icons may include those
that effect pivoting of the arm, extending or retracting of
the arm, rotating of the first turret or first positioning de-
vice, and various motions of the second turret or the sec-
ond positioning device, and so on.
[0068] The controller may include a memory and a
processor such as a digital signal processor (DSP), a
central processing unit (CPU), or a microprocessor (mP).
The memory stores programs or algorithms including ser-
vo loop control algorithms and other programs for oper-
ation of various motion axes or positioning devices in the
positioning system. Dimensional data of fixed structural
features or hardstops in a coordinate system may be pro-
vided to the controller and stored in the memory. Treat-
ment plan information may also be provided to the con-
troller and stored in the memory. Treatment plan infor-
mation may include the position of the target volume in
the patient relative to the treatment machine or in a co-
ordinate system, and the type and/or the amount of move-
ment of the patient support during the procedure, etc.
The processor may execute programs and generate
commands for the operation of the positioning system.
[0069] The controller may be constructed and/or pro-
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grammed to control the type and/or the amount of move-
ments of the positioning system. For example, the con-
troller may be configured to control the amount of rotation
of the first turret, the amount of extension or retraction of
the telescopic arm, the amount of pivoting of the arm on
the first turret, and the amount of yaw-, roll-, or pitch-
rotations of the patient support, and so on. The move-
ments of the various motion axes may be prescribed in
the treatment plan which may have been determined dur-
ing a diagnostic session. Modified movement of various
motion axes can also be made when the controller de-
termines that the actual position of the patient support
differs from the desired position prescribed in the treat-
ment plan. The controller may be programmed to adjust
or correct the position of the patient support so that the
treatment volume in the patient remain properly aligned
with respect to a radiation source throughout the treat-
ment or imaging procedures.
[0070] The controller may be constructed and/or pro-
grammed to receive signals from feedback devices and
calculate the position of the patient support or other parts
of the positioning system in a coordinate system based
on the feedback information from the feedback devices.
The controller may be constructed and/or programmed
to execute a servo loop algorithm such as a position con-
trol, torque control, velocity control etc., and modify the
current or voltage output to actuators based on the cal-
culation of feedback information from the feedback de-
vices. For instance, based the calculation of the position
of the patient support or other parts of the patient posi-
tioning system and the comparison of the calculated po-
sition with the desired position, the controller may gen-
erate a power output to the actuators to adjust the patient
support or other parts of the positioning system to the
desired position. By way of example, encoders may be
coupled to servo motors which operate to rotate the first
turret, the second turret, to extend and retract the tele-
scopic arm, and to pivot the arm on the first turret etc.
The controller may receive signals from the encoders
and calculate the positions of the motors based on the
signals received from the encoders. The controller may
then generate commands to the servo motors which op-
erate to correct the positions of the turrets, or the arm,
or the telescopic arm etc. if they differ from the desired
locations. The controller may be programmed to auto-
matically or periodically calibrate the position of the pa-
tient support or other parts of the positioning system.
[0071] Referring to FIGS. 14-19, a patient support sys-
tem of this disclosure will now be described. The patient
support system can be used with any positioning systems
described herein. The patient support system may also
be used with any conventional patient positioning sys-
tems.
[0072] FIG. 14A illustrates an exemplary patient sup-
port system 600 of this disclosure. The patient support
system 600 includes a first section 602 configured for
attachment to a positioning system 603 and a second
section 604 removably coupled to the first section 602.

Therefore, the first section 602 may provide an interface
between the removable second section 604 and a posi-
tioning system 603. In some embodiments, the remova-
ble second section 604 or at least a portion of the second
section 604 may cantilever from a positioning system
603, and the first section 602 may provide support for
the second section 604. The first section 602 provides a
first support surface 606. The second section 604 pro-
vides a second support surface 608. A combined or con-
tinuous support surface may be formed when the second
section 604 is coupled to the first section 602, as shown
in FIG. 14B.
[0073] In some embodiments, the patient support sys-
tem 600 may further include a third section 610 remov-
ably coupled to the first section 602, e.g. at a side oppo-
site to the second section 604. The third section 610 pro-
vides a third supporting surface 612. A combined or con-
tinuous support surface may be formed when the third
and the second support sections 610, 604 are coupled
to the first section 602, as shown in FIG. 14B.
[0074] The patient support system 600 described here-
in allows quick and easy changing of couch tops in a
patient positioning system. The patient support system
600 may include one or more latching mechanisms that
facilitate the quick and easy coupling or removing of the
second and/or third sections 604, 610. For example, the
latching mechanism for the first and second sections 602,
604 may include a first latching member at an end potion
of the first section 602 and a second latching member at
an end portion of the second section 604. The first and
second latching members may be complimentary and
engaged when the first and second sections 602, 604
are coupled. FIG. 15 illustrates an exploded view of the
first section 602 with a body member 605 being lifted to
show the latching mechanism with greater clarity. As
shown, the first section 602 includes a first latching mem-
ber in the form of a bar member 614. The second section
604 includes a second latching member in the form of a
hook member 616. The bar member 614 and the hook
member 616 may be constructed and configured to be
complimentary so that the bar member 614 and hook
member 616 may be engaged when the first and the sec-
ond sections are coupled. Likewise, a hook member 618
may be provided at an end portion of the third section
610 (FIG. 14A) and a bar member 620 may be provided
at another end portion of the first section 602, providing
a latching mechanism for the third and the first sections
610, 602.
[0075] The above description of specific bar and hook
members is provided for illustrative purpose. It will be
appreciated by one of ordinary skill in the art that other
arrangements or latching mechanisms can be used. For
instance, a bar member can be arranged in the second
section and a complimentary hook member can be ar-
ranged in the first section. Other latching mechanisms
such as complimentary slots-protrusions etc. can also be
used in the patient support system described herein.
[0076] The patient support system 600 may also in-
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clude one or more aligning mechanism for aligning the
second section 604 and/or the third section 610 with the
first section 602. For example, an aligning mechanism
for the first and second sections 602, 604 may include a
first aligning member at an end potion of the first section
602 and a second aligning member at an end portion of
the second section 604. As shown in FIG. 15, the first
section 602 may include a first aligning member in the
form of two slots 622. The second section 604 may in-
clude a second aligning member in the form of two dowels
or protrusions 624. The size, shape, and location of the
slots 622 and dowels 624 can be configured so that the
protrusions 624 are properly received in the slots 622
when the first and second sections 602, 604 are coupled.
Likewise, one or more protrusions 626 may be provided
at an end portion of the third section 610 (FIG. 14A) and
one or more slots 628 may be provided at another end
portion of the first section 602 to provide an aligning
mechanism for the third and the first sections 610, 602.
It will be appreciated by one of ordinary skill in the art
that protrusions can be arranged in the first section 602
and complimentary slots arranged in the second section
604 or third section 610. Other aligning mechanisms can
also be used in the patient support system 600 described
herein.
[0077] FIGS. 16A-16D illustrate an exemplary embod-
iment of quick and easy attaching and aligning of a sec-
ond section 604 with a first section 602 according to this
disclosure. In this exemplary embodiment, the first sec-
tion 602 includes a bar member 614 as a first latching
member and two slots 622 (FIG. 15) as a first aligning
member. The second section 604 includes a complimen-
tary hook member 616 as a second latching member and
two protrusions 624 (FIG. 15) as a second aligning mem-
ber. The second section 604 can be roughly coupled to
the first section 602 by inserting the hook member 616
under the bar member 614 at an oblique angle (FIG. 16A).
As the second section 604 lowers, the protrusions 624
in the second section 604 may be received by the slots
622 in the first section 602 and thus accurately align the
second section 604 with the first section 602 (FIG. 16B
and 16C). A combined or continuous support surface
may be formed once the latching and aligning is complete
(FIG. 16D). To detach the second section 604 from the
first section 602, an opposite procedure may be per-
formed. No tool is required in attaching the second sec-
tion 604 to the first section 602, or in removing the second
section 604 from the first section 602.
[0078] The patient support system 600 may also in-
clude a locking mechanism (not shown) for securing the
second section 604 to the positioning system 603 once
the second section 604 is attached to the first section
602. Various locking mechanisms may be used including
such as mechanical latches and magnets etc. Mechan-
ical latches may be used to aid resistance to upward forc-
es of the patient support 604. In cases where the patient
support system 600 is used such that the patient weight
is generally in the downwards direction, mechanical

latches can be omitted to simplify the design and magnets
may be used.
[0079] Returning to FIGS. 14A and 14B, the patient
support system 600 or at least the second section 604
or the third section 610 may include index features 630.
For example, a plurality pairs of indexed notches or re-
cesses 630 may be provided along the longitudinal sides
of the second section 604. The notches or recesses 630
may be configured for receiving a locking member e.g.
an elongate bar member (not shown) to which a restrain-
ing or immobilization device may be secured. With the
index features 630, various immobilization devices or ac-
cessories may be accurately secured to the patient sup-
port system 600 for repeated treatments or imaging of
patients.
[0080] The patient support system may include a de-
tection system (not shown) which may be configured to
identify the type of the couch top coupled to the first sec-
tion. One or more load cells (not shown) may also be
provided in the patient support system to measure a
weight and center of gravity of the patient support.
[0081] The first, second, or third sections of the patient
support may be constructed from any suitable materials.
By way of example, at least the second and/or third sec-
tions 604, 610 may be constructed from a material that
includes carbon fiber composites, methacrylate plastics,
solid foams of various materials, or aerogels etc. In some
embodiments, at least the second and/or the third sec-
tions 604, 610 may be constructed from a material com-
prising carbon fiber. In some embodiments, at least the
second and/or the third sections 604, 610 may be con-
structed solid from a material such as carbon fiber. In
some embodiments, at least the second and/or third sec-
tions 604, 610 may be constructed having a hollow inte-
rior with its outer surface reinforced with a thin and strong
material such as carbon fiber. In some embodiments, the
hollow interior may be optionally filled with light materials
such as foam. For imaging procedures, the second
and/or third sections 604, 610 of the patient support may
be constructed from a material that transmits radiation
or has low radiation attenuation coefficients.
[0082] The capability of quick and easy changing of
couch tops allows quick and easy transition between dif-
ferent treatment procedures or between treatment and
imaging procedures. Various couch tops may therefore
be customarily designed and made for various treatment
or imaging procedures and used in conjunction with the
support system described herein. By way of example,
FIG. 17A illustrates an exemplary patient support config-
ured for stereotactic radiotherapy (SRS). FIG. 17B illus-
trates an exemplary patient support for brachytherapy.
FIG. 17C shows that the removable couch top may further
include multiple adjustable segments and may be con-
figured to support a patient in a sitting, leaning, or other
suitable position. Indeed, the patient support system de-
scribed herein may be used with various couch tops
which may include various accessories or features to se-
cure or immobilize the patient.
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[0083] FIGS. 18A-18B illustrate an exemplary inter-
face structure 700 according to some embodiments of
this disclosure. The interface structure 700 is adapted
for attachment to a patient positioning system 702 for
interfacing a removable patient support with the patient
positioning system 702. As shown in FIG. 18A, the inter-
face structure 700 may have a first end 704, a second
end 706, and a support surface 708 between the first and
the second ends 704, 706. The interface structure 700
may include a first latching member 710 at the first end
704 for removably coupling a first patient support. The
interface structure 700 may also include a first aligning
member 712 at the first end 704 for aligning the first pa-
tient support with the interface structure 700. The first
patient support and interface structure 700 may provide
a combined or continuous support surface once the first
patient support and the interface structure 700 are at-
tached. As shown in FIG. 18B, the interface structure 700
may also include a second latching member 718 at the
second end 706 of the interface structure 700 for remov-
ably coupling a second patient support. The interface
structure 700 may also include a second aligning mem-
ber 720 at the second end 706 of the structure 700 for
aligning a second patient support with the structure 700.
A combined support surface may be formed once the
first patient support, the structure, and the second patient
support are attached.
[0084] As shown in FIG. 18B, the interface structure
700 may include a pair of elongate supports 714 each
having a first end portion and a second end portion. The
pair of elongate supports 714 may be attached to the
positioning system 702 generally in parallel. The first bar
member 710 may be coupled to each of the first end
portions of the elongate supports 714. One or more slots
712 may be provided at one or both of the first end por-
tions of the elongate supports 714. A body member 716
may be placed above the elongate supports 714 and the
first bar member 710. The body member 716 provides a
support surface 708 of the interface structure 700. In
some embodiments, a second bar member 718 may be
coupled to each of the second end portions of the elon-
gate supports 714. One or more slots 720 may be pro-
vided at one or both of the second end portions of the
elongate supports 714.
[0085] Advantageously, the interface structure 700
may be used with various existing patient positioning sys-
tems and allows quick and easy coupling and removing
couch tops. For example, various couch tops may be
designed and constructed to have complimentary latch-
ing and aligning members for coupling and aligning with
the interface structure 700 as described above. Further-
more, the interface structure 700 may also be used with
existing couch tops to provide backward compatibility.
FIG. 19 shows a first-end block 730 and a second-end
block 740 which may be placed at both ends of the inter-
face structure 700. The end blocks 730, 740 may be con-
figured to form a combined support structure with the
interface structure 700. Existing couch top may then be

placed on top of the combined support structure and used
to support a patient. While the end blocks would raise
the minimal height of the couch, it would support existing
couch tops as a compromise.
[0086] FIG. 20 illustrates an exemplary positioning
system 800 that includes a patient support system and
patient positioning devices described herein. The posi-
tioning system 800 may include an arm 802, a first turret
804 coupled to a first end portion of the arm 802, a second
turret 806 coupled to a second end portion of the arm
802, and a carriage 808 coupled to the second turret 806.
A patient support 810 may be coupled to the carriage
808. The patient support 810 may include a first section
812 configured for attachment to the carriage 808 and a
second section 814 removably coupled to the first section
812. The patient support 810 may include a latching
mechanism for quick and easy coupling of the second
section 814 to the first section 812 or removing of the
second section 814 from the first section 812, as de-
scribed in greater details above. The patient support 810
may also include an aligning mechanism for accurate
aligning of the second section 812 with the first section
814, as described in greater details above. The patient
support 810 may also include a third section (not shown)
which may be coupled to the first section 812 at the op-
posite side of the second section 814. The first turret 804,
the second turret 806, the arm 802, and the carriage 808
may operate to move the patient support 810 in various
degrees of freedom, as described in greater details
above.
[0087] Embodiments of patient positioning systems
and patient support systems are described. Those skilled
in the art will appreciate that various modifications may
be made within the scope of the disclosure.

Claims

1. A patient positioning system (100,160) comprising
an arm (102, 166) having a first portion (166a) and
a second portion (166b), the second portion (166b)
of the arm (102, 166) being telescopic relative to the
first portion (166a) of the arm (102, 166);
a first positioning device (104) coupled to the first
portion (166a) of the arm (102, 166), the first posi-
tioning device (104) providing support for the arm
(102, 166) and being rotatable on a first axis (112),
thereby allowing the arm (102, 166) to rotate with
the first positioning device (104); and
a second positioning device (106) coupled to the sec-
ond portion (166b) of the arm (102, 166) and movable
with the second portion (166b) of the arm (102, 166)
relative to the first portion (166a) of the arm (102,
166), the second positioning device (106) being op-
erable to rotate a patient support (108) at least on a
second axis (116);
characterized by further comprising a movable
base member (114), the movable base member
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(114) being coupled to the first positioning device
(104) thereby allowing the first positioning device
(104) to further move with the movable base member
(114).

2. The patient positioning system according to claim 1
wherein the first positioning device (104) is operable
to pivot the arm (102, 166) on a third axis (122).

3. The patient positioning system according to any of
claims 1 to 2 wherein the arm is non-articulated.

4. The patient positioning system according to any of
claims 1-3 wherein the second positioning device is
further operable to rotate the patient support on at
least one additional axis that is different from the
second axis.

5. The patient positioning system according to any of
claims 1-4 wherein the second positioning device
(106) comprises a wrist assembly (450) that is op-
erable to rotate the patient support (108) on a yaw,
a pitch, and a roll axis.

6. The patient positioning system according to any of
claims 1-5 wherein the first positioning device (104)
is enclosed in an enclosure in a form comprising a
portion of sphere.

7. The patient positioning system of claim 6 wherein at
least a portion of the first portion of the arm (102,
166) is enclosed in the enclosure.

8. The patient positioning system according to any of
claims 1-7 further comprising a third positioning de-
vice (176) operable to extend and/or retract the sec-
ond portion (166b) of the arm (102,166) relative to
the first portion (166a) of the arm (102, 166) along a
longitudinal axis of the arm (120).

9. The patient positioning system according to any of
claims 1-8, further comprising a control system cou-
pled to the first, the second, and/or the third position-
ing devices (104, 106, 176) to control operations of
the first, the second, and/or the third positioning de-
vices (104, 106, 176).

10. The patient positioning system according to claim 9
wherein the control system comprises a controller
and a user interface device which allows a user to
interact with the controller in controlling the opera-
tions of the first, second, and/or third positioning de-
vices (104, 106, 176).

11. The patient positioning system according to claim 10
wherein the user interface device comprises a re-
mote control unit that allows the user to remotely
control the operations of the first, second, and/or

third positioning devices (104, 106, 176).

12. The patient positioning system according to any of
claims 8-11 wherein each of the first, second, and
third positioning devices (104, 106, 176) comprises
one or more servo motors and one or more feedback
devices which are coupled to the controller.

13. The patient positioning system according to claim 12
wherein the controller is configured to control the
first, second, and/or third positioning device (104,
106, 176) based on at least signals received from
the one or more feedback devices.

14. A method comprising:

providing a patient positioning system (100,
160);
positioning a patient using the patient position-
ing system (100,160) in a first medical system;
transporting the patient using the patient posi-
tioning system (100, 160) from the first medical
system to a second medical system; and
positioning the patient using the patient position-
ing system (100, 160) in the second medical sys-
tem;
wherein the patient positioning system (100,
160) comprises:

a first turret (104) rotatable on a first axis
(112);
an arm (102, 166) having a first end portion
(166a) and a second end portion (166b), the
first end portion (166a) of the arm (102, 166)
being coupled to the first turret (104), there-
by allowing the arm (102,166) to be support-
ed by and rotate with the first turret (104);
and
a second turret (106) coupled to the second
end portion (166b) of the arm and rotatable
on a second axis, the second turret (106)
being adapted to couple with a patient sup-
port (108) to allow the patient support (108)
to rotate with the second turret (106);

characterized in that the patient positioning
system (100, 160) further comprises a movable
base member (114), the movable base member
(114) being coupled to the first turret (104) there-
by allowing the first turret (104) to further move
with the movable base member (114).

Patentansprüche

1. Patientenpositionierungssystem (100, 160), umfas-
send einen Arm (102, 166) mit einem ersten Ab-
schnitt (166a) und einem zweiten Abschnitt (166b),
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wobei der zweite Abschnitt (166b) des Arms (102,
166) relativ zum ersten Abschnitt (166a) des Arms
(102, 166) teleskopisch ist;
eine erste Positionierungsvorrichtung (104), gekop-
pelt mit dem ersten Abschnitt (166a) des Arms (102,
166), wobei die erste Positionierungsvorrichtung
(104) den Arm (102, 166) stützt und um eine erste
Achse (112) drehbar ist, wodurch sich der Arm (102,
166) mit der ersten Positionierungsvorrichtung (104)
drehen kann; und
eine zweite Positionierungsvorrichtung (106), ge-
koppelt mit dem zweiten Abschnitt (166b) des Arms
(102, 166) und bewegbar mit dem zweiten Abschnitt
(166b) des Arms (102, 166) relativ zum ersten Ab-
schnitt (166a) des Arms (102, 166), wobei die zweite
Positionierungsvorrichtung (106) so betrieben wer-
den kann, dass eine Patientenliege (108) um we-
nigstens eine zweite Achse (116) gedreht werden
kann;
dadurch gekennzeichnet, dass sie ferner ein be-
wegbares Basiselement (114) umfasst, wobei das
bewegbare Basiselement (114) mit der ersten Posi-
tionierungsvorrichtung (104) gekoppelt ist, wodurch
sich die erste Positionierungsvorrichtung (104) fer-
ner mit dem bewegbaren Basiselement (114) bewe-
gen kann.

2. Patientenpositionierungssystem nach Anspruch 1,
wobei die erste Positionierungsvorrichtung (104) so
betrieben werden kann, dass der Arm (102, 166) auf
einer dritten Achse (122) geschwenkt werden kann.

3. Patientenpositionierungssystem nach einem der
Ansprüche 1 bis 2, wobei der Arm gelenklos ist.

4. Patientenpositionierungssystem nach einem der
Ansprüche 1-3, wobei die zweite Positionierungsvor-
richtung ferner so betrieben werden kann, dass die
Patientenliege um wenigstens eine zusätzliche Ach-
se, die sich von der zweiten Achse unterscheidet,
gedreht werden kann.

5. Patientenpositionierungssystem nach einem der
Ansprüche 1-4, wobei die zweite Positionierungsvor-
richtung (106) eine Handgelenksbaugruppe (450)
umfasst, die betrieben werden kann, um die Patien-
tenliege (108) um eine Hochachse, eine Querachse
und eine Längsachse zu drehen.

6. Patientenpositionierungssystem nach einem der
Ansprüche 1-5, wobei die erste Positionierungsvor-
richtung (104) in einem Gehäuse eingeschlossen ist,
dessen Form einen Abschnitt einer Kugel umfasst.

7. Patientenpositionierungssystem nach Anspruch 6,
wobei wenigstens ein Abschnitt des ersten Ab-
schnitts des Arms (102, 166) in dem Gehäuse ein-
geschlossen ist.

8. Patientenpositionierungssystem nach einem der
Ansprüche 1-7, ferner umfassend eine dritte Positi-
onierungsvorrichtung (176), die betrieben werden
kann, um den zweiten Abschnitt (166b) des Arms
(102, 166) relativ zum ersten Abschnitt (166a) des
Arms (102, 166) entlang einer Längsachse des Arms
(120) einzuziehen und/oder auszuziehen.

9. Patientenpositionierungssystem nach einem der
Ansprüche 1-8, ferner umfassend ein Steuersystem,
gekoppelt mit der ersten, der zweiten und/oder der
dritten Positionierungsvorrichtung (104, 106, 176),
um Vorgänge der ersten, der zweiten und/oder der
dritten Positionierungsvorrichtung (104, 106, 176) zu
steuern.

10. Patientenpositionierungssystem nach Anspruch 9,
wobei das Steuersystem eine Steuerung und eine
Benutzerschnittstellenvorrichtung umfasst, die es
einem Benutzer erlaubt, beim Steuern der Vorgänge
der ersten, zweiten und/oder dritten Positionierungs-
vorrichtung (104, 106, 176) mit der Steuerung zu in-
teragieren.

11. Patientenpositionierungssystem nach Anspruch 10,
wobei die Benutzerschnittstellenvorrichtung eine
Fernsteuerungsseinheit umfasst, die es dem Benut-
zer erlaubt, die Vorgänge der ersten, zweiten
und/oder dritten Positionierungsvorrichtung (104,
106, 176) fernzusteuern.

12. Patientenpositionierungssystem nach einem der
Ansprüche 8-11, wobei die erste, zweite und dritte
Positionierungsvorrichtung (104, 106, 176) jeweils
mindestens einen Servomotor und mindestens eine
Rückkopplungsvorrichtung umfassen, die mit der
Steuerung gekoppelt sind.

13. Patientenpositionierungssystem nach Anspruch 12,
wobei die Steuerung ausgelegt ist, die erste, zweite
und/oder dritte Positionierungsvorrichtung (104,
106, 176) wenigstens basierend auf Signalen, die
von der mindestens einen Rückkopplungsvorrich-
tung empfangen werden, zu steuern.

14. Verfahren, umfassend:

Bereitstellen eines Patientenpositionierungs-
systems (100, 160) ;
Positionieren eines Patienten unter Verwen-
dung des Patientenpositionierungssystems
(100, 160) in einem ersten medizinischen Sys-
tem;
Transportieren des Patienten unter Verwen-
dung des Patientenpositionierungssystems
(100, 160) von dem ersten medizinischen Sys-
tem zu einem zweiten medizinischen System;
und
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Positionieren des Patienten unter Verwendung
des Patientenpositionierungssystems (100,
160) im zweiten medizinischen System;
wobei das Patientenpositionierungssystem
(100, 160) Folgendes umfasst:

eine erste Drehkuppel (104), drehbar um ei-
ne erste Achse (112);
einen Arm (102, 166) mit einem ersten En-
dabschnitt (166a) und einem zweiten En-
dabschnitt (166b), wobei der erste En-
dabschnitt (166a) des Arms (102, 166) mit
der ersten Drehkuppel (104) gekoppelt ist,
wodurch der Arm (102, 166) von der ersten
Drehkuppel (104) gestützt werden und sich
mit dieser drehen kann; und
eine zweite Drehkuppel (106), die mit dem
zweiten Endabschnitt (166b) des Arms ge-
koppelt und auf einer zweiten Achse dreh-
bar ist, wobei die zweite Drehkuppel (106)
angepasst ist, um mit einer Patientenliege
(108) gekoppelt zu werden, damit sich die
Patientenliege (108) mit der zweiten Dreh-
kuppel (106) drehen kann;

dadurch gekennzeichnet, dass das Patien-
tenpositionierungssystem (100, 160) ferner ein
bewegbares Basiselement (114) umfasst, wo-
bei das bewegbare Basiselement (114) mit der
ersten Drehkuppel (104) gekoppelt ist, sodass
sich die erste Drehkuppel (104) ferner mit dem
bewegbaren Basiselement (114) bewegen
kann.

Revendications

1. Système de positionnement de patient (100, 160)
comprenant :

un bras (102, 166) possédant une première sec-
tion (166a) et une seconde section (166b), la
seconde section (166b) du bras (102, 166) étant
télescopique par rapport à la première section
(166a) du bras (102, 166) ;
un premier dispositif de positionnement (104)
couplé à la première section (166a) du bras
(102, 166), le premier dispositif de positionne-
ment (104) fournissant du support pour le bras
(102, 166) et pouvant être pivoté sur un premier
axe (112), permettant ainsi la rotation du bras
(102, 166) avec le premier dispositif de position-
nement (104) ; et
un deuxième dispositif de positionnement (106)
couplé à la seconde section (166b) du bras (102,
166) et déplaçable avec la seconde section
(166b) du bras (102, 166) par rapport à la pre-
mière section (166a) du bras (102, 166), le

deuxième dispositif de positionnement (106)
pouvant fonctionner pour faire pivoter un sup-
port de patient (108) au moins sur un deuxième
axe (116) ;
caractérisé par le fait de comprendre en outre
un élément de base mobile (114), l’élément de
base mobile (114) étant couplé au premier dis-
positif de positionnement (104) permettant ainsi
le premier dispositif de positionnement (104) de
se déplacer en outre avec l’élément de base mo-
bile (114).

2. Système de positionnement de patient selon la re-
vendication 1, dans lequel le premier dispositif de
positionnement (104) peut fonctionner pour faire pi-
voter le bras (102, 166) sur un troisième axe (122).

3. Système de positionnement de patient selon l’une
quelconque des revendications 1 à 2 dans lequel le
bras est non-articulé.

4. Système de positionnement de patient selon l’une
quelconque des revendications 1-3 dans lequel le
deuxième dispositif de positionnement peut en outre
fonctionner pour faire pivoter le support de patient
sur au moins un axe supplémentaire qui est différent
du deuxième axe.

5. Système de positionnement de patient selon l’une
quelconque des revendications 1-4 dans lequel le
deuxième dispositif de positionnement (106) com-
prend un ensemble de poignet (450) qui peut fonc-
tionner pour faire pivoter le support de patient (108)
sur un axe de lacet, un axe de tangage et un axe de
roulis.

6. Système de positionnement de patient selon l’une
quelconque des revendications 1-5 dans lequel le
premier dispositif de positionnement (104) est enfer-
mé dans une enveloppe dans une forme comprenant
une partie de sphère.

7. Système de positionnement de patient selon la re-
vendication 6 dans lequel au moins une partie de la
première section du bras (102) est enfermée dans
l’enveloppe.

8. Système de positionnement de patient selon l’une
quelconque des revendications 1-7 comprenant en
outre un troisième dispositif de positionnement (176)
pouvant fonctionner pour étendre et/ou rétracter la
seconde section (166b) du bras (102, 166) par rap-
port à la première section (166a) du bras (102, 166)
le long d’un axe longitudinal du bras (120).

9. Système de positionnement de patient selon l’une
quelconque des revendications 1-8, comprenant en
outre un système de commande couplé au premier,
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au deuxième, et/ou au troisième dispositif de posi-
tionnement (104, 106, 176) pour commander les
opérations du premier, du deuxième, et/ou du troi-
sième dispositif de positionnement (104, 106, 176).

10. Système de positionnement de patient selon la re-
vendication 9 dans lequel le système de commande
comprend un régulateur et un dispositif d’interface
utilisateur qui permet à un utilisateur d’interagir avec
le régulateur lors des commandes des opérations
du premier, du deuxième, et/ou du troisième dispo-
sitif de positionnement (104, 106, 176).

11. Système de positionnement de patient selon la re-
vendication 10 dans lequel le dispositif d’interface
utilisateur comprend une unité de commande à dis-
tance qui permet à l’utilisateur de commander à dis-
tance les opérations du premier, du deuxième, et/ou
du troisième dispositif de positionnement (104, 106,
176).

12. Système de positionnement de patient selon l’une
quelconque des revendications 8-11 dans lequel
chacun du premier, du deuxième, et du troisième
dispositif de positionnement (104, 106, 176) com-
prend un ou plusieurs servomoteurs et un ou plu-
sieurs dispositifs de retour qui sont couplés au ré-
gulateur.

13. Dispositif de positionnement de patient selon la re-
vendication 12 dans lequel le régulateur est confi-
guré pour commander le premier, le deuxième, et/ou
le troisième dispositif de positionnement (104, 106,
176) sur la base d’au moins des signaux reçus de
l’un ou de plusieurs dispositifs de retour.

14. Procédé comprenant :

fournir un système de positionnement de patient
(100, 160) ;
positionner un patient à l’aide du système de
positionnement de patient (100, 160) dans un
premier système médical ;
transporter le patient à l’aide du système de po-
sitionnement de patient (100, 160) depuis le pre-
mier système médical vers un second système
médical ; et
positionner le patient à l’aide du système de po-
sitionnement de patient (100, 160) dans le se-
cond système médical ;
dans lequel le système de positionnement de
patient (100, 160) comprend :

une première tourelle (104) pouvant pivoter
sur un premier axe (112) ;
un bras (102, 166) possédant une première
section d’extrémité (166a) et une seconde
section d’extrémité (166b), la première sec-

tion d’extrémité (166a) du bras (102, 166)
étant couplée à la première tourelle (104),
permettant ainsi au bras (102, 166) d’être
supporté par et de pivoter avec la première
tourelle (104) ; et
une seconde tourelle (106) couplée à la se-
conde section d’extrémité (166b) du bras et
pouvant pivoter sur un second axe, la se-
conde tourelle (106) étant adaptée pour se
coupler avec un support de patient (108)
pour permettre au support de patient (108)
de pivoter avec la seconde tourelle (106) ;

caractérisé en ce que le système de position-
nement de patient (100, 160) comprend en outre
un élément de base mobile (114), l’élément de
base mobile (114) étant couplé à la première
tourelle (104) permettant ainsi à la première tou-
relle (104) de se déplacer en outre avec l’élé-
ment de base mobile (114).
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