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(54) SHELL, BATTERY MODULE AND BATTERY PACK

(57) The present invention provides a shell, a battery
module and a battery pack. The shell according to the
present invention comprises: an enclosing frame which
has two side walls, a top wall, a bottom wall and a re-
ceiving cavity; two end plates which respectively securely
connect with the two ends of the enclosing frame. And
each side wall is formed with a fixing rib protruding out-
wardly along a width direction, the fixing rib is provided
with at least one through hole. A battery module com-
prises the above-mentioned shell. A battery pack accord-
ing to the present invention comprises: a lower casing;
the plurality of above-mentioned battery modules re-
ceived in the lower casing; and a plurality of fasteners,
each fastener passes through the corresponding through
hole of the battery module to secure the battery module
in the lower casing.
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Description

CROSS-REFERENCE To RELATED APPLICATIONS

[0001] The present application claims priority to Chi-
nese patent application No. CN201721886951.9, filed on
December 28, 2017, which is incorporated herein by ref-
erence in its entirety.

FIELD OF THE INVENTION

[0002] The present invention relates to the field of bat-
tery, and particularly relates to a shell, a battery module
and a battery pack.

BACKGROUND OF THE INVENTION

[0003] The traditional method that a battery module is
fixed in a battery box is: each end plate at two ends of
the battery module is provided with a through hole pass-
ing through the end plate along an up-down direction,
and then a long bolt passes through the corresponding
through hole of each end plate at each end of the battery
module so as to lock the battery module to a bottom of
the battery box. This fixing method has the following prob-
lems: (1) because the battery module is fixed at the two
ends, the fixing form is single, which causes the assem-
bling manner of the battery module in the battery box to
be limited; (2) a shell of the battery module and the end
plates are secured by welding or coating an adhesive,
which causes the assembling process to be complex,
and the connecting strength to be affected by the assem-
bling process, and the size of the through hole of the
battery module to be affected by the assembling toler-
ance; (3) the end plate of the traditional battery module
is thick, which results in that the cost of the end plate is
high and the spaces at two ends are waste.

SUMMARY OF THE INVENTION

[0004] In view of the problem exiting in the background,
an object of the present invention is to provide a shell, a
battery module and a battery pack, which can increase
the strength of the battery module, and make the assem-
bling convenient, reduce the overall weight and the cost
of the battery module and the battery pack.
[0005] In order to achieve the above object, in a first
aspect, the present invention provides a shell comprising:
an enclosing frame which has two side walls, a top wall,
a bottom wall and a receiving cavity, the receiving cavity
is enclosed by the two side walls, the top wall and the
bottom wall and has openings respectively opened at two
ends in a length direction; two end plates respectively
securely connected with the two ends of the enclosing
frame in the length direction to respectively seal the open-
ings of the receiving cavity. Each side wall is formed with
a fixing rib protruding outwardly along a width direction,
the fixing rib is provided with at least one through hole

passing through the fixing rib along a height direction.
[0006] In order to achieve the above object, in a second
aspect, the present invention provides a battery module
comprising the shell according to the first aspect of the
present invention.
[0007] In order to achieve the above object, in a third
aspect, the present invention provides a battery pack
comprising: a lower casing; the plurality of battery mod-
ules according to the second aspect of the present in-
vention received in the lower casing; and a plurality of
fasteners, each fastener passes through the correspond-
ing through hole of the battery module to fix the battery
module in the lower casing.
[0008] The present invention has the following benefi-
cial effects: when the shell is applied to a battery module
described below and in turn is applied to a battery pack
described below, the through hole provided on the fixing
rib of the side wall can be used to perform function of
fixation, so that the battery module is fixed to a lower
casing of the battery pack by using the through hole,
which avoids using a thick end plate to fix the battery
module in the prior art, and reduces the overall weight
and the cost of the battery module and the battery pack,
and makes the assembling convenient; in addition, the
fixing rib is provided on the side wall, which effectively
increases the strength of the shell of the battery module.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009]

FIG. 1 is an exploded perspective view of a shell
according to the present invention.
FIG. 2 is an assembled view of a battery module
according to the present invention.
FIG. 3 is an exploded perspective view of an embod-
iment of a battery pack according to the present in-
vention.
FIG. 4 is an exploded perspective view of another
embodiment of the battery pack according to the
present invention.

[0010] Reference numerals are represented as fol-
lows:

1 lower casing
11 enclosing plate
111 enclosing wall
12 bottom plate
13 support plate
fh fixing hole
2 battery module
21 shell
211 enclosing frame
2111 side wall
R fixing rib
TH through hole
2112 top wall
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2113 bottom wall
S receiving cavity
212 end plate
3 fastener
L length direction
W width direction
H height direction

DETAILED DESCRIPTION

[0011] Hereinafter a shell, a battery module and a bat-
tery pack according to the present invention will be de-
scribed in detail in combination with the figures.
[0012] Firstly, a shell according to a first aspect of the
present invention will be described.
[0013] As shown in FIG. 1, a shell 21 according to the
present invention comprises: an enclosing frame 211
which has two side walls 2111, a top wall 2112, a bottom
wall 2113 and a receiving cavity S, the receiving cavity
S is enclosed by the two side walls 2111, the top wall
2112 and the bottom wall 2113 and has openings respec-
tively opened at two ends in a length direction L; two end
plates 212 respectively securely connected with the two
ends of the enclosing frame 211 in the length direction L
to respectively seal the openings of the receiving cavity
S. Each side wall 2111 is formed with a fixing rib R pro-
truding outwardly along a width direction W, the fixing rib
R is provided with at least one through hole TH passing
through the fixing rib R along a height direction H.
[0014] In the shell 21 according to the present inven-
tion, each side wall 2111 of the shell 21 is formed with
the fixing rib R protruding outwardly along the width di-
rection W, the fixing rib R is provided with at least one
through hole TH passing through the fixing rib R along
the height direction H, when the shell 21 is applied to a
battery module 2 described below and in turn is applied
to a battery pack described below, the through hole TH
provided on the fixing rib R of the side wall 2111 can be
used to perform function of fixation, so that the battery
module 2 is fixed to a lower casing 1 of the battery pack
described below by using the through hole TH, which
avoids using a thick end plate to fix the battery module
in the prior art, and reduces the overall weight and the
cost of the battery module 2 and the battery pack, and
makes the assembling convenient; in addition, the fixing
rib R provided on side wall 2111 performs function as a
reinforcing rib, which effectively increases the strength
of the shell 21 of the battery module 2.
[0015] The fixing rib R extends over an overall length
of the side wall 2111 along the length direction L.
[0016] The fixing rib R of each side wall 2111 is pro-
vided as two in number, the two fixing ribs R are respec-
tively provided on an upper side and a lower side of each
side wall 2111 in the height direction H. Of course, the
fixing rib R can be provided as one or more than two in
number, which depends on the specific assembling sit-
uation and is not limited to this.
[0017] The enclosing frame 211 and the two end plates

212 are fixed together by welding or an adhesive. Thus
sealing of the battery module 2 can be achieved when
the shell 21 is applied to the battery module 2.
[0018] In the shell 21 according to the present inven-
tion, the two side walls 2111, the top wall 2112, the bottom
wall 2113 and the fixing ribs R of the enclosing frame 211
are formed integrally. A material of the enclosing frame
211 is metal or plastic. When the material of the enclosing
frame 211 is metal, the enclosing frame 211 can be
formed by extrusion process or die casting process.
When the material of the enclosing frame 211 is plastic,
the enclosing frame 211 can be formed by extrusion proc-
ess. While the through hole TH on the fixing rib R is
formed by subsequent processing.
[0019] Correspondingly, a material of the end plate 212
is metal or plastic. The metal is selected from one of
aluminum and iron. The plastic is selected from one of
ABS and PA.
[0020] Secondly, a battery module according to a sec-
ond aspect of the present invention will be described.
[0021] Referring to FIG. 2 and combining with FIG. 3
and FIG. 4, a battery module 2 according to the present
invention comprises the shell 21 according to the first
aspect of the present invention.
[0022] When the battery modules 2 of the present in-
vention are assembled into a battery pack, each side wall
2111 of the shell 21 of the battery module 2 is formed
with the fixing rib R protruding outwardly along the width
direction W, the fixing rib R is provided with at least one
through hole TH passing through the fixing rib R along
the height direction H, the through hole TH provided on
the fixing rib R of the side wall 2111 can be used to per-
form function of fixation, so that the battery module 2 is
fixed to the lower casing 1 of the battery pack described
below by using the through hole TH, which avoids using
a thick end plate to fix the battery module in the prior art,
and reduces the overall weight and the cost of the battery
module 2 and the battery pack, and makes the assem-
bling convenient; in addition, the fixing rib R provided on
side wall 2111 performs function as a reinforcing rib,
which effectively increases the strength of the shell 21
of the battery module 2.
[0023] The fixing rib R of the shell 21 extends over the
overall length of the side wall 2111 along the length di-
rection L.
[0024] The fixing rib R of each side wall 2111 is pro-
vided as two in number, the two fixing ribs R are respec-
tively provided on the upper side and the lower side of
each side wall 2111 in the height direction H. Of course,
the fixing rib R can be provided as one or more than two
in number, which depends on the specific assembling
situation and is not limited to this.
[0025] Finally, a battery pack according to a third as-
pect of the present invention will be described.
[0026] Referring to FIG. 3 and FIG. 4, a battery pack
according to the present invention comprises: a lower
casing 1; the plurality of battery modules 2 according to
the second aspect of the present invention received in
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the lower casing 1; and a plurality of fasteners 3, each
fastener 3 passes through the corresponding through
hole TH of the battery module 2 to fix the battery module
2 in the lower casing 1.
[0027] In the battery pack according to the present in-
vention, each battery module 2 is fixed in the lower casing
1 by the fastener 3 passing through the corresponding
through holes TH, which effectively achieves the fixation
of the battery module 2, avoids fixing the battery module
by the thick end plates at the front end and the rear end
in the prior art, reduces the overall weight and the cost
of the battery module 2 and in turn reduces the overall
weight of the battery pack, and each battery module 2 is
fixed by the fasteners 3, which makes the assembling of
the battery pack convenient and improves the assem-
bling efficiency of the battery pack; in addition, the fixing
rib R provided on the side wall 2111 of the battery module
2, which performs function as a reinforcing rib, effectively
improves the strength of the battery module 2.
[0028] In the battery pack according to the present in-
vention, the battery module 2 can be fixed in many ways.
In an embodiment, referring to FIG. 3, the lower casing
1 comprises: an enclosing plate 11; and a bottom plate
12 provided with a plurality of fixing holes fh extending
in the height direction H, each fixing hole fh corresponds
to the corresponding through hole TH of the battery mod-
ule 2; and each fastener 3 passes through the corre-
sponding through hole TH of each side wall 2111 of the
corresponding battery module 2 and is fixed to the cor-
responding fixing hole fh of the bottom plate 12 so as to
fix the battery module 2 in the lower casing 1.
[0029] In the above embodiment, the fixing rib R of
each side wall 2111 of the battery module 2 is provided
as two in number, and the two fixing ribs R are provided
on an upper side and a lower side of each side wall 2111
in the height direction H; and each fastener 3 sequentially
passes through the corresponding two through holes TH
of the two fixing ribs R of each side wall 2111 of the
battery module 2 and is fixed to the corresponding fixing
hole fh of the bottom plate 12 so as to fix the battery
module 2 in the lower casing 1. The fixing rib R is provided
as two in number, which increases the fixing stability of
the battery module 2, of course, the number of the fixing
rib R is not limited to this, it can be provided as one or
more than two in number.
[0030] In another embodiment, referring to FIG. 4, the
lower casing 1 comprises: an enclosing plate 11 com-
posed of four enclosing walls 111; a bottom plate 12 con-
nected with the enclosing plate 11; and a plurality of sup-
port plates 13, spaced apart from each other and sus-
pended between the two opposite enclosing walls 111,
each support plate 13 is provided with a plurality of fixing
holes fh extending in the height direction H; and each
battery module 2 is provided between two adjacent sup-
port plates 13, and the fixing rib R of each side wall 2111
of the battery module 2 laps on an upper surface of the
support plate 13, each fastener 3 passes through the
corresponding through hole TH of the each side wall 2111

and is fixed in the corresponding fixing hole fh on the
support plate 13 so that the battery module 2 is fixed on
the two adjacent support plates 13.
[0031] In the above embodiment, the fixing rib R of the
each side wall 2111 of each battery module 2 is provided
as one in number; and each fastener 3 passes through
the through hole TH of the fixing rib R of each side wall
2111 of the corresponding battery module 2 and is fixed
to the corresponding fixing hole fh on the support plate
13 so as to fix the battery module 2 on the support plate
13. The fixing hole fh on the support plate 13 may either
pass through the support plate 13 or may not pass
through the support plate 13.
[0032] In the battery pack according to the present in-
vention, in an embodiment, the fastener 3 is a screw bolt,
the fixing hole fh is a screw hole; the fastener 3 and the
fixing hole fh is screwed with each other, which is con-
venient to assemble and disassemble. Of course it is not
limited to that, the fastener 3 also can be a fixing nail
without a screw thread, which inserts into the through
hole TH and the fixing hole fh in interference-fit or riveting
to fix the battery module 2 in the lower casing 1. It should
noted that, the fixing hole fh on the bottom plate 12 may
either pass through the bottom plate 12 in the height di-
rection H a or may not pass through the bottom plate 12
in the height direction H.
[0033] A material of the lower casing 1 is metal, plastic
or composite material. Correspondingly, a material of the
fastener 3 may be metal or plastic.

Claims

1. A shell (21), comprising:

an enclosing frame (211) which has two side
walls (2111), a top wall (2112), a bottom wall
(2113) and a receiving cavity (S), the receiving
cavity (S) being enclosed by the two side
walls(2111), the top wall (2112) and the bottom
wall (2113) and having openings respectively
opened at two ends in a length direction (L);
two end plates (212) respectively securely con-
nected with the two ends of the enclosing frame
(211) in the length direction (L) to respectively
seal the openings of the receiving cavity (S);
wherein each side wall (2111) is formed with a
fixing rib (R) protruding outwardly along a width
direction (W), and the fixing rib (R) is provided
with at least one through hole (TH) passing
through the fixing rib (R) along a height direction
(H).

2. The shell (21) according to Claim 1, wherein the fix-
ing rib (R) extends over an overall length of the side
wall (2111) along the length direction (L).

3. The shell (21) according to Claim 2, wherein the fix-
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ing rib (R) of each side wall (2111) is provided as
two in number, and the two fixing ribs (R) are respec-
tively provided on an upper side and a lower side of
each side wall (2111) in the height direction (H).

4. The shell (21) according to Claim 1, wherein the two
side walls (2111), the top wall (2112), the bottom
wall (2113) and the fixing ribs (R) of the enclosing
frame (211) are formed integrally.

5. A battery module (2), wherein the battery module (2)
comprises the shell (21) according to Claim 1.

6. A battery pack, wherein the battery pack comprises:

a lower casing (1);
the plurality of battery modules (2) according to
Claim 5 received in the lower casing (1); and
a plurality of fasteners (3), each fastener (3)
passes through the corresponding through hole
(TH) of the battery module (2) to fix the battery
module (2) in the lower casing (1).

7. The battery pack according to Claim 6, wherein
the lower casing (1) comprises:

an enclosing plate (11); and
a bottom plate (12) provided with a plurality of
fixing holes (fh) extending in the height direction
(H), each fixing hole (fh) corresponds to the cor-
responding through hole (TH) of the battery
module (2);

each fastener (3) passes through the corresponding
through hole (TH) of each side wall (2111) of the
corresponding battery module (2) and is fixed to the
corresponding fixing hole (fh) of the bottom plate (12)
so as to fix the battery module (2) in the lower casing
(1).

8. The battery pack according to Claim 7, wherein the
fixing rib (R) of each side wall (2111) of the battery
module (2) is provided as two in number, and the
two fixing ribs (R) are provided on an upper side and
a lower side of each side wall (2111) in the height
direction (H); each fastener (3) sequentially passes
through the corresponding two through holes (TH)
of the two fixing ribs (R) of each side wall (2111) of
the battery module (2) and is fixed to the correspond-
ing fixing hole (fh) of the bottom plate (12) so as to
fix the battery module (2) in the lower casing (1).

9. The battery pack according to Claim 6, wherein the
lower casing (1) comprises:

an enclosing plate (11) composed of four en-
closing walls (111);
a bottom plate (12) connected with the enclosing

plate (11); and
a plurality of support plates (13) spaced apart
from each other and suspended between the
two opposite enclosing walls (111), each sup-
port plate (13) is provided with a plurality of fixing
holes (fh) extending in the height direction (H);
each battery module (2) is provided between two
adjacent support plates (13), and the fixing rib
(R) of each side wall (2111) of the battery module
(2) laps on an upper surface of the support plate
(13), and each fastener (3) passes through the
corresponding through hole (TH) of the each
side wall (2111) and is fixed in the corresponding
fixing hole (fh) on the support plate (13) so that
the battery module (2) is fixed on the two adja-
cent support plates (13).

10. The battery pack according to Claim 9, wherein
the fixing rib (R) of the each side wall (2111) of each
battery module (2) is provided as one in number;
each fastener (3) passes through the through hole
(TH) of the fixing rib (R) of each side wall (2111) of
the corresponding battery module (2) and is fixed to
the corresponding fixing hole (fh) on the support
plate (13) so as to fix the battery module (2) on the
support plate (13).
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