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(54) LUER SECUREMENT DEVICE

(57) A Luer securement device comprising a flexible
hood that is configured to attach to the surface of a pa-
tient, the flexible hood further having a Luer adapter for
receiving a catheter inserter and/or a fluid line. The Luer
securement device further includes a wedge seal that is
positioned within the Luer adapter and is configured to
receive a base portion of a catheter during a catheteri-
zation procedure. A septum of the Luer adapter permits
passage of the catheter and prevents leakage of fluid

from the Luer securement device. Once the base of the
catheter is seated within the wedge seal, a proper inser-
tion depth of the catheter into the patient is achieved.
The interaction between the wedge seal and the base of
the catheter prevents leakage of fluid between the cath-
eter and the Luer adapter. A fluid may be delivered to
the patient by attaching a fluid delivery device to the Luer
adapter portion of the Luer securement device following
catheterization.
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Description

BACKGROUND OF THE INVENTION

[0001] This disclosure relates generally to catheters
and Luer devices. More specifically, this disclosure dis-
cusses a Luer securement device that comprises a flex-
ible hood coupled to a Luer adapter having a wedge seal
disposed therein, wherein the flexible hood is attached
to a patient and a catheter is simultaneously inserted into
the patient and seated within the wedge seal during a
catheterization procedure.
[0002] As used herein, the term "Luer" is understood
to describe and include any Luer taper or other system
of small-scale fluid fittings used for making leak-free con-
nections between a male-taper fitting and its mating fe-
male part on medical devices and/or equipment. A Luer
device in accordance with the present invention may fur-
ther include an integrated septum, whereby to provide
selective access between two devices interconnected via
a Luer fitting connection. Non-limiting examples of Luer
fittings include "Luer-Lok," "Luer-Slip," and "Nexiva
Closed IV Catheter" systems produced by Becton Dick-
enson, Inc.
[0003] Infusion therapy involves the administration of
a fluid to a patient through a needle or catheter. It is gen-
erally prescribed when a patient’s treatment cannot be
treated effectively by oral medication. Typically, "infusion
therapy" refers to procedures where a drug or other fluid
is administered intravenously. However, the term also
refers to situations where fluids are provided through oth-
er non-oral routes, such as intramuscular injections, sub-
cutaneous injections, and epidural routes.
[0004] Infusion therapies are generally used to intro-
duce to or remove fluid from a patient. The infusion proc-
ess generally requires steady control of the catheter and
needle to ensure proper access while avoiding or mini-
mizing injury to the patient. In emergency situations, such
as in the back of a moving ambulance, a physician or
other caregiver may be incapable of inserting a catheter
into a patient due to excessive movement of the patient’s
surrounding. As such, the ambulance is required to stop
to allow the caregiver a steady environment in which to
insert the catheter. This creates an inconvenience to the
caregiver and wastes valuable time that may be needed
to save the life of the patient. Accordingly, there is a need
in the art for a device which overcomes the difficulties
and shortcomings associated with currently available
technologies. The present disclosure discusses such a
device.

BRIEF SUMMARY OF THE INVENTION

[0005] The present invention provides a Luer secure-
ment device which includes a flexible hood having a base
configured to attach to a surface of a patient, thereby
forming a secure interface with the patient. The flexible
hood is attached to a Luer adapter. The Luer adapter

includes a wedge seal disposed on an inner surface of
the Luer adapter. The Luer adapter further includes a
septum disposed within the Luer adapter, an inner lumen
being formed between the wedge seal and the septum.
[0006] In some instances, the Luer securement device
further comprises a hood adapter having a distal end
coupled to a proximal end of the flexible hood, the hood
adapter further having a proximal end coupled to the Luer
adapter. The base of the flexible hood may further include
an adhesive film that isolates an inner or interior environ-
ment of the flexible hood from an exterior environment.
[0007] The wedge seal generally comprises an annular
seal having an inner diameter configured to receive a
base portion of a catheter. The base portion of the cath-
eter is seated into the wedge seal as part of a catheter-
ization process. In some implementations, the inner di-
ameter of the wedge seal receives the outer surface of
the base of the catheter to form a fluid tight seal.
[0008] The Luer adapter portion of the Luer secure-
ment device further comprises a set of threads to com-
patible receive a catheter inserter. A catheter inserter
may include any device or combination of devices which
deliver and insert a catheter into the Luer securement
device as part of a catheterization process. For example,
a catheter inserter may include a probe that contacts the
base portion of the catheter to advance the catheter
through the septum of the Luer adapter and into the pa-
tient such that the base portion of the catheter is seated
into the wedge seal.
[0009] In some implementations, the base of the flex-
ible hood is angled relative to a sidewall of the flexible
hood to facilitate insertion of the catheter at a desired
angle. For example, in some instances the base is angled
from approximately 30° to approximately 90°.
[0010] The present invention further includes one or
more methods for manufacturing a Luer securement de-
vice. In some implementations, a method for manufac-
turing a Luer securement device includes steps for 1)
providing a flexible hood having a base configured to
attach to a surface of a patient; 2) coupling the flexible
hood to a Luer adapter; 3) inserting a wedge seal into an
inner surface of the Luer adapter; and 4) disposing a
septum with the Luer adapter. Method of the present in-
vention may further include steps for providing a hood
adapter, wherein the hood adapter is coupled to a prox-
imal end of the flexible hood and a distal end of the Luer
adapter. A step may further be provided for attaching an
adhesive film to the base of the flexible hood, wherein
the adhesive film encloses an interior environment of the
flexible hood.
[0011] Some implementations of the present invention
further include a Luer securement device having a flex-
ible hood having a base configured to attach to a surface
of a patient; an adhesive film attached to the base and
enclosing an internal environment of the flexible hood; a
Luer adapter coupled to the flexible hood, an inner sur-
face of the Luer adapter comprising an annular wedge
seal; a septum disposed within the Luer adapter; and an
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insertion target formed on the adhesive film and in con-
centric alignment with the septum and the annular wedge
seal.

BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF 
THE DRAWINGS

[0012] In order that the manner in which the above-
recited and other features and advantages of the inven-
tion are obtained and will be readily understood, a more
particular description of the invention briefly described
above will be rendered by reference to specific embodi-
ments thereof, which are illustrated in the appended
drawings. Understanding that these drawings depict only
typical embodiments of the invention and are not, there-
fore, to be considered to be limiting of its scope, the in-
vention will be described and explained with additional
specificity and detail through the use of the accompany-
ing drawings in which:

Figure 1 illustrates a perspective side view of a Luer
securement device coupled to the surface of a pa-
tient in accordance with a representative embodi-
ment of the present invention.
Figure 2 illustrates a cross-section view of a Luer
securement device of Figure 1 in accordance with a
representative embodiment of the present invention.
Figure 3, shown in parts A and B, illustrates a cross-
section view of a Luer securement device prior to
receiving a catheter in accordance with a represent-
ative embodiment of the present invention.
Figure 4, shown in parts A-D, illustrates a cross-sec-
tion view of a Luer securement device at various po-
sitions during a catheterization process in accord-
ance with a representative embodiment of the
present invention.

DETAILED DESCRIPTION OF THE INVENTION

[0013] The presently preferred embodiments of the de-
scribed invention will be best understood by reference to
the Figures, wherein like parts are designated by like
numerals throughout. It will be readily understood that
the components of the present invention, as generally
described and illustrated in the accompanying Figures,
could be arranged and designed in a wide variety of dif-
ferent configurations. Thus, the following more detailed
description of some embodiments of the invention, as
represented in the Figures, is not intended to limit the
scope of the invention, as claimed, but is merely repre-
sentative of some presently preferred embodiments of
the invention.
[0014] Generally, the present invention relates to an
integrated Luer securement device for securing a cath-
eter and a Luer access port or coupler to a patient. In
particular, some embodiments of the present invention
provide a Luer securement device that is attached to a
patient and subsequently receives a catheter that is in-

serted into the patient. The process of coupling the cath-
eter to the Luer securement device provides an integrat-
ed unit that secures and maintains the position of the
catheter within the patient. Further, the integrated device
protects and shields the insertion site of the catheter,
thereby preventing infection and undesirable blood ex-
posure to a caregiver.
[0015] In some instances, the Luer securement device
comprises a hood made of a flexible polymer material
which comprises a base configured to form an interface
with a body surface of a patient. In some embodiments,
the base of the Luer adapter further comprises an adhe-
sive to secure and fix the location of the Luer securement
device on the patient. The Luer securement device fur-
ther comprises a Luer adapter onto which is temporarily
coupled a catheter inserter. The catheter inserter is con-
figured to advance a catheter through the Luer secure-
ment device and into the patient. Upon completed inser-
tion into the patient, a base portion of the catheter is seat-
ed within a wedge seal of the Luer securement device,
thereby providing the integrated device. The wedge seal
provides a fluid tight seal between the base of the cath-
eter and the Luer adapter, thereby isolating the area sur-
rounding the insertion site from an exterior environment.
Following insertion of the catheter into the patient, the
catheter inserter is selectively removed from the Luer
adapter and discarded. The Luer adapter remains in
place thereby allowing fluid access to the patient.
[0016] The embodiments of the present invention fur-
ther include a catheter. The catheter of the present in-
vention may include any type or style of catheter com-
patible with in vitro use. For example, in some instances
the present invention includes an intravascular catheter,
or a subcutaneous or intramuscular catheter. According-
ly, catheters compatible with the present invention may
include flexible, polymer catheters and or rigid polymer
or metallic catheters.
[0017] The catheter inserter may include any device
or combination of devices to facilitate simultaneous cath-
eterization of the patient and placement of the catheter’s
base into the wedge seal of the Luer securement device.
Non-limiting examples of compatible catheter inserters
are taught in United States Patent Application Serial No.
13/615,201, titled INTEGRATED CATHETER SECURE-
MENT AND LUER ACCESS DEVICE, filed September
13, 2012 by Stephen Bornhoft, and United States Patent
Application Serial No. 13/615,012, titled INTRAVENOUS
CATHETER INSERTER, filed September 13, 2012 by
Stephen Bornhoft, each of which is incorporated herein
in its entirety. In some instances a catheter inserter com-
prises a probe configured to advance a catheter through
a septum of the Luer securement device and into a pa-
tient. The catheter inserter further includes a needle
which extends through the probe of the catheter inserter
and through the catheter to assist in inserting the catheter
into a patient. Once the catheter is inserted into the pa-
tient, the catheter inserter and needle are retracted, and
the catheter inserted is removed from the Luer secure-
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ment device.
[0018] The interconnected relationship between the
Luer securement device and the catheter inserter pro-
vides a bridged connection between the catheter and the
surface of the patient. In particular, the hood of the Luer
securement device provides a stable, constant connec-
tion between the patient and the catheter thereby per-
mitting catheterization of a patient in unstable surround-
ings or conditions. In other words, the hood of the Luer
adapter provides a constant connection between the Lu-
er securement device and the surface of the patient, such
that a distance between the user’s hand and the patient
remains constant during catheterization. To provide a
better understanding of the Luer securement device, the
various integrated components of the device are de-
scribed below in greater detail.
[0019] Referring now to Figure 1, a perspective view
of an assembled Luer securement device 10 is shown
secured to a patient 100. In general, Luer securement
device 10 comprises a flexible hood 12 having a base 14
that is coupled to an adhesive layer or film 16. Adhesive
film 16 is applied to patient 100 to secure and retain the
position of Luer securement device 10 on patient 100. In
some embodiments, the adhesive surface further com-
prises a protective wrap or covering 17 that is removed
to expose the adhesive surface prior to applying Luer
securement device 10 to the patient 100 (see Figure 3B,
for example).
[0020] Flexible hood 12 is secured to a Luer connector
or adapter 20. In some embodiments, flexible hood 12 is
secured to Luer adapter 20 via a hood adapter 30. For
example, in some embodiments a proximal end or upper
lip portion 18 of flexible hood 12 is inserted into a distal
end or annular channel 32 of hood adapter 30. A proximal
end of hood adapter 30 is further coupled to a distal end
of Luer adapter 20. Luer adapter 20 further comprises a
set of threads 32 to receive a catheter inserter and/or a
fluid delivery apparatus, such as syringe or fluid line. Luer
securement device 10 further comprises a septum 40
which is housed within Luer adapter 20.
[0021] Referring now to Figure 2, a cross-section view
of Luer securement device 10 is shown. In some embod-
iments, septum 40 is housed within Luer adapter 20 and
interlocked between Luer adapter 20 and hood adapter
30. As such, the position of septum 40 is maintained dur-
ing use of device 10. Septum 40 may further include a
slit 42. Slit 42 may be pre-cut or may be provided by the
needle of the catheter inserter during the catheterization
process. In some instances, slit 42 is self-sealing. In the
closed or sealed position, septum 40 and slit 42 prevent
fluid communication between insertion site 86 and exte-
rior environment 102, thereby preventing user exposure
to blood, and preserving the sterile environment within
flexible hood 12.
[0022] Hood adapter 30 further comprises a wedge
seal 50. Wedge seal 50 generally comprises an annular
polymer seal that is seated into a channel or groove 34
formed on an interior surface of adapter 30. Wedge seal

50 further comprises an inner diameter that is configured
to compatibly receive and retain a base 92 of catheter
90 in a fluid tight manner, as shown.
[0023] In some embodiments, catheter 90 is advanced
through slit 42 of septum 40 and into patient 100 to a
depth whereby base 92 of catheter 90 is fully seated into
wedge seal 50. Accordingly, a desired depth of insertion
of catheter 90 may be selected by increasing or decreas-
ing the length between tip 94 and base 92 of catheter 90.
The fully seated position of base 92 within wedge seal
50 provides a fluid tight seal that further isolates insertion
site 86 from exterior environment 102. Further, the fluid
tight seal between base 92 and wedge seal 50 prevent
leakage of fluids between lumen 36 and the sterile envi-
ronment within flexible hood 12.
[0024] Referring now to Figure 3A, Luer securement
device 10 is shown prior to catheterization. In some em-
bodiments, flexible hood 12 comprises a sidewall 13 and
a base 14. In some instances base 14 of flexible hood
12 is angled relative to sidewall 13 to facilitate insertion
of the catheter into the patient at a desired angle. The
angle of base 14 may be selected based upon an optimal
angle of insertion for the catheter. For example, in some
embodiments base 14 of hood 12 comprises an angle θ
of approximately 30-45°. In other embodiments, angle θ
comprises approximately 90°, as shown in Figure 3B.
[0025] Adhesive film 16 may further include a mark or
insertion target 19 that is positioned in concentric align-
ment with wedge seal 50 and slit 42 of septum 40. In
some embodiments, insertion target 19 comprises a con-
trasting color or design that is printed or otherwise pro-
vided on film 16. In other embodiments, insertion target
19 comprises a physical hole. Insertion target 19 is useful
in accurately positioning Luer securement device 10 onto
the patient to achieve catheterization at a desired loca-
tion. For example, a caregiver might use insertion target
19 to position Luer securement device 10 onto a patient
so as to avoid puncturing a mole or hitting a nerve or
other anatomical feature of the patient with the needle
and catheter. Thus, as the catheter and needle of the
catheter inserter are advanced through septum 40 and
hood 12, a tip portion of the needle and catheter pass
through insertion target 19 and into the desired location
of patient 100. In some embodiments, the flexible nature
of hood 12 permits slight adjustment of the trajectory the
needle and catheter during the catheterization process.
Accordingly, the insertion of the needle and catheter is
not restricted by insertion target 19. Rather, insertion tar-
get 19 may be used as a visual indicator by which to
gauge the approximate location of catheterization.
[0026] As discussed previously, in some embodiments
adhesive film 16 further comprises a protective layer 17
or backing. Protective layer 17 may include any material
that is capable of adhering to and being removed from
adhesive film 16 without compromising the adhesive
properties. For example, in some embodiments protec-
tive layer comprises paper having a wax or plastic coat-
ing, as is commonly used in the art.
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[0027] Referring now to Figures 4A-4D, a cross section
of Luer securement device 10 is shown at various posi-
tions during a catheterization procedure. As discussed
previously, Luer securement device 10 is used in com-
bination with a catheter inserter 120. Catheter inserter
120 may include any device or combination of devices
necessary to deliver and advance catheter 90 through
Luer securement device 10 and into a patient. In some
embodiments, catheter inserter 120 is configured to ad-
vance catheter 90 to a maximum depth of insertion into
the patient, wherein the maximum depth of insertion re-
sults in base portion 92 being completely seated into
wedge seal 50. In other embodiments, hood adapter 30
comprises a physical feature that prevents over-insertion
of catheter 90 into the patient.
[0028] With reference to Figure 4A, Luer securement
device 10 is shown threadedly coupled to catheter insert-
er 120. In some instances, a catheter inserter 120 is pro-
vided having a housing 122 that comprises a set of
threads for coupling to Luer securement device 10. Cath-
eter inserter 120 further includes a lumen 124 in which
catheter 90 is housed prior to catheterization. A compat-
ible catheter inserter 120 will further include a probe 130
that is configured to advance catheter 90 through lumen
124, through septum 40 and into the patient to a depth
at which base 92 of catheter 90 is completely seated in
wedge seal 50.
[0029] In some instances, catheter 90 comprises a rig-
id material having a sharpened distal end 94. As such,
catheter 90 is capable of being advanced through Luer
securement device 10 and into the patient by probe 130.
For example, catheter 90 may comprise a metallic or rigid
polymer material having a sharpened, beveled distal end
94. In other instances, catheter 90 comprises a flexible
or semi-flexible material that is incapable of piercing the
patient’s skin. Accordingly, in some embodiments a com-
patible catheter inserter 120 will further comprise a nee-
dle 140 that extends through catheter 90, such that a
sharpened distal tip 144 of needle 140 is exposed beyond
distal tip 94 of catheter 90. During catheterization, sharp-
ened distal tip 144 contacts the patient and provides an
opening into which catheter 90 is inserted and advanced.
Needle 140 is placed within the lumen of catheter 90
thereby providing rigidity to catheter 90 to facilitate inser-
tion of catheter 90 into the patient.
[0030] In some embodiments, the catheterization proc-
ess beings as catheter inserter 120 is coupled to Luer
securement device 10. Probe 130 (or an equivalent var-
iation thereof) advances catheter 90 and needle 140
through septum 40. In some instances, sharpened tip
144 of needle 140 pierces septum 40 to provide a path-
way through septum 40. In other instances, septum 40
comprises a self-sealing slit 42 through which sharpened
tip 144 and catheter 90 are advanced.
[0031] Upon further advancement, sharpened tip 144
pierces adhesive film 16 at approximately insertion target
19, as shown in Figure 4B. Needle tip 144 and catheter
tip 94 are advance through the opening in adhesive film

16 and into the patient until base 92 of catheter 90 is
seated into wedge seal 50, as shown in Figure 4C. In
some embodiments, hood adapter 30 comprises a fea-
ture which prevents over-insertion of catheter 90 into the
patient. For example, in some embodiments aperture 33
comprises a diameter that is less than the outer diameter
of base 92. As such, base 92 is prevented from passing
through aperture 33. In other embodiments, aperture 33
comprises a chamfered surface that mirrors the tapered
surface of base 92. As such, base 92 seats into aperture
33 at a depth where base 92 is fully seated into wedge
seal 50.
[0032] Following catheterization, catheter inserter 120
is detached from Luer securement device 10. In some
embodiments, probe 130 and needle 140 are withdrawn
into lumen 124 prior to detaching catheter inserter 120
from Luer securement device 10. Upon withdrawing
probe 130 and needle 140 from septum 40, slit 43 self-
seals thereby preventing leakage of fluids from catheter
90 and lumen 36.
[0033] Following removal of catheter inserter 120, Luer
securement device 10 may further be coupled to a fluid
source, such as a fluid line 150 via a Luer connector 152,
as shown in Figure 4D. In some embodiments, fluid line
150 comprises a probe or nozzle 154 that passed through
septum 40 and into lumen 36. As such, fluid communi-
cation between the patient and fluid line 150 is facilitated
via catheter 90.
[0034] The present invention may be embodied in oth-
er specific forms without departing from its structures,
methods, or other essential characteristics as broadly
described herein and claimed hereinafter. All of the de-
scribed embodiments and examples are to be considered
in any and all respects as illustrative only, and not restric-
tive. The scope of the invention is, therefore, indicated
by the appended claims, rather than by the foregoing
description. All changes that come within the meaning
and range of equivalency of the claims are to be em-
braced within their scope.
Further aspects of the invention are:

1. A Luer securement device, comprising:

a flexible hood having a base configured to at-
tach to a surface of a patient;
a Luer adapter coupled to the flexible hood, an
inner surface of the Luer adapter comprising a
wedge seal; and
a septum disposed within the Luer adapter.

2. The device of aspect 1, further comprising a hood
adapter having a distal end coupled to a proximal
end of the flexible hood, and having a proximal end
coupled to the Luer adapter.
3. The device of aspect 1, wherein the flexible hood
further comprises an adhesive film that is interposed
between the hood and the patient when the device
is attached to the surface of the patient.
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4. The device of aspect 1, wherein the wedge seal
comprises an annular seal having an inner diameter
that is configured to receive a catheter.
5. The device of aspect 4, wherein a base portion of
the catheter seats within the wedge seal to form a
fluid tight seal.
6. The device of aspect 1, further comprising a set
of threads positioned on a proximal end of the Luer
adapter.
7. The device of aspect 1, wherein the septum further
comprises a self-sealing slit.
8. The device of aspect 1, wherein the flexible hood
comprises a base and a sidewall, the base being
angled relative to the sidewall from approximately
30° to approximately 90°.
9. The device of aspect 8, wherein the base is angled
relative to the sidewall at approximately 90°.
10. The device of aspect 4, wherein the catheter is
seated into the wedge seal via a catheter inserter.
11. The device of aspect 10, wherein the catheter
inserter is coupled to the Luer adapter.
12. A method for manufacturing a Luer securement
device, comprising:

providing a flexible hood having a base config-
ured to attach to a surface of a patient;
coupling the flexible hood to a Luer adapter;
inserting a wedge seal into an inner surface of
the Luer adapter; and
disposing a septum within the Luer adapter.

13. The method of aspect 12, further comprising:

providing a hood adapter having a proximal end
and a distal end;
coupling the flexible hood to the distal end of the
hood adapter; and
coupling the proximal end of the hood adapter
to a distal end of the Luer adapter.

14. The method of aspect 13, further comprising at-
taching an adhesive film to the base of the flexible
hood, the adhesive film enclosing an interior envi-
ronment of the flexible hood.
15. The method of aspect 12, wherein the wedge
seal comprises an annular seal having an inner di-
ameter that is configured to receive a catheter.
16. The method of aspect 15, wherein a base portion
of the catheter seats within the wedge seal to form
a fluid tight seal.
17. The method of aspect 1, further comprising a
step for providing a set of threads on a proximal end
of the Luer adapter.
18. The method of aspect 1, wherein the septum
further comprises a self-sealing slit.
19. The method of aspect 1, further comprising a
step for angling the base of the flexible hood relative
to a sidewall of the flexible hood to an angle from

approximately 30° to approximately 90°.
20. A Lure securement device, comprising:

a flexible hood having a base configured to at-
tach to a surface of a patient;
an adhesive film attached to the base and en-
closing an internal environment of the flexible
hood;
a Luer adapter coupled to the flexible hood, an
inner surface of the Luer adapter comprising an
annular wedge seal;
a septum disposed within the Luer adapter; and
an insertion target formed on the adhesive film
and in concentric alignment with the septum and
the annular wedge seal.

Claims

1. A Lure securement device, comprising:

a flexible hood having a base configured to at-
tach to a surface of a patient;
an adhesive film attached to the base and en-
closing an internal environment of the flexible
hood;
a Luer adapter coupled to the flexible hood, an
inner surface of the Luer adapter comprising an
annular wedge seal;
a septum disposed within the Luer adapter; and
an insertion target formed on the adhesive film
and in concentric alignment with the septum and
the annular wedge seal.

2. The device of claim 1, wherein the wedge seal com-
prises an annular seal having an inner diameter that
is configured to receive a catheter.

3. The device of claim 2, wherein a base portion of the
catheter seats within the wedge seal to form a fluid
tight seal.

4. The device of claim 1, further comprising a set of
threads positioned on a proximal end of the Luer
adapter.

5. The device of claim 1, wherein the septum further
comprises a self-sealing slit.

6. The device of claim 1, wherein the flexible hood com-
prises a base and a sidewall, the base being angled
relative to the sidewall from approximately 30° to ap-
proximately 90°.

7. The device of claim 6, wherein the base is angled
relative to the sidewall at approximately 90°.

8. The device of claim 2, wherein the catheter is seated
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into the wedge seal via a catheter inserter.

9. The device of claim 8, wherein the catheter inserter
is coupled to the Luer adapter.
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