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(54) SYSTEMS AND METHODS FOR MANAGING EXCHANGEABLE ENERGY STORAGE DEVICE 
STATIONS

(57) The present disclosure relates to methods (700)
and associated systems for managing a battery-ex-
change station (300). The method (700) includes (1) re-
ceiving, from a server (33), demand information for the
battery-exchange station (300) corresponding to a first
time period (701); and (2) forming a charging plan for the
batteries positioned in the battery-exchange station (300)
corresponding to the first time period based on a first
instruction set stored in the battery-exchange station
(300) and the demand information corresponding to the
first time period (703). The first instruction set includes
one or more charging rules and information indicative of
assigning the one or more charging rules to each of the
batteries positioned in the battery-exchange station
(300). The charging plan comprises one or more as-
signed charging rules for each of the batteries positioned
in the battery-exchange station (300).
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Description

TECHNICAL FIELD

[0001] The present technology is directed to systems
and methods for managing exchangeable energy stor-
age device (e.g., exchangeable, rechargeable batteries)
stations. More particularly, the present technology is di-
rected to systems and methods for managing a battery-
exchange station based on a set of instructions stored
therein.

BACKGROUND

[0002] Some electric vehicles are powered by ex-
changeable batteries. Users of such electric vehicles
usually go to battery-exchange stations to exchange bat-
teries. Having a supply of sufficiently-charged batteries
available to users when they want to make a battery ex-
change is an important factor in providing a satisfying
user experience. However, it is very difficult to predict
when and where a user may want to exchange a battery.
For a battery-exchange station that handles a large
number of batteries, it is even more difficult for the station
to predict the battery demands and respond accordingly.
Charging batteries and maintaining the state of charge
of these batteries require a significant amount of energy.
Unnecessary charging or maintaining can result in cost-
inefficiency and energy-inefficiency. Therefore, it is ad-
vantageous to have an improved system and method to
address the foregoing issues.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] Embodiments of the disclosed technology will
be described and explained through the use of the ac-
companying drawings.

Figure 1A is a schematic diagram illustrating a sys-
tem in accordance with embodiments of the dis-
closed technology. The system is configured to de-
termine a battery management plan for a battery-
exchange station.

Figure 1B is a schematic diagram illustrating a sys-
tem in accordance with embodiments of the dis-
closed technology. The system is configured to col-
lect battery demand information from multiple bat-
tery-exchange stations. The collected information is
then used to predict future battery demands.

Figure 2 is a schematic diagram illustrating a server
system in accordance with embodiments of the dis-
closed technology.

Figure 3 is a schematic diagram illustrating a station
system in accordance with embodiments of the dis-
closed technology.

Figure 4 is a schematic diagram illustrating a system
with regional master stations in accordance with em-
bodiments of the disclosed technology.

Figure 5A is a graph illustrating station characteris-
tics in accordance with embodiments of the dis-
closed technology.

Figure 5B is a graph illustrating station characteris-
tics in accordance with embodiments of the dis-
closed technology.

Figure 6 is a flowchart illustrating a method in ac-
cordance with embodiments of the disclosed tech-
nology.

Figure 7 is a flowchart illustrating a method in ac-
cordance with embodiments of the disclosed tech-
nology.

[0004] The drawings are not necessarily drawn to
scale. For example, the dimensions of some of the ele-
ments in the figures may be expanded or reduced to help
improve the understanding of various embodiments.
Similarly, some components and/or operations may be
separated into different blocks or combined into a single
block for the purposes of discussion of some of the em-
bodiments. Moreover, although specific embodiments
have been shown by way of example in the drawings and
described in detail below, one skilled in the art will rec-
ognize that modifications, equivalents, and alternatives
will fall within the scope of the appended claims.

DETAILED DESCRIPTION

[0005] In this description, references to "some embod-
iments," "one embodiment," or the like, mean that the
particular feature, function, structure or characteristic be-
ing described is included in at least one embodiment of
the disclosed technology. Occurrences of such phrases
in this specification do not necessarily all refer to the
same embodiment. On the other hand, the embodiments
referred to are not necessarily mutually exclusive.
[0006] The present technology is directed to a battery-
exchange station that can operate autonomously based
on a set of predetermined operation rules based on bat-
tery demand predictions. The battery-exchange station
can include an instruction set (or a battery management
plan) stored therein (e.g., in a storage device/component,
a memory, etc.). Based on the instruction set and demand
information (e.g., a predicted demand from a server for
a first time period, such us the next 12 or 24 hours), the
battery-exchange station can form a charging plan for
batteries positioned in the station (e.g., how to charge
each of the batteries based on one or more charging
rules). The instruction set includes (1) one or more charg-
ing rules; (2) information indicative of assigning the one
or more charging rules to each of the batteries positioned
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in the battery-exchange station (e.g., "charging logics").
Both of the instruction set and the demand information
can be updated by a server (e.g., by sending an updated
instruction set or predicted demands for a second time
period later than the first time period to the battery-ex-
change station).
[0007] When the connection between the server and
the battery-exchange station is interrupted or disconnect-
ed, the present technology enables the battery-exchange
station to keep operating based on the most current in-
struction set and demand information stored therein. For
example, the most current instruction set can include a
charging rule specifying charging a battery at different
rates according to their states of charge (SoCs) (e.g.,
charging a battery with a higher SoC at a lower rate and
charging a battery with a lower SoC at a higher rate). The
most current demand information can be a 24-hour de-
mand prediction received 22 hours ago. The charging
plan can include "applying that SoC charging rule to all
the batteries in the station" (e.g., this part is the "charging
logics" mentioned above) to meet the 12-hour demand
prediction. In this example, the station can continue to
implement the current charging plan for two hours. If there
is no update for the predicted demand from the server
after two hours, the station can use a previously-received
24-hour demand prediction (e.g., or a set of default de-
mand information) as the demand in the future, and ac-
cordingly update its charging plan. In some embodi-
ments, the station can calculate and predict the demand
information based on previously-received demand pre-
dictions (e.g., in the past week, month, or year) and the
actual demand. By this arrangement, the battery-ex-
change station can operate autonomously based on the
most current instruction set and the predicted demands.
[0008] To clarify, in some embodiments, an "overall
charging plan" can refer to instructions for a server to
manage multiple stations and charge the batteries there-
in based on one or more charging rules to meet a pre-
dicted demand (e.g., for battery exchange). A "charging
plan" can refer to instructions for a battery-exchange sta-
tion that are informative regarding how to charge one or
more batteries therein based on one or more charging
rules to meet a predicted demand. A "charging rule" can
include information regarding how to charge a battery
based on characteristics of battery so as to achieve an
objective (e.g., increase battery life, control battery tem-
perature, etc.). Based on the charging plan, the station
can generate "charging commands" for implementing the
charging rule. For example, the charging command can
be a specific command (e.g., at a certain charging rate,
during which time, using which power source, etc.) for a
station to charge a battery.
[0009] The characteristics of battery can include, for
example, one or more of (1) battery manufacturing infor-
mation, (2) battery basic characteristic information, (3)
battery charging information, (4) battery usage informa-
tion, and (5) other suitable battery information (e.g., a
unique battery identity serial number created by a battery

exchange plan provider for tracking or administrative pur-
poses). Through analyzing these sets of information and
comparing the analysis results (e.g., as reference infor-
mation) with the characteristics of battery, one or more
charging rules can be determined.
[0010] Examples of the battery manufacturing informa-
tion include battery manufacturers (e.g., batteries made
by different manufacturers may have different character-
istics, although their battery specifications may be the
same), manufacturing dates (e.g., batteries made on dif-
ferent dates may have different characteristics), manu-
facturing batches (e.g., batteries made in different batch-
es may still have different characteristics), hardware ver-
sions, firmware versions, cell types, and/or manufactur-
ing serial numbers (e.g., batteries made in a batch can
still have different characteristics).
[0011] Examples of the battery basic characteristic in-
formation include a battery capacity (e.g., full charge ca-
pacity, FCC), a battery discharging capacity (e.g., how
much current can a battery provide under certain condi-
tions), state-of-health (SOH), and/or a suggested battery
working temperature (e.g., a temperature range such as
5 to 35 degrees Celsius).
[0012] Examples of the battery charging information
include current state of charge (SOC) information, cur-
rent battery temperature information, current cell temper-
ature information, current circuit temperature informa-
tion, error status information (e.g., an error or a warning
message produced by a battery management system
(BMS) in the battery responsive to an abnormal charge
or discharge event), a suggested battery charging tem-
perature (e.g., a temperature range such as 25 to 40
degrees Celsius), a suggested battery charging current
(e.g., a constant or regulated current), a suggested bat-
tery charging voltage (e.g., a constant or regulated volt-
age), a suggested battery charging cycle (e.g., at least
one full charging per week), a suggested battery charging
speed (e.g., increasing from zero to 10% of the full ca-
pacity of a battery in 5 minutes), and/or a suggested bat-
tery charging time (e.g., not to be continuously charged
for more than 5 hours).
[0013] Examples of battery usage information include
battery age information (e.g., use time and/or cycle
count), a battery direct current internal resistance (DCIR)
information, an actual battery charging temperature (e.g.,
a battery was charged yesterday at 30 degrees Celsius
and at 35 degrees Celsius earlier today for 25 minutes),
an actual battery charging current (e.g., 1-200 Amperes),
an actual battery charging voltage (e.g., 1-220 volts), an
actual battery charging cycle (e.g., a battery has been
through 50 full charge cycles and 125 partial cycles), an
actual battery charging speed or charging rate (e.g., 20
Amperes per hour), an actual battery charging time (e.g.,
a battery was charged for 56 minutes yesterday), an ac-
tual battery working temperature (e.g., a battery was op-
erating at 35 degrees Celsius yesterday for 2 hours), and
an actual battery discharging time (e.g., a battery dis-
charges at its full current capacity for 66 minutes yester-
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day).
[0014] The disclosed technology provides a battery-
exchange station system that verifies and implements an
instruction set or a battery management plan (e.g.,
how/when to charge one or more batteries) from a server.
The battery management plan can be verified based on
an aging policy (e.g., a battery management plan or an
instruction set is valid for 24 hours after it was generated
or issued by the server). If the battery management plan
is verified, then it is implemented by the station system.
If the battery management plan is not verified (e.g., ex-
pired), the station system can manage the batteries
based on default rules (e.g., start to charge a battery as
soon as it is positioned in the station system, stop charg-
ing a battery when the battery temperature exceeds a
temperature threshold, etc.). Although the server is con-
figured to communicate with the station system via a net-
work in a real-time (e.g., from milliseconds to minutes)
manner, sometimes the network connection can be dis-
continued or interrupted. When this happens, the station
system of the present technology can still operate prop-
erly to provide uninterrupted services to battery users.
[0015] As background information, the server collects
battery-related information (e.g., battery characteristics,
charging/maintaining information, battery demands at
different battery-exchange stations during certain time
periods, user behavior, etc.) from various sources such
as a battery memory attached to a battery, battery-ex-
change stations, vehicles, battery user’s mobile devices,
etc. Based on the collected battery information, the serv-
er generates a set of battery demand characteristics
(e.g., the curves/lines shown in Figures 5A and 5B) for
each (or each type of) battery-exchange station. The set
of battery demand characteristics is used to predict a
battery demand for each battery-exchange station. With
such a battery demand prediction, the battery-exchange
station is able to charge, prepare, and/or maintain its bat-
teries accordingly (e.g., the goal is to meet the predict
demands so as to provide satisfying battery experiences
to battery users).
[0016] Although the server is capable of generating
battery demands in a real-time manner, however, it may
not be practical or justified because generating/calculat-
ing such demand predictions real time may consume sig-
nificant amount of computing resources. Also, when one
or more new users (e.g., a battery exchange plan sub-
scriber) or one or more new battery-exchange stations
are added to the battery exchange system (or are re-
moved therefrom), the predicted battery demand can
change accordingly. When the predicted battery demand
changes, the corresponding battery management plan
also changes. As discussed above, the disclosed system
provides solutions to address the issues mentioned
above by enabling individual battery-exchange stations
to effectively manage (e.g., verify, implement, etc.) its
battery management plan.
[0017] The disclosed battery-exchange station system
includes a simulation component/module/processor con-

figured to perform a simulation for a new or an updated
battery management plan or instruction set, such that the
station system can locally determine whether to imple-
ment the new or updated battery management plan. For
example, 100 new users just subscribed a battery ex-
change plan one hour ago. The server generates an up-
dated battery management plan based on the addresses
provided by these new users (e.g., the server uses the
addresses to predict where these new users will go and
exchange batteries). For example, the server determines
that these new users will exchange batteries at ten bat-
tery-exchange stations (e.g., in the same geographical
area as identified by the addresses). Accordingly, the
server sends the updated battery management plan to
each of the ten battery-exchange stations. In some em-
bodiments, the individual battery-exchange stations can
have different updated management plans (e.g., one may
have a significant demand increase, whereas another
may have a moderate demand increase).
[0018] When an individual battery-exchange station
receives its updated battery management plan, the bat-
tery-exchange station can perform a simulation for its
updated battery management plan. The simulation is per-
formed as a background process that does not substan-
tially interfere with the implementation of an existing bat-
tery management plan. The simulation includes simulat-
ing a charging process for a battery positioned in the
battery station, based on the updated battery manage-
ment plan. For example, due to an expected demand
increase, the updated battery management plan re-
quests the station to charge its batteries at an increased
charging rate faster than a normal rate (which is used is
the existing battery management plan). After a period of
time (e.g., 24 hours), the simulation result is generated
(e.g., charging at the increased charging rate results in
a 2-degree-Celsius temperature increase for the whole
station). The simulation result is then compared to the
real-world case (e.g., charging with a currently imple-
mented plan). For example, the real-world case indicates
using the normal rate to charge the batteries results in
an un-met battery demand in the past 24 hours (e.g.,
there was a user waiting in front of the station for 10
minutes for his reserved battery before it is fully charged).
In such embodiments, the disclosed system can deter-
mine to implement the updated battery management plan
to provide better user battery experiences.
[0019] One aspect of the present technology is that it
can be simulated and verified by multiple battery-ex-
change stations to check the battery demand predictions
generated by a centralized server. The multiple battery-
exchange stations can periodically provide feedback to
the centralized server to facilitate the server to improve
its battery demand predictions. Embodiments regarding
battery demand predictions performed by the server are
discussed in detail below with reference to Figures 1B,
2, 5A, and 5B. In some embodiments, a battery-ex-
change station can include a battery management com-
ponent/module/processor configured to manage the bat-
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teries positioned therein based on information meas-
ured/collected at the station (e.g., temperature at the sta-
tion, an average battery exchange time at the station,
etc.). In some embodiments, the battery management
component can process the measured/collected infor-
mation by performing one or more machine learning proc-
esses.
[0020] Another aspect of the present technology is that
it provides a battery-exchange station that can operate
independently and autonomously according to a set of
default operation rules. When the connection to a server
is discontinued or interrupted, the disclosed battery-ex-
change station can still operate and provide services to
battery users. In some embodiments, the disclosed sys-
tem includes a set of predetermined operational instruc-
tions (or an instruction set) stored in a battery-exchange
station. The operational instructions direct how the bat-
tery-exchange station is to manage, charge, or maintain
the rechargeable batteries positioned therein. Examples
of the operational instructions include (1) instructions for
determining battery types by identifying battery manu-
facturers, manufacturing dates/batches, other suitable
battery characteristics (e.g., the battery information dis-
cussed below), etc. (e.g., the "charging logic" mentioned
above); (2) instructions for charging the batteries based
on their determined types (e.g., the "charging rule" men-
tioned above); and (3) instructions for maintaining the
batteries (e.g., not to exceed a threshold temperature).
The battery-exchange station can independently (e.g.,
without a command from the server) operate based on
the set of operational instructions.
[0021] In some embodiments, the operational instruc-
tions can be determined based on one or more algorithms
regarding battery charging, pairing, selecting, or release.
Various factors can be considered when implementing
the algorithm, including battery characteristics (state of
charge SoC, SoC delta, full charge capacity FCC, FCC
delta, battery usage, discharging time/cycle counts,
charging time/cycle counts, hardware/firmware versions,
cell types, serious numbers, circuit temperature, cell tem-
perature, battery counts, battery rack counts, etc.), user
behavior (e.g., riding habit, riding history, etc.), user pro-
file (subscribed battery plans, battery preference, etc.),
battery demand predictions, battery pricing determina-
tion, etc. In some embodiments, the operational instruc-
tions can be determined or "trained" by a machine learn-
ing component in a battery-exchange station.
[0022] Figure 1A is a schematic diagram illustrating a
system 100A in accordance with embodiments of the dis-
closed technology. The system 100A is configured to de-
termine an instruction set or a battery management plan
(e.g., each has one or more charging rules) for a battery-
exchange station 107. The system 100A includes a serv-
er 103, a database 105, and the battery-exchange station
107. The server 103, the database 105, and the battery-
exchange station 107 can communicate with one another
via a network 109. As shown, the battery-exchange sta-
tion 107 includes (i) a display 115 configured to interact

with a user, and (ii) a battery rack 119 having eight battery
slots 117a-h configured to accommodate batteries to be
charged. The server 103 is configured to generate/re-
ceive demand information (e.g., predicted demands for
battery exchanges in the future based on empirical data
and analyses thereof). The server 103 is also configured
to generate the instruction set for the battery-exchange
station 107 to form a charging plan. The server 103 is
configured to send/update the instruction set and/or the
demand information to the battery-exchange station 107
periodically or in response to a triggering event (e.g., a
battery exchange, a change to available power for the
battery-exchange station 107, a reservation for batteries,
etc.). The instruction set and the demand information can
be updated/sent based on different schedules.
[0023] During operation, there are only six battery slots
(e.g., slots 117a, 117b, 117d, 117e, 117f, and 117h) oc-
cupied by batteries, and the remaining two slots (e.g.,
slots 117c and 117g) are reserved for a user to insert a
battery to be exchanged (e.g., low power or depleted
batteries). In some embodiments, the battery-exchange
station 107 can have different arrangements such as dif-
ferent numbers of racks, displays, and/or slots. In some
embodiments, the battery-exchange station 107 can in-
clude modular components (e.g., modular racks, modu-
lar displays, etc.) that enable an operator to conveniently
install or expand the capacity of the battery-exchange
station 107. The battery-exchange station 107 can be
electrically coupled to one or more power sources (e.g.,
power grid, power lines, power storage, power sta-
tion/substations, etc.) to receive power to charge the bat-
teries positioned therein and to perform other operations
(e.g., to communicate with the server 103). In some em-
bodiments, a user can remove a battery from the battery-
exchange station 107, without inserting one beforehand.
In some embodiments, the battery-exchange station 107
can have a locking mechanism for securing the batteries
positioned therein. In some embodiments, the battery-
exchange station 107 can be implemented without the
locking mechanism.
[0024] In some embodiments, the battery-exchange
station 107 can receive, from the server 103, the instruc-
tion set (e.g., a first instruction set) and stored the same.
The instruction set can include (1) one or more charging
rules, and (2) charging logics (e.g., information indicative
of how to apply the one or more charging rules to each
of the batteries positioned in the battery-exchange station
107). In some embodiments, based on the charging log-
ics, the battery-exchange station 107 can determine how
to implement the charging rules so as to achieve different
goals. When the connection between the server 103 and
the battery-exchange station 107 is interrupted (e.g., due
to an accident such as a power outage), the battery-ex-
change station 107 can still operate based on the re-
ceived instruction set and the demand information.
[0025] For example, the charging rule can include
Rules A, B, and C. Rule A can be designed to achieve
the highest possible battery healthy (e.g., to mitigate bat-
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tery degradation, such as a decrease of the battery’s full
charge capacity (FCC)). For example, if Rule A is imple-
mented to charge a battery, the battery is expected to
have a minor degradation (e.g., a 5%-10% decrease of
its FCC) after 700 charging cycles. Rule B can be de-
signed to achieve an intermediate battery-healthy goal.
For example, if Rule B is implemented to charge a battery,
the battery is expected to have a minor degradation (e.g.,
a 5%-10% decrease of its FCC) after 500 charging cycles
(e.g., fewer than Rule A). Rule C can be designed to
achieve a strategic goal (e.g., to fulfill battery demands)
and maintain the battery health at an acceptable level.
For example, if Rule C is implemented to charge a bat-
tery, the battery is expected to have a greater degradation
(e.g., a 10%-15% decrease of its FCC) after 500 charging
cycles.
[0026] In the embodiments discussed above, Rule A
can charge the battery with a relative low current for a
relatively long time, compared to Rules B and C. For ex-
ample, Rule A only allows a maximum 10-Ampere charg-
ing current, whereas Plan B allows a maximum 15-Am-
pere charging current. For example, Rule A needs one
hour to complete a charging cycle from 20% FCC to 95%
FCC, whereas Rule C only needs a half hour to do so.
The temperature thresholds for Rules A, B, and C can
be different. For example, the temperature threshold for
Rule A is 45°, the temperature threshold for Rule B is
52°C, and the temperature threshold for Rule C is 55°C.
[0027] Accordingly, the battery-exchange station 107
can form a charging plan to implement based on the re-
ceived instruction set to meet the predicted demand. For
example, assuming that the battery-exchange station
107 has six batteries B1-B6, the charging plan can in-
clude, "charging batteries B1 and B2 by using Rule A,"
"charging battery B3 by using Rule B," and "charging
batteries B3-B6 by using Rule C."
[0028] In some embodiments, the battery-exchange
station 107 can adjust the charging plan if the demand
information cannot reflect what actually happened. For
example, the demand information indicates that there
should be two battery exchanges in the past hour. How-
ever, there was four battery exchanges in the past hour.
In other words, the battery-exchange station 107 needs
to prepare two more batteries in the future to make up
the difference between the predicted demand (2 batteries
were expected to be exchanged) and what actually hap-
pened (4 batteries were exchanged). In this case, the
battery-exchange station 107 can adjust the charging
plan by selecting a charging rule that can charge a battery
faster (e.g., using a higher voltage/current to charge a
battery), so as to meet the actual demands. By this ar-
rangement, the battery-exchange station can operate au-
tonomously by adjusting its charging plan based on ac-
tual battery demands.As discussed below with reference
to Figure 1B, a set of reference information is generated
based on battery information collected from the multiple
sampling batteries 101. Examples of the battery informa-
tion include battery hardware/firmware version, battery

cell type, battery state of charge (SOC), battery cell tem-
perature, battery circuit temperature, battery full charge
capacity (FCC), battery state of health (SOH), battery
age (time or cycle counts), battery error status, battery
direct current internal resistance (DCIR), etc. In some
embodiments, the reference information is stored in the
database 105 or the server 103. As shown in Figure 1A,
a user can insert an exchangeable battery 101 (which
includes a battery memory 113 configured to store vari-
ous types of battery information discussed above) into
an empty battery slot (e.g., slot 117c shown in Figure 1A)
of the battery-exchange station 107. The battery-ex-
change station 107 can read the stored battery informa-
tion and transmit the same to the server 103. The server
103 analyzes the collected battery information and iden-
tifies the characteristics of the inserted battery. Then the
system compares the identified characteristics with in-
formation stored from other batteries. Based on the com-
parison, for example, the server 103 can select suitable
temperature requirements when charging from the
stored reference information. The server 103 accordingly
generates a customized battery management plan for
the exchangeable battery 101 to achieve an object (e.g.,
longest life span, high performance, etc.). Then the serv-
er 103 can generate a customized battery management
plan for the whole battery-exchange station 107.
[0029] In some embodiments, the server 103 can iden-
tify one or more characteristics of the exchangeable bat-
tery 101 and generate the customized battery manage-
ment plan (or instruction set) by finding a match (or a
general match) from the reference information. In some
embodiments, the server 103 can first identify a previous
battery management plan for the battery-exchange sta-
tion 107 (e.g., from the collected information) and then
adjust it based on the reference information (e.g., infor-
mation read from a newly received battery or from other
batteries in the system or detected environment, or other
information) so as to generate the customized battery
management plan for the battery-exchange station 107.
[0030] In some embodiments, the reference informa-
tion can be stored in the battery-exchange station 107.
In such embodiments, the battery-exchange station 107
analyzes/compares the collected information and the ref-
erence information to generate the customized battery
management plan. The battery-exchange station 107
can also locally store/manage a set of generated cus-
tomized battery management plans for future use. In
some embodiments, the battery-exchange station 107
can upload the generated customized battery tempera-
ture control plans to the server 103 for future use.
[0031] As shown in Figure 1A, a user can pick up a
charged battery 111 (having a battery memory 114) at
the station 107. The charged battery 111 has been
charged by the battery-exchange station 107 based on
the battery management plan customized for the charged
battery 111 (e.g., this battery management plan was gen-
erated/recalled/updated when the charged battery 111
was inserted into the battery slot 117d). Based on a
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scheduled pick-up time for a battery (or a battery demand
prediction) and the battery management plan, the system
100 can ensure the station 107 operates properly to meet
user’s demands for exchange batteries. This enhances
overall user experience and improves battery perform-
ance.
[0032] Figure 1B is a schematic diagram illustrating a
system 100B in accordance with embodiments of the dis-
closed technology. As shown, the system 100B includes
one or more battery-exchange stations 101A-D, a main
server 103, a database 105, and a network 107. As
shown, the battery-exchange stations 101A, 101D are
wirelessly coupled to the main server 103 via the network
107. The battery-exchange stations 101B, 101C are cou-
pled to the main server 103 via the network 107 via wired
connections. The main server 103 is further coupled to
the database 105, which can store reference information
(e.g., battery demand reference information as shown in
Figures 5A and 5B). The battery-exchange stations
101A-D can be electrically coupled to one or more power
sources (e.g., power grid, power lines, power storage,
power station/substations, etc.) to receive electric power
to charge the batteries positioned therein and to perform
other operations (e.g., to communicate with the main
server 103).
[0033] In some embodiments, the main server 103 can
be an edge server that receives client requests and co-
ordinates fulfillment of those requests through other serv-
ers, such as servers 109A-C. The servers 109A-C are
further coupled to databases 111A-C. Although each of
the main server 103 and the servers 109A-C is displayed
logically as a single server, these servers can each be a
distributed computing environment encompassing mul-
tiple computing devices located at the same or at geo-
graphically disparate physical locations.
[0034] In some embodiments, the main server 103 and
the servers 109A-C can each act as a server or client to
other server/client devices. As shown, the main server
103 connects to the database 105. The servers 109A-C
can each connect to one of the databases 111A-C. As
discussed above, each of the main server 103 and the
servers 111A-C can correspond to a group of servers,
and each of these servers can share a database or can
have its own database.
[0035] The databases 105, 111A-C can store informa-
tion associated with the present disclosure (e.g., infor-
mation collected by the main server 103, information an-
alyzed by the main server 103, information generated by
the main server 103, reference information, user account
information, user battery plans, user histories, user be-
havior, user habits, etc.). In some embodiments, at least
one of the databases 111A-C can be a publicly accessible
database (e.g., weather forecast database, travel alert
database, traffic information database, location service
database, map database, etc.) maintained by govern-
ment or private entities. In some embodiments, at least
one of the databases 111A-C can be a private database
that provides proprietary information (e.g., user account,

user credit history, user subscription information, etc.).
[0036] In the illustrated embodiments, the main server
103 is configured to collect information regarding battery
demands from the battery-exchange stations 101A-D.
For example, the collected information can include, (1)
the locations of the battery-exchange stations 101A-D;
(2) the numbers of the batteries located in the battery-
exchange stations 101A-D; (3) the numbers/locations of
the batteries not located in the battery-exchange stations
101A-D (e.g., the batteries are currently installed in ve-
hicles or otherwise held or stored by users); (4) the status
of charge of the above-mentioned batteries; (5) the usage
histories of the batteries; (6) events close to the battery-
exchange stations 101A-D; (7) environmental conditions
close to the battery-exchange stations 101A-D; (8) user
behavior (e.g., battery usage, user driving/riding history,
user behavior, user habits, etc.) associated with the sam-
pling stations or the batteries; and/or (9) other suitable
information.
[0037] After collecting such information, the main serv-
er 103 then analyzes the collected information to identify
characteristics or patterns for the battery-exchange sta-
tions 101A-D. For example, the main server 103 deter-
mines one or more battery demand characteristics/pat-
terns based on the analysis. The determined character-
istics/patterns are used as guidance for operating the
battery-exchange stations 101A-D or for operating other
battery-exchange stations coupled to the main server
103. The determined characteristics/patterns can also
be used to generate battery pricing strategies (e.g., set-
ting a low battery exchange price at a station to boost
battery demands; setting a high battery exchange price
at another station to decrease battery demands, etc.) for
the battery-exchange stations 101A-D. Embodiments re-
garding operations of the main server 103 are discussed
below with reference to Figure 2.
[0038] The network 107 can be a local area network
(LAN) or a wide area network (WAN), but it can also be
other wired or wireless networks. The network 107 can
be the Internet or some other public or private network.
The battery-exchange stations 101A-D can be connect-
ed to the network 107 through a network interface, such
as by wired or wireless communication. While the con-
nections between the main server 103 and the servers
109A-C are shown as separate connections, these con-
nections can be any kind of local, wide area, wired, or
wireless network, including the network 107 or a separate
public or private network. In some embodiments, the net-
work 107 includes a secured network that is used by a
private entity (e.g., a company, etc.).
[0039] Figure 2 is a schematic diagram illustrating a
server system 200 in accordance with embodiments of
the disclosed technology. The server system 200 is con-
figured to collect information associated with multiple bat-
teries that can be deployed or managed by the system
200. The server system 200 is also configured to analyze
the collected information and transmit, based on the anal-
ysis, a signal or a set of instructions to a client station 20
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to control a process (e.g., a charging process) therein.
In some embodiments, the client station 20 can be im-
plemented as the battery-exchange stations 101A-D dis-
cussed above. In other embodiments, the client station
can be implemented as other suitable client devices.
[0040] As shown in Figure 2, the server system 200
includes a processor 201, a memory 203, input/output
(I/O) devices 205, a storage component 207, a demand
analysis component 209, a power source analysis com-
ponent 211, a station analysis component 213, a battery
analysis component 215, a user behavior analysis com-
ponent 217, a vehicle analysis component 219, and a
communication component 221. The processor 201 is
configured to interact with the memory 203 and other
components (e.g., components 205-221) in the server
system 200. In some embodiments, the processor 201
can be a single processing unit or multiple processing
units in a device or distributed across multiple devices.
The processor 201 can be coupled to other hardware
devices, for example, with the use of a bus, such as a
PCI (Peripheral Component Interconnect) bus or SCSI
(Small Computer System Interface) bus. The processor
201 can communicate with a hardware controller for de-
vices, such as for the components 205-221. In one em-
bodiment, each of the components 201, 207, 209, 211,
213, 215, 219, 221 is a set of software routines or spe-
cialized hardware (a field-programmable gate array, FP-
GA, etc.) to implement logic described herein.
[0041] The memory 203 is coupled to the processor
201 and is configured to store instructions for controlling
other components. The memory 203 is also configured
to store other information in the server system 200. In
some embodiments, the memory 203 can include one or
more of various hardware devices for volatile and non-
volatile storage, and can include both read-only and wri-
table memory. For example, the memory 203 can com-
prise random access memory (RAM), processor regis-
ters, read-only memory (ROM), writable non-volatile
memory, flash memory, device buffers, and so forth. The
memory 203 is not a propagating signal divorced from
underlying hardware and accordingly is non-transitory.
The memory 203 can further include a program memory
that stores programs and software, such as an operating
system. The memory 203 can also include a data memory
that can store information associated with the server sys-
tem 200.
[0042] The I/O devices 205 are configured to commu-
nicate with an operator (e.g., receive an input therefrom
and/or present information thereto). In some embodi-
ments, the I/O devices 205 can be one component (e.g.,
a touch screen display). In some embodiments, the I/O
devices 205 can include an input device (e.g., keyboards,
pointing devices, card reader, scanner, camera, etc.) and
an output device (e.g., a display, network card, speaker,
video card, audio card, printer, or other external device).
[0043] The storage component 207 is configured to
store, temporarily or permanently, information/da-
ta/files/signals associated with the server system 200

(e.g., collected information, reference information, infor-
mation to be analyzed, analysis results, etc.). In some
embodiments, the storage component 207 can be a hard
disk drive, flash memory, or other suitable storage
means. The communication component 221 is config-
ured to communicate with other systems (e.g., the client
station 20 or other stations) and other devices (e.g., a
mobile device carried by a user, a vehicle, etc.) via wired
or wireless signals.
[0044] The demand analysis component 209 is config-
ured to collect and store (e.g., in the storage component
207) information to be analyzed. The collected informa-
tion can include (1) the locations of multiple sampling
stations (e.g., in some embodiments, including the client
station 20; in other embodiments, however, not including
the client station 20); (2) the numbers of the batteries
located in the multiple sampling stations; (3) the numbers
and locations of the batteries not located in the multiple
sampling stations; (4) information regarding battery man-
ufacturers, production dates/batches, the number of
charging cycles that a battery has gone through, working
temperatures that a battery has experienced, charg-
ing/discharging energy amount/rates of batteries,
full/current charging capacities of the batteries, and/or
other suitable battery information; (5) activities or events
that can potentially change users’ battery experience
(e.g., the way users utilize/exchange batteries); (6) en-
vironmental conditions that can potentially change users’
battery experience; and/or (7) user profile information re-
garding user battery plans, user driving/riding histories,
user behavior, user habits, etc. After receiving the col-
lected information, the demand analysis component 209
can analyze the collected information. Each type of col-
lected information above can be analyzed to identify
characteristics/patterns representing this particular type
of collected information (e.g., in a form of characteristic
curves shown in Figures 5A and 5B, to be discussed in
detail below). These identified characteristics/patterns
can be considered, individually or in combination, by the
demand analysis component 209 to generate a battery
demand prediction for the client station 20. The battery
demand prediction can be further used to generate a bat-
tery management plan for the client station 20.
[0045] In some embodiments, the demand analysis
component 209 can prioritize the collected information
based on its relative importance or reliability. For exam-
ple, the demand analysis component 209 can use the
"locations of the stations" as a primary factor and set
other items as secondary factors when determining a bat-
tery demand prediction for the client station 20. In such
embodiments, the system 200 can identify a daily battery
demand curve (e.g., as shown in Figures 5A and 5B, to
be discussed in detail below) for the client station 20
based on the locations of the sampling stations. The de-
mand analysis component 209 can then consider other
secondary factors to adjust a daily battery demand pre-
diction/curve. For example, the demand analysis com-
ponent 209 can increase the battery demand prediction
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if it determines that expected users for the client station
20 are high-demand users, based on the user profile in-
formation.
[0046] In some embodiments, the demand analysis
component 209 can give different types of collected in-
formation different weightings. For example, the demand
analysis component 209 can set different weightings for
the factors "locations of the stations," "user behavior,"
"battery charging cycles" and "environmental conditions"
when computing an expected demand for batteries at a
particular station if one factor tends to correlate with ac-
tual measured demand. In such embodiments, the iden-
tified characteristics/patterns for each type of collected
information can then be combined based on the weight-
ings to statistically predict the expected demand. In some
embodiments, the demand analysis component 209 can
determine which types of collected information to be in-
cluded in the prediction based on empirical studies, the
results of a machine learning process, and/or system op-
erator’s preference.
[0047] In some embodiments, the demand analysis
component 209 can determine the priorities or weightings
for each type of the collected information based on the
reliability of the collected information. For example, for
information measured and collected from memories cou-
pled to the batteries, the demand analysis component
209 can give it higher weighting or priority because the
system 200 considers such information is direct/internal
and thus more reliable than indirect/external information
such as environmental conditions (e.g., a weather fore-
cast, an event notice, etc.).
[0048] In some embodiments, the demand analysis
component 209 can communicate and work together with
other components in the system 200 (e.g., components
211-219) to generate the battery demand prediction for
the client station 20.
[0049] The power source analysis component 211 is
configured to analyze the status (e.g., reliability, stability,
continuity, etc.) of one or more power sources that are
used to power the client station 20 for charging the bat-
teries therein. For example, the power source analysis
component 211 can determine that a power source used
to supply power to the client station 20 may be interrupted
during 1 a.m. to 3 a.m. on a particular date, and then the
power source analysis component 211 can accordingly
adjust a charging instruction to the client station 20 based
on the battery demand prediction. For example, the orig-
inal battery demand prediction can indicate that the client
station 20 needs 5 fully-charged batteries to be available
at 2 a.m. on the particular date. Due to the determined
possible power supply interruption, the power source
analysis component 211 can instruct the client station 20
to charge the batteries needed so that they are ready by
1 a.m. on the particular date before the expected power
outage.
[0050] In some embodiments, the power source anal-
ysis component 211 can also consider the cost for charg-
ing in different time periods. For example, the power

source analysis component 211 determines that the
charging cost from a power source is reduced during off-
peak hours. The power source analysis component 211
analyze whether it is feasible for the client station 20 to
charge its batteries during the off-peak hours based on
the battery demand prediction from the demand analysis
component 209. If so, the power source analysis com-
ponent 211 can instruct the client station 20 to charge
the batteries during these off-peak hours to reduce charg-
ing costs.
[0051] The station analysis component 213 is config-
ured to categorize the multiple sampling stations into var-
ious types and identify representative characteris-
tics/patterns for each type, such that the demand analysis
component 209 can use such information as basis for its
analysis. For example, the station analysis component
213 can analyze the collected information and divide the
multiple sampling stations into various types based on
the battery demands. For example, by analyzing the time
at which batteries are exchanged, the stations can be
categorized as "high-demand-all-time," "high-demand-
peak-hours," "high-demand-holidays," "high-demand-
weekends," "high-demand-events," and "low-demand-
all-time." In some embodiments, the "high-demand-all-
time" type can indicate that the station is located on a
busy street. The "high-demand-peak-hours" type can in-
fer that the station is frequently visited by commuting us-
ers during the peak hours. The "high-demand-holidays"
type or the "high-demand-weekends" type can indicate
that such stations are located at a tourist attraction or a
site-seeing point. The "high-demand-events" type can
mean that the station is located at an event-holding facility
or stadium. The "low-demand-all-time" can indicate that
the station is a strategic station that is built up as a relay
station between two major cities. Based on the location
of the station compared to other similar situated stations,
the demand analysis component 209 and the station
analysis component 213 can determine a suitable battery
demand prediction for a client station, especially in cases
where the collected information is insufficient for the de-
mand analysis component 209 to perform a normal anal-
ysis.
[0052] Similar to the station analysis component 213,
the battery analysis component 215, the user behavior
analysis component 217, and the vehicle analysis com-
ponent 219 are also configured to categorize the batter-
ies, user behavior, and vehicles powered by the batteries,
respectively, into various types and identify representa-
tive characteristics/patterns for each type. For example,
the battery analysis component 215 can categorize the
batteries based on their manufacturers, ages, original full
charging capacities (FCCs), current FCCs, charging cy-
cles, experienced working temperatures, charge/dis-
charge profiles (e.g., steady or having peaks), battery
hardware/firmware version, battery cell type, battery
state of charge (SOC), battery state of health (SOH), bat-
tery direct current internal resistance (DCIR), etc. Such
types or categories can facilitate the demand analysis
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component 209 to fine tune its battery demand prediction
(and the corresponding charging instructions) for the cli-
ent station 20, provided the system 200 knows what types
of batteries are being exchanged at the client station 20
(e.g., such information can be provided to the server 200
by the client station 20). In some embodiments, the sta-
tion analysis component 213 can be configured to gen-
erate an instruction set for the client station 20.
[0053] Similarly, the user behavior analysis compo-
nent 217 can categorize the user behavior based on how
they exchange and/or use the batteries. For example, a
user can be very demanding on battery performance
(e.g., a professional racer). As another example, another
user may only use battery to power its vehicle for daily
errands (e.g., picking up children or grocery shopping).
Once a user reserves a battery at the client station 20,
the client station 20 then provides information associated
with the reservation to the server system 200. The server
system 200 can then determine the type/category of the
user who made the reservation and accordingly adjust
the battery demand prediction (and the corresponding
charging instructions) for the client station 20. In some
embodiments, such an adjustment can be made by the
client station 20.
[0054] The vehicle analysis component 219 can cate-
gorize the types of vehicles that users are planning to
operate. For each type of vehicles, the vehicle analysis
component 219 can determine which types of batteries
work best for each type of vehicles. For example, the
vehicle analysis component 219 can determine that an
electric scooter works best with a specific type of battery
after a particular charging process. In such embodi-
ments, the vehicle analysis component 219 can work with
the demand analysis component 209 to adjust the battery
demand prediction (and the corresponding charging in-
structions), if the server system 200 receives related ve-
hicle information. In some embodiments, such informa-
tion can be found in the user profiles or account informa-
tion. In other embodiments, such vehicle information can
be provided by the client station 20 to the server system
200.
[0055] In some embodiments, the server system 200
can provide the battery demand prediction to the client
station 20 in a real-time or near real-time manner. In such
embodiments, the server system 200 monitors the status
of the client station 20. Once there is a change (e.g., a
user just removed two fully-charged batteries and left two
empty ones at the client station 20) or a potential change
(e.g., a user makes a reservation to exchange batteries
at the client station 20) that may affect the charging proc-
ess of the client station 20, the server system 200 can
perform the analysis mentioned above and generate an
updated battery demand prediction for the client station
20 to follow. In some embodiments, the change or po-
tential change can be transmitted to the server system
200 from a mobile device (e.g., a user uses an app in-
stalled thereon to make a battery reservation), another
server (e.g., a web-service server associated with an app

used by a user), and/or the client station 20.
[0056] In some embodiments, the client station 20 can
be a new client station (e.g., not included in the sampling
stations). In such embodiments, the server system 200
can generate the battery demand prediction based on
previously collected information and/or previously anal-
ysis performed by the server system 200 (e.g., as refer-
ence information). The battery demand prediction can be
further used to generate a battery management plan for
the client station 20. For example, the server system 200
can determine that the client station 20 can be a certain
type of station (e.g., the "heavy-traffic" type, the "inter-
mediate-traffic" type, the "light-traffic" type, the "city-com-
muter" type, the "tourist-attraction" type, the "event-driv-
en" type, etc.) and then generate the battery demand
prediction based on the determined type.
[0057] In some embodiments, the server system 200
manages multiple client stations simultaneously. In such
embodiments, the server system 200 can monitor these
client stations, collect information therefrom, and gener-
ate the battery demand prediction for each of the client
stations.
[0058] Figure 3 is a schematic diagram illustrating a
station system 300 in accordance with embodiments of
the disclosed technology. As shown, the station system
300 includes a processor 301, a memory 303, a user
interface 305, a communication component 307, a bat-
tery management component 309, an instruction man-
agement/simulation component 310, one or more sen-
sors 311, a storage component 313, and a charging com-
ponent 315 coupled to eight battery slots 317a-n. The
processor 301 is configured to interact with the memory
303 and other components (e.g., components 305-317)
in the station system 300. The memory 303 is coupled
to the processor 301 and is configured to store instruc-
tions for controlling other components or other informa-
tion in the station system 300.
[0059] The user interface 305 is configured to interact
with a user (e.g., receiving a user input and presenting
information to the user). In some embodiments, the user
interface 305 can be implemented as a touchscreen dis-
play. In other embodiments, the user interface 305 can
include other suitable user interface devices. The storage
component 313 is configured to store, temporarily or per-
manently, information, data, files, or signals associated
with the station system 300 (e.g., information measured
by the sensors 313, information collected by the batteries
317a-n, reference information, charging instructions; us-
er information, etc.). The communication component 307
is configured to communicate with other systems (e.g.,
a vehicle system 31, a server 33, and/or other stations)
and other devices (e.g., a mobile device 32 carried by a
user).
[0060] The battery management component 309 is
configured to manage and control the batteries posi-
tioned in the battery slots 317a-n. In some embodiments,
the battery management component 309 can manage
the batteries based on instructions (e.g., a battery man-

17 18 



EP 3 506 187 A1

11

5

10

15

20

25

30

35

40

45

50

55

agement plan mentioned above) from the server 33
(which can function in the ways similar to the server sys-
tem 200, in some embodiments). In some embodiments,
the battery management component 309 can manage
the batteries based on predetermined instructions or
guidance (e.g., dynamic pricing strategies) stored in the
station system 300 (e.g., in the storage component 313).
In some embodiments, the battery management compo-
nent 309 can periodically communicate with the server
33 to request update instructions.
[0061] In some embodiments, the battery manage-
ment component 309 can also be configured to collect
information regarding the batteries positioned in the bat-
tery slots 317a-n, information regarding the station sys-
tem 300, information regarding one or more power sourc-
es 35, information regarding a user (e.g., received from
the mobile device 32 via the communication component
307), and/or information regarding the vehicle system
30. The battery management component 309 can trans-
mit or upload the collected information to the server 33
for further analysis or process.
[0062] The instruction management/simulation com-
ponent 310 is configured to manage a set of operational
instructions (e.g., some lightweight/fast algorithms)
based on which the system 300 manages, controls,
charges, and/or maintains the batteries positioned in the
battery slots 317a-n. In some embodiments, the instruc-
tion management/simulation component 310 is config-
ured to verify and implement a battery management plan
(e.g., how/when to charge one or more batteries) from
the server 33. In some embodiments, the battery man-
agement plan can be verified based on an aging policy
(e.g., a battery management plan is valid for 12 hours
after it was generated or issued by the server 33). If the
battery management plan is verified, it is then implement-
ed by the station system 300. If the battery management
plan is not verified (e.g., expired), the station system 300
can manage the batteries based on default rules (e.g., a
set of predetermined operational instructions stored in
the system 300). In some embodiments, the default rules
for each battery-exchange station can be different (e.g.,
depending on the location of the battery-exchange sta-
tion, predicted battery demand, etc.). In some embodi-
ments, the instruction management component 310 can
be configured to manage, maintain, and update an in-
struction set stored in the system 300 (e.g., in the storage
component 313).
[0063] In some embodiments, the instruction manage-
ment/simulation component 310 is configured to perform
a simulation for a new or an updated battery management
plan, such that the station system can locally determine
whether to implement the new or updated battery man-
agement plan. For example, another battery-exchange
station was turned offline for regular maintenance. The
server 33 generates an updated battery management
plan for the station system 300. For example, the server
33 determines that turning that battery-exchange station
offline results in an increase of the battery demand for

the station system 300. Accordingly, the server 33 sends
an updated battery management plan to the station sys-
tem 300.
[0064] After receiving the updated battery manage-
ment plan, the simulation component 310 performs a sim-
ulation for the updated battery management plan. In
some embodiments, the simulation can be performed by
a server. The simulation is performed as a background
process that does not substantially interfere with the im-
plementation of an existing battery management plan. In
some embodiments, the simulation includes simulating
a charging process for a battery positioned in the battery
station, based on the updated battery management plan.
In some embodiments, the simulation includes simulat-
ing whether implementing the updated battery manage-
ment plan can generate a sufficient number of charged
batteries to meet the actual demand. For example, due
to the expected demand increase, the updated battery
management plan requests the station system 300 to
charge its batteries at an increased charging rate faster
than a normal rate (which is used is the existing battery
management plan). After a period of time (e.g., 12 hours),
the simulation result is generated (e.g., charging at the
increased charging rate results in a 5-degree-Celsius
temperature increase for the whole station). The simula-
tion result is then compared to the actual demand. For
example, the actual demand indicates that using the nor-
mal rate to charge the batteries still meets the actual de-
mand in the past 12 hours (e.g., there was no user waiting
for reserved batteries). In such embodiments, the station
system 300 can determine not to implement the updated
battery management plan.
[0065] The sensors 311 are configured to measure in-
formation associated with the station system 300 (e.g.,
working temperature, environmental conditions, power
connection, network connection, etc.). The sensors 311
can also be configured to monitor the batteries positioned
in the battery slots 317a-n. The measured information
can be sent to the battery management component 309
and the server 33 for further analysis.
[0066] The charging component 315 is configured to
control a charging process for each of the batteries po-
sitioned in the battery slots 317a-n. In some embodi-
ments, the station system 300 can include other numbers
of battery slots. The battery slots 317a-n are configured
to accommodate and charge the batteries positioned
and/or locked therein. The charging component 315 re-
ceives power from the power sources 35 and then uses
the power to charge the batteries positioned in the battery
slots 317a-n, based on a predetermined battery manage-
ment plan received from the server 33 or stored in the
storage component 313. In some embodiments, the bat-
tery management plan is determined based on a battery
demand prediction generated by the server 33.
[0067] In some embodiments, the battery manage-
ment plan includes charging a battery to a full-charge
point (e.g., 98% of its full charge capacity). In such em-
bodiments, the charging component 315 will stop the
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charging process once the battery is charged to its full-
charge point. In some embodiments, the system 300 can
control or adjust a charging voltage during a charging
process performed by the charging component 315.
[0068] In some embodiments, when the user positions
a battery in one of the battery slots 317a-n, the station
system 300 can detect the existence of that battery and
pull information stored on the memory associated with
the battery. For example, the battery management com-
ponent 309 can pull information associated with that bat-
tery (e.g., battery usage history, battery identity, charging
cycles, full charging capacity, vehicle information of the
vehicles that the inserted battery has been associated
with, user activities that the battery has been involved,
etc.) from a battery memory inside, or coupled to, the
inserted battery. In some embodiments, the information
in the battery memory can be transmitted to the server
33 via the communication component 307.
[0069] Figure 4 is a schematic diagram illustrating a
system 400 in accordance with embodiments of the dis-
closed technology. As shown in Figure 4, the system 400
includes a server 403 (e.g., the server system 200 men-
tioned above) and multiple battery-exchange stations
405 (shown as stations 405A1-A3 in Group A and stations
405B1-B2 in Group B). In some embodiments, the sta-
tions 405A1-A3 are located in area A, and the stations
405B1-B2 are located in area B. In other embodiments,
the stations can be grouped based on other factors such
as similarity of predicted battery demands. For each
group, the system 400 can designate a regional master
station. In the illustrated embodiments, the station 405A1
is the regional master station in Group A, and the station
105B1 is the regional master station in Group B. The
server 403 sends a battery management plan P1 to the
regional master station 405A1 (e.g., indicated as arrow
C1). The regional master station 405A1 verifies and sim-
ulates the battery management plan P1 (e.g., by the ver-
ification/simulation processes discussed above). The re-
gional master station 405A1 then determines whether to
adopt the battery management plan P1 for all stations in
Group A. If so, the regional master station 405A1 then
transmits the battery management plan P1 to stations
405A2-A3 (e.g., indicated as arrows C2-C4). Similarly,
the server 403 sends a battery management plan P2 to
the regional master station 405B1 (e.g., indicated as ar-
row C5). The regional master station 405B1 verifies and
simulates the battery management plan P2 and deter-
mines whether to adopt the battery management plan P2
for all stations in Group B. If so, the regional master sta-
tion 405A1 then transmits the battery management plan
P2 to station 405B2 (e.g., indicated as arrow C6). The
communication among the stations can be wired or wire-
less. By this arrangement, the system 400 can effectively
manage the multiple stations 405 without requiring the
server 403 to communicate with individual stations 405.
This can reduce the computing/communication load for
the server 403.
[0070] Figures 5A and 5B are schematic diagrams il-

lustrating station characteristics in accordance with em-
bodiments of the disclosed technology. The station char-
acteristics are used to generate battery demand predic-
tions (which are the basis for the battery management
plan for each station). In Figure 5A, three two-dimension-
al characteristic curves 501A, 501B and 501C are shown.
In other embodiments, however, the characteristic
curves can be three-dimensional or multiple-dimension-
al, depending on the number of factors to be considered
when generating such characteristic curves.
[0071] The characteristic curves 501A-C represent
battery demand predictions (or power consumption pre-
dictions) for Stations A-C that are generated (e.g., by a
server such as the server system 200) based on infor-
mation associated with multiple sampling stations (e.g.,
the collected information mentioned above). In some em-
bodiments, these characteristic curves 501A-C can be
compared with actual measurements so as to verify
and/or enhance the accuracy of these curves (e.g., com-
pare the characteristic curve 501A with a curve generat-
ed by actual measurement performed at Station A). In
such embodiments, the results of the comparison can be
used to further adjust the characteristic curves 501A-C.
In some embodiments, the present technology can use
this approach to fine-tune its analysis based on various
factors, weightings for the factors, algorithms, etc.
[0072] As shown in Figure 5A, the characteristic curve
501A has a peak portion 503 which can indicate that Sta-
tion A is a "high-demand-peak-hours" type station. The
characteristic curve 501B has a smooth curve that dimin-
ishes with time during the day and no peaks, which may
indicate that Station B has a relative high battery demand
in certain time period (e.g., in the mornings) and therefore
can be a "commuter" type station. As for Station C, the
characteristic curve 501C has a higher plateau portion
505 in the middle of a day. The plateau portion 505 can
indicate that Station C has a relatively high battery de-
mand at noon which can be caused by the traffic to a
famous restaurant close to Station C. In some embodi-
ments, the present technology can provide multiple types
of characteristic curves or patterns that can be used as
reference information to determine battery demand pre-
dictions for a battery-exchange station .
[0073] Figure 5B is a schematic diagram illustrating
characteristics during multiple time frames of a station
system in accordance with embodiments of the disclosed
technology. In Figure 5B, three characteristic curves
507A-C for Station X are shown. The characteristic
curves 507A-C represent battery demand predictions for
Station X in different time frames (e.g., a day, a week,
and a year) generated based on information associated
with exchanges made at the station, information in the
batteries, exchanges measured or predicted at the sta-
tion, social events planned, etc.
[0074] As shown, the characteristic curve 507A has
two peak portions 508 and 509. The peak portions 508
and 509 can indicate commuter traffic close to Station X.
The characteristic curve 507B has a plateau portion 511
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during the weekdays, which may indicate Station X is
close to a road that is intensively used by commuters on
weekdays, rather than weekends. The characteristic
curve 507C also has two peak portions 513 and 514 in
February and July, respectively. These two peak portions
513 and 514 can indicates battery demands caused by
events held in a stadium (e.g., yearly events held in Feb-
ruary and July) close to Station X.
[0075] Figure 6 is a flowchart illustrating a method 600
in accordance with embodiments of the disclosed tech-
nology. The method 600 is configured to managing a
battery station. The method 600 can be implemented by
a battery-exchange station (e.g., the station system 300).
The method 600 starts at block 601 by receiving a first
battery management plan based on predicted battery de-
mand information from a server.
[0076] At block 603, the method 600 continues by ver-
ifying the first battery management plan based on a set
of local reference information. The set of local reference
information includes an aging policy. At block 605, the
method 600 then receives a second battery management
plan based on an update of the predicted battery demand
information from the server. At block 607, the method
600 then implements the first battery management plan
for charging one or more batteries positioned in the bat-
tery-exchange station to generate a first result.
[0077] At block 609, the method 600 performs a sim-
ulation for the batteries based on the second battery man-
agement plan to generate a second result. At block 611,
the first result and the second result are compared. At
block 613, the method 600 determines whether to imple-
ment the second battery management plan based on the
comparison. The method 600 then returns and waits for
further instructions.
[0078] Figure 7 is a flowchart illustrating a method 700
in accordance with embodiments of the disclosed tech-
nology. The method 700 can be implemented by a bat-
tery-exchange station (e.g., battery-exchange station
107 or 207, client station 20, station system 300, etc.).
At block 701, the method 700 starts by receiving, from a
server, demand information for the battery-exchange sta-
tion corresponding to a first time period. In some embod-
iments, the first time period can be a 2-hour, 3-hour, 12-
hour, 24-hour, one-week time period. In some embodi-
ments, the first time period can include multiple time in-
tervals (e.g., an hour, a half-hour, etc.). For example, the
demand information corresponding to the first time period
can be "2 battery exchanges in HOUR 1," "3 battery ex-
changes in HOUR 2," "4 battery exchanges in HOUR 3,"
etc. HOUR 1 refers to the next hour from now, HOUR 2
refers to the hour after the next hour, and HOUR 3 refers
to the hour after HOUR 2.
[0079] At block 703, the method 700 includes forming
a charging plan for the batteries positioned in the battery-
exchange station corresponding to the first time period
based on (1) a first instruction set stored in the battery-
exchange station and (2) the demand information corre-
sponding to the first time period. In some embodiments,

the first instruction set can include (i) one or more charg-
ing rules, and (ii) information indicative of assigning the
one or more charging rules to each of the batteries po-
sitioned in the battery-exchange station (e.g., "charging
logics"). In some embodiments, the charging plan in-
cludes one or more assigned charging rules (e.g., select-
ed from the one or more charging rules in the first instruc-
tion set) for each of the batteries positioned in the battery-
exchange station. Once the charging plan is formed, the
method 700 can charge the batteries therein based on
the charging plan.
[0080] At block 705, the method 700 includes gener-
ating charging commands for each of the batteries posi-
tioned in the device-exchange station based on the one
or more assigned charging rules for each of the batteries
(e.g., in the charging plan) and a status (e.g., SoC, a cell
temperature of battery, etc.) of each of the batteries dur-
ing the first time period. For example, the predicted de-
mand for HOUR 1 can be "2 battery exchanges," and
assume that the battery-exchange station has batteries
B1-B6 with SoCs of "95%," "91%," "80%," "75%," "60%,"
"50%," and "45%." To meet the predicted demand for
HOUR 1, the station can assign a slow charge rule for
batteries B1 and B2 (e.g., because batteries B1 and B2
have SoCs above a SoC threshold of 90%), and then the
corresponding charging command for batteries B1 and
B2 can be "charging battery B1 at a low rate 0.1C from
now until battery B1 is exchanged" and "charging battery
B2 at a low rate 0.2C from now until battery B2 is ex-
changed." "C" means the "C-Rate" for battery charging).
For example, the capacity of a battery is commonly rated
at "1C," meaning that a fully charged battery rated at 1A-
hr should provide 1A for one hour.
[0081] In some embodiments, the first instruction set
can be updated by the server. For example, the method
700 can include (1) receiving a second instruction set
from the server, the second instruction set comprising
one or more updated charging rules (e.g., updated based
on an analysis on characteristics of batteries, such as,
charging battery B manufactured by manufacturer M be-
low temperature T results in less battery degradation);
(2) updating the one or more assigned charging rules
based on the one or more updated charging rules (e.g.,
update the charging plan for the station); (3) updating the
charging commands for each of the batteries based on
the updated one or more assigned charging rules and
the status of each of the batteries.
[0082] In some embodiments, the demand information
can also be updated by the server. For example, the
method 700 can include (1) receiving, from the server,
demand information for the battery-exchange station cor-
responding to a second time period later than the first
time period; and (2) updating the charging plan for the
batteries positioned in the battery-exchange station cor-
responding to the second time period based on the first
instruction set (of the second instruction set, if the first
instruction set has been updated or replaced by the sec-
ond instruction set) stored in the battery-exchange sta-
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tion and the demand information corresponding to the
second time period. For example, the first time period
can be 12 hours from now, and the second time period
can be 13-24 hours from now. In other embodiments, the
first and second time periods can be set by an operator
of the station or the server.
[0083] In some embodiments, the charging plan can
be periodically updated (e.g., daily, every 12 hours, etc.).
In some embodiments, the charging plan can be updated
in response to a triggering event (e.g., an event that re-
sults in a change to the predicted demand such as an
exchange of battery, a new user subscription for battery
exchange, and an event that results in a change to the
power supply such as a power outage, an environmental
condition change such as a change of ambient temper-
ature, etc.).
[0084] In some embodiments, the triggering can be a
disconnection between the server and the battery-ex-
change station. Once the battery-exchange station de-
tects the disconnection (e.g., no response from the server
for a certain period of time such as 30 minutes or after
twice the time period that the server usually communi-
cates with the station), the battery-exchange station can
enter an "autonomous" mode and use the most current
instruction set (the first or second instruction set) and the
most current demand information to keep server users.
[0085] For example, the method 700 can further in-
clude (1) in response to the triggering event, considering
the demand information for the battery-exchange station
corresponding to the first time period as demand infor-
mation for the battery-exchange station corresponding
to a second time period later than the first time period;
and (2) generating the charging plan for the batteries
positioned in the battery-exchange station corresponding
to the second time period based on the first instruction
set stored in the battery-exchange station and the de-
mand information for the battery-exchange station cor-
responding to the first time period. For example, the sta-
tion can use the predicted demand for the first time period
(0-24 hours from now) as the predicted demand for the
second time period (25-48 hours from now).
[0086] In some embodiments, the battery-exchange
station can assign a priority value to each of the batteries
positioned in the battery-exchange station based on the
status of each of the batteries. By this arrangement, the
battery-exchange station can quickly determine how to
apply charging rules to form the charging plan. For ex-
ample, the battery-exchange station can have batteries
B1-B6 with temperatures of "25°C," "26°C," "27°C,"
"28°C," "29°C," "30°C." Accordingly, the priority values
for batteries B1-B6 can be "6," "5," "4," "3," "2," and "1."
In this example, battery B1 with the highest priority value
(e.g., due to the lowest temperature) can be assigned to
meet the predicted demand in HOUR 1. Battery B2 with
the second highest priority value can also be assigned
to meet the predicted demand in HOUR 1. Assume that
the predicted demand for HOUR 2 is "1 battery ex-
change," and then battery B3 with the third highest priority

value can be assigned to meet the predicted demand in
HOUR 2.
[0087] Once the batteries are assigned to meet a pre-
dicted demand, at least one charging rule (from the
charging rules in the first or second instruction set stored
in the station) can be assigned to each of the assigned
batteries, and the batteries are charged based on the
assigned charging rule.
[0088] In some embodiments, the method 700 further
includes (1) managing the first instruction set based on
an aging policy; (2) verifying whether the first instruction
set is expired based on the aging policy; and (3) replacing
the first instruction set with a set of default rules when
the first instruction set is expired. In some embodiments,
the aging policy can be a set of rules used to determine
whether the first instruction set is valid. For example, the
aging policy can include a time period (e.g., 12 hours, 24
hours, 2 days, 1 week, etc., counting from the time that
the first instruction set was generated), and after this time
period, the first instruction becomes expired. In some em-
bodiments, when an instruction set is considered expired,
the station can replace the instruction set by a default
rules (or a default instruction set). For example, the de-
fault rules can include starting to charge a battery as soon
as it is positioned in the station, stopping charging a bat-
tery when the battery temperature exceeds a tempera-
ture threshold, etc. In other embodiments, the default
rules can include instructions used to operate the station
without guidance from the server. In some embodiments,
the station can update the default rules itself (e.g., based
on the station’s actual battery demand). In some embod-
iments, the station can have multiple sets of default rules,
in response to various types of triggering events.
[0089] In some embodiments, the method 700 can in-
clude (1) simulating the first instruction set to generate a
simulation result; (2) determining whether to update the
first instruction set based on the simulation result; and
(3) simulating a charging process for at least one of the
batteries positioned in the battery-exchange station. In
some embodiments, the simulation can be performed pri-
or to implementing the first instruction set. In some em-
bodiments, the simulation result can be transmitted to
the server for future reference.
[0090] As will be appreciated, the server is continually
receiving battery usage information from the battery-ex-
change stations, information from the individual batteries
that are exchanged, battery reservation requests, weath-
er information, special event information and the like in
order to make a battery demand prediction for any given
exchange station. The various components (e.g., soft-
ware routines or dedicated logic in the server) operate in
accordance the functionality described to estimate the
number and type of batteries that will be needed by each
exchange station in order to provide a satisfactory cus-
tomer experience.
[0091] Battery management plans (or instruction sets)
are based on the battery demand predictions and provide
charging instructions for individual batteries in the charg-
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ing slots. As indicated above, each battery-exchange sta-
tion can control the rate at which an individual battery is
charged, how much it is charged, the maximum charging
temperature of the battery, and other factors. In the event
that the expected demand for batteries at an exchange
station changes, then the server generates a new battery
management plan that is sent to the exchange station.
[0092] In some embodiments, the new battery man-
agement plan is immediately implemented or is sent
along with a code that requires the exchange station to
immediately implement the new plan. In other embodi-
ments, the new battery management plan is simulated
against the existing battery management plan to deter-
mine if the new plan is better or worse than the current
battery management plan. Such a new plan may be sent
with a different code indicating that the exchange station
is free to implement the new battery management plan
if it is better in one of more quality categories (e.g., more
batteries available, lower cost of energy used to charge
batteries for the expected demand, lower overall temper-
ature in the exchange station, etc.)
[0093] In this case, the exchange station includes a
processor that is programmed to calculate results for a
number of various quality categories under the proposed
new battery management plan and compare the results
to those actually achieved or measured using the existing
battery management plan. Comparing the various quality
categories allows the processor of the battery-exchange
station to determine whether the new battery manage-
ment plan is implemented or not. The processor of the
battery-exchange station then sends a message to the
central server indicating whether the new battery man-
agement plan was implemented or not.
[0094] As an example, if a current battery management
plan calls for having 6 fully charged batteries ready for
exchange by 4 p.m. and a new battery management plan
calls for an overall slower rate of charge so that the bat-
teries will not be ready until 5:30 p.m., then the processor
of the exchange station can monitor the demand for bat-
teries to see if they are actually needed until after 5:30
p.m. If so, the new battery plan may be adopted. If there
is a detected rush on batteries at 4:30 p.m., then the new
plan would not have provided a better customer experi-
ence and is unlikely to be adopted.
[0095] As will be appreciated, whether a battery man-
agement plan is actually adopted, may be a multi-variant
decision that is determined by which plan gives the best
overall score based on two or more of the quality factors
simulated and compared with measured quality data.
[0096] In some embodiments, the present technology
can provide other types of characteristics or patterns by
selecting different factors in different time frames. By this
arrangement, the present technology enables an opera-
tor to effectively predict a battery demand for a particular
battery-exchange station (e.g., this station can be a new
or an existing one). The present technology provides flex-
ibility to effectively maintain multiple battery-exchange
stations. The present technology can enhance energy-

efficiency and thus reduce overall expense for manag-
ing/charging batteries.
[0097] In the embodiments discussed herein, a "com-
ponent" can include a processor, control logic, a digital
signal processor, a computing unit, and/or any other suit-
able device that is either configured or is programmed to
execute instructions to perform the functionality de-
scribed above.

Claims

1. A method (700) for managing a battery-exchange
station (300), the method comprising:

receiving, from a server (33), demand informa-
tion for the battery-exchange station (300) cor-
responding to a first time period (701); and
forming a charging plan for the batteries posi-
tioned in the battery-exchange station (300) cor-
responding to the first time period based on a
first instruction set stored in the battery-ex-
change station (300) and the demand informa-
tion corresponding to the first time period (703);
wherein the first instruction set comprises one
or more charging rules and information indica-
tive of assigning the one or more charging rules
to each of the batteries positioned in the battery-
exchange station (300); and
wherein the charging plan comprises one or
more assigned charging rules for each of the
batteries positioned in the battery-exchange sta-
tion (300).

2. The method (700) of claim 1, further comprising:
generating charging commands for each of the bat-
teries positioned in the device-exchange station
(300) based on the one or more assigned charging
rules for each of the batteries and a status of each
of the batteries during the first time period, the first
time period comprising one or more time intervals
(705).

3. The method (700) of claim 2, further comprising:

receiving a second instruction set from the serv-
er (33), the second instruction set comprising
one or more updated charging rules;
updating the one or more assigned charging
rules based on the one or more updated charg-
ing rules;
updating the charging commands for each of the
batteries based on the updated one or more as-
signed charging rules and the status of each of
the batteries.

4. The method (700) of any one of claim 2 to 3, wherein
the status of each of the batteries comprises at least
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one of a temperature and an SoC.

5. The method (700) of any one of claims 1 to 4, further
comprising:

receiving, from the server (33), demand infor-
mation for the battery-exchange station (300)
corresponding to a second time period later than
the first time period; and
updating the charging plan for the batteries po-
sitioned in the battery-exchange station (300)
corresponding to the second time period based
on the first instruction set stored in the battery-
exchange station (300) and the demand infor-
mation corresponding to the second time period.

6. The method (700) of any one of claims 1 to 5, further
comprising:
periodically updating the charging plan for the bat-
tery-exchange station (300).

7. The method (700) of any one of claims 1 to 6, further
comprising:

updating the charging plan in response to a trig-
gering event;
preferably t the triggering event comprises a dis-
connection between the server (33) and the bat-
tery-exchange station (300).

8. The method (700) of claim 7, further comprising:
in response to the triggering event, considering the
demand information for the battery-exchange station
(300) corresponding to the first time period as de-
mand information for the battery-exchange station
(300) corresponding to a second time period later
than the first time period; and generating the charg-
ing plan for the batteries positioned in the battery-
exchange station (300) corresponding to the second
time period based on the first instruction set stored
in the battery-exchange station (300) and the de-
mand information for the battery-exchange station
(300) corresponding to the first time period.

9. The method (700) of any one of claims 1 to 8, wherein
the first time period comprises a first time interval
and a second time interval following the first time
interval, and wherein the demand information for the
battery-exchange station (300) corresponding to the
first time period comprises a first demand prediction
for the first time interval and a second demand pre-
diction for the second time interval, and wherein the
method further comprises:
assigning a priority value to each of the batteries
positioned in the battery-exchange station (300)
based on the status of each of the batteries.

10. The method (700) of claim 9, further comprising:

forming the charging plan by:

assigning a first set of batteries of the bat-
teries positioned in the battery-exchange
station (300) to meet the first demand pre-
diction based on the priority value of each
of the batteries; and
assigning a second set of batteries of the
batteries positioned in the battery-ex-
change station (300) to meet the second de-
mand based on the priority value of each of
the batteries;

preferably the method further comprising:
forming the charging plan by:

assigning at least one charging rule from
the one or more charging rules to each of
the first set of batteries based on the first
demand prediction; and
assigning at least one charging rule from
the one or more charging rules to each of
the second set of batteries based on the
second demand prediction.

11. The method (700) of any one of claims 1 to 10, further
comprising managing the first instruction set based
on an aging policy.

12. The method (700) of claim11, further comprising ver-
ifying whether the first instruction set is expired
based on the aging policy;
preferably the method further comprising replacing
the first instruction set with a set of default rules when
the first instruction set is expired.

13. The method (700) of any one of claims 1 to 12, further
comprising simulating the first instruction set to gen-
erate a simulation result;
preferably the method further comprising determin-
ing whether to update the first instruction set based
on the simulation result, wherein the method further
comprising simulating a charging process for at least
one of the batteries positioned in the battery-ex-
change station (300).

14. A battery-exchange station (300), comprising:

a processor (301);
a battery management component (309) cou-
pled to the processor and configured to--

receive, from a server (33), demand infor-
mation for the battery-exchange station
(300) corresponding to a first time period
(701); and
form a charging plan for the batteries posi-
tioned in the battery-exchange station (300)
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corresponding to the first time period based
on a first instruction set stored in the battery-
exchange station (300) and the demand in-
formation corresponding to the first time pe-
riod (703);
wherein the first instruction set comprises
one or more charging rules and information
indicative of assigning the one or more
charging rules to each of the batteries po-
sitioned in the battery-exchange station
(300); and
wherein the charging plan comprises one
or more assigned charging rules for each of
the batteries positioned in the battery-ex-
change station (300).

15. The battery-exchange station (300) of claim 14, fur-
ther comprising:
an instruction management component (310) cou-
pled to the processor and configured to manage the
first instruction set based on based on an aging pol-
icy.
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